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(54) Air/Fuel ratio control apparatus for general-purpose engine

(57) In an apparatus for controlling an air/fuel ratio
of a general-purpose internal combustion engine using
mixed fuel containing alcohol and gasoline and operated
at a desired engine speed inputted by the operator while
a throttle opening is regulated such that a detected en-
gine speed converges to the inputted desired engine
speed, a fuel injection amount prepared for mixed fuel is
increased/decreased when a load is kept constant and
the output air/fuel ratio (at which an output of the engine
becomes maximum) is estimated. A rate of alcohol con-
tained in the fuel is estimated from the estimated air/fuel
ratio (S300 - S308, S312, S316 - S320, S324, S326) and
the fuel injection amount is corrected based on the esti-
mated alcohol rate (S310, S314, S322, S328), thereby
determining the fuel injection amount appropriately in ac-
cordance with the estimated alcohol rate.
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Description

Field of the Invention

[0001] This invention relates to an air/fuel ratio control
apparatus for a general-purpose internal combustion en-
gine, particularly to an air/fuel ratio control apparatus for
a general-purpose engine using mixed fuel containing
alcohol and gasoline.

Description of the Related Art

[0002] Conventionally, there is proposed a technique
for an engine using mixed fuel containing alcohol and
gasoline, which is configured to provide an air/fuel ratio
sensor (O2 sensor (oxygen sensor) or a wide-range air/
fuel ratio sensor in the exhaust system to detect an air/
fuel ratio to determine a deviation from a predetermined
value caused due to the mixed alcohol, estimate a rate
of the alcohol in the fuel based on the detected deviation
of the air/fuel ratio, and determine a fuel injection amount
based on one from among sets of characteristics (maps
or mapped data) selected from the estimated alcohol rate
(or correct the fuel injection amount by the estimated al-
cohol rate), thereby controlling a fuel injection amount,
as taught, for example, in Japanese Laid-Open Patent
Application No. Sho 63(1988)-5131.

SUMMARY OF THE INVENTION

[0003] However, since the O2 sensor or wide-range
air/fuel ratio sensor, particularly the latter is expensive,
it is difficult to provide such a sensor to a compact and
inexpensive general-purpose engine from the cost view-
point. Accordingly, it is difficult to estimate the alcohol
rate from the deviation of the air/fuel ratio and to deter-
mine the fuel injection amount appropriately in accord-
ance with the alcohol rate.
[0004] An object of this invention is therefore to over-
come the foregoing problem by providing an air/fuel ratio
control apparatus for a general-purpose engine that can
estimate the alcohol rate without using an expensive air/
fuel ratio sensor, thereby determining the fuel injection
amount appropriately in accordance with the estimated
alcohol rate.
[0005] In order to achieve the object, this invention pro-
vides in its first aspect an apparatus for controlling an air/
fuel ratio of a general-purpose internal combustion en-
gine that is connectable to a load, having a desired engine
speed input switch adapted for an operator to input a
desired speed of the engine, an engine speed detector
that detects a speed of the engine, a throttle opening
regulator that regulates an opening of a throttle valve
installed in an air intake pipe of the engine such that the
detected engine speed converges to the inputted desired
engine speed, a fuel injection amount calculator that cal-
culates a fuel injection amount of the engine based on
the detected engine speed and the regulated throttle

opening in accordance with fuel injection amount char-
acteristics, and an injector that injects mixed fuel con-
taining alcohol and gasoline based on the calculated fuel
injection amount, wherein the improvement comprises:
a load determiner that determines whether the load con-
nected to the engine is kept constant; a fuel injection
amount injecting increasing/decreasing unit that increas-
es/decreases the calculated fuel injection amount to be
injected when the load connected to the engine is deter-
mined to be kept constant; an air/fuel ratio estimator that
estimates an air/fuel ratio at which an output of the engine
becomes maximum based on the throttle opening regu-
lated when the fuel injection amount is fuel of the in-
creased/decreased; an alcohol rate estimator that esti-
mates a rate of the alcohol contained in the mixed fuel
based on the estimated air/fuel ratio and the calculated
fuel injection amount; and a fuel injection amount correc-
tor that corrects the fuel injection amount based on the
estimated alcohol rate.
[0006] In order to achieve the object, this invention pro-
vides in its second aspect a method for controlling an air/
fuel ratio of a general-purpose internal combustion en-
gine that is connectable to a load, having a desired engine
speed input switch adapted for an operator to input a
desired speed of the engine, an engine speed detector
that detects a speed of the engine, a throttle opening
regulator that regulates an opening of a throttle valve
installed in an air intake pipe of the engine such that the
detected engine speed converges to the inputted desired
engine speed, a fuel injection amount calculator that cal-
culates a fuel injection amount of the engine based on
the detected engine speed and the regulated throttle
opening in accordance with fuel injection amount char-
acteristics, and an injector that injects mixed fuel con-
taining alcohol and gasoline based on the calculated fuel
injection amount, wherein the improvement comprises
the steps of: determining whether the load connected to
the engine is kept constant; increasing/decreasing the
calculated fuel injection amount to be injected when the
load connected to the engine is determined to be kept
constant; estimating an air/fuel ratio at which an output
of the engine becomes maximum based on the throttle
opening regulated when the fuel injection amount is fuel
of the increased/decreased; estimating a rate of the al-
cohol contained in the mixed fuel based on the estimated
air/fuel ratio and the calculated fuel injection amount; and
correcting the fuel injection amount based on the esti-
mated alcohol rate.

BRIEF DESCRIPTION OF THE DRAWINGS

[0007] The above and other objects and advantages
of the invention will be more apparent from the following
description and drawings in which:

FIG. 1 is an overall schematic view showing an air/
fuel ratio control apparatus for a general-purpose en-
gine according to an embodiment of this invention;
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FIG. 2 is a view showing details of a desired engine
speed input knob shown in FIG. 1;
FIG. 3 is a view showing details of a map switching
knob shown in FIG. 1;
FIG. 4 is a block diagram showing operation of an
electronic control unit (ECU) shown in FIG. 1 in a
functional manner;
FIG. 5 is a flowchart showing the operation of the
ECU shown in FIG. 4;
FIG. 6 is a subroutine flowchart showing calculation
of a feedback correction coefficient referred to in the
FIG. 5 flowchart;
FIG. 7 is a subroutine flowchart showing estimation
of an output air/fuel ratio referred to in the FIG. 6
flowchart;
FIG. 8 is a graph showing a principle of the estimation
of the output air/fuel ratio of FIG. 7;
FIG. 9 is a graph for explaining a fuel injection
amount (Qmin) corresponding to the output air/fuel
ratio of the FIG. 7 flowchart; and
FIG. 10 is a subroutine flowchart showing estimation
of alcohol rate and forcible switching of fuel injection
amount map in response thereto referred to in the
FIG. 5 flowchart.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENT

[0008] An air/fuel ratio control apparatus for a general-
purpose engine according to an embodiment of the
present invention will now be explained with reference
to the attached drawings.
[0009] FIG. 1 is an overall schematic view showing an
air/fuel ratio control apparatus for a general-purpose en-
gine according to the embodiment of this invention.
[0010] In FIG. 1, symbol 10 designates the air/fuel ratio
control apparatus for a general-purpose engine 12
(shown in cross-section) 12. The apparatus 10 has an
Electronic Control Unit (ECU) 14 for electronically con-
trolling the engine 12. The ECU 14 comprises a micro-
computer having a CPU, memory (EEPROM or non-vol-
atile memory) and other components.
[0011] The engine 12 is a single-cylinder, four-cycle,
air-cooled, OHV engine with a displacement of, for ex-
ample, 440 cc, and is a general-purpose engine to be
mounted on a machine such as a generator, lawnmower
and snowplow which functions as a load when connected
to the engine 12.
[0012] An air intake pipe 16 of the engine 12 is installed
with a throttle valve 18 and injector 20. Intake air sucked
in and flowing in the air intake pipe 16 is regulated through
the throttle valve 18 and fuel injected from the injector 20
are mixed thereto. The thus-generated air-fuel mixture
is drawn into a combustion chamber 24 when an intake
valve 22 is opened and burned or exploded upon being
ignited by a spark plug 26, thereby driving a piston 28.
The driven piston 28 rotates a crankshaft 32 through a
connecting rod 30. The crankshaft 32 is connected to the

machine (load), and its rotation is transmitted to the load.
[0013] The crankshaft 32 is provided along its circum-
ference with a plurality of (i.e., eight) pulsar coils 34 and
when the crankshaft 32 is rotated, a pulsar coil detector
36 installed at a position close to the outer periphery of
the pulsar coils 34 produces an output or signal (crank
angle signal Pc) indicative of a position of the piston 28.
The burned air-fuel mixture is discharged to an exhaust
pipe 40 when an exhaust valve 38 is opened.
[0014] An electric motor (more precisely, a stepper mo-
tor; referred to as "throttle motor") 42 is connected to the
throttle valve 18. Specifically, the throttle motor 42 is con-
nected to a rotary shaft of the throttle valve 18 through a
speed reducer. The throttle motor 42 is operated to reg-
ulate an opening of the throttle valve 18, i.e., a throttle
opening.
[0015] The injector 20 is supplied with fuel stored in
the fuel tank and pressurized by a fuel supply device
including a fuel pump. The fuel is mixed fuel containing
alcohol (i.e., ethanol) and gasoline.
[0016] A temperature sensor 46 is installed near a cyl-
inder 44 and produces a signal indicating a temperature
of the engine 12. The aforementioned injector 20, spark
plug 26, pulsar coil detector 36, throttle motor 42 and
temperature sensor 46 are electrically connected to the
ECU 14.
[0017] The ECU 14 is connected with a desired engine
speed input knob (switch) 48 to be manipulated by the
operator to input a desired speed of the engine 12, a map
switching knob (switch) 50 enabled to be manipulated by
the operator to switch one from among sets of fuel injec-
tion amount maps (mapped data; characteristics) to an-
other, and an indicator 52. The indicator 52 comprises a
lamp including an LED (Light-Emitting Diode) or the like
and located to be visible to the operator.
[0018] FIG. 2 is a view showing details of the desired
engine speed input knob 48 and FIG. 3 is a view showing
details of the map switching knob 50.
[0019] The desired engine speed input knob 48 is
made turnable (adjustable) continuously within a scale
range between 1000 rpm and 5000 rpm. The map switch-
ing knob 50 is also made turnable to switch to select one
from among maps (sets of characteristics defining the
fuel injection amounts) corresponding to low, medium
and high alcohol rates. The low alcohol rate represents
a rate of about 25 %, the medium alcohol rate a rate of
about 50 %, and the high alcohol rate a rate of about 75
%, for instance.
[0020] The knobs 48 and 50 are installed to be pinched
with operator’s fingers and manipulated by the operator.
The operator manipulates (turns) the map switching knob
50 to a position corresponding to an assumed (estimated)
alcohol rate of the mixed fuel stored in the fuel tank.
[0021] Based on the detection signals of the pulsar coil
detector 36 and temperature sensor 46 and the input
signals of the desired engine speed input knob 48 and
map switching knob 50, the ECU 14 controls the fuel
injection through the injector 20, the ignition timing
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through the spark plug 26, the throttle opening through
the throttle motor 42. Further it controls turning on/off of
the indicator 52.
[0022] FIG. 4 is a block diagram showing the operation
of the ECU 14 in a functional manner. As illustrated, the
ECU 14 has an engine speed detection block (engine
speed detector), a governor control block (throttle open-
ing regulator), a fuel injection amount calculation block
(fuel injection amount calculator), a feedback correction
coefficient calculation block and an ignition timing calcu-
lation block.
[0023] The engine speed detection block counts a time
interval between successive ones of the crank angle sig-
nal Pc detected by the pulsar coil detector 36 to detect
the engine speed NE (rpm).
[0024] The governor control block is inputted with the
desired speed Nd of the engine 12 inputted through the
desired engine speed input knob 48 and the engine
speed NE detected in the engine speed detection block,
and controls the throttle opening such that the detected
engine speed NE converges at the desired engine speed
Nd.
[0025] Specifically, when the detected engine speed
NE is lower than the desired engine speed Nd, it calcu-
lates a throttle opening command value θth to increase
the throttle opening using PID control laws and outputs
the same to the throttle motor 42 via the drive circuit (not
shown). In contrast, when the engine speed NE is higher
than the desired engine speed Nd, it calculates the throt-
tle opening command value θth to decrease the throttle
opening using the PID control laws and outputs the same
to the throttle motor 42
[0026] The fuel injection amount calculation block cal-
culates a fuel injection amount Qmap by retrieving one
from among three maps (three sets of characteristics)
experimentally prepared beforehand for the mixed fuel
of the low, medium and high (i.e., 25, 50 and 75 %) alcohol
rates by the engine speed NE (detected in the engine
speed detection block) and the throttle opening com-
mand value θth (indicative of the engine load outputted
from the governor control block). In each of the three
maps, the fuel injection amount Qmap is experimentally
prepared beforehand under ideal conditions (i.e., ambi-
ent temperature: 25°C, altitude: 0 meter, humidity: 50 %).
[0027] The fuel injection amount calculation block is
inputted with a signal indicating a position (i.e., designat-
ed alcohol rate) from the map switching knob 50 desig-
nated by the operator, so that one of the fuel injection
amount maps corresponding to the designated position
of the map switching knob 50 is selected and the fuel
injection amount is calculated by retrieving the selected
fuel injection amount map by the aforesaid parameters.
[0028] The fuel injection amount calculation block is
also inputted with the engine temperature Te detected
by the temperature sensor 46 and based on the engine
temperature Te, corrects the fuel injection amount cal-
culated in accordance with the fuel injection amount map
at the engine start.

[0029] The feedback correction coefficient calculation
block calculates a feedback correction coefficient K and
operates the indicator 52 based on the calculated coef-
ficient K. Specifically, the fuel injection amount Qmap
calculated in the fuel injection amount calculation block
is forwarded to the feedback correction coefficient calcu-
lation block. The feedback correction coefficient calcula-
tion block calculates the feedback correction coefficient
K in the manner explained later. The feedback correction
coefficient K is stored in the memory.
[0030] The calculated coefficient K is sent to the fuel
injection amount calculation block, where the fuel injec-
tion amount map is corrected or rebuilt by multiplying
each fuel injection amount in the map by the coefficient K.
[0031] Specifically, the fuel injection amount is again
calculated in accordance with the corrected fuel injection
amount map and the calculation result is outputted to the
injector 20 as a final fuel injection amount command value
Qf (or the fuel injection amount is simply corrected by the
coefficient). Based on the sent value Qf, the injector 20
injects the fuel at the intake port.
[0032] The ignition timing calculation block calculates
the ignition timing based on the crank angle signal Pc
sent from the pulsar coil detector 36 and outputs the cal-
culated ignition timing to the spark plug 26, via an ignition
device (not shown).
[0033] FIG. 5 is a flowchart showing the operation of
the ECU 14, i.e., the apparatus 10. The illustrated pro-
gram is executed by the ECU 14 when the operating pow-
er to the ECU 14 is being supplied by a starter motor (or
recoil starter).
[0034] The program begins in S10, in which it is deter-
mined whether the map switching knob 50 was switched,
i.e., whether it was changed from a designated position
at the last engine stop to another position.
[0035] When the result in S 10 is affirmative, the pro-
gram proceeds to S12, in which the feedback correction
coefficient K stored in the memory is initialized (explained
later). Specifically, the coefficient K is set to 1.0.
[0036] When the result in S 10 is negative, the program
proceeds to S 14, in which the coefficient K stored in the
memory is read to correct or rebuild the fuel injection
amount map. Specifically, the fuel injection amount map
is corrected by multiplying the map values corresponding
to the designated position of the map switching knob 50
by the coefficient K. Then the program proceeds to S16,
in which the indicator 52 is turned on.
[0037] The program then proceeds to S 18, in which it
is determined whether the engine stall has happened.
Specifically, when the engine 12 is started by the starter
motor (or recoil starter), it is determined whether the en-
gine 12 was stopped without reaching the self-rotational
speed.
[0038] When the result in S18 is affirmative, since it
means that the fuel injection amount is not appropriate,
for example, by the reason that the fuel injection amount
corrected by the coefficient K is not appropriate, the pro-
gram proceeds to S12, in which the coefficient K is ini-
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tialized. Also the indicator 52 is turned off.
[0039] When the result in S18 is negative, the program
proceeds to S20, in which it is confirmed whether the
engine 12 is started and warm-up operation after the en-
gine start has been completed. The determination is
made based on the output signal of the temperature sen-
sor 46.
[0040] When it is confirmed that the warm-up operation
has been completed, the program proceeds to S22, in
which the feedback correction coefficient K is calculated.
[0041] FIG. 6 is a subroutine flowchart showing the
process.
[0042] The program begins in S100, it is determined
whether the desired engine speed Nd within a predeter-
mined range is inputted, i.e., whether the desired engine
speed input knob 48 is set within the range between 1000
rpm and 3000 rpm.
[0043] When the result in S100 is affirmative, the pro-
gram proceeds to S102, in which it is determined whether
the detected engine speed NE is equal to or almost equal
to the desired engine speed Nd continuously for a pre-
determined time period, i.e., whether the engine speed
NE remains within a range of plus and minus 200 rpm of
the desired engine speed Nd consecutively for 5 sec-
onds.
[0044] When the result in S102 is affirmative, the pro-
gram proceeds to S104, in which it is determined whether
the throttle opening (precisely, the throttle opening com-
mand value θth) is equal to or less than a predetermined
throttle opening and a change amount of the throttle
opening (precisely, the change amount of the throttle
opening command value θth) is equal to or less than a
predetermined change amount continuously for the pre-
determined time period.
[0045] To be specific, it is determined whether the
throttle opening is equal to or less than an opening of 30
% (when the full throttle opening is defmed as 100 %)
and the change amount of the throttle opening remains
within a range of plus and minus 1 % for 5 seconds.
[0046] When the result in S104 is affirmative, the pro-
gram proceeds to S106, in which it is determined that the
load connected to the engine 12 is kept constant.
[0047] The program next proceeds to S108, in which
the fuel injection amount Qmap is calculated. Specifical-
ly, the amount Qmap is calculated based on the engine
speed NE and throttle opening command value θth de-
tected under a condition where the load connected to the
engine 12 is constant in accordance with the fuel injection
amount map (which is the map whose values have not
been corrected in S 14). More specifically, the amount
Qmap is calculated by retrieving one of the maps by the
parameters.
[0048] Then the program proceeds to S110, in which
an output air/fuel ratio is estimated.
[0049] FIG. 7 is a subroutine flowchart showing the
process.
[0050] Before explaining this flowchart, a principle of
the output air/fuel ratio estimation will be explained first.

[0051] FIG. 8 is a graph showing the principle. The
abscissa indicates the air/fuel ratio A/F and a dashed line
in the graph represents the output characteristics of the
engine 12 relative to the air/fuel ratio A/F. Generally, the
engine output becomes maximum at a specific air/fuel
ratio (i.e., the so-called "output air/fuel ratio") on the richer
side than the stoichiometric air/fuel ratio (A/F = 14.7). In
other words, the engine output decreases as the air/fuel
ratio is changed to the leaner or richer side from the output
air/fuel ratio.
[0052] When the load connected to the engine 12 is
kept constant and the engine speed NE is the same as
the desired engine speed Nd, the throttle opening com-
mand value θth is controlled to be constant. Under this
condition, if the fuel injection amount is intentionally in-
creased/decreased, i.e., the air/fuel ratio is changed, the
engine output is changed accordingly so that the engine
speed NE is also changed.
[0053] Consequently, it also changes the throttle open-
ing command value θth. As illustrated in FIG. 8, the throt-
tle opening (i.e., command value θth) becomes minimum
at the point corresponding to the output air/fuel ratio, and
increases in the richer or leaner air/fuel ratio direction.
[0054] Thus, under the condition where the load con-
nected to the engine 12 is kept constant and the engine
speed NE is kept the same as the desired engine speed
Nd, the minimum value of the throttle value is determined
when the fuel injection amount is intentionally increased
or decreased, so that the output air/fuel ratio can be es-
timated.
[0055] The output air/fuel ratio estimation in the FIG.
7 flowchart is now explained.
[0056] The program begins n S200, in which the throt-
tle opening command value θth is read, while the fuel
injection amount is increased. Explaining this more con-
cretely, the fuel injection amount is increased by 5 % per
second, and the throttle opening command value θth reg-
ulated with the increased fuel injection amount is read
every 100 milliseconds to calculate an average of the
throttle opening command values θth for 1 second. The
increased fuel injection amounts (thus injected) and the
averages of the throttle opening command values θth are
sequentially stored in the memory.
[0057] The program then proceeds to S202, in which
it is determined whether the throttle opening command
value θth is increased by a prescribed value or more, i.e.,
whether the throttle opening command value θth (aver-
age) since the fuel injection amount increase is increased
by 10 % or more compared to that before the fuel injection
amount increase. Explaining this in FIG. 8, it amounts to
determining whether the value θth has reached a point
a. When the result in S202 is negative, the program pro-
ceeds back to S200.
[0058] On the other hand, when the result in S202 is
affirmative, the program proceeds to S204, in which the
throttle opening command value θth is read while the fuel
injection amount is decreased. This is done by decreas-
ing the fuel injection amount by 5 % per second, and the
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throttle opening command value θth regulated with the
decreased fuel injection amount is read every 100 milli-
seconds to calculate an average of the throttle opening
command values θth for 1 second. The decreased fuel
injection amounts (thus injected) and the averages of the
throttle opening command values θth are sequentially
stored in the memory.
[0059] The program then proceeds to S206, in which
it is determined whether the throttle opening command
value θth is increased by a prescribed value or more, i.e.,
whether the throttle opening command value θth (aver-
age) since the fuel injection amount decrease is in-
creased by 5 % or more compared to that before the fuel
injection amount decrease. It corresponds to determining
whether the value θth has reached a point b in FIG. 8.
When the result is negative, the program proceeds back
to S204.
[0060] When the result in S206 is affirmative, the pro-
gram proceeds to S208, in which a fuel injection amount
Qmin corresponding to the output air/fuel ratio is calcu-
lated. To be precise, as shown in FIG. 9, the increased/
decreased injection amount of injected fuel and the throt-
tle opening command value θth (average) at the time of
the fuel injection are plotted.
[0061] Next, the characteristics of the change of the
throttle opening command value θth are approximated
as a quadratic curve with the least squares method. Then,
the minimum value of the throttle opening command val-
ue θth in the approximated quadratic curve is determined
and the fuel injection amount Qmin corresponding to the
minimum value of the value θth is calculated. This fuel
injection amount corresponding to the minimum value of
the value θth is the aforesaid fuel injection amount Qmin
corresponding to the output air/fuel ratio.
[0062] Returning to the explanation on the FIG. 6 flow-
chart, the program proceeds to S112, in which the feed-
back correction coefficient K is calculated. As shown in
the drawing, the coefficient K is calculated based on a
ratio of the fuel injection amount Qmap calculated in S108
to the aforesaid fuel injection amount Qmin correspond-
ing to the output air/fuel ratio calculated in S208.
[0063] In other words, the coefficient K represents a
degree of deviation between the fuel injection amount
under the ideal condition (i.e., the condition when the fuel
injection amount maps are prepared) and the fuel injec-
tion amount corresponding to the output air/fuel ratio in
an actual condition where the engine 12 is operated.
[0064] Returning to the explanation on the FIG. 5 flow-
chart, the program proceeds to S24, in which the fuel
injection amount map is corrected or rebuilt, i.e., the
mapped values are corrected by multiplying by the coef-
ficient K calculated in S 112 (or the fuel injection amount
retrieved from the map is simply corrected by the coeffi-
cient K).
[0065] The program proceeds to S26, in which the in-
dicator 52 is turned on. The indicator 52 is turned on for
informing the operator of the fact that the fuel injection
amount (map) is thus corrected appropriately by the feed-

back correction using the output air/fuel ratio estimation.
[0066] The program proceeds to S28, in which the co-
efficient K calculated in S 112 is stored in the memory.
The stored coefficient K will be used for correcting or
rebuilding the fuel injection amount (map) at the next en-
gine start as mentioned in S14.
[0067] Then the program proceeds to S30, in which
the alcohol rate estimation and fuel injection amount map
forcible switching is conducted.
[0068] FIG. 10 is a subroutine flowchart showing the
process.
[0069] The program begins in S300, in which it is de-
termined whether the feedback correction coefficient K
is equal to or greater than a predetermined value α. The
predetermined value α is set to a value greater than 1.0,
e.g., 1.2.
[0070] When the result in S300 is affirmative, the pro-
gram proceeds to S302, in which it is determined whether
the map switching knob 50 is at a position of the high
alcohol rate.
[0071] When the result in S302 is affirmative, the pro-
gram proceeds to S304, in which the indicator 52 is
blinked. That is, the affirmative result in S302 means that
the coefficient K calculated for the fuel injection amount
map corresponding to the high alcohol rate is equal to or
greater than 1.2 and in this case, it is estimated that the
alcohol rate of the mixed fuel is very high (i.e., 90 % or
more). In response to this estimation, the indicator 52 is
blinked to prompt the operator to feed gasoline.
[0072] When the result in S302 is negative, the pro-
gram proceeds to S306, in which it is determined whether
the map switching knob 50 is at a position of the medium
alcohol rate.
[0073] When the result in S306 is affirmative, the pro-
gram proceeds to S308, in which it is estimated that the
alcohol rate of the mixed fuel is high. The reason is that,
since the affirmative result in S306 means that the coef-
ficient K calculated for the fuel injection amount map cor-
responding to the medium alcohol rate is equal to or
greater than 1.2, the alcohol rate is estimated to be higher
than the medium alcohol rate (i.e., to be 75 % or there-
about). Consequently, the program proceeds to S310, in
which the fuel injection amount map is forcibly switched
to that for the high alcohol rate.
[0074] When the result in S306 is negative, the pro-
gram proceeds to S312, in which it is estimated that the
alcohol rate of the mixed fuel is about the medium level.
This is because, since the negative result in S306 means
that the coefficient K calculated for the fuel injection
amount map corresponding to the low alcohol rate is
equal to or greater than 1.2, the alcohol rate is estimated
to be the medium alcohol rate slightly higher than the low
alcohol rate (i.e., to be 50 % or thereabout). Consequent-
ly, the program proceeds to S314, in which the fuel in-
jection amount map is forcibly switched to that for the
medium alcohol rate.
[0075] When the result in S300 is negative, the pro-
gram proceeds to S316, in which it is determined whether
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the coefficient K is equal to or less than a predetermined
value β. The predetermined value β is set to a value small-
er than 1.0, e.g., 0.8.
[0076] When the result in S316 is affirmative, the pro-
gram proceeds to S318, in which it is determined whether
the map switching knob 50 is at a position of the high
alcohol rate.
[0077] When the result in S318 is affirmative, the pro-
gram proceeds to S320, in which it is estimated that the
alcohol rate of the mixed fuel is about the medium level.
Specifically, since the affirmative result in S318 means
that the coefficient K calculated for the fuel injection
amount map corresponding to the high alcohol rate is
equal to or less than 0.8, the alcohol rate is estimated to
be the medium alcohol rate slightly lower than the high
alcohol rate (i.e., to be 50 % or thereabout). Consequent-
ly, the program proceeds to S322, in which the fuel in-
jection amount map is forcibly switched to that for the
medium alcohol rate.
[0078] When the result in S318 is negative, the pro-
gram proceeds to S324, in which it is determined whether
the map switching knob 50 is at a position of the medium
alcohol rate.
[0079] When the result in S324 is affirmative, the pro-
gram proceeds to S326, in which it is estimated that the
alcohol rate of the mixed fuel is low. Explaining this, since
the affirmative result in S324 means that the coefficient
K calculated for the fuel injection amount map corre-
sponding to the medium alcohol rate is equal to or less
than 0.8, the alcohol rate is estimated to be lower than
the medium alcohol rate (i.e., to be 25 % or thereabout).
Accordingly, the program proceeds to S328, in which the
fuel injection amount map is forcibly switched to that for
the low alcohol rate.
[0080] When the result in S316 or S324 is negative,
the program is terminated without forcibly switching the
fuel injection amount map.
[0081] As stated above, the embodiment is configured
to have an apparatus (10) and a method for controlling
an air/fuel ratio of a general-purpose internal combustion
engine (12) that is connectable to a load, having a desired
engine speed input switch (knob 48) adapted for an op-
erator to input a desired speed of the engine (Nd), an
engine speed detector (ECU 14) that detects a speed of
the engine (NE), a throttle opening regulator (ECU 14;
governor control block) that regulates an opening (θth)
of a throttle valve (18) installed in an air intake pipe (16)
of the engine such that the detected engine speed (NE)
converges to the inputted desired engine speed (Nd), a
fuel injection amount calculator (ECU 14) that calculates
a fuel injection amount (Qmap) of the engine based on
the detected engine speed (NE) and the regulated throttle
opening (θth) in accordance with fuel injection amount
characteristics, and an injector (20) that injects mixed
fuel containing alcohol and gasoline based on the calcu-
lated fuel injection amount, characterized by: a load de-
terminer (ECU 14, S22, S 102, S 104) that determines
whether the load connected to the engine is kept con-

stant; a fuel injection amount injecting increasing/de-
creasing unit (ECU 14, S22, S110, S200 - S204) that
increases/decreases the calculated fuel injection amount
(Qmap) to be injected when the load connected to the
engine is determined to be kept constant; an air/fuel ratio
estimator (ECU 14, S22, S110, S208) that estimates an
(output) air/fuel ratio (Qmin) at which an output of the
engine becomes maximum based on the throttle opening
regulated when the fuel injection amount is fuel of the
increased/decreased; an alcohol rate estimator (ECU 14,
S30, S300 - S308, S312, S316 - S320, S324, S326) that
estimates a rate of the alcohol contained in the mixed
fuel based on the estimated air/fuel ratio and the calcu-
lated fuel injection amount; and a fuel injection amount
corrector (ECU 14, S30, S310, S314, S322, S328) that
corrects the fuel injection amount based on the estimated
alcohol rate (i.e., that corrects the mapped values by mul-
tiplying by the coefficient K or by simply correcting the
fuel injection amount retrieved from the map by the co-
efficient K).
[0082] Specifically, in the engine control apparatus 10
having the governor control block (throttle opening reg-
ulator) which controls the throttle opening such that the
engine speed converges to the desired engine speed, it
is configured to intentionally increase/decrease the fuel
injection amount calculated in accordance with the fuel
injection amount characteristic (set beforehand) under
the condition where the engine load is kept constant,
whereby the engine output, i.e., the engine speed is
changed. Based on the throttle opening which is also
changed accordingly, the output air/fuel ratio is estimat-
ed, and the mixed alcohol rate is estimated based on a
deviation between the estimated output air/fuel ratio and
the air/fuel ratio used to correct the above fuel injection
amount characteristic to appropriate one from among the
fuel injection amount characteristics corresponding to the
estimated alcohol rate.
[0083] With this, it becomes possible to, without using
an expensive air/fuel ratio sensor such as the O2 sensor
or wide-range air/fuel ratio sensor, estimate the mixed
alcohol rate based on the deviation of the air/fuel ratio,
thereby determining the fuel injection amount appropri-
ately in accordance with the alcohol rate.
[0084] The apparatus and method further include: an
informing device (LED 52, ECU 14, S30, S304) that in-
forms the operator of a fact that the estimated alcohol
rate is equal to or greater than a predetermined rate. With
this, it becomes possible to prompt the operator to feed
gasoline.
[0085] In the apparatus and method, the air/fuel ratio
estimator determines a minimum value of the throttle
opening regulated when the fuel injection amount is in-
creased/decreased and estimates the (output) air/fuel ra-
tio based on the determined minimum value (ECU 14,
S22, S110, S208). With this, it becomes possible to ap-
propriately estimate the output air/fuel ratio with simple
structure.
[0086] In the apparatus and method, the fuel injection
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amount corrector calculates a correction coefficient (K)
based on a ratio of the calculated fuel injection amount
(Qmap) to a fuel injection amount (Qmin) at which the
throttle opening is minimum and corrects the fuel injection
amount by the coefficient (ECU 14, S24). With this, it
becomes possible to feedback-correct the fuel injection
amount without an expensive air/fuel ratio sensor such
as the O2 sensor and wide-range air/fuel ratio sensor.
[0087] The apparatus and method further include: a
second informing device (LED 52, ECU 14, S26) that
informs an operator of a fact that the fuel injection amount
is corrected. With this, it becomes possible to inform the
operator that the engine is operated appropriately at the
output air/fuel ratio.
[0088] The apparatus and method further include: a
correction coefficient storing unit (ECU 14, S28) that
stores the correction coefficient when the fuel injection
amount is corrected by the coefficient.
[0089] With this, at the next engine start, since the fuel
injection amount is corrected or is calculated in accord-
ance with the fuel injection amount characteristic correct-
ed or rebuilt with the stored correction coefficient, the
engine can be appropriately started.
[0090] In the apparatus and method, the load deter-
miner determines that the load connected to the engine
is kept constant when the detected engine speed is within
a predetermined range set based on the desired engine
speed continuously for a predetermined time period
(ECU 14, S22, S102). With this, it becomes possible to
appropriately determine that the engine load is kept con-
stant, with simple structure.
[0091] In the apparatus and method, the load deter-
miner determines that the load connected to the engine
is kept constant when the regulated throttle opening is
equal to or less than a predetermined opening and a
change amount of the regulated throttle opening is within
a predetermined change amount continuously for a pre-
determined time period (ECU 14, S22, S104).
[0092] Specifically, when the engine is operated at the
idling speed continuously for a predetermined time peri-
od, it is determined that the engine load is kept constant.
With this, it becomes possible to appropriately determine
that the engine load is kept constant, with simple struc-
ture.
[0093] In the apparatus and method, the load compris-
es at least one of a generator, a lawnmower and a snow-
plow, and the informing device comprises at least one of
a lamp (52) and a buzzer.
[0094] It should be noted that, although, in response
to the affirmative results in both S102 and S104, the en-
gine load is determined to be kept constant, the determi-
nation may be made when the result of either S102 or
S104 is affirmative.
[0095] It should also be noted that, although the map
switching knob 50 has the three positions to be desig-
nated, the number may be increased depending on the
number of the fuel injection amount maps. Also, the knob
50 may be configured to be continuously changed and

in this case, the fuel injection amount between adjacent
maps is compensated.
[0096] It should further be noted that, although the op-
erator is informed visually by lighting the indicator 52 or
the like, an audible device such as a buzzer could instead
be used.
[0097] In an apparatus for controlling an air/fuel ratio
of a general-purpose internal combustion engine using
mixed fuel containing alcohol and gasoline and operated
at a desired engine speed inputted by the operator while
a throttle opening is regulated such that a detected en-
gine speed converges to the inputted desired engine
speed, a fuel injection amount prepared for mixed fuel is
increased/decreased when a load is kept constant and
the output air/fuel ratio (at which an output of the engine
becomes maximum) is estimated. A rate of alcohol con-
tained in the fuel is estimated from the estimated air/fuel
ratio (S300 - S308, S312, S316 - S320, S324, S326) and
the fuel injection amount is corrected based on the esti-
mated alcohol rate (S310, S314, S322, S328), thereby
determining the fuel injection amount appropriately in ac-
cordance with the estimated alcohol rate.

Claims

1. An apparatus (10) for controlling an air/fuel ratio of
a general-purpose internal combustion engine (12)
that is connectable to a load, having a desired engine
speed input switch (48) adapted for an operator to
input a desired speed of the engine (Nd), an engine
speed detector (14) that detects a speed of the en-
gine (NE), a throttle opening regulator (14) that reg-
ulates an opening (θth) of a throttle valve (18) in-
stalled in an air intake pipe (16) of the engine such
that the detected engine speed (NE) converges to
the inputted desired engine speed (Nd), a fuel injec-
tion amount calculator (14) that calculates a fuel in-
jection amount (Qmap) of the engine based on the
detected engine speed (NE) and the regulated throt-
tle opening (θth) in accordance with fuel injection
amount characteristics, and an injector (20) that in-
jects mixed fuel containing alcohol and gasoline
based on the calculated fuel injection amount,
characterized by:

a load determiner (14, S22, S102, S104) that
determines whether the load connected to the
engine is kept constant;
a fuel injection amount injecting increasing/de-
creasing unit (14, S22, S110, S200 — S204)
that increases/decreases the calculated fuel in-
jection amount (Qmap) to be injected when the
load connected to the engine is determined to
be kept constant;
an air/fuel ratio estimator (14, S22, S110, S208)
that estimates an air/fuel ratio (Qmin) at which
an output of the engine becomes maximum
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based on the throttle opening regulated when
the fuel injection amount is fuel of the increased/
decreased;
an alcohol rate estimator (14, S30, S300 - S308,
S312, S316 - S320, S324, S326) that estimates
a rate of the alcohol contained in the mixed fuel
based on the estimated air/fuel ratio and the cal-
culated fuel injection amount; and
a fuel injection amount corrector (14, S30, S310,
S314, S322, S328) that corrects the fuel injec-
tion amount based on the estimated alcohol rate.

2. The apparatus according to claim 1, further includ-
ing:

an informing device (52, 14, S30, S304) that in-
forms the operator of a fact that the estimated
alcohol rate is equal to or greater than a prede-
termined rate.

3. The apparatus according to claim 1 or 2, wherein the
air/fuel ratio estimator determines a minimum value
of the throttle opening regulated when the fuel injec-
tion amount is increased/decreased and estimates
the air/fuel ratio based on the determined minimum
value (14, S22, S110, S208).

4. The apparatus according to any of claims 1 to 3,
wherein the fuel injection amount corrector calcu-
lates a correction coefficient (K) based on a ratio of
the calculated fuel injection amount (Qmap) to a fuel
injection amount (Qmin) at which the throttle opening
is minimum and corrects the fuel injection amount
by the coefficient (14, S24).

5. The apparatus according to claim 4, further includ-
ing:

a second informing device (52, 14, S26) that in-
forms an operator of a fact that the fuel injection
amount is corrected.

6. The apparatus according to claim 4, further includ-
ing:

a correction coefficient storing unit (14, S28) that
stores the correction coefficient when the fuel
injection amount is corrected by the coefficient.

7. The apparatus according to any of claims 1 to 6,
wherein the load determiner determines that the load
connected to the engine is kept constant when the
detected engine speed is within a predetermined
range set based on the desired engine speed con-
tinuously for a predetermined time period (14, S22,
S102).

8. The apparatus according to any of claims 1 to 7,

wherein the load determiner determines that the load
connected to the engine is kept constant when the
regulated throttle opening is equal to or less than a
predetermined opening and a change amount of the
regulated throttle opening is within a predetermined
change amount continuously for a predetermined
time period (14, S22, S104).

9. A method for controlling an air/fuel ratio of a general-
purpose internal combustion engine (12) that is con-
nectable to a load, having a desired engine speed
input switch (48) adapted for an operator to input a
desired speed of the engine (Nd), an engine speed
detector (14) that detects a speed of the engine (NE),
a throttle opening regulator (14) that regulates an
opening (θth) of a throttle valve (18) installed in an
air intake pipe (16) of the engine such that the de-
tected engine speed (NE) converges to the inputted
desired engine speed (Nd), a fuel injection amount
calculator (14) that calculates a fuel injection amount
(Qmap) of the engine based on the detected engine
speed (NE) and the regulated throttle opening (θth)
in accordance with fuel injection amount character-
istics, and an injector (20) that injects mixed fuel con-
taining alcohol and gasoline based on the calculated
fuel injection amount,
characterized by the steps of:

determining whether the load connected to the
engine is kept constant (14, S22, S102, S104);
increasing/decreasing the calculated fuel injec-
tion amount (Qmap) to be injected when the load
connected to the engine is determined to be kept
constant (14, S22, S110, S200 - S204);
estimating an air/fuel ratio (Qmin) at which an
output of the engine becomes maximum based
on the throttle opening regulated when the fuel
injection amount is fuel of the increased/de-
creased (14, S22, S110, S208);
estimating a rate of the alcohol contained in the
mixed fuel based on the estimated air/fuel ratio
and the calculated fuel injection amount (14,
S30, S300 - S308, S312,S316
-S320,S324,S326); and
correcting the fuel injection amount based on
the estimated alcohol rate (14, S30, S310, S314,
S322, S328).

10. The method according to claim 9, further including
the step of:

informing the operator of a fact that the estimat-
ed alcohol rate is equal to or greater than a pre-
determined rate (52, 14, S30, S304).

11. The method according to claim 9 or 10, wherein the
step of air/fuel ratio estimating determines a mini-
mum value of the throttle opening regulated when
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the fuel injection amount is increased/decreased and
estimates the air/fuel ratio based on the determined
minimum value (14, S22, S110, S208).

12. The method according to any of claims 9 to 11,
wherein the step of fuel injection amount correcting
calculates a correction coefficient (K) based on a ra-
tio of the calculated fuel injection amount (Qmap) to
a fuel injection amount (Qmin) at which the throttle
opening is minimum and corrects the fuel injection
amount by the coefficient (14, S24).

13. The method according to claim 12, further including
the step of:

informing an operator of a fact that the fuel in-
jection amount is corrected (52, 14, S26).

14. The method according to claim 12, further including
the step of:

storing the correction coefficient when the fuel
injection amount is corrected by the coefficient
(14, S28).

15. The method according to any of claims 9 to 14,
wherein the step of load determining determines that
the load connected to the engine is kept constant
when the detected engine speed is within a prede-
termined range set based on the desired engine
speed continuously for a predetermined time period
(14, S22, S102).

16. The method according to any of claims 9 to 15,
wherein the step of load determining determines that
the load connected to the engine is kept constant
when the regulated throttle opening is equal to or
less than a predetermined opening and a change
amount of the regulated throttle opening is within a
predetermined change amount continuously for a
predetermined time period (14, S22, S104).
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