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Description

[0001] This invention relates to a wearer’s own hair
utilizing type wig in which the hair growing on the wearer’s
head is pulled up through the wig and blended with false
hairs attached to the wig, and more particularly to a wear-
er’s own hair utilizing type wig in which a plurality of wear-
er’s own hairs can be pulled up evenly and easily.
[0002] Conventional wigs, in general, are formed by
attaching a number of false hairs to a wig base which
defines an overall configuration, i.e., outline of the wig.
Among them, the so-called wearer’s own hair utilizing
type wigs are of the type in which a plurality of holes or
meshes are formed in a wig base and the wearer’s own
hair is pulled up and out through those holes or meshes
and blended with the false hair of the wig. A typical ex-
ample of a conventional wig of this type is shown in FIG. 4.
[0003] A wearer’s own hair utilizing type wig 70 in FIG.
4 employs a net base 71 composed of a coarse net mem-
ber. The wig 70 is known to employ a net shape of cross
meshes such as a diamond shape, a rectangular shape
and the like. Such a vertical and horizontal cross ar-
ranged net base 71 has a number of false hairs 72 (FIG.
4 shows only a part of the false hairs) preliminary at-
tached thereto. As a material of the false hair, human
hair, or artificial hair composed of synthetic fiber is used
in general. In this specification, hair materials composed
of humans’ hairs or synthetic fibers attached to a wig are
referred to as "false hairs".
[0004] In the case where the wearer’s own hair utilizing
type wig is attached to a wearer’s head, the wearer’s own
hair H is pulled up through a space of the net base 71
using a hairdressing brush, then the wearer’s own hairs
H thus pulled up and out are blended with the false hairs
72. By doing so, the wig can be attached to the wearer’s
head utilizing the wearer’s own hairs.
[0005] However, when the above wearer’s own hair
utilizing type wig 70 is attempted to be attached to the
wearer’s head, much of the wearer’s hair is pressed
against the net base with the underside of the vertical
and horizontal net base 71 and therefore, much of the
wearer’s own hair H pressed downward is kept secured
by the net base 71. Even if the hairs H are tried to be
pulled up and out using the hairdressing brush, they are
not easily pulled up and out of the net meshes with the
result that much of the wearer’s own hair H is left non-
utilized. Moreover, when the tips of the teeth of the comb
enter the mesh, they are readily caught by the mesh. The
result is that the net base 71 is torn off or broken by undue
force required for withdrawing the brush.
[0006] Furthermore, in the case of the conventional
wig base in FIG. 4, the net member must be vertically
and horizontally disposed in order to maintain the curved
state. Accordingly, it is essentially required for the con-
ventional wig base to be equipped with a peripheral edge
framed member 73. That is, the peripheral edge of the
wig base must be reinforced by the peripheral edge
framed member 73 which defines the configuration and

size of the wig. This peripheral edge framed member 73
is normally trimmed, in order to prevent the shape from
being deformed, such that its peripheral edge portion is
comparatively thick and rigid, by means of a wide cloth
tape, polyurethane resin coating or the like. As a result,
the wig 70 must be attached to the wearer’s head with
the wearer’s own hair H being pressed with the net mem-
ber and the peripheral edge framed member 73. The pe-
ripheral edge framed member 73 acts very adversely
when the downwardly pressed wearer’s own hair H is
pulled upward. Moreover, since the wearer’s head is
somewhat compressed tightly by the peripheral edge
framed member, the perspiration from the scalp is pre-
vented.
[0007] A more vital disadvantage of the peripheral
edge framed member which is an essential component
part of the conventional wearer’s own hair utilizing type
wig is that the peripheral edge framed member is readily
discovered by a third party. In the case where the wear-
er’s own hair utilizing type wig is designed as a partial
wig or hairpiece in FIG. 4, this partial wig exhibits a shal-
low bowl-like configuration. Therefore, when such a par-
tial wig is placed on the wearer’s head, the peripheral
edge framed member 73 is laterally arranged, particularly
at the forehead portion of the wearer’s head, along the
hairline. Since the peripheral edge framed member 73 is
arranged in a laterally crossing direction at the forehead
portion of the wearer’s head, generally over a half length
of the full circumference of the wearer’s head, it is very
easy to be discovered. In addition, since the wearer’s
own hair H grown at the forehead region is pressed by
the underside of the peripheral edge framed member 73,
the hairline does not mix evenly with the wig 70, thus the
front edge of the wig 70 is floated, providing an unnatural
look. This further enhances the easy discovery of the
peripheral edge of the wig. Moreover, since the false hairs
72 attached to the peripheral edge framed member 73
are greatly different in hair flow direction from that of the
wearer’s own hair H depending on hair style, it is difficult
to blend the false hair 72 with the wearer’s own hair H.
As a result, the false hair 72 and the wearer’s own hair
H must be blended by proving a curl thereto using a per-
manent instrument such as an iron, a drier or the like.
Therefore, it requires much time and labor to obtain a
desired hairstyle.
[0008] The presence of the peripheral edge framed
member can also create a problem with the wearer’s rear
head portion. Because the wearer’s hair in the rear head
region is pressed by the peripheral edge framed member
73, the peripheral edge 74 of the wig 70 is floated. This
causes the generation of a step between the false hairs
72 of the wig and the wearer’s own hair H, and the border
appears as a step-like stripe along the peripheral edge
74. Hence, the fact of wearing a wig is visually recog-
nized.
[0009] Known from US 4,254,783 A is a wearer’s own
hair utilizing type wig according to the Preamble of claim
1.
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[0010] Known from EP 0400215 A1 is a wearer’s own
hair utilizing type wig which comprises a circular or ellip-
tical plate from which rod-shaped elements extend. The
rod-shaped elements are fixed to the circular or elliptical
plate with one of their ends.
[0011] It is, therefore, an object of the present invention
to provide a wearers own hair utilizing type wig, in which
much of the wearer’s own hair can easily be pulled up
and out in which the hair volume can be increased, as a
whole, by blending the wearer’s own hair with the false
hairs of the wig and evenly effectively utilizing the wear-
er’s own hair.
[0012] A wearer’s own hair utilizing type wig according
to claim 1 is provided.
[0013] Advantageously, the peripheral edge of the wig
may not be easily visually recognized by eliminating the
peripheral edge framed member and the bowl- or cap-
like wig base such as a net or artificial skin.
[0014] The present invention will be best understood
from the following detailed description taken in conjunc-
tion with the accompanying drawings which illustrate an
embodiment of this invention. It should be noted, how-
ever, that the embodiment shown in the accompanying
drawings is not intended to specify nor limit the present
invention but it is used only for facilitating the explanation
and easy understanding of the present invention.
[0015] In the drawings;

FIG. 1 is a perspective view showing a wearer’s own
hair utilizing type wig according to an embodiment
of the present invention, in which false hairs are
mostly omitted for the sake of clarity of the construc-
tion of a framework, although a number of false hairs
are actually densely attached to the framework;
FIG. 2 is a top plan view of the wearer’s own hair
utilizing type wig shown in FIG. 1, in which the false
hairs are likewise, mostly omitted;
FIG. 3 is a perspective view showing a state in which
the wearer’s own hair utilizing type wig of FIG. 1 is
attached to the wearer’s head (it should be noted
that actually, a number of false hairs attached to the
framework are blended with the wearer’s own hair);
FIG. 4 is a perspective view showing a state in which
the conventional wearer’s own hair utilizing type wig
is attached to wearer’s head.

[0016] FIGS. 1 to 3 are, respectively, a perspective
view and a top plan view which show a wearer’s own hair
utilizing type wig 1 according to ah embodiment of the
present invention and a perspective view showing a state
in which the wearer’s own hair utilizing type wig 1 is at-
tached to the wearer’s head. For attachment, this wear-
er’s own hair utilizing type wig (hereinafter occasionally
referred to simply as the "wig") is placed at a desired
location of the wearer’s head and false hairs 15 attached
to a hair-secured frame 10 are blended with growing hair
H of the wearer. By virtue of this arrangement, the wear-
er’s own hair H can easily be pulled up through a space

of the hair-secured frame 10 and sufficiently blended with
the false hairs 15 at the time of attachment.
[0017] In FIGS. 1 and 2, only a few of the false hairs
15 attached to the hair-secured frame 10 are illustrated
and most of the false hairs 15 are omitted for the sake
of clarity of the construction of a hair-secured frame 10,
but actually, the number of the false hairs 15 are densely
attached to the framework over an entire area thereof in
such a manner as to project the total hair volume upward.
For attachment, the wig 1 is placed on the wearer’s head
such that the upper side of FIG. 2 is located on the fore-
head portion of the wearer’s head and the lower portion,
on the rear head portion, respectively (see FIG. 3). The
wig 1 is designed and dimensioned in such a way that
the entire wig 1 covers, for example, a hair-reduced por-
tion of the wearer’s head. As shown in FIG. 1, the hair-
secured frame 10 is extended downward at the top por-
tion thereof so as to enable the hair flow to be curved
along the configuration of the wearer’s head. FIG. 3
shows a state in which the wig 1 is placed at the most
common location of the wearer’s head. It should be noted
that although only a few of the wearer’s own hair H project
from the hair-secured frame 10 in this illustration, actu-
ally, much of the wearer’s own hair H can be evenly pulled
up through the wig 1 attached to the wearer’s head.
[0018] As clearly shown in FIGS. 1 to 3, the wearer’s
own hair utilizing type wig 1 of the present invention com-
prises only the hair-secured frame 10 which is basically
formed by attaching a number of false hairs 15 to a plu-
rality of ribs 13. A combination of the plurality of ribs 13
exhibits a skeleton-like framework, similar to the human
rib cage, the bone pattern of a fish, or the vein pattern
found in a leaf. This framework is constituted by combin-
ing thin bone-like extensions. In the example shown, six
ribs 13a through 13f are arranged in a parallel position
in a front to back direction of the wearer’s head. These
ribs 13a to 13f are dimensioned to be different in length
such that the distal ends of the respective ribs are irreg-
ular at those areas in the vicinity of the forehead portion
and the rear head portion, particularly in the vicinity of
the forehead, the inner two ribs 13c, 13d being the longest
and the length of the ribs being gradually reduced to-
wards the outer ribs 13a, 13f.
[0019] In the case where the center ribs 13c, 13d are
designed to be projected the most at their distal ends and
those ribs 13a, 13b, 13e, 13f, which are located on the
left and right sides of the center ribs 13c, 13d, to be grad-
ually reduced in length as described above, the distal
ends of the ribs 13a to 13f are arranged along the general
hairline L (see FIG. 3). The number of the ribs 13 can be
properly increased or decreased depending on how thick
or thin the wearer’s own hair H is.
[0020] In order not to allow ribs 13a to 13f to become
loosened or scattered, a connecting rib 14 is employed.
As shown, for example, in FIGS. 1 and 2, the connecting
rib 14 is formed in a generally linear configuration from
the same material. The connecting rib 14 is disposed
laterally across the lengthwise center of the ribs 13a to
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13f which are mutually arranged parallel to each other
and fixedly connected thereto. In this way, the skeleton
of the hair-secured frame 10 is formed by properly com-
bining the ribs 13a to 13f with the connecting rib 14 into
a predetermined shape and connecting their crossing
points by bonding, knotting, sewing, welding, or the like.
[0021] The pattern of the skeleton-like framework con-
stituting the hair-secured frame 10 according to the em-
bodiment looks similar to that of a midrib and has veins
branching like that of a leaf. The vein-like ribs 13a to 13f
are connected to the connecting rib 14 with an interval
of about 1 to 2 cm between the adjacent ribs. As apparent
from FIG. 2, the intervals between the adjacent ribs 13
are widthwise gradually enlarged towards the distal ends
of the ribs 13. The weight of the skeleton-like framework
constituting the hair-secured frame 10 ranges from 1 to
5 g at the most, depending on what material the frame-
work is made of. In the case where the framework is
made of a thin string of nylon having a diameter of about
1 mm similar to the gut of a tennis racket, for example,
the weight of the framework ranges from 1 to 3 g. Even
in a state in which the framework has the false hairs 15
densely attached thereto, the total weight of the frame-
work is so light ranging from 5 to 10 g.
[0022] The skeleton-like framework is designed in
such a way that there is no line defining an outline of a
wig, as in the wig base which is an essential component
part of the conventional wig. That is, the framework of
the present invention does not include a peripheral edge
frame or a perimeter whose external contour defines the
outer configuration of the wig. Only the distal ends of the
ribs are arranged in the area in the vicinity of the distal
ends. The hair-secured frame 10 is formed by attaching
the false hairs 15 to such a framework and it does not
include the peripheral edge framed member 73 of the
conventional wig 70.
[0023] The material of the ribs 13a to 13f and the con-
necting rib 14 is selected from those which do not have
any risk of injuring the wearer’s scalp or are hardly ad-
versely affected by drier heat or the like. Preferred ex-
amples of material may include nylon (polyamide-based
synthetic fiber) and a synthetic resin material such as
polyester. In addition, other materials such as metal, hard
paper, hard rubber, wood, bamboo, glass fiber, carbon
fiber and the like which all have elasticity and rigidity can
be used for this purpose. For example, in the case where
the ribs and the connecting rib are composed of a twisted
strand wire of nylon fibers having a diameter of about 0.1
to 3.0 mm, there can be obtained ribs having the desired
rigidity and elasticity. Since a number of false hairs 15
are attached to such ribs 13, it is required for the material
to have enough rigidity and elasticity to maintain the
curved state along the configuration of the wearer’s head
against the total weight. It is more preferred that the ribs
are formed from, for example, a shape memory resin
which can be curved along the configuration of the wear-
er’s scalp and is excellent in shape recoverability.
[0024] As shown in FIG. 2, the ribs 13 are formed at

the distal ends each with a larger/thicker swollen part
13g. The rib 14 might also have larger/thickes swollen
part formed at the distal ends. By forming the swollen
part 13g in a generally ball-like configuration, the false
hairs 15 attached to the ribs 13 can be prevented from
escaping and the ribs themselves can also contact the
wearer’s scalp softly so as not to irritate it.
[0025] False hair fixed to the ribs 13, 14 implies either
human hair or artificial hair having a diameter of about
0.05 to 0.2 mm, composed of nylon, polyester or the like.
A number of such false hairs are attached to the ribs by
knotting, sewing or winding in such a way that the false
hairs project in a predetermined direction. The false hairs
15 may be the same color as the wearer’s own hair H. If
a more fashionable look is desired, a different color from
that of the wearer’s own hair H may be applied to the
false hair 15. By doing so, the wig can be used as a
fashionable wig.
[0026] Since the wearer’s own hair utilizing type wig 1
according to the present invention is constituted in the
manner as mentioned above, for attachment, as shown
in FIG. 3, first, the wearer’s own hair utilizing type wig 1
is placed on the wearer’s head and correctly positioned.
The wig 1 is placed on the wearer’s head in such a way
that the distal ends of the ribs are offset a few centimeters
towards the top side of the wig 1 away from the hairline
L. Subsequently, the wearer’s own hair H is pulled up
and out. At the time when the blending operation is to
occur, the hairs of the wig are brushed in a lengthwise
direction of the ribs 13 using a brush or a comb, while
pressing the wig 1 from above the wearer’s head with
one hand. By brushing the hairs on the front side forward
and on the rear side backward with respect to the con-
necting rib 14, the wearer can pull up his or her own hair
H, which is pressed by the wig 1, upward through the
spaces between the ribs 13. Since the ribs 13 extend
parallel to the brushing direction, the brush or the comb
is never caught by the ribs 13 during brushing and the
wearer’s own hair H is never entangled with the ribs 13.
Therefore, almost 100 % of the wearer’s own hair H can
easily be pulled up through the space between the ribs
13. Moreover, by brushing the hairs towards the distal
ends of the ribs 13, the ribs 13 are press-contacted with
the wearer’s scalp. This prevents the ribs 13 from floating
upward. Even in the event the ribs 13 are floated upward
by inadvertently brushing the hairs towards the basal
ends from the distal ends, the ribs 13 can easily recover
to the original shape rapidly along the configuration of
the wearer’s head because the ribs 13 have excellent
elasticity and shape recoverability.
[0027] Then, the wearer’s own hair H, as previously
mentioned, is pulled up and out onto the outer surface
of the hair-secured frame 10 of the wig 1 and lightly
brushed with a hairdressing brush or the like, thereby
dressing the hairs into a desired hairstyle while blending
the wearer’s own hair H with the false hairs 15. By doing
so, the attachment of the wig to the wearer’s head is
completed. For the purpose of securing of the wig to the
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wearer’s head, a known wig stopper may be employed.
In that case, the stopper is fixed to the backside of the
wig beforehand. Owing to a provision of the wig stopper,
the wearer’s own hair H can easily be fixed and held by
the stopper.
[0028] Since tube wearer’s own hair utilizing type wig
of the present invention is comprised of only the ribs 13
extending parallel to each other in a forth and back di-
rection of the wearer’s head at sufficient intervals and
the connecting rib 14 is used for connecting the ribs 13,
there is no lateral line, as is used by the conventional wig
including the peripheral edge, formed along the periphery
of the frame at the hairline or rear head portion of the
wearer’s head when the wig is attached. Accordingly, the
fact of wearing a wig is not detected. Moreover, no divi-
sion of hair occurs between the wearer’s own hair H and
the false hairs 15 particularly in the hairline region.
[0029] Furthermore, since the wearer’s own hair utiliz-
ing type wig 1 according to the embodiment does not
include a peripheral edge framed member which defines
the outer configuration of the conventional wig base, the
wearer’s own hair H can fully be pulled up through a space
of the wig. The wearer’s own hair H and the false hairs
15 get favorably intimate with each other by being well
blended. By this, the hair-secured frame 10 is prevented
from floating upward from the wearer’s head particularly
at the forehead portion or rear head portion of the wearer.
Since the ribs 13 directly face particularly toward the
wearer’s forehead portion and the length of the ribs 13
are in fact irregular in that region, the growing edge or
hairline of the wearer’s head looks totally natural.
[0030] As mentioned above, since the wearer’s own
hair H can easily be pulled up in the wearer’s own hair
utilizing type wig 1 according to the embodiment, the
wearer’s own hair H can fully be utilized and the hair H
can easily blend in desired amounts with the false hairs
15. Since a natural look is established in the area in the
vicinity of the peripheral edge without providing any feel-
ing of disorder, the idea of wearing a wig is visually much
less recognized. Moreover, since the skeleton of the hair-
secured frame 10 is comprised of only a framework which
is composed of a combination of ribs 13, 14, the wig has
favorable breathability and the wig can be designed very
light in weight.
[0031] The above wig 1 can be used by both men and
women. In addition, it can be used as a nice accenting
fashionable wig. In any case, since the wearer’s own hair
can easily be pulled up and out, the wearer’s own hair
can fully be utilized. Accordingly, there can be obtained
a natural-looking hairstyle in which the false hairs can
easily blend with the wearer’s own hair and further pro-
vides no feeling of disorder at the growing edge or hairline
along the perimeter edge of the wig.
[0032] According to the present invention, there can
be obtained a wearer’s own hair utilizing type wig in which
the wearer’s own hair can easily be pulled up and outside
the wig, and the amount of hair, as a whole, can be made
abundant by evenly and effectively utilizing the wearer’s

own hair. Moreover, a framework is formed in a skeleton
shape using a rib having rigidity and elasticity such that,
a peripheral edge frame for the wig is no longer required.
Thus, there can be provided a wearer’s own hair utilizing
type wig in which the perimeter of the wig is not easily
recognized.

Claims

1. A wearer’s own hair utilizing type wig (1) in which for
attachment, the wearer own hair (4) is pulled up
through the wig (1) and blended with false hair (15)
attached to said wig (1),
said wig (1) comprising a skeleton-like framework
(10) and false hairs (15) attached to said skeleton-
like framework,
said skeleton-like framework (10) comprises only a
plurality of ribs (13) and a connecting rib (14) cross-
ing for connection with each of said plurality of ribs
(13) at one point,
both the plurality of ribs (13) and the connecting rib
(14) have enough rigidity and elasticity to maintain
a curved state along the configuration of the wearer’s
head,
for attachment, the wearer’s own hair (4) being pulled
up through a space of said skeleton-like framework
and blended with the false hairs (15) attached to said
skeleton-like framework,
characterized in that
each of said ribs (13) has a swollen part (13g) at a
free end thereof to prevent the false hairs (15) at-
tached to the ribs (13) from escaping,
the ribs (13) extend forward and backward, and
the connecting rib (14) is disposed laterally across
the lengthwise middle of the ribs (13), which are mu-
tually arranged parallel to each other and connected
to said connecting rib (14).

2. A wearer’s own hair utilizing type wig (1) according
to claim 1, wherein each of said ribs (13) and said
connecting rib (14) are composed of any one of a
polyamide-based synthetic fiber, a synthetic resin
material, metal, hard paper, hard rubber, wood, bam-
boo, glass fiber, carbon fiber.

Patentansprüche

1. Perücke (1) des Typs, der das eigene Haar des Trä-
gers verwendet, wobei für die Befestigung das eige-
ne Haar (H) des Trägers durch die Perücke (1) hoch-
gezogen und mit an der Perücke (1) befestigtem fal-
schen Haar (15) vermischt wird,
wobei die Perücke (1) ein skelettartiges Gerüst (10)
und an dem skelettartigen Gerüst befestigte falsche
Haare (15) umfasst,
wobei das skelettartige Gerüst (10) lediglich mehre-
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re Rippen (13) und eine Verbindungsrippe (14), die
quer hierzu verläuft, um mit jeder der mehreren Rip-
pen (13) an einem Punkt verbunden zu werden, um-
fasst,
wobei sowohl die mehreren Rippen (13) als auch die
Verbindungsrippe (14) ausreichend steif und ela-
stisch sind, um längs der Konfiguration des Kopfes
des Trägers einen gekrümmten Zustand beizube-
halten,
wobei für die Befestigung das eigene Haar (H) des
Trägers durch einen Zwischenraum des skelettarti-
gen Gerüsts nach oben gezogen und mit den an dem
skelettartigen Gerüst befestigten falschen Haaren
(15) vermischt wird,
dadurch gekennzeichnet, dass
jede der Rippen (13) an einem freien Ende hiervon
einen verdickten Teil (13g) besitzt, um zu verhindern,
dass die an den Rippen (13) befestigten falschen
Haare (15) entweichen,
wobei sich die Rippen (13) vorwärts und rückwärts
erstrecken und
wobei die Verbindungsrippe (14) seitlich durch die
Mitte in Längsrichtung der Rippen (13) angeordnet
ist, wobei die Rippen zueinander parallel angeordnet
sind und mit der Verbindungsrippe (14) verbunden
sind.

2. Perücke (1) des Typs, der das eigene Haar des Trä-
gers verwendet, wobei jede der Rippen (13) und die
Verbindungsrippe (14) aus einer Kunstfaser auf Po-
lyamidbasis oder aus einem Kunstharzmaterial oder
aus einem Metall oder aus einem Karton oder aus
Hartgummi oder aus Holz oder aus Bambus oder
aus Glasfaser oder aus Kohlenstofffaser gebildet
sind.

Revendications

1. Perruque (1) du type utilisant la propre chevelure du
porteur, dans laquelle, pour la fixation, la propre che-
velure (H) du porteur est tirée à travers la perruque
(1) et est mélangée avec des faux cheveux (15) at-
tachés à ladite perruque (1),
ladite perruque (1) comprenant une structure sque-
lettique (10) et des faux cheveux (15) attachés à la-
dite structure squelettique,
ladite structure squelettique (10) comprenant seule-
ment une pluralité de nervures (13) et une nervure
de connexion (14) croisant ladite pluralité de nervu-
res (13) en un point en vue de la connexion,
la pluralité de nervures (13) et la nervure de con-
nexion (14) ayant toutes deux une rigidité et une
élasticité suffisantes pour maintenir un état courbé
suivant la configuration de la tête du porteur,
pour la fixation, la propre chevelure (H) du porteur
étant tirée à travers un espace de ladite structure
squelettique et étant mélangée avec les faux che-

veux (15) attachés à ladite structure squelettique,
caractérisée en ce que
chacune desdites nervures (13) a une partie enflée
(13g) au niveau d’une de ses extrémités libres, pour
empêcher que les faux cheveux (15) attachés aux
nervures ne s’échappent,
les nervures (13) s’étendent vers l’avant et vers l’ar-
rière, et
la nervure de connexion (14) est disposée latérale-
ment en travers du milieu longitudinal des nervures
(13), qui sont agencées mutuellement parallèlement
les unes aux autres et qui sont connectées à ladite
nervure de connexion (14).

2. Perruque (1) du type utilisant la propre chevelure du
porteur selon la revendication 1, dans laquelle cha-
cune desdites nervures (13) et ladite nervure de con-
nexion (14) sont composées d’une quelconque par-
mi une fibre synthétique à base de polyamide, un
matériau à base de résine synthétique, un métal, un
papier dur, un caoutchouc dur, du bois, du bambou,
de la fibre de verre ou de la fibre de carbone.
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