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Description 

The  invention  relates  to  a  conveyor  described  in 
the  preamble  portion  of  claim  1,  designed  especially 
for  packaging  machines. 

In  the  conveyor  of  the  described  type  objects, 
such  as  packages  to  be  packed,  are  conveyed  in  com- 
partments  arranged  on  top  of  an  endless  belt  loop. 
This  kind  of  belt  loop  comprises  generally  two  rolles, 
which  guide  the  conveyer  travel.  The  rotational  axes 
of  such  rollers  are  substantially  horizontal  and  in  the 
same  plane,  and  the  compartments  advance  within 
the  section  between  the  rolles  above  said  plane  along 
a  straight  path  in  one  direction,  and  within  the  oppo- 
site  section  below  said  plane  they  will  return  back.  In 
such  conveyors,  the  feeding  of  the  objects  to  be  con- 
veyed  takes  place  generally  at  a  reversing  point  on 
the  roller  before  the  above-mentioned  straight  super- 
ior  section,  along  which  the  objects  advance  forward 
in  the  compartments  forward  on  top  of  the  belt  to  a 
point  where  they  are  removed  from  the  belt  for  e.g. 
packaging  purposes.  Especially  when  flat  objects  are 
fed  and  conveyed  there  may  arise  problems  owing  to 
the  fact  that  the  form  of  the  compartments  will 
change.  The  compartments  are  as  a  rule  constituted 
of  plates  bent  to  the  shape  of  a  L  and  fastened  on  top 
of  the  conveyor  belt.  This  may  lead  to  clamping  of  a 
sealed  edge,  present  at  the  bottom  of  e.g.  a  flat  bag, 
between  the  bottom  of  such  plate  and  the  outer-sur- 
face  of  the  preceding  plate  facing  the  compartment. 
The  problem  is  especially  difficult  at  the  point  where 
these  parts  move  relatively  to  each  other,  for  exam- 
ple,  when  the  conveyor  makes  the  turn  at  said  revers- 
ing  point.  This  kind  of  problem  is  manifested  by  e.g. 
German  Offenlegungsschrift  DE-A-2,730,805  show- 
ing  the  purpose  of  reducing  said  gap  by  shaping  the 
plates  in  a  special  way.  However,  the  gap  always  ex- 
ists  and  creates  the  problem,  even  if  it  is  made  as 
small  as  possible.  Moreover,  the  reduction  of  the  gap 
may  effect  other  operations  of  the  conveyor. 

Another  problem  originating  from  this  technique 
and  associated  with  reduction  of  the  gap  mentioned 
above  has  become  evident  in  course  of  manufactur- 
ing  of  a  conveyor.  The  plates  must  in  this  case  be 
spaced  very  accurately  in  respect  of  each  other  so  as 
to  avoid  the  presence  of  too  wide  gaps  in  one  hand 
and  on  the  other  hand  the  positioning  of  the  plates  too 
closely  to  each  other,  which  may  result  to  their  mutual 
contact  and  even  to  malfunction  of  the  entire  convey- 
or.  This  problem  is  also  clearly  manifested  by  said 
German  Offenlegungsschrift  DE-A-2,730,805. 

The  aim  of  the  invention  is  to  eliminate  the  above- 
mentioned  drawbacks  and  to  provide  a  conveyor  hav- 
ing  a  reliable  operation  and  which  can  also  be  easily 
assembled.  For  realizing  this  object  the  conveyor  ac- 
cording  to  the  invention  is  mainly  characterized  by 
what  is  disclosed  in  the  characterizing  portion  of  the 
claim  1.  According  to  the  invention,  a  flexible  sealing 

member  is  provided  in  the  compartments  between 
the  bottom  of  a  compartment  and  the  partition  bound- 
ing  the  compartment,  and  the  underside  of  said  mem- 
ber  located  adjacent  to  said  partition  is  lying  against 

5  the  surface  of  the  partition.  Two  important  advantag- 
es  are  obtained  by  this  arrangement: 

-  The  sealing  members  cover  the  gaps  formed 
between  the  partitions  and  the  bottoms  with- 
out  preventing  the  deformation  of  the  compart- 

10  ments  and  the  relative  movements  of  the  par- 
titions  and  the  bottoms. 

-  The  partitions  can  be  placed  one  after  the 
other  using  wider  manufacturing  tolerances, 
and  to  be  on  the  safe  side,  the  above- 

15  mentioned  gaps  can  be  even  made  wider  than 
usually. 

The  invention  will  be  described  more  closely  in 
the  following  description  with  the  reference  to  the  ap- 
pended  drawing  showing  the  conveyor  in  accordance 

20  with  the  invention  as  seen  from  the  side  at  the  revers- 
ing  point  of  the  conveyor. 

The  conveyor  is  intended  for  packaging  ma- 
chines.  The  conveyor  comprises  an  endless  conveyor 
support  1,  such  as  a  belt  provided  for  travel  along  a 

25  path  which  is  in  the  form  of  a  loop,  for  example.  On 
top  of  the  conveyor  support  1  are  disposed  compart- 
ments  3  one  after  the  other  in  the  travelling  direction 
of  the  support.  The  compartments  are  separated  by 
relatively  stiff  partitions  2a  having  a  predetermined 

30  width  in  the  direction  exending  transversely  to  the 
travelling  direction  of  the  support.  The  partititions  ex- 
tend  outwardly  from  the  support  1  .  The  conveyor  sup- 
port  1  is  quided  by  rollers  (the  axis  of  one  of  the  rollers 
is  denoted  by  reference  numeral  5)  and  within  the 

35  area  between  the  rollers  the  compartments  3  travel 
on  top  of  the  support  in  one  direction  and  return  back 
on  the  lower  side.  The  objects  are  usually  fed  into  the 
compartments  3  at  the  reversing  point  on  the  roller 
where  the  conveyor  support  travels  along  a  circular 

40  path,  the  feeding  point  being  denoted  by  arrow  S. 
As  it  is  apparent  from  the  drawing,  the  compart- 

ments  3  are  formed  of  plates  having  the  shape  of  a  L 
placed  on  top  of  the  conveyor  support.  The  plates 
have  suitable  stiffness  and  they  can  be  e.g.  metal 

45  plates.  The  vertical  parts  of  said  plates  form  the 
above-mentioned  partitions  2a  and  the  horizontal 
parts  positioned  in  the  same  direction  form  the  bot- 
toms  2b  of  the  compartments.  Each  compartment  3 
is  bounded  in  the  direction  opposite  to  the  travelling 

so  direction  of  the  conveyor  (arrow  K)  by  the  vertical 
part  2a  of  a  plate,  towards  the  conveyor  support  1  by 
the  horizontal  part  2b  of  the  same  plate  forming  the 
bottom,  and  in  the  travelling  direction  of  the  conveyor 
by  the  vertical  part  2a  of  the  adjacent  plate,  said  part 

55  acting  at  the  same  time  as  a  partition  2a  separating 
said  compartment  from  the  adjacent  compartment  in 
the  travelling  direction.  According  to  the  invention,  in 
each  compartment  there  is  provided  between  the 
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bottom  2b  of  the  compartment  3  and  the  partition  2a 
standing  between  the  compartment  and  the  adjacent 
compartment  3  a  flexible  thin  band-like  sealing  mem- 
ber  4,  the  underside  of  which  facing  the  adjacent 
compartment  lies  against  the  surface  of  the  partition 
2a.  The  underside  of  the  sealing  member  shall  mean 
in  this  context  the  surface  of  the  sealing  member  be- 
ing  on  the  opposite  side  with  regard  to  its  upper  sur- 
face  facing  the  compartment  3.  The  undersides  of  the 
sealing  members  4  are  pressed  in  each  compartment 
within  a  wide  area  against  the  surfaces  of  the  parti- 
tions  2a  and  their  end  edges  being  in  contact  with 
these  partition  surfaces  are  free  to  move  in  the  vert- 
ical  direction  of  the  partitions  as  the  shape  of  the 
compartment  3  is  changing  on  the  quiding  roller  at  the 
reversing  point  of  the  conveyor  support.  The  sealing 
members  4  cover  the  gaps  6  between  the  forward 
edge  of  the  horizontal  part  2b  and  the  plate  2  boundig 
the  adjacent  compartment.  These  gaps  would  other- 
wise  be  exposed. 

In  the  practice  the  sealing  members  are  mounted 
in  their  places  by  attaching  them  between  the  hori- 
zontal  parts  2b  and  the  conveyor  support  1  and  they 
extend  in  each  compartment  3  from  below  the  for- 
ward  edge  of  said  part  2b  towards  the  partition  2a 
bounding  the  adjacent  compartment  and  are  pressed 
against  the  surface  thereof.  The  sealing  members  4 
have  approximately  the  same  width  as  the  part  2b  in 
the  transverse  direction  with  regard  to  the  travelling 
d  irection  of  t  he  conveyor,  a  nd  t  hey  act  i  n  a  sort  of  way 
as  flexible  extension  of  the  part  2b,  directed  towards 
the  travelling  direction  of  the  conveyor.  Any  kind  of 
flexible  band-like  material  can  be  used  as  a  sealing 
member,  on  the  condition  that  it  is  stiff  enough  on  one 
hand  in  order  to  retain  good  contact  with  the  surface 
of  the  partition  2a,  but  on  the  other  hand  can  yield  to 
the  deformations  of  the  compartments  3.  The  surfac- 
es  of  the  sealing  members  4  coming  in  contact  with 
the  partitions  2a  must  also  be  of  a  material  which  al- 
lows  them  to  slide  easily  in  the  vertical  direction  of  the 
partitions. 

The  sealing  members  can  also  be  attached  onto 
the  upper  surfaces  of  the  parts  2b,  in  which  case  they 
cover  the  bottom  of  the  compartment  3,  the  gap  6,  as 
well  as  the  adjacent  partition  2a.  The  function  of  the 
sealing  members  is  similar  in  this  event.  It  is  also  pos- 
sible  that  the  end  edges  of  the  sealing  members  ad- 
jacent  to  the  partitions  2a  are  extended  as  far  as  to 
the  upper  edges  of  the  partitions.  It  is  also  possible 
to  use  the  alternative  of  covering  the  interior  surfaces 
of  the  entire  compartment  3  with  a  single  flexible 
sealing  member  4.  On  the  other  hand,  the  invention 
works  well  also  by  using  only  a  short  sealing  member 
of  a  sufficient  length  in  order  to  cover  the  gap. 

The  invention  is  not  restricted  only  to  a  conveyor 
described  hereinabove,  but  it  can  be  modified  within 
the  scope  of  the  invention  defined  by  the  claims.  The 
shape  of  the  compartments  may  vary.  The  sealing 

members  can  be  used  according  to  the  invention  in  all 
compartment  or  box  conveyors  having  gaps  exposed 
between  the  compartment  bottoms  and  partitions. 

5 

Claims 

1.  Conveyor,especially  for  packaging  machines, 
10  comprising  an  endless  conveyor  support  (1), 

such  as  belt,  supporting  separate  compartments 
(3)  for  conveying  objects,  being  placed  one  after 
the  other  in  the  travelling  direction,  the  compart- 
ments  (3)  being  formed  between  successive  par- 

rs  titions  (2a)  in  a  manner  such  that  recesses  or 
gaps  (6)  are  present  between  compartment  bot- 
toms  (2b)  and  partitions  (2a),  characterized  in 
that  in  the  compartments  (3)  there  is  a  flexible 
sealing  member  (4)  between  the  bottom  (2b)  and 

20  the  partition  (2a),  the  underside  of  said  sealing 
member  located  adjacent  to  said  partition  lying  in 
the  compartment  against  the  surface  of  said  par- 
tition  (2a)  covering  at  the  same  time  said  recess 
or  gap  (6). 

25 
2.  Conveyor  according  to  claim  1  ,  characterized  in 

that  the  underside  of  the  sealing  member  (4)  is 
pressed  against  the  surface  of  the  partition  (2a) 
in  a  manner  such  that  it  is  free  to  move  in  the  vert- 

30  ical  direction  thereof  during  the  deformation  of 
the  space  bounded  by  the  bottom  (2b)  and  the 
partition  (2a). 

3.  Conveyor  according  to  claim  1  or  2,  character- 
35  ized  in  that  in  the  compartment  (3)  the  shape  of 

the  space  bounded  by  a  partition  (2a)  opposite  to 
the  partition  (2a)  comprising  the  sealing  member 
(4)  ,  and  by  the  bottom  (2b)  of  the  compartment, 
is  constant  during  the  travel  of  the  conveyor. 

40 
4.  Conveyor  according  to  claim  3,  characterized  in 

that  the  compartments  (3)  are  formed  between 
plates  (2)  disposed  on  top  of  the  conveyor  sup- 
port  one  after  the  other  and  having  the  shape  of 

45  an  L,  the  vertical  legs  of  the  L  forming  said  par- 
titions  (2a)  and  the  horizontal  legs  (2b)  forming 
said  bottoms,  the  sealing  member  (4)  being 
placed  in  the  compartment  (3)  to  lie  in  the  area 
between  the  horizontal  leg  (2b)  and  a  vertical  leg 

so  (2a)  of  the  adjacent  plate  (2)  separate  from  said 
horizontal  leg. 

5.  Conveyor  according  to  claim  4,  characterized  in 
that  the  sealing  member  (4)  is  attached,  with  its 

55  end  edge  opposite  to  the  end  edge  on  the  parti- 
tion  (2a),  between  the  horizontal  leg  (2b)  and  the 
conveyor  support  (1). 

3 
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Patentanspriiche 

1.  Forderer,  insbesondere  fur  Verpackungsmaschi- 
nen,  mit  einem  endlosen  Fordertrager  (1),  wie  ei- 
nem  Gurt,  die  zum  Fordern  von  Gegenstanden 
getrennte  Facher  (3)  tragt,  die  hintereinander  in 
Transportrichtung  angeordnetsind,  wobeidie  Fa- 
cher  (3)  zwischen  aufeinanderfolgenden  Trenn- 
wanden  (2a)  so  ausgebildet  sind,  dali  Zwischen- 
raume  oder  Lucken  (6)  zwischen  den  Boden  (2b) 
der  Facher  und  den  Trennwanden  (2a)  vorhan- 
den  sind,  dadurch  gekennzeichnet,  daft  in  den 
Fachern  (3)  zwischen  dem  Boden  (2b)  und  der 
Trennwand  (2a)  ein  flexibles  Dichtungsglied  (4) 
vorgesehen  ist,  die  Unterseite  des  Dichtungs- 
glieds  (4)  benachbart  zu  der  Zwischenwand  an- 
geordnet  ist,  im  Fach  an  der  Oberflache  der 
Trennwand  (2a)  anliegt  und  gleichzeitig  den  Zwi- 
schenraum  oder  die  Lucke  (6)  abdeckt. 

2.  Forderer  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  daft  die  Unterseite  des  Dichtungs- 
glieds  (4)  so  gegen  die  Oberflache  der  Trenn- 
wand  (2a)  geprelit  wird,  dali  sie  frei  ist,  sich  wah- 
rend  der  Veranderung  des  durch  den  Boden  (2b) 
und  die  Trennwand  (2a)  begrenzten  Zwischen- 
raumes  zu  bewegen. 

3.  Forderer  nach  Anspruch  1  oder  2,  dadurch  ge- 
kennzeichnet,  daft  wahrend  der  Bewegung  des 
Forderers  in  dem  Fach  (3)  die  Form  des  Zwi- 
schenraumes,  der  durch  die  der  das  Dichtungs- 
glied  (4)  aufweisenden  Trennwand  (2a)  gegen- 
uberliegenden  Trennwand  (2a)  und  durch  den 
Boden  (2b)  des  Fachs  begrenzt  wird,  konstant  ist. 

4.  Forderer  nach  Anspruch  3,  dadurch  gekenn- 
zeichnet,  dali  die  Facher  (3)  zwischen  Platten  (2) 
ausgebildet  sind,  die  oben  auf  der  Forderauflage 
eine  nach  der  anderen  angeordnet  sind  und  die 
Form  eines  "L"  aufweisen,  wobei  die  vertikalen 
Schenkel  des  "L"  die  Trennwande  (2a)  und  die 
horizontalen  Schenkel  (2b)  die  Boden  ausbilden, 
das  Dichtungsglied  (4)  so  angeordnet  ist,  dali  es 
in  dem  Bereich  zwischen  dem  horizontalen 
Schenkel  (2b)  und  einem  vertikalen  Schenkel 
(2a)  einer  angrenzenden  Platte  (2)  liegt,  die  von 
dem  horizontalen  Schenkel  getrennt  ist. 

5.  Forderer  nach  Anspruch  4,  dadurch  gekenn- 
zeichnet,  dali  das  Dichtungsglied  (4)  mit  seiner 
der  Endkante  der  Trennwand  (2a)  gegenuberlie- 
genden  Endkante  zwischen  dem  horizontalen 
Schenkel  (2b)  und  dem  Fordertrager  (1)  befestigt 
ist. 

Revendications 

1.  Transporteur,  particulierement  pour  machines 
5  d'emballage,  comprenant  un  support  transpor- 

teur  sans  fin  (1)  tel  qu'une  courroie,  supportant 
des  compartiments  separes  (3)  pour  transporter 
des  objets,  places  I'un  apres  I'autre  dans  la  direc- 
tion  de  deplacement,  les  compartiments  (3)  etant 

10  formes  entre  des  cloisons  successives  (2a)  d'une 
maniere  telle  que  des  evidements  ou  intervalles 
(6)  sont  presents  entre  cloisons  (2a)  et  fonds  (2b) 
des  compartiments  caracterise  en  ce  qu'il  y  a 
dans  les  compartiments  (3)  un  organe  d'etan- 

15  cheite  flexible  (4)  entre  le  fond  (2b)  et  la  cloison 
(2a),  le  cote  inferieur  de  I'organe  d'etancheite  si- 
tue  de  maniere  adjacente  a  cette  cloison  s'eten- 
dant  dans  le  compartiment  contre  la  surface  de 
cette  cloison  (2a)  en  couvrant  en  meme  temps  le- 

20  dit  evidement  ou  intervalle  (6). 

2.  Transporteur  selon  la  revendication  1,  caracteri- 
se  en  ce  que  le  cote  inferieur  de  I'organe  d'etan- 
cheite  (4)  est  appuye  contre  la  surface  de  la  cloi- 

25  son  (2a)  de  maniere  a  etre  libre  de  se  deplacer 
dans  sa  direction  verticale  pendant  la  deforma- 
tion  de  I'espace  delimite  par  le  fond  (2b)  et  la  cloi- 
son  (2a). 

30  3.  Transporteurselon  la  revendication  1  ou  2,  carac- 
terise  en  ce  que  dans  le  compartiment  (3)  la  for- 
me  de  I'espace  delimite  par  une  cloison  (2a)  op- 
posee  a  la  cloison  (2a)  comportant  I'organe 
d'etancheite  (4),  et  par  le  fond  (2b)  du  comparti- 

35  ment  est  constante  pendant  le  mouvement  du 
transporteur. 

4.  Transporteur  selon  la  revendication  3,  caracteri- 
se  en  ce  que  les  compartiments  (3)  sont  formes 

40  entre  des  plaques  (2)  disposees  I'une  apres  I'au- 
tre  sur  le  dessus  du  support  transporteur  et  ayant 
la  forme  d'un  L,  les  jambes  verticales  des  L  for- 
mant  lesdites  cloisons  (2a)  et  les  jambes  horizon- 
tales  (2b)  formant  les  fonds,  I'organe  d'etancheite 

45  (4)  etant  place  dans  le  compartiment  (3)  de  facon 
a  s'etendre  dans  la  zone  entre  la  jambe  horizon- 
tale  (2b)  et  une  jambe  verticale  (2a)  de  la  plaque 
adjacente  (2)  separee  de  ladite  jambe  horizonta- 
le. 

50 
5.  Transporteur  selon  la  revendication  4,  caracteri- 

se  en  ce  que  I'organe  d'etancheite  (4)  est  attache, 
parson  bord  extreme  oppose  au  bord  extreme  si- 
tue  sur  la  cloison  (2a),  entre  la  jambe  horizontale 

55  (2b)  et  le  support  transporteur  (1). 
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