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@  Syntactic  sealants. 
(S)  Syntactic  sealant  compositions  are  obtained  from  mixing  a 
fiFied  polyorganosiloxane  sealant  composition  which  is  room 
temperature  curable  with  ceramic  microspheres  having  a  bulk 
density  less  than  500  kg/m3  and  organic  solvent.  These 
compositions  maintain  satisfactory  handling  and  storage 
properties,  are  extrudable  from  storage  cartridges,  and  the 
cured  properties  are  satisfactory  for  use  in  sealing  voids  in 
building  construction. 
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Description 

SYNTACTIC  SEALANTS 

This  invention  relates  to  syntactic  sealants  which  have  reduced  specific  gravity  while  still  possessing  other 
useful  sealant  properties. 

5  Sealant  compositions  are  well  known  and  are  useful  in  filling  cracks  and  voids  in  structures  such  as 
buildings.  There  are  many  kinds  of  sealants,  both  curing  and  non-curing  kinds.  The  sealants  of  the  present 
invention  are  of  the  curing  type  and  specifically  are  silicone  sealants  which  cure  at  room  temperature.  The 
silicone  sealants  can  be  either  one  package  or  two  package  types.  One  package  type  silicone  sealants  are 
those  in  which  the  ingredients  are  mixed  and  placed  in  one  package  for  storage  and  shipment.  When  cure  is 

10  desired  for  the  one  package  silicone  sealants,  the  composition  is  extruded  from  the  package  and  when  it 
contacts  moisture,  cure  takes  place.  Two  package  type  silicone  sealants  are  those  in  which  the  reactive 
ingredients  are  kept  in  separate  packages  until  cure  is  desired,  because  if  the  ingredients  of  the  two  packages 
are  mixed,  cure  begins.  When  cure  is  desired  fortwo  package  compositions,  the  contents  of  two  packages  are 
blended  resulting  in  a  mixture  which  cures  at  room  temperature. 

15  Silicone  sealants  are  expensive,  but  have  properties  which  makes  them  desirable  for  many  applications, 
Because  of  the  silicone  sealants  ability  to  remain  functional  over  many  years  of  outside  exposure,  they  have 
found  utility  in  the  building  construction  trade.  However,  these  room  temperature  curing  silicone  sealants 
would  be  even  more  desirable,  if  their  cost  could  be  reduced.  Many  of  the  ways  to  reduce  the  cost  results  in 
substantial  changes  in  the  properties  of  the  siltcone  sealants.  Unfortunately,  the  changes  have  been 

20  undesirable,  rather  than  beneficial.  Therefore,  means  for  reducing  the  cost  without  substantially  changing  the 
properties  undesirably  are  sought.  One  means  considered  for  reducing  the  cost  is  the  addition  of  fillers. 
However,  many  fillers  are  expensive  themselves  and  increase  the  specific  gravity  so  that  the  cost/volume  is 
not  favorable,  or  the  physical  and  chemical  properties  are  deteriorated  to  a  point  which  makes  the  silicone 
sealant  unacceptable  in  the  building  construction  applications. 

25  An  object  of  the  present  invention  is  to  provide  a  sealant  which  has  a  lower  specific  gravity  and  acceptable 
properties.  A  reduction  in  the  cost/volume  of  the  silicone  sealant  is  a  further  objective. 

The  present  invention  relates  to  a  syntactic  sealant  composition  comprising  a  product  obtained  by  mixing 
into  a  filled  polyorganosiloxane  sealant  composition  which  is  curable  at  room  temperature,  from  3  to  10  weight 
percent  of  ceramic  microspheres  having  a  true  specific  gravity  of  less  than  1000  kg/m3,  a  bulk  density  of  less 

30  than  500  kg/m3,  and  an  average  diameter  of  less  than  500  micrometers  and  from  2  to  15  weight  percent  of  an 
organic  solvent  which  is  compatible  with  the  polyorganosiloxane  sealant  compositions  and  has  a  low  volatility, 
where  the  weight  percentages  are  based  on  the  total  weight  of  the  syntactic  sealant  composition. 

The  filled  polyorganosiloxane  sealant  compositions  used  to  make  the  syntactic  sealant  compositions  of  the 
present  invention  can  either  be  one  package  or  two  package  types  which  are  curable  at  room  temperature. 

35  These  are  sealant  compositions  which  are  well  known  in  the  art.  Such  sealant  compositions  comprise 
polyorganosiloxane  which  is  endblocked  with  hydroxyl  groups  or  hydrolyzable  groups,  a  crosslinker  which 
contains  hydrolyzable  groups,  a  filler,  and  optionally  a  curing  catalyst.  The  syntactic  sealant  compositions  of 
the  present  invention  comprise  the  filled  polyorganosiloxane  sealant  composition,  from  3  to  10  weight  percent 
of  ceramic  microspheres,  and  2  to  15  weight  percent  organic  solvent. 

40  The  ceramic  microspheres  are  those  which  have  a  true  specific  gravity  of  less  than  1000  kg/m3,  preferably 
less  than  800  kg/m3;  a  bulk  density  of  less  than  500  kg/m3;  and  an  average  particle  diameter  of  less  than  500 
micrometers,  preferably  less  than  300  micrometers.  Ceramic  microspheres  are  commercially  available,  such 
as  Q-Cell  from  PQ  Corporation,  Valley  Forge  Executive  Plaza,  P.O.  Box  840,  Valley  Forge,  Pennsylvania  19482. 

The  organic  solvent  can  be  one  which  is  compatible  with  the  filled  polyorganosiloxane  sealant  composition 
45  and  which  has  low  volatility.  The  organic  solvents  can  be  aliphatic  hydrocarbons,  ketones,  and  esters  of  low 

volatility.  Triorganosiloxy  endblocked  polydiorganosiloxane  fluids  and  polydiorganocyclosiloxanes  might  be 
used  in  place  of  the  organic  solvent  or  in  conjuction  with  the  organic  solvent.  These  siloxane  materials, 
however,  are  not  desirable  in  places  where  staining  is  objectionable  and  where  the  additional  cost  is  not 
tolerable.  These  siloxanes  when  used  are  preferably  those  in  which  all  the  organic  groups  are  methyl. 

50  Preferably,  the  organic  solvents  are  low  volatile  aliphatic  hydrocarbons  which  have  an  average  molecule  weight 
of  greater  than  100. 

The  hydrolyzable  groups  are  bonded  to  silicon  atoms  and  can  be  alkoxy  groups,  such  as  methoxy,  ethoxy, 
propoxy,  and  isopropoxy:  acyloxy  groups,  such  as  acetoxy,  octanoyloxy,  and  benzoyloxy:  ketoximo  groups, 
such  as  dimethylketoximo,  methylethylketoximo,  and  diethylketoximo;  alkenyloxy  groups,  such  as 

55  isopropenyloxy  and  1-ethyl-2-methylvinyloxy;  amino  groups,  such  as  dimethylamino,  diethylamino,  butylamino, 
and  cyclohexylamino;  aminoxy  groups,  such  as  N,N-dimethylaminoxy  and  N,N-diethylaminoxy:  and  amido 
groups,  such  as  N-methylacetamido,  N-ethylacetamido,  N-methylbenzamido,  N-phenylacetamido,  and 
N-t-butylacetamido.  These  hydrolyzable  groups  illustrate  the  many  kinds  of  hydrolyzable  groups  known  in  the 
art  which  can  be  used  in  room  temperature  curing  polyorganosiloxane  sealant  compositions.  These  groups 

60  can  either  form  the  endblocking  groups  on  the  polyorganosiloxane,  be  the  groups  on  the  crosslinkers,  and/or 
can  be  the  groups  on  a  chain-extender. 

The  filled  polyorganosiloxane  sealant  compositions  are  preferably  made  from  polydiorganosiloxanes  which 
are  endblocked  with  hydroxyl  groups  or  siloxy  units  having  two  or  three  hydrolyzable  groups  attached  to  the 
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silicon  atom.  The  organic  groups  on  the  polydiorganosiloxane  can  be  any  of  those  found  in  the  prior  art 
including  the  hydrocarbon  groups,  such  as  alkyl  groups,  such  as  methyl,  ethyl,  propyl,  and  butyl:  cycloalkyl 
groups,  such  as  cyclopentyl  and  cyclohexyl:  alkenyl  groups,  such  as  vinyl  and  allyl;  aryl  groups,  such  as 
phenyl,  tolyl,  and  naphthyl;  and  aralkyl  groups,  such  as  2-phenylethyl.  Preferably,  the  polydiorganosiloxane  is 
polydimethylsiloxane  and  if  other  groups  are  present  they  are  present  in  small  amounts  because  they  increase  5 
the  cost  of  the  sealant.  The  filler  in  the  filled  polyorganosiloxane  sealant  compositions  can  be  either  reinforcing 
or  non-reinforcing.  Although  the  non-reinforcing  fillers  are  preferred,  the  use  of  reinforcing  fillers  can  be 
beneficial  to  the  resulting  properties  of  some  compositions.  Combinations  of  reinforcing  filler,  such  as  fumed 
silica,  and  non-reinforcing  filler  such  as  calcium  carbonate  can  be  used. 

The  preferred  filled  polyorganosiloxane  sealant  composition  is  a  two  package  room  temperature  10 
composition  as  described  by  Toporcer  et  al.  in  U.S.  Patent  No.  3,817,909,  issued  June  18,  1974,  which  shows 
the  sealant  compositions  and  the  method  of  making  them.  These  compositions  will  be  referred  to  as 
amidosilicon  compositions  and  comprise  products  made  by  mixing  hydroxyl  endblocked  polydiorganosilox- 
ane,  diorganodiamidosilane  as  chain-extender,  aminoxy  silicon  compound  as  crosslinker,  and  non-acidic, 
non-reinforcing  filler.  75 

The  diorganodiamidosilane,  chain-extender,  can  be  methylvinyldi-(N-methylacetamido)silane,  dimethyldi- 
(N-methylacetamido)silane,  methylphenyldi-(N-methylacetamido)silane,  methylvinyldi-(N-ethylacetamido)si- 
lane,  dimethyldi-(N-ethylacetamido)silane,  methylphenyldi-(N-ethylacetamido)silane,  methylvinyldi-(N-pheny- 
lacetamido)silane,  dimethyldi-(N-phenylacetamido)silane,  methylphenyldi-(N-phenylacetamido)silane,  and 
methylvinyldi(N-methylbenzamido)silane.  Preferably,  the  diorganodiamidosilane  is  one  of  the  formula  20 

R"  O 
I  " 

R ( C H 3 ) S i ( N   —  C - R ' ) 2  25 

in  which  each  R  is  methyl  or  vinyl  radical;  each  R'  is  a  lower  alkyl  radical  or  phenyl  radical;  and  each  R"  is 
methyl  or  phenyl. 

The  aminoxysilicon  compound,  crosslinker,  can  be  one  in  which  there  is  from  1  to  100  silicon  atoms  per 
molecule  and  from  3  to  10  silicon-bonded  aminoxy  groups  per  molecule.  The  aminoxy  group  can  be 
represented  by  the  group  -OX  wherein  X  is  a  monovalent  amine  radical,  -N(R'")2,  or  heterocyclic  amine. 
Aminoxysilicon  compounds  include  monoorganotriaminoxysilanes,  and  siloxanes  such  as  1,1,3-tri-(N,N-die- 
thylamino)-1,3,3-trimethyldisiloxane, 

30 

35 

CH 
I  

3 

S i O  

CH 
I  3 

S i O  40 

ON(CH2CH3)2  ON(CH3)(CH2CH3)  

and  copolymers  having  two  or  more  siloxane  units  of  the  following  illustrative  group,  CH3{(CH3CH2)2NO}SiO,  45 
(CH3)2Si0,  (CH3)3Si00.5,  {(CH3CH2)2NOKCH3)2SiOo.5,  C6H5{(CH3CH2)2NO}SiO,  (CH2  =  CH)(CH3)Si0, 
CH3Si0i.5,  CH3{(CH3)2NO}SiO,  and  CH3{(C6H5)(CH3)NO}SiO. 

The  fillers  in  these  amidosilicon  compositions  are  non-acidic  and  non-reinforcing.  Examples  of  such  fillers 
include  calcium  carbonate,  ferric  oxide,  non-acidic  carbon  black,  diatomaceous  earth,  alumina,  hydrated 
alumina,  titanium  dioxide,  glass  microballoons,  organic  fillers,  resins  such  as  silicone  resins,  crushed  quartz,  50 
and  calcium  sulfate.  These  fillers  are  present  in  amounts  of  at  least  10  weight  percent  based  on  the  total  weight 
of  the  composition,  Amounts  of  from  15  to  60  weight  percent  are  preferred  and  the  preferred  filler  is  calcium 
carbonate.  These  fillers  can  be  treated,  for  example  the  calcium  carbonate  can  be  treated  with  calcium 
stearate. 

Although  the  preferred  amidosilicon  compositions  are  those  which  are  packaged  in  two  packages,  one  55 
package  compositions  of  the  amidosilicon  composition  type  are  also  included  in  this  invention  and  the  same 
kinds  of  properties  as  obtained  for  the  two  package  compositions  are  obtainable  for  the  one  package 
compositions. 

The  amidosilicon  compositions  can  be  made  by  mixing  the  defined  ingredients.  Those  compositions  which 
are  two  package  compositions  can  be  made  by  mixing  the  hydroxyl  endblocked  polydiorganosiloxane  and  filler  60 
and  using  this  as  one  package  and  mixing  the  diorganodiamidosilane  and  the  aminoxysilicon  compound  and 
using  this  as  the  second  package.  The  aminoxysilicon  compound  and  diorganodiamidosilane  are  mixed  under 
essentially  anhydrous  conditions  and  stored  under  essentially  anhydrous  conditions  until  cure  is  desired. 
When  cure  is  desired,  the  two  packages  are  mixed  and  allowed  to  cure. 

The  amidosilicon  compositions  can  be  one  package  compositions  which  are  made  by  mixing  the  hydroxyl  65 
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endblocked  polydiorganosiloxane  and  filler  to  make  a  mixture  with  the  filler  well  dispersed.  A  suitable  mixture 
can  be  obtained  in  one  hour  using  commercial  mixers.  The  resulting  mixture  is  preferably  deaired  and  then  a 
mixture  of  the  diorganodiamidosilane  and  the  aminoxysilicon  compound  is  added  and  mixed  with  the  polymer 
and  filler  mixture.  This  mixing  is  done  under  essentially  anhydrous  conditions  and  then  the  resulting 

5  composition  is  put  into  containers  for  storage  under  essentially  anhydrous  conditions.  Once  these  are  one 
package  compositions  are  made,  they  are  stable  for  as  long  as  one  year  if  the  essentially  moisture  free 
conditions  are  maintained,  but  will  cure  to  silicone  elastomers  when  exposed  to  moisture  at  room 
temperature.  Although  these  methods  of  making  the  one  package  and  two  package  compositions  are 
preferred,  the  methods  of  making  these  compositions  are  not  very  critical.  The  most  significant  feature  is  the 

10  essentially  anhydrous  conditions  required  for  mixing  and  storage  wherein  either  or  both  the  diorganodiamido- 
silane  and  aminoxysilicon  compounds  are  involved. 

The  amidosilicon  compositions  of  the  present  invention  do  not  require  a  catalyst  to  aid  in  curing  and  it  is 
observed  that  many  of  the  conventional  curing  catalysts  used  in  room  temperature  vulcanizable  silicone 
elastomer  compositions  are  detrimental  to  the  curing  of  the  compositions. 

15  Amidosilicon  compositions  are  also  described-by  Klosowski  in  U.S.  Patent  No,  3,996,184,  issued  December 
7,  1976,  which  shows  further  compositions  within  the  scope  of  the  present  invention.  Klosowski  teaches  the 
use  of  a  polar  solvent  to  improve  the  freeze-thaw  and  slump  characteristics  of  the  amidosilicon  compositions. 
The  polar  solvents  taught  by  Klosowski  are  N,N-dimethylformamide,  acetonitrile,  and  N-n-butylacetamide. 
Klosowski  also  teaches  that  the  polydiorganosiloxane  can  be  a  mixture  of  polymers  of  different  molecular 

20  weights,  such  as  blends  of  low  viscosity  polymers  with  polymers  of  gum  viscosity. 
Other  room  temperature  vulcanizable  sealant  compositions  are  also  included  within  the  scope  of  the 

present  invention,  such  as  those  in  which  the  polydiorganosiloxane  can  be  a  hydroxyl  endblocked 
polydiorganosiloxane  or  a  dialkoxymonoorganosiloxy  or  trialkoxysiloxy  endblocked  polydiorganosiloxane,  a 
monoorganotrialkoxysilane  crosslinker,  a  titanium  ester  catalyst,  and  a  filler.  These  compositions  are  usually 

25  one  package  compositions.  Although  compositions  other  than  the  amidosilicon  compositions  do  provide 
compositions  which  have  reduced  specific  gravity  and  still  maintain  acceptable  properties  when  the  ceramic 
microspheres  and  organic  solvents  are  added  as  described  by  this  invention,  the  amidosilicon  compositions 
are  preferred. 

The  combination  of  the  ceramic  microspheres  and  organic  solvent  provide  sealants  which  can  be  used  for 
30  weatherproofing  in  building  construction.  The  ceramic  microspheres  reduce  the  density  of  the  sealant  and  at 

the  same  time  appear  to  provide  reinforcement  as  observed  from  the  physical  properties.  The  organic  solvents 
allow  the  sealant  compositions  to  maintain  their  extrudability  without  substantially  changing  the  other 
properties  of  the  sealant  composition  and  the  resulting  cured  sealant.  The  ceramic  microspheres  do  not  break 
during  production  compounding  of  the  sealant  composition  as  do  many  of  the  other  beads  and  balloons  such 

35  as  the  glass  balloons.  Many  of  the  organic  balloons  collapse  or  provide  other  adverse  effects  such  as  poor 
weathering.  Still  other  materials  of  low  specific  gravity  cause  the  sealant  compositions  to  become  so  stiff  that 
they  cannot  be  extruded  out  of  their  storage  container  and  to  add  enough  diluent  to  get  them  to  become 
extrudable,  the  other  properties  are  completely  unacceptable.  For  example,  if  large  amounts  of  organic 
solvent  is  used  to  obtain  a  satisfactory  degree  of  extrudability,  the  composition  shrinks  so  much  during  the 

40  curing  process  that  the  sealant  no  longer  acts  as  a  seal,  or  if  the  organic  solvent  does  not  evaporate,  it  slowly 
extrudes  from  the  sealant  and  the  surrounding  building  materials  are  seriously  discolored  and  damaged.  The 
present  combination  of  ceramic  microspheres  and  organic  solvent  result  in  unexpected  properties  of 
maintaining  satisfactory  extrudability,  and  physical  and  chemical  properties. 

The  use  of  drying  oils  in  the  present  compositions  can  add  increased  adhesion  to  masonry  materials.  The 
45  amount  of  such  drying  oils  should  be  kept  to  a  minimum,  such  as  up  to  2  weight  percent  based  on  the  weight  of 

the  total  composition.  The  drying  oils  include  esters  of  fatty  acids,  such  as  condensation  products  of  higher 
molecular  weight  unsaturated  fatty  acids,  such  as  oleic,  linoleic,  linolenic,  oleostearic,  licanic,  ricinoleic,  and 
arachidonic  acids,  with  alcohols  such  as  methanol,  ethanol,  ethylene  glycol,  propylene  glycol,  butylene  glycol, 
trimethylolpropane,  glycerol,  trimethylolethane,  pentaerytritol,  sorbitol.  Examples  of  natural  occurring  drying 

50  oils  include  linseed  oil,  tung  oil,  soybean  oil,  castor  oil,  dehydrated  castor  oil,  fish  oil,  hempseed  oil,  cottonseed 
oil,  and  tall  oil. 

The  compositions  of  the  present  invention  can  be  pigmented  to  desirable  colors.  The  pigments  might  be 
added  directly  to  the  composition  for  one  package  types,  in  one  of  the  packages  of  two  package  types,  or  the 
pigments  might  be  mixed  with  some  polyorganosiloxane  and  packaged  separately  to  be  added  to  provide  a 

55  particular  color  selected  for  the  application. 
The  following  examples  are  for  illustrative  purposes  only  and  should  not  be  construed  as  limiting  the  present 

invention  which  is  properly  delineated  in  the  claims.  In  the  examples,  "parts"  denotes  "parts  by  weight", 
"percent"  is  "percent  by  weight",  and  the  viscosities  shown  are  measured  at  25°C. 

60  EXAMPLE  1 
Compositions  of  the  present  invention  were  made  by  mixing  hydroxyl  endblocked  polydimethylsiloxane 

having  a  viscosity  of  50  Pa«s  (measured  HAF  #2,  at  2  rpm)  (hereinafter  referred  to  as  Polymer)  ;  an  aliphatic 
hydrocarbon  solvent  having  a  closed  cup  flash  point  of  71  °  C,  an  average  molecular  weight  of  1  91  ,  a  viscosity 
of  0.00246  Pa»s,  and  a  refractive  index  of  1  .4362  (hereinafter  referred  to  as  Organic  Solvent)  ;  and  calcium 

65  carbonate.  The  resulting  mixture  was  termed  a  base  and  the  amounts  of  materials  used  were  as  shown  in  Table 
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I. 
Several  bases  were  made  using  different  materials  of  low  density  as  described  below  (hereinafter  referred  to 

as  Low  Density  Material): 
A.  Ceramic  microspheres  (Q-Cell)  having  a  bulk  density  in  the  range  of  368  to  432  kg/m3,  a  true  density 

in  the  range  of  593  to  705  kg/m3,  particle  diameters  in  the  range  of  50  to  300  micrometers,  and  a  melting  5 
point  of  1  200°  C; 

B.  Polyethylene  particles  having  a  density  of  920  kg/m3;  from  Allied  Corporation,  Columbia  Road  &  Park 
Avenue,  Morristown,  New  Jersey  07960; 

C.  Perlite,  untreated,  Ryo-lex48;  from  Silbrico  Corporation,  6300  River  Road,  Hodgkins,  Illinois  60525; 
D.  Perlite,  untreated;  Ryo-lex39;  from  Silbrico  Corporation,  6300  River  Road,  Hodgkins,  Illinois  60525;  w 
E.  Silane-treated  perlite,  Sil-42BC;  from  Silbrico  Corporation,  6300  River  Road,  Hodgkins,  Illinois  60525; 
F.  Polyvinyl  chloride  particles  having  a  density  of  590  kg/m3;  Vista  Chem  Company,  15990  N.  Barker's 

Landing  Road,  Houston,  Texas  77224; 
G.  Glass  bubbles,  soda-lime  borosilicate,  having  a  density  of  230  kg/m3;  Minnesota  Mining  & 

Manufacture  Co.,  3M  Center,  St.  Paul,  Minnesota  55144;  75 
H.  Alumina  silica  microspheres,  ceramic  microspheres,  having  a  density  of  700  kg/m3,  Fillite;  Finite 

USA,  P.O.  Box  3074,  Huntington,  West  Virginia  25702; 
The  ingredients  were  mixed  in  a  Ross  mixer  under  a  vacuum  to  obtain  a  homogeneous  base.  The  base  was 

put  into  Semco  cartridges,  which  allowed  moisture  to  be  kept  out,  and  aminoxysilicon  compound, 
methylvinyldi-(N-methylacetamido)silane  (hereinafter  referred  to  Amido  Silane),  and  N,N-dimethylformamide  20 
(DMF)  were  admixed.  The  aminoxysilicoo  compound  was  a  polymer  having  an  average  of  two  trimethylsiloxy 
units,  three  dimethyisiloxane  units,  and  five  units  of  the  formula 

25 
T 3  

- S i - O -  

ON(CH2CH3)2.   30 

The  amounts  shown  in  Table  I  are  in  weight  percent  based  on  the  total  weight  of  the  composition.  After  the 
base  was  mixed  with  the  crosslinker  and  the  chain  extender,  test  quantities  of  the  resulting  compositions  were 
exposed  to  moisture  and  the  physical  properties  were  measured.  The  extrusion  rate  was  determined  by  35 
Military  Specification  Mil-S-7502  with  the  results  in  grams  per  minute  (g/min).  The  slump  was  determined  by 
ASTM-D-2202  with  the  results  in  millimeters  (mm).  The  durometer  was  determined  by  ASTM-D-2240-64T  on 
the  Shore  A  scale.  The  tensile  strength  at  break,  the  elongation  at  break,  the  150%  modulus  were  determined 
by  ASTM-D-412  with  the  results  in  MPa,  percent  extension,  and  MPa  respectively.  The  skin-over  time  was 
determined  by  observing  the  time  lapsed  between  the  deposition  of  the  composition  with  exposure  to  ambient  40 
moisture  and  the  point  at  with  the  surface  was  dry  to  a  light  touch  with  a  finger.  The  specific  gravity  was 
determined  on  the  uncured  sealant  and  is  in  g/cm3.  The  properties  observed  are  shown  in  Table  II. 

Comparative  Composition  6  used  polyethylene  filler  which  was  high  in  density  and  expensive.  Composition  6 
showed  a  slight  reduction  in  specific  gravity,  but  putting  in  more  of  the  polyethylene  filler  (Composition  4)  did 
reduce  the  specific  gravity  but  it  also  inhibited  the  cure  as  evident  from  the  low  values  for  durometer  and  45 
tensile  strength  and  the  long  skinover  time. 

Comparative  Compositions  5,  7,  8,  and  1  1  contained  perlite  filler  which  lowered  the  elongation  and  because 
the  perlite  particles  did  not  adhere  to  the  polymers,  it  separated  and  the  resulting  compositions  were  not 
homogeneous. 

Composition  9  which  used  polyvinyl  chloride  (PVC)  particles  did  not  reduce  the  specific  gravity.  The  PVC  go 
filler  was  also  expensive  and  no  cost  advantage  would  be  realized  by  using  it. 

Comparative  Composition  10  which  used  glass  microballoons  lowered  the  specific  gravity  if  laboratory 
equipment  was  used.  The  laboratory  mixing  equipment  was  able  to  mix  under  low  shear  conditions  whereas 
when  production  equipment  was  used  the  shear  was  sufficiently  high  that  the  microballoons  broke.  The 
properties  shown  in  Table  II  for  Composition  10  were  obtained  from  a  composition  made  using  laboratory  55 
equipment.  If  the  glass  microballoons  break,  the  specific  gravity  is  not  lowered. 

EXAMPLE  2 
Sealant  compositions  were  prepared  as  described  in  Example  1  .  The  ingredients  were  the  same,  except  that 

the  low  density  material  in  each  composition  of  this  example  was  the  ceramic  microspheres  defined  as  A.  The  qq 
amounts  shown  in  Table  III  are  in  weight  percent.  The  properties  were  measured  as  defined  in  Example  1  and 
were  observed  as  shown  in  Table  IV.  Comparative  Compositions  16  and  17  showed  that  the  organic  solvent 
should  be  present  in  an  amount  of  at  least  2%  to  maintain  an  adequate  extrusion  rate. 

65 



0  271  296 

EXAMPLE  3 
Compositions  were  prepared  by  mixing  under  anhydrous  conditions  hydroxyl  endblocked  polydimethylsi- 

loxane  as  defined  in  Example  1  ,  hydroxyl  endblocked  polymethylphenylsiloxane  having  an  average  degree  of 
polymerization  of  six  (hereinafter  referred  to  as  Polymer-1),  fumed  silica,  calcium  carbonate  filler,  organic 

5  solvent  as  defined  in  Example  1,  ceramic  microspheres  A  as  defined  in  Example  1,  methyltrimethoxysilane 
(methoxy  silane),  diisopropylbis(ethoxyacetylacetate)titanate,  and  aminosilane  of  the  formula 
(CH3O)3SiCH2CH2CH2NHCH2CH2NH2.  The  compositions  were  made  with  the  amounts  of  the  materials  as 
shown  in  Table  V.  The  properties  were  measured  as  described  in  Example  1  and  the  results  observed  were  as 
shown  in  Table  VI. 

10 
EXAMPLE  4 

Sealant  compositions  were  prepared  as  described  in  Example  1  ,  the  ingredients  were  the  same  except 
some  of  the  compositions  contained  tung  oil  and  their  amounts  were  as  described  in  Table  VII.  The  properties 
were  measured  as  described  in  Example  I  and  were  observed  to  be  as  described  in  Table  VIII,  with  the 

15  exception  that  the  performance  was  measured  by  ASTM  C-719  at  +/-  40%  joint  movement  where  the  results 
were  either  pass  or  fail.  Fail  is  adhesive  failure  to  concrete  and  pass  is  no  failure.  Comparative  Compositions 
22,  27,  and  29  showed  that  at  least  2%  organic  solvent  was  required  to  provide  an  adequate  extrusion  rate.  The 
presence  of  the  tung  oil  in  Compositions  23,  25,  and  30  showed  that  it  improved  the  adhesion  to  concrete. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 



















0  271  296 

Claims 

1.  A  syntactic  sealant  composition  comprising  a  product  obtained  by  mixing  into  a  filled 
polyorganosiloxane  sealant  composition  which  is  curable  at  room  temperature,  from  3  to  10  weight 
percent  of  ceramic  microspheres  having  a  true  specific  gravity  of  less  than  1000  kg/m3,  a  bulk  density  of 
less  than  500  kg/m3,  and  an  average  diameter  of  less  than  500  micrometers  and  from  2  to  15  weight 
percent  of  an  organic  solvent  which  is  compatible  with  the  polyorganosiloxane  sealant  compositions  and  10 
has  a  low  volatility,  where  the  weight  percentages  are  based  on  the  total  weight  of  the  syntactic  sealant 
composition. 

2.  The  syntactic  sealant  composition  in  accordance  with  claim  1  in  which  the  filled  polyorganosiloxane 
sealant  composition  contains  at  least  10  weight  percent  of  a  non-reinforcing  filler  based  on  the  total 
weight  of  the  composition.  15 

3.  The  syntactic  sealant  composition  according  to  claim  1  in  which  the  polydiorganosiloxane  is 
polydimethylsiloxane,  the  diorganodiamidosilane  has  a  formula 

R"  °  20 

R ( C H 3 ) S i ( N   C - R ' ) 2  

in  which  each  R  is  methyl  or  vinyl  radical;  each  R'  is  a  lower  alkyl  radical  or  phenyl  radical;  and  each  R"  is  25 
methyl  or  phenyl. 

4.  The  syntactic  sealant  composition  according  to  claim  1  in  which  the  polydiorganosiloxane  is 
polydimethylsiloxane,  the  diorganodiamidosilane  has  a  formula 

R-  O 
I  " 

R ( C H 3 ) S i ( N   C - R ' ) 2  

35 
in  which  each  R  is  methyl  or  vinyl  radical;  each  R'  is  a  lower  alkyl  radical  or  phenyl  radical;  and  each  R"  is 
methyl  or  phenyl. 

5.  The  syntactic  sealant  composition  in  accordance  with  claim  1  further  comprising  up  to  2  weight 
percent  of  a  drying  oil  based  on  the  total  weight  of  the  composition. 

6.  The  syntactic  sealant  composition  in  accordance  with  claim  5  in  which  the  drying  oil  is  tung  oil.  40 
7.  The  syntactic  sealant  composition  in  accordance  with  claim  1  further  comprising  up  to  2  weight 

percent  of  a  drying  oil  based  on  the  total  weight  of  the  composition. 
8.  The  syntactic  sealant  composition  in  accordance  with  claim  7  in  which  the  drying  oil  is  tung  oil. 
9.  The  syntactic  sealant  composition  in  accordance  with  claim  4  further  comprising  up  to  2  weight 

percent  of  a  drying  oil  based  on  the  total  weight  of  the  composition.  45 
10.  The  syntactic  sealant  composition  in  accordance  with  claim  9  in  which  the  drying  oil  is  tung  oil. 
1  1  .  The  syntactic  sealant  composition  in  accordance  with  claim  1  further  comprising  up  to  2  weight 

percent  of  a  drying  oil  based  on  the  total  weight  of  the  composition. 
-12.  The  syntactic  sealant  composition  in  accordance  with  claim  1  1  in  which  the  drying  oil  is  tung  oil. 
13.  A  method  of  making  a  syntactic  sealant  composition  comprising  mixing  to  homogeneity  under  50 

anhydrous  conditions  a  filled  polyorganosiloxane  sealant  composition  which  is  curable  at  room 
temperature  into  which  is  added  from  3  to  10  weight  percent  of  ceramic  microspheres  having  a  true 
specific  gravity  of  less  than  1000  kg/m3,  a  bulk  density  of  less  than  500  kg/m3,  and  an  average  diameter  of 
less  than  500  micrometers  and  from  2  to  15  weight  percent  of  an  organic  solvent  which  is  compatible  with 
the  polyorganosiloxane  sealant  compositions  and  has  a  low  volatility,  where  the  weight  percentages  are  55 
based  on  the  total  weight  of  the  syntactic  sealant  composition  and  thereafter  placing  the  homogeneously 
mixed  composition  into  a  container  which  will  protect  it  from  moisture. 

14.  The  method  according  to  claim  13  in  which  the  polyorganosiloxane  sealant  composition  comprises  a 
product  obtained  by  mixing  a  hydroxyl  endblocked  polydiorganosiloxane,  a  diorganodiamidosilane,  an 
aminoxy  silicon  compound  having  from  1  to  100  silicon  atoms  per  molecule  and  from  3  to  10  60 
silicon-bonded  aminoxy  groups  per  molecule,  the  organic  solvent  is  not  an  alcohol  or  a  mercaptan,  and  at 
least  1  0  weight  percent  of  a  non-reinforcing  filler  based  on  the  total  weight  of  the  composition. 

15.  A  method  of  making  a  syntactic  sealant  composition  comprising  mixing  the  contents  of  at  least  two 
containers  where  the  resulting  composition  comprises  the  mixture  of  ingredients  from  a  hydroxyl 
endbiocked  polydiorganosiloxane,  a  diorganodiamidosilane,  an  aminoxy  silicon  compound  having  from  1  6S 
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to  100  silicon  atoms  per  molecule  and  from  3  to  10  silicon-bonded  aminoxy  groups  per  molecule,  at  least 
10  weight  percent  of  a  non-acidic,  non-reinforcing  filler  based  on  the  total  weight  of  the  composition, 
from  3  to  10  weight  percent  of  ceramic  microspheres  having  a  true  specific  gravity  of  less  than  1000 
kg/m3,  a  bulk  density  of  less  than  500  kg/m3,  and  an  average  diameter  of  less  than  500  micrometers,  and 

5  from  2  to  1  5  weight  percent  of  an  organic  solvent  which  is  compatible  with  the  polyorganosiloxane  sealant 
compositions,  has  a  low  volatility,  and  is  not  an  alcohol  or  a  mercaptan,  where  the  diorganodiamidosilane 
and  the  aminoxy  silicon  compound  are  in  the  same  container  optionally  with  a  portion  of  the  hydroxyl 
endblocked  polydiorganosiloxane  as  long  as  these  ingredients  are  present  in  amounts  such  that  the 
number  of  diorganodiamidosilane  molecules  exceeds  the  number  of  hydroxyl  groups. 
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