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Description

TECHNICAL FIELD

[0001] The present invention relates to a rotor for use
in rotary encoder and a wheel rolling bearing assembly
including the same.

BACKGROUND ART

[0002] FIG. 5 is a sectional view showing a rotary en-
coder in a conventional wheel rolling bearing assembly.
A wheel rolling bearing assembly 210 includes: an outer
ring 210a fixed to a vehicle body via a knuckle (not
shown); an inner ring 210b fixed to an axle shaft (not
shown) mounted with a wheel (not shown); a plurality of
balls 210c as rolling elements interposed between the
outer ring 210a and the inner ring 210b; and a cage 210d
formed with pocket portions at regular space intervals,
the pocket portions receiving the balls 210c.
[0003] The rotary encoder for detecting the number of
revolutions of the wheel rolling bearing assembly 210
includes: a rotor 220 fixed to the wheel rolling bearing
assembly 210; and a rotation detection sensor S for mag-
netically detecting the rotation of the rotor 220.
[0004] The rotor 220 is formed from rubber admixed
with magnetic powder, such as ferrite powder, and in an
annular shape. The rotor includes: a magnetized portion
222 circumferentially magnetized in alternating S-polarity
and N-polarity; and an annular core portion 221 support-
ing the magnetized portion 222.
[0005] The core portion 221 further includes: a cylin-
drical portion 221a press-fitted on an outer periphery of
a shoulder 210e of the inner ring 21 0b; and a flange
portion 221 b extended radially outwardly from one axial
end of the cylindrical portion 221a. The core portion 221
is formed in an L-shape in section.
[0006] The magnetized portion 222 is fixed to a lateral
side of the flange 221b so as to oppose a detecting portion
of the rotation detection sensor S in an axial direction.
[0007] When the rotor 220 so fixed to the inner ring
210b is rotated in conjunction with the rotation of the
wheel, the polarities of the magnetized portion 222 op-
posite the rotation detection sensor S alternate with each
other, so that the rotation detection sensor S outputs the
changes of magnetic field as the number of revolutions
of the wheel.

Patent Document 1:
Japanese Unexamined Patent Publication No.
2003-75194

DISCLOSURE OF THE INVENTION

PROBLEMS TO BE SOLVED BY THE INVENTION

[0008] The aforementioned conventional rotor 220 has
the following problems.

[0009] The rotor 220 is disposed in an annular space
defined between the outer ring 210a and the inner ring
210b of the wheel rolling bearing assembly 210. There-
fore, the magnetized portion 222 is limited in the radial
dimension thereof so that the intensity of magnetic field
produced by the magnetized portion 222 cannot be in-
creased to a value of above a certain level. The increase
of detection sensitivity of the rotary encoder dictates the
need to increase the sensitivity of the rotation detection
sensor S. Unfortunately, however, a high-sensitivity sen-
sor is so expensive that a cost reduction of the rotary
encoder is impracticable.
[0010] The core portion 221 of the rotor 220 is formed
in a simple L-shape in section. Therefore, if the core por-
tion is not formed in sufficient thickness, the flange 221b
is prone to axial tilt. The axial tilt of the flange 221b leads
to variations of the axial face-to-face distance between
the magnetized portion 222 and the rotation detection
sensor S. Therefore it is difficult to provide an exact de-
tection of the number of revolutions. On the other hand,
a core portion 221 with an increased thickness involves
a difficult press working and increased manufacture cost
results.
[0011] The invention has an object to provide a rotor
for use in rotary encoder, which is adapted to produce a
strong magnetic field without increasing the radial dimen-
sion of a pulser ring (magnetized portion) and to reduce
tilting of the flange by achieving a greater strength of the
core without increasing the thickness thereof, thereby
achieving the exact rotation speed detection, as well as
to provide a wheel rolling bearing assembly using the
same.

MEANS FOR SOLVING THE PROBLEMS

[0012] In accordance with the invention, a rotor for use
in a rotary encoder comprises: a pulser ring magnetized
in a manner that N polarity and S polarity appear alter-
nately along a circumferential direction thereof, and a
core for mounting the pulser ring to an outer periphery
of a rotary shaft, wherein the core includes: a cylindrical
portion fitted on the outer periphery of the rotary shaft,
and a mounting flange extending radially outwardly from
one axial end of the cylindrical portion, the mounting
flange being mounted with the pulser ring.
[0013] The rotor is characterized in that a corner por-
tion formed between the cylindrical portion and the
mounting flange constitutes a protrusion unitized with the
cylindrical portion and the mounting flange, protruding
from the one axial end of the cylindrical portion and
opened toward the other axial end thereof, and a part of
the pulser ring is disposed in the protrusion.
[0014] This constitution permits the pulser ring limited
in its radial length to attain a greater cross-sectional area
than that of the conventional pulser ring. This leads to
the construction of a rotor which is capable of producing
a strong magnetic field.
[0015] The protrusion is so formed as to protrude from
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the one axial end of the cylindrical portion and to receive
a part of the pulser ring therein. Therefore, the mounting
flange is increased in rigidity at a proximal end thereof
so that axial tilting of the mounting flange may be re-
duced.
[0016] The above rotor may be used, for example, in
a wheel rolling bearing assembly. In this case, the
number of revolutions of the rotary shaft (wheel) may be
detected if the rotor is mounted to the outer periphery of
the inner ring constituting the rotary shaft and the mag-
netic sensor is disposed in opposing relation with the
pulser ring of the rotor.

EFFECT OF THE INVENTION

[0017] The invention provides a rotor for use in a rotary
encoder, which is adapted to produce a strong magnetic
field despite the small radial dimension of the pulser ring
and to reduce axial tilting of the mounting flange of the
core in the axial direction of the rotary shaft, so as to
achieve an exact detection of the rotation speed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0018]

FIG. 1 is a vertical sectional view showing a wheel
rolling bearing assembly;
FIG. 2 is an enlarged view of an essential part of
FIG. 1;
FIG. 3 is a sectional view showing a rotor according
to a first embodiment of the invention;
FIG. 4 is a sectional view showing a rotor according
to a second embodiment of the invention; and
FIG. 5 is a sectional view showing a conventional
rotor.

DESCRIPTION OF REFERENCE CHARACTERS

[0019]

1 = Wheel Rolling Bearing Assembly
2 = Flanged axle shaft
3 = Shaft body
4 = Flange
5 = Inner ring member
6 = Outer ring
7 = Rolling element
10 = Inner ring
20, 70 = Core
21,71 = Cylindrical portion
22, 72 = Mounting flange
23,73 = Protrusion
24, 74 = First end portion (axial one end)
25, 75 = Second end portion (axial other end)
30, 80 = Rotor
31,81 = Pulser ring
32, 82 = Magnetic sensor

33 = Rotary encoder

BEST MODES FOR CARRYING OUT THE INVENTION

[0020] An embodiment of the invention will hereinbe-
low be described with reference to the accompanying
drawings.
[0021] FIG. 1 is a vertical sectional view showing a
wheel rolling bearing assembly 1. It is noted that the left-
hand side as seen in FIG. 1 means a vehicular outer side
whereas the right-hand side means a vehicular inner
side. The same applies to the presentations in FIG. 2 to
FIG. 4.
[0022] The wheel rolling bearing assembly 1 has a ba-
sic construction as shown in FIG. 1. A shaft body 3 uni-
tarily rotatable with a wheel is formed with a flange 4 at
one axial end thereof, so that the shaft body 3 and the
flange 4 jointly constitute a flanged axle shaft 2. The
flange 4 is formed with through-holes 11 at circumferen-
tial places thereof. A brake disk rotor 6 is fixed to the
flange 4 at a vehicular-outer side surface thereof by
means of bolts 14 press-inserted through the through-
holes 11.
[0023] A wheel (not shown) is fixed to a vehicular-outer
side of the brake disk rotor 6 by means of the bolts 14.
A drive shaft 12 is fitted in an inner periphery of the shaft
body 3 so that the shaft body 3 and the drive shaft 12 are
unitized by means of a nut 13.
[0024] A diametrically greater outside periphery 3b of
the shaft body 3 defines a single inner raceway surface.
An inner ring member 5 having a single inner raceway
surface is fitted on a diametrically smaller outside periph-
ery 3a of the shaft body 3. The shaft body 3 and the inner
ring member 5 fitted on the shaft body 3 jointly constitute
an inner ring 10 defining a rotary shaft. An outer periphery
side of the inner ring 10 is embraced by a fixed side outer
ring 6. The outer ring 6 includes double-row outer ring
raceway surfaces in correspondence to the two rows of
raceway surfaces of the inner ring 10.
[0025] The raceway surfaces of the inner ring 10, the
raceway surfaces of the outer ring 6, the rolling elements
7 arranged in double rows and two cages 8, 9 constitute
a bearing portion 15 of the wheel rolling bearing assembly
1. The bearing portion 15 is a double-row angular contact
ball bearing.
[0026] A fixing flange 16 projects radially outwardly
from an outer periphery of the outer ring 6 so as to fix the
outer ring to a knuckle 18 of a vehicle body. Further, a
seal member 17 is interposed between a vehicular-outer
end of the outer ring 6 and the flange 4. The seal member
17 prevents muddy water and the like from invading into
the bearing. Mounted to the knuckle 18 is a magnetic
sensor 32 for detecting any changes of a magnetic flux
from a pulser ring (magnetized portion) 31 in the form of
pulses.
[0027] FIG. 2 is an enlarged view of an essential part
of FIG. 1. As shown in FIG. 2, the pulser ring 31 is mount-
ed to a core 20 fitted on an outer periphery of the inner
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ring member 5, so as to be rotated unitarily with the inner
ring 10 about an axis thereof.
[0028] The pulser ring 31 has an annular shape where-
in S-polarity and N-polarity alternate with each other in
a circumferential direction. The pulser ring 31 employs
an elastic material, such as rubber, which is admixed with
ferromagnetic powder such as ferrite powder. The core
20 is formed from steel and serves dual purposes of sup-
porting the pulser ring 31 and mounting the pulser ring
31 to the inner ring member 5. The steel constituting the
core 20 is magnetized such that the pulser ring 31 may
produce stronger magnetic field and magnetic flux.
[0029] A rotor 30 including the core 20 and the pulser
ring 31, and the magnetic sensor 32 constitute a rotary
encoder 33. As described above, the magnetic sensor
32 detects the changes of the magnetic flux from the
pulser ring 31. Therefore, the pulser ring 31 may prefer-
ably have an increased volume to produce stronger mag-
netic field and magnetic flux. The increase or decrease
of an axial gap between the pulser ring 31 and the mag-
netic sensor 32 prevents an exact detection of the
number of revolutions of the pulser ring 31. Hence, the
core 20 supporting the pulser ring 31 is required to be of
higher strength.
[0030] FIG. 3 is a sectional view showing the rotor 30
according to a first embodiment of the invention. When
looking on the bearing portion 15 (FIG. 1) of the rolling
bearing assembly 1, a vehicular-outer side (the left-hand
side) from the rotor 30 shown in FIG. 3 means an axially
inner side, whereas a vehicular-inner side (the right-hand
side) means an axially outer side.
[0031] The core 20 includes: a cylindrical portion 21
fitted on the inner ring member 5; and a mounting flange
22 extending radially outwardly from an axially inner end
(vehicular-outer side) of the cylindrical portion 21. The
pulser ring 31 is mounted to the mounting flange 22 at
an axially outer side surface (vehicular-inner side) there-
of.
[0032] The mounting flange 22 is described in greater
details. It is noted here that the axially inner end of the
cylindrical portion 21 will be referred to as a first end 24
and an axially outer end will be referred to as a second
end 25. The mounting flange 22 extends halfway from
the first end 24 of the cylindrical portion 21 in a radially
outward direction, bends back axially outwardly at an
acute angle to a radially outward phantom line, and then
extends radially outwardly. A curved protrusion 23 open-
ing toward the second end 25 is constituted by the bent
portion of the mounting flange 22 and a part of the cylin-
drical portion 21.
[0033] Specifically, the protrusion 23 is provided at a
corner portion between the cylindrical portion 21 and the
mounting flange 22, protruding to the opposite side (from
the first end 24 of the cylindrical portion 21) from the
second end 25 of the cylindrical portion 21, and is opened
toward the second end 25 thereof. A part of the pulser
ring 31 is received by the overall inner space (opening
side) of the protrusion 23.

[0034] FIG. 4 is a sectional view showing a rotor 80
according to a second embodiment of the invention.
[0035] In this embodiment, as well, a core 70 includes:
a cylindrical portion 71 fitted on the inner ring member 5;
and a mounting flange 72 extending radially outwardly
from an axially inner end (the left-hand side in FIG. 4; the
vehicular-outer side) of the cylindrical portion 71. A pulser
ring 81 is mounted to the mounting flange 72 at an axially
outer side surface (the right-hand side in FIG. 4; the ve-
hicular-inner side) thereof.
[0036] According to the second embodiment, a protru-
sion 73 is defined by a curved surface having an elliptical
section. Specifically, a radially inner portion of the mount-
ing flange 72 is defined by a curved surface having a
semi-elliptic section, which extends somewhat from a ve-
hicular-outer end (a first end) 74 of the cylindrical portion
71 in an axially inward direction of the inner ring 5 along
a curved line and further extends axially outwardly from
some midpoint. According the second embodiment, as
well, the protrusion 73 protrudes to the opposite side from
a second end 75 of the cylindrical portion 71 and is
opened toward the second end 75. A part of the pulser
ring 81 is received by the overall inner space (opening
side) of the protrusion 73.
[0037] According to the first and second embodiments,
the pulser ring 31, 81 may be formed not only from a
mixture of an elastic material (elastomer), such as rubber,
and ferrite powder, but also from a mixture of a synthetic
resin (plastomer) and magnetic powder, such as ferrite
powder.
[0038] A so-called cure adhesion method may be used
for mounting the pulser ring 31, 81 to the core 20, 70. In
this method, the pulser ring 31, 81 is previously formed
to have a sectional shape conforming to the shape of the
core 20, 70. The pulser ring 31, 81 is temporarily fixed
to the core 20, 70 by means of an adhesive. Subsequent-
ly, the adhesive is heated so that the pulser ring is com-
pletely secured to the core.
[0039] In a case where the synthetic resin is used in-
stead of the rubber, the pulser ring 31, 81 may be insert
molded by setting the core 20, 70 in a mold, followed by
filling the mixture of synthetic resin and magnetic powder
in the mold.
[0040] As described above, the protrusion 23, 73 is
provided at the corner portion formed between the cylin-
drical portion 21, 71 and the mounting flange 22, 72 such
that the pulser ring 31, 81 may be partially received in
the protrusion 23, 73. Therefore, the pulser ring 31, 81
may be increased in volume despite a small radial di-
mension thereof. Thus the rotor 30, 80 is constructed
which is capable of producing the strong magnetic field
and magnetic flux.
[0041] The protrusion 23, 73 is distended, while the
pulser ring 31, 81 is disposed in a manner that a part
thereof fills up the overall inner space of the protrusion
23, 73. Hence, the rotor 30, 80 is increased in axial thick-
ness at a proximal end portion thereof (a radially inner
portion at which the rotor is mounted to the inner ring) so
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that the proximal end portion of the rotor 30, 80 is in-
creased in rigidity. If an external force is applied to the
mounting flange 22, 72 when the rotor 30, 80 is mounted
to the inner ring, for example, axial tilting of the mounting
flange 22, 72 may be reduced.
[0042] Namely, the rotor 30, 80 may be increased in
magnetic intensity and mechanical strength.
[0043] The invention is not limited to the foregoing em-
bodiments and may also be practiced in other modifica-
tions and exemplary application modes.
[0044] For instance, the configuration of the protrusion
may include any other curved surface such as of parab-
ola. In this case, the section of the protrusion may not be
defined by a so-called curved surface but may be defined
by a polygonal surface including many bent portions. For
instance, the section of the protrusion may be defined by
a general square U-shape including a plurality of right
angles (the whole body of the core having a semi-anas-
tatic sectional shape).
[0045] Further, the mounting flange may be provided
with a plurality of protrusions so that the whole body of
the core may have a E-shaped section (capital sigma).
[0046] It is apparent that the rotor 30 may be used with
bearings of other types such as deep groove ball bearings
and tapered roller bearings, and may be used not with
the wheel rolling bearing assembly 1 but other rolling
bearing assemblies such as for machine tools.

Claims

1. A rotor (30, 80) for use in a rotary encoder (33) com-
prising:

a pulser ring (31, 81) magnetized in a manner
that N-polarity and S-polarity appear alternately
along a circumferential direction thereof, and a
core (20, 70) for mounting the pulser ring (31,
81) to an outer periphery of a rotary shaft (3),
wherein the core (20, 70) includes: a cylindrical
portion (21, 71) fitted on the outer periphery of
the rotary shaft, and a mounting flange (22, 72)
extending radially outwardly from one axial end
of the cylindrical portion (21, 71), wherein the
mounting flange (22, 72) is mounted with the
pulser ring (31, 81), wherein a corner portion
formed between the cylindrical portion (21, 71)
and the mounting flange (22, 72) constitutes a
protrusion (23, 73) unitized with the cylindrical
portion (21, 71) and the mounting flange (22,
72), protruding from the one axial end of the cy-
lindrical portion (21, 71) and opened toward the
other axial end thereof, and a part of the pulser
ring (31, 71) is disposed in the protrusion (23,
73).

2. A wheel rolling bearing assembly comprising:

an inner ring (10) defining a rotary shaft, a fixed
outer ring (6) embracing an outer periphery of
the inner ring (10), a rolling element (7) rollably
interposed between the inner ring (10) and the
outer ring (6),
wherein the rotor (30, 80) according to Claim 1
is mounted to the outer periphery of the rotary
shaft (10), and a magnetic sensor (32, 82) is
disposed in opposing relation with the pulser ring
(31, 81) of the rotor for detecting changes of a
magnetic flux in the form of pulses.

Patentansprüche

1. Rotor (30, 80) zur Verwendung in einem Drehgeber
(33),
wobei der Rotor Folgendes aufweist:

einen Impulsgeberring (31, 81), der derart ma-
gnetisiert ist, dass N-Polarität und S-Polarität
entlang seiner Umfangsrichtung abwechselnd
auftreten, und einen Kern (20, 70) zum Anbrin-
gen des Impulsgeberrings (31, 81) an einem Au-
ßenumfang einer Drehwelle (3),
wobei der Kern (20, 70) Folgendes aufweist:
einen zylindrischen Bereich (21, 71), der an dem
Außenumfang der Drehwelle angebracht ist,
und einen Befestigungsflansch (22, 72), der sich
von dem einen axialen Ende des zylindrischen
Bereichs (21, 71) radial nach außen erstreckt,
wobei der Befestigungsflansch (22, 72) an dem
Impulsgeberring (31, 81) montiert ist,
wobei ein zwischen dem zylindrischen Bereich
(21, 71) und dem Befestigungsflansch (22, 72)
gebildeter Eckbereich einen Vorsprung (23, 73)
bildet, der mit dem zylindrischen Bereich (21,
71) und dem Befestigungsflansch (22, 72) als
Einheit ausgebildet ist, von dem einen axialen
Ende des zylindrischen Bereichs (21, 71) vor-
steht und in Richtung auf das andere axiale En-
de desselben offen ist, wobei ein Teil des Im-
pulsgeberrings (31, 71) in dem Vorsprung (23,
73) angeordnet ist.

2. Rad-Wälzlageranordnung, die Folgendes aufweist:

einen Innenring (10), der eine Drehwelle bildet,
einen feststehenden Außenring (6), der einen
Außenumfang des Innenrings (10) umschließt,
ein Wälzelement (7), das zum Ausführen einer
Wälzbewegung zwischen dem Innenring (10)
und dem Außenring (6) angeordnet ist,
wobei der Rotor (30, 80) nach Anspruch 1 auf
dem Außenumfang der Drehwelle (10) ange-
bracht ist, und ein Magnetsensor (32, 82) in ge-
genüberliegender Beziehung zu dem Impulsge-
berring (31, 81) des Rotors angeordnet ist, um
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Veränderungen eines magnetischen Flusses in
Form von Pulsen zu erfassen.

Revendications

1. Rotor (30, 80) à utiliser dans un codeur rotatif (33),
comprenant :

une bague à impulsion (31, 81) aimantée d’une
telle manière qu’une polarité N et une polarité S
apparaissent alternativement le long d’une di-
rection circonférentielle de celle-ci, et un noyau
(20, 70) pour monter la bague à impulsion (31,
81) sur une périphérie extérieure d’un arbre ro-
tatif (3),
dans lequel le noyau (20, 70) inclut :

une portion cylindrique (21, 71) montée sur
la périphérie extérieure de l’arbre rotatif, et
une bride de montage (22, 72) s’étendant
radialement vers l’extérieur depuis une ex-
trémité axiale de la portion cylindrique (21,
71), dans lequel la bride de montage (22,
72) est montée avec la bague à impulsion
(31, 81), de sorte qu’une portion en coin for-
mée entre la portion cylindrique (21, 71) et
la bride de montage (22, 72) constitue une
projection (23, 73) réunie avec la portion cy-
lindrique (21, 71) et avec la bride de mon-
tage (22, 72), qui se projette depuis l’extré-
mité axiale précitée de la portion cylindrique
(21, 71) et est ouverte vers son autre extré-
mité axiale, et une partie de la bague à im-
pulsion (31, 71) est disposée dans la pro-
jection (23, 73).

2. Ensemble formant palier de roulement de roue,
comprenant :

une bague intérieure (10) définissant un arbre
rotatif, une bague extérieure fixe (6) enserrant
une périphérie extérieure de la bague intérieure
(10), un élément à roulement (7) interposé de
manière à rouler entre la bague intérieure (10)
et la bague extérieure (6),
dans lequel le rotor (30, 80) selon la revendica-
tion 1 est monté sur la périphérie extérieure de
l’arbre rotatif (10), et un capteur magnétique (32,
82) est disposé en relation d’opposition avec la
bague à impulsion (31, 81) du rotor pour détecter
des changements d’un flux magnétique sous la
forme d’impulsions.
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