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System  message  handler  in  a  data  processing  system. 

©  Data  processing  system  comprising  a  number  of 
modules,  each  having  enough  processing  capabil- 
ities  to  perform  a  predetermined  application  task, 
which  modules  are  able  to  communicate  with  each 
other  through  unidirectional  channels  using  mail- 
boxes,  one  in  each  module  destined  to  receive  mes- 
sage  transmitted  via  said  unidirectional  channels, 
one  of  said  modules  functioning  as  system  message 
handler  the  application  task  of  which  is  to  provide  at 
request  of  each  module  the  data  necessary  to  en- 

^.able  the  requesting  module  to  open  a  channel  to 
^another  module  and  to  transfer  a  message  via  the 
^.opened  channel  to  said  other  module,  whereby  each 
{q  module  incorporates  at  least  communication  func- 
^tions  for  opening  a  channel  to  another  module,  trans- 
^■ferring  a  message  via  the  opened  channel  to  said 
pother  module  and  closing  the  used  channel. 
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System  message  handler  in  a  data  processing  system 

error  messages.  Therewith  a  very  flexible  commu- 
nication  system  is  created  in  which  various  com- 
munication  procedures  can  be  carried  out  simulta- 
neously  without  serious  congestion  problems  and 

5  in  which  the  addition  or  elimination  of  a  module 
does  not  cause  any  problem. 

The  invention  will  be  explained  in  more  detail 
with  reference  to  the  attached  drawings  in  which: 

Figure  1  illustrates  a  first  embodiment  of  a 
w  system  in  which  the  invention  is  brought  into  prac- 

tice. 
Figure  2  illustrates  a  further  developped  em- 

bodiment  of  a  system  according  to  the  invention. 
Figure  3  illustrates  two  coupled  systems  in 

75  which  the  communication  procedures  are  carried 
out  in  agreement  with  the  invention. 

Figure  4  illustrates  the  use  of  a  number  of 
systems  each  embodied  in  agreement  with  the 
invention,  and  each  connected  to  a  local  area  net- 

20  work  for  communication  between  the  systems. 

Figure  1  illustrates  in  a  very  schematical  way  a 
system  in  which  the  invention  can  be  brought  into 
practice.  The  system  can  be  considered  as  a  com- 

25  plete  collection  of  hardware  and  software,  the  pur- 
pose  of  which  will  not  be  specified  because  speci- 
fication  thereof  is  irrelevant  in  view  of  the  under- 
lying  invention.  The  system  comprises  a  number  of 
modules,  four  of  which  are  shown  in  figure  1, 

30  referred  to  as  module  P1  ....P4.  Each  module  can 
be  considered  as  a  complete  software  and/or  hard- 
ware  entity.  In  principle  each  module  is  able  to 
communicate  with  any  other  module  in  the  system 
by  means  of  a  bus  structure  interconnecting  all 

35  these  modules.  The  actual  configuration  of  this  bus 
structure  is  irrelevant  for  the  invention  and  there- 
fore  will  not  be  explained  in  detail.  Any  prior  art 
bus  structure  can  be  used  as  long  as  it  provides 
the  possibility  for  every  module  to  communicate 

40  with  any  other  module.  However,  the  way  in  which 
the  communication  is  established  forms  part  of  the 
invention  and  will  be  described  in  detail  hereinafter. 

As  already  said  each  of  the  modules  P1  ....  P4 
of  the  system  in  figure  1  should  have  the  possibil- 

45  ity  to  communicate  with  any  other  module  in  the 
system.  For  that  purpose  each  module  has  a  mail- 
box,  indicated  by  the  references  M1  ....  M4  in 
figure  1  and  incorporated  in  the  respective  modules 
p1  ....  P4.  Furthermore  it  will  be  necessary  to 

so  provide  a  communication  channel  for  every  module 
who  wants  to  transfer  a  message  to  one  of  the 
other  modules.  Via  the  underlying  bus  structure, 
interconnecting  all  the  modules,  a  number  of  chan- 
nels  can  be  created  running  from  one  specific 
module  to  another  specific  module  and  destined  for  , 

The  invention  relates  to  a  data  processing  sys- 
tem,  comprising  a  number  of  modules  commu- 
nicating  messages  to  each  other  with  the  help  of  a 
system  message  handler. 

System  of  the  above  type  are  known  in  various 
embodiments.  Generally  these  prior  art  systems 
comprise  a  central  communication  unit  coordinating 
the  transfer  of  messages  between  the  modules  of 
the  system.  An  example  of  such  a  system  compris- 
ing  a  central  exchange  unit  with  a  number  of  mail- 
boxes  is  described  in  the  PCT-application  WO 
87/07801  .  The  modules  of  this  prior  art  system  are 
telephone  apparatusses,  data  terminals,  personal 
computers,  faxcimile  apparatusses,  etc.,  all  sending 
messages  to  a  central  exchange  unit  providing 
single  electronic  mailboxes  for  different  types  of 
messages.  The  proper  functioning  of  such  a  sys- 
tem  with  one  centralized  message  handling  unit 
relies  very  heavily  on  the  capacity,  reliability  and 
capabilities  of  this  centralized  message  handling 
unit.  Expension  of  the  system  will  in  general  be 
restricted  or  meet  objections,  because  of  hardware 
and/or  software  requirements.  In  other  words,  this 
prior  art  systems  are  not  very  flexible. 

The  aim  of  the  invention  is  now  to  provide  a 
flexible  system  architecture  for  a  data  processing 
system  comprising  a  number  of  mutually  commu- 
nicating  modules. 

In  agreement  with  said  object  the  invention 
now  provides  a  data  processing  system  comprising 
a  number  of  modules,  each  having  enough  pro- 
cessing  capabilities  to  perform  a  predetermined 
application  task,  which  modules  are  able  to  com- 
municate  with  each  other  through  unidirectional 
channels  using  mailboxes,  one  in  each  module 
destined  to  receive  message  transmitted  via  said 
unidirectional  channels,  one  of  said  modules  func- 
tioning  as  system  message  handler  the  application 
task  of  which  is  to  provide  at  request  of  each 
module  the  data  necessary  to  enable  the  request- 
ing  module  to  open  a  channel  to  another  module 
and  to  transfer  a  message  via  the  opened  channel 
to  said  other  module,  whereby  each  module  incor- 
porates  at  least  communication  functions  for  open- 
ing  a  channel  to  another  module,  transferring  a 
message  via  the  opened  channel  to  said  other 
module  and  closing  the  used  channel. 

Because  according  to  the  invention  the  func- 
tions  of  the  centralized  communications  handling 
unit,  known  from  the  prior  art  systems,  are  distrib- 
uted  over  the  various  modules  of  the  system  such, 
that  each  module  has  the  capability  of  transferring 
a  message  directly  to  any  other  module,  the  sys- 
tem  message  handler  mainly  functions  as  commu- 
nication  data  source  and  module  responding  to 
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thus  how  many  buffers  to  reserve; 
This  value  will  only  be  valid  at  the  first  open/create 
of  a  mailbox. 

The  ident  string  will  be  of  limited  length  in  a 
5  practical  embodiment.  In  many  cases  only  the  first 

6  chars  will  be  considered  valid  and  ail  identstrings 
will  have  to  be  unique  within  the  first  6  chars.  Other 
embodiments,  however,  can  use  other  numbers  of 
characters  depending  onto  the  configuration  of  the 

10  system.  If  the  channel  or  mailbox  cannot  be  cre- 
ated  or  opened  for  any  reason  then  an  error  indica- 
tor  will  be  returned,  otherwise  an  identifier  to  a 
channel  will  be  returned. 

When  the  channel  is  opened  and  therewith  the 
75  mailbox  at  the  other  end  is  ready  to  receive  a 

message  a  buffer  for  writing  a  message  may  be 
assigned  to  the  mailbox.  The  assigned  buffer  will 
be  given  a  predetermined  length  and  a  priority. 
Write  operations  in  the  mailbox  will  be  indivisible, 

20  i.e.  when  more  than  one  module  wishes  to  write  to 
the  same  mailbox  only  one  will  succeed  at  any  one 
time.  The  others  will  be  suspended.  If  the  length  of 
the  message  is  greater  than  the  maximum  system 
length  than  an  error  will  be  returned.  The  syntax  of 

25  the  write  will  be 
error  =  write  (channel,  buffer,  length,  priority); 
where 
-  channel  is  the  value  returned  by  an  open/create; 
-  buffer  is  the  address  of  a  buffer  space; 

30  -  length  is  the  number  of  bytes  to  be  transferred 
and 
-  priority  will  be  an  indicator  of  the  priority  required 
in  the  transfer. 

The  number  of  priority  levels  can  be  selected 
35  arbitrarily,  but  in  practical  embodiments  a  restric- 

tion  depending  onto  the  system  configuration  will 
be  taken  into  account. 

Should  the  write  succeed  (the  message  is 
properly  transferred  to  the  mailbox  of  the  receiving 

40  module)  then  an  indicator  will  be  returned  indicat- 
ing  no  error.  The  sending  module  does  not  wait 
until  the  receiving  module  has  read  the  message. 
I.e.  transfer  into  a  memory  in  the  receiving  module 
is  considered  sufficient  assurance  of  proper  recep- 

45  tion.  By  means  of  the  length  parameter  the  sending 
module  will  quarantee  that  the  buffer  in  the  receiv- 
ing  module  is  long  enough  for  the  mailbox  to  read 
the  number  of  bytes  indicated. 

The  reading  process  carried  out  in  the  receiv- 
50  ing  module  will  read  one  message  at  a  time.  It  will 

never  receive  more  bytes  than  it  whishes  to  re- 
ceive.  However,  the  possibility  of  re-reading  a  mes- 
sage  will  not  exist.  A  message  will  exist  as  a  single 
entity.  When  a  part  of  it  has  been  read  the  whole 

55  message  will  be  considered  read  and  thrown  away 
from  the  mailbox.  (In  practice  this  means  that  a 
reading  process  will  always  attempt  to  read  the 
maximum  size.)  It  will  not  be  an  error  for  a  read 

the  transfer  of  one  message  between  those  two 
modules.  In  figure  1  these  unidirectional  channels 
are  shown.  The  way  in  which  these  channels  are 
temporarily  created  specifically  for  the  transfer  of 
one  message,  will  be  described  in  more  detail  in 
the  following  description.  Important  now  is  to  point 
the  attention  to  the  fact  that  in  agreement  with  the 
invention  any  module  should  have  the  possibility  to 
create  a  channel  directly  to  any  other  module.  That 
would  imply  that  any  module  should  incorporate  a 
memory  with  the  complete  system  configuration 
data,  because  only  than  a  module  has  the  power  to 
open  a  channel  to  any  other  module.  Such  a  solu- 
tion  is  considered  very  impracticable.  Therefore 
one  of  the  modules  is  given  the  specific  task  to 
coordinate  the  transfer  of  messages  between  the 
various  other  modules  on  the  basis  of  the  complete 
configuration  data.  This  module,  module  P4  in  fig- 
ure  1,  is  named  as  the  system  message  handler. 
The  system  message  handler,  module  P4,  provides 
at  request  of  the  other  modules  any  information 
necessary  to  establish  a  direct  connection  between 
the  requesting  module  and  a  specific  other  module. 
The  way  in  which  a  message  is  transferred  be- 
tween  a  first  module  and  a  second  module  will  be 
described  the  following. 

During  initialization  of  the  system  or  together 
with  the  opening  of  a  channel  a  mailbox  is  created 
in  each  of  the  modules  P1  ....  P4.  These  mailboxes 
are  destined  only  to  receive  messages  from  other 
modules,  i.e.  they  fulfil  a  buffer  function  between 
the  channel,  through  wich  a  message  is  received 
and  which  channel  is  controlled  by  the  sending 
module  and  the  receiving  module  to  which  the 
mailbox  belongs.  Once  a  mailbox  is  created,  it  can 
he  opened  by  any  other  module.  The  name  of  the 
mailbox  is  not  important.  It  is  only  important  that  all 
users  of  a  mailbox  (all  other  modules)  know  of  the 
same  name.  Preferably  the  volume  of  a  mailbox  is 
a  variable  parameter  providing  the  possibility  to 
receive  messages  with  variable  length  or  to  receive 
a  number  of  messages  in  a  row,  which  will  be 
stacked  in  a  predetermined  order  in  the  mailbox.  At 
creation  time  a  parameter  can  be  given  that  will 
indicate  the  probable  maximum  number  of  mes- 
sages  at  any  one  time.  This  said  maximum  number 
of  messages  is  unaffected  by  the  number  of  subse- 
quent  attempts  to  open  the  mailbox  for  writing  a 
message.  The  syntax  for  the  opening  a  channel 
and  therewith  opening  the  mailbox  in  the  receiving 
module  will  be 
channel  =  open/create  (ident_string,  r_w, 
max_messgs);  where 
-  indent_string  is  an  ASCII  identifing  sequence; 
-  r_w  is  an  indicator  as  to  whether  the  channel  will 
be  used  for  reading  or  writing,  and 
-  maxmessgs  will  give  an  indication  of  how  many 
messages  will  be  passed  through  the  mailbox  and 
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configuration  of  the  whole  system,  addresses  of 
other  modules  etc.,  to  directly  open  a  channel  to 
anyone  of  the  other  modules.  That  assumption  is, 
however,  not  correct.  After  start  up  of  the  system 

5  all  the  necessary  information  about  the  actual  con- 
figuration  of  the  system  is  stored  within  a  memory, 
accessible  by  a  specific  module,  called  the  system 
representative. 

Figure  2  illustrates  the  same  system  as  in 
10  figure  1,  however,  expanded  with  another  module 

P5  functioning  as  a  system  representative,  having 
acces  to  a  memory  file  F1  comprising  all  the 
necessary  address  information  and  further  details 
of  the  configuration  and  necessary  to  specify  and 

75  define  all  the  various  components  of  the  system. 
At  system  start  up  the  system  representative, 

module  P5,  starts  to  read  the  memory  file  F1. 
Thereafter,  or  simultaneous  with  the  reading  pro- 
cess  all  the  data  necessary  to  built  up  a  cofnmu- 

20  nication  path  between  any  two  modules  is  trans- 
ferred  from  the  system  representative  module  P5 
to  the  system  message  handler  module  P4.  After 
completion  of  this  procedure  the  system  message 
handler  is  able  to  provide  details  on  request  to  any 

25  of  the  other  modules. 
If  for  instance  module  P1  like  to  transfer  a 

message  to  module  P2  then  he  first  of  all  has  to 
know  the  unique  address  of  module  P2.  The  only 
thing  he  knows,  however,  is  the  address  of  the 

30  system  message  handler  and  therefore  he  opens  a 
channel  to  the  system  message  handler  and  sends 
a  data  request  to  module  P4.  In  response  thereto 
the  system  message  handler  module  P4  sends  the 
necessary  details  to  the  mailbox  of  module  P1 

35  enabling  module  P1  thereby  to  open  directly  a 
channel  to  module  P2  to  transfer  of  this  message. 
The  configuration  data  necessary  to  reach  module 
P2  will  be  stored  within  module  P1  so  that  for  any 
further  attempt  from  module  P1  to  sent  a  message 

40  to  module  P2  no  data  request  to  the  system  mes- 
sage  handler  module  P4  will  be  necessary. 

It  will  be  clear  that  provided  that  each  module 
has  sufficient  memory  available,  gradually  during 
the  operation  of  the  whole  system  each  of  the 

45  modules  will  obtain  enough  configuration  informa- 
tion  to  be  able  to  built  up  communication  channels 
to  any  other  module  without  the  assistence  of  the 
system  message  handler.  In  that  stage  the  system 
message  handler  only  functions  as  a  central  mod- 

so  ule  receiving  eventual  error  codes  and  taking  the 
necessary  steps  to  respond  to  these  error  codes. 

In  most  embodiments  this  requires,  however, 
large  memory  spaces  which  is  a  disadvantage.  It  is 
therefore  preferred  to  keep  track  in  each  module  of 

55  the  most  frequently  accessed  modules  and  to  store 
only  the  relevant  data  about  these  modules.  That 
implies  that  for  message  transfer  to  a  non  fre- 
quently  accessed  module  a  data  request  to  the 

operation  to  request  more  bytes  than  exist.  Always, 
if  no  error  occurs  the  reader  will  receive  a  count  of 
the  number  of  bytes  received.  The  syntax  will  be 
count  -  read  (channel,  buffer,  length); 
where 
-  channel  will  be  the  identifier  returned  by  a  suc- 
ceeding  open/create; 
-  buffer  will  be  the  start  address  of  a  buffer  guar- 
anteed  to  be  long  enough  to  contain  the  number  of 
bytes  specified  in  length. 

If  no  error  occurs  then  the  number  of  bytes 
written  into  the  buffer  will  be  returned.  (0  will  never 
he  valid,  i.e.  writes  of  0  bytes  will  be  ignored.)  It  is 
preferred,  that  all  error  codes  are  negative  so  as  to 
be  able  to  differentiate  between  good  reads  and 
errors. 

It  may  be  required  that  there  exists  the  pos- 
sibility  of  assessing  whether  a  message  exists  at  a 
mailbox  (polling),  or  timing-out  if  a  message  is  not 
received  within  a  certain  time. 

As  soon  as  the  sending  module  has  finished 
with  a  mailbox  he  will  close  the  mailbox  passing 
the  channel  number  he  received  at  open/create 
time.  The  syntax  is 
error  =  close  (channel); 
Should  an  error  occur  then  he  will  receive  an 
errorstatus. 

Any  subsequent  attempt  to  re-open  the  same 
channel  will  not  necessarily  return  the  same  chan- 
nel  number,  i.e.  the  channel  number  is  only  a 
temporary  link  between  a  token  (ident_string)  and 
the  real  channel. 

It  is  possible  to  transfer  messages  with  a  cer- 
tain  priority.  For  a  series  of  sending  modules  all 
transferring  messages  with  the  same  priority  the 
receiving  mailbox  will  get  the  messages  in  an  ar- 
bitrary  order.  If  a  module  is  sending  messages  with 
the  same  priority  then  these  messages  will  be 
delivered  in  the  same  order  as  sent.  However, 
higher  priority  messages  sent  to  a  mailbox  will 
always  be  recieved  before  lower  priority  messages. 

Should  the  internal  buffering  of  the  mailbox  be 
full,  i.e.  the  reading  process  in  the  receiving  mod- 
ule  is  running  slower  than  the  sending  process  in 
the  originating  module,  then  the  sending  module 
will  be  stopped.  This  will  also  be  true  should  the 
sending  module  wishes  to  send  a  high-priority 
message.  Therewith  it  is  guaranteed  that  what  is 
sent  to  a  mailbox  will  be  recieved  therein.  No 
internal  congestion  control  will  be  necessary  and 
no  message  will  be  lost. 

It  will  be  clear  from  the  above  description  that 
all  communication  functions  are  carried  out  within 
the  frame  C.  Each  module  incorporates  some  com- 
munication  functions  necessary  to  open  and  close 
channels  and  sending  messages. 

In  the  above  description  it  is  assumed  that 
every  module  has  sufficient  information  about  the 
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sage  via  the  opened  channel  to  said  other  module, 
whereby  each  module  incorporates  at  least  com- 
munication  functions  for  opening  a  channel  to  an- 
other  module,  transferring  a  message  via  the 

5  opened  channel  to  said  other  module  and  closing 
the  used  channel. 

2.  Data  processing  system  according  to  claim 
1,  wherein  each  module  has  sufficient  memory  to 
store  at  least  part  of  said  data,  received  from  the 

io  system  message  handler  and  necessary  to  enable 
message  transfer  to  another  module,  so  that  any 
further  message  can  be  transferred  to  said  specific 
other  module  at  least  partly  without  sending  a 
request  to  the  system  message  handler. 

75  3.  Data  processing  system  according  to  claim 
2,  wherein  each  module  keeps  track  of  the  number 
of  messages  send  to  any  other  module  and  werein 
only  the  data  relating  to  the  most  frequently  acces- 
sed  modules  is  stored. 

20  4.  Data  processing  system  according  to  any  of 
the  preceeding  claims,  wherein  one  of  said  mod- 
ules  is  functioning  as  system  representative,  the 
application  task  of  which  is  to  initiate  the  system  at 
start  up  by  reading  a  system  data  file  and  transfer- 

25  ring  the  obtained  data  to  the  various  modules  such 
that  at  least  in  the  system  message  handler  ad- 
dress  information  about  the  mailboxes  of  the  sys- 
tem  is  present. 

5.  Data  processing  system  according  to  any  of 
30  the  preceeding  claims,  wherein  the  mailbox  in  the 

receiving  module  is  created  together  with  the  open- 
ing  of  a  channel  to  the  receiving  module  by  a 
module  who  wishes  to  send  a  message  to  said 
receiving  module. 

35  6.  Data  processing  system  according  to  claim 
4,  wherein  the  volume  of  the  mailbox  is  adapted  to 
the  length  of  the  message  to  be  transferred,  which 
length  is  specified  together  with  the  opening  of  the 
communication  channel  respectively  together  with 

40  the  creation  of  the  mailbox. 
7.  Data  processing  network  comprising  at  least 

two  data  processing  systems  as  defined  in  any  of 
the  preceeding  claims,  whereby  at  least  the  system 
message  handlers  of  the  at  least  two  data  process- 

45  ing  systems  have  the  possibility  to  communicate 
messages  to  each  other. 

8.  Data  processing  system  or  network  accord- 
ing  to  one  of  the  preceeding  claims,  wherein  at 
least  one  of  said  modules  has  the  possibility  to 

so  communicate  messages  through  a  local  area  net- 
work. 

system  message  handler  P+  will  be  necessary. 
If  in  a  specific  module  the  memory  space  is 

very  restricted  then  always  a  data  request  to  the 
system  message  handler  will  be  the  only  way  to 
start  communications. 

In  a  further  development  of  the  invention  it  is 
possible  to  exchange  messages  between  a  number 
of  systems  of  the  type  illustrated  in  figure  1  or  2.  A 
network  comprising  two  different  systems  is  illus- 
trated  as  example  in  figure  3.  The  two  different 
systems  are  indicated  by  S1  and  S2,  each  com- 
prising  a  number  of  modules,  one  of  which  is 
functioning  as  system  message  handler.  As  is  illus- 
trated  in  figure  3  the  underlying  hardware  and/or 
software  of  both  systems  is  embodied  such  that  it 
will  be  possible  to  open  a  channel  from  the  system 
message  handler  of  system  1  to  the  system  mes- 
sage  handler  of  system  2  and  vice  versa.  In  the 
same  way  as  described  above  both  system  mes- 
sage  handlers  now  have  the  possibility  to  transfer 
messages  to  each  other.  Because  information 
about  each  of  the  systems  is  completely  available 
in  the  .corresponding  system  message  handler  (and 
assuming  that  each  message  handler  knows  now  to 
address  any  other  system  message  handler)  it  is 
now  possible  that  any  module  of  system  1  sends  a 
message  to  any  module  in  system  2  by  opening  a 
channel  to  his  own  system  message  handler,  which 
in  turn  will  open  a  channel  to  the  system  message 
handler  of  the  other  system  and  from  there  to  the 
module  of  destination. 

Figure  4  illustrates  another  way  of  coupling  two 
systems  according  to  the  invention.  The  systems 
are  again  referred  to  as  system  1  and  system  2. 
One  of  the  modules  of  system  1  is  connected  to  a 
Local  Area  Network,  abreviated  in  figure  4  as  LAN. 
Also  one  of  the  modules  of  system  2  is  connected 
to  the  LAN.  If  it  is  assumed  that  the  applications 
runnning  in  both  LAN  connected  modules  are  able 
to  transfer  messages  through  the  LAN  then  an 
effective  coupling  between  both  systems  is  cre- 
ated. 

Claims 

1.  Data  processing  system  comprising  a  num- 
ber  of  modules,  each  having  enough  processing 
capabilities  to  perform  a  predetermined  application 
task,  which  modules  are  able  to  communicate  with 
each  other  through  unidirectional  channels  using 
mailboxes,  one  in  each  module  destined  to  receive 
message  transmitted  via  said  unidirectional  chan- 
nels,  one  of  said  modules  functioning  as  system 
message  handler  the  application  task  of  which  is  to 
provide  at  request  of  each  module  the  data  neces- 
sary  to  enable  the  requesting  module  to  open  a 
channel  to  another  module  and  to  transfer  a  mes- 
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