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©  A  method  of  treating  a  part  of  the  body  with  radioactive  material  and  a  trolley  for  use  therein. 

©  A  trolley  is  provided  with  at  least  one  curved 
channel  behind  which  is  arranged  a  transport  ap- 
paratus.  Beside  said  transport  apparatus,  for  trans- 
porting  radioactive  material  there  is  arranged  a  sec- 
ond  transport  apparatus  for  transporting  a  dummy. 
The  transport  channels  for  the  transport  threads  with 
radioactive  material,  and  the  dummy,  respectively, 
are  joined  ahead  of  a  detection  point. 
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A  method  of  treating  a  part  of  the  body  with  radioactive  materiai  and  a  trolley  for  use  therein 

This  invention  relates  to  the  treatment  of  a  part 
of  the  body  with  radioactive  material.  It  can  be 
stated  in  general  in  respect  of  the  treatment  of  a 
part  of  the  body  with  radioactive  material  that  two 
types  of  radiation  can  be  used,  i.e.  a  radiation  for  a 
short  period  of  time  at  a  high  dose  rate  (HDR)  and 
one  for  a  longer  period  of  time  at  a  low  dose  rate 
(LDR).  This  first  treatment  method  is  employed 
among  other  things  for  treating  lung  cancer,  where- 
as  the  second  method  is  used  mainly  for  treating 
breast  cancer,  cervical  cancer  and  the  like.  The 
present  patent  application,  however,  concerns  more 
in  particular  the  first  mentioned  method  (HDR).  It 
will"  be  clear  that  application  of  the  subject  matter 
according  to  the  present  invention  to  the  second 
method  (LDR)  is  not  excluded. 

The  present  invention  relates  more  in  particular 
to  a  method  of  treating  a  part  of  the  body  of  a 
patient  with  radioactive  material,  in  particular  lungs 
or  other  internal  organs,  in  which  method  an  at 
least  partly  flexible  tube  is  introduced  into  the 
target  area,  after  which  the  radioactive  material 
contained  in  a  shielding  block  is  moved  from  said 
shielding  block  communicating  with  said  tube,  by 
means  of  a  drive  mechanism  arranged  behind  said 
shielding  block,  through  said  hose  to  the  target 
area. 

In  such  a  method  disclosed  in  US  patent 
3,669,093,  the  front  end  of  the  tube  is  placed  in 
position  as  best  as  can  be  done,  after  which  the 
transport  member  disposed  behind  the  shielding 
block  transports  the  radioactive  material  to  the  tar- 
get  area.  During  this  transport,  only  a  check  of  the 
end  positions  of  the  transport  thread  takes  place  by 
checking  the  place  of  the  end  of  the  transport 
thread  by  means  of  two  spaced  apart  photoelectric 
cells. 

It  will  be  clear  that  this  system  offers  no  guar- 
antee  whatever  for  the  arrival  in  the  target  area  of 
the  radioactive  material  present  at  the  front  end  of 
the  thread;  for  instance,  a  kink  may  occur  in  the 
tube  during  its  movement  via  e.g.  the  windpipe  to 
the  target  area,  in  this  case  the  lungs. 

It  is  an  object  of  the  present  invention  to  re- 
move  this  drawback. 

To  this  effect,  the  above  described  method  is 
characterized  in  that,  prior  to  moving  the  radioac- 
tive  material  to  the  target  area,  first  a  dummy  is 
moved  to  target  area  and  its  position  is  checked 
e.g.  by  means  of  an  X-ray  image  intensifier. 

The  accuracy  in  respect  of  the  arrival  in  the 
target  area  can  be  improved  in  that  for  the  orienta- 
tion  use  is  made  of  a  detection  or  setting  point 
situated  behind  the  shielding  block  as  viewed  in 

5  the  direction  of  displacement  of  the  radioactive 
material. 

In  a  further  elaboration  of  the  present  invention, 
when  use  is  made  of  a  hollow  needle  to  be  intro- 
duced  in  the  part  of  the  body  to  be  treated,  said 

w  needle  being  connectable  to  said  tube,  said  detec- 
tion  point  may  be  situated  near  the  rear  end  of  said 
needle. 

Besides,  when  use  is  made  for  driving  the 
transport  thread  of  a  drivable  disc  provided  with  a 

75  spiral  groove  adapted  for  receiving  therein  the  re- 
quired  transport  thread  length,  use  can  be  made  of 
a  cylindrical  disc  on  the  outer  circumference  of 
which  said  grooves  are  provided,  with  an  endless 
tensioning  belt  being  provided  around  a  major  por- 

20  tion  of  said  disc,  thereby  achieving  a  proper  trans- 
port  thread  and  avoiding  slip. 

To  ensure  that  no  errors  are  made  when 
changing  the  tube  length,  one  or  more  of  the  tubes 
employed  consists  of  a  helically  wound  wire  having 

25  adjoining  windings,  a  pull  wire  extending  therea- 
long,  with  the  ends  of  said  spring  and  said  pull  wire 
being  attached  to  coupling  portions,  and  said  win- 
dings  and  pull  wire  being  embedded  in  a  synthetic 
plastics  sheath. 

30  By  driving  the  disc  with  a  stepping  motor,  a 
highly  accurate  positioning  of  the  radioactive  ma- 
terial  can  be  obtained  in  a  simple  manner. 

The  present  invention  further  relates  to  a  trolley 
for  use  in  the  performance  of  the  above  described 

35  method,  said  trolley  being  provided  with  a  shielding 
block  having  at  least  one  curved  channel  behind 
which  there  is  arranged  a  transport  mechanism, 
said  trolley  being  characterized  in  that  beside  said 
transport  mechanism  for  transporting  radioactive 

40  material,  there  is  arranged  a  second  transport 
mechanism  for  transporting  a  dummy,  and  the 
transport  channels  for  the  transport  threads  with 
radioactive  material,  and  the  dummy,  respectively, 
being  combined  ahead  of  the  detection  point.  Natu-  -  

45  rally,  a  plurality  of  drive  mechanism  for  transporting 
radioactive  sources  can  be  arranged  side  by  side. 

When  the  transport  mechanism  is  provided 
with  a  drivable  disc  having  a  spiral  groove,  with  a 
transport  thread  being  received  in  said  groove,  the 

50  front  end  of  said  thread  being  adapted  for  coaction 
with  radioactive  material,  such  as  known  from  Ap- 
plicant's  Dutch  patent  application  8400108,  said 
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groove  may  be  provided  on  the  cylindrical  circum- 
ference  of  said  disc  and  a  tensioning  belt  or  drive 
mechanism  may  be  provided  around  the  circum- 
ference  of  said  disc. 

For  the  sake  of  completion,  it  is  observed  that 
Applicant's  prior  Dutch  patent  application  84,00108 
(corresponding  with  European  patent  application 
85200018.1  or  US  Patent  appl.  0l7036)discloses  a 
method  and  an  apparatus  for  treating  a  part  of  the 
body  with  radioactive  material,  with  the  detection 
point  likewise  being  disposed  near  the  target  area. 
However,  compressed  air  is  used  therein,  which 
implies  that  a  number  of  additional  provisions  have 
to  be  made. 

By  driving  the  disc  or  tensioning  belt  by  means 
of  a  stepping  motor  with  feedback,  a  highly  ac- 
curate,  reproducible  location  can  be  obtained. 

As  particularly  important  advantages  of  the 
method  and  apparatus  according  to  the  present 
invention  can  be  mentioned 

1  Safety:  An  automatic  test  run  through  the 
applicator  checks  all  connections  and  reports  the 
position  of  any  kinks  or  unsuitable  curvatures, 
which  could  result  in  the  active  source  jamming 
during  treatment.  In  the  event  of  this  test  failing, 
source  transfer  is  not  possible. 

2  Simulation:  The  dummy  can  be  used  to 
simulate  the  programmed  source  dwell  positions 
under  fluoroscopy. 

3  Measuring:  The  dummy  can  be  used  for 
measuring  skin  entry  and  exit  points  or  visible 
tumour  borders  or  markers.  This  helps  the  user  to 
program  his  machine  accurately  and  fast. 

For  the  sake  of  completion,  reference  is  made 
to  Swiss  patent  519,918  corresponding  with  US  pat- 
ent  3,861,380,  which  also  concerns  the  use  of  a 
dummy;  however,  this  is  coupled  and  uncoupled 
by  hand.  It  does  not  concern  at  all  an  accurate 
check  by  means  of  a  detection  or  setting  point 
arranged  behind  the  shielding  block. 

One  embodiment  of  the  apparatus  for  treating 
a  part  of  the  body  with  radioactive  material  will  now 
be  described,  by  way  of  example,  with  reference  to 
the  accompanying  drawing,  in  which: 

Fig.  I  is  a  perspective  view  of  an  embodi- 
ment  of  a  trolley  for  use  in  the  treatment  of  a  part 
of  the  body  of  a  patient  with  radioactive  material; 

Fig.  2  is  a  perspective  detail  view  of  the 
apparatus  of  Fig.  I; 

Fig.  3  is  a  diagrammatic  view  of  the  treat- 
ment  of  a  part  of  the  body  of  a  patient  with  radioac- 
tive  material;  and 

Fig.  4  is  an  enlarged  perspective  view  of  the 
guide  tube  used  in  the  apparatus  shown  in  Figs.  I- 
3,  with  a  portion  of  the  tube  removed  for  clarity. 

As  shown  in  the  drawing,  see  in  particular  Fig. 
I,  a  trolley  adapted  for  treating  a  patient,  is  pro- 
vided  with  a  movable  frame  generally  indicated  at  I. 
Said  frame  supports  a  housing  2  accommodating  a 

5  shielding  block  3.  Said  shielding  block  contains  a 
known  per  se  curved  channel  for  receiving  therein 
radioactive  material.  However,  this  is  extensively 
described  in  Applicant's  prior  Dutch  patent  applica- 
tion  84,00108,  so  that  a  further  description  thereof 

10  can  be  dispensed  with. 
To  the  front  end  of  the  housing  2  connects  a 

guide  tube  4  provided  in  the  present  case  with 
connector  5  which,  when  not  being  used,  can  be 
suspended  from  a  bracing  rod  16.  Said  connector 

75  can  be  connected  in  the  same  manner  as  in  Ap- 
plicant's  prior  Dutch  application  to  a  counter-con- 
nector.  In  some  cases,  however,  the  front  end  of 
said  guide  tube  4  will  be  fitted  with  a  hollow 
"needle"  insertible  into  the  part  of  the  body  to  be 

20  treated.  In  the  present  case,  as  shown  in  Fig.  3, 
two  shielding  blocks  3  are  arranged  each  together 
with  a  drive  mechanism  6,  disposed  behind  each 
shielding  block  on  a  support  foot  (not  shown).  Each 
drive  mechanism  essentially  consists  of  a  cylin- 

25  drical  disc  7  on  the  outer  surface  of  which  there  is 
provided  a  helical  groove  8,  adapted  to  receive  a 
transport  thread  9.  Said  transport  thread  9  is  taken 
off  disc  7  by  means  of  a  tubular  guide  10  whose 
outwardly  extending  end  links  up  with  the  channel, 

30  not  further  indicated,  through  shielding  block  3. 
Transport  thread  9  is  retained  accurately  and 

slip-free  in  grooves  8  of  the  transport  disc  7  by 
means  of  a  tensioning  belt  II  wrapped  about  the 
rollers  15,  said  belt  II  embracing  said  transport  disc 

35  7  through  about  300°.  Transport  disc  7  is  driven  by 
a  diagrammatically  shown  stepping  motor  12.  For 
the  sake  of  completion,  it  is  observed  that  at  least 
one  of  rollers  15  is  spring-biased. 

The  channels  in  each  of  the  shielding  blocks  3 
40  connect  to  a  connecting  tube  13  (see  Fig.  3)  which 

are  combined  to  a  single  guide  tube,  i.e.  tube  4. 
In  downstream  direction  beyond  the  junction  of 

the  three  connecting  tubes  13,  there  is  arranged  a 
photoelectric  cell  or  the  like  detector  14  serving  as 

45  point  of  reference  or  zero  point  setting,  and  which 
is  therefore  coupled  to  the  stepping  motor  12. 

As  already  observed  in  the  above,  the  appara- 
tus  is  provided  with  a  shielding  block  3  and  two 
drive  mechanisms  6.  The  shielding  block  3  is  filled 

so  with  a  dummy  used  at  the  beginning  of  the  treat- 
ment  of  a  patient  (see  Fig.  3)  to  check  whether  the 
guide  tube  4  has  been  transported  into  the  target 
area  without  kinks.  To  this  effect,  the  dummy  is 
advanced  by  means  of  the  stepping  motor  from  the 

55  shielding  block  3  in  question,  with  the  photoelectic 
cell  14  or  other  detector  serving  as  point  of  refer- 
ence  for  the  stepping  motor.  Besides  the  same 
shielding  block  3  there  is  arranged,  having  its  own 
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transport  unit  6,  a  further  shielding  block  3  contain- 
ing  a  radioactive  preparation.  However,  it  will  be 
clear  that  the  apparatus  may  also  be  fitted  with  a 
different  number  of  transport  mechanisms,  or  with 
a  different  number  of  shielding  blocks  with  radroac-  5 
tive  material. 

In  order  to  prevent  deformations  of  the  guide 
tube  4,  as  a  result  of  which  the  radioactive  material 
could  be  moved  to  the  wrong  place,  the  guide 
tube,  as  shown  in  Fig.  4,  consists  of  s  metal  spring  :o 
having  adjoining  windings  16.  A  pull  wire  17  keeping 
said  windings  in  adjoining  relationship  is  affixed  to 
corresponding  male  and  female  coupling  portions 
18,  19,  which  are  known  per  se.  Said  windings  and 
pull  wire  are  embedded  on  all  sides  in  a  synthetic  75 
plastics  sheath  20. 

Such  a  tube  construction  ensures  that  the 
length  thereof  always  remains  equal,  so  that  no 
errors  can  be  made  in  moving  the  radioactive  sour- 
ces  to  their  destination.  20 

The  apparatus  according  to  the  present  inven- 
tion  is  especially  suitable  for  treating  a  part  of  the 
body  of  a  patient  according  to  the  HDR  method: 
the  apparatus  can  be  brought  to  near  the  patient, 
the  radioactive  preparation  can  then  be  brought  25 
accurately  into  the  target  area,  with  the  apparatus 
itself  being  of  very  simple  construction. 

4.  A  method  according  to  any  of  the  preceding 
-  claims,  in  which  use  is  made  for  driving  the  trans- 

port  thread  of  a  drivable  disc  having  a  spiral  groove 
adapted  to  receive  therein  the  required  transport 
thread  length,  characterized  in  that  use  is  made  of 
a  cylindrical  disc  on  the  outer  circumference  of 
which  said  grooves  are  provided,  while  an  endless 
tensioning  belt  is  wrapped  about  a  major  portion  of 
said  disc. 

5.  A  method  according  to  any  of  the  preceding 
claims,  characterized  in  that  one  or  more  of  the 
tubes  employed  is  a  helically  wound  wire  having 
adjoining  windings,  a  pull  wire  extending  therea- 
long,  with  the  ends  of  said  spring  and  said  pull  wire 
being  attached  to  coupling  portions,  and  said  win- 
dings  and  pull  wire  being  embedded  in  a  synthetic 
plastics  sheath. 

6.  A  trolley  for  use  in  the  performance  of  the 
method  according  to  any  of  the  preceding  claims, 
including  a  shielding  block  having  at  least  one 
curved  channel  behind  which  is  arranged  a  trans- 
port  apparatus,  characterized  in  that  beside  said 
transport  apparatus  for  transporting  radioactive  ma- 
terial,  there  is  provided  a  second  transport  appara- 
tus  for  transporting  a  dummy,  and  the  transport 
channels  for  the  transport  threads  with  radioactive 
material,  and  the  dummy,  respectively,  are  joined 
ahead  of  a  detection  point. 

7.  A  trolley  according  to  claim  6,  wherein  the 
transport  apparatus  includes  a  drivable  disc  fitted 
with  a  spiral  groove,  with  a  transport  thread  being 
received  in  said  groove,  the  front  end  of  said 
thread  being  adapted  to  coact  with  radioactive  ma- 
terial,  characterized  in  that  the  groove  is  disposed 
on  the  cylindrical  circumference  of  said  disc  and  a 
tensioning  belt  or  drive  mechanism  is  wrapped 
about  the  circumference  of  the  disc. 

8.  A  trolley  according  to  claim  7,  characterized 
in  that  the  disc  or  tensioning  belt  is  driven  by  a 
stepping  motor. 

Claims  30 

1.  A  method  of  treating  a  part  of  the  body  of  a 
patient  with  a  radioactive  source  for  the  treatment 
of  a  part  of  the  body  such  as  lung,  eusophagus, 
brain  prostate  etc.,  with  a  rigid  or  flexible  tube  35 
being  introduced  into  the  treatment  area,  after 
which  the  radioactive  material  contained  in  a 
shielding  block  is  moved  from  said  block  commu- 
nicating  with  said  tube,  by  means  of  a  drive 
mechanism  arranged  behind  said  block,  through  40 
said  tube  to  the  treatment  area,  characterized  in 
that  before  moving  the  radioactive  material  to  the 
target  area,  first  a  dummy  is  moved  to  said  treat- 
ment  area  and  its  position  is  checked  e.g.  by 
means  of  an  X-ray  image  intensifier.  45 

2.  A  method  according  to  claim  I,  characterized 
by  using  for  the  location  a  detection  or  setting  point 
disposed  behind  the  shielding  block  as  viewed  in 
the  direction  of  displacement  of  the  radioactive 
material.  50 

3.  A  method  according  to  claim  I  or  2,  char- 
acterized  in  that  use  is  made  of  a  hollow  needle 
insertible  into  the  part  of  the  body  to  be  treated, 
said  needle  being  connectable  to  said  tube  and 
said  detection  point  is  situated  near  the  shielding  55 
block  (3). 
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