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£)  Output  buffer  circuits. 

57)  An  output  buffer  includes  a  pull-up  transistor 
;N1),  a  first  pull-down  transistor  (N3),  a  second  pull- 
down  transistor  (N8),  and  a  logic  circuit  (15).  The 
ogic  circuit  (15)  is  responsive  to  a  data  input  signal 
naking  a  high-to-low  transition  and  the  output  signal 
Tiaking  a  high-to-low  transition  for  maintaining  the 
second  pull-down  transistor  (N8)  turned-off  until  after 
an  output  node  has  made  the  high-to-low  transition, 
[hereby  reducing  significantly  the  ground  bounce 
noise. 
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OUTPUT  BUFFER  CIRCUITS 

This  invention  relates  generally  to  integrated 
circuits  and  more  particularly,  it  relates  to  output 
buffer  circuits  which  may  be  used,  for  example,  for 
reducing  significantly  ground  bounce  noise. 

As  is  well  known,  digital  logic  circuits  are  wide- 
ly  used  in  the  electronics  field.  One  such  use  is  for 
the  interfacing  between  the  logic  of  one  integrated 
circuit  device  and  another  integrated  circuit  device. 
An  output  buffer  circuit  is  an  important  component 
for  this  interface  function.  The  output  buffer  pro- 
vides,  when  enabled,  an  output  signal  which  is  a 
function  of  data  signal  received  from  other  logic 
circuitry  of  the  integrated  circuit. 

Output  buffer  circuits  typically  use  a  pull-up 
field-effect  transistor  (FET)  and  a  pull-down  field- 
effect  transistor  connected  to  an  output  terminal. 
Depending  upon  the  state  of  the  input  data  signal 
and  an  enable  signal,  either  the  pull-up  or  pull- 
down  field-effect  transistor  is  quickly  turned  on  and 
the  other  one  of  them  is  turned  off. 

In  general,  the  output  buffer  circuits  of  the  prior 
art  have  not  been  capable  of  providing  output  drive 
current  of  the  magnitude  possible  with  bipolar  in- 
tegrated  circuits.  There  have  been  attempts  made 
to  achieve  higher  output  drive  currents  from  output 
buffers  by  increasing  the  size  of  the  pull-down 
field-effect  transistor  to  approximately  twice  the 
size  of  the  pull-up  field-effect  transistor.  However, 
this  has  resulted  in  sacrifices  in  speed  and  output 
signal  distortion  due  to  the  large  instantaneous 
current,  when  the  pull-down  transistor  is  turned  on, 
flowing  through  the  impedance  and  inductance 
components  of  the  power  supply  lines  to  cause 
inductive  noise  at  the  internal  ground  potential 
node  of  the  output  buffer. 

It  would  therefore  be  desirable  to  provide  im- 
proved  output  buffer  circuits  which  have  a  high 
current  drive  capability  comparable  to  the  bipolar 
integrated  circuits  but  yet  reduces  significantly  the 
distortion  in  the  output  signal  due  to  ground 
bounce  noise.  The  output  buffer  circuits  to  be 
described  include  a  first  pull-down  transistor  having 
a  size  equal  to  the  size  of  the  pull-up  transistor  and 
a  second  pull-down  transistor  having  a  larger  size 
to  accommodate  the  high  current  drive  capability. 
The  reduction  in  the  bounce  noise  is  achieved  by 
delaying  the  turn-on  of  the  second  larger  pull-down 
transistor  until  after  the  output  has  reached  the  low 
or  logic  "0"  level. 

We  will  describe  improved  output  buffers  which 
are  relatively  simple  and  economical  to  manufac- 
ture  and  assemble,  but  yet  overcomes  the  dis- 
advantages  of  the  prior  art  output  buffers. 

We  will  describe  an  improved  output  buffer 
which  has  a  significant  reduction  in  ground  bounce 

noise. 
We  will  describe  an  improved  output  buffer 

which  includes  a  first  pull-down  transistor  having  a 
size  equal  to  the  size  of  the  pull-up  transistor  and  a 

5  second  pull-down  transistor  having  a  larger  size  to 
accommodate  the  high  current  drive  capability. 

We  will  describe  an  improved  output  buffer 
which  includes  a  first  pull-down  transistor,  a  second 
pull-down  transistor,  and  a  logic  gate  device  for 

w  delaying  the  turn-on  of  the  second  puil-down  tran- 
sistor  until  after  the  output  has  reached  the  low 
logic  level. 

In  accordance  with  these  aims  and  objectives, 
we  will  describe,  in  particular,  an  improved  output 

15  buffer  for  producing  an  output  signal  at  an  output 
node  which  has  a  significant  reduction  in  ground 
bounce  noise  which  includes  a  pull-up  transistor 
circuit,  a  pull-down  transistor  circuit,  a  first  logic 
circuit,  a  second  logic  circuit,  and  a  third  logic 

20  circuit.  The  pull-up  transistor  circuit  is  responsive 
to  a  first  control  signal  for  generating  slowly  a 
transition  from  a  low  logic  level  to  a  high  logic  level 
at  the  output  node.  The  pull-down  transistor  circuit 
is  responsive  to  second  and  third  control  signals 

25  for  generating  slowly  a  transition  from  the  high 
logic  level  to  the  low  logic  level  at  the  output  node. 
The  pull-up  circuit  includes  a  pull-up  transistor  hav- 
ing  one  of  its  main  electrodes  coupled  to  a  first 
power  supply  terminal,  its  other  main  electrode 

30  coupled  to  the  output  node,  and  its  control  elec- 
trode  coupled  to  receive  the  first  control  signal. 
The  pull-down  circuit  includes  a  first  pull-down 
transistor  having  one  of  its  main  electrodes  coupled 
to  a  second  power  supply  terminal,  its  other  main 

35  electrode  coupled  to  the  output  node,  and  its  con- 
trol  electrode  coupled  to  receive  the  second  control 
signal.  The  pull-down  circuit  further  includes  a  sec- 
ond  pull-down  transistor  having  one  of  its  main 
electrodes  coupled  to  the  second  power  supply 

40  terminal,  its  other  main  electrode  coupled  to  the 
output  node,  and  its  control  electrode  coupled  to 
receive  the  third  control  signal. 

The  first  logic  circuit  is  responsive  to  a  data 
input  signal  making  a  low-to-high  transition  and  the 

45  output  signal  making  a  low-to-high  transition  for 
generating  the  first  control  signal.  The  second  logic 
circuit  is  responsive  to  the  data  input  signal  making 
a  high-to-low  transition  and  the  output  signal  mak- 
ing  a  high-to-low  transition  for  generating  the  see- 

so  ond  control  signal.  The  third  logic  circuit  is  respon- 
sive  to  the  data  input  signal  making  the  high-to-low 
transition  and  the  output  signal  making  the  high-to- 
low  transition  for  maintaining  the  second  pull-down 
transistor  tumed-off  until  after  the  output  node  has 
made  the  high-to-low  transition,  thereby  reducing 
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gnificantly  the  ground  bounce  noise. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

These  and  other  objects  and  advantages  ot  the 
resent  invention  will  become  more  fully  apparent 
om  the  following  detailed  description  when  read  in 
onjunction  with  the  accompanying  drawings  with 
ke  reference  numerals  indicating  corresponding 
arts  throughout,  wherein 

Figure  1  is  a  schematic  circuit  diagram  of  a 
rior  art  output  buffer  circuit  utilizing  an  N-channel 
iull-up  FET  and  an  N-channel  pull-down  FET; 

Figure  2  is  a  schematic  circuit  diagram  of  an 
iutput  buffer  circuit  constructed  in  accordance  with 
ie  principles  of  the  present  invention; 

Figures  3(a)  -  3(h)  are  waveforms  at  various 
loints  in  the  circuit  of  Figure  2; 

Figure  4  is  a  schematic  circuit  diagram  of  a 
@rior  art  CMOS  output  buffer  circuit  utilizing  a  P- 
:hannel  pull-up  FET  and  an  N-channel  pull-down 
:ET; 

Figure  5  is  a  schematic  diagram  of  a  second 
jmbodiment  of  the  output  buffer  circuit  of  the 
iresent  invention;  and 

Figures  6(a)  -  6(h)  are  waveforms  at  various 
joints  in  the  circuit  of  Figure  4. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

Referring  now  to  the  drawings,  there  is  snown 
n  Figure  1  a  schematic  circuit  diagram  of  a  prior 
art  output  buffer  circuit  10  formed  of  an  N-channel 
pull-up  field-effect  transistor  (FET)  N1  and  an  N- 
shannel  pull-down  FET  N2.  The  buffer  circuit  10 
provides  an  output  signal  at  an  output  node  A  in 
response  to  a  data  input  signal  D  received  at  data 
input  node  B  and  an  enable  signal  OE  received  at 
enable  input  node  C.  The  buffer  circuit  10  includes 
NOR  logic  gates  12,  14  and  inverters  16,  18,  20, 
22.  Power  for  all  of  the  components  of  the  buffer 
circuit  10  is  provided  by  first  external  and  second 
external  power  supply  terminals  24,  26.  A  first 
supply  potential  VCC  is  supplied  at  the  first  termi- 
nal  24,  and  a  second  supply  or  ground  potential 
GND  is  applied  at  the  second  terminal  26. 

The  output  node  A  of  the  buffer  circuit  10  is 
used  to  drive  a  capacitive  load  formed  of  a  resis- 
tance  RL  and  a  capacitor  CL.  The  first  external 
power  supply  terminal  24  is  connected  to  an  inter- 
nal  supply  potential  node  D  via  a  series-connected 
resistor  R1  and  inductor  L1  which  represent  the 
impedance  and  inductance  components  in  the 

power  supply  line,  oimiiany,  me  sownu  oAiomai 
power  supply  terminal  26  is  connected  to  an  inter- 
nal  ground  potential  node  E  via  a  series-connected 
resistor  R2  and  inductor  L2  which  represent  the 

;  impedance  and  inductance  components  in  the 
power  supply  line. 

The  NOR  gate  12  receives  the  enable  signal 
OE  on  line  28,  the  inverted  or  complement  of  the 
data  input  signal  D  on  line  30,  and  the  complement 

o  of  the  data  input  signal  D  on  line  32.  The  data  input 
signal  D  is  inverted  three  times  via  the  inverters  16, 
18  and  20  to  produce  the  inverted  data  input  signal 
D  on  the  line  30.  The  data  input  signal  D  is  also 
inverted  once  by  the  inverter  16  to  produce  the 

5  inverted  data  input  signal  D  on  the  line  32.  The 
output  of  the  NOR  gate  12  is  supplied  to  the  gate 
of  the  pull-up  transistor  N1. 

The  NOR  gate  14  receives  the  same  enable 
signal  OE  on  line  34,  the  non-inverted  data  input 

o  signal  D  on  line  36,  the  non-inverted  data  input 
signal  on  line  38.  The  data  input  signal  D  is  in- 
verted  two  times  via  the  inverters  16  and  22  to 
produce  the  non-inverted  data  input  signal  D  on  the 
line  36.  The  data  input  signal  D  received  at  the 

is  node  B  is  also  fed  directly  via  the  line  38  to  the 
input  of  the  NOR  gate  14.  The  output  of  the  NOR 
gate  14  is  supplied  to  the  gate  of  the  pull-down 
transistor  N2. 

When  the  enable  signal  OE  is  at  a  low  or  logic 
io  "0"  level  (GND)  and  the  data  input  signal  D  is  at  a 

high  (VCC)  or  logic  "1"  level,  the  output  of  the 
NOR  gate  12  will  be  at  the  high  level  and  the 
output  of  the  NOR  gate  14  will  be  at  the  low  level. 
This  causes  a  logic  "1  "  (VCC)  to  be  applied  to  the 

!5  gate  of  the  transistor  N1  and  a  logic  "0"  (GND)  to 
be  applied  to  the  gate  of  the  transistor  N2.  As  a 
result,  the  N-channel  FET  N1  is  turned  on  and  the 
N-channel  FET  N2  is  turned  off.  Thus,  the  output 
node  A  is  pulled  up  toward  the  supply  potential 

io  VCC. 
On  the  other  hand,  when  the  enable  signal  OE 

is  at  a  low  or  logic  "0"  level  (GND)  and  the  data 
input  signal  D  is  at  a  low  (GND)  or  logic  "0"  level, 
the  output  of  the  NOR  gate  12  will  be  at  the  low 

45  level  and  the  output  of  the  NOR  gate  14  will  be  at 
the  high  level.  This  causes  a  logic  "0"  (GND)  to  be 
applied  to  the  gate  of  the  transistor  N1  and  a  logic 
"1  "  (VCC)  to  be  applied  to  the  gate  of  the  transis- 
tor  N2.  As  a  result,  the  output  node  A  is  pulled 

50  down  toward  the  ground  potential. 
When  the  enable  signal  OE  is  at  the  high  or 

logic  "1"  level  (VCC),  the  outputs  of  both  NOR 
gates  12  and  14  are  at  the  logic  "0",  causing  both 
N-channel  transistors  N1  and  N2  to  be  turned  off. 

55  This  produces  a  high  impedance  tri-state  mode  at 
the  output  node  A  in  which  the  output  buffer  circuit 
10  is  not  enabled. 

In  order  to  increase  the  magnitude  of  the  drive 

o 
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:urrent  in  the  output  buffer  circuit  10  so  as  to  be 
squal  to  the  prior  art  bipolar  output  buffers,  the 
Dhysical  size  of  the  pull-down  .transistor  N2  is 
made  to  be  approximately  twice  the  size  of  the 
oull-up  transistor  N1.  As  a  consequence,  the 
[urning-on  of  the  transistor  N2  will  generate  a  large 
nstantaneous  current  flowing  into  the  inductive  L2 
which  will  cause  voltage  variations  producing 
ground  bounce  noise  at  the  internal  ground  poten- 
tial  node  E.  Also,  the  turning-on  of  the  transistor  N1 
will  generate  a  similar  instantaneous  current  flowing 
into  the  inductive  L1  which  will  cause  voltage  vari- 
ations  producing  output  signal  ringing  at  the  inter- 
nal  supply  potential  node  D.  However,  the  fluc- 
tuation  at  the  node  D  will  be  smaller  than  the  ones 
at  the  node  E.  Therefore,  it  can  be  seen  that  the 
high  drive  current  can  be  achieved  with  the  output 
buffer  circuit  10  only  at  the  expense  of  sacrificing 
speed  and  an  increase  in  output  signal  distortion 
due  to  internal  ground  bounce  noise  and/or  output 
signal  ringing. 

In  Figure  2,  there  is  shown  an  output  buffer 
circuit  10a  of  the  present  invention  which  repre- 
sents  an  improvement  over  the  buffer  circuit  10  of 
Figure  1.  The  output  buffer  circuit  10a  provides  a 
high  current  drive  capability  comparable  to  the 
bipolar  I.C.  but  yet  reduces  significantly  the  distor- 
tion  in  the  output  signal  due  to  ground  bounce 
noise.  The  output  buffer  circuit  10a  provides  an 
output  signal  at  an  output  node  A  in  response  to  a 
data  input  signal  D  received  at  data  input  node  B 
and  a  first  enable  signal  OE  received  at  enable 
input  node  C  and  a  second  enable  signal  OE 
received  at  enable  input  node  F. 

The  output  buffer  circuit  10a  includes  NOR 
logic  gates  12,  13,  14,  15;  inverters  16,  18,  20,  22; 
AND  logic  gate  17;  enable  transistors  N4,  N6;  con- 
trol  transistors  N5,  N7;  a  pull-up  transistor  N1  ;  and 
first  and  second  pull-down  transistors  N3,  N8.  The 
power  for  the  buffer  circuit  10a  is  provided  by  first 
external  and  second  external  power  supply  termi- 
nals  24  and  26.  A  first  power  supply  potential  VCC 
is  applied  at  the  first  terminal  24  and  a  second 
supply  or  ground  potential  GND  is  applied  at  the 
second  terminal  26. 

The  NOR  gate  12  receives  the  enable  signal 
OE  on  line  28,  the  inverted  or  complement  of  the 
data  input  signal  D  on  line  30,  and  the  complement 
of  the  data  input  signal  D  on  line  32.  The  data  input 
signal  D  is  inverted  three  times  via  the  inverters  16, 
18  and  20  to  produce  the  inverted  data  input  signal 
D  on  the  line  30.  The  data  input  signal  D  is  also 
inverted  once  by  the  inverter  16  to  produce  the 
inverted  data  input  signal  D  on  the  line  32.  The 
output  of  the  NOR  gate  12  is  supplied  to  the  gate 
of  the  pull-up  transistor  N1  at  node  3. 

The  NOR  gate  14  receives  the  same  enable 
signal  OE  on  line  34,  the  non-inverted  data  input 

signal  D  on  line  36,  and  the  non-inverted  data  input 
signal  D  on  line  38.  The  data  input  signal  D  is 
inverted  two  times  via  the  inverters  16  and  22  to 
produce  the  non-inverted  data  input  signal  D  on  the 

5  line  36.  The  data  input  signal  D  received  at  the 
node  B  is  also  fed  directly  via  the  line  38  to  the 
input  of  the  NOR  gate  14.  The  output  of  the  NOR 
gate  14  is  supplied  to  the  gate  of  the  first  pull-down 
transistor  N3  at  node  4. 

w  The  NOR  gate  13  receives  the  inverted  data 
input  signal  D  via  the  output  of  the  inverter  16  on 
line  40  and  receives  the  output  signal  at  the  output 
node  A  on  line  42.  The  output  of  the  NOR  gate  13 
is  supplied  to  the  gate  of  the  control  transistor  N5 

75  at  node  6.  The  transistor  N5  has  its  drain  con- 
nected  to  the  source  of  the  enable  transistor  N4 
and  its  source  also  connected  to  the  node  3.  The 
enable  transistor  N4  has  its  gate  connected  to  the 
enable  signal  OE  at  the  node  F  and  its  drain 

20  connected  to  the  drain  of  the  pull-up  transistor  N1  . 
The  AND  gate  17  receives  the  output  signal  at 

the  output  node  A  on  line  44  and  receives  the 
inverted  data  signal  D  on  line  46.  The  output  of  the 
AND  gate  17  is  applied  to  the  gate  of  the  control 

25  transistor  N7  at  node  7.  The  transistor  N7  has  its 
drain  connected  to  the  source  of  the  enable  transis- 
tor  N6  and  its  source  connected  to  the  node  4.  The 
transistor  N6  has  its  drain  connected  to  the  drains 
of  the  pull-up  transistors  N3,  N8  or  output  node  A 

30  and  its  gate  connected  to  the  second  enable  signal 
OE. 

The  NOR  gate  15  receives  the  first  enable 
signal  OE  on  line  48,  the  output  signal  at  the  output 
node  A  on  line  50,  and  the  data  input  signal  D  on 

35  line  52.  The  output  of  the  NOR  gate  15  is  supplied 
to  the  gate  of  the  second  pull-down  transistor  N8. 
The  transistors  N3  and  N8  have  their  drain-source 
conduction  paths  connected  in  parallel  between  the 
output  node  A  and  the  internal  ground  node  E. 

40  Specifically,  the  drains  of  the  transistors  N3  and  N8 
are  connected  to  the  output  node  A  and  the  sour- 
ces  thereof  are  connected  to  the  node  E. 

Reference  is  now  made  to  Figures  3(a)-3(h)  of 
the  drawings  which  illustrate  the  waveforms  ap- 

45  pearing  at  various  points  in  the  output  buffer  circuit 
10a  of  Figure  2  so  as  to  provide  an  understanding 
of  the  operation  of  the  present  invention.  The  pull- 
up  action  of  Figure  2  will  now  be  explained.  Ini- 
tially,  it  will  be  assumed  that  the  first  enable  signal 

so  OE  is  low,  the  second  enable  signal  OE  is  high, 
and  the  output  signal  at  the  output  node  A  is  low  at 
the  time  t0.  The  waveform  of  the  output  node  A  is 
shown  in  Figure  3(c).  Thus,  the  enable  transistors 
N4  and  N6  are  both  turned  on.  Further,  it  will  be 

55  assumed  that  the  first  and  second  pull-down  tran- 
sistors  are  both  turned  on.  This  is  because  at  the 
time  t©  the  gates  (nodes  4  and  5)  of  the  respective 
transistors  N3  and  N8  are  at  the  high  level.  The 
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waveforms  at  the  nodes  4  and  5  are  illustrated  in 
respective  Figures  3(e)  and  3(f).  At  the  time  t1 
when  the  inverted  data  D  makes  a  high-to-  low 
transition  instantaneously  (Figure  3(b)),  the  transis- 
tors  N3  and  N8  are  quickly  turned  off  as  can  be 
seen  from  Figures  3(e)  and  3(f).  However,  the  out- 
put  signal  at  the  node  A  (Figure  3(c))  still  remains 

•  at  the  low  level. 
As  a  result,  the  output  of  the  NOR  gate  13  is 

switched  from  a  low  level  to  a  high  level  at  the  time 
t2  as  shown  in  Figure  3(g).  This  will  cause  the 
control  transistor  N5  to  turn  on  and  thus  the  node  3 
will  begin  to  rise  toward  the  supply  potential  VCC 
via  the  transistors  N4  and  N5  as  depicted  in  Figure 
3(d).  However,  the  node  3  will  only  reach  the 
voltage  determined  by  the  ratio  of  the  turn-on  resis- 
tors  in  the  transistors  N4  and  N5  and  the  NOR  gate 
12  since  the  output  of  the  NOR  gate  12  is  initially 
low.  This  voltage  at  the  node  3  will  be  below  the 
supply  potential  VCC.  This  is  shown  at  point  X  in 
Figure  3(d).  The  node  3  will  eventually  reach  the 
supply  potential  VCC  after  the  output  of  the  NOR 
gate  12  has  switched  from  the  low  level  to  the  high 
level.  As  can  be  seen  from  Figure  3(g),  the  output 
of  the  NOR  gate  13  will  be  switched  back  to  the 
low  level  at  the  time  t3  after  the  output  node  A  has 
gone  high.  Since  the  NOR  gate  13  and  the  control 
transistor  N5  are  used  to  turn  on  slowly  the  pull-up 
transistor  N1,  this  reduces  the  instantaneous  pull- 
up  current  through  the.  transistor  N1  and  thus  mini- 
mizes  the  noise  generated  across  the  series-con- 
nected  resistor  R1  and  the  inductor  L1  which  are 
connected  to  the  supply  potential  VCC. 

The  pull-down  action  of  Figure  2  will  now  be 
described.  This  occurs  at  the  time  t5  when  the 
inverted  data  signal  D  makes  a  iow-to-high  transi- 
tion  as  is  illustrated  in  Figure  3(b).  As  a  result,  the 
pull-up  transistor  N1  will  be  quickly  turned  off  at 
the  time  t6  as  shown  in  Figure  3(d).  Since  the 
output  node  A  will  remain  high  at  the  time  t5,  as 
shown  in  Figure  3(c),  this  causes  the  output  of  the 
AND  gate  17  to  switch  from  a  low  level  to  a  high 
level  at  the  time  t7.  This  is  depicted  in  Figure  3(h). 
As  a  consequence,  the  control  transistor  N7  is 
turned  on  and  thus  the  node  4  will  begin  to  rise 
toward  the  supply  potential  VCC  as  depicted  in 
Figure  3(e).  However,  the  node  4  will  only  reach 
the  voltage  determined  by  the  ratio  of  the  turn-on 
resistors  in  the  transistors  N6  and  N7  and  the  NOR 
gate  14  since  the  NOR  gate  14  is  initially  low.  This 
voltage  at  the  node  4  will  be  less  than  the  high 
level  voltage  at  the  node  A  which  is  less  than  the 
supply  potential  VCC.  This  is  shown  at  point  Y  in 
Figure  3(e).  The  node  4  will  eventually  reach  the 
supply  potential  VCC  after  the  output  of  the  NOR 
gate  14  has  switched  from  the  low  level  to  the  high 
level.  As  a  result,  the  output  node  A,  as  shown  in 
Figure  3(c),  will  be  pulled  low  at  the  time  t8.  As  can 

c-e  seen  rrom  rigure  oi,n;,  uie  uuqjui  ui  mo  m^u 
gate  17  will  be  switched  back  to  the  low  level  at 
the  time  t9  after  the  output  node  A  has  gone  low. 
Only  after  the  output  node  A  is  low,  the  output  of 

;  the  NOR  gate  15  at  node  5  will  start  to  rise, 
thereby  causing  the  delayed  turn-on  of  the  second 
pull-down  transistor  N8. 

Since  the  AND  gate  17  and  the  control  transis- 
tor  N7  are  used  to  turn  on  slowly  the  pull-down 

o  transistor  N3  so  as  to  start  the  pull-down  action,  the 
instantaneous  current  through  the  transistor  N3  will 
be  smaller  than  the  current  through  the  transistor 
N2  of  Figure  1.  This  is  achieved  by  also  splitting 
the  pull-down  transistor  N2  (Figure  1)  into  two 

5  transistors  N3  and  N8.  The  size  of  the  first  pull- 
down  transistor  N3  will  be  made  equal  to  the  size 
of  the  pull-up  transistor  N1,  and  the  size  of  the 
second  pull-down  transistor  N8  will  be  of  an  equal 
or  larger  size  than  the  first  pull-down  transistor  N3 

io  in  order  to  provide  the  high  drive  capability.  It  will 
be  noted  that  the  second  pull-down  transistor  N8 
will  not  be  turned  on  until  after  the  output  has 
reached  a  low  level.  Thus,  the  second  pull-down 
transistor  is  delayed  in  its  turn-on  with  respect  to 

»5  the  turn-on  of  the  first  pull-down  transistor  N3 
which  reduces  significantly  the  ground  bounce 
noise  due  to  the  inductance  in  the  power  supply 
lines. 

In  Figure  4,  there  is  shown  a  schematic  circuit 
?o  diagram  of  a  prior  art  full  CMOS  output  buffer 

circuit  110  formed  of  a  P-channel  pull-up  field- 
effect  transistor  (FET)  P1  and  an  N-channel  pull- 
down  FET  N2.  The  buffer  circuit  110  provides  an 
output  signal  at  an  output  node  A  in  response  to  a 

35  data  input  signal  D  received  at  data  input  node  B,  a 
first  enable  signal  OE  received  at  enable  input 
node  C,  and  a  second  enable  signal  OE  received  at 
enable  input  node  F.  Since  the  circuit  of  Figure  4  is 
substantially  identical  to  the  circuit  of  Figure  1,  only 

40  the  differences  will  now  be  discussed.  The  NOR 
gate  12  in  Figure  1  has  been  replaced  by  a  NAND 
gate  12a.  Further,  the  inverters  18  and  20  in  Figure 
1  have  now  been  eliminated.  Except  for  these 
changes,  the  operation  of  the  circuit  in  Figure  4  is 

45  substantially  identical  to  the  circuit  of  Figure  1  . 
Referring  now  to  Figure  5,  there  is  depicted  a 

schematic  circuit  diagram  of  an  alternate  embodi- 
ment  of  an  output  buffer  110a  constructed  accord- 
ing  to  the  present  invention.  The  output  buffer 

50  circuit  110a  represents  an  improvement  over  the 
buffer  circuit  110  of  Figure  4.  The  output  buffer 
circuit  110a  provides  a  high  current  drive  capability 
comparable  to  the  bipolar  I.C.  but  yet  reduces 
significantly  the  distortion  in  the  output  signal  due 

55  to  ground  bounce  noise.  The  output  buffer  circuit 
110a  provides  an  output  signal  at  an  output  node  A 
in  response  to  a  data  input  signal  D  received  at 
data  input  node  B,  a  first  enable  signal  OE  re- 
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:eived  at  enable  input  node  C,  and  a  second 
enable  signal  OE  received  at  enable  input  node  F. 
The  circuit  of  Figure  5  is  substantially  identical  to 
the  circuit  of  Figure  2,  except  that  the  NOR  gate  12 
of  Figure  2  has  been  replaced  by  a  NAND  gate 
12b.  Further,  the  inverters  18  and  20  of  Figure  1 
have  been  eliminated,  and  the  connection  of  the 
control  transistors  N4  and  N6  have  been  modified. 
The  size  of  the  first  pull-down  transistor  N3  is 
smaller  in  size  than  the  pull-up  transistor  P1,  and 
the  size  of  the  second  pull-down  transistor  N8  is 
equal  or  larger  in  size  than  the  first  pull-down 
transistor  N3. 

Except  for  these  changes,  the  operation  of  the 
circuit  of  Figure  5  is  substantially  identical  to  the 
circuit  of  Figure  2  and  thus  will  not  be  generally 
repeated.  In  Figures  6(a)  -  6(h),  there  are  illustrated 
waveforms  at  various  points  in  the  circuit  of  Figure 
5.  As  can  be  seen,  these  waveforms  are  substan- 
tially  identical  to  the  waveforms  of  Figure  3(a)-3(h) 
except  for  Figure  6(d).  This  is  the  waveform  at  the 
node  3  or  at  the  gate  of  the  P-channel  pull-up 
transistor  P1.  As  can  be  seen,  this  waveform  is 
inverted  from  the  waveform  of  Figure  3(d). 

While  the  output  buffer  circuits  10a  and  110a 
of  Figures  2  and  5  have  been  shown  with  enable 
transistors,  it  should  be  understood  by  those  skilled 
in  the  art  that  these  transistors  could  be  eliminated 
if  the  high  impedance  tri-state  mode  of  operation  is 
now  required.  From  the  foregoing  detailed  descrip- 
tion,  it  can  thus  be  seen  that  the  present  invention 
provides  improved  output  buffer  circuits  formed  of 
a  first  pull-down  transistor  and  a  second  pull-down 
transistor  for  reducing  significantly  ground  bounce 
noise.  This  performance  is  achieved  by  delaying 
the  turn-on  of  the  second  pull-down  transistor  until 
the  output  has  reached  the  low  level. 

While  there  has  been  illustrated  and  described 
what  are  at  present  considered  to  be  preferred 
embodiments  of  the  present  invention,  it  will  be 
understood  by  those  skilled  in  the  art  that  various 
changes  and  modifications  may  be  made,  and 
equivalents  may  be  substituted  for  elements  there- 
of  without  departing  from  the  true  scope  of  the 
invention.  In  addition,  many  modifications  may  be 
made  to  adapt  a  particular  situation  or  material  to 
the  teachings  of  the  invention  without  departing 
from  the  central  scope  thereof.  Therefore,  it  is 
intended  that  this  invention  not  be  limited  to  the 
particular  embodiments  disclosed  as  the  best 
modes  contemplated  for  carrying  out  the  invention, 
but  that  the  invention  will  include  all  embodiments 
falling  within  the  scope  of  the  appended  claims. 

Claims 

1.  An  output  buffer  for  providing  an  output 
signal  at  an  output  node  which  has  a  significant 

5  reduction  in  ground  bounce  noise,  comprising: 
pull-up  circuit  means  responsive  to  a  first  control 
signal  for  generating  slowly  a  transition  from  a  low 
logic  level  to  a  high  logic  level  at  the  output  node; 
said  pull-up  circuit  means  including  a  pull-up  tran- 

w  sistor  having  one  of  its  main  electrodes  coupled  to 
a  first  power  supply  terminal,  its  other  main  elec- 
trode  coupled  to  the  output  node,  and  its  control 
electrode  coupled  to  receive  the  first  control  signal; 
pull-down  circuit  means  responsive  to  second  and 

75  third  control  signals  for  generating  slowly  a  transi- 
tion  from  the  high  logic  level  to  the  low  logic  level 
at  the  output  node; 
said  pull-down  circuit  means  including  a  first  pull- 
down  transistor  having  one  of  its  main  electrodes 

20  coupled  to  a  second  power  supply  terminal,  its 
other  main  electrode  copied  to  the  output  node, 
and  its  control  electrode  coupled  to  receive  the 
second  control  signal; 
said  pull-down  circuit  means  further  including  a 

25  second  pull-down  transistor  having  one  of  its  main 
electrodes  coupled  to  the  second  power  supply 
terminal,  its  other  main  electrode  coupled  to  the 
output  node,  and  its  control  electrode  copied  to 
receive  the  third  control  signal; 

30  first  logic  means  responsive  to  a  data  input  signal 
making  a  low-to-high  transition  and  the  output  sig- 
nal  making  a  low-to-high  transition  for  generating 
the  first  control  signal; 
second  logic  means  responsive  to  the  data  input 

35  signal  making  a  high-to-low  transition  and  the  out- 
put  signal  making  a  high-to-iow  transition  for  gen- 
erating  the  second  control  signal;  and 
third  logic  means  responsive  to  the  data  input 
signal  making  the  high-to-low  transition  and  the 

40  output  signal  making  the  high-to-low  transition  for 
maintaining  the  second  pull-down  transistor  turned- 
off  until  after  the  output  node  has  made  the  high- 
to-low  transition,  thereby  reducing  significantly  the 
ground  bounce  noise. 

45  2.  An  output  buffer  as  claimed  in  Claim  1, 
wherein  said  pull-up  transistor  is  an  N-channel 
field-effect  transistor  (N1). 

3.  An  output  buffer  as  claimed  in  Claim  2, 
wherein  said  first  and  second  pull-down  transistors 

so  are  N-channel  field-effect  transistors  (N3,  N8). 
4.  An  output  buffer  as  claimed  in  Claim  1, 

wherein  said  pull-up  transistor  is  a  P-channel,  field- 
effect  transistor  (P1). 

5.  An  output  buffer  as  claimed  in  Claim  4, 
55  wherein  said  first  and  second  pull-down  transistors 

are  N-channel  field-effect  transistors  (N3,  N8). 

6 
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6.  An  output  buffer  as  claimed  in  Claim  3, 
therein  said  first  logic  means  comprises  a  first 
JOR  logic  gate  (13)  having  a  first  input  coupled  to 
ie  data  input  signal,  a  second  input  coupled  to  the 
mtput  signal,  and  an  output;  a  first  N-channei  con- 
rol  transistor  (N5)  having  its  drain  coupled  to  the 
rst  power  supply  terminal  (24),  its  source  coupled 
d  the  gate  of  the  pull-up  transistor  (N1),  and  its 
late  coupled  to  the  output  of  said  first  NOR  gate 
13);  and  a  second  NOR  logic  gate  (12)  having  first 
ind  second  inputs  coupled  to  the  data  input  signal 
md  an  output  also  coupled  to  the  gate  of  said  pull- 
ip  transistor  (N1). 

7.  An  output  buffer  as  claimed  in  Claim  6, 
vherein  said  second  logic  means  comprises  an 
\ND  logic  gate  (17)  having  a  first  input  coupled  to 
he  output  signal,  a  second  input  coupled  to  the 
Jata  input  signal,  and  an  output;  a  second  N- 
:hannel  control  transistor  (N7)  having  its  drain 
:oupled  to  the  output  node,  its  source  coupled  to 
he  gate  of  said  first  pull-down  transistor  (N3),  and 
ts  gate  coupled  to  the  output  of  said  AND  logic 
jate  (17);  and  a  third  NOR  logic  gate  (14)  having 
irst  and  second  inputs  coupled  to  the  data  input 
signal  and  an  output  also  coupled  to  the  gate  of 
said  first  pull-down  transistor  (N3). 

8.  An  output  buffer  as  claimed  in  Claim  7, 
wherein  said  third  logic  means  comprises  a  fourth 
MOR  logic  gate  (15)  having  a  first  input  coupled  to 
:he  output  signal,  a  second  input  coupled  to  the 
data  input  signal,  and  an  output  coupled  to  the  gate 
3f  said  second  pull-down  transistor  (N8). 

9.  An  output  buffer  as  claimed  in  Claim  3, 
wherein  the  size  of  said  first  pull-down  transistor 
(N3)  is  equal  in  size  to  said  pull-up  transistor  (N1) 
and  the  size  of  said  second  pull-down  transistor 
(N8)  is  equal  or  larger  in  size  than  said  pull-down 
transistor  (N3). 

10.  An  output  buffer  as  claimed  in  Claim  5, 
wherein  the  size  of  said  first  pull-down  transistor 
(N3)  is  smaller  in  size  than  said  pull-up  transistor 
(P1)  and  the  size  of  said  second  pull-down  transis- 
tor  (N8)  is  equal  or  larger  in  size  than  said  pull- 
down  transistor  (N3). 

11.  An  output  buffer  as  claimed  in  Claim  5, 
wherein  said  first  logic  means  comprises  a  first 
NOR  logic  gate  (13)  having  a  first  input  coupled  to 
the  data  input  signal,  a  second  input  coupled  to  the 
output  signal,  and  an  output;  a  first  N-channel  con- 
trol  transistor  (N5)  having  its  source  coupled  to  the 
output  node  (A),  its  drain  coupled  to  the  gate  of  the 
pull-up  transistor  (P1),  and  its  gate  coupled  to  the 
output  of  said  first  NOR  gate  (13);  and  a  NAND 
logic  gate  (12b)  having  first  and  second  inputs 
coupled  to  the  data  input  signal  and  an  output  also 
coupled  to  the  gate  of  said  pull-up  transistor  (P1). 

12.  An  output  Duner  as  ciaimeu  in  uiaim  m, 
wherein  said  second  logic  means  comprises  an 
AND  logic  gate  (17)  having  a  first  input  coupled  to 
the  output  signal,  a  second  input  coupled  to  the 

>  data  input  signal,  and  an  output;  a  second  N- 
channel  control  transistor  (N7)  having  its  drain 
coupled  to  the  output  node,  its  source  coupled  to 
the  gate  of  said  first  pull-down  transistor  (N3),  and 
its  gate  coupled  to  the  output  of  said  AND  logic 

o  gate  (17);  and  a  second  NOR  logic  gate  (14)  having 
first  and  second  inputs  coupled  to  the  data  input 
signal  and  an  output  also  coupled  to  the  gate  of 
said  first  pull-down  transistor  (N3). 

13.  An  output  buffer  as  claimed  in  Claim  12, 
5  wherein  said  third  logic  means  comprises  a  third 

NOR  logic  gate  (15)  having  a  first  input  coupled  to 
the  output  signal,  a  second  input  coupled  to  the 
data  input  signal,  and  an  output  coupled  to  the  gate 
of  said  second  pull-down  transistor  (N8). 

>o  14.  An  output  buffer  for  providing  an  output 
signal  at  an  output  node  which  has  a  significant 
reduction  in  ground  bounce  noise,  comprising: 
pull-up  circuit  means  responsive  to  a  first  control 
signal  for  generating  slowly  a  transition  from  a  low 

>5  logic  level  to  a  high  logic  level  at  the  output  node; 
pull-down  circuit  means  responsive  to  second  and 
third  control  signals  for  generating  slowly  a  transi- 
tion  from  the  high  logic  level  to  the  low  logic  level 
at  the  output  node; 

jo  first  logic  means  responsive  to  a  data  input  signal 
making  a  low-to-high  transition  and  the  output  sig- 
nal  making  a  low-to-high  transition  for  generating 
the  first  control  signal; 
second  logic  means  responsive  to  the  data  input 

?5  signal  making  a  high-to-low  transition  and  the  out- 
put  signal  making  a  high-to-low  transition  for  gen- 
erating  the  second  control  signal;  and 
third  logic  means  having  first  and  second  current 
paths  respectively  responsive  to  the  data  input 

to  signal  making  the  high-to-low  transition  and  the 
output  signal  making  the  high-to-low  transition  for 
generating  the  third  control  signal  to  maintain  said 
second  current  path  turned-off  until  after  the  output 
node  has  made  the  high-to-low  transition,  thereby 

45  reducing  significantly  the  ground  bounce  noise. 
15.  An  output  buffer  as  claimed  in  Claim  14, 

wherein  said  pull-up  circuit  means  comprises  an  N- 
channel  field-effect  transistor  (N1). 

16.  An  output  buffer  as  claimed  in  Claim  15, 
so  wherein  said  pull-down  circuit  means  comprises  N- 

channel  field-effect  transistors  (N3,  N8). 
17.  An  output  buffer  as  claimed  in  Claim  14, 

wherein  said  pull-up  circuit  means  comprises  a  P- 
channel,  field-effect  transistor  (P1). 

55  18.  An  output  buffer  as  claimed  in  Claim  17, 
wherein  said  pull-down  circuit  means  comprises  N- 
channel  field-effect  transistors  (N3,  N8). 
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19.  An  output  buffer  as  claimed  in  Claim  16, 
vherein  the  size  of  said  transistor  (N3)  is  equal  in 
size  to  said  transistor  (N1)  and  .the  size  of  said 
ransistor  (N8)  is  equal  or  larger  in  size  than  said 
ransistor  (N3).  s 

20.  An  output  buffer  as  claimed  in  Claim  18, 
vherein  the  size  of  said  transistor  (N3)  is  smaller  in 
size  than  said  transistor  (P1)  and  the  size  of  said 
ransistor  (N8)  is  equal  or  larger  in  size  than  said 
ransistor  (N3).  10 

5 

20 

25 

30 

35 

40 

45 

50 

t 

8 



EP  0  303  341  A2 



P  0  303  341  AZ 



@P  0  303  341  A2 

I t  
0  _  

u  

m  

0  p 2   o o r  

i 

I  
C O  

2  

f t  

1 0  z  

3  

5  
o  

7- 

3  

5  

9 ,  

8  
o  

VJ) 

UJ 

I  



EP  0  303  341  A2 

J 



EP  0  303  341  A2 

uJ 

i  

V 
o  
0- 

o  
0  

2  
o  

3  

i  

in  

bi  
0  
0  
2  

5  

4  

a  
2  

o  
o  
2  


	bibliography
	description
	claims
	drawings

