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©  In  a  chip  mounting  apparatus,  a  plurality  of  chips 
(11)  bonded  on  an  adhesive  expand  tape  (13)  are 
mounted  one  by  one  onto  a  package  or  a  printed 
board.  The  apparatus  is  provided  with  a  vacuum 
pickup  member  (10)  movable  in  any  desired  direc- 
tion  for  picking  up  each  chip  (11)  by  drawing  the 
vacuum  through  a  suction  port  formed  in  it,  a  plural- 
ity  of  push  members  (12)  movable  up  and  down  for 
pushing  up  the  chip  (11)  from  a  lower  surface  of  the 
tape  (13)  towards  the  vacuum  pickup  member  (10),  a 
tape  driving  portion  for  drawing  the  tape  (13)  down- 
wards  from  a  peripheral  portion  of  the  chip  (11),  and 
an  optical  sensor  (5a,  5b)  for  detecting  whether  or 
not  the  tape  (13)  has  been  separated  from  the  pe- 
ripheral  portion  of  the  chip  (11)  in  a  state  in  which 
the  chip  (11)  is  being  pushed  upwards  by  the  push 
members  (12).  The  push  members  (12)  are  so  con- 
trolled  as  to  move  downwards  by  virtue  of  a  signal 
outputted  from  the  optical  sensor  (5a,  5b).  The  op- 
tical  sensor  (5a,  5b)  may  be  replaced  by  a  load 
detecting  monitor  for  detecting  a  load  exerting  upon 
the  push  rods  (12)  or  tension  of  the  tape  (13). 
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BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention 

The  present  invention  relates  to  a  chip  mount- 
ing  apparatus  for  picking  up  each  of  a  large  num- 
ber  of  chips,  for  example,  semiconductor  chips, 
chip  capacitors,  chip  resistors  or  the  like  bonded 
on  an  adhesive  expand  tape  to  mount  it  onto  a 
package  or  a  printed  board. 

Description  of  the  Prior  Art 

In  general,  a  large  number  of  semiconductor 
elements  are  initially  formed  into  a  certain  pattern 
on  a  semiconductor  wafer  and  are  then  individually 
separated  into  generally  square  chips  through  dic- 
ing,  through  dicing  and  breaking  or  through  scrib- 
ing  and  breaking.  Prior  to  subsequent  die-bonding 
and  sorting  process,  the  separated  semiconductor 
chips  are  successively  transported  to  a  chip 
mounting  apparatus,  while  being  bonded  on  an 
adhesive  expand  tape,  so  as  to  be  picked  up 
thereby  one  at  a  time.  The  chip  mounting  appara- 
tus  is  provided  with  a  vacuum  pickup  collet  for 
picking  up  the  chips  one  by  one  and  a  push  rod  or 
rods  for  pushing  up  each  chip  towards  the  collet.  In 
this  apparatus,  the  adhesive  expand  tape  is  sepa- 
rated  from  each  chip  by  drawing  the  tape  down- 
wards  in  a  state  in  which  the  chip  is  attracted  by 
the  collet  and  kept  unmoved  by  the  push  rods. 

Recently,  each  semiconductor  chip  tends  to  be 
formed  into  a  large  size,  rendering  its  bonding  area 
to  be  enlarged.  This  fact  makes  it  more  difficult  to 
separate  the  tape  from  the  chip.  Because  of  this, 
the  period  of  time  required  for  pushing  up  the  chip 
by  the  push  rods  has  sometimes  been  prolonged. 
However,  even  if  the  semiconductor  chips  are  the 
same  in  external  size,  the  time  required  for  sepa- 
rating  each  chip  from  the  tape  is  not  fixed.  For 
example,  when  the  semiconductor  chips  are  each 
1  0  mm  square,  the  time  required  for  the  separation 
varies  in  the  range  of  0.5  to  1  5  seconds.  To  make 
the  separation  time  constant,  the  longest  one  is 
required  to  be  set  as  the  basic  period  thereof.  As  a 
result,  even  when  a  certain  chip  is  separated  from 
the  tape  within  a  relatively  short  time,  it  is  picked 
up  by  the  collet  upon  lapse  of  the  basic  period  of 
separation  time.  This  is  disadvantageous  in  that 
productivity  is  relatively  low. 

SUMMARY  OF  THE  INVENTION 

Accordingly,  the  present  invention  has  been 
developed  with  a  view  to  substantially  eliminating 

5  the  above  described  disadvantage  inherent  in  the 
prior  art  chip  mounting  apparatus,  and  has  for  its 
essential  object  to  provide  an  improved  chip 
mounting  apparatus  which  is  capable  of  picking  up 
a  large  number  of  chips  bonded  on  an  adhesive 

10  expand  tape  one  by  one  upon  lapse  of  respective 
real  periods  of  time  required  for  separating  them 
from  the  tape. 

Another  important  object  of  the  present  inven- 
tion  is  to  provide  a  chip  mounting  apparatus  of  the 

75  above  described  type  which  is  simple  in  construc- 
tion  and  stable  in  functioning,  and  can  be  readily 
manufactured  at  a  low  cost. 

In  accomplishing  these  and  other  objects,  ac- 
cording  to  one  preferred  embodiment  of  the 

20  present  invention,  there  is  provided  a  chip  mount- 
ing  apparatus  for  mounting  a  plurality  of  chips 
bonded  on  an  adhesive  expand  tape  one  by  one 
onto  a  package  or  a  printed  board,  said  apparatus 
including  a  vacuum  pickup  member  movable  in 

25  any  desired  direction  for  picking  up  each  chip  by 
drawing  the  vacuum  therethrough,  a  plurality  of 
push  members  movable  up  and  down  for  pushing 
up  the  chip  from  a  lower  surface  of  the  tape 
towards  the  vacuum  pickup  member,  a  tape  driving 

30  means  for  drawing  the  tape  downwards  from  a 
peripheral  portion  of  the  chip,  and  a  separation 
detecting  means  for  detecting  whether  or  not  the 
tape  has  been  separated  at  least  from  the  periph- 
eral  portion  of  the  chip  in  a  state  in  which  the  chip 

35  is  being  pushed  upwards  by  the  push  members. 
In  the  chip  mounting  apparatus  having  the 

above  described  construction,  the  push  members 
are  so  controlled  as  to  move  downwards  by  virtue 
of  a  signal  outputted  from  the  separation  detecting 

40  means.  An  optical  sensor  means  comprised  of  a 
light  emitting  element  and  a  light  receiving  element 
can  be  employed  as  the  separation  detecting 
means.  Alternatively,  a  load  detecting  monitor 
means  for  detecting  a  load  exerting  upon  the  push 

45  rods  or  tension  of  the  tape  may  be  employed  as 
the  separation  detecting  means. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
50 

These  and  other  objects  and  features  of  the 
present  invention  will  become  more  apparent  from 
the  following  description  taken  in  conjunction  with 
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the  preferred  embodiment  thereof  with  reference  to 
the  accompanying  drawings,  throughout  which  like 
parts  are  designated  by  like  reference  numerals, 
and  in  which: 

Fig.  1  is  a  block  diagram  indicative  of  the 
entire  construction  of  a  chip  mounting  apparatus  of 
the  present  invention; 

Figs.  2a  to  2e  are  sectional  views  indicative 
of  the  operation  of  the  chip  mounting  apparatus 
according  to  a  first  embodiment  of  the  present 
invention; 

Fig.  3  is  a  sectional  view,  on  art  enlarged 
scale,  indicative  of  the  operation  of  a  separation 
detecting  sensor  means  provided  in  the  apparatus 
of  Figs.  2a  to  2e; 

Fig.  4  is  a  flow-chart  indicative  of  the  opera- 
tion  of  the  apparatus  of  Figs.  2a  to  2e;  and 

Figs.  5a  to  5e  are  sectional  views  indicative 
of  the  operation  of  the  chip  mounting  apparatus 
according  to  a  second  embodiment  of  the  present 
invention. 

DETAILED  DESCRIPTION  OF  THE  PREFERRED 
EMBODIMENT 

Referring  first  to  a  block  diagram  of  Fig.  1,  a 
chip  mounting  apparatus  of  the  present  invention  is 
provided  with  a  collet  driving  portion  1  for  driving  in 
any  desired  direction  a  vacuum  pickup  collet  which 
can  pick  up  a  large  number  of  chips,  for  example, 
semiconductor  chips,  chip  capacitors,  chip  resis- 
tors  or  the  like  bonded  on  an  adhesive  expand  tape 
one  at  a  time,  a  tape  driving  portion  2  for  drawing 
the  adhesive  expand  tape  downwards  when  each 
chip  has  been  attracted  by  the  collet,  a  push  rod 
driving  portion  3  for  moving  one  or  a  plurality  of 
push  rods  up  and  down  so  that  the  chip  is  caused 
to  move  up  towards  the  collet  upon  upward  move- 
ment  of  the  push  rods  and  a  control  portion  4  for 
controlling  these  three  driving  portions  1,  2  and  3. 
The  push  rod  driving  portion  3  includes  an  electric 
motor  as  a  push  rod  driving  means.  The  chip 
mounting  apparatus  of  the  present  invention  is  fur- 
ther  provided  with  a  separation  detecting  means  5 
for  outputting  a  signal  to  the  control  portion  4  so 
that  the  push  rods  may  be  so  controlled  as  to 
move  downwards.  Accordingly,  the  control  portion 
4  is  coupled  with  the  collet  driving  portion  1,  the 
tape  driving  portion  2,  the  push  rod  driving  portion 
3  and  the  separation  detecting  means  5,  as  shown 
in  the  diagram  of  Fig.  1  . 

The  separation  detecting  means  5  detects, 
upon  downward  movement  of  the  tape,  either  the 
fact  that  the  tape  has  been  separated  from  the 
peripheral  portion  of  the  chip  or  the  fact  that  the 
push  rods  have  pierced  the  tape.  Accordingly,  the 
separation  detecting  means  5  can  detect  when  the 

tape  actually  begins  to  be  separated  from  the  chip. 
Since  the  push  rods  are  so  controlled  as  to  move 
downwards  on  the  basis  of  a  separation  detecting 
signal  outputted  from  the  separation  detecting 

5  means  5,  the  collet  can  pick  up  each  chip  upon 
lapse  of  the  real  time  required  for  the  separation. 

Figs.  2a  to  2e  depict  the  operation  of  the  chip 
mounting  apparatus  according  to  a  first  embodi- 
ment  of  the  present  invention.  The  vacuum  pickup 

10  collet  10  has  at  its  lower  surface  a  suction  port  10a 
communicating  with  a  suction  means,  for  example, 
a  suitable  vacuum  pump  (not  shown)  so  that  the 
collet  10  can  attract  the  chip  11  by  drawing  the 
vacuum  through  the  suction  port  10a  thereof.  The 

75  collet  10  is  driven  at  least  up  and  down  by  the 
collet  driving  portion  1.  In  this  embodiment,  the 
chip  mounting  apparatus  is  provided  with  a  plurality 
of  vertically  movable  push  rods  12  disposed  below 
the  collet  10.  The  push  rods  12  are  so  operable  as 

20  to  push  up  the  chip  11  attracted  by  the  collet  10 
towards  the  collet  10  from  the  lower  surface  of  the 
tape  13.  The  push  rods  12  are  positioned  so  that 
the  peripheral  portion  of  the  chip  1  1  may  not  be  in 
contact  with  the  push  rods  12  through  the  tape  13. 

25  The  reason  for  this  is  not  to  prevent  the  separation, 
since  the  tape  13  begins  to  be  separated  from  the 
chip  11  at  the  peripheral  portion  of  its  lower  sur- 
face. 

As  shown  in  Fig.  3,  the  separation  detecting 
30  means  5  is  an  optical  sensor  means  comprised  of 

a  light  emitting  element  5a  for  emitting  light  to- 
wards  the  lower  surfaces  of  the  chip  11  and  the 
tape  13,  and  a  light  receiving  element  5b  for  re- 
ceiving  reflected  light  therefrom.  The  light  emitting 

35  element  5a  is  so  positioned  as  to  emit  light  per- 
pendicular  to  the  peripheral  portion  of  the  lower 
surface  of  the  chip  11  attracted  by  the  collet  10. 
On  the  other  hand,  the  light  receiving  element  5b  is 
so  positioned  as  to  make  a  fixed  acute  angle  with 

40  the  chip  11.  Accordingly,  when  the  tape  13  is  in 
contact  with  the  entire  lower  surface  of  the  chip  1  1  , 
the  light  receiving  element  5b  never  receives  re- 
flected  light  from  the  chip  1  1  ,  which  is  shown  by  a 
dotted  line  in  Fig.  3.  In  contrast,  when  the  tape  13 

45  begins  to  leave  the  peripheral  portion  of  the  chip 
11  to  make  a  predetermined  angle  with  incident 
light,  as  shown  by  a  solid  line  in  Fig.  3,  the  light 
receiving  element  5b  receives  reflected  light  from 
the  tape  13,  which  is  shown  by  a  single  dotted 

so  chain  line  in  Fig.  3.  Consequently,  the  beginning  of 
the  separation  of  the  tape  13  from  the  chip  11  is 
detected  when  the  light  receiving  element  5b  has 
received  the  light  emitted  from  the  light  emitting 
element  5a. 

55  With  reference  to  Figs.  2a  to  2e  and  a  flow- 
chart  of  Fig.  4,  the  operation  of  the  chip  mounting 
apparatus  will  be  explained  hereinafter. 

One  of  the  chips  11  is  initially  supplied  below 
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the  collet  10  while  being  bonded  on  the  tape  13.  At 
step  s1  01  ,  upon  downward  movement  of  the  collet 
10,  the  chip  11  is  attracted  thereby  by  drawing  the 
vacuum  through  the  suction  port  10a  thereof  (Fig. 
2a).  At  subsequent  step  s102,  the  push  rods  12  are  5 
caused  to  move  upwards  to  push  up  the  chip  11 
towards  the  collet  1  0  from  the  lower  surface  of  the 
tape  13.  In  this  event,  the  tape  13  is  securely  held 
at  its  peripheral  portion  by  means  of  a  holding 
means  16  of  the  tape  driving  portion  2.  The  holding  10 
means  16  is  comprised  of,  for  example,  an  al- 
minium  ring  15  and  a  rubber  ring  14  for  pressing 
the  peripheral  portion  of  the  tape  13  against  the 
aluminium  ring  15.  Simultaneously  with  or  imme- 
diately  after  the  pushing  up  of  the  push  rods  12,  75 
the  tape  driving  portion  2  is  brought  into  operation 
to  draw  the  tape  13  downwards  at  step  s103  (Fig. 
2b). 

The  tape  13  begins  to  be  separated  from  the 
peripheral  surface  of  the  chip  1  1  by  virtue  of  the  20 
force  for  drawing  the  tape  13  downwards.  Upon 
separation,  when  the  tape  13  has  made  a  predeter- 
mined  angle  with  the  chip  11,  the  light  receiving 
element  5b  of  the  separation  detecting  sensor 
means  5  detects  this  fact  at  step  s1  04  (Fig.  2c  and  25 
Fig.  3)  and  outputs  a  signal  to  the  control  portion  4. 
As  a  result,  the  control  portion  4  gives  a  command 
to  the  push  rod  driving  portion  3  to  move  the  push 
rods  12  downwards  at  step  s105  so  that  the  push 
rods  12  may  move  away  from  the  tape  13  (Fig.  30 
2d). 

Under  such  conditions,  since  the  attracting 
force  of  the  collet  10  is  greater  than  the  bonding 
force  of  the  tape  13,  the  chip  11  never  departs 
from  the  collet  1  0  even  when  the  tape  1  3  is  drawn  35 
downwards.  Accordingly,  the  tape  13  is  completely 
separated  from  the  chip  11,  resulting  in  completion 
of  the  pickup  of  the  chip  1  1  (Fig.  2e). 

As  described  above,  the  beginning  of  the  sepa- 
ration  of  the  tape  13  from  the  chip  11  is  detected  40 
by  the  separation  detecting  sensor  means  5.  Even 
if  the  separation  period  of  time  varies  according  to 
individual  chips,  the  pickup  can  be  completed  upon 
lapse  of  real  time  required  for  the  separation,  ren- 
dering  the  pickup  period  of  time  to  be  shortened.  45 

Figs.  5a  to  5e  depict  the  construction  and 
operation  of  the  chip  mounting  apparatus  according 
to  a  second  embodiment  of  the  present  invention, 
which  is  provided  with  a  plurality  of  sharp-pointed 
push  rods  12a  and  a  load  detecting  monitor  means  50 
17  as  the  separation  detecting  means.  The  load 
detecting  monitor  means  17  is  electrically  con- 
nected  to  the  electric  motor  of  the  push  rod  driving 
portion  3  for  detecting  an  electric  current  of  the 
electric  motor.  The  chip  mounting  apparatus  of  the  55 
second  embodiment  is  substantially  the  same  in 
operation  as  that  of  the  first  embodiment  and  dif- 
fers  therefrom  in  that  the  load  detecting  monitor 

means  17  is  provided  in  the  second  embodiment. 
A  device  for  detecting  a  load  exerting  upon  the 
push  rods  12a  or  tension  of  the  tape  13  can  be 
employed  as  the  load  detecting  monitor  means. 

In  this  embodiment,  when  the  tape  13  is  drawn 
downwards  by  the  tape  driving  portion  2  (Fig.  5c), 
the  tape  13  begins  to  be  separated  from  the  pe- 
ripheral  portion  of  the  chip  11  and  is  then  pierced 
by  the  sharp-pointed  push  rods  12a  (Fig.  5d).  In 
this  event,  since  the  load  exerting  upon  the  push 
rods  12a  or  the  tension  of  the  tape  13  changes,  the 
load  detecting  monitor  means  17  can  detect  the 
separation.  Thereafter,  upon  downward  movement 
of  the  push  rods  12a,  the  separation  of  the  tape  13 
from  the  chip  1  1  is  completed  (Fig.  5e). 

It  is  to  be  noted  here  that  in  the  first  embodi- 
ment,  although  the  light  emitting  and  receiving  ele- 
ments  5a  and  5b  are  located  apart  from  each  other, 
these  two  elements  5a  and  5b  may  be  adjacent  to 
each  other  so  that  the  light  receiving  element  5b 
can  detect  the  reflected  light  shown  by  the  dotted 
line  in  Fig.  3.  If  the  light  emitting  and  receiving 
elements  5a  and  5b  are  located  in  this  manner,  the 
amount  of  reflected  light  shown  by  the  dotted  line 
reduces  simultaneously  with  the  separation  of  the 
tape  13. 

It  is  also  to  be  noted  that  a  light  beam  may  be 
caused  to  travel  in  a  direction  parallel  to  the  chip 
1  1  at  a  location  shown  by  a  reference  character  A 
in  Fig.  3.  In  this  case,  the  amount  of  transmitted 
light  is  detected  which  varies  with  the  separation  of 
the  tape. 

It  is  further  to  be  noted  that  in  the  second 
embodiment,  the  fact  that  the  push  rods  12a  have 
pierced  the  tape  13  may  be  optically  detected. 

From  the  foregoing,  according  to  the  present 
invention,  the  separation  detecting  means  can  de- 
tect  the  beginning  of  the  separation  of  the  tape 
from  the  chip,  thereby  rendering  the  push  rods  to 
stop  pushing  up  the  chip  through  the  tape.  Accord- 
ingly,  the  pickup  of  each  individual  chip  is  com- 
pleted  upon  lapse  of  the  real  time  required  for  the 
separation,  thus  enabling  the  period  of  time  for 
each  pickup  to  be  effectively  shortened. 

Although  the  present  invention  has  been  fully 
described  by  way  of  examples  with  reference  to 
the  accompanying  drawings,  it  is  to  be  noted  here 
that  various  changes  and  modifications  will  be  ap- 
parent  to  those  skilled  in  the  art.  Therefore,  unless 
such  changes  and  modifications  otherwise  depart 
from  the  spirit  and  scope  of  the  present  invention, 
they  should  be  construed  as  being  included  there- 
in. 

4 
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Claims 

1.  A  chip  mounting  apparatus  for  mounting  a 
plurality  of  chips  bonded  on  an  adhesive  expand 
tape  one  by  one,  which  comprises:  s 
a  vacuum  pickup  member  movable  in  any  desired 
direction  for  picking  up  each  chip  by  drawing  the 
vacuum  therethrough; 
a  plurality  of  push  members  movable  up  and  down 
for  pushing  up  said  chip  from  a  lower  surface  of  10 
said  tape  towards  said  vacuum  pickup  member, 
said  push  members  located  below  said  vacuum 
pickup  member  when  said  chip  is  picked  up  by 
said  vacuum  pickup  member; 
a  tape  driving  means  for  drawing  said  tape  down-  75 
wards  from  a  peripheral  portion  of  said  chip;  and 
a  separation  detecting  means  for  detecting  whether 
or  not  said  tape  has  been  separated  at  least  from 
the  peripheral  portion  of  said  chip  in  a  state  in 
which  said  chip  is  being  pushed  upwards  by  said  20 
push  members; 
whereby  said  push  members  are  so  controlled  as 
to  move  downwards  by  virtue  of  a  signal  outputted 
from  said  separation  detecting  means. 

2.  The  chip  mounting  apparatus  according  to  25 
claim  1,  wherein  said  separation  detecting  means 
comprises  an  optical  sensor  means  for  optically 
detecting  the  separation  of  said  tape,  from  said 
chip. 

3.  The  chip  mounting  apparatus  according  to  30 
claim  1,  wherein  said  separation  detecting  means 
comprises  a  load  detecting  means  for  detecting 
either  of  a  load  exerting  upon  said  push  members 
and  tension  of  said  tape. 
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