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@  Single-handedly  openable  jar  lid. 

(§)  A  lid  (2)  is  intended  here,  such  that  it  can  be  opened 
single-handedly.  The  lid  is  provided  with  a  lid  part  (3)  closing  an 
opening  to  a  package  with  the  aid  of  a  press  fit,  snap  fit  or  the 
like.  The  invention  is  distinguished  in  that  the  lid  part  (3)  is 
provided  with  an  elongate  handle  part  (4)  adapted  to  extend 
outwards  from  the  lid  part. 
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Description 
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SINGLE-HANDEDLY  OPENABLE  JAR  LID 

The  present  invention  relates  to  a  lid  for  a 
package,  e.g.  a  jar,  bottle  or  the  like  intended  for 
being  opened  single-handedly.  The  lid  part  itself  can  5 
be  of  conventional  type,  intended  for  closing  and 
opening  to  the  package  with  the  aid  of  a  press  or 
snap  fit  or  the  like. 

Lids  to  such  packages  as  jars,  bottles  and  the  like 
nearly  always  have  the  task  of  sealingly  closing  off  10 
the  package  opening,  or  preventing  the  contents  in 
the  package  from  getting  outside  it.  This  means  that 
the  lid  must  be  retained  over  the  opening  with  a 
given  stress,  achieved  by  such  as  a  press  fit,  snap  fit, 
screw-thread  or  the  like.  There  is  thus  required  a  15 
given,  not  necessarily  small,  force  for  opening  the  jar 
and  removing  the  lid  from  the  opening.  Normally  this 
does  not  involve  any  problems,  and  there  are  special 
tools  for  opening  certain  kinds  of  closures. 

For  handicapped  and  ailing  persons  there  can  be  20 
insurmountable  difficulties  in  opening  the  lid,  how- 
ever.  Persons  weakened  by  illness,  or  persons  who 
only  have  one  usable  hand  have  in  these  times  great 
difficulty  in  opening  packages  such  as  medicine  jars, 
bottles  or  the  like,  without  resorting  to  special  25 
measures  or  special  tools,  with  the  imminent  risk  the 
whole  time  of  spilling  the  contents  of  the  package. 
This  means  that  the  person  in  question  is  not 
inclined  to  re-close  the  package  after  use,  which  in 
turn  can  mean  that  its  contents  is  affected  in  some  30 
way  or  another,  due  to  the  package  remaining  open. 

The  present  invention  has  the  task  of  mitigating 
these  drawbacks  and  providing  an  opportunity  of 
single-handedly  being  able  to  open  a  package  such 
as  a  jar,  bottle  or  the  like  very  easily  and  without  any  35 
great  force.  This  has  been  enabled  by  the  invention 
having  been  given  the  distinguishing  features  dis- 
closed  in  the  claims. 

The  invention  will  now  be  described  in  more  detail 
in  the  form  of  examples  and  with  reference  to  the  40 
drawing,  where  Figure  1  illustrates  a  package  in  the 
form  of  a  jar,  with  a  lid  (in  section)  placed  on  the  jar, 

Figure  2  is  a  view  from  above  of  the  package 
in  Figure  1, 

Figure  3  illustrates  another  embodiment  of  45 
the  package  with  the  lid  sectioned, 

Figure  4  is  a  further  embodiment  of  the 
package  with  the  lid  sectioned,  and 

Figure  5  is  a  partial  section  of  a  fourth 
embodiment  of  the  invention.  50 

In  the  figures,  the  numeral  1  denotes  a  package  in 
the  form  of  a  jar  or  bottle.  The  opening  of  the  jar  or 
bottle  is  closeable  with  the  aid  of  a  lid  2.  This  lid  2 
comprises  a  lid  part  3  and  a  handle  part  4.  In  the 
illustrated  example  the  lid  part  3  is  applied  to  the  55 
opening  of  the  package  1  using  a  snap  fit  such  that  a 
groove  in  the  part  3  engages  with  a  bead  5  extending 
all  the  way  round  the  neck  of  the  package.  The 
handle  part  4  is  formed  integrally  with  the  lid  part  3 
and  extends  radially  out  from  it,  as  illustrated  in  the  60 
Figures.  The  handle  part  4  has  a  length  outside  the 
lid  part  3  which  is  somewhat  greater  than  the 
diameter  of  the  latter. 

I  Fig.  1  it  is  shown  how  the  package  1  is  provided 
with  a  portion  6  extending  laterally,  which  forms  a 
part  of  the  bottom  portion  of  the  package.  When  the 
package  is  placed  on  a  substructure,  the  portion  6  is 
used  for  counterbalancing  force  as  the  lid  2  is 
opened  by  a  pressure  being  applied  on  the  handle 
part  4.  The  lid  part  3  with  the  handle  part  4  thus  acts 
as  a  lever  with  its  fulcrum  at  the  edge  of  the  lid  part  3 
closest  to  the  handle  part  4,  as  indicated  by  7  in 
Fig.  1. 

In  Fig.  3  there  is  illustrated  a  package  with  a 
correspond  ing  lid  2,  but  wherein  the  portion  6  has 
been  given  a  handle  part  of  a  shape  complementary 
to  the  handle  part  4.  The  handle  part  4  and  portion  6 
thus  form  together  a  tongs-like  grip.  In  this  case  no 
support  against  a  substructure  is  required  for  the 
package. 

Fig.  4  can  be  said  to  illustrate  an  arrangement  with 
a  lid  2  and  a  package,  in  which  the  characterizing 
features  of  Figs.  1  and  3  are  combined.  The  portion  6 
has  here  been  divided  into  two  parts,  of  which  one 
part  contains  the  bottom  portion  of  the  package  and 
thus  serves  as  support  when  the  package  is  opened 
and  a  part  having  the  shape  of  a  complementary 
handle  part  with  the  same  function  as  has  been 
described  in  connection  with  Fig.  3. 

In  Fig.  5  there  is  shown  a  further  embodiment  of  lid 
and  package,  where  the  lid  2  is  hingedly  connected 
to  the  package  1  with  the  aid  of  a  hinge-like  joint  8. 
The  package  1  can  in  this  case  have  one  of  the 
previously  described  configurations,  of  course.  The 
lid  2  does  not  come  away  from  the  package  1  in  this 
embodiment,  which  can  facilitate  the  use  of  the 
package  in  many  cases. 

It  should  be  understood  that  within  the  scope  of 
the  invention  lid  and  package  can  be  varied  in  shape 
while  retaining  the  function  accounted  for  in  connec- 
tion  with  the  description  of  the  Figures. 

Claims 

1.  Lid  (2)  intended  for  being  opened  single- 
handedly  and  provided  with  a  lid  part  (3)  which 
closes  an  opening  of  a  package  (1)  such  as  a 
jar,  bottle  or  the  like  with  the  aid  of  a  press  fit, 
snap  fit  or  the  like,  characterized  in  that  an 
elongate  handle  part  (4)  is  arranged  on  the  lid 
part  (3)  and  extends  outwards  with  a  length 
which  is  equally  as  great  as,  or  greater  than  the 
diameter  of  the  lid  part. 

2.  Lid  as  claimed  in  Claim  1  ,  characterized  in 
that  the  handle  part  (4)  extends  substantially 
radially  outwards  from  the  lid  part  (3). 

3.  Lid  as  claimed  in  Claim  2,  characterized  in 
that  the  package  (1)  has  a  laterally  extended 
portion  (6)  enabling  counteraction  of  forces  in 
co-action  with  the  handle  part  (4)  when  the 
package  is  opened  by  removing  the  lid. 
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4.  Lid  as  claimed  in  any  one  of  the  preceding 
slaims,  characterized  in  that  the  handle  part  (4) 
s  formed  integrally  with  the  lid  part  (3)  . 

5.  Lid  as  claimed  in  Claim  3  or  4,  charac- 
terized  in  that  said  portion  (6)  and  handle  part  5 
(4)  together  form  a  tongs-like  grip. 

6.  Lid  as  claimed  in  any  one  of  Claims  3-5, 
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snaractenzea  in  max  saia  pornon  (O)  contains 
the  bottom  portion  of  the  jar,  bottle  or  the  like. 

7.  Lid  as  claimed  in  any  one  of  the  preceding 
claims,  characterized  in  that  the  lid  part  (3)  is 
hingedly  arranged  (8)  on  the  package  (1)  at  the 
adge  of  the  lid  part  nearest  the  handle  part  (4)  . 
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