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©  The  size  of  an  recording  pixel  (7)  is  not  the  inverse  of  an  integer  multiple  of  an  original  pixel  (2).  In  the 
orocess  of  combining  a  plurality  of  original  images  with  each  other  in  order  to  record  a  combined  image,  spatial 
relationship  between  the  respective  pixel  arrangements  of  the  original  pixel  array  and  the  recording  pixel  array  is 
detected.  According  to  the  spatial  relationship,  a  plurality  of  original  pixels  surrounding  each  recording  pixel  are 
specified,  and  the  pixel  image  data  for  the  specified  original  pixels  are  interpolated  unless  it  is  detected  that  a 
combination  boundary  between  the  original  images  exists  in  the  recording  pixel.  The  interpolated  image  data  is 
employed  for  the  recording  pixel. 
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Method  of  and  Apparatus  for  Recording  Image  in  the  form  of  Pixel  Array 

3ACKGR0UND  OF  THE  INVENTION 

5  Field  of  the  Invention 

The  present  invention  relates  to  a  method  of  and  apparatus  for  obtaining  a  recorded  image  expressed 
by  an  array  of  recording  pixels  in  accordance  with  an  original  image  expressed  by  an  image  data  for  each 
pixel,  and  more  particularly,  to  a  technique  of  image  recording  capable  of  being  applied  to  a  case  where  the 

•o  size  of  the  original  pixel  is  not  an  integer  multiple  of  that  of  the  recording  pixel. 

Description  of  the  Background  Arts 

?5  Recently,  a  layout  "system  or  a  layout  scanner  for  obtaining  an  edited  image  according  to  a  desired 
:mage  layout  has  been  developed,  through  which  a  printing  process  is  rationalized.  As  well  known  in  the  art, 
the  edited  image  obtained  by  the  layout  system  is  expressed  by  two  sets  of  data,  one  of  which  consists  of 
a  plurality  of  image  data  expressing  a  plurality  of  original  images  to  be  edited,  respectively,  and  the  other  is 
a  pattern  data  expressing  a  combination  pattern  or  rule  through  which  the  original  images  are  spatially 

20  combined  with  each  other. 
On  the  other  hand,  there  is  a  demand  for  an  apparatus  by  which  the  edited  image  is  recorded  on  a 

photosensitive  material  as  a  secondary  color  original  image  or  a  proofreading  color  image.  Such  an 
apparatus  has  been  also  developed,  and  image  processing  therein  is  conducted  as  follows: 

As  shown  in  Fig.  18A  and  Fig.  18B,  a  first  original  image  data  A  expressing  a  first  original  image  1a  for 
25  each  pixel  2,  and  a  second  original  image  data  B  expressing  a  second  original  image  1  b  for  each  pixel  2 

are  prepared  in  the  layout  system.  In  the  present  patent  application,  a  pixel  defined  on  an  original  image  is 
called  as  "original  pixel",  and  therefore,  the  pixel  2  indicated  in  Fig.  18  is  the  "original  pixel"  in  the  original, 
image  1a  or  1b.  The  pixel  2  in  the  first  original  image  1a  and  that  in  the  second  original  image  1b  has  a 
common  size,  which  is  expressed  by  pixel  pitches  DY  and  Dx  in  the  two  dimensional  image  plane.  The 

30  original  pixel  2  having  the  pixel  pitches  DY  and  Dx  is  also  illustrated  in  Fig.  19A  and  Fig.  19B  with  respect  to 
the  first  and  second  original  images  1a  and  1b,  respectively,  where  the  pixel  2  is  enlarged  for  convenience 
of  illustration. 

The  combination  pattern  for  defining  the  spatial  combination  rule  of  the  original  images  1a  and  1b  is 
expressed  by  a  pattern  data  having  a  value  for  each  pattern  pitches  PY  and  Px  as  shown  in  Fig.  19C, 

35  through  which  a  recorded  image  3  shown  in  Fig.  18C  is  obtained  from  the  original  images  1a  and  1b.  The 
pattern  pitches  PY  and  Px  are  smaller  than  the  original  pixel  pitches  DY  and  Dx  by  the  factor  of  an  integer, 
respectively,  and  the  factor  is  five  in  the  example  shown  in  Fig.  19C.  In  the  present  application,  the  smaller 
area  defined  by  the  pattern  pitches  PY  and  Px  is  called  as  "  unit  cell". 

The  pattern  data  has  a  value  of  "1  "  or  "0"  for  each  unit  cell  4,  as  shown  in  Fig.  19C.  The  first  original 
jo  image  data  A  is  employed  in  the  unit  cell  4  having  the  value  "0",  while  the  second  original  image  data  B  is 

employed  in  the  unit  cell  4  having  the  value  "1".  Accordingly,  when  the  pattern  data  of  Fig.  19C  is  provided 
for  the  original  pixel  2  corresponding  to  a  pixel  2R  indicated  in  Fig.  18C,  a  combined  image  data  shown  in 
Fig.  19D  is  obtained  for  the  pixel  2  from  the  original  image  data  A  and  B. 

The  combinated  image  obtained  through  the  layout  system  is  employed  in  an  image  recording  in  which 
45  a  photosensitive  material  is  exposed  to  a  light  beam  for  each  scanning  line,  and  the  recorded  image  is 

faithful  to  the  combined  image  as  long  as  the  recording  pixel  pitchs  are  identical  to  the  pattern  pitchs  PY 
and  Px.  The  respective  values  of  the  recording  pixel  pitchs  in  a  main  scanning  direction  and  a  subscanning 
direction  are  restricted  to  certain  values  in  accordance  with  the  sectional  diameter  of  the  light  beam. 
However,  if  the  recording  pixel  pitchs  are  different  from  the  pattern  pitchs  PY  and  Px,  i.e.,  if  the  size  of  the 

so  original  pixel  2  is  not  an  integer  multiple  of  the  size  of  the  recording  pixel,  the  following  problem  is  caused 
in  the  conventional  technique. 

That  is,  when  the  recording  pixel  pitchs  EY  and  Ex  of  the  recording  pixel  7  shown  in  Fig.  20  are  different 
from  the  pattern  pitchs  PY  and  Px  according  to  the  condition  indicated  above,  the  whole  size  of  recorded 
image  does  not  match  the  size  of  the  edited  or  combined  image  obtained  through  the  layout  system  as 
'cng  as  the  one-to-one  correspondence  is  maintained  between  the  unit  cell  4  and  the  recording  pixel  7. 

2 
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Although  the  problem  is  especially  serious  in  a  case  where  the  size  of  the  recording  pixel  /  is  larger 
than  that  of  the  unit  cell  4,  the  problem  is  also  caused  even  if  the  former  is  smaller  than  the  latter.  More 
particularly,  when  the  size  of  the  recording  pixel  7  is  not  the  inverse  of  an  integer  multiple  of  the  unit  cell 
size,  it  is  impossible  to  assign  a  plurality  of  the  recording  pixels  7  to  each  of  unit  cells  4  without  assignment 

5  error,  and  the  respective  sizes  of  the  combined  image  in  the  layout  system  and  the  recorded  image  cannot 
match  each  other. 

On  the  other  hand,  the  problem  can  be  prevented  in  the  case  where  the  respective  sizes  of  the 
recording  pixel  7  and  the  unit  cell  4  are  set  at  a  common  size.  However,  the  size  of  the  recording  pixel  7 
should  be  determined  so  as  to  satisfy  the  condition  for  the  optimum  exposure  which  is  required  in  an 

<o  exposure  device,  and  the  sharpness  in  the  recorded  image  is  reduced  when  the  condition  for  the  optimum 
exposure  is  ignored  and  the  size  of  the  recording  pixel  7  is  forced  to  match  the  unit  cell  4.  Similarly,  the 
size  of  the  unit  cell  4  is  so  determined  as  to  satisfy  the  opitmum  condition  for  obtaining  the  combined 
image  as  desired,  and  therefore,  it  cannot  be  arbitrarily  changed  so  as  to  match  the  recording  pixel  size. 

Accordingly,  it  is  difficult  in  practice  to  set  the  respective  sizes  of  the  recording  pixel  7  and  the  unit  cell 
rs  4  at  a  common  size,  and  an  improvement  of  the  image  recording  should  be  directed  to  a  technique  in 

which  the  recorded  image  faithful  to  the  original  image  data  can  be  obtained  under  the  condition  where  the 
respective  sizes  of  the  recording  pixel  and  the  unit  cell  (or  the  recording  pixel)  are  individually  set  at  their 
optimum  values  being  different  from  each  other. 

»o 
SUMMARY  OF  THE  INVENTION 

The  present  invention  is  intended  for  a  method  of  generating  an  object  image  to  be  recorded  on  a 
recording  plate  in  the  form  of  a  recording  pixel  array  on  the  basis  of  an  original  image  data,  wherein  the 

25  object  image  is  obtained  by  combining  a  plurality  of  original  images  with  each  other  according  to  a 
predetermined  pattern  data  expressing  a  combination  pattern  of  the  original  images. 

According  to  the  present  invention,  the  method  comprises  the  steps  of:  (1)  preparing  image  data 
expressing  original  images  in  the  form  of  an  original  pixel  array;  (2)  determining  respective  sizes  of  a 
recording  pixel  included  in  the  recording  pixel  array  and  an  original  pixel  included  in  the  original  pixel  array;- 

30  (3)  detecting  a  spatial  relationship  between  respective  pixel  arrangements  of  the  recording  pixel  array  and 
the  original  pixel  array  on  the  basis  of  the  respective  sizes;  (4)  specifying  a  plurality  of  original  pixels 
spatially  surrounding  each  recording  pixel  on  the  basis  of  the  spatial  relationship;  (5)  extracting  respective 
pixel  image  data  for  the  original  pixels  specified  in  the  step  (4)  from  the  original  image  data;  (6)  detecting  a 
combination  boundary  between  the  original  images;  (7)  interpolating  the  respective  pixel  image  data  to 

35  generate  an  interpolated  pixel  image  data  in  case  of  not  detecting  the  combination  boundary  in  the  step  (6); 
(8)  recording  an  image  on  the  recording  plane  for  each  recording  pixel  on  the  basis  of  the  interpolated  pixel 
image  data  and  the  pixel  image  data,  thereby  to  obtain  the  object  image  on  the  recording  plate. 

Preferably,  the  pattern  data  comprises  a  number  of  combination  signals  corresponding  to  the  respective 
recording  pixels,  and  the  step  (6)  includes  detecting  the  respective  bits  of  the  pattern  data  and  comparing 

40  the  same  with  each  other,  whereby  it  is  detected  whether  the  combination  boundary  exists  in  the  original 
images.  The  existence  of  the  combination  boundary  in  the  original  images  may  be  detected  at  which  every 
combination  signal  of  the  pattern  data  is  one  of  possible  states. 

In  an  aspect  of  the  present  invention,  the  step  (7)  includes  the  steps  of:  (7-1)  detecting  recording  pixels 
other  than  recording  pixels  included  in  an  exclusion  distance  on  the  basis  of  the  spatial  relationship  from 

45  respective  center  points  of  the  original  pixels  specified  in  the  step  (4);  (7-2)  determining  a  coefficient 
function  corresponding  to  distances  between  one  of  the  center  points  and  the  respective  recording  pixels 
detected  in  the  step  (7-1);  (7-3)  finding  distances  between  one  of  the  center  points  and  respective  recording 
pixels  surrounded  by  the  center  points;  and  (7-4)  obtaining  an  interpolated  image  data  for  recording  pixels 
on  the  basis  of  the  distances  by  using  the  coefficient  function, 

so  The  coefficient  function  may  include  invalid  values  for  interpolation,  the  invalid  values  being  applied  with 
recording  pixels  included  in  the  excluded  distance. 

The  present  invention  is  also  intended  for  an  apparatus  suitable  for  the  method  described  above. 
Accordingly,  an  object  of  the  present  invention  is  to  provide  a  method  of  and  an  apparatus  for  obtaining 

an  recorded  image  faithful  to  a  given  original  image  data  even  if  the  ratio  of  the  original  pixel  size  to  the 
55  recording  pixel  size  is  not  an  integer  multiple  or  the  inverse  of  an  integer  multiple. 

'  Another  object  of  the  present  invention  is  to  obtain  an  recorded  image  having  a  predetermined  size. 
Further  another  object  of  the  present  invention  is  to  record  an  image  as  an  array  of  recording  pixels 

each  having  a  described  size. 
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These  and  other  objects,  features,  aspects  and  advantages  of  the  present  invention  will  become  more 
acparent  from  the  following  detailed  description  of  the  present  invention  when  taken  in  conjunction  with  the 
accompanying  drawings. 

5 
BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  block  diagram  showing  an  overall  structure  of  an  image  recorder  according  to  a  preferred 
embodiment  of  the  present  invention, 

•o  Fig.  2  is  an  explanatory  diagram  showing  the  spatial  relationship  between  the  respective  pixel 
arrangements  in  a  recording  pixel  array  and  an  original  pixel  array, 

Fig.  3A  is  a  diagram  showing  the  respective  data  formats  of  original  image  data  and  pattern  data, 
Fig.  3B  is  an  explanatory  diagram  showing  division  of  the  original  pixel  into  unit  cells, 
Fig.  4A  and  Fig.  4B  show  the  relationship  between  the  diameter  of  an  exposure  beam  and  a 

75  recording  pixel  pitch, 
Fig.  5  is  a  circuit  diagram  showing  the  internal  structure  of  a  recording  image  selection  circuit, 
Fig.  6  is  an  explanatory  diagram  showing  the  spatial  relationship  between  the  respective  arrangments 

in  the  recording  pixel  array  and  a  lattice  structure  interconnecting  the  respective  center  points  of  the  original 
pixeis, 

20  Fig.  7  is  a  circuit  diagram  showing  the  internal  structure  of  a  reference  point  correction  circuit, 
Fig.  8  is  an  explanatory  diagram  schematically  showing  a  corrected  remainder, 
Fig.  9  is  a  circuit  diagram  showing  the  internal  structure  of  a  line  memory  device, 
Fig.  10,  Fig.  1  1  A  and  Fig.  11B  are  explanatory  diagrams  showing  an  interpolation  process, 
Fig.  12  is  a  circuit  diagram  showing  the  internal  structure  of  an  interpolation  control  circuit, 

25  Fig.  13  is  a  timing  chart  showing  the  operation  of  the  interpolation  control  circuit, 
Fig.  14  and  Fig.  15  are  explanatory  diagrams  showing  coefficient  functions  used  in  the  interpolation 

and  the  division  of  a  lattice  cell,  respectively, 
Fig.  16,  Fig.  17A  and  Fig.  17B  are  diagrams  showing  the  spatial  structure  of  a  recorded  image  and 

the  generation  timings  of  control  signals,  and 
30  Fig.  18  through  Fig.  20  are  explanatory  diagrams  showing  a  combination  of  original  -images.  ' 

DESCRIPTION  OF  THE  PREFERRED  EMBODIMENTS 

35 
(A)  Overall  Structure  of  the  Preferred  Embodiments 

Fig.  1  is  a  block  diagram  showing  a  overall  structure  of  an  image  recorder  100  according  to  a  preferred 
embodiment  of  the  present  invention.  The  image  recorder  100  receives  a  first  original  image  data  Di  and  a 

jo  second  original  image  data  D2  as  well  as  a  pattern  data  P  from  a  memory  500  provided  in  a  layout  system. 
The  first  and  second  image  data  Di  and  D2  express  the  respective  original  images  1a  and  1b  shown  in  Fig. 
18A  and  Fig.  18B  for  each  original  pixel  2,  respectively,  while  the  pattern  data  P  expresses  a  designated 
combination  rule  of  the  original  images  1a  and  1b  for  each  original  pixel  2  in  the  form  of  selective 
employment  rule  of  the  original  image  data  Di  and  D2.  An  example  of  the  pattern  data  P  is  that  shown  in 

45  the  pixel  2R  of  Fig.  19C.  The  image  recorder  100  is  operable  to  record  a  color  image  on  a  color 
photosensitive  material  10  on  the  basis  of  the  data  Di,  D2  and  P,  and  the  respective  parts  thereof  are  as 
follows: 

50  (A-1)  Data  Processing  Part 

Within  the  data  D<  ,  D2  and  P  supplied  from  the  memory  500,  the  first  image  data  Di  expressing  the 
first  original  image  1a  for  each  original  pixel  2  is  transmitted  to  a  first  image  line  memory  device  200a  and 
temporarily  stored  therein  for  each  scanning  line.  Similarly,  the  second  image  data  D2  expressing  the 

55  second  original  image  1b  for  each  original  pixel  2  is  transmitted  to  a  second  image  line  memory  device 
200b  and  temporarily  stored  therein  for  each  scanning  line.  Furthermore,  the  pattern  data  P  having  multi-bit 
values  for  each  original  pixel  2  as  shown  in  Fig.  19C,  for  example,  is  delivered  to  a  pattern  line  memory 
device  200c,  to  be  stored  therein  for  each  scanning  line. 

4 
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The  first  and  second  original  images  1a  and  1b  expressed  by  the  tirst  and  second  image  aata  u-  ana 
Dz.  respectively,  are  combined  with  each  other  according  to  the  combination  rule  expressed  by  the  pattern 
data  P.  The  combination  process  is  attained  through  the  step  where  one  of  the  first  and  second  original 
images  1a  and  1b  is  selected  through  a  recording  image  selection  circuit  300  for  each  recording  pixel 

5  defined  on  an  image  recording  plane,  which  will  be  described  later.  The  image  selection  circuit  300  is  one 
of  the  characteristic  elements  in  the  preferred  embodiment.  The  first  and  second  image  data  Di  and  D2  for 
each  recording  pixel  are  selectively  employed,  to  be  combined  with  that  for  other  pixels  in  time  series.  The 
selection  is  attained  through  the  respective  switching  operations  in  selectors  16  and  17,  which  will  be 
described  later. 

o  An  image  data  Ds  obtained  through  the  selector  17  is  given  to  a  multiplier/accumulator  450.  The 
multiplier/accumulator  450  is  operable  to  interpolate  the  image  data  Ds  under  the  control  with  an  interpola- 
tion  control  circuit  400.  An  interpolated  image  signal  D,  thus  obtained  is  latched  by  a  latch  circuit  18,  to 
become  an  image  data  Du  for  the  image  recording.  The  image  data  Du  is  supplied  to  a  color  conversion 
circuit  19. 

5  Each  of  the  first  and  second  image  data  Di  and  D2  includes  color  data  for  three  colors  of  yellow  (Y), 
magenta  (M)  and  cyan  (C),  and  a  data  for  black  (K),  whereby  the  image  data  Du  also  includes  the  four 
components  of  Y,  M,  C  and  K.  The  color  conversion  circuit  19  converts  the  components  Y,  M,  C  and  K  into 
color  signals  CY  and  CM  and  Cc  for  respective  components  of  Y,  M  and  C.  Gradation  corrections  and  other 
processings  for  the  respective  color  are  also  conducted  in  the  color  conversion  circuit  19. 

;o  The  color  signals  CY  Cc  and  CM  thus  obtained  are  further  converted  into  analog  color  signals  by  D/A 
coverters  20Y,  20C  and  20M,  and  then  delivered  to  acoustic  optical  modulators  (AOMs)  21  B,  21  R  and 
21G,respectively. 

25  (A-2)  Scanning  Part  for  Exposure 

Laser  beams  of  blue  (B),  red  (R)  and  green  (R)  generated  in  an  Ar*  laser  oscillator  22B,  a  He-Ne  laser 
'oscillator  22R  and  another  He-Ne  laser  oscillator  22G  are  supplied  to  the  AOMs  21  B,  21  R  and  21  G, 

respectively.  The  AOMs  21  B,  21  R  and  21  G  modulate  the  laser  beams  in  accordance  with  the  color  image 
30  '  signals  supplied  thereto,  whereby  generating  modulated  laser,  beams  LB,  LR  and  LG,  respectively.  The 

modulated  laser  beams  LB,  LR  and  LG  are  reflected  at  half  mirrors  23B,  23R  and  23G  into  a  common  light 
path,  whereby  a  composite  exposure  beam  L0  is  obtained.  The  exposure  beam  L0  is  focused  or  projected 
onto  the  photosensitive  surface  of  a  color  photosensitive  material  10  through  a  projection  lens  24,  as  a 
focused  exposure  beam  L.  The  diameter  d  (Fig.  4)  of  the  exposure  beam  L  on  the  photosensitive  surface  is 

35  a  factor  of  the  recording  pixel  size  on  the  photosensitive  material  10. 
The  color  photosensitive  material  10  is  wound  around  a  recording  drum  or  cylinder  11,  which  is  rotated 

in  the  direction  a  at  a  constant  speed  with  a  motor  12.  A  main  scanning  of  the  photosensitive  material  10  in 
the  direction  Y  is  attained  by  the  rotation  of  the  recording  drum  1  1  .  The  optical  system  indicated  above  is 
translationaily  moved  along  the  direction  X  with  feeding  mechanism  (not  shown),  and  therefore,  a  subscan- 

40  ning  direction  in  exposure  scanning  is  the  direction  X.  The  feeding  mechanism  is  so  constructed  that  the 
optical  system  is  fed  or  moved  by  a  predetermined  feeding  pitch  at  every  rotation  of  the  recording  drum  1  1  . 
The  feeding  pitch  is  predetermined  in  accordance  with  the  diameter  d  of  the  exposure  beam  L,  and  the  size 
of  the  recording  pixel  in  the  subscanning  direction  X  is  regulated  by  the  value  of  the  diameter  d. 

45 
(A-3)  Timing  Signal  Generating  Part 

The  recording  drum  11  is  connected  to  an  encoder  13,  which  generates  a  pulse  E  every  time  the 
recording  drum  11  is  rotated  by  a  predetermined  angle.  The  pulse  E  is  counted  by  an  encoded  pulse 

so  counter  14,  which  generates  a  main  scanning  timing  pulse  Ety  and  a  subscanning  timing  pulse  E-rx  on  the 
basis  of  the  count  of  the  pulse  E.  More  particularly,  the  timing  pulse  E-rx  and  Ety  are  generated  every  time 
the  main  scanning  and  the  subscanning  are  proceeded  by  predetermined  pitchs  EY  and  Ex  (not  shown  in 
Fig.  1),  respectively.  These  pitchs  EY  and  Ex  regulate  the  size  of  the  recording  pixel  in  the  main  scanning 
and  subscanning  directions,  respectively,  and  are  identical  to  those  shown  in  Fig.  20. 

55  The  encoded  pulse  counter  14  also  generates  a  system  clock  pulses  ESys  whose  pulse  frequency  is 
extremely  higher  than  that  of  the  scanning  timing  pulses  Ety  and  E-rx-  The  system  clock  pulse  ESYs  is 
synchronized  with  the  scanning  timing  pulses  Ety  and  E-rx,  and  these  pulses  ESYS,  Ety  and  E-rx  are  used  in 
the  circuits  described  later.  It  is  to  be  noted  that  the  scanning  pulses  Ety  and  E-rx  are  time  series  signals 
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■presenting  the  spatial  array  of  the  recording  pixels  defined  on  the  photosensitive  material  10. 

3.  Relationship  between  Unit  Cell  Size  and  Recording  Pixel  Size 
5 

The  relationship  between  respective  sizes  of  the  unit  cell  and  the  recording  pixel  in  the  preferred 
embodiment  can  be  found  through  the  following  analysis: 

The  first  and  second  original  image  data  Di  and  D2  stored  in  the  memory  500  of  the  layout  system 
have  respective  values  expressing  the  first  and  second  original  images  1a  and  1b  for  each  original  pixel  2, 

70  respectively.  An  array  of  the  original  pixels  2  is  illustrated  in  Fig.  2  as  an  array  of  rectangular  regions 
indicated  with  a  lattice  of  thick  solid  lines.  The  size  of  the  original  pixel  2  is  predetermined  in  the  layout 
system,  and  it  is  expressed  by  the  respective  pixel  pitchs  DY  and  Dx  in  the  main  scanning  and  subscanning 
directions,  as  shown  in  Fig.  2. 

On  the  other  hand,  each  of  the  first  and  second  image  data  Di  and  D2  is  prepared  as  a  digital  data  of 
75  32  bits  shown  in  Fig.  3A  as  data  formats,  which  includes  a  color  density  data  of  8  bits  for  each  of  colors  Y, 

M.  C  and  K. 
Furthermore,  the  pattern  data  P  expressing  the  combination  pattern  of  the  first  and  second  original 

images  1a  and  1b  in  each  original  pixel  2  is  a  data  of  25  bits  (Fig.  3A)  prepared  for  each  original  pixel  2.  As 
shown  in  Fig.  2,  each  of  the  original  pixels  2  is  devided  into  twenty-five  unit  cells  4  indicated  with  broken 

20  mes.  and  each  of  the  unit  cells  4  is  associated  with  corresponding  one  bit  of  the  pattern  data  P.  In  the 
example  shown  in  Fig.  2,  the  twenty-five  unit  cells  4  is  an  array  having  five  rows  and  five  columns.  When 
the  i-th  significant  bit  of  the  pattern  data  P  is  expressed  as  Pi  (t  =  1  -25),  the  respective  bits  P,  (i  =  1  -25)  are 
related  to  the  unit  cells  4  according  to  the  rule  shown  in  Fig.  3B.  When  the  i-the  significant  bit  P,  is  "0",  it  is 
designated  that  the  first  image  data  Di  is  selected  to  be  used  for  the  unit  cell  4  corresponding  to  the  bit  P,. 

25  On  the  other  hand,  when  the  bit  P,  is  "1  ",  it  is  designated  that  the  second  image  data  D2  is  selected  to  be 
used  for  the  unit  cell  4.  The  selection  rule  indicated  above  is  the  same  with  that  explained  with  reference  to 
Fig.  19C. 

Since  the  unit  cell  4  is  formed  by  dividing  the  original  pixel  2  into  five  rows  in  the  main  scanning 
direction  Y  and  five  columns  in  the  subscanning  direction  Y,  the  pattern  pitchs  PY  and  Px  (Fig.  2)  expressing 

30  the  size  of  the  unit  cell  4  in  the  main  scanning  and  subscanning  directions  are  one-fifth  of  the  original  pixel 
oitchs  DY  and  Dx,  respectively.  In  general,  the  unit  cell  4  may  be  obtained  by  dividing  the  original  pixel  2 
into  arbitrary  number  of  parts,  and  therefore,  the  ratio  of  the  pattern  pitch  PY  (Px)  and  the  original  pixel  pitch 
Dv  (Dx)  is  l/Ny  (1  Nx),  where  NY  (Nx)  is  a  positive  integer.  The  respective  values  of  the  pattern  pitchs  PY  and 
Px  are  also  preset  in  the  layout  system. 

35  On  the  other  hand,  The  size  of  the  recording  pixel  7  shown  in  Fig.  2  with  hatching  is  expressed  by  the 
recording  pixel  pitchs  EY  and  Ex  in  the  main  scanning  and  subscanning  directions  Y  and  X,  respectively. 
The  recording  pixel  pitch  EY  in  the  main  scanning  direction  Y  has  the  value  corresponding  to  the  product  of 
the  repetation  interval  of  the  main  scanning  timing  pulse  Ety  and  the  rotation  speed  of  the  recording  drum 
11  at  the  circumferential  surface  thereof.  The  recording  pixel  pitch  Ex  in  the  subscanning  direction  X  has 

40  the  value  corresponding  to  the  feeding  pitch  of  the  exposure  beam  L  by  which  the  exposure  beam  L  is  fed 
to  the  subscanning  direction  for  each  rotation  of  the  recording  drum  1  1  .  The  recording  pixel  pitchs  EY  and 
Ex  may  be  identical  with  the  diameter  d  of  the  exposure  beam  L  as  shown  in  Fig.  4A,  and  alternatively,  they 
may  be  different  from  the  diameter  d  as  shown  in  Fig.  4B.  At  all  events,  the  recording  pixel  pitchs  EY  and 
Ex  are  so  set  that  an  optimum  exposure  is  attained  on  the  photosensitive  material  10. 

45  In  the  preferred  embodiment,  the  recording  pixel  pitchs  EY  and  Ex  are  so  set  as  to  be  larger  than  the 
pattern  pitchs  PY  and  Px,  respectively,  i.e.: 
Ey  :  °f  =  EX:PX  =  1.75:1  (1) 

S>nce  the  respective  sizes  of  the  original  pixel  2  and  the  unit  cell  4  satisfy  the  condition: 
DY  :  PY  =  Dx  :  Px  =  5  :  1  (2) 

50  as  indicated  above,  the  relationship  between  the  respective  pitchs  is  expressed  as: 
Ey  :  Dy  :  PY  =EX  :  Dx  :  Px=  1.75  :  5  :  1  =  7  :  20  :  4  (3) 

As  understood  from  the  expression  (3),  the  original  pixel  pitchs  DY  and  Dx  are  not  an  integer  multiple  of, 
nor  the  inverse  of  an  integer  multiple  of  the  recording  pixel  pitchs  EY  and  Ex,  in  the  present  example. 

With  respect  to  the  relationship  between  the  respective  pitchs  in  the  main  scanning  direction  and  the 
55  subscanning  direction,  the  following  conditions  (4)  through  (6)  are  held  in  the  present  example. 

Ex  =  Ey  (4) 
Dx  =  DY  (5) 
P<  =  Py  (6)  Note  that  the  conditions  (4)  through  (6)  are  dispensable,  i.e.,  the  pitchs  EY,  DY  and  PY  in  the 
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mam  scanning  direction  Y  may  be  different  from  the  pitchs  Ex,  Dx  and  Px  in  the  subscanning  direction  a, 
respectively. 

Needless  to  say,  each  of  the  pitchs  EY,  Ex,  DY,  bx,  PY  and  Px  has  a  dimension  of  length.  However,  the 
data  processing  in  the  present  image  recoder  is  conducted  in  time  series,  and  therefore,  when  the 
quantities  defined  by  the  expressions  (EY/VF),  (DY/VF)  and  (PY/VF)  with  a  main  scanning  speed  VF  of  the 
photosensitive  material  10  are  regarded  as  new  "pitchs"  EY,  DY  and  PY,  respectively,  each  of  the  new  pitchs 
EY,  DY  and  PY  has  a  dimension  of  time.  The  other  pitchs  Ex,  Dx  and  Px  in  the  subscanning  direction  X  can 
be  also  converted  into  those  having  a  dimension  of  time.  Thus,  all  of  the  pitchs  may  be  regarded  as 
quantities  having  a  dimension  of-  time,  through  the  division  with  a  divisor  having  a  dimension  of  speed. 

).  Recording  Image  Selection  Circuit  300 

5  (c-1)  Overall  Function 

Under  the  condition  described  above,  detail  of  the  recording  image  selection  circuit  300  will  be 
described.  The  recording  image  selection  circuit  300  shown  in  Fig.  1  comprises  a  first  circuit  300Y  and  a 
second  circuit  300X  corresponding  to  the  main  scanning  direction  Y  and  the  subscanning  direction  X, 

>o  respectively.  The  respective  internal  structures  of  the  circuits  300Y  and  300X  are  identical  to  each  other, 
except  for  the  operation  timing  thereof  and  the  contents  of  data  processed  therein.  Furthermore,  the  circuits 
300Y  and  300X  are  independently  provided  in  the  recording  image  selection  circuit  300.  Thus,  although 
only  the  internal  structure  of  the  first  circuit  300Y  is  explaned  with  reference  to  Fig.  5  in  the  following 
description,  that  of  the  second  circuit  300X  can  be  easily  understood  by  those  skilled  in  the  art  through 

is  conversion  of  the  symbol  "Y"  into  "X"  in  Fig.  5. 
A  first  main  function  of  the  circuit  300Y  shown  in  Fig.  5  is  that  as  detection  means  for  detecting  the 

spatial  ralationship  between  the  respective  pixel  arrangements  in  the  arrays  of  the  original  pixels  2  and  the 
recording  pixels  4  in  time  series.  That  is,  the  original  pixel  2  spatially  corresponding  to  the  recording  pixel  7 
is  specified  in  the  circuit  300Y  for  each  recording  pixel  7,  where  the  position  of  the  recording  pixel  7  on  the 

30  image  plane  or  the  photosensitive  material  10  is  represented  by  the  position  of  an  representative  point  PR  - 
(Fig.  2)  of  the  recording  pixel  7.  In  the  preferred  embodiment,  the  representative  point  PR  is  defined  by  the 

apex  of  the  rectangular  region  expressing  the  recording  pixel  7  which  is  closest  to  the  original  point  O  within 
the  four  apexes  of  the  rectangular  region.  Furthermore,  a  lattice  structure  6  (Fig.  6)  formed  by  connecting 
the  respective  center  points  Nc  of  the  original  pixels  2  is  supposed,  and  the  original  pixel  2  spatially 

35  corresponding  to  the  recording  pixel  7  is  specified  through  the  process  of  finding  a  lattice  cell  to  which  the 
recording  pixel  7  belongs,  within  cells  8  defined  with  the  lattice  structure  6.  The  reason  for  employing  the 
lattice  structure  6  rather  than  the  array  of  the  original  pixels  2  itself  is  that  the  lattice  structure  6  is 
convenient  for  the  interpolation  which  will  be  described  later.  For  example,  as  to  the  recording  pixel  7 
illustrated  in  Fig.  6,  four  original  pixels  2a-2d  surrounding  the  recording  pixel  7  or  the  representative  point 

40  PR  thereof  at  the  neighbouhood  of  the  recording  pixel  7  are  detected  and  referred  to,  for  the  selection  and 
the  interpolation  of  the  original  image  data.  Although  it  is  preferred  to  employ  the  lattice  structure  6  in  the 
detection  process,  the  array  of  the  original  pixels  2  itself  may  be  directly  referred  to,  without  supposing  the 
lattice  structure  6. 

A  second  main  function  of  the  circuit  300Y  is  that  for  detecting  the  unit  cell  4  to  which  the 
45  representative  point  PR  belongs,  within  the  unit  cells  included  in  the  original  pixel  2.  This  process  is  carried 

out  for  each  recording  pixel  7,  by  detecting  the  spatial  relationship  between  the  respective  arrangements  of 
the  recording  pixels  7  and  the  unit  cells  4,  in  time  series.  In  the  detection  of  the  unit  cell  4  corresponding  to 
the  recording  pixel  7,  the  apex  P0  closest  to  the  original  point  O  is  employed  as  a  reference  point,  within 
the  four  apexes  of  the  rectangular  region  expressing  the  original  pixel  2. 

50  After  the  unit  cell  4  to  which  the  representative  point  PR  of  the  recording  pixel  7  belongs  is  detected,  it 
is  determined  which  of  the  first  and  second  image  data  Di  and  D2  is  selected  to  be  used  for  the  recording 
pixel  7,  with  reference  to  the  bit  of  the  pattern  data  P  assigned  to  the  unit  cell  4.  Although  the  process  step 
of  referring  to  the  pattern  data  P  is  conducted  at  the  exterior  of  the  circuit  300Y,  a  control  signal  for  the 
referring  step  is  generated  in  the  circuit  300Y.  The  generation  of  such  a  control  signal  is  a  third  main 

55  function  of  the  circuit  300Y. 

(c-2)  Details  of  Structure  and  Operation 
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Referring  to  'Fig.  5.  the  respective  data  expressing  the  recording  pixel  pitch  Ey,  the  original  pixel  pitch 
D-  ana  the  pattern  pitch  PY  for  the  main  scanning  direction  are  supplied  from  a  host  CPU  (not  shown;  to  the 
circuit  300Y.  where  the  respective  values  of  the  pitches  EY,  DY  and  PY  are  previously  designated.  The  data 
for  the  original  pixel  pitch  DY  is  delivered  to  a  subtractor  302  and  a  divider  305.  The  divider  305  divides  the 

5  value  of  the  original  pixel  pitch  DY  by  two,  and  rounds  the  quotient  up,  to  generate  a  data  DY2.  The  data  DY2 
has  a  value  corresponding  to  one  half  of  the  original  pixel  size  in  the  main  scanning  direction  Y,  which 
indicates  the  distance  between  the  reference  point  P0  (Fig.  6)  and  the  central  point  Nc  in  the  main  scanning 
direction.  The  data  DY2  is  transmitted  to  one  input  terminal  of  a  selector  304,  which  is  a  normal-off  terminal 
indicated  by  a  while  circle.  The  other  terminal  of  the  selector  304  indicated  by  a  black  circle  is  a  normal-on 

•o  terminal.  In  other  words,  the  input  terminal  indicated  by  the  white  circle  is  selected  only  when  a  switching 
signal  is  activated.  The  illustration  rule  for  terminals  is  common  to  all  of  the  selectors  shown  in  the 
drawings. 

A  recording  start  pulse  E-rx  is  given  to  the  selector  304  as  the  switching  or  control  signal  thereof.  In  the 
case  where  Fig.  5  is  the  circuit  300X  for  the  subscanning  direction  X  rather  than  the  circuit  300Y  for  the 

'5  main  scanning  direction  Y,  the  control  signal  is  another  recording  start  pulse  ST.  Within  the  recording  start 
pulses  Etx  and  ST,  the  former  indicates  a  start  timing  of  image  recording  for  each  scanning  line,  and  the 
later  is  generated  when  a  power  source  for  the  motor  12  (Fig.  12)  is  turned  on,  to  indicate  the  timing  at 
which  the  image  recorder  is  enabled  for  the  image  recording.  Therefore,  at  the  start  timing  of  the  image 
recording  for  each  scanning  line,  the  data  DY2  is  selected  in  the  selector  304,  and  is  latched  by  a  latch 

20  circuit  306.  Through  the  latching  operation,  a  base  point  for  starting  the  following  steps  is  set  at  one  of  the 
reference  points  Po  shown  in  Fig.  6. 

On  the  other  hand,  the  signal  expressing  the  recording  pixel  pitch  EY  is  inputted  to  an  adder  301  .  The 
combination  of  the  adder  301,  the  subtractor  302,  the  selectors  304  and  305,  and  the  latch  circuit  306  forms 
a  remainder  calculating  loop  311,  in  which  the  value  of  the  recording  pixel  pitch  EY  is  accumulated  every 

25  time  a  main  scanning  timing  pulse  Ety  is  generated,  to  give  an  accumulated  value  ViS.  The  initial  value  in 
the  accumulation  is  the  value  of  the  data  DY2.  When  the  accumulated  value  ViS  exceeds  the  value  of  the 
original  pixel  pitch  DY  ,  a  control  pulse  Ls  generated  in  the  subtractor  302  for  controlling  a  selector  303  is 
activated  or  raised  to  "H"  level.  In  response  to  the  activation,  the  remainder  calculating  circuit  311  fetches 
the  value  V2S  (  =  V-,S  -DY)  from  the  subtractor  302,  which  is  obtained  by  subtracting  the  value  of  the  original 

30'  pixel  pitch  DY  from  the  accumulated  value  ViS. 
That  is,  the  remainder  calculating  loop  31  1  euivalently  divides  the  accumulated  value  of  the  recording 

pixel  pitch  EY  by  the  original  pixel  pitch  DY,  to  obtain  the  remainder  V  of  the  quotient,  where  the  initial  value 
of  the  accumulated  value  is  the  value  indicated  by  the  data  DY2.  The  remainder  V  is  outputted  from  the 
circuit  300Y  as  a  remainder  VY  in  the  main  scanning  direction.  As  shown  in  Fig.  6,  the  remainder  VY,  which 

35  will  be  referred  to  as  "a  main  scanning  remainder",  expresses  the  distance  in  the  main  scanning  direction  Y 
between  the  representative  point  PR  and  the  center  point  Nc  of  the  original  pixel  2  which  exists  at  the  left- 
top  apex  of  the  cell  8  including  the  representative  point  Pr. 

A  latch  circuit  307  and  gate  circuits  307-310  are  provided  in  the  circuit  300Y,  to  generate  a  renewal 
pulse  LY.  for  renewing  the  first  and  second  original  image  data  Di  and  D2  to  be  referred  to  at  the  current 

40  timing.  As  understood  from  the  connection  between  the  gate  circuits  308-310  shown  in  Fig.  5,  the  renewal 
pulse  L/  is  activated  when: 

(1)  the  main  scanning  timing  pulse  Ety  and  the  control  pulse  Ls  are  simultaneously  activated,  or 
(2)  the  main  scanning  timing  pulse  Ety  and  the  recording  start  pulse  ST  are  simultaneously  activated. 

45  Since  the  control  pulse  Ls  is  generated  every  time  the  accumulated  value  V1S  exceeds  the  original  pixel 
pitch  DY,  the  condition  (1)  is  satisfied  when  the  exposure  scanning  proceeds  from  the  recording  pixel  7 
belonging  to  one  of  cells  8  shown  in  Fig.  6  to  another  recording  pixel  7  belonging  to  the  next  cell.  The  other 
condition  \2,  is  satisfied  when  the  exposure  for  image  recording  is  started  at  the  initial  time.  In  other  words, 
the  renewal  pulse  LY  expresses  the  spatial  realationship  or  correspondence  between  the  respective  pixel 

so  arrangements  of  the  recording  pixels  7  and  the  original  pixel  2. 
The  other  elements  in  Fig.  5  are  provided  for  specifying  the  unit  cell  4  to  which  the  representative  point 

PR  of  the  recording  pixel  7  belongs.  A  reference  point  correction  circuit  330  receives  the  remainder  VY  and 
the  data  DY2,  and  calculates  the  distance  VY0  (Fig.  6)  in  the  main  scanning  direction  between  the 
representative  point  PR  and  the  reference  point  Po  neighbouring  the  representative  point  Pr  in  the  side  of 

55  the  recording  original  point  O.  That  is,  the  distance  VY  between  the  center  point  Nc  of  the  original  pixel  2 
and  the  representative  point~PR  is  corrected  to  the  distance  VY0  between  the  reference  point  Po  and  the 
representative  point  PR.  The  correction  is  attained  to  meet  the  requirement  where  the  pattern  data  P  of  the 
unit  cell  4  to  be  referred  to  in  the  following  steps  should  be  specified  on  the  basis  of  the  positional 
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relationship  between  the  reference  point  P0  and  the  representative  point  FR,  ratner  tnan  tnat  Detween  ine 
center  point  Nc  of  the  original  pixel  2  and  the  representative  point  PR.  In  the  following  description,  the  data 

expressing  the  distance  VY0  is  referred  to  as  "a  corrected  remainder". 
Fig.  7  shows  the  internal  structure  of  the  reference  point  correction  circuit  320.  The  circuit  320  consists 

5  of  an  adder  331  ,  a  subtractor  332  and  a  selector  333.  The  subtractor  332  generates  a  signal  SNY  which  is 
activated  during  the  remainder  V  is  larger  than  the  value  expressed  by  the  data  DY2,  i.e.,  during  the  main 

scanning  runs  from  a  boundary  line  lPY  (Fig.  6)  between  the  original  pixels  2  to  a  boundary  line  lLY 
between  the  cells  8.  The  selector  333  is  controlled  by  the  signal  SNY  according  to  the  following  rule: 

That  is,  when  the  condition  V  5  DY2  is  satisfied,  the  data  (V  +  DY2)  supplied  from  the  adder  331  is 

o  outputted  through  the  selector  333  as  the  corrected  remainder  VY0.  On  the  other  hand,  when  the  condition  in 
V  >  DY2  is  satisfied,  the  corrected  remainder  VYQ  becomes  the  value  of  (V  -  DY2)  which  is  expressed  by  the 

output  signal  of  the  subtractor  332.  The  situation  is  schematically  shown  in  Fig.  8,  and  it  is  understood  from 

Fig.  8  that  the  corrected  remainder  VY0  expresses  the  distance  between  the  reference  point  Po  and  the 
representative  point  PS. 

'5  The  signal  SNY  also  used  for  specifying  an  original  pixel  and  its  corresponding  pattern  data  P  to  be 
referred  to,  through  a  process  of  generating  signals  Ua,  Ub  and  Pset  which  will  be  described  later. 

On  the  other  hand,  the  pattern  pitch  PY  is  accumulated  by  an  accumulation  loop  328  (Fig.  5)  consisting 
of  a  selector  324,  an  adder  326  and  a  latch  circuit  327.  The  accumulation  is  synchronized  with  the  system 
clock  pulse  ESYS,  and  therefore,  it  is  repeated  at  a  high  speed.  In  the  accumulation  loop  328,  the  selector 

>o  324  selects  "0"  level  as  its  input  signal,  in  response  to  the  main  scanning  timing  pulse  Ety.  The  main 
scanning  timing  pulse  Ety  is  also  supplied  to  another  selector  325  through  an  OR  circuit  322,  whereby  the 
selector  325  selects  the  signal  expressing  the  pattern  pitch  PY  as  its  input  signal.  Accordingly,  the  output  of 
the  adder  326  becomes  a  level  expressing  the  screen  pitch  PY  every  time  the  main  scanning  timing  pulse 
Ety  is  activated,  so  that  the  output  of  the  latch  circuit  327  also  becomes  the  level  of  Q  =  PY. 

15  The  output  Q  is  delivered  to  a  comparator  321  ,  to  be  compared  therein  with  the  corrected  remainder 
VY0.  The  output  signal  EN  of  the  comparator  321  becomes  "H"  level  when  VY0  k  Q,  and  is  supplied  to  the 
selector  325  through  the  OR  circuit  322.  Therefore,  during  the  output  Q  of  the  accumulation  loop  328  is  at  a 
level  lower  than  the  corrected  remainder  VY0,  the  selector  325  selects  the  pattern  pitch  PY  as  its  input 
signal.  The  two  inputs  QiS  and  Q2S  of  the  adder  326  are  at  QiS  =  Py  and  Q2S  =  Q  during  VY0   ̂ Q, 

30  respectively,  so  that  the  accumulation  loop  328  repeats  the  accumulation  of  the  pattern  pitch  PY.  A  counter 
323  is  cleared  by  the  main  scanning  timjng  pulse  ETY,  and  then  counts  a  time  during  which  the  signal  EN  is 
at  "H"  level,  through  a  sampling  of  the  signal  EN  which  is  attained  in  synchronism  with  the  system  clock 
pulse  ESYS- 

When  the  accumulation  is  repeated  in  the  accumulation  loop  328  and  the  condition  VY0  <  Q  is  satisfied, 
35  the  signal  EN  becomes  "L"  level  and  the  selector  325  selects  "0"  level  as  its  input  signal.  The  accumulation 

of  the  pattern  pitch  PY  in  the  accumulation  loop  328  is  substantially  stopped,  and  the  output  Q  of  the 
accumulation  loop  328  is  held  at  the  level  which  is  just  latched  by  the  latch  circuit  327  when  the  condition 
VY0  <  Q  is  satisfied  for  the  first  time.  The  counter  323  outputs  a  counted  value  SY  expressing  the 
accumulation  times  by  which  the  accumulation  is  repeated  before  the  condition  VY0  <  Q  is  satisfied  for  the 

40  first  time.  In  other  words,  supposing  that  the  corrected  remainder  VY0  is  expressed  as: 
VY0  =  nPY  +  r  (7) 
where  n  is  a  positive  integer  or  zero,  and  r  is  a  number  satisfying  0  S  r  <  PY,  the  counted  value  SY  outputted 
from  the  counter  323  indicates  the  value  n.  The  integer  (n  +  1)  indicates  the  serial  number  of  the  unit  cell  4 
to  which  the  representative  point  PR  belongs  in  the  corresponding  original  pixel  2,  when  each  of  the  unit 

45  cells  are  numbered  along  the  main  scanning  direction  Y.  In  the  example  shown  in  Fig.  2,  the  representative 
point  PR  belongs  to  the  unit  cell  2  existing  in  the  forth  row.  Therefore,  the  counted  value  SY  indicates  the 
spatial  corresponding  relationship  between  the  recording  pixel  7  and  the  unit  cell  4  to  be  referred  to  in  the 

exposure  step  for  the  recording  pixel  7. 
According  to  the  operation  described  above,  the  circuit  300  shown  in  Fig.  1  outputs  the  following  data 

so  and  signals: 
(1)  the  remainders  VY  and  Vx  with  respect  to  the  main  scanning  direction  and  the  subscanning 

direction,  whose  respective  values  are  measured  from  the  center  point  Nc  of  the  original  pixel  2, 
(2)  the  renewal  pulses  LY  and  Lx  with  respect  to  the  main  scanning  direction  and  the  subscanning 

direction,  which  indicate  renewal  of  the  original  pixel  2  to  be  referred  to, 
55  (3)  the  signals  SNY  and  SNx  activated  during  the  scanning  proceeds  from  the  boundary  lines  lPY  and 

lPX  of  the  original  pixels  2  to  the  boundary  liens  tLY  and  Ilx  of  the  cells  8  in  the  main  scanning  direction 
and  the  subscanning  direction,  respectively,  and 

9 
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(4)  the  counted  values  SY  and  Sx  indicating  the  location  (the  row  number  and  the  column  number)  of 
he  unit  ceil  4  to  be  referred  to  for  the  original  pixel  2. 

5 
D.  Details  of  Line  Memory  Devices  200a-200c 

The  line  memory  devices  200a-20c  shown  in  Fig.  1  have  the  same  structure  with  each  other,  and  only 
the  contents  of  data  stored  therein  are  different  from  each  other.  Therefore,  only  the  detail  of  the  line 

•o  memory  device  200a  will  be  described  with  reference  to  Fig.  9,  since  that  of  the  other  line  memory  device 
200b  and  200c  will  be  easily  understood  by  those  skilled  in  the  art  from  the  following  description. 

The  line  memory  device  200a  comprises  line  memories  210,  220  and  230  as  shown  in  Fig.  9,  each  of 
which  has  a  storage  capacitance  for  one  scanning  line.  The  line  memories  210,  220  and  230  store  the  first 
image  data  D<  given  from  the  memory  500,  cyclically  along  the  spatial  alignment  order  of  scanning  lines.  A 

75  read,  write  control  signal  SRW  is  supplied  from  a  read/write  control  circuit  203  to  the  line  memories  210,  220 
and  230.  The  read/write  control  signal  SRW  sets  two  of  the  line  memories  210,  220  and  230  at  their 
respective  read-enabled  states  while  setting  the  remaining  one  line  memory  at  its  write-enabled  state.  The 
selection  of  the  line  memories  to  be  read-enabled  or  write-enabled  is  conducted  along  the  order  described 
later.  The  construction  where  three  line  memories  210,  220  and  230  are  provided  is  suitable  for  an 

20  interpolation  in  the  subscanning  direction. 
When  the  recording  start  pulse  ST  is  activated,  a  ternary  counter  202  is  cleared.  The  counted  value  Si 

of  the  ternary  counter  202  is  cyclically  changed  by  one  along  the  sequence  of  "0",  "1  "  and  "2",  every  time 
the  renewal  pulse  Lx  is  supplied  to  the  ternay  counter  202.  The  counted  value  Si  is  given  to  the  read/write 
control  circuit  203,  and  the  read/write  control  signal  SRW  is  generated  according  to  the  counted  value  Si  and 

25  the  rule  indicated  in  Table  1  in  which  the  line  memories  210,  220  and  230  are  expressed  by  the  symbols 
"I",  "II"  and  "III",  respectively.  A  signal  Ub  shown  in  Fig.  9  and  Table  1  is  a  bilevel  signal  designating  a  line 
memory  from  which  the  image  data  Di  is  to  be  read  out,  within  the  two  line  memories  currently  being  in 
their  read/enabled  states.  The  signal  Ub  is  generated  in  the  interpolation  control  circuit  400  shown  in  Fig.  1  , 
detail  of  which  will  be  described  later,  and  the  image  data  for  the  original  pixels  neighbouring  each  other  in 

30  the  subscanning  direction,  are  read  out  under  the  control  of  the  signal  Ub.  For  example,  within  the  four  pixels 
2a-2b  surrounding  the  representative  point  PR  shown  in  Fig.  6,  both  of  the  original  image  data  for  the  pixels 
2a  and  2c  (or  2b  and  2d)  can  be  read  out  in  series  only  by  varying  the  level  of  the  signal  Ub. 

Table  1 
35 

Si  Ub  Designation  by 
SRw 

Write  Read 

"0"  L  I  II 
H  I  III 

"1"  L  II  III 
H  II  I 

"2"  L  III  I 
H  III  II 

!i  is  to  be  noted  that  the  state  transition  between  the  read-enabled  state  and  the  write-enabled  state  in 
the  line  memories  210,  220  and  230  is  synchronized  with  the  renewal  pulse  Lx  for  the  subscanning 

so  direction.  The  state  transition  in  the  line  memories  210,  220  and  230  is  not  occurred  every  time  the 
scanning  for  the  exposure  proceeds  from  arbitrary  one  scanning  line  ti  shown  in  Fig.  2  to  the  next 
scanning  iz  and  the  subscanning  timing  pulse  ED  is  generated.  The  state  transition  between  the  read- 
enabled  state  and  the  write-enabled  state  is  occurred  only  when  the  proceeding  of  the  scanning  from  the 
scanning  line  U  to  the  next  scanning  line  la  is  accompanied  with  the  condition  where  the  scanning  point 

55  crosses  the  boundary  line  Ilx  between  the  cells  8  shown  in  Fig.  6  and  thereby  the  renewal  pulse  Lx  is 
generated. 

In  other  words,  the  original  image  data  or  pixel  image  data  to  be  extracted  from  the  first  and  second 
;mage  data  for  image  recording  is  specified  in  accordance  with  the  cell  8  to  which  the  representative  point 
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PR  shown  in  Fig.  6  belongs. 
A  read-address  counter  201  generates  a  read-address  signal  Aw  for  the  line  memory  (e.g.,  the  line 

memory  210)  being  in  its  read-enabled  state.  More  particularly,  the  read-address  counter  201  is  cleared  by 
the  renewal  pulse  Lx  for  the  subscanning  direction,  and  then  counts  the  renewal  pulse  LY  for  the  main 

5  scanning  direction  to  generate  the  read-address  signal  Aw.  A  write-address  counter  204  is  cleared  by  the 
pulse  Etx,  which  is  activated  every  time  the  scanning  for  the  image  recording  proceeds  from  one  scanning 
line  to  another  scanning  line,  and  then  counts  the  renewal  pulse  LY  for  the  main  scanning  direction,  to 
generate  a  write-address  signal  AR  for  the  line  memories  (e.g.,  the  line  memories  220  and  230)  being  in 
their  respective  write-enabled  states.  Accordingly,  the  original  image  data  can  be  read  out  along  the 

o  scanning  line  every  time  the  scanning  proceeds  to  a  new  scanning  line  in  the  subscanning  direction.  In  the 
case  where  the  scanning  proceeds  to  the  next  scanning  line  without  crossing  the  boundary  line  *lx  (Fig-  6) 
between  the  cells  8,  i.e.,  without  generation  of  the  pulse  Lx,  the  original  image  data  used  for  recording  the 
previous  scanning  line  is  again  read  out  from  the  line  memory  210,  220  or  230. 

Since  the  address  signal  generating  circuits  201  and  204  count  the  renewal  pulse  LY  rather  than  the 
-5  main  scanning  timing  pulse  EY,  the  read-address  and  the  write-address  for  the  line  memories  210,  220  and 

230  are  renewed  through  proceeding  of  the  scanning  from  one  cell  8  to  the  next  cell  neighbouring  the  one 
cell  8  in  the  main  scanning  direction  Y. 

Within  these  addresses,  the  write-address  may  be  generated  as  the  value  expressing  the  serial  number 
of  the  scanning  line  every  time  the  image  data  is  read  out  from  the  memory  500  shown  in  Fig.  5,  i.e.,  every 

10  time  the  pulse  LY  is  activated.  On  the  other  hand,  the  read-address  should  be  generated  for  the  original 
pixels  neighbouring  each  other  in  the  main  scanning  direction,  since  the  respective  pixel  image  data  for 
these  original  pixels  are  required  for  the  interpolation.  For  example,  within  the  four  pixels  2a-2b  surrounding 
the  representative  point  PR  in  Fig.  6,  the  respective  read-addresses  for  the  original  pixels  2a  and  2b  are 
required  for  the  interpolation.  In  order  to  satisfy  the  requirement,  the  read-address  specified  at  the  time 

is  when  the  previous  renewal  pulse  LY  is  activated  is  latched  by  a  latch  circuit  205  every  time  the  renewal 
pulse  LY  is  newly  activated.  The  current  read-address  and  the  previous  read-  address  are  given  to  a 
selector  206  in  parallel,  and  then  delivered  to  the  line  memories  being  in  their  read-enabled  states  in  time 
series.  The  switching  operation  in  the  selector  206  is  controlled  by  the  signal  Ua  supplied  from  the 
interpolation  circuit  400  (Fig.  1),  and  the  respective  image  data  for  the  original  pixels  (2a  and  2b,  for 

30  example)  neighbouring  each  other  in  the  main  scanning  direction  within  the  four  original  pixels  surrounding 
the  representative  point  PR  are  read  out  only  through  the  control  of  the  signal  Ua.  The  process  of  generating 
the  signal  Ua  will  be  described  later. 

As  a  result,  the  original  image  data  Di  and  D2  and  the  pattern  data  P  are  written  in  the  line  memory 
devices  200a,  200b  and  200c  along  the  alignment  order  of  the  scanning  lines  and  read  out  from  the  same 

35  along  the  predetermined  order,  respectively,  on  the  basis  of  the  spatial  relationship  between  the  current 
scanning  point  and  the  cells  8  defined  with  the  lattice  structure  6  shown  in  Fig.  6. 

Therefore,  the  construction  described  above  functions  as  an  extraction  means  for  extracting  the  data  for 
the  original  pixel  2  corresponding  to  the  recording  pixel  7  from  the  image  data  Di  and  D2  and  the  pattern 
data  P. 

40 

E.  Detail  of  Interpolation  control  Circuit  400 

In  order  to  clarify  the  character  of  the  preferred  embodiment,  suppose  the  case  where  the  spatial 
45  relationship  between  the  respective  arrays  of  the  recording  pixels  7  and  the  original  pixels  2  with  respect  to 

pixel  arrangment  is  detected  without  the  lattice  structure  6,  for  image  recording.  The  situation  is  schemati- 
cally  illustrated  in  Fig.  10  for  the  main  scanning  direction  Y.  When  the  original  pixel  2  to  which  the 
representative  point  PR  of  the  recording  pixel  7K  belongs  is  detected  without  the  lattice  structure  6  and  the 
original  image  data  and  the  pattern  data  for  the  detected  original  pixel  2  is  referred  to  for  the  image 

so  recording,  the  image  data  and  the  pattern  data  indicated  with  numerals  "1"  through  "6"  for  respective 
original  pixels  2  are  employed  for  the  image  recording  according  to  the  spatial  corresponding  relation 
shown  in  Fig.  10. 

When  the  ratios  (DY/EY)  and  (Dx/Ex)  of  the  original  pixel  pitches  DY,  Dx  and  the  recording  pixel  pitches 
EY,  Ex  are  not  integers,  the  spatial  relationship  between  the  original  pixel  2  and  the  recording  pixel  7  varies 

55  for  every  original  pixel  2.  Especially,  it  is  to  be  noted  that  each  of  the  data  for  the  original  pixels  2  indicated 
with  numerals  "1  "  through  "4"  and  "6"  is  employed  in  three  of  recording  pixels  7,  while  the  data  for  the 
original  pixels  2  indicated  with  a  numeral  "5"  is  employed  only  in  two  of  the  recording  pixels  7.  Accordingly, 
when  the  image  recording  is  carried  out  on  the  basis  of  the  relation  shown  in  Fig.  10,  the  recorded  image 
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^as  a  partial  distortion.  Although  the  distortion  is  relatively  small  and  it  does  not  cause  a  great  problem,  it  is 
preferred  to  eliminate  the  distortion  from  the  recorded  image. 

Under  the  circumstances,  the  preferred  embodiment  employs  the  interpolation  circuit  400  and  the 
multiplier  accumulator  450  for  interpolating  the  data  as  to  the  original  pixels  2  in  the  image  recording  of  the 

5  recording  pixels  7.  The  improvement  in  the  preferred  embodiment  for  detecting  the  positional  relationship 
between  the  recording  pixel  7  and  the  original  pixel  2  through  the  lattice  structure  6  also  serves  for  the 
interpolation. 

As  will  be  understood  from  the  following  description,  the  interpolation  is  conducted  through  the  process 
of  obtaining  the  exposure  data  for  the  recording  pixel  7  by  calculating  a  weighted  average  of  the  respective 

'0  original  image  data  for  the  original  pixels  2a-2d  (Fig.  11  A),  where  the  weights  for  the  average  are 
determined  in  accordance  with  the  respective  distances  between  the  representative  point  PR  of  the 
recording  pixel  7  and  the  respective  center  points  NCi-NC4  of  the  original  pixels  2a-2d  surrounding  the 
representative  point  PR.  Accordingly,  when  the  representative  point  PR  exists  in  the  hatched  region  W  (Fig. 
1  1  B)  corresponding  to  the  internal  region  of  the  cell  8,  the  respective  image  data  of  the  four  original  pixels 

75  2a-2d  are  used  for  the  recording  of  the  recording  pixel  7  represented  by  the  point  PR.  When  the 
representative  point  PR  is  out  of  the  region  W,  four  original  pixels  to  be  referred  to  are  not  the  set  of  pixels 
2a-2d  but  another  set  of  four  pixels. 

Fig.  12  is  a  block  diagram  showing  the  internal  structure  of  the  interpolation  control  circuit  400,  and  Fig. 
13  is  a  timing  chart  showing  the  operation  thereof.  The  interpolation  control  circuit  400  consists  of  an 

20  operation  control  circuit  401,  a  latch  circuit  402,  an  image  boundary  detecting  circuit  403  and  a  coefficient 
RAM  404. 

When  the  main  scanning  timing  pulse  EY  is  activated  as  shown  in  Fig.  13,  the  respective  pattern  data 
P-u-P'4)  for  the  four  original  pixels  2a-2d  (Fig.  11  A)  neighbouring  the  representative  point  PR  are  read  out 
from  the  pattern"  line  memory  device  200c  (Fig.  1)  in  synchronism  with  the  system  clock  pulse  Esys.  The 

25  control  signals  Ua  and  Ub  generated  in  the  operation  control  circuit  401  are  used  for  the  read-out  operation, 
and  the  reason  why  the  signal  Ua  and  Ub  are  used  is  as  follows: 

Since  the  set  of  the  four  original  pixels  2a-2b  extends  over  two  columns  in  the  original  pixel  array,  two 
of  the  line  memories  (220  and  230  in  Fig.  9,  for  example)  each  storing  the  pattern  data  for  one  scanning  line 
should  be  accessed  to  read  out  the  pattern  data  P(i)-P(4>  from  the  same.  Therefore,  the  read/write  control 

30  circuit  203  shown  in  Fig.  9  switches  the  read-out  operation  between  in  the  memories  220  and  230  in 
response  to  the  control  signal  Ub.  The  selector  206  shown  in  Fig.  9  switches  its  output  between  the 
respective  signals  supplied  from  the  latch  circuit  205  and  the  read-out  address  counter  204  in  response  to 
the  control  signal  Ua.  In  the  example  shown  in  Fig.  11  A,  the  output  of  the  selector  206  is  switched  between 
the  address  signal  for  the  original  pixel  2a  (2c)  and  the  other  address  signal  for  the  original  pixel  2b  (2d). 

35  That  is,  the  respective  data  for  the  original  pixels  2a-2d  stored  in  the  line  memories  220  and  230  are 
accessed  in  accordance  with  the  rule  shown  in  Table  2. 

Table  2 

Ua  Ub  Original 
Pixel 

L  L  2a 

H  L  2b 

L  H  2c 

H  H  2d 

so  Therefore,  when  the  control  signals  Ua  and  Ub  are  activated  in  the  timings  shown  in  Fig.  13,  the 
respective  pattern  data  P(1,  through  P(4)  for  the  original  pixels  2a-2d  are  read  out  in  this  order. 

Within  the  pattern  data  P(1)  through  P(4),  only  the  pattern  data  P(3)  for  the  original  pixel  2  to  which  the 
representative  point  PR  belongs  is  used  in  the  following  step.  Thus,  the  operation  control  circuit  401 
generates  a  latch  timing  signal  Pset  on  the  basis  of  the  signals  Sny  and  SNX,  and  the  pattern  data  P(3)  is 

55  latched  by  the  latch  circuit  402  at  the  raising  time  T3  (Fig.  13)  of  the  latch  timing  signal  Pset. 
In  the  example  shown  in  Fig.  11  A,  the  representative  point  PR  does  not  exceed  the  boundary  line  lPY 

thereby  to  give  the  level  "L"  to  the  signal  SNY,  while  the  point  PR  exceeds  the  boundary  line  lPXthereby  to 
give  the  level  "H"  to  the  signal  SNX.  Accordingly,  it  is  recognized  by  the  operation  control  circuit  401  that 

12 
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the  representative  point  PR  belongs  to  the  original  pixel  2c,  and  the  pattern  data  h(3)  is  latcnea  at  tne  timing 
T3.  If  the  representative  point  PR  belongs  to  the  original  pixel  2a,  2b  or  2d,  the  pattern  data  P,,),  P(2>  or  P(4) 
is  latched  at  the  timing  T>  ,  T2  or  Ta,  respectively. 

The  pattern  data  P,  e.g.,  P(3),  latched  by  the  latch  circuit  402  is  held  in  the  same  as  "a  latched  pattern 
5  data  PL"  until  the  next  main  scanning  timing  pulse  EY  is  acrivated.  The  latched  pattern  data  PL  is  divided 

into  image  selection  bits  Pi  through  P25  for  respective  unit  cells  4  by  means  of  a  bit  divider  15  (Fig.  1),  and 
then  delivered  to  a  selector  1  6. 

The  pattern  data  P(1)  through  P(4)  outputted  from  the  line  memory  device  200c  are  also  transmitted  to 
the  image  boundary  detecting  circuit  403  (Fig.  12).  The  circuit  403  detects  the  respective  bits  of  the  pattern 

o  data  P(1)  through  P(4)  and  compares  the  same  with  each  other,  whereby  it  is  detected  whether  the  image 
combination  boundary  of  the  first  and  second  original  images  1a  and  1b  (Fig.  18A  and  Fig.  18B)  exists  in 
either  of  the  original  pixels  2a-2d.  When  all  of  the  bits  of  the  pattern  data  P(1)  through  P(4)  are  "1"  or  all  are 
"0",  it  is  concluded  that  the  image  combination  boundary  Bin  (Fig.  18C)  does  not  exist  in  either  of  the 
original  pixels  2a-2d.  On  the  other  hand,  if  the  above  indicated  condition  is  not  satisfied,  it  is  concluded  that 

5  he  image  combination  boundary  Bin  exists  in  one  or  more  of  the  original  pixels  2a-2d. 
The  detection  of  the  image  combination  boundary  indicated  above  is  required  for  the  interpolation 

process  where  the  interpolation  is  not  carried  out  for  the  original  pixel  in  which  the  image  combination 
boundary  Bin  exist  (hereinafter  refreed  to  as  "a  boundary  pixel")  but  is  carried  out  for  the  original  pixel  in 
which  the  image  combination  boundary  Bin  does  not  exist  (hereinafter  referred  to  as  "a  non-boundary 

io  pixel").  The  result  of  the  detection  obtained  in  the  image  boundary  detecting  circuit  403  is  transmitted  to 
the  coefficient  RAM  404  as  a  boundary  detection  signal  PB. 

Then,  the  first  and  second  image  data  Di  and  D2  are  read  out  from  the  line  memory  devices  200a  and 
200b  under  the  control  by  the  control  signals  Ua  and  Ub,  to  be  delivered  to  the  selector  17  shown  in  Fig.  1. 
In  Fig.  13,  the  first  and  second  image  data  Di  and  D2  for  the  original  pixels  2a-2d  are  represented  as 

?5  "image  data  D(1)  through  D(4)",  for  convenience  of  illustration.  For  example,  the  image  data  D(1)  represents 
both  of  the  first  and  second  image  data  Di  and  D2  for  the  original  pixel  2a. 

A  control  signal  SL  for  the  selector  17  is  generated  in  the  other  selector  16.  The  selector  16  has  twenty- 
five  input  terminals,  to  which  the  twenty-five  image  selection  bits  Pi  through  P25  are  supplied,  respectively. 
The  image  selection  bits  Pi  through  P25  are  obtained  by  dividing  the  pattern  data  PL  (e.g.,  P(3))  into  its 

jo  respective  bits  by  the  bit  divider  15.  The  counted  values  SY  and  Sx  'obtained  in  the  counter  323  (Fig.  5)  is 
•  transmitted  to  the  selector  16  as.  control  data  of  the  selector  16.  As  already  described,  the  values  larger 

than  the  counted  values  SY  and  Sx  by  one  indicate  the  location  of  the  unit  cell  4  (the  row  number  and  the 
column  number)  to  which  the  representative  point  PR  belongs,  within  the  area  specified  by  the  correspond- 
ing  original  pixel  2.  In  the  preferred  embodiment,  each  of  the  original  pixels  2  is  divided  into  five  rows  in  the 

35  main  scanning  direction  and  five  columns  in  the  subscanning  direction  X,  and  therefore,  each  of  the 
counted  values  SY  and  Sx  is  expressed  by  a  data  of  three  bits.  In  the  example  shown  in  Fig.  2,  the  counted 
values  SY  and  Sx  are  given  as  SY  =  SX  =  "3". 

The  pattern  data  P  selected  by  the  selector  17  (Fig.  1)  in  accordance  with  the  combination  of  the 
counted  values  SY  and  Sx,  which  is  the  pattern  data  P19  shown  in  Fig.  3B,  for  example,  is  supplied  to  the 

40  selector  16  as  the  selection  control  signal  SL.  One  of  the  first  and  second  image  data  Di  and  D2  is  selected 
by  the  selector  17  in  accordance  with  the  value  (i.e.,  "0"  or  "1")  of  the  image  selection  bit  Pi  a,  to  be 
delivered  to  the  multiplier/accumulator  450  as  the  image  data  Ds. 

In  parallel  to  the  image  selection,  a  coefficient  Fa  is  read  out  from  the  coefficient  RAM  404  shown  in 
Fig.  12,  the  coefficient  Fa  expressing  the  rate  at  which  the  image  data  Da  for  the  original  pixel  2a  is  to  be 

45  used  in  the  interpolation.  A  coefficient  table  expressing  the  value  of  the  coefficient  Fa  together  with  the 
coefficients  for  other  pixels  is  previously  determined  and  stored  in  the  coefficient  RAM  404  in  the  form  of  a 
look  up  table.  The  address  signals  for  the  coefficient  RAM  404  are  the  signals  indicating  the  remainders  VY 
and  Vx  for  the  main  scanning  direction  and  the  subscanning  direction,  and  the  signals  Ua,  Ub,  SNY,  SNX  and 
PB,  where  the  signals  indicating  the  remainders  VY  and  Vx  express  the  distance  between  the  representative 

50  point  PR  (Fig.  1A)  and  the  center  point  NCi  of  the  original  pixel  2.  The  contents  of  the  coefficient  table  will 
be  described  later. 

The  coefficient  Fa  (  =  F)  outputted  from  the  coefficient  RAM  404  is  delivered  to  the 
multiplier/accumulator  450,  to  be  multiplied  by  the  image  data  Da  (  =  Ds)  held  in  the  multiplieraccumulator 
450.  The  value  Ga  =  FaDa  thus  obtained  is  set  in  the  multiplier/accumulator  450. 

55  Through  the  similar  process,  the  respective  image  data  D(2)  through  D(4)  for  the  original  pixels  2b-2d  are 
read  out  from  the  line  memory  devices  200a  and  200b  in  the  timings  shown  in  Fig.  13,  and  subjected  to  the 
selection  through  the  selectors  16  and  17,  whereby  image  data  Db  through  Dd  are  obtained.  The  coefficients 
Fb  through  Fd  are  read  out  from  the  coefficient  RAM  404,  and  then  multiplied  by  the  image  data  Db  and  Dd 
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r.  the  multiplier  accumulator  450,  respectively,  to  provide  values  Gb  through  Gd,  which  are  serially  added  to 
the  value  Ga  in  the  multiplier  accumulator  340.  The  process  of  the  addition  is  carried  out  during  the  control 
signal  Uen  is  at  its  active  level. 

The  data  thus  obtained  has  the  value  of: 
5  D,  =  FaDa  +  FbDb  +  F0DC  +  FdDd  (8) 

and  it  is  an  interpolated  image  data  determined  on  the  basis  of  the  positional  relationship  between  the 
representative  point  PR  and  the  original  pixel  array.  The  image  data  D,  is  latched  by  the  latch  circuit  18  in 
synchronism  with  the  latch  timing  signal  Uset,  whereby  the  image  data  Du  is  obtained.  The  image  data  Du  is 
supplied  to  a  color  conversion  circuit  19,  and  the  recording  pixel  on  the  photosensitive  material  10  is 

?o  exposed  with  the  laser  light  L  according  to  the  image  data  Du. 
Now,  the  contents  of  the  coefficient  table  stored  in  the  coefficient  RAM  404  will  be  described.  The 

coefficient  table  is  so  constructed  as  to  provide  the  coefficient  F  (Fa  through  Fd)  according  to  the 
remainders  VY  and  Vx.  Since  the  remaindres  VY  and  Vx  do  not  exceed  the  original  pixel  pitches  DY  and  Dx, 
respectively,  the  remainders  VY  and  Vx  can  be  expressed  by  the  normalized  parameters  HY  and  Hx  being 

75  defined  as: 
Hv  =  VY  DY  (0  <  HYS  1)  (9) 
Hx  =  VxDx(0  <HXS1)  (10) 

The  parameter  DY  and  Dx  have  the  same  value  in  the  preferred  embodiment,  i.e.,  DY  =  Dx. 
The  coefficient  F  is  so  defined  as  to  be  in  proportial  to  the  product  of  first  an  second  distances  which 

zo  are  defined  as  the  respective  distances  between  the  representative  point  Pr  and  the  center  point  NCi  (NC2, 
NC3  or  NC*)  of  the  original  pixel  2  in  the  main  scanning  direction  and  in  the  subscanning  direction, 
respectively.  According  to  the  definition,  the  coefficients  Fa  through  Fd  are  expressed  as  follows: 
Fa  =  (1  -HY)(1  -  Hx)  (11) 
F0  =  (1  -  Hx)  HY  (12) 

25  Fc  =  Hx(1  -  HY)  (13) 
Fd  =  HxHy  (14) 

Fig.  14  is  a  graph  showing  some  examples  of  the  functions  (11)  through  (14),  where  a  coefficient 
function  J1  shows  the  relation  between  Fa  and  Hx  for  the  fixed  value  of  HY  =  0  (VY  =  0),  and  another 
function  J2  shows  the  relation  between  Fd  and  HY  for  the  fixed  value  of  Hx  =  1  (Vx  =  Dx).  As  understood 

30  from  the  expressions  (11)  through  (14),  the  coefficients  Fa  through  Fd  are  linear  functions  of  each  parameter 
HX,  Hy. 

Although  the  coefficients'  Fa  through  Fd  defined  by  the  expressions  (11)  through  (14)  are  not  directly 
proportional  to'  the  lengths  of  segments  h  through  U  (Fig.  11  A),  respectively,  they  are  substantially 
proportional  to  the  lengths  of  the  segments  h  through  U.  Therefore,  the  expressions  (11)  through  (14) 

35  substantially  provide  coefficients  or  weights  for  obtaining  the  weighted  average  whose  weights  are 
proportional  to  the  respective  distances  between  the  representative  point  Pr  and  the  center  points  NC1 
through  NC4. 

A  coefficient  function  J3  shown  in  Fig.  14  is  suitable  for  the  interpolation  which  is  not  carried  out  at  the 
respective  neighborhoods  of  the  central  points  NC1  through  NC4  but  is  carried  out  only  for  the  other  regions. 

jo  Note  that  the  respective  values  of  the  function  J3  at  the  neighborhood  of  Hx  (HY)  =  "0",  "1  "  are  constant 
vatues  of  "1"  and  "0",  respectively.  In  the  interpolation  employing  the  coefficient  function  J3,  each  of  the 
ceils  8  is  divided  into  nine  regions  Ro,  R1-R*,  R12,  R13,  R24  and  R3*,  where  the  width  of  the  regions  Ri-R«. 
has  a  predetermined  common  value  k. 

In  accordance  with  the  division  of  the  unit  cell  8  shown  in  Fig.  15,  the  coefficients  Fa  through  Fb  may  be 
45  defined  through  the  rule  indicated  in  Table  3,  whereby  each  of  the  coefficients  Fa  through  Fd  has  the 

character  corresponding  to  the  coefficient  function  J3.  The  quantities  kY,  kx,  MY  and  Mx  indicated  in  Table  3 
are  defined  as  follows: 
kY  =  k,DY  (15) 
kx  =  k.Dx  (16) 

50  My  =  HY  +  kY  [=  (Vy  +  k)/DY]  (17) 
Mx  =  Hx  +  kx[=  (Vx  +  k)/Dx]  (18) 

When,  the  value  of  the  width  k  is  so  determined  as  to  be  one  half  of  the  recording  pixel  pitch,  for 
example,  an  interpolated  image  can  be  obtained  without  loss  of  the  sharpness  of  the  original  image,  the 
reason  of  which  is  as  follows:  For  example,  suppose  the  case  where  the  difference  in  optical  density  or 

55  gradation  between  the  original  pixels  neighboring  each  other  on  the  original  image  is  relatively  large.  A 
typical  example  of  such  an  original  image  is  a  fine  lattice  image  in  which  a  solid  (the  exposure  rate  = 
100%)  and  a  vacancy  "(0  %)  alternately  appear.  When  the  coefficient  function  J1  or  J2,  by  which  the 
weighted  average  is  obtained  for  all  regions,  is  employed,  the  respective  gradation  levels  of  the  pixels 

14 



!P  0  319  976  A2 

neighboring  each  other  is  averaged  in  the  recorded  image.  As  a  result,  tne  graaation  level  or  xne  expobure 
rate  of  the  recorded  image  becomes  about  fifty  percents,  and  the  sharpness  in  the  original  image  is  partially 
lost  in  the  recorded  image. 

In  order  to  maintain  the  sharpness  in  the  recorded  image,  the  coefficient  function  is  so  determined  as  to 
i  have  a  part  by  which  the  gradation  level  of  the  original  pixel  is  faithfully  reproduced  in  the  recorded  image. 

Since  the  respective  values  of  the  remainders  Vx  and  VY  vary  in  the  unit  of  the  recording  pixel  pitch,  at  least 

one  recording  pixel  is  not  interpolated  in  each  original  pixel,  when  the  value  k  is  set  at  one  half  of  the 

recording  pixel  pitch.  Therefore,  the  coefficient  function  (J3,  for  example)  having  a  flat  part  or  a  constant 

part  for  suppressing  the  interpolation  has  meaningful  in  the  image  recording.  Incidentally,  the  width  k  may 
o  have  a  value  other  than  one  half  of  the  recording  pixel  pitch,  which  is  previously  determined  according  to 

the  character  of  the  original  image.  Furthermore,  the  parameters  kx  and  kY  may  have  different  values. 

Table  3 

Region  Fa  Fb  Fc  Fd 

R,  1  0  0  0 

R2  0  1  0  0 

R3  0  0  1  0 

R*  0  0  0  1 

R,2  1  -  MY  Hy-  kY  0  0 

R<  3  1  -  Mx  0  Hx  -  kx  0 

Ra*  0  1-MX  0  Hx-kx 

R3*  0  0  1  -  MY  HY  -  kY 

Ro  Fa  =  (1  -  Mx)  (1  -  MY) 

Fb  =  (Hx  -  kx)  (1  -  MY) 

Fc  =  (1  -  MX).(HY  -  kY) 

Fd  =  (HX  -  kX)  (Hy  -  ky) 

35 
As  will  be  understood  by  those  skilled  in  the  art  from  the  above  description,  the  coefficient  function  can 

be  arbitrarily  determined,  and  it  may  be  a  curve  as  well  as  a  straight  line  and  a  connected  line.  The 
coefficient  table  stored  in  the  coefficient  RAM  404  is  previously  prepared  in  accordance  with  the  coefficient 
function,  whereby  a  desired  interpolation  can  be  attained  through  the  coefficient  table. 

40  The  signals  Ua,  Ub,  SNY  and  SNX  supplied  to  the  coefficient  RAM  404  as  parts  of  the  address  signals 
therefor  are  used  for  discriminating  between  the  coefficients  Fa  through  Fb  being  determined  according  to 
the  expressions  (11)  through  (14),  for  example. 

The  interpolation  of  the  image  data  Da  through  Dd  with  the  coefficient  table  is  carried  out  only  during 
the  image  boundary  detecting  signal  PB  (Fig.  1)  is  at  its  non-active  level  and  a  non-boundary  pixel  is 

45  subjected  to  the  exposure.  During  the  signal  PB  is  at  its  active  level  and  a  boundary  pixel  is  subjected  to  the 

exposure,  the  coefficient  RAM  404  outputs  "1"  as  the  coefficient  (F„  for  example)  for  the  original  pixel 
designated  by  the  signals  SNY  and  SNX,  and  outputs  "0"  for  the  other  coefficients.  The  selection  of  the 

output  "is  attained  in  accordance  with  another  data  previously  stored  in  the  coefficient  RAM  404  in  the  form 
of  a  data  table. 

50  Through  the  construction  in  which  the  interpolation  is  not  carried  out  for  the  boundary  pixel  but  carried 
out  for  the  non-boundary  pixel,  a  color  blur  at  the  image  combination  boundary  can  be  prevented. 
Furthermore,  since  it  is  not  necessary  to  prepare  original  images  for  the  regions  over  the  image 
combination  boundary,  the  original  images  Di  and  D2  may  be  prepared  and  stored  in  the  memeory  500  of 
the  layout  system  only  for  the  respective  inside  regions  as  far  as  the  image  combination  boundary,  so  that 

55  the  amount  of  the  image  data  to  be  processed  is  reduced.  In  other  words,  only  one  of  the  original  image 
data  Di  and  D2  may  be  prepared  for  the  image  region  on  which  the  pattern  data  P  has  only  one  value 
within  "1  "  and  "0".  On  the  other  hand,  when  both  of  the  original  image  data  Di  and  D2  are  prepared  for  the 
region  over  the  image  combination  boundary,  the  image  boundary  detecting  circuit  403  may  be  omitted. 
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F  E/amole  of  Recorded  Image 

F;g.  16  is  a  schematic  diagram  showing  an  array  of  recording  pixels  on  a  recorded  image  which  is 
obtained  according  to  the  preferred  embodiment  of  the  present  invention.  Blocks  BLH  and  BKY  shown  in 

5  Fig.  16  indicate  the  areas  on  which  timing  charts  in  the  image  recording  are  to  be  expressed,  and  the 
contents  of  the  blocks  BKX  and  BKY  are  shown  in  Fig.  17A  and  Fig.  17B  as  enlarged  timing  charts, 
respectively.  Furthermore,  reference  pixels  to  be  referred  to  in  the  interpolation  are  indicated  by  symbols  Njj 
(i.j  =  1,2  ...),  in  Fig.  16  and  Fig.  17. 

Referring  to  Fig.  17A,  the  main  scanning  timing  pulse  Ety  is  activated  every  time  the  main  scanning 
-o  gees  on  by  the  recording  pixel  pitch  EY.  Since: 

Ef  :  DY  :  PY  =  7  :  20  :  4 
the  initial  value  of  the  remainder  VY  is: 
Dv2  =  Dy-2  =  10 

Every  time  the  main  scanning  timing  pulse  Ety  is  activated,  the  remainder  VY  increases  by  EY  =  7. 
•5  When  the  remainder  VY  exceeds  DY  =  20,  the  value  DY  =  20  is  subtracted  from  the  remainder  VY,  to  give  a 

new  /aiue  of  the  remainder  VY.  In  the  example  shown  in  Fig.  17A,  the  remainder  VY  changes  according  to 
the  sequence  of: 
Vv  =  10. 
10  +  7  =  17, 

20  17  +  7  =  24  >  20  -  24  -  20  =  4 
4  +  7  =  11, 

The  renewal  pulse  LY  is  generated  in  synchronism  with  the  process  of  subtracting  the  value  of  DY  =  20 
from  the  remainder  VY,  whereby  a  reference  pixel  is  renewed  or  advanced.  Therefore,  an  original  pixel  Ni0 

25  the  reference  pixel  for  the  first  two  recording  pixels  along  the  main  scanning  direction  Y  (Fig.  17A),  and 
another  original  pixel  NM  is  the  reference  pixel  for  the  next  three  recording  pixels. 

The  counted  value  Sy  indicates  the  number  of  the  unit  ceil  boundaries  (the  broken  lines  in  Fig.  17A) 
being  already  crossed  by  the  scanning  after  the  time  (ti  ,  for  example)  at  which  the  main  scanning  timing 
pulse  Ety  just  following  the  renewal  pulse  LY  is  generated.  For  example,  the  scanning  crosses  two  of  the 

30  unit  cell  boundaries  in  the  time  period  from  ti  to  t2,  the  counted  value  Sy  at  the  time  t2  is  "2".  The  counted 
value  Sv  used  for  specifying  an  unit  cell  to  be  refered  to. 

In  the  section  between  the  respective  center  points  Nc  of  the  original  pixels  neighboring  each  other,  the 
signal  Sw  is  at  "H"  level  before  the  scanning  crosses  the  original  pixel  boundary  which  is  illustrated  by  the 
thick  soiid  line  in  Fig.  17A,  and  is  at  "L"  level  after  the  original  pixel  boundary  is  crossed  by  the  scanning. 

35  The  signal  SNY  is  used  for  specifying  an  original  pixel  from  which  a  unit  cell  to  be  referred  to  is  extracted. 
The  timing  chart  shown  in  Fig.  17B  is  that  for  the  subscanning  direction  X,  and  the  contents  of  Fig.  17B 

will  be  understood  those  skilled  in  the  art  from  the  above  description  for  Fig.  17A. 
The  pattern  data  P  or  the  image  selection  bit  for  the  unit  cell  4  to  which  the  representative  point  PR 

beicngs  is  used  for  selecting  a  pixel  image  data  for  the  recording  pixel  7  (Fig.  16)  from  the  first  and  second 
40  original  image  data  Di  and  D  2.  With  respect  to  the  recording  pixel  7  shown  in  Fig.  16,  the  value  obtained 

by  interpolating  the  respective  pixel  image  data  of  the  four  pixels  N22,  N23,  N33  and  N33  is  used  as  an 
image  data  (an  exposure  data)  for  recording  thereof. 

The  size  of  the  recorded  image  thus  obtained  is  the  same  with  the  image  intended  in  the  layout 
system.  Furthermore,  since  the  exposure  data  is  obtained  on  the  basis  of  the  positional  or  spatial 

45  relationship  between  the  respective  arrays  of  the  original  pixels  and  the  recording  pixels,  the  recording 
image  is  faithful  to  the  image  being  set  in  the  layout  system. 

Through  the  interpolation  process,  the  recording  pixel  7  is  recorded  on  the  basis  of  the  respective 
image  data  (TJ<  or  D2)  for  the  four  original  pixels  surrounding  the  recording  'pixel  7,  whereby  a  distortion  in 
the  recorded  image  is  prevented. 

50 

G.  Modifications 

The  present  invention  can  be  applied  to  a  halftone  dot  image  recording  as  well  as  the  image  recording 
55  with  continuous  exposure.  The  recorder  may  be  a  scanner  of  flat  bed  type,  or  a  drum  type  scanner  in  which 

the  inner  surface  of  the  drum  is  scanned. 
Furthermore,  the  present  invention  may  be  used  not  only  in  an  apparatus  in  which  a  plurality  of  original 

images  are  combined  with  each  other  in  accordance  with  a  pattern  data,  but  also  in  an  apparatus  in  which  a 
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single  original  image  is  reproduced. 
Although  the  present  invention  has  been  described  and  illustrated  in  detail,  it  is  clearly  understood  that 

the  same  is  by  way  of  illustration  and  example  only  and  is  not  to  be  taken  by  way  of  limitation,  the  spirit 
and  scope  of  the  present  invention  being  limited  only  by  the  terms  of  the  appended  claims. 

5  The  features  disclosed  in  the  foregoing  description,  in  the  claims  and/or  in  the  accompanying  drawings 
may,  both  separately  and  in  any  combination  thereof,  be  material  for  realising  the  invention  in  diverse  forms 
thereof. 

w  Claims 

1.  A  method  of  generating  an  object  image  to  be  recorded  on  a  recording  plate  in  the  form  of  a 
recording  pixel  array  on  the  basis  of  an  original  image  data,  wherein  said  object  image  is  obtained  by 
combining  a  plurality  of  original  images  with  each  other  according  to  a  predetermined  pattern  data 

15  expressing  a  combination  pattern  of  said  original  images,  said  method  comprising  the  steps  of: 
(1)  preparing  image  data  expressing  original  images  in  the  form  of  an  original  pixel  array; 
(2)  determining  respective  sizes  of  a  recording  pixel  included  in  said  recording  pixel  array  and  an 

original  pixel  included  in  said  original  pixel  array; 
(3)  detecting  a  spatial  relationship  between  respective  pixel  arrangements  of  said  recording  pixel 

20  array  and  said  original  pixel  array  on  the  basis  of  said  respective  sizes; 
(4)  specifying  a  plurality  of  original  pixels  spatially  surrounding  each  recording  pixel  on  the  basis  of 

said  spatial  relationship; 
(5)  extracting  respective  pixel  image  data  for  said  original  pixels  specified  in  the  step  (4)  from  said 

original  image  data; 
25  (6)  detecting  a  combination  boundary  between  said  original  images; 

(7)  interpolating  said  respective  pixel  image  data  to  generate  an  interpolated  pixel  image  data  in  case 
of  not  detecting  said  combination  boundary  in  the  step  (6); 

(8)  recording  an  image  on  said  recording  plane  for  each  recording  pixel  on  the  basis  of  said 
interpolated  pixel  image  data  and  said  pixel  image  data,  thereby  -to  obtain  said  object  image  on  said 

30  recording  plate. 

2.  A  method  in  accordance  with  claim  1,  wherein  said  pattern  data  comprises  a  number  of  combination 
signals  corresponding  to  said  respective  recording  pixels,  and  said  step  (6)  includes  detecting  the 
respective  bits  of  said  pattern  data  and  comparing  the  same  with  each  other,  whereby  it  is  detected  whether 

35  said  combination  boundary  exists  in  said  original  images. 
3.  A  method  in  accordance  with  claim  2,  wherein  the  existence  of  said  combination  boundary  in  said 

original  images  is  detected  at  which  every  combination  signal  of  said  pattern  data  is  one  of  possible  states. 
4.  A  method  in  accordance  with  claim  1  ,  wherein  said  method  is  used  in  an  image  recorder  for 

generating  said  object  image  in  time  series  by  scanning  said  recording  plane  along  a  predetermined 
40  scanning  direction,  and  said  spatial  relationship  is  detected  in  time  series  along  said  scanning  direction. 

5.  A  method  in  accordance  with  claim  1,  wherein  the  step  (7)  includes  the  steps  of: 
(7-1)  detecting  recording  pixels  other  than  recording  pixels  included  in  an  exclusion  distance  on  the 

basis  of  said  spatial  relationship  from  respective  center  points  of  said  original  pixels  specified  in  the  step 
(4); 

45  (7-2)  determining  a  coefficient  function  corresponding  to  distances  between  one  of  said  center  points 
and  said  respective  recording  pixels  detected  in  the  step  (7-1); 

(7-3)  finding  distances  between  one  of  said  center  points  and  respective  recording  pixels  surrounded 
by  said  center  points;  and 

(7-4)  obtaining  an  interpolated  image  data  for  recording  pixels  on  the  basis  of  said  distances  by  using 
50  said  coefficient  function. 

6.  A  method  in  accordance  with  claim  5,  wherein  said  coefficient  function  includes  invalid  values  for 
interpolation,  said  invalid  values  being  applied  with  recording  pixels  included  in  said  excluded  distance. 

7.  An  apparatus  for  generating  an  object  image  to  be  recorded  on  a  recording  plane  in  the  form  of  a 
55  recording  pixel  array  on  the  basis  of  an  original  image  data  expressing  an  original  image  in  the  form  of  an 

original  pixel  array,  wherein  respective  sizes  of  a  recording  pixel  included  in  said  recording  pixel  array  and 
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=n  original  pixel  included  in  said  original  pixel  array  are  predetermined,  and  said  object  image  is  obtained 
oy  :orribining  a  plurality  of  original  images  with  each  other  according  to  a  predetermined  pattern  data 
expressing  a  combination  pattern  of  said  original  images,  said  apparatus  comprising: 

d)  input  means  for  inputting  said  original  image  data  and  a  size  data  expressing  said  respective 
sizes: 

(2)  detection  means  for  detecting  a  spatial  relationship  between  respective  pixel  arrangements  of  said 
'ecording  pixel  array  and  said  original  pixel  array  on  the  basis  of  said  size  data; 

(3)  specifying  means  for  specifying  a  plurality  of  original  pixels  spatially  surrounding  each  recording 
pixel  on  the  basis  of  said  spatial  relationship; 

(4)  extraction  means  for  extracting  respective  pixel  image  data  for  said  original  pixels  specified  by 
said  specifying  means  from  said  original  image  data; 

(5)  interpolation  means  for  interpolating  said  respective  pixel  image  data  to  generate  an  interpolated 
pixel  image  data; 

(6)  boundary  detection  means  for  detecting  a  combination  boundary  between  said  original  images; 
(7)  means  for  disenabling  said  interpolation  means  at  said  combination  boundary;  and 
(8)  recording  means  for  recording  an  image  on  said  recording  plane  for  each  recording  pixel  on  the 

basis  of  said  interpolated  pixel  image  data  generated  with  said  interpolation  means  and  said  pixel  image 
data  specified  by  said  specifying  means,  whereby  said  object  image  is  obtained  on  said  recording  plane. 

8.  An  apparatus  in  accordance  with  claim  7,  wherein  said  pattern  data  comprises  a  number  of 
combination  signals  corresponding  to  respective  original  pixels,  and  said  boundary  detection  means  detects 
the  respective  combination  signals  of  said  pattern  data  and  compares  the  same  with  each  other,  whereby  it 
is  detected  whether  said  combination  boundary  exists  in  said  original  images. 

9.  An  apparatus  in  accordance  with  claim  8,  wherein  said  boundary  detection  means  concludes  that 
saic  combination  boundary  exists  in  said  original  images  when  every  combination  signal  of  said  pattern  data 
is  one  of  possible  states. 

10.  An  apparatus  in  accordance  with  claim  7,  wherein  said  apparatus  is  an  image  recorder  for 
generating  said  object  image  in  time  series  by  scanning  said  recording  plane  along  a  predetermined 
scanning  direction,  and  spatial  relationship  is  detected  in  time  series  along  said  scanning  direction. 

1  1  .  An  apparatus  in  accordance  with  claim  7,  wherein  said  interpolation  means  comprises: 
(5-1)  memory  means  for  storing  predetermined  coefficient  function  corresponding  to  distances 

between  one  of  center  points  of  said  original  pixels  specified  by  said  specifying  means  and  respective, 
selected  recording  pixels,  said  selected  recording  pixels  being  recording  pixels  other  than  recording  pixels 
included  in  an  exclusion  distance  on  the  basis  of  said  spatial  relationship  from  respective  center  points  of 
said  original  pixels  specified  by  said  specifying  means; 

(5-2)  means  for  finding  distances  between  one  of  said  center  points  and  respective  recording  pixels 
surrounded  by  said  center  points,  and 

(5-3)  means  for  obtaining  an  interpolated  image  data  for  recording  pixels  on  the  basis  of  said 
distances  by  using  said  coefficient  function  stored  in  said  memory  means. 

12.  An  apparatus  in  accordance  with  claim  11,  wherein  said  coefficient  function  includes  invalid  values 
for  interpolation,  said  invalid  values  being  applied  with  recording  pixels  included  in  said  excluded  distance. 
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