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©  Camera  having  disconnectable  manual  controls  for  film  unit  removal  assembly  and  a  shade 
assembly. 

©  A  photographic  camera  of  the  instant  type  hav- 
ing  an  imbibition  chamber  for  storing  exposed  film 
units  during  their  development.  The  imbibition  cham- 
ber  has  a  window  through  which  an  image  in  an 
exposed  film  in  the  chamber  can  be  viewed.  Man- 
ually  operative  means  control  the  movement  of  a 
curtain  or  blind  from  a  position  covering  the  window 
to  an  uncovering  position  and  movement  of  an  ex- 
posed  film  unit  to  a  position  where  it  exits  from  the 
chamber  via  an  egress  door.  Automatic  means  is 
provided  for  rendering  the  manually  operative  means 

C4  ineffective  to  perform  such  functions  during  the  ex- 
^posure  and  development  of  a  film  unit. 
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CAMERA  HAVING  DISCONNECTIBLE  MANUAL  CONTROLS  FOR  FILM  UNIT  REMOVAL  ASSEMBLY  AND  A 
SHADE  ASSEMBLY 

position  where  the  operator  may  grasp  them  and 
complete  their  removal. 

With  this  arrangement,  when  an  exposed  film 
unit  is  moved  into  the  imbibition  or  storage  cham- 

5  ber,  it  may  cause  a  previously  exposed  film  unit 
already  in  the  chamber  to  be  moved  partially  out  of 
the  chamber  through  the  egress  opening  due  to  the 
sliding  fricitonal  engagment  between  the  outermost 
or  lowermost  film  unit  and  the  adjacent  superposed 

10  film  unit.  There  is  no  positive  lock  to  prevent  the 
partial  ejection  of  a  developing  film  unit  as  the 
newly  exposed  film  unit  is  delivered  to  the  lighttight 
chamber.  Also,  with  this  arrangement  there  is  no 
adequate  means  for  preventing  actuation  of  the 

75  button  to  remove  an  exposed  film  unit  during  the 
desired  "dark  period"  when  it  is  being  processed 
in  the  camera. 

Related  Application 

This  application  is  related  to  the  copending 
application  Serial  No.  (our  Case  No.  7384)  filed  on 
even  date  herewith  by  George  D.  Whiteside  and 
entitled  "Instant  Type  Camera  With  Manually  Op- 
erable  Means  for  Removing  Film  Units  From  Im- 
bibition  Chamber." 

Field  of  Invention 

This  invention  relates  to  a  photographic  camera 
of  the  instant  type  having  an  arrangement  for  mov- 
ing  an  exposed  self-developing  type  film  unit  from 
an  exposure  position  to  a  lighttight  imbibition 
chamber  where  it  remains  during  the  formation  of  a 
visible  image.  The  imbibition  chamber  has  a  film 
loading  door  with  a  window  for  viewing  a  film 
located  in  the  chamber.  This  window  has  a  blind 
which  normally  covers  the  window  but  which  is 
movable  to  allow  viewing  of  the  developed  film. 

20  Summary  of  the  Invention 

The  present  invention  relates  to  a  self-develop- 
ing  or  instant  type  photographic  apparatus,  e.g.,  a 
camera,  having  a  lighttight  imbibition  chamber  in 

25  which  an  exposed  film  unit  is  adapted  to  remain 
until  its  latent  image  has  been  substantilly  trans- 
formed  into  a  viewable  image.  The  apparatus  in- 
cludes  a  housing,  enclosing  a  film  chamber  having 
structure  for  locating  and  supporting  a  film  assem- 

30  blage  in  position  for  the  sequential  exposure  of  a 
plurality  of  film  units  located  therein.  Located  rear- 
wardly  or  below  the  film  assemblage  supporting 
structure  is  a  chamber  which  is  adapted  to  receive 
an  exposed  film  unit,  subsequent  to  a  processing 

35  liquid  being  spread  across  a  layer  thereof,  and 
maintain  it  in  a  lighttight  environment  until  the  pro- 
cessing  liquid  has  sufficiently  imbibed  the  film  unit 
to  cause  the  formation  of  a  visible  image.  The 
apparauts  includes  a  battery  operated  motor  moun- 

40  ted  adjacent  one  end  of  the  film  assemblage  sup- 
porting  structure  and  means  for  advancing  an  ex- 
posed  film  unit  from  the  assemblage's  film  cas- 
sette,  around  the  motor  and  then  to  the  lighttight 
imbibition  chamber.  The  aforementioned  means  in- 

45  eludes  a  cantilevered  member  having  a  free  end 
which  is  adapted  to  move  an  uppermost  film  unit 
from  the  film  cassette;  laterally  spaced  pairs  of 
superposed  friction  wheels  which  are  adapted  to 
engage  the  lateral  sides  of  the  exposed  film  unit 

so  and  continue  its  movement  away  from  the  film 
cassette  and  around  the  motor  and  toward  a  pair  of 
cylindrically  configured  superposed  rollers;  the 
superposed  rollers;  and  a  second  cantilevered 
member  for  advancing  the  exposed  film  unit  into 

Background  of  the  Invention 

An  instant  camera  of  the  general  type  indicated 
above  is  disclosed  in  U.S.  Patent  No.  4,664,497  to 
Johnson  et  al.  This  patent  describes  a  photograph- 
ic  camera  enclosing  a  film  cassette  supported  in  an 
exposure  position.  A  lighttight  imbibition  or  storage 
chamber  is  located  behind  or  below  the  film  cas- 
sette  support  into  which  an  exposed  film  unit  is 
moved  and  remains  during  the  formation  of  a  visi- 
ble  image. 

An  outer  or  lower  wall  of  the  chamber  has  a 
film  loading  door  with  a  window  therein  for  viewing 
an  exposed  film  unit  after  a  predetermined  period 
while  it  is  located  in  the  imbibition  chamber.  A 
blind  is  provided  in  association  with  the  window 
and  is  movable  from  a  normal  lighttight  covering 
position  over  the  window  to  an  uncovering  position 
to  permit  viewing  of  the  film  unit.  With  this  arrange- 
ment,  sequentially  exposed  film  units  are  moved 
into  the  imbibition  chamber  and  positioned  in 
superposed  relationship  in  that  chamber,  the  last 
film  unit  being  outermost  or  lowermost  and  nearest 
the  window. 

A  manually  operable  button  is  provided  on  the 
lower  wall  to  move  a  slide  plate  carrying  a  film  unit 
engaging  end.  The  film  unit  engaging  end  is  con- 
figured  to  move  all  of  the  film  units  from  the 
imbibition  chamber  via  an  egress  opening  to  a 



EP  0  322  682  A2 

the  imbibition  chamber.  The  rollers  are  adapted  to 
rupture  a  container  of  processing  liquid  carried  on 
a  leading  end  of  the  advancing  film  unit  and  spread 
its  contents  across  a  layer  thereof  to  initiate  the 
formation  of  a  visible  image  therein  by  a  diffusion  5 
process.  As  the  exposed  film  unit  leaves  the  bite  of 
the  rollers,  its  trailing  end  is  located  in  a  position  to 
be  engaged  by  the  second  cantilevered  member 
for  subsequent  movement  into  the  imbibition  cham- 
ber.  10 

The  apparatus  further  includes  a  loading  door 
through  which  a  film  assemblage  may  be  located 
on  the  aforementioned  supporting  structure.  The 
loading  door,  which  comprises  one  of  the  walls  of 
the  imbibition  chamber,  has  a  window  therein  75 
through  which  the  visible  image  in  a  film  unit 
located  within  the  imbibition  chamber  may  be  view- 
ed  without  opening  the  loading  door.  Such  window 
is  ordinarily  rendered  lighttight  by  a  blind  which  is 
movable  from  its  operative  position  covering  the  20 
window,  to  an  inoperative  position  wherein  a  film 
unit  within  the  chamber  may  be  viewed.  The  blind 
is  maintained  in  the  operative  position  until  the 
formation  of  a  visible  image  within  the  last  exposed 
unit  to  enter  the  imbibition  chamber  has  been  sub-  25 
stantially  formed.  This  is  achieved  automatically  by 
energizing  a  solenoid  in  a  manner  to  misalign  a 
manual  blind  opening  link  with  the  blind,  thereby 
preventing  any  blind  movement.  After  the  formation 
of  the  visible  image,  a  timing  circuit  deenergizes  30 
the  solenoid  to  allow  the  link  to  return  to  its  oper- 
ative  position  wherein  it  may  move  the  blind  to  its 
inoperative  position. 

The  imbibition  chamber  is  also  provided  with  a 
light  sealed  opening  or  egress  through  which  all  of  35 
the  film  units  located  within  the  imbibition  chamber 
may  be  moved  as  a  unit  to  the  exterior  of  the 
photographic  apparatus.  Suitable  means,  such  as  ¥^~~\  
manually  actuatable  slide,  is  provided  for  such  putt-  I 
pose.  \  Ao 

The  present  invention  deals  with  a  camera  o i /  
the  general  type'dislcosed  in  the  aforementioned 
Patent  No.  4,664,497.  However,  according  to  the 
present  invention,  the  camera  is  provided  wth 
manually  operative  means  for  controlling  mov\ 
ment  of  the  curtain  or  blind  which  is  associate 
with  the  viewing  window  of  the  lighttight  

i m b i b i t i o �  

chamber.  Manual  means  are  also  provided  fc. 
moving  one  or  more  film  units  from  the  chamber 
when  desired.  But,  an  automatic  lock  is  provided  50 
for  rendering  the  manually  operable  means  ineffec- 
tive  to  perform  their  normal  functions  during  expo- 
sure  and  development  of  a  film  unit.  Additionally,  a 
positive  bias  is  provided  at  the  exit  or  egress  from 
the  chamber  to  prevent  ejection  of  a  resident  de-  55 
veloping  film  unit  by  an  entering  exposed  film  unit 
which  is  not  yet  developed.  Thus,  accidental  expo- 
sure  to  light  of  the  film  unit  not  completely  devel- 

oped  is  avoided. 

Brief  Description  of  the  Drawings 

For  a  fuller  understanding  of  the  nature  and 
objects  of  the  invention,  reference  should  be  had  to 
the  following  detailed  description  taken  in  connec- 
tion  with  the  accompanying  drawings  wherein: 

Fig.  1  is  a  general  persepctive  view  of  a 
camera  in  which  this  invention  is  embodied; 

Fig.  2  is  a  bottom  view  of  the  camera; 
Fig.  3  is  an  enlarged  sectional  view  taken 

generally  along  line  3-3  of  Fig.  1  of  the  lower 
portion  of  the  camera; 

Fig.  4  is  a  schematic  view  showing  a  blind  or 
curtain  in  covering  position  relative  to  a  viewing 
opening  for  an  imbibition  chamber; 

Fig.  5  is  a  view  similar  to  Fig.  4  but  showing 
the  blind  in  uncovering  relationship  to  the  opening; 
and 

Fig.  6  is  a  view  similar  to  Fig.  4  but  showing 
a  modification  of  the  blind  control. 

Detailed  Description  of  the  Invention 

Looking  first  to  Fig.  1,  photographic  apparatus 
is  illustrated  in  the  form  of  a  folding  camera  10  of 
the  instant  or  self-developing  type.  The  camera 
illustrated  is  described  in  great  detail  in  U.S.  Patent 
No.  4,664,497  and  to  the  extent  necessary  for  a  full 
understanding  of  this  invention  such  patent  is  incor- 
porated  herein  by  reference. 

The  camera  includes  a  main  housing  12  having 
a  section  14  which  is  pivotally  attached  thereto  and 
which  forms  a  door  in  the  camera  for  the  insertion 
of  a  cassette  filled  with  a  plurality  of  film  units 
which  will  be  explained  subsequently.  The  main 
housing  12  includes  a  bottom  wall  16,  a  front  wall 
18,  a  rear  wall  20  and  end  walls  22  and  24.  As 
illustrated  in  Fig.  1,  the  folding  portions  of  the 
camera  are  shown  projecting  upwardly  from  a  top 
wall  26  of  the  housing. 

The  door  14  is  pivotally  connected  to  the  end 
wall  22  of  the  main  housing  12  by  a  hinge  (not 

~  shown)  which  is  generally  parallel  to  the  axis  of  the 
camera's  objective  lens  28  and  generally  perpen- 
dicular  to  the  front  and  rear  walls  18  and  20. 
Adjacent  the  lens  28  is  a  photocell  window  30  and 
upwardly  from  that  is  an  artificial  illumination 
means  such  as  a  strobe  32  and  a  ranging  window 
34  all  of  which  are  conventional. 

:  Looking  now  to  Fig.  3,  the  camera  10  is  adapt- 
ed  to  receive  a  film  assemblage  of  the  type  which 
includes  a  film  cassette  36  having  therein  a  stack' 
of  film  units  38  which  are  resiliency  biased  upward 
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be  opened  by  a  button  94  projecting  through  a 
second  slot  96  in  wall  16.  Note  in  Fig.  5  that  first 
slot  88  and  second  slot  96  are  arranged  generally 
parallel.  Button  94  is  connected  to  a  slide  98  hav- 
ing  an  up-raised  flange  1  00  at  one  end,  for  engag- 
ing  the  trailing  end  48  of  a  film  unit,  and  including  a 
probe  102  extending  from  said  flange  100  to  a 
position  just  short  of  said  door  90  whereby  the 
door  will  swing  open  when  the  button  94  is  pushed 
from  right  to  left  as  shown  in  Fig.  3.  Door  90  is 
ordinarily  biased  to  the  closed  position  and  the 
button  94  biased  to  the  right-hand  side  of  slot  96 
by  a  second  spring  102  which  is  attached  at  one 
end  to  flange  100  and  at  the  other  end  to  the  door 
Hat  104. 

Looking  to  Figs.  4  and  5,  a  lug  106  is  shown 
projecting  from  the  side  of  blind  78.  Its  purpose  is 
to  provide  positive  engagement  for  the  button  86 
when  a  film  unit  38  has  reached  an  adequate 
development  stage  in  the  lighttight  chamber  74, 
e.g.  thirty  seconds.  This  positive  mechanical  en- 
gagement  is  accomplished  through  a  pivotable  link 
108  and  a  prong  110  which  extends  from  the 
button  86  into  engagement  with  a  flange  109  which 
extends  outwardly  from  one  end  of  the  link  108. 
Link  108  is  pivotally  attached  at  112  to  a  movable 
body  and  during  the  time  the  film  unit  is  develop- 
ing  in  the  lighttight  chamber  74  an  automatically 
controlled  solenoid  114  holds  the  link  in  a  position 
such  that  it  will  not  engage  lug  106  even  if  button 
86  is  actuated.  Thereby  the  blind  78  will  not  move 
from  its  light-blocking  position  over  the  viewing 
window  76.  The  link  108  is  normally  spring  biased 
into  the  horizontal  position  shown  in  Fig.  5.  The 
same  solenoid  is  connected  to  a  lock  116  which 
prevents  the  movement  of  button  94  during  the  film 
development  stage. 

In  operation  the  camera  will  be  focused  and 
the  film  unit  38  exposed  through  opening  44.  The 
button  used  to  actuate  the  shutter  of  the  camera  is 
not  illustrated  in  Fig.  1  but  upon  its  initiation  the 
film  will  be  exposed  and  the  motor  58  will  be 
energized  to  drive  a  film  advancing  unit  118  in  a 
reciprocating  manner  to  engage  the  exposed  film 
unit  38  by  its  trailing  edge  and  advance  it  to  the 
exterior  of  the  cassette  via  opening  52.  As  the 
exposed  film  unit  38  emerges  from  the  cassette  36, 
it  enters  the  bite  of  laterally  spaced  pairs  of  motor 
driven  friction  rollers  54  and  56  which  advance  the 
film  unit  through  the  curved  path  64  around  the 
motor  58  until  its  leading  end  is  located  in  the  bite 
of  the  motor  driven  spread  rollers  66  and  68. 

The  rollers  66  and  68  continue  the  movement 
of  the  exposed  film  unit  while  simultaneously  rup- 
turing  the  pod  46  of  processing  liquid  and  spread- 
ing  its  contents  between  layers  of  the  film  unit  to 
initiate  the  formation  of  a  visible  image  within  the 
film  unit  via  a  diffusion  transfer  process.  As  the 

by  a  spring  40  against  a  forward  wall  42  of  the 
cassette  so  as  to  locate  the  uppermost  film  unit 
adjacent  to  an  exposure  aperture  44  in  the  wall  42. 
The  film  units  38  are  of  the  integral  self-developing 
or  instant  type  and  include  a  rupturable  pod  46  of  5 
processing  liquid  at  their  leading  ends  and  a  trap 
48  at  their  trailing  ends  for  receiving  any  excess 
processing  liquid,  as  is  well  known  in  the  art. 

The  camera  includes  a  plate  50  oriented  ap- 
proximately  parallel  with  the  wall  16  and  serves  to  <  io 
support  the  film  cassette  36  in  position  for  the 
sequential  photographic  exposure  of  the  film  units 
38.  The  plate  50  is  configured  to  receive  the  cas- 
sette  and  locate  it  properly  for  the  camera  opera- 
tion.  75 

At  the  right-hand  side  of  Fig.  3  is  an  opening 
52  from  which  film  units  38  are  ejected  from  the 
cassette  36  subsequent  to  exposure.  A  pair  of 
friction  rollers  54  and  56  are  illustrated  but,  indeed 
there  are  four  such  rollers  so  located  as  to  have  20 
two  in  substantial  rolling  engagement  to  receiving 
the  side  rails  of  the  film  units  38  as  they  are 
ejected  from  the  cassette. 

A  battery  powered  motor  58  is  encompassd  in 
a  circular  housing  60  and  radially  spaced  from  25 
housing  60  is  a  generally  circular  guide  ramp  62. 
The  circular  housing  60  and  guide  ramp  62  provide 
a  passage  64  to  be  traversed  by  the  ejected  film 
units  38  prior  to  the  time  said  unit  is  engaged  by  a 
pair  of  liquid  spreading  rollers  66  and  68.  Said  30 
rollers  66  and  68  are  slightly  greater  in  length  than 
the  length  of  the  pod  46  and  serve  to  rupture  the 
pod  and  spread  processing  liquid  between  layers 
of  the  exposed  film  unit. 

Upon  emerging  from  rollers  66  and  68  a  film  35 
unit  38  will  be  directed  by  a  ramp  70  onto  a  film 
advancing  member  72  which  is  adapted  to  be 
driven  in  a  reciprocating  manner  to  enable  its  right- 
hand  free  end  to  engage  a  trailing  end  of  the 
exposed  film  unit  and  move  it  to  the  left  into  an  40 
imbibition  chamber  74.  The  chamber  74  is  de- 
signed  to  be  lighttight  and  is  in  fact  a  part  of  the 
loading  door  14.  While  in  the  chamber  the  film 
uriits  38  are  biased  downward  by  leaf  spring  76  to 
holdkthe  exposed  side  of  the  film  unit  facing  toward  45 
a  viewing  window  77,  best  seen  in  Figs.  2  and  4. 
During  the  development  stage  of  the  film  unit  it  is 
shielded  from  light  through  the  window  77  by  a 
curtain  or  blind  78.  Blind  78  is  normally  biased  to 
its  closed  position  by  a  spring  80  attached  at  82  to  50 
the  door  14  and  at  84  to  one  side  of  the  blind.  To 
move  blind  78  requires  a  specific  manual  operation 
by  a  button  86  which  is  exposed  through  a  slot  88 
through  bottom  wall  16. 

Looking  to  the  left-hand  side  of  Fig.  3,  a  do-  55 
sure  or  door  90,  pivoted  at  92  from  end  wall  22, 
closes  an  egress  to  seal  the  chamber  74  against 
light  actinic  to  an  exposed  film  unit.  Door  90  may 
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film  unit,  he  must  return  the  button  86  to  the  left 
end  on  the  slot  88.  During  such  movement,  the 
flange  109  will  be  cammed  upwardly  and  over  a 
sloping  cam  surface  111  of  the  tab  106  and  then 

5  return  to  a  position  on  the  left  side  of  the  tab  1  06. 
Looking  now  to  Fig.  6,  an  alternative  embodi- 

ment  shows  a  single  button  120  in  a  slot  122  which 
serves  to  move  the  pivotal  link  108  and  the  blind 
78  in  one  direction  (to  the  right)  and  then  after  the 

w  film  unit  has  been  viewed  through  window  77,  the 
button  120  will  be  urged  in  the  opposite  direction  to 
close  the  blind  and  if  desired,  urged  even  further  to 
the  left  (as  shown  in  Fig.  6)  to  engage  a  member 
124  having  an  inwardly  turned  end  126  to  therefore 

r5  eject  the  film  unit  from  the  camera  by  the  same 
leftward  stroke.  A  spring  (not  shown)  is  attached  to 
the  member  124  for  returning  it  to  the  position 
shown  in  Fig.  6. 

Since  certain  changes  may  be  made  in  the 
20  above-described  apparatus  without  departing  from 

the  scope  of  the  invention  herein  involved,  it  is 
intended  that  all  matter  contained  in  the  above 
description  or  shown  in  the  accompanying  draw- 
ings  shall  be  interpreted  as  illustrative  and  not  in  a 

25  limiting  sense. 

exposed  film  unit  emerges  from  between  the  rollers 
66  and  68,  its  leading  end  engages  the  underside 
of  the  ramp  70  and  is  deflected  downwardly  to  film 
advancing  member  72.  After  the  trailing  edge  of 
film  unit  38  leaves  rollers  66  and  68,  it  is  deflected 
downward  onto  the  film  advancing  member  72. 
Motor  58  drives  the  film  advancing  member  72  to 
push  the  exposed  film  unit  onto  and  up  a  pair  of 
ramps  (not  shown)  and  into  the  lighttight  environ- 
ment  of  the  chamber  74  for  a  predetermined  period 
of  time,  e.g.,  thirty  seconds,  until  the  processing 
liquid  has  been  sufficiently  imbibed  by  layers  of 
the  film  unit  to  form  a  visible  image  in  the  film  unit. 
As  stated  previously,  the  predetermined  period  of 
time  starts  substantially  at  the  time  that  the  pro- 
cessing  liquid  is  spread  between  layers  of  the 
exposed  film  unit  and  ends  when  the  emerging 
image  within  the  exposed  film  unit  38  will  no  longer 
be  adversely  affected  by  any  ambient  light  which 
may  enter  the  imbibition  chamber  74  via  viewing 
window  77  or  door  90. 

The  viewing  window  77  has  dimensions  which 
are  generally  the  same  as  those  of  the  image  area 
of  the  exposed  film  unit  38.  It  is  generally  covered 
in  lighttight  relation  by  the  opaque  blind  78  thereby 
maintaining  the  lighttightness  of  the  imbibition 
chamber  74.  The  blind  78  is  prevented  from  move- 
ment  by  spring  80  and  the  detent  (not  shown)  and 
the  automatic  pivoting  of  link  108  by  the  solenoid 
1.14.  Similarity  the  button  94  and  its  associated 
slide  98  are  prevented  from  movement  to  open 
door  90  by  virtue  of  lock  116. 

After  the  predetermined  period  of  time,  the 
solenoid  114  is  deenergized  thus  allowing  a  spring 
(not  shown)  to  return  the  lock  116  to  its  inoperative 
position  shown  in  Fig.  5.  and  will  allow  the  link  108 
to  return  to  its  operative  position  which  will  allow 
the  flange  109  to  engage  lug  106  and  move  the 
blind  78  out  of  the  line  of  sight  between  the  window 
77  and  the  now  developed  visible  image  in  the  film 
unit  38  (see  Fig.  5).  After  the  camera  operator  has 
viewed  the  developed  film  unit  38,  he  will  know 
whether  he  wishes  to  take  arWier  photograph 
similar  to  the  one  he  had  just  viewecNu^whether  he 
wishes  to  pass  onto  another  subject.  InsteaaTTRe" 
operator  has  the  option  to  eject  the  developed  film 
unit  from  the  camera  through  door  90,  if  that  is 
desirable,  by  moving  the  button  94  to  the  left,  as 
viewed  in  Fig.  5. 

If  the  operator  should  inadvertently  leave  the 
blind  or  shade  78  in  the  open  position,  as  shown  in 
Fig.  5,  and  initiates  another  exposure  cycle,  the 
solenoid  114  will  be  energfzed  thus  pivoting  the 
link  108  in  a  counterclockwise  direction  until  flange 
1  09  is  out  of  contact  with  the  lug  or  tab  1  06.  Thus, 
the  spring  80  now  returns  the  shade  78  to  its 
operative  light  blocking  position  shown  in  Fig.  4. 
Now,  if  the  operator  wants  to  view  the  last  exposed 

Claims 

30  1  .  Photographic  apparatus  comprising: 
means  for  supporting  a  film  cassette  containing  a 
plurality  of  film  units  of  the  instant  type  in  position 
for  their  sequential  exposure; 
means  for  defining  a  lighttight  imbibition  chamber, 

35  said  means  including  a  window  through  which  an 
image  in  an  exposed  film  unit  may  be  viewed 
subsequent  to  its  formation; 
means  for  advancing  a  film  unit,  subsequent  to  its 
exposure,  from  the  film  cassette  to  said  imbibition 

40  chamber,  said  advancing  means  including  means 
for  spreading  a  processing  liquid  across  a  layer  of 
the  exposed  film  unit  so  as  to  initiate  the  formation 
of  a  visible  image  therein; 
means  for  defining  an  egress  through  which  the 

m§  exposed  film  units  may  be  advanced  from  said 
imbibition  chamber  to  the  exterior  of  said  appara- 
tus; 
means  for  preventing  the  entry  of  light,  actinic  to 
an  exposed  film  unit,  into  said  imbibition  chamber 

so  via  said  window,  said  light  preventing  means  being 
movable  from  an  operable  light  blocking  position  to 
an  inoperative  position  in  which  a  film  unit  contain- 
ing  a  visible  image  may  be  viewed  through  said 
window; 

55  manually  operative  means  for  moving  said  light 
preventing  means  from  said  operative  position  to 
said  inoperative  position  and  for  moving  an  ex-' 
posed  film  unit  from  said  imbibition  chamber  to  the 
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10.  Apparatus  according  to  claim  7  wherein 
said  window  is  formed  in  a  loading  door  of  said 
apparatus. 

11.  Apparatus  according  to  claim  10  in  which 
5  said  member  is  reciprocably  mounted  for  move- 

ment  relative  to  said  egress  door  to  open  it  against 
the  resistance  of  said  biasing  means  connected 
thereto. 

12.  Photographic  apparatus  comprising: 
10  means  for  supporting  a  film  cassette  containing  a 

plurality  of  film  units  of  the  instant  type  in  position 
for  their  sequential  exposure; 
means  for  defining  a  lighttight  imbibition  chamber, 
said  means  including  a  loading  door  having  a  win- 

75  dow  through  which  an  image  in  an  exposed  film 
unit  may  be  viewed  subsequent  to  its  formation; 
means  for  advancing  a  film  unit,  subsequent  to  its 
exposure,  from  the  film  cassette  to  said  imbibition 
chamber,  said  advancing  means  including  means 

20  for  spreading  a  processing  liquid  across  a  layer  of 
the  exposed  film  unit  so  as  to  initiate  the  formation 
of  a  visible  image  therein; 
means  for  preventing  the  entry  of  light,  actinic  to 
an  exposed  film  unit,  into  said  imbibition  chamber 

25  via  said  window,  said  light  preventing  means  being 
movable  from  an  operable  light  blocking  position  to 
an  inoperative  position  in  which  a  film  unit  contain- 
ing  a  visible  image  may  be  viewed  through  said 
window;  and 

30  means  for  rendering  said  manually  operative 
means  ineffective  to  move  said  light  preventing 
means  to  said  inoperative  position  for  a  predeter- 
mined  period  of  time  subsequent  to  the  exposure 
and  during  development  of  a  film  unit  in  the  ap- 

35  paratus. 
13.  Apparatus  as  defined  in  claim  12  wherein 

said  predetermined  period  of  time  is  at  least  as 
long  as  the  period  of  time  between  the  spreading 
of  the  processing  liquid  across  the  layer  of  the  film 

40  unit  and  the  point  in  time  when  the  developing 
image  is  longer  adversely  affected  by  light  entering 
said  imbibition  chamber  via  said  window. 

14.  Apparatus  according  to  claim  13  including 
means  for  resiliency  biasing  said  light  preventing 

45  means  toward  said  operative  position. 

exterior  of  said  camera  via  said  egress;  and 
means  for  rendering  said  manually  operative 
means  ineffective  to  perform  such  functions  for  a 
predetermined  period  of  time  subsequent  to  the 
exposure  and  during  development  of  a  film  unit  in 
the  apparatus. 

2.  Apparatus  as  defined  in  claim  1  wherein  said 
predetermined  period  of  time  is  at  least  as  long  as 
the  period  of  time  between  the  spreading  of  the 
processing  liquid  across  the  layer  of  the  film  unit 
and  the  point  in  time  when  the  developing  image  is 
longer  adversely  affected  by  light  entering  said 
imbibition  chamber  via  said  window  and  said 
egress. 

3.  Apparatus  according  to  claim  2  including 
means  for  resiliency  biasing  said  light  preventing 
means  toward  said  operative  position. 

4.  Apparatus  according  to  claim  3  including 
closure  means  for  normally  preventing  the  entrance 
of  light  into  said  imbibition  chamber  via  said 
egress,  and  means  for  biasing  said  closure  means 
into  a  normally  closed  position. 

5.  Apparatus  as  defined  in  claim  4  wherein  said 
manually  operative  means  includes  first  means  for 
moving  said  light  preventing  means  and  second 
means  for  moving  the  exposed  film  unit  from  said 
imbibition  chamber. 

6.  Apparatus  according  to  claim  5  wherein  said 
closure  means  is  resiliency  urged  into  a  closed 
position  so  as  to  block  the  entrance  of  light  into 
said  imbibition  chamber  through  said  egress,  and 
said  light  preventing  means  comprising  a  blind 
movable  from  a  closed  window-covering  position  to 
an  open  window-uncovering  position. 

7.  Apparatus  according  to  claim  6  in  which  a 
slideable  member  is  located  in  said  imbibition 
chamber  for  engagement  with  a  trailing  end  of  the 
exposed  film  units,  said  member  having  means 
engageable  with  said  door  for  opening  the  latter 
during  movement  of  said  member  toward  said 
door;  and 
a  spring  connected  to  said  member  to  bias  said 
member  in  a  direction  away  fom  said  door. 

8.  Apparatus  according  to  claim  7  in  which  said 
second  means  is  connectable  to  said  member  for 
moving  it  against  the  resistance  of  said  spring  and 
said  first  means  is  connected  to  said  blind  for 
moving  it  manually  against  its  biasing  means. 

9.  Apparatus  as  defined  in  claim  5  in  which 
said  manually  operative  means  is  mounted  for 
movement  in  a  first  direction  to  move  said  light 
preventing  means  to  said  inoperative  position,  and 
in  a  second  direction  for  moving  an  exposed  film 
unit  from  said  imbibition  chamber  to  the  exterior  of 
said  apparatus  while  simultaneously  moving  said 
closure  means  to  an  open  position. 
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