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Description

BACKGROUND OF THE INVENTION

1. The Field of the Invention

[0001] The present invention generally relates to sen-
sors. More particularly, embodiments of the invention re-
late to vibrating wire gauges.

2. The Relevant Technology

[0002] Vibrating wire gauges are widely used in a va-
riety of applications, including measuring the magnitude
of various properties and forces in many construction
projects, including buildings, bridges, dams, piles, tunnel
linings, pipelines, anchors, and others. The gauges have
been adapted to monitor stress, strain, deflection, pres-
sure, displacement, fluid level, angular motion, and tem-
perature. Although advancing technology has produced
other types of sensors, the vibrating wire gauge is often
considered the best sensor for use in many settings, due
to the sensor’s long-term reliability.
[0003] The vibrating wire gauge generally operates on
the vibrating wire principle which states that a wire vi-
brates at its resonant frequency when plucked. The res-

onant frequency is determined by  where

v is frequency in cycles/time, n is 1 cycles for the funda-
mental (non-harmonic) vibration mode, l is the length of
the wire, σ is the wire tension (or stress) in force/area,
and m is the wire’s length density in mass/length. The
gauge is constructed so that a wire is held in tension
inside a small diameter, thin-walled tube that is welded
or otherwise attached to a structural member. An elec-
tromagnetic coil is used to pluck or excite the wire and
measure the frequency of vibration. The frequency is
then used to calculate any number of the structural mem-
ber’s physical properties, typically by applying a series
of calibration factors.
[0004] In conventional systems, the frequency of the
vibration is calculated by measuring the average period
of the vibration based on the number of zero-crossings,
or number of times the wave-form crosses the point of
zero amplitude, in a specified time period. While these
methods are computationally efficient, they are often sub-
ject to error because the methods are unable to distin-
guish between wire resonance and external noise sourc-
es. Particularly, noise sources with a small amplitude and
a different frequency than the vibrating wire can introduce
substantial errors.
[0005] Thus, a new approach is needed that is able to
determine the resonant frequency of vibrating wire sen-
sors with improved rejection of external noise sources
and improved precision.
[0006] US 4,470,313 describes a resonant wire instru-

ment for producing a measurement signal, wherein the
measurement signal is derived from the resonant fre-
quency of a vibratable wire tensioned in accordance with
the magnitude of a physical variable being measured,
wherein a force impulse produced mechanically by an
apparatus is applied to displace laterally one end of the
vibratable wire so as to excite the wire into resonant mo-
tion. For example, the one end is rigidly attached to a
housing and a piston applies a transverse force impulse
to that end by momentarily striking the housing. In an-
other example, the one end is connected to a piezoelec-
tric crystal which responds to a short-duration electric
field to displace momentarily that end. In one species of
this other embodiment, the crystal is made to oscillate at
the resonant frequency of the tensioned wire by the ap-
plication of an alternating polarity voltage signal that is
generated by a voltage source having an output connect-
ed to the crystal, and a feedback circuit coupled to receive
the measurement signal operates to produce a control
signal that is used for controlling the voltage source so
that the voltage signal being applied to the crystal has a
frequency which varies in accordance with changes in
the resonant frequency of the wire.
[0007] US 4,041,783 describes a system for measur-
ing the vibration frequency of a vibrating object useful for
the adjustment of the vibration frequency of a piano string
or like vibrating objects. In this system, the vibration of
the vibrating object is converted to an electric signal,
based on which signal is sought the difference between
the vibration frequencies of any two adjacent harmonics
of the vibrating object, i.e. the fundamental vibration fre-
quency of the vibrating object is sought. The electric sig-
nal is led to a counter via a voltage-controlled variable
band-pass filter. The middle frequency of the pass-band
of this filter is controlled by a sweeper and varies contin-
uously. For each agreement of this middle frequency of
the pass-band with any one of the harmonics, the output
of the filter presents a peak. The frequency correspond-
ing to each peak is detected by a counter. The funda-
mental frequency is calculated from the difference be-
tween the frequencies corresponding to any adjacent
peaks of the outputs of the filter.
[0008] US 2006/254365 A1 discloses the determina-
tion of the resonance frequency of a vibrating wire of a
wire gauge by frequency counting on the digitally sam-
pled measured signal corresponding to the sensed vi-
brations of the wire.

BRIEF SUMMARY OF THE INVENTION

[0009] The present invention relates to vibrating wire
gauges. More specifically, the present invention relates
to an improved method and system for analyzing the res-
onant frequency of vibratory wires within vibratory wire
gauges. In accordance with the present invention, the
improved method is defined by the features of independ-
ent claim 1 and the improved system is defined by the
features of independent claim 9. Features of some pre-

1 2 



EP 2 111 535 B1

3

5

10

15

20

25

30

35

40

45

50

55

ferred embodiments are indicated in the dependent
claims.
[0010] According to the present invention, the resonant
frequency of the vibrating wire is estimated by digitizing
a response of the excited wire. A transform is then used
to convert the digitized response into a frequency spec-
trum. Finally, the vibrating wire’s resonant frequency is
determined from the transformed spectrum. Using this
method, external noise sources can be isolated so that
the resonant frequency of the vibrating wire is more ac-
curately characterized by the system.
[0011] For example, many systems include a vibrating
wire gauge that is used to measure some physical char-
acteristic (e.g., strain, pressure, and the like). The reso-
nant frequency of a vibrating wire in the gauge is often
related to this physical characteristic. The vibrating wire
is excited and the response is digitized. The digitized
response then undergoes a transform in order to gener-
ate a frequency spectrum. The frequency of the response
of the vibrating wire is then determined or estimated using
the frequency spectrum generated from the transform of
the digitized response.
[0012] A spectral peak location estimation algorithm is
used on the frequency spectrum to determine or to esti-
mate the resonant frequency of the vibrating wire in the
gauge.
[0013] Once the resonant frequency is determined or
estimated, the resonant frequency can be used for a va-
riety of purposes. For instance, the gauge may be con-
nected to a structural member and the resonant frequen-
cy can be used to measure or estimate a physical char-
acteristic within the system such as strain, stress, load,
deflection, fluid or air pressure, displacement, fluid level,
angular rotation, fluid flow, precipitation, wind speed,
rainfall, or snow-water-equivalent. In other configura-
tions, the gauge may be stand alone, meaning that the
gauge is not connected to any structural member, for
instance in configurations where the gauge is measuring
temperature or pressure.
[0014] These and other advantages and features of
the present invention will become more fully apparent
from the following description and appended claims, or
may be learned by the practice of the invention as set
forth hereinafter.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015] To further clarify the above and other advantag-
es and features of the present invention, a more particular
description of the invention will be rendered by reference
to specific embodiments thereof which are illustrated in
the appended drawings. It is appreciated that these draw-
ings depict only typical embodiments of the invention and
are therefore not to be considered limiting of its scope.
The invention will be described and explained with addi-
tional specificity and detail through the use of the accom-
panying drawings in which:

Figure 1 illustrates an exemplary wire vibrating
gauge suitable for use in connection with the present
invention;
Figure 2 illustrates a method and system for estimat-
ing the resonant frequency of the vibrating wire in
the vibrating gauge according to the present inven-
tion;
Figure 3 is a chart illustrating a frequency spectrum
of original data compared to a zero-pad interpolation
series currently used in the art;
Figure 4 is a zoomed-in chart illustrating the spectral
peak displayed in Figure 3;
Figure 5 is a chart comparing the results of the pe-
riod-averaging, or zero-crossing method currently
used in the art with the results of the spectral inter-
polation method described in the current invention
in a loaded strain gauge scenario;
Figure 6 is a chart further comparing the results of
Figure 5, with the x and y axes zoomed in to show
the slight deviation between the two methods.
Figure 7 is a chart illustrating sample vibrating wire
gauge results created when an electric drill located
approximately six inches from the gauge is turned
on during the sampling interval;
Figure 8 is a chart further comparing the results of
Figure 7, with the x and y axes zoomed in to show
the deviation between the two methods.
Figure 9 is a chart displaying the results of a sample
vibrating wire gauge frequency estimation according
to the period-averaging method currently used in the
art together with the method according to the present
invention;
Figure 10 illustrates the results of the vibrating wire
experiment used in Figure 9, using the spectral in-
terpolation method disclosed in the present invention
after the data have been detrended and mean-sub-
tracted;
Figure 11 illustrates the results of the vibrating wire
experiment used in Figure 9, using the period-aver-
aging method used in the present art after the data
have been detrended and mean-subtracted;
Figure 12 illustrates the spectral interpolation meth-
od using a 256 point sample with an external noise
source;
Figure 13 illustrates the spectral interpolation meth-
od using a 512 point sample with an external noise
source;
Figure 14 illustrates the spectral interpolation meth-
od using a 1024 point sample with an external noise
source;
Figure 15 illustrates the spectral interpolation meth-
od using a 2048 point sample with an external noise
source; and
Figure 16 illustrates the spectral interpolation meth-
od using a 4096 point sample with an external noise
source.
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DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0016] Embodiments of the invention relate to vibrating
wire gauges and to methods for determining the resonant
frequency of the vibrating wire using spectrum analysis.
As briefly described above, the invention is suitable for
use in connection with a vibratory wire gauge. More spe-
cifically, the present invention is useful in converting the
raw response collected by a vibratory gauge mechanism
to digitized data and converting the digitized data into an
accurate estimation of the vibrating wire’s resonant fre-
quency. As previously mentioned, the resonant frequen-
cy of the vibrating wire can be used to calculate or esti-
mate any number of physical characteristics, including
but not limited to strain, stress, load, deflection, gas pres-
sure, fluid pressure, displacement, fluid level, angular ro-
tation, temperature, wind speed, fluid flow, precipitation,
snow-water-equivalent and the like or any combination
thereof.
[0017] Figure 1 shows a schematic representation of
one embodiment of a vibratory wire gauge suitable for
use in connection with the present invention. One of skill
in the art can appreciate, with the benefit of the present
disclosure, the applicability of embodiments of the inven-
tion to multiple variations of wire gauge sensors as well
as to other types of sensors that generate data related
to resonant frequencies. As discussed more specifically
below, the method and system of the present invention
may be used with any number of vibratory wire configu-
rations.
[0018] For instance, the vibrating wire gauge may also
be used in configurations where the gauge is not con-
nected to any structural member. For example, a tem-
perature gauge may calculate the temperature surround-
ing the gauge by measuring and calculating the different
coefficients of thermal expansion of both the vibrating
wire and the material holding the wire (both of which are
considered a component of the "gauge" within the art).
In another configuration, a vibrating wire may measure
the pressure of a system without being attached to any
structural member. In a pressure gauge configuration,
the gauge includes a vibrating wire that is fixed on one
end and is connected to a diaphragm on the other end.
The gauge measure the pressure of the system as the
diaphragm flexes in response to pressure changes.
Thus, the vibrating wire gauge may be used in any
number of configurations in association with the present
invention, and is not limited to configurations where the
gauge is attached to a structural member.
[0019] Thus, Figure 1 illustrates a system capable of
measuring the strain on the structural member, but is
included by way of illustration only, and may represent
any number of vibratory wire gauge configurations. Gen-
erally, vibratory wire strain gauges 35, such as the one
pictured in Figure 1, include a vibrating wire 12, tensioned
between two securement means 20, which are each at-
tached to the concrete, rock, soil, or structural member

40 being measured. The two securement means 20 may
be attached to the structural member 40 using any
number of attachment methods, such as welding, bolting,
strapping, or the like. As previously described, the vibrat-
ing wire 12 of the gauge 35 is typically excited or plucked
when the stain of the structural member 40 is being meas-
ured. One way of exciting or plucking the vibrating wire
12 has been to provide sufficient current through the wire
12 to provide a magnetic field to displace the center of
the wire 12 from an initial or resting position. In this ex-
ample, an electrical coil 15 located above the vibrating
wire 12 is used to "pluck" the vibrating wire 12. Once the
wire is displaced 10 (shown as dotted line), the current
is turned off and the wire 12 vibrates freely at its resonant
frequency. As previously described, the resonant fre-
quency is related to the tension or strain in the vibrating
wire 12.
[0020] The natural frequency of vibration is detected
by a pickup sensor 25 mounted adjacent to the vibrating
wire. The pickup sensor 25 usually includes a magnet
located in the center of an electrical coil. As pictured, the
coil used for pickup sensor 25 may be the same coil as
used to pluck the vibrating wire 12. Alternatively, the pick-
up sensor 25 may be separate from the coil 15 used to
pluck the wire 12.
[0021] The pickup sensor 25 is typically connected to
a frequency counter used to measure the frequency of
the wire. According to the vibrating wire principle, if the
distance "L" between the securement means 20 chang-
es, whether by expansion, compression, or other reason,
there will be a change in strain or tension on the vibrating
wire 12, and consequently a change in the resonant fre-
quency of the wire 12.
[0022] As the frequency of the vibrating wire 12 is
measured, a signal is transmitted, via a signal lead cable
22 to a data acquisition system, or datalogger, and a
computer processing unit with a user interface for dis-
playing the frequency to a user. Here, the data acquisition
system, computer processing unit, and user interface are
all displayed as a central processing unit 30, but one of
skill in the art would understand that the processes may
be located separately, removed, or combined to create
any number of different configurations capable of utilizing
the present invention.
[0023] As previously mentioned, the specific elements
and configuration of the vibrating wire gauge may be
modified without deviating from the scope of the present
invention. By way of example, one end of the vibrating
wire may be attached to a diaphragm to measure pres-
sure, or in another configuration both ends of the vibrating
wire may be attached to a material with a coefficient of
expansion differing than the vibrating wire in a system
designed to measure temperature. In each of these con-
figurations, the vibrating wire is plucked and its response
is measured and transmitted in a manner similar to the
configuration illustrated in Figure 1.
[0024] After describing the basic mechanism behind
the vibratory wire gauge, Figure 2 illustrates one embod-
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iment of a method 200 for analyzing the resonant fre-
quency of the vibrating wire. In this example, the re-
sponse of the excited wire is captured 210 and digitized,
typically using an analog-to-digital converter. After re-
ceiving the digitized response, a transform is performed
220 on the digitized response to create a frequency spec-
trum. According to one embodiment, the transform in-
cludes a Fourier transform, and more specifically the
transform is a Fast Fourier Transform 225. Next, the fre-
quency spectrum is used to determine 230 the resonant
frequency of the vibrating wire. According to one embod-
iment, an interpolation is used, and more specifically, the
interpolation method may be a spectral interpolation
method 235, such as the one described below. In other
words, the interpolation can be used to determine the
resonant frequency of the excited wire, which may then
be used to calculate various properties of the structural
member.
[0025] Advantageously, this method can distinguish
signal from noise on the basis of frequency content. A
noise source that is at a sufficiently different frequency,
for example, may approach the same amplitude as the
wire resonance before it impacts the measurement of the
resonance frequency. Because noise often does not ap-
proach the same amplitude, the noise can be distin-
guished from the resonance signal based on frequency
content. This example of wire spectrum analysis advan-
tageously provides improved rejection of external noise
sources that would otherwise impact the resonance
measurements and also improves the precision of the
measurement.
[0026] Although other transform methods may be used
in association with the present invention, Fourier trans-
forms, and more specifically, Discrete Fourier transforms
(DFTs) are often employed in signal processing and re-
lated fields to analyze the frequency of sampled signals.
Generally, the {xn} sequence represents a finite set of
uniformly spaced time-samples of some signal x(t),
where t represents time. Since a series of discrete time
intervals are used instead of a continuous time sample
and since the sample is only recorded for a finite period
of time, the transforms include distortion. In order to in-
crease to resolution of the sampled frequency axis, cur-
rent algorithms often require a larger data sample or
make use of a procedure referred to as "zero-padding,"
where zero-valued "samples" are added to the end of the
original time samples in order to give a lengthened time
sample.
[0027] Figure 3 is a chart illustrating a spectrum of orig-
inal data points 300 (4K points used) compared to a zero-
pad interpolation series 350 (16M points). As shown, the
zero-pad interpolation method 400 offers greater resolu-
tion and offers a more accurate estimation of the spectral
peak, shown in Figure 4, than offered with the original
time series. Unfortunately, however, the zero-padded
scheme requires large processing times to calculate re-
sults for the additional points and is computationally ex-
pensive. Similarly, an algorithm requiring the collection

of a larger number of data samples would also require
additional processing time. Additionally, the response of
the vibrating wire typically decays after being excited,
limiting the useable number of data samples in each re-
sponse. Thus, one aspect of one embodiment is the abil-
ity to calculate results with a resolution and accuracy that
is comparable to the results found with zero-padding and
increased data sample algorithms, with faster processing
speeds.
[0028] Many Fourier transform algorithms are availa-
ble in the art that would be suitable for use in connection
with the present invention. More particularly, fast Fourier
transform (FFT) algorithms are well suited for environ-
ments requiring high processing speeds. One such FFT
that may be used in connection with the present invention
is the radix-2 FFT, or similar Cooley-Tukey algorithm,
where a computer processor recursively breaks down a
DFT of many data points into many smaller, computa-
tionally inexpensive, transforms.
[0029] Although several spectral interpolation meth-
ods may be used as an additional step to provide further
resolution, a spectral peak location estimation algorithm,
such as the algorithm described in "Understanding Digital
Signal Processing," by Richard G. Lyons, is particularly
useful in quickly and efficiently estimating the frequency
of the vibrating wire. The algorithm, wherein the center
frequency is described as mpeak = mk - real(δ), where
real(δ) is the real part of the δ correction factor defined as: 

[0030] Where mk is the integer index of the largest
magnitude sample | X(mk) |. Values X(mk-1) and
X(mk+1) are the complex spectral samples on either side
of the peak sample. Based on the complex spectral val-
ues, the signal’s index-based frequency mpeak is com-
puted and applied using 

to provide a frequency estimate in Hz, where fs is the
sample rate and N is the length of x(t).
[0031] Figure 5 is a chart comparing the results of the
pulse count, or zero-crossing method 500 currently used
in the art, together with the results of the spectral inter-
polation method 550 described in the current invention
in a loaded strain gauge scenario. As shown, both meth-
ods give results of similar accuracy. Figure 6 is a chart
further comparing the results of Figure 5, with the x and
y axes zoomed in to show the slight deviation between
the two methods. As illustrated in Figure 5, the spectral
interpolation method 600 provides similar accuracy com-
pared to the period-averaging method 650.
[0032] An additional aspect of one embodiment of the
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invention is improved noise rejection properties com-
pared to those currently demonstrated using the period-
averaging approach. Figure 7 is a chart illustrating sam-
ple vibrating wire gauge results created when an electric
drill located approximately six inches from the strain
gauge is turned on during the sampling interval. The elec-
tromagnetic fields created by the operation of the electric
drill illustrates an exemplary electric interference that
may typically occur during the standard use and opera-
tion of a gauge. As illustrated by Figure 7, the period-
averaging method 700 returns an error during noisy con-
ditions that were measured between +135% and -29%
of the reading during noiseless conditions. Figure 7 also
includes a graph of the results of spectral interpolation
750 under the same conditions. The zoomed-in illustra-
tion of the results of Figure 7 for the spectral interpolation
method 800 are displayed in Figure 8, where the spectral
interpolation method 800 returned error results in the
range of 60.02% percent of the reading during noiseless
conditions.
[0033] Another aspect of the present invention is im-
proved resolution of results for a vibrating wire strain
gauge. As shown in Figure 9, the spectral interpolation
method 950 may provide resolution within the 0.1 Hz
standard that is currently used in the art, exceeding the
requirement by a factor of 1000 during quiet conditions.
By comparison, Figure 9 also displays the results of the
period-averaging method 900 used during the same vi-
brating wire experiment. As illustrated, the period-aver-
aging method 900 provided less precise results, exceed-
ing the 0.1 Hz requirement by only a factor of 125 during
quiet conditions.
[0034] More specifically, Figure 10 illustrates the re-
sults of the vibrating wire experiment used in Figure 9,
using the spectral interpolation method 1000 after the
data has been detrended and mean-subtracted. The
standard deviation of the detrended data is 0.085 mHz
(0.085 x 10-3 Hz) rms. By comparison, Figure 11 illus-
trates the results of the same experiment used in Figure
9, using the period-averaging method 1100, after the re-
sults were detrended and mean-subtracted. As illustrat-
ed, the period-averaging method 1100 was less precise,
with a standard deviation of 7.9 mHz rms. Thus, the spec-
tral interpolation method offers improved precision over
the current methods used in the art.
[0035] As previously discussed, one aspect of the
present invention is increased immunity of vibrating wire
frequency results in noisy conditions compared to stand-
ard period-averaging methods currently used in the art.
Another aspect of the present invention is the ability to
offer increasingly immune results as the number of data
points used in the interpolation method disclosed in the
invention increases. Figures 12-16 illustrate the im-
proved noise-immunity of the spectral interpolation meth-
od over various data lengths used in the method.
[0036] Figure 12 illustrates the spectral interpolation
method 1200 using a 256 point sample with an external
noise source turned on between 3510 and 3570 seconds.

As shown, the noise-induced error is +4.5 Hz and -6.0
Hz. By comparison, Figure 13 illustrates the spectral in-
terpolation method 1300 using a 512 point sample during
the same experiment. In the 512-point method 1300, the
noise-induced error is +1.3 Hz and - 1.3Hz. Similarly,
Figure 14 illustrates the spectral interpolation method
1400 using a 1024 point sample during the same exper-
iment and illustrates a noise-induced error of +0.45 Hz
and -0.29 Hz. Figure 15 illustrates the method 1500 using
a 2048 point sample and returns a noise-induced error
of +0.18 Hz and -0.28 Hz, and Figure 16 illustrates the
method 1600 using a 4096 point sample and returns error
of +0.077 Hz and -0.069 Hz. Thus, the method according
to one embodiment of the present invention results in
improved noise immunity as the number of data samples
used in the method increases.
[0037] Embodiments of the present invention may in-
clude or be conducted using a special purpose or gen-
eral-purpose computer, processor, or logic device includ-
ing various computer hardware and devices, as dis-
cussed in greater detail herein or known to one of ordinary
skill. Embodiments within the scope of the present inven-
tion can also include computer-readable media for car-
rying or having computer-executable instructions or data
structures stored thereon. Such computer-readable me-
dia can be any available media that can be accessed by
a general purpose computer, special purpose computer,
or a logic device. By way of example, and not limitation,
such computer-readable media can comprise RAM,
ROM, EEPROM, CD-ROM or other optical disk storage,
magnetic disk storage or other magnetic storage devices,
or any other medium which can be used to carry or store
desired program code means in the form of computer-
executable instructions or data structures and which can
be accessed by a general purpose computer, special pur-
pose computer, or other logic device. When information
is transferred or provided over a network or other com-
munication connection (either hardwired, wireless, or a
combination of hardwired or wireless) to a computer, the
reader can properly view the connection as a computer-
readable medium. Thus, any such connection is properly
termed a computer-readable medium. Various combina-
tions of the above should also be included within the
scope of computer-readable media. Computer-executa-
ble instructions comprise, for example, instructions, log-
ic, and data which cause a general purpose computer,
special purpose computer, or logic device to perform a
certain function or group of functions.
[0038] Each of the processors described herein can
be a single conventional general purpose computer, spe-
cial purpose computer, or logic device, or each processor
can be multiple processors including multiple conven-
tional general purpose computer, special purpose com-
puters, or multiple logic devices. Moreover, many of the
functions that take place using a processor can be im-
plemented on other types of logic devices, such as pro-
grammable logic devices. In addition, additional proces-
sors, logic devices, or hardware may be implemented to
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carry out a given function or step according to additional
embodiments of the present invention. For example, ad-
ditional processors may be implemented for storage and
retrieval of data as is known to one of ordinary skill in the
art. Such details have been eliminated so as to not ob-
scure the invention by detail.

Claims

1. A method (200) of operating a vibrating wire gauge
(35) of a system, the method being characterized
by:
estimating the resonant frequency of a vibrating wire
(12) of the vibrating wire gauge (35), said estimating
comprising:

digitizing (210) a response of the vibrating wire
(12) that has been excited;
performing (220) a transform on the digitized re-
sponse to generate a frequency spectrum; and
determining (230) a resonant frequency of the
response using (235) a spectral peak location
estimation algorithm on the frequency spectrum
generated from the transform of the digitized re-
sponse.

2. The method (200) of claim 1, further comprising ex-
citing the vibrating wire (12) of the vibrating wire
gauge and receiving the response of the excited vi-
brating wire (12).

3. The method (200) of claim 1, further comprising de-
termining a physical property of the system based
on the resonant frequency of the response.

4. The method (200) of claim 3, wherein the physical
property of the system is comprised of at least one
of strain, stress, load, deflection, gas pressure, fluid
pressure, displacement, fluid level, angular rotation,
temperature, wind speed, fluid flow, snow-water-
equivalent, or precipitation.

5. The method (200) of claim 1, wherein performing
(220) the transform on the digitized response further
comprises performing a Fourier transform, in partic-
ular a radix-2 Fast Fourier transform.

6. The method (200) of claim 1, wherein the spectral
peak location estimation algorithm describes a cen-
tral frequency as mpeak = mk - real(δ), where real(δ)
includes a real part of the δ correction factor defined
as: 

 wherein mk comprises an integer index of the largest
magnitude sample |X(mk)| and wherein values
X(mk-1) and X(Mk+1) comprise complex spectral sam-
ples on either side of a peak sample, and wherein,
based on the complex spectral values, the central
frequency mpeαk is computed and applied using 

to provide a frequency estimate of the response in
Hz, where fs is the sample rate and N is the number
of samples in a time-sampled response.

7. The method (200) of claim 1, wherein the method
further comprises analyzing the frequency spectrum
to distinguish noise from the resonant frequency of
the vibrating wire (12).

8. The method (200) of claim 1, further comprising re-
ceiving input that determines a number of data points
used in performing the peak location estimation on
the frequency spectrum to determine the resonant
frequency.

9. A system for estimating a resonant frequency of a
vibrating wire (12) in a vibrating wire gauge (35), the
system being characterized by:

an interface adapted to connect with the vibrat-
ing wire gauge (35), wherein data collected from
an excited wire in the vibrating wire gauge (35)
is received in the connected interface; and
a processing unit (30) connected to the inter-
face,

the processing unit comprises:

a data acquisition system that samples and gen-
erates digitized data from a signal received over
the interface from the vibrating wire gauge (35);
and
computer processing unit that performs a trans-
form on the digitized data to generate a frequen-
cy spectrum and determines a resonant fre-
quency of the response using a spectral peak
location estimation algorithm on the frequency
spectrum generated from the transform of the
digitized response.

10. The system of claim 9, where the processing unit
(30) is incorporated within the interface.

11. The system of claim 9, where the vibrating wire
gauge (35) is connected to a structural member (40).

12. The system of claim 11, where the computer
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processing unit determines a physical property of
the structural member (40) based on the estimated
resonant frequency of the vibrating wire (12).

13. The system of claim 9, wherein performing a trans-
form on the digitized data comprises performing a
Fourier transform, in particular a radix-2 Fast Fourier
transform.

14. The system of claim 9, wherein the computer
processing unit analyzes the frequency spectrum to
distinguish noise from the resonant frequency of the
vibrating wire (12).

Patentansprüche

1. Verfahren (200) zum Betreiben eines Schwingsai-
tenmessgeräts (35) eines Systems, wobei das Ver-
fahren gekennzeichnet ist durch:
Schätzen der Resonanzfrequenz einer Schwingsai-
te (12) des Schwingsaitenmessgeräts (35), wobei
das Schätzen umfasst:

Digitalisieren (210) einer Reaktion der Schwing-
saite (12), die angeregt wurde;
Durchführen (220) einer Transformation an der
digitalisierten Reaktion, um ein Frequenzspek-
trum zu generieren; und
Ermitteln (230) einer Resonanzfrequenz der Re-
aktion unter Verwendung (235) eines
Spektralspitzenpositionsschätzalgorithmus an
dem Frequenzspektrum, das aus der Transfor-
mation der digitalisierten Reaktion generiert
wurde.

2. Verfahren (200) nach Anspruch 1, ferner umfassend
ein Anregen der Schwingsaite (12) des Schwingsai-
tenmessgeräts und Empfangen der Reaktion der an-
geregten Schwingsaite (12).

3. Verfahren (200) nach Anspruch 1, ferner umfassend
ein Ermitteln einer physikalischen Eigenschaft des
Systems auf der Basis der Resonanzfrequenz der
Reaktion.

4. Verfahren (200) nach Anspruch 3, wobei die physi-
kalische Eigenschaft des Systems aus mindestens
einem von Dehnung, Spannung, Last, Ablenkung,
Gasdruck, Fluiddruck, Verschiebung, Fluidpegel,
Winkeldrehung, Temperatur, Windgeschwindigkeit,
Fluidstrom, Schnee-Wasser-Äquivalent oder Aus-
fällung besteht.

5. Verfahren (200) nach Anspruch 1, wobei das Durch-
führen (220) der Transformation an der digitalisier-
ten Reaktion ferner ein Durchführen einer Fourier-
Transformation, insbesondere einer Radix-2-

schnellen Fourier-Transformation, umfasst.

6. Verfahren (200) nach Anspruch 1, wobei der
Spektralspitzenpositionsschätzalgorithmus eine
zentrale Frequenz als mpeak = mk - real (δ) be-
schreibt, wobei real (δ) einen realen Teil des δ-Kor-
rekturfaktors enthält, definiert als: 

wobei mk einen ganzzahligen Index der Abtastung
des größten Betrags |X/(mk)| umfasst und wobei die
Werte X (mk-1) und X (mk+1) komplexe Spektralab-
tastungen an jeder Seite einer Spitzenabtastung um-
fassen und wobei auf Basis der komplexen Spek-
tralwerte die zentrale Frequenz mpeak unter Verwen-
dung von 

berechnet und angewendet wird, um eine Frequenz-
schätzung der Reaktion in Hz bereitzustellen, wobei
fs die Abtastrate ist und N die Anzahl von Abtastun-
gen in einer zeitabgetasteten Reaktion ist.

7. Verfahren (200) nach Anspruch 1, wobei das Ver-
fahren ferner ein Analysieren des Frequenzspekt-
rums umfasst, um Rauschen von der Resonanzfre-
quenz der Schwingsaite (12) zu unterscheiden.

8. Verfahren (200) nach Anspruch 1, ferner umfassend
ein Empfangen eines Eingangs, der eine Anzahl von
Datenpunkten ermittelt, die bei der Durchführung der
Spitzenpositionsschätzung am Frequenzspektrum
verwendet werden, um die Resonanzfrequenz zu er-
mitteln.

9. System zum Schätzen einer Resonanzfrequenz ei-
ner Schwingsaite (12) in einem Schwingsaitenmess-
gerät (35), wobei das System gekennzeichnet ist
durch:

eine Schnittstelle, die zur Verbindung mit dem
Schwingsaitenmessgerät (35) ausgebildet ist,
wobei Daten, die von einer angeregten Saite im
Schwingsaitenmessgerät (35) erhalten werden,
in der verbundenen Schnittstelle empfangen
werden; und
eine Verarbeitungseinheit (30), die mit der
Schnittstelle verbunden ist,
wobei die Verarbeitungseinheit umfasst:

ein Datengewinnungssystem, das ein Sig-
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nal, das über die Schnittstelle vom
Schwingsaitenmessgerät (35) empfangen
wird, abtastet und daraus digitalisierte Da-
ten generiert; und
eine Computerverarbeitungseinheit, die ei-
ne Transformation an den digitalisierten Da-
ten durchführt, um ein Frequenzspektrum
zu generieren,
und eine Resonanzfrequenz der Reaktion
unter Verwendung eines Spektralspitzen-
positionsschätzalgorithmus an dem Fre-
quenzspektrum, das aus der Transformati-
on der digitalisierten Reaktion generiert
wurde, ermittelt.

10. System nach Anspruch 9, wobei die Verarbeitungs-
einheit (30) in die Schnittstelle eingearbeitet ist.

11. System nach Anspruch 9, wobei das Schwingsaiten-
messgerät (35) mit einem Strukturelement (40) ver-
bunden ist.

12. System nach Anspruch 11, wobei die Computerver-
arbeitungseinheit eine physikalische Eigenschaft
des Strukturelements (40) auf der Basis der ge-
schätzten Resonanzfrequenz der Schwingsaite (12)
ermittelt.

13. System nach Anspruch 9, wobei ein Durchführen ei-
ner Transformation an den digitalisierten Daten ein
Durchführen einer Fourier-Transformation, insbe-
sondere einer Radix-2-schnellen Fourier-Transfor-
mation, umfasst.

14. System nach Anspruch 9, wobei die Computerver-
arbeitungseinheit das Frequenzspektrum analysiert,
um Rauschen von der Resonanzfrequenz der
Schwingsaite (12) zu unterscheiden.

Revendications

1. Procédé (200) d’exploitation d’une jauge à fil vibrant
(35) d’un système, le procédé étant caractérisé par
le fait :
d’estimer la fréquence de résonance d’un fil vibrant
(12) de la jauge à fil vibrant (35), ladite estimation
comprenant le fait :

de numériser (210) une réponse du fil vibrant
(12) qui a été excité ;
de réaliser (220) une transformée sur la réponse
numérisée pour générer un spectre de
fréquences ; et
de déterminer (230) une fréquence de résonan-
ce de la réponse en utilisant (235) un algorithme
d’estimation d’emplacement de crête spectrale
sur le spectre de fréquences généré à partir de

la transformée de la réponse numérisée.

2. Procédé (200) de la revendication 1, comprenant en
outre le fait d’exciter le fil vibrant (12) de la jauge à
fil vibrant et le fait de recevoir la réponse du fil vibrant
excité (12).

3. Procédé (200) de la revendication 1, comprenant en
outre le fait de déterminer une propriété physique du
système sur la base de la fréquence de résonance
de la réponse.

4. Procédé (200) de la revendication 3, dans lequel la
propriété physique du système est constituée d’au
moins un parmi la déformation, la contrainte, la char-
ge, la déviation, la pression de gaz, la pression de
fluide, le déplacement, le niveau de fluide, la rotation
angulaire, la température, la vitesse du vent, l’écou-
lement de fluide, l’équivalent en l’eau de la neige, ou
la précipitation.

5. Procédé (200) de la revendication 1, dans lequel le
fait de réaliser (220) la transformée sur la réponse
numérisée comprend en outre le fait de réaliser une
transformée de Fourier, en particulier une transfor-
mée de Fourier Rapide à base 2.

6. Procédé (200) de la revendication 1, dans lequel l’al-
gorithme d’estimation d’emplacement de crête spec-
trale décrit une fréquence centrale comme étant
mpeak = mk - real(δ), où real(δ) comporte une partie
réelle du facteur de correction δ défini comme étant : 

où mk comprend un indice entier de l’échantillon de
plus grande amplitude |X(mk)| et où des valeurs de
X(mk-1) et de X(mk+1) comprennent des échantillons
spectraux complexes sur chaque côté d’un échan-
tillon de crête, et où, sur la base des valeurs spec-
trales complexes, la fréquence centrale mpeak est
calculée et appliquée en utilisant 

pour fournir une estimation de fréquence de la ré-
ponse en Hz, où fs représente le taux d’échantillon-
nage et N représente le nombre d’échantillons dans
une réponse à échantillonnage temporel.

7. Procédé (200) de la revendication 1, dans lequel le
procédé comprend en outre le fait d’analyser le spec-
tre de fréquences pour distinguer le bruit de la fré-
quence de résonance du fil vibrant (12).
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8. Procédé (200) de la revendication 1, comprenant en
outre le fait de recevoir une entrée qui détermine un
nombre de points de données utilisés pour la réali-
sation de l’estimation d’emplacement de crête sur le
spectre de fréquences afin de déterminer la fréquen-
ce de résonance.

9. Système d’estimation d’une fréquence de résonan-
ce d’un fil vibrant (12) dans une jauge à fil vibrant
(35), le système étant caractérisé par :

une interface adaptée pour se connecter à la
jauge à fil vibrant (35), où des données collec-
tées à partir d’un fil excité dans la jauge à fil
vibrant (35) sont reçues dans l’interface
connectée ; et
une unité de traitement (30) connectée à l’inter-
face,
l’unité de traitement comprend :

un système d’acquisition de données qui
échantillonne et génère des données nu-
mérisées à partir d’un signal reçu sur l’in-
terface à partir de la jauge à fil vibrant (35) ;
et
une unité de traitement informatique qui
réalise une transformée sur les données nu-
mérisées pour générer un spectre de fré-
quences et détermine une fréquence de ré-
sonance de la réponse en utilisant un algo-
rithme d’estimation d’emplacement de crê-
te spectrale sur le spectre de fréquences
généré à partir de la transformée de la ré-
ponse numérisée.

10. Système de la revendication 9, dans lequel l’unité
de traitement (30) est incorporée dans l’interface.

11. Système de la revendication 9, dans lequel la jauge
à fil vibrant (35) est connectée à un élément struc-
turel (40).

12. Système de la revendication 11, dans lequel l’unité
de traitement informatique détermine une propriété
physique de l’élément structurel (40) sur la base de
la fréquence de résonance estimée du fil vibrant (12).

13. Système de la revendication 9, dans lequel la réali-
sation d’une transformée sur les données numéri-
sées comprend la réalisation d’une transformée de
Fourier, en particulier une transformée de Fourier
Rapide à base 2.

14. Système de la revendication 9, dans lequel l’unité
de traitement informatique analyse le spectre de fré-
quences pour distinguer le bruit de la fréquence de
résonance du fil vibrant (12).
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