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Description

Field of the Invention

[0001] This invention relates to pressurized devices
and more particularly to a pressure indicating device for
a pressurized device.

Background of the Invention

[0002] Various types of pressurized devices are used
in industry and there are many manual techniques for
evaluating pressurization of such devices. For example,
gas springs are one type of pressurized device and are
typically used to yieldingly resist movement of a body
such as a clamping ring for a metal blank in a die of a
press for forming sheet metal parts. These springs are
generally constructed with a piston slidably received in
a cylinder and defining a pressure chamber charged with
a gas, such as nitrogen.
[0003] To charge the pressure chamber, pressurized
gas is introduced into the pressure chamber in the cylin-
der through a filler valve until the pressure of the gas
within the pressure chamber meets or exceeds a prede-
termined minimum pressure, such as about 200 to 2,000
PSI (1.38 to 13.8 MPa). This provides a pressurized cush-
ion at a first end of the piston to permit the piston to yield-
ably move toward its retracted position when a force,
applied to another end of the piston, exceeds the force
of the pressurized gas acting on the first end of the piston.
In typical use, as the piston approaches its retracted po-
sition, thereby decreasing the volume of the gas cham-
ber, the pressure within the chamber may increase, for
example, to 5,000 psi (34.5 MPa) or more.
[0004] In some applications, the gas pressure within
the pressure chamber may fall below the predetermined
minimum pressure, for example, because of wear or deg-
radation of a sealing method in the gas spring. In some
current applications, an operator must stop an operation,
clear obstructions around the gas spring or remove the
gas spring from the press, and use external devices to
evaluate the gas spring for proper minimum pressure.
For example, an operator may have to use a pressure
gage to tap into a port of the gas spring to sample the
pressure therein. In another example, an operator may
have to place a load cell between the gas spring and a
movable component and infer the gas pressure in the
gas spring based on the load cell readings. In other cur-
rent applications, analog pressure monitoring devices
such as Bourdon tubes may be placed in fluid commu-
nication with the pressure chamber of the gas spring.
[0005] GB 2 074 379 discloses a fluid pressure sensor
for detecting a decrease of pressure in the lubrication
circuit of an internal combustion engine. Said fluid pres-
sure sensor comprises a hollow body having a stem ex-
ternally screw-threaded for mounting the sensor in the
engine block. The body has an enlarged portion providing
an internal chamber, in which is a movable electrically

conducting member, and which is closed by a cover. The
conductive member is movable between a first position
in which it establishes electrical connection between the
body and the cover and a second position in which it
breaks that connection.
[0006] US 4,468,969 describes a pressure indicator
which comprises a housing which has a pressure cham-
ber, is connectable to a pressure source, for example a
respirator gas pressure and includes a plurality of indi-
vidual indicator chambers which is connected to the pres-
sure chamber with an indicator piston member slidable
in each of the chambers and biased by individual springs
in a direction which brings a feeler portion of the indicator
piston member within the housing. The feeler portion ex-
tends out of the housing in an indicating position which
position is arrived at by pressure in the pressure chamber
acting on the indicator piston to force it our of the housing.
Each indicator piston member is biased by a biasing
force, for example, produced by a selected spring so that
it will be in a non-indicating position until distinct pressure
acts on the indicator piston member to force it in a position
in which the feeler portion thereof extends out of the hous-
ing.
[0007] US 4,165,608 discloses a sensor for rocket en-
gines having at least one combustion chamber including
a pressure-sensitive sensing device responsive to pres-
sure in the combustion chamber for providing an output
signal to a control device in response to the pressure in
the combustion dropping below/or rising above at least
one predetermined pressure. The pressure-sensitive
sensing device includes a piston arranged for displace-
ment between first and second positions. The piston is
displaceable from at least the first position to the second
position in response to a first predetermined pressure
value in the combustion chamber. A restoring force is
effective for displacing the piston from the second posi-
tion toward the first position in accordance with a second
predetermined pressure value in the combustion cham-
ber. The piston is arranged for triggering a signal in at
least of the first and second positions thereof.

Summary of the Invention

[0008] One implementation of a pressurized device in-
cludes a housing at least partially defining a pressure
chamber and including a wall with a passage in the wall
in fluid communication with the pressure chamber, and
a pressure indicating device disposed in the passage to
provide an indication when pressure is below a prede-
termined minimum pressure in the pressure chamber. A
pressure indicating device according to the invention is
proposed in claim 1.
[0009] According to another implementation, a pres-
sure indicating device includes a case including a gas
passage, a movable indicator carried by the case having
an end in fluid communication with the gas passage and
having an indicator end projectable out of a portion of the
case when pressure in the gas passage is at least a pre-
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determined minimum pressure, and a spring to retract
the indicator when pressure in the gas passage is below
the predetermined minimum pressure.

Brief Description of the Drawings

[0010] These and other features of exemplary embod-
iments of the invention will be apparent from the following
detailed description of exemplary embodiments and best
mode, appended claims, and accompanying drawings in
which:

FIG. 1 is a side view of an exemplary form of a gas
spring including a pressure indicating device;
FIG. 2 is an enlarged perspective view of the pres-
sure indicating device of FIG. 1;
FIG. 3 is a cross-sectional view of the gas spring
taken along line 3-3 of FIG. 1, showing the pressure
indicating device, a filler valve, and an exemplary
piston assembly;
FIG. 4 is an enlarged fragmentary view of the gas
spring of FIG. 3 illustrating a pressure indicating de-
vice in a go or extended position;
FIG. 5 is an enlarged fragmentary view of the gas
spring of FIG. 3 illustrating the pressure indicating
device in a no-go or retracted position;
FIG. 6 is a quarter-sectional perspective view of the
pressure indicating device of FIG. 1;
FIG. 7 is a quarter-sectional view of another exem-
plary embodiment of a pressure indicating device;
FIG. 8 is a top view of the pressure indicating device
of FIG. 7, illustrating a flag in a go position;
FIG. 9 is another top view of the pressure indicating
device of FIG. 7, illustrating the flag in a no-go posi-
tion;
FIG. 10 is an exploded perspective view of the pres-
sure indicating device of FIG. 7;
FIG. 10a is a partial exploded perspective view of a
modification to the device of FIG. 7;
FIG. 11 is cross-sectional view of the pressure indi-
cating device of FIG. 7, taken along line 11-11 of
FIG. 8;
FIG. 12 is cross-sectional view of the pressure indi-
cating device of FIG. 7, taken along line 12-12 of
FIG. 9;
FIG. 13 is a cross-sectional perspective view of an-
other exemplary embodiment of a pressure indicat-
ing device;
FIG. 14 is a cross-sectional view of the device of
FIG. 13;
FIG. 15 is a cross-sectional view of the device of
FIG. 13, taken 90 degrees with respect to the view
of FIG. 14;
FIG. 16 is a top view of another exemplary embod-
iment of a pressure indicating device;
FIG. 17 is a cross sectional view of the device of FIG.
16, taken along line 17-17 thereof;
FIG. 18 is a cross sectional view of the device of FIG.

16, taken along line 18-18 thereof;
FIG. 19 is a top view of a modification to the device
of FIG. 16; and
FIG. 20 is a partial cross-sectional view of another
exemplary embodiment of a pressure indicating de-
vice.

Detailed Description of Exemplary Embodiments

[0011] Referring in more detail to the drawings, FIG. 1
illustrates one example of a pressurized device in the
form of an exemplary gas spring 10 that may be used for
yieldably biasing or resisting movement of die compo-
nents during a press operation. The gas spring 10 may
also be used for any other application where a device is
needed to yieldably resist movement of a body or to urge
a body toward a given position. The gas spring 10 may
be connected via hoses to an external supply of pressu-
rized gas, or may be a standalone or self-contained de-
vice independent of any centralized supply of gas.
[0012] The gas spring 10 may include a piston assem-
bly 12 that may be used to contact a stamping press die
component (not shown), and a housing 14 to carry the
piston assembly 12. The piston assembly 12 may include
a piston 16 configured for reciprocation between fully ex-
tended and fully displaced positions along a longitudinal
axis L of the gas spring 10.
[0013] The gas spring 10 also includes a pressure in-
dicating device 18 carried by the housing 14 to provide
an indication of the pressure within the gas spring 10. In
one implementation, the pressure indicating device 18
provides a visual indication of whether or not the gas
spring 10 is holding a charge of gas at or above a mini-
mum pressure. For example, the pressure indicating de-
vice 18 may be a go/no-go type of pressure indicating
device and may be adapted for use with a new pressu-
rized device or gas spring design or with any existing
pressurized device or gas spring design. A go/no-go type
of device includes devices that generally provide a binary
type of reading such as on/off, or pass/fail, or the like. In
another example, the pressure indicating device 18 may
provided an indication of multiple pressure levels be-
tween a "go" reading and a "no-go" reading, such as grad-
uated pressure levels.
[0014] Referring also to FIG. 2, the pressure indicating
device 18 includes an indicator 20, and a case 22 to sup-
port the indicator 20 and mount the pressure indicating
device 18 to the gas spring housing 14 (FIG. 1). The
indicator 20 may be constructed of a single component
or multiple components, and may have an indicator end
24 that is projectable beyond an end 26 of the case 22
in a "go" state to serve as a visual indication of presence
of at least a predetermined minimum pressure in the gas
spring 10.
[0015] Referring now to FIG. 2, the case 22 may in-
clude a first body 28 that may at least partially support
the indicator 20, and a second body 30 that may support
the first body 28, partially support the indicator 20, and
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connect the pressure indicating device 18 to the gas
spring housing 14 (FIG. 1). The first body 28 may carry
a seal 32 used for sealing the indicator to the gas spring
housing 14 (FIG. 1), and an indicator passage 34 in a
transverse wall 36 of the body 28. The second body 30
may include an integral threaded male fitting 38 at one
end to engage the gas spring housing 14 (FIG. 1), a seal
40 adjacent the fitting 38, installation tooling features 42
such as slots at an opposite end, and a circumferentially
continuous crimped portion 44 between the ends for in-
tegral coupling of the second body 30 to the first body 28
as will be discussed in further detail below.
[0016] The second body 30 may be part of the pres-
surized device instead of a separate component. In other
words, the second body 30 may be integrated into the
pressurized device, and the first body 28 and the rest of
the components may be assembled directly to the pres-
surized device.
[0017] Referring now to FIG. 3, the gas spring housing
14 may include a transverse wall 46 such as an end wall,
and an axial wall 48 extending axially from the transverse
wall 46. As used herein, the term transverse includes
orientation at an angle with respect to an axial orientation.
In other words, a transverse feature may be perpendic-
ular to the longitudinal axis L of the gas spring 10, or may
be disposed at any other angle between 0 and 180 de-
grees with respect to the longitudinal axis L. In any case,
the walls 46, 48 may define an open-ended cylinder in
which the piston assembly 12 may be at least partially
disposed. The housing 14 may be cylindrical or of any
other suitable shape.
[0018] The housing 14 may also include one or more
passages disposed in the transverse wall 46 in fluid com-
munication with the cylinder. A first passage 50 may ex-
tend substantially axially through a portion of the trans-
verse wall 46 as shown, or may be disposed on an angle.
Similarly, a filler or second passage 52 may be disposed
in the transverse wall 46 in fluid communication with the
first passage 50, and may extend substantially trans-
versely as shown, or may be disposed on an angle. Like-
wise, a third or gas passage 54 may be disposed in the
transverse wall 46 in fluid communication with one or
both of the first and second passages 50, 52. The third
passage 54 may extend substantially transversely, or
may be disposed on an angle, and may be substantially
coaxial with the second passage 52 as shown. The third
passage 54 may be a counterbored passage, as shown.
The third passage 54 and the pressure indicating device
18 may be transversely oriented as shown, for example,
in gas spring applications of about 30 mm to 300 mm in
diameter or more, but may instead be oriented generally
axially in smaller gas spring applications of less than
about 30 mm in diameter.
[0019] The piston assembly 12 may include any suit-
able components to mount the piston 16 to the housing
14. For example, the piston assembly 12 may include a
bearing and seal cartridge 56 to movably mount the pis-
ton 16 within the housing 14, and a retaining ring 58 to

retain the bearing and seal cartridge 56 to the housing
14. The piston assembly 12 may further include a wiper
60 and a dust cover 62 carried by the cartridge 56 and
disposed between the cartridge 56 and the piston 16 to
protect the inside of the piston assembly 12 from con-
taminants. The piston assembly 12 may additionally in-
clude a circumferentially continuous seal 64 to seal the
assembly 12 to the housing 14. In any case, the piston
assembly 12 and the housing 14 together may define a
pressure chamber 66 whose volume may vary depending
on the axial position of the piston 16.
[0020] The gas spring 12 may also include a charging
or filler valve 68, such as a one-way or check valve, which
may be threaded into the second passage 52. The filler
valve 68 may admit gas into the pressure chamber 66
through the second and first passages 52, 50 and may
prevent any gas from exiting the pressure chamber 66
through the first and second passages 50, 52. The gas
spring 10 may further include a port plug 70 to seal the
second passage 52 and that may be threaded into the
second passage 52 and partially located within a coun-
terbore thereof.
[0021] Referring to FIGS. 3 through 5, the pressure
indicating device 18 is received within the counterbored
third passage 54 of the gas spring housing 14. As shown,
the pressure indicating device 18 may be confined within
an outer envelope of the gas spring housing 14. More
specifically, even when the indicator 20 is in its fully ex-
tended position as shown in FIG. 3, the pressure indicat-
ing device 18 may be mounted to the housing 14 such
that it is at least flush or radially inboard of an outer pe-
riphery or diameter of the housing 14 as indicated by
dimension R. FIG. 4 illustrates an alternative form where-
in the indicator 20 is flush with the outer periphery of the
housing 14 in its fully extended position according to a
go state of the pressure indicating device 18. FIG. 5 il-
lustrates a no-go state in which the internal pressure of
the gas spring 10 is below a predetermined minimum
pressure and wherein the indicator (not shown) is retract-
ed within the first body 28 of the pressure indicating de-
vice 18 and not visible by an operator. FIGS. 3 through
5 illustrate a relieved portion 15 of the gas spring housing
14 that may be provided to facilitate visibility of the end
26 of the pressure indicating device 18 and the indicator
20 when it is extended.
[0022] Referring to FIGS. 3 and 6, the second body 30
includes an inlet passage 72 at its threaded end to admit
gas from the gas spring pressure chamber 66 (FIG. 3)
and to carry a forward end 74 of the indicator 20. Thus,
the forward end 74 of the indicator 20 is exposed to the
gas pressure within the pressure chamber 66. The sec-
ond body 30 may additionally include one or more thread-
ed set screw passages 76 to carry one or more set screws
78, and an open end 80 to receive the first body 28.
[0023] The first body 28 includes a circumferentially
continuous groove 82 to receive the crimped portion 44
of the second body 30 so as to axially retain the bodies
28, 30 together yet permit rotational movement between
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the bodies 28, 30. The end 26 of the first body 28 may
also include adjustment tooling features 84 such as holes
or the like to enable the first body 28 to be rotated during
adjustment of the pressure indicating device 18, as will
be described herein below.
[0024] The pressure indicating device 18 may include
additional components. For example, an intermediate
plate 86 may be disposed between the bodies 28, 30 and
adapted to engage the set screw 78 carried in the set
screw passage 76 of the second body 30, as will be de-
scribed in further detail below. Also, a spring plate 88
may be threaded to the indicator 20 between the bodies
28, 30, one or more guide pins 90 may be carried by the
second body 30 to guide movement of the spring plate
88, and a spring 92 may be disposed between the first
body 28 and the spring plate 88 to bias the indicator 20
toward the second body 30 to a no-go position. The spring
92 may be selected to provide a force that will move the
indicator 20 to its no-go position when gas pressure in
the pressure chamber 66 of the gas spring 10 (FIG. 3)
falls below a predetermined minimum pressure value.
Any suitable type of spring may be used such as a coiled
compression spring as shown and, more specifically, the
spring 92 may have a linear or non-linear spring rate.
Further, a circumferentially continuous seal 94 may be
carried between the indicator 20 and the second body
28 to prevent pressurized gas from escaping down-
stream between the indicator 20 and the case 22, and a
backup ring 96 may be disposed between the interme-
diate plate 86 and the seal 94 to help guide the indicator
20 and prevent extrusion of the seal 94.
[0025] The indicator 20 may include a first shoulder 98
for limiting return movement of the indicator 20, and a
seal stem 100 between the forward end 74 and the shoul-
der 98 for cooperating with the seal 94. The indicator end
74 extends through the indicator passage 34 of the first
body 28, and the indicator end 24 and the passage 34
may be formed with corresponding anti-rotation features
102, 103, such as flats, to transmit torque and prevent
relative rotation therebetween. Accordingly, rotation of
the first body 28 relative to the second body 30 causes
rotation of the indicator 20. The indicator 20 may further
include a second shoulder 104 adjacent the indicator end
24 to limit advance movement of the indicator 20. The
indicator 20 may also include an externally threaded por-
tion 106 for threading engagement with an internal thread
108 of the spring plate 88.
[0026] Referring to FIG. 3, to install the pressure indi-
cating device 18 to the gas spring housing 14, an instal-
lation tool T may be used. The tool T may be uniquely
designed to deter tampering with the pressure indicating
device 18 after it is assembled and calibrated to the gas
spring housing 14. Accordingly, the tool T may include
one or more tooling features F such as lugs at an open
end O that may be used to engage the one or more tooling
features 42 (FIGS. 2 and 6) of the second body 30 when
the pressure indicating device 18 is partially inserted into
the open end O of the tool T. The lugs F may be three in

quantity and may be circumferentially spaced, equidis-
tantly or otherwise.
[0027] The tool T and pressure indicating device 18
are assembled to the gas spring housing 14 so that the
threaded fitting 38 of the case 22 is inserted into and
threadably engages the third passage 54. The tool T and
pressure indicating device 18 are then rotated until the
seal 40 between the second body 30 and the housing 14
is suitably compressed. Thereafter, the tool T may be
withdrawn from the counterbored third passage 54, leav-
ing the circumferentially continuous seal 32 disposed be-
tween the pressure indicating device 18 and the housing
14 to seal the counterbored third passage 54 and thereby
prevent contaminants from entering the passage 54. The
design of the pressure indicating device 18 may be mod-
ular such that it may be easily removed using the instal-
lation tool T, and can be replaced with another pressure
indicating device if desired.
[0028] In use, if the pressure within the pressure cham-
ber 66 ever falls below the predetermined pressure, then
the force imposed on the indicator 20 by the spring 92
will exceed the force imposed on the indicator 20 by the
gas pressure and, thus, the indicator 20 will move to a
no-go or return position. Referring also to FIG. 4, in its
go position the indicator end 24 of the indicator 20 may
project beyond the end surface 26 of the case 22 to any
distance, for example, from about 0.5 to 3 mm or more.
In other words, the indicator end 24 may be configured
to be projectable out of a portion of the case 26 and, more
particularly, to project out of the case 26 to serve as a
visual indication of presence of at least a predetermined
minimum pressure in the gas spring 10.
[0029] In contrast, in its no-go position, the indicator
end 24 of the indicator 20 may be flush with or recessed
within the case 22 so that an operator will be able to
visually verify that the pressure indicating device 18 is in
a no-go state, as shown in FIG. 5. In other words, the
indicator end 24 may be retractable into the case 22 to
serve as a visual indication of absence of at least a pre-
determined minimum pressure in the gas spring 10.
[0030] Referring to FIG. 6, to adjust the pressure indi-
cating device 18, the spring 92 may be preloaded to mod-
ify the force imposed on the indicator 20 by the spring
92. To preload the spring 92, an adjustment tool (not
shown) may be used to engage a portion of the first body
28, such as the adjustment tooling features 84, and to
rotate the first body 28 relative to the second body 30.
By virtue of the corresponding torque transmitting fea-
tures 102, 103 of the indicator 20 and first body 28, ro-
tation of the first body 28 also causes rotation of the in-
dicator 20. Also, because the spring plate 88 is rotatably
fixed by the guide pin(s) 90 and is threaded onto the
indicator 20, rotation of the indicator 20 causes the spring
plate 88 to thread axially along the indicator 20 toward
or away from the spring 92 to compress the spring 92 or
allow it to extend. Thus, the spring 92 may be preloaded
to any degree to vary the return force applied to the in-
dicator 20.
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[0031] After the pressure indicating device 18 is ad-
justed, for example, at the factory where the gas spring
10 is produced, it may be desirable to deter others from
thereafter making any further adjustments. Accordingly,
once the adjustment is complete, the set screw(s) 78 may
be tightened against the intermediate plate 76 to impose
a force on the intermediate plate 76 and, in turn, against
the end of the first body 28 to frictionally axially engage
the corresponding crimped portion 44 and groove 82 of
the bodies 30, 28 to prevent relative rotation therebe-
tween and thereby deter tampering with the pressure in-
dicating device 18. Thus, the set screw(s) 78 and inter-
mediate plate 76 prevent relative rotation between the
bodies 28, 30. In another form, one or more set screws
78 may be configured to impose a force directly on the
end of the first body 30, or may include a radially oriented
set screw threaded through the case 22 to lock the first
and second bodies together 28, 30. In other words, any
suitable apparatus or arrangement may be used to pre-
vent relative rotation between the bodies 28, 30. Such
an apparatus may also lock the indicating device 18 to
prevent unintended changes or movement due to vibra-
tion or the like.
[0032] FIGS. 7-20 illustrate several other exemplary
embodiments of pressure indicating devices. These em-
bodiments are similar in many respects to the embodi-
ment of FIGS. 1-6 and like numerals between all of the
embodiments generally designate like or corresponding
elements throughout the several views of the drawing
figures. Additionally, the descriptions of all of the embod-
iments are incorporated by reference into one another
and the common subject matter generally may not be
repeated here.
[0033] Referring now to FIGS. 7 through 9, another
exemplary pressure indicating device 318 generally may
include a case 322 including a first body 328 and a second
body 330 carrying the first body 328. The device 318 also
includes an indicator 320 carried by the case 322, and a
flag 325 that may be carried by the first body 328 for
cooperation with the indicator 320.
[0034] The flag 325 may include a substantially planar
component or mechanical device that is movable in a
direction generally transverse with respect to the longi-
tude or length of the indicator 320. The flag 325 may be
slidably carried by the first body 328 so as to expose a
first or "go" indicia 325a (e.g. "OK") in one position to
indicate pressurization, and a second or "no-go" indicia
325b (e.g. "LOW") in another position to indicate a lack
of desired pressurization level. For example, as best
shown in FIG. 7, the first body 328 may include channels
328a to receive corresponding portions of the flag 325
such that the flag 325 may be slidably retained by the
first body 328 in a transverse direction.
[0035] Referring to FIG. 10, the indicating device 318
may also include a cover 327 to protect the flag 325,
which may be transparent and may be composed of any
suitable plastic or glass material. The cover 327 may be
snap-fit or threaded to, or otherwise carried by, an end

of the second body 330 in any suitable fashion.
[0036] The indicating device 318 may further include
a spring 329 such as a coiled compression spring or any
other suitable device to bias the flag 325 toward its no-
go position. As used herein, the term spring includes any
suitable device or component capable of imposing a bias
force. In assembly, the spring 329 may be operatively
coupled between a portion of the flag 325 at one end and
a portion of the second body 330 at another end.
[0037] In the indicating device 318, the second body
330 may include threads 344 or any other suitable en-
gagement feature(s) to receive corresponding threads
382 or any other suitable engagement features of the
first body 328 so as to couple the bodies 328, 330 in one
exemplary constitution of the case 322 (FIG. 7). The in-
dicating device 318 may also include a pressure indicator
320, a spring plate 388 coupled to the indicator 320 in
any suitable manner such as by corresponding threads
406, 408, and a spring 392 interposed between the plate
388 and the first body 328. The indicating device 318
may additionally include a seal 394, a backup ring 396,
and a bushing 395, all of which may be carried by the
second body 330 between the indicator 320 and the sec-
ond body 330. Finally, the second body 330 may carry a
face seal 340 at a threaded end of the device 318.
[0038] In another implementation, shown in FIG. 10A,
an indicating device 318’ includes a spring plate 388’ and
a first body 328’ that may include interengagement or
anti-rotation features. For example, the spring plate 388’
may include one or more flats 389’ on its outer perimeter
and the first body 328’ may include one or more corre-
sponding flats 328b’ on a corresponding inner perimeter.
Also, an indicator 320’ may include an engagement fea-
ture 321’ to cooperate with a tool to set a preload of the
device 318’, which purpose will be described in further
detail herein below. The engagement feature 321’ may
include a slot, flats, hex socket, or any other suitable fea-
ture that may enable a tool to rotate the indicator 320’.
[0039] Referring to FIGS. 11 and 12, the first body 328
may include an indicator passage 334 in a transverse
wall 336 of the body 328 to receive an indicator end 324
of the indicator 320 therethrough when the device 318 is
pressurized. Accordingly, the indicator end 324 is pro-
jectable out of a portion of the case 322. Similarly, the
flag 325 may include a pocket 331 to receive the end 324
of the indicator 320 and to retain the flag 325 is in its go
position as shown in FIG. 11. The flag 325 may also in-
clude a transverse pocket 333 to at least partially receive
the spring 329 therein.
[0040] In use, the device 318 may be preset for a cer-
tain load or pressure rating such that no external adjust-
ment is necessary. For example, the spring rate of and
the preload on the spring 392 may be predefined by a
manufacturer the device 318. The spring rate may be
varied by using different springs, and the preload may
be varied by adjusting the position of the spring plate 388
on the indicator 320 to compress the spring 392 to a
varying degree. Once the plate 388 is adjusted on the
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indicator 320 in a desired location to set the preload, the
plate 388 and indicator 320 may be fixed to one another
such as by an adhesive, tack welding, crimping, or the
like. Accordingly, the device 318 may be resistant to any
tampering with the preload once the device 318 has left
the factory and reached the field.
[0041] In the implementation illustrated in FIG. 10A,
however, the preload of the device 318’ may be adjusted
in the field or field-adjustable. To apply or adjust a preload
on the spring 392, an adjustment tool (not shown) may
be used to engage the engagement feature(s) 321’ of
the indicator 320’ and to rotate the indicator 320’ relative
to the first body 328. Because the spring plate 388’ is
rotatably fixed by the corresponding torque transmitting
features of the spring plate 388’ and first body 328’, and
because the spring plate 388’ is threaded onto the indi-
cator 320’, rotation of the indicator 320’ causes the spring
plate 388’ to thread axially along the indicator 320’ in a
direction toward or away from the spring 392 to compress
the spring 392 or allow it to extend. Thus, the spring 392
may be preloaded in the factory or in the field to any
desired degree to vary the return force applied to the
indicator 320’.
[0042] Referring to FIGS. 11 and 12, the device 318
may be coupled in a suitable location with respect to a
gas spring (not shown) or any other suitable pressurized
device. Once suitably coupled, the cover 327 may be
removed, and the flag 325 retracted against the force
imposed by the spring 329 until the indicator end 324 of
the indicator 320 advances into the pocket 331 of the flag
325. At this point, the flag 325 is set, the device 318 in-
dicates sufficient pressurization, and the cover 327 may
be reinstalled.
[0043] In the event that pressure in the pressurized
device falls below a desired pressurization level, the force
of the spring 392 will move or retract the indicator 320 in
a direction away from the indicating end of the device
318. Accordingly, the end 324 of the indicator 320 be-
comes displaced from the pocket 331 of the flag 325, and
the spring 329 displaces or slides the flag 325 from its
go position to its no-go position as shown in FIG. 12. At
this point, an operator can see that the device 318 indi-
cates a no or low pressure condition and can take ap-
propriate action. Once the pressurized device to which
the indicating device 318 is coupled is repressurized,
then the flag 325 may be reset as discussed above.
[0044] Referring to FIGS. 13 through 15, another ex-
emplary pressure indicating device 518 is substantially
similar to the device 318 of FIGS. 7-12, except fewer
components are used and a sealing arrangement is dif-
ferent. In general, the device 518 may include a case 522
that may include a first body 528 and a second body 530
carrying the first body 528, a flag 525 that may be carried
by the first body 528, and an indicator 520 carried by the
case for cooperation with the flag 525. The indicator 520
may include an indicator end 524 projectable out of a
portion of the case 522. The flag 525 may be slidably
carried in channels 528a of the first body 528 that receive

corresponding portions of the flag 525 such that the flag
525 may be slidably retained by the first body 528 in a
transverse direction.
[0045] One difference with this device 518 includes a
sealing plate 586 axially disposed between one end of
the first body 528 and an inside bottom surface of the
second body 530. The flag 525 and the first body 528
may be composed of aluminum, which may be anodized
to provide contrasting colors between the flag 525 and
body 528. The second body 530 may be composed of
steel for good strength. The sealing plate 586 may be
composed of brass, which may be closely toleranced with
the second body 530 with little to no risk of marring or
other damage therebetween and with enough strength
to support pressure loads without too much deflection.
The sealing plate 586 may provide good backup support
for the seal 394. The aforementioned components may
be composed of any suitable materials, other than those
mentioned here.
[0046] Referring to FIGS. 16 through 19, another ex-
emplary pressure indicating device 718 is substantially
similar to the device 518 of FIGS. 13-15, with the excep-
tion that the device 718 uses a different flag configuration.
In general, the device 718 generally may include a case
722 that may include a first body 728 and a second body
730 carrying the first body 728, a flag 725 that may be
carried by the first body 728, and an indicator 720 carried
by the case for cooperation with the flag 725.
[0047] But whereas the flags 325, 525 of the previous
exemplary embodiments were slidably carried, here the
flag 725 may be pivotably carried. For example, the flag
725 may be pivotably coupled to the first body 728 by a
pivot 728a such as a fastener, which may extend through
a passage in the flag 725 and may be threaded into an
end of the first body 728.
[0048] Referring also to FIGS. 17 and 18, the first body
728 may include an indicator passage 734 in a transverse
wall 736 of the body 728 to receive an indicator end 724
of the indicator 720 therethrough when the device 718 is
pressurized. The indicator 720 may include an indicator
end 724 that is projectable out of a portion of the case
722. Similarly, as shown in FIG. 16, the flag 725 may
include a pocket 731 to receive the end 724 of the indi-
cator 720 and to retain the flag 725 in its go position as
shown in FIGS. 16 and 17. The pocket 731 may be a
lateral side of the flag 725 as shown, or may be longitu-
dinal recess (not shown) in a bottom surface of the flag
725 that faces the indicator 720.
[0049] The indicating device 718 may further include
a spring 729 such as a torsional spring or any other suit-
able device to bias the flag 725 toward its no-go position.
The spring 729 may include a first or movable leg 729a
coupled to one side of the flag 725, a second or stationary
leg 729b coupled to the case 722, and a coil 729c dis-
posed about the pivot 728 in any suitable manner. Ac-
cordingly, when the flag 725 is set and the indicator 720
retracts due to no or low pressurization, the flag 725 may
pivot clockwise under the bias force of the spring 728 to
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expose no-go indicia 725b. FIG. 19 illustrates another
exemplary form of the spring 729, which may be a coiled
tension spring 729’ having a movable end 729a’ coupled
to a portion of the flag 725, and a stationary end 729b’
coupled to the case 722 in any suitable manner.
[0050] FIG. 20 illustrates another exemplary pressure
indicating device 918 that is substantially similar to the
aforementioned devices, except an electrical flag ar-
rangement is used. The device 918 includes a case 922
including a first body 928, and a second body 930 that
may carry the first body 928, and an indicator 920 carried
by the case 922.
[0051] The device 918 also includes an electrical flag
925 that may be carried by the first body 928 to provide
an electrical signal as an indication of presence or ab-
sence of at least a predetermined minimum pressure in
the pressurized device. The electrical flag 925 may in-
clude a substantially electrical component or device, or
an electromechanical device, or the like. For example,
the first body 928 may include one or more channels
928a to receive corresponding portions of the flag 925
such that the flag 925 may be removably retained by the
first body 928. The flag 925 may include a housing 935
coupled to the first body 928 and including a pocket 931
to receive the indicator 920. The flag 925 may also in-
clude a sensor 937 carried by the flag housing 935 and
disposed so as to be operable by an end 924 of the in-
dicator 920. The indicator end 924 is projectable out of
a portion of the case 922.
[0052] More specifically, the sensor 937 may include
an actuator 941 that may be displaced by the indicator
920 when the device 918 is pressurized. The sensor 937
may be coupled to a suitable power supply (not shown)
and electrical display (not shown) such as a light, remote
computer monitor, or the like. The sensor 937 may be a
normally open or a normally closed device, such that
pressurization of the device 918 may result in presence
or absence of a light or signal. In other words, cooperation
between the indicator 920 and the sensor 937 may result
in a go signal (e.g. light on) or a no-go signal (e.g. light
off) or vice-versa. The sensor 937 may be a MICRO
SWITCH available from Honeywell, or any other suitable
sensing device. As just one of many other possible ex-
amples, the sensor 937 may be a proximity sensor or
switch, such as a Hall-effect sensor.
[0053] The pressure indicating devices of the embod-
iments of FIGS. 7-20 may be more responsive or more
resolute in operation than the device of the embodiment
of FIGS. 1-6. In the device of FIGS. 1-6, the indicator pin
itself is viewed by an operator to determine the status of
the pressure indicating device. Therefore, the more travel
of the indicator, the easier it is for an operator to see a
change in status of the device. But, as will be discussed
below, greater indicator travel equates to more variation
in a range of spring force and the point at which a loss
or lowering in pressure is indicated becomes less pre-
cise. In the embodiment of FIGS. 7-20, a smaller range
of spring may be used.

[0054] Use of indicator springs having smaller force
range allows for less variation between a beginning and
an end of travel of the indicator of the pressure indicating
device, especially considering component tolerances,
seal friction, and spring rate. For example, component
stackup or tolerances of various components of the pres-
sure indicating device may allow an exemplary minimum
0.02" (0.5 mm) of travel of the indicator to trip or release
the flag. Because spring rate (K) x travel = spring force
range or band, a lower (flatter looking at an x-y curve)
spring rate is desirable to achieve a corresponding lower
spring force. To compensate for a lower spring rate, a
correspondingly larger preload may be applied to the
spring. Accordingly, a smaller differential in pressure loss
of a pressurized device is required to overcome the spring
force to trip the pressure indicating device and indicate
a lowering or loss in pressure.

Claims

1. A pressure indicating device (318; 518), comprising:

a case (322) including a gas passage;
a movable indicator (320) carried by the case
(322) having an end in fluid communication with
the gas passage and having an indicator end
(324) projectable out of a portion of the case
(322) when pressure in the gas passage is at
least a predetermined minimum pressure; and
a spring (392) to retract the indicator (320) when
pressure in the gas passage is below the pre-
determined minimum pressure, characterized
in that the pressure indicating device (318; 518)
further comprises:

a flag (325; 525; 725) carried by the case
(322) for cooperation with the indicator end
(324) of the indicator (320), wherein
the flag (325; 525; 725) is movable in a di-
rection generally transverse with respect to
the longitude of the indicator (320) to
spaced apart first and second positions,
the flag (325; 525; 725) being releasably re-
tained in the first position by engagement
with the indicator end (324) of the indicator
(320) when the indicator (320) projects out
of a portion of the case (322) due to the pres-
sure in the gas passage being at least the
predetermined minimum pressure, and
the flag (325; 525; 725) being biased to-
wards its second position.

2. The pressure indicating device (318; 518) of claim
1, wherein the case (322) includes a first body (328)
to support the indicator end (324) of the indicator
(320), and a second body (330) to carry the first body
(328), receive the end of the indicator (320), and con-
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nect the pressure indicating device (318; 518) to the
pressurized device, and said device further compris-
es:

a spring plate (388) threaded to the indicator
(320), wherein the spring (392) is carried in the
case (322) between a portion of the first body
(328) and the spring plate (388);
at least one guide member carried by the second
body (330) and engageable with the spring plate
(388) to prevent rotation thereof; and
wherein the spring plate (388) is rotatably fixed
by the guide member, also wherein the indicator
(320) and the first body (328) include corre-
sponding torque transmitting features to trans-
mit torque therebetween, such that rotation of
the first body (328) relative to the second body
(330) causes rotation of the indicator (320),
which rotation causes the spring plate (388) to
thread along the indicator (320) away from or
toward the spring (392) to allow the spring (392)
to extend or to compress the spring (392), so as
to preload the spring (392) to vary the return
force applied to the indicator (320).

3. The pressure indicating device (318; 518) of claim
1, wherein the flag (325) in its first position serves
as a visual indication of presence of at least a pre-
determined minimum pressure, and wherein the in-
dicator (320) is retractable into the case (322) to al-
low the flag (325) to move in its second position to
serve as a visual indication of absence of at least
the predetermined minimum pressure.

4. The pressure indicating device (318; 518) of claim
1, wherein the case (322) includes channels to re-
ceive corresponding portions of the flag (325), such
that the flag (325) is slidably carried by the case
(322).

5. The pressure indicating device (318; 518) of claim
1, further comprising a pivot coupled between the
case (322) and the flag (325), wherein the flag (325)
is pivotably carried by the case (322).

6. The pressure indicating device (318; 518) of claim
1, wherein a preload of the pressure indicating de-
vice (318; 518) is field-adjustable.

7. The pressure indicating device (318; 518) of claim
6, wherein the pressure indicating device (318; 518)
further includes a spring plate (388) threaded to the
indicator (320), and a spring (392) carried in the case
(322) between a portion of the case (322) and the
spring plate (388) to impose a force on the indicator
(320) that opposes a force of pressurized gas that
acts on the indicator (320), wherein at least one of
the spring plate (388) or the case (322) includes at

least one anti-rotation feature to prevent relative ro-
tation between the spring plate (388) and the case
(322), such that rotation of the indicator (320) causes
the spring plate (388) to translate along the indicator
(320) in a direction toward or away from the spring
(392) to allow the spring (392) to extend or to com-
press the spring (392) so as to vary the return force
on the indicator (320).

8. The pressure indicating device (318; 518) of claim
1, wherein the pressure indicating device (318; 518)
is resistant to tampering with a preload of the pres-
sure indicating device (318; 518).

9. The pressure indicating device (318; 518) of claim
1, wherein the pressure indicating device case (322)
includes a first body (328) to support the indicator
end (324) of the indicator (320), a second body (330)
to carry the first body (328), receive a second end
of the indicator (320), and connect the pressure in-
dicating device (318; 518) to a pressurized device,
and a sealing plate (586) axially disposed between
the first (528) and second bodies (530).

10. The pressurized indicating device (318; 518) of claim
1, wherein the pressure indicating device (318; 518)
is a go/no-go type of device confined within an outer
envelope of the pressurized device housing.

Patentansprüche

1. Ein Druckanzeigegerät (318; 518), umfassend:

ein Gehäuse (322), umfassend einen Gas-
durchlass,
einen bewegbaren Anzeiger (320), der vom Ge-
häuse (322) getragen wird und von dem ein En-
de in Flüssigkeitsverbindung mit dem Gas-
durchlass steht und der ein Anzeigerende (324)
aufweist, das aus einem Abschnitt des Gehäu-
ses (322) herausragen kann, wenn der Druck
im Gasdurchlass einen vorgegebenen Mindest-
druck aufweist sowie eine Feder (392), die den
Anzeiger (320) zurückzieht, wenn der Druck im
Gasdurchlass unter den vorgegebenen Min-
destdruck fällt, dadurch gekennzeichnet,
dass das Druckanzeigegerät (318; 518) weiter
umfasst:

eine Markierung (325; 525; 725), die vom
Gehäuse (322) getragen wird, um mit dem
Anzeigerende (324) des Anzeigers (320)
zusammenzuwirken, wobei
die Markierung (325; 525; 725) in eine Rich-
tung bewegbar ist, die in Bezug auf die Län-
ge des Anzeigers (320) insgesamt quer ver-
läuft zwischen voneinander beabstandeten
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ersten und zweiten Positionen,
wobei die Markierung (325; 525; 725) mit-
hilfe eines Eingriffs mit dem Anzeigerende
(324) des Anzeigers (320) lösbar in der ers-
ten Position gehalten wird, wenn der Anzei-
ger (320) aus einem Abschnitt des Gehäu-
ses (322) aufgrund des Drucks im Gas-
durchlass herausragt, wobei der Druck zu-
mindest den vorgegebenen Mindestdruck
aufweist, und
die Markierung (325; 525; 725) in die Rich-
tung ihrer zweiten Position vorgespannt ist.

2. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, wobei das Gehäuse (322) einen ersten Körper
(328) aufweist, um das Anzeigerende (324) des An-
zeigers (320) zu stützen, und einen zweiten Körper
(330), um den ersten Körper (328) zu tragen, das
Ende des Anzeigers (320) aufzunehmen und das
Druckanzeigegerät (318; 518) mit dem unter Druck
stehenden Gerät zu verbinden, wobei das Gerät wei-
terhin umfasst:

eine Federplatte (388), die an den Anzeiger
(320) geschraubt ist, wobei die Feder (392) im
Gehäuse (322) zwischen einem Abschnitt des
ersten Körpers (328) und der Federplatte (388)
getragen wird, mindestens ein Führungsele-
ment, das vom zweiten Körper (320) getragen
wird und mit der Federplatte (388) in Eingriff
bringbar ist, um eine Drehung der Federplatte
(388) zu verhindern, und
wobei die Federplatte (388) durch das Füh-
rungselement drehbar befestigt ist, und wobei
der Anzeiger (320) und der erste Körper (328)
entsprechende Drehmomentübertragungs-
merkmale aufweisen, um ein Drehmoment da-
zwischen zu übertragen, sodass die Drehung
des ersten Körpers (328) relativ zum zweiten
Körper (330) eine Drehung des Anzeigers (320)
bewirkt, deren Drehung die Federplatte (388)
dazu veranlasst, sich entlang des Anzeigers
(320) weg von der Feder (392) oder zu ihr hin
zu schrauben, was es der Feder (392) ermög-
licht, die Feder (392) auseinander- oder zusam-
menzuziehen, um damit die Feder (392) vorzu-
spannen, damit die Rückstellkraft, die auf den
Anzeiger (320) wirkt, variiert werden kann.

3. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, wobei die Markierung (325) in ihrer ersten Position
als eine visuelle Anzeige für das Vorhandensein von
mindestens einem vorgegebenen Mindestdruck
dient, und wobei der Anzeiger (320) in das Gehäuse
(322) zurückziehbar ist, um es der Markierung (325)
zu ermöglichen, sich in die zweite Position zu bewe-
gen, um als visuelle Anzeige für das Fehlen von min-
destens einem vorgegebenen Mindestdruck zu die-

nen.

4. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, wobei das Gehäuse (322) Kanäle umfasst, um
entsprechende Abschnitte der Markierung (325) auf-
zunehmen, sodass die Markierung (325) vom Ge-
häuse (322) verschiebbar getragen wird.

5. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, weiterhin umfassend einen Schwenkpunkt, der
zwischen das Gehäuse (322) und die Markierung
(325) gekoppelt ist, wobei die Markierung (325) vom
Gehäuse (322) schwenkbar getragen wird.

6. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, wobei eine Vorspannung des Druckanzeigegeräts
(318; 518) vor Ort einstellbar ist.

7. Das Druckanzeigegerät (318; 518) gemäß Anspruch
6, wobei das Druckanzeigegerät (318; 518) weiter-
hin eine Federplatte (388) umfasst, die mit dem An-
zeiger (320) verschraubt ist, und eine Feder (392),
die im Gehäuse (322) zwischen einem Abschnitt des
Gehäuses (322) und der Federplatte (388) getragen
wird, um auf den Anzeiger (320) eine Kraft auszuü-
ben, die einer Kraft des unter Druck stehenden Ga-
ses entgegenwirkt, die auf den Anzeiger (320) wirkt,
wobei zumindest die Federplatte (388) und/oder das
Gehäuse (322) mindestens ein Antidrehmerkmal
umfassen, um eine relative Drehung zwischen der
Federplatte (388) und dem Gehäuse (322) zu ver-
hindern, sodass eine Drehung des Anzeigers (320)
die Federplatte (388) dazu veranlasst, sich entlang
des Anzeigers (320) in eine Richtung hin zur Feder
(392) oder weg von ihr zu verschieben, um es der
Feder (392) zu ermöglichen, die Feder (392) aus-
einander- oder zusammenzuziehen, um somit die
Rückstellkraft auf den Anzeiger (320) zu variieren.

8. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, wobei das Druckanzeigegerät (318; 518) gegen
Manipulationen an der Vorspannung des Druckan-
zeigegeräts (318; 518) geschützt ist.

9. Das Druckanzeigegerät (318; 518) gemäß Anspruch
1, wobei das Gehäuse (322) des Druckanzeigege-
räts einen ersten Körper (328) aufweist, um das An-
zeigerende (324) des Anzeigers (320) zu stützen,
und einen zweiten Körper (330), um den ersten Kör-
per (328) zu tragen, ein zweites Ende des Anzeigers
(320) aufzunehmen und das Druckanzeigegerät
(318; 518) mit einem unter Druck stehenden Gerät
und einer Abdichtplatte (586) zu verbinden, wobei
die Abdichtplatte (586) axial zwischen dem ersten
(528) und dem zweiten Körper (530) angeordnet ist.

10. Das unter Druck stehende Anzeigegerät (318; 518)
gemäß Anspruch 1, wobei das Druckanzeigegerät
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(318; 518) dem Typ einer Freigabe-Vorrichtung ent-
spricht, die durch eine Außenhülle des unter Druck
stehenden Gerätegehäuses begrenzt wird.

Revendications

1. Dispositif d’indication de pression (318 ; 518)
comprenant :

un boîtier (322) incluant un passage de gaz ;
un indicateur mobile (320) porté par le boîtier
(322) ayant une extrémité en communication
fluidique avec le passage de gaz et ayant une
extrémité d’indicateur (324) pouvant faire saillie
hors d’une portion du boîtier (322) lorsque la
pression dans le passage de gaz est au moins
une pression minimale prédéterminée ; et
un ressort (392) pour rétracter l’indicateur (320)
lorsque la pression dans le passage de gaz est
en dessous de la pression minimale prédéter-
minée, caractérisé en ce que le dispositif d’in-
dication de pression (318 ; 518) comprend en
outre :

un témoin (325 ; 525 ; 725) porté par le boî-
tier (322) pour la coopération avec l’extré-
mité d’indicateur (324) de l’indicateur (320),
dans lequel
le témoin (325 ; 525 ; 725) est mobile dans
une direction généralement transversale
par rapport à la longitude de l’indicateur
(320) à des première et seconde positions
espacées,
le témoin (325 ; 525 ; 725) étant retenu de
manière à pouvoir être libéré dans la pre-
mière position par engagement avec l’ex-
trémité d’indicateur (324) de l’indicateur
(320) lorsque l’indicateur (320) fait saillie
hors d’une portion du boîtier (322) en raison
de la pression dans le passage de gaz qui
est au moins la pression minimale prédé-
terminée, et
le témoin (325 ; 525 ; 725) étant incliné vers
sa seconde position.

2. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel le boîtier (322) inclut
un premier corps (328) pour supporter l’extrémité
d’indicateur (324) de l’indicateur (320) et un second
corps (330) pour porter le premier corps (328), re-
cevoir l’extrémité de l’indicateur (320) et connecter
le dispositif d’indication de pression (318 ; 518) au
dispositif pressurisé, et ledit dispositif comprend en
outre :

un disque de ressort (388) fileté à l’indicateur
(320), dans lequel le ressort (392) est porté dans

le boîtier (322) entre une portion du premier
corps (328) et le disque de ressort (388) ;
au moins un élément de guidage porté par le
second corps (330) et pouvant être engagé avec
le disque de ressort (388) pour empêcher la ro-
tation de celui-ci ; et
dans lequel le disque de ressort (388) est fixé à
rotation par l’élément de guidage, dans lequel
l’indicateur (320) et le premier corps (328) in-
cluent également des caractéristiques de trans-
mission de couple correspondantes pour trans-
mettre un couple entre eux de sorte que la ro-
tation du premier corps (328) par rapport au se-
cond corps (330) provoque la rotation de l’indi-
cateur (320), laquelle rotation provoque le file-
tage du disque de ressort (388) le long de l’in-
dicateur (320) à l’écart de ou vers le ressort (392)
pour permettre au ressort (392) de s’étendre ou
pour comprimer le ressort (392) de manière à
précontraindre le ressort (392) pour faire varier
la force de renvoi appliquée à l’indicateur (320).

3. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel le témoin (325) dans
sa première position sert d’indication visuelle de la
présence d’au moins une pression minimale prédé-
terminée, et dans lequel l’indicateur (320) est rétrac-
table dans le boîtier (322) pour permettre au témoin
(325) de se déplacer dans sa seconde position pour
servir d’indication visuelle de l’absence d’au moins
la pression minimale prédéterminée.

4. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel le boîtier (322) inclut
des canaux pour recevoir des portions correspon-
dantes du témoin (325) de sorte que le témoin (325)
est porté de manière coulissante par le boîtier (322).

5. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, comprenant en outre un pivot cou-
plé entre le boîtier (322) et le témoin (325), dans
lequel le témoin (325) est porté de manière pivotante
par le boîtier (322).

6. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel une précontrainte du
dispositif d’indication de pression (318 ; 518) est
ajustable sur site.

7. Dispositif d’indication de pression (318 ; 518) selon
la revendication 6, dans lequel le dispositif d’indica-
tion de pression (318 ; 518) inclut en outre un disque
de ressort (388) fileté à l’indicateur (320) et un ressort
(392) porté dans le boîtier (322) entre une portion
du boîtier (322) et le disque de ressort (388) pour
imposer une force sur l’indicateur (320) qui s’oppose
à une force de gaz pressurisé qui agit sur l’indicateur
(320), dans lequel au moins un du disque de ressort
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(388) ou du boîtier (322) inclut au moins une carac-
téristique anti-rotation pour empêcher la rotation re-
lative entre le disque de ressort (388) et le boîtier
(322) de sorte que la rotation de l’indicateur (320)
provoque la translation du disque de ressort (388)
le long de l’indicateur (320) dans une direction vers
ou à l’écart du ressort (392) pour permettre au ressort
(392) de s’étendre ou pour comprimer le ressort
(392) de manière à faire varier la force de renvoi sur
l’indicateur (320).

8. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel le dispositif d’indica-
tion de pression (318 ; 518) est résistant à l’altération
avec une précontrainte du dispositif d’indication de
pression (318 ; 518).

9. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel le boîtier (322) de
dispositif d’indication de pression inclut un premier
corps (328) pour supporter l’extrémité d’indicateur
(324) de l’indicateur (320), un second corps (330)
pour porter le premier corps (328), recevoir une se-
conde extrémité de l’indicateur (320) et connecter le
dispositif d’indication de pression (318 ; 518) à un
dispositif pressurisé, et une plaque d’étanchéité
(586) disposée axialement entre les premier (528)
et second corps (530).

10. Dispositif d’indication de pression (318 ; 518) selon
la revendication 1, dans lequel le dispositif d’indica-
tion de pression (318 ; 518) est un type de dispositif
passe/passe pas confiné au sein d’une enveloppe
externe du logement de dispositif pressurisé.
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