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when  its  first  gate  is  opened,  and  a  second 
collecting  route  for  receiving  articles  discharged 
from  each  weighing  hopper  when  its  second 
chute  is  opened,  with  the  articles  being  intro- 

5  duced  into  the  two  routes  in  alternating  fashion. 
This  permits  the  article  batches  to  be  supplied  to 
the  packaging  apparatus  intermittently  without 
the  mixing  of  successively  discharged  batches. 
However,  even  with  this  arrangement,  the  articles 

10  scatter  while  sliding  down  along  the  interior  of 
the  collecting  chute  so  that  a  certain  amount  of 
time  is  required  from  the  beginning  to  the  end  of 
the  discharge  in  each  collecting  route.  Hence, 
there  is  the  danger  that  the  article  batches  in  the 

15  two  routes  will  mix  at  the  point  where  they 
connect  with  the  packaging  apparatus.  In  con- 
sequence,  the  time  interval  between  discharges 
from  the  weighing  machines  to  the  collecting 
chute  cannot  be  shortened  sufficiently.  In  such 

20  case,  a  packaging  apparatus  may  be  provided  for 
each  of  the  two  collecting  routes,  or  a  single 
packaging  apparatus  having  dual  packaging  func- 
tions,  one  for  each  collecting  route,  may  be 
provided.  However,  either  expedient  raises  equip- 

25  ment  costs  by  a  wide  margin. 
The  applicant's  earlier  European  application, 

EP—  A—  0  052  498,  discloses  batch  discharge 
apparatus  for  an  automatic  weighing  system 
including  a  plurality  of  weighing  machines,  which 

30  apparatus  comprises  a  collecting  chute  structure 
including  two  separate  chutes  which  define  first 
and  second  separate  collection  pathways  for 
respectively  receiving  alternate  batches  of 
weighed  articles  released  successively  from  the 

35  weighing  system  and  for  conducting  the  received 
batches  respectively  to  first  and  second  timing 
hoppers  which  temporarily  retain  those  batches. 
The  apparatus  also  comprises  control  means 
which  are  operable  to  bring  about  discharge  of 

40  the  retained  batches  from  the  first  and  second 
timing  hoppers  alternately.  Such  apparatus  is 
capable  of  supplying  articles  to  a  packaging 
system  at  time  intervals  which  are  short  as  com- 
pared  with  the  time  intervals  required  by  the 

45  apparatus  previously-described.  However,  it  is 
desirable  to  provide  batch  discharge  apparatus  in 
which  the  rate  at  which  batches  of  articles  are 
supplied  to  a  packaging  system  can  be  higher 
still. 

so  According  to  one  aspect  of  the  present  inven- 
tion,  there  is  provided  batch  discharge  apparatus, 
for  an  automatic  weighing  system  including  a 
plurality  of  weighing  machines,  which  apparatus 
comprises:  a  collecting  chute  structure  defining 

55  first  and  second  separate  collection  pathways  for 
respectively  receiving  alternate  batches  of 
weighed  articles  released  successively  from  the 
said  weighing  system  and  for  conducting  the 
received  batches  respectively  to  first  and  second 

60  temporary  retention  devices;  and  control  means 
operable  to  bring  about  discharge  of  such  batches 
from  the  first  and  second  retention  devices  alter- 
nately; 

characterised  by  timing  means  operable  to 
65  control  release  of  such  articles  into  first  and 

Description 

This  invention  relates  to  batch  discharge 
apparatus,  and  a  method,  for  an  automatic  weigh- 
ing  system. 

An  automatic  weighing  system  now  in  practical 
use  operates  by  supplying  articles  to  a  plurality  of 
weighing  machines,  computing  combinations  of 
weight  values  obtained  from  the  weighing 
machines,  selecting  a  combination  of  the  weight 
values  the  sum  total  whereof  is  equal  to  a  pre- 
determined  target  weight  or  closest  to  the  target 
weight,  and  discharging  only  the  articles  con- 
tained  in  the  weighing  machines  corresponding 
to  the  selected  combination  (referred  to  as  the 
"optimum  combination"),  whereby  there  is 
obtained  a  batch  of  the  articles  the  weight 
whereof  is  equal  or  closest  to  the  target  weight. 

The  automatic  weighing  system  of  the  type 
described  is  equipped  with  a  collecting  chute 
underlying  the  weighing  machines  for  collecting 
the  articles  discharged  from  the  weighing 
machines  corresponding  to  the  optimum  combi- 
nation,  and  is  arranged  so  that  the  articles  which 
have  been  weighed  out  are  supplied  from  the 
collecting  chute  to  a  packaging  apparatus  used  in 
conjunction  with  the  weighing  system.  With  such 
an  arrangement,  it  is  required  that  the  automatic 
weighing  system  be  operated  in  coordination 
with  the  packaging  apparatus.  More  specifically, 
the  interval  between  weighing  cycles  performed 
by  the  automatic  weighing  system  must  be  con- 
trolled  in  such  a  manner  that  the  articles  are 
discharged  from  the  collecting  chute  in  accord- 
ance  with  packaging  apparatus  processing  time. 

When  the  weighing  operation  of  the  automatic 
weighing  system  is  speeded  up  to  accommodate 
an  increase  in  the  processing  capability  of  the 
packaging  apparatus,  the  interval  betwesn  dis- 
charge  cycles  for  the  discharge  of  articles  from 
the  weighing  machines  into  the  collecting  chute  is 
shortened.  This  means  that  when  one  batch  of  the 
articles  has  been  discharged  into  the  collecting 
chute,  the  next  batch  will  follow  shortly  there- 
after,  so  that  it  is  possible  that  the  discharged 
article  batches  may  mix  within  the  chute  or, 
worse,  enter  the  chute  in  continuous  fashion, 
making  it  difficult  or  impossible  for  the  packaging 
apparatus  supplied  with  the  articles  to  package 
them  as  discrete  quantities.  This  places  a  limita- 
tion  on  the  extent  to  which  the  processing  capa- 
bility  of  the  overall  system  can  be  improved. 

An  alternative  arrangement  aimed  at  solving 
this  problem  is  to  steepen  the  incline  of  the 
collecting  chute  walls  along  which  the  articles 
slide  in  order  to  hasten  the  rate  at  which  the 
articles  pass  through  the  chute.  The  inevitable 
result  of  this  expedient,  however,  is  to  enlarge  the 
vertical  dimension  of  the  collecting  chute  and, 
hence,  the  overall  height  of  the  weighing  system. 

Another  proposal  is  to  provide  the  weighing 
hopper  of  each  weighing  machine  with  first  and 
second  gates,  and  provide  the  collecting  chute 
with  a  first  collecting  route  for  receiving  the 
articles  discharged  from  each  weighing  hopper 
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vibrator  6,  a  plurality  of  radially  extending  supply 
troughs  9  mounted  on  the  supporting  platform  4 
through  respective  vibrators  8  the  inner  end  of 
each  supply  trough  9  underlying  the  periphery  of 
the  dispersing  table  7,  and  pool  hoppers  10,  equal 
in  number  to  the  supply  troughs,  attached  to  the 
periphery  of  the  supporting  platform  4  so  as  to 
underlie  the  outer  ends  of  corresponding  ones  of 
the  supply  troughs  9.  Weighing  machines  11, 
equal  in  number  to  the  pool  hoppers  10,  are 
disposed  in  a  circular  array  on  the  base  2.  A 
weighing  hopper  12  is  attached  to  each  weighing 
machine  10,  the  weighing  hoppers  12  being  situ- 
ated  below  corresponding  ones  of  the  pool 
hoppers  10.  Each  pool  hopper  10  is  equipped  with 
a  single  gate  10a  for  charging  articles,  contained 
in  the  hopper,  into  the  underlying  weighing  hop- 
per  12.  Each  weighing  hopper  12  is  equipped  with 
two  gates,  namely  an  inwardly  opening  gate  12a 
and  an  outwardly  opening  gate  12b,  where 
"inwardly"  means  toward  the  center  of  the 
weighing  system  main  body  and  "outwardly" 
means  away  from  the  center.  A  hopper  gate 
actuating  device  13  is  provided  for  each 
cooperating  pair  of  pool  hoppers  10  and  weighing 
hoppers  12,  the  latter  underlying  the  former  as 
mentioned  above.  Numeral  14  designates  a 
motor  for  operating  each  of  the  actuating  devices 
13.  The  hopper  gate  actuating  devices  13  and 
motor  14  depend  from  the  underside  of  the 
supporting  platform  4.  Each  actuating  device  13  is 
equipped  with  push-rods  13a,  13b,  13c.  When 
thrust  outwardly,  the  push-rod  13a  opens  the  gate 
1  0a  of  the  pool  hopper  1  0,  and  the  push-rods  1  3b, 
13c  open  the  gates  12a,  12b  of  the  weighing 
hopper  12,  respectively. 

Numeral  15  denotes  a  collecting  chute  fitted  on 
the  base  2  below  the  array  of  weighing  hoppers 
12.  The  upper  part  of  the  collecting  chute  15  is 
provided  with  a  substantially  circular  inner  receiv- 
ing  portion  16  defining  a  substantially  circular 
opening  for  receiving  weighed  articles  discharged 
from  the  inwardly  opening  gates  12a  of  the 
weighing  hoppers  12,  and  with  an  annular  outer 
receiving  portion  17  defining  a  substantially 
annular  opening  around  the  outer  periphery  of 
the  inner  receiving  portion  16,  for  receiving 
weighed  articles  discharged  from  the  outer  open- 
ing  gates  12b  of  the  weighing  hoppers  12.  The 
lower  part  of  the  collecting  chute  15  is  provided 
with  two  discharge  chutes  18a,  18b.  In  the  illus- 
trated  embodiment,  the  collecting  chute  15  is 
divided  into  right  and  left  sections  15a,  15b,  and 
pathways  defining  first  and  second  collecting 
routes  19a,  19b  are  provided  within  the  collecting 
chute  15.  The  first  collecting  route  19a,  which 
extends  into  the  left  discharge  chute  18a,  is 
composed  of  merging  outer  and  inner  receiving 
portions  17a,  16b  of  the  left  and  right  sections 
15a,  15b,  respectively.  The  second  collecting 
route  19b,  which  extends  into  the  right  discharge 
chute  18b  is  composed  of  merging  inner  and 
outer  receiving  portions  16a,  17b  of  the  left  and 
right  sections  15a,  15b,  respectively. 

First  and  second  temporary  retention  devices 

second  pathways  in  such  a  manner  that  each  of 
the  first  and  second  retention  devices  continues 
to  permit  discharge  therefrom  of  a  previously- 
received  batch  while  articles  of  the  next  batch  for 
the  pathway  concerned  are  being  discharged  into  5 
and  conducted  along  the  pathway  concerned 
towards  its  temporary  retention  device. 

According  to  another  aspect  of  the  present 
invention,  there  is  provided  a  method  of  discharg- 
ing  batches  of  articles  from  an  automatic  weigh-  10 
ing  system  including  a  plurality  of  weighing 
machines,  in  which  method  alternate  batches  of 
articles  released  successively  from  the  said 
weighing  system  are  received  respectively  by  first 
and  second  separate  collection  pathways  of  a  is 
collecting  chute  structure  and  conducted  to 
respective  first  and  second  temporary  retention 
devices;  such  batches  being  discharged  from  the 
said  first  and  second  retention  devices  alternately 
under  control  of  control  means;  20 

characterised  in  that  release  of  such  articles 
into  first  and  second  pathways  is  controlled  by 
timing  means  in  such  a  manner  that  each  of  the 
first  and  second  retention  devices  continues  to 
permit  discharge  therefrom  of  a  previously-  25 
received  batch  while  articles  of  the  next  batch  for 
the  pathway  concerned  are  being  discharged  into 
and  conducted  along  the  pathway  concerned 
towards  its  temporary  retention  device. 

Reference  will  now  be  made,  by  way  of  30 
example,  to  the  accompanying  drawings,  in 
which: 

Figure  1  shows  a  longitudinal  sectional  side 
view  of  a  weighing  system  in  its  entirety; 

Figure  2  shows  an  enlarged  transverse  sec-  35 
tional  view,  taken  along  line  II  —  il  of  Figure  1,  of  a 
timing  hopper  and  associated  parts; 

Figure  3  shows  a  longitudinal  sectional  view 
taken  along  line  III  of  Figure  2; 

Figure  4  shows  an  enlarged  longitudinal  sec-  40 
tional  view  taken  along  line  iV  —  IV  of  Figure  1; 

Figure  5  shows  a  longitudinal  sectional  view 
taken  along  line  V  —  V  of  Figure  4; 

Figure  6  is  a  block  diagram  of  a  control 
apparatus  previously  considered  by  the  appli-  45 
cant; 

Figures  7  and  8  are  a  flowchart  and  a  timing 
chart,  respectively,  illustrating  an  article  dis- 
charge  operation; 

Figure  9  is  a  block  diagram  of  a  control  50 
apparatus  embodying  the  present  invention;  and 

Figures  10  and  11  are  a  flowchart  and  a  timing 
chart,  respectively,  illustrating  an  article  dis- 
charge  operation. 

With  reference  to  Figure  1,  numeral  1  denotes  55 
the  main  body  of  a  weighting  system,  and 
numeral  2  denotes  a  base  for  supporting  the  main 
body  1.  A  supporting  platform  4  is  supported 
above  the  base  2  at  the  central  portion  thereof  by 
a  plurality  of  support  legs  3  the  lower  ends  60 
whereof  are  affixed  to  the  base.  Provided  on  the 
supporting  platform  4  is  a  feeding  unit  5  for 
feeding  articles  in  distributive  fashion.  The  feed- 
ing  unit  5  includes  a  dispersing  table  7  mounted 
centrally  on  the  supporting  platform  4  through  a  65 
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rotates  in  unison  with  the  shaft,  and  an  elec- 
tromagnetic  coil  35'"  which,  when  conductive, 
couples  the  members  35',  35"  together.  When  the 
clutch  is  engaged,  the  rotary  shaft  23a  is  rotated 

s  by  a  motor  36  via  a  chain  37.  The  rotary  shaft  23a 
is  further  provided  with  a  brake  38  comprising  a 
rotary  member  38'  which  rotates  in  unison  with 
the  shaft,  a  fixed  member  38"  facing  the  rotary 
member  38',  and  an  electromagnetic  coil  38'" 

10  which,  when  conductive,  couples  the  members 
38',  38"  together.  Applying  the  brake  38  forces 
the  rotary  shaft  23a  to  stop  rotating.  As  shown  in 
Figure  5,  a  light-shielding  disk  39  having  a  slit  39' 
at  one  portion  thereof  is  secured  to  the  rotary 

15  shaft  23a.  Disposed  at  one  side  of  the  disk  39  is  a 
first  photosensor  40a  comprising  a  light-emitting 
diode  and  a  phototransistor.  (The  drive  unit  22b 
corresponding  to  the  second  timing  hopper  20b  is 
equipped  with  a  second  photosensor  40b  of  the 

20  same  construction).  When  the  slit  39'  formed  in 
the  light-shielding  disk  39  arrives  at  the  position 
of  the  photosensor  40a  (40b)  owing  to  rotation  of 
the  rotary  shaft  23a  (23b),  the  light  beam  from  the 
light-emitting  diode  impinges  upon  the  photo- 

25  transistor,  sending  the  output  of  the  photosensor 
from  a  low  to  a  high  logic  level.  As  a  result,  the 
differentiating  circuit  41a  (41b),  which  receives 
the  output  of  the  photosensor,  produces  an  out- 
put  pulse  in  response  to  which  the  clutch  35  is 

30  disengaged  and  the  brake  38  applied.  This  brings 
the  rotary  shaft  23a  (23b)  to  a  stop.  The  arrange- 
ment  is  set  in  such  a  manner  that  the  gate  21a 
(21b)  of  the  corresponding  hopper  20a  (20b)  will 
be  closed  when  the  slit  39'  is  stopped  at  the 

35  position  of  the  photosensor  40a  (40b). 
A  control  apparatus  42  previously  considered 

by  the  applicant  for  controlling  the  main  body  1  of 
the  weighing  system  as  well  as  the  first  and 
second  drive  units  22a,  22b  has  the  construction 

40  shown  in  Figure  6.  The  control  apparatus  42 
comprises  a  combinatorial  computation  control 
unit  43  and  a  discharge  control  unit  44.  Connected 
to  the  combinatorial  control  unit  43  is  a  target 
weight  setting  unit  45  and  an  upper  limit  weight 

45  setting  unit  46.  The  combinatorial  control  unit  43 
receives,  as  input  signals,  weight  signals  a  from 
the  weighing  machines  11  of  the  weighing  system 
main  body  1,  and  a  timing  signal  b  produced 
periodically  by  a  packaging  apparatus  47  used  in 

so  combination  with  the  weighing  system.  The  com- 
binatorial  control  unit  43  produces  supply  signals 
c  delivered  to  the  hopper  gate  actuating  devices 
13  for  opening  the  gates  10a  of  the  pool  hoppers 
10  corresponding  to  those  weighing  machines  11 

55  which  have  been  selected,  as  will  be  described 
below. 

The  discharge  control  unit  44  produces  first  and 
second  control  signals  d-,,  d2  delivered  to  the 
hopper  gate  actuating  devices  13  for  opening  the 

so  gates  12a  or  12b  of  the  selected  weighing 
machines  11,  as  well  as  a  signal  e  delivered  to  the 
packaging  apparatus  47  to  indicate  the  comple- 
tion  of  a  discharge  operation.  The  first  discharge 
signal  d-,  opens  the  gates  corresponding  to  the 

55  first  collecting  route  19a  of  the  weighing  hoppers 

comprising  first  and  second  timing  hoppers,  20a 
and  20b  respectively,  are  provided  below  the 
respective  discharge  chutes  18a,  18b.  The  first 
and  second  timing  hoppers  20a,  20b  are  provided 
with  gates  21a,  21b,  respectively,  on  the  side  of 
the  hoppers  that  confront  each  other.  Also  pro- 
vided  are  first  and  second  drive  units  22a,  22b  for 
actuating  the  gates  21a,  21b,  respectively.  Crank 
arms  24a,  24b,  which  are  secured  to  rotary  shafts 
23a,  23b  of  the  drive  units  22a,  22b,  respectively, 
are  connected  with  the  respective  gates  21a,  21b 
by  respective  drive  rods  25a,  25b.  With  such  an 
arrangement,  the  gates  21a,  21b,  can  be  opened 
and  closed  by  the  cranking  motion  of  the  corre- 
sponding  drive  rods  25a,  25b  as  the  rotary  shafts 
23a,  23b  rotate.  Numeral  26  designates  an  inlet  to 
a  packaging  apparatus  for  receiving  articles  dis- 
charged  by  the  first  and  second  timing  hoppers 
20a,  20b. 

The  structure  for  supporting  the  hoppers  20a, 
20b  and  gates  21a,  21b  is  as  shown  in  Figures  1 
through  3.  A  pair  of  mounting  bars  27  are  pro- 
vided  in  parallel  astride  left  and  right  leg  portions 
2',  2'  of  the  base  2.  Secured  astride  the  bars  27,  27 
are  opposing  L-shaped  hanger  members  28a, 
28b.  A  support  frame  31  comprises  a  pair  of 
parallel  side  plates  29,  shafts  30a,  30b  spanning 
the  side  plates  29,  29  at  the  left  and  right  ends 
thereof,  and  a  shaft  30c  spanning  the  side  plates 
29,  29  at  the  center  thereof.  The  support  frame  31 
having  this  construction  is  hung  at  the  four 
corners  thereof  from  the  hanger  members  28a, 
28b.  The  first  timing  hopper  20a  has  a  main  body 
32a  the  upper  portion  of  which  is  provided  with 
hanger  pieces  32a',  32a"  by  which  the  main  body 
32a  is  hung  from  the  left  and  central  shafts  30a, 
30c  of  the  frame  31.  Similarly,  the  second  timing 
hopper  20b  has  a  main  body  32b  the  upper 
portion  of  which  is  provided  with  hanger  pieces 
32b',  32b"  by  which  the  main  body  32b  is  hung 
from  the  right  and  central  shafts  30b,  30c  of  the 
frame  31.  The  gates  21a,  21b  of  the  hoppers  20a, 
20b,  respectively,  are  pivotally  supported  by 
brackets  33  secured  to  the  side  plates  29  of  the 
support  frame  31.  As  shown  in  Figure  3,  the  left 
hanger  member  28a  is  provided  with  a  surface 
28a'  for  receiving  the  left  shaft  30a  of  the  support 
frame  31,  and  an  auxiliary  surface  28a"  at  a  level 
higher  than  that  of  the  surface  28a'.  When  the 
shaft  30a  is  placed  upon  the  auxiliary  receiving 
surface  28a",  as  indicated  by  the  broken  line  in 
Figure  3,  the  right  shaft  30b  of  the  support  frame 
31  separates  from  the  right  hanger  member  28b, 
also  as  shown  by  the  broken  line.  The  support 
frame  31  can  thus  be  detached  while  the  hoppers 
20a,  20b  remain  suspended  therefrom.  The 
hanger  pieces  32a',  32a",  32b',  32b"  of  the 
hopper  main  bodies  32a,  32b  are  secured  to  the 
corresponding  shafts  30a,  30b,  30c  by  screws  34. 

The  construction  of  the  first  drive  unit  22a, 
which  is  identical  to  that  of  the  second  drive  unit 
22b,  will  now  be  described  with  reference  to 
Figure  4.  The  rotary  shaft  23a  is  provided  with  a 
clutch  35  comprising  a  drive  member  35'  fitted 
loosely  on  the  shaft,  a  driven  member  35"  which 



0  113  5 8 6  8 

starts  operating  and  produces  the  timing  signal  b 
(bt  in  Figure  8)  (step  S4),  the  combinatorial  compu- 
tation  control  unit  43  computes  combinations 
(step  S5)  based  on  weight  signals  a  from  pre- 
selected  (step  S3)  weighing  machines  1  1  and  in  the 
light  of  the  numeral  values  set  in  the  target  weight 
setting  unit  45  and  upper  limit  weight  setting  unit 
46.  At  this  point  in  time,  however,  no  articles  are 
present  in  the  weighing  hoppers  12,  so  an 
optimum  combination  is  not  obtained.  In  addition, 
the  first  and  second  hopper  flags  F1  ,  F2  are  at  the 
low  (L)  level  (steps  S6,  S7).  Now  the  combinatorial 
computation  control  unit  43  supplies  each  hopper 
gate  actuating  device  13  with  the  supply  signal  c 
(c-i)  to  open  the  corresponding  pool  hopper  10, 
where  articles  contained  by  the  pool  hopper  are 
released  into  the  corresponding  weighing  hopper 
12  (step  S8).  Thus,  ail  weighing  hoppers  12  are 
supplied  with  articles  to  be  weighed. 

When  the  foregoing  has  been  accomplished,  an 
optimum  combination  is  found  in  response  to  the 
next  timing  signal  b  (b2)  from  the  packaging 
apparatus  47  (steps  S3  through  S6).  At  this  time, 
since  both  of  the  first  and  second  flags  F1,  F2  are  at 
the  low  (L)  level,  precedence  is  given  to  the  first 
timing  hopper  20a  and  the  articles  are  to  be 
introduced  into  the  first  collecting  route  19a  of  the 
collecting  chute  15.  To  this  end,  the  weighing 
hoppers  12  corresponding  to  the  selected 
optimum  combination  are  opened  in  the  proper 
manner,  this  being  accomplished  by  the  discharge 
control  unit  44  which  delivers  the  first  discharge 
signal  d,  to  the  corresponding  hopper  gate  actuat- 
ing  devices  13.  As  a  result,  the  articles  from  the 
selected  weighing  hoppers  are  released  into  the 
first  timing  hopper  20a  (steps  S9,  S10.  At  the  same 
time,  the  first  hopper  flag  F1,  which  indicates 
whetherthere  are  articles  in  thefirst  timing  hopper 
20a,  is  set  to  the  H  level  (step  S^),  namely  the  level 
indicating  the  presence  of  the  articles.  Also,  in 
order  to  supply  those  of  the  weighing  hoppers  12 
that  have  discharged  their  articles  with  articles  for 
the  next  weighing  cycle,  the  combinatorial  compu- 
tation  control  unit  43  delivers  the  supply  signal  c 
(c2)  to  the  hopper  gate  actuating  devices  1  3  so  as  to 
open  the  corresponding  pool  hoppers  10  (step 
S«). 

As  articles  are  being  supplied  to  these  weighing 
hoppers  12,  the  control  apparatus  42,  in  response 
to  the  next  timing  signal  b  (b3)  performs  the  next 
combinatorial  computation,  in  accordance  with 
the  steps  S3  through  S6,  with  regard  to  the 
weighing  hoppers  12  that  have  not  yet  discharged 
their  articles.  Since  the  first  hopper  flag  F1  has 
been  set  to  the  high  logic  level  in  step  S-n,  the 
control  apparatus  42  now  produces  the  second 
discharge  signal  d2for  introducing  articles  into  the 
second  collecting  route  19b  of  the  collecting  chute 
15  from  the  weighing  hoppers  12  corresponding  to 
the  optimum  combination  (steps  S9  and  Si3).  The 
control  apparatus  42  also  sets  the  second  hopper 
flag  F2  to  the  high  (H)  level  (step  S-,4).  As  a  result, 
the  articles  are  charged  into  the  second  timing 
hopper  20b  from  the  second  collecting  route  19b. 
At  the  same  time,  the  set  signal  f  (f2)  is  delivered  to 

12  belonging  to  the  weighing  machines  11.  These 
are  the  gates  corresponding  to  the  outer  and  inner 
receiving  portions  17a,  16b  of  the  left  and  right 
sections  15a,  15b,  respectively,  of  the  collecting 
chute  15  shown  in  Figure  1.  The  second  discharge  5 
signal  d2  opens  the  gates  corresponding  to  the 
second  collecting  route  19b  of  the  weighing 
hoppers  12.  These  are  the  gates  corresponding  to 
the  inner  and  outer  receiving  portions  16a,  17b  of 
the  left  and  right  sections  1  5a,  1  5b,  respectively,  of  w 
the  collecting  chute  15  shown  in  Figure  1.  The 
discharge  control  unit  44  also  produces  setting 
signals  f,  g  applied  to  respective  first  and  second 
flip-flop  circuits  48a,  48b.  Applied  to  the  first  and 
second  flip-flop  circuits  48a,  48b  as  reset  signals  h,  is 
i  are  the  pulse  signals  produced  by  the  first  and 
second  photosensors  40a,  40b  via  the  differentiat- 
ing  circuits  41a,  41b,  respectively.  The  first  and 
second  flip-flop  circuits  48a,  48b  produce  first  and 
second  drive  signals  j,  k  to  actuate  the  corre-  20 
sponding  drive  units  22a,  22b  (namely  the  clutch 
35)  when  the  setting  signals  f,  g  arrive,  and  to  stop 
the  drive  units  22a,  22b  (i.e.,  disengage  the  clutch 
35  and  apply  the  brake  38)  when  the  resetting 
signals  h,  i  arrive.  25 

The  operation  of  the  control  apparatus 
described  above  will  now  be  described  with 
reference  to  the  flowchart  of  Figure  7  and  the 
timing  chart  of  Figure  8. 

First,  when  the  weighing  system  is  a  non-  30 
operating  state,  the  gates  21a,  21b  of  the  first  and 
second  timing  hoppers  20a,  20b  hang  vertically 
under  their  own  weight,  so  that  the  slit  39'  of  the 
light-shielding  disk  39  in  the  first  and  second  drive 
units  22a,  22b  is  positioned  downwardly,  as  35 
depicted  in  Figure  5.  If  power  for  operating  the 
weighing  system  is  now  introduced,  the  discharge 
control  unit  44  of  the  control  apparatus  shown  in 
Figure  6  delivers  the  setting  signals  f,  g  (f,,  g,  in 
Figure  8)  to  the  first  and  second  flip-flops  48a,  48b,  40 
respectively,  these  responding  by  producing  the 
drive  signals  j,  k  for  actuating  the  first  and  second 
drive  units  22a,  22b,  respectively,  thereby  rotating 
the  rotary  shafts  23a,  23b  of  the  respective  drive 
units.  Atthe  instant  the  gates  21  a,  21  b  of  the  timing  45 
hoppers  20a,  20b  close,  the  first  and  second 
photosensors  40a,  40b  (differentiating  circuits  41  a, 
41b)  produce  the  reset  signals  h,  i  (h-,,  i,),  thereby 
halting  the  operation  of  the  drive  units  22a,  22b 
simultaneously  (step  S-,  in  Figure  7).  Though  the  so 
signals  h,  i  are  pulse  signals,  the  actual  outputs  h', 
i'  of  the  respective  photosensors  40a,  40b  remain 
at  the  high  (H)  logic  level  until  the  light  shielding 
disk  39  next  begins  rotating.  Further,  in  the  control 
apparatus  42,  first  and  second  hopper  flags  F1  ,  F2  55 
are  reset  to  the  low  (L)  logic  level  (step  S2).  The  first 
hopper  flag  F1  indicates,  when  high  (H),  that 
articles  are  present  in  the  first  timing  hopper  20a 
and,  when  low  (L),  that  no  articles  reside  in  the  first 
timing  hopper  20a.  Similarly,  the  second  hopper  60 
flag  F2  indicates,  when  high  (H),  that  articles  are 
present  in  the  second  timing  hopper  20b  and, 
when  low  (L),  that  no  articles  reside  in  the  second 
timing  hopper  20b. 

Thereafter,  when  the  packaging  apparatus  47  65 
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the  articles  residing  in  the  first  timing  hopper  20a 
are  discharged  into  the  packaging  apparatus.  The 
first  hopper  flag  F1  is  then  reset  to  the  L  level  (step 
S24),  the  discharge  completion  signal  e  (e')  is 
delivered  to  the  packaging  apparatus  (step  S25), 
the  packaging  apparatus  responds  to  this  signal 
by  packaging  the  articles,  and  the  selected  weigh- 
ing  hoppers  are  replenished  with  articles  by  the 
corresponding  pool  hoppers  in  response  to  the 
supply  signal  c  (c')  (step  S8).  In  the  present  case, 
the  second  discharge  signal  d2  for  the  discharge 
of  articles  from  weighing  hoppers  to  the  second 
collecting  route  19b  is  not  produced,  and  no 
articles  are  charged  into  the  second  timing  hop- 
per  20b.  Consequently,  the  second  hopper  flag  F2, 
as  well  as  the  first  hopper  flag  F1,  attains  the  L 
level.  Accordingly,  when  an  optimum  combina- 
tion  is  obtained  in  accordance  with  the  steps  S3 
through  S6  by  a  combinatorial  computation  based 
on  the  next  timing  signal  b  (b"),  processing 
moves  from  step  S9  to  the  branch  including  steps 
S10  and  S-n,  articles  are  charged  into  the  first 
timing  hopper  20a  from  the  first  collecting  route 
19a  in  response  to  the  discharge  signal  d-,  (d-,'), 
and  the  first  hopper  flag  F1  is  set  to  the  H  level. 
Since  there  are  no  articles  in  the  second  timing 
hopper  20b,  the  second  set  signal  g  for  opening 
the  second  timing  hopper  20b  is  not  produced, 
nor  is  the  discharge  completion  signal  e  for 
actuating  the  packaging  apparatus  47.  This  makes 
it  possible  to  avoid  a  situation  wherein  the  pack- 
aging  apparatus  47  discharges  an  empty  pack  by  . 
performing  a  packaging  operation  despite  the  fact 
that  no  articles  have  been  supplied  to  it  from  the 
timing  hopper  20b.  It  should  be  noted  that  the 
operation  proceeds  in  a  similar  manner,  in 
accordance  with  step  S7  to  steps  S26  through  S28, 
when  articles  to  be  introduced  from  the  first 
collecting  route  19a  to  the  first  timing  hopper  20a 
are  not  obtained. 

Thus,  as  described  hereinabove,  the  control 
apparatus  of  Figure  6  can  bring  about  the  intro- 
duction  of  articles,  discharged  from  a  plurality  of 
weighing  hoppers,  alternately  into  first  and 
second  collecting  routes  provided  in  a  collecting 
chute. 

First  and  second  timing  hoppers  are  provided  at 
the  outlets  of  the  first  and  second  collecting 
routes,  respectively,  and  first  and  second  drive 
units  are  furnished  for  opening  and  closing  the 
first  and  second  timing  hopper  gates  indepen- 
dently  of  each  other,  with  operation  proceeding  in 
such  a  manner  that  when  one  of  the  hopper  gates 
is  opened,  the  other  is  closed  without  fail.  There- 
fore,  in  supplying  weighed  out  articles  to,  e.g.,  a 
packaging  apparatus  used  in  combination  with 
the  weighing  system,  the  articles  are  temporarily 
retained  in  a  timing  hopper  and  then  discharged, 
so  that  the  articles  can  be  supplied  to  the  pack- 
aging  apparatus  at  short  intervals  even  if  a  pre- 
scribed  amount  of  time,  namely  loss  time,  is 
required  for  the  articles  to  slide  downwardly 
through  the  collecting  chute.  This  makes  it  poss- 
ible  to  shorten  waiting  time,  which  is  based  on  the 
loss  time  in  the  processing  steps  of  the  overall 

the  first  flip-flop  48a  (step  S1S)  to  actuate  the  first 
drive  unit  22a,  which  responds  by  opening  the 
gate  21a  of  the  first  timing  hopper  20a.  As  a  result, 
the  articles  introduced  into  the  hopper  20a  in  step 
S10  are  discharged  into  the  packaging  apparatus  s 
47.  The  control  apparatus  42  then  sends  the 
discharge  completion  signal  e  (e-i)  to  the  pack- 
aging  apparatus  47  to  inform  the  latter  of  the  fact 
that  the  discharge  operation  has  been  completed 
(step  S16).  In  response,  the  packaging  apparatus  10 
47  packages  the  articles  discharged  by  the  first 
timing  hopper  20a.  In  the  control  apparatus  42  the 
first  hopper  flag  F,  is  reset  to  the  low  (L)  level 
(step  S17).  The  first  drive  unit  22a  remains  in 
operation  until  the  first  flip-flop  48a  receives  the  is 
reset  signal  h  (h2)  from  the  first  photosensor  40a 
(differentiating  circuit  41a).  That  is,  once  the  gate 
of  the  first  timing  hopper  20a  has  been  opened, 
the  first  drive  unit  22a  continues  operating  until 
the  gate  21a  is  closed  again.  20 

As  articles  are  being  introduced  into  the  second 
timing  hopper  20b  and  discharged  from  the  first 
timing  hopper  20a  into  the  packaging  apparatus 
47  as  described  hereinabove,  the  weighing 
hoppers  12  which  have  released  their  articles  into  25 
the  second  timing  hopper  20b  are  supplied  with 
articles  in  response  to  the  supply  signal  c  (c3) 
(step  S12).  This  is  followed  by  computing  combi- 
nations  again  in  response  to  the  next  timing 
signal  b  (b4)  (steps  S3  through  S6).  Now,  however,  30 
since  the  first  hopper  flag  F1  is  low  (L)  and  the 
second  hopper  flag  F2  high,  articles  are  intro- 
duced  from  the  first  collecting  route  19a  to  the 
first  timing  hopper  20a  in  response  to  the  first 
discharge  signal  d1r  and  articles  are  discharged  35 
from  the  second  timing  hopper  20b  into  the 
packaging  apparatus  47  in  response  to  the  set 
signal  g  (g2)  (steps  S9,  S18  through  S22). 

Thereafter,  the  operating  sequence  composed 
of  steps  S3  —  S6,  S9,  S13  —  S17  and  S12,  and  the  40 
operating  sequence  composed  of  steps  S3  —  S6, 
S9,  S1S  —  S22  and  S12,  are  repeated  alternately.  In 
brief,  therefore,  as  articles  are  being  introduced 
from  the  weighing  hoppers  12,  which  belong  to 
the  weighing  machines  11  just  selected  by  the  45 
optimum  combination,  into  one  timing  hopper 
20a  (or  20b)  via  one  collecting  route  19a  (or  19b), 
the  articles  introduced  into  the  other  timing  hop- 
per  20b  (or  20a)  by  the  immediately  preceding 
weighing  cycle  are  discharged  from  said  timing  50 
hopper  into  the  packaging  apparatus  47. 

Processing  proceeds  as  follows  if  a  desired 
combination  is  not  found  during  the  repetition  of 
the  foregoing  operating  sequences.  Specifically, 
let  us  assume  that  articles  reside  in  the  first  timing  ss 
hopper  20a  and  that,  under  such  conditions,  an 
optimum  combination  of  articles  cannot  be 
obtained  for  introduction  into  the  second  timing 
hopper  20b.  When  such  is  the  case,  combinations 
are  computed  in  response  to  the  timing  signal  b  60 
(b')  in  accordance  with  the  steps  S3  through  S5. 
Now,  however,  there  is  a  transition  from  step  S6 
to  step  S7,  and  the  first  hopper  flag  F1  is  at  the 
high  (H)  level.  Therefore,  the  set  signal  f  (f)  is 
delivered  to  the  first  flip-flop  48a  (step  S23),  so  that  65 
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system.  In  particular,  the  arrangement  is  such  that 
while  articles  are  being  introduced  into  one  of  the 
timing  hoppers,  articles  are  discharged  into,  e.g., 
the  packaging  apparatus  from  the  other  timing 
hopper,  and  such  that  the  operations  of  resupply- 
ing  the  empty  weighing  hoppers  and  of  comput- 
ing  combinations  are  performed  simultaneously. 
This  makes  possible  a  great  improvement  in 
processing  efficiency.  Also,  irrespective  of  the  fact 
that  the  collecting  chute  has  two  discharge 
routes,  the  foregoing  arrangement  assures  that 
articles  will  not  be  discharged  from  both  routes 
simultaneously.  This  makes  it  possible  to  connect 
the  weighing  system  to  a  single  packaging-type 
high-speed  packaging  apparatus. 

An  embodiment  of  the  present  invention  will 
now  be  described  with  reference  to  Figures  9,  10 
and  11.  In  the  embodiment,  the  arrangement  is 
such  that  the  gate  21  a  (21  b)  of  the  timing  hopper 
20a  (20b)  operatively  associated  with  the  rotary  . shaft  23a  (23b)  of  Figure  1  is  closed  when  the 
pulse  signal  is  produced  by  the  differentiating 
circuit  41a  (41b)  of  Figure  5. 

A  control  apparatus  42  embodying  the  present 
invention,  for  controlling  the  weighing  system 
main  body  1  and  the  first  and  second  drive  units 
22a,  22b  of  Figures  1  to  5,  is  as  shown  in  Figure  9. 
The  control  apparatus  42  comprises  a  combinato- 
rial  computation  control  unit  43  and  a  discharge 
control  unit  44.  Connected  to  the  combinatorial 
control  unit  43  is  a  target  weight  setting  45  and  an 
upper  limit  weight  setting  unit  46.  The  combinato- 
rial  control  unit  43  receives,  as  input  signals, 
weight  signals  a  from  the  weighing  machines  11 
of  the  weighing  system  main  body  1,  and  the 
timing  signal  b  produced  periodically  by  the 
packaging  apparatus  47  used  in  combimation 
with  the  weighing  system.  The  combinatorial 
control  unit  43  produces  a  supply  signal  c 
delivered  to  the  hopper  gate  actuating  devices  13 
for  opening  the  gates  10a  of  the  pool  hoppers  10 
corresponding  to  those  weighing  machines  11 
which  have  been  selected,  as  will  be  described 
below. 

The  discharge  control  unit  44  produces  first  and 
second  control  signals  d1#  d2  delivered  to  the 
hopper  gate  actuating  devices  13  for  opening  the 
gates  12a  or  12b  of  the  selected  weighing 
machines  11,  as  well  as  the  signal  e  delivered  to 
the  packaging  apparatus  47  to  indicate  the  com- 
pletion  of  a  discharge  operation.  The  first  dis- 
charge  signal  d1  opens  the  gates  corresponding 
to  the  first  collecting  route  19a  of  the  weighing 
hoppers  12  belonging  to  the  weighing  machines 
11.  These  are  the  gates  corresponding  to  the 
outer  and  inner  receiving  portions  17a,  16b  of  the 
left  and  right  sections  15a,  15b,  respectively,  of 
the  collecting  chute  15  shown  in  Figure  1.  The 
second  discharge  signal  d2  opens  the  gates  corre- 
sponding  to  the  second  collecting  route  19b  of  the 
weighing  hoppers  12.  These  are  the  gates  corre- 
sponding  to  the  inner  and  outer  receiving  por- 
tions  16a,  17b  of  the  left  and  right  sections  15a, 
15b,  respectively,  of  the  collecting  chute  15 
shown  in  Figure  1.  The  discharge  control  unit  44 

also  produces  the  setting  signals  f,  g  applied  to 
the  respective  first  and  second  flip-flop  circuits 
48a,  48b,  as  well  as  reset  signals  I,  m  for  the 
respective  flip-flop  circuits  48a,  48b.  Applied  to 

5  the  discharge  control  unit  44  by  first,  second  and 
third  timers  49,  50,  51  are  time-up  signals  n,  p,  q, 
respectively.  The  timers  49  to  51,  which  are  pulse 
counting-type  timers  each  having  an  internal 
clock  pulse  generator,  produce  the  time-up 

10  signals  n,  p,  q  when  each  counts  the  clock  pulses 
up  to  a  preset  value. 

The  operation  of  control  apparatus  embodying 
the  present  invention  will  now  be  described  with 
reference  to  the  flowchart  of  Figure  10  and  the 

15  timing  chart  of  Figure  11. 
First,  by  introducing  power,  the  discharge  con- 

trol  unit  44  of  the  control  apparatus  delivers  the 
reset  signals  I,  m  to  the  first  and  second  flip-flops 
48a,  48b,  respectively,  so  that  the  drive  units  22a, 

20  .  @  22b  and,  hence,  the  gates  21  a,  21  b  of  the  first  and 
second  timing  hoppers  20a,  20b,  respectively, 
remain  stationary.  Also,  first  and  second  collect- 
ing  route  flags  Fsi7  Fs2,  first  and  second  timing 
hopper  flags  Ft1f  Ft2,  and  all  supply  flags  Fp,  with 

25  which  the  discharge  control  unit  44  is  provided, 
are  reset  to  the  low  (L)  logic  level,  and  a  binary 
counter  C  is  cleared  (steps  S,  through  S3  in  Figure 
10).  The  first  and  second  collecting  route  flags  Fs1# 
Fs2  indicate  whether  articles  are  in  the  first  and 

30  second  collecting  routes  19a,  19b,  respectively, 
and  the  first  and  second  timing  hopper  flags  Ft,, 
Ft2  indicate  whether  articles  are  in  the  first  and 
second  timing  hoppers  20a,  20b,  respectively.  A 
high  (H)  level  for  any  flag  indicates  that  the 

35  articles  are  present. 
Next,  when  the  packaging  apparatus  47  delivers 

the  timing  signal  b  (b,  in  Figure  11)  to  the 
combinatorial  control  unit  43,  the  signal  is  applied 
to  the  binary  counter  C  to  increment  the  counter 

40  to  C="1".  Also,  the  combinatorial  computation 
control  unit  43  computes  combinations  based  on 
weight  signals  a  from  preselected  weighing 
machines  11  and  in  light  of  the  numerical  values 
set  in  the  target  weight  setting  unit  45  and  upper 

45  limit  weight  setting  unit  46  (steps  S4  through  S7). 
At  this  point  in  time,  however,  no  articles  are 
present  in  the  weighing  hoppers  12,  so  an 
optimum  combination  is  not  obtained.  Accord- 
ingly,  control  moves  from  step  S8  to  step  S9.  In 

so  this  step,  the  supply  flags  Fp  corresponding  to 
those  weighing  hoppers  12  that  give  a  weight 
value  of  zero  or  less  than  a  prescribed  value  (in 
this  case,  all  weighing  hoppers  inclusive  of  those 
which  do  not  participate  in  the  combinatorial 

55  computation)  are  set  to  the  high  (H)  level.  Since 
the  state  of  the  binary  counter  C  is  "1",  the  state 
of  the  first  collecting  route  flag  Fs,  is  shifted  to  the 
first  timing  hopper  flag  Ft1f  and  the  flag  Fs,  is 
reset  to  "L".  (In  this  case,  both  flags  Fs17  Fs2  are 

so  initially  "L").  These  operations  take  place  in  steps 
S10  through  S12.  Next,  in  step  S-,3,  the  first  and 
second  timers  49,  50  are  reset  and  start  counting, 
and  the  third  timer  51  is  reset. 

Next,  in  steps  S14  through  S-|7,  the  state  of  the 
65  timers  49  and  50  is  checked  (timer  51  being  non- 
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level,  the  supply  signal  c  (c2)  is  delivered  solely  to 
the  gate  actuating  devices  13  of  the  pool  hoppers 
10  corresponding  to  these  high  level  supply  flags, 
whereby  the  corresponding  weighing  hoppers  12 
receive  a  supplemental  supply  of  the  articles.  All 
supply  flags  Fp  are  then  reset  to  "L"  (step  S32). 

Thenceforth,  with  the  arrival  of  the  next  timing 
signal  b  (b3),  steps  S4  through  S7  are  executed,  so 
that  the  state  of  the  binary  counter  C  is  raised  to 
"1"  and  a  combinatorial  computation  is  carried 
out.  If  an  optimum  combination  is  found,  then  the 
supply  flags  Fp  corresponding  thereto  are  set  to 
"H"  (steps  S8,  S3S),  and  steps  S36  through  S39  are 
executed.  That  is,  the  first  discharge  signal  d,  (d-n) 
is  applied  to  the  hopper  gate  actuating  devices  13 
for  introducing  articles  into  the  first  collecting 
route  19a  from  the  weighing  hoppers  12  corre- 
sponding  to  the  optimum  combination  obtained, 
and  the  first  collecting  route  flag  Fs,  is  set  to  the 
"H"  level  to  indicate  that  the  articles  have  been 
introduced  into  the  first  collecting  route  19a 
(steps  S38,  S39).  The  first  timing  hopper  flag  Ft1f 
however,  remains  at  the  "L"  level  (step  S37).  The 
timers  49,  50,  51  operate  in  accordance  with  steps 
S-|3  through  S21,  and  the  set  signal  f  (f2)  is 
delivered  to  the  first  flip-flop  circuit  48a  upon 
passage  of  the  time  period  7̂   measured  from  the 
production  of  the  first  discharge  signal  dn  (step 
S18).  Upon  passage  of  the  time  period  T2,  which  is 
also  measured  from  the  production  of  the  first 
discharge  signal  d11r  the  supply  signal  c  (c3)  is 
produced  for  opening  the  pool  hoppers  10  corre- 
sponding  to  the  weighing  hoppers  12  which  have 
discharged  their  articles  in  accordance  with  the 
optimum  combination.  In  other  words,  the  supply 
signals  are  produced  in  accordance  with  the 
supply  flags  Fp  raised  to  the  "H"  level  in  step  S3S. 
In  this  case,  articles  are  introduced  from  the 
weighing  hoppers  12  into  the  first  collecting  route 
19a  in  response  to  the  discharge  signal  dn,  and 
the  first  timing  hopper  20a,  which  corresponds  to 
the  collecting  route  19a,  is  opened  in  response  to 
the  set  signal  f2.  However,  since  this  takes  place 
before  the  articles  reach  the  timing  hopper  20a, 
the  articles  are  not  discharged  from  the  hopper 
20a. 

When  the  first  release  of  articles  from  the 
plurality  of  the  weighing  hoppers  12  is  performed 
as  described  above,  steps  S4  through  S7  are 
executed  in  response  to  the  next  timing  signal  b 
(b4)  for  carrying  out  a  combinatorial  computation 
again,  this  time  with  regard  to  those  weighing 
machines  1  1  that  did  not  release  their  articles  (i.e. 
weighing  machines  that  did  not  participate  in  the 
preceding  combinatorial  computation,  and 
weighing  machines  that  did  participate  but  did 
not  correspond  to  the  optimum  combination). 
The  supply  flags  Fp  are  set  to  the  "H"  level  in 
accordance  with  the  optimum  combination 
obtained  and,  in  accordance  with  the  count  ("0") 
in  the  binary  counter  C,  the  weighing  hoppers  12, 
responsive  to  the  second  discharge  signal  d2  (d2i), 
release  their  articles  into  the  second  collecting 
route  19b.  In  addition,  the  second  collecting  route 
flag  Fs2  is  set  to  the  "H"  level.  These  operations 

operational).  First,  when  the  count  t|  in  the  first 
timer  49  attains  a  set  value  T1f  by  way  of  example, 
the  timer  49  delivers  the  time-up  signal  in  to  the 
discharge  control  unit  44,  and  the  discharge 
control  unit  44  delivers  the  set  signal  f  (f,)  to  the  5 
first  flip-flop  circuit  48a  (step  S18).  The  latter 
responds  by  applying  the  drive  signal  j  to  the  first 
drive  unit  22a,  whereby  the  drive  unit  22a  is 
actuated  to  open  the  gate  22a  of  the  first  timing 
hopper  21a.  At  this  time  the  third  timer  51  starts  10 
counting  (step  S19).  When  the  count  t2  in  the 
second  timer  50  attains  a  set  value  T2,  the  supply 
signal  c  (&,)  is  delivered  to  the  hopper  gate 
actuating  devices  13,  in  accordance  with  the 
supply  flags  Fp  that  are  at  the  "H"  level,  in  15 
response  to  production  of  the  time-up  signal  p. 
Thereafter,  all  supply  flags  Fp  are  reset  to  "L" 
(step  S20).  Owing  to  the  operation  of  the  hopper 
actuating  devices  13,  the  gates  10a  of  the  corre- 
sponding  pool  hoppers  10  are  opened  to  supply  20 
the  corresponding  weighing  hoppers  12  with 
articles.  Since  all  of  the  supply  flags  Fp  were  set  to 
the  high  level  in  step  S9,  all  of  the  weighing 
hoppers  12  will  be  supplied  with  articles.  When 
the  count  t3  in  the  third  timer  51,  which  started  25 
counting  in  step  S19,  reaches  a  set  value  T3  during 
the  article  supply  operation  and,  hence,  produces 
the  time-up  signal  q,  the  state  of  the  first  timing 
hopper  flag  Ft,  is  checked  in  step  S21.  Since  the 
flag  Ft,  will  be  at  the  low  logic  level  in  this  case,  30 
processing  does  not  advance  to  step  S22  and, 
hence,  the  discharge  completion  signal  e  is  not 
produced.  The  steps  S18,  S19,  S20,  S2-,  and  S22  are 
executed  only  once  when  the  time  expires  in  the 
corresponding  timers  49,  50  and  51.  35 

While  the  pool  hoppers  10  are  open  for 
supplying  the  weighing  hoppers  12  with  articles, 
the  operation  performed  by  the  control  apparatus 
42  returns  from  step  S-|4  to  step  S4,  and  the  next 
timing  signal  b  (b2)  enters  the  control  apparatus  40 
from  the  packaging  apparatus  47.  This  is  accom- 
panied  by  applying  a  pulse  to  the  binary  counter  C 
to  establish  the  state  C="0"  (step  S5),  followed  by 
the  combinatorial  computation  steps  S6,  S7.  Since 
the  articles  have  just  been  supplied  to  the  weigh-  45 
ing  hoppers  12,  the  weighing  machines  11  not  yet 
stabilized.  In  order  to  await  the  achievement  of 
stabilization,  an  optimum  combination  is  pur- 
posefully  not  obtained,  and  processing  moves 
from  step  S8  to  steps  S9,  S10,  S23  and  S24.  Thus,  the  50 
state  of  the  second  collecting  route  flag  Fs2  is 
shifted  to  the  second  timing  hopper  flag  Ft2,  and 
the  flag  Fs2  is  reset  to  "L".  (Both  flags  Fs2,  Ft2  are 
initially  at  the  low  logic  level).  Since  the  weighing 
hoppers  12  were  supplied  with  articles  in  step  S20,  55 
the  supply  flags  Fp  are,  under  ordinary  circum- 
stances,  not  set  in  step  S9.  Therefore,  all  supply 
flags  Fp  remain  at  the  "L"  level.  The  timers  49,  50, 
51  operate  in  accordance  with  steps  S25  through 
S33,  with  operation  proceeding  as  described  so 
above  in  connection  with  steps  S-,3  through  S21. 
The  gate  21b  of  the  second  timing  hopper  20b  is 
opened  in  step  S30  by  application  of  the  set  signal 
g  (g')  to  the  second  flip-flop  circuit  48b.  In  the 
event  that  any  of  the  supply  flags  Fp  are  at  the  "H"  65 
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take  place  in  steps  S35,  S36  and  S40  through  S42. 
Then,  the  timers  49,  50,  51  operate  in  accordance 
with  steps  S25  through  S33,  the  second  timing 
hopper  20b  is  opened  in  response  to  the  set  signal 
g  (g2)  (step  S30),  the  weighing  hoppers  12  which 
have  discharged  their  articles  are  supplied  with 
articles  from  the  pool  hoppers  10  in  response  to 
the  supply  signal  c  (c4),  and  all  of  the  supply  flags 
Fp  are  reset  (step  S32.  In  this  case,  however, 
articles  are  not  discharged  from  the  second  tim- 
ing  hopper  20b. 

When  a  combinatorial  computation  is  per- 
formed  in  response  to  the  next  timing  signal  b 
(b5),  articles  are  again  released  into  the  first 
collecting  route  19a  from  the  weighing  hoppers 
12  corresponding  to  the  optimum  combination  in 
response  to  the  first  discharge  signals  d,  (d12). 
The  operations  performed  correspond  to  steps 
S36  through  S39,  and  S13  through  S22.  It  should  be 
noted  that  the  "H"  level  of  the  first  collecting 
route  flag  Fs-i  is  shifted  to  the  first  timing  hopper 
flag  Ft)  by  step  S37  in  the  present  case.  This 
indicates  that  the  articles  previously  released  into 
the  first  collecting  route  19a  have  reached  the  first 
timing  hopper  20a,  this  taking  place  at  the 
moment  the  present  batch  of  articles  is  released 
into  this  same  collecting  route  19a.  In  step  S-|8,  the 
first  timing  hopper  20a  is  opened  in  response  to 
the  set  signal  f  (f3)  produced  upon  passage  of  the 
time  period  T,  measured  from  the  production  of 
the  first  discharge  signal  d12,  namely  from  the 
instant  at  which  the  articles  begin  to  be  released 
from  the  weighing  hoppers  12  into  the  first 
collecting  route  19a.  Hence,  the  articles  pre- 
viously  released  into  the  first  discharge  route  19a 
are  discharged  into  the  packaging  apparatus  from 
the  first  timing  hopper  20a.  Since  the  first  timing 
hopper  flag  Ft,  was  set  to  the  "H"  level  in  step  S37, 
the  discharge  completion  signal  e  (e-,)  is  delivered 
to  the  packaging  apparatus  47  upon  passage  of 
the  time  period  t3,  the  packaging  apparatus  47 
responding  to  the  signal  by  packaging  the  articles 
discharged  from  the  first  timing  hopper  20a. 

Thenceforth,  and  in  a  similar  manner,  articles 
are  released  from  the  weighing  hoppers  12,...  12 
into  the  first  and  second  collecting  routes  19a,  19b 
alternately.  When  the  articles  are  released  into  a 
collecting  route,  the  articles  previously  released 
into  said  route  are  discharged  into  the  packaging 
apparatus  by  opening  the  corresponding  timing 
hopper  after  the  current  release  has  started  but 
before  the  currently  released  articles  reach  said 
timing  hopper.  As  a  result,  the  interval  between 
discharges  of  articles  into  the  packaging 
apparatus  can  be  made  much  shorter  in  compari- 
son  with  the  previously-described  arrangement 
wherein  one  timing  hopper  is  opened  after  wait- 
ing  for  the  articles  to  reach  the  timing  hopper 
from  the  corresponding  collecting  route,  followed 
by  releasing  articles  into  the  other  collecting  route 
when  the  first-mentioned  articles  are  discharged 
from  said  one  timing  hopper. 

Processing  proceeds  as  follows  if  an  optimum 
combination  is  not  found  during  the  repetition  of 
the  foregoing  operating  sequences.  Specifically, 

after  steps  S4  through  S7  are  executed  in  response 
to  the  timing  signal  b  (b'),  processing  shifts  from 
step  S8  to  step  S9.  For  example,  if  the  count  in  the 
binary  counter  C  is  "0"  and  the  second  collecting 

5  route  flag  Fs2  is  "H",  the  second  timing  hopper 
flag  Ft2  is  set  to  the  "H"  level,  and  the  second 
collecting  route  flag  Fs2  is  set  to  the  "L"  level 
(steps  S23,  S24).  Therefore,  the  discharge  signal 
(the  second  discharge  signal  d2  in  this  case)  is  not 

w  produced,  i.e.  articles  are  not  released  into  from 
the  weighing  hoppers  12  into  the  collecting  route 
19b,  and  the  timers  49,  50,  51  are  operated  in 
accordance  with  steps  S25  through  S34.  Since  the 
articles  previously  released  will  be  present  in  the 

w  second  timing  hopper  20b  in  this  case,  the  hopper 
20b  discharges  the  articles  in  response  to  the  set 
signal  g  (g'),  and  the  discharge  completion  signal 
e  (e')  is  produced  (steps  S30,  S33,  S34).  Then,  in 
step  S9,  the  supply  signal  c  (c')  is  produced  in 

20  accordance  with  the  supply  flags  Fp  set  to  the  "H" 
level,  whereby  the  prescribed  weighing  hoppers 
12  are  supplemented  with  additional  articles. 

Next,  in  response  to  the  timing  signal  b  (b"),  a 
combinatorial  computation  is  performed  with 

25  regard  to  those  weighing  hoppers  12  not  sup- 
plemented.  When  an  optimum  combination  is 
obtained,  articles  are  released  into  the  first  col- 
lecting  route  19a,  and  articles  are  discharged  from 
the  first  weighing  hopper  20a,  these  operations 

30  taking  place  in  normal  fashion  in  accordance  with 
steps  S35  through  S39,  and  S-,3  through  S22.  Then, 
when  a  combinatorial  computation  is  performed 
based  on  the  next  timing  signal  b  (b'"),  an 
optimum  combination  is  obtained  and  control  is 

35  again  carried  out  with  respect  to  the  second 
collecting  route  19b  in  accordance  with  steps  S40 
through  S42  and  S2S  through  S33,  articles  are 
released  from  the  weighing  hoppers  12  into  the 
collecting  route  19b  in  response  to  the  discharge 

40  signal  d2  (d'2)  (step  S41).  However,  since  articles 
were  not  released  in  the  previous  cycle,  articles 
are  not  discharged  into  the  packaging  apparatus 
even  though  the  second  timing  hopper  20b  is 
opened  in  response  to  the  set  signal  g  (g") 

45  produced  in  step  S30.  The  discharge  completion 
signal  e  is  not  produced  at  this  time  because  the 
second  timing  hopper  flag  Ft2  was  shifted  to  the 
"L"  level  in  step  S40.  Thus,  the  packaging 
apparatus  will  not  attempt  to  package  articles  that 

so  have  not  been  supplied. 
It  should  be  noted  that  the  supply  troughs  9 

(Figure  1)  are  operated  automatically  for  a  pre- 
scribed  length  of  time  when  the  gates  10a  of  the 
corresponding  pool  hoppers  10  are  actuated, 

55  thereby  to  supply  these  pool  hoppers  10  with 
articles.  Accordingly,  though  the  invention  has 
been  described  on  the  assumption  that  all  of  the 
pool  hoppers  10  contain  a  supply  of  the  articles 
following  the  introduction  of  power,  in  actuality 

eo  the  steps  S4  through  S21,  S4  through  S-|0,  and  S23 
through  S33  are  executed  a  plurality  of  times 
following  the  introduction  of  power.  This  allows 
all  pool  hoppers  10  to  be  supplied  with  articles 
from  the  corresponding  supply  troughs  9. 

65  According  to  the  above-described  arrange- 
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As  many  apparently  widely  different  embodi- 

ments  of  the  present  invention  can  be  made 
without  departing  from  the  spirit  and  scope 
thereof,  it  is  to  be  understood  that  the  invention  is 

5  not  limited  to  the  specific  embodiments  thereof 
except  as  defined  in  the  appended  claims. 

Claims 

10  1.  Batch  discharge  apparatus,  for  an  automatic 
weighing  system  (1  )  including  a  plurality  of  weigh- 
ing  machines  (11,12),  which  apparatus  comprises: 
a  collecting  chute  structure  (15)  defining  first  and 
secorvd  separate  collection  pathways  (19a,  19b)  for 

15  respectively  receiving  alternate  batches  of 
weighed  articles  released  successively  from  the 
said  weighing  system  (1)  and  for  conducting  the 
received  batches  respectively  to  first  and  second 
temporary  retention  devices  (20a,  20b);  and  con- 

20  trol  means  (22,  40,  41  ,  42)  operable  to  bring  about 
discharge  of  such  batches  from  the  first  and 
second  retention  devices  (20a,  20b)  alternately; 

characterised  by  timing  means  (44,  48  to  52) 
operable  to  control  release  of  such  articles  into  the 

25  first  and  second  pathways  (19a,  19b)  in  such  a 
manner  that  each  of  the  first  and  second  retention 
devices  (20a,  20b)  continues  to  permit  discharge 
therefrom  of  a  previously-received  batch  while 
articles  of  the  next  batch  for  the  pathway  con- 

30  cerned  are  being  discharged  into  and  conducted 
along  the  pathway  concerned  towards  its  tem- 
porary  retention  device  (20a,  20b). 

2.  Apparatus  as  claimed  in  Claim  1,  wherein  the 
said  timing  means  (44,  48  to  52)  are  operable  to 

35  initiate  discharge  of  a  batch  of  articles  from  one  of 
the  said  temporary  retention  devices  (20a,  20b) 
upon  conclusion  of  such  a  discharge  from  the 
other  of  the  said  temporary  retention  devices. 

3.  Apparatus  as  claimed  in  Claim  1  or  2,  wherein 
40  the  said  control  means  (22,  40,  41  ,  42)  are  operable 

to  perform  successive  selection  operations,  each 
selection  operation  being  such  that  a  combination 
of  weighing  machines  (11,  12)  is  selected  from 
amongst  those  weighing  machines  of  the  said 

45  plurality  which  were  not  selected  in  the  last- 
performed  selection  operation,  and  the  said  timing 
means  (44,  48  to  52)  are  operable,  for  each  such 
selected  combination,  to  initiate  release  of 
weighed  articles  from  the  selected  combination  of 

so  weighing  machines  into  one  of  the  said  pathways 
(19a,  19b),  while  articles  of  the  last-selected  combi- 
nation  are  being  conducted  along  the  other  of  the 
said  pathways  (19a,  19b). 

4.  A  method  of  discharging  batches  of  articles 
55  from  an  automatic  weighing  system  (1)  including  a 

plurality  of  weighing  machines  (11,  12),  in  which 
method  alternate  batches  of  articles  released 
successively  from  the  said  weighing  system  (1)  are 
received  respectively  by  first  and  second  separate 

60  collection  pathways  (1  9a,  1  9b)  of  a  collecting  chute 
structure  (1  5)  and  conducted  to  respective  first  and 
second  temporary  retention  devices  (20a,-  20b); 
such  batches  being  discharged  from  the  said  first 
and  second  retention  devices  alternately  under 

65  control  of  control  means  (22,  40,  41,  42); 

ment,  it  is  obvious  from  Figure  1  1  that  articles  can 
be  released  into  one  collecting  route  before 
articles  released  into  the  other  collecting  route 
arrive  at  the  corresponding  timing  hopper.  In 
addition,  with  regard  to  each  timing  hopper, 
articles  can  be  released  and  discharged  without 
requiring  waiting  time,  by  discharging  articles  and 
then  closing  the  corresponding  timing  hopper 
gate,  followed  immediately  by  releasing  the  next 
batch  of  articles  and  then  beginning  a  discharge 
operation  right  after  this  release  of  the  articles  is 
completed.  Moreover,  by  performing  these  oper- 
ations  alternately  between  the  first  and  second 
timing  hoppers,  it  is  possible  to  greatly  reduce  the 
interval  between  discharges  into  the  packaging 
apparatus. 

Where  the  weighed  articles  exhibit  an  excellent 
sliding  property  with  respect  to  the  collecting 
chute  (e.g.,  articles  such  as  beans  or  grains  having 
a  high  specific  gravity  and  a  low  frictional 
resistance),  or  where  the  articles  discharged  into 
the  collecting  chute  from  each  weighing  hopper 
have  a  low  total  weight,  less  time  is  required  for 
these  articles  to  reach  the  timing  hopper  once  they 
have  been  discharged  from  the  weighing  hoppers. 
Therefore,  the  period  of  the  timing  signal  pro- 
duced  by  the  packaging  apparatus,  as  well  as  the 
period  of  the  time-up  signals  produced  by  the 
timers,  may  be  shortened.  As  a  result,  when  the 
articles  are  released  into,  say,  the  first  collecting 
route,  the  articles  previously  released  into  said 
route  can,  as  described  above,  be  discharged  into 
the  packaging  apparatus  by  opening  the  first 
timing  hopper  afterthe  current  release  has  started 
but  before  the  currently  released  articles  reach 
said  timing  hopper.  Now,  moreover,  when  articles 
are  released  into  the  second  collecting  route,  the 
articles  previously  released  into  the  second  col- 
lecting  route  can  be  discharged  into  the  packaging 
apparatus  immediately  after  the  articles  from  the 
first  timing  hopper  by  opening  the  second  timing 
hopper  after  the  current  release  into  the  second 
collecting  route  has  started  but  before  the  articles 
currently  released  into  said  route  reach  the  second 
timing  hopper  and,  moreover,  before  the  first 
timing  hopper  closes  completely.  In  other  words, 
by  discharging  articles  into  the  packaging 
apparatus  alternating  between  the  two  timing 
hoppers  by  opening  one  timing  hopper  before  the 
other  closes,  the  interval  between  discharges  into 
the  packaging  apparatus  can  be  shortened  to  an 
even  greater  extent. 

In  accordance  with  the  present  invention  as 
embodied  hereinabove,  when  an  automatic 
weighing  system  and  a  packaging  apparatus  are 
employed  in  combination,  articles  can  be  supplied 
from  the  former  to  the  latter  intermittently  and  at 
an  extremely  short  discharge  interval.  Accord- 
ingly,  even  if  the  weighing  system  is  used  in 
conjunction  with  a  packaging  apparatus  having 
but  a  single  processing  system,  the  capability  of 
the  packaging  apparatus  can  be  exploited  to  the 
maximum  degree.  This  makes  it  possible  to  raise 
the  speed  and  efficiency  of  the  overall  weighing 
and  packaging  operation. 
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tungen  (20a,  20b)  zu  initiieren,  wenn  eine  Aus- 
gabe  aus  der  anderen  Zeitweilig-Ruckhalteinrich- 
tung  abgeschlossen  ist. 

3.  Vorrichtung  nach  Anspruch  1  oder  2,  bei  der 
die  Steuereinrichtungen  (22,  40,  41,  42)  betatig- 
bar  sind,  um  sukzessive  Selektionsvorgange 
durchzufuhren,  wobei  jede  Selektionsvorgang 
derart  vorgesehen  ist,  dalS  eine  Kombination  von 
Wagmaschinen  (11,  12)  aus  denjenigen  Wagma- 
schinen  gewahlt  wird,  die  nicht  in  dem  zuletzt 
durchgefuhrten  Selektionsvorgang  gewahlt  wur- 
den,  und  die  Zeitgebungseinrichtungen  (44,  48 
bis  52)  betatigbar  sind,  um  fur  jede  gewahlte 
Kombination  die  Freigabe  der  gewogenen  Artikel 
aus  der  gewahlten  Kombination  von  Wagmaschi- 
nen  in  einen  der  Wege  (19a,  19b)  zu  initiieren, 
wan  rend  Artikel  der  zuletzt  gewahlten  Kombina- 
tion  uber  den  anderen  der  Wege  (19a,  19b) 
gefuhrt  werden. 

4.  Verfahren  zum  Ausgeben  von  Chargen  von 
Artikeln  aus  einem  automatischen  Wagsystem 
(1),  das  mehrere  Wagmaschinen  (11,  12)  auf- 
weist,  bei  dem  alternierende,  sukzessive  von 
dem  Wagsystem  (1)  freigegebene  Chargen  von 
Artikeln  jeweils  von  einem  ersten  und  einem 
zweiten  separaten  Sammelweg  (19a,  19b)  einer 
Sammelrutschenstruktur  (15)  aufgenommen  und 
einer  jeweiligen  ersten  und  zweiten  Zeitweilig- 
Riickhalteinrichtung  (20a,  20b)  zugefuhrt  werden; 
wobei  die  Chargen  unter  Steuerung  durch 
Steuereinrichtungen  (22,  40,  41,  42)  alternierend 
aus  der  ersten  und  der  zweiten  Riickhalteinrich- 
tung  ausgegeben  werden; 

dadurch  gekennzeichnet,  daS  die  Freigabe  der 
Artikel  in  den  ersten  und  den  zweiten  Weg  (19a, 
19b)  derart  durch  Zeitgebungseinrichtungen  (44, 
48  bis  52)  gesteuert  wird,  daS  jede  der  ersten 
und  zweiten  Ruckhalteinrichtungen  (20a,  20b) 
fortfahrt,  die  Ausgabe  einer  zuvor  empfangenen 
Charge  aus  der  Ruckhalteinrichtung  zu  erlauben, 
wahrend  Artikel  der  nachsten  Charge  fur  den 
betreffenden  Weg  in  den  betreffenden  Weg  aus- 
gegeben  und  iiber  diesen  Weg  dessen  Zeitweilig- 
Ruckhalteinrichtung  (20a,  20b)  zugefuhrt  werden. 

5.  Verfahren  nach  Anspruch  4,  bei  dem  die 
Ausgabe  einer  Charge  von  Artikeln  aus  einer  der 
Zeitweilig-Ruckhalteinrichtungen  (20a,  20b) 
durch  die  Zeitgebungseinrichtungen  (44,  48  bis 
52)  initiiert  wird,  wenn  eine  Ausgabe  aus  der 
anderen  Zeitweilig-Ruckhalteinrichtung  abge- 
schlossen  ist. 

6.  Verfahren  nach  Anspruch  4  oder  5,  bei  dem 
sukzessive  Selektionsvorgange  von  den  Steuer- 
einrichtungen  (22,  40,  41,  42)  durchgefiihrt 
werden,  wobei  jeder  Selektionsvorgang  derat 
vorgesehen  ist,  date  eine  Kombination  von  Wag- 
maschinen  (11,  12)  aus  denjenigen  Wagmaschi- 
nen  gewahlt  wird,  die  nicht  in  dem  zuletzt  durch- 
gefuhrten  Selektionsvorgang  gewahlt  wurden, 
und  fur  jede  gewahlte  Kombination  die  Freigabe 
der  gewogenen  Artikel  aus  der  gewahlten  Kom- 
bination  von  Wagmaschinen  in  einen  der  Wege 
(19a,  19b)  durch  die  Zeitgebungseinrichtungen 
(44,  48  bis  52)  initiiert  wird,  wahrend  Artikel  der 
zuletzt  gewahlten  Kombination  uber  den  anderen 

characterised  in  that  release  of  such  articles 
into  the  first  and  second  pathways  (19a,  19b)  is 
controlled  by  timing  means  (44,  48,  to  52)  in  such 
a  manner  that  each  of  the  first  and  second 
retention  devices  (20a,  20b)  continues  to  permit  5 
discharge  therefrom  of  a  previously-received 
batch  while  articles  of  the  next  batch  for  the 
pathway  concerned  are  being  discharged  into 
and  conducted  along  the  pathway  concerned 
towards  its  temporary  retention  device.  10 

5.  A  method  as  claimed  in  Claim  4,  wherein 
discharge  of  a  batch  of  articles  from  one  of  the 
said  temporary  retention  devices  (20a,  20b)  is 
initiated  by  the  said  timing  means  (44,  48  to  52) 
upon  conclusion  of  such  a  discharge  from  the  15 
other  of  the  said  temporary  retention  devices. 

6.  A  method  as  claimed  in  Claim  4  or  5, 
wherein  successive  selection  operations  are  per- 
formed  by  the  said  control  means  (22,  40,  41,  42), 
each  selection  operation  being  such  that  a  com-  20 
bination  of  weighing  machines  (11,  12)  is 
selected  from  amongst  those  weighing  machines 
of  the  said  plurality  which  were  not  selected  in 
the  last-performed  selection  operation,  and,  for 
each  such  selected  combination,  release  of  25 
weighed  articles  from  the  selected  combination 
of  weighing  machines  into  one  of  the  said  path- 
ways  (19a,  19b)  is  initiated  by  the  said  timing 
means  (44,  48  to  52)  while  articles  of  the  last- 
selected  combination  are  being  conducted  along  30 
the  other  of  the  said  pathways  (19a,  19b). 

Patentanspriiche 

1.  Chargenausgabevorrichtung  fur  ein  automa-  35 
tisches  Wagsystem  (1),  das  mehrere  Wagmaschi- 
nen  (11,  12)  aufweist,  mit:  einer  Sammelrut- 
schenstruktur  (15),  die  einen  ersten  und  einen 
zweiten  separaten  Sammelweg  (19a,  19b)  zum 
jeweiligen  Aufnehmen  alternierender  Chargen  40 
gewogener,  sukzessive  vom  Wagsystem  (1)  frei- 
gegebener  Artikel  und  zum  Zuleiten  der  aufge- 
nommenen  Chargen  jeweils  zu  einer  ersten  und 
einer  zweiten  Zeitweilig-Ruckhalteinrichtung 
(20a,  20b)  bildet;  und  Steuereinrichtungen  (22,  45 
40,  41,  42),  die  betatigbar  sind,  um  die  Ausgabe 
der  Chargen  alternierend  aus  der  ersten  und  der 
zweiten  Ruckhalteinrichtung  (20a,  20b)  zu  veran- 
lassen; 

gekennzeichnet  durch  Zeitgebungseinrichtun-  so 
gen  (44,  48  bis  52),  die  betatigbar  sind,  um  die 
Freigabe  der  Artikel  in  den  ersten  und  den  zwei- 
ten  Weg  (19a,  19b)  derart  zu  steuern,  dalS  jede 
der  ersten  und  zweiten  Ruckhalteinrichtungen 
(20a,  20b)  fortfahrt,  die  Ausgabe  einer  zuvor  55 
empfangenen  Charge  aus  der  Ruckhalteinrich- 
tung  zu  erlauben,  wahrend  Artikel  der  nachsten 
Charge  fur  den  betreffenden  Weg  in  den  betref- 
fenden  Weg  ausgegeben  und  uber  diesen  Weg 
dessen  Zeitweilig-Ruckhalteinrichtung  (20a,  20b)  60 
zugefuhrt  werden. 

2.  Vorrichtung  nach  Anspruch  1,  bei  der  die 
Zeitgebungseinrichtungen  (44,  48  bis  52)  betatig- 
bar  sind,  um  die  Ausgabe  einer  Charge  von 
Artikeln  aus  einer  der  Zeitweilig-Ruckhalteinrich-  65 

11 



0  113  5 8 6  22 21 
desdits  chemins  (19a,  19b),  tandis  que  les  articles 
de  la  derniere  combinaison  selectionnee  sont 
conduits  le  long  de  I'autre  desdits  chemins  (19a, 
19b). 

4.  Procede  pour  decharger  des  lots  d'articles 
depuis  un  systeme  de  pesage  automatique  (1) 
comportant  une  pluralite  de  machines  de  pesage 
(11,  12),  dans  lequel  procede  des  lots  alternes 
d'articles  relaches  successivement  depuis  ledit 
systeme  de  pesage  (1)  sont  regus  respectivement 
par  des  premier  et  deuxieme  chemins  de  collecte 
separes  (19a,  19b)  d'une  structure  de  goulotte  de 
collecte  (15)  et  conduits  dans  des  premier  et 
deuxieme  dispositifs  de  retention  temporaire  res- 
pectifs  (20a,  20b);  ces  lots  etant  decharges  alter- 
nativement  depuis  lesdits  premier  et  deuxieme 
dispositifs  de  retention  sous  le  controie  de 
moyens  de  commande  (22,  40,  41,  42); 

caracterise  en  ce  que  le  relachement  des  ces 
articles  dans  les  premier  et  deuxieme  chemins 
(19a,  19b)  est  commande  par  des  moyens  de 
synchronisation  (44,  48  a  52)  de  telle  fagon  que 
chacun  des  premier  et  deuxieme  dispositifs  de 
retention  (20a,  20b)  continue  a  permettre  le 
dechargement  depuis  ceux-ci  d'un  lot  precedem- 
ment  regu  pendant  que  les  articles  du  lot  suivant 
pour  le  chemin  conceme  sont  decharges  dans  le 
chemin  conceme  et  conduits  le  long  de  celui-ci 
vers  son  dispositif  de  retention  temporaire. 

5.  Procede  selon  la  revendication  4,  dans  lequel 
le  dechargement  d'un  lot  d'articles  depuis  I'un 
desdits  dispositifs  de  retention  temporaire  (20a, 
20b)  est  declenche  par  lesdits  moyens  de  syn- 
chronisation  (44,  48  a  52)  lors  de  I'achevement 
d'un  tel  dechargement  depuis  I'autre  desdits  dis- 
positifs  de  retention  temporaire. 

6.  Procede  selon  la  revendication  4  ou  5,  dans 
iequel  les  operations  de  selection  successives 
sont  accomplies  par  lesdits  moyens  de  com- 
mande  (22,  40,  41,  42),  chaque  operation  de 
selection  etant  telle  qu'une  combinaison  de 
machines  de  pesage  (11,  12)  soit  selectionnee 
parmi  les  machines  de  pesage  de  ladite  pluralite 
qui  n'ont  pas  ete  selectionnees  dans  la  derniere 
operation  de  selection  effectuee,  et,  pour  chacune 
de  ces  combinaisons  selectionnees,  le  relache- 
ment  des  articles  peses  depuis  la  combinaison 
selectionnee  de  machines  de  pesage  dans  I'un 
desdits  chemins  (19a,  19b)  est  declenche  par 
lesdits  moyens  de  synchronisation  (44,  48  a  52) 
pendant  que  les  articles  de  la  derniere  combinai- 
son  selectionnee  sont  conduits  le  long  de  I'autre 
desdits  chemins  (19a,  19b). 

der  Wege  (19a,  19b)  gefuhrt  werden. 

Revendications 

1.  Appareil  pour  le  dechargement  de  lots,  pour 
un  systeme  de  pesage  automatique  (1)  compor- 
tant  une  pluralite  de  machines  de  pesage  (11,  12), 
lequel  appareil  comporte:  une  structure  de  gou- 
lotte  de  collecte  (15)  definissant  des  premier  et 
deuxieme  chemins  de  collecte  separes  (19a,  19b) 
pour  recevoir  respectivement  des  lots  alternes 
d'articles  pesees  relaches  successivement  par 
ledit  systeme  de  pesage  (1)  et  pour  conduire  les 
lots  regus  respectivement  vers  des  premier  et 
deuxieme  dispositifs  de  retention  temporaire 
(20a,  20b);  et  des  moyens  de  commande  (22,  40, 
41,42)  pouvantfonctionnerdefagon  a  produire  le 
dechargement  de  ces  lots  depuis  les  premier  et 
deuxieme  dispositifs  de  retention  (20a,  20b),  alter- 
nativement; 

caracterise  par  des  moyens  de  synchronisation 
(44,  48  a  52)  pouvant  fonctionner  de  fagon  a 
commander  le  relachement  de  ces  articles  dans 
les  premier  et  deuxieme  chemins  (19a,  19b)  de 
telle  fagon  que  chacun  des  premier  et  deuxieme 
dispositifs  de  retention  (20a,  20b)  continue  a 
permettre  le  dechargement  depuis  ceux-ci  d'un 
lot  precedemment  regu  pendant  que  les  articles 
du  lot  suivant  pour  le  chemin  conceme  sont 
decharges  dans  le  chemin  conceme  et  conduits  le 
long  de  celui-ci  vers  son  dispositif  de  retention 
temporaire  (20a,  20b). 

2.  Appareil  selon  la  revendication  1,  dans  lequel 
lesdits  moyens  de  synchronisation  (44,  48  a  52) 
peuvent  fonctionner  de  fagon  a  declencher  le 
dechargement  d'un  lot  d'articles  depuis  I'un  des- 
dits  dispositifs  de  retention  temporaire  (20a,  20b) 
lors  de  I'achevement  d'un  tel  dechargement 
depuis  I'autre  desdits  dispositifs  de  retention 
temporaire. 

3.  Appareii  selon  la  revendication  1  ou  2,  dans 
lequel  lesdits  moyens  de  commande  (22,  40,  41, 
42)  peuvent  fonctionner  de  fagon  a  accomplir  des 
operations  de  selection  successives,  chaque  ope- 
ration  de  selection  etant  telle  qu'une  combinaison 
de  machines  de  pesage  (11,  12)  soit  selectionnee 
parmi  les  machines  de  pesage  de  ladite  pluralite 
qui  n'ont  pas  ete  selectionnees  dans  la  derniere 
operation  de  selection  effectuee,  et  lesdits 
moyens  de  synchronisation  (44,  48  a  52)  peuvent 
fonctionner,  pour  chacune  de  ces  combinaisons 
selectionnees,  de  fagon  a  declencher  le  relache- 
ment  des  articles  peses  depuis  la  combinaison 
selectionnee  de  machines  de  pesage  dans  I'un 
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