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©  An  electrostatic  air  cleaner  particularly  for  kitchen  forced  suction  hoods. 
(g)  An  electrostatic  air  cleaner  (1),  particularly  for  kitchen 
forced  suction  hoods  (13),  comprises  an  insulative  supporting 
shroud  (2)  having  an  inlet  opening  (3)  and  an  outlet  opening  (4)  1  '  
for  the  air  being  cleaned,  and  a  plate-like  electrode  (7)  of  a   ̂
conductive  material  carried  within  the  shroud  (2)  and  extending 
between  said  openings  (3,4).  A  bundle  (11,12)  of  parallel  wire  fP 
cables  (10)  are  installed  in  the  insulative  shroud  (2)  at  locations 
overlying  and  underlying  the  plate-like  electrode  (7).  The 
electrostatic  air  cleaner  (1)  has  a  simple  construction  and  is 
particularly  compact  in  size,  thereby  being  suitable  for 
incorporation  to  a  conventional  kitchen  forced  suction  hood 
(13). 
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Description 

figures  in  the  accompanying  drawing. 
In  the  drawing: 

Figure  1  shows  a  part-sectional  perspective 
view  of  an  electrostatic  air  cleaner  according  to 
the  invention; 

Figure  2  is  a  side  sectional  view  of  the  air 
cleaner  taken  along  the  line  II  in  Figure  1  ;  and 

Figure  3  is  a  side  sectional  view  of  a  kitchen 
forced  suction  hood  incorporating  the  air 
cleaner  of  Figure  1  . 

With  reference  to  the  drawing  figures,  the  num- 
eral  1  generally  designates  an  electrostatic  air 
cleaner  according  to  this  invention.  The  air  cleaner  1 
comprises  a  supporting  shroud  2  formed  .from  an 
insulating  material  from  the  electric  standpoint, 
which  has  an  inlet  opening  3  and  an  outlet  opening  4 
for  the  air  being  cleaned. 

Said  openings  3  and  4  are  formed  respectively 
through  opposedly  located  side  walls  5  and  6  of  the 
shroud  2. 

A  plate-like  electrode  7  made  of  a  conductive 
material  is  carried  in  the  shroud  2  to  extend  between 
said  openings,  3  and  4,  in  a  parallel  direction  to  the 
air  flow. 

Said  plate-like  electrode  7  is  held  conventionally 
within  the  shroud  2  by  opposed  side  walls  8  and  9, 
e.g.  by  means  of  a  longitudinal  slot  formed  inwardly 
on  each  said  side  walls,  8  and  9,  and  not  shown. 

A  first  bundle  11  and  a  second  bundle  12  of  wire 
cables  10  lying  parallel  to  one  another  are  installed 
inside  the  shroud  2  at  locations  respectively  over- 
lying  and  underlying  said  plate-like  electrode  7  at  a 
set  distance  therefrom. 

The  wire  cables  10  in  each  of  said  bundles  11  and 
12  are  connected  electrically  via  a  small  rigid 
crossbar  16  attached  to  their  ends. 

Thus,  both  the  plate-like  electrode  7  and  the  wire 
cable  bundles  11  and  12,  serving  in  turn  electrode 
functions,  are  intended  for  connection  to  respective 
poles  of  a  high  potential  difference  DC  voltage 
source;  the  plate-like  electrode  7,  for  example, 
would  be  connected  to  the  negative  pole  of  such  a 
voltage  source,  and  both  bundles  11  and  12  of  wire 
cables  would  be  connected  to  the  positive  pole  of 
the  source  15. 

Such  connections  are  established  with  the  inter- 
mediary  of  quick-connect  contact  means  located 
externally  on  the  shroud  2  and  omitted  from  the 
drawing. 

Advantageously,  with  particular  reference  to  the 
embodiment  of  Figure  3,  the  electrostatic  air 
cleaner  1  is  installed  in  a  kitchen  forced  suction  hood 
indicated  at  13.  The  forced  suction  hood  13  is  to  a 
known  design,  e.g.  the  model  available  commercially 
as  Model  040  and  manufactured  by  the  Applicant. 

The  hood  13  is  provided  with  an  internally 
mounted  suction  fan  14  driven  conventionally  by  an 
electric  motor  17  and  adapted  in  operation  to  draw  in 
ambient  air  through  a  grate  opening  18  and  a  suction 
compartment  or  duct  19. 

The  air  cleaner  1  is  mounted  within  the  compart- 

This  invention  relates  to  an  electrostatic  air 
cleaner  particularly  for  kitchen  forced  suction  hoods, 
of  a  type  which  comprises  an  insulative  supporting  5 
shroud  having  an  inlet  opening  and  an  outlet  opening 
for  the  air  being  cleaned. 

It  is  a  well-known  fact  that,  as  a  consequence  of 
air  pollution,  the  ambient  air  of  the  home  spaces 
where  one  lives  contains  particulate  matter  of  10 
various  description,  such  as  dust,  soot,  micropar- 
ticles,  and  bacteria,  which  are  breathed  and  harmful 
of  one's  health. 

Thus,  dwelling  spaces  in  particular  should  be 
equipped  with  air  cleaning  facilities  effective  to  filter  15 
out  and  trap  such  particulate  matter. 

To  this  aim,  the  prior  art  proposes  a  first  approach 
which  consists  of  providing  sophisticated  air  clean- 
ing  equipment,  usually  associated  with  air  condition- 
ing  systems,  and  serves  its  purpose  effectively  but  is  20 
evidently  expensive  and  complicated  to  install  and 
maintain  in  a  home  environment. 

A  second  approach  proposed  by  the  prior  art 
consists  of  providing  electrostatic  air  cleaners  of  the 
so-called  portable  type  which  generally  comprise  an  25 
electrostatic  cleaner  of  conventional  design,  filters 
for  dehumidifying  the  air  being  admitted  through  the 
electrostatic  cleaner,  active  carbon  filters  for  trap- 
ping  additional  particulate  matter,  odors  and  ozone 
as  may  escape  the  electrostatic  cleaner.  30 

The  electrostatic  cleaners  employed  in  such 
equipment  are  usually  formed  of  a  plurality  of  metal 
plates  densely  packed  together  and  being  con- 
nected  alternately  to  the  poles  of  a  potential 
difference  voltage  source  in  the  7,000  to  12,000  Volts  35 
range. 

Such  prior  apparatus,  while  serving  substantially 
their  purpose,  have  a  number  of  drawbacks  con- 
nected  with  their  high  cost,  bulk,  need  for  cleaning 
the  electrostatic  cleaner  plates  at  frequent  intervals,  40 
and  the  use  of  active  carbon  filters,  which  require  to 
be  replaced  periodically. 

The  technical  problem  underlying  this  invention  is 
to  provide  an  electrostatic  air  cleaner  which  has 
such  constructional  and  operational  features  as  to  45 
be  suitable  for  installation  in  a  conventional  design 
forced  suction  hood  for  kitchen  applications  so  as  to 
avail  itself  of  the  suction  action  provided  by  the  fan 
already  equipping  such  a  hood,  to  then  return  the 
cleaned  air  to  the  kitchen.  Thus,  the  drawbacks  50 
noted  in  connection  with  the  cited  prior  art  appara- 
tus  would  be  obviated. 

This  technical  problem  is  solved  by  an  electros- 
tatic  air  cleaner  of  the  type  specified  above  being 
characterized  in  that  a  plate-like  electrode  is  carried  55 
within  the  shroud  to  extend  between  said  openings, 
and  that  a  bundle  of  parallel  wire  cables  are  installed 
in  the  shroud  at  locations  overlying  and  underlying 
said  electrode. 

The  features  and  advantages  of  this  invention  will  60 
become  apparent  from  the  following  detailed  de- 
scription  of  an  embodiment  thereof,  given  by  way  of 
example  and  not  of  limitation  with  reference  to  the 
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ment  19  at  such  a  location  as  to  have  the  air  flow 
therethrough  directed  vertically.  Further,  an  electric 
resistor  20  is  mounted  across  an  outlet  duct  21 
provided  to  re-introduce  the  air  cleaned  through  the 
hood  13  into  the  space. 

The  operation  of  the  kitchen  forced  suction  hood 
as  incorporating  the  electrostatic  air  cleaner  of  this 
invention  will  be  described  herein  below. 

When  the  suction  fan  14  is  operated,  the  hood  13 
is  made  to  perform  its  suction  function  by  drawing  in 
ambient  air  through  the  duct  19.  At  the  same  time, 
the  electrostatic  air  cleaner  1  becomes  operative  to 
filter  out  particulate  matter  contained  in  the  air. 

More  specifically,  the  microparticles  of  various 
nature  which  make  up  such  particulate  matter  are 
first  ionized  by  the  wire  cable  bundles  11  and  12 
functioning  as  positive  electrodes,  and  then  at- 
tracted  onto  the  plate-like  electrode  7  with  opposite 
polarity. 

The  flowing  of  air  through  the  electrostatic  air 
cleaner  involves  ionization  of  the  air  molecules  and 
consequent  release  of  ozone.  Accordingly,  any 
fumes  and  offensive  odours  contained  in  the  air  to 
be  cleaned  are  subdued  by  the  oxidizing  action  of 
ozone. 

The  air  thus  cleaned  is  then  cycled  back  into  the 
space  whence  it  had  been  drawn  originally  after 
flowing  past  the  resistance  heater  20  which,  being 
brought  to  a  higher  temperature  than  250°  C, 
enables  restoration  of  the  ozone  to  the  oxygen 
stable  state. 

A  first,  apparent  advantages  of  the  electrostatic 
air  cleaner  according  to  the  invention  is  that  the 
parallel  wire  cables  forming  electrodes  promote 
ionization  of  the  particulate  matter  and  oxygen 
molecules  in  the  air  because  they  afford  the  ability  to 
power  the  air  cleaner  with  a  high  potential  difference 
despite  the  short  distance  separating  said  wire 
cables  from  the  plate-like  central  electrode.  Further- 
more,  its  simple  construction  combined  with  its 
compact  size  enbale  the  air  cleaner  to  be  in  kitchen 
forced  suction  hoods  of  otherwise  conventional 
design. 

The  peculiar  upright  position  imparted  to  the  air 
cleaner  within  the  suction  hood  will  keep  the  air 
cleaner  maintenance  and  periodic  cleaning  require- 
ments  at  a  minimum  since  the  particulate  matter 
picked  up  by  the  plate-like  central  electrode  is 
allowed-  to  fall  naturally  toward  the  grate  18  of  the 
hood.  With  this  position  setting,  the  use  of  a  steam 
barrier  for  the  intake  air  is  also  made  unnecessary. 

The  invention  is  also  particulatly  low  in  cost  and 
suitable  for  large  scale  industrial  production. 

said  openings  (3,4),  and  that  a  bundle  (11,12)  of 
parallel  wire  cables  (10)  are  installed  in  the 
shroud  (2)  at  locations  overlying  and  underlying 
said  electrode  (7). 

2.  A  kitchen  forced  suction  hood  (13)  of  a 
type  which  comprises  internally  a  duct  (19) 
provided  with  a  suction  fan  (14),  characterized 
in  that  it  includes  an  electrostatic  air  cleaner  (1) 
having  inlet  (3)  and  outlet  (4)  openings  for  the 
air  being  cleaned  and  being  mounted  in  said 
duct  (19)  at  such  a  location  as  to  have  the  air 
flow  therethrough  directed  vertically. 

3.  A  forced  suction  hood  according  to  Claim 
2,,  characterized  in  that  it  comprises  an  outlet 
duct  (21)  effective  to  return  the  cleaned  air  to 
said  kitchen  and  an  electric  resistance  heater 
(20)  mounted  transversely  across  said  outlet 
duct  (21). 
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Claims 

1.  An  electrostatic  air  cleaner  (1)  particularly 
for  kitchen  forced  suction  hoods  (13),  of  a  type 
which  comprises  an  insulative  supporting 
shroud  (2)  having  an  inlet  opening  (3)  and  an 
outlet  opening  (4)  for  the  air  being  cleaned, 
characterized  in  that  a  plate-like  electrode  (7)  is 
carried  within  the  shroud  (2)  to  extend  between 
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