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©  Trigger  circuit 

©  A  Schmitt  trigger  circuit  that  utilizes  field  effect 
transistors  and  which  is  fabricated  as  a  very  large 
scale  integrated  circuit.  The  trigger  circuit  includes  a 
voltage  comparator  (10-18)  which  has  two  inputs 
(20,24)  and  an  output  (44).  One  of  the  inputs  (20)  is 
connected  to  a  signal  source  (22)  and  the  other  input 
(24)  is  connected  to  trigger  control  voltages  that 
have  different  magnitudes.  The  trigger  control  vol- 
tages  are  developed  by  a  source  of  direct  voltage 
(28,32)  and  a  resistive  voltage  divider  (80,82)  con- 
nected  to  the  voltage  source.  The  trigger  control 
voltages  are  applied  to  the  voltage  comparator  (10- 
18)  by  N-channel  and  P-channel  field  effect  transis- 

_tors   (70,72)  which  are  biased  alternately  conductive 
^ i n   response  to  the  magnitude  of  the  output  voltage  of 

the  voltage  comparator  (10-18). 
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TRIGGER  CIRCUIT 

This  invention  relates  to  trigger  circuits  and 
more  particularly  to  a  Schmitt  trigger  circuit  that 
utilizes  metal  oxide  field  effect  transistors. 

Schmitt  triggers  that  use  field  effect  transistors 
are  known.  In  one  type  of  known  Schmitt  trigger  a 
voltage  comparator  is  provided  that  has  two  inputs. 
An  input  signal  is  applied  to  one  of  the  inputs  and 
a  trigger  control  voltage  that  varies,  dependent 
upon  the  switching  state  of  the  trigger  circuit,  is 
applied  to  the  other  input  of  the  voltage  compara- 
tor.  With  this  arrangement  the  Schmitt  trigger  ex- 
hibits  a  hysteresis  characteristic;  that  is,  the  trigger 
circuit  will  switch  state  when  the  magnitude  of  the 
input  signal  exceeds  a  predetermined  magnitude 
but  will  not  switch  back  to  its  original  switching 
state  until  the  magnitude  of  the  input  signal  drops 
to  a  value  that  is  lower  than  the  predetermined 
magnitude.  This  hysteresis  characteristic  provides 
noise  immunity  for  the  trigger  circuit. 

In  known  Schmitt  trigger  circuits,  the  variable 
trigger  control  voltage  for  one  of  the  inputs  of  the 
voltage  comparator  can  be  provided  by  a  voltage 
divider  comprised  of  the  series  connection  of  two 
voltage  divider  resistors  and  an  N-channel  (field 
effect)  transistor  that  are  connected  with  a  source 
of  direct  voltage.  One  of  the  inputs  of  the  voltage 
comparator  is  connected  to  a  junction  of  the  volt- 
age  divider  resistors.  The  arrangement  is  such  that 
when  the  N-channel  transistor  is  biased  noncon- 
ductive  the  voltage  at  the  junction  has  a  certain 
magnitude  and  when  the  N-channel  transistor  is 
biased  conductive  the  voltage  at  the  junction  drops 
to  a  lower  value.  The  conductive  or  nonconductive 
state  of  the  N-channei  transistor  depends  upon  the 
switching  state  of  the  trigger  circuit.  The  trigger 
circuit  can  be  modified  such  that  two  P-channel 
(field  effect)  transistors  are  substituted  for  the  two 
voltage  divider  resistors.  These  P-channel  transis- 
tors  operate  to  provide  a  voltage  divider  function. 

The  trigger  circuit  that  has  just  been  described 
has  certain  problems  when  the  N-channel  transistor 
is  conducting.  Process  variations  in  the  manufac- 
ture  of  the  N-channel  transistor  will  cause  the  volt- 
age  drop  Von  of  the  conducting  N-channel  transis- 
tor  to  vary.  This  directly  affects  the  value  of  the 
lower  voltage  switchpoint  of  the  trigger  circuit.  Vari- 
ations  are  further  more  pronounced  where  P-chan- 
nel  transistors  are  used  instead  of  resistors  since 
the  conducting  voltage  drop  of  the  P-channel  tran- 
sistors  can  vary  independently  of  the  conducting 
voltage  drop  of  the  N-channel  transistor.  In  this 
regard,  the  processes  for  manufacturing  the  N- 
channel  and  P-channel  transistors  are  not  the 
same.  It  accordingly  is  preferred  to  use  resistors  in 
the  voltage  divider  instead  of  the  P-channel  transis- 

tors  but  in  order  to  keep  the  currents  down,  the 
physical  size  of  the  resistors  might  be  very  large. 
The  size  of  the  N-channel  transistor  must  also  be 
sized  quite  large  whether  resistors  or  P-channel 

5  transistors  are  used  in  the  voltage  divider  to  keep 
its  conducting  voltage  drop  Von  to  a  low  value. 

It  accordingly  is  an  object  of  this  invention  to 
provide  a  trigger  circuit  that  overcomes  the  prob- 
lems  set  forth  above  that  are  associated  with  the 

10  use  of  the  N-channel  transistor  and  the  voltage 
divider  that  is  comprised  of  either  resistors  or  P- 
channel  transistors. 

To  this  end,  a  trigger  circuit  in  accordance  with 
the  present  invention  is  characterised  by  the  fea- 

75  tures  specified  in  the  characterising  portion  of 
claim  1. 

In  carrying  this  object  forward  the  trigger  circuit 
is  arranged  such  that  all  active  transistors  are  out 
of  the  current  path  that  sets  up  the  reference  or 

20  trigger  control  voltage  for  the  one  input  terminal  of 
the  voltage  comparator.  More  specifically,  a  trigger 
circuit  made  in  accordance  with  this  invention  uses 
a  pair  of  voltage  divider  resistors  connected  to  a 
source  of  direct  voltage.  The  voltage  divider  resis- 

25  tors  have  a  common  junction  the  voltage  of  which 
is  a  function  of  the  voltage  divider  ratio  of  the 
resistors.  The  trigger  circuit  further  has  a  series 
connected  P-channel  and  N-channel  transistor 
which  are  switched,  dependent  upon  the  switching 

30  state  of  the  trigger  circuit.  The  arrangement  is  such 
that  when  the  N-channel  transistor  is  biased  con- 
ductive  the  P-channei  transistor  is  biased  noncon- 
ductive  and  vice  versa.  The  N-  and  P-channel 
transistors  are  so  connected  to  one  of  the  input 

35  terminals  of  the  voltage  comparator  and  to  the 
common  junction  of  the  voltage  divider  and  to  the 
source  of  direct  voltage  that  when  the  N-channel 
transistor  is  conducting  it  connects  the  common 
junction  of  the  resistive  voltage  divider  to  the  input 

40  terminal  of  the  voltage  comparator.  When  the  P- 
channel  transistor  is  conductive  it  connects  the 
source  of  direct  voltage  directly  to  the  input  termi- 
nal  of  the  voltage  comparator. 

The  present  invention  will  now  be  described, 
45  by  way  of  example,  with  reference  to  the  accom- 

panying  drawings,  in  which:- 
Figure  1  is  a  schematic  circuit  diagram  of  a 

known  Schmitt  trigger  circuit; 
Figure  2  is  a  schematic  circuit  diagram  of  a 

so  known  modification  that  can  be  made  to  the 
Schmitt  trigger  circuit  of  Figure  1  ;  and 

Figure  3  is  a  schematic  circuit  diagram  of  a 
Schmitt  trigger  circuit  made  in  accordance  with  this 
invention. 
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In  describing  this  invention,  which  is  shown  in 
Figure  3,  the  known  Schmitt  trigger  circuits  of 
Figures  1  and  2  will  be  described  first.  After  the 
Schmitt  trigger  circuits  of  Figures  1  and  2  are 
described  the  disadvantages  of  these  circuits  will 
be  pointed  out. 

It  is  pointed  out  that  all  of  the  Schmitt  trigger 
circuits  to  be  described  are  manufactured  or  imple- 
mented  as  a  CMOS  very  large  scale  integrated 
circuit  or  chip  commonly  known  as  a  VLSI  chip. 

Referring  now  to  the  drawings  and  more  par- 
ticularly  to  Figure  1,  the  reference  numeral  10 
designates  a  (P-channel  metal  oxide-  field  effect) 
transistor  that  has  a  gate  G,  a  drain  D  and  source 
S.  Also  shown  in  Figure  1  is  an  (N-channel  metal 
oxide  field  effect)  transistor  12  having  a  gate  G,  a 
drain  D  and  a  source  S.  Transistor  10  has  an 
outwardly  directed  arrow  to  indicate  that  it  is  a  P- 
channel  transistor  and  transistor  12  has  an  inwardly 
directed  arrow  to  indicate  that  it  is  an  N-channel 
transistor.  The  remainder  of  the  field  effect  transis- 
tors,  to  be  described,  likewise  have  arrow  symbols 
to  indicate  whether  the  transistor  is  a  P-channel  or 
an  N-channel. 

The  transistors  10  and  12,  as  well  as  transis- 
tors  14,  16  and  18,  form  a  voltage  comparator.  A 
conductor  or  line  20,  which  is  connected  to  the 
gate  G  of  transistor  12,  forms  a  first  input  for  the 
voltage  comparator.  This  conductor  20  is  connect- 
ed  with  a  signal  source  22  by  conductor  23  and 
accordingly  the  conductor  20  is  the  signal  source 
input  to  the  voltage  comparator.  The  voltage  com- 
parator  has  a  second  input  on  line  or  conductor  24 
that  is  connected  to  the  gate  G  of  transistor  16. 
The  transistors  10,  14  and  18  operate  as  current 
source  transistors. 

The  signal  source  22  develops  a  signal  at  its 
output  which  is  shown  as  a  square  wave  signal  26 
(source  output  signal)  that  has  a  series  of  consecu- 
tively  occurring  pulses.  The  square  wave  signal  26 
may  be  developed  by  a  part  of  an  electronic  igni- 
tion  system  for  an  internal  combustion  engine  and 
may  be  a  spark  timing  signal.  Two  voltage  levels, 
indicated  by  dotted  lines  VA  and  VB,  are  shown  in 
Figure  1  for  one  of  the  square  wave  pulses.  The 
Schmitt  trigger  will  be  switched  to  one  state  when 
the  input  signal  is  increasing  and  when  its  mag- 
nitude  exceeds  VA.  The  circuit  will  not  switch  to  its 
other  switching  state  until  the  input  signal  de- 
creases  to  the  VB  level. 

The  direct  voltage  power  supply  for  the 
Schmitt  trigger  comprises  a  direct  voltage  source 
28  that  is  shown  as  a  battery.  The  direct  voltage 
source  28  may  be.  for  example,  a  12  volt  storage 
battery  on  a  motor  vehicle.  The  direct  voltage 
source  28  feeds  a  (five  volt)  regulator  30  and  a  (2.1 
volt)  regulator  32.  The  regulated  2.1  volt  output  of 
regulator  32  is  applied  to  a  conductor  34  of  the 

Schmitt  trigger  by  a  conductor  36.  The  regulated 
five  volt  output  of  regulator  30  is  applied  to  the 
source  electrodes  S  of  transistors  10  and  14  by 
conductor  38. 

5  The  Schmitt  trigger  has  an  N-channel  transistor 
40,  the  source  of  which  is  connected  to  ground. 
The  gate  G  of  N-channel  transistor  40  is  connected 
to  a  conductor  42  which  in  turn  is  connected  to  a 
line  44  which  is  the  output  of  the  trigger  circuit.  A 

io  resistor  46  is  connected  between  the  drain  D  of  N- 
channel  transistor  40  and  a  junction  48  that  is 
connected  to  conductor  24.  Another  resistor  50  is 
connected  between  junction  48  and  conductor  34. 

The  drain  electrode  D  of  transistor  14  is  con- 
15  nected  to  the  drain  electrode  D  of  transistor  16  by 

conductor  52  which  is  also  connected  to  node  or 
junction  54.  The  junction  54  is  connected  to  the 
input  of  an  inverter  56  by  line  58.  The  output  of 
inverter  56  is  connected  to  the  input  of  inverter  60 

20  and  the  output  of  this  inverter  is  connected  to  the 
(output)  line  44  of  the  trigger  circuit.  The  inverters 
56,60  operate  as  buffers  and  also  serve  to  square- 
up  the  output  signal  of  the  trigger  circuit. 

The  operation  of  the  trigger  circuit  shown  in 
25  Figure  1  will  now  be  described.  The  switchpoint  of 

the  voltage  comparator  will  be  determined  by  the 
voltage  on  conductor  24  that  is  connected  to  the 
gate  G  of  transistor  16.  When  the  input  signal 
voltage  on  conductor  20  is  less  than  the  voltage  on 

30  conductor  24  the  voltage  at  junction  54  will  go  low 
as  will  the  voltage  on  line  44.  In  this  case  transistor 
16  is  biased  conductive.  When  the  input  signal 
voltage  on  conductor  20  is  greater  than  the  voltage 
on  conductor  24,  transistor  16  will  be  biased  non- 

35  conductive,  causing  the  voltage  at  junction  54  and 
(output)  line  44  to  go  high. 

The  voltage  at  conductor  24  will  vary,  depend- 
ing  upon  the  switching  state  of  the  trigger  circuit. 
Thus,  when  the  output  on  line  44  is  low,  N-channel 

40  transistor  40  will  be  biased  nonconductive  so  that 
there  is  no  current  path  to  ground  through  conduc- 
tor  34  and  resistors  50  and  46.  The  voltage  at 
conductor  24  will  be  about  equal  to  2.1  volts  that  is 
applied  to  conductor  34  by  regulator  32.  This  cor- 

45  responds  to  the  voltage  level  VA  shown  in  Figure  1  . 
When  the  output  on  line  44  goes  high,  N-channel 
transistor  40  is  biased  conductive.  A  voltage  divider 
is  now  connected  between  conductor  34  and 
ground  which  is  comprised  of  resistors  50  and  46 

50  and  conducting  N-channel  transistor  40.  The  volt- 
age  at  junction  48  and  conductor  24  will  now  drop 
to  a  value  that  is  less  than  2.1  volts.  The  voltage  at 
junction  48  will  now  be  related  to  the  input  voltage 
(2.1  volts)  to  the  voltage  drop  across  N-channel 

55  transistor  40  and  the  relative  resistance  values  of 
resistors  50  and  46  that  have  a  predetermined 
ratio.  The  values  of  resistors  50  and  46  and  the 
voltage  drop  across  N-channel  transistor  40  can  be 
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Referring  now  to  Figure  3,  it  can  be  seen  that 
the  circuit  has  an  N-channel  (field  effect)  transistor 
70  and  P-channel  (field  effect)  transistor  72.  The 
drain  D  of  P-channel  transistor  72  is  connected  to 

s  the  drain  D  of  N-channel  transistor  70  by  conductor 
74  which  is  also  connected  to  junction  or  node  76. 
The  junction  76  is  connected  to  (input)  conductor 
24  of  the  voltage  comparator.  The  gate  electrodes 
G  of  N-  and  P-channel  transistors  70  and  72  are 

to  connected  to  the  (output)  line  44  of  the  trigger 
circuit  by  line  or  conductor  78.  Line  58  and  con- 
ductor  78  thereby  define  coupling  means  coupled 
to  line  44  and  the  gates  G  of  N-  and  P-channel 
transistors  70,72. 

75  The  conductor  34  is  supplied  with  2.1  volts 
from  the  (2.1  volt)  regulator  32.  Connected  between 
conductor  34  and  ground  is  a  voltage  divider  com- 
prised  of  series  connected  resistors  80  and  82  that 
have  a  common  junction  or  node  84.  This  junction 

20  84  is  connected  to  the  source  electrode  S  of  N- 
channel  transistor  70  via  conductor  or  line  86.  The 
conductor  34  that  has  2.1  volts  applied  thereto  is 
connected  to  the  source  electrode  S  of  P-channel 
transistor  72.  Direct  voltage  source  28  and  voltage 

25  divider  80,82  thereby  define  developing  means  for 
developing  first  and  second  trigger  control  voltage 
that  have  different  voltage  magnitudes. 

The  operation  of  the  trigger  circuit  shown  in 
Figure  3  will  now  be  described.  The  voltage  com- 

30  parator  of  Figure  3  is  identical  with  the  voltage 
comparator  of  Figure  1  and  the  voltage  comparator 
of  Figure  3  accordingly  operates  in  the  same  man- 
ner  as  has  been  described  in  connection  with  the 
description  of  Figure  1.  In  Figure  3,  the  conductive 

35  or  nonconductive  states  of  N-  and  P-channel  tran- 
sistors  70  and  72  depends  on  the  state  of  the 
output  voltage  on  line  44.  When  the  output  voltage 
on  line  44  goes  high  the  gates  G  of  N-  and  P- 
channel  transistors  70  and  72  both  go  high  via 

40  conductor  78  with  the  result  that  N-channel  transis- 
tor  70  is  biased  conductive  between  its  drain  D  and 
source  S  and  P-channel  transistor  72  is  biased 
nonconductive.  The  voltage  at  junction  84  is  now 
applied  to  the  gate  of  transistor  16  via  conducting 

45  N-channel  transistor  70.  The  voltage  drop  across 
N-channel  transistor  70  is  virtually  zero  because  of 
the  high  input  impedance  of  the  gate  circuit  of 
transistor  16.  Putting  it  another  way,  there  is  only  a 
very  small  current  that  passes  through  conducting 

50  N-channel  transistor  70  because  of  the  high  input 
impedance  of  transistor  16  and  accordingly  the 
voltage  applied  to  the  gate  G  of  transistor  16  will 
be  substantially  equal  to  the  voltage  at  junction  84. 
The  voltage  at  junction  84  corresponds  to  the  lower 

55  switchpoint  voltage  VB  which  may  be,  for  example, 
0.8  to  1  .2  volts. 

When  the  output  voltage  on  line  44  goes  low, 
P-channel  transistor  72  is  biased  conductive  be- 

selected  such  that  when  N-channel  transistor  40  is 
conducting  the  voltage  at  conductor  24  will,  for 
example,  be  0.8  to  1.2  volts.  This  corresponds  to 
voltage  VB  shown  in  Figure  1  . 

In  summary,  when  an  increasing  input  signal 
transition  occurs  that  goes  though  VA  the  trigger 
circuit  switches  such  that  the  output  on  line  44 
goes  from  low  to  high  and  the  voltage  on  conductor 
24  goes  from  the  2.1  volt  level  to  the  lower  voltage 
level.  When  a  decreasing  input  signal  transition 
occurs  that  goes  through  the  lower  voltage  level  VB 
the  output  on  line  44  goes  from  high  to  low  and  the 
voltage  at  conductor  24  goes  from  the  lower  level 
back  to  the  higher  2.1  volt  level. 

Figure  2  illustrates  a  modification  that  can  be 
made  to  the  trigger  circuit  of  Figure  1  .  In  Figure  2, 
only  a  portion  of  the  Figure  1  circuit  is  illustrated 
and  the  same  reference  numerals  have  been  used 
to  identify  corresponding  parts.  In  Figure  2,  P- 
channel  transistors  62  and  64  have  been  substi- 
tuted  respectively  for  the  resistors  46  and  50  that 
are  used  in  the  Figure  1  circuit.  The  P-channel 
transistors  62  and  64  provide  a  voltage  divider 
circuit;  that  is,  the  voltage  at  junction  48  will  be  a 
function  of  the  voltage  drop  across  the  P-channel 
transistors  62  and  64. 

The  disadvantages  and  problems  associated 
with  the  trigger  circuits  of  Figures  1  and  2  will  now 
be  described,  keeping  in  mind  that  the  trigger 
circuits  are  manufactured  as  VSLI  chips.  One  of  the 
problems  associated  with  the  circuits  of  Figures  1 
and  2  arises  when  N-channel  transistor  40  is  con- 
ducting.  Process  variations  in  the  manufacture  of 
N-channel  transistor  40  will  cause  the  voltage  drop 
Von  of  this  N-channel  transistor  to  vary.  This  di- 
rectly  affects  the  value  of  the  lower  switchpoint 
■voltage  VB  of  the  trigger  circuit.  In  the  Figure  2 
circuit  the  variation  in  switchpoint  voltage  is  more 
pronounced  since  the  voltage  drops  across  the  P- 
channel  transistors  62  and  64  can  vary  indepen- 
dently  of  the  voltage  drop  across  the  N-channel 
transistor  40  because  different  processes  are  used 
to  manufacture  N-channel  and  P-channel  transis- 
tors.  For  this  reason,  the  resistors  46  and  50,  used 
in  Figure  1,  are  preferred  but  in  order  to  keep 
currents  down,  the  physical  size  of  the  resistors  46 
and  50  might  be  very  large.  N-channel  transistor  40 
must  also  be  sized  quite  large  in  both  circuits  to 
keep  its  voltage  drop  Von  to  a  low  value. 

The  trigger  circuit  of  this  invention,  which  is 
■shown  in  Figure  3,  overcomes  the  problems  asso- 
ciated  with  the  circuits  of  Figures  1  and  2.  The 
circuit  of  Figure  3  will  now  be  described.  The 
circuit  of  Figure  3  uses  most  of  the  components  of 
the  circuit  of  Figure  1  and  the  same  reference 
numerals  have  been  used  in  Figure  3  as  were  used 
in  Figure  1  to  identify  corresponding  circuit  ele- 
ments. 
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parator  being  switched  to  a  second  state  wherein 
the  output  (44)  has  an  output  signal  of  a  second 
predetermined  magnitude  that  is  lower  than  the 
first  predetermined  magnitude  when  the  voltage 

5  applied  to  the  first  input  (20)  is  lower  than  the 
voltage  applied  to  the  second  input  (24),  and  cou- 
pling  means  (58)  coupled  to  the  output  (44), 
characterised  by  developing  means  (28,80,82)  for 
developing  first  and  second  trigger  control  voltages 

10  that  have  different  voltage  magnitudes;  by  a  first 
field  effect  transistor  (72)  operative  when  conduc- 
tive  to  apply  the  first  trigger  control  voltage  to  the 
second  input  (24);  by  a  second  field  effect  transis- 
tor  (70)  operative  when  conductive  to  apply  the 

rs  second  trigger  control  voltage  to  the  second  input 
(24);  and  in  that  the  coupling  means  (58,78)  is  also 
coupled  to  the  gates  G  of  the  field  effect  transistors 
(70,72)  and  responsive  to  the  magnitude  of  the 
output  signal  for  causing  the  field  effect  transistors 

20  to  be  biased  alternately  conductive. 
2.  A  trigger  circuit  according  to  claim  1, 

wherein  the  developing  means  comprises  a  source 
of  direct  voltage  (28,32)  and  a  voltage  divider  com- 
prised  of  a  plurality  of  resistors  (80,82)  connected 

25  to  the  source  of  direct  voltage. 
3.  A  trigger  circuit  according  to  claim  1  or 

claim  2,  wherein  one  of  the  field  effect  transistors  is 
a  P-channel  transistor  (72)  and  the  other  field  effect 
transistor  is  an  N-channel  transistor  (70). 

30  4.  A  trigger  circuit  as  claimed  in  claim  3, 
wherein  the  first  trigger  control  voltage  is  a  first 
positive  direct  voltage  having  a  first  magnitude, 
wherein  the  second  trigger  control  voltage  is  a 
second  positive  direct  voltage  that  has  a  magnitude 

35  that  is  less  than  the  first  magnitude,  wherein  the  P- 
channel  transistor  (72)  has  its  source  (S)  connected 
to  the  first  positive  direct  voltage  and  has  its  drain 
(D)  connected  to  the  second  input  (24)  of  the 
voltage  comparator  (10-18),  wherein  the  N-channel 

40  transistor  (70)  has  its  source  (S)  connected  to  the 
second  positive  direct  voltage  and  has  its  drain  (D) 
connected  to  the  second  input  (24)  of  the  voltage 
comparator,  and  wherein  the  coupling  means 
(58,78)  is  coupled  to  the  gates  (G)  of  the  P-and  N- 

45  channel  transistors. 
5.  A  trigger  circuit  according  to  claim  4, 

wherein  the  second  positive  direct  voltage  is  devel- 
oped  by  a  voltage  divider  that  is  comprised  of  a 
plurality  of  series  connected  resistors  (80,82),  the 

so  voltage  divider  being  connected  across  a  source 
(28,32)  of  direct  voltage. 

tween  its  source  S  and  drain  D  and  N-channel 
transistor  70  is  biased  nonconductive.  The  voltage 
on  conductor  34  (2.1  volts)  is  now  applied  to  the 
gate  G  of  transistor  16  via  conducting  P-channel 
transistor  72.  The  voltage  drop  across  P-channel 
transistor  72  is  virtually  zero  because  of  the  high 
input  impedance  of  transistor  16  so  that  the  voltage 
applied  to  the  gate  G  of  transistor  16  is  substan- 
tially  equal  to  the  voltage  of  conductor  34. 

The  circuit  of  Figure  3  overcomes  the  prob- 
lems  associated  with  the  circuits  of  Figures  1  and 
2.  Thus,  all  active  transistors  of  the  Figure  3  circuit 
are  out  of  the  current  path  that  sets  up  the  refer- 
ence  trigger  voltage  that  is  applied  to  conductor  24. 
Thus,  when  P-channel  transistor  72  is  conductive 
and  N-channel  transistor  70  is  nonconductive,  there 
is  relatively  no  current  flowing  through  P-channel 
transistor  72  and  the  voltage  drop  across  P-channel 
transistor  72  will  be  close  to  zero  volts.  Likewise, 
when  N-channel  transistor  70  is  conductive  and  P- 
channel  transistor  72  nonconductive  there  is  rela- 
tively  no  current  flowing  through  N-channel  transis- 
tor  70  so  that  the  voltage  drop  across  N-channel 
transistor  70  will  be  close  to  zero  volts. 

N-  and  P-channel  transistors  70  and  72  need  to 
be  sized  to  assure  that  they  can  quickly  switch  to 
provide  the  two  trigger  voltages  VA  and  VB  to 
conductor  24.  This  size,  however,  is  much  less 
than  the  size  that  is  needed  for  the  N-channel 
transistor  40  of  the  circuits  of  Figures  1  and  2.  The 
sizing  of  resistors  80  and  82  is  determined  by  the 
amount  of  current  that  can  be  handled  by  the 
voltage  supply  for  conductor  34.  This  amount  of 
current  is  typically  large  enough  that  the  resistor 
sizes  of  resistors  80  and  82  can  be  small. 

The  voltage  divider  or  ladder  comprised  of 
resistors  80  and  82  can  be  used  to  provide  the 
trigger  or  reference  voltages  to  more  than  one 
Schmitt  trigger.  Thus,  the  voltages  at  conductor  34 
and  junction  84  can  be  applied  to  a  plurality  of 
Schmitt  trigger  circuits  that  are  identical  to  the 
single  Schmitt  trigger  circuit  shown  in  Figure  3. 

Claims 

1  .  A  trigger  circuit  which  is  switchable  between 
first  and  second  switching  states  in  response  to 
variations  in  amplitude  of  an  input  signal  compris- 
ing,  a  voltage  comparator  (10-18)  having  first  (20) 
and  second  (24)  inputs  and  an  output  (44),  a  signal 
source  (22)  coupled  to  the  first  input,  and  having  a 
source  output  signal  (26)  of  varying  magnitude,  the 
voltage  comparator  being  switched  to  a  first  state 
wherein  the  output  (44)  has  an  output  signal  of  a 
first  predetermined  magnitude  when  the  voltage 
applied  to  the  first  input  (20)  exceeds  the  voltage 
applied  to  the  second  input  (24),  the  voltage  com- 
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