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Description

FIELD OF THE INVENTION

[0001] The present invention relates to an arranging
structure of vehicle interior components in which a plu-
rality of interior components, such as a curtain airbag and
a grab rail, are arranged on a panel member of a side
portion of a vehicle roof.

DESCRIPTION OF THE RELATED ART

[0002] In recent years, there has been developed a
curtain airbag apparatus which, when a vehicle collides
on a side surface thereof, deploys an airbag between an
occupant and a side portion of a vehicle body in order to
protect the occupant.
[0003] The airbag of the curtain airbag apparatus is
folded and is attached to a vehicle interior side surface
of a panel member disposed in a side portion of a vehicle
roof. Normally, i.e., when the airbag is not deployed, a
lower side of the airbag is covered by an end portion of
a roof lining. The roof lining is a cover material on an
interior side of the vehicle. When an impact is applied to
the vehicle due to its collision or the like, a high-pressure
gas is injected from an inflator into the airbag, whereby
the airbag is downwardly deployed from the side portion
of the vehicle roof to form a wall between the occupant
and the side portion of the vehicle body for protection of
the occupant.
[0004] On the side portion of the vehicle roof, some
other interior components, such as a grab rail to be
grabbed by the occupant, are attached on the interior
side. Thus, in a vehicle equipped with the curtain airbag
apparatus, the interior components such as the grab rail
need to be arranged so as to avoid interfering with the
airbag.
[0005] For example, JP 10-138859 A discloses an ar-
ranging structure of interior components, in which a
bracket is attached to a vehicle interior side surface of a
panel member disposed in a side portion of a vehicle
roof. The bracket extends inwardly in a vehicle width di-
rection, and a grab rail (a first interior component) is at-
tached to a component mounting base of the bracket. An
airbag (a second interior component) is disposed on a
lower side of the component mounting base, and is offset
with respect to the component mounting base toward an
outer side in the vehicle width direction.
[0006] However, in this related-art structure, because
the grab rail is disposed on an upper side of a storage
portion of the airbag and on an inner side of the storage
portion of the airbag in the vehicle width direction, the
mounting portion of the grab rail is likely to become a
constraint on a design of various equipments on a roof
portion of the vehicle.
[0007] A structur of arranging interior components ac-
cording to the preamble of claim 1 is known from DE 298
06 080.

SUMMARY OF THE INVENTION

[0008] It is an object of the present invention to provide
an arranging structure of vehicle interior components in
which first and second interior components are arranged
on a panel member of a side portion of a vehicle roof
without incurring the problem described above, thereby
improving a design freedom of a roof portion of the ve-
hicle.
[0009] According to one or more exemplary embodi-
ment of the present invention, a structure of arranging
interior components of a vehicle is provided. The struc-
ture includes a panel member extending along a side of
a roof of the vehicle, and a bracket having a fixing base
attached to the panel member, a first attaching base to
which a first interior component is attached, and a bent
piece connecting the fixing base and the first attaching
base. The bent piece includes a sideward extending por-
tion which inwardly extends in a width direction of the
vehicle from the fixing base, and a downward extending
portion which downwardly extends from the sideward ex-
tending portion and to which the first attaching base is
connected. A second interior component is arranged be-
tween a space surrounded by the panel member and the
bent piece.
[0010] According to one or more exemplary embodi-
ment of the present invention, the structure further in-
cludes a guide portion provided on at least one of a lower
edge of the bent piece and the first attaching base. The
second interior component is a folded airbag, and the
guide portion is configured to guide the airbag away from
the first interior component when deploying the airbag.
[0011] According to one or more exemplary embodi-
ment of the present invention, the structure further in-
cludes a roof lining. The first interior component is a grab
rail adapted to be grabbed by an occupant inside the
vehicle. The first attaching base is arranged to face away
from the airbag, and the roof lining is fixedly held between
the first attaching base and the grab rail.
[0012] According to one or more exemplary embodi-
ment of the present invention, a section of the panel mem-
ber and the bent piece form an inverted U shape such
that the space is downwardly opened.
[0013] According to one or more exemplary embodi-
ment of the present invention, the structure further in-
cludes a reinforcing rib upwardly protruding from an up-
per side edge of the first attaching base.
[0014] According to one or more exemplary embodi-
ment of the present invention, the bracket has a second
attaching base to which the second interior component
is attached, and the first attaching base is disposed lower
than the second attaching base.
[0015] According to one or more exemplary embodi-
ment of the present invention, the structure further in-
cludes a holding cover inside which the second interior
component is accommodated. The holding cover is at-
tached to the second attaching base, and is downwardly
opened.
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[0016] According to one or more exemplary embodi-
ment of the present invention, the bracket is formed in a
one-piece structure.

BRIEF DESCRIPTION OF THE DRAWINGS

[0017]

Fig. 1 is a perspective view of a vehicle according to
an exemplary embodiment of the present invention;
Fig. 2 is a front view seen from an interior side of the
vehicle, showing how a curtain side-airbag appara-
tus is attached in an exemplary embodiment of the
present invention;
Fig. 3 is an enlarged front view of the portion III in
Fig. 2;
Fig. 4 is a sectional view taken along the line IV IV
in Fig. 3;
Fig. 5 is a perspective view of a bracket according
to an exemplary embodiment; and
Fig. 6 is another perspective view of the bracket.

DETAILED DESCRIPTION

[0018] Hereinafter, exemplary embodiments of the
present invention will be explained with reference to the
drawings. The following exemplary embodiments do not
limit the scope of the invention. In the description, for
convenience of explanation, respective directions are
based on a condition that components are attached to a
vehicle body.
[0019] Fig. 1 is a perspective view of a vehicle 10, when
it is obliquely viewed from a right-rear side of the vehicle
10. As shown in Fig. 1, the vehicle 10 includes a roof 11
which is a part of a vehicle body, roof side rails 12 ex-
tending along a longitudinal direction of the vehicle 10
on respective sides of the roof 11, and curtain airbag
apparatuses 13. An airbag 14 (a second interior compo-
nent) of each of the curtain airbag apparatuses 13 is fold-
ed and is attached on a vehicle interior side of the cor-
responding one of the roof side rails 12.
[0020] Fig. 2 is a front view seen from the interior side
of the vehicle 10, showing a portion near the roof side
rail 12 on the right side in Fig. 1. In Fig. 2, for convenience
of illustration, the roof side rail 12 and a cover member
on the interior side of the vehicle 10 are not shown. As
shown in Fig. 2, the airbag 14 of the curtain airbag ap-
paratus 13 is folded and is accommodated in a resin-
made holding cover 15 having an inverted U-shaped sec-
tion. The holding cover 15 is attached, with its opening
facing substantially downward, in a range from a front
pillar 16 (see Fig. 1) along the roof side rail 12. An inflator
17 is coupled to the folded airbag 14. The inflator 17
generates a gas pressure when an impact is applied to
the vehicle due to its side-collision or the like. When a
high pressure gas is introduced from the inflator 17 into
the airbag 14, the airbag 14 is deployed in the downward
direction. The airbag 14 is deployable, on the vehicle

interior side, like a curtain over a wide range from the
front pillar 16 to the vicinity of a rear portion of the vehicle
body, thereby protecting occupants inside the vehicle
with a cushioning action by the gas pressure.
[0021] Fig. 3 is an enlarged view of the portion III in
Fig. 2, and Fig. 4 is a sectional view taken along the line
IV-IV in Fig. 3. In Figs. 2 and 3, the roof side rail 12 the
cover material on the vehicle interior side are omitted.
However, as shown in Fig. 4, each of the roof side rails
12 includes an outer panel 12a on the outer side of the
vehicle and an inner panel 12b (a panel member) on the
inner side of the vehicle. The outer panel 12a and the
inner panel 12b are joined to together to form a closed
section structure. Further, a roof lining 18, i.e., a cover
material, is attached on a ceiling portion of the vehicle
interior. The side edge of the roof lining 18 in the vehicle
width direction is extended to the vicinity of joining flanges
12c on lower ends of the outer panel 12a and inner panel
12b of the roof side rail 12, and is made in contact with
a seal member 19 attached to the flanges 12c.
[0022] As shown in Fig. 4, the inner panel 12b of the
roof side rail 12 includes a vertical wall 20 which is in-
wardly extended from the flange 12c on the lower end of
the inner panel 12b and is then upwardly bent. An upper
end portion of the vertical wall 20 is bent inwardly in the
vehicle width direction, and is joined to the outer panel
12a where the outer panel 12a is joined to a roof panel
11 a.
[0023] A grab rail 22 (a second interior component) is
attached on an inner surface of the vertical wall 20 of the
inner panel 12b, facing a seat (not shown) inside the ve-
hicle interior, via a metallic bracket 21. The grab rail 22
is grabbed by an occupant seated on the seat for the
purpose of keeping an occupant’s posture and ensuring
occupant’s safety. The grab rail 22 includes a grab portion
22a (see Fig. 3) to be grabbed by the occupant, clips 23
(see Fig. 4) fixing the grab portion 22a to the bracket 21.
The grab portion 22a may also be fixed to the bracket 21
with screws.
[0024] Figs. 5 and 6 are perspective views of the brack-
et 21, each of the figures being viewed from different
directions. As shown in these figures, the bracket 21 is
formed by pressing a long metal plate, and is attached
to the inner panel 12b of the roof side rail 12 such that a
longitudinal direction of the bracket 21 extends along the
longitudinal direction of the vehicle body. The bracket 21
includes fixing bases 24 on respective end portions in
the longitudinal direction thereof, first attaching bases 28
disposed between the fixing bases 24, and a second at-
taching base 25 disposed substantially in the middle in
the longitudinal direction of the bracket 21 between the
first attaching cases 28. The fixing bases 24, the first
attaching bases 28 and the second attaching base 25
are all substantially flat. As shown in Fig. 3, each of the
fixing bases 24 is fixed to the inner panel 12b with a cor-
responding bolt 26. The second attaching base 25 is dis-
posed slightly on an inner side than the fixing base 24 in
the vehicle body width direction, and the airbag 14 and
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the holding cover 15 are attachable to the second attach-
ing base 25: More specifically, as shown in Fig. 3, an
upper end portion 14a of the belt-shaped airbag 14 is
joined to a central portion of the second attaching base
25 with a holding member 27 and a bolt 40, and mounting
pieces 15a of the holding cover 15 is engaged with por-
tions of the second attaching base 25 on respective sides
of the bolt connected portion.
[0025] Each of the first attaching bases 28 of the brack-
et 21 is interposed between the second attaching base
25 and the respective fixing bases 24, and is formed with
a slot 29 extending in the longitudinal direction of the
vehicle body. The end portions of the grab rail 22 are
engaged with these slots 29 respectively.
[0026] Each of the first attaching bases 28 is connect-
ed to the second attaching base 25 and the adjacent
fixing base 24 via bent pieces 30, 31. The bent pieces
30, 31 are respectively formed by bending the plate sub-
stantially at right angles with respect to the fixing bases
24 and the second attaching base 25 so as to extend in
a plate thickness direction of the fixing bases 24 and the
second attaching base 25. As shown in Figs 4 and 6, a
surface of each of the bent pieces 30, 31, which is per-
pendicular to a plate thickness direction thereof, is
formed substantially in an L shape. More specifically,
each of the bent pieces 30, 31 includes a sideward ex-
tending portion 30a, 31a which inwardly extends in the
vehicle width direction from the fixing bases 24 or the
second attaching base 25, and a downward extending
portion 30b, 31b which downwardly extends from a lead-
ing end portion of the sideward extending portion 30a,
31a. Each of the first attaching bases 28 is contiguously
connected to end portions of the respective downward
extending portions 30b, 31b such that the first attaching
bases 28 downwardly face toward the inner side in the
vehicle width direction. As shown in Fig. 4 (although only
the bent piece 30 is shown in Fig. 4, the other bent piece
31 has a similar configuration as the bent piece 30), in a
state in which the bracket 21 is attached to the vertical
wall 20 of the inner panel 12b, the vertical wall 20 and
each of the bent pieces 30, 31 form a space therebe-
tween. This space has an inverted U-shape which is
downwardly opened, and is used as a component ac-
commodating portion 32 inside which the airbag 14 is
accommodated together with the holding cover 15. As
described above, each of the first attaching bases 28
faces obliquely downward, toward the inner side in the
vehicle width direction. Thus, in other words, each of the
first attaching bases 28 is disposed so as to face in a
direction away from the attaching base portion of the air-
bag 14.
[0027] A reinforcing rib 33 is provided on an upper side
edge of each of the first attaching bases 28, and a guide
wall 34 (a guide portion) is provided on a lower side edge
of the first attaching bases 28. The reinforcing rib 33 is
formed by upwardly bending an upper edge portion of
each of the first attaching bases 28 substantially at right
angles, thereby improving rigidity of the first attaching

bases 28 as well as the handling of the bracket 21. The
guide wall 34 is formed by downwardly bending a lower
edge portion of each of the first attaching bases 28 sub-
stantially in a vertical direction such that the guide wall
34 is positioned substantially right below a side wall of
the holding cover 15 on the vehicle interior side, and such
that the guide wall 34 and the side wall of the holding
cover 15 is substantially on the same plane. The guide
wall 34 serves as a guide portion which, when deploying
the airbag 14, restricts the deployment of the airbag 14
in a certain direction.
[0028] As shown in Fig. 4, a side edge portion of the
roof lining 18 in the vehicle width direction is placed along
an inner side surface of each of the first attaching bases
28 of the bracket 21 and is fixed to the first attaching
bases 28 together with the grab rail 22 such that the roof
lining 18 is held between the first attaching bases 28 and
the end portions of the grab rail 22. When deploying the
airbag 14, a side edge of the roof lining 18 on an outer
side of the first attaching bases 28 is pushed and is down-
wardly opened so as to allow the deployment of the airbag
14.
[0029] According to the configuration described
above, when an impact is input to the vehicle 10 due to
the side collision thereof, the airbag 14 is downwardly
deployed by receiving a high pressure gas supplied from
the inflator 17. Upon deploying the airbag 14, the airbag
14 downwardly pushes the side edge portion of the roof
lining 18 while being restricted by the guide wall 34 of
the bracket 21, whereby a thrust of the airbag 14 is pre-
vented from being unnecessarily applied to the attaching
portions of the roof lining 18 and the grab rail 22. There-
fore, the roof lining 18 is prevented from being unneces-
sarily turned downward, and the grab rail 22 is prevented
form being damaged.
[0030] According to the arranging structure of the in-
terior components of the vehicle 10, the grab rail 22 is
attached to the inner panel 12b of the roof side rail 12
via the bracket 21 having the substantially L-shaped bent
pieces 30, 31, and the airbag 14 of the curtain airbag
apparatus 13 is disposed inside the substantially inverted
U-shaped component accommodating portion 32 sur-
rounded by the inner panel 12b and the bent pieces 30,
31 of the bracket 21. That is, the grab rail 22 (the first
interior component) and the airbag 14 (the second interior
component) are arranged such that the grab rail 22 is not
largely offset in the upward direction with respect to the
airbag 14. Therefore, even in a case where a sufficient
roof height cannot be obtained, the grab rail 22 and the
airbag 14 can be arranged in a compact manner without
narrowing the design freedom of the equipments, such
as a sunroof, to be arranged in a portion of the roof 11.
More specifically, according to the arranging structure of
the interior components of the vehicle 10, the bent pieces
30, 31 of the bracket 21 straddle an upper portion of the
airbag 14, and the bracket 21 is attached to the vertical
wall 20 of the inner panel 12b. Thus, it is possible to
prevent a center side space of the roof 11 from being
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reduced by the occupation of the bracket 21, and as a
result, a sufficient space for providing an opening of the
sunroof and a sunshade for opening and closing the sun-
roof opening or the like can be ensured in the portion of
in the roof 11.
[0031] Further, the guide wall 34 is provided on the
lower side edge of each of the first attaching bases 28
of the bracket 21 in order to prevent the airbag 14 from
being deployed in the direction toward the attaching por-
tion of the grab rail 22. Thus, when deploying the airbag
14, the airbag 14 is prevented from interfering with the
grab rail 22, and the thrust of the airbag 14 is prevented
from being excessively applied to the attaching portion
of the grab rail 22, whereby the attaching portion of the
grab rail 22 can be sufficiently protected. Especially, in
the bracket 21 according to the exemplary embodiment,
the guide wall 34 integrally formed by bending the lower
edge portion of each of the first attaching bases 28.
Therefore, it is advantageous in that a manufacturing cost
is reduced because of the simplified structure, and in that
the strength of the first attaching bases 28 is improved.
[0032] Further, the first attaching bases 28 of the
bracket 21 are disposed such that they face inwardly
downward in the vehicle width direction, i.e., in a direction
away from the airbag 14, and the grab rail 22 and roof
lining 18 are attached to the first attaching bases 28. This
is advantageous in that the deploying thrust of the airbag
14 to be applied to the attaching portions of the grab rail
22 and roof lining 18 can be parried, thereby reducing
further a load to be applied to the attaching portions.
[0033] In the foregoing exemplary embodiment, the
guide wall 34 (the guide portion) is provided on the lower
side edge of each of the first attaching bases 28 of the
bracket 21 in order to restrict a certain developing direc-
tion of the airbag 14. However, in another exemplary em-
bodiment, such a guide wall may also be provided on the
downward extending portion 30b of each of the bent piece
30. Of course, the guide walls may be provided on both
of the first attaching bases 28 and the bent pieces 30.
[0034] While description has been made in connection
with exemplary embodiments of the present invention,
those skilled in the art will understand that various chang-
es and modification may be made therein without depart-
ing from the present invention. It is aimed, therefore, to
cover in the appended claims all such changes and mod-
ifications falling within the true spirit and scope of the
present invention.
A structure of arranging interior components of a vehicle
is provided. The structure includes a panel member ex-
tending along a side of a roof of the vehicle, and a bracket
having a fixing base attached to the panel member, a
first attaching base to which a first interior component is
attached, and a bent piece connecting the fixing base
and the first attaching base. The bent piece includes a
sideward extending portion which inwardly extends in a
width direction of the vehicle from the fixing base, and a
downward extending portion which downwardly extends
from the sideward extending portion and to which the first

attaching base is connected. A second interior compo-
nent is arranged between a space surrounded by the
panel member and the bent piece.

Claims

1. A structure of arranging interior components (14, 22)
of a vehicle (10), the structure comprising:

a panel member (12b) extending along a side
of a roof (11) of the vehicle (10); and
a bracket (21) comprising a fixing base (24) at-
tached to the panel member (12b), a first attach-
ing base (28) to which a first interior component
(22) is attached, and a bent piece (30) connect-
ing the fixing base (24) and the first attaching
base (28),
characterized in that the bent piece (30) com-
prises a sideward extending portion (30a) which
inwardly extends in a width direction of the ve-
hicle (10) from the fixing base (24), and a down-
ward extending portion (30b) which downwardly
extends from the sideward extending portion
(30a) and to which the first attaching base (28)
is connected, and
a second interior component (14) is arranged
between a space surrounded by the panel mem-
ber (12b) and the bent piece (30).

2. The structure according to claim 1, further compris-
ing a guide portion (34) provided on at least one of
a lower edge of the bent piece (30) and the first at-
taching base (28),
wherein the second interior component (14) is a fold-
ed airbag (14), and
the guide portion (34) is configured to guide the air-
bag (14) away from the first interior component (22)
when deploying the airbag (14).

3. The structure according to claim 2, further compris-
ing a roof lining (18),
wherein the first interior component (22) is a grab
rail (22) adapted to be grabbed by an occupant inside
the vehicle (10),
the first attaching base (28) is arranged to face away
from the airbag (14), and
the roof lining (18) is fixedly held between the first
attaching base (28) and the grab rail (22).

4. The structure according to any of claims 1 to 3,
wherein a section of the panel member (12b) and
the bent piece (39) form an inverted U shape such
that the space is downwardly opened.

5. The structure according to any of claims 1 to 4, fur-
ther comprising a reinforcing rib (33) upwardly pro-
truding from an upper side edge of the first attaching
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base (28).

6. The structure according to any of claims 1 to 5,
wherein the bracket (21) further comprises a second
attaching base (25) to which the second interior com-
ponent (14) is attached, and the first attaching base
(28) is disposed lower than the second attaching
base (25).

7. The structure according to claim 6, further compris-
ing a holding cover (15) inside which the second in-
terior component (14) is accommodated, wherein
the holding cover (15) is attached to the second at-
taching base (25), and is downwardly opened.

8. The structure according to any of claims 1 to 7,
wherein the bracket (21) is formed in a one-piece
structure.

Patentansprüche

1. Struktur zum Anordnen von Innen-Komponenten
(14, 22) eines Fahrzeugs (10), wobei die Struktur
umfasst:

ein Blenden-Element (12b), das sich entlang ei-
ner Seite eines Dachs (11) des Fahrzeugs (10)
erstreckt; und
eine Halterung (21), die eine Fixierungsbasis
(24) umfasst, die an dem Blenden-Element
(12b) angebracht ist,
eine erste Anbringungsbasis (28), an der eine
erste Innen-Komponente (22) angebracht ist,
und ein gebogenes Stück (30), welches die Fi-
xierungsbasis (24) und die erste Anbringungs-
basis (28) verbindet,
dadurch gekennzeichnet, dass das geboge-
ne Stück (30) einen sich seitwärts erstrecken-
den Abschnitt (30a) umfasst, der sich nach In-
nen in eine Breitenrichtung des Fahrzeugs (10)
von der Fixierungsbasis (24) erstreckt, und ei-
nen sich nach unten erstreckenden Abschnitt
(30b) umfasst, der sich von dem sich seitwärts
erstreckenden Abschnitt (30a) nach unten er-
streckt und mit dem die erste Anbringungsbasis
(28) verbunden ist, und
dass eine zweite Innen-Komponente (14) zwi-
schen einem Raumbereich angeordnet ist, der
durch das Blenden-Element (12b) und das ge-
bogene Stück (30) umgeben ist.

2. Struktur nach Anspruch 1,
ferner umfassend einen Führungsabschnitt (34), der
an einer unteren Kante des gebogenen Stücks (30)
und/oder der ersten Anbringungsbasis (28) bereit-
gestellt ist,
wobei die zweite innere Komponente (14) ein gefal-

teter Airbag (14) ist, und der Führungsabschnitt (34)
dafür konfiguriert ist, den Airbag (14) von der ersten
inneren Komponente (22) wegzuführen, wenn der
Airbag (14) ausgelöst wird.

3. Struktur nach Anspruch 2,
ferner umfassend eine Dachkontur (18),
wobei die erste Innen-Komponente (22) eine Hand-
laufschiene (22) ist, die dafür angepasst ist, von ei-
nem Insassen innerhalb des Fahrzeugs (10) ergrif-
fen zu werden,
wobei die erste Anbringungsbasis (28) angeordnet
ist, von dem Airbag (14) wegzuzeigen, und
wobei die Dachzeile (18) fixiert zwischen der ersten
Anbringungsbasis (28) und der Handlaufschiene
(22) gehalten wird.

4. Struktur nach einem der Ansprüche 1 bis 3,
wobei ein Abschnitt des Blenden-Elements (12b)
und das gebogenen Stücks (39) eine invertierte U-
Form derart bilden, dass der Raumbereich nach un-
ten geöffnet ist.

5. Struktur nach einem der Ansprüche 1 bis 4,
ferner umfassend eine Verstärkungs-Rippe (33), die
von einer oberen Seitenkante der ersten Anbrin-
gungsbasis (28) nach oben hervorsteht.

6. Struktur nach einem der Ansprüche 1 bis 5,
wobei die Halterung (21) ferner eine zweite Anbrin-
gungsbasis (25) umfasst, an welcher die zweite In-
nen-Komponente (14) angebracht ist, und wobei die
erste Anbringungsbasis (28) niedriger als die zweite
Anbringungsbasis (25) angeordnet ist.

7. Struktur nach Anspruch 6,
ferner umfassend eine Halte-Abdeckung (15), inner-
halb welcher die zweite innere Komponente (14) auf-
genommen ist, wobei die Halte-Abdeckung (15) an
der zweiten Anbringungsbasis (25) angeordnet und
nach unten geöffnet ist.

8. Struktur nach einem der Ansprüche 1 bis 7,
wobei die Halterung (21) in einer einteiligen Struktur
ausgebildet ist.

Revendications

1. Structure d’agencement de composants intérieurs
(14, 22) d’un véhicule (10), la structure comprenant :

un élément de panneau (12b) s’étendant le long
d’un côté d’un toit (11) du véhicule (10) ;
un support (21) comprenant une base de fixation
(24) fixée à l’élément de panneau (12b), une pre-
mière base d’attache (28) à laquelle un premier
composant intérieur (22) est attaché, et une piè-
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ce pliée (30) reliant la base de fixation (24) et la
première base d’attache (28) ,
caractérisée en ce que la pièce pliée (30) com-
prend une partie s’étendant latéralement (30a)
qui s’étend vers l’intérieur dans une direction de
largeur du véhicule (10) à partir de la base de
fixation (24), et une partie s’étendant vers le bas
(30b) qui s’étend vers le bas à partir de la partie
s’étendant latéralement (30a) et à laquelle la
première base d’attache (28) est reliée, et
un deuxième composant intérieur (14) est agen-
cé entre un espace entouré par l’élément de
panneau (12b) et la pièce pliée (30).

2. Structure selon la revendication 1, comprenant en
outre une partie de guidage (34) prévue sur au moins
l’un d’un bord inférieur de la pièce pliée (30) et de la
première base d’attache (28),
dans laquelle le deuxième composant intérieur (14)
est un coussin de sécurité gonflable (14) plié, et
la partie de guidage (34) est configurée pour guider
le coussin de sécurité gonflable (14) à l’opposé du
premier composant intérieur (22) lors du déploie-
ment du coussin de sécurité gonflable (14).

3. Structure selon la revendication 2, comprenant en
outre une garniture de toit (18),
dans laquelle le premier composant intérieur (22) est
une rampe (22) adaptée pour être saisie par un oc-
cupant à l’intérieur du véhicule (10),
la première base d’attache (28) est agencée de ma-
nière à être orientée à l’opposé du coussin de sécu-
rité gonflable (14), et
la garniture de toit (18) est maintenue fixement entre
la première base d’attache (28) et la rampe (22).

4. Structure selon l’une quelconque des revendications
1 à 3, dans laquelle une section de l’élément de pan-
neau (12b) et la pièce pliée (30) forment une forme
de U inversé de sorte que l’espace est ouvert vers
le bas.

5. Structure selon l’une quelconque des revendications
1 à 4, comprenant en outre une nervure de renfor-
cement (33) faisant saillie vers le haut à partir d’un
bord latéral supérieur de la première base d’attache
(28).

6. Structure selon l’une quelconque des revendications
1 à 5, dans laquelle le support (21) comprend en
outre une deuxième base d’attache (25) à laquelle
le deuxième composant intérieur (14) est attaché, et
la première base d’attache (28) est disposée plus
bas que la deuxième base d’attache (25).

7. Structure selon la revendication 6, comprenant en
outre un capot de maintien (15) à l’intérieur duquel
le deuxième composant intérieur (14) est reçu, dans

laquelle le capot de maintien (15) est attaché à la
deuxième base d’attache (25), et est ouvert vers le
bas.

8. Structure selon l’une quelconque des revendications
1 à 7, dans laquelle le support (21) est formé en une
structure d’une seule pièce.
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