
© .  J )  

Europaisches  Patentamt 

European  Patent  Office 

Office  europeen  des  brevets 

©  Publication  number: 0  3 2 0   1 0 6  

A 1  

E U R O P E A N   PATENT  A P P L I C A T I O N  

©  Application  number:  88310286.5 

©  Date  of  filing:  02.11.88 

©  Intel.4-  F16D  2 3 / 0 6  

©  Priority:  11.12.87  US  131559  ©  Applicant:  DANA  CORPORATION 
4500  Dorr  Street 

@  Date  of  publication  of  application:  Toledo,  OH  43615(US) 
14.06.89  Bulletin  89/24 

@  Inventor:  Loeffler,  John  M. 
©  Designated  Contracting  States:  4925  Elm  Place 

DE  ES  FR  GB  IT  NL  SE  Toledo  Ohio  4361  3(US) 

©  Representative:  Cheyne,  John  Robert 
Alexander  Mackenzie  et  al 
HASELTINE  LAKE  &  CO.  28  Southampton 
Buildings  Chancery  Lane 
London  WC2A  1AT(GB) 

©  Synchronizer  blocker  pin  mounting  structure. 
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©  A  synchronizer  assembly  (10)  having  a  clutch 
collar  (12)  disposed  between  axially  spaced  friction 
rings  (15,16).  Blocker  pins  (17)  are  mounted  by  a 
cylindrical  shoulder  (20)  at  one  end  thereof  into 
cylindrical  bores  (21)  formed  in  the  friction  ring  (15). 
The  cylindrical  shoulder  (20)  has  the  same  diameter 
as  at  least  the  portion  of  the  blocker  pin  (17)  imme- 
diately  outwardly  of  the  friction  ring  (15).  The  cylin- 
drical  bore  (21)  in  the  friction  ring  (15)  has  a  bore 
(23)  and  the  cylindrical  shoulder  (20)  of  the  blocker 
pin  (17)  has  a  groove  (22)  formed  therein.  A  locking 
pin  (24)  is  pressed  into  the  bore  (23)  to  engage  the 
groove  (22)  to  lock  the  blocker  pin  (1  7)  to  the  friction 

.ring. 
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SYNCHRONIZER  BLOCKER  PIN  MOUNTING  STRUCTURE 

BACKGROUND  AND  SUMMARY  OF  THE  INVEN- 
TION 

This  invention  relates  to  synchronizers  in  gen- 
eral  and  more  particularly  to  the  structure  for 
mounting  the  synchronizer  blocker  pins  to  the  syn- 
chronizer  friction  ring  of  the  synchronizer. 

The  conventional  method  most  widely  used 
involves  providing  the  blocker  pin  with  a  shoulder 
that  rests  against  an  outer  end  surface  of  the 
friction  ring  and  with  a  reduced  diameter  portion 
passing  through  a  hole  in  the  ring  and  the  outer 
end  of  the  reduced  diameter  portion  being  peened 
or  riveted  in  place. 

The  present  embodiment  of  this  invention  in- 
volves  a  synchronizer  blocker  pin  wherein  the  cy- 
lindrical  shoulder  outside  of  the  synchronizer  fric- 
tion  ring  and  the  cylindrical  shoulder  pressed  into 
the  friction  ring  are  of  the  same  diameter;  the  latter 
not  being  of  a  reduced  diameter,  thus  providing 
strength  for  the  blocker  pin  at  the  location  wherein 
it  enters  the  ring.  The  blocker  pin  is  retained  in 
place  in  the  bore  of  the  ring  in  which  it  is  received 
by  a  chordally  extending  pin  which  is  passed 
through  registering  chordally  openings  extending 
through  the  pressed  in  shoulder  of  the  blocker  pin 
and  the  bore  in  the  ring  receiving  the  blocker  pin; 
the  chordally  extending  openings  lying  in  a  plane 
at  right  angles  to  the  axis  of  the  blocker  pin  and 
bore. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  is  a  longitudinal  sectional  view  of  a 
synchronizer  assembly  incorporating  this  invention 
with  the  blocker  pins  shown  in  full  lines; 

Fig.  2  is  an  end  view  of  the  left  hand  friction 
ring  of  Fig.  1  when  viewed  in  the  direction  of  the 
arrow  A  in  Fig.  1  ;  and 

Fig.  3  is  a  cross  sectional  view  taken  along 
the  lines  3-3  in  Fig.  1  to  show  a  typical  blocker  pin 
mounting  structure. 

DESCRIPTION  OF  A  PREFERRED  EMBODIMENT 

Referring  to  Fig.  1,  a  synchronizer  assembly 
10.  includes  a  clutch  collar  12  therein.  The  collar 
12  has  a  splined  bore  14  which  is  conventionally 
splined  onto  a  shaft  (not  shown). 

The  assembly  10  also  includes  a  left  and  right 
hand  friction  ring  15  and  16,  respectively,  which 
friction  rings  are  adapted  to  be  conventionally  shift- 
ed  into  frictional  engagement  with  gears  (not 

5  shown)  to  bring  the  latter  into  synchronization  with 
the  shaft  (not  shown)  and  to  allow  the  collar  12  to 
be  clutched  between  the  selected  gear  and  the 
shaft  by  the  splines  14. 

Means  are  provided  to  drivingly  connect  the 
w  left  and  right  hand  friction  rings  15  and  16  to  the 

collar  12  for  unitary  rotation  and  relative  axial 
movement.  More  particularly;  the  left  friction  ring 
1  5  has  three  blocker  pins  1  7  secured  thereto  which 
blocker  pins  extend  to  the  right  therefrom  to  con- 

rs  ventionally  pass  though  registering  openings,  one 
of  which  is  shown  at  18,  in  the  collar  12  while  the 
right  ring  16  has  three  blocker  pins,  one  of  which  is 
shown  at  19,  which  blocker  pins  extend  to  the  left 
therefrom  to  conventionally  pass  through  register- 

20  ing  openings,  one  of  which  is  shown  at  13. 
The  blocker  pins  17  and  19  are  secured  to  the 

friction  rings  15  and  16  respectively.  Referring  to 
Figs.  1,  2  and  3  and  the  blocker  pin  indicated  by 
the  numeral  17  as  illustrative  of  such  securement, 

25  the  blocker  pin  has  a  cylindrical  shoulder  20  which 
is  of  uniform  diameter  and  is  pressed  fit  into  a 
registering  cylindrical  bore  21  formed  in  the  friction 
ring  15;  the  bore  being  approximately  .0005"  to 
.0015"  smaller  than  the  diameter  of  the  shoulder  20 

30  to  provide  for  a  pressed  fit  engagement  there- 
between. 

The  shoulder  20  within  the  bore  21  has  a 
circumferential  groove  22  formed  therein,  which  as 
seen  in  Figs.  2  and  3,  is  in  registration  with  a 

35  groove  23  which  chordially  intersects  the  bore  21. 
A  roll  pin  24  is  pressed  into  the  groove  23  and 
engages  in  the  groove  22  to  lock  the  blocker  pin  17 
within  the  bore  21  and  prevent  relative  movement 
therebetween. 

40  Pins  19  are  likewise  locked  into  bore  25  in  ring 
16,  and  it  should  be  noted  that  the  cylindrical 
shoulder  26  is  the  same  size  both  within  the  cylin- 
drical  bore  25  and  at  least  for  the  first  increment 
thereof  external  of  the  bore  25.  For  the  blocker  pin 

45  17,  the  cylindrical  shoulder  20  is  the  same  diam- 
eter  both  within  and  out  of  the  bore  21.  This  non 
reduction  in  size  at  the  juncture  of  the  shoulder  20 
and  the  ring  15  and  at  the  juncture  of  the  shoulder 
26  and  the  ring  16  provides  for  maximum  strength 

so  of  the  blocker  pins  17  and  19  at  this  location.  This 
maximum  size  in  cooperation  with  the  roll  pin  at- 
tachment  provides  for  a  strong  and  durable  con- 
nection  between  the  blocker  pins  17  and  19  and 
the  friction  rings  15  and  16  respectively. 

Although  the  above  description  relates  to  a 

2 
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presently  preferred  embodiment,  numerous  modi- 
:ications  may  be  made  without  departing  from  the 
spirit  of  the  invention  as  defined  in  the  following 
claims. 

Claims 

1)  In  a  synchronizer  assembly,  a  synchronizer 
friction  ring  and  blocker  pin  sub  assembly  charac- 
terized  in  that  said  blocker  pin  has  a  cylindrical 
shoulder  thereon  external  of  said  friction  ring,  said 
friction  ring  has  a  cylindrical  bore  coaxial  with  said 
blocker  pin  and  from  about  .0005"  to  .0015"  small- 
er  than  said  cylindrical  shoulder,  an  extension  of 
said  cylindrical  shoulder  being  pressed  into  said 
bore,  a  chordally  extending  groove  in  said  bore, 
and  a  cross  pin  pressed  into  said  chordally  extend- 
ing  groove  to  lock  said  blocker  pin  in  said  bore. 

2)  A  sub  assembly  according  to  Claim  1 
wherein  said  cylindrical  shoulder  extension  extends 
for  the  full  axial  length  of  said  friction  ring. 

3)  A  sub  asembly  according  to  Claim  1  wherein 
there  are  at  least  three  blocker  pins  carried  by  said 
ring  at  circumferentially  equal  spacing. 

4)  A  synchronizer  assembly  according  to  Claim 
1  wherein  said  assembly  includes  a  clutch  collar 
spaced  axially  from  said  ring,  and  said  clutch  collar 
has  an  axially  extending  opening  therein  receiving 
a  portion  of  said  blocking  pin. 

5)  A  sychronizer  assembly  according  to  Claim 
1  wherein  said  assembly  includes  a  clutch  collar 
spaced  axially  from  said  ring,  said  sub  assembly 
includes  three  circumferentially  equally  spaced 
blocker  pins  and  said  clutch  collar  has  three  axially 
extending  openings  therein,  with  each  opening  re- 
ceiving  one  of  said  blocking  pins. 

6)  A  sub  assembly  according  to  Claim  1 
wherein  said  shoulder  has  an  annular  groove  there- 
in  disposed  in  registration  with  said  chordally  ex- 
tending  groove  and  said  cross  pin  is  pressed  into 
said  registering  grooves  to  lock  said  blocker  pin  in 
said  bore. 

7)  A  synchronizing  device  comprising,  first  and 
second  axially  spaced  friction  rings,  an  axially  shift- 
able  clutch  collar  disposed  between  said  friction 
rings,  with  said  collar  having  a  plurality  of  circum- 
ferentially  spaced  openings  therethrough,  a  blocker 
pin  fixed  to  and  extending  axially  from  said  first 
friction  ring  and  passing  through  one  of  said 
spaced  openings,  said  blocker  pin  having  a  cylin- 
drical  portion  disposed  in  a  first  cylindrical  bore 
extending  through  said  first  friction  ring,  said  first 
friction  ring  defining  a  first  groove  at  a  wall  portion 
thereof,  and  a  locking  pin  disposed  in  said  first 
groove  and  engageabie  with  said  blocker  pin  to 
retain  said  blocker  pin  in  said  bore. 

8)  A  device  according  to  Claim  7  wherein  said 
cylindrical  portion  of  said  blocker  pin  extending 
through  said  first  friction  ring  is  the  same  diameter 
as  the  cylindrical  portion  of  said  blocking  pin  which 

5  lies  just  outside  of  said  friction  ring. 
9)  A  device  according  to  Claim  7  wherein  said 

first  groove  extends  chordally  of  said  cylindrical 
bore,  said  blocker  pin  has  a  second  groove  formed 
circumferentially  therein  and  in  registration  with 

\o  said  first  groove,  and  said  locking  pin  is  pressed 
into  said  first  and  second  grooves. 

10)  A  device  according  to  Claim  7  wherein  said 
first  groove  wall  extends  chordally  of  said  first  bore, 
said  blocker  pin  has  a  second  groove  formed  cir- 

f5  cumferentially  therein  and  in  registration  with  said 
first  groove,  and  said  locking  pin  is  pressed  into 
said  first  and  second  grooves. 
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