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Description 

This  invention  relates  generally  to  an  ejecting 
mechanism  for  disk  cartridges,  and  particularly  to  an 
ejecting  mechanism  of  disk  cartridges  incorporated  in  5 
a  disk  recording  and/or  reproducing  apparatus. 

In  a  conventional  disk  recording  and/or  reproduc- 
ing  apparatus,  for  example,  as  disclosed  in  USP 
3845502,  a  disk  cartridge  is  inserted  in  a  cartridge 
holder  located  in  its  raised  position  by  hand,  until  it  w 
reaches  a  predetermined  position  in  the  cartridge 
holder,  and  after  the  cartridge  holder  is  moved  down- 
wards  by  a  motor  of  the  apparatus,  the  disk  within  the 
disk  cartridge  is  mounted  on  a  turntable. 

When  the  disk  cartridge  is  ejected,  the  motor  is  15 
driven  again  so  as  to  raise  the  cartridge  holder,  so  that 
the  disk  cartridge  is  ejected  from  the  cartridge  holder 
located  in  its  raised  position.  Thereafter,  the  disk  car- 
tridge  is  withdrawn  from  the  apparatus,  and  is  stored. 

However,  in  such  an  ejecting  mechanism  as  de-  20 
scribed  above,  the  disk  cartridge  from  the  apparatus 
cannot  be  ejected  when  the  electric  current  is  off,  or 
the  motor  is  damaged,  so  that  in  general,  there  is  a 
need  to  provide  means  to  enable  the  disk  cartridge  to 
eject  even  in  the  event  of  electrical  failure  or  other  25 
troubles. 

In  a  disk  recording  and/or  reproducing  apparatus 
disclosed  in  Japanese  laid  open  patent  number  62- 
58450,  the  disk  is  set  on  a  tray  and  withdrawn  into  the 
apparatus  so  as  to  be  mounted  on  a  turntable  provid-  30 
ed  in  the  apparatus.  Thereafter,  the  disk  is  pressed 
against  and  rotated  together  with  the  turntable  by  a 
presser  that  is  supported  by  a  swingable  arm  provid- 
ed  in  the  apparatus. 

When  it  is  required  to  manually  eject  the  disk,  re-  35 
duction  gears  are  rotated  with  a  tool,  such  as  a  screw 
driver  or  the  like,  from  the  outside  of  the  apparatus, 
so  as  to  swing  the  swingable  arm. 

However,  a  screwdriver  or  other  suitable  tool  is 
not  always  available  where  the  apparatus  of  this  type  40 
is  installed,  and  even  when  it  is  available,  it  is  very 
troublesome  to  rotate  the  reduction  gears  with  the 
screwdriver  or  similar  tool. 

EP-A-01  56569  describes  a  disk  loading  device  in 
which  after  a  disk  has  been  manually  inserted  so  far,  45 
it  is  locked  in  place  and  a  rack  and  pinion  mechanism 
draws  it  in  the  rest  of  the  way.  At  the  end  of  its  travel, 
the  rack  engages  a  member  which  pivots  to  push  an 
operating  plate  so  as  to  transfer  the  last  movement  to 
loweringthediskontoaturntable.  If,  for  some  reason,  50 
manual  ejection  is  required,  an  ejection  member  may 
be  pushed  by,  for  instance,  a  pin  or  screwdriver  and 
this  pivots  the  gear  train  connecting  the  rack  and  pin- 
ion  away  from  the  driving  motor  such  that  the  rack  is 
free  to  move  back  to  its  unloaded  position.  As  the  rack  55 
moves  back,  the  member  pivots  back  with  it,  allowing 
the  operating  plate  to  move  such  that  the  disk  moves 
to  its  raised  position. 

The  above  ejecting  mechanisms  are  much  com- 
plicated  in  structure,  and  their  production  costs  are 
also  high. 

Accordingly,  it  is  an  object  of  the  present  inven- 
tion  to  provide  an  ejecting  mechanism  of  disk  car- 
tridges  which  avoids  the  previously  described  disad- 
vantages  of  the  prior  art. 

According  to  the  present  invention,  there  is  pro- 
vided  an  ejecting  mechanism  for  disk  cartridges  com- 
prising: 

a  cartridge  holder  moveable  between  a  raised 
position  where  a  disk  cartridge  is  inserted  in  and 
ejected  from  said  cartridge  holder  through  a  cartridge 
insertion  opening  provided  in  a  panel  surrounding 
said  ejecting  mechanism,  and  a  lowered  position 
where  a  disk  accommodated  in  said  disk  cartridge  is 
mounted  on  a  turntable; 

an  operating  level  moveable  in  the  same  direc- 
tion  as  said  disk  cartridge  is  inserted  and  ejected,  so 
as  to  raise  and  lower  said  cartridge  holder; 

a  driving  memberdriven  by  a  motorand  engag- 
ed  with  said  operating  lever  to  move  said  operating 
lever; 

a  disengaging  member  for  disengaging  said 
operating  lever  from  said  driving  member; 

a  locking  member  for  locking  said  disk  car- 
tridge  inserted  in  said  cartridge  holder;  and 

a  releasing  lever  for  unlocking  said  disk  car- 
tridge  which  has  been  locked  by  said  locking  lever, 

wherein  when  said  operating  lever  is  moved  to 
a  second  position  where  said  cartridge  holder  is  in 
said  lowered  position  thereof,  a  pin  or  rod  like  mem- 
ber,  not  perse  part  of  the  mechanism,  may  be  insert- 
ed  through  the  front  side  of  said  panel  and  be  used 
by  a  pushing  action  such  that  said  disengaging  mem- 
ber  is  displaced  to  disengage  said  operating  lever 
from  said  driving  member;  characterized  in  that: 

said  disengaging  member  is  secured  to  said 
operating  lever  and  is  resiliently  held  in  a  position  to 
engage  said  driving  member  such  that,  in  use,  said 
pin  or  rod  like  member  contacts  and  displaces  said 
disengaging  member  to  disengage  said  operating  lev- 
er  from  said  driving  member  and  in  succession, 
moves  said  operating  lever  to  a  first  position  where 
said  cartridge  holder  reaches  said  raised  position 
wherein  just  before  said  cartridge  holder  reaches  said 
raised  position,  said  releasing  lever  is  driven  so  as  to 
unlock  said  disk  cartridge  which  has  been  locked  by 
said  locking-member. 

As  will  become  apparent  from  the  following  de- 
scription,  the  invention  can  provide  an  ejecting  mech- 
anism  of  disk  cartridges  in  which  a  small  number  of 
parts  are  only  added  to  the  conventional  ejecting 
mechanism,  and  nevertheless,  the  disk  cartridge  can 
be  manually  ejected  in  simple  operation  without  using 
any  special  tools  under  an  unordinary  condition.  Fur- 
ther  the  ejecting  mechanism  is  very  simple  in  struc- 
ture,  very  reliable  in  operation  and  can  be  produced 
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at  a  very  low  cost. 
The  invention  will  be  further  described  by  way  of 

non-limitative  example  with  reference  to  the  accom- 
panying  drawings,  in  which:- 

Figure  1  is  an  exploded,  perspective  view,  from 
the  bottom,  of  the  principal  portion  of  a  disk  re- 
cording  and/or  reproducing  apparatus  with  an 
ejecting  mechanism  of  disk  cartridges  according 
to  an  embodiment  of  this  invention; 
Figure  2  is  an  exploded,  perspective  view  of  the 
apparatus  of  figure  1; 
Figure  3A  is  a  sectional  side  view  of  the  appara- 
tus  of  figure  2,  showing  the  cartridge  holder  locat- 
ed  in  a  raised  position  thereof; 
Figure  3B  is  a  sectional  side  view  of  the  appara- 
tus  of  figure  2,  showing  the  cartridge  holder  locat- 
ed  in  a  lowered  position  thereof; 
Figure  4  is  a  sectional  view  taken  along  the  line 
IV-  IV  on  figure  3A; 
Figure  5A  is  a  sectional  view  taken  along  the  line 
V-  V  on  figure  4,  showing  an  operating  lever 
moved  to  a  first  position  thereof; 
Figure  5B  is  a  sectional  view  taken  along  the  line 
V-V  on  figure  4,  showing  the  operating  lever 
moved  to  a  second  position  thereof; 
Figure  6  is  a  partial  bottom  view  of  the  apparatus 
of  figure  2,  showing  the  operating  of  the  ejecting 
mechanism  in  an  unusual  state;  and 
Figures  7Ato  7C  are  sectional  views  taken  along 
the  line  VII-VII  on  figure  6. 
Referring  to  the  drawings  in  detail,  and  initially  to 

figures  2  to  4,  a  disk  recording  and/or  reproducing  ap- 
paratus  1  provided  with  an  ejecting  mechanism  of 
disk  cartridges  according  to  an  embodiment  of  this  in- 
vention  will  be  described. 

As  shown  in  figure  2,  a  pair  of  upper  and  lower 
links  3  and  4  are  provided  inside  right  and  left  side 
panels  2  which  compose  the  housing  of  the  apparatus 
1.  The  links  3  and  4  are  swung  upwards  and  down- 
wards  on  respective  f  ulcrums  5  and  6  provided  on  the 
side  panel  2,  and  connected  with  each  other  by  a  link 
7  substantially  at  their  longitudinal  central  portions. 
Further,  a  cartridge  holder  10  is  supported  on  both  its 
sides  by  the  links  3  and  4  via  pins  8  and  9  which  pro- 
ject  from  the  rear  ends  of  the  links  3  and  the  front 
ends  of  the  links  4,  respectively.  Thus,  when  the  links 
3  and  4  are  swung  upwards  and  downwards,  the  car- 
tridge  holder  10  is  moved  in  the  direction  of  arrow  a 
in  figure  3A  and  arrow  a'  in  figure  3B  between  its 
raised  position  and  its  lowered  position.  In  addition, 
the  cartridge  holder  10  is  urged  upwards  by  the  force 
of  a  coiled  tension  spring  11  stretched  between  the 
rear  end  of  the  link  3  and  the  side  panel  2. 

As  shown  in  figure  2,  a  slider  12  is  provided  on 
one  side  of  the  upper  face  of  the  cartridge  holder  10, 
so  as  to  be  moved  forwards  and  rearwards  (in  the  di- 
rection  of  arrows  c  and  c'  in  figure  3A)  along  the  car- 
tridge  holder  10,  and  urged  in  the  direction  of  arrow 

c'  by  a  tension  coiled  spring  13  stretched  between  the 
slider  12  and  the  cartridge  holder  10.  Further,  the  rear 
end  12a  of  the  slider  12  is  bent  downwards,  so  as  to 
project  into  the  cartridge  holder  10. 

5  As  shown  in  figure  3A,  a  locking  member  15  is 
mounted,  swingably  in  the  direction  of  arrows  d  and 
d',  on  the  front  end  of  the  cartridge  holder  10  through 
right  and  left  pivots  16.  The  pivots  project  from  the 
locking  member  15,  and  are  fitted  in  respective  holes 

10  provided  in  the  side  walls  of  the  cartridge  holder  10. 
Further,  the  locking  member  15  is  urged  in  the  direc- 
tion  of  arrow  d  by  the  force  of  a  coiled  tension  spring 
1  7  which  is  stretched  between  the  locking  member  1  5 
and  the  slider  12.  From  the  respective  ends  of  the 

15  locking  member  1  5,  a  pair  of  right  and  left  pins  1  8  pro- 
ject  in  parallel  with  the  pivots  16,  and  a  pair  of  lugs  19 
and  20  extend  downwards. 

Next,  as  shown  in  figures  4  to  5B,  an  adapter 
plate  24  of  L-shape  in  section,  is  provided  on  the  front 

20  side  of  the  apparatus  1  ,  and  an  operating  lever  25  is 
arranged  under  the  horizontal  portion  24a  of  the 
adapter  plate  24.  The  operating  lever  25  is  suspended 
in  the  central  portion  thereof  on  a  shaft  26  which  pro- 
jects  from  the  horizontal  portion  24a  of  the  adapter 

25  plate  24,  and  is  swung  in  a  direction  of  arrow  e  in  fig- 
ure  5Aand  arrow  e'  in  figure  5B. 

A  pair  of  pins  27  and  28  projecting  from  the  re- 
spective  ends  of  the  operating  lever  25,  are  inserted 
in  both  respective  inclined  guide  slots  29  and  30  pro- 

30  vided  at  the  front  ends  of  the  links  4,  and  respective 
horizontal  guide  slots  31  and  32  provided  at  the  front 
ends  of  the  side  panels  2.  The  two  inclined  guide  slots 
29  and  30  are  inclined  in  reverse  direction  to  each 
other. 

35  As  shown  in  figures  1  and  4,  a  drive  assembly  37 
is  secured  to  the  lower  face  of  the  horizontal  portion 
24a  of  the  adapter  plate  24,  and  a  gear  39  is  rotated 
by  a  motor  38  of  the  drive  assembly  37.  A  driving 
member,  such  as  a  pin  40  projects  downwards  from 

40  an  eccentric  position  of  the  gear  39,  and  is  fitted  in  an 
opening  33  which  is  formed  by  a  rectangular  recess 
80  provided  in  the  operating  lever  25  apart  from  the 
centre  thereof,  and  a  leaf  spring  35  described  later. 

As  shown  in  figures  5Aand  5B,  a  releasing  lever 
45  42  is  arranged  along  the  upper  face  of  the  operating 

lever  25  and  is  swung  on  the  shaft  26  in  a  direction 
of  arrows  f  and  f.  Further,  provided  in  the  releasing 
lever  42  are  a  step  43  for  enabling  the  driving  member 
40  to  push  the  releasing  lever  42,  and  a  recess  44  for 

so  preventing  the  releasing  lever  42  from  being  pushed 
by  the  driving  member  40,  and  the  releasing  lever  ir 
bent  upwards  at  the  free  end  thereof  to  form  a  lug  45, 
which  abuts  against  the  lug  20  of  the  locking  member 
15. 

55  Next,  the  functioning  of  the  disk  recording  and/or 
reproducing  apparatus  for  the  disk  cartridge  47  to  be 
loaded  therein  and  ejected  therefrom  will  be  descri- 
bed. 
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Before  loading  of  the  disk  cartridge  47,  the  oper- 
ating  lever  25  is  in  a  first  position  shown  in  figure  5A, 
in  which  the  pins  27  and  28  of  the  operating  lever  25 
are  located  in  lower  horizontal  portions  29b  and  30b 
of  the  inclined  guide  slots  29  and  30  as  shown  in  fig-  5 
ures  1  and  3A,  respectively.  Thus,  the  cartridge  hold- 
er  1  0  is  located  in  its  raised  position  due  to  the  motion 
of  the  links  3  and  4  swung  upwards  by  the  operating 
lever  25,  which  is  in  the  first  position  after  rotated  in 
the  direction  of  arrow  e  shown  in  figure  5A.  In  the  10 
raised  position  of  the  cartridge  holder  1  0,  the  slider  12 
is  in  the  state  of  being  urged  in  the  direction  of  arrow 
c'  by  the  force  of  the  spring  13,  so  that  the  locking 
member  15  is  in  the  state  of  being  swung  in  the  direc- 
tion  of  arrow  d'.  15 

When  the  disk  cartridge  47,  in  which  a  disk  49  is 
rotatably  accommodated,  is  horizontally  inserted  in 
the  direction  of  arrow  b  in  figure  3A  through  a  car- 
tridge  insertion  opening  52  provided  in  the  front  panel 
51  of  the  apparatus  1  ,  the  edge  47a  lying  ahead  of  the  20 
disk  cartridge  47,  which  is  gradually  inserted  in  the 
cartridge  holder  10,  pushes  the  rear  end  12a  of  the 
slider  12,  so  that  the  slider  12  is  moved  in  the  direction 
of  arrow  c  against  the  force  of  the  spring  1  3,  and  the 
locking  member  15  pulled  by  the  slider  12  through  the  25 
spring  17,  is  swung  in  the  direction  of  arrow  d  so  as 
to  have  the  pins  18  pressed  against  the  lower  face  of 
the  disk  cartridge  47. 

It  is  to  be  noted  that  a  lid  53  is  hinged  on  the  back 
side  of  the  cartridge  insertion  opening  52,  and  is  30 
pushed  open  by  the  edge  47a  of  the  disk  cartridge  47. 
Further,  it  is  also  to  be  noted  that  a  pair  of  projections 
53a  are  provided  on  the  right  and  left  sides  of  the  front 
face  of  the  lid  53  as  shown  in  figure  2,  lest  the  lid  53 
should  abut  all  along  the  line  against  the  edge  47a  of  35 
the  disk  cartridge  47,  and  thereby,  be  damaged. 

Next,  when  the  disk  cartridge  47  reaches  a  com- 
pletely  inserted  position  indicated  in  solid  lines  in  fig- 
ure  3A,  the  pins  18  of  the  locking  member  15  engage 
with  a  pair  of  recesses  50  formed  on  the  right  and  left  40 
sides  of  the  disk  cartridge  47,  so  that  the  disk  car- 
tridge  47  is  locked  within  the  cartridge  holder  1  0.  Fur- 
ther,  as  the  locking  member  15  is  swung  in  the  direc- 
tion  of  arrow  d,  the  lug  20  of  the  locking  member  15 
moves  from  a  position  indicated  in  chain-dotted  lines  45 
to  a  position  indicated  in  solid  lines  in  figure  5A,  so 
that  the  lug  45  of  the  releasing  lever  42  is  pushed  and 
the  releasing  lever  42  is  swung  in  the  direction  of  ar- 
row  f. 

At  that  time,  as  the  releasing  lever  42  has  the  re-  50 
cess  44,  the  driving  member40  does  not  come  in  con- 
tact  with  the  releasing  lever  42,  and  further,  while  the 
lug  20  of  the  locking  member  15  pushes  the  lug  45  of 
the  releasing  lever  42,  the  lug  19  of  the  locking  mem- 
ber  15  also  pushes  a  lug  55a  provided  one  end  of  a  55 
lever  55,  which  is  swung  on  a  pivot  56  projecting  from 
the  horizontal  portion  24a  of  the  adapter  plate  24,  so 
that  the  lever  55  is  swung  against  the  force  of  the 

coiled  tension  spring  57,  and  the  other  end  55b  of  the 
lever  55  moves  out  of  the  way  of  a  sensor  58  which 
may,  eg,  be  a  photo-  interrupter.  Thus,  the  sensor  58 
is  operated. 

As  a  result,  the  gear  39  is  rotated  in  a  direction  of 
arrow  g  by  the  motor  38,  so  that  the  loading  of  the  disk 
cartridge  47  is  started.  That  is,  due  to  half  rotation  of 
the  gear  39  in  the  direction  of  arrow  g,  the  operating 
lever  25  pushed  by  the  driving  member  40,  is  swung 
in  the  direction  of  arrow  e'  as  shown  in  figure  5B  to- 
ward  its  second  position,  and  thereby,  the  pins  27  and 
28  of  the  operating  lever  25  are  moved  to  upper  hor- 
izontal  portions  29a  and  30a  of  the  inclined  guide 
slots  29  and  30  as  shown  in  figures  1  and  3B,  so  that 
the  link  is  3  and  4  are  swung  downwards,  and  the  car- 
tridge  holder  10  is  lowered  in  the  direction  of  arrow  a'. 
Thus,  the  centre  core  49a  of  the  disk49  is  horizontally 
mounted  on  a  turntable  61  which  is  driven  by  a  motor 
60. 

The  disk  49  is  rotated  by  the  motor  60  and  an  opt- 
ical  head  62  is  moved  in  the  radial  direction  of  the  disk 
49,  so  that  a  requested  recording  or  reproducing  is 
performed. 

It  is  to  be  noted  that  while  the  disk  cartridge  47  is 
lowered,  detected  portions  (not  shown)  provided  in 
the  disk  cartridge  47  are  detected  by  detecting  pins 
64,  65,  etc,  shown  in  figure  2,  and  information  about 
prevention  of  mis-erasing,  the  kind  of  the  disk  and  so 
forth  is  obtained. 

Next,  when  an  ejection  button  67  is  provided  in 
the  front  panel  51  of  the  apparatus  1  ,  is  pressed  after 
the  end  of  recording  or  reproducing,  the  gear  39  locat- 
ed  as  shown  in  figure  5B  is  rotated  by  half  a  turn  in 
the  direction  of  arrow  g,  so  that  the  operating  lever  25 
is  swung  in  the  direction  of  arrow  e  by  the  driving 
member  40  as  shown  in  figured  5A,  and  located  in  the 
first  position  thereof,  and  thereby,  the  cartridge  hold- 
er  1  0  is  raised  in  the  direction  of  arrow  a  as  shown  in 
figure  3A. 

In  the  meantime,  just  before  the  cartridge  holder 
10  reaches  its  raised  position,  the  driving  member  40 
pushes  the  step  43  of  the  releasing  lever  42,  so  that 
the  releasing  lever  42  is  swung  in  the  direction  of  ar- 
row  f  and  located  in  a  position  indicated  in  chain- 
dotted  lines  in  figure  5A.  Thus,  the  lug  45  of  the  re- 
leasing  Iever42  pushes  the  lug  20  of  the  locking  mem- 
ber  15  to  make  the  locking  member  15  swing  in  the 
direction  of  arrow  d'  as  shown  in  figure  3A,  so  that  the 
disk  cartridge  47  within  the  cartridge  holder  1  0  is  un- 
locked. 

As  the  result,  the  slider  12  is  moved  in  the  direc- 
tion  of  arrow  c'  due  to  the  force  of  the  spring  1  3,  and 
the  rear  end  12a  of  the  slide  12  pushes  the  edge  47a 
of  the  disk  cartridge  47  to  eject  the  disk  cartridge  47 
in  a  direction  of  arrow  b'  from  the  apparatus  1  through 
the  cartridge  insertion  opening  52. 

In  the  meantime,  the  ascent  of  the  cartridge  hold- 
er  1  0  is  detected  as  follows.  As  shown  in  figure  4,  pro- 
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vided  is  a  lever  69,  one  end  69a  of  which  abuts 
against  the  front  stepped  end  73  of  the  link  4,  and 
when  the  lever  69  is  swung  on  a  fulcrum  70  against 
the  force  of  a  tension  coiled  spring  71  ,  the  other  end 
69b  of  the  lever  69  is  inserted  in  a  sensor  72,  which  5 
informs  of  the  ascending  of  the  cartridge  holder  10. 

Next,  the  manner  of  ejection  of  the  disk  cartridge 
47  used  under  an  unordinary  state  will  be  described 
on  referring  to  figures  1  and  6  to  7c. 

As  shown  in  figure  6,  the  leaf  spring  35  extends  10 
along  the  lowerface  of  the  operating  Iever25,  and  one 
end  35a  of  the  leaf  spring  35  is  fixed  to  the  central  por- 
tion  of  the  operating  lever  25.  Thus  the  opening  33  is 
formed  by  the  free  end  35b  of  the  leaf  spring  35,  and 
the  rectangular  recess  80  of  the  operating  lever  25.  15 
Further,  as  shown  in  figure  1  ,  a  flange  81  and  a  pair 
of  vertically  projecting  lugs  82  are  formed  at  the  re- 
spective  side  edges  of  the  operating  lever  25,  so  as 
to  prevent  the  leaf  spring  35  from  moving  in  the  hori- 
zontal  direction  thereof,  and  make  the  leaf  spring  35  20 
moveable  only  vertically  downwards  (as  shown  arrow 
i  in  figure  7B). 

Next,  as  shown  in  figure  7A,  a  pair  of  adverse 
slant  lugs  83  and  84  are  formed  at  the  side  edges  of 
the  leaf  spring  35  and  operating  lever  25,  and  further,  25 
a  pair  of  embossed  portions  86  and  85  lying  one  upon 
the  other  are  formed  near  the  pair  of  slant  lugs  83  and 
84  in  the  leaf  spring  35  and  operating  lever  5.  More- 
over,  as  shown  in  figure  1,  a  slant  lug  87  for  leading 
the  driving  member  40  into  the  opening  33  extends  30 
from  the  side  edge  of  the  leaf  spring  35  just  opposite 
to  the  other  side  edge  forming  the  edge  of  the  opening 
33. 

As  shown  in  figure  1  ,  a  push  lever  91  swung  on 
a  fulcrum  92  is  provided  on  the  lower  face  of  the  op-  35 
erating  lever  25.  Disposed  at  the  free  end  of  the  push 
lever  91  are  a  recess  93,  a  firstpush  face  94  and  a 
second  push  face  95,  the  first  push  face  94  being  ca- 
pable  of  pushing  the  flange  81  of  the  operating  lever 
25,  and  the  second  push  face  95  being  capable  of  40 
pushing  a  lug  89  vertically  projecting  from  the  releas- 
ing  lever  42. 

Next,  the  operation  of  ejecting  the  disk  cartridge 
47  under  the  unordinary  state  will  be  described  on  re- 
ferring  to  figures  7A  to  7C.  45 

When  the  disk  49  is  left  on  the  turntable  61  ,  be- 
cause  the  ejecting  mechanism  cannot  be  automati- 
cally  operated  due  to  an  electricity  failure,  a  motor 
trouble  or  the  like,  a  pin  97  is  inserted  into  a  hole  98 
provided  in  the  front  panel  51  of  the  apparatus  1  as  50 
shown  in  figure  7A.  The  pin  97  passing  through  a  hole 
99  provided  in  the  vertical  portion  24b  of  the  adapter 
plate  24,  is,  then,  guided  by  the  pair  of  slant  lugs  83 
and  84,  and  inserted  between  the  leaf  spring  35  and 
the  operating  lever  25  as  shown  in  figure  7B.  55 

As  the  result,  the  leaf  spring  35  is  bent  in  the  di- 
rection  of  arrow  i,  and  the  driving  member  40  located 
in  the  position  shown  in  figure  5B,  slips  out  of  the 

opening  33,  so  that  the  operating  lever  25  becomes 
free  from  the  driving  member  40.  It  is  to  be  noted  that 
the  free  end  35b  of  the  leaf  spring  35  is  raised 
enough,  because  the  pin  97  runs  on  the  embossed 
portion  85  of  the  operating  lever  25. 

As  the  pin  97  further  advances,  the  distal  end  of 
the  pin  97  abuts  against  the  recess  93  of  the  push  lev- 
er  91,  and  as  shown  in  figure  6,  the  push  lever  91  is 
swung  in  a  direction  of  arrow  h.  As  the  push  lever  91 
is  further  swung  after  the  first  face  94  abuts  against 
the  flange  81  of  the  operating  lever  25,  the  operating 
lever  25  is  swung  in  the  direction  of  arrow  e  towards 
its  second  position,  so  that  the  cartridge  holder  10  is 
raised. 

In  the  meantime,  just  before  the  cartridge  holder 
10  reaches  its  raised  position,  the  second  face  95  of 
the  push  lever  91  abuts  against  the  lug  89  of  the  re- 
leasing  lever  42  as  shown  in  figure  7c,  so  that  the  re- 
leasing  lever  42  is  swung  in  the  direction  of  arrow  f  
as  shown  in  figure  6.  Thus,  the  lug  45  of  the  releasing 
lever  42  pushes  the  lug  20  of  the  locking  member  15, 
and  thereby,  the  locking  member  15  is  swung  to  un- 
lock  the  disk  cartridge  47  within  the  cartridge  holder 
1  0.  As  the  result,  the  disk  cartridge  47  can  be  ejected 
from  the  apparatus  1  . 

It  will  be  seen  that  even  when  the  disk  cartridge 
47  is  not  automatically  ejected  due  to  the  electricity 
failure  or  the  like,  the  disk  cartridge  47  can  be  man- 
ually  ejected  with  the  aid  of  only  an  ordinary  pin.  Fur- 
ther,  the  push  lever  91  pushes  the  operating  lever  25 
at  first,  and  after  a  pertinent  interval,  pushes  the  re- 
leasing  lever  42,  so  that  the  disk  cartridge  47  is  un- 
locked  in  good  timing  exactly  in  the  same  condition  as 
the  disk  cartridge  47  is  automatically  unlocked. 

In  the  meantime,  when  the  gear  39  is  driven  after 
the  disk  cartridge  47  is  manually  ejected,  the  driving 
member  40  is  easily  entered  in  the  opening  33  by  the 
help  of  the  slant  lug  87. 

Claims 

1.  An  ejecting  mechanism  for  disk  cartridges  com- 
prising: 

a  cartridge  holder  (10)  moveable  between 
a  raised  position  where  a  disk  cartridge  (47)  is  in- 
serted  in  and  ejected  from  said  cartridge  holder 
(10)  through  a  cartridge  insertion  opening  (52) 
provided  in  a  panel  (51)  surrounding  said  ejecting 
mechanism,  and  a  lowered  position  where  a  disk 
accommodated  in  said  disk  cartridge  (10)  is 
mounted  on  a  turntable  (61); 

an  operating  lever  (25)  moveable  in  the 
same  direction  as  said  disk  cartridge  (47)  is  in- 
serted  and  ejected,  so  as  to  raise  and  lower  said 
cartridge  holder  (10); 

a  driving  member  (40)  driven  by  a  motor 
(28)  and  engaged  with  said  operating  lever  (25) 
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to  move  said  operating  lever  (25); 
a  disengaging  member  (35)  for  disengag- 

ing  said  operating  lever  (25)  from  said  driving 
member  (40); 

a  locking  member  (1  5)  for  locking  said  disk 
cartridge  (47)  inserted  in  said  cartridge  holder 
(10);  and 

a  releasing  lever  (42)  for  unlocking  said 
disk  cartridge  (47)  which  has  been  locked  by  said 
locking  lever  (15),  wherein  when  said  operating 
lever  (25)  is  moved  to  a  second  position  where 
said  cartridge  holder  (10)  is  in  said  lowered  pos- 
ition  thereof,  a  pin  or  rod  like  member  (97),  not  per 
se  part  of  the  mechanism,  may  be  inserted 
through  the  front  side  of  said  panel  (51)  and  be 
used  by  a  pushing  action  such  that  said  disen- 
gaging  member  (35)  is  displaced  to  disengage 
said  operating  lever  (25)  from  said  driving  mem- 
ber  (40); 
characterized  in  that: 

said  disengaging  member  (35)  is  secured 
to  said  operating  lever  (25)  and  is  resiliently  held 
in  a  position  to  engage  said  driving  member  (40) 
such  that,  in  use,  said  pin  or  rod  like  member  (97) 
contacts  and  displaces  said  disengaging  mem- 
ber  (35)  to  disengage  said  operating  lever  (25) 
from  said  driving  member  (40)  and  in  succession, 
moves  said  operating  lever  (25)  to  a  first  position 
where  said  cartridge  holder  (10)  reaches  said 
raised  position  wherein  just  before  said  cartridge 
holder  (10)  reaches  said  raised  position,  said  re- 
leasing  lever  (42)  is  driven  so  as  to  unlock  said 
disk  cartridge  (47)  which  has  been  locked  by  said 
locking  member  (15). 

2.  An  ejecting  mechanism  according  to  claim  1,  in 
which  an  opening  (33)  that  engages  said  driving 
member  (40)  with  said  operating  lever  (25)  is 
formed  by  said  disengaging  member  (35)  and  a 
recess  (80)  provided  in  said  operating  lever  (25). 

3.  An  ejecting  mechanism  according  to  claim  2,  in 
which  a  flange  (81)  and  vertically  projecting  lugs 
(82)  are  formed  at  the  respective  side  edges  of 
said  operating  lever  (25),  so  as  to  make  said  dis- 
engaging  member  (35)  moveable  only  in  a  direc- 
tion  of  disengaging  said  driving  member  (40)  from 
said  operating  lever  (25). 

4.  An  ejecting  mechanism  according  to  claim  3,  in 
which  slant  lugs  (84,83)  extend  outwards  from 
the  side  edges  of  said  operation  lever  (25)  and 
said  disengaging  lever  (35),  respectively. 

5.  An  ejecting  mechanism  according  to  claim  4,  in 
which  a  push  lever  (91)  is  swingably  secured  to 
said  operating  lever  (25). 

6.  An  ejecting  mechanism  according  to  claim  5,  in 
which  a  first  push  face  and  a  second  push  face 
(95)  are  provided  in  said  push  lever  (91). 

5  7.  An  ejecting  mechanism  according  to  claim  6,  in 
which  by  said  pushing  operation  from  the  front 
side  of  said  panel,  said  first  push  face  (94)  of  the 
push  lever  (91)  abuts  against  said  flange  (81)  of 
the  operating  lever  (25)  to  swing  said  operating 

10  lever  (25)  toward  said  first  position  where  said 
cartridge  holder  (10)  reaches  said  raised  posi- 
tion,  and  just  before  said  cartridge  holder  (10) 
reaches  said  raised  position,  said  second  push 
face  (95)  of  the  push  lever  (91)  abuts  against  a 

15  lug  (89)  projecting  from  said  releasing  lever  (42) 
to  swing  said  releasing  lever  (42),  so  that  said 
disk  cartridge  (47)  is  unlocked  due  to  rotation  of 
said  locking  member  (15). 

20  8.  An  ejecting  mechanism  according  to  claim  7,  in 
which  said  pushing  operating  from  the  front  side 
of  said  panel  is  performed  through  a  hole  (98) 
which  is  provided  in  said  panel. 

25  9.  An  ejecting  mechanism  according  to  claim  7  or  8, 
in  which  said  releasing  lever  (42)  is  secured  swin- 
gably  in  relative  relation  with  said  operating  lever 
(25). 

30  10.  An  ejecting  mechanism  according  to  claim  7,  8  or 
9  in  which  a  lug  (45)  is  provided  at  the  free  end 
of  said  releasing  lever  (42),  so  as  to  be  brought 
into  contact  with  said  locking  member  (15). 

35  11.  An  ejecting  mechanism  according  to  claim  8,  9  or 
1  0  when  appended  thereto,  in  which  said  pushing 
operation  from  the  front  side  of  said  panel  is  per- 
formed  by  hand  by  the  use  of  a  linear  push  mem- 
ber  passed  through  said  hole  (98)  of  the  panel. 

40 
12.  A  disk  recording  and/or  reproducing  apparatus  in- 

corporating  a  mechanism  according  to  any  one  of 
the  preceding  claims. 

45 
Patentanspruche 

1.  Auswurfmechanismus  fur  Plattenkassetten 
mit  einem  Kassettenhalter  (10),  der  be- 

50  wegbar  ist  zwischen  einer  angehobenen  Positi- 
on,  in  dereine  Plattenkassette  (47)  durch  eine  in 
einer  den  Auswurfmechanismus  umgebenden 
Frontplatte  (51)  vorgesehene  Kassetteneinfuh- 
rungsoffnung  (52)  in  den  Kassettenhalter  (10) 

55  eingef  uhrt  und  aus  ihm  ausgeworfen  wird,  und  ei- 
ner  abgesenkten  Position,  in  dereine  in  der  Plat- 
tenkassette  (47)  angeordnete  Platte  auf  einem 
Plattenteller  (61)  angeordnet  ist, 
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mit  einem  Betatigungshebel  (25)  zum  An- 
heben  und  Absenken  des  Kassetten  halters  (10), 
derinderselben  Richtung  bewegbarist,  in  der  die 
Plattenkassette  (47)  eingesetzt  und  ausgewor- 
fen  wird,  5 

mit  einem  von  einem  Motor  (28)  angetri- 
ebenen  und  mit  dem  Betatigungshebel  (25)  ge- 
kuppelten  Antriebsglied  (40)  zum  Bewegen  des 
Betatigungshebels  (25), 

mit  einem  Entkupplungsglied  (35)  zum  10 
Entkuppeln  des  Betatigungshebels  (25)  von  dem 
Antriebsglied  (40), 

mit  einem  Verriegelungsglied  (15)  zum 
Verriegeln  der  in  den  Kassettenhalter  (10)  einge- 
setzten  Plattenkassette  (47),  15 

sowie  mit  einem  Auslosehebel  (42)  zum 
Entriegeln  der  von  dem  Verriegelungsglied  (15) 
verriegelten  Plattenkassette  (47), 

wobei  dann,  wenn  der  Betatigungshebel 
(25)  in  eine  zweite  Position  bewegt  wird,  in  der  20 
der  Kassettenhalter  (10)  sich  in  seiner  abgesenk- 
ten  Position  befindet,  ein  stift-  oderstabformiges 
Glied  (97),  das  an  sich  nicht  Bestandteil  des  Me- 
chanismus  ist,  durch  die  Vorderseite  der  Front- 
platte  (51)  eingefuhrt  und  zur  Ausubung  einer  25 
Druckeinwirkung  verwendet  werden  kann,  durch 
die  das  Entkupplungsglied  (35)  so  verschoben 
wird,  dali  es  den  Betatigungshebel  (25)  von  dem 
Antriebsglied  (40)  entkuppelt, 

dadurch  gekennzeichnet,  30 
daft  das  Entkupplungsglied  (35)  an  dem 

Betatigungshebel  (25)  befestigt  und  elastisch  in 
einer  Position  gehalten  ist,  in  der  es  mit  dem  An- 
triebsglied  (40)  so  in  Eingriff  steht,  dali  das  stift- 
oder  stabformige  Glied  (97)  bei  seiner  bestim-  35 

mungsgemalien  Einsatz  das  Entkupplungsglied 
(35)  beruhrt  und  verschiebt,  urn  den  Betatigungs- 
hebel  (35)  von  dem  Antriebsglied  (40)  zu  entkup- 
peln,  und  im  Anschlulidaran  den  Betatigungshe- 
bel  (25)  in  eine  erste  Position  bewegt,  in  der  der  40 
Kassettenhalter  (10)  seine  angehobene  Position 
erreicht,  wobei  der  Auslosehebel  (42)  so  angetri- 
eben  wird,  dali  er  die  von  dem  Verriegelungsglied 
(15)  verriegelte  Plattenkassette  (47)  entriegelt, 
unmittelbar  bevor  der  Kassettenhalter  (10)  die  45 
angehobene  Position  erreicht. 

2.  Auswurfmechanismus  nach  Anspruch  1  ,  bei  dem 
das  Entkupplungsglied  (35)  zusammen  mit  einer 
in  dem  Betatigungshebel  (25)  vorgesehenen  50 
Ausnehmung  (80)  eine  Offnung  (33)  bildet,  durch 
die  das  Antriebsglied  (40)  mit  dem  Betatigungs- 
hebel  (25)  in  Eingriff  steht. 

3.  Auswurfmechanismus  nach  Anspruch  2,  bei  dem  55 
an  den  betreffenden  Seitenkanten  des  Betati- 
gungshebels  (25)  ein  Flansch  (81)  sowie  in  ver- 
tikaler  Richtung  vorstehende  Ansatze  (82)  aus- 

gebildet  sind,  die  bewirken,  dali  das  Entkupp- 
lungsglied  (35)  nur  in  einer  Richtung  bewegbar 
ist,  in  der  das  Antriebsglied  (40)  von  dem  Betati- 
gungshebel  (25)  entkuppelt  wird. 

4.  Auswurfmechanismus  nach  Anspruch  3.  bei  dem 
von  den  Seitenkanten  des  Betatigungshebels 
(35)  bzw.  des  Entkupplungsglieds  (35)  schragge- 
stellte  Ansatze  (84,  83)  nach  aulien  ragen. 

5.  Auswurfmechanismus  nach  Anspruch  4,  bei  dem 
ein  Druckhebel  (91)  an  dem  Betatigungshebel 
(25)  schwenkbar  befestigt  ist. 

6.  Auswurfmechanismus  nach  Anspruch  5,  bei  dem 
der  Druckhebel  (91)  eine  erste  Druckflache  und 
eine  zweite  Druckflache  (95)  aufweist. 

7.  Auswurfmechanismus  nach  Anspruch  6,  bei  dem 
durch  die  genannte  Druckeinwirkung  von  der  Vor- 
derseite  der  Frontplatte  her  die  erste  Druckflache 
(94)  des  Druckhebels  (91)  an  dem  Flansch  (81) 
des  Betatigungshebels  (25)  zum  Anschlag  ge- 
bracht  wird,  urn  letzteren  (25)  in  die  erste  Position 
zu  verschwenken,  in  der  der  Kassettenhalter  (1  0) 
die  angehobene  Position  erreicht,  und  unmittel- 
bar  bevor  der  Kassettenhalter  (1  0)  diese  angeho- 
bene  Position  erreicht,  die  zweite  Druckflache 
(95)  des  Druckhebels  (91)  an  einem  von  dem 
Auslosehebel  (42)  hervorstehenden  Ansatz  (89) 
zum  Anschlag  gebracht  wird,  urn  den  Auslosehe- 
bel  (42)  so  zu  verschwenken,  dali  die  Plattenkas- 
sette  (47)  durch  die  Drehung  des  Verriegelungs- 
glieds  (15)  entriegelt  wird. 

8.  Auswurfmechanismus  nach  Anspruch  7,  bei  dem 
die  Druckeinwirkung  von  der  Vorderseite  der 
Frontplatte  her  durch  eine  in  der  Frontplatte  vor- 
gesehene  Offnung  (98)  erfolgt. 

9.  Auswurfmechanismus  nach  Anspruch  7  oder  8, 
bei  dem  der  Auslosehebel  (42)  relativ  zu  dem  Be- 
tatigungshebel  (25)  schwenkbar  angebracht  ist. 

10.  Auswurfmechanismus  nach  Anspruch  7,  8  oder 
9,  bei  dem  an  dem  freien  Ende  des  Auslosehe- 
bels  (42)  ein  Ansatz  (45)  vorgesehen  ist,  der  mit 
dem  Verriegelungsglied  (15)  in  Kontakt  gebracht 
werden  kann. 

11.  Auswurfmechanismus  nach  Anspruch  8,  9  oder 
nach  Anspruch  10,  falls  mit  diesen  verbunden, 
bei  dem  die  Druckeinwirkung  von  der  Vorderseite 
der  Frontplatte  her  von  Hand  unter  Verwendung 
eines  durch  die  genannte  Offnung  (98)  der  Front- 
platte  hindurchgefuhrten  linearen  Druckgliedes 
erfolgt. 

7 
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12.  Plattenaufnahme-  und/oder  Wiedergabegerat, 
das  einen  Mechanismus  nach  einem  der  vorher- 
gehenden  Anspruche  aufweist. 

Revendications 

1.  Mecanisme  d'ejection  pour  des  cartouches  de 
disque  com  porta  nt  : 

un  support  de  cartouche  (1  0)  mobile  entre 
une  position  relevee  ou  une  cartouche  de  disque 
(47)  est  inseree  dans  et  ejectee  dudit  support  de 
cartouche  (10)  par  une  ouverture  d'insertion  de 
cartouche  (52)  prevue  dans  un  panneau  (51)  en- 
tourant  ledit  mecanisme  d'ejection,  et  une  posi- 
tion  abaissee  oil  un  disque  loge  dans  ladite  car- 
touche  de  disque  (47)  est  monte  sur  un  plateau 
tournant  (61); 

un  levierd'actionnement  (25)  mobile  dans 
la  meme  direction  que  celle  d'insertion  et  d'ejec- 
tion  de  ladite  cartouche  de  disque  (47),  de  facon 
a  soulever  et  abaisser  ledit  support  de  cartouche 
(10); 

un  element  d'entraTnement  (40)  entraTne 
par  un  moteur  (28)  et  engage  avec  ledit  levier 
d'actionnement  (25)  afin  de  deplacer  ledit  levier 
d'actionnement  (25); 

un  element  de  desengagement  (35)  desti- 
ne  a  desengager  ledit  levier  d'actionnement  (25) 
dudit  element  d'entraTnement  (40); 

un  element  de  verrouillage  (15)  destine  a 
verrouiller  ladite  cartouche  de  disque  (47)  inse- 
ree  dans  ledit  support  de  cartouche  (10);  et 

un  levier  de  liberation  (42)  destine  a  de- 
verrouiller  ladite  cartouche  de  disque  (47)  qui  a 
ete  verrouillee  par  ledit  levier  de  verrouillage  (1  5), 

dans  lequel,  lorsque  ledit  levier  d'action- 
nement  (25)  est  deplace  vers  une  deuxieme  po- 
sition  oil  ledit  support  de  cartouche  (1  0)  est  dans 
ladite  position  abaissee,  une  epingle  ou  un  ele- 
ment  en  forme  de  tige  (97),  qui  ne  fait  pas  partie 
du  mecanisme,  peut  etre  insere  a  travers  le  cote 
avant  dudit  panneau  (51)  et  etre  utilise  par  une 
action  de  poussee  de  telle  sorte  que  ledit  element 
de  desengagement  (35)  est  deplace  afin  de  de- 
sengager  ledit  levierd'actionnement  (25)  dudit  ele- 
ment  d'entraTnement  (40);  caracterise  en  ce  que  : 

ledit  element  de  desengagement  (35)  est 
fixe  sur  ledit  levier  d'actionnement  (25)  et  est 
maintenu  de  maniere  elastique  dans  une  position 
d'engagement  dudit  element  d'entraTnement  (40) 
de  telle  sorte  que,  lors  de  I'utilisation,  ladite  epin- 
gle  ou  ledit  element  en  forme  de  tige  (97)  vient  en 
contact  avec  et  deplace  ledit  element  de  desen- 
gagement  (35)  afin  de  desengager  ledit  levier 
d'actionnement  (25)  dudit  element  d'entraTne- 
ment  (40)  et  a  la  suite  deplace  ledit  levier  d'ac- 
tionnement  (25)  vers  une  premiere  position  ou  le- 

dit  support  de  cartouche  (10)  atteint  ladite  posi- 
tion  relevee,  et  ou,  juste  avant  que  ledit  support 
de  cartouche  (10)  atteigne  ladite  position  rele- 
vee,  ledit  levier  de  liberation  (42)  est  entraTne  de 

5  facon  a  deverrouiller  ladite  cartouche  de  disque 
(47)  qui  a  ete  verrouillee  par  ledit  element  de 
verrouillage  (15). 

2.  Mecanisme  d'ejection  selon  la  revendication  1, 
10  dans  lequel  une  ouverture  (33)  qui  engage  ledit 

element  d'entraTnement  (40)  avec  ledit  levier 
d'actionnement  (25)  est  formee  par  ledit  element 
de  desengagement  (35)  et  un  renfoncement  (80) 
prevu  dans  ledit  levier  d'actionnement  (25). 

15 
3.  Mecanisme  d'ejection  selon  la  revendication  2, 

dans  lequel  un  rebord  (81)  et  des  pattes  qui  de- 
passent  verticalement  (82)  sont  formes  au  niveau 
des  bords  lateraux  respectifs  dudit  levier  d'ac- 

20  tionnement  (25),  de  facon  a  rendre  ledit  element 
de  desengagement  (35)  mobile  uniquement  dans 
une  direction  de  desengagement  dudit  element 
d'entraTnement  (40)  dudit  levier  d'actionnement 
(25). 

25 
4.  Mecanisme  d'ejection  selon  la  revendication  3, 

dans  lequel  des  pattes  inclinees  (84,  83)  s'eten- 
dentvers  I'exterieurdepuis  les  bords  lateraux  du- 
dit  levier  d'actionnement  (25)  et  dudit  levier  de 

30  desengagement  (35)  respectivement. 

5.  Mecanisme  d'ejection  selon  la  revendication  4, 
dans  lequel  un  levier  de  poussee  (91)  est  fixe  de 
facon  oscillante  sur  ledit  levier  d'actionnement 

35  (25). 

6.  Mecanisme  d'ejection  selon  la  revendication  5, 
dans  lequel  une  premiere  face  de  poussee  et  une 
deuxieme  face  de  poussee  (95)  sont  prevues 

40  dans  ledit  levier  de  poussee  (91). 

7.  Mecanisme  d'ejection  selon  la  revendication  6, 
dans  lequel,  grace  a  ladite  operation  de  poussee 
depuis  le  cote  avant  dudit  panneau,  ladite  pre- 

45  miere  face  de  poussee  (94)  du  levier  de  poussee 
(91)  bute  contre  ledit  rebord  (81)  du  levier  d'ac- 
tionnement  (25)  afin  de  basculer  ledit  levier  d'ac- 
tionnement  (25)  vers  ladite  premiere  position  ou 
ledit  support  de  cartouche  (10)  atteint  ladite  po- 

50  sition  relevee,  et  juste  avant  que  ledit  support  de 
cartouche  (10)  atteigne  ladite  position  relevee, 
ladite  deuxieme  face  de  poussee  (95)  du  levier  de 
poussee  (91)  bute  contre  une  patte  (89)  qui  depas- 
se  dudit  levier  de  liberation  (42)  afin  de  basculer  le- 

ss  dit  levier  de  liberation  (42),  de  sorte  que  ladite  car- 
touche  de  disque  (47)  est  deverrouillee  du  fait  de 
la  rotation  dudit  element  de  verrouillage  (15). 

8 
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8.  Mecanisme  d'ejection  selon  la  revendication  7, 
dans  lequel  ladite  operation  de  poussee  depuis  le 
cote  avant  dudit  panneau  est  realisee  a  travers 
un  trou  (98)  qui  est  prevu  dans  ledit  panneau. 

5 
9.  Mecanisme  d'ejection  selon  la  revendication  7  ou 

8,  dans  lequel  ledit  levier  de  liberation  (42)  est 
fixe  de  facon  oscillante  par  rapport  audit  levier 
d'actionnement  (25). 

10 
10.  Mecanisme  d'ejection  selon  la  revendication  7,  8 

ou  9,  dans  lequel  une  patte  (45)  est  prevue  au  ni- 
veau  de  I'extremite  libre  dudit  levier  de  liberation 
(42),  de  facon  a  etre  amenee  en  contact  avec  le- 
dit  element  de  verrouillage  (15).  15 

11.  Mecanisme  d'ejection  selon  la  revendication  8,  9 
ou  10  lorsqu'il  y  est  rattache,  dans  lequel  ladite 
operation  de  poussee  depuis  le  cote  avant  dudit 
panneau  est  realisee  a  la  main  en  utilisant  un  ele-  20 
ment  de  poussee  lineaire  qui  passe  a  travers  ledit 
trou  (98)  du  panneau. 

12.  Appareil  d'enregistrement  et/ou  de  reproduction 
de  disque  incorporant  un  mecanisme  selon  I'une  25 
quelconque  des  revendications  precedentes. 
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