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@  Cartridge  for  pellets. 
(g)  A  cartridge  for  transporting  pellets  for  use  in  an  implant 
gun  comprises  an  elongate  carrier  strip  14  and,  spaced 
therealong,  a  plurality  of  substantially  uniformly  spaced  holders 
16  for  respective  pellets,  each  holder  16  having  a  cavity  20  able 
to  hold  at  least  one  pellet  24,  having  a  number  of  radially 
inwardly  projecting  protruberances  30  at  one  end  of  the  cavity 
20  to  resist  inadvertent  release  of  the  pellets  24,  and  having  a 
thin  perforatable  laminate  26  closing  the  other  end  of  the  cavity 
20,  with  laterally  projecting  guide  tabs  18  being  provided  along 
each  side  edge  of  the  carrier  strip  14. 
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Description 

CARTRIDGE  FOR  PELLETS 

This  invention  relates  to  an  improved  cartridge  for 
transporting  pellets  for  use  in  an  implant  gun  or  the 
like,  and  to  a  supply  of  pellets  provided  in  such  5 
cartridge  for  a  gun. 

In  a  variety  of  types  of  guns,  such  as  an  implant 
gun  as  disclosed  in  our  co-pending  Australian  patent 
application  PI  4456  filed  18  September  1987,  there  is 
a  need  for  a  device  in  which  pellets  or  the  like  are  10 
transportable  in  turn  to  a  discharge  position.  The 
present  invention  is  directed  to  providing  an  im- 
proved  cartridge  for  this  purpose,  and  to  a  cartridge/ 
pellets  assembly. 

A  cartridge  according  to  the  invention  comprises  15 
an  elongate  cartridge  body,  having  an  elongate 
carrier  strip  and,  spaced  along  the  carrier  strip,  a 
plurality  of  substantially  uniformly  spaced  holders  for 
respective  pellets,  each  holder  defining  a  respective 
cavity  such  that  each  holder  is  able  to  hold  at  least  20 
one  pellet. 

The  cartridge  body  preferably  is  flexible,  such  as 
by  being  formed  from  a  suitable  plastics  material. 
Low  density  polyethylene  or  a  similar  grade  of 
polypropylene  are  particularly  suitable.  However,  25 
other  plastics  materials  with  similar  physical  proper- 
ties  can  be  used. 

The  strip  preferably  is  of  flat,  ribbon  form.  The 
holders  preferably  are  provided  on  one  major  face  of 
the  strip,  and  most  preferably  are  centrally  disposed  30 
on  such  face,  and  uniformly  spaced  therealong. 

The  cavities,  and  most  preferably  the  holders 
externally,  preferably  are  configured  so  as  to 
conform  substantially  to  at  least  one  section  of  the 
pellets.  The  pellets  most  conveniently  are  of  sub-  35 
stantially  circular  cross-section  in  at  least  one  plane, 
such  as  being  of  spherical  or  cylindrical  form.  The 
cavity  of  each  holder,  for  such  pellets,  most 
preferably  is  of  substantially  cylindrical  form. 

Each  holder  has  at  least  one  opening  communi-  40 
eating  with  its  cavity,  to  enable  at  least  one  pellet  to 
be  inserted  into  or  ejected  from  the  cavity.  Prefer- 
ably,  each  holder  has  two  opposed  openings,  each 
communicating  with  its  cavity;  one  opening  enabling 
access  of  a  pellet  ejecting  device,  such  as  an  45 
ejecting  pin,  through  which  such  device  can  extend 
to  eject  the  pellet  or  pellets  through  the  other 
opening. 

In  one  convenient  form  of  cartridge  according  to 
the  invention,  each  holder  is  of  cylindrical  form  and  so 
has  its  axis  perpendicular  to  the  strip.  Where  the 
strip  is  of  flat  ribbon  form,  the  holders  preferably  are 
perpendicular  to  a  major  face  thereof.  In  such  form, 
each  holder  may  be  hollow  and  has  each  end  open; 
with  access  to  the  end  thereof  adjacent  the  strip  55 
being  provided  by  a  respective  opening  through  the 
strip. 

In  such  form,  each  holder  and  its  cavity  may  taper 
slightly  away  from  the  strip.  This  facilitates  produc- 
tion  of  the  cartridge,  which  most  preferably  is  60 
formed  by  injection  moulding  of  a  suitable  thermo- 
plastics  material.  For  the  same  reason,  but  also  to 
facilitate  insertion  of  pellets  into  the  holders,  the 

openings  in  the  strip  may  be  of  counter-sunk  form  at 
the  major  face  of  the  strip  remote  from  the  holders. 
Also,  the  opening  of  the  holders  remote  from  the 
strip  may  be  partially  obstructed,  such  as  by 
provision  of  a  marginal  flange.  Alternatively,  a 
number  of  small  protruberances  can  be  formed 
around  that  opening. 

The  holders,  after  at  least  one  pellet  is  provided  in 
each,  may  be  at  least  partially  closed.  Thus,  where 
the  holders  are  of  the  above-described  slightly 
tapered  form,  a  thin  film  or  foil  may  be  applied  over 
the  remote  face  of  the  strip  to  retain  the  pellets 
therein.  Such  film  or  foil  most  preferably  is  readily 
able  to  be  perforated,  and  may  be  heat  sealed  or 
adhesively  bonded  to  the  strip.  Alternatively,  an 
opening  to  each  cavity  adjacent  the  strip  may  be 
partially  closed  by  a  marginal  flange  or  protruberan- 
ces  past  which  the  pellets  are  forced  into  each 
cavity;  the  flange  or  protrubances  being  able  to 
recover  resiliency  to  retain  the  pellets  in  the  cavity. 

In  order  that  the  invention  may  more  readily  be 
understood,  reference  now  is  directed  to  the 
accompanying  drawings,  in  which: 

Figures  1  and  2  show,  in  side  elevation  and 
top  plan  view,  cartridges  of  typical  approximate 
actual  size,  as  formed  by  injection  moulding  for 
use  with  an  implant  gun  as  described  in  our 
above-described  co-pending  Australian  patent 
application  PI  4456; 

Figure  3  is  a  view,  in  side  elevation,  of  part  of 
the  cartridge  of  Figure  1,  on  a  scale  of  about 
10:1; 

Figure  4  is  a  bottom  plan  view  of  the  part 
cartridge  of  Figure  3;  and 

Figure  5  is  sectional  view,  taken  on  line  V-V  of 
Figure  3. 

The  cartridge  10  of  Figures  1  and  2  is  formed  by 
injection  moulding  low  density  polyethylene.  Typi- 
cally  an  end  to  end  connected  series  of  cartridges 
are  formed  simultaneously,  part  of  a  second  car- 
tridge  10'  being  shown  in  each  of  Figures  1  and  2. 
After  moulding,  the  cartridges  readily  are  able  to  be 
separated  by  rupturing  the  thin  bridging  elements  12 
therebetween. 

Cartridge  10  has  a  thin  basal  strip  14,  from  one 
face  of  which  projects  a  series,  typically  of  about  20 
or  25,  of  pellet  holders  16.  To  each  side  of  each 
holder  16,  strip  14  has  a  respective  laterally 
projecting  guide  tab  18. 

As  shown  in  Figure  3;  holders  16  are  of  hollow, 
substantially  cylindrical  form.  However,  each  tapers 
slightly  away  from  strip  14. 

The  cavity  20  of  each  holder  16  communicates 
with  a  respective  opening  22  in  strip  14;  with  each 
opening  having  a  flared  inlet  23  thereto. 

Cartridge  10  is  intended  to  hold  two  cylindrical 
pellets  24  in  each  holder  16.  Such  pellets  24  are 
shown  in  broken  outline  at  the  time  of  insertion  into 
the  holder  16  shown  in  section  in  Figure  3.  After  the 
pellets  24  are  inserted  into  each  holder  16,  openings 
22  are  closed  by  application  of  a  thin,  perforatable 
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the  body  is  flexible  and  is  formed  from  a  plastics 
material  selected  from  low  density  polyethylene 
and  polypropylene. 

3.  A  cartridge  according  to  claim  1  or  claim  2, 
wherein  the  strip  is  of  flat,  ribbon  form,  with  the 
holders  being  provided  on  a  major  face  of  the 
strip. 

4.  A  cartridge  according  to  claim  3,  wherein 
the  holders  are  substantially  centrally  disposed 
on  said  major  face  and  substantially  uniformly 
spaced  therealong. 

5.  A  cartridge  according  to  any  one  of 
claims  1  to  4,  wherein  the  cavity  of  each  holder 
is  configured  so  as  to  conform  substantially  to 
at  least  one  cross-section  of  the  pellets. 

6.  A  cartridge  according  to  claim  5,  wherein 
the  cavity  of  each  holder  is  of  substantially 
cylindrical  form. 

7.  A  cartridge  according  to  any  one  of 
claims  1  to  6,  wherein  each  holder  has  at  least 
one  opening  communicating  with  its  cavity  to 
enable  at  least  one  pellet  to  be  inserted  into  or 
ejected  from  the  cavity. 

8.  A  cartridge  according  to  claim  7,  wherein 
each  holder  has  two  opposed  openings,  each 
communicating  with  its  cavity,  one  opening 
enabling  access  for  a  pellet  ejecting  device 
through  which  said  device  can  extend  to  eject 
the  at  least  one  pellet  through  the  other 
opening. 

9.  A  cartridge  according  to  claim  4,  wherein 
each  holder  is  of  substantially  cylindrical  form 
and  has  its  axis  substantially  perpendicular  to 
said  major  face  of  said  strip. 

10.  A  cartridge  according  to  claim  9,  wherein 
each  holder  is  hollow  and  has  a  respective  one 
of  axially  opposed  openings  to  the  cavity 
thereof  at  each  end  thereof,  with  access  to  the 
cavity  being  provided  by  a  respective  opening 
through  said  strip. 

11.  A  cartridge  according  to  claim  10,  wherein 
the  opening  in  said  strip  for  each  cavity  is  of 
counter-sunk  form  at  a  major  face  of  the  strip 
remote  from  the  holders. 

12.  A  cartridge  according  to  claim  10  or  claim 
11,  wherein  the  openings  in  said  strip  are 
covered  by  a  thin  layer  of  material  readily  able  to 
be  perforated  to  enable  access  therethrough  to 
the  cavity  of  respective  holders. 

13.  A  cartridge  according  to  any  one  of 
claims  9  to  12,  wherein  each  holder  has  an 
opening  at  an  end  thereof  remote  from  the  strip 
which  is  partially  obstructed. 

14.  A  cartridge  according  to  claim  13,  wherein 
each  remote  opening  is  partially  obstructed  by 
provision  of  a  marginal  flange. 

15.  A  cartridge  according  to  .claim  13,  wherein 
each  remote  opening  is  partially  obstructed  by 
provision  of  a  plurality  of  small  protruberances 
spaced  around  that  opening. 

16.  A  cartridge  according  to  any  one  of 
claims  1  to  15,  wherein  a  plurality  of  laterally 
projecting  tabs  are  provided  along  at  least  one 
side  of  said  strip  to  provide  means  by  which  the 
body  can  be  indexed  along  a  guideway. 

layer  26  of  plastics  film,  metal  foil,  or  a  laminate 
material  over  bottom  surface  28  of  strip  14.  Layer  26 
is  shown  as  if  applied  to  surface  28  but,  obviously,  it 
is  applied,  such  as  by  heat  sealing  or  adhesive 
bonding,  after  insertion  of  the  required  pellets  24.  5 

The  end  of  holders  16  remote  from  strip  14  is 
configured  to  retain  pellets  24  therein.  For  this 
purpose,  a  number  of  radially  inwardly  projecting 
protruberances  30  are  provided  around  cavity  20. 
The  radial  extent  of  protruberances  30  is  such  that  10 
they  prevent  inadvertent  passage  of  pellets  24,  but 
enable  the  latter  to  be  ejected  by  a  moderate  force. 
This  arrangement  is  sufficient  where  the  pellets  do 
not  require  protection  from  air  and/or  moisture. 
However,  where  such  protection  is  required,  a  thin  15 
membrane  can  be  provided  across  that  remote  end 
of  cavity  20.  Such  membrane  can  be  additional  to,  or 
instead  of,  protruberances  30.  The  membrane  can 
be  produced  as  part  of  cartridge  10  by  injection 
moulding.  Alternatively,  the  membrane  may  com-  20 
prise  a  thin  film  or  foil  applied  across  the  remote  end 
of  holders  16,  such  as  by  heat  sealing  an  adhesive 
bonding. 

In  use  of  cartridge  10  in  an  implant  gun  of  our 
above-described  co-pending  application,  it  is  in-  25 
serted  end-wise  into  a  guideway  32  of  a  pellet 
discharge  device,  such  as  an  implant  gun  as 
disclosed  in  our  above-mentioned  Australian  patent 
application  PI  4456.  As  shown,  guideway  32  has  a 
form  somewhat  complementary  to  that  of  the  30 
cartridge  as  shown  in  Figure  5.  The  cartridge  is  then 
indexed  along  the  guideway  32,  to  present  each 
holder  and  its  pellet(s)  in  turn  to  a  discharge  position 
of  such  device.  Guide  tabs  18  enagle  such  indexing 
under  the  action  of  an  indexing  means,  such  as  a  35 
pair  of  ratchet  wheels,  engageable  with  tabs  18.  An 
ejecting  pin  then  is  inserted  through  the  opening  22 
of  a  holder  at  such  position,  perforating  the  film  or 
foil  26  of  the  holder,  to  eject  the  pellet(s)  through 
protruberances  30.  Tabs  18  assist  in  guiding  car-  40 
tridge  10  along  guideway  32.  However,  they  also 
facilitate  bending  of  cartridge  10  around  any  curve  in 
guideway  32  and,  more  importantly,  they  enable 
indexing  means  to  engage  cartridge  10  and  to  impart 
indexed,  endwise  movement  to  cartridge  10.  45 

The  pellets  can  be  of  a  wide  variety  of  forms.  In 
one  form,  they  are  for  implantation  into  or  below 
animal  tissue,  and  may  comprise  a  variety  of  drugs, 
trace  elements  or  like  materials. 

50 

Claims 

55 
1  .  A  cartridge  for  use  in  transporting  pellets 

for  use  in  an  implant  gun  or  the  like,  the 
cartridge  comprising  an  elongate  cartridge 
body  having  an  elongate  carrier  strip  and, 
spaced  along  the  carrier  strip,  a  plurality  of  60 
substantially  uniformly  spaced  holders  for  re- 
spective  pellets,  each  holder  defining  a  respec- 
tive  cavity  such  that  each  holder  is  able  to  hold 
at  least  one  pellet. 

2.  A  cartridge  according  to  claim  1,  wherein  65 
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17.  A  cartridge  according  to  claim  16,  wherein 
respective  said  tabs  are  provided  along  each 
side  of  said  strip. 

18.  A  cartridge  according  to  any  one  of 
claims  1  to  17,  wherein  at  least  one  pellet  is 
provided  in  the  cavity  of  each  holder. 
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