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Description

[0001] The inventive arrangements relate to cryptographic systems having a means configured for extending a rep-
etition period of a random sequence. More particularly, the inventive arrangements relate to ring generators configured
for generating a random sequence base on an arbitrary permutation ordering of numbers.
[0002] Many cryptographic systems requiring random sequences typically include ring generators and/or other cyclic
structures. A ring generator is a simple structure over a finite field that exhaustively produces possible outputs through
repeated mapping. The mapping is some combination of an additive and a multiplicative mapping, with irreducible
polynomials being ideal. For example, a ring generator includes repeated computations of an irreducible polynomial f
(x) = 3x3 + 3x2 + x on a finite Galois field GF[11]. A main limitation of a ring generator is that its orbits are highly
deterministic. As such, knowledge of a mapping and current finite field conditions gives complete knowledge of an output
sequence.
[0003] In cryptographic systems requiring random sequences, ring generators are often employed in algorithms for
modifying a sequence of data bits. Such algorithms typically include arithmetic operations to be performed in a finite or
Galois field. A finite or Galois field GF[p] is a field that contains only finitely many elements, namely {0, 1, 2, ..., p-1}. As
such, all arithmetic operations performed in the finite or Galois field result in an element within that field. The finite or
Galois field GF[p] has a finite field size defined by the Galois characteristic p. As such, any output sequence created
through repeated mapping of a time invariant operator repeats every pth element. This repetitive behavior produces
correlations thereby making the decoding of an output sequence relatively easy when p is small. Consequently, the
algorithms also typically include operations for expanding the finite or Galois field size so that the period of repetition is
increased.
[0004] There are many methods known in the art for expanding a finite or Galois field GF[p] where p is an integer
power of two (2), 2k. The simplest such method for expanding a finite or Galois field GF[2k] within an isomorphism
includes increasing a number of input bits. Other methods include coupling the ring generator to other generators. For
example, the ring generator may be coupled to an arbitrary number of other generators (assumed to have a mutually
prime characteristic) comprised of digital hardware implementing the Chinese Remainder Theorem (CRT). As should
be understood, CRT computations are performed to combine mixed-radix computations. CRT computations may only
be used if inputs to the generator are mutually prime numbers. Despite the advantages of this method, it suffers from
certain drawbacks. For example, this method is cyclic and fixed by nature. CRT computations of elements in odd prime
number bases with digital hardware are computationally inefficient. Also, an output sequence of the generator is highly
deterministic if the mutually prime numbers and initial conditions are known a priori.
[0005] These cryptographic systems requiring random sequences also typically rely on deterministic scrambling meth-
ods to help mask an output sequence so that an outside observer is unable to determine the output sequence. Scrambling
methods are used to increase the entropy of an output relative to any given sequence of inputs. As such, these crypto-
graphic systems include scramblers. A scrambler operates according to a deterministic scrambling algorithm so that the
original signal can be recovered from a scrambled signal. Deterministic scrambling methods and associated algorithms
are well known to persons skilled in the art, and therefore will not be described in detail herein.
[0006] However, it should be understood that one such deterministic scrambling method includes implementing a
deterministic scrambling algorithm that uses substitution box (S-box) functions to scramble data. An S-box is an array
of numbers used to add additional variance into an output sequence of a cryptographic system in order to protect the
output sequence from reverse engineering. An S-box function often has a number of desired properties. For example,
a deterministic scrambling algorithm uses an S-box, but a deterministic descrambling algorithm uses an inverse of the
S-box. As such, the S-box function is invertible so that an output sequence can be obtained from a scrambled sequence.
This deterministic scrambling method also includes creating complex mixing networks, such as a Feistel structure. As
should be understood, a Feistel structure combines multiple rounds of repeated operations. Such operations include,
but are not limited to, bit-shuffling, nonlinear functions, and linear functions. Despite the advantages of this deterministic
scrambling method, it suffers from certain drawbacks. For example, this deterministic scrambling method is time-invariant.
This deterministic scrambling method can also be resource intensive.
[0007] The article "Pseudorandom permutation" by A. De Matteis et al. in the Journal Of Computational And Applied
Mathematics, Elsevier, The Netherlands, Vol. 142, No. 2,15 May 2002, pages 367-375, describes a cryptographic
algorithm for randomly permutating the letters of a message in accordance with numbers generated by a linear congru-
ential pseudorandom number generator.
[0008] In view of the forgoing, there remains a need for a method for expanding a finite or Galois field size that is more
computationally efficient than conventional finite field expansion methods. There is also a need for an invertible method
for increasing the entropy of an output sequence that is more computationally efficient than conventional deterministic
scrambling methods. Such methods also need to be designed for providing a high degree of security feature to a
cryptographic system. Most significantly, there is further a need for a method and apparatus for generating an arbitrary
permutation ordering of numbers that can be used in a variety of cryptographic system applications.
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[0009] The invention concerns a cryptographic system according to claim 1. The invention furthermore concerns
preferred embodiments according to the dependent claims.
[0010] Embodiments will be described with reference to the following drawing figures, in which like numerals represent
like items throughout the figures, and in which:

FIG. 1 is a conceptual diagram of an algorithm for extending a sequence’s repetition period that is useful for under-
standing the invention.
FIG. 2A is a schematic illustration of a cyclic structure that is useful for understanding the invention.
FIG. 2B is a table illustrating cyclic structure elements with associated starting position values and output sequence
numbers that is useful for understanding the invention.
FIG. 2C is a schematic illustration of varying cyclic structure element positions that is useful for understanding the
invention.
FIG. 3 is a flow diagram of a method for creating an arbitrary permutation ordering of numbers that is useful for
understanding the invention.
FIG. 4 is a block diagram of a ring generator that is useful for understanding the invention.
FIG. 5 is a block diagram of a cryptographic system that is useful for understanding the invention.
FIG. 6 is a block diagram of the encryption device of FIG. 5 that is useful for understanding the invention.
FIG. 7 is a block diagram of the decryption device of FIG. 5 that is useful for understanding the present invention.
FIG. 8 is a block diagram of a cryptographic system that is useful for understanding the invention.
FIG. 9 is a block diagram of the diffusion device of FIG. 8 that is useful for understanding the invention.
FIG. 10 is a block diagram of the reverse diffusion device of FIG. 8 that is useful for understanding the present
invention.
The invention will now be described more fully hereinafter with reference to accompanying drawings, in which
illustrative embodiments of the invention are shown. Accordingly, the present invention can take the form as an
entirely hardware embodiment, an entirely software embodiment, or a hardware/software embodiment.

[0011] Referring now to FIG. 1, there is provided a conceptual diagram of an algorithm for extending a sequence’s
repetition period. In this regard, it should be appreciated that a sequence of random numbers RN0, ..., RNN is generated.
Each random number RN0, ..., RNN has an integer value between zero (0) and n!-1. The sequence of random numbers
RN0, ..., RNN repeats after a certain period of time. As such, an algorithm is employed to extend this period of time. This
algorithm is described in great detail below (in relation to FIGS. 1-2).
[0012] Referring again to FIG. 1, the algorithm begins with a random number RN0 that has been computed by some
defined arithmetic process. Such arithmetic processes are well known to persons skilled in the art. Therefore, the defined
arithmetic process will not be described in detail herein. However, it should be appreciated that the arithmetic process
can be an arithmetic process for computing a pseudo-random number or a pseudo-chaotic number. It should also be
appreciated that each random number of the random number sequence RN0, ..., RNN can have a decimal value between
zero (0) and n!-1. n! is a factorial equivalent of a decimal value representing the total possible values that members of
the random number sequence RN0, ..., RNN can equal.
[0013] The random numbers RN0, ..., RNN can be expressed in a decimal number system representation or a binary
number system representation. If the random number sequence RN0, ..., RNN is expressed in a decimal number system
representation, then the random number sequence RN0, ..., RNN is a decimal sequence of digits. The term "digit" as
used herein refers to a single character in a weighted numbering system. For example, a sequence 45 has a digit 4 and
a digit 5. The digit 4 is weighted such that it is ten (10) times the value of the digit 5. Each digit of the decimal sequence
has a value of zero (0), one (1), two (2), three (3), four (4), five (5), six (6), seven (7), eight (8) or nine (9). The decimal
sequence has a digit length selected in accordance with a particular algorithm application. If the random number sequence
RN0, ..., RNN is expressed in a weighted binary number system representation, then each random number RN0, ..., RNN
is a binary sequence of digits. Each digit of the binary sequence has a zero (0) value or a one (1) value. The binary
sequence has a digit length selected in accordance with a particular algorithm application.
[0014] Each random number RN0, ..., RNN can be expressed as a set of residue number system (RNS) residue values
RV0, ..., RVJ using RNS arithmetic operations, i.e. modulo operations. Modular arithmetic is well known to persons
skilled in the art. Thus, such operations will not be described in great detail herein. However, it should be appreciated
that a RNS residue value can be defined by mathematical Equation (1). 

where
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RVp is a RNS residue value representing a random number RNn modulo mp;
RNn is one of the random numbers in the random number sequence RN0, ..., RNN; and mp is a modulus which can have
a value basek

base.
[0015] The moduli mp = m0

km0, m1
km1, ..., mJ

kmJ are selected to have a value defined by the unique prime factorization
of n!. As noted above, n! is the number of total possible values that the random number sequence RN0, ..., RNN can
equal. In this regard, it should be appreciated that the Fundamental Theorem of Arithmetic (FTA) can be used to write
the random number as a unique product of relatively prime numbers, which are automatically mutually prime when
separated into distinct powers of individual primes. The phrase "relatively prime numbers" as used herein refers to a
collection of numbers having a greatest common divisor of one (1). For example, a factorial of eight (8!) equals a decimal
number having a value of forty thousand three hundred twenty (40,320). This decimal number can be expressed as a
product of prime numbers (40,320 = 2K2 · 3K3 · 5K5 · 7K7 = 27 · 32 · 51 · 7’). In such a scenario, each RNS arithmetic
operation employed for expressing each random number in the sequence RN0, ..., RNK as a set of RNS residue values
RV0, ..., RVJ can use the relatively prime numbers 27, 32, 51, 71 as a moduli m0

km0, m1
km1, m2

km2, m3
km3, respectively.

As should be understood, residue number systems yield the largest potential for gains in computational efficiency when
the individual moduli are as small as possible. Further, factors of two (2) are a special case (being inherently efficient)
since digital hardware is optimized for binary arithmetic.
[0016] Referring again to FIG. 1, each RNS residue value RV0, ..., RVJ can be expressed in a different relatively prime
number system representation. In this regard, it should be appreciated that an advantage of using different relatively
prime number systems is that operations in one (1) residue space can be performed independently from other residue
spaces. After independently performing a plurality of residue computations, the results of said computations can be
recombined via an algorithm, such as a Chinese Remainder Theorem algorithm. The recombination results can be used
to efficiently implement a permutation ordering of numbers that is the same as a permutation ordering of numbers within
an isomorphism defined by the random numbers RN0, ..., RNN.
[0017] According to an embodiment of the invention, a RNS residue value RV0 can be expressed in a binary number
system (i.e., a base-two system) representation. As such, the residue value RV0base2 is a sequence of binary digits.
Each binary digit has a value of zero (0) or one (1). The RNS residue value RV1 can be expressed in a tertiary number
system (i.e., a base-three system) representation. Accordingly, the RNS residue value RV1base3 is a sequence of tertiary
digits. Each tertiary digit has a value of zero (0), one (1) or two (2). The RNS residue value RV2 can be expressed in a
pentiary number system (i.e., a base-five system) representation. Hence, the RNS residue value RV2base5 is a sequence
of pentiary digits. Each pentiary digit has a value of zero (0), one (1), two (2), three (3), or four (4). The RNS residue
value RV3 can be expressed in a septiary number system (i.e., a base-seven system) representation. Therefore, the
RNS residue value RV3base7 is a sequence of septiary digits. Each septiary digit has a value of zero (0), one (1), two
(2), three (3), four (4), five (5), or six (6). Still, the invention is not limited in this regard.
[0018] Referring again to FIG. 1, either a partial or complete arbitrary permutation ordering of numbers is created
using select combinations of all or a portion of the RNS residue values RV0 base2, ..., RVJ basemJ. In this regard, it should
be appreciated that each RNS residue value RV0 base2, ..., RVJ basemJ is comprised of one or more digits. For example,
the RNS residue value RV0 base2 can be comprised of binary digits b1 b2 ... bK2. The RNS residue value RV1 base3 can
be comprised of tertiary digits t1 t2 ... tK3. The RNS residue value RV2 base5 can be comprised of a pentiary digit pt1
pt2 ... ptK5. The RNS residue value RV3 base7 can be comprised of a septiary digit s1 s2 ... sK7. In such a scenario, an
arbitrary permutation ordering of output sequence numbers can be determined and applied to a cyclic structure such as
that shown in FIG. 2A.
[0019] Referring now to FIGS. 2A-2B, the cyclic structure 200 is comprised of a plurality of elements A, B, ..., H. The
number of elements A, B, ..., H is defined by the decimal number n of n!. As noted above, n! is the number of total
possible values that the random number sequence RN0, ..., RNN can equal. In order for the method disclosed herein to
specify a particular one of the elements A, B, ..., H, it is useful to assign each element a corresponding starting position
value. According to an embodiment of the invention shown in FIGS. 2A-2B, the element A has a starting position zero
(0). The element B has a starting position one (1). The element C has a starting position two (2), and so on. Still, the
invention is not limited in this regard. For example, the element A can alternatively have a starting position one (1). The
element B can alternatively have a starting position two (2). The element C can alternatively have a starting position
three (3), and so on. Similarly, in order for the method disclosed herein to specify a particular output sequence, it is
useful to assign each element a corresponding output sequence number. According to the embodiment of the invention
shown in FIGS. 2A-2B, the element A has a corresponding output sequence number of one (1). The element B has a
corresponding output sequence number of two (2). The element C has a corresponding output sequence number of
three (3), and so on. Still, the invention is not limited in this regard.
[0020] Referring again to FIG. 1 and FIGS. 2A-2C, a cyclic structure 200 sequence of elements is determined using
all or a portion of the RNS residue values RV0, ..., RVJ. For example, if there are eight (8) possible elements A, B, ...,
H in the cyclic structure 200, then a first number of the output sequence can be determined uniquely using any set of
three residue value RV0 base2 digits (e.g., b1 b2 b3). As should be understood, the digit set b1 b2 b3 can have an associated
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decimal value of zero (0), one (1), two (2), three (3), four (4), five (5), six (6) or seven (7). For example, if the binary
digits b1 b2 b3 have the binary value of 0 0 0, then the binary value would convert to a decimal value of zero (0). In
contrast, if the binary digits b1 b2 b3 have the binary value of 1 1 1, then the binary value would convert to a decimal
value of seven (7). If this digit set b1 b2 b3 has an associated decimal value of three (3), then the starting element in the
cyclic structure 200 sequence is an element having starting position three (3) within the elements A-H, i.e., element D
as shown in FIG. 2C. Accordingly, a first number of the output sequence has a decimal value of four (4), i.e., the value
of the output sequence number associated with the element D as shown in FIG. 2B.
[0021] Consequently, there are now seven (7) elements A, B, C, E, F, G, H to select as a second element in the cyclic
structure 200 sequence. As such, a second number of the output sequence can be determined uniquely using a septiary
digit of the residue value RV3 base7 (e.g., s1). As should be understood, the septiary digit s1 can have an associated
decimal value of zero (0), one (1), two (2), three (3), four (4), five (5) or six (6). If the septiary digit s1 has an associated
decimal value of four (4), then the second element in the cyclic structure 200 sequence is the element in position four
(4) within the elements A-C and E-H, i.e., element F as shown in FIG. 2C. The second number of the output sequence
has a decimal value of six (6), i.e., the value of the output sequence number associated with the element F as shown
in FIG. 2B.
[0022] There are now six (6) elements A, B, C, E, G, H to select as a third element in the cyclic structure 200 sequence.
As such, a third number of the output sequence can be determined uniquely using a binary digit of the residue value
RV0 base2 (e.g., b4) and a tertiary digit t1 of the RNS residue value RV1base3 (e.g., t1). As should be understood, the
fourth binary digit b4 can have a value of zero (0) or one (1). The first tertiary digit t1 can have a value of zero (0), one
(1) or two (2). These two mixed-radix digits may be combined via the Chinese Remainder Theorem (CRT) to obtain a
single effective base-six digit value. Mixed-radix recombination via the CRT or similar methods is well understood by
persons skilled in the art. Therefore, the CRT and similar methods will not be described in detail herein. If the fourth
binary digit b4 has a value of one (1) and the first tertiary digit t1 has a value of zero (0), then the third element in the
cyclic structure 200 sequence is the element in position three (3) within the elements A-C, E, and G-H, i.e., element E
as shown in FIG. 2C. Notably, the position value of three (3) is obtained using the CRT. The third number in the output
sequence has a decimal value of five (5), i.e., the value of the output sequence number associated with the element E
as shown in FIG. 2B.
[0023] There are now five (5) elements A, B, C, G, H to select as a fourth element in the cyclic structure 200 sequence.
As such, a fourth number of the output sequence can be determined uniquely using a pentiary digit of the RNS residue
value RV2 base5 (e.g. pt1). As should be understood, the pentiary digit pt1 can have a decimal value of zero (0), one (1),
two (2), three (3), or four (4). If the pentiary digit pt1 has a decimal value of one (1), then the fourth element in the cyclic
structure 200 sequence is the element in position one (1) within the elements A-C and G-H, i.e., element B as shown
in FIG. 2C. The fourth number in the output sequence has a decimal value of two (2), i.e., the value of the output sequence
number associated with the element B as shown in FIG. 2B.
[0024] There are now four (4) elements A, C, G, H to select as a fifth element in the cyclic structure 200 sequence.
As such, a fifth number of the output sequence can be determined uniquely using a set of two RNS residue value
RV0 base2 digits (e.g., b5 b6). As should be understood, the binary digit set b5 b6 can have an associated decimal value
of zero (0), one (1), two (2) or three (3). For example, if the binary digit set b5 b6 have a binary value of 0 0, then the
binary value would convert to a decimal value of zero (0). In contrast, if the binary digit set b5 b6 have a binary value of
1 1, then the binary value would convert to a decimal value of three (3). If the binary digit set b5 b6 has a decimal value
of three (3), then the fifth element in the cyclic structure 200 sequence is the element in position three (3) within the
elements A, C, G, and H, i.e., element H as shown in FIG. 2C. The fifth number in the output sequence has a decimal
value of eight (8), i.e., the value of the output sequence number associated with the element H as shown in FIG. 2B.
[0025] There are now three (3) elements A, C, G to select as a sixth element in the cyclic structure 200 sequence. As
such, a sixth number of the output sequence can be determined uniquely using a tertiary digit of the RNS residue value
RV1 base3 (e.g., t2). As should be understood, the second tertiary digit t2 can have a value of zero (0), one (1), or two
(2). If the second tertiary digit t2 has a decimal value of zero (0), then the sixth element in the cyclic structure 200
sequence is the element in position zero (0) within the elements A, C, and G, i.e., element A as shown in FIG. 2C. The
sixth number in the output sequence has a decimal value of one (1), i.e., the value of the output sequence number
associated with the element A as shown in FIG. 2B.
[0026] There are now two (2) elements C, G to select as a seventh element in the cyclic structure 200 sequence. As
such, a seventh number of the output sequence can be determined uniquely using the last binary digit of the RNS residue
value RV0 base2 (e.g., b7). As should be understood, the seventh binary digit b7 can have a value of zero (0) or one (1).
If the seventh binary digit b7 has a value of one (1), then the seventh element in the cyclic structure 200 sequence is
the element in position one (1) within the elements C and G, i.e., element G as shown in FIG. 2C. The seventh number
in the output sequence has a decimal value of seven (7), i.e., the value of the output sequence number associated with
the element G as shown in FIG. 2B. Consequently, there is only one element C to select as an eighth element in the
cyclic structure 200 sequence. As such, the eighth number of the output sequence has a decimal value of three (3), i.e.,
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the value of the output sequence number associated with the element C as shown in FIG. 2B.
[0027] The above described process can be iteratively performed for each of a plurality of random numbers RN0, ...,
RNN. In this regard, it should be appreciated that there are n! possible output sequences of numbers one (1) through n.
As noted above, n! is the number of total possible values that the random numbers RN0, ..., RNN can equal. Consequently,
the ordering of numbers in a plurality of output sequences will not repeat until the n·n!+1 output.
[0028] The following Examples are provided in order to further illustrate the present invention. The scope of the
invention, however, is not to be considered limited in any way thereby.

EXAMPLE 1

[0029] A random number RN0 can have a decimal value of zero to forty thousand three hundred nineteen (40,319).
As such, the total possible values that the random number RN0 can equal is forty thousand three hundred twenty (40,320).
Using the Fundamental Theorem of Arithmetic, the number forty thousand three hundred twenty (40,320) can be written
as 8! = 8 · 7 ..... · 1 = 27 · 32 · 51 · 7’. In effect, a cyclic structure employed in such a scenario includes n elements, i.e.
eight (8) elements.
[0030] Each RNS arithmetic operation employed for expressing the random number RN0 as a RNS residue value
RV0, ..., RV3 uses the relatively prime numbers 27, 32, 51, 71 as the set of moduli m0

km0, m1
km1, m2

km2, m3
km3.

Accordingly, the RNS residue values RV0, ..., RV3 can be defined by mathematical Equations (2-5). 

[0031] The RNS residue value RV0, ..., RV3 can be computed by substituting the value of the random number RN0
into the mathematical Equations (2-5). If the random number RN0 equals ten thousand three hundred eleven (10,311),
then the RNS residue value RV0 equals seventy-one (71). The RNS residue value RV1 equals six (6). The RNS residue
value RV2 equals one (1). The RNS residue value RV3 equals zero (0). Accordingly, the RNS residue values RV0, ...,
RV3 can be defined by mathematical Equations (6-9). 

[0032] Each RNS residue value RV0, ..., RV3 is expressed in a different base number system. Specifically, the RNS
residue value RV0 is expressed in a base two system. As such, the RNS residue value RV0base2 is a sequence of binary
digits having values 1 0 0 0 1 1 1. The RNS residue value RV1 is expressed in a base three system. As such, the RNS
residue value RV1 base3 is a sequence of tertiary digits having values 2 0. The RNS residue value RV2 is expressed in
a base five system. As such, the RNS residue value RV2 base5 is a pentiary digit having a value 1. The RNS residue
value RV3 is expressed in a base seven system. As such, the RNS residue value RV3 base7 is a septiary digit having a
value 0. Accordingly, the RNS residue values RV0 base2, ..., RV3 base7 can be defined by mathematical Equations (10-13). 
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[0033] The first number of an output sequence is determined using the last three binary digits 111 of the RNS residue
value RV0 base2. The second number of the output sequence is determined using the septiary digit 0 of the RNS residue
value RV3 base7. The third number of the output sequence is determined using a fourth binary digit 0 of the RNS residue
value RV0 base2 and a second tertiary digit 0 of the RNS residue value RV1 base3. The fourth number of the output
sequence is determined using the pentiary digit 1 of the RNS residue value RV2 base5. The fifth number of the output
sequence is determined using a second and third binary digit 0 0 of the RNS residue value RV0 base2. The sixth number
of the output sequence is determined using a first tertiary digit 2 of the RNS residue value RV1 base3. The seventh number
of the output sequence is determined using a first binary digit 1 of the RNS residue value RV3 base7. Consequently, the
output sequence is 8 1 2 4 3 7 6 5.

EXAMPLE 2

[0034] A random number sequence of a size fifty-two factorial (52!) is chosen via any combination of number generation
processes. The random number sequence of a size fifty-two factorial (52!) is approximately equal to eight times ten to
the power of sixty-seven (8·1067). Using the Fundamental Theorem of Arithmetic, the number eight times ten to the
power of sixty-seven (8·1067) can be written as 52! = 52 · 51 · ...... · 1 = 249 · 323 · 512 · 78 · 114 · 134 · 173 · 193 · 232 ·
291 · 311 · 371 · 411 · 431 · 471.
[0035] Alternately and more efficiently, a collection of fifteen (15) independent random number generators on each of
the number bases can be used equivalently to produce an effective random number of size fifty-two factorial (52!).
Following the same logic described above (in relation to FIGS. 1-2 and Example 1), a first number of an output sequence
is determined using two (2) base-two digits and one (1) base-thirteen digit. A second number of an output sequence is
determined using one (1) base-three digit and one (1) base-seventeen digit. A third number of an output sequence is
determined using one (1) base-two digit and two (2) base-five digits, and so on. As should be understood, these math-
ematical operations may be implemented in hardware such that the same are performed in parallel. This parallel process-
ing configuration results in a relatively quick and efficient computation.

EXAMPLE 3

[0036] A random number generator based on these combinatorial techniques can be constructed using an arbitrary
mapping of n=233 elements as in cyclic ring 200, whose output is combined with some number of other cyclic ring
generators. This combination may be performed using a method such as the Chinese Remainder Theorem. If the
characteristics of the additional cyclic ring generators are odd primes exceeding two hundred thirty three (233), such as
two hundred thirty nine (239), two hundred forty one (241), and two hundred fifty one (251), the effective repeat duration
increases multiplicatively. Based on the four numbers in this example, the output sequence would only repeat after more
than ten to the power of four hundred fifty nine (10459) outputs. Moreover, the incorporation of these additional cyclic
ring generators helps mask the deterministic properties of the permutation mapping.
[0037] Referring now to FIG. 3, there is provided a flow diagram of a method 300 for creating an arbitrary permutation
ordering of numbers. The method 300 begins at step 302 and continues with step 304. In step 304, a total number of
elements n for a cyclic structure 200 is selected. This step 304 also involves selecting a starting position for each element
of the cyclic structure 200. For example, the element A has a position zero (0). The element B has a position of one (1).
The element C has a position of two (2), and so on. This step 306 further includes selecting an output sequence number
for each element. For example, an output sequence number associated with an element A has a value of one (1). An
output sequence number associated with an element B has a value of two (2), and so on. Thereafter, step 306 is
performed. Step 306 involves selecting the number of total possible values n! that a random number RN can equal.
[0038] As shown in FIG. 3, the method 300 continues with step 308. In step 308, a decimal number defined by the
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number of total possible values n! is written as a product of relatively prime numbers. In step 310, these relatively prime
numbers are used as moduli m0

km0, m1
km1, ..., mJ

kmJ for calculating RNS residue values RV0 , ..., RVJ. Subsequently,
step 312 is performed where a random number RN is generated. Thereafter, RNS arithmetic operations are performed
to convert the random number RN to a set of RNS residue values RV0 , ..., RVJ.
[0039] In step 316, arithmetic operations are performed to convert the RNS residue values RV0 , ..., RVJ from the
residue number system to a base number system. The base number system includes, but is not limited to, a base-two
system, a base-three system, a base-five system, a base-seven system, a base-eleven system, a base-thirteen system,
a base-seventeen system, a base-nineteen system, a base twenty-three system, a base twenty-nine system, and a
base thirty-one system. In this regard, it should be understood that each RNS residue values RV0, ..., RVJ can be
converted to a different base number system.
[0040] Thereafter, step 318 is performed where select combinations of all or a portion of the RNS residue value
RV0 , ..., RVJ are used to create a unique permutation ordering of the output sequence numbers. In this regard, it should
be appreciated that the permutation ordering can be determined and applied to a cyclic structure such as that shown in
FIG. 2A. In this regard, it should be understood that each output sequence number is associated with a certain element
of the cyclic structure 200. Each combination of all or a portion of the RNS residue value RV0 , ..., RVJ is used to
determine which element of the cyclic structure 200 has a position equal to a decimal value of said combination. Once
the element is identified, the output sequence number associated with the element is added to an output sequence.
After step 318, step 320 is performed. In step 320, the permutation ordering is applied to the cyclic structure 200, an n-
length bit sequence, a data stream modifying application, or other application. In this regard, it should be understood
that the generated member of the random sequence of numbers is output for subsequent use. For example, a digital
data stream is modified using the output sequence numbers. Thereafter, step 322 is performed where the method 300
returns to step 312.
[0041] As should be appreciated, an output sequence has a permutation order that changes per cycle of steps 312-320.
In other words, the permutation order of the output sequence numbers is unique for each random number zero (0), one
(1), ..., and n!-1. As such, the permutation order of each output sequence is seemingly random. Also, the permutation
order of the output sequence numbers does not begin to repeat for n·n! outputs. As should also be appreciated, the
method 300 can be used in a variety of cryptographic system applications. For example, such a method can be advan-
tageously implemented in a ring generator of a cryptographic system based on the availability of random sequences. In
such a scenario, the ring generator can produce an output sequence of numbers having an arbitrarily large chosen
duration.
[0042] Referring now to FIG. 4, there is illustrated one embodiment of a ring generator 400 which could be used to
implement the inventive arrangements. The ring generator 400 is comprised of a random number generating (RNG)
module 402, computing modules 404, 406, 408, and a permutation module 410. The RNG module 402 is comprised of
hardware and software configured for computing a sequence of random numbers RN0, ..., RNN using some defined
arithmetic process. Such arithmetic processes are well known to persons skilled in the art. Therefore, the defined
arithmetic process will not be described in detail herein. However, it should be understood that the sequence of random
numbers RN0, ..., RNN can be any chosen sequence of pseudo-random numbers or pseudo-chaotic numbers.
[0043] Referring again to FIG. 4, the RNG module 402 can also be comprised of hardware and software configured
for converting the random number sequence RN0, ..., RNN from a decimal number system to a binary number system.
In this regard, it should be understood that a random numbers RN0, ..., RNN expressed in a binary number system
representation includes a sequence of digits having a zero (0) value or a one (1) value. As such, the binary number
system representation has a certain digit length BL (e.g., eight digits). The RNG module 402 is further comprised of
hardware and software configured for communicating the random numbers RN0, ..., RNN to the computing modules 404,
406, 408.
[0044] Each computing module 404, 406, 408 is comprised of hardware and software configured for performing an
RNS arithmetic operation to convert a random number in the sequence RN0, ..., RNN to a set of RNS residue values
RV0, ..., RVJ. In this regard, it should be understood that each RNS arithmetic operation employed for expressing a
random number in the sequence RN0, ..., RNN as a set of RNS residue values RV0, ..., RVJ uses a different relatively
prime number as a moduli m0

km0, m1
km1, ..., mJ

kmJ. Each relatively prime number is defined by a decimal number equal
to a number of total possible values n! that each random number RN0, ..., RNN can equal. The decimal number is
expressed as a product of relatively prime numbers. These relatively prime numbers are used as the moduli m0

km0,
m1

km1, ..., mJ
kmJ.

[0045] Referring again to FIG. 4, each computing module 404, 406, 408 is also comprised of hardware and software
configured for converting each RNS residue value RV0, ..., RVJ from a residue number system to a base number system.
In this regard, it should be understood that each computing module 404, 406, 408 is configured to convert a respective
RNS residue value RV0, ..., RVJ from a residue number system to a particular base number system. For example, the
computing module 404 is configured to convert the RNS residue value RV0 to a base two system. The computing module
406 is configured to convert the RNS residue value RV1 to a base three system. The computing module 408 is configured
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to convert the RNS residue value RVJ to a base seven system. Still, the invention is not limited in this regard.
[0046] Each computing module 404, 406, 408 is further comprised of hardware and software configured for commu-
nicating a respective residue value RV0, ..., RVJ to the permutation module 410. The permutation module 410 is com-
prised of hardware and software configured for using select combinations of all or portion of the RNS residue values
RV0, ..., RVJ to create an arbitrary permutation ordering of the output sequence numbers. The permutation module 410
is also comprised of hardware and software configured for generating an output comprised of a unique permutation
ordering of the output sequence numbers. In this regard, it should be appreciated that the permutation ordering is
determined and applied to a cyclic structure such as that shown in FIG. 2A. In this regard, it should be appreciated that
each output sequence number is associated with a certain element of the cyclic structure 200. Each combination of all
or a portion of the RNS residue value RV0, ..., RVJ is used to determine which element of the cyclic structure has a
position equal to a decimal value of said combination. Once the element is identified, the output sequence number
associated with the element is added to the output sequence. The permutation module 410 is further comprised of
hardware and software configured for communicating an output sequence to an external device (not shown). The external
device can be configured for modifying a digital data stream using output sequence numbers contained in an output
sequence. According to an aspect of the invention, the permutation module 410 is configured to use the Chinese
Remainder Theorem to combine with one or more additional cyclic ring generators. Still, the invention is not limited in
this regard.
[0047] A person skilled in the art will appreciate that the ring generator 400 illustrates an exemplary architecture of a
RNS-based permutation mapping. However, the invention is not limited in this regard and any other ring generator
architecture can be used without limitation.
[0048] Referring now to FIG. 5, there is illustrated one embodiment of a cryptographic system 500 which could be
used to implement the inventive arrangements. The cryptographic system 500 is comprised of a data stream source
502, an encryption device 504 and a decryption device 506. The data stream source 502 can be comprised of hardware
and/or software configured to generate a data stream. The data stream can include payload data, such as voice data,
video data, user identification data, signature data and/or the like. The data stream can also be a digital data stream.
The data stream source 502 is also comprised of hardware and/or software configured to communicate the data stream
to the encryption device 504.
[0049] The encryption device 504 is comprised of hardware and/or software configured to generate an encryption
sequence. The encryption sequence is comprised of pseudo-random numbers or pseudo-chaotic random numbers. The
encryption device 504 is also comprised of hardware and/or software configured to perform actions to modify the data
stream using the encryption sequence. The encryption device 504 is further comprised of hardware and/or software
configured to communicate a modified data stream to the decryption device 506. The encryption device 504 will be
described in greater detail below in relation to FIG. 6.
[0050] The decryption device 506 is comprised of hardware and/or software configured to generate a decryption
sequence. The decryption sequence is comprised of pseudo-random numbers or pseudo-chaotic random numbers. The
decryption sequence can be the same as the encryption sequence generated by the encryption device 504. The decryption
device 506 is also comprised of hardware and/or software configured to perform actions to decrypt the received modified
data stream. Such decryption actions are well known to persons skilled in the art, and therefore will not be described in
great detail herein. The decryption device 506 is also comprised of hardware and/or software configured to communicate
the decrypted data to an external device (not shown). The decryption device 504 will be described in greater detail below
in relation to FIG. 7.
[0051] Referring now to FIG. 6, there is illustrated one embodiment of the encryption device 504 of FIG. 5. The
encryption device 504 is comprised of a data stream receiving means (DSRM) 602, a ring generator 400 and an encryptor
604. Each of the listed components 602, 604 is well known to persons skilled in the art, and therefore will not be described
in great detail herein. However, a brief description of the encryption device 504 is provided to assist a reader in under-
standing the present invention.
[0052] Referring again to FIG. 6, the DSRM 602 is comprised of hardware and/or software configured to receive a
data stream from an external device, such as the data stream source 502 (described above in relation to FIG. 5). The
DSRM 602 is also comprised of hardware and/or software configured to communicate the data stream to the encryptor
604. In this regard, it should be appreciated that the DSRM 602 is electronically connected to the encryptor 604.
[0053] The ring generator 400 is generally configured to generate an encryption sequence. The discussion provided
above in relation to FIG. 4 is sufficient for understanding the ring generator 400 for a single random number sequence.
However, it should be noted that the ring generator 400 can also be configured to permute or re-order the numbers of
an encryption sequence generated therein. In this regard, a generalized permutation method may also be applied to a
random number sequence internal to the ring generator 400, such that the overall ring generator output is some permuted
combination of the internally generated random number sequence. The ring generator 400 is also configured to com-
municate the encryption sequence to the encryptor 604. In this regard, it should be appreciated that the ring generator
400 is electronically connected to the encryptor 604.
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[0054] The encryptor 604 is configured to generate a modified data stream by incorporating or combining the encryption
sequence with the data stream. More particularly, the encryptor 604 is configured to perform a combination method for
masking the data stream. The combination method may be a standard multiplication, multiplication within a Galois
extension field, addition modulo q, subtraction modulo q, bitwise logic operations or any other standard combination
method. In this regard, it should be appreciated that the encryptor 604 can include a multiplier, an adder, a digital logic
device, a feedback mechanism or a similar combining function device.
[0055] Referring now to FIG. 7, there is illustrated one embodiment of the decryption device 506 of FIG. 5. The
decryption device 506 is comprised of a modified data stream receiving means (MDSRM) 702, a ring generator 400 and
a decryptor 704. Each of the listed components 702, 704 is well known to persons skilled in the art, and therefore will
not be described in great detail herein. However, a brief description of the decryption device 506 is provided to assist a
reader in understanding the present invention.
[0056] Referring again to FIG. 7, the MDSRM 702 is comprised of hardware and/or software configured to receive a
modified data stream from an external device, such as the encryption device 504 (described above in relation to FIG.
5). The MDSRM 702 is also comprised of hardware and/or software configured to communicate the modified data stream
to the decryptor 704. In this regard, it should be appreciated that the MDSRM 702 is electronically connected to the
decryptor 704.
[0057] The ring generator 400 is generally configured to generate a decryption sequence. The discussion provided
above in relation to FIG. 4 is sufficient for understanding the ring generator 400 for a single random number sequence.
However, it should be noted that the ring generator 400 can also be configured to permute or re-order the numbers of
an encryption sequence generated therein. The ring generator 400 is also configured to communicate the decryption
sequence to the decryptor 704. In this regard, it should be appreciated that the ring generator 400 is electronically
connected to the decryptor 704. The decryptor 704 is configured to generate decrypted data by performing a decryption
method utilizing the modified data stream and the decryption sequence. Decryption methods are well known to persons
skilled in the art, and therefore will not be described in great detail herein.
[0058] Notably, the ring generator 400 can also be used in a diffusion process. Diffusion processes are well known
to persons skilled in the art, and therefore will not be described in great detail herein. However, it should be understood
that the diffusion process is different from the encryption process performed by the cryptographic system 500 (described
above in relation to FIGS. 5-7). As described above, the encryption process generally involves converting plain text into
cipher text, often changing the statistical properties of the data. Plain text and cipher text are well known to persons
skilled in the art, and therefore will not be described in great detail herein. The conversion is achieved by incorporating
or combining an encryption sequence with a data stream. More particularly, the encryption process involves performing
a standard multiplication, multiplication within a Galois extension field, addition modulo q, subtraction modulo q, bitwise
logic operations or any other standard combination method. As should be understood, the encryption process is performed
to: (a) increase data security; (b) ensure data integrity; and (c) ensure that each character of a digital data stream is
converted from a plain text form to a cipher text form. In contrast, the diffusion process generally involves masking the
properties of data by spreading the data through out a data stream or an encrypted data stream, but does not directly
change the statistical properties of the atomic units. This masking is performed by: (a) re-ordering the bits in the data
stream; and/or (b) shifting the bits in the data stream. As should also be understood, the diffusion process is performed
to ensure that each character of a digital data stream will have the same probability of occurrence in a modified data
stream (or encrypted data stream), thus maintaining chosen statistical properties of atomic data units.
[0059] Referring now to FIG. 8, there is illustrated one example of a cryptographic system 800.The cryptographic
system 800 is comprised of a data stream source 802, a diffusion device 804 and a reverse diffusion device 806. The
data stream source 802 can be comprised of hardware and/or software configured to generate a data stream. The data
stream can include payload data, such as voice data, video data, user identification data, signature data and/or the like.
The data stream can also be a digital data stream. The data stream source 802 is also comprised of hardware and/or
software configured to communicate the data stream to the diffusion device 804.
[0060] The diffusion device 804 is comprised of hardware and/or software configured to generate a diffusion sequence.
The diffusion sequence is comprised of pseudo-random numbers or pseudo-chaotic random numbers. The diffusion
device 804 is also comprised of hardware and/or software configured to perform actions to permute the received data
stream using the diffusion sequence. It should be noted that the diffusion operation does not change the statistical
characteristics of the permuted elements. The diffusion operation also does not encapsulate any of the diffusion sequence
into the output, preventing easy cryptanalysis of the diffusion sequence without knowledge of the message. Rather, the
diffusion operation uses the diffusion sequence as an operator on the data. In this regard, it should be understood that
the term "diffusion" refers to methods implementing algorithms for obscuring logical data patterns, increasing the apparent
entropy, of an input data stream. Such algorithms are found in, but are not limited to, data encryption standard (DES)
algorithms and advanced encryption standard (AES) algorithms. As should be understood, DES methods generally
involve performing a re-ordering of bits in the data stream to provide diffusion. AES methods generally involve performing
row-shifting and column-mixing steps to provide diffusion. As should also be understood, diffusion is performed to ensure
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that each character of a digital data stream will have the same probability of occurrence in a modified (or diffused) data
stream. In many cases, multiple rounds of diffusion operators are applied to more fully diffuse the data. In effect, reverse
engineering of mathematical patterns present in a modified (or encrypted) data stream is made more difficult.
[0061] Referring again to FIG. 8, the diffusion device 804 is further comprised of hardware and/or software configured
to communicate the diffused data stream to the reverse diffusion device 806. The diffusion device 804 will be described
in greater detail below in relation to FIG. 9.
[0062] The reverse diffusion device 806 is comprised of hardware and/or software configured to generate a reverse
diffusion sequence. The reverse diffusion sequence is comprised of pseudo-random numbers or pseudo-chaotic random
numbers. The reverse diffusion sequence can be the same as the diffusion sequence generated by the diffusion device
804. The reverse diffusion device 806 is also comprised of hardware and/or software configured to perform actions to
un-diffuse the received diffused data stream. Such reverse diffusions actions are well known to persons skilled in the
art, and therefore will not be described in great detail herein. The reverse diffusion device 806 is also comprised of
hardware and/or software configured to communicate the undiffused data stream to an external device (not shown).
[0063] Referring now to FIG. 9, there is illustrated one example of the diffusion device 804 of FIG. 8. The diffusion
device 804 is comprised of a data stream receiving means (DSRM) 902, a ring generator 400 and a diffusion operator
904. Each of the listed components 902, 904 is well known to persons skilled in the art, and therefore will not be described
in great detail herein. However, a brief description of the diffusion device 804 is provided to assist a reader in understanding
the example.
[0064] Referring again to FIG. 9, the DSRM 902 is comprised of hardware and/or software configured to receive a
data stream from an external device, such as the data stream source 802 (described above in relation to FIG. 8). The
DSRM 902 is also comprised of hardware and/or software configured to communicate the data stream to the diffusion
operator 904. In this regard, it should be appreciated that the DSRM 902 is electronically connected to the diffusion
operator 904.
[0065] The ring generator 400 is generally configured to generate a diffusion sequence. The diffusion sequence may
take the form of any random number sequence modified for controlled statistical properties. The discussion provided
above in relation to FIG. 4 is sufficient for understanding the ring generator 400. The ring generator 400 is also configured
to communicate the diffusion sequence to the diffusion operator 904. In this regard, it should be appreciated that the
ring generator 400 is electronically connected to the diffusion operator 904. The diffusion operator 904 is configured to
generate a diffused data stream by performing a diffusion operation utilizing the data stream and diffusion sequence.
Diffusion operations are well known to persons skilled in the art, and therefore will not be described in great detail herein.
[0066] Referring now to FIG. 10, there is illustrated one example of the reverse diffusion device 806 of FIG. 8. The
reverse diffusion device 806 is comprised of a diffused data stream receiving means (DDSRM) 1002, a ring generator
400 and a reverse diffusion operator 1004. Each of the listed components 1002, 1004 is well known to persons skilled
in the art, and therefore will not be described in great detail herein. However, a brief description of the reverse diffusion
device 806 is provided to assist a reader in understanding the example.
[0067] Referring again to FIG. 10, the DDSRM 1002 is comprised of hardware and/or software configured to receive
a diffused data stream from an external device, such as the diffusion device 804. The DDSRM 1002 is also comprised
of hardware and/or software configured to communicate the diffused data stream to the reverse diffusion operator 1004.
In this regard, it should be appreciated that the DDSRM 1002 is electronically connected to the reverse diffusion operator
1004.
[0068] The ring generator 400 is generally configured to generate a reverse diffusion sequence. The diffusion sequence
may take the form of any random number sequence modified for controlled statistical properties. The discussion provided
above in relation to FIG. 4 is sufficient for understanding the ring generator 400. The ring generator 400 is also configured
to communicate the reverse diffusion sequence to the decryptor 704. In this regard, it should be appreciated that the
ring generator 400 is electronically connected to the reverse diffusion operator 1004. The reverse diffusion operator
1004 is configured to generate an undiffused data stream by performing a reverse diffusion operation utilizing the diffused
data stream and the reverse diffusion sequence. Reverse diffusion operations are well known to persons skilled in the
art, and therefore will not be described in great detail herein.
[0069] In light of the foregoing description of the invention, it should be recognized that the present invention can be
realized in hardware, software, or a combination of hardware and software. A method of generating an arbitrary permu-
tation ordering of digits according to the present invention can be realized in a centralized fashion in one processing
system, or in a distributed fashion where different elements are spread across several interconnected processing systems.
Any kind of computer system, or other apparatus adapted for carrying out the methods described herein, is suited. A
typical combination of hardware and software could be a general purpose computer processor, with a computer program
that, when being loaded and executed, controls the computer processor such that it carries out the methods described
herein. Of course, an application specific integrated circuit (ASIC), and/or an FPGA could also be used to achieve a
similar result.
[0070] Computer program or application in the present context means any expression, in any language, code or
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notation, of a set of instructions intended to cause a system having an information processing capability to perform a
particular function either directly or after either or both of the following a) conversion to another language, code or
notation; b) reproduction in a different material form. Additionally, the description above is intended by way of example
only and is not intended to limit the present invention in any way, except as set forth in the following claims.

Claims

1. A cryptographic system, comprising:

a data stream receiving means (602) configured for receiving a data stream;
a ring generator (400) including:

a random number generating module (402) operable to compute a sequence of random numbers (RN0,...,
RNN) with integer values within a range of 0 to n!-1 and a repetition length of n!;

a set of computing modules (404, 406, 408) coupled to receive the sequence of random numbers and configured
to perform a plurality of RNS arithmetic operations to express a random number in the sequence as a plurality
of RNS residue values, and convert for output each of said plurality of RNS residue values to a relatively prime
number system so that each output RNS residue value includes at least one digit, wherein
the number of computing modules in said set of computing modules is equal to the number of RNS moduli,
where the moduli are relatively prime,
each computing module of the set of computing modules calculates a RNS residue value for each random
number and expresses the number as a base sequence of at least one digit,
each modulus is an integer power of a prime number, the number of digits in the sequence corresponding to
the integer and the base of the sequence corresponding to the prime number; and
a permutation module (410) coupled to receive the plurality of base sequences of at least one digit for each
random number and configured for generating a permutation ordering for a cyclic structure having n distinct
elements using a select combination of digits of said base sequences , the permutation module (410) further
coupled to output for each random number a plurality of output sequence numbers which correspond to the
ordering of the permutated cyclic structure; and
an encryptor (604) coupled to said data stream receiving means (602) to receive the data stream from said data
stream receiving means (602) and further coupled to receive the plurality of output sequence numbers, said
encryptor configured for generating a modified data stream by combining said plurality of output sequence
numbers with said data stream.

2. The cryptographic system according to claim 1, wherein each of said plurality of output sequence numbers is
associated with a respective element of said n elements.

3. The cryptographic system according to claim 1, wherein said computing module is further configured for calculating
said plurality of RNS residue values using relatively prime numbers as moduli, wherein said relatively prime numbers
are selected to have a product equal to a decimal number defined by n!.

4. The cryptographic system according to claim 1, wherein said computing module is further configured for converting
each of said plurality of RNS residue values to a different relatively prime number system.

5. The cryptographic system according to claim 1, wherein said select combination of digits are chosen so that a range
of values which can be determined by said digits is equal to a number of available unselected elements in said cyclic
structure.

6. The cryptographic system according to claim 1, wherein said permutation module is further configured for using a
value of said select combination of digits to select an available unselected element in said cyclic structure.

7. The cryptographic system according to claim 1, wherein said permutation module is further configured for using a
Chinese Remainder Theorem to combine at least two digits associated with at least two RNS residue values to
obtain a digit having a different number base than said at least two digits.

8. The cryptographic system according to claim 1, further comprising a second ring generator configured for generating
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a decryption sequence.

9. The cryptographic system according to claim 8, further comprising a decryptor electronically connected to said
second ring generator, said decryptor configured for generating decrypted data by performing a decryption method
utilizing said modified data stream and said decryption sequence.

10. The cryptographic system according to any of the above claims, further comprising at least a further ring generator,
the cryptographic system being adapted to combine the plurality of output sequence numbers with the output of the
at least one further ring generator using the Chinese Remainder Theorem, thereby generating a modified output
sequence,
the encryptor (604) being coupled to receive the modified output sequence instead of the plurality of output sequence
numbers and configured for generating the modified data stream by combining said modified output sequence with
said data stream.

Patentansprüche

1. Kryptografisches System, aufweisend:

ein Datenstromempfangsmittel (602), das dazu konfiguriert ist, einen Datenstrom zu empfangen;
einen Ringgenerator (400), umfassend:

ein Zufallszahlenerzeugungsmodul (402), das dazu betrieben wird, eine Folge von Zufallszahlen
(RN0,...RNN) mit ganzen Werten in einem Bereich von 0 bis n!-1 und einer Wiederholungslänge von n! zu
berechnen;

einen Satz von Berechnungsmodulen (404, 406, 408), die so gekoppelt sind, dass sie die Folge von Zufallszahlen
empfangen, und dazu konfiguriert sind, eine Vielzahl von arithmetischen Restklassensystem-Operationen
durchzuführen, um eine Zufallszahl in der Folge als eine Vielzahl von Restklassensystem-Restwerten auszu-
drücken und, zur Ausgabe, jeden aus der Vielzahl von Restklassensystem-Restwerten in ein Relativprimzah-
lensystem umzuwandeln, so das jeder ausgegebene Restklassensystem-Restwert zumindest eine Ziffer um-
fasst, wobei
die Anzahl von Berechnungsmodulen in dem Satz von Berechnungsmodulen gleich der Anzahl von Restklas-
sensystem-Modulowerten ist, wobei die Modulowerte relativ prim sind,
jedes Berechnungsmodul des Satzes von Berechnungsmodulen einen Restklassensystem-Restwert für jede
Zufallszahl berechnet und die Zahl als eine Basisfolge zumindest einer Ziffer ausdrückt,
jeder Modulowert eine ganzzahlige Potenz einer Primzahl ist, wobei die Anzahl von Ziffern in der Folge der
ganzen Zahl entspricht und die Basis der Folge der Primzahl entspricht; und
ein Permutationsmodul (410) dazu gekoppelt ist, die Vielzahl von Basisfolgen zumindest einer Ziffer für jede
Zufallszahl zu empfangen, und dazu konfiguriert ist, eine Permutationsreihenfolge für eine zyklische Struktur
mit n verschiedenen Elementen unter Verwendung einer ausgewählten Kombination von Ziffern der Basisfolgen
zu erzeugen, wobei das Permutationsmodul (410) ferner dazu gekoppelt ist, für jede Zufallszahl eine Vielzahl
von Ausgabefolgezahlen auszugeben, welche der Reihenfolge der permutierten zyklischen Struktur entspre-
chen; und
eine Verschlüsselungseinheit (604), die mit dem Datenstromempfangsmittel (602) gekoppelt ist, um den Da-
tenstrom von dem Datenstromempfangsmittel (602) zu empfangen, und ferner dazu gekoppelt ist, die Vielzahl
von Ausgabefolgezahlen zu empfangen, wobei die Verschlüsselungseinheit dazu konfiguriert ist, einen modi-
fizierten Datenstrom zu erzeugen, und zwar mittels Kombinierens der Vielzahl von Ausgabefolgezahlen mit
dem Datenstrom.

2. Kryptografisches System nach Anspruch 1, bei dem jede aus der Vielzahl von Ausgabefolgezahlen einem entspre-
chenden Element der n Elemente zugeordnet ist.

3. Kryptografisches System nach Anspruch 1, bei dem das Berechnungsmodul ferner dazu konfiguriert ist, die Vielzahl
von Restklassensystem-Restwerten unter Verwendung relativ primer Zahlen als Modulowerte zu berechnen, wobei
die relativ primen Zahlen so ausgewählt sind, dass sie ein Produkt aufweisen, das gleich einer Dezimalzahl ist, die
durch n! definiert ist.
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4. Kryptografisches System nach Anspruch 1, bei dem das Berechnungsmodul ferner dazu konfiguriert ist, jeden aus
der Vielzahl von Restklassensystem-Restwerten in ein unterschiedliches Relativprimzahlensystem umzuwandeln.

5. Kryptografisches System nach Anspruch 1, bei dem die ausgewählte Kombination von Ziffern so gewählt ist, dass
ein Bereich von Werten, welcher durch die Ziffern bestimmt werden kann, gleich einer Anzahl von verfügbaren nicht
ausgewählten Elementen in der zyklischen Struktur ist.

6. Kryptografisches System nach Anspruch 1, bei dem das Permutationsmodul ferner dazu konfiguriert ist, einen Wert
der ausgewählten Kombination von Ziffern zu verwenden, um ein verfügbares nicht ausgewähltes Element in der
zyklischen Struktur auszuwählen.

7. Kryptografisches System nach Anspruch 1, bei dem das Permutationsmodul ferner dazu konfiguriert ist, einen
Chinesischen Restsatz zu verwenden, um zumindest zwei Ziffern, die zumindest zwei Restklassensystem-Rest-
werten zugeordnet sind, zu kombinieren, um eine Ziffer zu erlangen, die eine andere Zahlenbasis als die zumindest
zwei Ziffern aufweist.

8. Kryptografisches System nach Anspruch 1, ferner aufweisend einen zweiten Ringgenerator, der dazu konfiguriert
ist, eine Entschlüsselungsfolge zu erzeugen.

9. Kryptografisches System nach Anspruch 8, ferner aufweisend eine Entschlüsselungseinheit, die elektronisch mit
dem zweiten Ringgenerator verbunden ist, wobei die Entschlüsselungseinheit dazu konfiguriert ist, entschlüsselte
Daten zu erzeugen, und zwar mittels Durchführens eines Entschlüsselungsverfahrens, das den modifizierten Da-
tenstrom und die Entschlüsselungsfolge verwendet.

10. Kryptografisches System nach einem der vorhergehenden Ansprüche, ferner aufweisend zumindest einen weiteren
Ringgenerator,
wobei das kryptografische System dazu eingerichtet ist, die Vielzahl von Ausgabefolgezahlen mit der Ausgabe des
zumindest einen weiteren Ringgenerators unter Verwendung des Chinesischen Restsatzes zu kombinieren, wo-
durch eine modifizierte Ausgabefolge erzeugt wird,
wobei die Verschlüsselungseinheit (604) dazu gekoppelt ist, die modifizierte Ausgabefolge anstatt der Vielzahl von
Ausgabefolgezahlen zu empfangen, und dazu konfiguriert ist, den modifizierten Datenstrom zu erzeugen, und zwar
mittels Kombinierens der modifizierten Ausgabefolge mit dem Datenstrom.

Revendications

1. Système cryptographique, comprenant :

un moyen de réception de flux de données (602) configuré pour recevoir un flux de données ;
un générateur d’anneaux (400) incluant :

un module de génération de nombres aléatoires (402) utilisable pour calculer une séquence de nombres
aléatoires (RN0, ..., RNN) avec des valeurs entières dans une plage de 0 à n!-1 et une longueur de répétition
de n! ;

un ensemble de modules de calcul (404, 406, 408) couplés pour recevoir la séquence de nombres aléatoires
et configurés pour effectuer une pluralité d’opérations arithmétiques RNS pour exprimer un nombre aléatoire
dans la séquence comme une pluralité de valeurs résiduelles RNS, et convertir pour une délivrance en sortie
chacune de ladite pluralité de valeurs résiduelles RNS en un système de nombres premiers entre eux de manière
à ce que chaque valeur résiduelle RNS délivrée en sortie inclue au moins un chiffre, dans lequel
le nombre de modules de calcul dans ledit ensemble de modules de calcul est égal au nombre de modulos
RNS, où les modulos sont premiers entre eux,
chaque module de calcul de l’ensemble de modules de calcul calcule une valeur résiduelle RNS pour chaque
nombre aléatoire et exprime le nombre comme une séquence de base d’au moins un chiffre,
chaque modulo est une puissance entière d’un nombre premier, le nombre de chiffres dans la séquence cor-
respondant à l’entier et la base de la séquence correspondant au nombre premier ; et
un module de permutation (410) couplé pour recevoir la pluralité de séquences de base d’au moins un chiffre
pour chaque nombre aléatoire et configuré pour générer un ordre de permutation pour une structure cyclique
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ayant n éléments distincts en utilisant une combinaison sélectionnée de chiffres desdites séquences de base,
le module de permutation (410) couplé en outre pour délivrer en sortie pour chaque nombre aléatoire une
pluralité de nombres de séquences délivrés en sortie qui correspondent à l’ordre de la structure cyclique
permutée ; et
un crypteur (604) couplé audit moyen de réception de flux de données (602) pour recevoir le flux de données
dudit moyen de réception de flux de données (602) et couplé en outre pour recevoir la pluralité de nombres de
séquences délivrés en sortie, ledit crypteur configuré pour générer un flux de données modifié en combinant
ladite pluralité de nombres de séquences délivrés en sortie avec ledit flux de données.

2. Système cryptographique selon la revendication 1, dans lequel chacun de ladite pluralité de nombres de séquences
délivrés en sortie est associé avec un élément respectif desdits n éléments.

3. Système cryptographique selon la revendication 1, dans lequel ledit module de calcul est en outre configuré pour
calculer ladite pluralité de valeurs résiduelles RNS en utilisant des nombres premiers entre eux comme modulos,
dans lequel lesdits nombres premiers entre eux sont sélectionnés de façon à avoir un produit égal à un nombre
décimal défini par n!.

4. Système cryptographique selon la revendication 1, dans lequel ledit module de calcul est en outre configuré pour
convertir chacune de ladite pluralité de valeurs résiduelles RNS en un système différent de nombres premiers entre
eux.

5. Système cryptographique selon la revendication 1, dans lequel ladite combinaison sélectionnée de chiffres sont
choisis de manière à ce qu’une plage de valeurs qui peut être déterminée par lesdits chiffres soit égale à un nombre
d’éléments non sélectionnés disponibles dans ladite structure cyclique.

6. Système cryptographique selon la revendication 1, dans lequel ledit module de permutation est en outre configuré
pour utiliser une valeur de ladite combinaison sélectionnée de chiffres pour sélectionner un élément non sélectionné
disponible dans ladite structure cyclique.

7. Système cryptographique selon la revendication 1, dans lequel ledit module de permutation est en outre configuré
pour utiliser un Théorème des Restes Chinois pour combiner au moins deux chiffres associés avec au moins deux
valeurs résiduelles RNS pour obtenir un chiffre ayant une base de nombres différente desdits au moins deux chiffres.

8. Système cryptographique selon la revendication 1, comprenant en outre un deuxième générateur d’anneaux con-
figuré pour générer une séquence de décryptage.

9. Système cryptographique selon la revendication 8, comprenant en outre un décrypteur électroniquement connecté
audit deuxième générateur d’anneaux, ledit décrypteur configuré pour générer des données décryptées en mettant
en oeuvre une méthode de décryptage en utilisant ledit flux de données modifié et ladite séquence de décryptage.

10. Système cryptographique selon l’une quelconque des revendications ci-dessus, comprenant en outre au moins un
autre générateur d’anneaux,
le système cryptographique étant adapté à combiner la pluralité de nombres de séquences délivrés en sortie avec
la sortie de l’au moins un autre générateur d’anneaux en utilisant le Théorème des Restes Chinois, générant ainsi
une séquence de sortie modifiée,
le crypteur (604) étant couplé pour recevoir la séquence de sortie modifiée au lieu de la pluralité de nombres de
séquences délivrés en sortie et configuré pour générer le flux de données modifié en combinant ladite séquence
de sortie modifiée avec ledit flux de données.
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