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0   Image  display  apparatus. 

IV 
Oi  

0   An  image  display  apparatus  comprises  an  image 
display  unit  (1)  capable  of  producing  and  displaying 
not  an  image  itself  but  a  Fourier-transform  image  of 
the  image,  and  a  light  transmission  unit  (5)  for  focus- 
ing  the  Fourier-transform  image  produced  and  dis- 
played  on  the  image  display  unit  (1)  on  a  pupil  face 
(A)  of  an  observer's  eye  (3)  and  producing  an  origi- 
nal  image  on  the  retina  (3a)  of  the  eye  (3).  The  light 
transmission  unit  (5)  includes  a  lens  (7)  and  an  eye 

lens  (9)  such  that  an  image-side  focal  position  of  the 
lens  (7)  coincides  with  an  object-side  focal  position 
of  the  eye  lens  (9).  A  mask  (11)  is  situated  at  the 
object-side  focal  position  of  the  eye  lens  (9)  to 
determine  the  range  and  shape  of  a  visual  field.  The 
image  display  unit  (1)  is  situated  at  an  image-side 
focal  position  of  the  lens  (7),  and  the  pupil  face  (A) 
of  the  observer's  eye  (3)  is  alinged  at  an  image-side 
focal  position  of  the  eye  lens  (9). 
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The  present  invention  relates  to  an  image  dis- 
play  apparatus  for  projecting  and  displaying  a 
wide-image-angle,  high-fine  image  on  the  retina. 

In  a  conventional  apparatus  of  this  type,  an 
image  display  portion  and  an  observer's  retina  con- 
jugate  with  each  other.  An  image  produced  by  a 
display  element  of  an  image  display  unit  is  trans- 
mitted  through  an  image  transmission  medium  and 
then  focused  on  the  retina  by  the  optical  system  of 
the  eye. 

There  is  known  a  conventional,  simple  method 
for  producing  a  wide-image-angle,  realistic  image 
by  using  the  above  apparatus.  In  this  method,  an 
image  on  the  display  element  is  enlarged  and 
displayed  on  the  retina  (Prior  Art  1). 

Production  of  image  on  the  retina  is  based  on 
the  refraction  of  the  eye.  Thus,  in  the  conventional 
apparatus,  if  a  person  with  abnormal  refraction  per- 
forms  observation,  he/she  must  put  on  glasses, 
contact  lenses  or  the  like  in  order  to  add  a  function 
for  visibility  adjustment  to  the  optical  system  and 
thereby  to  correct  the  abnormal  refraction. 

According  to  another  method  for  correction,  a 
high-fine  image  free  from  diffraction  or  aberration 
can  be  reproduced  on  the  retina  by  bypassing  the 
optical  system  of  the  observer's  eye. 

Jap.  Pat.  Appln.  KOKOKU  Publication  No.  3- 
51167,  for  example,  dislcose  methods  for  repro- 
ducing  an  image  on  the  retina  by  bypassing  the 
optical  system  of  the  eye. 

In  these  methods,  by  producing  two  point  light 
sources  which  can  interfer  with  the  pupil  face  of  the 
eye,  a  Young  interference  fringe  is  formed  on  the 
retina. 

At  this  time,  the  pupil  eye  and  retina  have  a 
relationship  of  Fourier  inverse  transform.  The  spa- 
tial  frequency  of  interference  fringe  is  set  at  a 
distance  between  the  point  light  source,  and  the 
direction  in  which  the  fringe  extends  is  perpendicu- 
lar  to  the  direction  of  arrangement  of  point  light 
sources  formed  on  the  pupil  face. 

Since  the  optical  system  of  the  eye  is  not 
concerned  with  the  formation  of  the  interference 
fringe,  the  image  can  be  formed  on  the  retina  with 
a  high  contrast,  even  when  an  interference  fringe  of 
high  spatial  frequency  has  been  produced. 

Another  method  of  reproducing  an  image  on 
the  retina  by  bypassing  the  optical  system  of  the 
eye  is  disclosed,  for  example,  in  Jap.  Pat.  Appln. 
KOKAI  No.  2-136818  (Prior  Art  2). 

In  this  method,  the  image  produced  by  the 
display  element  is  directly  focused  on  the  ob- 
server's  retina  via  an  eye  lens  situated  just  in 
behind  of  the  display  element. 

However,  in  the  apparatus  of  Prior  Art  1  ,  since 
the  pixels  of  the  display  element  are  enlarged 
along  with  the  image,  it  is  possible  that  each  pixel 
is  sensed  or  a  band  is  limited,  resulting  in  degrada- 

tion  in  image  quality.  Specifically,  the  spatial  reso- 
lution  characteristics  of  the  entire  optical  system 
are  restricted  by  the  spatial  resolution  characteris- 
tics  of  the  display  element. 

5  In  the  apparatus  of  Prior  Art  2,  the  image  can 
be  formed  on  the  retina,  without  depending  on  the 
optical  characteristics  of  the  eye.  However,  like 
Prior  Art  1,  if  the  image  of  the  display  element  is 
enlarged  to  obtain  the  wide-image-angle  retinal  im- 

io  age,  the  pixels  of  the  image  of  the  display  elelment 
are  also  enlarged,  and  each  pixel  is  sensed.  Thus, 
the  spatial  resolution  characteristics  of  the  entire 
optical  system  are  restricted  by  the  spatial  resolu- 
tion  characteristics  of  the  display  element. 

75  The  present  invention  has  been  made  to  solve 
the  above  problems,  and  its  object  is  to  provide  an 
image  display  apparatus  capable  of  forming  a 
wide-image-angle,  high-fine  image  on  the  retina, 
without  influence  due  to  the  resolution  of  an  image 

20  display  element  or  optical  characteristics  of  the 
eye. 

In  order  to  achieve  this  object,  there  is  pro- 
vided  an  image  display  apparatus  comprising:  an 
image  display  unit  for  producing  and  displaying  a 

25  Fourier-transform  image  of  an  image;  and  a  light 
transmission  unit  for  focusing  said  Fourier-trans- 
form  image  produced  and  displayed  on  said  image 
display  unit  on  a  pupil  face  of  an  observer's  eye, 
thus  producing  an  original  image  on  the  retina  of 

30  the  eye. 
Thus,  the  image  display  apparatus  according  to 

this  invention  can  produce  a  wide-image-angle, 
high-fine  image  on  the  retina,  without  influence  due 
to  the  resolution  of  an  image  display  element  or 

35  optical  characteristics  of  the  eye. 
This  invention  can  be  more  fully  understood 

from  the  following  detailed  description  when  taken 
in  conjunction  with  the  accompanying  drawings,  in 
which: 

40  Fig.  1  shows  schematically  the  structure  of  an 
optical  system,  illustrating  the  principle  of  the 
present  invention; 
Figs.  2A,  2B  and  2C  illustrate  the  state  in  which 
alignment  between  the  optical  system  shown  in 

45  Fig.  1  and  the  observer's  eye; 
Fig.  3  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  first 
embodiment  of  the  present  invention; 
Fig.  4  is  a  perspective  view  showing  schemati- 

50  cally  the  structure  of  an  image  display  unit  pro- 
vided  in  the  apparatus  shown  in  Fig.  3; 
Fig.  5  is  a  perspective  view  showing  schemati- 
cally  the  structure  of  an  image  display  unit  pro- 
vided  in  an  image  display  apparatus  according 

55  to  a  second  embodiment  of  the  invention; 
Fig.  6  shows  a  modification  of  the  image  display 
apparatus  shown  in  Fig.  3; 
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Fig.  7  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  third 
embodiment  of  the  invention; 
Fig.  8  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  fourth  5 
embodiment  of  the  invention; 
Fig.  9  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  fifth 
embodiment  of  the  invention; 
Fig.  10  shows  the  state  in  which  an  optical  10 
member  applied  to  the  apparatus  in  Fig.9  is 
inclined  and  thereby  two  laser  beams  are  shifted 
with  respect  to  an  optical  axis; 
Figs.  11A  and  1  1  B  show  the  state  in  which  the 
spatial  frequency  and  the  direction  of  interfer-  is 
ence  fringe  are  controlled  by  rotating  the  optical 
member  about  two  rotational  axes; 
Fig.  12  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  sixth 
embodiment  of  the  invention;  20 
Fig.  13  is  a  perspective  view  showing  schemati- 
cally  the  structure  of  image  rotation  means  ap- 
plied  to  the  apparatus  shown  in  Fig.  12; 
Fig.  14  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  seventh  25 
embodiment  of  the  invention; 
Fig.  15  shows  the  state  in  which  an  optical 
member  applied  to  the  apparatus  shown  in  Fig. 
14  is  rotated,  thereby  displacing  the  image  posi- 
tion  of  two  point  light  sources  produced  on  the  30 
pupil  face; 
Fig.  16  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  an  eighth 
embodiment  of  the  invention; 
Fig.  17  shows  a  distribution  of  transmissivity  of  35 
a  density  filter  applied  to  the  apparatus  in  Fig. 
16; 
Figs.  18A,  18B  and  18C  show  schematically  the 
structures  of  filters  applied  to  an  image  display 
apparatus  according  to  a  ninth  embodiment  of  40 
the  invention; 
Fig.  19  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  tenth 
embodiment  of  the  invention; 
Fig.  20  shows  the  structures  of  a  micro-lens  45 
array  and  a  liquid  crystal  (LC)  element  array 
applied  to  the  apparatus  in  Fig.  19; 
Fig.  21  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  an  elev- 
enth  embodiment  of  the  invention;  so 
Fig.  22  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  twelfth 
embodiment  of  the  invention; 
Fig.  23  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  13th  55 
embodiment  of  the  invention;  and 
Fig.  24  shows  schematically  the  structure  of  an 
image  display  apparatus  according  to  a  14th 

embodiment  of  the  invention, 
At  first,  the  principle  of  the  invention  will  now 

be  described,  and  then  embodiments  of  the 
present  invention  to  which  this  principle  has  been 
applied  will  be  described. 

Fig.  1  shows  schematically  the  structure  of  an 
image  display  optical  system  for  explaining  the 
principle  of  the  present  invention. 

As  is  shown  in  Fig.  1,  the  image  display  optical 
system  to  which  the  principle  of  the  invention  has 
been  applied  comprises  an  image  display  unit  1, 
which  can  produce  and  display  a  Fourier  transform 
image  (the  Fourier  transform  image  is  not  an  image 
itself),  and  a  light  transmission  unit  5  for  focusing 
the  Fourier  transform  image,  produced  and  dis- 
played  on  the  image  display  1  ,  onto  a  pupil  face  A 
of  the  eye  3  of  the  observer  and  and  produces  the 
original  image  on  the  retina  3a  of  the  eye  3. 

The  light  transmission  unit  5  comprises  a  lens 
7  (focal  distance:  f1)  and  an  eye  lens  9  (focal 
distance:  f2),  so  that  the  image-side  focal  position 
of  the  lens  7  coincides  with  the  object-side  focal 
position  of  the  eye  lens  9. 

A  mask  11  is  situated  on  the  object-side  focal 
position  of  the  eye  lens  9  (i.e.  the  image-side  focal 
position  of  lens  7).  The  mask  11  determines  the 
field  of  vision,  the  shape  of  the  field  of  vision,  etc. 

The  image  display  unit  1  is  situated  at  the 
object-side  focal  position  of  the  lens  7,  and  the 
pupil  face  A  of  the  observer's  eye  3  is  aligned  at 
the  image-side  focal  position  of  the  eye  lens  9. 

By  this  structure,  opticaly  conjugte  positional 
relationship  is  established  between  the  image  dis- 
play  unit  1  and  the  pupil  face  A  of  the  eye  3  as 
well  as  between  the  image-side  focal  position  of 
the  lens  7  and  the  retina  3a. 

Since  the  Fourier  transform  relationship  is  es- 
tablished  between  the  image  display  unit  1  and  the 
image  produced  on  the  image-side  focal  plane  of 
the  lens  7  (i.e.  the  object-side  focal  plane  of  the 
eye  lens  9),  an  image  equivalent  to  the  original 
image  is  formed  on  the  image-side  focal  plane  of 
the  lens  7. 

The  produced  original  image  is  transmitted  to 
the  retina  3a  which  is  in  an  optically  conjugate 
relationship  with  the  image-side  focal  plane  of  the 
lens  7,  and  the  produced  original  image  is  formed 
on  the  retina  3a  as  retinal  image. 

Since  Fourier  transform  is  optically  performed 
between  the  image  display  unit  1  and  retina  3a,  the 
original  image  can  be  displayed  on  the  retina  3a 
substantially  with  no  delay. 

In  the  meantime,  a  general  image  is  expressed 
as  a  sum  of  sine  waves  having  various  spatial 
frequencies,  directions  of  fringe,  amplitudes  and 
phases.  In  addition,  a  Fourier  transform  image  of 
such  sine  waves  is  expressed  on  a  spatial  fre- 
quency  plane  by  a  DC  component  and  a  pair  of 
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point  light  sources  which  are  in  rotational  symmet- 
ric  with  each  other  with  respect  to  the  DC  compo- 
nent  as  a  center.  Accordingly,  the  Fourier  transform 
image  of  the  general  image  is  expressed  as  syn- 
thesis  of  many  pairs  of  point  light  sources. 

A  spatial  frequency  f(c/deg)  of  sine  wave  pro- 
duced  on  the  retina  3a  is  substantially  proportional 
to  a  distance  d(mm)  between  a  pair  of  point  light 
sources  produced  on  the  pupil  face.  If  light 
wavelength  is  X  (mm),  the  spatial  frequency  f- 
(c/deg)  can  approximately  be  expressed  by 

f  =  77  d/180X 

In  this  formula,  the  spatial  frequency  f  is  expressed 
as  the  number  of  cycles  per  degree  of  visual  angle. 

A  factor  for  applying  limitations  to  the  spatial 
frequency  is,  e.g.  the  phenomenon  that  either  or 
both  point  light  sources  are  shielded  by  the  pupil 
13  of  the  eye  3  and  a  sine  wave  component  is  not 
formed  on  the  retina  3a  if  the  distance  (d)  between 
the  pair  of  point  light  sources  is  subtantially  equal 
to,  or  greater  than,  the  diameter  of  the  pupil. 

The  diameter  of  the  pupil  of  the  human  eye  3 
varies  in  the  range  of  2  to  8  mm  in  accordance 
with  the  level  of  ambient  lightness.  Supposing  that 
the  diameter  of  the  pupil  is  2  mm,  the  spatial 
frequency  with  respect  to  the  wavelength  (about 
555  mm)  at  which  the  numan  visual  mechanism 
has  a  highest  sensitivity  in  a  light  place  can  be 
raised  up  to  63  c/deg  at  maximum. 

In  general,  the  spatial  resolution  of  the  human 
eye  is  50  to  60  c/deg  under  optimal  conditions. 
The  limitations  caused  by  the  pupil  diameter  upon 
the  reproduction  of  high  spatial  frequency  compo- 
nent  of  image  is  very  low. 

The  direction  in  which  the  sine  wave  fringe 
produced  on  the  retina  can  be  expressed  as  a 
direction  perpendicular  to  the  direction  of  arrange- 
ment  of  point  light  sources  produced  on  the  pupil 
face.  In  addition,  the  amplitude  and  phase  compo- 
nents  of  the  size  wave  component  are  expressed, 
respectively,  by  the  difference  in  length  of  optical 
path  related  to  the  point  light  sources  cooperating 
with  the  intensity  of  the  point  light  sources. 

Compared  to  the  conventional  image  display 
method,  the  principle  of  the  present  invention  has 
the  following  excellent  advantages  (1)  to  (3): 

(1)  By  the  method  of  focusing  a  Fourier  trans- 
form  image  on  the  pupil  face  A  of  the  eye  3  and 
producing  an  original  image  on  the  retina  3a,  the 
original  image  can  be  produced  on  the  retina 
without  influence  of  optical  characteristics  of  the 
eye  such  as  diffraction,  aberration  or  de-focus- 
ing. 

Thus,  the  spatial  resolution  characteristics  of 
the  display  image  are  not  limited  by  the  optical 
characteristics  of  the  eye  3.  In  addition,  the 

original  image  can  be  produced  with  high  con- 
tract  even  at  a  high  spatial  frequency  compo- 
nent. 

Accordingly,  even  if  the  observer's  eye  3 
5  has  abnormal  diffraction,  there  is  no  need  to 

correct  it.  Furthermore,  even  when  images  are 
displayed  on  both  eyes,  there  is  no  need  to 
adjust  the  visibility  of  both  eyes. 
(2)  According  to  the  present  principle,  the  posi- 

io  tional  relationship  between  the  image  display 
unit  1  and  retina  3a  differs  from  the  conventional 
one,  and  the  image  display  unit  1  and  retina  3a 
do  not  have  conjugated  relationship.  Thus,  the 
spatial  resolution  characteristics  of  the  display 

is  image  are  not  limited  by  the  spatial  resolution 
characteristics  of  the  image  display  unit  1  . 
(3)  The  obtained  image  angle  is  determined, 
independently  from  the  image  resolution  char- 
acteristics,  in  accordance  with  the  F  numgber  of 

20  the  eye  lens  9  or  the  size  of  the  pixel  of  the 
image  display  unit  1.  Thus,  the  wide-image- 
angle  image  can  be  formed  on  the  retina  3a  by 
using  a  lens  with  a  low  F  number  as  eye  lens  9 
or  by  reducing  the  size  of  each  pixel  of  the 

25  image  display  unit  1  . 
Now  referring  to  Figs.  1  and  2,  the  alignment  of 

the  observer's  eye  with  respect  to  the  aforemen- 
tioned  image  display  optical  system  will  be  de- 
scribed. 

30  The  alignment  of  the  eye  3  is  constant,  ir- 
respective  of  the  nature  or  kind  of  observed  im- 
ages.  Normally,  it  suffices  to  carry  out  the  align- 
ment  once  at  the  time  of  starting  the  use  of  the 
optical  system.  The  directions  of  alignment  are  two: 

35  the  direction  of  the  optical  axis  of  the  optical  sys- 
tem,  and  a  direction  in  a  plane  perpendicular  to  the 
direction  of  the  optical  axis.  As  regards  general 
use,  there  is  no  need  to  strictly  conduct  the  align- 
ment  in  either  direction. 

40  If  the  Fourier  transform  image  is  focused  near 
the  pupil  face  A  in  the  optical-axis  directional  align- 
ment,  the  quality  of  the  original  image  produced  on 
the  retina  3a  will  have  no  problem. 

The  image  display  optical  system  and  the  eye 
45  3  are  moved  relative  to  each  other  in  the  direction 

of  optical  axis  and  a  slight  correction  is  made. 
Thereby,  degradation  of  image  quality  caused  by 
speckle  noise  (interference  noise  due  to  optical 
non-uniformity  of  optical  medium  within  the  eye- 

50  ball),  which  occurs  when  a  light  source  with  high 
coherence  such  as  a  laser  is  used,  can  be  deg- 
reased. 

The  degree  of  influence  of  speckle  noise  oc- 
curring  within  the  eye  ball  depends,  in  many  cases, 

55  on  the  position  within  the  eyeball  at  which  the 
image  of  the  image  display  unit  1  is  focused.  Thus, 
the  above-described  correction  technique  is  effec- 
tive. 

4 
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Besides,  the  alignment  of  the  observer's  eye  3 
in  a  plane  perpendicular  to  the  optical  axis  has  no 
practical  problem  if  the  optical  axis  of  the  optical 
system  (at  which  the  DC  component  of  the  Fourier 
transform  image  is  displayed)  coincides  substan- 
tially  with  the  centerof  the  pupil. 

After  the  alignment  of  the  eye  3  is  completed, 
however,  it  is  necessary  to  adjust  the  position  of 
the  mask  1  1  . 

As  a  method  of  positioning  the  mask  11,  there 
is  known  a  method  in  which  the  mask  1  1  is  moved 
in  the  direction  of  optical  axis  so  that  the  "shar- 
pest"  image  can  be  viewed.  However,  some  am- 
biguity  remains  in  the  determination  of  this  method. 

In  the  present  principle,  therefore,  a  method  for 
setting  the  mask  11  at  an  objectively  optimal  posi- 
tion  is  proposed. 

Fig.  2  shows  the  state  in  which  a  sine-wave 
Fourier  transform  image  of  a  high  spatial  frequen- 
cy,  which  is  produced  and  displayed  on  the  image 
display  unit  1,  is  displayed  in  the  eye  3. 

As  is  shown  in  Figs.  2A  and  2C,  when  the 
mask  11  (shown  in  the  figures  as  a  circular  open- 
ing)  is  situated  on  the  object  side  (see  Fig.  2A)  or 
the  image  side  (see  Fig.  2C)  with  respect  to  the 
object-side  focal  position  of  the  eye  lens  9,  the 
original  image  is  sensed  as  two  mask  images  (in- 
dicated  by  broken  lines  and  solid  lines)  on  the 
retina  3a  of  the  eye  3. 

On  the  other  hand,  if  the  mask  11  is  situated 
near  the  object-side  focal  position  of  the  eye  lens  9 
(i.e.  the  image-side  focal  position  of  the  lens  7),  the 
outer  peripheries  of  the  two  mask  images  are 
aligned  and  a  single  circular  visual  field  17  (in- 
dicated  by  a  solid-line  circle)  is  sensed. 

Accordingly,  the  optimal  arrangement  position 
of  the  mask  can  be  determined  by  moving  the 
mask  1  1  in  the  direction  of  optical  axis  and  aligning 
the  mask  11  at  the  position  where  the  sine-wave 
Fourier  transform  image  of  high  spatial  frequency 
produced  and  displayed  on  the  image  display  unit 
1  is  sensed  as  a  mask  image  on  the  retina  3a  (i.e. 
the  position  shown  in  Fig.  2B). 

The  position  of  the  mask  determined  by  this 
method  depends  on  the  refraction  of  the  observer's 
eye  3.  For  example,  in  the  case  of  long  sight,  the 
position  of  the  mask  is  set  on  the  object  side  (see 
Fig.  2A)  with  respect  to  the  object-side  focal  posi- 
tion  of  the  eye  lens  9.  In  the  case  of  short  sight, 
the  position  of  the  mask  is  set  on  the  image  side 
(see  Fig.  2C)  with  respect  to  the  object-side  focal 
position  of  the  eye  lens  9. 

It  is  possible  to  situate  masks  of  various  pat- 
terns  at  the  position  of  the  arranged  mask  11, 
thereby  superposing  the  patterns  on  the  display 
image. 

In  the  case  where  an  image  of  very  high  con- 
trast  must  be  displayed,  it  is  necessary  to  precisely 

align  the  observer's  eye  3  in  a  plane  perpendicular 
to  the  optical  axis  of  the  image  display  optical 
system.  The  reason  is  that  the  contrast  of  the  sine- 
wave  image  produced  on  the  retina  3a  depends  on 

5  the  relative  insensities  of  the  paired  point  light 
sources.  When  the  intensities  are  equal,  a  highest 
contract  can  be  achieved. 

On  the  other  hand,  the  efficiency  with  which 
the  light  reaching  the  retina  3a  is  absorbed  in  the 

io  optical  cells  varies,  depending  on  the  position  of 
the  pupil  through  which  the  light  passes  to  reach 
the  retina  3a  ("Stiles-Crawford  Effect"). 

The  peak  value  of  this  efficiency  (=  Stiles- 
Crawford  maximum)  is  located  at  a  point  distanced 

is  slightly  from  the  center  of  the  pupil.  As  the  point 
becomes  farther  from  the  peak  point,  the  efficiency 
decreases  symmetrically  in  all  directions. 

By  aligning  the  optical  axis  of  the  image  dis- 
play  optical  system  at  the  Stiles-Crawford  maxi- 

20  mum,  the  intensities  of  the  paired  point  light  sour- 
ces  can  be  equalized  and  the  highest  contrast 
achieved. 

A  method  for  aligning  the  optical  axis  of  the 
image  display  optical  system  at  the  Stiles-Crawford 

25  maximum  will  now  be  briefly  described. 
As  is  shown  in  Figs.  2A  and  2C,  the  mask  1  1  is 

intentionally  moved  from  the  optimal  position  to  the 
vicinityof  the  lens  7  or  eye  lens  9,  and  thus  two 
mask  images  15  are  produced  on  the  retina  3a. 

30  The  amount  of  displacement  of  the  two  mask 
images  15  increases  as  the  the  spatial  frequency  of 
the  sine-wave  Fourier  transform  image  produced 
on  the  image  display  unit  1  becomes  higher. 

Subsequently,  the  observer  aligns  the  eye  3  in 
35  the  direction  of  displacement  of  two  mask  images 

15  (i.e.  a  direction  in  the  plane  of  the  sheet  of  Fig. 
2  perpendicular  to  the  optical  axis)  so  that  the 
lightness  of  the  two  mask  images  15  is  sensed  to 
be  equal. 

40  There  is  no  practical  problem  if  the  alignment 
is  carried  out  in  two  mutually  perpendicular  direc- 
tions. 

When  the  brightnesses  of  the  two  mask  images 
are  set  to  be  physically  equal  to  each  other,  the 

45  alignment  between  the  Stiles-Crawford  maximum  of 
the  eye  3  and  the  optical  axis  of  the  image  display 
optical  system  can  be  achieved  by  the  above 
method. 

An  image  display  apparatus  according  to  a  first 
50  embodiment  of  the  present  invention,  to  which  the 

above-described  principle  is  applied,  will  now  be 
described  with  reference  to  Figs.  3  and  4.  In  the 
following  description,  the  elements  already  men- 
tioned  in  the  above  description  of  the  principle  are 

55  denoted  by  like  reference  numerals,  and  a  descrip- 
tion  thereof  is  omitted. 

As  is  shown  in  Fig.  3,  this  image  display  ap- 
paratus  comprises  a  laser  19  for  outputting  a  pre- 

5 
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determined  laser  beam;  a  beam  expander  21  for 
expanding  the  laser  beam  emitted  from  the  laser 
19  and  restricting  the  laser  beam  to  a  parallel 
beam  and  outputting  the  parallel  beam;  an  image 
display  unit  1  irradiated  by  the  laser  beam  output 
from  the  beam  expander  21  thereby  to  produce 
and  display  a  Fourier  transform  image;  and  a  light 
transmissino  unit  5  for  focusing  the  Fourier  trans- 
form  image  produced  and  displayed  on  the  image 
display  unit  1  on  the  pupil  face  A  of  the  observer's 
eye  3  and  for  producing  the  original  image  on  the 
retina  3a  of  the  eye  3. 

As  regards  the  Fourier  transform  image,  since 
all  point  light  sources  constituting  different  spatial 
frequency  components  are  coherent,  this  Fourier 
transform  image  is,  strictly  speaking,  not  a  Fourier 
transform  image.  In  this  embodiment,  images  in- 
cluding  an  image  in  the  coherent  state  are  gen- 
erally  called  "Fourier  transform  images". 

The  light  transmission  unit  5  includes  a  lens  7 
(focal  distance:  f1)  and  an  eye  lens  9  (focal  dis- 
tance:  f2).  A  mask  11  is  situated  near  the  object- 
side  focal  position  of  the  eye  lens  9  (i.e.  the  image- 
side  focal  position  of  lens  7). 

The  image  display  unit  1  is  situated  at  the 
object-side  focal  position  of  the  lens  7,  and  the 
pupil  face  A  of  the  observer's  eye  3  is  aligned  at 
the  image-side  focal  position  of  the  eye  lens  9. 

As  is  shown  in  Fig.  4,  the  image  display  unit  1 
comprises  a  first  polarizer  23  for  passing  only  a 
predetermined  polarized  component  of  the  laser 
beam  output  from  the  beam  expander  21  (see  Fig. 
3);  a  first  liquid  crystal  (LC)  element  array  25  for 
changing  the  direction  of  polarization  of  the  laser 
beam  which  has  passed  through  the  first  polarizer 
23;  a  second  polarizer  27  for  passing  only  a  pre- 
determined  polarized  component  of  the  laser  beam 
whose  direction  of  polarization  has  been  changed 
by  the  first  LC  element  array  25;  and  a  second  LC 
element  array  29  for  varying  the  refractive  index 
with  respect  to  the  polarized  component  which  has 
been  chosen  by  the  second  polarizer  27. 

The  first  and  second  LC  element  arrays  25  and 
29  are  constructed  such  that  their  pixel  positions 
and  densities  coincide. 

A  control  unit  2  controls  a  voltage  applied  to 
the  pixels  (not  shown)  of  the  first  LC  element  array 
25,  thereby  changing  the  direction  of  polarization  of 
the  laser  beam,  which  has  been  led  to  the  pixels 
through  the  first  polarizer  23,  and  pattern  -control- 
ling  the  amount  of  light  passing  through  the  second 
polarizer  27.  As  a  result,  the  amount  of  light  pass- 
ing  through  the  pixels,  i.e.  the  amplitude  of  each 
frequency  component,  can  be  controlled. 

On  the  other  hand,  the  control  unit  2  controls  a 
voltage  applied  to  the  pixels  (not  shown)  of  the 
second  LC  element  array  29,  so  that  the  birefrin- 
gence  of  the  LC  element  array  29  can  be  varied. 

By  varying  the  birefringence,  the  refractive  index 
with  respect  to  the  polarized  component  led  to  the 
pixels  through  the  second  polarizer  27  can  be 
varied.  As  a  result,  the  relative  optical  path  lengths 

5  of  the  paired  point  light  sources  can  be  varied,  and 
the  phase  of  the  sine-wave  component  produced 
on  the  retina  3a  (see  Fig.  3)  can  be  controlled. 

As  has  been  described  above,  both  the  am- 
plitude  and  phase  of  each  frequency  component 

io  can  be  controlled  independently  by  the  image  dis- 
play  unit  1  according  to  this  embodiment. 

One  Fourier  spectrum  is  assigned  to  each  of 
the  pixels  of  the  first  and  second  LC  element 
arrays  25  and  29.  By  gathering  the  Fourier  spectra, 

is  a  Fourier  transform  image  of  display  pixels  is  pro- 
duced  and  displayed.  The  spatial  frequency  and 
fringe  direction  of  the  sine-wave  component  pro- 
duced  on  the  retina  3a  are  expressed  by  the  posi- 
tions  of  the  individual  piexels  of  the  LC  element 

20  arrays  25  and  29.  Further,  pixels  near  the  centers 
of  the  first  and  second  LC  element  arrays  25  and 
29  are  assigned  to  the  DC  component  at  the  center 
of  the  Fourier  transform  image.  Thus,  substantially 
equal  spatial  frequency  components  can  be  pro- 

25  duced  in  all  directions. 
The  Fourier  transform  image  produced  and  dis- 

played  on  the  image  display  unit  1  is  focused  on 
the  pupil  face  A  of  the  observer's  eye  3  via  the 
light  transmission  unit  5  on  the  basis  of  the  princi- 

30  pie  illustrated  in  Fig.  1.  Thus,  the  original  image  is 
directly  produced  on  the  retina  3a. 

The  advantages  of  the  image  display  apparatus 
according  to  this  embodiment  are  the  same  as 
those  of  the  above-described  principle  of  the 

35  present  invention,  and  therefore  a  description 
thereof  is  omitted. 

An  image  display  apparatus  according  to  a 
second  embodiment  of  the  invention  will  now  be 
described  with  reference  to  Figs.  3  to  5. 

40  The  image  display  apparatus  of  the  second 
embodiment  differs  from  that  of  the  first  embodi- 
ment  only  in  the  structure  of  the  image  display  unit 
1  shown  in  Fig.  3,  and  the  other  structural  features, 
operations  and  advantages  are  identical.  Accord- 

45  ingly,  only  the  image  display  unit  1  of  the  second 
embodiment  will  now  be  described. 

As  is  shown  in  Fig.  5,  the  image  display  unit  1 
according  to  the  second  embodiment  comprises  a 
first  polarizer  31  for  passing  only  a  predetermined 

50  polarized  component  of  the  laser  beam  output  from 
the  beam  expander  21  (see  Fig.  3);  a  first  liquid 
crystal  (LC)  element  array  33  for  changing  the 
direction  of  polarization  of  the  laser  beam  which 
has  passed  through  the  first  polarizer  31  ;  a  second 

55  polarizer  35  for  passing  only  a  predetermined  po- 
larized  component  of  the  laser  beam  whose  direc- 
tion  of  polarization  has  been  changed  by  the  first 
LC  element  array  33;  a  second  LC  element  array 

6 
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37  for  changing  the  direction  of  polarization  of  the 
laser  beam  which  has  passed  through  the  second 
polarizer  35;  a  X/4  plate  39  for  providing  a  W2 
phase  difference  to  the  laser  beam,  whose  direc- 
tion  of  polarization  has  been  changed  by  the  sec- 
ond  LC  element  array  37,  in  accordance  with  the 
polarized  component;  and  a  third  polarizer  41  for 
passing  only  a  predetermined  polarized  component 
of  the  laser  beam  which  has  been  provided  with  a 
phase  difference  by  the  X/4  plate  39. 

The  first  and  second  LC  element  arrays  33  and 
37  according  to  the  second  embodiment  have  func- 
tions  of  changing  the  direction  of  polarization  of 
laser  beam,  with  the  voltage  applied  to  the  pixels 
being  controlled  by  the  control  unit  2.  These  LC 
element  arrays  33  and  37  are  constructed  such 
that  the  positions  and  densities  of  their  pixels  co- 
incide. 

According  to  this  structure,  the  voltage  applied 
to  the  pixels  (not  shown)  of  the  first  LC  element 
array  33  is  controlled  by  the  control  unit  2,  and 
thereby  the  direction  of  polarization  of  the  laser 
beam  led  to  the  pixels  via  the  first  polarizer  31  is 
changed  and  the  pattern  of  the  amount  of  light 
passing  through  the  second  polarizer  35  is  con- 
trolled.  As  a  result,  the  amount  of  transmission  light 
of  the  pixels,  i.e.  the  amplitude  of  each  frequency 
component,  can  be  controlled. 

In  the  first  embodimentk,  the  optical  path 
length  of  light  passing  through  each  pixel  is  varied 
to  control  the  phase.  On  the  other  hand,  in  the 
second  embodiment,  the  ligtht  led  to  the  pixels  of 
the  second  LC  element  array  37  via  the  second 
polarizer  35  is  divided  into  components  with  a 
phase  difference  of  W2  (e.g.  sine  wave  and  cosine 
wave),  and  the  ratio  of  amplitude  there-between  is 
varied  to  control  the  phase. 

Specifically,  the  X/4  plate  39  is  situated  on  the 
optical  path  between  the  second  LC  element  array 
37  and  third  polarizer  41,  and  the  laser  beam 
guided  through  the  second  LC  element  array  37  is 
provided  with  the  phase  difference  of  W2  by  the 
X/4  plate  39. 

Suppose  that  one  of  the  crystal  axes  of  the  X/4 
plate  39  is  an  s-axis  (an  axis  with  a  low  light  phase 
velocity),  and  the  other  of  the  crystal  axes  per- 
pendicular  to  the  s-axis  is  an  f-axis  (an  axis  with  a 
high  light  phase  velocity).  If  the  amplitude  of  the 
laser  beam  guided  through  the  second  LC  element 
array  37  is  A,  the  s-axis  component  As  and  f-axis 
component  Af  of  the  laser  beam  are  expressed  by 

As  =  Acos  (a) 
A,  =  Asin  (a) 

where  a  =  the  angle  defined  by  the  direction  of 
polarization  of  the  laser  beam  guided  through  the 
second  LC  element  array  37  and  the  s-axis  direc- 

tion  of  the  X/4  plate  39. 
For  the  purpose  of  simplicity  in  description,  it 

is  supposed  that  the  X/4  plate  39  is  situated  with  its 
s-axis  made  to  coincident  with  the  direction  of 

5  polarization  of  the  laser  beam  output  from  the 
second  polarizer  35.  In  general,  it  is  not  necessary 
to  make  the  direction  of  the  crystal  axis  of  the  X/4 
plate  39  with  the  direction  of  polarization  of  light 
output  from  the  polarizer  35. 

io  When  the  laser  beam  having  the  above  char- 
acteristics  passes  through  the  X/4  plate  39,  a  phase 
difference  of  W2  is  provided  between  the  s-axis 
component  Ws  and  the  f-axis  component  Wf  by  the 
X/4  plate  39. 

75  In  other  words,  if  the  angular  frequency  of  light 
is  oi  and  time  is  t,  the  s-axis  component  Ws  and  f- 
axis  component  Wf  of  light  waves  passing  through 
the  X/4  plate  39  are  given  by 

20  Ws  =  Asexp  {-i  (co  t)} 
=  Acos(a)«exp{-i  (o>  t)} 
W,  =  Afexp  [-i  {co  t  +  (W2)}] 
=  Asin(aH-i{c»  t  +  (W2)}] 

25  Further,  only  a  predetermined  polarized  com- 
ponent  of  the  laser  beam  having  the  above  char- 
acteristics  is  passed  through  the  third  polarizer  41  . 

Specifically,  the  third  polarizer  41  is  situated 
such  that  its  transmission  axis  has  substantially 

30  equal  angles  with  respect  to  the  s-axis  and  f-axis  of 
the  X/4  plate  39  (in  this  case,  about  45  °  since  it  is 
supposed  that  the  s-axis  intersects  the  f-axis  at 
right  angles).  The  entire  laser  beam  which  has 
passed  through  the  third  polarizer  41  has  about 

35  45°  polarized  components  with  respect  to  the  s- 
axis  or  f-axis  of  the  X/4  plate  39  and  is  coherent. 
Thus,  the  amplitude  distribution  thereof  is  ex- 
pressed  by 

40  W  =  Ws  +  W,  =  2_1/2.Aexp{-i  («  t  +  «)} 

As  is  clear  from  this  formula,  the  phase  of  the 
laser  beam  can  be  expressed  by  the  polarization 
angle  (the  anlge  with  respect  to  the  s-axis  X/4  plate 

45  39)  and  the  phase  of  the  laser  beam  can  be 
controlled  by  applying  a  predetermined  voltage  to 
the  second  LC  element  array  37  via  the  control  unit 
2. 

By  performing  the  above  control  for  each  pixel 
50  of  the  second  LC  element  array  37,  the  phase  and 

amplitude  of  the  Fourier  transform  image  can  be 
controlled  independently. 

In  each  of  the  above  formalae,  the  loss  of  light 
in  each  element  is  considered.  The  advantage  of 

55  the  invention  does  not  substantially  change  due  to 
light  loss.  Even  when  the  light  loss  amount  varies 
depending  on  the  polarized  component,  the  influ- 
ence  of  such  variation  can  be  eliminated  by  suit- 
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ably  selecting  the  direction  of  transmission  axis  of 
the  third  polarizer  41.  In  the  present  embodiment, 
since  the  first  and  second  LC  element  array  33  and 
37  of  the  same  type  are  used,  matching  between 
the  LC  element  arrays  as  an  optical  system,  such 
as  positioning  of  pixels  of  two  LC  element  arrays, 
is  easily  effected. 

Concepts  of  optical  information  processing  can 
be  applied  to  the  image  display  apparatuses  of  the 
above  embodiments,  in  order  to  easily  provide  the 
display  images  with  various  functions.  For  example, 
by  suposing  various  mask  patterns  on  the  image 
display  unit  1  (see  Fig.  3),  it  becomes  possible  to 
exclude  or  extract  a  predetermined  spatial  frequen- 
cy  component  or  pattern.  For  example,  by  overlap- 
ping  a  circular  opening  on  the  center  of  the  DC 
component,  a  function  of  a  low-pass  filter  is  re- 
alized,  and  as  a  result  a  band  limit  can  be  added. 
In  addition,  convolution  can  be  made  between  oth- 
er  pattens.  In  this  case,  for  example,  the  same 
image  can  be  displayed  in  a  multiple  manner  by 
overlapping  a  mask  having  a  retinal  point  pattern. 

The  Fourier  transform  image  produced  and  dis- 
played  by  the  image  display  unit  1  according  to 
each  of  the  above  embodiments  is  obtained  by 
using  an  image  derived  by  computer  processing 
from  a  computer-generated  image  or  an  image 
recorded  on  a  film  or  magnetic  (magneto-optic) 
recording  medium  by  means  of  a  camera  or  the 
like.  However,  it  is  possible  to  use  a  Fourier  trans- 
form  image  produced  directly  by  a  computer  or  a 
Fourier  transform  image  produced  by  optical 
means. 

Further,  in  each  of  the  above-described  em- 
bodiments,  the  image  display  unit  1  is  constructed 
such  that  it  is  illuminated  by  coherent  light  emitted 
from  the  laser  19  (see  Fig.  3).  It  is  also  possible, 
however,  to  apply,  e.g.  incoherent  light.  In  this 
case,  it  is  necessary  to  pass  the  incoherent  light 
through  a  spatial  filter  (not  shown),  thereby  enhanc- 
ing  coherence. 

Fig.  6  shows  a  modification  of  the  image  dis- 
play  apparatus  according  to  each  of  the  above 
embodiments.  Specifically,  a  light  transmission  unit 
5  comprises  first  and  second  lenses  43  and  45 
provided  on  a  light  path  between  a  lens  7  and  an 
eye  lens  9. 

As  is  shown  in  Fig.  6,  the  first  lens  43  (focal 
distance:  f3)  and  second  lens  45  (focal  distance: 
f4)  are  arranged  such  that  the  image-side  focal 
position  of  the  first  lens  43  and  the  object-side 
focal  position  of  the  second  lens  45  coincide  with 
each  other.  The  object-side  focal  position  of  the 
first  lens  43  coincides  with  the  image-side  focal 
position  of  the  lens  7,  and  a  mask  47  is  provided  in 
this  position.  The  image-side  focal  position  of  the 
second  lens  45  coincides  with  the  object-side  focal 
position  of  the  eye  lens  9,  and  another  mask  1  1  is 

provided  in  this  position. 
In  the  image  display  apparatus  according  to 

the  present  modification,  a  position  a  (the  image- 
side  focal  position  of  the  first  lens  43  or  object-side 

5  focal  position  of  the  second  lens  45)  is  conjugate 
with  the  image  display  unit  1  and  the  pupil  A  of  the 
observer's  eye  3.  For  example,  when  a  mask  (not 
shown)  is  provided  in  the  conjugate  position,  the 
same  advantage  as  in  the  case  where  the  mask  is 

io  situated  on  the  image  display  unit  1  can  be  ob- 
tained,  and  various  images  can  be  displayed  on  the 
retina  3a  by  applying  various  characteristics  of 
optical  information  processing. 

As  shown  in  the  modification  of  the  invention, 
is  the  position  a  conjugated  optically  with  the  pupil 

face  A  of  eye  3  and  image  display  unit  1  can  be 
newly  produced  each  time  the  two  lenses  43  and 
45  are  added.  Thus,  more  complex  image  process- 
ing  can  be  performed  by  producing  many  con- 

20  jugate  positions. 
Furthermore,  according  to  this  modification, 

even  if  the  pixel  positions  and  densities  of  the  first 
and  second  LC  element  arrays  (see  Figs.  4  and  5) 
of  the  above  embodiments  are  different,  these  ar- 

25  rays  can  be  combined  by  suitably  selecting  the 
refractive  powers  of  four  lenses  (7,  43,  45  and  9) 
and  adjusting  the  magnification.  In  addition,  even 
when  the  pixel  faces  of  the  two  LC  element  arrays 
do  not  fall  within  the  focal  depth  of  the  lens  7, 

30  focus  can  be  effected  on  any  pixel  face  by  dividing 
these  LC  element  arrays  into  an  amplitude  control 
portion  and  a  phase  control  portion  and  by  ad- 
jusitiqdng  magnification  with  one  of  these  portions 
situated  at  the  object-side  focal  position  of  the  eye 

35  lens  9. 
In  each  of  the  above  embodiments,  the  image 

display  method  using  monochromatic  light  is  em- 
ployed.  However,  in  order  to  obtain  a  color  image, 
a  Fourier  transform  image  of  an  image  of  each  of 

40  three  or  more  monochromatic  colors  selected  prop- 
erly  from  the  visible  wavelength  region  may  be 
produced  and  displayed  by  the  first  and  second  LC 
element  arrays. 

There  are  two  methods  of  displaying  such 
45  Fourier  transform  images:  (1)  a  method  in  which 

the  respective  images  are  presented  simultaneous- 
ly  and  synthesized,  and  (2)  a  method  in  which  the 
images  are  presented  successively  and  synthe- 
sized. 

50  In  an  example  of  the  method  (1),  illumination 
systems  and  image  display  units  (not  shown)  are 
provided  individually  for  the  respective  wavelength 
portions.  Images  output  from  the  image  display 
units  are  synthesized  by  beam  splitters,  dichroic 

55  mirrors  or  the  like,  and  the  synthesized  image  is 
presented  on  the  observer's  eye  by  the  same 
princple  and  method  as  shown  in  Fig.  1.  In  another 
example  of  the  method  (1),  an  LC  element  array 
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having  various  color  filters  arranged  so  as  to  cor- 
respond  to  the  respective  pixels,  and  this  array  is 
illuminated  by  white  light.  In  this  case,  sub-arrays 
are  composed  of  pixels  having  filters  of  the  same 
wavelength  component,  and  Fourier  transform  im- 
ages  of  corresponding  wavelength  components  are 
produced  by  these  sub-arrays. 

In  an  example  of  the  method  (2),  lasers  having 
different  wavelength  outputs  are  combined,  or  shut- 
ters  are  provided  for  two  or  more  kinds  of  laser 
light  outputs  such  as  white  laser  outputs.  Thereby, 
wavelength  is  selected  temporally  and  the  image 
display  unit  is  illuminated.  In  this  case,  the  Fourier 
transform  image  of  the  corresponding  wavelength 
component  may  be  displayed  in  synchronism  with 
the  wavelength  selection.  In  a  similar  example, 
elements  such  as  two  or  more  kinds  of  interference 
filters  are  successively  inserted  in  an  optical  path 
including  a  white  light  lamp  as  a  light  source,  and 
wavelength  selection  is  effected.  In  synchronism 
with  this,  a  Fourier  transform  image  of  the  cor- 
responding  wavelength  component  is  displayed  by 
an  image  display  unit.  It  is  also  possible  to  employ 
a  method  in  which  a  deflector  such  as  an  acousto- 
optical  modulation  element  is  used  and  the  fre- 
quency  of  an  applied  high  frequency  driving  pulse 
is  varied.  Thereby,  the  diffraction  angle  is  con- 
trolled  and  the  diffraction  light  is  passed  through  a 
pin  hole  or  slit.  Thus,  wavelength  selection  is  car- 
ried  out.  In  each  case,  if  two  or  more  wavelength 
components  are  presented  within  a  time  period 
summed  by  the  visual  system,  the  obtained  image 
is  sensed  as  a  color  image. 

An  image  display  apparatus  according  to  a 
third  embodiment  of  the  present  invention  will  now 
be  described  with  reference  to  Fig.  7.  The  same 
structural  elements  as  in  the  first  embodiment  are 
denoted  by  like  reference  numerals,  and  a  descrip- 
tion  thereof  is  omitted. 

As  is  shown  in  Fig.  7,  in  this  image  display 
apparatus,  an  optical  fiber  is  applied  as  an  image 
display  unit.  Specifically,  an  object  or  an  image 
(not  shown)  illuminated  by  a  white  light  source  (not 
shown)  is  Fourier-transformed  by  a  condensing 
lens  49  and  then  input  to  an  input  end  51a  of  an 
image  fiber  51  .  The  resultant  image  is  guided  to  an 
output  end  51b  of  the  image  fiber  51  and  is  output. 
A  Fourier-transformed  image  is  produced  and  dis- 
played  by  the  point  light  source  output  at  this  time. 

The  thus  produced  and  displayed  Fourier- 
transformed  image  is  guided  to  the  pupil  face  A  of 
the  observer's  eye  3  via  the  above-mentioned  light 
transmission  unit  5.  As  a  result,  a  wide-image- 
angle,  high-fine  original  image  is  produced  on  the 
retina  3a. 

When  the  light  transmission  from  the  input  of 
image  to  the  production  of  the  original  image  on 
the  retina  3a  is  performed  optically,  the  original 

image  can  be  produced  on  the  retina  3a  even  if  no 
special  consideration  is  given  to  the  coherence  of 
illumination  light  or  the  information  on  amplitude 
and  phase  of  each  point  light  source. 

5  An  image  display  apparatus  according  to  a 
fourth  embodiment  of  the  invention  will  now  be 
described  with  reference  to  Fig.  8.  The  same  struc- 
tural  elements  as  in  the  first  embodiment  (see  Fig. 
3)  are  denoted  by  like  reference  numerals,  and  a 

io  description  thereof  is  omitted. 
As  is  shown  in  Fig.  8,  in  this  image  display 

apparatus,  the  light  intensity  of  a  laser  beam  emit- 
ted  from  a  laser  19  is  attenuated  to  a  predeter- 
mined  value  through  an  opitcal  attenuator  53.  Then, 

is  the  intensity-attenuated  beam  is  reflected  by  a 
reflection  mirror  55  and  radiated  on  a  beam  ex- 
pander  21  . 

A  laser  beam  enlarged  to  a  parallel  beam  via 
the  beam  expander  21  is  divided  into  two  portions 

20  in  two  directions  via  a  first  beam  splitter  57  and 
guided  to  associated  first  and  second  2nd-order 
acousto-optical  modulators. 

The  first  and  second  2nd-order  acousto-optical 
modulators  59  and  61  subject  the  laser  beams  to 

25  predetermined  modulation  and  output  diffraction 
beams. 

The  diffraction  beams  output  from  the  first  and 
second  2nd-order  acousto-optical  modulators  59 
and  61  are  reflected  by  associated  first  and  second 

30  plane  mirrors  63  and  65,  passed  through  first  and 
second  lenses  67  and  69,  and  made  incident  on  a 
second  beam  splitter  71  .  In  the  second  beam  split- 
ter  71,  the  beams  are  combined. 

The  light  emitted  from  the  first  and  second 
35  2nd-order  acousto-optical  modulators  59  and  61 

includes  non-diffraction  light  (i.e.  0-th  order  diffrac- 
tion  light)  and  diffraction  light.  In  this  embodiment, 
the  first  and  second  flat  mirrors  63  and  65,  the  first 
and  second  lenses  67  and  69  and  the  second 

40  beam  splitter  71  are  arranged  so  as  to  guide  only 
the  1st-order  diffraction  light  to  the  observer's  eye 
3  via  the  aforementioned  optical  system. 

At  this  time,  the  diffraction  angles  of  the  diffrac- 
tion  beams  output  from  the  first  and  second  2nd- 

45  order  acousto-optical  modulators  59  and  61  de- 
pend  on  the  frequency  of  high-frequency  driving 
pulses  applied  to  the  modulators  59  and  61  by  a 
control  unit  4.  By  the  two-dimensional  combination 
of  the  frequencies,  the  spatial  frequency  of  interfer- 

50  ence  fringe  formed  on  the  retina  3a  and  the  direc- 
tion  of  the  fringe  can  be  controlled. 

The  diffraction  angles  of  the  diffraction  beams 
output  from  the  first  and  second  2nd-order  ac- 
ousto-optical  modulators  59  and  61  are  controlled 

55  so  as  to  be  rotational-symmetric  with  respec  to  the 
optical  axis  (i.e.  DC  component).  As  a  result,  a 
Fourier-transform  image  is  produced  and  presented 
by  a  pair  of  Fourier  spectra  at  an  image-side  focal 
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plane  (indicated  by  a  in  Fig.  8)  of  the  first  and 
second  lenses  67  and  69. 

The  thus  produced  and  presented  Fourier 
transform  image  is  guided  to  the  pupil  face  A  of 
the  observer's  eye  3  via  a  light  transmission  unit  5. 
Thus,  a  wide-image-angle,  high-fine  original  image 
is  produced  on  the  retina  3a. 

The  object-side  focal  planes  of  the  first  and 
second  lenses  67  and  69  coincide  with  the  diffrac- 
tion  planes  of  the  first  and  second  acousto-optical 
modulators  59  and  61  .  The  image-side  focal  planes 
of  the  first  and  second  lenses  67  and  69  coincide 
with  the  object-side  focal  plane  of  the  lens  7  of  the 
light  transmission  unit  5. 

In  this  embodiment,  the  amplitude  (intensity)  of 
each  spatial  frequency  component  is  controlled  by 
the  optical  attenuator  53  in  synchronism  with  the 
time  the  diffraction  angle  (spatial  frequency  and 
direction  of  fringe)  are  set  by  the  high-frequency 
driving  pulses  applied  to  the  first  and  second  2nd- 
order  acousto-optical  modulators  59  and  61  . 

The  phase  of  the  interference  fringe  formed  on 
the  retina  3a  is  controlled  by  varying  the  relative 
phases  of  the  high-frequency  driving  pulses  ap- 
plied  to  the  first  and  second  2nd-order  acousto- 
optical  modulators  59  and  61  and  delaying  the  time 
needed  for  light  to  reach  the  retina  3a. 

As  described  above,  in  the  image  display  ap- 
paratus  of  this  embodiment,  only  one  kind  of  spa- 
tial  frequency  component  is  output  at  a  time.  How- 
ever,  the  original  image  can  be  reproduced  by 
producing  and  displaying  an  interference  fringe 
having  various  frequency  components  necessary 
for  describing  the  image,  on  the  basis  of  temporal 
aggregate  characteristics  of  information  in  the  hu- 
man  visual  mechanism. 

The  first  and  second  2nd-order  acousto-optical 
modulators  59  and  61  may  be  not  used.  In  this 
case,  for  example,  the  first  and  second  flat  mirrors 
63  and  65  are  rotated  two-dimensionally  and  the 
Fourier  transform  image  is  produced  and  displayed 
on  the  plane  indicated  by  a. 

It  is  also  possible  to  produce  and  display  the 
Fourier  transform  image  at  the  plane  indicated  by  a 
,  by  situating  a  one-dimensionally  arranged  LC 
element  array  (or  a  simple  semiconductor  laser 
array)  just  in  front  of  the  first  beam  splitter  57  and 
rotating  the  first  and  second  flat  mirrors  63  and  65 
one-dimensionally  in  a  direction  perpendicular  to 
the  direction  of  arrangement  of  the  array.  In  this 
case,  the  amplitude  component  of  the  Fourier- 
transform  image  is  expressed  by  controlling  the 
transmission  light  distribution  (or  luminance)  of  the 
one-dimensionally  arranged  LC  element  array  (or 
semiconductor  laser  array)  in  synchronism  with  the 
rotation  of  the  first  and  second  flat  mirrors  63  and 
65. 

In  this  modification,  in  a  desired  method  of 
controlling  the  phase  component  of  the  Fourier- 
transform  image,  for  example,  means  for  varying 
the  optical  path  length,  as  shown  in  the  first  em- 

5  bodiment,  is  situated  in  either  or  both  optical  paths 
between  the  first  and  second  beam  splitters  57  and 
71. 

Furthermore,  in  this  embodiment,  in  order  to 
obtain  a  color  image,  like  the  above-described  em- 

io  bodiments,  a  light  source  having  three  or  more 
kinds  of  wavelength  components  selected  suitably 
from  among  visible  wavelength  region  is  used,  and 
Fourier-transform  image  patterns  of  each 
wavelength  component  are  produced  by  the  2nd- 

15  order  acousto-optical  modulators.  Then,  the  pro- 
duced  Fourier-transform  image  patterns  are  syn- 
thesized  simultaneously  or  successively. 

An  image  display  apparatus  according  to  a  fifth 
embodiment  of  the  invention  will  now  be  described 

20  with  reference  to  Figs.  9  to  11.  The  same  structural 
elements  as  in  the  first  embodiment  (see  Fig.  3) 
are  denoted  by  like  reference  numerals,  and  a 
description  thereof  is  omitted. 

As  is  shown  in  Fig.  9,  in  this  image  display 
25  apparatus,  a  laser  beam  emitted  from  a  laser  19  is 

reflected  by  a  first  reflection  mirror  73  and  then 
radiated  on  a  first  polarizing  beam  splitter  75.  The 
beam  incident  on  the  polarizing  beam  splitter  75  is 
divided  in  two  directions  according  to  the  polarized 

30  components. 
Specifically,  a  P-polarized  component  of  the 

laser  beam  passes  through  the  first  polarizing 
beam  splitter  75  and  reaches  a  first  acousto-optical 
modulator  77.  On  the  other  hand,  an  S-polarized 

35  component  of  the  laser  beam  is  reflected  by  the 
first  polarizing  beam  splitter  75  and  then  led  to  a 
second  acousto-optical  modulator  79. 

These  first  and  second  acousto-optical  modula- 
tors  77  and  79  have  functions  of  subjecting  the 

40  laser  beams  to  predetermined  modulation  and  out- 
putting  diffraction  light. 

The  diffraction  light  output  from  the  first  and 
second  acousto-optical  modulators  77  and  79  is 
reflected  by  associated  second  and  third  reflection 

45  mirrors  81  and  83  and  radiated  on  a  second  po- 
larizing  beam  splitter  85. 

The  P-polarized  component  passes  through  the 
second  polarizing  beam  splitter  85  and  the  S- 
polarized  component  is  reflected  by  the  second 

50  polarizing  beam  splitter  85.  Thus,  the  two  laser 
beams  radiated  on  the  second  polarizing  beam 
splitter  85  are  optically  coupled. 

The  fifth  embodiment  differs  from  the  fourth 
embodiment  in  that  the  frequencies  of  high-fre- 

55  quency  driving  pulses  applied  to  the  first  and  sec- 
ond  acousto-optical  modulators  77  and  79  are  kept 
constant. 
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Thus,  the  functions  of  the  first  and  second 
acousto-optical  modulators  77  and  79  according  to 
the  fifth  embodiment  are  to  vary  the  relative  phases 
of  high-frequency  pulses  applied  to  both  first  and 
second  acousto-optical  modulators  77  and  79  and 
to  delay  the  time  needed  for  the  laser  beams  to 
reach  the  retina  3a,  thereby  controlling  the  phase 
of  the  interference  fringe  produced  on  the  retina 
3a. 

The  optically  coupled  laser  beam  produced  via 
the  second  polarizing  beam  splitter  85  is  radiated 
on  a  beam  expander  21  .  The  laser  beam  enlarged 
to  a  parallel  beam  by  the  beam  expander  21  is 
radiated  on  a  third  polarizing  beam  splitter  89  via  a 
lens  87.  In  the  third  beam  splitter  89,  the  parallel 
beam  is  divided  in  two  directions  once  again. 

Specifically,  the  P-polarized  component,  which 
has  passed  through  the  first  polarizing  beam  split- 
ter  75,  passes  through  the  third  polarizing  beam 
splitter  89,  and  then  it  returns  to  the  third  polarizing 
beam  splitter  89  via  a  first  flat  mirror  91  ,  an  optical 
member  93  and  a  second  flat  mirror  95.  On  the 
other  hand,  the  S-polarized  component,  which  has 
been  reflected  by  the  first  polarizing  beam  splitter 
75,  is  reflected  by  the  third  polarizing  beam  splitter 
89  and  then  it  returns  to  the  third  polarizing  beam 
splitter  89  via  the  second  flat  mirror  95,  optical 
member  93  and  first  flat  mirror  91  . 

As  a  result,  in  the  third  polarizing  beam  splitter 
89,  the  P-polarized  component  and  S-polarized 
component  are  optically  coupled.  The  laser  beam 
having  the  optically  coupled  P-  and  S-polarized 
components  is  led  to  the  observer's  eye  3  via  the 
light  transmission  unit  5. 

The  image-side  focal  position  of  the  lens  87 
(i.e.  the  center  position  of  the  optical  member  93) 
coincides  with  the  object-side  focal  position  of  the 
lens  (e.g.  collimator  lens)  7. 

The  two  laser  beams  passing  through  the  op- 
tical  member  93  are  incident  on  the  optical  mem- 
ber  93  in  opposite  directions  along  the  optical  axis, 
as  shown  in  Fig.  10.  Thus,  by  inclining  the  optical 
member  93  (e.g.  glass  plate  or  glass  cube)  with 
respect  to  the  optical  axis,  the  two  laser  beams  are 
shifted  symmetrically  with  respect  to  the  optical 
axis. 

As  a  result,  by  rotating  the  optical  member  93, 
a  pair  of  point  light  sources  (not  shown)  arranged 
symmetrically  with  respect  to  the  optical  axis  are 
produced  on  the  pupil  face  A  of  the  eye  3.  These 
light  sources  become  a  pair  of  Fourier  spectra.  The 
spectra  having  various  spatial  frequencies  and  di- 
rections  of  fringe  are  synthesized,  and  a  Fourier 
transform  image  is  produced  and  displayed  on  the 
retina  3a. 

As  is  shown  in  Fig.  11,  the  control  of  spatial 
frequencies  and  directions  of  fringe  is  effected  by 
rotating  the  optical  member  93  about  two  kinds  of 

rotational  axes  (which  intersect  with  each  other  at 
right  angles). 

Fig.  11A  shows  a  method  for  rotating  the  op- 
tical  member  93  about  two  rotational  axes  X  and  Y 

5  intersecting  with  each  other  at  right  angles.  In  this 
case,  the  spatial  frequencies  and  directions  of 
fringe  to  be  formed  on  the  retina  3a  (see  Fig.  9)  are 
expressed  on  the  basis  of  vectors  by  the  combina- 
tions  of  two  kinds  of  rotation.  On  the  other  hand, 

io  Fig.  1  1  B  shows  a  method  for  rotating  the  optical 
member  93  about  the  optical  axis  97  and  rotational 
axis  X.  In  this  case,  the  direction  of  fringe  is 
controlled  by  rotating  the  optical  member  93  about 
the  optical  axis  97,  and  the  spatial  frequency  is 

is  controlled  by  rotating  the  optical  member  93  about 
the  rotational  axis  X. 

Driving  means  such  as  varous  motors  or  gal- 
vanometers  may  be  used  for  rotational  control  of 
the  optical  member  93. 

20  Specifically,  while  the  optical  member  93  is 
being  rotated,  the  spatial  frequency  and  direction  of 
fringe  are  determined  with  the  laser  beam  shut  by 
a  shutter  (not  shown),  etc.  Based  on  the  deter- 
mined  values,  the  relative  phases  of  high-frequency 

25  pulses  applied  to  the  first  and  second  acousto- 
optical  modulators  77  and  79  are  set.  At  this  time, 
the  shutter  is  opened.  Then,  the  shutter  is  closed 
once  again,  and  the  next  spatial  frequency  and 
direction  of  fringe  are  determined. 

30  These  operations  are  repeatedly  controlled  by 
a  control  circuit  99  (see  Fig.  9),  thereby  forming  a 
Fourier-transform  image. 

The  Fourier-transform  image  is  guided  to  the 
pupil  face  A  of  the  observer's  eye  3  via  the  light 

35  transmission  unit  5.  As  a  result,  a  wide-image- 
angle,  high-fine  original  image  is  produced  on  the 
retina  3a. 

The  P-polarized  component  and  S-polarized 
component  have  mutually  perpendicular  directions 

40  of  polarization,  and  no  mutual  interference  occurs. 
Thus,  it  is  desirable  to  arrange  a  polarizing  element 
101  in  the  optical  path  between  the  third  polarizing 
beam  splitter  89  and  the  eye  3. 

As  has  been  described  above,  in  the  image 
45  display  apparatus  of  this  embodiment,  only  one 

kind  of  spatial  frequency  component  is  output  at  a 
time.  However,  on  the  basis  of  the  temporal  in- 
formation  gathering  characteristics  of  the  human 
visual  mechanism,  the  optical  member  93  is  rotat- 

50  ed  and  an  interference  fringe  having  various  fre- 
quency  components  necessary  for  describing  an 
image  can  be  produced  an  displayed,  and  the 
original  image  can  be  reproduced. 

Furthermore,  in  this  embodiment,  in  the  case  of 
55  obtaining  a  color  image,  light  sources  having  three 

or  more  kinds  of  wavelength  components  selected 
suitably  from  among  visible  wavelength  regions  are 
used,  and  Fourier  transform  patterns  corresponding 

11 
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to  the  respective  wavelength  components  are  pro- 
duced  by  controlling  the  rotation  of  the  optical 
member  93.  The  produced  Fourier-transform  image 
patterns  are  synthesized  simultaneously  or  succes- 
sively. 

Next,  an  image  display  apparatus  according  to 
a  sixth  embodiment  of  the  present  invention  will 
now  be  described  with  reference  to  Figs.  12  and 
13.  In  the  following  description  of  the  sixth  embodi- 
ment,  the  same  structural  elements  as  in  the  first 
embodiment  (see  Fig.  3)  are  denoted  by  like  refer- 
ence  numerals  and  a  description  thereof  is  omitted. 

As  is  shown  in  Fig.  12,  the  image  display 
apparatus  of  the  sixth  embodiment  comprises  a 
laser  array  103  and  image-rotating  means  107  in 
an  image  display  unit. 

Like  a  semiconductor  laser  array,  for  example, 
the  laser  array  103  serving  as  a  light  source  com- 
prises  two-dimensionally  arranged  laser  elements 
(not  shown).  Of  the  laser  elements,  the  same  laser 
element  emits  a  coherent  light  beam,  and  different 
laser  elements  emit  mutually  incoherent  light 
beams. 

As  is  shown  in  Fig.  12,  a  light  beam  emitted 
from  the  laser  array  103  is  divided  in  two  directions 
by  a  first  beam  splitter  105. 

One  of  the  divided  light  beams  is  reflected  by 
the  first  beam  splitter  105,  and,  after  rotated  by  the 
image-rotating  means  107  over  180°,  it  is  radiated 
on  a  second  beam  splitter  111  via  a  first  reflection 
mirror  109.  The  other  of  the  divided  beams  passes 
through  the  first  beam  splitter  105  and  then  this 
beam  is  reflected  by  the  second  reflection  mirror 
113  and  radiated  on  the  second  beam  splitter  111. 

At  this  time,  when  it  is  necessary  to  equally 
adjust  the  amounts  of  the  two  light  beams  radiated 
on  the  second  beam  splitter  111,  it  is  desirable  to 
arrange,  e.g.  a  density  filter,  a  color  filter  or  filter 
115  of  polarizer,  etc.  in  a  light  path  between  the 
second  reflection  mirror  113  and  the  second  beam 
splitter  111. 

As  is  shown  in  Fig.  13,  the  image-rotating 
means  107  is  constituted  by  a  combination  of  first 
and  second  prisms  107a  and  107b,  for  example,  as 
shown  in  Fig.  13.  The  image-rotating  means  107 
has  a  function  of  an  image  117  (indicated  by  an 
arrow)  about  the  optical  axis  over  1  80  °  and  output- 
ting  the  resultant  image. 

The  two  beams  radiated  on  the  second  beam 
splitter  111  are  optically  coupled  such  that  these 
beams  are  adjacent  to  each  other  with  respect  to 
the  optical  axis,  and  the  coupled  beam  is  guided  to 
a  phase  conversion  element  array  119.  Specifically, 
these  two  light  beams  are  guided  to  the  phase 
conversion  element  array  119  in  the  state  in  which 
these  beams  are  rotationally  symmetrical  with  re- 
spect  to  the  optical  axis  (i.e.  DC  component). 

The  phase  conversion  element  array  119  is 
constructed  so  as  to  have  the  same  pixel  positions 
and  pixel  densities  as  those  of  the  laser  array  103, 
and  the  array  119  functions  as  the  aforementioned 

5  image  display  unit. 
As  a  result,  a  pair  of  Fourier  spectra  are 

formed  on  the  phase  coversion  element  array  119. 
Such  Fourier  spectra  are  gathered  to  produce  and 
display  a  Fourier-transform  image. 

io  The  Fourier-transform  image  produced  and  dis- 
played  on  the  phase  conversion  element  array  119 
is  is  guided  to  the  pupil  face  A  of  the  observer's 
eye  3  via  the  light  transmission  unit  5.  Thus,  a 
wide-image-angle,  high-fine  original  image  is  pro- 

15  duced  on  the  retina  3a. 
As  has  been  described  above,  according  to  the 

image  display  apparatus  of  this  embodiment,  inter- 
ference  fringes  having  various  spatial  frequency 
components  necessary  for  describing  an  image 

20  can  be  simultaneously  formed,  and  therefore  a 
retinal  image  can  be  produced  and  displayed  in  a 
short  time. 

Furthermore,  in  this  embodiment,  in  the  case  of 
obtaining  a  color  image,  light  sources  having  three 

25  or  more  kinds  of  wavelength  components  selected 
suitably  from  among  visible  wavelength  regions  are 
used,  and  Fourier  transform  patterns  corresponding 
to  the  respective  wavelength  components  are  pro- 
duced  by  the  laser  array  103.  The  produced 

30  Fourier-transform  image  patterns  are  synthesized 
simultaneously  or  successively. 

The  present  invention  is  not  limited  to  the 
structure  of  the  above  embodiments,  and  various 
modifications  may  be  made.  For  example,  the 

35  phase  conversion  element  array  119  may  be  re- 
placed  by  an  LC  element  array  having  birefrin- 
gence  which  can  be  controlled  by  controlling  an 
applied  voltage.  Alternatively,  the  LC  element  array, 
X/4  plate  and  polarizer,  described  in  the  second 

40  embodiment  (see  Fig.  5),  may  be  combined. 
An  amplitude  component  of  each  of  the  af- 

orementioend  pair  of  Fourier  spectra  can  be  pro- 
duced  by  modulating  the  amplitude  (or  luminance) 
of  the  light  beam  emitted  from  the  laser  array  103. 

45  Besides,  the  LC  element  array  (see  Figs.  4  and 
5)  having  the  same  pixel  positions  and  pixel  den- 
sities  as  the  laser  array  103  may  be  situated  near 
the  phase  conversion  element  array  119,  and  the 
transmissivities  of  the  LC  elements  constituting  the 

50  LC  element  array  may  be  controlled,  whereby  the 
amplitude  component  of  each  of  the  aforemen- 
tioned  Fourier  spectra  can  be  produced. 

An  image  display  apparatus  according  to  a 
seventh  embodiment  of  the  invention  will  now  be 

55  described  with  reference  to  Figs.  14  and  15.  In  the 
following  description  of  the  seventh  embodiment, 
the  same  structural  elements  as  in  the  first  embodi- 
ment  (see  Fig.  3)  are  denoted  by  like  reference 
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numerals  and  a  description  thereof  is  omitted. 
The  image  display  apparatus  according  to  this 

embodiment  is  characterized  by  comprising  a 
prism  125  in  the  image  display  unit.  Specifically, 
the  prism  125  is  situated  in  a  light  path  between  a 
point  light  source  So  (described  later)  and  a  lens  7 
(focal  distance:  fi).  The  point  light  source  So  is 
provided  at  the  object-side  focal  position  of  the 
lens  7. 

As  is  shown  in  Fig.  14,  coherent  light  emitted 
from  a  light  source  121  forms  the  point  light  source 
So  through  a  condensing  lens  123,  and  then  the 
light  is  made  incident  on  the  prism  125. 

The  prism  125  has  a  shape  having  an  equilat- 
eral-triangular  cross-section  with  a  light-incidence 
surface  as  a  bottom  side.  The  coherent  light  in- 
cident  on  the  prism  125  via  the  point  light  source 
So  is  emitted  from  the  prism  125  as  if  it  were 
emitted  from  a  pair  of  point  light  sources  Si  and 
S2. 

The  pair  of  point  light  sources  Si  and  S2  are 
also  formed  on  the  object-side  focal  position  of  the 
lens  7,  such  that  these  point  light  sources  are 
symmetrical  with  respect  to  the  point  light  source 
So. 

Images  of  point  light  sources  Si  and  S2  output 
from  the  prism  125  are  guided  to  the  pupil  face  A 
of  the  observer's  eye  3  via  the  light  transmission 
unit  5.  As  a  result,  a  wide-image-angle,  high-fine 
original  image  is  formed  on  the  retina  3a. 

In  the  image  display  apparatus  according  to 
this  embodiment,  the  spatial  frequency  of  the  inter- 
ference  fringe  formed  on  the  retina  is  proportional 
to  the  distance  d  between  the  pair  of  point  light 
sources  Si  and  S2.  This  distance  d  can  be  approxi- 
mately  expressed  by: 

d  =  2  (n  -  1)  4>  L, 

L:  the  distance  between  the  prism  125  and 
point  light  source  So, 

n:  the  refractive  index  of  material  constituting 
the  prism,  and 

4>:  the  bottom  angle  of  the  prism  125. 
Accordingly,  the  prism  125  is  moved  along  the 

optical  axis  by  means  of  the  control  unit  6,  where- 
by  the  distance  d  between  the  pair  of  point  light 
sources  Si  and  S2,  i.e.  the  spatial  frequency  of  the 
interference  fringe,  can  be  controlled. 

The  direction  of  interference  fringe  can  be  cho- 
sen  by  rotating  the  prism  125  about  the  optical  axis 
by  means  of  the  control  unit  6. 

Furthermore,  the  phase  information  of  the  inter- 
ference  fringe  can  be  controlled  by  moving  the 
prism  125  by  means  of  the  control  unit  6  by  a 
slight  amount  in  the  direction  of  arrow  S.  In  this 
case,  since  the  image  positions  of  the  two  point 
light  sources  Si  and  S2  produced  on  the  pupil  face 

A  of  the  eye  3  are  displaced  by  a  slight  amount, 
the  phase  of  the  interference  fringe  formed  on  the 
retina  3a  varies  in  accordance  with  the  amount  of 
displacement. 

5  The  image  positions  of  the  two  point  light  sour- 
ces  Si  and  S2  produced  on  the  pupil  face  A  of  the 
eye  3  can  be  similarly  displaced  by  a  slight 
amount  by  rotating  the  optical  member  (e.g.  glass) 
127  situated  in  the  light  path  between  the  lens  7 

10  and  mask  1  1  in  the  direction  of  arrow  T  by  means 
of  the  control  unit  8. 

In  Fig.  15,  an  optical  member  127  is  shown 
such  that  it  can  rotate  only  in  the  direction  of  a 
double-headed  arrow  T.  For  example,  as  shown  in 

15  Fig.  11,  the  optical  member  127  may  be  con- 
structed  so  as  to  be  rotatable  about  axes  which  are 
perpendicular  to  each  other,  and  thereby  the  phase 
information  of  interference  fringe  in  any  direction 
can  be  controlled. 

20  Next,  a  method  of  controlling  the  spatial  fre- 
quency  of  the  interference  fringe,  the  direction  of 
fringe  and  phase  information  will  now  be  described. 

The  prism  125,  as  shown  in  Figs.  14  and  15,  is 
constantly  rotated  by  the  control  unit  6  (8)  having  a 

25  motor,  etc.  Thus,  the  rotational  angle  is  always 
monitored  by  a  rotary  encoder  (not  shown). 

When  the  rotational  angle  of  the  prism  125  has 
reached  a  predetermined  value,  the  prism  125  is 
moved  by  the  control  unit  6  along  the  optical  axis 

30  and  rotated  about  the  optical  axis.  As  a  result,  the 
spatial  frequency  of  the  interference  fringe  and  the 
direction  of  fringe  are  determined.  At  the  same 
time,  the  phase  information  of  the  interference 
fringe  is  set  by  slightly  moving  the  prism  125  in  the 

35  direction  of  arrow  S  (see  Fig.  14)  or  by  rotating  the 
optical  member  127  (see  Fig.  15)  in  the  direction  of 
arrow  T  by  means  of  the  control  unit  8. 

When  the  spatial  frequency  and  direction  of 
fringe  have  been  set,  a  shutter  (not  shown)  situated 

40  at  the  point  light  source  So  is  opened  for  a  pre- 
determined  time  period. 

At  this  time,  a  pair  of  Fourier  spectra  are  pro- 
duced,  by  repeating  the  above  series  of  operations, 
a  Fourier-transform  image  is  produced. 

45  As  has  been  described  above,  in  the  image 
display  apparatus  of  the  present  embodiment,  only 
one  kind  of  spatial  frequency  component  is  output 
at  a  time.  However,  on  the  basis  of  the  temporal 
information  gathering  characteristics  of  the  human 

50  visual  mechanism,  the  position  of  the  prism  125 
can  be  controlled  by  the  control  unit  6,  and  an 
interference  fringe  having  various  frequency  com- 
ponents  necessary  for  describing  an  image  can  be 
produced  an  displayed,  and  the  original  image  can 

55  be  reproduced. 
Furthermore,  in  this  embodiment,  in  the  case  of 

obtaining  a  color  image,  light  sources  having  three 
or  more  kinds  of  wavelength  components  selected 
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suitably  from  among  visible  wavelength  regions  are 
used,  and  Fourier  transform  patterns  corresponding 
to  the  respective  wavelength  components  are  pro- 
duced  by  controlling  the  position  of  the  prism  125. 
The  produced  Fourier-transform  image  patterns  are 
synthesized  simultaneously  or  successively. 

Next,  an  image  display  apparatus  according  to 
an  eighth  embodiment  of  the  present  invention  will 
now  be  described  with  reference  to  Figs.  16  and 
17.  In  the  following  description  of  the  eighth  em- 
bodiment,  the  same  structural  elements  as  in  the 
sixth  embodiment  (see  Fig.  12)  are  denoted  by  like 
reference  numerals  and  a  description  thereof  is 
omitted. 

In  the  image  display  apparatus  of  this  embodi- 
ment,  in  order  to  produce  a  high-fine  retina  image 
without  degrading  the  image  quality,  a  density  filter 
129  is  situated  in  the  light  path  between  a  second 
beam  splitter  1  1  1  and  a  phase  conversion  element 
array  119. 

When  various  ambient  scenes  are  captured  as 
an  image  and  the  image  is  subjected  to  Fourier- 
conversion  calculation,  the  following  relationship 
(exponential  function)  is  established  between  the 
amplitude  a  and  spatial  frequency  f: 

a  =  fp 

It  is  known  that  the  value  of  P  is  about  -1.0.  The 
details  thereof  are  disclosed,  for  example,  in  "G.J. 
Burton  and  I.R.  Moorhead,  Applied  Optics,  vol.  26, 
PP.  157-170,  1987;  D.J.  Tolhurst,  Y.  Tadmor,  and 
T.  Chao,  Ophthalmic  and  Physiological  Optics,  vol. 
12,  pp.  229-232." 

In  the  image  display  apparatus  of  the  present 
embodiment,  in  order  to  describe  the  amplitude  of 
a  high  spatial  frequency  component,  as  well  as  that 
of  other  frequency  components,  with  equal  accu- 
racy,  the  density  filter  129  (see  Fig.  16)  having  a 
predetermined  transmissivity  distribution  (see  Fig. 
17)  is  applied  to  the  image  display  unit. 

As  is  shown  in  Fig.  17,  the  density  filter  129 
applied  to  the  present  embodiment  has  a  highest 
transmissivity  at  its  center  portion,  and  the  trans- 
missivty  of  the  filter  129  decreases  towards  the 
periphery  on  the  basis  of  the  aforementioned  ex- 
ponential  function. 

It  is  desirable  that  the  value  of  P  of  the  afore- 
mentioned  exponential  function  be  about  -0.1,  but  it 
is  preferable  to  select  the  value  matching  with  the 
image  to  be  displayed  or  the  purpose  of  use. 

As  is  shown  in  Fig.  16,  the  density  filter  129  is 
situated  near  the  phase  conversion  element  array 
119  which  produces  a  Fourier-transform  image. 
That  part  of  the  filter  129,  which  has  a  highest 
transmissivity,  agrees  with  the  optical  axis  (i.e.  DC 
component). 

In  the  case  of  using  a  filter  whose  transmis- 
sivity  can  be  expressed  by  about  an  inverse  num- 
ber  of  a  spatial  frequency,  it  is  necessary  to  in- 
versely  convert,  in  advance,  the  Fourier-transform 

5  image  produced  and  displayed  by  the  laser  array 
103  (or  LC  element  array  applied  to  the  first  em- 
bodiment  (see  Fig.  3))  on  the  basis  of  a  transmis- 
sivity  function  of  the  density  filter  129.  Specifically, 
the  amplitude  value  of  each  Fourier  spectrum 

io  needs  to  be  divided  by  the  value  of  transmissivity 
corresponding  to  the  spatial  frequency  thereof. 

As  a  result,  the  amplitude  component  of  any  of 
spatial  frequency  components  can  be  described 
with  substantially  equal  accuracy,  and  a  high-fine 

is  retinal  image  can  be  produced  without  degrading 
the  image  quality. 

When  the  LC  element  array  (see  Fig.  3)  is 
used  as  an  image  display  element,  as  in  the  first 
embodiment,  it  is  difficult  to  eliminate  leak  light 

20  leaking  from  each  pixel.  In  particular,  when  the 
amplitude  component  is  small,  the  influence  thereof 
cannot  be  ignored.  By  contrast,  by  using  the  den- 
sity  filter  129  of  the  present  embodiment,  the  ratio 
of  leak  light  relating  to  all  displayed  spatial  fre- 

25  quency  components  can  be  limited  to  the  same 
level. 

According  to  the  apparatus  of  the  present  em- 
bodiment,  the  amount  of  leak  light  can  be  reduced 
totally,  and  therefore  a  degradation  in  image  con- 

30  trast  can  be  decreased  or  prevented. 
As  regards  the  object  to  describe  all  spectra 

with  subtantially  equal  accuracy,  the  same  advan- 
tage  can  be  obtained,  in  some  cases,  without  using 
the  density  filter  129.  For  example,  in  the  first 

35  embodiment,  when  the  beam  expander  21  (see 
Fig.  3)  is  constituted  by  a  objective  lens  for  micro- 
scopes,  a  pinhole,  and  a  collimator  lens,  an  ojbec- 
tive  lens  and  a  relatively  large-diameter  pinhole 
may  be  combined  or  a  collimator  lens  with  a  short 

40  focal  distance  may  be  used,  whereby  the  LC  ele- 
ment  array  can  be  irradiated  by  illumination  light 
having  a  Gauss  distribution  with  a  sharp  luminance 
variation. 

As  a  result,  the  amount  of  light  of  a  peripheral 
45  portion  of  the  illumination  light  (a  portion  corre- 

sponding  to  a  high-frequency  component)  can  be 
set  to  be  lower  than  the  amount  of  light  of  a  center 
portion  thereof  (a  portion  corresponding  to  a  low- 
frequency  component).  In  this  way,  the  same  ad- 

50  vantage  as  in  the  case  of  using  the  density  filter 
129  can  be  obtained  by  providing  the  illumination 
light  itself  with  a  luminance  distribution. 

An  image  display  apparatus  according  to  a 
ninth  embodiment  of  the  invention  will  now  be 

55  described  with  reference  to  Figs.  16  and  18.  In  the 
following  description  of  the  ninth  embodiment,  the 
same  structural  elements  as  in  the  eighth  embodi- 
ment  (see  Fig.  12)  are  denoted  by  like  reference 

14 



27 EP  0  597  477  A1 28 

numerals  and  a  description  thereof  is  omitted. 
The  image  display  apparatus  of  this  embodi- 

ment  is  characterized  by  comprising  means  for 
efficiently  displaying  images  on  the  basis  of  the 
human  visual  characteristics. 

In  general,  a  number  of  visual  cells  are  ar- 
ranged  on  the  retina  of  the  human  eye,  and  exter- 
nal  light  reaching  the  retina  via  the  optical  system 
of  the  eye  is  sampled  by  these  visual  cells.  In  other 
words,  the  array  of  visual  cells  functions  as  a  kind 
of  sensor  array. 

Accordingly,  like  the  sensor  array  such  as  a 
CCD  array,  aliasing  occurs  when  a  spatial  fre- 
quency  component  exceeding  a  half  frequency 
(Nyquist  frequency)  of  the  sampling  frequency  of 
each  array  is  input.  For  example,  a  frequency  com- 
ponent  lower  than  the  input  frequency  may  occur, 
as  in  a  moire  phenomenon. 

In  normal  life,  such  a  high-frequency  compo- 
nent  is  attenuated  by  the  optical  system  of  the  eye 
and  is  hardly  sensed.  However,  as  in  the  above- 
described  image  display  apparatus  of  the  embodi- 
ment,  when  an  image  is  produced  directly  on  the 
retina  by  bypassing  the  optical  system  of  the  eye, 
the  quality  of  the  produced  retinal  image  is  deg- 
raded. 

According  to  one  method  for  solving  this  prob- 
lem,  as  shown  in  Fig.  16,  for  example,  a  filter  131 
having  a  circular  opening  131a  as  shown  in  Fig. 
18A  (the  filter  131  having  a  constant  transmissivity 
over  the  entire  circular  opening  131a)  is  situated  at 
or  near  a  location  where  the  Fourier-transform  im- 
age  is  produced  within  the  image  display  appara- 
tus.  Thereby,  a  spatial  frequency  component  ex- 
ceeding  a  Nyquist  frequency  can  be  eliminated. 

The  problem  of  aliasing  occurs  similarly  in  the 
case  of  producing  a  color  image.  In  general,  it  is 
known  that  even  in  a  visible  wavelength  region  the 
spatial  resolution  of  the  visual  mechanism  with  re- 
spect  to  light  of  short-wave  regions  sensed  as 
purple  or  blue  lowers,  compared  to  the  spatial 
resolution  relating  to  other  wavelengths  (e.g.  mid- 
dle-wavelength  region  or  long-wavelength  regions). 

The  reason  for  this  is  that  among  the  visual 
cells  on  the  retina  of  the  eye,  the  number  of  visual 
cells  (hereinafter  referred  to  as  "short-wavelength 
sensitive  cones)  which  are  sensitive  to  light  of 
short-wavelength  regions  is  much  less  than  that  of 
visual  cells  sensitive  to  light  of  other  wavelength 
regions,  and  that  the  short-wavelength  sensitive 
cones  are  arranged  on  the  retina  very  roughly. 

Accordingly,  when  light  of  short-wavelength 
having  a  frequency  component  exceeding  the  spa- 
tial  resolution  of  short-wavelength  sensitive  cones 
reaches,  the  aliasing  may  occur. 

In  the  normal  life,  the  aforementioned  spatial 
frequency  component  is  removed  by  color  aberra- 
tion  of  the  optical  system  of  the  eye,  and  it  does 

not  reach  the  retina.  However,  in  the  case  where  an 
image  is  formed  directly  on  the  retina  via  the 
optical  system  of  the  eye,  as  in  the  image  display 
apparatus  of  the  above  embodiment,  the  quality  of 

5  the  produced  retinal  image  may  be  degraded. 
According  to  one  method  for  solving  this  prob- 

lem,  for  example,  the  filter  131  as  shown  in  Fig. 
18A  is  situated  at  or  near  a  location  where  the 
Fourier-transform  image  relating  to  short- 

io  wavelength  light  is  produced  within  the  image  dis- 
play  apparatus.  Thereby,  a  spatial  frequency  com- 
ponent  exceeding  a  Nyquist  frequency  can  be 
eliminated. 

In  this  case,  it  is  necessary  to  use  the  filter  131 
is  having  a  smaller  circular  opening  than  the  filter  for 

middle-  and  long-wavelength  regions,  in  consider- 
ation  of  the  spatial  resolution  of  the  visual  mecha- 
nism  relating  to  short-wavelength  light. 

In  addition,  it  is  known  that  the  human  visual 
20  mechanism  has  a  lower  resolution  in  an  oblique 

direction  than  in  a  horizontal  or  vertical  direction. 
Thus,  in  the  present  embodiment,  a  filter  133 

having  an  opening  133a  as  shown  in  Fig.  18B  (this 
filter  133  having  a  constant  transmissivity  over  the 

25  entire  opening  133a)  is  used,  so  that  the  cut-off 
frequency  in  the  oblique  direction  may  lower. 

As  has  been  described  above,  in  the  image 
display  apparatus  of  the  present  embodiment,  the 
filters  131  and  133  are  used  on  the  basis  of  the 

30  human  visual  characteristics,  and  thereby  a  spec- 
trum  component  with  low  visual  effect  is  removed 
and  the  Fourier-transform  image  can  be  produced 
and  displayed  within  a  minimum  necessary  fre- 
quency  range.  Specifically,  according  to  this  em- 

35  bodiment,  since  the  amount  of  frequency  data  can 
be  reduced,  the  efficiency  of  image  display  can  be 
enhanced. 

Furthermore,  since  light  can  be  radiated  on  a 
desired  portion  along  of  the  phase  conversion  ele- 

40  ment  array  119  by  using  the  aforementioned  den- 
sity  filter  129,  the  amount  of  leak  light  from  the 
array  119  can  be  reduced.  As  a  result,  the  image 
contrast  can  be  enhanced. 

Fig.  18C  shows  the  structure  of  a  filter  135 
45  constituted  by  combining  the  filter  133  (see  Fig. 

18B)  and  the  density  filter  129  (see  Fig.  17)  (the 
filter  135  is  constructed  such  that  the  transmissivity 
of  a  center  area  of  the  opening  is  highest,  and  it 
decreases  towards  the  periphery). 

50  By  using  the  filter  135,  amplitude  components 
of  all  spatial  frequency  components  can  be  de- 
scribed  with  substantially  equal  accuracy,  and  at 
the  same  time,  the  resolution  of  the  visual  mecha- 
nism  can  be  enhanced.  Like  each  of  the  aforemen- 

55  tioned  filters,  the  filter  135  is  situated  near  the 
phase  conversion  element  array  119  where  the 
Fourier-transform  image  is  produced. 
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An  image  display  apparatus  according  to  a 
tenth  embodiment  of  the  present  invention  will  now 
be  described  with  reference  to  Figs.  19  and  20.  In 
the  following  description  of  the  tenth  embodiment, 
the  same  structural  elements  as  in  the  first  embodi- 
ment  are  denoted  by  like  reference  numerals  and  a 
description  thereof  is  omitted. 

As  is  shown  in  Figs.  19  and  20,  the  image 
display  apparatus  of  this  embodiment  is  character- 
ized  by  comprising  a  micro-lens  array  137  and  an 
LC  element  array  139  in  the  image  display  unit. 

As  is  shown  in  Fig.  19,  a  laser  beam  emitted 
from  a  laser  19  is  expanded  by  a  beam  expander 
21  and  converted  to  a  parallel  beam.  The  parallel 
beam  is  radiated  on  the  LC  element  array  139  via 
the  micro-lens  array  137. 

As  is  shown  in  Fig.  20,  the  micro-lens  array 
137  is  constituted  such  that  the  lens  position  and 
lens  density  thereof  agree  with  the  pixel  position 
and  pixel  density  of  the  LC  element  array  139. 

Further,  the  micro-lens  array  137  and  LC  ele- 
ment  array  139  are  alinged  with  each  other  such 
that  light  incident  on  each  micro-lens  of  the  micro- 
lens  array  137  is  focused  near  the  center  of  each 
pixel  of  the  LC  element  array  139. 

In  the  first  and  second  embodiments,  the  im- 
age  angle  of  the  retinal  image  is  determined  by 
diffraction  light  diffracted  by  each  pixel  of  the  LC 
element  array.  Accordingly,  in  order  to  obtain  a 
wide  image  angle,  it  is  necessary  to  use  an  LC 
element  array  having  small  pixels  or  a  high  pixel 
density. 

By  contrast,  according  to  the  present  embodi- 
ment,  the  image  angle  of  the  retinal  image  is 
determined  by  the  angular  aperture  of  each  micro- 
lens.  Thus,  the  size  of  the  pixel  of  the  LC  element 
array  139  is  not  limited.  Even  if  an  LC  element 
array  139  having  a  low  pixel  density  is  used,  a 
wide-image-angle  retinal  image  can  be  produced. 

In  addition,  since  a  light-shield  material  is  pro- 
vided  between  pixels  of  a  general  LC  element 
array,  the  light  radiated  thereto  is  absorbed  or 
reflected. 

By  contrast,  in  the  present  embodiment,  the 
light  absorbed  or  reflected  is  collected  by  a  micro- 
lens  array  137  and  radiated  on  the  LC  element 
array  139. 

Accordingly,  each  pixel  of  the  LC  element  ar- 
ray  139  can  be  efficiently  irradiated.  That  is,  the 
light  from  the  ligth  source  can  be  effectively  uti- 
lized. 

An  image  display  apparatus  according  to  an 
eleventh  embodiment  of  the  present  invention  will 
be  described  with  reference  to  Fig.  21. 

As  is  shown  in  Fig.  21,  the  image  display 
apparatus  according  to  this  embodiment  is  a  one- 
eye  image  display  apparatus  having  a  shape  at- 
tachable  to  the  head  (not  shown)  of  the  observer. 

This  apparatus  has  a  body  141  of  a  substantially  L 
shape,  which  extends  horizontally  from  the  location 
of  the  observer's  eye  73  so  that  it  can  be  attached 
to  a  side  portion  of  the  head,  or  which  extends 

5  vertically  so  that  it  can  be  attached  to  a  top  portion 
of  the  head. 

In  the  body  141,  light  emitted  from  a  white  light 
source  143  is  condensed  by  a  condensing  lens  145 
and  then  the  coherence  of  the  light  is  enhanced  by 

io  a  spatial  filter  147.  Then,  the  light  is  radiated  on  an 
image  display  unit  1  (see  Fig.  1)  via  a  collimator 
lens  149. 

A  Fourier-transform  image  produced  and  dis- 
played  on  the  image  display  unit  1  is  focused  on 

is  the  pupil  face  A  of  the  observer's  eye  159  via  a 
lens  151,  a  flat  mirror  153,  a  mask  155  and  a 
concave  mirror  157.  Then,  an  original  image  is 
produced  on  the  retina  159a  of  the  eye  159. 

This  apparatus  is  applicable  widely  to  displays 
20  (not  shown)  of  conventional  TV  sets  and  displays 

(not  shown)  of  computers  and  word-processors.  In 
addition,  since  the  body  141  can  be  manufactured 
with  small  size  and  light  weight,  a  realistic  image 
can  be  displayed  even  in  a  narrow  place. 

25  An  image  display  apparatus  according  to  a 
twelfth  embodiment  of  the  present  invention  will 
now  be  described  with  reference  to  Fig.  22.  In  the 
following  description  of  the  twelfth  embodiment,  the 
same  structural  elements  as  in  the  eleventh  em- 

30  bodiment  are  denoted  by  like  reference  numerals 
and  a  description  thereof  is  omitted. 

As  is  shown  in  Fig.  22,  in  this  apparatus,  a 
concave  mirror  157  is  formed  of  a  semi-transmis- 
sive  material.  An  LC  shutter  161  is  provided  for 

35  synthesizing,  if  necessary,  an  image  supplied  via 
the  concave  mirror  157  and  an  external  image  in 
front  of  the  observer's  eye  159. 

In  this  embodiment,  when  the  size  and/or 
shape  of  field  of  vision  is  determined  by  the  mask 

40  155  provided  near  the  object-side  focal  plane  of  the 
concave  mirror  157,  the  focus  of  the  observer's 
eye  159  is  set  at  the  indefinite  point. 

An  example  in  which  such  characteristics  are 
utilized  is  an  automobile  display  to  be  mounted 

45  within  an  automobile.  As  regards  a  conventional 
automobile  display,  the  eye  is  normally  set  at  a  far 
focal  point  during  driving.  When  viewing  various 
alarm  lights  or  speed  meters  on  a  dashboard,  the 
eye  must  be  moved  downward  and  the  focal  point 

50  set  at  a  near  point.  When  the  eye  is  directed  to  the 
front  again,  the  focal  point  of  the  eye  must  be 
adjusted  to  a  far  point. 

According  to  the  apparatus  of  the  present  em- 
bodiment,  one  can  acquire  information  on  various 

55  alarm  lights  and  speed  meters  without  the  need  to 
turn  the  eye  greatly  or  to  change  the  refraction 
state  of  the  eye  159.  In  addition,  according  to  this 
embodiment,  since  a  wide-image-angle  image  can 
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be  obtained  in  principle,  a  display  with  high  safety 
and  high  visual  recognition  properties  can  be  pro- 
vided  without  intercepting  the  visual  field.  Further- 
more,  this  image  display  apparatus  having  the 
above  features  is  applicable  to  displays  of  naviga- 
tion  systems  for  drivers  or  operators  of  transport 
means  such  as  trains,  ships,  airplanes  and 
spacecrafts  as  well  as  automobiles. 

A  one-eye  image  display  apparatus  according 
to  a  13th  embodiment  of  the  invention  will  now  be 
described.  In  the  following  description  of  the  13th 
embodiment,  the  same  structural  elements  as  in 
the  twelfth  embodiment  are  denoted  by  like  refer- 
ence  numerals  and  a  description  thereof  is  omitted. 

In  general,  a  visual  field  meter  comprises  a 
semi-spherical  screen  (not  shown)  having  a  radius 
of  about  30  cm  and  a  projector  (not  shown)  for 
projecting  light  stimula.  The  range  of  visual  field  in 
which  light  stimula  are  sensed  is  measured  in  the 
state  in  which  the  eye  of  the  subject  is  situated  at 
the  center  of  the  semi-spherical  screen  and  the 
distance  between  the  eye  and  the  screen  is  kept 
constant. 

However,  when  the  visual  field  of  a  person  with 
abnormal  refraction  is  measured  by  means  of  a 
conventional  visual  field  meter,  there  occurs  prob- 
lems  in  that  the  visual  field  is  intercepted  by  spec- 
tacles  or  a  sharp  optical  stimulus  cannot  be  pre- 
sented  on  the  retina.  Consequently,  exact  measure- 
ment  cannot  be  effected. 

To  solve  these  problems,  the  body  of  the  one- 
eye  image  display  apparatus  according  to  this  em- 
bodiment  contains,  as  shown  in  Fig.  23,  a  station- 
ary  visual  indication  optical  system  for  presenting  a 
stationary  visual  indication  image  at  a  desired  loca- 
tion  on  the  retina  159a,  a  fixed-looking  monitoring 
optical  system  for  monitoring  whether  the  subject 
is  looking  at  the  stationary  indicator  fixedly,  and  a 
light  stimulation  optical  system  for  applying  a  pre- 
determined  ligth  stimulus  to  a  peripheral  area  of 
the  retina  159a  while  the  subject  is  looking  the 
stationary  visual  indicator. 

An  example  of  the  operation  of  the  one-eye 
image  display  apparatus  of  this  embodiment  will 
now  be  described. 

The  observer's  eye  159  is  situated  to  face  the 
eye  lens  of  the  apparatus.  Then,  a  predetermined 
stationary  visual  indication  image  is  presented  on 
the  retina  159a  of  the  eye  159  via  the  stationary 
visual  indication  optical  system. 

Specifically,  in  the  stationary  visual  indication 
optical  system,  the  stationary  visual  indication  im- 
age  produced  by  a  stationary  visual  indicator  pro- 
ducing  means  163  such  as  an  LED  is  focused  on 
the  retina  159a  via  a  first  beam  splitter  165,  first 
and  second  lenses  167  and  169,  a  second  beam 
splitter  171,  a  focusing  lens  173  and  the  optical 
system  of  the  eye  159. 

At  this  time,  the  state  in  which  the  subject  is 
fixedly  looking  at  the  stationary  visual  indication 
image  properly  is  confirmed  by  monitoring  the  pu- 
pil  position  of  the  subject  through  a  monitor  window 

5  175  provided  on  the  body  of  the  apparatus. 
The  stationary  visual  indication  optical  system 

is  provided  with  an  alignment  mark  (not  shown). 
Through  the  monitor  window  175,  one  can  see  the 
alignment  mark  and  the  subject's  eye  in  an  over- 

io  lapped  manner. 
The  fixed-looking  state  of  the  subject  is  deter- 

mined  by  the  positional  relationship  between  the 
alignment  mark  and  the  pupil. 

When  the  stationary  indication  image  is  aligned 
is  with  the  center  of  the  pupil  face  A,  a  predetermined 

light  stimulus  is  applied  to  a  predetermined  loca- 
tion  on  the  retina  159a  via  the  light  stimulation 
optical  system.  Since  the  light  stimulation  optical 
system  has  substantially  the  same  structure  as  the 

20  apparatus  of  the  above-described  embodiment,  the 
common  structural  elements  are  denoted  by  like 
reference  numerals. 

With  the  above  structure,  a  light  beam  emitted 
from  a  ligth  source  143  travels  through  a  lens  145 

25  and  enters  a  spatial  filter  147.  The  beam,  whose 
coherence  has  been  enhanced  by  the  spatial  filter 
147  is  focused  on  the  retina  159a  via  the  lens  149, 
LC  display  element  1,  lens  151,  beam  splitter  171, 
lens  173  and  the  optical  system  of  the  eye  159.  As 

30  a  result,  the  predetermined  light  stimulus  is  applied 
to  the  retina  159a. 

According  to  this  embodiment,  unlike  the  semi- 
spherical  screen,  the  visual  field  of  180  !k  is  not 
obtained.  However,  after  it  is  confirmed  through  the 

35  observation  window  175  whether  the  subject  is 
looking  at  the  stationary  visual  indication  image,  the 
light  stimulus  can  be  applied  directly  onto  the 
retina  159a.  Thus,  a  sharp  light  stimulus  can  be 
presented,  irrespective  of  the  kind  of  the  refraction 

40  state  of  the  eye  159.  As  a  result,  the  visual  field  of 
the  subject  requiring  high-level  refractive  correction 
can  be  exactly  measured  without  refraction-correct- 
ing  means  such  as  spectacles. 

An  image  display  apparatus  according  to  a 
45  14th  embodiment  of  the  invention  will  now  be  de- 

scribed  with  reference  to  Fig.  24. 
As  is  shown  in  Fig.  24,  this  embodiments  em- 

ploys  two  sets  of  the  one-eye  image  display  ap- 
paratus  (see  Fig.  21)  according  to  the  eleventh 

50  embodiment,  and  these  sets  are  connected  by  a 
connecting  member  177. 

With  this  structure,  images  accompanied  with 
appropriate  parallax  error  information  are  input  to 
the  left  and  right  eyes  159b  and  159c,  and  a  three- 

55  dimensional  image  can  be  displayed. 
Conventionally,  in  this  type  of  image  display 

apparatus,  it  has  been  requested  that  a  wide-im- 
age-angle,  high-fine  image  be  displayed  in  order  to 
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achieve  virtual  reality  or  realisic  feeling. 
However,  in  the  conventional  apparatus,  limita- 

tions  due  to  the  spatial  resolution  characteristics  of 
an  LC  element  array,  etc.  for  producing  images  are 
added  to  the  resolution  characteristics  of  the  entire 
optical  system,  and  it  is  not  possible  to  provide  the 
ritht  and  left  eyes  with  a  high  spatial  frequency 
component  or  a  slight  parallax. 

To  solve  this  problem,  as  shown  in  Fig.  24,  two 
sets  of  the  image  display  apparatus  according  to 
the  eleventh  embodiment  are  connected  to  succes- 
sively  produce  any  kind  of  parallax  on  the  retinae 
of  the  eyes  159b  and  159c.  Three-dimensional 
realistic  feeling  obtained  by  this  is  natural  and  a 
very  realistic  image  can  be  obtained. 

In  this  embodiment,  for  the  purpose  of  simplic- 
ity,  two  sets  of  the  same  one-eye  image  display 
apparatus  are  connected.  However,  optical  mem- 
bers  of  a  ligtht  source,  a  spatial  filter,  etc.  may  be 
provided  at  the  center  of  rigth  and  left  apparatuses 
so  that  these  members  may  be  used  commonly.  In 
addition,  as  in  the  twelfth  embodiment,  (see  Fig. 
22),  a  member  for  easily  controlling  transmis- 
sion/interception  of  light,  such  as  LC  shutter  161, 
may  be  situated  in  front  of  the  eye,  so  that  the 
internal  image  may  be  synthesized  with  an  external 
image,  if  necessary. 

In  the  apparatus  according  to  each  of  the 
above  embodiments,  the  spatial  resolution  of  the 
entire  optical  system  is  determined  irrespective  of 
the  characteristics  of  the  image  display  unit  and 
the  optical  system  of  the  eye.  Therefore,  a  clear 
image  can  be  obtained,  irrespective  of  the  refrac- 
tion  condition  of  the  eye,  without  the  need  to  cor- 
rect  the  refraction  by  means  of  spectables  or  con- 
tact  lenses  during  observation  or  to  adjust  the 
visibility  at  the  time  of  use. 

Furthermore,  since  the  image  display  unit  and 
the  retina  are  not  in  a  conjugated  relationship,  the 
spatial  resolution  of  the  image  is  not  limited  by  the 
image  density,  etc.  of  the  image  display  unit.  This 
is  advantageous,  in  particular,  in  increasing  the 
image  angle.  Unlike  prior-art  optical  systems,  the 
spatial  resolution  is  not  degraded  by  increasing  the 
magnification. 

Besides,  since  an  image  angle  is  determined 
by  the  angular  aperture  of  the  eye  lens  or  the  pixel 
size  of  the  image  display  element,  the  wide  image 
angle  can  be  easily  increased.  Almost  all  light  is 
condensed  at  or  near  a  center  area  of  the  pupil 
face,  the  incident  light  is  not  intercepted  by  the  iris, 
and  a  bright  image  can  be  obtained. 

Claims 

1.  An  image  display  apparatus  for  forming  a  pro- 
duced  and  displayed  image  on  the  retina  of  an 
observer's  eye,  characterized  in  that  said  im- 

age  display  apparatus  comprises: 
display  means  (1)  for  producing  and  dis- 

playing  a  Fourier  transformed  image  of  an 
original  image;  and 

5  optical  means  (5)  for  forming  the  Fourier 
transformed  image  displayed  by  the  display 
means  (1)  near  a  pupil  plane  (A)  of  an  ob- 
server's  eye  (3)  so  that  the  original  image  is 
produced  on  the  retina  (3a)  of  the  eye  (3). 

10 
2.  An  image  display  apparatus  as  in  claim  1, 

characterized  in  that 
the  optical  means  (5)  comprises  lens 

means  (7,  9)  for  making  the  display  means  (1) 
is  conjugate  with  the  pupil  plane  (A)  of  the  ob- 

server's  eye  (3)  so  that  the  Fourier  transform 
of  the  Fourier  transformed  image  displayed  by 
the  display  means  (1)  is  produced  on  the  ret- 
ina  (3a)  of  the  eye  (3). 

20 
3.  An  image  display  apparatus  as  in  claim  2, 

characterized  in  that 
the  lens  means  (7,  9)  comprises  a  first 

lens  (7)  and  a  second  lens  (9),  the  display 
25  means  (1)  being  located  on  the  primary  focal 

plane  of  the  first  lens  (7),  the  pupil  plane  (A)  of 
the  observer's  eye  (3)  being  located  on  the 
secondary  focal  plane  of  the  second  lens  (9), 
and  the  secondary  focal  point  of  the  first  lens 

30  (7)  coinciding  with  the  primary  focal  point  of 
the  second  lens  (9). 

4.  An  image  display  apparatus  as  in  claim  1, 
characterized  in  that 

35  the  display  means  (1)  comprises: 
a  light  source  (19); 
a  first  polarizer  (23)  for  transmitting  a  pre- 

determined  polarization  component  of  the  light 
beam  emitted  from  the  light  source  (19); 

40  first  means  (25)  with  a  plurality  of  pixels 
for  controlling  the  polarization  direction  of  the 
light  beam  transmitted  from  the  first  polarizer 
(23)  for  pixels,  each  of  which  represents  a 
spectrum  of  the  Fourier  transformed  image  to 

45  be  displayed;  and 
a  second  polarizer  (27)  for  transmitting  a 

predetermined  polarization  component  of  the 
light  beam  transmitted  from  the  first  polariza- 
tion  direction  controlling  means  (25). 

50 
5.  An  image  display  apparatus  as  in  claim  4, 

characterized  in  that 
the  first  polarization  direction  controlling 

means  (25)  comprises  a  liquid  crystal  device 
55  having  a  plurality  of  pixels. 

6.  An  image  display  apparatus  as  in  claim  4, 
characterized  by  further  comprising: 

18 
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phase  control  means  (29)  for  receiving  the 
light  beam  from  the  second  polarizer  (27)  and 
for  controlling  a  relative  phase  for  each  of  the 
spectra  of  the  Fourier  transformed  image  to  be 
displayed. 

7.  An  image  display  apparatus  as  in  claim  6, 
characterized  in  that 

the  phase  control  means  (29)  comprises 
means  for  controlling  an  optical  path  length  for 
each  of  the  spectra  of  the  Fourier  transformed 
image  to  be  displayed. 

8.  An  image  display  apparatus  as  in  claim  7, 
characterized  in  that 

the  optical  path  length  controlling  means 
comprises  a  liquid  crystal  device  having  a  plu- 
rality  of  pixels. 

9.  An  image  display  apparatus  as  in  claim  6, 
characterized  in  that 

the  phase  control  means  (29)  comprises 
means  for  providing  phase  difference  due  to 
relative  wave  retardation  for  each  of  the  spec- 
tra  of  the  Fourier  transformed  image  to  be 
displayed. 

10.  An  image  display  apparatus  as  in  claim  9, 
characterized  in  that 

the  phase  difference  providing  means 
comprises: 

second  means  (37)  for  controlling  the  po- 
larization  direction  of  the  light  beam  from  the 
second  polarizer  (35)  for  each  of  the  pixels 
corresponding  to  the  Fourier  transformed  im- 
age  to  be  displayed; 

a  phase  plate  (39)  for  receiving  the  light 
beam  from  the  second  polarization  direction 
controlling  means  (37)  and  for  providing  the 
substantial  phase  difference  of  W2  between  the 
polarization  components  perpendicular  to  each 
other;  and 

a  third  polarizer  (41)  for  receiving  the  light 
beam  from  the  phase  plate  (39)  and  for  trans- 
mitting  a  predetermined  polarization  compo- 
nent. 

11.  An  image  display  apparatus  as  in  claim  1, 
characterized  in  that 

the  display  means  (1)  comprises: 
lens  means  (49)  for  Fourier  transforming 

the  original  image;  and 
optical  fiber  means  (51)  for  outputting  the 

image  which  is  Fourier  transformed  by  the  lens 
means  (49)  and  is  formed  on  the  one  end 
(51a)  thereof  from  the  other  end  (51b)  thereof 
to  the  optical  means  (5). 

12.  An  image  display  apparatus  as  in  claim  1, 
characterized  in  that 

the  display  means  (1)  comprises: 
a  light  source  (19); 

5  beam  splitting  means  (57)  for  splitting  the 
light  beam  emitted  from  the  light  source  (19); 

means  (59,  61)  for  directing  each  of  the 
beams  split  by  the  beam  splitting  means  (57); 
and 

io  means  (71)  for  optically  combining  the 
beams  directed  by  the  beam  directing  means 
(59,  61) 

13.  An  image  display  apparatus  as  in  claim  12, 
is  characterized  in  that 

the  beam  directing  means  (59,  61)  com- 
prises: 

modulation  means  (59,  61)  for  generating  a 
diffraction  beam  for  each  of  the  beams  split  by 

20  the  splitting  means;  and 
means  (4)  connected  to  the  modulation 

means  for  controlling  a  diffraction  angle  for 
each  of  the  diffraction  beams  generated  by  the 
modulation  means  (59,  61) 

25 
14.  An  image  display  apparatus  as  in  claim  12, 

characterized  in  that 
the  beam  directing  means  comprises: 
reflecting  means  with  two  rotational  axes 

30  orthogonal  each  other  for  reflecting  each  beam 
split  by  the  splitting  means;  and 

means  for  controlling  the  rotation  of  the 
reflecting  means. 

35  15.  An  image  display  apparatus  as  in  claim  12, 
characterized  in  that 

the  light  source  includes  one  dimensional 
array  and  the  beam  directing  means  includes 
reflecting  means  rotatable  about  an  axis  par- 

40  allel  to  the  direction  of  the  array  for  reflecting 
each  beam  split  by  the  splitting  means. 

16.  An  image  display  apparatus  as  in  claim  12, 
characterized  in  that 

45  one  dimensional  liquid  crystal  array  is  lo- 
cated  between  the  light  source  (19)  and  the 
splitting  means  (57),  the  beam  directing  means 
including  reflecting  means  rotatable  about  an 
axis  parallel  to  the  direction  of  the  one  dimen- 

50  sional  liquid  crystal  array  for  reflecting  each 
beam  split  by  the  splitting  means. 

17.  An  image  display  apparatus  as  in  claim  1, 
characterized  in  that 

55  the  display  means  (1)  comprises: 
a  light  source; 
beam  splitting  means  for  splitting  the  light 

beam  from  the  light  source; 

19 
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phase  control  means  for  providing  a  rela- 
tive  phase  retardation  for  each  of  the  beams 
split  by  the  beam  splitting  means;  and 

means  for  providing  a  symmetric  displace- 
ment  for  the  light  beams  from  the  phase  con- 
trol  means; 

means  for  optically  synthesizing  the 
beams  from  the  displacement  providing 
means;  and 

a  polarizer  located  between  the  synthesiz- 
ing  means  and  the  pupil  of  the  observer's  eye 
for  transmitting  a  predetermined  polarization 
component  of  the  beam  from  the  synthesizing 
means. 

18.  An  image  display  apparatus  as  in  claim  17, 
characterized  in  that 

the  displacement  providing  means  com- 
prises: 

an  optical  member  (93)  with  two  parallel 
plane,  the  two  beams  incident  respectively  on 
the  two  parallel  plane  from  the  phase  control 
means  having  parallel  and  opposite  directions 
to  each  other,  and  the  optical  member  being 
rotatable; 

means  for  controlling  the  rotation  of  the 
optical  member. 

19.  An  image  display  apparatus  as  in  claim  18, 
characterized  in  that 

the  optical  member  is  rotatable  about  two 
axes  perpendicular  to  the  optical  axis  (97). 

20.  An  image  display  apparatus  as  in  claim  18, 
characterized  in  that 

the  optical  member  is  rotatable  about  the 
optical  axis  and  about  one  of  the  axes  per- 
pendicular  to  the  optical  axis  (97). 

21.  An  image  display  apparatus  as  in  claim  1, 
characterized  in  that 

the  display  means  (1)  comprise: 
a  laser  array  constituted  such  that  light 

beams  emitted  from  the  same  laser  element 
are  coherent  and  light  beams  emitted  from 
different  laser  element  are  incoherent  each 
other; 

beam  splitting  means  for  splitting  the 
beam  emitted  from  said  laser  array; 

image  rotating  means  for  rotating  one  of 
the  split  beams  produced  by  said  splitting 
means  by  180°  about  an  optical  axis  and 
outputting  the  rotate  beam; 

optical  coupling  means  for  optically  cou- 
pling  the  other  of  said  split  beams  produced 
by  said  splitting  means  and  the  beam  emitted 
from  said  image  rotating  means  such  that 
these  beams  are  arranged  in  a  rotational  sym- 

metry;  and 
phase  conversion  element  array  for  provid- 

ing  relative  phase  retardation  for  each  of  the 
spectra  of  the  Fourier  transformed  image. 

5 
22.  An  image  display  apparatus  as  in  claim  21, 

characterized  in  that 
the  image  rotating  means  includes  two 

Porro  prisms  (107a,  107b)  combined  perpen- 
io  dicularly  to  each  other. 

23.  An  image  display  apparatus  as  in  claim  3, 
characterized  in  that 

the  display  means  (1)  comprises: 
is  a  point  light  source  (121); 

a  third  lens  (123)  with  a  secondary  focal 
point  coincident  with  the  primary  focal  point  of 
the  first  lens  (7)  for  focusing  the  light  beam 
from  the  point  light  source  (121); 

20  a  prism  (125)  located  between  the  secon- 
dary  focal  point  of  the  third  lens  (123)  and  the 
first  lens  (7)  for  forming  two  symmetric  points 
about  the  optical  axis;  and 

driving  means  for  moving  the  prism  in  a 
25  predetermined  direction. 

24.  An  image  display  apparatus  as  in  claim  23, 
characterized  by  further  comprising: 

an  optical  member  (127)  with  two  parallel 
30  plane,  which  is  rotatable  and  located  between 

the  first  lens  (7)  and  the  second  lens  (9),  for 
providing  displacement  for  the  points  formed 
by  the  prism;  and 

controlling  means  for  controlling  the  rota- 
35  tion  of  the  optical  member. 

25.  An  image  display  apparatus  as  in  claim  6, 
characterized  in  that 

the  display  means  (1)  comprises: 
40  a  density  filter  (129)  located  near  the 

phase  control  means  and  constructed  to  have 
a  transmittance  which  is  highest  at  the  center 
thereof  and  decreases  toward  periphery  there- 
of  at  a  predetermined  rate. 

45 
26.  An  image  display  apparatus  as  in  claim  6, 

characterized  in  that 
the  display  means  (1)  comprises: 
a  density  filter  (131)  located  near  the 

50  phase  control  means  for  eliminating  a  spatial 
frequency  component  exceeding  a  Nyquist  fre- 
quency  of  photoreceptor  array  in  human  retina, 
the  density  filter  having  a  circular  opening  hav- 
ing  a  constant  transmittance. 

55 
27.  An  image  display  apparatus  as  in  claim  6, 

characterized  in  that 
the  display  means  (1)  comprises: 

20 
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a  density  filter  (133)  located  near  the  second  optical  means  (143,  145,  147,  149, 
phase  control  means  for  eliminating  a  spec-  151,  171,  173)  for  forming  a  image  of  the 
trum  component  inducing  low  visual  effect.  Fourier  transformed  image  displayed  by  the 

display  means  (1)  on  a  pupil  plane  (A)  of  the 
28.  An  image  display  apparatus  as  in  claim  27,  5  eye  (159). 

characterized  in  that 
the  filter  (135)  is  constructed  to  have  the  33.  A  method  of  arraigning  an  optical  axis  of  an 

transmittance  which  is  highest  at  the  center  display  apparatus  recited  in  claim  3  to  an 
thereof  and  decreases  toward  a  periphery  optical  axis  of  the  observer's  eye  characterized 
thereof  at  a  predetermined  rate.  10  by  comprising  the  steps  of: 

moving  an  aperture  (11)  placed  between 
29.  An  image  display  apparatus  as  in  claim  1  ,  the  first  lens  (7)  and  the  second  lens  (9)  along 

characterized  in  that  the  optical  axis  of  the  display  apparatus  until 
the  display  means  (1)  comprises:  the  two  images  of  the  aperture  (11)  are  formed 
a  liquid  crystal  element  array  (139)  for  is  on  the  retina  of  the  observer's  eye; 

producing  and  displaying  the  Fourier  trans-  moving  observer's  eye  position  in  a  plane 
formed  image;  and  perpendicular  to  the  optical  axis  of  the  display 

a  micro-lens  array  (137)  positioned  such  apparatus  until  the  two  images  of  the  aperture 
that  a  laser  beam  incident  on  each  of  micro-  (11)  have  the  same  brightness;  and 
lenses  has  a  focal  point  near  the  center  of  20  moving  the  aperture  (11)  placed  between 
each  pixel  of  the  liquid  crystal  array  (139).  the  first  lens  (7)  and  the  second  lens  (9)  along 

the  optical  axis  of  the  display  apparatus  until 
30.  An  image  display  apparatus  wearable  on  head  two  images  of  the  aperture  become  a  single 

for  forming  a  produced  and  displayed  image  image, 
on  the  retina  of  an  observer's  eye,  character-  25 
ized  in  that  said  image  display  apparatus  com- 
prises: 

a  white  light  source  (143); 
a  collimation  lens  (149)  for  collimating  a 

light  beam  from  the  white  light  source  (143);  30 
display  means  (1)  located  in  the  parallel 

light  beam  from  the  collimation  lens  (149)  for 
displaying  a  Fourier  transformed  image  of  an 
original  image; 

optical  means  (151,  153,  157)  for  forming  35 
the  Fourier  transformed  image  displayed  by 
said  display  means  (1)  on  a  pupil  plane  (A)  of 
an  observer's  eye  (159)  so  that  the  original 
image  is  formed  on  the  retina  (159a)  of  the  eye 
(159).  40 

31.  An  image  display  apparatus  as  in  claim  30 
characterized  by  further  comprising: 

an  optical  shutter  (161)  for  controlling  a 
image  provided  for  the  observer,  which  com-  45 
bines  the  image  produced  by  the  display 
means  and  a  outer  world. 

32.  A  perimeter  for  examining  the  visual  field, 
characterized  in  that  said  perimeter  comprises:  so 

a  fixation  mark  (163); 
first  optical  means  (165,  167,  169,  173)  for 

forming  a  image  of  the  fixation  mark  (163)  on  a 
retina  (159a)  of  a  subject's  eye  (159); 

monitoring  means  (175,  167,  169,  173)  for  55 
checking  that  the  subject  watches  the  mark; 

display  means  (1)  for  displaying  a  Fourier 
transformed  image;  and 

a  density  filter  (133)  located  near  the 
phase  control  means  for  eliminating  a  spec- 
trum  component  inducing  low  visual  effect. 

28.  An  image  display  apparatus  as  in  claim  27,  5 
characterized  in  that 

the  filter  (135)  is  constructed  to  have  the 
transmittance  which  is  highest  at  the  center 
thereof  and  decreases  toward  a  periphery 
thereof  at  a  predetermined  rate.  10 

29.  An  image  display  apparatus  as  in  claim  1, 
characterized  in  that 

the  display  means  (1)  comprises: 
a  liquid  crystal  element  array  (139)  for  75 

producing  and  displaying  the  Fourier  trans- 
formed  image;  and 

a  micro-lens  array  (137)  positioned  such 
that  a  laser  beam  incident  on  each  of  micro- 
lenses  has  a  focal  point  near  the  center  of  20 
each  pixel  of  the  liquid  crystal  array  (139). 

30.  An  image  display  apparatus  wearable  on  head 
for  forming  a  produced  and  displayed  image 
on  the  retina  of  an  observer's  eve.  character-  25 
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