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(54) Phase detector and method of generating a differential signal representative of a phase-shift

(57) A phase detector input with a generally oscillat-
ing signal, and with a clock signal for outputting a differ-
ential signal representing the phase difference between
the oscillating signal and the clock signal, comprises

- a first differential pair of transistors (Q3,Q4) driven
by the clock signal and by its inverted replica (CK
and CKN) for generating the differential signal
(OUT+,OUT-) corresponding to the currents re-
spectively flowing in the transistors of the first dif-
ferential pair;

- at least an auxiliary differential pair of transistors
(Q1,Q2) driven by the oscillating signal and its in-
verted replica (DAT and DATN) having its common
current node coupled to corresponding current
nodes of the first differential pair;

- a current generator (Ipd) biasing all the differential
pairs.

If there are long periods of time during which the oscil-
lating signal does not switch, the precision of the fre-
quency of the recovered clock may worsen progressive-
ly. This problem is solved by providing the phase detec-
tor with a feedback loop for regulating the current deliv-
ered by the current generator that monitors the transition
density of the generally oscillating input signal and in-
creases the bias current of the differential pairs when
the transition density decreases. The output differential
signal is thus generated with a greater gain thus making
the VCO that is present downstream, adjust more
promptly the frequency of the recovered clock.
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Description

FIELD OF THE INVENTION

[0001] The present invention relates to phase detec-
tors and in particular to a method of generating a differ-
ential signal representing the phase difference between
two input signals and very simple phase detectors par-
ticularly suited to work at high frequencies.

BACKGROUND OF THE INVENTION

[0002] In long distance transmission systems operat-
ing at high bit rates over standard signal fiber lines, data
receivers may receive significantly distorted signals. In-
tersymbolic interference, finite bandwidth, fiber nonlin-
earity and other non-idealities increase the probability
of erroneous recognition of a received bit. For these rea-
sons, it is often necessary to place, along the transmis-
sion line, data regenerating channel systems that sam-
ple a received signal and retransmit it to either a suc-
cessive data regenerating system or to the end receiver.
[0003] The incoming data at the receiver may be con-
sidered as a varying analog signal from which a syn-
chronism or clock signal may be recovered. Recovering
the clock in the form of a signal that generally oscillates
between a higher level and a lower level signal from the
incoming signal is essential for sampling it correctly to
regenerate the digital data to be transmitted.
[0004] Of course, the clock signal could alternatively
be transmitted together with the data stream and the
clock be easily filtered at the receiver, in the majority of
cases though it must be recovered from the data stream,
commonly by the use of a so-called phase locked loop
(PLL).
[0005] Figure 1 shows a sample architecture of a sys-
tem for data regeneration. It is substantially composed
of a phase-locked loop, which includes a phase detector
PD, a loop filter LP and a voltage controlled oscillator
VCO. The loop recovers the clock signal CK and pro-
vides it to a D-type flip-flop that samples the input signal
for outputting a regenerated data stream.
[0006] The phase detector PD is input with the digital
signal DAT to be regenerated and retransmitted and the
recovered clock CK, and commonly includes a differen-
tial stage that outputs a differential signal OUT+, OUT-
representing the phase difference between the digital
signal DAT and the clock CK. This differential signal is
produced by comparing the transition edges of the dig-
ital signal and of the clock signal.
[0007] The loop filter LP is input with the differential
signal OUT+, OUT- and generates a control voltage Vc
of a voltage controlled oscillator VCO by low pass filter-
ing the differential component of the differential signal
OUT+, OUT-. If the control voltage Vc is not null, the
VCO adjusts the frequency of the so recovered clock
CK until the control voltage becomes null.
[0008] If the digital signal DAT switches regularly, the

phase detector is able to continuously compare the tran-
sition edges of the recovered clock and of the signal DAT
and thus the recovered clock has a good precision. Dif-
ferently, when the digital signal is a so-called Non-Re-
turn to Zero (NRZ) signal, such as the one depicted in
Figure 2, there may not be transitions for a relatively long
time, and during those intervals the PLL loop is no longer
able to adjust the frequency of the recovered clock.
[0009] Many types of phase detectors are available.
Among the most diffused ones, it is worth mentioning
the classical phase and frequency detector (PFD), the
"bang-bang" detector and the linear phase detector.
[0010] The PFD detector, shown in Figure 3, is most
commonly used in PLL systems because of its capability
of detecting both phase and frequency errors. It com-
prises two D-type flip-flops, the first clocked by the input
signal and the second by the recovered clock generated
by the voltage controlled oscillator VCO of the phase-
locked loop. When one of these signals undergo a tran-
sition, the output of the respective flip-flop is set. The
two flip-flops may be reset only when both are set.
[0011] In this mode the flip-flops generate two output
pulses, and the difference between the duration of these
two pulses represents the phase error between the two
input signals.
[0012] The advantage of this detector consists in its
capability of sensing both phase errors and frequency
errors and in the fact that its output is proportional to the
phase mismatch. A second advantage consists in the
fact that when the two inputs are synchronized, the du-
ration of the output pulses is null and there is no injection
into the loop filter and, as a consequence, a minimized
jitter.
[0013] A disadvantage of this architecture is that it
does not work in case of absence of transitions in the
input signal and so it is not usable for regenerating data
of a NRZ transmission system.
[0014] A possible solution to overcome this limitation
is represented by the so-called "bang-bang" phase de-
tector, the working principle of which is illustrated by the
time diagram of Figure 4.
[0015] If a data transition occurs before a clock tran-
sition, then this phase detector outputs a fixed-length
positive pulse to the loop filter in cascade, while in the
opposite case, that is when a data transition occurs after
the clock transition, a negative fixed-length pulse value
is generated.
[0016] The disadvantage of this phase detector con-
sists in the fact that its output is not proportional to the
phase error between data and clock, i.e. this phase de-
tector has a non-linear transfer function. A system for
regenerating data that employs a bang-bang phase de-
tector may continuously oscillate between a phase lead
and a phase lag, increasing the frequency jitter of the
recovered clock.
[0017] Another family of phase detectors is represent-
ed by the linear phase detectors like the Hogge phase
detectors, that generate a signal proportional to the
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phase difference of their input signals. Both linear and
bang-bang phase detectors exploit a similar working
principle: at the transition of the incoming data, a posi-
tive or negative current or voltage pulse is output toward
the loop filter, depending on the fact that the data lead
or lag the clock. The amplitude of the pulse may be con-
stant (bang-bang phase detectors) or proportional (lin-
ear phase detectors) to the phase difference between
the data and the clock [1]. Unfortunately, it is very diffi-
cult to use them when the data rate is relatively high
because they are based on the use of flip-flops, which
require a certain time for generating a stable output.

OBJECT AND SUMMARY OF THE INVENTION

[0018] It has been found and is the object of the
present invention an outstandingly fast and relatively
simple phase detector, which may be used in a phase-
locked loop, particularly suited for operating at relatively
high data rates by virtue of the fact that it is based on
the use of fast linear (analog) stages.
[0019] More precisely, object of the present invention
is a phase detector input with a generally oscillating sig-
nal, for example a more or less distorted digital data sig-
nal, and with a clock signal for outputting a differential
signal representing the phase difference between the
oscillating signal and the clock signal, comprising

- a first differential pair of transistors respectively
driven by the clock signal and by its inverted replica
for generating a differential signal corresponding to
the currents respectively flowing in the transistors
of the first differential pair;

- at least an auxiliary differential pair of transistors re-
spectively driven by the generally oscillating signal
and its inverted replica having its common current
node coupled to corresponding current nodes of the
first differential pair;

- a current generator biasing all the differential pairs.

[0020] The output differential signal is non-null only
when there is a transition and there is a phase differ-
ence. For the time the oscillating input signal does not
undergo any transition, the differential signal remains
null.
[0021] Though the novel phase detection of this in-
vention is outstandingly fast, as in known phase detec-
tors, also in a phase detector of this invention, if there
are long periods of time during which the generally os-
cillating signal does not switch, the precision of the fre-
quency of the recovered clock may worsen progressive-
ly.
[0022] According to a preferred embodiment of this in-
vention, the above mentioned problem is solved by pro-
viding the phase detector with a feedback loop that reg-
ulates the current generated by the biasing current gen-

[1] Aaron, Buchwald, Ken, Martin, "Integrated Fiber-Optic Receivers",
Kluwer Academic Publishers.

erator. The loop includes a sensor that monitors the tran-
sition density of the generally oscillating input signal and
increases the bias current of the differential transistor
pairs when the transition density decreases. The ampli-
tude of the output differential signal increases because
of the increased gain of the differential stage thus mak-
ing the VCO that is present downstream, adjust more
promptly the frequency of the recovered clock.
[0023] It has been found that the transition density of
the oscillating input signal directly affects the time aver-
age of the common mode current of the output differen-
tial signal, and that an effective feedback loop may be
simply realized by using a sensing circuit of the output
common mode current for generating a voltage repre-
sentative of the transition density of the input oscillating
signal, and a correction circuit, including an amplifier of
the difference between the representative voltage and
a reference value, for regulating the gain of the differen-
tial pairs in order to make null this difference.
[0024] The invention is more precisely defined in the
annexed claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0025] The different aspects and advantages of the
invention will appear even more evident through a de-
tailed description of few embodiments and by referring
to the attached drawings, wherein:

Figure 1 illustrates a typical system for regenerat-
ing digital data;
Figure 2 is a sample waveform of a Non-Return-to-
Zero digital signal;
Figure 3 depicts a phase and frequency detector
PFD;
Figure 4 shows the signal waveforms of a "bang-
bang" phase detector;
Figure 5 shows a basic architecture of a first em-
bodiment of a phase detector made in accordance
with this invention;
Figure 6 shows an alternative embodiment of a
phase detector of this invention;
Figure 7 is a time diagram illustrating the function-
ing of the phase detectors of Figures 5 and 6;
Figure 8 depicts a preferred embodiment of the
phase detector of the invention.

DESCRIPTION OF DIFFERENT EMBODIMENTS OF
THE INVENTION

[0026] A first embodiment of a phase detector of this
invention is depicted in Figure 5. The phase detector is
substantially composed of a first Q3 - Q4 and a second
Q1 - Q2 differential pairs of transistors, biased by a com-
mon constant current generator Ipd. The first differential
pair is driven by the recovered clock CK and its inverted
replica CKN, while the second pair is driven by an input
signal DAT and its inverted replica DATN.
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[0027] For sake of simplicity, in the ensuing descrip-
tion reference will be made to a digital signal DAT, but
the same considerations hold for any other generally os-
cillating signal, such as a sine waveform, a saw-tooth
signal and the like.
[0028] The amplitudes of the signal DAT and of the
recovered clock CK may be chosen such that when the
digital signal DAT is not switching, the second differen-
tial pair Q1 - Q2 draws the whole current of the gener-
ator, while the first differential pair Q3 - Q4 does not de-
liver any output current to the loop filter. For a digital
signal DAT switching between a positive +V and a neg-
ative voltage -V, this condition is satisfied if the absolute
value V is always greater than the maximum absolute
voltage level of the recovered clock.
[0029] The above mentioned condition is not strictly
necessary. As may be easily noticed by an expert tech-
nician, the clock amplitude may even surpass the abso-
lute value V of the oscillating input signal if the transis-
tors Q3 - Q4 of the first differential pair are provided with
appropriate emitter degeneration resistors (not shown
in Figure 5). For sake of simplicity, the ensuing descrip-
tion refers to the case in which there are not emitter de-
generation resistors.
[0030] During data transition, because of finite rise
and fall times of the digital signal DAT, if the recovered
clock is not synchronous with the signal DAT, there will
be a time interval during which the differential pair Q3
and Q4 absorbs a portion or the whole constant bias
current Ipd, as illustrated in Figure 6 by way of a time
diagram. When the signal DAT does not switch synchro-
nously with the clock signal, there is a short time interval
during which the clock CK (or CKN) signal is greater
than or comparable to the voltage levels of the digital
signal DAT and of its inverted replica DATN. During this
time interval a nonnull current OUT+ or OUT- flows in
the transistor Q3 or Q4.
[0031] If at a transition of DAT (DATN) the clock signal
CK is higher than CKN, then the current OUT+ is greater
than the current OUT-, while the opposite situation oc-
curs when at the transition of DAT (DATN) the clock CK
is lower than CKN.
[0032] By assuming that, because of finite rise and fall
times of the oscillating input signal DAT and of its invert-
ed replica DATN, there is a time interval T1 in which a
part of the bias current Ipd is absorbed through the tran-
sistors Q3 and/or Q4 and that half of the bias current Ipd
is absorbed through the differential pair Q1 - Q2 and half
through the output differential pair Q3 - Q4, the total
electrical charge flowing in the differential pair Q3 - Q4
will be

[0033] This charge transfer splits itself between the
two transistors Q3 and Q4 according to the well known
hyperbolic tangent function that characterizes every dif-

Ipd * T1/2

ferential pair. If the phase mismatch between the recov-
ered clock CK and the input signal DAT is relatively
small, it is possible to approximate this hyperbolic func-
tion with a linear function and thus the differential output
signal will be approximately proportional to the phase
mismatch.
[0034] If the bases of the transistors Q3 and Q4 are
at the same voltage during a transition of the signal DAT,
that is if the clock is perfectly synchronous with the dig-
ital signal DAT, both transistors absorb only a common
mode current, while the differential mode current, which
represents the output of the phase detector, is null.
[0035] Should the base voltage of the transistor Q3
be higher (lower) than the base voltage of the transistor
Q4 during a transition of the signal DAT, that is if the
recovered clock CK leads (lags) the signal DAT, then a
greater (smaller) current will flow in Q3 than in Q4: in
this case the phase detector will output a nonnull differ-
ential signal because the two input signals are out of
phase.
[0036] The fact that the amplitudes of the output cur-
rent pulses OUT+ and OUT- of the phase detector of
this invention are practically proportional to the delay be-
tween the clock CK and the signal DAT, makes the
phase detector particularly suited for realizing phase-
locked loops that are capable of recovering accurately
the clock from a NRZ data stream. In fact, the phase
detector of this invention outputs a null differential signal
in case of phase matching between the input signal DAT
and the recovered clock, thus minimizing the frequency
jitter of the recovered clock CK.
[0037] The phase detector of the present invention
may work at very high bit rates (>10Gb/s) because it is
substantially composed of four transistors, which may
be either bipolar junction transistors (BJT) or MOSFETs,
with relatively short recovery times and that may switch
at extremely high frequency.
[0038] Moreover the phase detector of this invention
is ideally suited also for NRZ digital input signals, be-
cause it does not generate spurious outputs in corre-
spondence of missing transitions. In fact, as long as the
signal DAT does not switch, the differential pair Q3 - Q4
that generates the differential signal OUT+, OUT- re-
mains unable of drawing any current from the bias cur-
rent generator Ipd, because the second differential pair
Q1- Q2 absorbs the whole bias current of the common
current generator.
[0039] According to an alternative embodiment, there
may be two auxiliary differential pairs Q1 - Q2 and Q1'
- Q2' coupled, respectively, to the collector nodes of the
transistors Q3 - Q4 of the first differential pair, according
to the circuit diagram of Figure 6, instead of only one
auxiliary differential pair Q1 - Q2 connected to the com-
mon emitter node, as depicted in Figure 5. The working
principle remains the same: the two differential pairs Q1
- Q2 and Q1' - Q2' are both driven by the same signals
DAT and DATN and draw current from the output lines
of the first differential pair Q3 - Q4, making null the dif-
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ferential output signal OUT+ and OUT- when the ampli-
tude of the signal DAT or of DATN exceeds the ampli-
tude of the clock CK and of its inverted replica CKN.
[0040] In addition, output transistors Q5 - Q6 are re-
spectively connected in series to the collector nodes of
the first differential pair and are both controlled by a con-
trol voltage REF for keeping the output transistors Q5 -
Q6 in a conduction state at least and preferably only dur-
ing the transitions of the input signal DAT. This may be
simply ensured by choosing a control voltage REF com-
prised between the maximum and the minimum values
of the oscillating signal DAT.
[0041] Let us suppose that the oscillating input signal
DAT be a digital signal such as that of Figure 2. It may
happen that the signal DAT does not undergo transitions
for long periods of time, and as discussed above the pre-
cision of the frequency of the clock recovered by a PLL
employing a phase detector of this invention may de-
crease in presence of these relatively long periods of no
transitions (no oscillations of the input signal).
[0042] In order to reduce the loss of precision that may
be caused by a decrease of the transition density, a
phase detector with a variable gain is employed and the
gain is increased as the transition density decreases. In
this way, the VCO downstream of the phase detector
receives a control voltage Vc of enhanced amplitude
and adjusts more promptly the frequency of the recov-
ered clock.
[0043] Accordingly, the phase detectors of this inven-
tion depicted in Figures 5 and 6 may be optionally pro-
vided with such a feedback loop composed of

- sensing means for generating a signal V2 repre-
sentative of the transition density of the oscillating
input signal, and

- a correction circuit, including an amplifier of the dif-
ference between the signal V2 and a certain refer-
ence value V1, that regulates the bias current Ipd
to make the representative signal V2 equal to the
reference value V1.

[0044] As noted several sensing means of the transi-
tion density are known and may be constituted, for ex-
ample, by a counter of the clock pulses between suc-
cessive transitions of the oscillating input signal and by
a circuit that generates a signal V2 representative of a
time average of these counts.
[0045] According to an aspect of a phase detector of
this invention, employing at least a differential stage for
outputting a differential current OUT+ and OUT-repre-
sentative of the phase difference between the oscillating
input signal DAT and the recovered clock CK, effective
sensing means may be implemented in an outstandingly
simple manner that simply generate a representative
signal Vs in function of the time average of the output
common mode current.
[0046] It has been found that, when the input signal
does not switch (oscillates), the differential output signal

is null and thus the time average of the output common
mode decreases as the transition density decreases.
[0047] Preferably, the signal V2 representative of the
transition density of the oscillating input signal DAT is
obtained by low pass filtering the common mode com-
ponent of the differential output signal. This signal V2 is
thence compared with a reference value V1 and the gain
of the phase detector is regulated a feedback mode to
make the signal V2 equal to V1 by regulating the bias
current of the differential pair that generates the output
differential signal OUT+, OUT-.
[0048] Accordingly, a preferred embodiment of the
phase detector of this invention is depicted in Figure 8.
The phase detector is composed of a first differential
pair Q3 - Q4, controlled by the clock CK and by its in-
verted replica CKN, outputting the differential signal
OUT+, OUT-, a second differential pair Q1 - Q2, control-
led by the digital input signal DAT and by its inverted
replica DATN, the two differential pairs being biased by
a common current generator Ipd, the current of which is
regulated by a feedback loop.
[0049] The regulation loop is implemented by adding
a third differential pair of transistors Q3' - Q4' that may
be identical or scaled replicas of the transistors Q3 - Q4
of the first (output) differential pair and similarly driven
by CK and CKN, such that the currents flowing in the
transistors Q3' and Q4' are equal or proportional to the
currents flowing in the corresponding output transistors
Q3 - Q4 of the first differential pair. The output common
mode current flowing in the differential pair Q3' - Q4' is
forced through a low pass filter R2 - C2, for generating
a voltage V2 representative of the time average of the
output common mode current of the phase detector and
thus of the transition density of the input signal. The volt-
age V2 is applied to a first input of an error amplifier G
to the other input of which is applied a reference voltage
V1, that may be obtained by forcing a reference current
Iref through a resistor R1. The error amplifier G regu-
lates the current Ipd generated by the common bias gen-
erator of all three differential pairs to make V2 equal V1.
[0050] In presence of periods of time during which the
input digital signal DAT ceases to switch, the voltage V2
on the low-pass filter R2 - C2 decreases signaling that
the time average of the common mode current forced
through the filter is diminishing. The high gain differential
error amplifier G input with the voltages V1 and V2 reg-
ulates the current Ipd that biases all three differential
pairs of transistors to make null the difference between
V2 and V1.
[0051] When a transition occurs after a long sequence
of substantially equal input values, the transistors Q3
and Q4 of the first differential pair result biased with a
relatively enhanced bias current and the gain of the dif-
ferential stage is at a correspondingly enhanced level.
[0052] Even the phase detector of Figure 6 may be
provided with a feedback loop for regulating the bias cur-
rent (gain) in function of the transition density. Also in
this case, the sensing means may be realized very sim-
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ply by employing an additional pair of transistors Q5' and
Q6', identical to or scaled replicas of the output differ-
ential pair of transistors Q5 - Q6, and having their re-
spective emitter (or source) nodes connected to the cor-
responding emitter (or source) nodes of the output tran-
sistors Q5 or Q6, and controlled by the same control
voltage REF such that the currents flowing through the
transistors Q5' and Q6' be equal or proportional to the
currents flowing through the corresponding output tran-
sistors Q5 and Q6. These currents are eventually
summed and forced through a low pass filter, for gener-
ating a voltage signal V2 similarly to the already de-
scribed embodiment of Figure 8.

Claims

1. A phase detector input with a generally oscillating
signal (DAT) and with a clock signal (CK) for output-
ting a differential signal (OUT+, OUT-) representing
the phase difference between said oscillating signal
(DAT) and said clock signal (CK), comprising
a first differential pair of transistors (Q3, Q4) respec-
tively driven by said clock signal (CK) and by its in-
verted replica (CKN) for generating said differential
signal (OUT+, OUT-);
at least an auxiliary differential pair of transistors
(Q1, Q2) respectively driven by said oscillating sig-
nal (DAT) and its inverted replica (DATN) having its
common current node connected to corresponding
current nodes of the transistors (Q3, Q4) of said first
differential pair; and
a current generator (Ipd) biasing all said differential
pairs.

2. The phase detector of claim 1, having two auxiliary
differential pairs of transistors (Q1, Q2; Q1', Q2'),
the transistors of each of said two auxiliary differen-
tial pairs respectively driven by said oscillating sig-
nal (DAT) and its inverted replica (DATN) and hav-
ing their common current nodes coupled to the out-
put nodes, respectively, of the transistors (Q3, Q4)
of said first pair.

3. The phase detector of claim 2, further comprising a
pair of output transistors (Q5, Q6) respectively con-
nected to said output nodes and having their control
nodes coupled to a fixed voltage (REF) comprised
between the maximum and the minimum voltages
of said oscillating signal (DAT).

4. A phase detector according to any of the precceding
claims 1, 2 and 3, wherein said current generator
(Ipd) is a regulated bias current generator, the
phase detector further including a feedback loop for
regulating said current generator comprising
sensing means for generating a signal (V2) repre-
sentative of the transition density of said oscillating

signal (DAT), and
a bias correction circuit including an error amplifier
of the difference between said generated signal
(V2) and a reference voltage (V1), regulating the bi-
as current generated by said generator (Ipd) to
make null said difference.

5. The phase detector of claim 4, wherein said sensing
means generate said representative signal (V2) in
function of a time averaged common mode compo-
nent of said differential signal (OUT+, OUT-).

6. The phase detector of claim 5, wherein said sensing
means are composed of
a replica differential pair of transistors of identical
size or of a scaled size of said first differential pair
(Q3, Q4), replica (CKN) and having a common cur-
rent node connected to a common current node of
said first differential pair (Q3, Q4);
a low-pass filter (C2, R2) fed with the sum current
flowing in the transistors of said replica differential
pair, the voltage on the filter constituting said repre-
sentative signal (V2).

7. The phase detector of claim 5, wherein said sensing
means are composed of
a replica differential pair of transistors of identical
size or of a scaled size of said pair of output tran-
sistors (Q5, Q6), and having their control nodes
coupled to said fixed voltage (REF) and having their
emitter or source nodes connected to respectively
connected to emitter or source nodes of corre-
sponding transistors of said pair of output transis-
tors (Q5, Q6);
a low-pass filter (C2, R2) fed with the sum current
flowing in the transistors of said replica differential
pair, the voltage drop on the filter constituting said
representative signal (V2).

8. The phase detector of claim 1, wherein the ampli-
tude of said oscillating signal (DAT) is greater than
the amplitude of said clock signal (CK).

9. The phase detector of claim 1, wherein said oscil-
lating signal (DAT) is a digital signal switching be-
tween a positive voltage level (+V) and a negative
voltage level (-V).

10. The phase detector of claim 1, wherein each differ-
ential pair of transistors is constituted by a pair of
NPN bipolar junction transistors the emitters of
which are connected through respective degenera-
tion resistors.

11. The phase detector of claim 1, wherein each differ-
ential pair of transistors is constituted by a pair of
MOS transistors.
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12. A phase-locked loop comprising
a phase detector (PD) input with an oscillating sig-
nal (DAT) and a clock signal (CK) and outputting a
differential signal (OUT+, OUT-) representing the
phase difference between said oscillating signal
(DAT) and said clock signal (CK),
a loop filter (LP) input with said differential signal
(OUT+, OUT-) and generating a control voltage
(VC),
a voltage controlled oscillator (VCO) controlled by
said loop filter (LP) and generating said clock signal
(CK) the frequency of which is proportional to said
control voltage (VC),
characterized in that said phase detector (PD) is
as defined in claim 1.

13. A system for regenerating data comprising
a phase-locked loop input with a digital data signal
(DAT) and generating a recovered clock signal (CK)
in phase with said digital signal (DAT),
a D-type flip-flop input with said digital signal (DAT)
and said recovered clock signal (CK), outputting a
regenerated digital data signal by sampling the dig-
ital signal (DAT) with said recovered clock signal
(CK),
characterized in that said phase-locked loop is as
defined in claim 12.

14. A method of generating a differential current signal
(OUT+, OUT-) representative of the phase differ-
ence between a generally oscillating signal (DAT)
and a clock signal (CK) applied to respective inputs
of a phase detector as defined in claim 4, compris-
ing the steps of
generating a signal (V2) representative of the tran-
sition density of said oscillating signal (DAT);
regulating the bias current (Ipd) in said differential
stage to make said representative signal (V2) equal
to a reference value (V1).

15. The method of claim 1, comprising the step of gen-
erating said representative signal (V2) in function of
a time averaged common mode component of said
differential current signal (OUT+, OUT-).
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