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Description

[0001] The present invention relates to a virtual termi-
nal server according to the preamble of claim 1, a mobile
communication terminal according to the preamble of
claim 5, and a communication control method according
to the preamble of claim 7.
[0002] In the mobile communication, a communication
control message corresponding to a communication
service (communication function) is transmitted and re-
ceived between mobile communication terminals, and a
communication path between the terminals is set to allow
communication between the mobile communication ter-
minals.
[0003] JP 2005-277654 A describes a communication
control system between mobile communication terminals
using a virtual terminal device.
[0004] The communication control system described
in JP 2005-277654 A includes a mobile communication
terminal connected to an audio network and the data net-
work, a virtual terminal device connected to the audio
network and the data network, and a communication part-
ner device connected to the virtual terminal device.
[0005] The virtual terminal device includes: application
processing means for interpreting user data received
from the communication partner device and distributing
the data into an audio signal and an image signal; virtual
screen means for developing the image signal on a virtual
screen; and synchronization processing means for pro-
viding a synchronization signal to the audio signal and
the image signal, transmitting the audio signal to the au-
dio network, and transmitting the image signal to the data
network.
[0006] The mobile communication terminal includes
synchronization processing means for synchronizing the
audio signal received through the audio network and the
image signal received through the data network, audio
device means for producing sound of the audio signal,
and image device means for displaying the image signal.
[0007] The mobile communication terminal further in-
cludes input device means for acquiring an operation of
the user and input processing means for transmitting the
operation to the data network as an input signal.
[0008] The virtual terminal device further includes input
processing means for informing the operation that can
be obtained from the input signal to the application
processing means. The application processing means is
designed to interpret the operation and request user data
to the communication partner device.
[0009] In this way, the conventional technique is in-
tended to suppress the processing load in the mobile
communication terminal.
[0010] In the conventional technique, an application
processing unit that processes an audio signal and an
image signal is installed in the virtual terminal device,
whereas the application processing unit is usually includ-
ed in the mobile communication terminal. Instead, the
synchronization processing means is installed in both of

the mobile communication terminal and the virtual termi-
nal device to allow processing of the audio signal and
the image signal.
[0011] Thus, in the conventional technique, the appli-
cation processing unit that processes the audio signal
and the image signal and that is usually required to be
installed in the mobile communication terminal is simply
installed in the virtual terminal device to reduce the
processing load of the mobile communication terminal.
Therefore, in the conventional technique, an application
for providing additional services of various communica-
tion functions is not installed in the virtual terminal.
[0012] When providing a service including a new com-
munication function, transmission and reception of a
communication control message corresponding to the
service is necessary between the mobile communication
terminals. A corresponding screen display format or the
like also needs to be prepared in the mobile communi-
cation terminal. Therefore, in general, the new function
is definitely required in the mobile communication termi-
nal to provide the new service. The new service cannot
be provided to the conventional mobile communication
terminal which does not include the function.
[0013] Even in the conventional technique, an addi-
tional function of the mobile communication terminal is
needed to provide a new communication service.
[0014] WO 02/23857 A discloses a method and a sys-
tem for integrating an application executing on a backend
system with a mobile device that communicates over a
network with the application. This document is consid-
ered as the closest prior art document.
[0015] From WO 2006/101604 A2 a method and a sys-
tem are known that output data to be viewed on a mobile
terminal or another device that has requested the data
to be displayed from a data provider.
[0016] The present invention has been made in view
of the above circumstances, and has an object of provid-
ing a new service even in a conventional mobile commu-
nication terminal without installing a new function when
starting a new mobile communication service.
[0017] To solve the problems, a virtual terminal server
according to claim 1, a mobile communication terminal
according to claim 5, and a communication control meth-
od according to claim 7, respectively, have been created
by the present invention. According to the present inven-
tion, there is provided a server connectable to a mobile
communication terminal through a communication net-
work, the server comprising:

identification information acquiring means for acquir-
ing identification information related to at least one
of the mobile communication terminal and a user of
the mobile communication terminal from the mobile
communication terminal; activation request acquir-
ing means for acquiring activation information relat-
ed to an activation request of an application including
a communication function from the mobile commu-
nication terminal; communication control means for
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performing a communication connection control on
behalf of the mobile communication terminal to re-
alize the application including the communication
function corresponding to the activation information
acquired by the activation request acquiring means;
and screen constituting means for processing, after
acquiring or generating screen information to be dis-
played in the mobile communication terminal by ex-
ecuting the application including the communication
function, the acquired or generated screen informa-
tion to screen information suitable for the screen per-
formance of the mobile communication terminal
based on the identification information and output-
ting the screen information, to the mobile communi-
cation terminal.

[0018] The above virtual terminal server may further
comprise operation processing means for analyzing, up-
on receipt of operation information from the mobile com-
munication terminal during the execution of the applica-
tion including the communication function, the received
operation information in accordance with the application
that includes the communication function being per-
formed and executing a process in accordance with an
analysis result.
[0019] In the above virtual terminal server, the activa-
tion request acquiring means may transmit, to a mobile
communication terminal, information of an application in-
cluding a communication function that can be provided
in accordance with a request from the mobile communi-
cation terminal, and may acquire selection information
from the mobile communication terminal to thereby ac-
quire activation information of the application including
the communication function to which the activation is re-
quested.
[0020] According to the present invention, there is pro-
vided a mobile communication terminal that is connect-
able to the above virtual terminal server, the mobile com-
munication terminal comprising: remote connection
means for outputting to the virtual terminal server a con-
nection request for an application including a communi-
cation function not installed in a calling-side mobile com-
munication terminal; input information transmitting
means for transmitting to the virtual terminal server op-
eration information including at least one of button oper-
ation information and information indicative of a location
in a screen of the calling-side mobile communication ter-
minal related to acquired information; and screen display
means for displaying the screen information received
from the virtual terminal server.
[0021] According to the present invention, there is pro-
vided a communication control system comprising: the
above virtual terminal server; a mobile communication
terminal that is connected to the virtual terminal server
through a communication network and that entrusts to
the virtual terminal server communication control of a
communication function not included in a calling-side mo-
bile communication terminal; and a communication con-

trol server that controls the connection between the vir-
tual terminal server and another mobile communication
terminal.
[0022] According to the present invention, there is pro-
vided a communication control method comprising a vir-
tual terminal server that controls communication on be-
half of a mobile communication terminal in accordance
with a request from the mobile communication terminal
for the mobile communication terminal to realize an indi-
vidual service that is a communication function not in-
cluded in the mobile communication terminal, wherein
the virtual terminal server processes information to be
informed to the mobile communication terminal to realize
the individual service in accordance with model informa-
tion of the mobile communication terminal to thereby en-
able the mobile communication terminal to output infor-
mation in accordance with the individual service.
[0023] The virtual terminal server performs the com-
munication connection control on behalf of the mobile
communication terminal such that the application (com-
munication service) including the communication func-
tion requested by the mobile communication terminal can
be executed. As a result, a new service can be provided
to the mobile communication terminal not including the
communication function as if the communication function
were included.
[0024] Therefore, the new service can be provided
even to the conventional mobile communication terminal
without installing a new function to start a new mobile
communication service.
[0025] As seen in the above mobile communication ter-
minal, the remote connection means for outputting, to
the virtual terminal server, a connection request for the
communication function not included in the calling-side
mobile communication terminal is installed in the mobile
communication terminal, thereby allowing connection
between the mobile communication terminal and the vir-
tual terminal server and attaining the above effects.
[0026] Further objects, advantages and embodiments
may be taken from the following description.

FIG. 1 is a schematic block diagram of a communi-
cation control system according to a first embodi-
ment of the present invention;
FIG. 2 depicts an overall architecture of the commu-
nication control system according to the first embod-
iment of the present invention;
FIG. 3 is a configuration diagram of a mobile com-
munication terminal 10 with a virtual terminal function
according to the first embodiment of the present in-
vention;
FIG. 4 is a configuration diagram of a virtual terminal
server according to the first embodiment of the
present invention;
FIG. 5 depicts an example of identification informa-
tion held by a model discriminating unit 211 in the
virtual terminal server according to the first embod-
iment of the present invention;
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FIG. 6 depicts an example of information held by a
menu information storing unit 212 in the virtual ter-
minal server according to the first embodiment of the
present invention;
FIG. 7 depicts an example of processing by an ap-
plication control unit in the virtual terminal server 20
according to the first embodiment of the present in-
vention;
FIG. 8 is a configuration diagram of a communication
partner terminal according to the first embodiment
of the present invention;
FIG. 9 is a configuration diagram of a call control
server 40 as a communication control server accord-
ing to the first embodiment of the present invention;
FIG. 10 is a flow chart of an operation from the start
to the end of the communication of a TV telephone
in the communication control system according to
the first embodiment of the present invention;
FIG. 11 is a schematic block diagram of the commu-
nication control system according to a second em-
bodiment of the present invention;
FIG. 12 is a flow chart of an operation from the start
to the end of the communication of a TV telephone
in the communication control system according to
the second embodiment of the present invention;
and
FIG. 13 is a flow chart of an operation from the start
to the end of the communication of a TV telephone
in the communication control system according to
the second embodiment of the present invention.

(First Embodiment)

[0027] Embodiments of the present invention will now
be described with reference to the drawings.
[0028] In the present embodiment, a communication
system capable of performing group communication
such as Push over Cellular function will be described as
an example. However, the present invention is not limited
to the application for the group communication system.

(Configuration)

(Configuration of the Entire System)

[0029] A configuration of the group communication
system according to a first embodiment of the present
invention will be described.
[0030] FIG. 1 is a schematic block diagram of an over-
view of the communication control system according to
the present embodiment.
[0031] FIG. 2 is an architecture diagram of the com-
munication control system according to the present em-
bodiment.
[0032] The communication control system according
to the present embodiment includes: a virtual terminal
server 20 that controls communication on behalf of a mo-
bile communication terminal 10; a mobile communication

terminal 10 that connects to the virtual terminal server
20 through a communication network 60 and that entrusts
the communication control to the virtual terminal server
20; a mobile communication terminal 30 that provides
the communication control in a calling-side mobile com-
munication terminal; and a communication control server
(call control server 40) that controls the connection be-
tween the virtual terminal server 20 and the mobile com-
munication terminal 30. The mobile communication ter-
minals 10 and 30 are connected to the communication
network 60 through a base station, not shown. The mobile
communication terminal 30 may also be a mobile com-
munication terminal that connects to the virtual terminal
server through the communication network 60 and that
entrusts the communication control to the virtual terminal
server 20. An example of the implementation will be de-
scribed in a second embodiment of the present invention.

(Configuration of Mobile Communication Terminal with 
Virtual Terminal Function)

[0033] A configuration of the mobile communication
terminal 10 with a virtual terminal function will be de-
scribed.
[0034] FIG. 3 is a configuration diagram of the mobile
communication terminal 10 with a virtual terminal function
according to a second embodiment of the present inven-
tion.
[0035] As shown in FIG. 3, the mobile communication
terminal 10 with a virtual terminal function includes: an
information transmitting and receiving unit 102; a virtual
terminal connection unit 101 that requests a connection
with the virtual terminal server 20; a UI operation infor-
mation receiving unit 103; a UI operation information
transmitting unit 104; and a screen display unit 105.
[0036] The information transmitting and receiving unit
102 is a functional unit that serves as an interface for
transmitting and receiving a signal with the virtual termi-
nal server 20. The information transmitting and receiving
unit 102 receives, from the UI operation information
transmitting unit 104, inputs information from the UI op-
eration information receiving unit 103, and transmits the
input information to the virtual terminal server 20. The
information transmitting and receiving unit 102 also trans-
mits information received from the virtual terminal server
20 to the screen display unit 105.
[0037] The virtual terminal connection unit 101 is de-
signed to control the connection with the virtual terminal
server 20 when the mobile communication terminal 10
with a virtual terminal function performs a communication
service (application) including a communication function
not installed in the mobile communication terminals 10.
[0038] When activated, the virtual terminal connection
unit 101 transmits authentication information that ena-
bles the virtual terminal server 20 to authenticate the mo-
bile communication terminal 10 with the virtual terminal
function and identification information of the mobile com-
munication terminal 10 with the virtual terminal function
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to the virtual terminal server 20.
[0039] In the virtual terminal connection unit 101, for
example, a functional unit may be constructed with hard-
ware such as an IC chip, and an operation button for
activating the virtual terminal connection unit 101 may
be arranged on the mobile communication terminal 10
with a virtual terminal function. The function of the virtual
terminal connection unit 101 may be provided by a soft-
ware program, which may be included as application soft-
ware in the mobile communication terminal 10 with a vir-
tual terminal function. When arranging the function of the
virtual terminal connection unit 101 as application soft-
ware, if possible, a mobile communication terminal may
be designed to serve as the mobile communication ter-
minal 10 with a virtual terminal function by downloading
the application software onto the mobile communication
terminal.
[0040] The UI operation information receiving unit 103
includes an operation unit such as a button and a touch
panel. The UI operation receiving unit 103 acquires input
information inputted by the user operating the operation
unit, and transfers the input information to the UI opera-
tion information transmitting unit 104.
[0041] The UI operation information transmitting unit
104 transmits the input information received from the UI
operation information receiving unit 103 through the in-
formation transmitting and receiving unit 102.
[0042] The screen display unit 105 displays screen in-
formation received through the information transmitting
and receiving unit 102.
[0043] As in a conventional mobile communication ter-
minal, an audio processing unit (audio inputting unit and
audio outing unit) such as a speaker and a microphone
is included, which outputs sound received through the
information transmitting and receiving unit 102 and which
is capable of transmitting inputted audio information
through the information transmitting and receiving unit
102.

(Configuration of Virtual Terminal Server 20)

[0044] A configuration of the virtual terminal server 20
will be described.
[0045] FIG. 4 is a schematic block diagram of a con-
figuration of the virtual terminal server 20 according to
the present embodiment.
[0046] The virtual terminal server 20 includes an infor-
mation transmitting and receiving unit 202, a virtual ter-
minal connection receiving unit 201, a UI operation infor-
mation receiving unit 203, a text inputting unit 204, a call
client unit 205, a call control client unit 206, a connection
destination selecting unit 207, a packet transmitting and
receiving unit 208, a screen constituting unit 209, a
screen information transmitting unit 210, a model dis-
criminating unit 211, a menu information storing unit 212,
and an application control unit 213.
[0047] The information transmitting and receiving unit
202 is an interface unit that transfers a signal with the

mobile communication terminal 10 with a virtual terminal
function.
[0048] The information transmitting and receiving unit
202 receives, for example, UI operation information from
the mobile communication terminal 10 with a virtual ter-
minal function, and transfers the information to the UI
operation information receiving unit 203. The information
transmitting and receiving unit 202 also transmits screen
including information received from the screen informa-
tion transmitting unit 210 and sound or images received
from the call client unit 205 to the mobile communication
terminal 10 with a virtual terminal function.
[0049] The virtual terminal connection receiving unit
201 controls the connection with the mobile communica-
tion terminal 10 with a virtual terminal function.
[0050] The virtual terminal connection receiving unit
201 acquires authentication information and identifica-
tion information from the virtual terminal connection unit
101 of the mobile communication terminal 10 with a vir-
tual terminal function and acquires information for au-
thenticating the mobile communication terminal 10 with
a virtual terminal function and discriminating the model
of the mobile communication terminal.
[0051] More specifically, after the virtual terminal con-
nection receiving unit 201 receives from the mobile com-
munication terminal 10 with a virtual terminal function the
authentication information that allows authentication of
the mobile communication terminal 10 with a virtual ter-
minal function, the virtual terminal connection receiving
unit 201 authenticates whether the mobile communica-
tion terminal is connectable. If the authentication is not
possible, a new function service is not provided. If the
mobile communication terminal is authenticated to be
connectable, the connection with the mobile communi-
cation terminal 10 with a virtual terminal function is es-
tablished. When the connection with the mobile commu-
nication terminal 10 with a virtual terminal function is com-
pleted, the completion of the connection is informed to
the application control unit 213.
[0052] The virtual terminal connection receiving unit
201 also receives the identification information of the mo-
bile communication terminal 10 with a virtual terminal
function, and transfers the identification information to
the model discriminating unit 211.
[0053] The UI operation information receiving unit 203
receives the input information transmitted by the UI op-
eration information transmitting unit 104, as UI operation
information through the information transmitting and re-
ceiving unit 202. The UI operation information receiving
unit 203 then classifies the received UI operation infor-
mation into text input information and screen operation
information that is determined by pressing the operation
button. Subsequently, the UI operation information re-
ceiving unit 203 transmits the text input information to
the text inputting unit 204, and transfers screen operation
information (such as location information selected on the
display screen) to the application control unit 213.
[0054] Upon receipt of the text information from the UI
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operation information receiving unit 203, the text inputting
unit 204 interprets the text and transfers the interpreted
text information to the call client unit 205.
[0055] Upon receipt of the text information interpreted
by the text inputting unit 204, the call client unit 205 trans-
fers the text information to the screen constituting unit
209. This allows the screen display unit of the mobile
communication terminal 10 with a virtual terminal function
to display the text information inputted by the user.
[0056] Upon receipt of an application activation in-
struction from the application control unit 213, the call
client unit 205 activates a call client (application) corre-
sponding to a communication function selected in the
mobile communication terminal 10 with a virtual terminal
function. The call client unit 205 further transmits a com-
munication control instruction to the call control client unit
206.
[0057] The call client unit 205 also transfers, to the con-
nection destination selecting unit 207, data of sound or
images received through the information transmitting and
receiving unit 102 to transfer the data to the mobile com-
munication terminal 30.
[0058] The call client unit 205 further transfers the
sound received from the connection destination selecting
unit 207 to the information transmitting and receiving unit
102 and transfers screen information such as an image
to the screen constituting unit 209.
[0059] The call control client unit 206 starts the com-
munication control with the mobile communication termi-
nal 30 in accordance with the communication control in-
struction from the call client unit 205. More specifically,
the call control client unit 206 creates a communication
control message and transfers the message to the packet
transmitting and receiving unit 208. The call control client
unit 206 receives the communication control message
from the packet transmitting and receiving unit 208. In
this manner, the call is controlled by exchanging the com-
munication control message between the call control
server 40 and the mobile communication terminal 30 on
behalf of the mobile communication terminal 10 with a
virtual terminal function.
[0060] To add a service (application) including a new
communication function, a new call client is added to the
call client unit 205, or a new call control client for control-
ling the call corresponding to the communication function
is added to the call control client unit 206. The call client
or the call control client serves as an application corre-
sponding to the communication function.
[0061] The connection destination selecting unit 207
distributes the data received from the call client unit 205
and the call control client unit 206 to transfer the data to
the mobile communication terminal 30 to be communi-
cated with or the call control server 40, and then transfers
the data to the packet transmitting and receiving unit 208.
The connection destination selecting unit 207 transfers
user data such as sound and images among the data
received from the packet transmitting and receiving unit
208 to the call client unit 205, and in addition, transfers

the communication control message to the call control
client unit 206.
[0062] The model discriminating unit 211 receives the
identification information of the mobile communication
terminal 10 with a virtual terminal function from the virtual
terminal connection receiving unit 201, and discriminates
the model of the mobile communication terminal. The
model discriminating unit 211 informs the screen consti-
tuting unit 209 of information on screen specifications
(such as screen size and image quality) of the mobile
communication terminal 10 with a virtual terminal function
based on the information of the discriminated model.
[0063] FIG. 5 shows an example of the identification
information managed by the model discriminating unit
211. FIG. 5 depicts an example of the identification in-
formation held by the model discriminating unit 211 in
the communication control server or in the virtual terminal
server 20 of the present embodiment. Preferably, as
shown in FIG. 5, the model discriminating unit 211 holds
user ID, model information, screen size, resolution, and
frames per second. Preferably, the identification informa-
tion exchanged between the virtual terminal connection
receiving unit 201 and the mobile communication termi-
nal 10 with a virtual terminal function is registered. Only
the model information or the user ID may be provided as
the information acquired from the mobile communication
terminal 10 with a virtual terminal function. Necessary
information may be separately acquired and registered
with reference to a management table of the model and
the information on screen specifications or with reference
to a user management database.
[0064] The packet transmitting and receiving unit 208
transfers the data received from the connection destina-
tion selecting unit 207 to each mobile communication ter-
minal 30 to be communicated with. The packet transmit-
ting and receiving unit 208 also transfers the data re-
ceived from each mobile communication terminal 30 to
be communicated with to the connection destination se-
lecting unit 207. The packet transmitting and receiving
unit 208 exchanges the communication control message
between the call control server 40 and the mobile com-
munication terminal 30 to be communicated with to con-
trol the call on behalf of the mobile communication ter-
minal 10 with a virtual terminal function.
[0065] The screen constituting unit 209 processes the
screen received from the call client unit 205 according to
the information on screen specifications received from
the model discriminating unit 211 to constitute a screen
corresponding to the screen specifications. The screen
constituting unit 209 then transfers the constituted screen
information to the screen information transmitting unit
210.
[0066] The screen information transmitting unit 210
transmits the screen information constituted by the
screen constituting unit 209 to the connected mobile
communication terminal 10 with a virtual terminal function
through the information transmitting and receiving unit
202.
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[0067] The menu information storing unit 212 stores
menu information. In accordance with the access from
the application control unit 213, the menu information
storing unit 21 transfers application information corre-
sponding to the relevant screen information or the acti-
vated communication function.
[0068] FIG. 6 shows an example of information held
by the menu information storing unit 212.
[0069] As shown in FIG. 6, a menu screen displayed
on the screen of the mobile communication terminal 10
with a virtual terminal function is registered in the menu
information storing unit 212. The menu screen is man-
aged in association with a state transition indicating to
which screen the transition is made when a certain button
is operated. Ultimately, the menu information storing unit
212 manages an instruction to activate a client unit, such
as the call client unit 205 that controls applications when
a button for activating an application for transmission or
the like is selected.
[0070] Once the application control unit 213 is informed
of the completion of the connection with the mobile com-
munication terminal 10 with a virtual terminal function
from the virtual terminal connection receiving unit 201,
the application control unit 213 extracts an initial menu
screen from the menu information storing unit 212 and
transfers the screen to the screen constituting unit 209.
After that, the application control unit 213 manages in-
formation indicating to which menu screen each mobile
communication terminal 10 with a virtual terminal function
is currently making a transition. When receiving the
screen operation information from the UI operation infor-
mation receiving unit 203, the application control unit 213
checks, from the menu information storing unit 212, the
state of the next transition to be made. The application
control unit 213 transfers the information to the screen
constituting unit 209 in a case of the menu screen infor-
mation, and instructs the call client unit 205 to activate
an application in a case of the instruction for activating
the client unit.
[0071] An example of the process of the application
control unit 213 will be further described with reference
to FIG. 7.
[0072] In the example, the application control unit 213
starts operation when the completion of the remote con-
nection with the mobile communication terminal is in-
formed from the virtual terminal connection receiving unit
201 (step S10).
[0073] Upon receipt of the notification, the application
control unit 213 creates and manages the status of each
mobile communication terminal connected to the virtual
terminal server 20 (step S20). The status denotes a state
transition diagram shown in FIG. 6, which manages to
which screen the transition is currently being made.
[0074] After the creation of the status is completed, the
application control unit 213 extracts the initial menu
screen from the menu information storing unit 212 (step
S30).
[0075] The application control unit 213 transfers the

extracted menu screen to the screen constituting unit 209
to display the menu screen in the mobile communication
terminal 10 (step S40).
[0076] After the initial menu screen is transmitted to
the mobile communication terminal 10, the application
control unit 213 waits for an input of the screen operation
information from the mobile communication terminal 10
(step S50).
[0077] Once the screen operation information is input-
ted from the mobile communication terminal 10, the ap-
plication control unit 213 receives the information from
the UI operation information receiving unit 203 to accept
the input information (step S60).
[0078] The application control unit 213 then checks the
status of each mobile communication terminal 10, and
also checks whether an application is already activated
(step S70).
[0079] If the application is not yet activated, the appli-
cation control unit 213 determines that the application is
in the middle of being selected from the menu screen,
and then checks information in the case of the transition
from the screen currently displayed on the mobile com-
munication terminal 10 to the inputted operation informa-
tion, from the menu information storing unit 212 (step
S80).
[0080] The application control unit 213 then checks
whether the checked information is still the menu screen
(step S90).
[0081] If the transited state is still the menu screen, the
application control unit 213 extracts the menu screen and
displays the menu screen on the mobile communication
terminal 10 (step S100). After the screen information is
displayed on the mobile communication terminal 10, the
application control unit 213 waits for a screen operation
input.
[0082] In step S70, if the application is already in op-
eration when whether the application is in operation is
checked, the application control unit 213 checks whether
the inputted operation is an operation for terminating the
application (step S110).
[0083] If the input operation checked in step S110 is
not an operation for terminating the application, the ap-
plication control unit 213 determines that this is an oper-
ation of the application, transfers the operation informa-
tion to the call client unit 205, and activates the application
(step S120). After the operation information is transferred
to the call client unit 205, the application control unit 213
waits for a screen operation input.
[0084] If the input operation checked in step S110 is
an operation for terminating the application, the applica-
tion control unit 213 transmits an instruction for terminat-
ing the application to the call client 205 to terminate the
application (step S130).
[0085] After the application is finished, the application
control unit 213 extracts the menu screen before the ac-
tivation of the application from the menu information stor-
ing unit 212 and displays the menu screen in the mobile
communication terminal 10 (step S140). The application
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control unit 213 then waits for a screen operation input.
[0086] Whether the information checked by the menu
information storing unit 212 is the menu screen is
checked in step 90. If the result of checking does not
indicate the menu screen, the application control unit 213
checks whether the result indicates an instruction for ac-
tivating the application (step S150).
[0087] If the content checked in step S150 is an in-
struction for activating the application, the application
control unit 213 transmits an application activation in-
struction to the call client unit 205 (step S160). After the
application activation instruction is transmitted, the ap-
plication control unit 213 transits to the screen operation
input standby state.
[0088] If the content checked in step S150 is not an
instruction for activating the application but is a discon-
nection process, the application control unit 213 deletes
the screen information from the mobile communication
terminal 10 (step S170).
[0089] After the screen information of the mobile com-
munication terminal 10 is deleted, the application control
unit 213 erases the status (step S180).

(Configuration of Mobile Communication Terminal 30)

[0090] A configuration of the mobile communication
terminal 30 to be communicated with will be described.
[0091] FIG. 8 depicts the configuration of the mobile
communication terminal 30 according to one aspect of
the present invention.
[0092] The mobile communication terminal 30 in-
cludes: an information transmitting and receiving unit
301; a call client unit 302; and a call control client unit 303.
[0093] The information transmitting and receiving unit
301 transfers audio/screen information received from the
virtual terminal server 20 to the call client unit 302. Upon
receipt of a communication control message from the call
control server 40 and the virtual terminal server 20, the
information transmitting and receiving unit 301 transfers
the communication control message to the call control
client unit 303. However, the communication control mes-
sage of the communication start instruction is transferred
to the call client unit 302. The information transmitting
and receiving unit 301 transfers the audio/screen infor-
mation received from the call client unit 302 to the virtual
terminal server 20. The information transmitting and re-
ceiving unit 301 further transfers the communication con-
trol message received from the call control client unit 303
to the virtual terminal server 20 or the call control server
40.
[0094] Upon receipt of the audio/screen information
from the information transmitting and receiving unit 301,
the call client unit 302 outputs the audio/screen informa-
tion on the terminal. The call client unit 302 also transfers
the audio/screen information inputted from the terminal
to the information transmitting and receiving unit 301.
Upon receipt of the communication control message at
the start of communication, the call client unit 302 trans-

fers the message to the call control client unit 303 to
activate the call control client unit 303.
[0095] The call control client unit 303 is activated by
receiving the communication control message at the start
of communication from the call client unit 302. After that,
the call control client unit 303 transmits and receives the
communication control message to and from the infor-
mation transmitting and receiving unit 301, and sets a
communication path with the virtual terminal server 20.

(Configuration of Call Control Server 40)

[0096] A configuration of the call control server 40 will
be described.
[0097] FIG. 9 shows the configuration of the call control
server 40 according to one aspect of the present inven-
tion.
[0098] The call control server 40 includes a packet
transmitting and receiving unit 401 and a call control ap-
plication unit 402.
[0099] The packet transmitting and receiving unit 401
transmits and receives the communication control mes-
sage to and from the virtual terminal server 20 and the
communication partner mobile communication terminal
30, and transmits the communication control message
to the call control application unit 402.
[0100] The call control application unit 402 transmits
and receives the communication control message to and
from the virtual terminal server 20 and the communication
partner terminal, and sets a communication path be-
tween the two such that the process of corresponding
communication application can be executed.
[0101] The application is installed in the call control
application unit 402 in compliance with the new commu-
nication function.
[0102] The virtual terminal connection receiving unit
201 constitutes identification information acquiring
means. The menu information storing unit 212 and the
application control unit 213 constitute activation request
acquiring means. The call client unit 205 and the call
control client unit 206 constitute a communication control
unit. The model discriminating unit 211 and the screen
constituting unit 209 constitute screen constituting
means. The UI operation information receiving unit 203,
the text inputting unit 204, and the application control unit
213 constitute operation processing means. The virtual
terminal connection unit 101 constitutes remote connec-
tion means. The UI operation information receiving unit
103 and the UI operation information transmitting unit
104 constitute input information transmitting means. The
screen display unit 105 constitutes screen display
means.

(Operational Example)

[0103] An example of the operation of a communica-
tion process using the virtual terminal server 20 of the
present embodiment will be described with reference to

13 14 



EP 2 061 214 B1

9

5

10

15

20

25

30

35

40

45

50

55

FIG. 10.
[0104] A TV telephone will be described as an example
of an application (communication service) including a
communication function, which is a new service not in-
stalled in the mobile communication terminal 10 with a
virtual terminal function, and which can be provided by
the virtual terminal server 20.
[0105] FIG. 10 shows a flow of an operation from the
start of communication to the end thereof of the TV tel-
ephone control of the communication control system ac-
cording to one aspect of the present invention.
[0106] To activate the communication control system
according to one aspect of the present invention, the mo-
bile communication terminal 10 with a virtual terminal
function firstly transmits a virtual terminal connection re-
quest to the virtual terminal server 20 (step S210). The
mobile communication terminal 10 with a virtual terminal
function transmits the identification information such that
the virtual terminal server 20 can perform the authenti-
cation and discriminate the model of the mobile commu-
nication terminal 10.
[0107] Upon receipt of the virtual terminal connection
request, the virtual terminal server 20 authenticates the
mobile communication terminal 10. After authenticating
the mobile communication terminal 10 that has transmit-
ted the virtual terminal connection request, the virtual ter-
minal server 20 discriminates the model of the mobile
communication terminal 10 based on the identification
information (step S220). After discriminating the model,
the virtual terminal server 20 creates information on
screen specifications.
[0108] After completing the discrimination of the model
in the process of step S220, the virtual terminal server
20 transmits a virtual terminal connection response to
the mobile communication terminal 10 with a virtual ter-
minal function to complete the connection process (step
S230). After that, the mobile communication terminal 10
with a virtual terminal function can communicate with the
virtual terminal server 20.
[0109] The virtual terminal server 20 constitutes a
screen of the currently provided service menu (step
S240), and transmits the screen information to the mobile
communication terminal 10 with a virtual terminal function
(step S250).
[0110] After receiving the menu screen information
from the virtual terminal server 20, the mobile communi-
cation terminal 10 with a virtual terminal function displays
the information (step S260). This enables receipt of op-
eration input information from the user.
[0111] After receiving the input by the user (step S270),
the mobile communication terminal 10 with a virtual ter-
minal function transmits the input to the virtual terminal
server 20 as UI operation information (step S280).
[0112] The mobile communication terminal 10 with a
virtual terminal function transmits received operation in-
formation of a button to the virtual terminal server 20,
when receiving an input from the button, and transmits
input information (UI operation information) including lo-

cation information of a screen, which has received an
input, to the virtual terminal server 20 when receiving an
input from the screen of a touch panel or the like.
[0113] After receiving the UI operation information, the
virtual terminal server 20 analyzes the input information
and analyzes which service has been selected from the
service menu indicating communication functions that
can be provided by the virtual terminal server 20 (step
S290). A case where a menu displayed by the virtual
terminal server 20 is selected has been illustrated in the
above description. Text information may also be inputted.
In that case, when a text is inputted, the text is identified
and provided to a relevant application.
[0114] A case where the TV telephone service is se-
lected from the menu will be described.
[0115] If the input information is the menu of the TV
telephone service in step S290, the virtual terminal server
20 activates a call client (step S300). Originally, the call
client is equivalent to an application that is installed in a
mobile communication terminal and that provides an au-
dio/TV telephone service. The call client includes a func-
tion for transmitting and receiving audio/image informa-
tion to and from the communication partner.
[0116] The virtual terminal server 20 then activates a
call control client (step S310). The call control client per-
forms a communication control such as setting a com-
munication path and transmits and receives a communi-
cation control message to provide the communication
service.
[0117] Having activated the call control client, the vir-
tual terminal server 20 controls the TV telephone con-
nection as a communication function selected with the
mobile communication terminal 30 in association with the
call control server 40 as a communication control server
and, establishes communication of the TV telephone
(steps S320 to S350).
[0118] After the completion of the TV telephone con-
nection with the communication partner mobile commu-
nication terminal 30, the virtual terminal server 20 con-
stitutes screen information optimal for the model discrim-
inated in step S220 (step S360).
[0119] The screen information indicates image infor-
mation of the TV telephone of the mobile communication
terminal 30 to be communicated with on the application
screen of the call client, and the screen is constituted by
the size that is optimal for the terminal 10.
[0120] The screen information constituted by the virtu-
al terminal server 20 in step S360 is transmitted to the
mobile communication terminal 10 with a virtual terminal
function (step S370).
[0121] When receiving the screen information from the
virtual terminal server 20, the mobile communication ter-
minal 10 with a virtual terminal function displays the
screen information (step S380). As the transmitted
screen information to be displayed by the mobile com-
munication terminal 10 with a virtual terminal function is
already in an optimal screen size, the mobile communi-
cation terminal 10 with a virtual terminal function simply
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needs to display the screen information.
[0122] After the TV telephone service is started and
the TV telephone information of the communication part-
ner is displayed in step S380, the TV telephone service
is performed with the communication partner mobile
communication terminal 30.

(Effects)

[0123] The virtual terminal server 20 activates an ap-
plication including a communication function, the appli-
cation being selected by the mobile communication ter-
minal 10 with a virtual terminal function and to which an
activation request is issued, and controls the communi-
cation connection on behalf of the mobile communication
terminal 10 with a virtual terminal function. The configu-
ration enables the provision of a new service even to a
conventional mobile communication terminal, by install-
ing the virtual terminal connection unit 101 that outputs
a connection request to the virtual terminal server 20 with-
out installing a new function.
[0124] In that case, the application included in the com-
munication function to be activated by the virtual terminal
server 20 is made clear by presenting a service menu,
which can be provided from the virtual terminal server
20, to the mobile communication terminal 10 with a virtual
terminal function and selecting the application including
the communication function desired by the user of the
terminal.
[0125] Processing of the screen in compliance with the
mobile communication terminal 10 with a virtual terminal
function and transmission to the mobile communication
terminal 10 with a virtual terminal function allow display-
ing on the screen of the mobile communication terminal
10 with a virtual terminal function with certainty. In addi-
tion, the mobile communication terminal 10 with a virtual
terminal function simply displays the received screen,
thereby eliminating a process for the display format in
compliance with the application including the corre-
sponding communication function in the mobile commu-
nication terminal 10 with a virtual terminal function.
[0126] Furthermore, The transmission of input infor-
mation such as button operation information and infor-
mation indicative of the location of the inputted informa-
tion within the screen of the mobile communication ter-
minal and the request of the communication control for
the virtual terminal server 20 eliminates an operation
analysis processes corresponding to the activated com-
munication function in the mobile communication termi-
nal 10 with a virtual terminal function. The virtual terminal
server 20 performs these processes.
[0127] The screen display and the operation input need
not be synchronized.

(Applications and Modifications)

[0128] In the above embodiment, a TV telephone serv-
ice has been illustrated, as an application that is not in-

stalled in the mobile communication terminal 10 with a
virtual terminal function and that includes a communica-
tion function provided by the virtual terminal server 20.
However, the present invention is not limited to this.
[0129] An audio phone, a supplementary service of an
audio telephone or a TV telephone, and a new supple-
mentary service may also be provided.
[0130] In that case, the call client and the call control
client included in the virtual terminal server 20 are used
to provide the audio service. A function is added to the
call client unit 205 and the call control client unit 206 to
provide the supplementary service or the new supple-
mentary service. Even if a new service is started to be
provided in addition to basic services, the configuration
enables to provide the service without adding a function
to the mobile communication terminal 10.
[0131] Preferably, even if a new service is added, the
call client and the call control client are made common
so as to be utilized by multiple services.
[0132] In the above embodiment, the communication
of the TV telephone starts, when the mobile communi-
cation terminal 10 with a virtual terminal function displays
the screen information in step S380. Alternatively, the
completion of the TV telephone connection may be in-
formed firstly. More specifically, the completion of the TV
telephone connection may be informed to the virtual ter-
minal server 20 when the setting of the network and the
communication partner has completed in step S350, and
then the screen information may be transmitted from the
virtual terminal server 20. In this configuration, it is pos-
sible to inform the mobile communication terminal 10 with
a virtual terminal function that the TV telephone connec-
tion is available promptly.
[0133] The communication service can be provided in
the above embodiment. However, the present invention
is not limited to this. Services such as e-mail and the web
may be set available. Thus, in addition to the call client
and the call control client, a mail client and a web client
are installed as services that can be provided and that
include communication functions. This enables the pro-
vision of not only the communication service, but also
various services.
[0134] Although the mail client, the web client, and the
like are added as new functions, it is preferable to com-
monly use the units constituting the virtual terminal server
20 other than the call client unit 205 and the call control
client unit 206.

(Second Embodiment)

[0135] The second embodiment will be described with
reference to the drawings. The like reference numerals
are designated to like devices in the above embodiment.

(Configuration)

[0136] The fundamental configuration of the present
embodiment is the same as the first embodiment. How-
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ever, as shown in FIG. 11, the different point is that the
mobile communication terminal 30 to be communicated
with is also a mobile communication terminal with a virtual
terminal function.
[0137] In the first embodiment, the description has
been given that the mobile communication terminal 30
executes, without connecting to the virtual terminal serv-
er 20, a service (application including communication
function) process including a communication function
that is not installed in the mobile communication terminal
with a virtual terminal function such as a TV telephone.
[0138] On the other hand, as shown in FIG. 11, in the
second embodiment, an example in which the mobile
communication terminal 30 to be communicated with is
also connected to a virtual terminal server 20B will be
described.
[0139] More specifically, the mobile communication
terminal 30 to be communicated with is also a mobile
communication terminal with a virtual terminal function
configured in the same way as the mobile communication
terminal 10. The virtual terminal server 20B executes a
process for realizing the connection process of the com-
munication control and a new communication function
on behalf of the mobile communication terminal.
[0140] Although FIG. 11 is illustrates that there are mul-
tiple virtual terminal servers 20, only one virtual terminal
server 20 may provided. This can be managed by holding
a management table of mobile communication terminals
that are allowed to be connected.
[0141] Other configurations are the same as the first
embodiment described above.

(Operational Example)

[0142] An example will be described in which a mobile
communication terminal of a calling side and that of a
receiving side of the TV telephone are respectively con-
nected to virtual terminal servers 20A and 20B, and the
virtual terminal servers 20A and 20B are connected over
the network.
[0143] FIGS. 12 and 13 illustrate an example of a se-
quence when the mobile communication terminal 30 to
be communicated with is also connected to the virtual
terminal server 20B. In FIGS. 12 and 13, the mobile com-
munication terminal 30 to be communicated with is de-
scribed as a receiving-side mobile communication termi-
nal. Although the virtual terminal server 20 of the calling
side and that of the receiving side are described as dif-
ferent servers to simplify the description, they may be
physically the same virtual terminal server 20.
[0144] In the example, the receiving-side mobile com-
munication terminal 30 is connected to the receiving-side
virtual terminal server 20B in advance, before receiving
a call.
[0145] More specifically, the receiving-side mobile
communication terminal 30 transmits a virtual terminal
connection request to the receiving-side virtual terminal
server 20B (step S215). The receiving-side mobile com-

munication terminal 30 transmits the identification infor-
mation such that the receiving-side virtual terminal server
20B can perform the authentication and discriminate the
model.
[0146] Upon receipt of the virtual terminal connection
request, the receiving-side virtual terminal server 20B
authenticates the receiving-side mobile communication
terminal 30. After authenticating the mobile communica-
tion terminal that has transmitted the virtual terminal con-
nection request, the receiving-side virtual terminal server
20B discriminates the model of the mobile communica-
tion terminal based on the identification information (step
S225). After discriminating the model, the receiving-side
virtual terminal server 20B creates the information on
screen specifications.
[0147] When the discrimination of the model is com-
pleted in the process of step S225, the receiving-side
virtual terminal server 20B transmits the virtual terminal
connection response to the receiving-side mobile com-
munication terminal 30 and completes the connection
process (step S235). After that, the receiving-side mobile
communication terminal 30 can communicate with the
receiving-side virtual terminal server 20B.
[0148] The receiving-side virtual terminal server 20B
constitutes a screen of a service menu that is currently
provided (step S245) and transmits the screen to the re-
ceiving-side mobile communication terminal 30 (step
S255).
[0149] After receiving the menu screen information
from the receiving-side virtual terminal server 20B, the
receiving-side mobile communication terminal 30 dis-
plays the information (step S265). This enables the re-
ceiving-side mobile communication terminal 30 to re-
ceive operation input information from the user, the in-
formation corresponding to a function not installed in the
receiving-side mobile communication terminal 30.
[0150] Under the circumstances, the calling-side mo-
bile communication terminal 10 first transmits the virtual
terminal connection request to the calling-side virtual ter-
minal server 20A (step S210). The calling-side mobile
communication terminal 10 transmits identification infor-
mation such that the virtual terminal server 20 can per-
form the authentication and discriminate the model.
[0151] Upon receipt of the virtual terminal connection
request, the calling-side virtual terminal server 20A au-
thenticates the calling-side mobile communication termi-
nal 10. After authenticating the mobile communication
terminal that has transmitted the virtual terminal connec-
tion request, the calling-side virtual terminal server 20A
discriminates the model of the mobile communication ter-
minal based on the identification information (step S220).
After discriminating the model, the virtual terminal server
20A creates the information on screen specifications.
[0152] When the discrimination of the model is com-
pleted in the process of step S220, the virtual terminal
connection response is transmitted to the calling-side
mobile communication terminal 10, and the connection
process is completed (step S230). After that, the calling-
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side mobile communication terminal 10 can communi-
cate with the calling-side virtual terminal server 20A.
[0153] The calling-side virtual terminal server 20A con-
stitutes a screen of the service menu that is currently
provided (step S240), and transmits the screen to the
calling-side mobile communication terminal 10 (step
S250).
[0154] Upon receipt of the menu screen information
from the calling-side virtual server 20A, the calling-side
mobile communication terminal 10 displays the informa-
tion (step S260). This enables to receive operation input
information from the user.
[0155] Upon receipt of an input from the user (step
S270), the calling-side mobile communication terminal
10 transmits the input to the calling-side virtual terminal
server 20A as UI operation information (step S280).
[0156] The calling-side mobile communication termi-
nal 10 and the receiving-side mobile communication ter-
minal 30 transmit, to the virtual terminal server 20, re-
ceived operation information of a button when receiving
an input from the button and transmit location information
and the like of a screen that has received an input when
receiving the input from the screen such as a touch panel.
[0157] Upon receipt of the UI operation information,
the calling-side virtual terminal server 20A analyzes the
input information and analyzes which service is selected
from the service menu indicative of communication func-
tions that can be provided by the calling-side virtual ter-
minal server 20A (step S290). The above description il-
lustrates a case where the menu displayed by the virtual
terminal server 20 is selected. Text information may also
be inputted. When a text is inputted, the text is identified
and provided to a relevant application.
[0158] A case where the TV telephone service is se-
lected from the menu will now be described.
[0159] The input information is a menu of the TV tele-
phone service in step S290. When a calling-side partner
is selected, the calling-side virtual terminal server 20A
activates the call client (step S300). Originally, the call
client is equivalent to an application that is installed in
the mobile communication terminal and that provides an
audio/TV telephone service and includes a function for
transmitting and receiving audio/image information to
and from the communication partner.
[0160] The calling-side virtual terminal server 20A then
activates the call control client (step S310). The call con-
trol client controls the communication for setting a com-
munication path and transmits and receives a communi-
cation control message to provide a communication serv-
ice.
[0161] Having activated the call control client, the call-
ing-side virtual terminal server 20A transmits a commu-
nication control message for controlling the TV telephone
connection to the receiving-side virtual terminal server
20B through the call control server 40 as a communica-
tion control server (steps S320 and S330).
[0162] The receiving-side virtual terminal server 20B
activates the call client (step S305). Originally, the call

client is equivalent to an application that is installed in
the mobile communication terminal and that provides an
audio/TV telephone service. The call client includes a
function for transmitting and receiving audio/image infor-
mation to and from the communication partner.
[0163] Subsequently, the receiving-side virtual termi-
nal server 20B activates the call control client (step
S315). The call control client controls the communication
for setting a communication path and transmits and re-
ceives a communication control message to provide a
communication service.
[0164] The receiving-side virtual terminal server then
constitutes an incoming call screen of the TV telephone
(step S245) and transmits the screen to the receiving-
side mobile communication terminal 30 (step S255).
[0165] Upon receipt of the TV telephone incoming call
screen information from the receiving-side virtual termi-
nal server 20B, the receiving-side mobile communication
terminal 30 displays the information. This enables the
receipt of the operation input information from the user.
After receiving an input from the user (step S270), the
receiving-side mobile communication terminal 30 trans-
mits the input to the receiving-side virtual terminal server
20B as UI operation information (step S285). Information
of whether a response to the incoming call is possible is
inputted to the UI operation information.
[0166] After determining whether the connection is
possible, the receiving-side virtual terminal server 20B
executes a connection process if determining that the
connection is possible (step S400).
[0167] Once the connection is completed, the receiv-
ing-side virtual terminal server 20B performs a TV tele-
phone connection completion communication to the call-
ing-side virtual terminal server 20A through the call con-
trol server 40 to thereby establish the communication of
the TV telephone (steps S330 and S350).
[0168] After the completion of the TV telephone con-
nection with the receiving-side mobile communication
terminal 30, the calling-side virtual terminal server 20A
constitutes screen information optimal for the model dis-
criminated in step S220 (step S360).
[0169] The screen information indicates image infor-
mation of the TV telephone of the mobile communication
terminal 30 on the application screen of the call client,
and the screen is constituted by the size that is optimal
for the terminal.
[0170] The screen information constituted by the call-
ing-side virtual terminal server 20A in step S360 is trans-
mitted to the calling-side mobile communication terminal
10 (step S370).
[0171] Upon receipt of the screen information from the
virtual terminal, the calling-side mobile communication
terminal 10 displays the information (step S380). As the
transmitted screen information to be displayed by the
calling-side mobile communication terminal 10 is already
in an optimal screen size, the calling-side mobile com-
munication terminal 10 simply needs to display the
screen information.
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[0172] When the TV telephone service is started and
the TV telephone information of the communication part-
ner is displayed in step S380, the TV telephone service
with the receiving-side mobile communication terminal
30 is performed (steps S390 and S395).
[0173] According to one aspect of the configuration, all
newly provided services can be provided to the mobile
communication terminals 10 and 30 without adding a
function.
[0174] Configurations of the applications and the mod-
ifications described in the first embodiment can also be
employed for the second embodiment.
[0175] Although the operational example of the second
embodiment has been described that the receiving-side
mobile communication terminal 30 is connected to the
receiving-side virtual terminal server 20B in advance, the
present invention is not limited to this. For example, after
receiving the communication control message of the con-
nection control from the calling-side virtual terminal serv-
er 20A, the receiving-side virtual terminal server 20B may
transmit a menu screen, which is for determining whether
to make a connection, to a corresponding receiving-side
mobile communication terminal 30 to prompt a request
(such as an operation request of the virtual terminal con-
nection unit 101) of the connection process from the re-
ceiving-side mobile communication terminal 30 to the re-
ceiving-side virtual terminal server 20B.

Claims

1. A virtual terminal server (20) connectable to a plu-
rality of mobile communication terminals (10, 30)
through a communication network (60), the virtual
terminal server (20) comprising:

identification information acquiring means (201)
for acquiring identification information about at
least one of the plurality of mobile communica-
tion terminals (10, 30) and a user of said one of
the plurality of mobile communication terminals
(10, 30) from said one of the plurality of mobile
communication terminals (10, 30), and for ac-
quiring authentication information from said one
of the plurality of mobile communication termi-
nals (10, 30);
activation request acquiring means (212, 213)
for acquiring activation information about an ac-
tivation request for activating an application in-
cluding a communication function, from said one
of the plurality of mobile communication termi-
nals (10, 30); and
screen constituting means (209, 211) for receiv-
ing the identification information of said one of
the plurality of mobile communication terminals
(10, 30), generating information on screen spec-
ifications of said one of the plurality of mobile
communication terminals (10, 30), and consti-

tuting a screen corresponding to the screen
specifications;
characterized in that
the identification information acquiring means
(201) being adapted to acquire a virtual terminal
connection request from said one of the plurality
of mobile communication terminals (10, 30) and
identification information about said one of the
plurality of mobile communication terminals (10,
30) as well as the user of said one of the plurality
of mobile communication terminals (10, 30), and
being adapted to authenticate whether said one
of the plurality of mobile communication termi-
nals (10, 30) can be connected;
the application is not installed in said one of the
plurality of mobile communication terminals (10,
30), and
the server (20) further comprises:

communication control means (205, 206)
for performing a communication connection
control by installing one of a call client and
a call control client in the communication
control means (205, 206) on behalf of said
one of the plurality of mobile communication
terminals (10, 30) to execute the application
including the communication function cor-
responding to the activation information ac-
quired by the activation request acquiring
means (212, 213), so that said one of the
plurality of mobile communication terminals
(10, 30) is capable of communicating with
another one of the plurality of mobile com-
munication terminals (10, 30) by use of the
application including the communication
function that is not installed in said one of
the plurality of mobile communication termi-
nals (10, 30); and
wherein the activation request acquiring
means (212, 213) is adapted to manage a
menu screen displayed on the screen of
said one of the plurality of mobile commu-
nication terminals (10, 30) in association
with a state transition indicating to which
screen the state transition is made when a
certain button is operated by the user of said
one of the plurality of mobile communication
terminals (10, 30),
wherein when the activation request acquir-
ing means (212, 213) is informed of a com-
pletion of a connection with said one of the
plurality of mobile communication terminals
(10, 30) from the identification information
acquiring means (201), the activation re-
quest acquiring means (212, 213) is adapt-
ed to extract an initial menu screen, to trans-
fer the extracted initial menu screen to the
screen constituting means (209, 211), and
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then to manage information indicating the
menu screen to which said one of the plu-
rality of mobile communication terminals
(10, 30) is currently making a transition, as
a status of said one of the plurality of mobile
communication terminals (10, 30), and
wherein when the activation request acquir-
ing means (212, 213) receives screen op-
eration information that the user of said one
of the plurality of mobile communication ter-
minals (10, 30) has operated the screen,
the activation request acquiring means
(212, 213) is adapted to check the status of
said one of the plurality of mobile commu-
nication terminals (10, 30), and to transfer
information about a next transition to the
screen constituting means (209, 211) in a
case where the screen operation informa-
tion includes the information indicating the
menu screen, or to instruct the communica-
tion control means (205, 206) to activate the
application in a case where the screen op-
eration information includes an instruction
for activating the communication control
means (205, 206).

2. The virtual terminal server (20) according to claim 1,
further comprising operation processing means
(203, 204, 213) for analyzing, upon receipt of the
screen operation information from said one of the
plurality of mobile communication terminals (10, 30)
during the execution of the application including the
communication function, the received screen oper-
ation information in accordance with the application
including the communication function being per-
formed, and executing a process in accordance with
an analysis result.

3. The virtual terminal server (20) according to claim 1
or 2, wherein the activation request acquiring means
(212, 213) is adapted to transmit, to said one of the
plurality of mobile communication terminals (10, 30)
that has issued the activation request, information
about the application including the communication
function that can be provided in accordance with the
activation request from said one of the plurality of
mobile communication terminals (10, 30), and
wherein the activation request acquiring means
(212, 213) is also adapted to acquire selection infor-
mation from said one of the plurality of mobile com-
munication terminals (10, 30) to thereby acquire the
activation information about the application including
the communication function of which the activation
request has been issued.

4. The virtual terminal server (20) according to claim 1,
wherein the virtual terminal server (20) is adapted to
receive the virtual terminal connection request and

the activation request of the application from another
one of the plurality of mobile communication termi-
nals (10, 30) in order to communicate with said one
of the plurality of mobile communication terminals
(10, 30).

5. A mobile communication terminal (10, 30) connect-
able to the virtual terminal server (20) according to
claim 1, the mobile communication terminal (10, 30)
comprising:

remote connection means (101) adapted to
transmit to the virtual terminal server (20) au-
thentication information that enables the virtual
terminal server (20) to authenticate the mobile
communication terminal (10, 30) and identifica-
tion information of the mobile communication
terminal (10,30), when the mobile communica-
tion terminal (10, 30) performs an application
including a communication function not installed
in the mobile communication terminal (10, 30);
input information transmitting means (104)
adapted to transmit to the virtual terminal server
(20) operation information including at least one
of button operation information and information
indicative of a location in a screen of the mobile
communication terminals (10, 30); and
screen display means (105) adapted to receive
from the virtual terminal server (20) processed
screen information for a model of the mobile
communication terminal (10, 30) and displaying
the processed screen information,
in association with a state transition indicating
to which screen the state transition is made
when a certain button is operated by a user of
the mobile communication terminal;
wherein the mobile communication terminal (10,
30) is adapted to communicate with another mo-
bile communication terminal (10, 30) of the plu-
rality of mobile communication terminals (10,
30), in which the application including the com-
munication function is installed, by use of the
application including the communication func-
tion that is not installed in the plurality of the mo-
bile communication terminals (10, 30).

6. The virtual terminal server (20) according to claim 1,
wherein the application including the communication
function is a voice communication service including
an audio telephone service or a TV telephone serv-
ice.

7. A communication control method for controlling com-
munication of a system comprising a virtual terminal
server (20) connectable to a plurality of mobile com-
munication terminals (10, 30), through a communi-
cation network (60), the communication control
method comprising:
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acquiring identification information about at
least one of the plurality of mobile communica-
tion terminals (10, 30) and a user of said one of
the plurality of mobile communication terminals
(10, 30) from said one of the plurality of mobile
communication terminals (10, 30);
acquiring authentication information from said
one of the plurality of mobile communication ter-
minals (10, 30);
acquiring activation information about an activa-
tion request for activating an application includ-
ing a communication function, from said one of
the plurality of mobile communication terminals
(10, 30); and

receiving the identification information of
said one of the plurality of mobile commu-
nication terminals (10, 30) in the step of ac-
quiring the identification information, dis-
criminating a model of said one of the plu-
rality of mobile communication terminals
(10, 30), generating information on screen
specifications of said one of the plurality of
mobile communication terminals, and con-
stituting a screen corresponding to the
screen specifications;

characterized in that
acquiring a virtual terminal connection request
from said one of the plurality of mobile commu-
nication terminals (10, 30) and identification in-
formation about said one of the plurality of mo-
bile communication terminals (10, 30) as well as
the user of said one of the plurality of mobile
communication terminals (10, 30);
authenticating whether said one of the plurality
of mobile communication terminals (10, 30) can
be connected;
performing a communication connection control
by installing one of a call client and a call control
client on behalf of said one of the plurality of
mobile communication terminals (10, 30) to ex-
ecute the application including the communica-
tion function corresponding to the activation in-
formation acquired in the step of acquiring the
activation information, so that said one of the
plurality of mobile communication terminals (10,
30) is capable of communicating with another
one of the plurality of mobile communication ter-
minals (10, 30) by use of the application includ-
ing the communication function that is not in-
stalled in said one of the plurality of mobile com-
munication terminals (10, 30);
wherein the application is not installed in said
one of the plurality of mobile communication ter-
minals (10, 30),
wherein the in the step of acquiring the activation
information about the activation request, man-

aging a menu screen displayed on the screen
of said one of the plurality of mobile communi-
cation terminals (10,30) in association with a
state transition indicating to which screen the
state transition is made when a certain button is
operated by the user of said one of the plurality
of mobile communication terminals (10,30),
wherein when a completion of a connection with
said one of the plurality of mobile communication
terminals (10, 30) is informed in the step of ac-
quiring the activation information about the ac-
tivation request, extracting an initial menu
screen, transferring the extracted initial menu
screen to screen constituting means (209, 211)
of the virtual terminal server (20) to constitute
the screen corresponding to the screen specifi-
cations, and then managing information indicat-
ing the menu screen to which said one of the
plurality of mobile communication terminals (10,
30) is currently making a transition, as a status
of said one of the plurality of mobile communi-
cation terminals (10, 30), and
wherein when screen operation information that
the user of said one of the plurality of mobile
communication terminals (10, 30) has operated
the screen is received in the step of acquiring
the activation information about the activation
request, checking the status of said one of the
plurality of mobile communication terminals (10,
30), and transferring information about a next
transition to the screen constituting means (209,
211) in a case where the operation information
includes the information indicating the menu
screen, or instructing of activating the applica-
tion in a case where the screen operation infor-
mation includes an instruction of performing the
communication connection control.

Patentansprüche

1. Server (20) für virtuelle Endgeräte, der mit mehreren
Mobilkommunikationsendgeräten (10, 30) über ein
Kommunikationsnetz (60) verbindbar ist, wobei der
Server (20) für virtuelle Endgeräte umfasst:

Kennungsinformationserfassungsmittel (201)
zum Erfassen von Kennungsinformationen über
mindestens eines der mehreren Mobilkommu-
nikationsendgeräte (10, 30) und einen Anwen-
der des einen der mehreren Mobilkommunika-
tionsendgeräte (10, 30) von dem einen der meh-
reren Mobilkommunikationsendgeräte (10, 30)
und zum Erfassen von Authentifizierungsinfor-
mationen von dem einen der mehreren Mobil-
kommunikationsendgeräte (10, 30);
Aktivierungsanforderungserfassungsmittel
(212, 213) zum Erfassen von Aktivierungsinfor-
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mationen über eine Aktivierungsanforderung
zum Aktivieren einer Anwendung, die eine Kom-
munikationsfunktion enthält, von dem einen der
mehreren Mobilkommunikationsendgeräte (10,
30); und
Bildschirmerstellungsmittel (209, 211) zum
Empfangen der Kennungsinformationen des ei-
nen der mehreren Mobilkommunikationsendge-
räte (10, 30), Erzeugen von Informationen über
Bildschirmspezifikationen des einen der mehre-
ren Mobilkommunikationsendgeräte (10, 30)
und Erstellen eines Bildschirms, der den Bild-
schirmspezifikationen entspricht;
dadurch gekennzeichnet, dass
die Kennungsinformationserfassungsmittel
(201) ausgelegt sind, eine Verbindungsanforde-
rung für ein virtuelles Endgerät von dem einen
der mehreren Mobilkommunikationsendgeräte
(10, 30) und Kennungsinformationen über so-
wohl das eine der mehreren Mobilkommunika-
tionsendgeräte (10, 30) als auch den Anwender
des einen der mehreren Mobilkommunikations-
endgeräte (10, 30) zu erfassen, und ausgelegt
sind zu authentifizieren, ob das eine der meh-
reren Mobilkommunikationsendgeräte (10, 30)
verbunden werden kann;
die Anwendung nicht in dem einen der mehreren
Mobilkommunikationsendgeräte (10, 30) instal-
liert ist, und
der Server (20) ferner umfasst:

Kommunikationssteuermittel (205, 206)
zum Durchführen einer Kommunikations-
verbindungssteuerung durch Installieren ei-
nes Anruf-Client oder eines Anrufsteue-
rungs-Client in den Kommunikationssteuer-
mitteln (205, 206) im Auftrag des einen der
mehreren Mobilkommunikationsendgeräte
(10, 30), um die Anwendung auszuführen,
die die Kommunikationsfunktion enthält, die
den Aktivierungsinformationen entspricht,
die durch die Aktivierungsanforderungser-
fassungsmittel (212, 213) erfasst sind, so
dass das eine der mehreren Mobilkommu-
nikationsendgeräte (10, 30) imstande ist,
mit einem weiteren der mehreren Mobil-
kommunikationsendgeräte (10, 30) durch
Verwenden der Anwendung, die die Kom-
munikationsfunktion enthält, die in dem ei-
nen der mehreren Mobilkommunikations-
endgeräte (10, 30) nicht installiert ist, zu
kommunizieren; und
wobei die Aktivierungsanforderungserfas-
sungsmittel (212, 213) ausgelegt sind, ei-
nen Menübildschirm, der auf dem Bild-
schirm des einen der mehreren Mobilkom-
munikationsendgeräte (10, 30) angezeigt
wird, im Zusammenhang mit einem Zu-

standsübergang, der angibt, zu welchem
Bildschirm der Zustandsübergang vorge-
nommen wird, wenn eine bestimmte Taste
durch den Anwender des einen der mehre-
ren Mobilkommunikationsendgeräte (10,
30) betätigt wird, zu managen,
wobei dann, wenn die Aktivierungsanforde-
rungserfassungsmittel (212, 213) über ein
Herstellen einer Verbindung mit dem einen
der mehreren Mobilkommunikationsendge-
räte (10, 30) von den Kennungsinformati-
onserfassungsmitteln (201) informiert wer-
den, die Aktivierungsanforderungserfas-
sungsmittel (212, 213) ausgelegt sind, ei-
nen Anfangsmenübildschirm zu extrahie-
ren, den extrahierten Anfangsmenübild-
schirm zu den Bildschirmerstellungsmitteln
(209, 211) zu übertragen und dann Informa-
tionen zu managen, die den Menübild-
schirm, zu dem das eine der mehreren Mo-
bilkommunikationsendgeräte (10, 30) aktu-
ell einen Übergang vornimmt, als einen Sta-
tus des einen der mehreren Mobilkommu-
nikationsendgeräte (10, 30), angeben, und
wobei dann, wenn die Aktivierungsanforde-
rungserfassungsmittel (212, 213) Bild-
schirmbedieninformationen empfangen,
dass der Anwender des einen der mehreren
Mobilkommunikationsendgeräte (10, 30)
den Bildschirm bedient hat, die
Aktivierungsanforderungserfassungsmittel
(212, 213) ausgelegt sind, den Status des
einen der mehreren Mobilkommunikations-
endgeräte (10, 30) zu überprüfen und Infor-
mationen über einen nächsten Übergang zu
den Bildschirmerstellungsmitteln (209, 211)
zu übertragen in einem Fall, in dem die Bild-
schirmbedieninformationen die Informatio-
nen enthalten, die den Menübildschirm an-
geben, oder die Kommunikationssteuermit-
tel (205, 206) anzuweisen, die Anwendung
zu aktivieren, in einem Fall, wenn die Bild-
schirmbedieninformationen eine Anwei-
sung zum Aktivieren der Kommunikations-
steuermittel (205, 206) enthalten.

2. Server (20) für virtuelle Endgeräte nach Anspruch
1, der ferner Bedienverarbeitungsmittel (203, 204,
213) zum Analysieren nach dem Empfang der Bild-
schirmbedieninformationen von dem einen der meh-
reren Mobilkommunikationsendgeräte (10, 30) wäh-
rend der Ausführung der Anwendung, die die Kom-
munikationsfunktion enthält, der empfangenen Bild-
schirmbedieninformationen in Übereinstimmung mit
der Anwendung, die die Kommunikationsfunktion
enthält, die durchgeführt wird, und zum Ausführen
eines Prozesses in Übereinstimmung mit einem
Analyseergebnis umfasst.
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3. Server (20) für virtuelle Endgeräte nach Anspruch 1
oder 2, wobei die Aktivierungsanforderungserfas-
sungsmittel (212, 213) ausgelegt sind, zu dem einen
der mehreren Mobilkommunikationsendgeräte (10,
30), das die Aktivierungsanforderung ausgegeben
hat, Informationen über die Anwendung zu übertra-
gen, die die Kommunikationsfunktion enthält, die in
Übereinstimmung mit der Aktivierungsanforderung
von dem einen der mehreren Mobilkommunikations-
endgeräte (10 30) bereitgestellt werden kann, und
wobei die Aktivierungsanforderungserfassungsmit-
tel (212, 213) außerdem ausgelegt sind, Auswahlin-
formationen von dem einen der mehreren Mobilkom-
munikationsendgeräte (10, 30) zu erfassen, um da-
durch die Aktivierungsinformationen über die An-
wendung, die die Kommunikationsfunktion enthält,
deren Aktivierungsanforderung ausgegeben wor-
den ist, zu erfassen.

4. Server (20) für virtuelle Endgeräte nach Anspruch
1, wobei der Server (20) für virtuelle Endgeräte aus-
gelegt ist, die Verbindungsanforderung des virtuel-
len Endgeräts und die Aktivierungsanforderung der
Anwendung von einem weiteren der mehreren Mo-
bilkommunikationsendgeräte (10, 30) zu empfan-
gen, um mit dem einen der mehreren Mobilkommu-
nikationsendgeräte (10, 30) zu kommunizieren.

5. Mobilkommunikationsendgerät (10, 30), das mit
dem Server (20) für virtuelle Endgeräte nach An-
spruch 1 verbunden werden kann, wobei das Mobil-
kommunikationsendgerät (10, 30) umfasst:

Mittel (101) zur Fernverbindung, die ausgelegt
sind, zu dem Server (20) für virtuelle Endgeräte
Authentifizierungsinformationen, die es dem
Server (20) für virtuelle Endgeräte ermöglichen,
das Mobilkommunikationsendgerät (10, 30) zu
authentifizieren, und Kennungsinformationen
des Mobilkommunikationsendgeräts (10, 30) zu
übertragen, wenn das Mobilkommunikations-
endgerät (10, 30) eine Anwendung durchführt,
die eine Kommunikationsfunktion enthält, die
nicht in dem Mobilkommunikationsendgerät
(10, 30) installiert ist;
Eingabeinformationsübertragungsmittel (104),
die ausgelegt sind, zu dem Server (20) für vir-
tuelle Endgeräte Bedieninformationen, die min-
destens eines aus Tastenbedieninformationen
und Informationen, die einen Ort in einem Bild-
schirm der Mobilkommunikationsendgeräte (10,
30) angeben, zu übertragen; und
Bildschirmanzeigemittel (105), die ausgelegt
sind, von dem Server (20) für virtuelle Endgeräte
verarbeitete Bildschirminformationen für ein
Modell des Mobilkommunikationsendgeräts
(10, 30) zu empfangen und die verarbeiteten
Bildschirminformationen im Zusammenhang

mit einem Zustandsübergang, der angibt, zu
welchem Bildschirm der Zustandsübergang vor-
genommen wird, wenn eine spezielle Taste
durch einen Anwender des Mobilkommunikati-
onsendgeräts betätigt wird, anzuzeigen;
wobei das Mobilkommunikationsendgerät (10,
30) ausgelegt ist, mit einem weiteren Mobilkom-
munikationsendgerät (10, 30) der mehreren Mo-
bilkommunikationsendgeräte (10, 30), in dem
die Anwendung, die die Kommunikationsfunkti-
on enthält, installiert ist, durch Verwenden der
Anwendung, die die Kommunikationsfunktion
enthält, die nicht in den mehreren Mobilkommu-
nikationsendgeräten (10, 30) enthalten ist, zu
kommunizieren.

6. Server (20) für virtuelle Endgeräte nach Anspruch
1, wobei die Anwendung, die die Kommunikations-
funktion enthält, ein Sprachkommunikationsdienst
ist, der einen Audio-Telefondienst oder einen TV-
Telefondienst enthält.

7. Kommunikationssteuerverfahren zum Steuern der
Kommunikation eines Systems, das einen Server
(20) für virtuelle Endgeräte umfasst, der mit mehre-
ren Mobilkommunikationsendgeräten (10, 30) ver-
bunden werden kann, über ein Kommunikationsnetz
(60), wobei das Kommunikationssteuerverfahren
umfasst:

Erfassen von Kennungsinformationen über min-
destens eines der mehreren Mobilkommunika-
tionsendgeräte (10, 30) und einen Anwender
des einen der mehreren Mobilkommunikations-
endgeräte (10, 30) von dem einen der mehreren
Mobilkommunikationsendgeräte (10, 30);
Erfassen von Authentifizierungsinformationen
von dem einen der mehreren Mobilkommunika-
tionsendgeräte (10, 30);
Erfassen von Aktivierungsinformationen über
eine Aktivierungsanforderung zum Aktivieren
einer Anwendung, die eine Kommunikations-
funktion enthält, von dem einen der mehreren
Mobilkommunikationsendgeräte (10, 30); und
Empfangen der Kennungsinformationen des ei-
nen der mehreren Mobilkommunikationsendge-
räte (10, 30) in dem Schritt zum Erfassen der
Kennungsinformationen, Unterscheiden eines
Modells des einen der mehreren Mobilkommu-
nikationsendgeräte (10, 30), Erzeugen von In-
formationen über Bildschirmspezifikationen des
einen der mehreren Mobilkommunikationsend-
geräte und Erstellen eines Bildschirms, der den
Bildschirmspezifikationen entspricht;
dadurch gekennzeichnet, dass
Erfassen einer Verbindungsanforderung des
virtuellen Endgeräts von dem einen der mehre-
ren Mobilkommunikationsendgeräte (10, 30)
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und Kennungsinformationen über sowohl das
eine der mehreren Mobilkommunikationsend-
geräte (10, 30) als auch den Anwender des ei-
nen der mehreren Mobilkommunikationsendge-
räte (10, 30);
Authentifizieren, ob das eine der mehreren Mo-
bilkommunikationsendgeräte (10, 30) verbun-
den werden kann;
Durchführen einer Kommunikationsverbin-
dungssteuerung durch Installieren eines Anruf-
Client oder eines Anrufsteuerungs-Client im
Auftrag des einen der mehreren Mobilkommu-
nikationsendgeräte (10, 30), um die Anwendung
auszuführen, die die Kommunikationsfunktion
enthält, die den Aktivierungsinformationen ent-
spricht, die in dem Schritt zum Erfassen der Ak-
tivierungsinformationen erfasst sind, so dass
das eine der mehreren Mobilkommunikations-
endgeräte (10, 30) imstande ist, mit einem wei-
teren der mehreren Mobilkommunikationsend-
geräte (10, 30) durch Verwenden der Anwen-
dung, die die Kommunikationsfunktion enthält,
die in dem einen der mehreren Mobilkommuni-
kationsendgeräte (10, 30) nicht installiert ist, zu
kommunizieren;
wobei die Anwendung nicht in dem einen der
mehreren Mobilkommunikationsendgeräte (10,
30) installiert ist,
wobei in dem Schritt zum Erfassen der Aktivie-
rungsinformationen über die Aktivierungsanfor-
derung, Managen eines Menübildschirms, der
auf dem Bildschirm des einen der mehreren Mo-
bilkommunikationsendgeräte (10, 30) im Zu-
sammenhang mit einem Zustandsübergang,
der angibt, zu welchem Bildschirm ein Zu-
standsübergang vorgenommen wird, wenn eine
bestimmte Taste durch den Anwender des ei-
nen der mehreren Mobilkommunikationsendge-
räte (10, 30) betätigt wird, angezeigt wird,
wobei, wenn über eine Fertigstellung einer Ver-
bindung mit dem einen der mehreren Mobilkom-
munikationsendgeräte (10, 30) informiert wird,
in dem Schritt zum Erfassen der Aktivierungs-
informationen über die Aktivierungsanforde-
rung, Extrahieren eines Anfangsmenübild-
schirms, Übertragen des extrahierten Anfangs-
menübildschirms zu Bildschirmerstellungsmit-
teln (209, 211) des Servers (20) für virtuelle End-
geräte, um den Bildschirm zu erstellen, der den
Bildschirmspezifikationen entspricht, und dann
Managen von Informationen, die den Menübild-
schirm angeben, zu dem das eine der mehreren
Mobilkommunikationsendgeräte (10, 30) aktuell
einen Übergang vornimmt, als einen Status des
einen der mehreren Mobilkommunikationsend-
geräte (10, 30), und
wobei, wenn die Bildschirmbedieninformatio-
nen, dass der Anwender des einen der mehre-

ren Mobilkommunikationsendgeräte (10, 30)
den Bildschirm bedient hat, in dem Schritt zum
Erfassen der Aktivierungsinformationen über
die Aktivierungsanforderung empfangen wird,
Überprüfen des Status des einen der mehreren
Mobilkommunikationsendgeräte (10, 30) und
Übertragen von Informationen über einen
nächsten Übergang zu den Bildschirmerstel-
lungsmitteln (209, 211) in einem Fall, wenn die
Bedieninformationen die Informationen enthal-
ten, die den Menübildschirm angeben, oder An-
weisen der Aktivierung der Anwendung in einem
Fall, wenn die Bildschirmbedieninformationen
eine Anweisung zum Durchführen der Kommu-
nikationsverbindungssteuerung enthalten.

Revendications

1. Serveur de terminal virtuel (20) pouvant être con-
necté à une pluralité de terminaux de communication
mobiles (10, 30) via un réseau de communication
(60), le serveur de terminal virtuel (20) comprenant:

des moyens d’acquisition d’informations d’iden-
tification (201) pour acquérir des informations
d’identification concernant au moins un d’une
pluralité de terminaux de communication mobi-
les (10, 30) et d’un utilisateur dudit un de la plu-
ralité de terminaux de communication mobile
(10, 30) à partir dudit un de la pluralité de termi-
naux de communication mobiles (10, 30), et
pour acquérir des informations d’authentifica-
tion provenant dudit un de la pluralité de termi-
naux de communication mobile (10, 30);
des moyens d’acquisition de requêtes d’activa-
tion (212, 213) pour acquérir des informations
d’activation relatives à une requête d’activation
pour activer une application comprenant une
fonction de communication, à partir dudit un de
la pluralité de terminaux de communication mo-
bile (10, 30); et
des moyens constituant un écran (209, 211)
pour recevoir lesdites informations d’identifica-
tion dudit un de la pluralité de terminaux de com-
munication mobile (10, 30), générer des infor-
mations sur des spécifications d’écran dudit un
de la pluralité de terminaux de communication
mobile (10, 30), et constituer un écran corres-
pondant aux spécifications d’écran;
caractérisé en ce que
les moyens d’acquisition d’informations d’iden-
tification (201) sont aptes à acquérir une requête
de connexion de terminal virtuel provenant dudit
un de la pluralité de terminaux de communica-
tion mobile (10, 30) et des informations d’iden-
tification relatives audit un de la pluralité de ter-
minaux de communication mobile (10, 30) ainsi
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qu’à l’utilisateur dudit un de la pluralité de termi-
naux de communication mobile (10, 30), et sont
aptes à authentifier si ledit un de la pluralité de
terminaux de communication mobile (10, 30)
peut être connecté;
l’application n’est pas installée dans ledit un de
la pluralité de terminaux de communication mo-
bile (10, 30), et en ce que
le serveur (20) comprend en outre:

des moyens de contrôle de communication
(205, 206) pour réaliser un contrôle de con-
nexion de communication en installant soit
un module d’appel client, soit un module de
contrôle d’appel client dans les moyens de
contrôle de communication (205, 206) au
nom dudit un de la pluralité de terminaux de
communication mobile (10, 30) afin d’exé-
cuter l’application comprenant la fonction
de communication correspondant aux infor-
mations d’activation acquises par les
moyens d’acquisition de requêtes d’activa-
tion (212, 213), de façon que ledit un de la
pluralité de communication mobile (10, 30)
soit apte à communiquer avec un autre de
la pluralité de terminaux de communication
mobile (10, 30) en utilisant l’application
comprenant la fonction de communication
qui n’est pas installée dans ledit un de la
pluralité de terminaux de communication
mobile (10, 30); et
dans lequel les moyens d’acquisition de re-
quêtes d’activation (212, 213) sont aptes à
gérer un écran de menu affiché sur l’écran
dudit un de la pluralité de terminaux de com-
munication mobile (10, 30) en association
avec une transition d’état indiquant à quel
écran la transition d’état est réalisée quand
un certain bouton est activé par l’utilisateur
dudit un de la pluralité de terminaux de com-
munication mobile (10, 30),
dans lequel les moyens d’acquisition de re-
quêtes d’activation (212, 213) sont informés
de la réalisation d’une connexion avec ledit
un de la pluralité de terminaux de commu-
nication mobile (10, 30) à partir des moyens
d’acquisition d’informations d’identification
(201), les moyens d’acquisition de requêtes
d’activation (212, 213) sont aptes à extraire
un écran de menu initial, pour transférer
l’écran de menu initial extrait vers des
moyens de constitution d’écran (209, 211),
et ensuite gérer des informations indiquant
l’écran de menu auquel ledit un de la plura-
lité de terminaux de communication mobile
(10, 30) est en train de réaliser une transi-
tion, en tant que statut dudit un de la pluralité
de terminaux de communication mobile (10,

30), et
dans lequel lorsque les moyens d’acquisi-
tion de requêtes d’activation (212, 213) re-
çoivent des informations d’exploitation
d’écran que l’utilisateur dudit un de la plu-
ralité de terminaux de communication mo-
bile (10, 30) a activé l’écran, les moyens
d’acquisition de requêtes d’activation (212,
213) sont aptes à vérifier le statut dudit un
de la pluralité de terminaux de communica-
tion mobile (10, 30) et à transférer des in-
formations relatives à une prochaine tran-
sition au moyen de constitution d’écran
(209, 211) dans le cas où les informations
d’exploitation d’écran comprennent des in-
formations indiquant l’écran de menu, ou à
instruire les moyens de contrôle de commu-
nication (205, 206) d’activer l’application
dans un cas ou les informations d’exploita-
tion d’écran comprennent une instruction
pour activer les moyens de contrôle de com-
munication (205, 206).

2. Serveur de terminal virtuel (20) selon la revendica-
tion 1, comprenant en outre des moyens de traite-
ment d’exploitation (203, 204, 213) pour analyser
lors de la réception d’informations d’exploitation
d’écran dudit un de la pluralité de terminaux de com-
munication mobiles (10, 30) pendant l’exécution de
l’application comprenant la fonction de communica-
tion, les informations d’exploitation d’écran reçues
conformément à l’application comprenant la fonction
de communication étant réalisée, et exécuter un pro-
cédé conformément au résultat de l’analyse.

3. Serveur de terminal virtuel (20) selon la revendica-
tion 1 ou 2, dans lequel les moyens d’acquisition de
requêtes d’activation (212, 213) sont aptes à trans-
mettre audit un de la pluralité de terminaux de com-
munication mobile (10, 30) qui a émis la requête d’ac-
tivation, des informations concernant l’application
comprenant la fonction de communication qui peut
être fournie conformément à la requête d’activation
provenant dudit un de la pluralité de terminaux de
communication mobile (10, 30), et
dans lequel les moyens d’acquisition de requêtes
d’activation (212, 213) sont également aptes à ac-
quérir des informations de sélection provenant dudit
un de la pluralité de terminaux de communication
mobile (10, 30) afin d’acquérir ainsi des informations
d’activation relatives à l’application comprenant la
fonction de communication de laquelle la requête
d’activation a été émise.

4. Serveur de terminal virtuel (20) selon la revendica-
tion 1, dans lequel le serveur de terminal virtuel (20)
est apte à recevoir la requête de connexion du ter-
minal virtuel et la requête d’activation de l’application
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d’un autre de la pluralité de terminaux de communi-
cation mobile (10, 30) afin de communiquer avec
ledit un de la pluralité de terminaux de communica-
tion (10, 30).

5. Terminal de communication mobile (10, 30) pouvant
être connecté au serveur de terminal virtuel (20) se-
lon la revendication 1, le terminal de communication
mobile (10, 30) comprenant:

des moyens de connexion à distance (101) ap-
tes à transmettre au serveur de terminal virtuel
(20) des informations d’authentification qui per-
mettent au serveur de terminal virtuel (20)
d’authentifier le terminal de communication mo-
bile (10, 30) et des informations d’identification
du terminal de communication mobile (10, 30),
quand le terminal de communication mobile (10,
30) exécute une application comprenant une
fonction de communication qui n’est pas instal-
lée dans le terminal de communication mobile
(10, 30);
des moyens de transmission d’informations
d’entrée (104) aptes à transmettre au serveur
de terminal virtuel (20) des informations d’ex-
ploitation comprenant au moins soit une infor-
mation d’exploitation de bouton, soit des infor-
mations représentatives d’un emplacement sur
un écran des terminaux de communication mo-
bile (10, 30); et
des moyens d’affichage d’écran (105) aptes à
recevoir à partir du serveur de terminal virtuel
(20) des informations d’écran traitées pour un
modèle de terminal de communication mobile
(10, 30) et à afficher les informations d’écran
traitées,
en association avec une transition d’état indi-
quant vers quel écran la transition d’état est réa-
lisée quand un certain bouton est activé par un
utilisateur du terminal de communication mobile
(10, 30);
dans lequel le terminal de communication mo-
bile (10, 30) est apte à communiquer avec un
autre terminal de communication mobile (10, 30)
de la pluralité de terminaux de communication
mobile (10, 30), dans lequel l’application com-
prenant la fonction de communication est instal-
lée, en utilisant l’application comprenant la fonc-
tion de communication qui n’est pas installée
dans la pluralité de terminaux de communication
mobile (10, 30).

6. Serveur de terminal virtuel (20) selon la revendica-
tion 1, dans lequel l’application comprenant la fonc-
tion de communication est un service de communi-
cation vocal comprenant un service de téléphone
audio ou un service de téléphone télévisuel.

7. Procédé de contrôle de communication pour contrô-
ler la communication d’un système comprenant un
serveur de terminal virtuel (20) pouvant être connec-
té à une pluralité de terminaux de communication
mobile (10, 30) via un réseau de communication
(60), le procédé de commande de communication
comprenant les étapes de:

acquérir des informations d’identification relati-
ves à au moins un de la pluralité des terminaux
de communication mobile (10, 30) et à un utili-
sateur dudit un de la pluralité des terminaux de
communication mobile (10, 30) à partir dudit un
de la pluralité de terminaux de communication
mobile (10, 30);
acquérir des informations d’authentification à
partir dudit un de la pluralité de terminaux de
communication mobile (10, 30);
acquérir des informations d’activation relatives
à une requête d’activation pour activer une ap-
plication comprenant une fonction de communi-
cation à partir dudit un de la pluralité de termi-
naux de communication mobile (10, 30); et
recevoir des informations d’identification dudit
un de la pluralité de terminaux de communica-
tion mobile (10, 30) dans l’étape d’acquisition
d’informations d’identification, discriminer un
modèle dudit un de la pluralité de terminaux de
communication mobile (10, 30), générer des in-
formations sur des spécifications d’écran dudit
un de la pluralité de terminaux de communica-
tion mobile et constituer un écran correspondant
aux spécifications d’écran;
caractérisé en ce qu’il comprend en outre les
étapes de:

acquérir une requête de connexion de ter-
minal virtuel à partir dudit un de la pluralité
de terminaux de communication mobile (10,
30) et des informations d’identification rela-
tives audit un de la pluralité de terminaux
de communication mobile (10, 30) ainsi qu’à
l’utilisateur dudit un de la pluralité de termi-
naux de communication mobile (10, 30);
authentifier si ledit un de la pluralité de ter-
minaux de communication mobile (10, 30)
peut être connecté;
exécuter un contrôle de connexion de com-
munication en installant soit un module
d’appel client, soit un module de contrôle
d’appel client dudit un de la pluralité de ter-
minaux de communication mobile (10, 30)
pour exécuter l’application comprenant la
fonction de communication correspondant
aux informations d’activation acquises du-
rant l’étape d’acquisition d’informations
d’activation de manière que ledit un de la
pluralité de terminaux de communication
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mobile (10, 30) soit capable de communi-
quer avec un autre de la pluralité de termi-
naux de communication mobile (10, 30) en
utilisant l’application comprenant la fonction
de communication qui n’est pas installée
dans ledit un de la pluralité de terminaux de
communication mobile (10, 30);
dans lequel l’application n’est pas installée
dans ledit un de la pluralité de terminaux de
communication mobile (10, 30),
dans lequel, durant l’étape d’acquisition
d’informations d’activation sur la requête
d’activation, est géré un écran de menu af-
fiché sur l’écran dudit un de la pluralité de
terminaux de communication mobile (10,
30) en association avec une transition d’état
indiquant vers quel écran la transition d’état
est exécutée quand un bouton certain est
activé par l’utilisateur dudit un de la pluralité
de terminaux de communication mobile (10,
30),
dans lequel, lorsqu’une réalisation d’une
connexion avec ledit un de la pluralité de
terminaux de communication mobile (10,
30) est informée durant l’étape d’acquisition
d’informations d’activation relative à la re-
quête d’activation, un écran de menu initial
est extrait, l’écran de menu initial extrait est
transféré aux moyens de constitution
d’écran (209, 211) du serveur de terminal
virtuel (20) pour constituer l’écran corres-
pondant aux spécifications d’écran et en-
suite des informations sont gérées pour in-
diquer l’écran de menu audit un de la plu-
ralité de terminaux de communication mo-
bile (10, 30) qui est en train d’exécuter une
transition en tant que statut dudit un de la
pluralité de terminaux de communication
mobile (10, 30), et
dans lequel lorsque les informations d’ex-
ploitation d’écran que l’utilisateur dudit un
de la pluralité de terminaux de communica-
tion mobile (10, 30) a exploité l’écran sont
reçues durant l’étape d’acquisition des in-
formations d’activation relatives à la requê-
te d’activation, le statut dudit un de la plu-
ralité de terminaux de communication mo-
bile (10, 30) est vérifié, et les informations
relatives à une prochaine transition sont
transférées aux moyens de constitution
d’écran (209, 211) dans le cas où les infor-
mations d’exploitation comprennent des in-
formations indiquant l’écran de menu ou
l’instruction d’activation de l’application
dans le cas où les informations d’exploita-
tion d’écran comprennent une instruction
d’exécution du contrôle de connexion de
communication.
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