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Circuit  arrangements. 

©  A  circuit  arrangement  for  applying  a  current 
pulse  to  a  load  9,  such  as  a  magnetron  or  klystron, 
includes  a  main  switch  14  and  an  auxiliary  switch  15. 
Prior  to  transmission  of  the  pulse,  charging  current  is 
applied  via  an  inductor  10  to  a  pulse  forming  net- 
work  12.  Once  charging  is  complete,  the  main  switch 
14  is  triggered  and  the  pulse  is  applied  to  the  load  9 
via  a  pulse  transformer  1  3.  After  transmission  of  the 
pulse,  energy  is  transferred  from  the  core  of  the 
transformer  13  to  the  pulse  forming  network  12. 
When  maximum  energy  transfer  has  almost  oc- 
curred,  the  auxiliary  switch  15  is  triggered,  causing 

*^an  inverse  voltage  to  be  applied  across  the  main 
rf  switch  14.  This  ensures  that  the  main  switch  14  can 

undergo  recovery,  even  under  adverse  operating 
conditions. CO 
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CIRCUIT  ARRANGEMENTS 

thyratron  2  which  permits  recovery  to  occur. 
Whilst  the  circuit  arrangement  illustrated  in  Fig- 

ure  1  performs  satisfactorily  under  some  operating 
conditions,  if  the  ratio  of  the  pulse  duration  to 

5  charging  time  is  too  great,  typically  1%,  it  may  be 
difficult  to  ensure  recovery  of  the  thyratron  2  after 
transmission  of  the  pulse.  The  incoming  charging 
current  from  the  charging  inductor  3  may  almost 
balance  the  magnetising  current  through  the  in- 

w  verse  diode  and  resistor  8,  resulting  in  any  inverse 
voltage  being  of  too  small  a  magnitude  and  there- 

.  fore  applied  for  too  short  a  time  for  complete 
recovery  to  occur.  This  problem  may  be  exacer- 
bated  during  start-up  and  where  the  load  has  non- 

75  linear  characteristics,  such  as,  for  example,  a  mag- 
netron  or  a  klystron,  where  it  will  often  be  neces- 

•  sary  for  the  thyratron  to  be  able  to  recover  with  an 
effective  open  circuit  load. 

The  present  invention  seeks  to  provide  an  im- 
20  proved  circuit  arrangement  which  is  particularly  ad- 

vantageous  for  applications  in  which  the  charging 
time  is  relatively  short  compared  to  the  pulse  dura- 
tion. 

According  to  the  invention  there  is  provided  a 
25  circuit  arrangement  comprising  a  main  switch  hav- 

ing  unidirectional  conducting  characteristics  ar- 
ranged  to  switch  a  current  pulse  through  a  load 
from  charge  storage  means  and  an  auxiliary  switch 
arranged  to  switch  across  the  main  switch  an  in- 

30  verse  voltage  produced  across  the  charge  storage 
mean's  after  transmission  of  the  pulse  through  the 
load.  The  invention  is  applicable  to  circuits  which 
include  main  switches  such  as  thyratrons  and 
thyristors  in  which  an  inverse  voltage  must  be 

35  applied  across  them  to  enable  them  to  be  turned 
off.  By  employing  the  invention,  it  is  possible  to 
achieve  commutation  of  the  main  switch  without 
having  to  employ  charge  storage  means  additional 
to  that  from  which  the  current  pulse  is  derived. 

40  Recovery  of  the  main  switch  may  be  achieved, 
even  where  operating  conditions  are  not  conducive 
to  this,  for  example,  the  switch  may  be  turned  off 
even  in  cases  where  the  charging  time  prior  to 
transmission  of  the  pulse  is  less  than  a  hundred 

45  times  greater  than  the  duration  of  the  pulse.  The 
auxiliary  switch  may  be  arranged  such  that  it  need 
only  carry  a  fraction  of  the  average  modulator 
current,  and  its  cathode  heater  and  triggering  sup- 
plies  may  be  at  earth  potential. 

so  The  invention  may  advantageously  be  em- 
ployed  where  the  load  has  non-linar  characteristics 
and/or  is  unidirectionally  conducting,  such  as  for 
example,  a  magnetron  or  klystron. 

Advantageously,  an  inductor  is  included,  being 
connected  in  parallel  with  the  load  and  arranged  to 

This  invention  relates  to  circuit  arrangements 
and  more  particularly,  but  not  exclusively,  to 
modulators  employing  thyratron-like  switches  to 
drive  unidirectionally  conducting  loads  via  a  pulse 
transformer  and  pulse  forming  network. 

Figure  1  illustrates  a  known  modulator  for  ap- 
plying  a  current  pulse  through  a  unidirectionally 
conducting  load  1  and  includes  a  thyratron  2  for 
switching  the  pulse.  Initially,  the  thyratron  2  is  in  a 
non-conducting  state  and  charging  current  is  ap- 
plied  via  an  inductor  3  and  diode  4  to  build  up 
voltage  across  a  pulse  forming  network  (PFN),  in- 
dicated  generally  at  5.  At  some  time  after  charging 
is  complete,  the  thyratron  2  is  triggered  to  cause  a 
current  pulse  to  be  applied  to  the  load  1  via  a 
pulse  transformer  6.  After  transmission  of  the 
pulse,  the  thyratron  2  remains  in  its  conducting 
state.  In  order  for  the  thyratron  to  be  turned  off,  its 
anode  electrode  must  be  made  to  be  not  more 
positive  than  its  cathode  and,  in  practice  the  anode 
must  be  made  more  negative  than  the  cathode.  If 
such  an  inverse  voltage  is  not  maintained  for  a 
sufficiently  long  period  across  the  thyratron  2,  for- 
ward  recovery  does  not  occur  and  the  thyratron  2 
will  continue  to  conduct,  diverting  the  charging 
current  and  thus  preventing  recharging  of  the  PFN 
5. 

If  the  load  circuit  contains  a  shunt  inductive 
element,  as  may  be  provided  by  the  core  of  a 
pulse-  transformer,  particularly  when  an  air-gap  is 
employed  in  the  latter,  the  effect  is  to  maintain 
forward  current  in  thyratron  2  for  a  period  of  time 
following  the  useful  part  of  the  pulse,  irrespective 
of  the  residual  voltage  across  the  PFN  5.  This 
continuing  current  tends  to  charge  the  PFN  5  in  the 
direction  of  reversed  polarity  (in  comparison  with 
the  polarity  of  charge  brought  about  by  the  action 
of  the  recharging  circuit  consisting  of  the  inductor  3 
and  the  diode  4),  and  if  the  recharging  current 
remains  sufficiently  small  during  the  recovery  pe- 
riod  of  thyratron  2,  will  result  in  a  net  reverse 
voltage  on  the  PFN  at  the  time  when  the  current  in 
this  direction  falls  to  zero,  irrespective  of  the  mag- 
nitude  and  polarity  of  the  residual  voltage  which 
was  present  on  the  PFN  at  the  end  of  the  useful 
part  of  the  pulse.  At  this  time,  the  energy  which 
has  been  stored  in  the  shunt  inductor  as  a  result  of 
the  load  voltage  developed  across  it,  has  all  been 
returned  to  the  circuit.  Magnetising  current  then 
builds  up  in  the  inductor  in  the  reverse  direction  as 
energy  flows  back  into  the  transformer  core  from 
the  PFN  5.  This  reverse  magnetising  current,  mi- 
nus  the  incoming  current  from  the  charging  induc- 
tor  3,  flows  through  an  inverse  diode  and  resistor  8, 
and  an  inverse  voltage  is  developed  across  the 
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the  pulse  transformer  13.  After  the  main  thyratron 
14  has  been  triggered  to  cause  a  pulse  to  be 
transmitted  through  the  magnetron  9,  energy  is 
exchanged  from  the  core  of  transformer  13  to  the 

5  pulse  forming  network  12.  When  this  transfer  is 
approaching  completion,  such  that  a  near  maxi- 
mum  inverse  voltage  is  present  across  the  pulse 
forming  network  12,  the  auxiliary  thyratron  15  is 
triggered.  This  causes  the  terminal  of  the  pulse 

w  forming  network  12  to  which  the  thyratron  15  is 
connected,  to  be  brought  to  earth  potential  and  an 
inverse  voltage  is  immediately  applied  across  the 
main  thyratron  14.  The  inverse  voltage  remains 
until  the  pulse  forming  network  voltage  rises  to 

75  equal  it  as  charging  current  is  applied  via  the 
inductor  10.  The  auxiliary  thyratron  15  is  fired  a 
short  time  before  the  maximum  energy  transfer  is 
reached  in  order  to  maximise  the  time  available  for 
recovery  of  the  main  thyratron  1  4. 

20  With  reference  to  Figure  3,  another  circuit  aran- 
gement  in  accordance  with  the  invention  is  similar 
to  that  shown  in  Figure  2  but  includes  an  additional 
capacitor  16  arranged  in  series  with  the  auxiliary 
thyratron.  This  enables  the  auxiliary  thyratron  to  be 

25  switched  off  sooner  than  would  otherwise  be  the 
case,  thus  reducing  the  total  charge  passed  by  the 
auxiliary  thyratron  during  the  re-charging  period 
and  therefore  the  energy  loss  occuring  within  it.  A 
resistor  17  is  included  across  the  capacitor  16  to 

30  enable  it  to  be  discharged. 
In  another  embodiment  of  the  invention  (not 

shown),  the  auxiliary  switch  is  connected  into  the 
circuit  via  an  auxiliary  winding  of  the  transformer. 
This  is  particularly  advantageous  where  a  thyristor, 

35  for  example,  is  used  as  the  auxiliary  switch. 

produce  the  inverse  voltage  across  the  charge  stor- 
age  means.  By  including  an  inductor  of  suitable 
value  connected  in  shunt  with  the  said  load,  this 
serves  to  prolong  the  passage  of  current  through 
the  main  switch  after  forward  current  in  the  load 
has  ceased  so  that  energy  which  has  been  stored 
in  the  inductor  during  the  period  of  forward  voltage 
across  the  load  is  returned  to  the  said  storage 
means  by  charging  it  with  reversed  polarity. 

It  is  preferred  that  the  charge  storage  means  is 
a  pulse  forming  network  across  which,  after  trans- 
mission  of  the  pulse,  a  voltage  is  produced,  and 
that  the  voltage  comprises  the  inverse  voltage 
switched  by  the  auxiliary  switch.  One  terminal  of 
the  main  switch  may  be  connected  to  the  pulse 
forming  network  and  another  terminal  to  the  pulse 
forming  network  via  the  auxiliary  switch.  Thus, 
when  the  auxiliary  switch  is  triggered  into  conduc- 
tion,  the  voltage  developed  across  the  pulse-for- 
ming  network  may  be  immediately  applied  across 
the  main  switch  as  an  inverse  voltage.  It  may  be 
advantageous  to  ensure  that  the  auxiliary  switch  is 
triggered  before  the  inverse  voltage  developed 
across  the  pulse  forming  network  is  a  maximum,  as 
this  maximises  the  time  available  for  recovery.  For 
a  given  arrangement,  it  is  generally  the  case  that 
the  auxiliary  switch  may  be  triggered  after  a  fixed 
time  from  the  triggering  of  the  main  thyratron  and 
still  enable  acceptable  operation  to  be  achieved 
over  the  necessary  range  of  load  impedance. 

It  is  preferred  that  a  transformer  is  included, 
the  auxiliary  switch  being  connected  in  parallel  with 
its  primary  winding  and  the  load  in  parallel  with  its 
secondary  winding.  The  auxiliary  switch  must  be 
able  to  withstand  the  pulse  voltage  on  the  primary 
of  the  pulse  transformer  as  inverse  voltage  and 
may  be  protected  by  isolating  it  from  the  pulse 
transformer  primary  by  including  a  solid  state  di- 
ode  string  in  series  with  the  auxiliary  switch. 

Some  ways  in  which  the  invention  may  be 
performed  are  now  described  by  way  of  example 
with  reference  to  the  accompanying  drawings,  in 
which: 

Figure  2  illustrates  a  circuit  arrangement  in 
accordance  with  the  invention;  and 

Figure  3  schematically  illustrates  another  cir- 
cuit  arrangement  in  accordance  with  the  invention. 

With  reference  to  Figure  2,  a  circuit  arrange- 
ment  for  driving  a  unidirectional  conducting  load, 
which  in  this  case  is  a  magnetron  9,  includes  an 
inductor  10  to  which  charging  current  is  applied 
and  which  is  followed  by  a  diode  11.  The  circuit 
also  includes  a  PFN  12,  a  pulse  transformer  13  and 
a  thyratron  14  similar  to  those  of  the  circuit  ar- 
rangement  of  Figure  1  . 

An  auxiliary  thyratron  15  is  also  included  and  is 
connected  in  inverse  across  the  primary  winding  of 

Claims 

40  1.  A  circuit  arrangement  comprising  a  main 
switch  (14)  having  unidirectional  conducting  char- 
acteristics  arranged  to  switch  a  current  pulse 
through  a  load  (9)  from  charge  storage  means  (12) 
and  an  auxiliary  switch  (15)  arranged  to  switch 

45  across  the  main  switch  (14)  an  inverse  voltage 
produced  across  the  charge  storage  means  (12) 
after  transmission  of  the  pulse  through  the  load  (9). 

2.  An  arrangement  as  claimed  in  claim  1  and 
including  an  inductor  (13),  connected  in  parallel 

so  with  the  load  (9)  arranged  to  produce  the  inverse 
voltage  across  the  charge  storage  means  (12). 

3.  An  arrangement  as  claimed  in  claim  1  or 
claim  2  wherein  the  charge  storage  means  is  a 
pulse  forming  network  (12)  across  which,  after 

55  transmission  of  the  pulse,  a  voltage  is  produced, 
the  voltage  comprising  the  inverse  voltage 
switched  by  the  auxiliary  switch  (1  5). 
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4.  An  arrangement  as  claimed  in  claim  3, 
wherein  one  terminal  of  the  main  switch  (14)  is 
connected  to  the  pulse  forming  network  (12)  and 
another  terminal  to  the  pulse  forming  network  via 
the  auxiliary  switch  (15).  5 

5.  An  arrangement  as  claimed  in  any  preceding 
claim  and  including  means  for  triggering  the  auxil- 
iary  switch  (15)  before  the  voltage  developed 
across  the  charge  storage  means  reaches  a  maxi- 
mum  inverse  value.  w 

6.  An  arrangement  as  claimed  in  any  preceding 
claim  wherein  a  capacitor  (16)  is  included  in  series 
with  the  auxiliary  switch. 

7.  An  arrangement  as  claimed  in  any  preceding 
claim  and  including  a  transformer  (13)  the  auxiliary  75 
switch  (15)  being  connected  in  parallel  with  its 
primary  winding  and  the  load  (9)  in  parallel  with  its 
secondary  winding. 

8.  An  arrangement  as  claimed  in  any  of  claims 
1  to  6  and  including  a  transformer,  the  auxiliary  20 
switch  being  connect  across  an  auxiliary  winding  of 
the  transformer. 

9.  An  arrangement  as  claimed  in  any  preceding 
claim  wherein  the  main  switch  is  a  thyratron  (14). 

10.  An  arrangement  as  claimed  in  any  preced-  25 
ing  claim  wherein  the  auxiliary  switch  is  a  thyratron 
(15). 

1  1  .  An  arrangement  as  claimed  in  any  preced- 
ing  claim  wherein  the  load  (9)  is  unidirectionally 
conducting.  —  -  30 

•12.  An  arrangement  as  claimed  in  claim  11 
wherein  the  load  is  a  klystron. 

13.  An  arrangement  as  claimed  in  claim  11 
wherein  the  laod  is  a  magnetron. 

14.  An  arrangement  as  claimed  in  any  preced-  35 
ing  claim  wherein  the  charging  time  is  less  than 
one  hundred  times  greater  than  the  pulse  duration. 
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