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Description

FIELD OF THE INVENTION

[0001] The present invention relates generally to inva-
sive medical instruments, and specifically to apparatus
for manipulating and steering a catheter for diagnostic
and therapeutic purposes.

BACKGROUND OF THE INVENTION

[0002] Mechanisms for moving, guiding and/or steer-
ing invasive medical instruments, such as catheters, in
living tissue for therapeutic, diagnostic and surgical pur-
poses are well known in the art. Technologies have been
developed that enable locating and tracking medical de-
vices inserted within the body, including determining the
orientation of a point on the device, such as the tip of a
catheter. Locating a surgical object within living tissue
can be accomplished in a variety of ways, including using
various forms of electromagnetic or ultrasound energy.
Numerous catheter steering and deflection mechanisms
are known in the art.
[0003] US Patent 6,083,170 describes a flexible, elon-
gate probe having a distal end for insertion through phys-
iological tissue, typically through a lumen in the tissue.
The probe includes a sensor, which generates signals
indicative of a characteristic of the tissue in a vicinity of
the probe, and an alignment mechanism, which deflects
the distal end of the probe in response to the signals.
The signals may be indicative of obstructions or of the
direction of a clear channel in the lumen.
[0004] US Patent 5,492,131 describes a catheter guid-
ed by directional control inside a bodily passage by a
servo-type system which includes a sensor to transmit
position, orientation or velocity information to a micro-
processor which is typically programmed with an error
detection algorithm, and a motion control system. The
motion control system generates a signal representative
of the change in position, orientation or velocity needed
to guide the catheter along a prescribed course of travel
or in general to continuously adjust its position relative
to a target. This signal is transmitted to a directional steer-
ing system, a forward drive system, or both, to effect the
change. The result is described as a closed-loop servo
system capable of automated, preprogrammed advance-
ment and/or positioning of the distal catheter tip through
branched and convoluted passages to a site where ther-
apeutic action is needed or from which diagnostic infor-
mation is sought.
[0005] US Patent 5,779,623 describes a remote-con-
trolled device for selectively positioning a medical instru-
ment within a predetermined region of space. The device
includes a clamp having two pivotally mounted sections
enabling the clamp to be placed in either an opened po-
sition or a closed position. Each section has a drive wheel
including an arc-shaped groove which accommodates
the medical instrument when the clamp is placed in the

closed position. Each of the wheels has a coupling gear
positioned and configured to pivot apart when the clamp
is placed in the open position with portions of teeth of the
gears remaining engaged with each other. One of the
drive wheels is directly driven by a motor housed in one
of the sections of the clamp.
[0006] US Patent 6,436,107 describes a surgical sys-
tem that includes a remotely-controlled surgical instru-
ment coupled to a tool driver that can spin and actuate
the instrument. The instrument includes an actuator rod
that is coupled to an end-effector and detachably con-
nected to a push rod. The push rod can move relative to
the handle to actuate the end-effector. The handle can
be secured to the tool driver by inserting pins into corre-
sponding slots that are located on both the instrument
and the tool driver.
[0007] US Patent 5,754,741 describes a robotic sys-
tem that moves a surgical instrument in response to the
actuation of a foot pedal that can be operated by the foot
of a surgeon. The robotic system has an end-effector that
is adapted to hold a surgical instrument such as an en-
doscope. The end-effector is coupled to a robotic arm
assembly which can move the endoscope relative to the
patient. The system includes a computer which controls
the movement of the robotic arm in response to input
signals received from the foot pedal.
[0008] US Patents 5,649,956 and 6,461,372 describe
techniques for releasably holding a surgical instrument,
such as an endoscopic instrument configured for delivery
through a small percutaneous penetration in a patient.
The instrument comprises an elongate shaft with a pair
of mounting pins laterally extending from the shaft be-
tween its proximal and distal ends. An instrument holder
comprises a support having a central bore and an axially
extending slot for receiving the instrument shaft and the
mounting pins. A pair of locking slots are cut into the
support transversely to and in communication with the
axial slot so that the mounting pins can be rotated within
the locking slots. The instrument support further includes
a latch assembly for automatically locking the mounting
pins within the locking slots to releasably couple the in-
strument to the instrument holder. With this twist-lock mo-
tion, the surgeon is described as being able to rapidly
engage and disengage various instruments from the
holder during a surgical procedure, such as open sur-
gery, laparoscopy or thoracoscopy.
[0009] WO 99/45994 describes a remote control cath-
eterization system including a propelling device, which
controllably inserts a flexible, elongate probe into the
body of a patient. A control console, in communication
with the propelling device, includes user controls which
are operated by a user of the system remote from the
patient to control insertion of the probe into the body by
the propelling device.
[0010] US Patent Application Publication
2002/0143326 describes techniques for assisting a sur-
geon in ablating conduction paths in tissue, such as heart
tissue. A device can be configured to operate as a tem-
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plate that adheres to the tissue surface, and allows the
surgeon to more easily sever the conduction path to form
a lesion in a desired location. In particular, the template
can be used to guide the surgeon’s use of a surgical
instrument along a desired ablation path. In some cases,
the template may incorporate hardware that structurally
supports the instrument for travel along the ablation path.
[0011] US Patent RE34,502 describes a catheter com-
prising a symmetrical cylindrical control handle, an elon-
gate tubular catheter body, and a flexible catheter tip hav-
ing a lumen offset from the axis of the catheter tip. The
control handle comprises a housing having a piston
chamber at its distal end. A piston is mounted in the piston
chamber and is afforded lengthwise movement. The
proximal end of the catheter body is fixedly attached to
the distal end of the piston. A puller wire is attached to
the housing and extends through the piston, through and
coaxial with the catheter body and into the offset lumen
of the catheter tip where it is attached to the wall of the
catheter tip. Lengthwise movement of the piston relative
to the housing results in deflection of the catheter tip.
[0012] US Patent 6,210,407 describes a bi-directional
catheter comprising an elongated body, a tip section and
a control handle. The body has at least one lumen ex-
tending therethrough. The tip section is mounted at the
distal end of the catheter body and has at least two dia-
metrically-opposed off-axis lumens, the first smaller than
the second. The control handle comprises at least two
members longitudinally movable between first and sec-
ond positions. The catheter further comprises first and
second puller wires. The proximal end of each puller wire
is connected to an associated movable member of the
control handle. Each puller wire extends from the control
handle through a lumen of the catheter body. The first
puller wire extends into the first lumen in the tip section,
and the second puller wire extends into the second lumen
in the tip section. The distal end of each puller wire is
anchored to the tip section. Proximal movement of a mov-
able member relative to the catheter body results in prox-
imal movement of the puller wire associated with that
movable member relative to the catheter body, and thus
deflection of the tip section in the direction of the lumen
in which that puller wire extends.
[0013] US Patents 6,066,125 and 6,123,699 describe
omni-directional steerable catheters, and US Patents
6,183,463 and 6,198,974 describe bi-directional steera-
ble catheters.
[0014] US Patent 3,470,876 describes a steerable
catheter with a distal end that is guidable through 360
degrees by means of four guide lines extending along
the length of the catheter and differentially operated in
pairs.
[0015] US Patent 4,920,980 describes a catheter hav-
ing a wire member loosely positioned in a bore thereof.
The wire member is secured to the catheter at a position
adjacent the distal end, such position being radially
spaced from the axis of the catheter. The wire member
extends through the bore and out of the proximal end of

the catheter, so that the distal end of the catheter can be
bent by pulling the wire member.
[0016] US Patents 5,489,270, 5,897,529, 5,938,603,
5,964,757, 6,171,277, 6,210,362, 6,402,719 and
6,165,139 describe steerable catheters.
[0017] US Patent 4,930,494 describes an endoscope
that is bent using a shape memory alloy (SMA). The distal
end of an insertion section of the endoscope is divided
into a plurality of segments, each of which includes a pair
of SMA coils which are arranged symmetrically with re-
spect to an axis and memorize a close-winding shape.
As the SMA coils recovers their memorized shape, the
distal end of the insertion section is bent. The SMA coils
are restored to the memorized shape when they are con-
ductively heated by means of a current supply circuit.
The current supply circuit comprises an input unit for in-
putting a target value of the bend angle for a leading
segment, a sensor for detecting the distance of insertion
of the insertion section, a detector circuit for detecting
the bend angle of each segment, and means for control-
ling the amount of current supply so that the bend angle
of the SMA coils agrees with a target angle. The inputted
angle is set as the target angle for the leading segment,
and the detected bend angle of each segment is set as
the target angle for each succeeding segment. The set
value is renewed each time the insertion distance of the
insertion section attains a predetermined distance.
[0018] Kühl C et al., in "Virtual endoscopy: from simu-
lation to optimization of an active endoscope," ESAIM:
Proceedings 12:84-93 (November 2002) describe a pol-
yarticulated device actuated with SMA springs for endos-
copy.
[0019] Haga Y et al., in "Small diameter active catheter
using shape memory alloy coils," Trans. IEE of Japan
120-E (No.11):509-514 (2000) describe an active cath-
eter having many joints comprising SMA coil actuators.
[0020] Otsuka K et al., in "Science and technology of
shape-memory alloys: new developments," MRS Bulletin
27:91-100 (February 2002) present an overview of recent
progress in the field of SMAs, including a discussion of
fundamental SMA concepts, and examples of applica-
tions.
[0021] Bar-Cohen Y, in "Transition of EAP material
from novelty to practical applications - are we there yet?"
Proceedings of EAPAD, Paper No. 4329-02 (March
2001) presents a review of current efforts and challenges
in the field of electroactive polymers (EAPs), including
the use of EAPs for catheter steering elements.
[0022] Bar-Cohen Y et al., in "Electroactive polymers
(EAP) characterization methods," Proceedings of SPIE’s
7th Annual International Symposium on Smart Structures
and Materials, Paper No. 3987-04 (March 2000) describe
a new testing procedure for bending EAPs, in order to
quantify their electrical and mechanical properties.
[0023] Razavinejad A, in "Ionic polymer metal compos-
ites," ELE 482 BME Seminar (March 2002) presents an
overview of ionic electroactive polymers (ionic EAPs, al-
so known as ionic polymer metal composites (IPMCs)),
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which bend in response to an electrical activation as a
result of the mobility of cations in the polymer network.
[0024] WO 98/43530 describes an elongate probe
having a longitudinal axis and a distal tip, and including
at least one deflection mechanism, which includes an
elastic flexible member, having distal and proximal ends
and having a predetermined bending stiffness. The flex-
ible member is fixed within the probe generally parallel
to the longitudinal axis thereof. The probe further includes
a pull wire having a distal end coupled to the distal end
of the flexible member, and a proximal end that is ten-
sioned longitudinally to deflect the probe.
[0025] US Patent 6,246,898 describes a method for
carrying out a medical procedure using a 3-D tracking
and imaging system. A surgical instrument, such as a
catheter, probe, sensor, pacemaker lead, needle, or the
like is inserted into a living being, and the position of the
surgical instrument is tracked as it moves through a me-
dium in a bodily structure. The location of the surgical
instrument relative to its immediate surroundings is dis-
played to improve a physician’s ability to precisely posi-
tion the surgical instrument. The method is described as
being able to be integrated with robotic surgery.
[0026] US Patent 6,470,205 describes a medical in-
strument for insertion into an examination subject, having
an elongated instrument body formed by a number of
successively arranged rigid sections, with respective,
successive sections being connected to one another via
articulated joints which can be angled relative to one an-
other. The instrument is either fashioned in the nature of
a robot arm, or as an instrument to be manually guided.
[0027] WO 02/074178 describes a remotely controlla-
ble flexible instrument system for performing a medical
procedure on a subject. The instrument system compris-
es: an instrument shaft having proximal and distal ends,
the shaft being insertable into a subject so as to dispose
the distal end of the instrument shaft internally within a
subject; a shaft mount coupled to the instrument shaft at
the proximal end of the instrument shaft; and a drive unit
drivably coupled to the shaft mount. The instrument shaft
comprises an elongated shaft that supports a medical
procedure mechanism for performing the medical proce-
dure at an internal target site. The elongated shaft is con-
structed and arranged such that some length of the shaft
is inherently and sufficiently deformable so as to readily
flex and pass atraumatically through an anatomic pas-
sage of the subject. The instrument further includes a
remote user interface having a user input device con-
nected to an electrical controller which receives com-
mands from the user input device and transmits signals
to the drive unit in accordance with manipulations of the
user input device by a user. The electrical controller in-
cludes a command processing mechanism for controlling
bending of one or more deformable lengths of the elon-
gated shaft and movement of the medical procedure
mechanism in accordance with manipulations of the user
input device by the user.
[0028] US Patent 5,808,665 describes a teleoperator

system with telepresence. The system includes right and
left hand controllers for control of right and left manipu-
lators through use of a servomechanism that includes a
computer. The teleoperator system comprises an endo-
scopic surgical instrument suited for endoscopic surgery.
The surgical instrument comprises a control servomech-
anism which operates an insertion section. The insertion
section comprises a forearm, a wrist and an end-effector.
The end-effector is a modified surgical instrument such
as retractors, electrosurgical cutters, electrosurgical co-
agulators, forceps, needle holders, scissors, blades and
irrigators.
[0029] US Patent 5,339,799 describes a medical sys-
tem comprising a medical apparatus including an oper-
ation unit manipulated by a surgeon and a treatment sec-
tion formed away from the operation unit for treating a
subject, a detector or a pressure sensor for detecting a
state of contact between the subject and the treatment
section, and a reproduction mechanism for amplifying a
small contact pressure according to the output of the de-
tector and thus reproducing the state of contact so that
the surgeon can perceive the state of contact.
[0030] US Patent Application Publication
2002/0128636 describes techniques for positioning a
medical instrument at a desired biological target tissue
site. The system includes an elongated sheath having a
deflectable distal end configured to deflect or otherwise
position at least a portion of a medical instrument during
a surgical procedure, allowing for the placement of the
deflected portion adjacent or proximate to a predeter-
mined target tissue surface. The positioning system may
be incorporated into the medical instrument. The medical
instrument may be an ablation system. The medical in-
strument may be controlled by a robot during a robotic
minimally invasive surgical procedure. The robot can tel-
escopically translate or rotate the medical instrument in
order to position the ablation sheath and the ablation el-
ement correctly to produce the ablation of tissue.
[0031] US Patent 5,078,140 describes a method for
computer-controlled stereotactic surgery. The method
utilizes an imaging device, a robotic arm, and a means
for controlling the robotic arm. The imaging device pro-
vides information regarding the structure of the bodily
location to be operated on. The robotic arm is utilized to
precisely orient the surgical tools or other implements
used in conducting the surgery or related procedure. The
control means, such as a computer, utilizes information
received from the imaging device, alone or together with
other information, to control the robotic arm.
[0032] US Patent 6,490,467 describes a system for
use during a medical or surgical procedure on a body.
The system generates an image representing the posi-
tion of one or more body elements during the procedure
using scans generated by a scanner prior to or during
the procedure. The image data set has reference points
for each of the body elements, the reference points of a
particular body element having a fixed spatial relation to
the particular body element. The system includes an ap-
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paratus for identifying, during the procedure, the relative
position of each of the reference points of each of the
body elements to be displayed.
[0033] US Patent Application Publication
2002/0087151 describes techniques for ablating a se-
lected portion of a contact surface of biological tissue.
The system includes an elongated ablation sheath hav-
ing a preformed shape adapted to substantially conform
a predetermined surface thereof with the contact surface
of the tissue. The ablation sheath defines an ablation
lumen sized to slidably receive an elongated ablative de-
vice longitudinally therethrough. The ablative device in-
cludes a flexible ablation element selectively generating
an ablative field sufficiently strong to cause tissue abla-
tion. Advancement of the ablation element slidably
through the ablation lumen of the ablation sheath selec-
tively places the ablation element along the ablation path
for guided ablation on the contact surface when the pre-
determined surface is in suitable contact therewith. The
ablation sheath or ablation element can be controlled by
a robot during a robotic minimally-invasive surgical pro-
cedure. The robot can telescopically translate or rotate
the ablation sheath or ablation element in order to posi-
tion the ablation sheath and the ablation element correct-
ly to produce the ablation of tissue.
[0034] US Patent 6,400,980 describes a computerized
imaging system that is employed to sense the position
of an endoscopic treatment system within the body of a
patient. In a preferred embodiment, the system provides
real-time computer control to maintain and adjust the po-
sition of the treatment system and/or the position of the
patient relative to the treatment system; and also option-
ally provides real-time computer control of the operation
of the treatment system itself. Other embodiments in-
clude a steerable catheter system having a rotatable
abrasive member actuated by an external magnetic field.
[0035] US Patent 5,681,260 describes guiding appa-
ratus for guiding an insertable body within an inspected
object. The guiding apparatus comprises a guided part
and a guiding device provided outside the inspected ob-
ject, adapted to magnetically guide the guided part. The
guiding device includes a driving device for moving the
guiding part at least two-dimensionally.
[0036] US Patents 6,507,751, 6,014,580, 6,212,419
and 6,157,853 describe methods, including interactive
displays, of modifying magnetic fields to move or guide
surgically implanted objects which comprise magnetic
material.
[0037] US Patent 6,475,223 describes a method for
moving an implant in the body by applying mechanical
pushing forces and magnetically steering the implant on
a predetermined path by means of making changes in
an externally applied magnetic system.
[0038] US Patent 5,125,888 describes a method of ob-
serving the location and movement of a magnetic object
within the body, employing magnetic systems.
[0039] US Patents 4,173,228, 5,558,091, 5,729,129,
5,752,513 and 5,833,608 describe methods and appa-

ratus for magnetic determination of position and orienta-
tion.
[0040] US Patents 5,546,951 and 6,066,094 and
EP-A-0 776 176 describe methods for sensing an elec-
trical property of heart tissue, for example, local activation
time, as a function of the precise location within the heart.
The data are acquired with a catheter that has electrical
and location sensors in its distal tip, and which is ad-
vanced into the heart. Techniques for sensing cardiac
electrical activity are also described in US Patents
5,471,982, 5,391,199, 6,066,094 and 6,052,618 and in
WO 94/06349 and WO 97/24981.
[0041] Methods of creating a map of the electrical ac-
tivity of the heart based on these data are disclosed in
US Patents 6,226,542 and 6,301,496. As indicated in
these patents, location and electrical activity is typically
initially measured on about 10 to about 20 points on the
interior surface of the heart. These data points are then
generally sufficient to generate a preliminary reconstruc-
tion or map of the cardiac surface to a satisfactory quality.
The preliminary map is often combined with data taken
at additional points in order to generate a more compre-
hensive map of the heart’s electrical activity. In clinical
settings, it is not uncommon to accumulate data at 100
or more sites to generate a detailed, comprehensive map
of heart chamber electrical activity. The generated de-
tailed map may then serve as the basis for deciding on
a therapeutic course of action, for example, tissue abla-
tion, which alters the propagation of the heart’s electrical
activity and restores normal heart rhythm. Methods for
constructing a cardiac map of the heart are also disclosed
in US Patents 5,391,199, 6,285,898, 6,368,285 and
6,385,476.
[0042] EP-A-1 125 549 and corresponding US Patent
Application 09/506,766 describe techniques for rapidly
generating an electrical map of a chamber of the heart.
The catheter used for these techniques comprises a con-
tact electrode at the distal tip of the catheter and an array
of non-contact electrodes on the shaft of the catheter
near the distal end. The catheter also comprises at least
one position sensor. Information from the non-contact
electrodes and contact electrode is used for generating
a geometric and electrical map of the cardiac chamber.
[0043] US5492131 which in considered to represent
the closest prior art, discloses a catheter which is guided
inside a bodily passage by a servo-type system.

SUMMARY OF THE INVENTION

[0044] The invention is defined in appended claim 1.
Preferred embodiments are disclosed in the dependent
claims.
[0045] In embodiments of the present invention, a ro-
botic guided catheter system comprises a catheter, a
control mechanism, and a console. The catheter typically
comprises at least one position sensor located in a vicinity
of a distal tip of the catheter. During a medical procedure,
the catheter is inserted into an area of interest of a sub-
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ject, such as a body cavity (e.g., a heart) or a physiological
lumen (e.g., a blood vessel or a digestive tract), and the
console generates a map of the area of interest. A user
of the system indicates a position at which the distal tip
is to be positioned, and the console drives the control
mechanism to position the distal tip at the desired posi-
tion.
[0046] In some arrangements of the disclosure, the
catheter comprises a human-controllable steerable cath-
eter capable of being manually manipulated by a user,
such as catheters that are widely commercially available
and used today. The control mechanism comprises man-
ually-controllable means for deflecting the distal tip of the
catheter, such as a control handle and/or a thumb control.
The control mechanism further comprises a robotic con-
trol mechanism, which is adapted to hold and manipulate
the catheter by generally mimicking the motions of a hand
of a surgeon.
[0047] In some embodiments of the present invention,
the catheter comprises an automated catheter, adapted
to be primarily robotically controlled. The control mech-
anism comprises an integrated robotic control mecha-
nism, which comprises a plurality of puller wires, e.g.,
four. The puller wires are disposed about the circumfer-
ence of the catheter and extend along its length, typically
passing through respective lumens. The distal ends of
the puller wires are attached at respective points in a
vicinity of the distal end of the catheter, and the proximal
ends of the wires are coupled to respective motors. The
motors are able to tense and relax the respective puller
wires. Typically, by selective activation of respective mo-
tors, the control mechanism is able to manipulate the
distal end of the catheter through 360 degrees of deflec-
tion. Alternatively, the integrated robotic control mecha-
nism comprises a steering mechanism that utilizes shape
memory alloys (SMAs), electroactive polymers (EAPs),
and/or ionic polymer metal composites (IPMCs).
[0048] In some embodiments of the present invention,
the position sensor is adapted to generate six dimensions
of location and orientation information, typically continu-
ously. The console is adapted to determine the roll of the
catheter in a vicinity of the distal tip thereof, by using the
six dimensions of information. The control mechanism
and the catheter typically comprise robotic means for de-
flecting the distal tip in either (a) a single direction, for
any given roll of the distal tip, or (b) in two opposing di-
rections, for any given roll of the distal tip. In order to
position the distal tip at a desired target, the console is
adapted to: drive the control mechanism to robotically
move the distal tip into a vicinity of the target; roll the
catheter so that the target intersects a curve defined by
the points to which the distal tip is able to deflect, given
the roll of the distal tip; and deflect the distal tip to the
target.
[0049] In some arrangements of the disclosure, when
the control mechanism attempts to roll the distal tip of
the catheter, rotation of a proximal end of the catheter in
a vicinity of the control mechanism sometimes does not

translate into equivalent roll of the distal tip. For example,
the distal tip may sometimes become slightly caught on
tissue of the area of interest. As the control mechanism
rotates the proximal end, torque builds up in the catheter,
until the torque is sufficient to cause the distal tip to come
free from the tissue and rotate suddenly. In some em-
bodiments of the present invention, the position sensor
is adapted to generate six dimensions of location and
orientation information, typically continuously. The con-
sole is adapted to determine the roll of the catheter in a
vicinity of the distal tip, by using the six dimensions of
information. When the console drives the control mech-
anism to rotate the catheter, the console substantially
simultaneously determines the roll of the distal tip, and
compares this roll with the expected roll based on the
known rotation of the proximal end of the catheter. If the
console detects a lag of the roll of the distal tip with re-
spect to the rotation of the proximal end of the catheter,
the console drives the control mechanism to attempt to
move the distal tip in order to free the distal tip from tissue
on which the tip is presumably caught. For example, the
console may drive the control mechanism to:

(a) straighten and/or deflect the distal tip,
(b) jiggle the distal tip until it comes free from the
tissue, such as by quickly, repeatedly, rhythmically
or irregularly rotating the proximal end back and forth
by a few degrees,
(c) translationally move the distal tip back and forth
(e.g., left/right, up/down), and/or
(d) advance and/or withdraw the distal tip.

[0050] There is therefore provided, in accordance with
an embodiment of the present invention, apparatus for
use with a steerable catheter that includes a thumb con-
trol adapted to control a deflection of a distal tip of the
catheter, the apparatus including a robot, including:

an end-effector, adapted to be coupled to the thumb
control; and
a controller, adapted to drive the end-effector to de-
flect the distal tip by manipulating the thumb control.

[0051] For some applications, the controller is adapted
to drive the end-effector to deflect the distal tip by moving
the thumb control longitudinally with respect to a longi-
tudinal axis of the catheter.
[0052] For some applications, the catheter includes a
handle, adapted to control a roll of the distal tip; the robot
includes a handle end-effector, adapted to be coupled to
the handle; and the controller is adapted to drive the han-
dle end-effector to roll the distal tip by manipulating the
handle. Alternatively or additionally, the catheter includes
a handle, adapted to advance and withdraw the catheter;
the robot includes a handle end-effector, adapted to be
coupled to the handle; and the controller is adapted to
drive the handle end-effector to perform, by manipulating
the handle, at least one action selected from the list con-
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sisting of: advancing the catheter and withdrawing the
catheter.
[0053] In an arrangement of the disclosure, the appa-
ratus includes a computer pointing device, adapted to
receive an indication of a desired position of the distal
tip; the catheter includes a position sensor, fixed in a
vicinity of the distal tip, and adapted to generate a position
signal; and the controller is adapted to receive the posi-
tion signal, and, responsive thereto, to drive the end-ef-
fector to position the distal tip at the desired position.
[0054] There is further provided apparatus including:

a steerable catheter, including a thumb control,
which is adapted to control a deflection of a distal tip
of the catheter; and
a robot, including:

an end-effector, adapted to be coupled to the
thumb control; and
a controller, adapted to drive the end-effector to
deflect the distal tip by manipulating the thumb
control.

[0055] There is also provided, apparatus for use with
a steerable catheter that includes controls adapted to
control a deflection of a distal tip of the catheter, which
controls are generally optimized for manipulation by a
human hand, the apparatus including a robot, including:

at least one end-effector, adapted to be coupled to
at least a portion of the controls; and
a controller, adapted to drive the at least one end-ef-
fector to deflect the distal tip by inducing motion of
the portion of the controls that generally mimics mo-
tion of the portion of the controls induced when a
human hand manipulates the controls.

[0056] For some applications, the controller is adapted
to drive the end-effector to deflect the distal tip by moving
the portion of the controls longitudinally with respect to
a longitudinal axis of the catheter.
[0057] For some applications, the controls are adapted
to control a roll of the distal tip; the robot includes a roll
end-effector, adapted to be coupled to the controls; and
the controller is adapted to drive the roll end-effector to
roll the distal tip by inducing motion of the controls that
generally mimics motion of the controls induced when a
human hand manipulates the controls. Alternatively or
additionally, the controls are adapted to advance and
withdraw the catheter; the robot includes a longitudinal
motion end-effector, adapted to be coupled to the con-
trols; and the controller is adapted to drive the longitudinal
motion end-effector to perform, by inducing motion of the
controls that generally mimics motion of the controls in-
duced when a human hand manipulates the controls, at
least one action selected from the list consisting of: ad-
vancing the catheter and withdrawing the catheter.
[0058] In an arrangement of the disclosure, the appa-

ratus includes a computer pointing device, adapted to
receive an indication of a desired position of the distal
tip; the catheter includes a position sensor, fixed in a
vicinity of the distal tip, and adapted to generate a position
signal; and the controller is adapted to receive the posi-
tion signal, and, responsive thereto, to drive the end-ef-
fector to position the distal tip at the desired position.
[0059] There is additionally provided, apparatus in-
cluding:

a steerable catheter, including controls adapted to
control a deflection of a distal tip of the catheter,
which controls are generally optimized for manipu-
lation by a human hand; and
a robot, including:

at least one end-effector, adapted to be coupled
to at least a portion of the controls; and
a controller, adapted to drive the at least one
end-effector to deflect the distal tip by inducing
motion of the portion of the controls that gener-
ally mimics motion of the portion of the controls
induced when a human hand manipulates the
controls.

[0060] There is yet additionally provided, in accord-
ance with an embodiment of the present invention, ap-
paratus including:

a steerable catheter, including:

a distal tip adapted to be controllably deflectable
in no more than two directions for any given ro-
tation of the distal tip, such that a set of all points
to which the tip can be deflected at the given
rotation forms a deflection curve for the given
rotation; and
a position sensor, fixed in a vicinity of the distal
tip, and adapted to generate a position signal;

a robot, adapted to manipulate a proximal end of the
catheter; and
a control unit, adapted to:

receive the position signal, and
position the distal tip at a target by driving the
robot to:

position the distal tip in a vicinity of the tar-
get, responsive to the position signal,
rotate the proximal end in order to cause
the distal tip to roll to a rotation the deflection
curve of which includes the target, the rota-
tion determined responsive to the position
signal, and
deflect the distal tip along the deflection
curve to the target.
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[0061] For some applications, the distal tip is adapted
to be controllably deflected in no more than one direction
for the given rotation of the distal tip. For some applica-
tions, the control unit is adapted to position the distal tip
in the vicinity of the target by positioning the distal tip so
that the deflection curve of at least one rotation of the
distal tip includes the target.
[0062] In an arrangement of the disclosure, the appa-
ratus includes a computer pointing device, adapted to
receive an indication of a position of the target, and the
control unit is adapted to drive the robot to position the
distal tip at the position of the target, responsive to the
position signal.
[0063] For some applications, the position sensor is
adapted to generate the position signal having six dimen-
sions of position and orientation information.
[0064] There is still additionally provided, apparatus in-
cluding:

a steerable catheter having a distal tip, the catheter
including a position sensor, fixed in a vicinity of the
distal tip, and adapted to generate a position signal;
a robot, adapted to be coupled to a proximal end of
the catheter; and
a control unit, adapted to:

drive the robot to apply rotation to the proximal
end of the catheter,
receive the position signal,
responsive to the position signal, determine a
roll of the distal tip, and
responsive to a determination that the roll lags
the rotation, drive the robot to move a portion of
the proximal end of the catheter.

[0065] For some applications, the control unit is adapt-
ed to drive the robot to move the portion of the proximal
end of the catheter to perform at least one action selected
from the list consisting of: straightening the distal tip and
deflecting the distal tip. Alternatively or additionally, the
control unit is adapted to drive the robot to move the
portion of the proximal end of the catheter to effect trans-
lational back and forth motion of the distal tip. Further
alternatively or additionally, the control unit is adapted to
drive the robot to move the portion of the proximal end
of the catheter to perform at least one action selected
from the list consisting of: advancing the distal tip and
withdrawing the distal tip.
[0066] For some applications, the position sensor is
adapted to generate the position signal having six dimen-
sions of position and orientation information.
[0067] For some applications, the control unit is adapt-
ed to move the portion of the proximal end of the catheter
to jiggle the distal tip. For example, the control unit may
jiggle the distal tip by rotating the proximal end of the
catheter.
[0068] There is still further provided a method for use
with a steerable catheter that includes a thumb control

adapted to control a deflection of a distal tip of the cath-
eter, the method including:

coupling a robotic end-effector to the thumb control;
and
driving the end-effector to deflect the distal tip by
manipulating the thumb control.

[0069] There is also provided, a method for use with a
steerable catheter that includes controls adapted to con-
trol a deflection of a distal tip of the catheter, which con-
trols are generally optimized for manipulation by a human
hand, the method including:

coupling at least one robotic end-effector to at least
a portion of the controls; and
driving the at least one end-effector to deflect the
distal tip by inducing motion of the portion of the con-
trols that generally mimics motion of the portion of
the controls induced when a human hand manipu-
lates the controls.

[0070] There is further provided, a method for use with
a steerable catheter having a distal tip adapted to be
controllably deflectable in no more than two directions
for any given rotation of the distal tip, such that a set of
all points to which the tip can be deflected at the given
rotation forms a deflection curve for the given rotation,
the method including:

receiving a position signal from a vicinity of the distal
tip; and
robotically positioning the distal tip at a target by:

robotically positioning the distal tip in a vicinity
of the target, responsive to the position signal,
robotically rotating the proximal end in order to
cause the distal tip to roll to a rotation the de-
flection curve of which includes the target, the
rotation determined responsive to the position
signal, and
robotically deflecting the distal tip along the de-
flection curve to the target.

[0071] There is still further provided, a method for use
with a steerable catheter having a distal tip and a proximal
end, the method including:

robotically rotating the proximal end of the catheter;
receiving a position signal from a vicinity of the distal
tip of the catheter;
responsive to the position signal, determining a roll
of the distal tip; and
responsive to a determination that the roll lags the
rotation, robotically moving a portion of the proximal
end of the catheter.
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BRIEF DESCRIPTION OF THE DRAWINGS

[0072] The present invention will be more fully under-
stood from the following detailed description of embodi-
ments thereof, taken together with the drawings, in which:

Fig. 1 is a schematic illustration of a robotic guided
catheter system, in accordance with an embodiment
of the present invention;
Fig. 2 is a schematic illustration of a robotic control
mechanism, in accordance with an embodiment of
the present invention;
Fig. 3 is a schematic illustration of another robotic
control mechanism, in accordance with an embodi-
ment of the present invention; and
Fig. 4 is a schematic illustration of deflection of a
distal tip of a catheter, in accordance with an em-
bodiment of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS

[0073] Fig. 1 is a schematic illustration of a robotic guid-
ed catheter system 10, in accordance with an embodi-
ment of the present invention. Catheter system 10 com-
prises a catheter 20, a control mechanism 22, and a con-
sole 24. Catheter 20 is adapted to be inserted into an
area of interest 25 of a subject, such as a body cavity
(e.g., a heart) or a physiological lumen (e.g., a blood ves-
sel or a digestive tract). Console 24 typically comprises
a display monitor 26 and a computer 28. Computer 28 is
programmed in software and/or hardware to carry out
the functions described herein. This software may be
downloaded to the computer in electronic form, over a
network, for example, or it may alternatively be provided
on tangible media, such as magnetic or optical media or
other non-volatile memory. For some applications, com-
puter 28 comprises a general-purpose computer.
[0074] Catheter 20 typically comprises at least one po-
sition sensor 30 and at least one tool 32, both located in
a vicinity of a distal tip 34 of the catheter. For example,
tool 32 may comprise a sensing electrode, an ablating
element, a temperature sensor, or an ultrasound trans-
ducer.
[0075] Position sensor 30 generates or receives sig-
nals used to determine the position and orientation of
catheter 20. Suitable position sensors are described, for
example, in US Patent 5,391,199, EP-A-0 776 176, EP-
A-1 321 197 and EP-A-1 325 708. Alternatively or addi-
tionally, substantially any other suitable type of position/
coordinate sensing device known in the art is used for
position sensing. Still further alternatively or additionally,
catheter 20 is marked with one or more markers whose
positions can be determined from outside of the body.
Suitable markers include radio-opaque markers to facil-
itate fluoroscopic measurements. Preferably, position-
sensing techniques are used that achieve continuous
generation of up to six dimensions of location and orien-
tation information with respect to position sensor 30.

[0076] Typically, catheter system 10 further comprises
a set of external radiators 36, which are adapted to be
located at respective positions external to the subject in
a vicinity of area of interest 25. For some applications,
radiators 36 are adapted to generate fields, such as elec-
tromagnetic fields, towards position sensor 30, which is
adapted to detect the fields. Alternatively, position sensor
30 generates fields, which are detected by radiators 36.
For some applications, a reference position sensor, typ-
ically either on an externally-applied reference patch at-
tached to the exterior of the body of the subject, or on an
internally-placed catheter, is maintained in a generally
fixed position relative to area of interest 25. By comparing
the position of catheter 20 to that of the reference cath-
eter, the coordinates of catheter 20 are accurately deter-
mined relative to the area of interest, irrespective of mo-
tion of the subject. Alternatively, any other suitable meth-
od may be used to compensate for such motion.
[0077] During a medical procedure, catheter 20 is in-
serted into area of interest 25. Console 34 typically gen-
erates a map 37 of the area of interest. For example,
techniques may be used that are described in US Patents
6,226,542 and/or 6,301,496 and/or EP-A-1 125 549
and/or EP-A-1 166 714 adapted for use with the tech-
niques described herein. Alternatively, techniques
known in the art, e.g., imaging modalities, are used for
generating map 37. Map 37 is displayed on monitor 26
with an indication of the location of distal tip 34 of catheter
20 superimposed upon it, typically using position infor-
mation generated from position sensor 30.
[0078] In an embodiment of the present invention,
computer 28 calculates potential positions in a vicinity of
the current position of distal tip 34, to which the distal tip
can be repositioned. These potential positions are des-
ignated on map 37. A user of the system points a cursor
at or in a vicinity of one of these potential positions, using
a computer pointing device such as a mouse, keyboard,
joystick or touch sensitive screen. Computer 28 drives
control mechanism 22 to position distal tip 34 at the de-
sired position.
[0079] For some applications, in order to drive control
mechanism 22, computer 28 implements an algorithm
that uses an iterative process to direct distal tip 34 to the
desired position, responsive to position information gen-
erated by position sensor 30 at each iteration. By contin-
uously checking the location of distal tip 34 and appro-
priately driving the control mechanism, the computer pre-
cisely controls the location of distal tip 34, regardless of
the particular structure of catheter 20 or characteristics
of the tissue surrounding catheter 20 at any given time.
Additionally, for some applications, computer 28 uses
information generated during the iterative process con-
cerning location and motion of distal tip 34, to perform
continuous real-time calibration of the system, thus en-
suring reliability and accuracy of the system regardless
of the character of the tissue through which the catheter
is being guided.
[0080] Reference is now made to Fig. 2, which is a

15 16 



EP 1 915 968 B1

10

5

10

15

20

25

30

35

40

45

50

55

schematic illustration of a robotic control mechanism 38
attached to catheter 20, in accordance with an embodi-
ment of the present invention. In this embodiment, cath-
eter 20 comprises a human-controllable steerable cath-
eter 40 capable of being manually manipulated by a sur-
geon, such as catheters that are widely commercially
available and used today. Catheter 40 comprises man-
ually-controllable means for deflecting a distal tip 42 of
the catheter, such as a control handle 44 and/or a thumb
control 46. For example, the catheter may utilize tech-
niques described in one or more of US Patents
RE34,502, 3,470,876, 4,920,980, 5,489,270, 5,897,529,
5,938,603, 5,964,757, 6,066,125, 6,123,699, 6,165,139,
6,171,277, 6,183,463, 6,198,974, 6,210,362, 6,210,407,
and 6,402,719, and/or in WO 98/43530.
[0081] Control mechanism 22 comprises robotic con-
trol mechanism 38, which is adapted to hold and manip-
ulate human-controllable catheter 40 so as to induce mo-
tions of the manually-controllable means that mimic
those caused when the manually-controllable means are
adjusted by a hand of a surgeon. Robotic control mech-
anism 38 comprises a controller 48 and one or more end-
effectors, such as a proximal gripper 50 and a distal grip-
per 52. In the exemplary configuration shown in Fig. 2,
proximal gripper 50 is adapted to grip handle 44, to move
the handle in distal and proximal directions, and to rotate
the handle. Robotic control mechanism 38 comprises a
motor 58 or other actuator to induce the rotation of prox-
imal gripper 50 and consequently of catheter 40. (For
clarity, some supporting structure is not shown in the fig-
ure.) Moving the handle and thumb control 46 in concert
in distal and proximal directions causes distal tip 42 of
the catheter to advance and withdraw, respectively, while
rotating handle 44 generally rotates the distal tip. Distal
gripper 52 is adapted to grip thumb control 46, and to
move the thumb control in distal and proximal directions,
typically while proximal gripper 50 remains stationary, so
as to manipulate one or more puller wires that pass
through one or more lumens (not shown) of catheter 40.
Alternatively, proximal gripper 50 moves while thumb
control 46 remains stationary, in order to manipulate the
one or more puller wires. Manipulation of the puller wires
typically deflects distal tip 42 in an arc. Alternatively, han-
dle 44 and/or thumb control 46 use other techniques
known in the art for manipulating catheter 40 and/or de-
flecting distal tip 42. Adaptations of control mechanism
22 to manipulate and control catheters other than that of
the exemplary embodiment shown in Fig. 2 will be ap-
parent to those skilled in the art, having read the present
patent application. For example, the control mechanism
may be adapted to deflect distal tip 42 independently in
x- and y-axes. Typically, but not necessarily, the initial
insertion of catheter 40 into area of interest 25 is per-
formed manually by the surgeon, who then attaches the
end-effectors of robotic control mechanism 38 to catheter
40.
[0082] Reference is now made to Fig. 3, which is a
schematic illustration of an integrated robotic control

mechanism 82, in accordance with an embodiment of
the present invention. In this embodiment, catheter 20
comprises an automated catheter 80, adapted to be pri-
marily robotically controlled. Control mechanism 22 com-
prises integrated robotic control mechanism 82, which
comprises a plurality of puller wires 83, e.g., four. Puller
wires 83 are disposed about the circumference of the
catheter and extend along its length, passing through
respective lumens 84. Typically, the catheter also com-
prises a spine 86. (Only three of the plurality of puller
wires, and two of lumens 84, are shown in Fig. 3 for clarity
of illustration.) The distal ends of puller wires 83 are at-
tached at respective points 88 in a vicinity of a distal end
90 of catheter 80, and the proximal ends of the wires are
coupled to respective motors 92. Motors 92 are able to
tense and relax (or push and pull, depending upon the
characteristics of the wire material) the respective puller
wires. In this manner, by selective activation of respective
motors 92, control mechanism 82 is able to manipulate
distal end 90 through 360 degrees of deflection. By ap-
plying tension to some or all puller wires 83 simultane-
ously, control mechanism 82 withdraws catheter 80 in a
proximal direction. By extending some or all of the wires
and/or by extending spine 86, the control mechanism ad-
vances the catheter in a distal direction.
[0083] Alternatively or additionally, automated cathe-
ter 80 and/or integrated robotic control mechanism 82
utilize robotic control techniques known in the art, for ex-
ample those described in US Patents 5,078,140 and/or
5,492,131 and/or US Patent Application Publications
2002/0087151 and/or 2002/0128636 and/or WO
99/45994 and/or WO 02/074178.
[0084] In an embodiment of the present invention, in-
tegrated robotic control mechanism 82, rather than com-
prising puller wires 83, comprises a steering mechanism
that utilizes shape memory alloys (SMAs), electroactive
polymers (EAPs), and/or ionic polymer metal composites
(IPMCs). For example, techniques and/or materials may
be used that are described in one or more of the US
Patent 4,930,494, and the articles by Kühl C et al., Haga
Y et al., Otsuka K et al., Bar-Cohen Y, Bar-Cohen Y et
al., and Razavinejad A.
[0085] Reference is now made to Fig. 4, which is a
schematic illustration of deflection of distal tip 34 of cath-
eter 20, in accordance with an embodiment of the present
invention. In this embodiment, position sensor 30 is
adapted to generate six dimensions of location and ori-
entation information, typically continuously. Computer 28
(Fig. 1) is adapted to determine the roll of catheter 20 in
a vicinity of distal tip 34, by using the six dimensions of
information. In this embodiment, control mechanism 22
(Fig. 1) and catheter 20 typically comprise robotic means
for deflecting distal tip 34 in either (a) a single direction,
as indicated by an arrow 100, for any given roll of the
distal tip, or (b) in two opposing directions, as indicated
by arrow 100 and an arrow 102, for any given roll of the
distal tip. Control mechanism 22 comprises (a) robotic
control mechanism 38, described hereinabove with ref-
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erence to Fig. 2, (b) integrated robotic control mechanism
82, described hereinabove with reference to Fig. 3, or (c)
another robotic control mechanism known in the art, in-
cluding those described in the references cited in the
Background of the Invention.
[0086] In order to position distal tip 34 at a desired tar-
get 104, computer 28 is adapted to drive control mech-
anism 22 to robotically:

• move distal tip 34 into a vicinity of target 104;
• roll catheter 20 so that the target intersects a curve

106 defined by the points to which distal tip 34 is able
to deflect, given the roll of the distal tip. Computer
28 determines the roll using the six degrees of posi-
tion information generated by position sensor 30. If
necessary, computer 28 additionally drives control
mechanism 22 to advance or withdraw distal tip 34
in order to position distal tip 34 so that curve 106
intercepts target 104; and

• deflect distal tip 34 to target 104.

[0087] Reference is again made to Fig. 1. When control
mechanism 22 attempts to roll distal tip 34 of catheter
20, rotation of a proximal end 120 of catheter 20 in a
vicinity of control mechanism 22 sometimes does not
translate into equivalent roll of distal tip 34. For example,
distal tip 34 may sometimes become slightly caught on
tissue of area of interest 25. As control mechanism 22
rotates proximal end 120, torque builds up in the catheter,
until the torque is sufficient to cause distal tip 34 to come
free from the tissue and rotate suddenly.
[0088] In an embodiment of the present invention, po-
sition sensor 30 is adapted to generate six dimensions
of location and orientation information, typically continu-
ously. Computer 28 is adapted to determine the roll of
catheter 20 in a vicinity of distal tip 34, by using the six
dimensions of information. When computer 28 drives
control mechanism 22 to rotate catheter 20, the computer
substantially simultaneously determines the roll of distal
tip 34, and compares this roll with the expected roll based
on the known rotation of proximal end 120 of catheter
20. If the computer detects a lag of the roll of distal tip 34
with respect to the rotation of proximal end 120, the com-
puter drives control mechanism 22 to attempt to move
the catheter in order to free distal tip 34 from tissue on
which the tip is presumably caught. For example, the
computer may drive the control mechanism to:

(a) straighten and/or deflect distal tip 34,
(b) jiggle distal tip 34 until it comes free from the
tissue, such as by quickly, repeatedly, rhythmically
or irregularly rotating proximal end 120 back and
forth by a few degrees,
(c) translationally move the distal tip back and forth,
and/or
(d) advance and/or withdraw distal tip 34.

[0089] For some applications, computer 28 imple-

ments an expert system that evaluates the lag of the roll
of distal tip 34 with respect to the rotation of proximal end
120. Responsive to measured or calculated variables,
such as the magnitude of the lag and/or the timing of the
lag, computer 28 determines which mechanical stimula-
tion to apply to the catheter, the magnitude of such stim-
ulation, and/or the timing of such stimulation. For some
applications, the expert system may utilize a lookup table.
[0090] It will be appreciated by persons skilled in the
art that the present invention is not limited to what has
been particularly shown and described hereinabove.
Rather, the scope of the present invention includes both
combinations and subcombinations of the various fea-
tures described hereinabove, as well as variations and
modifications thereof that are not in the prior art, which
would occur to persons skilled in the art upon reading
the foregoing description.

Claims

1. Apparatus comprising:

a steerable catheter (20), comprising:

a distal tip (34) adapted to be controllably
deflectable in no more than two directions
for any given rotation of the distal tip (34),
such that a set of all points to which the tip
(34) can be deflected at the given rotation
forms a deflection curve (106) for the given
rotation; and
a position sensor (30), fixed in a vicinity of
the distal tip (34), and adapted to generate
a position signal;

a robot, adapted to manipulate a proximal end
(120) of the catheter (20); and
a control unit (22), adapted to:

receive the position signal, and
position the distal tip (34) at a target (104)
by driving the robot to:

position the distal tip (30) in a vicinity of
the target (104), responsive to the po-
sition signal,
rotate the proximal end (120) in order
to cause the distal tip (34) to roll to a
rotation the deflection curve (106) of
which includes the target (104), said ro-
tation

determined responsive to the position sig-
nal, and
deflect the distal tip (34) along the deflection
curve (106) to the target (104).
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2. The apparatus according to claim 1, wherein the dis-
tal tip (34) is adapted to be controllably deflected in
no more than one direction for the given rotation of
the distal tip (34).

3. The apparatus according to claim 1 or claim 2,
wherein the control unit (22) is adapted to position
the distal tip (34) in the vicinity of the target (104) by
positioning the distal tip (34) so that the deflection
curve (106) of at least one rotation of the distal tip
(34) includes the target (104).

4. The apparatus according to any one of claims 1 to
3, comprising a computer pointing device, adapted
to receive an indication of a position of the target
(104), wherein the control unit (22) is adapted to drive
the robot to position the distal tip (34) at the position
of the target (104), responsive to the position signal.

5. The apparatus according to any one of claims 1 to
4, wherein the position sensor (30) is adapted to gen-
erate the position signal having six dimensions of
position and orientation information.

Patentansprüche

1. Gerät, umfassend:

einen lenkbaren Katheter (20), umfassend:

eine distale Spitze (34), die ausgelegt ist,
kontrollierbar in höchstens zwei Richtungen
für jede beliebige gegebene Drehung der
distalen Spitze (34) abgelenkt zu werden,
so dass ein Satz von allen Punkten, zu de-
nen die Spitze (34) bei der gegebenen Dre-
hung abgelenkt werden kann, eine Biegeli-
nie (106) für die gegebene Drehung formt;
und
einen Positionssensor (30), der in der Nähe
der distalen Spitze (34) befestigt ist und ein
Positionssignal erzeugen kann;
einen Roboter zur Manipulation eines pro-
ximalen Endes (120) des Katheters (20);
und

eine Steuereinheit (22) zum:

Empfangen des Positionssignals, und
Positionieren der distalen Spitze (34) an ei-
nem Ziel (104) durch Antreiben des Robo-
ters zum:

Positionieren der distalen Spitze (34) in
der Nähe des Ziels (104) als Reaktion
auf das Positionssignal,
Drehen des proximalen Endes (120),

um zu veranlassen,
dass die distale Spitze (34) zu einer
Drehung rollt,
deren Biegekurve (106) das Ziel (104)
einschließt,
wobei die Drehung als Reaktion auf das
Positionssignal bestimmt wird, und
Ablenken der distalen Spitze (34) ent-
lang der Biegekurve (106) zu dem Ziel
(104).

2. Gerät nach Anspruch 1, worin die distale Spitze (34)
zur kontrollierbaren Ablenkung in höchstens eine
Richtung für eine gegebene Drehung der distalen
Spitze (34) ausgelegt ist.

3. Gerät nach Anspruch 1 oder Anspruch 2, worin die
Steuereinheit (22) zur Positionierung der distalen
Spitze (34) in der Nähe des Ziels (104) durch Posi-
tionierung der distalen Spitze (34), so dass die Bie-
gekurve (106) zumindest einer Drehung der distalen
Spitze (34) das Ziel (104) einschließt, ausgelegt ist.

4. Gerät nach einem der Ansprüche 1 bis 3, umfassend
ein Computer-Zeigegerät zum Empfang eines Hin-
weises auf eine Position des Ziels (104), worin die
Steuereinheit (22) zum Antreiben des Roboters zur
Positionierung der distalen Spitze (34) an der Stelle
des Ziels (104) als Reaktion auf das Positionssignal
ausgelegt ist.

5. Gerät nach einem der Ansprüche 1 bis 4, worin der
Positionssensor (30) zur Erzeugung des Positions-
signals mit sechs Dimensionen von Positions- und
Orientierungsinformationen ausgelegt ist.

Revendications

1. Appareil comportant :

un cathéter (20) orientable, comportant :

une pointe (34) distale conçue pour être dé-
fléchie de manière contrôlée dans un maxi-
mum de deux directions pour n’importe
quelle rotation de la pointe (34) distale, de
sorte qu’un ensemble de tous les points
auxquels la pointe (34) peut être défléchie
selon la rotation donnée forme une courbe
(106) de déflexion pour la rotation donnée ;
et
un capteur (30) de position, fixé à proximité
de la pointe (34) distale, et conçu pour gé-
nérer un signal de position ;
un robot, conçu pour manipuler une extré-
mité (120) proximale du cathéter (20) ; et
une unité (22) de commande, conçue pour :
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recevoir le signal de position, et
positionner la pointe (34) distale au niveau d’une
cible (104) en actionnant le robot de manière à
ce qu’il :

positionne la pointe (34) distale à proximité
de la cible (104), sensible au signal de po-
sition,
entraîne en rotation l’extrémité (120) proxi-
male afin d’amener la pointe (34) distale à
rouler selon une rotation de la courbe (106)
de déflexion qui comprend notamment la ci-
ble (104), ladite rotation déterminée étant
sensible au signal de position, et
défléchisse la pointe (34) distale le long de
la courbe (106) de déflexion vers la cible
(104).

2. Appareil selon la revendication 1, dans lequel la
pointe (34) distale est conçue pour être défléchie de
manière contrôlée dans un maximum d’une seule
direction pour la rotation donnée de la pointe (34)
distale.

3. Appareil selon la revendication 1 ou la revendication
2, dans lequel l’unité (22) de commande est conçue
pour positionner la pointe (34) distale à proximité de
la cible (104) en plaçant la pointe (34) distale de fa-
çon à ce que la courbe (106) de déflexion d’au moins
une rotation de la pointe (34) distale comprenne la
cible (104).

4. Appareil selon l’une quelconque des revendications
1 à 3, comportant un appareil de pointage d’ordina-
teur, conçu pour recevoir une indication d’une posi-
tion de la cible (104), dans lequel l’unité (22) de com-
mande actionne le robot de manière à ce qu’il posi-
tionne la pointe (34) distale à l’emplacement de la
cible (104), sensible au signal de position.

5. Appareil selon l’une quelconque des revendications
1 à 4, dans lequel le capteur (30) de position est
conçu pour générer le signal de position qui a six
dimensions d’informations relatives à la position et
l’orientation.

23 24 
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