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Description

[0001] The invention relates to an image forming ap-
paratus and a toner sensor status sensing method, par-
ticularly but not exclusively to an image forming appara-
tus which adjusts a control voltage of a toner sensor, and
a toner sensor status sensing method thereof.
[0002] An image forming apparatus forms an image
based on printing data. The image forming apparatus
may form an image by a one-component developing
method, i.e., using only toner, or a two-component de-
veloping method, i.e., using both a developer (carrier)
and toner. The two-component developing method is em-
ployed in an electrophotographic image forming appara-
tus and a multi function peripheral (MFP).
[0003] As the image forming apparatus employing the
two-component developing method forms an image, the
density of toner, or proportion of toner to developer, con-
tinuously reduces, causing a change in the density of
developer. To maintain the quality of developed images,
a developing unit that is mounted in the image forming
apparatus requires a toner sensor that senses a density
ratio of the toner and the developer.
[0004] The toner sensor of the developing unit trans-
mits an output voltage based on a predetermined control
voltage supplied to the sensor, and thus provides infor-
mation on the remaining amount of toner to the image
forming apparatus. At an initial stage of being mounted
in the developing unit, the toner sensor transmits the out-
put voltage indicating the density of toner in relation to a
reference density set according to the type of image form-
ing apparatus in which the toner sensor is installed.
[0005] The output voltage of the toner sensor is set
during a manufacturing process of the developing unit
according to a correct reference density, for instance an
optimal reference density for a particular developing unit.
[0006] Accordingly, the control voltage applied to the
toner sensor and resulting in the output voltage is man-
ually adjusted using an external adjusting mechanism,
for instance a jig. Once set, the control voltage cannot
be adjusted again. Thus, the image forming apparatus
may not sense an abnormal state of the toner sensor,
e.g., an output voltage that does not change according
to changes in the density of the toner. The image forming
apparatus also may not sense the abnormal state of the
toner sensor and an agitator when the output voltage of
the toner sensor is changed according to a rotation of
the agitator of the developing unit.
[0007] JP 8 110734 discloses an image forming device
which provides sensors to detect either the density of the
reference image formed on a photoreceptor drum or the
density of the toner in the developing device, wherein a
pulse width modulation (PWM) signal determining a con-
trol voltage to be supplied the toner density sensor is
stored when an output voltage of the toner density sensor
becomes a value within a predetermined range. JP 2005
157215 discloses a method of controlling the developer
in an image forming device in which the developer is

equipped with agitators to mix the toner, and sensors to
detect the toner density in the developer as a result of
the mixing for providing status reporting.
[0008] JP 6 095490 discloses a device for detecting
abnormalities in the drive system of an image forming
device, in which a toner sensor detects the toner density
in the developer, and detected fluctuating values indicate
proper operation of the drive system while a constant
value indicates malfunctioning correspondingly.
[0009] JP 5 216318 discloses an image forming device
provided with a feedback system to control a PWM signal
for preventing unnecessary accumulation of voltage in
the image forming device to prevent damage due to the
excess voltage.
[0010] JP 2000 132017 relates to an image forming
device that prevents the deterioration of image quality by
incorporating a density sensor fault determination means
to ascertain if the density sensor is functioning properly.
[0011] According to the present invention, there is pro-
vided an image forming apparatus according to claim 1.
[0012] The invention provides an image forming appa-
ratus which automatically changes a control voltage
changing an output voltage of a toner sensor, simplifies
a manufacturing process of a developing unit, and auto-
matically adjusts and sets an initial reference density val-
ue of a toner sensor, and a toner sensor status sensing
method thereof.
[0013] The invention provides an image forming appa-
ratus that can sense a malfunction of the toner sensor
and the agitator included in the developing unit by de-
tecting a level of the output voltage according to variation
of the control voltage, and a toner sensor status sensing
method thereof.
[0014] Additional aspects and utilities of the invention
will be set forth in part in the description which follows
and, in part, will be obvious from the description, or may
be learned by practice of the invention.
[0015] The foregoing and/or other aspects and utilities
of the invention can be achieved by providing an image
forming apparatus which includes a developing unit hav-
ing a toner and a developer therein, the apparatus in-
cluding a toner sensor to receive a control voltage and
to generate an output voltage corresponding to a remain-
ing amount of the toner in the developing unit, a pulse
width modulator to supply the control voltage to the toner
sensor corresponding to a pulse width modulation (PWM)
signal and a controller to control the pulse width modu-
lator to supply the control voltage to the toner sensor to
adjust a duty ratio of the PWM signal and to make the
output voltage reach a target value.
[0016] The image forming apparatus further includes
a storage unit, wherein the controller stores the duty ratio
of the PWM signal in the storage unit if the output voltage
reaches the target value.
[0017] The image forming apparatus may further in-
clude an informer, wherein the controller informs a user
through the informer that the toner sensor is abnormal if
the output voltage is equal to or less than a minimum

1 2 



EP 1 956 441 B1

3

5

10

15

20

25

30

35

40

45

50

55

reference value, and is not increased according to the
raised duty ratio.
[0018] The controller may inform a user through the
informer that the toner sensor is abnormal if the output
voltage is equal to or greater than a maximum reference
value, and is not decreased according to the lowered
duty ratio.
[0019] The controller adjusts the duty ratio of the PWM
signal if the developing unit is initially mounted in the
image forming apparatus or if power of the image forming
apparatus is turned on.
[0020] The developing unit may further include an ag-
itator to agitate the toner and the developer, and the con-
troller to detect a maximum value of the output voltage
according to a rotation of the agitator, and an informer to
inform a user that the toner sensor or the agitator is ab-
normal if the maximum value is not periodically detected.
[0021] The foregoing and/or other aspects and utilities
can be achieved by providing a toner sensor status sens-
ing method of an image forming apparatus having a toner
sensor to receive a control voltage and to generate an
output voltage corresponding to a remaining amount of
a toner in a developing unit, the method including calcu-
lating a target value of the output voltage, adjusting a
duty ratio of a pulse width modulation (PWM) signal ac-
cording to the calculated target value and supplying the
control voltage to the toner sensor corresponding to the
adjusted duty ratio.
[0022] The adjusting the duty ratio may include storing
the duty ratio of the PWM signal if the output voltage
reaches the target value.
[0023] The supplying the control voltage may further
include determining whether the output voltage is in-
creased according to the raised duty ratio if the output
voltage is equal to or less than a minimum reference val-
ue and informing a user that the toner sensor is abnormal
if it is determined that the output voltage is not increased.
[0024] The supplying the control voltage may further
include determining whether the output voltage is de-
creased according to the lowered duty ratio if the output
voltage is equal to or greater than a maximum reference
value and informing a user that the toner sensor is ab-
normal if it is determined that the output voltage is not
decreased. The adjusting the duty ratio may include ad-
justing the duty ratio of the PWM signal if the developing
unit is initially mounted in the image forming apparatus,
or if power of the image forming apparatus is turned on.
[0025] The supplying the control voltage may further
include detecting a maximum value of the output voltage
according to a rotation of an agitator agitating the toner
and the developer of the developing unit and informing
a user that the toner sensor or the agitator is abnormal
if the maximum value is not periodically detected.
[0026] The foregoing and/or other aspects and utilities
may be achieved by providing an image forming appa-
ratus, comprising a toner sensor to sense a density ratio
of toner and developer and to generate an output voltage
corresponding to the sensed density ratio and a controller

to adjust a control voltage supplied to the toner sensor
corresponding to the output voltage generated by the ton-
er sensor.
[0027] The foregoing and/or other aspects and utilities
may be achieved by providing an image forming appa-
ratus, comprising an agitator to agitate toner and devel-
oper through a rotational movement, a toner sensor to
sense the rotational movement of the agitator and to gen-
erate an output voltage corresponding to the rotational
movement of the agitator and a controller to detect wheth-
er a maximum value of the output voltage of the toner
sensor is generated and to determine whether the agita-
tor is normal or abnormal based on whether the maximum
value is detected.
[0028] The foregoing and/or other aspects and utilities
may be achieved by providing a method of detecting a
level of toner in an image forming apparatus, the method
comprising sensing a density ratio of the toner and de-
veloper, generating an output voltage corresponding to
the sensed density ratio and adjusting a control voltage
supplied to the toner sensor corresponding to the output
voltage generated by the toner sensor.
[0029] Embodiments of the invention will now be de-
scribed, by way of example, with reference to the accom-
panying drawings, in which:

Figures 1 and 2 are block diagrams illustrating an
image forming apparatus according to exemplary
embodiments of the present invention; and
Figures 3 and 4 are flowcharts that illustrate a toner
sensor status sensing method of the image forming
apparatus according to exemplary embodiments of
the present invention.

[0030] Figure 1 is a block diagram illustrating an image
forming apparatus 1 according to an exemplary embod-
iment of the invention. As illustrated therein, the image
forming apparatus 1 according to this exemplary embod-
iment may include a developing unit 10, a toner sensor
20, a pulse width modulator 30 and a controller 40, and
may be embodied by a printing apparatus performing
printing to print data.
[0031] The developing unit 10 applies a developer on
a photosensitive body (not illustrated) forming an elec-
trostatic latent image with both a toner and a developer.
[0032] The toner sensor 20 receives a control voltage
and senses a remaining amount of the toner in the de-
veloping unit 10 by outputting an output voltage corre-
sponding to the remaining amount of the toner on a basis
of the received control voltage.
[0033] The pulse width modulator 30 supplies the con-
trol voltage to the toner sensor 20 corresponding to a
pulse width modulation (PWM) signal. The pulse width
modulator 30 according to an embodiment of the present
invention includes a pulse width modulation (PWM) sig-
nal generator 30a, an integrated circuit 30b, an amplifier
30c and a transistor 30d.
[0034] The PWM signal generator 30a generates a
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PWM signal to adjust a level of the control voltage ac-
cording to a duty ratio supplied by the controller 40 (to
be described later).
[0035] The integrated circuit 30b integrates the PWM
signal generated by the PWM signal generator 30a and
outputs a signal corresponding to the integrated PWM
signal. The amplifier 30c amplifies the signal output by
the integrated circuit 30b.
[0036] The signal amplified by the amplifier 30c is rec-
tified to a direct current (DC) voltage by the transistor
30d, the DC voltage being supplied to an analogue to
digital (AD) converter (not illustrated). The signal is con-
verted into a digital signal by the AD converter to be sup-
plied to the toner sensor 20. The toner sensor 20 receives
the digital signal corresponding to the control voltage.
[0037] The controller 40 controls the pulse width mod-
ulator 30 to supply the control voltage to the toner sensor
20 so that the output voltage of the toner sensor 20 reach-
es a target value, by adjusting a duty ratio of the PWM
signal. The controller 40 according to an embodiment of
the present invention may include a micro controller unit
(MCU), or a PWM controller which controls generation
of the PWM signal.
[0038] The controller 40 sets the duty ratio of the PWM
signal as a reference duty ratio, e.g., 50%, and controls
the pulse width modulator 30 to generate the PWM signal
accordingly. The controller 40 supplies the control volt-
age to the toner sensor 20 as the signal output by the
pulse width modulator 30.
[0039] If the voltage level output by the toner sensor
20 does not correspond to the target value, the controller
40 adjusts the duty ratio of the PWM signal and controls
the pulse width modulator 30 to generate the PWM signal
again. The target value of the output voltage refers to an
output voltage having the best resolving power according
to the ratio of the toner and the developer of the devel-
oping unit 10 such as, for example, an output voltage of
2.5V.
[0040] If the output voltage output by the toner sensor
20 is larger than the target value, the controller 40 lowers
the duty ratio of the PWM signal, e.g., by 0.1%, and then
controls the pulse width modulator 30 to generate the
PWM signal according to the lowered duty ratio. The con-
troller 40 supplies the control voltage to the toner sensor
20 according to the lowered PWM signal, and detects
the output voltage of the toner sensor 20.
[0041] If the output voltage output by the toner sensor
20 is smaller than the target value, the controller 40 raises
the duty ratio of the PWM signal, e.g., by 0.1%, and then
controls the pulse width modulator 30 to generate the
PWM signal according to the raised duty ratio. The con-
troller 40 supplies the control voltage to the toner sensor
20 according to the raised PWM signal, and detects the
output voltage of the toner sensor 20.
[0042] The controller 40 repeats the foregoing proc-
esses and controls the output voltage output by the toner
sensor 20 such that it reaches the target value.
[0043] The foregoing operations of the controller 40

may be performed when the developing unit 10 is initially
mounted or power of the image forming apparatus 1 is
turned on.
[0044] Thus, the initial reference density value of the
toner sensor 20 may in this manner be automatically ad-
justed or set.
[0045] Hereinafter, an image forming apparatus 2 ac-
cording to the other exemplary embodiment of the
present invention will be described with reference to Fig-
ure 2.
[0046] As illustrated therein, the image forming appa-
ratus 2 according to the other exemplary embodiment of
the present invention further includes a storage unit 50
and an informer 60 also referred to as a status indicator.
Other elements of the image forming apparatus 2 accord-
ing to the present embodiment are the same as those
described in the previous exemplary embodiment of the
present invention. Thus, the detailed description will be
avoided here.
[0047] The storage unit 50 stores a duty ratio of a pulse
width modulation (PWM) signal if an output voltage of a
toner sensor 20 reaches a target value. The storage unit
50 according to an embodiment of the present invention
may include a flash memory, and the storage unit 50 may
be provided in a developing unit 10.
[0048] The informer 60 informs an abnormal state of
the toner sensor 20 to a user. The informer 60 according
to an embodiment of the present invention may include
a display unit such as a light emitting diode (LED), or a
liquid crystal display (LCD). The informer 60 may be var-
iously provided including a sound output unit to output a
sound signal, as long as it informs the state of the toner
sensor 20 to a user.
[0049] The controller 40 controls the pulse width mod-
ulator 30 to generate a PWM signal according to the duty
ratio of the PWM signal stored in the storage unit 50, and
detects the output voltage output by the toner sensor 20
according to the generated PWM signal.
[0050] If the detected output voltage is equal to or less
than a minimum reference value, e.g., 0V, the controller
40 raises the duty ratio of the PWM signal by 10% and
detects the output voltage output by the toner sensor 20.
The level of the control voltage input to the toner sensor
20 is proportional to that of the output voltage output by
the toner sensor 20. If the level of the detected output
voltage is not increased according to the raised duty ratio
of the PWM signal, the controller 40 informs a user
through the informer 60 that the toner sensor 20 is ab-
normal, for instance that the sensor 20 is not operating
correctly.
[0051] If the detected output voltage is equal to or
greater than a maximum reference value, e.g. 3.3V, the
controller 40 lowers the duty ratio of the PWM signal by
10% and detects the output voltage output by the toner
sensor 20. If the level of the detected output voltage is
not decreased according to the lowered duty ratio of the
PWM signal, the controller 40 informs a user through the
informer 60 that the toner sensor 20 is not operating cor-
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rectly.
[0052] The developing unit 10 may further include an
agitator 12 to agitate the toner and the developer. The
controller 40 detects a maximum value of the output volt-
age output by the toner sensor 20 according to the rota-
tion of the agitator 12, and informs a user through the
informer 60 that the agitator 12 is not operating correctly
if the maximum value is not periodically detected.
[0053] If the maximum value of the output voltage out-
put by the toner sensor 20 according to the rotation of
the agitator 12 of the developing unit 10 is detected ac-
cording to a rotation period of the agitator 12, e.g., every
216ms, the controller 40 determines that the toner sensor
20 and the agitator 12 are operating normally.
[0054] If the maximum value of the output voltage out-
put by the toner sensor 20 is detected faster than the
rotation period of the agitator 12 or if the maximum value
of the output voltage is not detected at all, the controller
40 determines that the toner sensor 20 is not operating
correctly and informs the abnormal state of the toner sen-
sor 20 to a user through the informer 60. In a state that
it is determined that the toner sensor 20 operates nor-
mally, if the maximum value of the output voltage output
by the toner sensor 20 is detected slower than the rotation
period of the agitator 12 or if the maximum value of the
output voltage is not detected at all, the controller 40 in-
forms a user through the informer 60 that the rotation of
the agitator 12 is not operating correctly.
[0055] Hereinafter, a toner sensor status sensing
method of the image forming apparatus 1 will be de-
scribed with reference to Figure 3.
[0056] First, the controller 40 calculates the target val-
ue of the output voltage output by the toner sensor 20
(operation S10). Here, the target value of the output volt-
age refers to the output voltage having the best resolving
power according to the ratio between the toner and the
developer of the developing unit 10 such as, for example,
a voltage level of 2.5V.
[0057] The controller 40 controls the pulse width mod-
ulator 30 to adjust the duty ratio of the PWM signal ac-
cording to the target value calculated at operation S10
(operation S20). If the output voltage of the toner sensor
20 reaches the target value, the controller 40 may store
the duty ratio of the PWM signal in the storage unit 50,
for instance for use in subsequent toner/developer ratio
detection. The operation S20 may be performed when
the developing unit 10 is initially mounted in the image
forming apparatus 1 or power of the image forming ap-
paratus 1 is turned on.
[0058] The controller 40 supplies the control voltage
to the toner sensor 20 corresponding to the duty ratio
adjusted at operation S20 (operation S30). Then, the in-
itial reference density value of the toner sensor 20 may
be automatically adjusted or set.
[0059] Hereinafter, a toner sensor status sensing
method of the image forming apparatus 2 will be de-
scribed with reference to Figure 4.
[0060] First, the controller 40 controls the pulse width

modulator 30 to generate the PWM signal according to
the duty ratio of the PWM signal stored in the storage
unit 50 (operation S110). The controller 40 determines
whether the output voltage output by the toner sensor 20
is equal to or less than the minimum reference value (op-
eration S120).
[0061] If the output voltage is equal to or less than the
minimum reference value, e.g., 0V at operation S120,
the controller 40 raises the duty ratio of the PWM signal
by 10% and determines whether the output voltage out-
put by the toner sensor 20 is increased accordingly (op-
eration S130). If the output voltage output by the toner
sensor 20 is not increased at operation S130, the con-
troller 40 informs a user through the informer 60 that the
toner sensor is not operating correctly (operation S140).
[0062] The controller 40 determines whether the out-
put voltage is equal to or greater than the maximum ref-
erence value, e.g., 3.3V (operation S150). If the output
voltage is equal to or greater than the maximum reference
value at operation S150, the controller 40 lowers the duty
ratio of the PWM signal by 10% and determines whether
the output voltage output by the toner sensor 20 is de-
creased accordingly (operation S160). If the output volt-
age of the toner sensor 20 is not decreased at operation
S160, the controller 40 informs a user through the inform-
er 60 that the toner sensor 20 is not operating correctly
(operation S140).
[0063] After the operation S110 is performed, the con-
troller 40 detects the maximum value of the output voltage
output by the toner sensor 20 according to the rotation
of the agitator 12 agitating the toner and the developer
(operation S112). The controller 40 determines whether
the maximum value of the output voltage is periodically
detected (operation S114). If the maximum value of the
output voltage is not periodically detected, the controller
40 informs a user through the informer 60 that the toner
sensor 20 or the agitator 12 is not operating correctly
(operation S116).
[0064] The present invention can also be embodied as
computer-readable codes on a computer-readable me-
dium. The computer-readable medium can include a
computer-readable recording medium and a computer-
readable transmission medium. The computer-readable
recording medium is any data storage device that can
store data that can be thereafter read by a computer sys-
tem.
[0065] Examples of the computer-readable recording
medium include read-only memory (ROM), random-ac-
cess memory (RAM), CD-ROMs, magnetic tapes, floppy
disks, and optical data storage devices. The computer-
readable recording medium can also be distributed over
network coupled computer systems so that the computer-
readable code is stored and executed in a distributed
fashion. The computer-readable transmission medium
can transmit carrier waves or signals (e.g., wired or wire-
less data transmission through the Internet). Also, func-
tional programs, codes, and code segments to accom-
plish the present invention can be easily construed by
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programmers skilled in the art to which the present in-
vention pertains.
[0066] As described above, various embodiments of
the present invention provide an image forming appara-
tus which automatically changes a control voltage ad-
justing an output voltage of a toner sensor, simplifies a
manufacturing process of a developing unit and automat-
ically adjusts and sets an initial reference density value
of a toner sensor, and a toner sensor status sensing
method thereof.
[0067] Also, various embodiments of the present in-
vention provides an image forming apparatus which de-
tects an output voltage according to various control volt-
ages and detects whether a toner sensor and an agitator
of a developing unit are operating normally, and a toner
sensor status sensing method thereof.
[0068] Although various exemplary embodiments of
the present invention have been illustrated and de-
scribed, it will be appreciated by those skilled in the art
that changes may be made in these exemplary embod-
iments without departing from the principles of the gen-
eral inventive concept, the scope of which is defined in
the appended claims.

Claims

1. An image forming apparatus, comprising:

a developing unit (10) having toner and carrier
therein, the developing unit (10) including a ton-
er/carrier ratio sensor (20) arranged to receive
a control signal and to generate an output volt-
age corresponding to a toner/carrier ratio in the
developing unit (10); and
a pulse width modulator (30) arranged to supply
the control signal to the toner/carrier ratio sensor
(20) corresponding to a pulse width modulation
(PWM) signal; and
a controller (40) arranged to control the pulse
width modulator (30) to supply the control signal
to the toner/carrier ratio sensor (20), wherein the
controller is arranged to automatically deter-
mine, when the developing unit (10) is newly in-
stalled in the image forming apparatus, a duty
ratio of the PWM signal by adjusting said duty
ratio so that the output voltage generated by the
toner/carrier ratio sensor (20) included in the de-
veloping unit (10) reaches a target value,
wherein the controller (40) is arranged to store
the determined duty ratio of the PWM signal in
the memory unit of the developing unit (10);
wherein the controller (40) is arranged to control
the pulse width modulator (30) to generate the
PWM signal according to the duty ratio of the
PWM signal stored in the memory unit, and to
detect the output voltage output by the toner/car-
rier ratio sensor (20) according to the generated

PWM signal in order to determine the toner/car-
rier ratio in the developing unit (10).

2. The image forming apparatus according to claim 1,
wherein, after the value of the control signal is de-
termined and at least a portion of the toner in the
developing unit (10) is consumed by the image form-
ing apparatus, the controller (40) is arranged to out-
put the determined value of the control signal to the
toner/carrier ratio sensor (20) which causes the ton-
er/carrier ratio sensor of the developing unit (10) to
output the output voltage corresponding to a
changed toner/carrier ratio in the developing unit (10)
to the controller (40).

3. The image forming apparatus according to claim 1,
wherein, after the duty ratio of the PWM signal is
determined and at least a portion of the toner in the
developing unit (10) is consumed by the image form-
ing apparatus, the controller (40) is arranged to out-
put the determined duty ratio of the PWM signal to
the pulse width modulator (30), which is arranged to
cause the pulse width modulator (30) to generate
and supply the control signal to the toner/carrier ratio
sensor (20) included in the developing unit (10),
which is arranged to cause the toner/carrier ratio
sensor (20) to output the output voltage correspond-
ing to a changed toner/carrier ratio in the developing
unit (10) to the controller (40).

Patentansprüche

1. Bilderzeugungsvorrichtung, umfassend:

eine Entwicklungseinheit (10), die darin Toner
und Träger aufweist, wobei die Entwicklungs-
einheit (10) einen Toner-Träger-Verhältnissen-
sor (20) beinhaltet, der dazu ausgelegt ist, ein
Steuersignal zu empfangen und eine Ausgangs-
spannung zu erzeugen, die einem Toner-Trä-
ger-Verhältnis in der Entwicklungseinheit (10)
entspricht; und
einen Pulsweitenmodulator (30), der dazu aus-
gelegt ist, das Steuersignal dem Toner-Träger-
Verhältnissensor (20) zuzuführen, der einem
Pulsweitenmodulations(PWM)-Signal ent-
spricht; und
eine Steuerung (40), die dazu ausgelegt ist, den
Pulsweitenmodulator (30) zu steuern, um das
Steuersignal dem Toner-Träger-Verhältnissen-
sor (20) zuzuführen, wobei die Steuerung dazu
ausgelegt ist, automatisch ein Tastverhältnis
des PWM-Signals durch Einstellen des Tastver-
hältnisses zu bestimmen, wenn die Entwick-
lungseinheit (10) neu in der Bilderzeugungsvor-
richtung installiert ist, sodass die Ausgangs-
spannung, die von dem Toner-Träger-Verhält-
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nissensor (20) erzeugt wird, der in der Entwick-
lungseinheit (10) enthalten ist, einen Zielwert er-
reicht,
wobei die Steuerung (40) dazu ausgelegt ist,
das bestimmte Tastverhältnis des PWM-Sig-
nals in der Speichereinheit der Entwicklungsein-
heit (10) zu speichern;
wobei die Steuerung (40) dazu ausgelegt ist,
den Pulsweitenmodulator (30) zu steuern, um
das PWM-Signal gemäß dem Tastverhältnis
des PWM-Signals zu erzeugen, das in der Spei-
chereinheit gespeichert ist, und die Ausgangs-
spannung zu erfassen, die von dem Toner-Trä-
ger-Verhältnissensor (20) gemäß dem erzeug-
ten PWM-Signal ausgegeben wird, um das To-
ner-Träger-Verhältnis in der Entwicklungsein-
heit (10) zu bestimmen.

2. Bilderzeugungsvorrichtung nach Anspruch 1, wobei,
nachdem der Wert des Steuersignals bestimmt und
zumindest ein Teil des Toners in der Entwicklungs-
einheit (10) von der Bilderzeugungsvorrichtung ver-
braucht wurde, die Steuerung (40) dazu ausgelegt
ist, den bestimmten Wert des Steuersignals an den
Toner-Träger-Verhältnissensor (20) auszugeben,
was bewirkt, dass der Toner-Träger-Verhältnissen-
sor der Entwicklungseinheit (10) die Ausgangsspan-
nung entsprechend einem veränderten Toner-Trä-
ger-Verhältnis in der Entwicklungseinheit (10) an die
Steuerung (40) ausgibt.

3. Bilderzeugungsvorrichtung nach Anspruch 1,
wobei, nachdem das Tastverhältnis des PWM-Sig-
nals bestimmt und zumindest ein Teil des Toners in
der Entwicklungseinheit (10) von der Bilderzeu-
gungsvorrichtung verbraucht wurde, die Steuerung
(40) dazu ausgelegt ist, das bestimmte Tastverhält-
nis des PWM-Signals an den Pulsweitenmodulator
(30) auszugeben, was dazu ausgelegt ist, zu bewir-
ken, dass der Pulsweitenmodulator (30) das Steu-
ersignal erzeugt und dem Toner-Träger-Verhältnis-
sensor (20) zuführt, der in der Entwicklungseinheit
(10) enthalten ist, was dazu ausgelegt ist, zu bewir-
ken, dass der Toner-Träger-Verhältnissensor (20)
die Ausgangsspannung entsprechend einem verän-
derten Toner-Träger-Verhältnis in der Entwicklungs-
einheit (10) an die Steuerung (40) ausgibt.

Revendications

1. Appareil de formation d’image, comprenant :

une unité de développement (10) avec toner et
support, l’unité de développement (10) compre-
nant un capteur de rapport toner/support (20)
agencé pour recevoir un signal de commande
et pour générer une tension de sortie correspon-

dant à un rapport toner/support dans l’unité de
développement (10) ; et
un modulateur de largeur d’impulsion (30) agen-
cé pour fournir le signal de commande au cap-
teur de rapport toner/support (20) correspon-
dant à un signal de modulation de largeur d’im-
pulsion (MLI) ; et
un contrôleur (40) agencé pour commander le
modulateur de largeur d’impulsion (30) pour
fournir le signal de commande au capteur de
rapport toner/porteur (20), dans lequel le con-
trôleur est conçu pour déterminer automatique-
ment, lorsque l’unité de développement (10) est
nouvellement installée dans l’appareil de forma-
tion d’image, un rapport cyclique du signal MLI
en ajustant ledit rapport cyclique de sorte que
la tension de sortie générée par le capteur de
rapport toner/support (20) inclus dans l’unité de
développement (10) atteigne une valeur cible,
dans lequel le contrôleur (40) est agencé pour
stocker le rapport cyclique déterminé du signal
MLI dans l’unité de mémoire de l’unité de déve-
loppement (10) ;
dans lequel le contrôleur (40) est agencé pour
commander le modulateur de largeur d’impul-
sion (30) pour générer le signal MLI selon le rap-
port cyclique du signal MLI stocké dans l’unité
de mémoire, et pour détecter la tension de sortie
délivrée par le capteur de rapport toner/support
(20) en fonction du signal MLI généré afin de
déterminer le rapport toner/support dans l’unité
de développement (10).

2. Appareil de formation d’image selon la revendication
1, dans lequel, après que la valeur du signal de com-
mande est déterminée et au moins une partie du
toner dans l’unité de développement (10) est con-
sommée par l’appareil de formation d’image, le con-
trôleur (40) est agencé pour délivrer la valeur déter-
minée du signal de commande au capteur de rapport
toner/support (20), ce qui amène le capteur de rap-
port toner/support de l’unité de développement (10)
à délivrer la tension de sortie correspondant à un
rapport toner/support modifié dans l’unité de déve-
loppement (10) au contrôleur (40).

3. Appareil de formation d’image selon la revendication
1,
dans lequel, après que le rapport cyclique du signal
MLI est déterminé et au moins une partie du toner
dans l’unité de développement (10) est consommée
par l’appareil de formation d’image, le contrôleur (40)
est agencé pour délivrer le rapport cyclique détermi-
né du signal PWM au modulateur de largeur d’im-
pulsion (30), qui est agencé pour amener le modu-
lateur de largeur d’impulsion (30) à générer et à four-
nir le signal de commande au capteur de rapport
toner/support (20) inclus dans l’unité de développe-
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ment (10), qui est agencé pour amener le capteur
de rapport toner/support (20) à délivrer la tension de
sortie correspondant à un rapport toner/support mo-
difié dans l’unité de développement (10) au contrô-
leur (40).
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