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Description

FIELD OF INVENTION

[0001] The present invention relates to a method and an apparatus for real-time traffic scheduling in wireless networks.

BACKGROUND OF THE INVENTION

[0002] Wireless networks have become widely distributed nowadays. A widely used type of networks referred to as
"wireless LANs" is defined in the IEEE 802.11 standards of which there exists a whole family. One issue in such type
of wireless networks is the problem of quality of service. Traditionally the nodes of such kind of networks transmit in the
so-called "best effort" mode which means that a sender can transmit at a rate which is currently available at the network.
The "best effort" mode does not ensure a certain quality of service (also referred to as QoS) like a minimum assured
bandwidth which could enable "real-time" transmission.
[0003] However, there have been efforts to implement QoS or real-time transmission in wireless networks. The most
relevant known solutions are IEEE 802.11e (see IEEE standard for information technology - specific requirements part
11: Wireless LAN medium access control (MAC) and physical layer (PHY) specifications: Amendment 8: Medium access
control (MAC) quality of service enhancements. IEEE Standard 802.11 E-2005, 2005) and the Contention-Free Access
using the point coordination function (PCF) defined in the IEEE 802.11 standard (see IEEE standard for information
technology - LAN/MAN - specific requirements - part 11: Wireless LAN medium access control (MAC) and physical layer
(PHY) specifications. IEEE Standard 802.11, 1999/8802-11 (ISO/IEC8802-11:1999), 1999).
[0004] In the former, even though different priorities can be assigned to different traffic flows, it still lacks *strict* quality
guarantees since the mechanism is contention-based. While real-time packets get assigned higher priority and based
thereon have a higher likelihood of getting assigned a short backoff time, still there is the problem that the mechanism
is contention based, and if the total number of packets/stations is too high, there is only a statistical chance that the real-
time packet is transmitted with the desired quality and there is no strict quality assurance.
[0005] On the other hand, the PCF mode in 802.11 can offer strict guarantees. However, mainly due to their complexity,
very few implementations can be found in the market Apart from the drawback of implementation complexity, strict
guarantees rely on "medium reservations" that are usually done on a periodic basis, e.g. a given station reserves the
channel for transmitting (P bytes) every T seconds. However, this periodicity does not match the real-time traffic pattern
from the data sources. Consider for example voice traffic, where the communication channel is typically idle for 1/3 of
the time. Several voice codecs tend to optimize the bandwidth use by applying silence suppression functionality, leaving
several (periodic) reserved RT slots empty.
[0006] One may try to adapt the period of time slot reservation to the voice codec pattern to optimize bandwidth
efficiency, or to reduce delays, but never both at one time.
[0007] To support Real-time traffic in wireless networks the "traditional" approach is to make periodic time slot reser-
vations at the MAC layer. This is schematically illustrated in Fig. 1A. Fig. 1A shows below the reserved timings for real-
time packet transmission indicated as dashs on the time axis, and in the upper part there is shown the packet arrival
frequency through dashed boxes, whereas the solid line boxes represent arriving real-time packets. One can see that
in case of Fig. 1 there is no significant delay in the transmission of real-time packets, however, the period between two
consecutive real-time (RT) time slots is relatively small which increases the likelihood of unused RT time slots, thereby
decreasing efficiency.
[0008] To increase efficiency one may increase this time period as shown in Fig. 1B One can see that depending on
the arrival time there can be a significant delay in the forwarding of real-time packets, such as in case of the fourth real-
time packet shown in Fig. 1B which arrives only shortly after the third reserved RT slot and which therefore has to wait
for some time until it is sent at the fourth reserved RT slot.
[0009] One possibility to decrease the delay would be to decrease the period between two RT slots reserved for real-
time transmission as in the example of Fig. 1A, but as previously mentioned this decreases the reservation efficiency
because for a given number of real-time packets there will be a higher number of unused RT slots.
[0010] Therefore there is a trade-off between short delays and high efficiency with the approach of RT slots granted
to particular users and periodically distributed along the time like in time division multiple access (TDMA) systems.
[0011] Hence there is a need for an improved mechanism ensuring real-time traffic in wireless networks. Preferably
the mechanism should enable strict guarantees to real-time traffic flows while being backward compatible (deployable
in existing 802.11 hotspots), and preferably without starving 802.11 flows.
[0012] EP 1 662 709 A1 discloses a medium access method for contention and non-contention. In a medium access
method for contention and non-contention, a poll number for stations, or wireless terminals for communication, is managed
by a base station so as to guarantee smooth traffic and improved Quality of Service (QoS). A first group of stations is
provided for the non-contention, and a second group of stations is provided for the contention. The method includes (a)
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preparing a contention-free access message attempting access of the first group, (b) detecting a transmission time of
a contention access message attempting access of the second group, (c) embedding the contention-free access message
in the contention access message so as to transmit the embedded message to at least one of the first and second
groups, and (d) receiving the contention access message, in which the contention-free access message is embedded,
at the at least one of the first and second groups, and endowing any one of the first and second groups with a priority
to attempt access to a medium in turn. Thereby, a poll number control-based multi-polling distributed coordination function
(MP-DCF) mechanism is shared with the commercial stations to which no MP-DCF module is provided, so that it is
possible to solve a drawback in that all stations should have the MP-DCF module provided therein, as well as to constantly
maintain throughput even though the number of stations is gradually increased.

SUMMARY OF INVENTION

[0013] The present invention is defined in the independent claims. The dependent claims define embodiments of the
invention.
[0014] According to one embodiment there is provided method for scheduling of traffic in wireless networks, whereas
said network comprises real-time stations intending to send real-time traffic and best-effort stations sending best effort
traffic, said method comprising:

transmitting by a primary real-time station periodically a real-time access marker to thereby define rounds;
assigning a sequence number to each station in said network which intends to send real-time traffic;
based on the sequence number assigned to a station, defining a fixed backoff time at which a packet from this
station is transmitted after the start of a round to thereby establish a sequence in which the real-time packets are
sent by the different realtime stations, said method being characterized by further comprising:

overhearing for a predetermined period of time the traffic by a station which intends to send real-time traffic;
if from said overhearing said station concludes that there is already a primary station transmitting real-time
access markers, assuming by said station a sequence number based on the number of real-time stations which
already are sending real-time traffic

[0015] The definition of rounds and the assignment of fixed backoffs allows a scheduling ensuring real-time transmis-
sion Moreover, by overhearing the traffic by a station which intends to send realtime traffic and assuming a sequence
number based on the number of stations which send already realtime traffic, the scheduling of the realtime traffic can
be performed in a self-organized manner. Without centrally administrating the transmission sequence a schedule is
established by the stations of the network itself, without interference or instructions from an administrator. The real-time
access markers define rounds, and within the rounds the realtime transmission of the different realtime stations is
scheduled in accordance with their sequence numbers. Such a "self-organizing" scheme for realtime transmission
scheduling is aplicable in ad-hoc networks where the realtime station acts as a forwarding node and forwards the packets
which it has received to the next station, however, it is applicable as well to infrastructure networks (such as 802.11
networks), where the scheme then schedules the transmission from a realtime station to an access point.
[0016] Regarding the "overhearing" of the traffic, according to one embodiment the realtime station which intends to
send packets could overhear the other transmissions from other realtime stations to guess or determine how many of
them are present. This may take some time which is longer than one round, because not every realtime station may
transmit in every round. There may be set a fixed time (which may be longer than a round, e.g. several rounds, for
example two, three, four or five rounds) for which the overhearing process is performed and then the realtime station
guesses the total number of realtime stations and assumes its sequence number accordingly.
[0017] Alternatively, according to one embodiment the realtime access marker may include an indication of the number
of realtime stations. Then the (new) realtime station which intends to send traffic may assume its sequence number
once it has overheard the realtime access marker.
[0018] According to one embodiment the method comprises:

if from said overhearing said station concludes that there is not yet a primary
station sending real-time access markers, assuming by said station the role of said primary station and starting to
send real-time access markers.

[0019] In this manner a "primary station" can be determined in case of a network where there is no realtime traffic yet.
[0020] According to one embodiment the method comprises:

assigning a maximum number of RT slots per round to each station;
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based on the sequence number assigned to a station and the number of RT slots it is allowed to transmit, defining
a sequence of fixed backoff times at which packets from this station are transmitted after the start of a round to
thereby establish a sequence in which the real-time packets are sent by the different realtime stations.

[0021] In this manner the system takes into account different throughput requirements for different RT stations.
[0022] According to one embodiment said real-time access marker comprises an indication of the number of stations
which currently are sending real-time traffic in said network and the number of reserved RT slots for each of them, and
incrementally assigning a new sequence number to a real-time station which newly wants to send real-time traffic based
on the number of real-time stations which are already sending real-time traffic.
[0023] In this manner the sequence can be established in a distributed manner.
[0024] According to one embodiment the method comprises:

overhearing for a predetermined period of time the traffic by a station which intends to send real-time traffic;
if from said overhearing said station concludes that there is already a primary station transmitting real-time access
markers, assuming by said station a sequence number based on the number of real-time stations which already
are sending real-time traffic;
if from said overhearing said station concludes that there is not yet a primary
station sending real-time access markers, assuming by said station the role of said primary station and starting to
send real-time access markers.

[0025] According to one embodiment the method comprises:

dividing said rounds (time frames) into a part being used for real-time traffic in which real-time packets can be
scheduled and a part being reserved for best effort traffic.

[0026] According to one embodiment, if a best effort station does not finish its transmission before the end of the round
having a duration of T, thereby taking over a fraction ∆T of the next round, the next real-time access marker is sent with
a delay of ∆T and the next round duration is shortened to T - ∆T.
[0027] According to one embodiment, if a packet from a real-time station does not use the RT slot assigned to it based
on the sequence number of said station, the succeeding station takes over said RT slot.
[0028] According to one embodiment a real-time station uses only a defined number of real-time slots per round and
further packets are "downgraded" and transmitted in best effort mode.
[0029] According to one embodiment if a downgraded packet can not be transmitted within a given round (during the
contention with other best effort packets) it is upgraded again in the next round and transmitted in the reserved RT slot.
[0030] According to one embodiment the method comprises:

before a new real-time station starts to send real-time packets, checking whether the sum of the so far reserved
time for real-time transmission and the so far reserved time for best effort traffic plus the transmission time necessary
for the traffic of the new
station does exceed the round duration, and
if it does exceed said duration, sending said traffic from said new station in best effort mode, and
if it does not exceed said duration, allowing said new station to join the other real-time stations as a further real-time
station.

[0031] According to one embodiment the method comprises:

setting the duration field in the real-time access marker to a duration corresponding to the remaining backoff of the
last RT station/packet in the round to avoid that a best effort station takes over a RT slot which has been assigned
to a real-time station.

[0032] According to one embodiment the method comprises:

setting the duration field in a real-time packet to a duration such that it can be avoided that a best effort packet can
capture a RT slot which is reserved for this or its succeeding real-time packet.

[0033] According to one embodiment there is provided an apparatus for scheduling of traffic in wireless networks,
whereas said network comprises real-time stations intending to send real-time traffic and best-effort stations sending
best effort traffic, said apparatus comprising:
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a module for transmitting by a primary real-time station periodically a real-time access marker to thereby define
rounds;
a module for assigning a sequence number to each station in said network which intends to send real-time traffic;
a module for based on the sequence number assigned to a station, defining a fixed backoff time at which a packet
from this station is transmitted after the start of a round to thereby establish a sequence in which the real-time
packets are sent by the different realtime stations, said apparatus further comprising:

a module for overhearing for a predetermined period of time the traffic by a station which intends to send real-
time traffic;
a module for assuming by said station a sequence number based on the number of real-time stations which
already are sending real-time traffic if from said overhearing said station concludes that there is already a primary
station transmitting real-time access markers.

[0034] In this way there can be implemented an apparatus which performs a scheduling according to an embodiment
of the invention.
[0035] According to one embodiment there is provided a realtime-station for for scheduling of traffic in wireless networks,
whereas said network comprises real-time stations intending to send real-time traffic and best-effort stations sending
best effort traffic, said realtime-station comprising:

a module for receiving a real-time access marker sent periodically by a primary real-time station to thereby define
rounds;
a module for assigning a sequence number to said realtime-station in said network which intends to send real-time
traffic;
a module for based on the sequence number assigned to said station, defining a fixed backoff time at which a packet
from this station is transmitted after the start of a round to thereby establish a sequence in which the real-time
packets are sent by the different realtime stations, said realtime-station further omprising:

a module for overhearing for a predetermined period of time the traffic by a station which intends to send real-
time traffic;
a module for assuming by said realtime-station a sequence number based on the number of real-time stations
which already are sending real-time traffic if from said overhearing said station concludes that there is already
a primary station transmitting real-time access markers.

[0036] In this manner there can be implemented a real-time station which schedules its packets according to a scheme
of an embodiment of the invention.
[0037] According to one embodiment there is provided a computer program comprising computer program code means
adapted to perform the steps of a method according to an embodiment of the invention when said program is run on a
computer.

DESCRIPTION OF THE DRAWINGS

[0038]

Fig. 1 schematically illustrates the scheduling according to the prior art.
Fig. 2 schematically illustrates the scheduling according to an embodiment of the invention.
Fig. 3 schematically illustrates the scheduling according to an embodiment of the invention.
Fig. 4 schematically illustrates the scheduling according to an embodiment of the invention.
Fig. 5 schematically illustrate the scheduling according to an embodiment of the invention.
Fig. 6A and 6B schematically illustrates the scheduling according to an embodiment of the invention.
Fig. 7 schematically illustrates the scheduling according to an embodiment of the invention.
Fig. 8 schematically illustrates a flowchart of the scheduling according to an embodiment of the invention.

DETAILED DESCRIPTION

[0039] Before in the following embodiments of the invention are described, some terms which will be used in the
following description will be clarified.

ACK Acknowledgement
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BE Best-Effort (in our context it refers to 802.11 traffic)
MAC Medium Access Control
NAV Network Allocation Vector
QoS Quality of Service
RAM Real-time Access Marker
RT Real-Time
SIFS Short Inter-frame Space
AIFS Arbitrary Inter-frame Space

[0040] According to one embodiment there is a network with n stations among which nrt have real-time (RT) traffic to
transmit, using the protocol or mechanism in accordance with an embodiment of the invention, and nbe = n - nrt are
legacy 802.11 stations with best-effort (BE) traffic. All n stations are in the same collision domain, contending to access
the channel. Without loss of generality, one may consider that all transmit to a common destination, e.g., the access
point (AP) of a hotspot. However, one can also use the protocol or mechanism without changes in an ad-hoc, single
collision domain network. Fig. 2 illustrates some basic aspects of an embodiment according to the invention.
[0041] As can be seen from Fig. 2, there is a periodic round (a time frame with a predefined time length) which is
defined by some beacon signal or packet which may be referred to as real-time access marker (hereinafter referred to
also as RAM). This RAM is periodically transmitted by some (primary) real-time station and thereby defines some "round"
within which packets may be sent. The "round" in some sense may be regarded as a "virtual frame" within which there
exists a defined structure. In other words one may say that a "round" is an interval within which realtime transmission
follows a certain defined and repeating pattern or sequence.
[0042] According to one embodiment there is then established some transmission schedule (which at least to some
extent is "fixed") according to which the packets from different real-time stations are sent or forwarded by a certain real-
time station. This is indicated in Fig. 2 by the sequence A-B-C-D, i. e. at first there are transmitted packets from station
A, then from station B, then C, and then the packets from D. This sequence is fixed with respect to the start of a "round",
as can be seen in Fig. 2 from the sequence A-B indicated at the right-hand side in the second round.
[0043] According to one embodiment, if a RT slot reserved for a real-time packet is skipped by the station corresponding
to this RT slot (e.g. due to silence suppression as indicated for packet B in Fig. 2), the succeeding station(s) (here station
C) takes over this RT slot).
[0044] According to one embodiment schematically illustrated in Fig. 3 the period between two RAMs (the round) is
divided into two parts, one for the real-time transmission and the other one for the best effort traffic.
[0045] According to one embodiment, to preserve fairness among RT stations and to protect BE traffic from starvation,
a RT station uses only one high priority RT slot in a given interval ("round"). Additional RT packets from that station in
the same round get BE (best effort) priority (to contend fairly with BE traffic). Such packets may be denoted as best-
effort real-time (BE-RT), one such packet (packet A on top of packet C) is shown in Fig. 3.
[0046] The aspects of the embodiments mentioned before may be summarized as follows:

• To get guaranteed access priority, real-time stations establish a transmission schedule/ sequence among themselves
in a distributed manner.

• To deal with round and schedule synchronization among nodes, without requiring any changes at the AP, a "primary"
station transmits periodic reserved access markers (RAM)

• To avoid colliding with BE (802.11) stations, real-time stations transmit before any BE (802.11) station grabs the
channel by having higher access priority (based on sequence numbers which are based on the number of RT
stations which are currently sending).

• To reuse empty reserved RT slots (e.g., when using voice codecs with silence suppression), when a real-time station
skips a reserved transmission RT slot (B in Fig. 1), its successor(s) take over the RT slot, making more space for
BE stations.

• To protect BE traffic from starvation, a RT station uses only one high priority RT slot in a given interval and additional
RT packets from that station in the same round get only BE priority

[0047] The aforementioned aspects and mechanisms can be implemented while maintaining complete backward
compatibility, i.e. there are absolutely no changing requirements on 802.11 stations that coexist with the real-time stations
according to embodiments of the invention. The real-time stations may send a "normal" packet which is transparent for
BE stations and which in, for instance, the ToS field of 802.11e header identifies it as RT packet. The identification as
a RT packet allows the primary station to easily update the list of active RT stations. Moreover, the RAM packet also
may be a "normal" 802.11 packet, so that there is no specific handling required which could destroy compatibility.
[0048] In the following some further embodiments will be described.
[0049] At first the self-organizing setup phase will be explained in somewhat more detail.
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[0050] Before a real-time station starts transmitting real-time packets, it overhears the channel for a given duration of
time. If it does not receive a RAM during this time, it is the first station starting a real-time session. In the following this
station will be referred to as the primary station.
[0051] The primary station has to broadcast a RAM packet every T to indicate the start of a new round for all RT
stations in a synchronous way. The RAM is sent at high priority, e.g., after SIFS (Short Inter Frame Space) and a backoff
of one IEEE 802.11 time slot denoted as tslot (SIFS = 10Ps and tslot = 20Ps for 802.11b) or t_slot. This makes sure
that the RAM will always be given the highest priority so that no best effort packet could take over the position of the
RAM, thereby guaranteeing that the duration of a round (defined by the time between two RAMs) is constant.
[0052] The primary station continuously overhears the channel to notice when new real-time stations join. Packets of
real-time stations according to one embodiment are identified, for instance, by the IP ToS (type of service) field. Hence,
the primary station can maintain a table of all active real-time stations, including their MAC address, and sequence
number i (this will be explained in somewhat more detail below), number of packets they are allowed to transmit and
the transmission time required for their real-time packets. Additionally, according to one embodiment the time of the last
real-time packet transmission of the respective station is stored. It should be noted that preferably other stations should
also maintain such a table for the case they become the primary station (such a case will be explained in more detail
below). The primary station broadcasts information about the total number of real-time stations nrt, the number of packets
each RT station is allowed to transmit and the total time ttot required for transmitting all real-time packets per round
through the RAM. If all real-time stations transmit their packets, as schematically illustrated in Fig. 4 the total required
transmission time is:

[0053] The transmission duration of RAM (tram ), data packets (tdata,i ), and ACK (tack) depends on the current
channel rate and thus may vary.
[0054] To maintain compatibility with conventional 802.11 devices, according to one embodiment the RAM is a normal
802.11 data frame with specific information in the payload. It is not acknowledged by other stations as it is transmitted
in broadcast.
[0055] Conventional stations are not aware of the notion of the interval (the "round") and may not finish their packet
transmission before the end of a round, thus taking over the next round with a duration ∆T. In this case, the primary
station would send the RAM with a delay ∆T and schedule the next RAM after duration T - ∆T (shortening the BE traffic
period) to compensate for this delay. Hence, in average the interval T remains constant. This however means that the
complete round T can not be used exclusively for real-time transmissions. Therefore, a fraction tguard must be kept
unreserved to allow for the variation of the actual length of T , thereby dividing the round effectively into two parts, one
where real-time packets may be sent and one which is reserved for best effort transmission. In the worst case, a best-
effort station starts sending a data packet shortly before the round ends and tguard should be set appropriately depending
on the channel rate, maximum packet size, and T Another positive side-effect of using tguard is that RT stations do not
use the total channel capacity, i.e., BE stations are not starving.
[0056] In the following the mechanism for sequence establishment and admission control will be explained in somewhat
more detail.
[0057] If a real-time station wants to join and is not the primary one, it first has to check whether sufficient transmission
time in T is available to accommodate its real-time packets According to one embodiment, if 

whereas

ttot = total required transmission time, as defined above
tguard = guard period for preserving best effort traffic
2 SIFS = 2 X short interframe space
tslot = time slot defined in the IEEE 802.11 variant in use (ex. IEEE 802 11 a, IEEE 802.11b, IEEE 802.11g)
tack = transmission duration of a MAC acknowledgement
tdata = data transmission time

[0058] then the real-time station may join. Otherwise, it has to refrain from transmitting real-time packets, contending
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using BE priority. This is the self-organized admission control which effectively checks whether the so far reserved time
(ttot + tguard) plus the necessary time for the transmission of the station which wants to join does not exceed the round
duration T.
[0059] Now the way how the sequence numbers according to one embodiment are assigned will be described in
somewhat more detail. The primary station has sequence number one A new real-time station joining obtains its own
sequence number i (i = 1, 2, ...) by simply adding one to the total number of real-time stations nrt previously advertised
by the primary station in the RAM. A real-time station with sequence number i selects a non-random backoff time tback,
i = (i - 1) tslot for its first packet in the queue. The backoff value attached to the other packets in the queue will increment
by one until reaching the number of packets the station is allowed to transmit during the RT period. Choosing the backoffs
in the described way results in a given transmission sequence, avoiding collisions among real-time stations. However,
there is a small probability that two stations join at the same time and hence select the same backoff. This would though
result in a collision (detected by absence of an ACK). To resolve this conflict, the two colliding stations wait for a duration
r T (r being a random integer number, e.g., between 1 and 10) before trying to join again.
[0060] As mentioned before, according to one embodiment each RT station is allowed to reserve a number of RT
slots m during the RT period instead of only one ( case m=1). In such a case the primary station will announce the
sequence number of all RT stations along with the number of reserved RT slots per station. The backoff AIFS_i chosen
by a particular station STAi will be applied to its very first packet waiting in the transmission queue. The rest (m-1) packets
this STAi is allowed to transmit will obtain incremental backoffs AIFS_i+1, AIFS_i+2, ..., AIFS_I+ (m-1), In this manner
it becomes possible to deal with different throughput requirements for different stations by assigning them a different
number of reserved RT slots.
[0061] In the following reuse and backward compatibility will be explained in somewhat more detail.
[0062] Once a real-time station has (sent or) received a RAM, it is allowed to transmit one real-time packet. If a real-
time packet is already waiting in the buffer upon receiving the RAM, the real-time station starts decrementing its backoff
after the channel gets idle for AIFS (= SIFS + tslot ) time. If another real-time station is transmitting, the backoff is frozen
until the channel becomes idle again. Hence, if all real-time stations have a packet in their buffer upon receiving the
RAM, any two consecutive real-time packets are being transmitted with an idle time of AIFS between them. This case
is illustrated in Figure 4. One can see that the time between subsequent RT packets is SIFS + tslot. The same applies
for packets generated by the same RT station.
[0063] Fig. 5 also illustrates the RT slot reuse in case of two packets from station A, and one from stations B to D
waiting in the buffer where packet B is skipped. It can be seen that instead packet C takes its place, whereas packet D
takes the place reserved for packet C.
[0064] In case a real-time station has no packet ready upon receiving the RAM, it skips its turn. The subsequent station
in the sequence will then transmit next with an idle time of AIFS+tslot after the previous transmission. This means that
the subsequent packet actually takes over the RT slot which was reserved for the previous packet, except for an additional
idle time period of SIFS + tslot which must be detected to actually determine that the scheduled packet has been skipped
and that the following packet may therefore decrease its backoff to take over its role. Generally, if k consecutive stations
with a right to transmit 1 packet / round refrain from transmitting a RT packet after the RAM, the idle time between two
packets becomes SIFS+k tslot. In other words, the first packet (the one with the sequence number 1 and originating
from the station which joined RT traffic first after the primary station) has a backoff of one corresponding to one tslot,
the next packet with the sequence number of 2 (and originating from the station which joined RT traffic second after the
primary station) has a backoff of 2 tslots, and so on Each detected idle slot after a received RAM causes a packet waiting
in the buffer to be forwarded to decrease its backoff until it has reached zero so that the packet can be transmitted,
thereby reaching a maximum idle time of. AIFS+k tslot.
[0065] This idle time might be longer than the DIFS (which corresponds to the minimum time between an ACK and a
BE packet) of legacy 802.11 stations for large k (or nrt). This means that if the maximum possible idle time is larger than
the DIFS this results in possible collisions between RT and BE stations because there is some possibility that a BE
station may jump into one of the idle RT slots while a RT packet is still waiting in the buffer. To avoid this, according to
an exemplary embodiment which is schematically illustrated in Fig. 6A and Fig. 6B, the BE packets which could possibly
take over a RT slot are informed that they should wait for a time until it is clear that no real-time packets having a valid
sequence number for real-time transmission are still waiting in the buffer. For that purpose, according to one exemplary
embodiment all real-time stations except the one with the highest sequence number set the duration field (to set the
network allocation vector NAV of legacy 802.11 stations) in their packets to 2 SIFS+tack +(nrt -station_index+1) tslot.
In this manner, for situations where each RT station has only one RT slot reserved, the duration field in a real-time packet
can be set to a duration such that it can be avoided that a best effort packet can capture a RT slot which is reserved for
this or its succeeding real-time packet. For cases where stations have more than one RT slot reserved, the formula
applies on a per-packet basis and becomes a bit more complicated, namely 2SIFS+tack+ tslot * (Total Number of RT
Slots Required - (SUM(RT_slots_required_by_STA i, for = 1 to (station_index -1 ) ) + number_of_packets_already_
transmitted_by_sta_index in current round)+ 1 ). This means that for the RT slots reserved for the station having the
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index i and all its succeeding stations (having a higher index up to the station with the highest index) it can be prevented
in this manner that they are taken over by a BE packet. It should be noted here that tslot is the length of a 802.11 slot
which is generally much shorter than a RT slot reserved for a RT packet In other words, a RT slot is, in general, equivalent
to a number of 802.11 time slots (tslots). Moreover it should be noted that the total number of RT slots is given by SUM
(REQUIRED_SLOTS BYSTA_i, for i=1 to nrt), whereas nrt is the number of realtime stations. If each RT station has
only one RT slot nrt equals the total number of required RT slots. If a RT station requires more than one RT sot, the
primary station not only transmits in the RAM the number of RT stations but also the total number of RT slots reserved
to enable RT stations to correctly choose their backoff.
[0066] Hence, best-effort stations will refrain from transmitting until all real-time stations with buffered packets have
transmitted. Also, the duration field needs to be set in the RAM to SIFS+(total number of RT slots + 1) tslot. The duration
field is ignored by real-time stations. In other words, the duration field in the real-time access marker is set to a duration
corresponding to the accumulated backoff time of all real-time stations to avoid that a best effort station takes over a
RT slot which has been assigned to a real-time station.
[0067] In the following there will be described in more detail how according to one exemplary embodiment to preserve
BE Traffic and Fairness among RT Stations.
[0068] Stations may receive real-time packets from the application layer at any time in between two consecutive RAMs
(during a "round"). The first m packets (of a given station) in a round are assigned high priority, as described before,
e.g. by assigning to them an incremental sequence of backoffs (AIFS_i, AIFS_i+1, AIFS_i+2, ...) for the number of
packets the station is allowed to transmit during a single RT period, denoted as m.. However, if an (m+1)th (of the same
station) arrives during the same round, it is either queued until the next RAM or contends in equal conditions as BE (as
illustrated in Fig. 7). Such "degraded" packets are referred to as BE-RT packets in the following. Upon hearing a new
RAM, a station with a waiting BE-RT packet "promotes" it back to high priority to be transmitted in the RT period. Promoting
BE-RT packets has the advantage of:

• Avoiding that packets of the same flow get reordered at the MAC layer.
• Not delaying RT packets in the queue waiting for a BE-RT packet to get transmitted.

[0069] According to one exemplary embodiment RT stations are allowed to transmit m RT packets per interval only.
Extra RT packets get "degraded" to BE-RT priority to compete equally with 802 11 stations.
[0070] By allowing m RT packets to be transmitted by a certain station the problem of different throughput requirements
for different stations can be tackled.The mechanism works in such a way that having 3 RT stations transmitting a single
RT slot/frame is equivalent (from a systematic viewpoint) to having a single RT station transmitting 3 consecutive RT
slots/frame.
[0071] It can be simply performed by letting every RT station "reserve" several (m) consecutive RT slots using different
consecutive backoffs. This will now be explained by means of a concrete example. For example, let us consider station
A which has right to transmit m = 3 consecutive packets. For the first packet in the FIFO queue the associated backoff
value will be AIFS_A, for the second packet in the queue it will be AIFS_A + 1 * tslot, for the third one AIFS + 2 * tslot
and so forth. That is, packets of station A will be transmitted with an inter-packet space of AIFS_A in case A uses all its
three RT slots.
[0072] At the primary station’s side, it increases the "number of RT slots" announced in the beacons accordingly, so
a new incoming RT station can choose the appropriate new backoff value. The primary station detects the new joining
station upon overhearing a RT packet (specified as a new type of packet in the 802.11 header) from a station whose
address is not in the list of addresses handled by the primary station. It also detects the value m associated to the new
station, by overhearing the number of consecutive RT packets transmitted by the new station. From next beacon, the
primary station will start advertising the sequence number and number of RT slots/round to each station (understanding
that a RT slot is equivalent to a reserved right to transmit a packet and thus RT slots do not have a fixed time length).
[0073] Therefore, "additional/excessive" RT packets from a RT station (to be downgraded) denotes the extent to which
packets exceeds m packets/frame instead of 1 packet/frame. For example, if the same station A has an associated value
m = 3, it will be allowed to transmit a maximum of 3 RT packets in a single frame. In case it has 4 packets at the beginning
of a time frame, it will transmit 3 packets during the RT period while the fourth packet will contend for channel access
following the conventional 802.11 procedure during the Best Effort period
[0074] In the following the mechanism for releasing a reservation will be described.
[0075] If a real-time station has finished its session, the previously reserved resources must be released. If a station
has not transmitted a real-time packet for a duration pT (p being a predefined integer number valid for all stations, e.g.,
100), the primary station supposes that it has finished its real-time session. The primary station then informs the other
real-time stations about this fact in the next RAM together with the sequence number of the station that has left. Then,
all real-time stations with a higher sequence number can decrement their non-random backoff of their first packet in the
queue by one.
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[0076] If a station has not transmitted a real-time packet for more than pT although it has not finished its real-time
session yet, it has to re-join as described above before transmitting the next real-time packet. Alternatively, it might send
keep-alive messages (real-time packets without payload) with an interval of (p - 1) T during its inactive period.
[0077] In case the primary station wants to finish its real-time session, it adds the number of remaining RAMs it will
still broadcast to the last j (e.g., 10) RAMs. Thus, other real-time stations know when they have to decrement their
sequence number. Furthermore, the real-time station with sequence number two then knows when it has to take over
the role of the primary station.
[0078] In the following some features of real-time stations and scheduling mechanism in accordance with embodiments
of the invention will be summarized. A single round or time frame of length T has been divided into two periods: 1) a
guaranteed period for real-time packets, and 2) a conventional 802.11 contention-based period for best-effort traffic,
which may also be used by best-effort real-time packets. The time frame structure guarantees that every real-time station
i will be able to send at least mi data packets every T sec. Suppose that a network comprises nrt real-time stations and
nbe best-effort stations in a single collision domain with no channel errors so that all of them can overhear each other
in perfect conditions unless there is a packet collision, i.e., simultaneous transmissions by two or more stations.
[0079] The real-time stations according to one embodiment then share the following properties:

1. During the network initialization phase, every real-time station obtains the number of other real-time stations nrt
and number of packets each of them is allowed to transmit from a received RAM or elects itself the primary station
(i.e., nrt was zero) before transmitting its first packet. The new real-time station selects a non-random backoff value
tback,i = (i - 1) tslot according to its sequence number (i = total number of RT slots +1).
If a real-time station has a packet waiting in its buffer upon receiving a RAM, it starts counting down its backoff while
the channel is idle after SIFS. Hence, if all RT stations have a packet waiting in their buffer upon receiving the RAM,
the idle time between two consecutive RT packets is 1 tslot. Otherwise, if k consecutive stations that are allowed
to transmit one packet per round refrain from transmitting a RT packet after the RAM, the idle time between two
packets becomes SIFS+k tslot .

2. RT stations ignore the duration field in 802.11 packet header.

3. When a station transmits its first packet in the round, it sets its duration field to 2SIFS+tack+ tslot * (1 + SUM
(i*Number of RT Slots Required_i, from i=my_station_index to i=last station index) )t so that legacy 802.11 stations
do not reduce their backoff counter during the real-time period. As a result, the duration field is considered only by
non-real time stations to set their NAVs.

4. If the allowed m packets have already been transmitted in the current round or time frame and there are one or
more packets in the transmission buffer, try to transmit these real-time packets within the best-effort period but only
until the next RAM at T. Upon overhearing the new RAM, the next m best-effort real-time packets in the queue are
promoted back to real-time class.

[0080] One exemplary embodiment according to the invention may comprise the following features:

• Using fixed backoffs (as timers) for RT slot reuse, giving more ’space’ for BE traffic.
• Pushing 802.11 stations in time using NAV to allow real-time scheduling for any number of RT stations.
• The consecutive selection of backoffs, either by listening to the primary station or overhearing existing RT commu-

nications, to allow decentralized scheduling.
• Primary station selection
• Packet ’degradation’ (if excessive) and ’promotion’ (if new periodic round starts), not to starve BE traffic.

[0081] Fig. 8 shows a flowchart which illustrates the operation of a mechanism in accordance with an embodiment of
the invention. It starts with receiving a packet from an application, if it is not a RT packet it will be forwarded in BE mode.
[0082] If there is already a primary station there exists an indication about the number of existing RT stations and the
total number of RT slots from the RAM, then the sequence number is chosen accordingly (using an increment of 1) if
the admission check results in that there is sufficient time to accommodate a further RT station. Otherwise the packet
is forwarded in BE mode.
[0083] If the new packet is not the first in the round it contends as BE packet, otherwise the duration field is set to
push BE packets and the backoff is chosen in accordance with the order (sequence number and number of previous
reserved RT slots).
[0084] If the degraded packet could not be transmitted it will be upgraded again and the order will be again set.
[0085] If the waiting for RAM leads to a time out the order number is decreased, if it then reaches 1 the station becomes
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the new primary station.
[0086] It will be understood by the skilled person that the embodiments described hereinbefore may be implemented
by hardware, by software, or by a combination of software and hardware. The modules and functions described in
connection with embodiments of the invention may be as a whole or in part implemented by microprocessors or computers
which are suitably programmed such as to act in accordance with the methods explained in connection with embodiments
of the invention. An apparatus implementing an embodiment of the invention may e.g comprise a node or element in a
network which is suitably programmed such that it is able to carry out a realtime transmission as described in the
embodiments of the invention.
[0087] According to an embodiment of the invention there is provided a computer program, either stored in a data
carrier or in some other way embodied by some physical means such as a recording medium or a transmission link
which when being executed on a computer enables the computer to operate in accordance with the embodiments of
the invention described hereinbefore.
[0088] Embodiments of the invention may be implemented e.g. by nodes in a network or any entities in a network
which are programmed to operate in accordance with the traffic scheduling mechanisms as described before.

Claims

1. A method for scheduling of traffic in a wireless network, whereas said network comprises real-time stations intending
to send real-time traffic and best-effort stations sending best effort traffic, said method comprises:

transmitting by a primary real-time station periodically a real-time access marker to thereby define rounds;
assigning a sequence number to each station in said network which intends to send real-time traffic;
based on the sequence number assigned to a station, defining a fixed backoff time at which a packet from this
station is transmitted after the start of a round to thereby establish a sequence in which real-time packets are
sent by the different realtime stations, said method being characterized by further comprising:

overhearing for a predetermined period of time traffic by a station which intends to send real-time traffic;
if from said overhearing said station which intends to send real-time traffic concludes that there is already
a primary station transmitting real-time access markers, assuming by said station which intends to send
real-time traffic a sequence number based on the number of real-time stations which already are sending
real-time traffic.

2. The method of claim 1, further comprising:

if from said overhearing said station concludes that there is not yet a primary station sending real-time access
markers, assuming by said station the role of said primary station and starting to send real-time access markers.

3. The method of claim 1 or 2, further comprising:

assigning to each station a maximum number of real-time slots per round which it is allowed to transmit;
based on the sequence number assigned to a station and said maximum number of real-time slots, defining a
sequence of fixed backoff times at which packets from this station are transmitted after the start of a round to
thereby establish a sequence in which the real-time packets are sent by the different realtime stations.

4. The method of one of claims 1 to 3, wherein a real-time access marker comprises an indication of the number of
stations which currently are sending real-time traffic in said network and the number of real-time slots each station
has reserved, and
incrementally assigning a new sequence number to a real-time station which newly wants to send real-time traffic
based on the number of real-time stations which are already sending real-time traffic.

5. The method of one of claims 1 to 4, further comprising:

dividing said rounds into a part being used for real-time traffic in which real-time packets can be scheduled and
a part being reserved for best effort traffic.

6. The method of one of the preceding claims, wherein
if a best effort station does not finish its transmission before the end of a round having a duration of T, thereby taking
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over a fraction ∆T of the next round, the next real-time access marker is sent with a delay of ∆T and the next round
duration is shortened to T - ∆T.

7. The method of one of the preceding claims, further comprising:

if a packet from a real-time station does not use a real-time slot assigned to it based on the sequence number
of said station, taking over said real-time slot by the succeeding station.

8. The method of one of the preceding claims, wherein
a real-time station uses only a defined number of real-time slots per round and further packets are "downgraded"
and transmitted in best effort mode.

9. The method of claim 8, whereas if a downgraded packet can not be transmitted within a given round it is upgraded
again in the next round.

10. The method of one of the preceding claims, further comprising:

before a new real-time station starts to send real-time packets, checking whether the sum of a so far reserved
time for real-time transmission and a so far reserved time for best effort traffic plus the transmission time
necessary for the traffic of the new station does exceed the round duration, and
if it does exceed said duration, sending said traffic from said new station in best effort mode, and
if it does not exceed said duration, allowing said new station to join the other real-time stations as a further real-
time station.

11. The method of one of the preceding claims, further comprising:

setting a duration field in a real-time access marker to a duration corresponding to a remaining backoff of the
last real-time station/packet in the round to avoid that a best effort station takes over a real-time slot which has
been assigned to a real-time station.

12. The method of one of the preceding claims, further comprising:

setting a duration field in a real-time packet to a duration such that it can be avoided that a best effort packet
can capture a real-time slot which is reserved for this or its succeeding real-time packet.

13. An apparatus for scheduling of traffic in a wireless network, whereas said network comprises real-time stations
intending to send real-time traffic and best-effort stations sending best effort traffic, said apparatus comprising:

means for transmitting by a primary real-time station periodically a real-time access marker to thereby define
rounds;
means for assigning a sequence number to each station in said network which intends to send real-time traffic;
means for, based on the sequence number assigned to a station, defining a fixed backoff time at which a packet
from this station is transmitted after the start of a round to thereby establish a sequence in which real-time
packets are sent by the different realtime stations, said apparatus being characterized by further comprising:

means for overhearing for a predetermined period of time traffic by a station which intends to send real-
time traffic;
means for assuming by said station which intends to send real-time traffic a sequence number based on
the number of real-time stations which already are sending real-time traffic if from said overhearing said
station which intends to send real-time traffic concludes that there is already a primary station transmitting
real-time access markers.

14. The apparatus of claim 13. further comprising:

means for carrying out a method according to one of claims 1 to 12.

15. A realtime-station for scheduling of traffic in a wireless network, whereas said network comprises real-time stations
Intending to send real-time traffic and best-effort stations sending best effort traffic, said realtime-station comprising:
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a module for receiving a real-time access marker sent periodically by a primary real-time station to thereby
define rounds;
a module for assigning a sequence number to said realtime-station for scheduling of traffic when said station
intends to send real-time traffic in said network;
a module for, based on the sequence number assigned to said station, defining a fixed backoff time at which a
packet from this station is transmitted after the start of a round to thereby establish a sequence in which real-
time packets are sent by the different realtime stations, said realtime-station being characterized by further
comprising:

a module for overhearing for a predetermined period of time traffic by said station for scheduling of traffic
which intends to send real-time traffic;
a module for assuming by said realtime-station for scheduling of traffic a sequence number based on the
number of real-time stations which already are sending real-time traffic if from said overhearing said station
for scheduling of traffic concludes that there is already a primary station transmitting real-time access
markers.

16. The realtime station of claim 15 further comprising:

means for carrying out a method according to one of claims 1 to 12.

17. A computer program comprising computer program code means adapted to perform the steps of a method according
to one of claims 1 to 12 when said program is run on a computer.

Patentansprüche

1. Verfahren zum Einteilen von Verkehr in einem drahtlosen Netzwerk, wobei das Netzwerk Echtzeitstationen aufweist,
die Echtzeitverkehr senden möchten und Best-effork-Stationen, die Best-effort-Verkehr senden, wobei das Verfah-
ren aufweist:

periodisches Übertragen eines Echtzeit-Zugriffs-Markers durch eine primäre Echtzeitstation, um dadurch Run-
den zu definieren;
Zuweisen einer Sequenznummer zu jeder Station in dem Netzwerk, die Echtzeitverkehr senden möchte;
basierend auf der einer Station zugewiesenen Sequenznummer, definieren einer festen Verzögerungszeit, mit
der ein Paket von dieser Station nach dem Beginn einer Runde übertragen wird, um dadurch eine Sequenz
zu etablieren, in der Echtzeitpakete durch die unterschiedlichen Echtzeitstationen gesendet werden,
wobei das Verfahren ferner charakterisiert ist dadurch, dass es aufweist:

für eine vorbestimmte Zeitperiode Mithören von Verkehr durch eine Station, die Echtzeitverkehr senden
möchte;
falls die Station, die Echtzeitverkehr senden möchte, aus dem Mithören schließt, dass es bereits eine
primäre Station gibt, die Echtzeit-Zugriffs-Marker überträgt, Annehmen einer Sequenznummer durch die
Station, die Echtzeitverkehr senden möchte, basierend auf der Anzahl der Echtzeitstationen, die bereits
Echtzeitverkehr senden.

2. Verfahren nach Anspruch 1, ferner aufweisend:

falls die Station aus dem Mithören schließt, dass es noch nicht eine primäre Station gibt, die Echtzeit-Zugriffs-
Marker sendet, Annehmen der Rolle der primären Station durch die Station und Beginnen des Sendens von
Echtzeit-Zugriffsmarkern.

3. Verfahren nach Anspruch 1 oder 2, ferner aufweisend:

Zuweisen einer maximalen Anzahl von Echtzeit-Slots per Runde für jede Station,
die ihr zu übertragen gestattet sind;
basierend auf der Sequenznummer, die einer Station zugewiesen ist und der maximalen Anzahl von Echtzeit-
Slots, Definieren einer Sequenz von festen Verzögerungszeiten, mit denen Pakete von dieser Station nach
dem Beginn einer Runde übertragen werden, um dadurch eine Sequenz zu etablieren, in der Echtzeitpakete
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durch die unterschiedlichen Echtzeitstationen gesendet werden.

4. Verfahren nach Anspruch 1 bis 3, wobei ein Echtzeit-Zugriffs-Marker eine Angabe der Anzahl von Stationen umfasst,
die momentan Echtzeitverkehr in dem Netzwerk senden, sowie die Anzahl von Echtzeit-Slots, die jede Station
reserviert hat und,
inkrementelles Zuweisen einer neuen Sequenznummer zu einer Echtzeitstation, die neuen Echtzeitverkehr senden
möchte, basierend auf der Anzahl von Echtzeitstationen, die bereits Echtzeitverkehr senden.

5. Verfahren nach Anspruch 1 bis 4, ferner aufweisend:

Aufteilen der Runden in einen Teil, der für Echtzeitverkehr verwendet wird, in dem Echtzeitpakete geplant
werden können und einen Teil, der für Best-effort-Verkehr reserviert ist.

6. Verfahren nach einem der vorhergehenden Ansprüche, wobei falls eine Best-effort-Station ihre Übertragung nicht
vor dem Ende einer Runde mit der Dauer T beendet, wodurch ein Anteil ∆T der nächsten Runde übernommen wird,
der Echtzeit-Zugriffs-Marker mit einer Verzögerung von ∆T gesendet und die nächsten Rundendauer auf T - ∆T
gekürzt wird.

7. Verfahren nach einem der vorhergehenden Ansprüche, ferner aufweisend:

falls ein Paket einer Echtzeitstation nicht einen Echtzeit-Slot verwendet, der basierend auf der Sequenznummer
der Station zugewiesen wurde, Übernehmen des Echtzeit-Slots durch die nachfolgende Station.

8. Verfahren nach einem der vorhergehenden Ansprüche, wobei eine Echtzeitstation nur eine definierte Anzahl von
Echtzeit-Slots pro Runde verwendet und weitere Pakete "heruntergestuft" und im Best-effort-Modus übertragen
werden.

9. Verfahren nach Anspruch 8, wobei, falls ein heruntergestuftes Paket nicht innerhalb einer gegebenen Runde über-
tragen werden kann, es wieder in der nächsten Runde heraufgestuft wird.

10. Verfahren nach einem der vorhergehenden Ansprüche, ferner aufweisend:

bevor eine neue Echtzeitstation beginnt, Echtzeitpakete zu senden, Überprüfen, ob die Summe einer bisher
reservierten Zeit für Echtzeitübertragung und eine bisher reservierte Zeit für Best-effort-Verkehr plus die Über-
tragungszeit, die nötig ist für den Verkehr der neuen Station, die Rundendauer überschreitet, und
falls sie die Rundendauer überschreitet, Senden des Verkehrs von der neuen Station im Best-effort-Modus und
falls sie die Dauer nicht überschreitet, Gestatten der neuen Station, sich den anderen Echtzeitstationen als
weitere Echtzeitstation anzuschließen.

11. Verfahren nach einem der vorhergehenden Ansprüche, ferner aufweisend:

Setzen eines Zeitdauerfeldes in einem Echtzeit-Zugriffs-Marker auf eine Zeitdauer, die einer verbleibenden
Verzögerungszeit der letzten Echtzeitstation/des letzten Echtzeitpakets in der Runde entspricht, um zu vermei-
den, dass eine Best-effort-Station einen Echzeit-Slot übernimmt, der einer Echtzeitstation zugewiesen wurde.

12. Verfahren nach einem der vorhergehenden Ansprüche, ferner aufweisend:

Setzen eines Zeitdauerfelds in einem Echtzeitpaket auf eine Zeitdauer so, dass vermieden werden kann, dass
ein Best-effort-Paket einen Echtzeit-Slot okkupieren kann, der für dieses oder sein nachfolgendes Echtzeitpaket
reserviert ist.

13. Vorrichtung zum Einteilen von Verkehr in einem drahtlosen Netzwerk, wobei das Netzwerk Echtzeitstationen auf-
weist, die Echtzeitverkehr senden möchten und Best-effort-Stationen, die Best-effort-Verkehr senden, wobei die
Vorrichtung aufweist:

eine Einrichtung zum periodischen Übertragen eines Echtzeits-Zugriffs-Markers durch eine primäre Echtzeit-
station, um dadurch Runden zu definieren;
eine Einrichtung zum Zuweisen einer Sequenznummer zu jeder Station in dem Netzwerk, die Echtzeitverkehr
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senden möchte;
eine Einrichtung zum, basierend auf der einer Station zugewiesenen Sequenznummer, Definieren einer festen
Verzögerungszeit, mit der ein Paket von dieser Station nach dem Beginn einer Runde übertragen wird, um
dadurch eine Sequenz zu etablieren, in der Echtzeitpakete durch die unterschiedlichen Echtzeitstationen ge-
sendet werden, wobei das Verfahren ferner charakterisiert ist dadurch, dass es aufweist:

eine Einrichtung zum Mithören von Verkehr einer vorbestimmten Zeitperiode durch eine Station, die Echt-
zeitverkehr senden möchte;
eine Einrichtung zum, falls die Station, die Echtzeitverkehr senden möchte, aus dem Mithören schließt,
dass es bereits eine primäre Station gibt, die Echtzeit-Zugriffs-Marker überträgt, Annehmen einer Sequenz-
nummer durch die Station, die Echtzeitverkehr senden möchte, basierend auf der Anzahl der Echtzeitsta-
tionen, die bereits Echtzeitverkehr senden.

14. Vorrichtung nach Anspruch 13, ferner aufweisend:

eine Einrichtung zum Ausführen eines Verfahrens gemäß einem der Ansprüche 1 bis 12.

15. Echtzeitstation zum Planen von Verkehr in einem drahtlosen Netzwerk, wobei das Netzwerk Echtzeitstationen
aufweist, die beabsichtigen, Echtzeitverkehr zu senden, sowie Best-effort-Stationen, die Best-effort-Verkehr senden,
wobei die Echtzeitstation aufweist:

ein Modul zum Empfangen eines Echtzeit-Zugriffs-Markers, der periodisch durch eine primäre Echtzeitstation
gesendet wird, und dadurch Runden zu definieren;
ein Modul zum Zuweisen einer Sequenznummer zu der Echtzeitstation zum Planen von Verkehr, wenn die
Station beabsichtigt, in dem Netzwerk Echtzeitverkehr zu senden;
ein Modul, basierend auf der der Station zugewiesenen Sequenznummer,
Definieren einer festen Verzögerungszeit, mit der ein Paket von dieser Station nach dem Beginn einer Runde
übertragen wird, um dadurch eine Sequenz zu etablieren,
in der Echtzeitpakete durch die unterschiedlichen Echtzeitstationen gesendet werden, wobei die Echtzeitstation
ferner charakterisiert ist dadurch, dass sie ferner aufweist:

ein Modul zum Mithören von Verkehr für eine vorbestimmte Zeitperiode durch die Station zur Planung von
Verkehr, welche beabsichtigt Echtzeitverkehr zu senden;
ein Modul zum Annehmen einer Sequenznummer durch die Echtzeitstation zum Planen von Verkehr ba-
sierend auf der Anzahl von Echtzeitstationen, die bereits Echtzeitverkehr senden, wenn die Station aus
dem Mithören schließt, dass es bereits eine primäre Station gibt, die Echtzeit-Zugriffs-Marker sendet.

16. Echtzeitstation nach Anspruch 15, ferner aufweisend:

eine Einrichtung zum Ausführen eines Verfahrens gemäß einem der Ansprüche 1 bis 12.

17. Computerprogramm aufweisend Computerprogramm-Codemittel, angepasst, um die Schritte eines Verfahrens ge-
mäß einem der Ansprüche 1 bis 12 auszuführen, wenn das Programm auf einem Computer läuft.

Revendications

1. Procédé pour planifier le trafic dans un réseau sans fil, dans lequel, ledit réseau comporte des stations fonctionnant
en temps réel cherchant à émettre le trafic en temps réel et des stations fonctionnant au mieux émettant le trafic
au mieux, ledit procédé comporte les étapes ci-dessous consistant à :

transmettre de manière périodique par le biais d’une station principale fonctionnant en temps réel un marqueur
d’accès en temps réel, pour définir des tours par ce moyen ;
affecter un nombre de séquences à chaque station dans ledit réseau laquelle cherche à envoyer du trafic en
temps réel ;
définir sur la base du nombre de séquences affectées à une station un temps d’attente fixe auquel un paquet
en provenance de cette station est transmis postérieurement au début d’un tour pour établir par ce moyen une
séquence dans laquelle des paquets en temps réel sont envoyés par les différentes stations fonctionnant en
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temps réel, ledit procédé étant caractérisé en ce qu’il comporte en outre l’étape ci-dessous consistant à :

écouter de manière discrète, pendant une période de temps prédéterminée, le trafic d’une station cherchant
à envoyer du trafic en temps réel ;
si, à partir de ladite écoute discrète ladite station cherchant à envoyer du trafic en temps réel conclut qu’il
existe déjà une station principale émettant des marqueurs d’accès en temps réel, octroyer à ladite station
cherchant à envoyer du trafic en temps réel un nombre de séquences sur la base du nombre de stations
fonctionnant en temps réel qui transmettent déjà du trafic en temps réel.

2. Procédé selon la revendication 1, comportant en outre l’étape ci-dessous consistant à :

si, à partir de ladite écoute discrète ladite station conclut qu’ il n’y pas encore de station principale envoyant
des marqueurs d’accès en temps réel, faire endosser à ladite station le rôle de ladite station principale et
commencer à envoyer des marqueurs d’accès en temps réel.

3. Procédé selon la revendication 1 ou 2, comportant en outre l’étape ci-dessous consistant à :

affecter à chaque station un nombre maximal de tranches de temps en temps réel par tour que celle-ci est
autorisée à émettre ;
sur la base du nombre de séquences affectées à une station et dudit nombre maximal de tranches de temps
en temps réel, définir une séquence de temps d’attente fixes à laquelle des paquets en provenance de cette
station sont transmis postérieurement au commencement d’un tour pour établir par ce moyen une séquence
dans laquelle les paquets en temps réel sont envoyés par les différentes stations fonctionnant en temps réel.

4. Procédé selon l’une quelconque des revendications 1 à 3, dans lequel un marqueur d’accès en temps réel comporte
une indication d’un nombre de stations envoyant à cet instant du trafic en temps réel dans ledit réseau et du nombre
de tranches de temps en temps réel réservées pour chaque station, et comportant l’étape ci-dessous consistant à :

affecter de manière incrémentielle un nouveau nombre de séquences à une station fonctionnant en temps réel
désirant à nouveau envoyer du trafic en temps réel sur la base du nombre de stations fonctionnant en temps
réel envoyant déjà du trafic en temps réel.

5. Procédé selon l’une quelconque des revendications 1 à 4, comportant en outre l’étape ci-dessous consistant à :

diviser lesdits tours en une partie utilisée pour le trafic en temps réel dans laquelle les paquets en temps réel
peuvent être planifiés et une partie réservée pour le trafic au mieux.

6. Procédé selon l’une quelconque des revendications précédentes, dans lequel
si une station de service fonctionnant au mieux ne termine pas sa transmission avant la fin d’un tour ayant une
durée T, utilisant par conséquent une fraction ∆T du tour successif, le marqueur d’accès en temps réel successif
est envoyé avec un retard égal à ∆T et la durée du tour successif est raccourcie de T - ∆T.

7. Procédé selon l’une quelconque des revendications précédentes, comportant en outre l’étape ci-dessous consistant
à :

si un paquet en provenance d’une station fonctionnant en temps réel n’utilise pas une tranche de temps en
temps réel qui lui est affectée sur la base du nombre de séquences de ladite station, octroyer ladite tranche de
temps en temps réel à la station successive.

8. Procédé selon l’une quelconque des revendications précédentes, dans lequel
une station fonctionnant en temps réel n’utilise qu’un nombre défini de tranches de temps en temps réel par tour et
les paquets supplémentaires sont déclassés et transmis en mode de service au mieux.

9. Procédé selon la revendication 8, dans lequel si un paquet déclassé ne peut pas être transmis au cours d’un tour
donné il est à nouveau surclassé au cours du tour successif.

10. Procédé selon l’une quelconque des revendications précédentes, comportant en outre les étapes ci-dessous con-
sistant à :
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avant qu’une nouvelle station fonctionnant en temps réel ne commence à envoyer des paquets en temps réel,
vérifier si la somme d’un temps réservé jusqu’ici pour la transmission en temps réel et d’un temps réservé
jusqu’ici pour le trafic au mieux, ajoutée au temps de transmission nécessaire au trafic de la nouvelle station,
dépasse la durée d’un tour, et
si ladite durée est dépassée, transmettre ledit trafic à partir de ladite nouvelle station fonctionnant au mieux, et
si ladite durée n’est pas dépassée, permettre à ladite nouvelle station de rejoindre les autres stations fonctionnant
en temps réel en tant que station fonctionnant en temps réel supplémentaire.

11. Procédé selon l’une quelconque des revendications précédentes, comportant en outre l’étape ci-dessous consistant
à :

définir un champ de durée, dans un marqueur d’accès en temps réel, sur une durée correspondant à un temps
d’attente restant de la dernière station fonctionnant en temps réel / du dernier paquet en temps réel dans le
tour, en vue d’éviter qu’une station fonctionnant au mieux n’utilise une tranche de temps en temps réel qui a
été affectée à une station fonctionnant en temps réel.

12. Procédé selon l’une quelconque des revendications précédentes, comportant en outre l’étape ci-dessous consistant
à :

définir un champ de durée, dans un paquet en temps réel, sur une durée de sorte qu’il est possible d’éviter
qu’un paquet de service au mieux puisse capturer une tranche de temps en temps réel réservée pour ce paquet
en temps réel ou celui successif.

13. Dispositif pour planifier le trafic dans un réseau sans fil, dans lequel ledit réseau comporte des stations fonctionnant
en temps réel cherchant à émettre le trafic en temps réel et des stations fonctionnant au mieux émettant le trafic
au mieux, ledit dispositif comportant:

un moyen pour transmettre, par le biais d’une station fonctionnant en temps réel principale, de manière pério-
dique, un marqueur d’accès en temps réel pour définir des tours par ce moyen ;
un moyen pour affecter un nombre de séquences à chaque station dans ledit réseau laquelle cherche à envoyer
du trafic en temps réel ;
un moyen pour, sur la base du nombre de séquences affectées à une station, définir un temps d’attente fixe
auquel un paquet en provenance de cette station est transmis postérieurement au début d’un tour pour établir
par ce moyen une séquence dans laquelle des paquets en temps réel sont envoyés par les différentes stations
fonctionnant en temps réel, ledit dispositif étant caractérisé en ce qu’il comporte en outre :

un moyen pour écouter de manière discrète, pendant une période de temps prédéterminée, le trafic par
une station cherchant à envoyer du trafic en temps réel ;
un moyen pour octroyer à ladite station cherchant à envoyer du trafic en temps réel, un nombre de séquen-
ces, sur la base du nombre de stations fonctionnant en temps réel qui transmettent déjà du trafic en temps
réel, si à partir de ladite écoute discrète ladite station cherchant à envoyer du trafic en temps réel conclut
qu’il existe déjà une station principale émettant des marqueurs d’accès en temps réel.

14. Dispositif selon la revendication 13, comportant en outre :

un moyen pour mettre en oeuvre un procédé selon l’une quelconque des revendications 1 à 12.

15. Station fonctionnant en temps réel pour planifier le trafic dans un réseau sans fil, dans lequel ledit réseau comporte
des stations fonctionnant en temps réel cherchant à émettre le trafic en temps réel et des stations fonctionnant au
mieux émettant le trafic au mieux, ladite station fonctionnant en temps réel comportant :

un module pour recevoir un marqueur d’accès en temps réel envoyé de manière périodique par une station
fonctionnant en temps réel principale pour définir des tours par ce moyen ;
un module pour affecter un nombre de séquences à ladite station fonctionnant en temps réel pour planifier le
trafic lorsque ladite station fonctionnant en temps réel cherche à émettre du trafic en temps réel dans ledit réseau ;
un module pour, sur la base du nombre de séquences affectées à ladite station, définir un temps d’attente fixe
auquel un paquet en provenance de cette station est transmis postérieurement au début d’un tour pour établir
par ce moyen une séquence dans laquelle des paquets en temps réel sont envoyés par les différentes stations
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fonctionnant en temps réel, ladite station fonctionnant en temps réel étant caractérisée en ce qu’elle comporte
en outre :

un module pour écouter de manière discrète, pendant une période de temps prédéterminée, ledit trafic
émis par ladite station destinée à la planification du trafic, laquelle cherche à envoyer du trafic en temps réel ;
un module pour octroyer, à ladite station fonctionnant en temps réel destinée à la planification du trafic, un
nombre de séquences sur la base du nombre de stations fonctionnant en temps réel qui transmettent déjà
du trafic en temps réel si à partir de ladite écoute discrète ladite station destinée à la planification du trafic
conclut qu’il existe déjà une station principale émettant des marqueurs d’accès en temps réel.

16. Station fonctionnant en temps réel selon la revendication 15, comportant en outre :

un moyen pour mettre en oeuvre un procédé selon l’une quelconque des revendications 1 à 12.

17. Programme informatique comportant un moyen de code de programme informatique apte à mettre en oeuvre les
étapes d’un procédé selon l’une quelconque des revendications 1 à 12 lorsque ledit programme est exécuté sur un
ordinateur.
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