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(54) Method for operating TV tuner card

(57) A TV tuner card operation method is described.
A TV tuner module is provided to a computer, wherein
the TV tuner module is electrically connected to the com-
puter via a PCI-E interface. A remote controller is used
to turn on an operation system of the computer via a wake
pin of the PCI-E interface. The remote controller is used
to operate all functions of the TV tuner module to display

TV programs on a screen of the computer. When the
PCI-E interface is adapted to a PCI-E card, the wake pin
is B11 of the PCI-E card. When the PCI-E interface is
adapted to a Mini card, the wake pin is Pin 1 of the Mini
card. When the PCI-E interface is adapted to a PCI Ex-
press Card, the wake pin is Pin 11 of the PCI Express
Card.
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Description

BACKGROUND

Field of Invention

[0001] The present invention relates to an audio/video
operation method. More particularly, the present inven-
tion relates to a TV tuner card operation method.

Description of Related Art

[0002] Most TV tuner cards for installing into a com-
puter are able to receive and process TV signals, broad-
cast signals or other audio/video signals in order to output
those media signals by the computer. Most TV tuner
cards have a remote control functionality, which is only
operable when the computer operation system has been
started. That is, the remote control functionality is inop-
erable when the computer operation system has not been
started. For those TV watchers, it is somewhat inconven-
ient to use a computer to display TV programs.

SUMMARY

[0003] It is therefore an objective of the present inven-
tion to provide a TV tuner card operation method.
[0004] In accordance with the foregoing and other ob-
jectives of the present invention, a TV tuner card opera-
tion method includes the following steps. A TV tuner mod-
ule is provided to a computer, wherein the TV tuner mod-
ule is electrically connected to the computer via a PCI-E
interface. A remote controller is used to turn on an oper-
ation system of the computer via a wake pin of the PCI-
E interface. The remote controller is used to operate all
functions of the TV tuner module to display TV programs
on a screen of the computer. When the PCI-E interface
is adapted to a PCI-E card, the wake pin is B11 of the
PCI-E card. When the PCI-E interface is adapted to a
Mini card, the wake pin is Pin 1 of the Mini card. When
the PCI-E interface is adapted to a PCI Express Card,
the wake pin is Pin 11 of the PCI Express Card.
[0005] It is to be understood that both the foregoing
general description and the following detailed description
are by examples, and are intended to provide further ex-
planation of the invention as claimed.

BRIEF DESCRIPTION OF THE DRAWINGS

[0006] The accompanying drawings are included to
provide a further understanding of the invention, and are
incorporated in and constitute a part of this specification.
The drawings illustrate embodiments of the invention
and, together with the description, serve to explain the
principles of the invention. In the drawings,

Fig. 1 illustrates how a TV tuner card operates ac-
cording to one preferred embodiment of this inven-

tion;
Fig. 2 illustrates a block diagram of a TV tuner card
according to one preferred embodiment of this in-
vention; and
Fig. 3 illustrates a pin diagram of a PCI-E interface
according to one preferred embodiment of this in-
vention.

DESCRIPTION OF THE PREFERRED EMBODI-
MENTS

[0007] Reference will now be made in detail to the
present preferred embodiments of the invention, exam-
ples of which are illustrated in the accompanying draw-
ings. Wherever possible, the same reference numbers
are used in the drawings and the description to refer to
the same or like parts.
[0008] Fig. 1 illustrates how a TV tuner card operates
according to one preferred embodiment of this invention.
When a TV tuner card 104 (also referred as a TV tuner
module 104) is installed into a PCI-E (Peripheral Com-
ponent Interconnect Express) interface 110 of a compu-
ter’s main board 100, the following method is provided
to operate the TV tuner card 104. The TV tuner module
104 has an infrared receiver 106 to receive control signals
from a remote controller 108. The PCI-E interface 110 is
not only used to control TV program displaying on the
computer’s screen, but also its wake pin used to turn on
or turn off the computer.
[0009] Generally speaking, the PCI-E interface in-
cludes three types. The first type is adapted to a PCI-E
Card and most frequently used in a desktop computer.
The second type is adapted to a Mini Card and most
frequently used in a notebook computer. The third type
is adapted to a PCI Express Card and detachably con-
nected with a notebook computer. When the PCI-E in-
terface 110 is adapted to a PCI-E Card, wake pin B11 of
the PCI-E Card is used to turn on or turn off a computer
in present invention. When the PCI-E interface 110 is
adapted to a Mini Card, wake pin 1 of the Mini Card is
used to turn on or turn off a computer in present invention.
When the PCI-E interface 110 is adapted to a PCI Ex-
press Card, wake pin 11 of the PCI Express Card is used
to turn on or turn off a computer in present invention.
[0010] Fig. 2 illustrates a block diagram of a TV tuner
card according to one preferred embodiment of this in-
vention. The TV tuner module 104 includes an analog or
digital tuner module 112 to receive a RF signal input 122
(TV program signals). The RF signal input 122 is trans-
formed by the analog or digital tuner module 112 and an
AN (Audio/Video) encoding and decoding module 114
as a media signal which a computer could process and
display. The A/V encoding and decoding module 114 also
receive other signal input 118 (non-TV program signals).
The A/V encoding and decoding module 114 is electri-
cally connected to the PCI-E interface 110. The PCI-E
interface 110 can be adapted to PCI-Ex 1, PCI-Ex4, PCI-
Ex8 or PCI-Ex16, also adapted to Mini Card or PCI Ex-
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press Card. The TV tuner module 104 includes a control
module 116, which is not only electrically connected to
the AN encoding and decoding module 114, but also elec-
trically connected to wake pin B11 of the PCI-E interface
110. In this embodiment, the PCI-E interface 110 is
adapted to a PCI-E Card, wake pin B11 of the PCI-E
Card is used to turn on or turn off a computer. In a second
embodiment, the PCI-E interface is adapted to a Mini
Card, wake pin 1 of the Mini Card is used to turn on or
turn off a computer (not illustrated in drawings). In a third
embodiment, the PCI-E interface is adapted to a PCI Ex-
press Card, wake pin 11 of the PCI Express Card is used
to turn on or turn off a computer (not illustrated in draw-
ings). When the infrared receiver 106 receives control
signals of turning on or turning off the computer, the con-
trol module 116 would direct the computer to turn on or
turn off via wake pin B11 of the PCI-E interface 110 (or
Pin 1 of Mini Card, or Pin 11 of PCI Express Card).
[0011] Before using the TV tuner module 104 to direct
the computer to turn on or turn off via the PCI-E interface,
"Power On By PCI" option of "POWER Item" in the com-
puter’s BIOS (Basic Input Output System) is switched to
"Enabled". TV tuner card supplier can define its function
key (such as "power" key) on the remote controller 108
to turn on or turn off a computer. The remote controller
108 can be used to turn a computer off to S3, S4 or S5
status. (S3: all computer components are powered off
except main memory; S4: all content of main memory is
saved to non-volatile memory and all computer compo-
nents are powered off; S5: all computer components are
powered off). In addition, the TV tuner module 104 (par-
ticularly the infrared receiver 106) should be constantly
supplied with power, the infrared receiver 106 could re-
ceive control signals from the remote controller 108 at
any time.
[0012] Fig. 3 illustrates a pin diagram of a PCI-E inter-
face according to one preferred embodiment of this in-
vention. This diagram illustrates pin definitions of the
PCE-E interface, wherein wake #B11 (or Pin 1 of Mini
Card, or Pin 11 of PCI Express Card) is used to turn on
or turn off a computer in present invention. Those skilled
in the art may use this diagram to achieve the TV tuner
card operation method presented in present invention.
[0013] According to embodiments discussed above,
the TV tuner card operation method of present invention
uses remote control to operate the TV tuner card and
turn on/off the computer such that TV watchers could
merely use a remote controller to direct a computer to
display TV programs without turning on the computer
first. Moreover, the remote controller can be further de-
fined to turn the computer off to S3, S4 or S5 status.
[0014] It will be apparent to those skilled in the art that
various modifications and variations can be made to the
structure of the present invention without departing from
the scope or spirit of the invention. In view of the forego-
ing, it is intended that the present invention cover modi-
fications and variations of this invention provided they
fall within the scope of the following claims and their

equivalents.

Claims

1. A TV tuner card operation method, comprising:

providing a TV tuner module to a computer,
wherein the TV tuner module is electrically con-
nected to the computer via a PCI-E interface;
using a remote controller to turn on or turn off
an operation system of the computer via a wake
pin of the PCI-E interface;
using the remote controller to operate all func-
tions of the TV tuner module to display TV pro-
grams on a screen of the computer,

wherein when the PCI-E interface is adapted to a
PCI-E card, the wake pin is B11 of the PCI-E card,
when the PCI-E interface is adapted to a Mini card,
the wake pin is Pin 1 of the Mini card, when the PCI-
E interface is adapted to a PCI Express Card, the
wake pin is Pin 11 of the PCI Express Card.

2. The TV tuner card operation method of claim 1,
wherein the PCI-E interface comprises PCI-Ex1,
PCI-Ex4, PCI-Ex8 or PCI-Ex16 type.

3. The TV tuner card operation method of claim 1, fur-
ther comprising a step of turning the computer off to
a S3, S4 or S5 status, wherein the S3 status is "all
computer components are powered off except main
memory", the S4 status is "all content of main mem-
ory is saved to non-volatile memory and all computer
components are powered off", and the S5 status is
"all computer components are powered off".

4. The TV tuner card operation method of claim 1,
wherein the TV tuner module comprises an infrared
receiver to receive signals from the remote control-
ler.

5. The TV tuner card operation method of claim 4,
wherein the TV tuner module comprises a control
module, which receive signals from the infrared re-
ceiver and is electrically connected to the wake pin
of the PCI-E interface.

6. The TV tuner card operation method of claim 1, fur-
ther comprising a step of constantly supplying power
to the TV tuner module.

7. The TV tuner card operation method of claim 1,
wherein the TV tuner module comprises an analog
or digital tuner module to receive TV program sig-
nals.

8. The TV tuner card operation method of claim 1,
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wherein the TV tuner module comprises an AN en-
coding and decoding module, which receive non-TV
program signals and is electrically connected to the
PCI-E interface.

9. A TV tuner card operation method, comprising:

switching "Power On By PCI" option of "POWER
Item" in the computer’s BIOS to "Enabled";
providing a TV tuner module to a computer,
wherein the TV tuner module is electrically con-
nected to the computer via a PCI-E interface;
using a remote controller to turn on or turn off
an operation system of the computer via a wake
pin of the PCI-E interface;
using the remote controller to operate all func-
tions of the TV tuner module to display TV pro-
grams on a screen of the computer,

wherein when the PCI-E interface is adapted to a
PCI-E card, the wake pin is B11 of the PCI-E card,
when the PCI-E interface is adapted to a Mini card,
the wake pin is Pin 1 of the Mini card, when the PCI-
E interface is adapted to a PCI Express Card, the
wake pin is Pin 11 of the PCI Express Card.

10. The TV tuner card operation method of claim 9,
wherein the PCI-E interface comprises PCI-Ex1,
PCI-Ex4, PCI-Ex8 or PCI-Ex16 type.

11. The TV tuner card operation method of claim 9, fur-
ther comprising a step of turning the computer off to
a S3, S4 or S5 status, wherein the S3 status is "all
computer components are powered off except a
main memory", the S4 status is "all content of main
memory is saved to non-volatile memory and all
computer components are powered off", and the S5
status is "all computer components are powered off".

12. The TV tuner card operation method of claim 9,
wherein the TV tuner module comprises an infrared
receiver to receive signals from the remote control-
ler.

13. The TV tuner card operation method of claim 12,
wherein the TV tuner module comprises a control
module, which receive signals from the infrared re-
ceiver and is electrically connected to the wake pin
of the PCI-E interface.

14. The TV tuner card operation method of claim 9, fur-
ther comprising a step of constantly supplying power
to the TV tuner module.

15. The TV tuner card operation method of claim 9,
wherein the TV tuner module comprises an analog
or digital tuner module to receive TV program sig-
nals.

16. The TV tuner card operation method of claim 9,
wherein the TV tuner module comprises an A/V en-
coding and decoding module, which receive non-TV
program signals and is electrically connected to the
PCI-E interface.
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