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Description

Technical Field

[0001] The present invention relates to a so-called hy-
brid system working machine, in which a power generator
is driven by an engine, and appropriately utilizing both
an electric power resulting from the generator and an
electric power stored in a power storage means, electric
motors are driven to activate both a working apparatus
and traveling apparatus.

Background Art

[0002] A hybrid system working machine is constituted
such that an averaged part of the required electric power
is supplied from a generator, and when the generator is
deficient in the electric power to be supplied, the shortage
is supplemented by the electric power stored from a pow-
er storage means, whereas when the electric power is
supplied in a relatively greater amount from the genera-
tor, the surplus electric power is stored (charged) in the
power storage means.
[0003] Accordingly, the power storage means repeats
the charging/discharging, changing the input/output in
accordance with a variation in a load.
[0004] Fig. 6 shows a general trend of the power var-
iation in a conventional non-hybrid system hydraulic ex-
cavator (relationship between the time and a change in
the power which is determined from data for an actual
machine). Regarding the property of a hydraulic excava-
tor receiving a strong variation in the load, it is shown
that either the total power from actuators or the power
from a hydraulic pump as a power source for the actua-
tors varies significantly in a short time.
[0005] On the other hand, Fig. 7 shows a trend (sim-
ulation) of a variation in the power for various leveling
works, when a hybrid system excavator is employed.
[0006] In the case of such a hybrid system excavator,
it is constituted such that the averaged power in the re-
quired power supplied from a power source, as shown
by the solid line in Fig. 7, is supplied from a generator
(one dot line), and that when the power is supplied in a
relatively smaller amount from the generator, the short-
age from the averaged power is supplemented by the
power supplied from a power storage means, whereas
when the power is supplied in a relatively larger amount
from the generator, the surplus power is stored in the
power storage means.
[0007] As a result, the output from the power storage
means frequently and significantly varies, as indicated
by the broken line in Fig. 7, thereby repeating inputting
(charging) above the level of 0 kW and outputting (dis-
charging) below the level thereof in a short time.
[0008] On the other hand, the excavator is constituted
such that an upper rotating body is mounted onto a crawl-
er type lower traveling body, and a excavating apparatus
as a main working apparatus is mounted onto the upper

rotating body, thereby making it possible either to carry
out normal works (excavating, leveling and others) with
the aid of the excavating apparatus, or to move in a site
in the self-traveling manner with the aid of a crawler type
traveling apparatus mounted onto the lower traveling
body.
[0009] The movement is normally carried out in a small
distance, so that it can be achieved by only the power
from an engine. However, in a possible case when the
excavator has to self-travel at a high speed in a relatively
long distance, an assistance of the power storage means
is further required.
[0010] In such a case, the power storage means has
to have a greater capacity, which ensures an output for
a long period, and therefore a battery (secondary battery,
such as lead-acid battery, nickel hydrogen battery or the
like) can be preferably employed for the power storage
means.
[0011] On contrary, such a battery is operated with the
aid of the chemical reaction between an electrolyte and
electrodes, and therefore this causes the lifetime to be-
come extremely short, when it is used in a working ma-
chine, such as an excavator, wherein the charging/dis-
charging is frequently repeated due to a significant var-
iation in the load. This eventually necessitates the ex-
change of the battery with high frequency, and leads to
an increased cost in operation as well as to a disadvan-
tage resulting from the environment problem due to the
abandonment of batteries.
[0012] On the other hand, the employment of a capac-
itor (electrical double layer condenser) for such a power
storage means provides a longer lifetime, even if the
charging/discharging is frequently repeated. This is due
to the fact that the electric charges are physically stored
in the capacitor. Nevertheless, a reduced storage capac-
ity provides a rapid consumption of charges, thereby
making it difficult to travel at high speed in a long distance
as described above. In the case of an empty storage, the
movement or traveling has to be carried out, using only
the output from the engine, so that the traveling speed
is reduced and a long time is required for the movement.
[0013] As described in Japanese Unexamined Patent
Application Publication No. 2000-295717, when an ex-
cavator is constituted such that it includes two type con-
densers, a battery and a capacitor, and that the condens-
ers may be selectively used in accordance with the work-
ing conditions, the above-mentioned problems are
solved. In this case, however, the cost of manufacturing
the condensers extremely increases, along with in-
creased complexity in the control, so that such a system
is not available in the practical usage.

Disclosure of the Invention

[0014] In view of these facts, it is an object of the
present invention to provide a working machine which is
capable of being operated in an energy-saving hybrid
manner, using both the electric power from an engine
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and the electric power stored in a power storage means
in the case of a normal working, such as the excavating
and in a short distance traveling at a low speed, which
is also capable of being operated in a high power as a
long distance traveling at a high speed, under a prereq-
uisite condition that only one kind of power storage
means is used.
[0015] To solve the above-mentioned problems, the
following feature in the structural arrangement is em-
ployed in the present invention.
[0016] In accordance with the present invention, there
is provided a self-traveling working machine as defined
in claim 1.
[0017] Moreover, preferably, the working machine is
constituted such that it is equipped with a travel mode
switching means for switching over a travel mode be-
tween a low speed travel mode and a high speed travel
mode, and, when the high speed travel mode is selected
by the travel mode switching means and at the same time
when the traveling device is operated, the operation
mode is switched over to the high-output operation mode.
[0018] Moreover, a capacitor may be used as the pow-
er storage means.

Brief Description of Drawings

[0019]

Fig. 1 is a schematic side view of an excavator in a
first embodiment of the present invention;
Fig. 2 is a block diagram of a driving system and
control system in the excavator;
Fig. 3 is a diagram showing the state that output from
the engine and its efficiency in the excavator;
Fig. 4 is a diagram showing the relationship between
the effect due to the engine speed switching and the
engine output resulting therefrom;
Fig. 5 is a block diagram of a driving system and
control system in a second embodiment of an exca-
vator according to the present invention;
Fig. 6 is a diagram showing a general trend of the
power variation in the operation of a hydraulic exca-
vator, and
Fig. 7 is a diagram showing a trend of the power
variation in various works of leveling by a hybrid sys-
tem excavator.

Best Mode for Carrying Out the Invention

[0020] In the following embodiments, the present in-
vention will be described, exemplifying a hybrid system
excavator as for a working machine.

First Embodiment (see Figs. 1 to 4)

[0021] As shown in Fig. 1, the excavator is constituted
such that an upper rotating body 3 is mounted on a lower
traveling body 2 which is equipped with a crawler type

traveling apparatus 1 as traveling device, and that an
excavating apparatus 4 as a main working apparatus or
working device is mounted onto the upper rotating body 3.
[0022] In the excavating apparatus 4, an arm 6 is
mounted onto an end of a boom 5 free to rise and fall,
and a back hoe system bucket 7 is further mounted onto
an end of the arm 6. The boom 5, arm 6 and bucket 7
are driven by a boom cylinder 8, arm cylinder 9 and bucket
cylinder 10, resp ectively.
[0023] As a modification of the excavator, a clamshell
type bucket can be employed for the bucket 7, or a griping
type or vibration type crushing apparatus can be em-
ployed, instead of the bucket 7, and/or a telescopic arm
can be employed for the arm 6.
[0024] As shown in Fig. 2, the upper rotating body 3 is
equipped with an engine 11 for a power source, a power
generator 12 driven by the engine 11, a capacitor 13 as
a power storage means, electric motors 14, 15, 16, 17,
18 and 19 being used respectively for driving the boom,
arm, bucket, and for left traveling and right traveling and
for rotation, a boom pump 20 driven by the boom motor
14 for supplying a pressure oil to the boom cylinder 8, an
arm pump 21 driven by the arm motor 15 for supplying
a pressure oil to the arm cylinder 9, a bucket pump 22
driven by the bucket motor 16 for supplying pressure oil
to the bucket cylinder 10, and decelerator 23, 24 and 25
for reducing the rotary forces from the electric motors 17,
18 and 19 used for left traveling and right traveling and
for rotation, and for further transmitting these rotary forc-
es to the traveling apparatus 1 and rotating mechanisms
(rotating gears, not shown).
[0025] Fig. 2 shows a block diagram of a driving system
and a control system in the excavator. A power generator
controller 26 is interposed between the generator 12 and
the electric motors 14 - 19 as well as between the gen-
erator 12 and the capacitor 13. The controller 26 serves
transforming an AC electric power generated by the gen-
erator 12 into a DC power by regulating it into a constant
DC voltage.
[0026] Moreover, a capacitor controller 27 is inter-
posed between the controller 26 and the capacitor 13 to
control the charging/discharging of the capacitor 13 in
accordance with an excess/deficiency of the power sup-
plied from the generator, as shown in Fig. 7. Furthermore,
motor controllers 28 - 33 for controlling the input current
to corresponding electric motors 14 - 19 are interposed
between the controller 26 and the corresponding electric
motors 14- 19, respectively.
[0027] The speed of the engine 11 is regulated by a
governor (mechanical governor or electronic governor)
34, and the governor 34 is further controlled by the gov-
ernor controller 35.
[0028] Moreover, a selector switch 36 as a travel mode
switching means for selecting either a high speed
traveling or low speed traveling is connected to the gov-
ernor controller 35 via a controller 38. Similarly, a travel
operation unit 37 for outputting a signal in the operation
for traveling is connected to the governor controller 35
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via the controller 38. The engine 11 is operated over a
high output range, when a high-speed travel mode is se-
lected by the selector switch 36 and at the same time the
traveling apparatus is operated.
[0029] In other words, the excavator is constituted
such that it can be switched over between a normal op-
eration mode and a high-output operation mode, where,
in the normal operation mode, the engine 11 is operated
at a relatively low output over a high efficiency range,
and then the electric power is supplied from both the gen-
erator 12 and the capacitor 13, whereas, in the high-out-
put operation mode, the engine 11 is operated in the
range of a relatively high output. Accordingly, the exca-
vator is operated either at the normal operation mode,
when the function of rotation in the upper rotating body,
the function of excavation in the excavating apparatus 4
and the function of traveling in low speed are performed
as in the normal work, or at the high-output operation
mode, when a high speed traveling in a long distance is
set respectively.
[0030] In conjunction with the above, Fig. 3 exemplifies
the relationship between the output and efficiency of an
engine. It is found that an engine power of 22 kW provides
the highest engine efficiency.
[0031] On the other hand, Fig. 4 shows the relationship
between the engine speed and the engine output in this
excavator. In the normal operation mode, the engine 11
is operated over a high efficient range, as indicated by a
solid line (for instance, an engine output of 22 kW being
obtained at an engine speed of 1600 min-1.), whereas
the energy-saving operation, which is specific for the hy-
brid system excavator, can be carried out, using both the
stored electric power from the capacitor 13 and that from
the generator, if necessary.
[0032] In addition, the capacitor 13 used as the power
storage means provides a much longer lifetime than a
battery, even if a drastic change in the inputting/output-
ting repeatedly takes place and/or the charging/discharg-
ing is frequently repeated, as shown in Fig. 7. Accord-
ingly, it is not necessary to exchange the capacitor 13
within the same period as the lifetime of the excavator or
a further longer period. Moreover, compared with a bat-
tery, the capacitor 13 has a higher charge-storage den-
sity, thereby making it possible to efficiently use the elec-
tric power regenerated from the electric motors 14 - 19.
[0033] In the case that the excavator travels at a high
speed and long distance in a site or others, the position
of the high-speed travel mode is selected in the selector
switch 36. Under this condition, the switching signal and
the travel operation signal from the travel operation unit
37 are supplied to the governor controller 35 via the con-
troller 38, so that the engine 11 is operated over a high
speed range, as indicated by the dashed line in Fig. 4
(for instance, 2400 min-1.), and therefore the engine out-
put becomes higher (for instance, 33 kW).
[0034] An increased output of the engine causes the
output of the generator 12 to be increased, for instance,
in 29 kW (in the normal operation mode, it varies within

a range of, e.g., 10 - 19 kW, depending on the required
electric power).
[0035] Consequently, a long distance travel at a high
speed can be achieved by only the output of the engine,
even if the capacitor 13 having a small capacity is com-
pletely discharged in a short time.

Second Embodiment (see Fig. 5)

[0036] A second embodiment of the present invention
will be described with regard to only the difference from
the first embodiment.
[0037] In the second embodiment, an excavator is con-
stituted such that a hydraulic pump 41 is driven by an
electric motor 39 (controlled by a motor controller 40) to
which a power generator 12 and a capacitor 13 are as-
signed as the electric power sources, and that the pres-
sure oil from the hydraulic pump 41 is supplied to a boom
cylinder 8, arm cylinder 9 and bucket cylinder 10 as well
as to a hydraulic motor 43 for left travel, a hydraulic motor
44 for right travel and a hydraulic motor 45 for rotation
via control valves 42 (Although these valves are provided
each of the hydraulic motor, here, it is collectively shown).
[0038] In the second embodiment, a selector switch
36 and travel operation unit 37 are also connected to a
governor controller 35 via a controller 38. A switching
signal from the selector switch 36 and a travel operation
signal allow the engine output to be switched over be-
tween the high efficient range indicated by the solid line
and the high power range indicated by the broken line in
Fig. 4, so that the excavator is constituted such that the
operation mode is changed over between the normal op-
eration mode and the high-output operation mode.
[0039] In the case of the second embodiment, the pow-
er of the electric motor 39 increases at the high-output
operation mode, and therefore both the maximum power
of the hydraulic pump 41 and the amount of oil discharged
therefrom also increase, so that the high speed traveling
can be achieved by the increased revolution speed of
the hydraulic motor 43 for the left travel and the hydraulic
motor 44 for the right travel.

The Other Embodiments

[0040]

(1) Without usage of such a capacitor controller 27
for regulating the voltage for the capacitor 13 at a
constant value, it is also possible either to control
the charging/discharging current of the capacitor 13
by the controller 26 in accordance with a variation in
the voltage due to the charging/discharging of the
capacitor 13, or to control the current supplied to the
electric motor 39 with the aid of the electric motor
controller 40.
(2) Each of the motors 14 - 19 is assigned to the
corresponding actuator in the first embodiment,
whereas a common motor 39 is assigned to all of
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the actuators in the second embodiment. However,
the flow rate for each actuator can be controlled by
a corresponding valve in the distributed manner,
combining two sets of an electric motor and a hy-
draulic pump with each other. Otherwise, only the
rotary movement can be realized by driving an elec-
tric motor, and the other actuators can be activated
by controlling the flow rate in the distributed manner,
where the amount of discharge in one or two sets of
an electric motor and hydraulic pump is controlled
by a control valve. That is, the combination of electric
motors for driving the actuators can be altered in
various sets.
(3) As for the power storage means, it is most desir-
able to employ the capacitor 13 having a long life-
time, as in the above two embodiments. However, a
battery (secondary cells) can also be employed
when a large storage capacity is required. The usage
of a battery having a large capacity allows the lifetime
of the battery to be increased, because the rate of
the electric power for charging/discharging to the
battery capacity can be reduced.
(4) In the above embodiments, the excavator is con-
stituted such that the operation mode is switched
over from the normal operation mode to the high-
output operation mode, when the selector switch 36
is switched over to the position of the high speed
traveling mode, and at the same time when the
traveling operation is performed. However, the ex-
cavator can be constituted such that the operation
mode is switched over to the high-output operation
mode when the selector switch 36 is switched over
to the position of the high speed traveling mode and
at the same time the magnitude of a travel operation
becomes over a predetermined value (this can be
judged by a signal from the travel operation unit 37
in the high speed travel operation).

Industrial Applicability

[0041] As described above, the working machine ac-
cording to the present invention is designed such that it
can be operated either at a normal operation mode where
the engine is operated over a high efficiency range at a
low output and the stored electric power from the power
storage means is further used, or at the high-output op-
eration mode where the engine is operated over a high
output range, after the operation mode is switched over
between the normal operation mode and the high-output
operation mode. In the normal workings, therefore, the
working machine can be operated at the normal opera-
tion mode, as in the hybrid system-specific energy-saving
manner. Moreover, an operation requiring such a high
power as in a long distance travel at high speed can also
be carried out.
[0042] For this purpose, a capacitor can be employed
for the power storage means, as defined in claim 3, and
therefore the specific feature of the capacitor provides a

long lifetime for the power storage means without any
necessity of such frequent exchanges for the battery.

Claims

1. A self travelling working machine comprising electric
motors (14-19) driven as a power source both by a
power generator (12) driven by an engine (11) and
a power storage means (13) for storing a surplus
power from the power generator (12), and further
comprising a working device and a traveling device
activated by the electric motors (14-19); wherein the
working machine is operated with an operation mode
selected from a normal operation mode that the en-
gine is operated over a high efficiency range with
both an output from the power generator and an ac-
cumulated power stored in the power storage means
(13), and a high-output operation mode carried out
during high speed travelling in which the engine (11)
is operated at a higher output than at the normal
operation mode so that output of the power generator
is higher than at the normal operation mode.

2. The working machine according to claim 1, wherein
the working machine comprises a travel mode
switching means for switching over a travel mode
between a low speed travel mode and a high speed
travel mode, and, when the high speed travel mode
is selected by the travel mode switching means and
the travelling device is operated, the operation mode
is switched over to the high-output operation mode.

3. The working machine according to claim 1, wherein
a capacitor is used as the power storage means.

Patentansprüche

1. Selbst fahrende Arbeitsmaschine, mit Elektromoto-
ren (14 - 19), die sowohl durch einen Stromgenerator
(12), der durch eine Maschine (11) angetrieben ist,
als auch einer Energiespeichereinrichtung (13) zum
Speichern einer überschüssigen Leistung von dem
Stromgenerator (12) als eine Energiequelle ange-
trieben sind, und ferner mit einer Arbeitsvorrichtung
und einer Fahrvorrichtung, die durch die Elektromo-
toren (14 - 19) betätigt sind; wobei die Arbeitsma-
schine mit einer Betriebsart betrieben ist, die aus
einer normalen Betriebsart, dass die Maschine über
einen hohen Effizienzbereich mit sowohl einer Aus-
gabe von dem Stromgenerator als auch einer ge-
speicherten Energie betrieben ist, die in der Ener-
giespeichereinrichtung (13) gespeichert ist, und ei-
ner während eines Hochgeschwindigkeitsfahrens
ausgeführten Hochleistungsbetriebsart ausgewählt
ist, in der die Maschine (11) bei einer höheren Aus-
gabe als bei der normalen Betriebsart betrieben ist,
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so dass eine Ausgabe des Stromgenerators höher
als in der normalen Betriebsart ist.

2. Arbeitsmaschine nach Anspruch 1, wobei die Ar-
beitsmaschine eine Fahrbetriebsartumschaltein-
richtung zum Umschalten einer Fahrbetriebsart zwi-
schen einer Niedriggeschwindigkeitsfahrbetriebsart
und einer Hochgeschwindigkeitsfahrbetriebsart auf-
weist, und dann, wenn die Hochgeschwindigkeits-
fahrbetriebsart durch die Fahrbetriebsartum-
schalteinrichtung ausgewählt ist und die Fahrvor-
richtung betätigt ist, die Betriebsart zu der Hochlei-
stungsbetriebsart umgeschaltet ist.

3. Arbeitsmaschine nach Anspruch 1, wobei ein Kon-
densator als die Energiespeichereinrichtung ver-
wendet ist.

Revendications

1. Engin de chantier mobile autonome comprenant des
moteurs électriques (14-19) entraînés en tant que
source de puissance tous les deux par un générateur
de puissance (12) entraîné par un moteur (11) et un
moyen de stockage de puissance (13) pour stocker
un surplus de puissance du générateur de puissance
(12), et comprenant en outre un organe de travail et
un organe de déplacement activés par les moteurs
électriques (14-19) ; dans lequel l’engin de chantier
fonctionne avec un mode de fonctionnement sélec-
tionné parmi un mode de fonctionnement normal
dans lequel le moteur fonctionne sur une plage de
rendement élevé avec à la fois une sortie du géné-
rateur de puissance et une puissance cumulée stoc-
kée dans le moyen de stockage de puissance (13),
et un mode de fonctionnement de sortie élevée ef-
fectué au cours d’un déplacement à grande vitesse
dans lequel le moteur (11) fonctionne à une sortie
supérieure à celle en mode de fonctionnement nor-
mal de sorte que la sortie du générateur de puissan-
ce soit supérieure à celle en mode de fonctionne-
ment normal.

2. Engin de chantier selon la revendication 1, dans le-
quel l’engin de chantier comprend un moyen de com-
mutation de mode de déplacement pour commuter
un mode de déplacement entre un mode de dépla-
cement à petite vitesse et un mode de déplacement
à grande vitesse, et, lorsque le mode de déplace-
ment à grande vitesse est sélectionné par le moyen
de commutation de mode de déplacement et l’orga-
ne de déplacement est actionné, le mode de fonc-
tionnement est commuté sur le mode de fonctionne-
ment de sortie élevée.

3. Engin de chantier selon la revendication 1, dans le-
quel un condensateur est utilisé en tant que moyen

de stockage de puissance.
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