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Description

[0001] The present invention relates to an apparatus and a method for processing data, capable of controlling the use
of a graphic controller, and is defined by the appended set of claims. Document US 2005/0125797 (IBM Corp.) is one
piece of prior art showing resource management for a system on a Chip (SoC). According to this document tasks can
be redirected and also that an on-chip controller can control an external memory. Known types of resource uses are
power consumption, component temperature, transmission capacity of a data bus, memory space of a buffer and process-
ing capacity.
[0002] Generally, a graphic mode has been used without taking into graphic data usage and the operating condi-
tions/states of a system.
[0003] As shown in a block diagram of a system 100 of FIG. 1, an internal graphic controller (IGC) (not shown) provided
inside a graphic memory control hub (GMCH) 12 or an external graphic controller (EGC) (not shown) provided outside
the GMCH 12 is used by selectively operating toggle switches 11a and 11b provided on a keyboard 11. A corresponding
graphic controller and a memory are set through the rebooting of the system 100.
[0004] According to the present invention, an internal graphic controller (IGC) provided in a graphic memory control
hub (GMCH), which is a kind of a graphic chip set, shares a system memory and/or at least one additional graphic
controller is adaptively used to process data, based on data usage (particularly, graphic data usage) and a variation
speed of a memory data value.
[0005] According to the present invention, the IGC and/or at least one internal/external graphic controller, which is
additionally provided, is adaptively used based on the operating conditions/states of a system, for example, application
programs in operation, the number of the application programs in operation, the existence of an AC adaptor, or a residual
amount of battery power, so as to process graphic data.
[0006] According to the present invention, a controller is adaptively used through the selection of a user. For example,
if the user selects an operating mode based on graphic data usage, the controller can operate only in the operating
mode selected by the user without taking into consideration the operating conditions/states of a system, for example, a
residual amount of battery power. In addition, the user can select at least one operating mode such that the controller
operates only under the operating conditions/states of the system.
[0007] According to the present invention, an apparatus for processing data, the apparatus includes a central process-
ing unit, a controller which controls a peripheral device, a memory unit, and a graphic/memory controller which is
connected to the central processing unit, the memory unit, and the first controller, and controls a system by taking into
data usage of the memory unit or at least one operating condition/state of the system consideration.
[0008] According to the present invention, the graphic/memory controller includes a controller controlling graphic data.
[0009] According to the present invention, at least one controller, which controls graphic data, is provided outside the
graphic/memory controller.
[0010] According to the present invention, a method for processing data includes the steps of setting data usage of
controllers, processing data through a first controller, determining if data usage of the first controller is within a range of
preset data usage, and processing data by using at least one controller together with the first controller if the data usage
of the first controller exceeds the preset data usage.

FIG. 1 is a block diagram showing a typical system including a graphic controller and a memory;
FIG. 2 is a block diagram showing a system including a graphic memory control hub (GMCH), a memory unit, and
at least one graphic controller according to an embodiment of the present invention;
FIG. 3 is a block diagram showing a system using an external graphic controller (EGC) outside a GMCH and/or an
internal graphic controller (IGC) inside the GMCH based on graphic data usage or at least one of operating conditions
and states of the system so as to process graphic data according to an embodiment of the present invention;
FI.G 4 is a block diagram showing a system processing graphic data by taking into consideration graphic data usage
or at least one of operating conditions and states of the system according to another embodiment of the present
invention;
FIG. 5 is a block diagram showing a system including a GMCH provided therein with an IGC, and processing graphic
data by using a plurality of cores provided in the IGC according to another embodiment of the present invention;
FIG. 6 is a flowchart showing the adaptive use of a graphic controller (GC) based on graphic data usage;
FIG. 7 is a flowchart showing the adaptive use of a GC based on operating conditions and states of a system; and
FIG. 8 is a view showing that a GC is selected and operated only under a condition set by a user, according to one
embodiment of the present invention.

[0011] Hereinafter, an apparatus and a method for processing data according to the present invention will be described
in more detail with reference to accompanying drawings.
[0012] Terms mentioned in the present invention, for example, a "graphic memory control hub (GMCH)" and an
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"input/output control hub (ICH)" refer to devices controlling a specific hardware of a whole system by integrating several
micro-chips and several circuits. Although the GMCH and the ICH typically control various signals generated from a
central process unit (CPU) and a main memory, which are important parts in a computer, and/or a disc device and
peripheral devices, the GMCH and the ICH may be a controller having a small capacity and connected to a specific
device in order to process and/or control graphic data.
[0013] In addition, although terms used in the present invention are selected from general terms that are currently
used, an applicant may arbitrarily suggest terms in specific cases. Since the terms suggested by the applicant will be
described in detail in relation to operations and meanings in a corresponding description part of the present invention,
the present invention should be understood in relation to the operations and meanings represented in the terms instead
of names of the terms.
[0014] Hereinafter, the present invention will be schematically described.
[0015] According to the present invention, graphic controllers are used based on graphic data usage determined by
a graphic memory controller. For example, the type (IGC/EGC, etc.) and the number of the graphic controllers to be
used are adaptively selected/controlled.
[0016] According to the present invention, the use and the number of controllers to process graphic data are adaptively
controlled by taking into consideration operating conditions/states of a system, for example, application programs in
operation, the number of the application programs in operation, the type of power, such as an AC adaptor/a battery
mode, a residual amount of battery power, and the selection of a system user.
[0017] According to the present invention, graphic data are effectively processed by using a first device for processing
the graphic data and/or at least one second device for processing the graphic data, based on graphic data usage and/or
the operating conditions/states of a system, thereby reducing system power consumption and improving system per-
formance.
[0018] FIG. 2 is a block diagram showing a system 200 including a GMCH, a memory unit, and at least one graphic
controller. As shown in FIG. 2, the system 200 includes a central processing unit (CPU) 20, a GMCH 21, and an ICH
22. The GMCH 21 is connected the CPU 20 to control an internal graphic controller (IGC) 21a, a random access memory
(RAM), a system memory 24, and at least one of external graphic controllers 26 and 25 based on graphic data usage
and/or the operating conditions/states of the system 200. The ICH 22 controls an HDD 25, which stores data including
various programs and data run/processed based on the programs, and a main board H/W 23, on which a flash memory
loading the data stored in the HDD 25 and a control chip are mounted.
[0019] The GMCH 21 includes a controller (not shown) which automatically selects and drives the IGC 21a, the GCI
26, or a GC2 27 based on the check results of the graphic data usage and/or the operating conditions/states of the
system 200, after checking the graphic data usage and/or the operating conditions/states of the system 200. A component
serving as the controller (not shown) may be additionally provided in the form of another one-chipset.
[0020] The GMCH 21 typically includes a graphic controller such as the IGC 21a. In such a structure, the graphic
controller is accommodated in the chipset of the GMCH 21, and may have performance slightly inferior to that of first
and second EGCs 26 and 27 provided outside the GMCH 21.
[0021] In addition, at least one of controller such as the first EGC 26, the second EGC 27, and a video memory 28 or
29 is additionally provided outside the GMCH 21.
[0022] Meanwhile, the video memories 28 and 29 may be provided in the first and second EGC 26 and EGC 27.
[0023] Although it is described as one example that the GMCH 21 makes data communication with the first EGC 26
and the second EGC 27 through a 16xPCI express graphics (PEG) bus interface, the data communication may be
performed through various schemes.
[0024] Regarding the EGC, "ATI" and "nVIDIA" represent examples of companies that produce video chipsets.
[0025] FIG. 3 is a block diagram showing a system 300 that processes graphic data by using an EGC provided outside
a GMCH 31 and/or an IGC 31a provided inside the GMCH 31 based on graphic data usage, or at least one operating
conditions and states of the system 300 according to the first embodiment of the present invention.
[0026] The definition of operating modes of the system 300 shown in FIG. 3 is as follows:

The first operation mode: graphic data are processed by using only the IGC 31a of the GMCH 31 (a battery optimized
mode: use only the IGC 31a);
The second operating mode: graphic data are processed by using only the EGC 36 provided outside the GMCH 31
(a normal mode: PM mode: use only the EGC 36); and
The third operating mode: graphic data are processed according to the first and second operating modes (the
maximum performance mode: use both of the IGC 31a and the EGC 36).

[0027] In this case, the first operating mode requires the least battery consumption, and the maximum performance
mode requires the greatest battery consumption. However, in terms of performance, the third operating mode has the
highest performance, and the first mode has the lowest performance.
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[0028] According to one embodiment, the operating modes are adaptively changed and set based on the check results
of preset graphic data usage and/or the operating conditions/states of the system 300 after the GMCH 31 checks graphic
data usage of a system memory 34, or the ICH 32 checks the operating conditions/states of the system 300.
[0029] The above-mentioned operating modes may be classified as follows based on graphic data usage.

[0030] The operation modes are adaptively used in a memory based on the data usage as described above, thereby
reducing power consumption, and improving the performance of the system 300.
[0031] For example, when using only both of the IGC 31a of FIG. 3 and a video memory 34a of the system memory
34 in order to process graphic data, the system 300 automatically operates in the third operating mode if preset data
usage (e.g., 75% or more) is output.
[0032] However, if the data usage by the IGC 31a exceeds a preset value, the system 300 raises the data usage up
to a predetermined level by using another GC or the IGC 31a/ the GC.
[0033] Meanwhile, as another embodiment of FIG. 3, the system 300 may automatically operate in the following two
operating modes:

The first operating mode: only the IGC 31a is used (a battery optimized mode); and

The third operating mode: both of the IGC 31a and the EGC 36 are used (the maximum performance mode).

[0034] Regarding table 2, if the present operating mode is the first operating mode, and if present graphic data usage
is checked as 55% (that is, 50%∼70%), the first operating mode, which is the present operating mode, is continuously
maintained. Meanwhile, if the present graphic data usage is 75% or more, the third operating mode is adaptively auto-
matically set.
[0035] In FIG. 3, the operating modes having been defined according to the above graphic data usage may be set as
follows based on the operating conditions/states of the system 300 independently from the graphic data usage. Here-
inafter, examples of the operating conditions/ states of the system 300 will be described.
[0036] First, the system 300 can automatically operate in the following operation modes according to the type of
application programs in operation.
[0037] The first operating mode: only the IGC 31a is used (a battery optimized mode).
[0038] The third operating mode: both of the IGC 31a and the EGC 36 are used (the maximum performance mode).

[0039] In table 3, when document programs such as "WORD" and "Power Point" are used, the first operating mode

Table 1

Data usage in graphic memory Operating mode Remarks

50% or less 1st operating mode

50% ∼ 70% 2nd operating mode

75% or more 3rd operating mode

Table 2

Data usage in graphic memory Operating mode Remarks

50% or less 1st operating mode

50% ∼ 70% Maintain present mode

75% or more 3rd operating mode

Table 3

Application programs in operation Operating mode Remarks

"Word", "Excel", or "Power Point" 1st operating mode

Other programs (a CAD program, a web design program, etc.) Maintain present operating mode

Moving picture playing program 3rd operating mode
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is set in order to reduce battery consumption. When other programs (a CAD program, a web design program, programs
used for the search of the Internet, etc.) are used, a present operation mode (the first operating mode or the third operating
mode) may be continuously maintained.
[0040] If an application program in operation is a moving picture playing program such as "windows media program",
the third operating mode is set to improve system performance, so that user’s demand for the system 300 can be satisfied.
[0041] The operation modes are adaptively set based on an amount of loads processed by an application program in
operation, that is, the type of the application program as described above, thereby reducing power consumption and
improving system performance.
[0042] Second, after checking the number of application programs in operation, the following two operation modes
may be adaptively set.
[0043] The number of the application programs in operation can be checked by calculating the number of windows,
which are currently activated.
[0044] According to one embodiment of the present invention, in order to check the number of the activated windows
or the application programs in operation, a filter driver are stored in an HDD, and then stacked in a memory to operate
after a window OS is booted, in which the filter driver is a kind of a preset program capable of detecting an activated
program or at least one application program output on a display.
[0045] The first operating mode: only the IGC is used (a battery optimized mode).
[0046] The third operating mode: both of the IGC 31a and the EGC 36 are used (the maximum performance mode).

[0047] In table 4, when the number of application programs in operation is 1 so that the first operating mode is set,
the first operating mode is continuously maintained even if the number of application programs to be operated is 2 or 3.
However, if the number of application programs to be operated is 4 or more, the third operating mode is automatically set.
[0048] The operating modes are adaptively set based on the number of application programs in operation as described,
thereby reducing power consumption and improving system performance.
[0049] If the number of application programs in operation is taken into consideration as described above, the operating
mode of a program, such as a moving picture program that requires a greater amount of data processing, can be adjusted
based on the number of application programs. For example, when determining the number of programs for the moving
picture program, the number of the programs is determined as at least four even if one moving picture program is run,
so that the third operating mode can be set.
[0050] In other words, the setting of the operating mode based on the type and/or the number of programs to be
operated can be adjusted according to the characteristic of the programs as described above.
[0051] Third, the following two operating modes are automatically set according to the type of power in use.
[0052] The first operating mode: only the IGC 31a is used (a battery optimized mode).
[0053] The third operating mode: both of the IGC 31a and the EGC 36 are used (the maximum performance mode).

[0054] The operating modes are adaptively set based on the power in use as described above, thereby reducing power
consumption and improving system performance.
[0055] Fourth, two operating modes can be automatically set according to a residual amount of battery power. Pref-
erably, the following two operating modes may be set.
[0056] The first operating mode: only the IGC 31a (a battery optimized mode) is used.
[0057] The third operating mode: both of the IGC 31a and the EGC 36 (the maximum performance mode) are used.

Table 4

The number of application programs in operation Operating mode Remarks

1 1st operating mode

2 or 3 Maintain present operating mode

4 or more 3rd operating mode

Table 5

power in use Operating modes Remarks

Only battery 1st operating mode

AC adaptor 3rd operating mode
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[0058] In table 6, on the assumption that a present mode is the first operating mode, if the residual amount of battery
power is in the range of 50% to 75% of a battery capacity, the first operating mode is maintained as the present mode.
Meanwhile, if the residual amount of the battery power is 75% or more, the third operating mode is automatically set.
[0059] Referring to FIG. 3, differently from table 6, the following three operating modes are defined, and a corresponding
mode is adaptively and automatically set as shown in table 7.
[0060] The first operating mode: only the GMCH 31 and the IGC 31a (a battery optimized mode) is used.
[0061] The second operating mode: only the EGC 36 (a normal mode) is used.
[0062] The third operating mode: both the IGC 31a and the EGC 36 (the maximum performance mode) are used.
[0063] In this case, the first operating mode requires the least battery consumption, and the maximum performance
mode, which is the third operating mode, requires the most battery mode. Meanwhile, in terms of performance, the third
operating mode has the highest performance, and the first operating mode has the lowest performance.

[0064] In table 7, if a residual amount of battery power is in the range of 50% to 70% of the battery capacity on the
assumption that a present operating mode is the first operating mode (a residual amount of battery power is 50% or
less), the present operating mode is automatically switched from the first operating mode into the second operating
mode. Meanwhile, if the residual amount of the battery power is 75% or more, the present operating mode is automatically
switched into the third operating mode.
[0065] The operating modes are adaptively set based on a residual amount of battery power as described above, so
that power can be effectively used, and system performance can be improved.
[0066] FIG. 4 is a block diagram showing a system 400 according to another embodiment of the present invention, in
which the system 400 processes graphic data by using first and second EGCs 46 and 43 and first and second video
memories 48 and 45, which are provided outside a GMCH 41, and/or a IGC 41a provided inside the GMCH 41 and a
video memory 44a in a system memory 44.
[0067] Operating modes in the system 400 having the above structure are defined as follows:
[0068] The first operating mode: graphic data are processed only by using the IGC 41a provided inside the GMCH 14
(a battery optimized mode);
[0069] The second operating mode: graphic data are processed only by using the first EGC 46; and
[0070] The fourth operating mode: graphic data are processed only by using the first EGC 46 and the second EGC
43 (the maximum performance mode).
[0071] In this case, the greatest amount of battery power is consumed in the fourth operating mode, and the least
amount of battery power is consumed in the first operating mode. Meanwhile, in terms of system performance, the fourth
operating mode has the highest performance.
[0072] The operating modes are adaptively changed and set based on the check results of preset graphic data usage
and/or the operating conditions/states of the system 400 after the GMCH 41 checks graphic data usage of the system
memory 44, or an ICH 42 checks the operating conditions/states of the system 400.
[0073] For example, the operating modes may be set as follows based on graphic data usage.

Table 6

Residual amount of battery power Operating mode Remarks

50% or less 1st operating mode

50% ∼ 75% Maintain a present mode

75% or more 3rd operating mode

Table 7

Residual amount of battery power Operating mode Remarks

50% or less 1 st operating mode

50% ∼ 75% 2nd operating mode

75% or more 3rd operating mode
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[0074] The operating modes are adaptively set based on data usage in a graphic memory as described above, thereby
reducing power consumption and improving system performance.
[0075] In addition, the operating modes described above may be set as follows based on the operating conditions/states
of the system 400. Hereinafter, examples of the operating conditions/ states of the system 400 will be described.

[0076] The other programs include a CAD program, a web design program, and a program allowing a user to search
the Internet, and the second operating mode is preferably set for programs requiring system resources less than system
resources required for a moving picture program.
[0077] The operating modes are adaptively set based on the programs in operation as described above, thereby
reducing power consumption and improving system performance.
[0078] In addition, the operating modes may be set as follows based on application programs to be operated.

[0079] In table 10, it is assumed that the first operating mode is set if one application program is currently in operation.
Meanwhile, even if the number of application programs to be operated is two or three, the first operating mode, which
is a present operating mode, is continuously maintained. However, if the number of application programs to be operated
is four or more, the fourth operating mode is automatically set.
[0080] The operating modes are adaptively set based on the number of programs to be operated as described above,
thereby reducing power consumption and improving system performance. If the number of programs to be operated is
taken into consideration as described above, in a program, such as a moving picture program, requiring the processing
of a greater amount of data, a program number according to the operating modes can be adjusted.
[0081] In other words, when determining a program number in the moving picture program, the program number is
determined as at least four, so that the fourth operating mode can be set.
[0082] Further, the setting of the operating modes based on the type or the number of programs to be operated can
be adjusted according to a program characteristic.
[0083] The operating modes may be set as follows based on the type of power.

Table 8

Data usage in graphic memory Operating modes Remarks

50% or less 1st operating mode

50% ∼  70% 2nd operating mode

70% or more 4th operating mode

Table 9

Application programs in operation Operating modes Remarks

Word, Excel, or Power point 1st operating mode

Other programs (CAD program, web design program, etc.) 2nd operating mode

Moving picture program, game program, etc. 4th operating mode

Table 10

The number of application programs to be operated Operating modes Remarks

1 1st operating mode

2 or 3 Maintain a present mode

4 or more 4th operating mode

Table 11

Power Operating modes Remarks

Only battery 1st or 2nd operating mode

AC adaptor 4th operating mode
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[0084] The operating modes are adaptively set based on power as described above, thereby reducing power con-
sumption and improving system performance.
[0085] In addition, the operating modes may be set based on a residual amount of battery power.

[0086] The operating modes are adaptively set based on a residual amount of battery power, thereby effectively using
power and improving system performance.
[0087] FIG. 5 is a block diagram showing a system 500 including a GMCH 51 provided with an IGC 57 according to
another embodiment of the present invention, in which a plurality of cores 57a to 57c included in the IGC 57 process
graphic data based on at least one of data usage, and the operating conditions and states of the system 500. The cores
57a to 57c serve as a plurality of engines to process graphic data, and are realized on one chipset.
[0088] In the system 500 having the above structure, the operating modes are defined as follows.
[0089] The sixth operating mode: graphic data are processed by using only the first core 57a of the IGC 57 embedded
in the GMCH 51.
[0090] The seventh operating mode: graphic data are processed by using only the first and second cores 57a and
57b of the IGC 57 embedded in the GMCH 51.
[0091] The eighth operating mode: graphic data are processed by using only the first, second, and third cores 57a,
57b, ad 57c of the IGC 57 embedded in the GMCH 51.
[0092] The operating modes are adaptively changed and set based on preset data usage and/or checked operating
conditions/states of the system 500 after the GMCH 51 checks data usage in a graphic memory through the cores, and
the ICH 52 checks the operating conditions/states of the system 500.
[0093] For example, the operating modes may be set as follows based on graphic data usage.

[0094] The operating modes are adaptively set based on data usage in the graphic memory as described above,
thereby reducing power consumption and improving system performance.
[0095] In addition, the operating modes described above may be set as follows based on the operating conditions/states
of the system 500. Hereinafter, examples of the operating conditions/states of the system 500 will be described.
[0096] The operating modes are set or adaptively selected based on programs in operation.

[0097] The operating modes are adaptively set based on the application programs in operation as described above,
thereby reducing power consumption and improving system performance.

Table 12

Residual amount of battery power Operating modes Remarks

50% or less 1st operating mode

50% to 70% 2nd operating mode

75% or more 4th operating mode

Table 13

Data usage in a graphic memory Operating modes Remarks

50% or less 6th operating mode

50% ∼  70% 7th operating mode

75% or more 8th operating mode

Table 14

Application programs in operation Operating mode Remarks

Word. Excel, Power Point 6th operating mode

Other programs (CAD program, web design program, etc.) 7th operating mode

Moving picture program, Game program 8th operating mode
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[0098] The operating modes are adaptively set based on the number of application programs to be operated, thereby
reducing power consumption and improving system performance.
[0099] When the number of application programs to be operated is taken into consideration as described above, the
adjustment of the number of programs according to the operating modes can be achieved with respect to a program,
such as a moving picture program, having a greater number of data to be processed.
[0100] In other words, as described above, the setting of the operating modes based on the type and the number of
programs to be operated can be adjusted according to a program characteristic.

[0101] The operating modes are adaptively set based on power as described above, thereby reducing power con-
sumption and improving system performance.

[0102] The operating modes are adaptively set based on a residual amount of the battery power as described above,
thereby effectively using power and improving system performance.
[0103] FIG. 6 is a flowchart showing the adaptive use of a graphic controller based on graphic data usage. Hereinafter,
the whole operating procedure for the adaptive use of the graphic controller will be described again even though the
adaptive use of the graphic controller has been described above.
[0104] As shown in FIGS. 3 and 4, when data are processed by using the IGC (internal GC) of the GMCH and/or at
least one EGC (external GC), the IGC is first used (step S601).
[0105] It is determined if data usage using the IGC 31a or 41a exceeds a preset value (step S603).
[0106] Embodiments of the preset value and the operating modes relating to the data usage are shown in tables 1 and 8.
[0107] If an amount of data processed or to be processed by the IGC in operation exceeds the preset data usage,
only an additional GC, for example, the first EGC is used, or both the first EGC1 and the IGC are used to process the
data (step S605).
[0108] If the amount of data processed or to be processed by the IGC in operation exceeds the preset data usage, it
means that the amount of graphic data being currently processed is more increased. The example thereof has been
described above in detail.
[0109] For example, as shown in table 1, if data usage is 50% or less in a graphic memory, the graphic data are
processed by using only the IGC 31a of the GMCH 31, called the first operating mode. If the data usage in the graphic
memory is in the range of 50% to 75%, the graphic data are processed by using only the EGC 36 of the GMCH 31,
called the second operating mode. If the data usage in the graphic memory exceeds 75%, the graphic data are processed
based on the first and second operating modes, called the third operating mode. In addition, as shown in FIG. 8, the
fourth operating mode may be set.
[0110] Another IGC 57 may be provided in addition to the above IGC. In this case, as shown in FIG. 5, only the IGC
57 may be used or the IGC 57 is used together with an existing IGC (not shown).

Table 15

The number of application programs to be operated Operating modes Remarks

1 6th operating mode

2 or 3 7th operating mode

4 or more 8th operating mode

Table 16

Power Operating modes Remarks

Battery 6th or 7th operating mode

AC adaptor 8th operating mode

Table 17

Residual amount of battery power Operating modes Remarks

50% or less 6th operating mode

50% ∼  75% 7th operating mode

75% or more 8th operating mode
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[0111] In detail, if an amount of data to be processed exceeds the preset value of data usage using the IGC as the
determination result of step S603, the data are processed by using the IGC or at least one of the IGC and the first EGC.
[0112] Thereafter, it is determined if the amount of the data to be processed exceeds the preset value of the data
usage using at least one of the IGC or the EGCI (step S607).
[0113] If the amount of the data cannot be processed by the IGC and the first EGC in operation, that is an amount of
data to be processed more increases, an additional GC, for example, the second EGC is used together with the IGC
and the first EGC to process the data (step S609).
[0114] Thereafter, the determination steps (steps S603 and S607) are repeatedly performed, so that a GC satisfying
preset data usage can be automatically selected (step S611).
[0115] FIG. 7 is a flowchart showing the adaptive use of a graphic controller (GC) based on the operating conditions
and states of a system according to another embodiment of the present invention.
[0116] It is set that data are processed by using the IGC (internal GC) of the GMCH and/or at least one EGC (external
GC) shown in FIGS, 2, 3, and 4 according to the operating conditions/states (refer to tables 2 to7 and tables 9 to 12)
(step S701).
[0117] It is assumed that data are processed by using the IGC (step S703).
[0118] In step S703, the EGC may be first used.
[0119] The use sequence of the IGC and the EGC may be changed according to user setting in the whole embodiments
of the present invention. In addition, the present invention may be realized by providing plural IGCs and a single EGC,
and plural IGCs and plural EGCs.
[0120] It is determined if the data processing by the IGC satisfies the operating conditions/states of a system set in
each table (step S705). The operating conditions/states include an amount of residual battery power, the type of an
application program, the number of programs in operation, or the use of an AC adaptor, and this has been described above.
[0121] If the set operating condition of the system is not satisfied as the determination result, only the IGC or the
additional GC (e.g., the first EGC) is used, or the IGC is used together with the first EGC to process data (step S707).
[0122] It is determined if data processing by the IGC and/or the first EGC satisfies the operating conditions/states of
the system set in the tables (step S709).
[0123] If the data processing by the IGC and/or the first EGC does not satisfy the operating conditions/states of the
system set in the tables, only the additional GC (e.g., the second EGC) is used, or the second EGC is used together
with the IGC and the first EGC to process data (step S711).
[0124] The determination steps are repeatedly performed to continuously process data by using a GC satisfying the
operating conditions/states of the system (step S713).
[0125] The combination of the IGC and the EGC shown in FIGS. 6 and 7 is one embodiment, and the IGC and the
EGC are variously combined according to data usage/the operating states/conditions of the system.
[0126] FIG.8 is a view showing that a graphic controller is adaptively selected and operated only through the condition
set by a user according to one embodiment of the present invention.
[0127] As shown in FIG. 8, the present invention basically relates to that the IGC and/or at least one EGC 81, 82, or
83 is adaptively selected and operated.
[0128] The operating modes that can be set by a user are as follows for example.

1) A graphic controller is adaptively selected and operated based on only graphic data usage (reference number 84).
2) A graphic controller is adaptively selected and operated based on only an amount of residual battery power
(reference number 85).
3) A graphic controller is adaptively selected and operated based on only an application program (reference number
86).
4) A graphic controller is adaptively selected and operated based on only power (reference number 87).

[0129] The graphic controller may be adaptively selected and operated by taking into only one of the operating modes
set by a user consideration.
[0130] As described above, in the apparatus and method for processing data according to the embodiments of the
present invention, at least one IGC having a graphic core and at least one EGC using a graphic chip are provided inside
and outside a GMCH, respectively, according to the position of components processing graphics. Accordingly, the
embodiments of the present invention relate to that at least one core is provided in the IGC, the first EGC, the second
EGC, and the IGC, and adaptively selected and operated based on data usage, or the operating conditions/states of a
system.
[0131] The data usage is obtained by using information about the variation speed of data values of memories connected
to the GCs.
[0132] According to the embodiment to determine the variation speed of data values of the memories, operation values
processed in the GC/graphic core are written/read in the graphic memory in a state in which the GC or the graphic core
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is connected to the graphic memory. In this case, the data variation can be obtained by sensing the active degree of a
data line between the two components. In detail, since the voltage of each data line can be measured, low and high
levels are previously determined according to the voltage level. Thus, data variation from the low to high or vice versa
can be checked.
[0133] In addition, the variation speed of data values of the memories may be obtained by determining a speed at
which write/read register values are changed in the GC/graphic core and/or the memory.
[0134] The data usage may be measured similarly to a technology of measuring CPU usage. For example, present
CPU usage can be automatically measured by using the idle thread or the registry information of the system. The graphic
data usage may be measured similarly to that of the CPU. The type and the number of GCs to be used are adaptively
set based on the measurement result for the variation speed of data values in a system memory to operate the system.
[0135] In addition, the system operates by adaptively setting the type and the number of GCs to be used by taking
into consideration the operating conditions/states of the system, for example, the type and the number of programs in
operation, an amount of residual battery power and/or power.
[0136] As described above, in the apparatus and method for processing data according to the present invention,
controllers processing graphic are adaptively selected and operated based on graphic data usage, the variation speed
of a memory data value, and the operating conditions/states of a system, so that system power can be effectively used,
and system performance can be improved.

Claims

1. An apparatus for processing data, the apparatus comprising:

a central processing unit;
at least one memory unit configured to process a system data and a graphic data; and
a memory controller coupled to the central processing unit and the memory unit,
wherein the memory controller is configured to control an operation of a system in connection with at least one
graphic controller and the memory unit by taking into consideration a graphic data usage of the memory unit or
residual amount of battery power, wherein the memory controller comprises an Internal Graphic Controller, IGC;
one External Graphic Controller, EGC, provided outside the memory controller,
wherein the apparatus at least has the following modes:

a first operating mode, wherein the graphic data are processed by using only the IGC;
a second operating mode, wherein the graphic data are processed by using only the EGC; and
a third operating mode, wherein the graphic data are processed by using both of the IGC and the EGC,

wherein the operating modes are adaptively changed and set based on the check results of preset graphic data
usage of the memory unit and/or the operating conditions/states of the system, wherein, if the amount of data
processed or to be processed by the first operating mode exceeds 50% graphic data usage, the second operating
mode is operated to process the graphic data, and wherein, if the amount of data processed or to be processed
by the second operating mode exceeds graphic data usage of the EGC, the third operating mode is operated
to process the graphic data, or
wherein the operating modes are adaptively set based on a residual amount of battery power, wherein, if the
residual amount of battery power of the first operating mode exceeds 50%, the operating mode is automatically
switched to the second operating mode, and wherein, if the residual amount of battery power of the second
operating mode exceeds 75%, the operating mode is automatically switched to the third operating mode.

2. The apparatus as claimed in claim 1, the at least one memory unit comprises a system memory and at least one
video memory, wherein the system memory is configured to process the system data and the at least one memory
is configured to process the graphic data and the system memory is shared with a video memory among the at least
one video memory, in which the shared video memory is for a graphic controller provided inside the memory controller.

3. The apparatus as claimed in claims 1 or 2, wherein the IGC is configured to processes the graphic data with the
video memory sharing the system memory, and wherein the EGC is configured to processes the graphic data with
a video memory which is different from the video memory used by the IGC.

4. The apparatus as claimed in claim 3, wherein the memory controller adaptively changes the number of other con-
trollers to be operated by taking into consideration a variation speed of a data value of the memory unit.
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5. A method for processing data using the apparatus as claimed in claim 1, the method comprising:

setting a graphic data usage or a residual amount of battery power of the Internal Graphic Controller, IGC, and
the External Graphic Controller, EGC, wherein the data usage of the IGC is less than the data usage of the EGC;
processing graphic data in the first operating mode;
determining if the graphic data usage to be processed by the first operating mode is less than 50% of the graphic
data usage of the IGC, processing graphic data in the second operating mode if the graphic data usage to be
processed by the first operating mode exceeds 50% of graphic data usage of the IGC but below the graphic
data usage of the EGC, and processing graphic data in the third operating mode if the data usage to be processed
by the second operating mode exceeds graphic data usage of the EGC; or
determining if the residual amount of battery power of the first operating mode exceeds 50%, switching the
operating mode automatically to the second operating mode if the residual amount of battery power exceeds
50%, and switching the operating mode automatically to the third operating mode if the residual amount of
battery power exceeds 75%.

6. The method as claimed in claim 5, wherein the data usage is measured by using information about a variation speed
of data values of memories connected to graphic controllers.

Patentansprüche

1. Vorrichtung zur Datenverarbeitung, wobei die Vorrichtung aufweist:

eine zentrale Verarbeitungseinheit;
wenigstens eine Speichereinheit, die konfiguriert ist, um Systemdaten und Graphikdaten zu verarbeiten; und
eine Speichersteuerung, die mit der zentralen Verarbeitungseinheit und der Speichereinheit gekoppelt ist,
wobei die Speichersteuerung konfiguriert ist, um einen Betrieb eines Systems in Verbindung mit wenigstens
einer Graphiksteuerung und der Speichereinheit unter Berücksichtigung einer Graphikdatennutzung der Spei-
chereinheit oder Restmenge an Batterieleistung zu steuern, wobei die Speichersteuerung eine interne Graphik-
steuerung IGC aufweist;
eine externe Graphiksteuerung EGC, die außerhalb der Speichersteuerung bereitgestellt ist,
wobei die Vorrichtung wenigstens die folgenden Betriebsarten hat:

eine erste Betriebsart, in welcher die Graphikdaten nur unter Verwendung der IGC verarbeitet werden,
eine zweite Betriebsart, in welcher die Graphikdaten nur unter Verwendung der EGC verarbeitet werden, und
eine dritte Betriebsart, in welcher die Graphikdaten unter Verwendung sowohl der IGC als auch der EGC
verarbeitet werden,

wobei die Betriebsarten basierend auf den Prüfergebnissen der vorgegebenen Graphikdatennutzung der Spei-
chereinheit und/oder den Betriebsbedingungen/Zuständen des Systems adaptiv geändert und festgelegt wer-
den, wobei, wenn die Datenmenge, die in der ersten Betriebsart verarbeitet wird oder verarbeitet werden soll,
50% Graphikdatennutzung überschreitet, die zweite Betriebsart betrieben wird, um die Graphikdaten zu verar-
beiten, und wobei, wenn die Datenmenge, die in der zweiten Betriebsart verarbeitet wird oder verarbeitet werden
soll, die Graphikdatennutzung der EGC überschreitet, die dritte Betriebsart betrieben wird, um die Graphikdaten
zu verarbeiten, oder
wobei die Betriebsarten basierend auf einer Restmenge der Batterieleistung adaptiv festgelegt werden, wobei,
wenn die Restmenge der Batterieleistung der ersten Betriebsart 50% überschreitet, die Betriebsart automatisch
auf die zweite Betriebsart geschaltet wird, und wobei, wenn die Restmenge der Batterieleistung der zweiten
Betriebsart 75% überschreitet, die Betriebsart automatisch auf die dritte Betriebsart geschaltet wird.

2. Vorrichtung nach Anspruch 1, wobei die wenigstens eine Speichereinheit einen Systemspeicher und wenigstens
einen Videospeicher aufweist, wobei der Systemspeicher konfiguriert ist, um die Systemdaten zu verarbeiten, und
der wenigstens eine Speicher konfiguriert ist, um die Graphikdaten zu verarbeiten, und der Systemspeicher mit
einem Videospeicher von dem wenigstens einen Videospeicher gemeinsam genutzt wird, in dem der gemeinsam
genutzte Videospeicher für eine Graphiksteuerung ist, die im Inneren der Speichersteuerung bereitgestellt ist.

3. Vorrichtung nach den Ansprüchen 1 oder 2, wobei die IGC konfiguriert ist, um die Graphikdaten mit dem Videos-
peicher zu verarbeiten, der den Systemspeicher gemeinsam nutzt, und wobei die EGC konfiguriert ist, um die
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Graphikdaten mit einem Videospeicher zu verarbeiten, der sich von dem Videospeicher unterscheidet, der von der
IGC verwendet wird.

4. Vorrichtung nach Anspruch 3, wobei die Speichersteuerung die Anzahl anderer Steuerungen, die unter Berücksich-
tigung einer Änderungsgeschwindigkeit eines Datenwerts der Speichereinheit betrieben werden sollen, adaptiv
ändert.

5. Verfahren zur Datenverarbeitung unter Verwendung der Vorrichtung nach Anspruch 1, wobei das Verfahren aufweist:

Festlegen einer Graphikdatennutzung oder Restmenge an Batterieleistung der internen Graphiksteuerung IGC
und der externen Graphiksteuerung EGC, wobei die Datennutzung der IGC geringer als die Datennutzung der
EGC ist;
Verarbeiten von Graphikdaten in der ersten Betriebsart;
Bestimmen, ob die Graphikdaten, die in der ersten Betriebsart verarbeitet werden sollen, weniger als 50% der
Graphikdatennutzung der IGC sind, Verarbeiten von Graphikdaten in der zweiten Betriebsart, wenn die Gra-
phikdatennutzung, die in der ersten Betriebsart verarbeitet werden soll, 50% der Graphikdatennutzung der IGC
überschreitet, aber unter der Graphikdatennutzung der EGC liegt, und Verarbeiten von Graphikdaten in der
dritten Betriebsart, wenn die Datennutzung, die in der zweiten Betriebsart verarbeitet werden soll, die Graphik-
datennutzung der EGC überschreitet; oder
Bestimmen, ob die Restmenge an Batterieleistung der ersten Betriebsart 50% überschreitet, automatisches
Umschalten der Betriebsart auf die zweite Betriebsart, wenn die Restmenge an Batterieleistung 50% über-
schreitet, und automatisches Umschalten der Betriebsart auf die dritte Betriebsart, wenn die Restmenge an
Batterieleistung 75% überschreitet.

6. Verfahren nach Anspruch 5, wobei die Datennutzung unter Verwendung von Informationen über eine Änderungs-
geschwindigkeit von Datenwerten von Speichern, die mit Graphiksteuerungen verbunden sind, gemessen wird.

Revendications

1. Appareil de traitement de données, l’appareil comprenant :

une unité centrale de traitement ;
au moins une unité de mémoire configurée pour traiter des données système et des données graphiques ; et
un contrôleur de mémoire couplé à l’unité centrale de traitement et à l’unité de mémoire,
dans lequel le contrôleur de mémoire est configuré pour commander une opération d’un système en lien avec
au moins un contrôleur graphique et l’unité de mémoire en tenant compte d’une utilisation de données graphiques
de l’unité de mémoire ou d’une quantité résiduelle d’énergie de batterie, dans lequel le contrôleur de mémoire
comprend un contrôleur graphique interne, IGC ;
un contrôleur graphique externe, EGC, disposé en dehors du contrôleur de mémoire,
dans lequel l’appareil a au moins les modes suivants :

un premier mode de fonctionnement, dans lequel les données graphiques sont traitées en utilisant unique-
ment l’IGC ;
un deuxième mode de fonctionnement, dans lequel les données graphiques sont traitées en utilisant uni-
quement l’EGC ; et
un troisième mode de fonctionnement, dans lequel les données graphiques sont traitées en utilisant à la
fois l’IGC et l’EGC,

dans lequel les modes de fonctionnement sont changés et réglés de manière adaptative sur la base des résultats
de vérification d’une utilisation de données graphiques prédéfinie de l’unité de mémoire et/ou des conditions/états
de fonctionnement du système, dans lequel, si la quantité de données traitées ou à traiter par le premier mode
de fonctionnement excède 50 % d’utilisation de données graphiques, le deuxième mode de fonctionnement
est employé pour traiter les données graphiques, et dans lequel, si la quantité de données traitées ou à traiter
par le deuxième mode de fonctionnement excède une utilisation de données graphiques de l’EGC, le troisième
mode de fonctionnement est employé pour traiter les données graphiques, ou
dans lequel les modes de fonctionnement sont réglés de manière adaptative sur la base d’une quantité résiduelle
d’énergie de batterie, dans lequel, si la quantité résiduelle d’énergie de batterie du premier mode de fonction-
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nement excède 50 %, le mode de fonctionnement est automatiquement commuté sur le deuxième mode de
fonctionnement, et dans lequel, si la quantité résiduelle d’énergie de batterie du deuxième mode de fonction-
nement excède 75 %, le mode de fonctionnement est automatiquement commuté sur le troisième mode de
fonctionnement.

2. Appareil selon la revendication 1, l’au moins une unité de mémoire comprend une mémoire système et au moins
une mémoire vidéo, dans lequel la mémoire système est configurée pour traiter les données système et l’au moins
une mémoire est configurée pour traiter les données graphiques et la mémoire système est partagée avec une
mémoire vidéo parmi l’au moins une mémoire vidéo, dans lequel la mémoire vidéo partagée est pour un contrôleur
graphique disposé à l’intérieur du contrôleur de mémoire.

3. Appareil selon la revendication 1 ou 2, dans lequel l’IGC est configuré pour traiter les données graphiques avec la
mémoire vidéo partageant la mémoire système, et dans lequel l’EGC est configuré pour traiter les données graphi-
ques avec une mémoire vidéo qui est différente de la mémoire vidéo utilisée par l’IGC.

4. Appareil selon la revendication 3, dans lequel le contrôleur de mémoire change de manière adaptative le nombre
d’autres contrôleurs à employer en tenant compte d’une vitesse de variation d’une valeur de données de l’unité de
mémoire.

5. Procédé de traitement de données à l’aide de l’appareil selon la revendication 1, le procédé comprenant :

le réglage d’une utilisation de données graphiques ou d’une quantité résiduelle d’énergie de batterie du contrôleur
graphique interne, IGC, et du contrôleur graphique externe, EGC, dans lequel l’utilisation de données de l’IGC
est inférieure à l’utilisation de données de l’EGC ;
le traitement de données graphiques dans le premier mode de fonctionnement ;
le fait de déterminer si l’utilisation de données graphiques à traiter par le premier mode de fonctionnement est
inférieure à 50 % de l’utilisation de données graphiques de l’IGC, le traitement de données graphiques dans le
deuxième mode de fonctionnement si l’utilisation de données graphiques à traiter par le premier mode de
fonctionnement excède 50 % de l’utilisation de données graphiques de l’IGC mais est en dessous de l’utilisation
de données graphiques de l’EGC, et le traitement de données graphiques dans le troisième mode de fonction-
nement si l’utilisation de données à traiter par le deuxième mode de fonctionnement excède l’utilisation de
données graphiques de l’EGC ; ou
le fait de déterminer si la quantité résiduelle d’énergie de batterie du premier mode de fonctionnement excède
50 %, la commutation du mode de fonctionnement automatiquement sur le deuxième mode de fonctionnement
si la quantité résiduelle d’énergie de batterie excède 50 %, et la commutation du mode de fonctionnement
automatiquement sur le troisième mode de fonctionnement si la quantité résiduelle d’énergie de batterie excède
75 %.

6. Procédé selon la revendication 5, dans lequel l’utilisation de données est mesurée à l’aide d’informations au sujet
d’une vitesse de variation de valeurs de données de mémoires connectées à des contrôleurs graphiques.
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