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(57) A communication apparatus includes an I and
Q digital values table that stores values of I and Q, which
are parameters for noise cancellation determined in ad-
vance, for each of reception channels. The communica-

tion apparatus reads out parameters for noise cancella-
tion corresponding to a reception channel from the I and
Q digital values table. Subsequently, the communication
apparatus cancels a noise signal from a reception signal
using the read-out parameters for noise cancellation.
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Description

BACKGROUND OF THE INVENTION

1. Field of the Invention

[0001] The present invention relates to a communica-
tion apparatus that starts communication after scanning
a plurality of reception channels and cancels a noise sig-
nal caused by a radio wave noise source from a reception
signal received in the communication, a noise canceller,
a noise canceling method, and a noise canceling pro-
gram for the communication apparatus.

2. Description of the Related Art

[0002] Conventionally, in communication apparatuses
(e.g., a cellular phone and a notebook personal compu-
ter) mounted with wireless interfaces such as wideband
code divided multiple access (W-CDMA), wireless local
area network (WLAN), and 1 seg, when the wireless in-
terfaces are used, radio wave noise from the inside of
main bodies of the apparatuses intrudes into antennas
of wireless modules. This causes deterioration in a trans-
mission band and interrupts communication.
[0003] In recent years, an analog chip that picks up
radio wave noise near a noise source and cancels the
radio wave noise from a reception signal has been de-
vised (see, for example, Japanese Patent Application
Laid-open No. 2004-236171). For example, as a method
of canceling radio wave noise from a reception signal, a
method of adding, in an anti-phase, radio wave noise
from a noise source to a reception signal to thereby can-
cel the radio wave noise as illustrated in Fig. 11 is known
(see Japanese Patent Application Laid-open No.
H8-335915).
[0004] In the example shown in Fig. 11, to optimize
communication quality data output from a global posi-
tioning system (GPS) reception module, I and Q signals
are combined and anti-phase noise is added to cancel
radio wave noise. After communication is started, the I
and Q signals are combined while being adapted to op-
timize communication quality data (e.g., bit error rate
(BER)) output from the module to cancel radio wave
noise.
[0005] Japanese Patent Application Laid-open No.
H2-233026 discloses a technology for canceling noise
according to a reception channel. Specifically, to optimize
an image quality of a received image for each of reception
channels, a television receiver determines in advance
whether a noise reducing circuit should be activated or
inactivated for each of the reception channels and con-
trols the noise reducing circuit according to a tuned-in
reception channel.
[0006] The technology for adding, in an anti-phase, ra-
dio wave noise to a reception signal to thereby cancel
the radio wave noise has drawbacks. For example, as in
W-CDMA and worldwide interoperability for microwave

access (WiMAX), when a plurality of reception channels
are scanned in a short time and a reception signal from
a base station is received during the start of communi-
cation, the reception signal attenuates and a noise signal
becomes relatively excessive because the base station
is present in a remote location. As a result, the reception
signal from the base station cannot be received and com-
munication is not started (see Fig. 12).
[0007] When communication is not started, communi-
cation quality data cannot be obtained. Therefore, the I
and Q signals cannot be adapted and communication
cannot be started thereafter.
[0008] In the technology disclosed in Japanese Patent
Application Laid-open No. H2-233026, an image quality
of a received image is merely optimized according to a
reception channel. When a reception signal attenuates
and a noise signal becomes relatively excessive in a lo-
cation away from a base station, the reception signal from
the base station cannot be received and communication
is not started.

SUMMARY

[0009] It is an object of the present invention to at least
partially solve the problems in the conventional technol-
ogy.
[0010] A communication apparatus according to one
aspect of the present invention starts communication af-
ter scanning a plurality of reception channels and cancels
a noise signal caused by a radio wave noise source from
a reception signal received in the communication, and
the communication apparatus includes a parameter stor-
ing unit that stores parameters for noise cancellation de-
termined in advance for each of the reception channels
in a parameter table in association with the reception
channels, a parameter readout unit that reads out pa-
rameters for noise cancellation corresponding to a re-
ception channel on which reception is about to be started
from the parameter table, and a noise canceling unit that
cancels a noise signal from the reception signal using
the parameters for noise cancellation read out by the
parameter readout unit.
[0011] A noise canceller according to another aspect
of the present invention starts communication after scan-
ning a plurality of reception channels and cancels a noise
signal caused by a radio wave noise source from a re-
ception signal received in the communication, and in-
cludes a parameter storing unit that stores parameters
for noise cancellation determined in advance for each of
the reception channels in a parameter table in associa-
tion with the reception channels, a parameter readout
unit that reads out parameters for noise cancellation cor-
responding to a reception channel on which reception is
about to be started from the parameter table, and a noise
canceling unit that cancels a noise signal from the recep-
tion signal using the parameters for noise cancellation
read out by the parameter readout unit.
[0012] A noise cancelling method according to still an-
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other aspect of the present invention starts communica-
tion after scanning a plurality of reception channels and
cancels a noise signal caused by a radio wave noise
source from a reception signal received in the commu-
nication, and includes storing parameters for noise can-
cellation determined in advance for each of the reception
channels in a parameter table in association with the re-
ception channels, reading out parameters for noise can-
cellation corresponding to a reception channel on which
reception is about to be started from the parameter table,
and cancelling a noise signal from the reception signal
using the parameters for noise cancellation read out at
the reading out.
[0013] A computer-readable recording medium ac-
cording to still further aspect of the present invention
stores therein a computer program for starting commu-
nication after scanning a plurality of reception channels
and cancelling a noise signal caused by a radio wave
noise source from a reception signal received in the com-
munication, the computer program causes a computer
to execute storing parameters for noise cancellation de-
termined in advance for each of the reception channels
in a parameter table in association with the reception
channels, reading out parameters for noise cancellation
corresponding to a reception channel on which reception
is about to be started from the parameter table, and can-
celling a noise signal from the reception signal using the
parameters for noise cancellation read out at the reading
out.
[0014] The above and other objects, features, advan-
tages and technical and industrial significance of this in-
vention will be better understood by reading the following
detailed description of presently preferred embodiments
of the invention, when considered in connection with the
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

[0015]

Fig. 1 is a diagram for explaining an overview and
characteristics of a communication apparatus ac-
cording to a first embodiment of the present inven-
tion;
Fig. 2 is a block diagram of a configuration of the
communication apparatus according to the first em-
bodiment;
Fig. 3 is a diagram of an example of an I and Q digital
values table included in the communication appara-
tus according to the first embodiment;
Fig. 4 is a diagram for explaining noise cancellation
processing by a communication apparatus accord-
ing to a second embodiment of the present invention;
Fig. 5 is a flowchart of processing operations of the
communication apparatus according to the first em-
bodiment;
Fig. 6 is a diagram of an example of an I and Q digital
values table included in the communication appara-

tus according to the second embodiment;
Fig. 7 is a diagram for explaining noise cancellation
processing by the communication apparatus accord-
ing to the second embodiment;
Fig. 8 is a flowchart for explaining a processing pro-
cedure of the communication apparatus according
to the second embodiment;
Fig. 9 is a diagram of an example of an I and Q digital
values table included in a communication apparatus
according to a third embodiment of the present in-
vention;
Fig. 10 is a diagram of a computer that executes a
noise canceling program;
Fig. 11 is a diagram for explaining a technology in
the past; and
Fig. 12 is a diagram for explaining a technology in
the past.

DETAILED DESCRIPTION OF THE PREFERRED EM-
BODIMENTS

[0016] Exemplary embodiments of the present inven-
tion are explained in detail below with reference to the
accompanying drawings.
[0017] Fig. 1 is a diagram for explaining an overview
and characteristics of a communication apparatus ac-
cording to a first embodiment of the present invention.
The communication apparatus is applied to a cellular
phone or a notebook personal computer mounted with a
wireless interface such as W-CDMA, WiMAX, WLAN, or
1 seg.
[0018] A communication apparatus 10 according to the
first embodiment starts communication after scanning a
plurality of reception channels and cancels a noise signal
caused by a radio wave noise source from a reception
signal received in the communication. The communica-
tion apparatus 10 has a main characteristic in scanning
the reception channels and starting communication with
the noise signal optimally cancelled.
[0019] More specifically, as shown in Fig. 1, the com-
munication apparatus 10 includes an I and Q digital val-
ues table 12 that stores values of I and Q, which are
parameters for noise cancellation determined in ad-
vance, for each of reception channels (the I and Q digital
values table 12 are explained in detail later with reference
to Fig. 3).
[0020] The communication apparatus 10 reads out pa-
rameters for noise cancellation corresponding to a re-
ception channel from the I and Q digital values table 12
(see (1) in Fig. 1). Specifically, a phase and amplitude
controller 15 of the communication apparatus 10 receives
reception channel information (see Fig. 1) that indicates
a reception channel on which reception is about to be
started from a W-CDMA reception module 14. The phase
and amplitude controller 15 reads out values of I and Q
corresponding to the reception channel from the I and Q
digital values table 12 and notifies a phase and amplitude
adjusting integrated circuit (IC) 13 of the values.
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[0021] Subsequently, the communication apparatus
10 cancels a noise signal from a reception signal using
the read-out parameters for noise cancellation (see (2)
in Fig. 1). Specifically, the phase and amplitude adjusting
IC 13 of the communication apparatus 10 picks up a noise
signal from a noise source (e.g., a large scale integration
(LSI)) 17. The phase and amplitude adjusting IC 13 ad-
justs the phase and the amplitude of the noise signal and
generates a signal using the values of I and Q notified
by the phase and amplitude controller 15. Thereafter, the
phase and amplitude adjusting IC 13 adds, in an anti-
phase, the generated signal to the reception signal re-
ceived by a communication antenna 11 and cancels
noise from the reception signal.
[0022] In this way, the communication apparatus 10
cancels the noise signal from the reception signal using
the parameters for noise cancellation optimized for each
of the channels in advance. Therefore, as indicated by
the main characteristic described above, even when the
reception signal attenuates and the noise signal be-
comes relatively excessive in a location away from a base
station, the noise signal is optimally cancelled. Therefore,
it is possible to scan the reception channels and start
communication.
[0023] Fig. 2 is a block diagram of a configuration of
the communication apparatus 10 according to the first
embodiment. Fig. 3 is a diagram for explaining an exam-
ple of the I and Q digital values table 12. Fig. 4 is a diagram
for explaining cancellation of noise.
[0024] As shown in Fig. 2, the communication appa-
ratus 10 includes the communication antenna 11, the I
and Q digital values table 12, the phase and amplitude
adjusting IC 13, the W-CDMA reception module 14, the
phase and amplitude controller 15, digital to analog con-
verters (DACs) 16a and 16b, and the LSI 17.
[0025] The communication antenna 11 receives a ra-
dio wave, which is transmitted from the base station, as
a reception signal using a predetermined channel. The
communication antenna 11 receives a noise signal radi-
ated by the LSI 17, which is a noise source. The DACs
16a and 16b convert values of I and Q, which are received
from the phase and amplitude controller 15, from a digital
signal into an analog signal and outputs the analog signal
to the phase and amplitude adjusting IC 13.
[0026] The I and Q digital values table 12 stores values
of I and Q, which are parameters for noise cancellation
determined in advance for each of reception channels.
For example, as shown in Fig. 3, the I and Q digital values
table 12 stores an "address" for uniquely identifying a
reception channel number, a "reception channel number"
that indicates a number of a reception channel, and val-
ues of the parameters for noise cancellation "I" and "Q"
in association with one another.
[0027] In the I and Q digital values table 12, optimum
values of "I" and "Q" are set for each of the reception
channels in advance. For example, values of I and Q can
be set to optimize a bit error rate (BER) even when a
simulated base station is used in an anechoic chamber.

Alternatively, values of I and Q can be set to optimize
noise cancellation in the respective reception channels
while manually changing the values of I and Q.
[0028] The phase and amplitude controller 15 reads
out parameters for noise cancellation corresponding to
a reception channel from the I and Q digital values table
12. Specifically, when the phase and amplitude controller
15 reads out reception channel information, which indi-
cates a reception channel on which reception is about to
be started, from the W-CDMA reception module 14, the
phase and amplitude controller 15 reads out values of I
and Q corresponding to the reception channel from the
I and Q digital values table 12 and notifies the phase and
amplitude adjusting IC 13 of the values via the DACs 16a
and 16b.
[0029] The phase and amplitude adjusting IC 13 can-
cels a noise signal from a reception signal using the read-
out parameters for noise cancellation. Specifically, the
phase and amplitude adjusting IC 13 picks up a noise
signal from the LSI 17. The phase and amplitude adjust-
ing IC 13 adjusts the phase and the amplitude of the
noise signal and generates a signal using the values of
I and Q notified by the phase and amplitude controller
15. Thereafter, the phase and amplitude adjusting IC 13
adds, in an anti-phase, the generated signal to the re-
ception signal received by the communication antenna
11 and cancels noise from the reception signal.
[0030] The W-CDMA reception module 14 scans the
respective reception channels at high speed, searches
for a base station with which the communication appa-
ratus 10 can communicate, and receives a reception sig-
nal from the base station via the communication antenna
11. Specifically, the W-CDMA reception module 14 trans-
mits reception channel information, which indicates a re-
ception channel on which reception is about to be started,
to the phase and amplitude controller 15 and receives
the reception signal from which noise has been cancelled
by the phase and amplitude adjusting IC 13.
[0031] As shown in Fig. 4, in the W-CDMA system,
when appropriate noise cancellation is not performed in
a location where a terminal is far away from a base sta-
tion, a pilot signal from the base station cannot be caught
and communication cannot be started even if usable re-
ception channels are scanned.
[0032] The communication apparatus 10 reads out,
from the I and Q digital values table 12, values of I and
Q (e.g., I "-63" and Q "1021") corresponding to a reception
channel on which reception is about to be started (e.g.,
a reception channel "CH1"). The communication appa-
ratus 10 cancels noise using the values of I and Q and
scans the reception channel to determine whether the
reception channel is a usable reception channel. When
the reception channel is a usable reception channel, the
communication apparatus 10 starts communication us-
ing the reception channel.
[0033] When the reception channel is not a usable re-
ception channel, the communication apparatus 10 can-
cels noise using values of I and Q (e.g., I "-127" and Q
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"1015") corresponding to the next reception channel
(e.g., a reception channel "CH2") and scans the reception
channel to determine whether the reception channel is a
usable reception channel. Thereafter, the communica-
tion apparatus 10 scans reception channels "CH1" to
"CHn" in the same manner until a usable reception chan-
nel is found.
[0034] Fig. 5 is a flowchart of processing operations of
the communication apparatus 10 according to the first
embodiment.
[0035] As shown in the figure, the phase and amplitude
controller 15 of the communication apparatus 10 receives
a communication start instruction (Yes at step S101). The
phase and amplitude controller 15 reads, from the W-
CDMA reception module 14, the number of a reception
channel on which reception is about to be started (step
S102). The phase and amplitude controller 15 judges
whether the reception channel number has changed
(when a first reception channel number is read, whether
the reception channel number is read) (step S103). When
the reception channel number has not changed (or the
first reception channel number is not read) as a result of
the judgment (No at step S103), the phase and amplitude
controller 15 returns to step S102.
[0036] When the reception channel number has
changed (or the first reception channel number is read)
as a result of the judgment (Yes at step S103), the phase
and amplitude controller 15 reads out values of I and Q
corresponding to the reception channel number from the
I and Q digital values table 12, and outputs the values to
the DACs 16a and 16b (step S104). The phase and am-
plitude adjusting IC 13 cancels noise of the reception
signal.
[0037] As described above, the communication appa-
ratus 10 cancels a noise signal from a reception signal
using parameters for noise cancellation optimized for
each of channels in advance. Therefore, even when the
reception signal attenuates and the noise signal be-
comes relatively excessive in a location away from a base
station, the noise signal is optimally cancelled. Therefore,
it is possible to scan reception channels and start com-
munication.
[0038] In the first embodiment, the optimum values of
"I" and "Q" are set for each of the reception channels in
advance. However, the present invention is not limited
to this. Values of "I" and "Q" set in advance can be
changed.
[0039] Therefore, in a second embodiment of the
present invention, values of "I" and "Q" set in advance
are changed according to a BER. Fig. 6 is a diagram of
an example of an I and Q digital values table included in
a communication apparatus according to the second em-
bodiment. Fig. 7 is a diagram for explaining noise can-
cellation processing by the communication apparatus ac-
cording to the second embodiment. Fig. 8 is a flowchart
for explaining a processing procedure of the communi-
cation apparatus according to the second embodiment.
[0040] As shown in Fig. 6, as in the first embodiment,

the communication apparatus stores values of "I" and
"Q" for each of reception channels set in advance. Unlike
the first embodiment, in the I and Q digital values table
according to the second embodiment, the values of "I"
and "Q" are rewritten by the phase and amplitude con-
troller 15.
[0041] Specifically, the phase and amplitude controller
15 of the communication apparatus outputs to the DACs
16a and 16b using communication quality information
(e.g., "BER") received from the W-CDMA reception mod-
ule 14 while changing the values so that the communi-
cation quality information is optimized. The phase and
amplitude controller 15 writes optimized values of "I" and
"Q" in sections corresponding to a reception channel
number of the table (in the example shown in Fig. 6, a
reception channel number "4").
[0042] Consequently, communication in a remote dis-
tance, which cannot be reached with values of I and Q
before rewriting experimentally set in advance, can be
started and communication speed is high from the be-
ginning. As the communication quality information, be-
sides the BER, the values of "I" and "Q" can be changed
according to the number of antennas or the like.
[0043] Access control processing according to the sec-
ond embodiment is different from the processing by the
communication apparatus 10 according to the first em-
bodiment shown in Fig. 5 in that the values of "I" and "Q"
in the I and Q digital values table are rewritten.
[0044] As shown in Fig. 8, as in the first embodiment,
the phase and amplitude controller 15 of the communi-
cation apparatus reads out values of I and Q correspond-
ing to a reception channel number from the I and Q digital
values table (step S204). The phase and amplitude con-
troller 15 outputs the values of I and Q to the DACs 16a
and 16b while changing the values to optimize a BER
received from the W-CDMA reception module 14 (step
S205).
[0045] The phase and amplitude controller 15 writes
the optimized values of I and Q in sections corresponding
to the reception channel number of the I and Q digital
values table (step S206). In scanning a pilot signal of the
base station next time, the phase and amplitude control-
ler 15 uses the rewritten values of I and Q.
[0046] In this way, in the second embodiment, com-
munication in a remote distance, which cannot be
reached with values of I and Q before rewriting experi-
mentally set in advance, can be started and communi-
cation speed is high from the beginning.
[0047] The embodiments of the present invention have
been explained. However, the present invention can be
carried out in various different forms other than the em-
bodiments described above. Therefore, another embod-
iment included in the present invention is explained below
as a third embodiment.
[0048] In the first embodiment, values of I and Q, which
are parameters for noise cancellation, are set in advance
for each of reception channels. However, the present in-
vention is not limited to this. Values of I and Q corre-
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sponding to a degree of opening of a cover can be set.
[0049] For example, when a cellular phone or a PC is
a folding type, a communication antenna may be provid-
ed in a cover section. A communication distance and an
angle of the communication antenna change according
to a degree of opening of the cover. Therefore, as shown
in Fig. 9, values of I and Q are set in the I and Q digital
values table in association with a degree of opening of
the cover (an angle of opening of the cover).
[0050] When a communication distance and an angle
of the communication antenna change according to a
degree of opening of the cover in this way, noise can be
optimally cancelled according to the degree of opening
of the cover.
[0051] The components of the devices shown in the
figures are functionally conceptual and are not always
required to be physically configured as shown in the fig-
ures. A specific form of distribution and integration of the
devices is not limited to that shown in the figures. A part
or all of the devices can be functionally or physically dis-
tributed and integrated in arbitrary units according to var-
ious loads and states of use. For example, the phase and
amplitude adjusting IC 13 and the phase and amplitude
controller 15 can be integrated. Moreover, all or an arbi-
trary part of the processing functions performed by the
devices can be realized by a CPU and a program ana-
lyzed and executed by the CPU, or can be realized as
hardware by a wired logic.
[0052] Among the respective kinds of processing ex-
plained in the embodiments, all or a part of the kinds of
processing explained as being automatically performed
can be manually performed. Alternatively, all or a part of
the kinds of processing explained as being manually per-
formed can be automatically performed by a known meth-
od. Besides, the processing procedure, the control pro-
cedure, the specific names, and the information including
the various data and parameters explained above and
shown in the figures can be arbitrarily changed unless
specifically noted otherwise. For example, the values of
the I and Q digital values table 12 can be arbitrarily
changed.
[0053] The various kinds of processing explained in
the embodiments can be realized by executing a program
prepared in advance using a computer. Fig. 10 is a dia-
gram of a computer that executes a noise canceling pro-
gram.
[0054] As shown in the figure, a computer 600 as a
communication apparatus is configured by connecting a
hard disk (HDD) 610, a random access memory (RAM)
620, a read only memory (ROM) 630, and a central
processing unit (CPU) 640 through a bus 650.
[0055] A noise canceling program 631 that exerts the
same functions as the communication apparatuses ac-
cording to the embodiments is stored in the ROM 630 in
advance as shown in Fig. 10. The CPU 640 reads out
the noise canceling program 631 from the ROM 630 and
executes the same. Consequently, as shown in Fig. 10,
the noise canceling program 631 functions as a noise

canceling process 641.
[0056] An I and Q digital values table 611 is provided
in the HDD 610 as shown in Fig. 10. The I and Q digital
values table 611 corresponds to the I and Q digital values
table 12 shown in Fig. 2. The CPU 640 registers data in
the I and Q digital values table 611 and reads out I and
Q digital values data 621 from the I and Q digital values
table 611 and stores the same in the RAM 620. The CPU
640 executes processing based on the I and Q digital
values data 621 stored in the RAM 620.
[0057] The apparatus according to the embodiments
cancels a noise signal from a reception signal using pa-
rameters for noise cancellation optimized for each of
channels in advance. Therefore, even when the recep-
tion signal attenuates and the noise signal becomes rel-
atively excessive in a location away from a base station,
the noise signal is optimally cancelled. Therefore, it is
possible to scan reception channels and start communi-
cation.
[0058] Although the invention has been described with
respect to specific embodiments for a complete and clear
disclosure, the appended claims are not to be thus limited
but are to be construed as embodying all modifications
and alternative constructions that may occur to one
skilled in the art that fairly fall within the basic teaching
herein set forth.

Claims

1. A communication apparatus that starts communica-
tion after scanning a plurality of reception channels
and cancels a noise signal caused by a radio wave
noise source from a reception signal received in the
communication, the communication apparatus com-
prising:

a parameter storing unit that stores parameters
for noise cancellation determined in advance for
each of the reception channels in a parameter
table in association with the reception channels;
a parameter readout unit that reads out param-
eters for noise cancellation corresponding to a
reception channel on which reception is about
to be started from the parameter table; and
a noise canceling unit that cancels a noise signal
from the reception signal using the parameters
for noise cancellation read out by the parameter
readout unit.

2. The communication apparatus according to claim 1,
further comprising a parameter updating unit that up-
dates the parameters for noise cancellation stored
in the parameter table to reduce communication er-
rors.

3. The communication apparatus according to claim 1,
wherein the parameter storing unit stores the param-
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eters for noise cancellation determined in advance
for each of the reception channels in the parameter
table in association with a degree of opening of a
cover section including a communication antenna.

4. A noise canceller that starts communication after
scanning a plurality of reception channels and can-
cels a noise signal caused by a radio wave noise
source from a reception signal received in the com-
munication, comprising:

a parameter storing unit that stores parameters
for noise cancellation determined in advance for
each of the reception channels in a parameter
table in association with the reception channels;
a parameter readout unit that reads out param-
eters for noise cancellation corresponding to a
reception channel on which reception is about
to be started from the parameter table; and
a noise canceling unit that cancels a noise signal
from the reception signal using the parameters
for noise cancellation read out by the parameter
readout unit.

5. A noise cancelling method that starts communication
after scanning a plurality of reception channels and
cancels a noise signal caused by a radio wave noise
source from a reception signal received in the com-
munication, comprising:

storing parameters for noise cancellation deter-
mined in advance for each of the reception chan-
nels in a parameter table in association with the
reception channels;
reading out parameters for noise cancellation
corresponding to a reception channel on which
reception is about to be started from the param-
eter table; and
cancelling a noise signal from the reception sig-
nal using the parameters for noise cancellation
read out at the reading out.

6. A computer-readable recording medium that stores
therein a computer program for starting communica-
tion after scanning a plurality of reception channels
and cancelling a noise signal caused by a radio wave
noise source from a reception signal received in the
communication, the computer program causing a
computer to execute:

storing parameters for noise cancellation deter-
mined in advance for each of the reception chan-
nels in a parameter table in association with the
reception channels;
reading out parameters for noise cancellation
corresponding to a reception channel on which
reception is about to be started from the param-
eter table; and

cancelling a noise signal from the reception sig-
nal using the parameters for noise cancellation
read out at the reading out.
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