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&  Apparatus  for  pre-processing  sensor  data. 

ine  invention  provides  an  apparatus  for  pre- 
Drocessing  sensor  data  that  represent  measure- 
nents  of  a  physical  parameter  of  a  material  under 
nspection.  Sensors  are  employed,  to  provide  a  mul- 
iplicity  of  data  associated  with  a  corresponding  mul- 
:iplicity  of  small  areas  of  the  material;  and  a  mul- 
iplicity  of  reference  data  are  also  generated,  each 
eference  datum  being  associated  with  a  particular 
sensor  datum.  From  the  sensor  data  and  the  refer- 
ence  data  there  are  derived  a  multiplicity  of  output 
signals  to  be  delivered  to  a  signal  processor,  each 
jutput  signal  being  dependent  on  at  least  two  refer- 
snce  data  and  an  associated  sensor  datum. 

i  ^  

-0 

M 

u  

irax  uopy  uentre 



1 0  271  230 2 

APPARATUS  FOR  PRE-PROCESSING  SENSOR  DATA 

This  invention  relates  to  apparatus  for  high- 
speed  pre-processing  of  sensor  data,  wherein  the 
sensor  data  express  measurements  of  a  varying 
physical  property  of  a  material  which  is  under 
inspection  during  production  or  processing  thereof. 

Although  computers  have  dramatically  in- 
creased  the  speed  with  which  information  can  be 
processed,  certain  data  acquisition  devices  can  ac- 
cumulate  and  deliver  useful  information  at  speeds 
which  exceed,  the  data  processing  capabilities  of 
typical  computers.  This  mismatch  between  data 
aquisition  speed  and  data  processing  speed  im- 
poses  practical  limitations  on  applications  for  ma- 
terial  inspection  systems  in  basic  manufacturing 
processes.  For  example,  in  the  production  of  sheet 
materials  (e.g.  papers,  plastic  sheet,  metal  sheet), 
the  product  may  be  moving  at  speeds  of  several 
hundred  meters  per  minute.  Mere  detection  of  a 
flaw  in  materials  moving  at  such  speeds  can  be 
accomplished  with  existing  sensors.  However,  the 
ability  to  describe  the  flaw  has  been  limited  be- 
cause,  in  order  to  determine  flaw  dimensions  or 
shape  while  continuing  to  service  real-time  inspec- 
tion  requirements,  a  typical  computer  must  perform 
a  series  of  operations  over  an  interval  of  time  that 
is  prohibitive  ion  view  of  the  required  rate  of  sensor 
data  acquisition. 

Whether  used  for  flaw  detection  or  measure- 
ment,  applications  for  material  inspection  systems 
are  restricted  by  the  above-exemplified  limitation. 
This  invention  overcomes  this  limitation  by  provid- 
ing  apparatus  for  pre-processing  a  multiplicity  of 
sensor  data  in  a  manner  which  effects  a  corre- 
sponding  multiplicity  of  high-speed  comparisons 
between  the  sensor  data  and  associated  reference 
data,  wherein  each  reference  datum  is  associated 
with  a  particular  sensor  datum  of  independent 
source. 

As  is  more  fully  set  forth  below,  this  invention 
provides  apparatus  for  pre-processing  sensor  data 
that  express  measurements  of  a  varying  physical 
property  of  a  material  which  is  under  inspection. 
The  invention  comprises  means  for  providing  a 
multiplicity  of  sensor  data  associated  with  a  cor- 
responding  multiplicity  of  small  areas  of  the  ma- 
terial  under  inspection,  means  for  providing  a  mul- 
tiplicity  of  pairs  of  reference  data  wherein  each  pair 
is  associated  with  a  particular  sensor  datum,  and 
means,  in  communication  with  both  the  sensor  data 
oroviding  means  and  the  reference  data  providing 
means,  for  producing  a  multiplicity  of  output  sig- 
ials  for  delivery  to  a  signal  processing  unit, 
wherein  each  output  signal  is  determined  by  a  pair 
af  reference  data  and  their  associated  sensor  da- 
tum. 

In  the  preferred  embodiment,  the  reference 
data  and  associated  sensor  data  are  delivered  in 
triads  to  an  analog-to-digital  converter.  The  analog- 
to-digital  converter  converts  the  triads  to  output 

5  signals.  Each  output  signal  has  a  magnitude  that 
indicates  the  value  of  the  sensor  data  in  relation  to 
a  scale  that  is  determined  by  the  associated  pair  of 
reference  data.  The  reference  data  may  express 
upper  and  lower  limits  of  a  normal  range  of  mag- 

10  nitudes  for  the  sensor  data,  or  they  may  express 
"zero"  and  "full-scale"  values  for  the  physical 
property  of  which  the  sensor  data  express  mea- 
surements.  The  output  signals  are  delivered  to  a 
signal  processing  unit  for  processing  in  accordance 

75  with  the  inspection  objectives  of  the  particular  ap- 
plication.  There  may  further  be  provided  means  for 
selectively  delivering  output  signals  so  that  only 
those  output  signals  which  are  of  interest  in  the 
particular  application  need  be  processed. 

20  It  is  an  object  of  this  invention  to  provide 
apparatus  for  high-speed  pre-processing  of  sensor 
data,  the  apparatus  producing  output  signals  for 
delivery  to  a  digital  computer  or  other  signal  pro- 
cessing  unit,  wherein  the  output  signals  express  an 

25  already-standardized  measurement  of  a  physical 
property  of  a  material  which  is  under  inspection. 

It  is  a  further  object  of  this  invention  to  provide 
apparatus  which  enable  material  inspection  sys- 
tems  to  detect,  and  describe  the  shape  of,  flaws  in 

30  a  material  that  is  in  motion  during  production  or 
processing  thereof,  while  simultaneously  servicing 
real-time  inspection  requirements. 

It  is  another  object  of  this  invention  to  substan- 
tially  reduce  signal  processing  requirements  for 

35  computers  which  are  used  in  manufacturing  pro- 
cess  control  applications. 

An  embodiment  of  the  invention  will  now  be 
described  in  more  detail,  by  way  of  example,  and 
with  reference  to  the  accompanying  drawings  in 

40  which:- 
Fig.  1  is  a  schematic  diagram  of  an  embodi- 

ment  of  the  invention,  illustrating  its  use  in  conjunc- 
tion  with  an  optical  sensor. 

Fig.  2  is  a  graph  illustrating  the  relationship 
45  between  the  magnitudes  of  a  hypothetical  sensor 

datum  and  its  associated  pair  of  reference  data  in  a 
particular  application  for  the  invention. 

Referring  to  Fig.  1,  the  numeral  2  designates  a 
material  that  is  in  motion  during  continuous  produc- 

;o  tion  or  processing  thereof,  as  indicated  at  4.  The 
material  2  is  typically  inspected  to  determine 
whether  it  conforms  to  one  or  more  parameters  or 
ranges  for  one  or  more  measurable  physical  qualit- 
ies.  Alternatively,  the  material  2  may  be  inspected 
for  the  presence  of  flaws,  for  deviation  from  a 
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ue&iitHj  suriduo  panern,  or  ror  otner  quality  at- 
tributes.  Typically,  these  operations  are  performed 
by  apparatus  which  are  variously  described  by  the 
words  sensors  or  gauges,  or  by  words  of  similar 
import.  The  sensors  typically  produce  electronic 
sensor  data  in  the  form  of  analog  signals,  the 
magnitudes  of  which  depend  on  a  physical  prop- 
erty  of  the  material  2  that  correlates  with  the  quality 
attribute.  Examples  of  such  physical  properties  are 
transmittance,  reflectance,  and  absorption.  The 
physical  property  of  interest  will  in  general  be 
dictated  by  the  composition  of  the  material  2  and 
by  the  measurement  or  inspection  objectives  of  a 
particular  application.  In  some  applications,  plural 
physical  properties  may  be  of  interest. 

Although  the  particular  means  for  providing 
sensor  data  is  not  especially  important  in  the  prac- 
tice  of  this  invention,  the  invention  is  particularly 
useful  in  connection  with  sensors  that  are  capable 
of  providing  sensor  data  at  a  rate  which  is  high  in 
comparison  to  the  processing  speed  of  computers 
used  in  manufacturing  environments.  Some  optical 
sensors  (The  phase  "optical  sensors"  in  herein 
defined  as  a  class  of  sensors  which  employ  a 
source  of  visible  or  infrared  radiation  in  conjunction 
with  one  or  more  detectors  to  inspect  a  material  in 
a  non-contacting  fashion.)  already  have  such  capa- 
bility,  and  it  is  believed  that  the  invention  can  be 
most  advantageously  used  in  connection  with  that 
:lass  of  sensors. 

A  means  for  providing  sensor  data  is  illustrated 
n  Fig.  1  in  the  form  of  a  CCD  (charge-coupled 
device)  camera  6.  Such  cameras  are  available,  for 
sxample,  from  Fairchild  Camera  and  Instrument 
Corporation.  The  camera  6  is  typically  a  line-scan 
:amera  having  a  linear  CCD  array  coupled  with  a 
;harge-detector/ampiifier  (not  shown).  However, 
where  appropriate  to  the  application,  the  camera  6 
nay  contain  a  two-dimensional  CCD  array.  More- 
jver,  where  the  width  of  the  material  2  is  too  great 
or  scanning  by  a  single  CCD  array,  plural,  adja- 
cent  arrays  may  be  used  so  that  their  combined, 
idjacent  areas  of  inspection  extend  across  the  en- 
ire  width  of  the  material. 

The  CCD  array  contained  in  the  camera  6  is 
ocused  on  an  area  of  inspection  7  corresponding 
o  a  portion  of  the  material  2.  Accordingly,  each 
)ixel  (picture  element)  of  the  CCD  array  is  focused 
>n  a  smaller  area  contained  within  the  area  of 
nspection  7.  These  smaller  areas  are  adjacent 
>ach  other,  and  extend  along  the  area  of  inspection 
'  in  a  direction  transverse  to  the  direction  of  mo- 
ion  of  the  material  2.  A  radiation  source  8  irradi- 
ites  the  area  of  inspection  7  at  a  known  intensity, 
md  a  portion  of  the  radiation  is  reflected  from  the 
irea  of  inspection  to  the  CCD  array.  Accordingly, 
here  is  produced  for  each  pixel  a  response  (sensor 
latum)  that  depends,  in  the  embodiment  shown,  on 

the  reflectance  of  the  material  2  at  the  particular 
small  area  on  which  the  pixel  is  focused.  The  CCD 
array  typically  contains  a  multiplicity  of  pixels.  It 
will  therefore  be  recognized  that  a  multiplicity  of 

5  sensor  data  is  produced  for  any  given  frame,  the 
precise  number  depending  on  the  particular  CCD 
array  employed,  and  that  the  magnitudes  of  the 
sensor  data  express  measurements  of  reflectance 
for  a  corresponding  multiplicity  of  small  areas  of 

w  the  material  2.  Of  course,  the  orientation  of  the 
radiation  source  8  and  the  camera  6  with  respect  to 
the  material  2  could  be  changed  for  a  given  ap- 
plication  if  it  were  desired  that  the  sensor  data 
express  measurements  of  transmittance. 

75  The  sensor  data  are  sequentially  communi- 
cated  via  line  10  to  an  analog-to-digital  converter 
12  (hereinafter  "A/D  converter")  for  pre-processing. 
Where  the  CCD  camera  6  employs  plural  transport 
shift  registers  with  separate  output  lines  (as  at  3 

-0  and  5),  it  will  be  necessary  to  multiplex  the  sensor 
data  for  delivery  to  the  A/D  converter  12,  as  in- 
dicated  at  14.  Typically,  a  D.C.  offset  is  applied  to 
ensure  that  the  magnitudes  of  the  sensor  data  are 
in  a  range  that  is  suitable  for  the  A/D  converter  12, 

>5  as  indicated  at  16. 
For  each  sensor  datum  it  receives,  the  A/D 

converter  12  also  receives  a  pair  of  data  from  a 
means  for  providing  a  multiplicity  of  pairs  of  refer- 
ence  data.  These  reference  data  are  received  as 

io  anlog  signals  via  lines  18  and  20,  and  are  asso- 
ciated  with  the  particular  sensor  datum  that  is  re- 
ceived  by  the  A/D  converter  12.  The  A/D  converter 
12  should  be,  in  the  embodiment  of  Fig.  1,  of  a 
type  which  receives  and  converts  triads  of  data  to 

is  an  output  signal  having  a  magnitude  that  is  deter- 
mined  by  the  pair  of  reference  data  and  the  asso- 
ciated  sensor  datum.  More  particularly,  each  output 
signal  has  a  magnitude  that  indicates  a  value  for 
the  sensor  datum  in  relation  to  a  scale  that  is 

v  determined  by  the  pair  of  reference  data.  For  ex- 
ample,  the  A/D  converter  12  may  produce  an  out- 
put  signal  having  the  following  magnitude: 
(BR)  (SD  -  R2)/(R1  -  R2)  (1) 
where  SD  is  the  magnitude  of  the  sensor  datum, 

5  R1  is  the  magnitude  of  a  high-reference  datum,  R2 
is  the  magnitude  of  a  low  reference  datum,  and  BR 
is  the  resolution  of  the  A/D  converter  12  (e.g.  If  the 
A/D  converter  is  an  eight-bit  converter,  then  BR  is 
256). 

o  In  general,  the  reference  data  express  refer- 
ence  magnitude  for  the  sensor  datum  of  the  same 
triad.  For  example,  the  reference  data  may  express 
upper  and  lower  limits  of  a  normal  range  of  mag- 
nitudes  for  the  sensor  datum,  or  they  may  express 

5  zero  and  full-scale  values  for  the  physical  property 
that  are  derived  from  a  standardization  procedure, 
as  is  more  fully  explained  hereinafter.  The  refer- 
ence  data  are  stored  in  a  reference  memory  22 
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that  is  internal  to  the  pre-processing  circuitry.  Typi- 
cally,  the  reference  memory  22  comprises  one  or 
more  conventional  random-access  memory  chips, 
the  necessary  overall  capacity  of  which  is  deter- 
mined  by  the  described  resolution  of  the  A/D  con- 
verter  12  and  by  the  number  of  independent  sour- 
ces  of  sensor  data  (in  the  embodiment  of  Fig.  1, 
the  number  of  pixels  in  the  CD  array.)  The  refer- 
ence  data  are  communicated  from  the  reference 
memory  22  as  digital  signals  via  one  or  more 
buses  24  to  a  latch  circuit  26.  The  latch  circuit  26 
holes  each  pair  of  reference  data  until  it  receives  a 
pulse  via  line  52,  whereupon  it  delivers  one  of  the 
reference  data  along  bus  28,  and  the  other  along 
bus  30,  to  digital-to-analog  converters  32  and  34 
(hereinafter  "D/A"  converters).  Upon  conversion, 
the  reference  data  are  communicated  as  analog 
signals  via  lines  36  and  38  through  buffers  40  and 
42  (conventional  current-to-voltage  converters)  to 
lines  18  and  20. 

It  will  be  recognized  that  these  operations  are 
subject  to  timing  requirements.  For  example,  every 
datum  of  the  triad  must  be  present  at  the  A/D 
converter  12  when  the  conversion  takes  place. 
Moreover,  the  A/D  converter  12  should  effect  the 
conversion  at  some  point  after  the  settling  time  of 
the  output  from  the  D/A  converters  32,  34.  Accord- 
ingly,  clock  circuit  44  is  provided  to  manage  timing 
requirements.  The  clock  44  instructs  the  A/D  con- 
verter  12  to  effect  the  conversion,  instructs  the 
camera  6  to  deliver  the  next  sensor  datum,  in- 
structs  the  latch  26  to  deliver  the  next  pair  of 
reference  data,  and  increments  an  address  counter 
46  via  pulses  delivered  along  lines  48,  50,  52,  and 
54,  respectively. 

The  address  counter  46  delivers  address  sig- 
nals  along  lines  56  and  58  to  the  reference  mem- 
ory  28  and  a  remote  converter  data  memory  60, 
and  along  a  two-way  communication  line  62  to  a 
remote  signal  processing  unit  64,  thus  maintaining 
proper  correspondence  between  output  signals  and 
associated  pixels.  Reset  functions  (not  shown)  are 
provided  for  the  address  counter  46  and  the  cam- 
era  6  to  maintain  this  correspondence  between 
successive  scans  of  the  camera. 

The  output  signal  of  the  A/D  converter  12,  or 
portions  thereof,  is  delivered  via  bus  66  to  a  con- 
ventional  mode  switch  logic  68  (represented  by  a 
rectangular  box  enclosed  by  dashed  lines).  The 
output  signal  is  routed  by  the  mode  switch  logic  68 
along  alternate  paths  70  or  72.  Path  70  is  taken  in 
the  standardization  mode  during  which  the  refer- 
snce  data  are  established,  while  path  72  is  taken 
during  the  inspection  mode. 

In  the  standardization  mode,  the  output  signals 
are  delivered  along  bus  74  to  the  converter  data 
memory  60  where  data  are  accumulated  for  each 
pixel.  The  accumulated  data  are  then  delivered  via 

bus  76  to  the  signal  processing  unit  64  where  the 
pair  of  reference  data  is  established  for  each  pixel 
in  the  manner  indicated  by  the  particular  inspection 
objective.  The  reference  data  are  then  written  to 

5  the  reference  memory  22  via  bus  78.  During  stan- 
dardization,  the  data  delivered  from  the  reference 
memory  22  are  full-scale  and  zero  digital  values. 

In  the  inspection  mode,  the  output  signals  are 
routed  along  alternate  paths  80  or  82,  and  may  be 

io  delivered  to  the  signal  processing  unit  64  either 
directly  via  bus  84,  or  indirectly  through  a  conven- 
tional,  hard-wired  interrupt  logic  86  via  buses  .88 
and  90.  The  interrupt  logic  86  comprises  a  series 
of  gates,  and  means  for  selecting  the  logic  criterion 

75  (e.g.  output  signal  is  zero,  full-scale,  either,  neither, 
etc.)  to  be  met  by  output  signals  which  are  to  be 
delivered  to  the  signal  processing  unit  64.  The 
signal  processing  unit  64  -typically  a  digital  com- 
puter  -processes  the  output  signals  delivered 

20  along  buses  84  or  90  in  accordance  with  the  par- 
ticular  inspection  objective.  The  signal  processing 
unit  64  is  shown  to  deliver  data  pertaining  to  the 
quality  attribute  of  interest  to  a  remote  process 
control  unit  92  via  communication  path  94.  The 

25  same  or  related  data  may  be  delivered  to  a  remote 
video  display  unit  96  via  communication  path  98. 

The  measurement  and  inspection  capabilities 
provided  by  this  invention  derive  from  the  ability  of 
the  pre-processing  circuitry  to  provide,  in  effect,  a 

30  multiplicity  of  comparisons  between  sensor  data 
and  associated  pairs  of  reference  data  at  a  much 
higher  speed  than  can  be  accomplished  by  com- 
puters  which  are  currently  used  with  material  in- 
spection  systems.  Some  advantages  of  this  ap- 

35  proach  over  those  taken  in  conventional  material 
inspection  systems  are  illustrated  by  the  following 
applications  for  the  invention: 

Application  #1:  Flaw  detection.  Referring  to  Fig. 
2  of  the  drawings,  there  is  shown  a  plot  of  mag- 

40  nitude  vs.  time  for  a  hypothetical  sensor  datum 
(This  plot  may  correspond,  in  the  embodiment  of 
Fig.  1  ,  to  a  periodic  response  of  a  particular  pixel  in 
the  CCD  array  as  it  scans  the  material  2.).  The 
normal  variation  in  magnitude  of  the  sensor  datum 

45  is  determined  during  a  conventional  standardization 
procedure  and  a  normal  range  100  of  magnitude  is 
established  such  that,  given  normal  variation  in  the 
physical  property  of  interest,  the  magnitude  will  fall 
within  the  normal  range.  The  upper  and  lower  limits 

so  102,  104  of  the  normal  range  100  define  the  pair  of 
reference  data  to  be  inputted  to  the  reference 
memory  22  for  that  particular  sensor  datum,  the 
upper  limit  defining  a  high-reference  datum,  and 
the  lower  limit  defining  a  low-reference  datum. 

55  Pairs  of  reference  data  are  similarly  established 
and  inputted  for  each  sensor  datum.  When  the  A/D 
converter  12  (Fig.  1)  receives  each  pair  of  refer- 
ence  data,  it  treats  the  data  as  the  upper  and  lower 
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uuuiius  ui  us  resoiuiion  range,  bus  do  includes  one 
line  for  each  bit  of  resolution  of  the  A/D  converter 
12  (Fig.  1).  Whenever  the  sensor  datum  is  outside 
the  normal  range  100,  as  at  106  and  108,  the 
corresponding  output  signal  delivered  along  bus  66 
will  be  "all  zeros"  or  "all  ones"  for  those  lines.  A 
flaw  in  the  material  2  will  produce  abnormality  in 
the  physical  property,  and  all  sources  of  sensor 
data  (e.g.  all  pixels  in  the  embodiment  of  Fig.  1) 
that  are  responsive  to  the  area  defined  by  the  flaw 
will  produce  abnormal  (out-of-range)  sensor  data. 
Thus,  referring  again  to  Fig.  1,  the  output  signals 
delivered  along  bus  66,  the  address  signals  deliv- 
ered  along  bus  62,  and  the  speed  at  which  the 
material  2  is  moving  (a  known  input  to  the  signal 
processing  unit  64)  can  be  used  by  the  signal 
processing  unit  64  to  accurately  describe  the 
shape  of  the  flaw.  The  ability  to  describe  the  flaw 
while  continuing  to  service  real-time  inspection  re- 
quirements  may  be  improved  by  the  fact  that  only 
those  sensor  data  having  magnitudes  outside  their 
normal  ranges  are  of  interest.  Therefore,  only  the 
output  signals  which  correspond  to  those  sensor 
data  need  be  delivered  to  the  signal  processing 
unit  64.  The  selective  delivery  may  be  accom- 
olished  in  a  variety  of  ways.  For  example,  by 
appropriate  selection  of  the  A/D  converter  12,  bus 
36  can  include  an  additional  output  line  which 
:ommunicates  interrupt  signals  that  indicate  only 
whether  the  magnitude  of  the  sensor  datum  is 
within,  or  outside  of,  the  range  defined  by  the 
eference  data.  Such  A/D  converters  may  be  ob- 
ained  through  Advanced  Micro  Devices,  Inc.  The 
additional  output  line  can  be  connected  to  the 
signal  processing  unit  64  via  paths  72  and  80  while 
he  remaining  lines  in  bus  66  are  connected  to  a 
separate  data  accumulation  system  (not  shown). 
\lternatively,  the  output  signal  can  be  delivered  to 
he  interrupt  logic  86  which  may  be  programmed  to 
Jeliver  to  the  signal  processing  unit  64  all  output 
signals  corresponding  to  sensor  data  having  mag- 
litudes  outside  their  normal  ranges.  To  further  de- 
cease  the  computational  requirements  of  the  sig- 
lal  processing  unit  64,  the  interrupt  logic  86  may 
)e  designed  to  deliver  only  the  beginning  and 
inding  output  signals  for  a  succession  of  out-of- 
ange  sensor  data  corresponding  to  any  indepen- 
ient  source,  since  only  these  data  may  be  required 
o  describe  the  shape  of  the  flaw.  This  may  be 
iccomplished  by  incorporating  conventional  invert- 
sr  circuitry  within  the  interupt  logic  86  so  that,  upon 
eceiving  a  first  output  signal  from  any  pixel  that 
:orresponds  to  the  leading  edge  of  a  flaw,  the 
rrterrupt  logic  reverses  its  criterion  for  delivering 
:ignals  along  bus  90.  In  existing  material  inspection 
ystems,  all  sensor  data  are  typically  delivered  to  a 
:omputer  and  processed  in  accordance  with  one  or 
nore  algorithms  that  incorporate  the  sensor  data  as 

well  as  calibration  and/or  standardization  data  that 
are  stored  in  the  computer  memory. 

Application  #2:  Standardization.  The  reference 
data  may  serve  as  standardization  data  for  each 

5  sensor  datum  having  an  independent  source.  In 
this  application,  each  pair  of  reference  .data  repre- 
sents  zero  and  full-scale  values  for  the  physical 
property,  as  adjusted  by  the  responsiveness  of  the 
souce  of  the  particular  sensor  datum  associated 

io  with  the  pair.  For  example,  the  dark  responses  for 
each  pixel  in  a  CCD  camera  that  is  focused  on  a 
material  standard  having  a  known,  uniform  reflec- 
tance  of  eighty  percent  may  be  adjusted  in  accor- 
dance  with  the  known  reflectance  to  obtain  a  "zero 

75  value"  for  reflectance  for  each  pixel.  In  this  exam- 
ple,  the  zero  value  would  be  the  dark  response 
divided  by  eight-tenths.  Similarly,  the  pixel  re- 
sponses  may  be  adjusted  in  accordance  with  the 
known  reflectance  under  conditions  of  normal  irra- 

20  diation  of  the  material  standard  to  obtain  a  "full 
scale  value"  for  reflectance  for  each  pixel.  The 
"zero  values"  and  "full  scale  values"  are  the  pairs 
of  reference  data  inputs  to  the  reference  memory 
22.  It  will  be  recognized  that  in  this  application,  if 

J5  the  output  signal  delivered  along  bus  66  has  the 
magnitude  indicated  by  equation  "1",  then  it  ex- 
presses  an  already-standardized  measurement 
(within  the  accuracy  limitations  imposed  by  the 
resolution  of  the  A/D  converter  12)  of  the  physical 

?o  property  that  is  obtained  by  a  straightforward  con- 
version.  Therefore,  numerous  retrieval,  storage,  and 
computational  operations  that  would  otherwise  be 
performed  within  the  signal  processing  unit  64  are 
avoided. 

(5  Other  applications  will  become  apparent  to 
those  acquainted  with  material  inspection  systems. 
Although  the  invention  has  been  described  in  terms 
of  preferred  embodiments,  the  description  is  in- 
tended  as  illustrative  rather  than  restrictive,  since 

to  various  modifications  and  equivalents  may  be  re- 
sorted  to  without  departing  from  the  spirit  and 
scope  of  the  invention  as  claimed. 

5  Claims 

1  .  An  apparatus  for  pre-processing  sensor  data 
that  express  measurements  of  a  varying  physical 
property  of  a  material  which  is  under  inspection, 

o  comprising: 
(a)  means  for  providing  a  multiplicity  of  sen- 

sor  data  associated  with  a  corresponding  multiplic- 
ity  of  small  areas  of  the  material; 

(b)  means  for  providing  a  multiplicity  of  ref- 
5  erence  data,  each  reference  datum  being  asso- 

ciated  with  a  particular  sensor  datum;  and 
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(c)  means,  in  communication  with  the  sensor 
data  providing  means  and  the  reference  data  pro- 
viding  means,  for  producing  a  multiplicity  of  output 
signals  for  delivery  to  a  signal  processing  unit, 
each  output  signal  being  determined  by  at  least 
two  reference  data  and  an  associated  sensor  da- 
tum. 

2.  An  apparatus  as  in  :  claim  1  wherein  the 
reference  data  express  upper  and  lower  limits  of  a 
normal  range  of  magnitudes  for  the  sensor  data, 
the  normal  range  covering  magnitudes  that  occur 
given  normal  variation  in  the  physical  property. 

3.  An  apparatus  as  in  claim  2  further  compris- 
ing  means  for  delivering  to  the  signal  processing 
unit  only  the  output  signals  corresponding  to  sen- 
sor  data  having  magnitudes  that  are  outside  their 
normal  ranges. 

4.  An  apparatus  as  iri  claim  3  wherein,  for  any 
independent  source  of  a  successive  chain  of  sen- 
sor  data  having  magnitudes  that  are  outside  their 
normal  range,  the  delivering  means  delivers  only 
those  output  signals  corresponding  to  the  begin- 
ning  and  ending  sensor  data  of  the  chain. 

5.  An  apparatus  as  in  claim  4  wherein  the 
physical  property  is  reflectance. 

6.  An  apparatus  as  in  claim  1  wherein  the 
reference  data  express  zero  and  full-scale  values 
for  the  physical  property. 

7.  An  apparatus  as  in  claim  6  wherein  the 
sensor  data  providing  means  comprises  an  optical 
sensor. 

8.  An  apparatus  as  in  claim  7  wherein  the 
reference  data  providing  means  comprises  a 
random-access  memory  for  storing  the  reference 
data. 

9.  An  apparatus  as  in  claim  8  wherein  the 
physical  property  is  reflectance. 

10.  An  apparatus  for  pre-processing  sensor 
data,  comprising: 

(a)  means  for  converting  triads  of  incoming 
data,  each  triad  including  a  sensor  datum  and  two 
reference  data,  to  output  signals  having  a  mag- 
nitude  which  is  a  multiple  of  the  following: 
(SD  -  R2)/(R1  -  R2) 
where  SD  is  the  magnitude  of  the  sensor  datum, 
R1  is  the  magnitude  of  a  high  reference  datum, 
and  R2  is  the  magnitude  of  a  low  reference  datum; 

(b)  means  for  providing  to  the  converting 
means  a  multiplicity  of  sensor  data  having  mag- 
nitudes  that  express  a  multiplicity  of  measurements 
of  a  physical  property  of  a  material  which  is  under 
inspection  during  production  or  processing  thereof; 
and 

(c)  means  for  providing  to  the  converting 
means  a  multiplicity  of  pairs  of  the  reference  data. 

11.  An  apparatus  as  in  claim  10  wherein  the 
reference  data  for  any  particular  triad  express  ref- 
erence  magnitudes  for  the  sensor  datum  of  the 
same  triad. 

5  12.  An  apparatus  as  in  claim  11  wherein  the 
reference  data  express  upper  and  lower  limits  of  a 
normal  range  of  magnitudes  for  the  sensor  datum, 
the  normal  range  covering  magnitudes  that  occur 
under  conditions  of  normal  variations  in  the  phys- 

70  ical  property. 
13.  An  apparatus  as  in  claim  11  wherein  the 

reference  data  express  zero  and  full-scale  values 
for  the  physical  property. 

14.  An  apparatus  as  in  claim  11  wherein  the 
75  multiplicity  of  measurements  corresponds  to  a  mul- 

tiplicity  of  small  areas  of  the  material. 
15.  An  apparatus  as  in  claim  14  wherein  the 

converting  means  comprises  an  analog-to-digital 
converter. 

20  16.  An  apparatus  as  in  claim  15  wherein  the 
reference  data  providing  means  comprises  a 
random-access  memory  in  which  the  reference 
data  are  stored. 

17.  An  apparatus  as  in  claim  16  wherein  the 
25  reference  data  providing  means  further  comprises 

two  digital-to-analog  converters  between  the  ran- 
dom  access  memory  and  the  analog  to  digital 
converter. 

18.  An  apparatus  as  in  claim  17  wherein  the 
30  sensor  data  providing  means  comprises  an  optical 

sensor. 
19.  An  apparatus  as  in  claim  12  further  com- 

prising  means  for  delivering  interrupt  signals  to  a 
signal  processing  unit  only  for  those  sensor  data 

35  having  magnitudes  that  are  outside  their  normal 
ranges. 

20.  An  apparatus  as  in  claim  14  further  com- 
prising  a  clock  circuit  in  communication  with  the 
converting  means,  the  sensor  data  providing 

40  means,  and  the  reference  data  providing  means. 
21.  An  apparatus  as  in  claim  20  further  com- 

prising  a  signal  processing  unit  for  receiving  and 
processing  the  output  signals. 

22.  An  apparatus  as  in  claim  21  wherein  the 
45  reference  data  providing  means  comprises  a 

random-access  memory  in  which  the  reference 
data  are  stored. 

23.  An  apparatus  as  in  claim  22  wherein  the 
signal  processing  unit  is  in  communication  with  the 

50  random-access  memory. 
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