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©  Coupling  with  two  clutches,  especially  for  looms. 
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©  Coupling  with  double  clutch,  especially  for 
looms,  which  comprises  a  first  controllable  clutch 
(12),  coupling  a  drive  shaft  (1),  connected  to  a  first, 
self-driven  member  of  the  loom,  to  a  driven  shaft  (6), 
connected  to  a  second  member  of  the  loom,  mov- 
able  in  synchronism  with  the  first  and  coaxial  with 
the  drive  shaft,  and  a  second  controllable  clutch 
(17),  coupling  the  driven  shaft  (6))  to  an  auxiliary 
motor  device  (29),  which  clutches  (12,17)  are 
equipped  with  respective  actuating  electromagnets 
(13,18)  acting  in  opposition  to  elastic  means  (14,8), 
in  which  the  clutches  each  comprise  an  annular 
electromagnet  (13,18)  rigidly  connected  to  a  fixed 
support  shell  (23),  inside  which  the  drive  shaft  (1) 
and  driven  shaft  (6)  are  supported  with  their  axes  in 
a  fixed  position,  which  electromagnet  is  at  least 
partly  contained  by  a  rotor  (2,9)  axially  fixed  with 
respect  to  it  and  linked  with  the  magnetic  flux  gen- 
erated  by  the  electromagnet  itself  when  it  is  en- 
ergized,  in  front  of  which  rotor  there  is  present,  on 
the  opposite  side  from  the  electromagnet,  an  annular 
armature  (3,7),  axially  movable  under  the  action  of 
the  magnetic  field  generated  by  the  relevant  elec- 
tromagnet  (13,18)  in  opposition  to  the  elastic  means 
(14,8),  which  armatures  are  ratably  locked  respec- 
tively  to  the  drive  shaft  and  driven  shaft  and  carry 

the  movable  members  (15,19)  of  the  clutches,  in 
correspondence  with  which  are  arranged  the  fixed 
members  of  the  clutches  (16,20),  carried  respec- 
tively  by  a  flanged  element  (5)  rigidly  connected  to 
the  driven  shaft  (6)  and  by  'the  rotor  of  the  second 
clutch  (9),  carrying  integral  means  for  connection  to 
the  auxiliary  motor  device  (29). 
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Coupling  with  two  clutches,  especially  for  looms 

The  subject  of  the  present  invention  is  a  cou- 
pling  having  a  double  clutch,  especially  for  looms, 
adapted  for  making  possible  the  transmission  of 
motion  to  the  dobby  and,  if  the  weft  thread  should 
break  during  weaving,  for  reversing  it  to  arrive  at 
the  point  of  the  breakage  in  the  thread  itself,  thus 
enabling  continuity  to  be  resumed. 

Looms  usually  possess  devices  for  conveying 
the  weft  yarn  or  yarns  and  devices  for  handling  the 
yarns  forming  the  warp,  known  as  dobbies,  which 
move  in  synchronism  with  the  former  to  form  the 
desired  woven  design. 

During  weaving,  it  is  possible  for  breakages  of 
the  weft  yarn  to  occur  and  in  such  cases,  for  the 
purpose  of  preventing  a  defect  from  occurring  in 
the  finished  piece,  it  is  necessary  to  interrupt  weav- 
ing  and,  while  holding  the  devices  for  conveying 
the  weft  yarn  stationary,  to  actuate  the  dobby  in 
reverse  thus  unpicking  the  woven  fabric  formed 
from  the  moment  of  rupture  to  the  moment  where 
the  loom  was  stopped,  thereby  enabling  continuity 
of  the  interrupted  weft  yarn  to  be  restored. 

For  this  purpose  it  is  then  necessary  to  sepa- 
rate  the  dobby  from  the  loom  and  to  operate  its 
reverse  movement  with  an  auxiliary  motor  device, 
operating  at  low  speed,  as  far  as  the  desired  posi- 
tion. 

In  order  to  start  weaving  again,  it  is  therefore 
necessary  to  restore  the  coupling  between  loom 
and  dobby,  by  bringing  them  into  the  relative  an- 
gular  position  corresponding  to  the  instant  at  which 
they  were  separated,  thereby  ensuring  synchro- 
nism  between  the  relative  movements  in  the  man- 
ner  in  which  it  existed  before  the  interruption. 

For  this  purpose,  couplings  having  two  clutches 
are  in  use,  which  permit  the  loom  to  be  coupled  to 
the  dobby  by  the  first  clutch  and  enable  them  to  be 
separated  in  order  to  connect  the  dobby,  by  means 
of  the  second  clutch,  to  an  auxiliary  drive  device, 
by  means  of  which  the  independent  motion  of  the 
dobby  itself  can  be  obtained. 

The  coupling  between  loom  and  dobby  in  the 
correct  angular  position  for  starting  weaving  again 
is  assured  by  the  presence  of  asymmetrical  mem- 
bers  in  the  relevant  clutch,  which  permit  the  clo- 
sure  of  the  clutch  itself  only  in  the  desired  position. 

Couplings  of  this  class  are  known,  for  example, 
from  DE-A-2,509,665,  DE-A-2,222,151,  FR-A1- 
2,520,762,  EP-A1  -0,086,999,  GB-A-649,032,  US-A- 
3,175,665,  US-A-3,390,749,  US-A-4,428,404  and 
US-A-4,592,392. 

Among  the  foregoing,  the  Patent  DE-A- 
2,509,665  (LENTZ)  exhibits  a  search  mechanism 
for  the  weft  for  looms,  which  comprises  two 

clutches,  of  which  one  is  interposed  between  a 
driving  component  and  a  driven  component  of  the 
principal  shaft  of  the  machine,  while  the  second 
clutch  is  interposed  between  the  driven  component 

5  and  an  auxiliary  motor,  for  actuating  the  driven 
component  in  reverse  motion;  Patent  DE-A- 
2,222,151  (NUOVO  PIGNONE),  exhibits  a  search 
mechanism  for  the  weft  for  looms,  in  which  there  is 
an  electromagnetic  clutch  and  an  electromagnetic 

w  brake;  Patent  US-A-4,428,404  (Kleiner,  assigned  to 
STAUBLI  Ltd.)  exhibits  a  low-velocity  search 
mechanism  for  the  weft  for  looms,  which  is  com- 
posed  of  two  mechanically  actuated  clutches  for 
coupling  a  driven  shaft  to  a  motor  shaft  or  to  an 

75  auxiliary  motor,  these  being  arranged  coaxially  and 
capable  of  being  engaged  independently  with  sep- 
arate  controls;  Patent  US-A-3,390,749  (Pospisil, 
Boucek,  Elias,  assigned  to  VYZKUMNY  USTAV 
BAVLNARKSKY)  exhibits  a  double  clutch,  with  in- 

20  dependent  electromagnetic  actuation  of  each 
clutch. 

Furthermore,  Patent  US-A-4,592,392 
(Wandeweghe-Derde,  assigned  to  N.  V. 
WEEFAUTOMATEN  PICANOL)  exhibits  a  search 

25  mechanism  for  the  weft  for  looms,  in  which,  as  for 
the  preceding  mechanisms,  the  drive  shaft  and  the 
driven  shaft  are  connected  by  a  first  clutch,  having 
springs  with  electromagnetic  disengagement,  while 
a  second  clutch,  electromagnetically  actuated,  con- 

30  nects  the  driven  shaft  to  the  auxiliary  motor  device; 
said  coupling  differs  substantially  from  the  fore- 
going  ones  by  its  mechanical  arrangement,  which 
provides  the  presence  of  an  axially  fixed,  central 
element,  linked  to  the  end  of  the  driven  shaft, 

35  which  carries  at  opposite  sides  fixed  clutch  ele- 
ments  for  the  controlled  rotational  coupling  with  it 
of  corresponding,  axially  slidable  clutch  elements, 
rotatably  connected  respectively  to  the  driving 
shaft  and  to  transmission  elements  coupled  with 

40  the  auxiliary  motor  device. 
Such  a  mechanism  possesses,  in  its  construc- 

tion,  certain  limitations  and  disadvantages,  resulting 
from  the  fact  that  one  of  the  clutches,  intended  for 
coupling  the  drive  shaft  with  the  driven  shaft,  has 

45  the  rotor  only  partly  surrounding  the  pole  piece  of 
the  electromagnet,  whereas  the  armature  of  the 
clutch  extends  externally  of  the  electromagnet  to 
complete  the  magnetic  circuit. 

The  other  of  the  clutches,  intended  for  coupling 
so  the  driven  shaft  with  the  auxiliary  motor  device,  has 

its  rotor,  surrounding  the  pole  piece  of  the  asso- 
ciated  electromagnet,  intended  for  axial  translatory 
movement  for  passing  from  the  closed  clutch  posi- 
tion  to  the  open  clutch  position;  in  both  cases, 
therefore,  the  members  intended  for  forming  the 
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magnetic  circuits  of  the  relevant  electromagnets 
are  required  to  carry  out  also  axial  movements;  this 
means  that  said  components  must  be  constructed 
with  sufficient  play  to  permit  the  axial  sliding  in- 
tended  for  engagement  and  disengagement,  so 
that  it  is  necessary  to  prevent  such  movements 
from  being  obstructed  by  friction  and  the  like,  but 
the  clearances  required  for  this  purpose  give  rise 
to  a  large  air  gap,  in  the  radial  direction,  between 
the  elements  of  the  magnetic  circuit  and  to  irregu- 
lar  variations  in  this  air  gap,  producing  losses  in  the 
value  of  the  attraction  force  of  the  electromagnets 
and  consequent  irregularities  in  operation. 

The  rotor  of  the  clutch  for  connecting  the 
driven  shaft  with  the  auxiliary  motor  is  also  sub- 
jected  to  axial  sliding  on  the  surface  of  the  relevant 
support  bearing;  on  the  one  hand  this  necessitates 
radial  clearances  in  the  coupling  of  the  bearing, 
with  the  aforementioned  disadvantages  associated 
with  the  increase  in  the  magnetic  air  gap,  and  on 
the  other  hand  such  sliding  movement  can  lead  to 
friction  and  crawling,  or  to  contacts  between  rotor 
and  electromagnet,  with  dispersions  in  the  mag- 
netic  field  generated. 

Furthermore,  said  rotor,  being  subjected  to 
movements  in  the  axial  direction  between  the  en- 
gagement  and  disengagement  positions,  can  be 
rotatably  coupled  to  the  auxiliary  motor  device  only 
by  means  of  a  transmission  which  permits  said 
axial  displacement,  such  as  a  chain,  belt  or 
straight-toothed  cylindrical  gear,  so  that  transmis- 
sions  which  require  constancy  in  the  positions  of 
the  coupled  devices  are  precluded,  such  as  for 
example  transmissions  having  gears  with  converg- 
ing  or  skew  axes,  including  the  type  with  worm  and 
helical  gear  wheel,  which  would  offer  in  particular 
the  advantage  of  directly  achieving  a  high  reduc- 
tion  radio,  without  the  adoption  of  further  reduction 
units  being  necessary. 

There  is  also  known,  from  German  Patent  De- 
OS  32  29  192,  in  the  name  of  ZAHNRADFABRIK 
FRIEDRICHSHAFEN  AG,  a  toothed  clutch  which 
possesses  a  rotor  rotatable  inside  a  fixed  elec- 
tromagnet,  with  an  axially  movable  armature  ex- 
tending  laterally  outside  the  electromagnet,  closing 
the  magnetic  circuit  onto  the  electromagnet;  said 
armature  carries  a  set  of  teeth  on  its  face  capable 
of  engaging  with  the  corresponding  set  of  teeth  of 
a  driven  ring  and  it  is  pressed  onto  the  ring  by 
springs  placed  between  the  rotor  and  the  armature. 

Said  construction,  in  every  way  similar  to  the 
first  of  the  clutches  of  Patent  N.V. 
WEEFAUTOMATEN  PICANOL  already  cited,  in- 
tended  for  coupling  the  driving  shaft  to  the  driven 
shaft,  which  possesses,  as  stated,  the  rotor  only 
partly  surrounding  the  pole  piece  of  the  electro- 
magnet,  whereas  the  armature  of  the  clutch  ex- 
tends  externally  of  the  electromagnet  to  complete 

the  magnetic  circuit,  possesses  the  disadvantages 
already  cited,  deriving  from  the  need  to  use  a  large 
air  gap  between  the  fixed  electromagnet  and  the 
armature,  in  order  to  ensure  the  axial  sliding  of  the 

5  latter  without  crawling. 
The  problem  therefore  arises  of  providing  a 

coupling  having  a  double  clutch  for  looms,  which 
shall  resolve  the  aforementioned  disadvantages, 
possessing  electromagnetic  clutches  having  a  re- 

w  duced  air  gap  dimension,  not  possessing  compo- 
nents  subjected  to  friction  in  the  engagement  or 
disengagement  phases,  and  which  shall  moreover 
allow  any  transmission  means  to  be  adopted  be- 
tween  auxiliary  motor  and  armature  capable  of  be- 

75  '  ing  coupled  to  the  driven  shaft,  in  particular  trans- 
missions  having  cylindrical,  conical,  helical  or  simi- 
lar  gears,  according  to  the  requirements. 

Said  results  are  achieved  by  the  present  inven- 
tion,  which  provides  a  coupling  having  two 

20  clutches,  especially  for  looms,  which  comprises  a 
first  controllable  clutch,  by  means  of  which  a  driv- 
ing  or  principal  shaft,  connected  to  a  first,  autono- 
mously  driven  member  of  the  loom,  is  coupled  to  a 
driven  shaft,  connected  to  a  second  member  of  the 

25  loom  capable  of  moving  in  synchronism  with  the 
former  and  coaxial  with  the  driving  shaft,  and  com- 
prises  a  second  controllable  clutch,  coupling  the 
driven  shaft  to  an  auxiliary  motor  device,  which 
clutches  are  equipped  with  respective  actuating 

30  electromagnets,  acting  in  opposition  to  elastic 
means,  in  which  the  clutches  comprise  each  an 
annular  electromagnet,  rigidly  connected  to  a  fixed 
support  shell,  inside  which  shell  the  driving  and 
driven  shafts  are  supported  with  their  axes  in  a 

35  fixed  position,  which  electromagnet  is  at  least  part- 
ly  contained  by  a  rotor  axially  fixed  with  respect  to 
it  and  linked  with  the  magnetic  flux  generated  by 
the  electromagnet  itself  when  it  is  energized,  in 
front  of  which  rotor  there  is  present,  on  the  op- 

40  posite  side  from  the  electromagnet,  an  annular 
armature  axially  movable  under  the  action  of  the 
magnetic  field  generated  by  the  associated  elec- 
tromagnet,  in  opposition  to  the  elastic  means, 
which  armatures  are  rotation-keyed  respectively  to 

45  the  driving  shaft  and  to  the  driven  shaft,  and  carry 
the  movable  members  of  the  clutches,  in  corre- 
spondence  with  which  there  are  present  fixed 
members  of  the  clutches,  carried  respectively  by  a 
flanged  element  integral  with  the  driven  shaft  and 

so  by  the  rotor  of  the  second  clutch,  carrying  integral 
means  for  connection  to  the  auxiliary  motor  device. 

In  greater  detail,  the  first  clutch,  connecting  the 
motor  shaft  to  the  driven  shaft,  comprises  a  disc 
integral  with  the  motor  shaft,  constituting  the  rotor 

55  of  the  clutch,  having  on  one  face  an  annular  de- 
pression  inside  which  there  is  located,  with  re- 
duced  radial  air  gap,  the  pole  piece  of  an  annular 
electromagnet  for  electromagnetic  actuation,  co- 
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axial  with  it  and.  rigidly  linked  to  an  external  fixed 
shell,  inside  which  the  motor  shaft  is  supported 
with  its  axis  in  a  fixed  position,  to  which  disc  a  ring, 
constituting  the  armature  of  the  clutch,  is  keyed  in 
an  axially  movable  and  rotationally  fixed  manner,  5 
and  is  equipped  with  front  clutch  members  capable 
of  being  engaged  with  corresponding  clutch  mem- 
bers  of  a  flanged  element  facing  it  and  rigidly 
keyed  to  the  driven  shaft,  elastic  elements  being 
present  interposed  between  the  disc  integral  with  10 
the  driving  shaft  and  the  ring,  these  elements  being 
adapted  for  thrusting  the  ring  into  an  engagement 
position  of  the  relevant  clutch  members  with  the 
flanged  member,  in  opposition  to  the  action  of  the 
electromagnet  when  it  is  energized.  75 

The  second  clutch,  connecting  the  driven  shaft 
to  the  auxiliary  motor  device,  comprises  a  wheel 
rotatabiy  mounted  on  the  driven  shaft  and  axially 
fixed,  constituting  the  rotor  of  the  clutch,  having  on 
one  face  an  annular  depression,  inside  which  there  so 
is  situated,  with  reduced  radial  air  gap,  the  pole 
piece  of  an  annular  electromagnet  for  electromag- 
net  actuation,  coaxial  with  it,  rigidly  keyed  to  a 
shell,  inside  which  the  driven  shaft  is  supported 
with  its  axis  in  a  fixed  position,  which  wheel  carries  25 
axially  fixed  means  for  rotatabiy  coupling  to  the 
auxiliary  motor  device,  and  in  front  of  it  there  is 
supported,  on  the  flanged  element,  a  ring  axially 
movable  but  rotationally  keyed  to  the  flanged  ele- 
ment,  this  ring  constituting  the  armature  of  the  30 
clutch,  the  ring  being  equipped  with  front  clutch 
members  capable  of  being  engaged  with  corre- 
sponding  clutch  members  of  the  wheel  facing  and 
in  front  of  it,  elastic  elements  being  present  inter- 
posed  between  the  flanged  element  and  the  ring,  35 
these  elastic  elements  being  adapted  for  keeping 
the  ring  in  a  position  of  disengagement  of  the 
relevant  clutch  members  from  the  wheel,  in  opposi- 
tion  to  the  action  of  the  electromagnet  when  it  is 
energized.  40 

The  axially  fixed  means  for  rotatabiy  coupling 
to  the  auxiliary  motor  device  are  conveniently  con- 
stituted  of  a  helical  set  of  teeth  situated  on  the 
periphery  of  the  wheel,  which  is  rotatabiy  sup- 
ported  on  the  driven  shaft  and  is  axially  fixed,  with  45 
which  set  of  teeth  a  worm  is  directly  engaged,  this 
worm  being  keyed  on  the  shaft  of  the  auxiliary 
motor  device. 

The  rings  constituting  the  armatures  of  the 
clutches  are  made  rotationally  keyed,  respectively  50 
to  the  disc  connected  to  the  drive  shaft  and  to  the 
flanged  element  integral  with  the  driven  shaft,  by 
means  of  respective  flexible  rings,  attached  al- 
ternately  to  the  ring  and  to  the  disc  or  the  flanged 
element.  The  elastic  elements  interposed  between  55 
the  flanged  element  and  the  ring,  adapted  for  keep- 
ing  the  ring  in  a  disengagement  position  of  the 
relevant  clutch  members  with  the  wheel,  in  opposi- 

tion  to  the  action  of  the  electromagnet,  are  con- 
stituted  of  the  same  flexible  annular  strip  locking 
the  ring  to  the  flanged  element. 

Further  details  can  be  found  from  the  following 
description,  given  with  reference  to  the  attached 
drawings,  in  which  there  are  shown: 

in  fig.  1  ,  the  coupling  according  to  this  inven- 
tion  in  axial  section,  in  the  condition  of  transmission 
of  motion  from  the  motor  shaft  to  the  driven  shaft; 

in  fig.  2,  the  coupling  of  fig.  1  ,  in  the  con- 
dition  of  disengagement  of  the  motor  shaft  from  the 
driven  shaft  and  transmission  of  motion  to  the 
driven  shaft  from  an  external  motor  device; 

in  fig.  3,  the  coupling  of  fig.  1  ,  in  a  condition 
of  simultaneous  engagement  of  the  motor  shaft 
with  the  driven  shaft  and  of  the  driven  shaft  with 
the  external  motor  device; 

in  fig.  4,  the  coupling  according  to  this  inven- 
tion,  mounted  inside  the  associated  support  shell, 
partly  in  axial  section; 

in  fig.  5,  a  section  on  the  plane  V-V  in  fig.  4. 

As  fig.  1  shows,  the  coupling  according  to  this 
invention  provides  a  shaft  1,  connected  to  the  de- 
vices  for  weaving  the  weft  of  a  loom,  not  shown, 
hereinafter  termed  for  short  the  shaft  of  the  loom, 
which  carries  at  its  end  a  disc  2  equipped  with  a 
clutch  ring  3,  the  clutch  ring  being  rotatabiy  keyed 
to  it  by  means  of  a  flexible  ring  4,  connected 
alternately  to  the  disc  2  and  to  the  ring  3  by  means 
of  respective  screws  4a,  4b,  the  clutch  ring  being 
capable  of  being  engaged  at  the  front  with  a 
flanged  element  5  integral  with  a  shaft  6,  which 
actuates  the  members  of  the  loom  for  handling  the 
warp,  or  dobby,  the  latter  being  hereinafter  termed 
for  short  shaft  of  the  dobby. 

The  flanged  element  5,  in  its  turn,  carries  integ- 
rally  in  rotation  with  it,  a  clutch  ring  7,  connected  to 
it  by  means  of  a  flexible  ring  8,  attached  alternately 
to  the  flanged  element  5  and  to  the  ring  7  by 
means  of  respective  screws  8a,  8b;  the  clutch  ring 
7  can  be  engaged  with  a  wheel  9,  freely  rotating  on 
the  shaft  6  by  means  of  relevant  bearings  10  and 
equipped  with  members  for  coupling  with  an  auxil- 
iary  motor  device,  these  members  being  com- 
posed,  for  example,  of  a  set  of  teeth  11,  adapted 
for  engaging  with  corresponding  gears  of  an  auxil- 
iary  motor  device. 

The  disc  2  constitutes  the  rotor  of  a  first  clutch, 
generally  reference  12,  and  surrounds  a  fixed,  an- 
nular  electromagnet  13,  integral  with  a  fixed  sup- 
port  component,  the  magnetic  field  of  which  acts 
by  attracting  the  clutch  ring  3,  of  ferromagnetic 
material,  towards  the  disc  2,  in  opposition  to 
springs  14,  interposed  between  the  disc  2  and  the 
ring  3,  and  by  flexing  the  flexible  annular  strip  4;  in 
this  manner,  the  electromagnet  13,  when  it  is  en- 
ergized,  keeps  the  front  sets  of  teeth  15,  16,  re- 

4 
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spectively  of  the  ring  3  and  of  the  flanged  element 
5,  in  a  disengaged  position,  thereby  permitting 
independent  rotation  of  the  shafts  1  and  6  keyed  to 
them. 

The  wheel  9  constitutes  the  rotor  of  a  second 
electromagnetic  clutch,  referenced  generally  17, 
and  surrounds  a  fixed,  annular  electromagnet  18, 
integral  with  the  fixed  support  member,  the  mag- 
netic  field  of  which  acts  by  attracting  the  clutch 
ring  7,  of  ferromagnetic  material,  towards  the  wheel 
9  in  opposition  to  the  elastic  annular  strip  8;  in  this 
manner  the  electromagnet  18,  when  it  is  energized, 
brings  the  front  sets  of  teeth  19,  20  respectively  of 
the  ring  7  and  of  the  wheel  9,  into  engagement 
condition,  thereby  rotatabiy  coupling  the  shaft  6 
and  the  wheel  9. 

The  ring  3  furthermore  carries  studs  21,  lo- 
cated  in  asymmetrical  positions,  in  correspondence 
with  while  holes  22  are  present  on  the  flanged 
element  5,  into  which  holes  the  studs  21  engage 
when  the  front  sets  of  teeth  15,  16  are  in  engage- 
ment,  thus  ensuring  unambiguousness  of  the  an- 
gular  coupling  position  between  the  shaft  1  and  the 
shaft  6.  With  advantage,  the  studs  21  are  three  in 
number;  the  positions  of  the  three  studs  and  of  the 
corresponding  holes  are  arranged  asymmetrically 
in  such  a  manner  as  to  make  possible  engagement 
between  the  ring  3  and  the  flanged  element  5,  with 
insertion  of  the  studs  21  into  the  holes  22,  in  one 
single  angular  position,  whereas  in  every  other 
position  the  three  studs  21  bear  against  the  surface 
of  the  flanged  element  5,  so  as  to  keep  the  ring  3 
permanently  perpendicular  to  the  axes  of  the  shafts 
1  and  6,  thereby  preventing  oscillations  that  might 
be  the  cause  of  possible  crawling  or  incorrect  cou- 
pling  between  the  sets  of  teeth  15,  16. 

As  fig.  4  shows,  the  coupling  in  its  totality  is 
advantageously  housed  in  an  external  support  shell 
23,  inside  which  the  shaft  of  the  loom  1  and  the 
shaft  of  the  dobby  6  are  supported  by  respective 
bearings  24  and  25,  which  assure  for  them  the 
correct  position  in  alignment. 

The  external  shell  23  also  houses,  in  the  ar- 
rangement  illustrated  by  way  of  example,  the  worm 
26  which  engages  with  the  wheel  9,  having  the 
helically  toothed  ring  11a;  the  worm  26,  supported 
by  the  respective  bearings  27,  28  in  the  shell  23,  is 
in  its  turn  connected  to  the  auxiliary  motor  29. 

As  will  be  evident  from  the  foregoing  descrip- 
tion,  the  first  electromagnetic  clutch  12  has  the 
function  of  rotatabiy  coupling  the  loom  shaft  1  and 
the  dobby  shaft  6  when  it  is  in  the  non-energized 
condition,  and  of  disengaging  their  rotation  when  it 
is  energized;  in  this  manner,  the  phase  coupling  is 
maintained  between  the  loom  and  the  dobby  even 
in  the  absence  of  electrical  voltage. 

The  second  electromagnetic  clutch  17  has  the 
function  of  rotatabiy  coupling  the  shaft  6  with  the 

wheel  9,  when  it  is  in  the  energized  condition,  and 
of  disengaging  their  rotation  when  the  relative  elec- 
tromagnet  18  is  not  energized. 

In  the  condition  of  normal  weaving  operation, 
5  illustrated  in  fig.  1,  the  clutches  12  and  17  are  both 

in  the  non-energized  condition  and  therefore  the 
shafts  1  and  6  are  coupled  together  in  rotation, 
while  the  wheel  9  is  free,  thus  permitting  synchro- 
nous  actuation  of  the  loom  and  the  dobby.  In  the 

10  case  where  a  breakage  of  a  weft  yarn  takes  place 
during  operation,  it  is  necessary  to  interrupt  work 
and  to  unpick  a  length  of  fabric  until  the  defect 
caused  in  the  fabric  by  the  breakage  of  the  weft  is 
eliminated. 

15  For  this  purpose,  the  loom  is  then  stopped  and 
the  dobby  is  disengaged  from  the  shaft  1  by  en- 
ergizing  the  clutch  12,  which  then  comes  into  the 
open  position;  the  clutch  17  becomes  energized, 
and  rotatabiy  couples  the  shaft  6  for  actuating  the 

20  dobby  to  the  toothed  wheel  9,  thereby  bringing  the 
coupling  into  the  arrangement  illustrated  in  fig.  2. 

The  auxiliary  motor  device  29  can  then  actuate 
reverse  rotation  of  the  dobby  shaft,  until  access 
can  be  obtained  to  the  point  of  the  breakage  in  the 

25  weft  in  order  to  recommence  continuity.  In  order  to 
start  up  weaving  again,  it  is  necessary  to  bring  the 
shafts  1  and  6  into  the  relative  angular  position  that 
existed  before  the  stoppage;  for  this  purpose,  the 
shaft  6  is  set  in  rotation  by  the.  wheel  9  in  the 

30  opposite  direction  to  the  foregoing,  by  keeping  the 
electromagnet  18  energized,  while  power  is  cut  off 
from  the  electromagnet  13:  in  this  manner,  as  fig.  3 
shows,  the  springs  14  press  the  ring  3  onto  the 
flanged  element  5,  causing  the  studs  21  to  slide  on 

35  the  relevant  front  surface  of  the  flanged  element 
until  the  studs  21  are  opposite  the  corresponding 
holes  22,  and  enter  these  holes,  thereby  imme- 
diately  causing  closure  of  the  clutch  12,  thereby 
engaging  the  shafts  1  and  6  with  each  other  in  the 

40  same  angular  position  that  existed  before  the  in- 
terruption  of  work;  simultaneously  with  the  closure 
movement  of  the  clutch  12,  the  electrical  supply  to 
the  clutch  17  is  cut  off,  thus  leaving  the  loom  and 
dobby  coupled  together  for  recommencement  of 

45  weaving. 
As  illustrated  in  the  foregoing,  the  constructions 

according  to  this  invention  provide,  both  for  the 
clutch  12  and  for  the  clutch  17,  that  the  rotor, 
constituted  respectively  of  the  disc  2  and  of  the 

so  wheel  9,  is  mounted  in  an  axially  fixed  position  with 
respect  to  the  relevant  electromagnets  13,  18:  this 
mounting  enables  an  extremely  precise  coupling  to 
be  achieved  between  the  rotor  and  the  electromag- 
net,  thereby  reducing  to  a  minimum  value  the  air 

55  gap  existing  radially  between  them,  thus  avoiding 
dissipation  of  the  magnetic  flux  generated. 

In  fact,  the  disc  2,  constituting  the  rotor  of  the 
clutch  12,  is  rigidly  keyed  to  the  shaft  1,  which  in 

5 
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its  turn  is  supported  inside  the  shell  23,  by  means 
of  the  bearings  24  illustrated  in  fig.  4  which  are 
able  to  guarantee  a  very  high  degree  of  precision 
in  the  position  of  the  axis  of  the  shaft  1  with 
respect  to  the  casing  or  shell  23,  to  which  the 
electromagnet  13  is  rigidly  attached. 

In  the  same  manner,  the  wheel  9,  constituting 
the  rotor  of  the  clutch  17,  is  supported  by  the 
bearings  10,  which  permit  a  very  high  degree  of 
support  accuracy,  on  the  shaft  6,  which  in  its  turn 
is  supported  by  the  bearings  25  in  an  axially  fixed 
position  with  respect  to  the  casing  or  shell  23,  to 
which  the  electromagnet  18  is  rigidly  attached.  In 
this  manner  it  is  possible,  as  stated,  to  use  minimal 
values  of  the  radial  air  gap  dimensions  between 
rotor  and  electromagnet  and  therefore  to  exert,  by 
the  electromagnets  13,  18,  attraction  forces  on  the 
associated  armatures,  constituted  of  the  rings  3 
and  7  respectively,  of  a  particularly  high  value 
which  cannot  be  achieved  with  different  configura- 
tions,  for  example  of  the  type  having  an  axial 
movement  of  the  rotor,  which  demands  the  adop- 
tion  of  higher  radial  clearances  suitable  for  permit- 
ting  the  axial  sliding  itself. 

The  position  of  the  axially  fixed  support  of  the 
wheel  9,  moreover,  enables  the  wheel  to  be  coup- 
led  to  the  auxiliary  motor  device  by  means  of  any 
type  of  transmission;  in  particular,  transmissions 
having  gears  that  demand  precise  axial  positions  of 
the  elements  in  engagement  can  be  used,  for  ex- 
ample  pairs  of  bevel  gears  or,  in  the  particularly 
advantageous  form  of  embodiment  illustrated  in 
figs.  4  and  5,  a  gear  pair  constituted  of  a  worm  and 
a  helically  toothed  wheel  may  be  employed,  by 
means  of  which  it  is  possible  to  obtain  directly  a 
high  reduction  radio,  such  as  is  required  for  the 
reverse  movement  of  the  dobby,  without  the  use  of 

.  further  intermediate  toothed  elements. 
The  construction  of  the  coupling  according  to 

this  invention  furthermore  permits  the  obtaining  of 
engagement  and  disengagement  movements  of  the 
clutches  without  components  subjected  to  axial 
sliding,  for  which  clearances  would  be  necessary, 
either  with  paired  cylindrical  surfaces,  in  the  case 
where  transmission  of  torque  between  the  parts 
subjected  to  sliding  is  not  required,  or  with  splined 
profiles,  if  the  components  subjected  to  relative 
sliding  must  be  torsionally  keyed  to  one  another. 

in  the  first  case,  in  fact,  the  clearances  re- 
quired  would  lead  to  defects  in  coaxiality  between 
the  components  in  relative  sliding,  with  the  afore- 
mentioned  disadvantages  in  the  case  where  said 
components  form  a  magnetic  circuit  with  radial  air 
gaps,  and  with  danger  of  crawling  in  the  case  of 
anguiar  misalignment  between  the  components 
themselves,  whereas  in  the  second  case  a  torsional 
play  would  also  occur  between  the  components 
themselves,  which  would  lead  to  unacceptable  in- 

accuracy  in  coupling. 
In  the  coupling  according  to  this  invention,  the 

axially  movable  members  are  the  clutch  rings  3,  7, 
and  their  torsional  coupling  to  the  relevant  axially 

5  fixed  elements  is  assured  by  the  flexible  annular 
strips  4,  8,  which  ensure  complete  absence  of 
torsional  play,  while  permitting  the  axial  displace- 
ments  required,  while  the  elements  forming  the 
magnetic  circuits  of  the  clutches  are  axially  fixed, 

70  and  therefore  can  be  assembled  with  tight  toleran- 
ces  in  respect  of  coaxiality,  so  as  to  achieve  radial 
air  gaps  of  reduced  and  constant  size. 

Numerous  variants  can  be  introduced,  without 
thereby  departing  from  the  scope  of  the  invention, 

75  in  its  general  characteristics. 

Claims 

20  1.  Coupling  with  two  clutches,  especially  for 
looms,  which  comprises  a  first,  controllable  clutch 
(12),  by  means  of  which  a  drive  shaft  (1),  con- 
nected  to  a  first,  autonomously  driven  member  of 
the  loom,  is  coupled  to  a  driven  shaft  (6),  con- 

25  nected  to  a  second  member  of  the  loom,  movable 
in  synchronism  with  the  former  and  coaxial  with  the 
driven  shaft  (6),  and  a  second  controllable  clutch 
(17),  coupling  the  driven  shaft  (6)  to  an  auxiliary 
motor  device  (29),  which  clutches  (12,17)  are 

so  equipped  with  respective  actuating  electromagnets 
(13.18)  acting  in  opposition  to  elastic  means  (14,8), 
in  which  the  clutches  comprise  each  an  annular 
electromagnet  (13,18),  rigidly  attached  to*a  fixed 
support  shell  or  casing  (23),  inside  which  the  drive 

35  shaft  (1)  and  driven  shaft  (6)  are  supported  with 
their  axes  in  fixed  positions,  which  electromagnet  is 
at  least  partly  contained  by  a  rotor  (2,9),  character- 
ized  by  the  fact  that  the  rotor  is  axially  fixed  with 
respect  to  the  electromagnet  and  is  linked  with  the 

40  magnetic  flux  generated  by  the  electromagnet  itself 
when  it  is  energized,  in  front  of  which  rotor  there  is 
situated,  on  the  opposite  side  from  the  electromag- 
net,  an  annular  armature  (3,7),  axially  movable  un- 
der  the  action  of  the  magnetic  field  generated  by 

45  the  associated  electromagnet  (13,18),  in  opposition 
tot  ehe  elastic  means  (14,8),  which  armatures  are 
keyed  in  rotation  respectively  to  the  drive  shaft  and 
to  the  driven  shaft  and  carry  the  movable  members 
(15.19)  of  the  clutches,  in  correspondence  with 

so  which  there  are  present  fixed  members  of  the 
clutches  (16,20),  carried  respectively  by  a  flanged 
element  (5)  integral  with  the  driven  shaft  (6)  and  by 
the  rotor  of  the  second  clutch  (9),  carrying  integral 
means  (11,11a)  for  connection  with  the  auxiliary 

55  motor  device  (29). 
2.  Coupling  with  two  clutches,  especially  for 

looms,  according  to  claim  1,  characterized  by  the 
fact  that  the  first  clutch  (12),  connecting  the  motor 

6 
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shaft  (1)  to  the  driven  shaft  (6),  comprises  a  disc 
(2)  integral  with  the  motor  shaft  (1  )  and  constituting 
the  rotor  of  the  clutch,  having  on  one  face  an 
annular  depression  in  which  there  is  situated,  with 
reduced  radial  air  gap,  the  pole  piece  of  an  annular 
electromagnet  (13)  for  electromagnetic  actuation, 
coaxial  with  it,  rigidly  attached  to  a  fixed,  external 
shell  or  casing  (23),  inside  which  the  motor  shaft 
(1)  is  supported  with  its  axis  in  a  fixed  position,  to 
which  disc  (2)  a  ring  (3),  constituting  the  armature 
of  the  clutch,  is  secured  in  an  axially  movable  but 
rotationally  keyed  manner,  and  is  equipped  with 
front  clutch  members  (15),  capable  of  engagement 
with  corresponding  clutch  members  (16)  of  a  fac- 
ing,  flanged  element  (5),  rigidly  secured  to  the 
driven  shaft  (6),  elastic  elements  (14)  being  present 
interposed  between  the  disc  (2)  integral  with  the 
driving  shaft  and  the  ring  (3),  these  elastic  ele- 
ments  being  adapted  for  pressing  the  ring  (3)  into  a 
position  of  engagement  of  the  relative  clutch  mem- 
bers  (1  5)  with  the  flanged  element  (5),  in  opposition 
to  the  action  of  the  electromagnet  (13)  when  en- 
ergized. 

3.  Coupling  with  two  clutches,  especially  for 
looms,  according  to  claims  1,  2,  characterized  by 
the  fact  that  the  second  clutch  (17),  connecting  the 
driven  shaft  (6)  to  the  auxiliary  motor  device,  com- 
prises  a  wheel  (9),  freely  rotatabiy  mounted  on  the 
driven  shaft  (6)  and  axially  fixed,  constituting  the 
rotor  of  the  clutch,  having  on  one  face  an  annular 
depression,  in  which  there  is  situated,  with  reduced 
radial  air  gap,  the  pole  piece  of  an  annular  elec- 
tromagnet  (18)  for  electromagnetic  actuation,  co- 
axial  with  it,  rigidly  secured  to  a  casing  or  shell 
(23),  in  which  the  driven  shaft  (6)  is  supported  with 
its  axis  in  a  fixed  position,  which  wheel  (9)  carries 
axially  fixed  means  (11,  11a)  for  rotationally  cou- 
pling  to  the  auxiliary  motor  device  (29),  and  in  front 
of  it  there  is  supported,  on  the  flanged  element  (5), 
in  a  manner  axially  movable  but  rotationally  keyed 
to  it,  a  ring  (7)  constituting  the  armature  of  the 
clutch,  the  ring  being  equipped  with  front  clutch 
members  (19)  capable  of  being  engaged  with  cor- 
responding  clutch  members  (20)  of  the  wheel  (9) 
facing  and  in  front  of  it,  elastic  elements  (8)  being 
present,  interposed  between  the  flanged  element 
(5)  and  the  ring  (7),  these  elastic  elements  being 
adapted  for  keeping  the  ring  in  a  position  of  dis- 
engagement  of  the  relative  clutch  members  (19) 
from  the  wheel  (9),  in  opposition  to  the  action  of 
the  electromagnet  (18)  when  energized. 

4.  Coupling  with  two  clutches,  especially  for 
looms,  according  to  claim  3,  characterized  by  the 
fact  that  the  axially  fixed  means  (11,11a)  for 
rotationally  coupling  to  the  auxiliary  motor  device 
(29)  are  constituted  of  a  helical  set  of  teeth  (11a) 
situated  on  the  periphery  of  the  wheel  (9)  rotatabiy 
mounted  on  the  driven  shaft  (6)  and  axially  fixed, 

with  which  set  of  teeth  there  engages  a  worm 
directly  keyed  onto  the  shaft  of  the  auxiliary  motor 
device. 

5.  Coupling  with  two  clutches,  especially  for 
5  looms,  according  to  claims  2,  3,  characterized  by 

the  fact  that  the  rings  constituting  the  armatures  of 
the  clutches  are  made  keyed  in  rotation,  respec- 
tively  to  the  disc  connected  to  the  driving  shaft  and 
to  the  flanged  element  integral  with  the  driven  shaft 

10  by  means  of  respective  flexible  rings,  attached 
alternately  to  the  ring  and  to  the  disc  or  the  flanged 
element 

6.  Coupling  with  two  clutches,  especially  for 
looms,  according  to  claims  3,  5,  characterized  by 

75  the  fact  that  the  elastic  elements  (8)  interposed 
between  the  flanged  element  (5)  and  the  ring  (7), 
adapted  for  keeping  the  ring  in  a  position  of  dis- 
engagement  of  the  relative  clutch  members  (19) 
from  the  wheel  (9)  in  opposition  to  the  action  of  the 

20  electromagnet  (18),  are  constituted  of  the  same 
flexible  annular  strip  securing  the  ring  (7)  to  the 
flanged  element(5). 
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