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Description

Background and Summary of the Invention

[0001] The present invention relates to a prosthetic
glenoid component and particularly to a modular glenoid
assembly for attachment to a glenoid surface of a scap-
ula to replace a natural socket of a shoulder and to pro-
vide a bearing surface for a head portion of an arm bone
or humerus such as is known from, for example, FR-A-
2 695 313. More particularly, the present invention re-
lates to a modular glenoid assembly comprising a metal
backed base coupled to a plastic bearing insert.
[0002] According to the present invention a modular
glenoid assembly is provided that comprises a base
adapted to couple with the glenoid surface and a bearing
insert providing a bearing surface adapted to engage
the head portion of the humerus. The base is provided
with a first connector portion and the insert is provided
with a second connector portion. In addition, the first and
second connector portions are engageable and propor-
tional to secure the insert to the base when the insert is
moved into engagement with the base.
[0003] The first connector portion includes a channel
extending about a portion of the base and the second
connector portion includes a tab extending about a por-
tion of the insert. The tab is received in engagement with
the channel as the insert slides into position against the
base. In addition, the channel may include inferiorly and
inwardly opening portions and the tab includes superi-
orly and outwardly extending portions to be received re-
spectively in the inferiorly and inwardly extending por-
tions.
[0004] Further, according to the present invention a
modular glenoid assembly for attachment to a glenoid
surface of a scapula to provide a bearing surface is pro-
vided that comprises a base adapted to couple with the
glenoid surface and a bearing insert. The base includes
a lip and the bearing insert includes a bearing surface
adapted to engage the head portion of the humeral com-
ponent and a tab formed to engage the lip when the in-
sert is moved in a superior direction into position against
the base.
[0005] Still further in accordance with the present in-
vention a modular glenoid assembly is provided that
comprises a metal base and a plastic bearing insert. The
metal base includes a lower surface, an upper surface,
at least one peg extending from the lower surface, and
a lip extending about a portion of the upper surface and
defining a channel. The bearing insert includes bearing
surface, an opposite lower surface facing the upper sur-
face of the base, and a tab extending about a portion of
the lower surface. The tab is received in the channel
from an inferior to a superior direction to mount the insert
on the base.
[0006] Additional features of the present invention will
become apparent to those skilled in the art upon con-
sideration of the following detailed description of pre-

ferred embodiments exemplifying the best mode of car-
rying out the invention as presently perceived.

Brief Description of the Drawings

[0007]

Fig. 1 is an exploded perspective view of a modular
glenoid assembly in accordance with the present in-
vention positioned between a glenoid surface of a
scapula and a humeral component showing the gle-
noid assembly including a base having upper and
lower surfaces, pegs extending from the lower sur-
face, a recessed portion formed in the upper sur-
face, and a lip extending about a portion ofthe upper
surface a bearing insert formed to include a bearing
surface and a lower surface including a tab enga-
gable and proportional to the lip;
Fig. 2 is an assembled sectional view taken along
lines 2-2 of Fig. 1 showing the pegs of the base re-
ceived within apertures formed in the glenoid sur-
face and the bearing insert mounted on the base
positioning the bearing surface in engagement with
the humeral component;
Fig. 3 is a sectional view taken along lines 3-3 of
Fig. 2 showing the lip of the base including a chan-
nel and the tab of the insert received in the channel;
Fig. 4 is a bottom view of the bearing insert of Fig.
3 showing the lower surface of the insert including
an inferior end, a superior end, and a central por-
tion, the detent extending from the central portion
and the tab extending about the superior end and
central portion of the insert;
Fig. 5 is a view similar to Fig. 1 of an alternative
embodiment of a base that is suitable for use with
the insert showing the base having upper and lower
surfaces, two apertures extending between the up-
per and lower surfaces for receiving screws in order
to couple the base to the scapula, a peg extending
from the lower surface of the base, a lip extending
about a portion of the upper surface, and a recessed
portion formed in the upper surface for receiving the
detent of the insert;
Fig. 6 is a view similar to Fig. 2 of the base and insert
of Fig. 5 showing the peg and the screws received
in the scapula and the lip of the base including a
channel that receives the tab to couple the bearing
insert to the base;
Fig. 7 is a sectional view of an alternative embodi-
ment of a glenoid assembly in accordance with the
present invention showing a base including a gen-
erally flat upper surface, a lower surface, a peg ex-
tending from the lower surface, and an outer lip ex-
tending about a portion of the upper surface and a
bearing insert including a generally flat lower sur-
face configured for mating with the upper surface of
the base;
Fig. 8 is a sectional view of the base of Fig. 7 show-

1 2



EP 0 963 742 B1

3

5

10

15

20

25

30

35

40

45

50

55

ing screw holes extending through the base be-
tween the upper and lower surfaces and the peg
positioned to lie between the spaced-apart screw
holes;
Fig. 9 is a bottom view of the bearing insert of Fig.
7 showing the lower surface of the insert including
an inferior end, a superior end, and a central portion
and the tab extending about the superior and cen-
tral portion of the insert; and
Fig. 10 is a view taken along lines 10-10 of Fig. 9
showing the bearing insert having a generally flat
lower surface.

Detailed Description of the Drawings

[0008] A modular glenoid assembly 10 is provided in
accordance with the present invention. Fig. 1 shows gle-
noid assembly 10 located between a glenoid surface 16
of a scapula 18 and a head portion 22 of a humeral com-
ponent 24. Glenoid assembly 10 is designed to be at-
tached to glenoid surface 16 of scapula 18 to replace
the natural glenoid surface. Glenoid assembly 10 in-
cludes a base 12 provided with a first connector portion
and a bearing insert 14 provided with a second connec-
tor portion that is slidably received by first connector por-
tion of base 12 along an axis 26 in a superior direction
28. First and second connector portions are engageable
and proportional to secure the insert 14 to base 12 when
insert 14 is moved into engagement with base 12. Thus,
glenoid assembly 10 resists physiologic loading by ro-
tator cuff and deltoid muscles (not shown).
[0009] Base 12 of modular glenoid assembly 10 is
formed to include a body 29 that has a concave upper
surface 30 positioned to face insert 14 and a convex low-
er surface 32 positioned to face glenoid surface 16. See
Fig. 1. Superior, inferior, and center attachment pegs 40,
42, 44, respectively, are formed to extend from lower
surface 32 to anchor body 29 to glenoid surface 16. A
right stabilizing peg 46 and a similarly formed left stabi-
lizing peg (not shown) additionally extend from lower
surface 32.
[0010] Attachment pegs 40, 42, 44 each include a
generally cylindrical body portion 48 and a generally
conical tip portion 50, as shown in Fig. 1. Stabilizing
pegs 46 also include a generally cylindrical body portion
52 and a generally conical tip portion 54. Glenoid sur-
face 16 is formed to include apertures 60 aligned for re-
ceiving respective attachment pegs 40, 42, 44 and sta-
bilizing pegs 46. Tip portions 50, 54 facilitate insertion
of the pegs 40, 42, 44, 46 into apertures 60 of glenoid
surface 16. The diameter of body portions 48, 52 is
slightly less than the diameter of apertures 60 in order
to provide space for a cement mantle (not shown)
around the inner circumference of apertures 60 or to al-
low for interference fit. It is understood that pegs 40, 42,
44, 46 may be a wide variety of shapes and sizes in ac-
cordance with the present invention.
[0011] As shown in Fig. 2, superior and inferior pegs

40, 42 are each formed to include a plurality of notches
or serrations 62. Serrations 62 increase the area of con-
tact between pegs 40, 42 and the cement mantle (not
shown) placed within apertures 60 to strengthen the
bond between pegs 40, 42 and the bone of glenoid sur-
face 16. Referring again to Fig. 1, each stabilizing peg
46 is also formed to include notches or serrations 62 so
that the bone cement may secure stabilizing pegs 46 to
the bone of the glenoid surface 16. It is within the scope
of the present invention to form serrations 62 on one or
more pegs 40, 42, 44, 46. It is also within the scope of
the present invention to include pegs 40, 42, 44, 46 hav-
ing a porous coating also for strengthening the bond be-
tween the pegs and the bone of glenoid surface 16. A
more detailed description of pegs 40, 42, 44, 46 may be
found in U.S. Patent No. 5,032,132, entitled "Glenoid
Component", to Frederick A. Matsen, III. While pegs 40,
42, 44, 46 are illustrated and described, it is within the
scope of this disclosure to use a wide variety of attach-
ment mechanisms to couple base 12 and scapula 18
together.
[0012] Referring now to Fig. 1, upper surface 30 of
body 29 is formed for sliding engagement with bearing
insert 14. Upper surface 30 includes a superior end 64,
an inferior end 66, a center portion 68 positioned to lie
between superior and inferior ends 64, 66, and a perim-
eteral edge 72. In addition, a first connector portion or
outer lip 70 extends from perimeteral edge 72 adjacent
to superior end 64 and center portion 68. As shown in
Figs. 2 and 3, outer lip 70 includes a side wall 73 ex-
tending from upper surface 30 and a tab 75 extending
from side wall 73 over upper surface 30 to define a chan-
nel 74. Tab 75 includes a tapered surface 77 that faces
insert 14 (See Fig. 3). Channel 74 is defined by upper
surface 30 and lip 70 and includes inferiorly and inwardly
opening portions. Channel 74 is generally U-shaped
and extends, as stated above, only partially about pe-
rimeter edge 72 so that inferior end 66 of base 12 is
spaced apart from lip 70.
[0013] As shown in Fig. 2, center portion 68 of upper
surface 30 is also formed to include a recessed portion
80. Recessed portion 80 cooperates with bearing insert
14 to provide the surgeon with the feel of snap-fit. Re-
cessed portion 80 is generally oval in shape, although
it is within the scope of this disclosure to form recessed
portion in a wide variety of shapes and patterns within
upper surface 30. It is within the scope of this disclosure
to form upper surface 30 without recessed portion, with
greater than one recessed portion, or with a detent (not
shown) thereon to cooperate with a recessed portion in
insert. Base 12 is constructed from metal such as tita-
nium alloy, however, it is within the scope of this disclo-
sure to form base from a wide variety of metals such as
cobalt chrome alloy and stainless steel. In addition, base
12 is preferably highly polished.
[0014] Bearing insert 14 is formed for sliding engage-
ment with base 12 and provides a bearing surface 20
for head portion 22. As shown in Fig. 1, insert 14 in-
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cludes a concave upper surface 82 facing head portion
22 and an opposite convex lower surface 84. Upper sur-
face 82 of insert 14 provides bearing surface 20 for head
portion 22 of humeral component 24 as shown in Figs.
2, 4, and 5. Upper surface 82 includes a superior end
102, an inferior end 104, and a central portion 106 po-
sitioned to lie between superior and inferior ends 102,
104. An insert-perimeter edge 108 extends between up-
per and lower surfaces 82, 84. Edge 108 is formed to
include a groove 90 therein. Groove 90 extends into pe-
rimeter edge 108 adjacent to superior end 102 and cen-
tral portion 106 and is sized to receive tab 75 of lip 70
therein. As shown in Fig. 3, groove 90 is defined by a
bottom surface 101, a top surface 111 and a side wall
113. Groove 90 is generally U-shaped and extends, as
stated above, only partially about edge 108 so that in-
ferior end 104 is spaced apart from groove 90. When
assembled, groove 90 and channel 74 are situated in a
general stacked alignment with one another.
[0015] As shown in Fig. 3, when assembled, lower
surface 84 of insert 14 rests upon upper surface 30 of
base 12. Lower surface 84 includes a superior end 105,
an inferior end 103, and a central portion 109 positioned
to lie between superior and inferior ends 105, 103. See
Fig. 4. Lower surface 84 is also formed to include a sec-
ond connector portion or tab 88 that extends into chan-
nel 74 and engages lip 70 and upper surface 30. Tab 88
extends adjacent to groove 90 about superior end 105
and central portion 109 of lower surface 84. Tab 88 has
a top end 94 and a bottom end 95 at inferior end 103 of
lower surface 84. Thus, tab 88 includes superiorly and
outwardly extending portions that are received respec-
tively in the inferiorly and inwardly extending portions of
channel 74.
[0016] Once base 12 and insert 14 are assembled,
lower surface 84 of insert 14 rests upon upper surface
30 of base 12. Insert 14 also includes a detent 92 ex-
tending from central portion 109 of lower surface 84. De-
tent 92 cooperates with recessed portion 80 to provide
the feel of a snap-fit assembly. Detent 92 is rectangular
in shape, although it is within the scope of this disclosure
to form detent 92 in any number of shapes or sizes hav-
ing greater or fewer than one detent, or form lower sur-
face 84 to include a recess to interact with a correspond-
ing detent (not shown) on base 12. Insert 14 is construct-
ed of ultra high molecular weight polyethylene (UH-
MWPE), however, it is within the scope of the invention
to manufacture insert 14 from a wide variety of materials
suitable for orthopaedic use.
[0017] In assembling glenoid assembly 10, insert 14
is moved upward or in superior direction 28 along axis
26, as shown in Fig. 1. Tab 88 first engages inferior end
66 of upper surface 30. As insert 14 slides in direction
28 relative to base 12 along axis 26, tab 88 is received
within channel 74 of base 12, as shown in Figs. 2 and
3. Additionally, tab 88 of lower surface 84 is received
within channel 74 and tab 75 of outer lip 70 of base 12
is received within groove 90 of insert 14.

[0018] Tab 88 of lower surface 84 moves in direction
28 within channel 74 until top end 94 of tab 88 engages
side wall 73 of lip 70 adjacent to superior end 64. Detent
92 is formed to be received by recessed portion 80 of
base 12 so that during assembly, detent 92 "snaps" into
engagement with recessed portion 80 notifying the sur-
geon that insert 14 is mounted on base 12. Side wall 73
of outer lip 70 at superior end 64 also acts as a stop for
top end 94 of tab 88. Once insert 14 is mounted on base
12, as shown in Figs. 2 and 3, bearing surface 20 is
ready to engage head portion 22 of humeral component
24. It is also within the scope of the present disclosure
to include a ramp (not shown) on upper surface 30 for
detent 92 to slide upon in order to more easily guide de-
tent 92 into recessed portion 80.
[0019] Once implanted within glenoid surface 16 of
scapula 18, glenoid assembly 10 encounters loading
forces from rotator cuff muscles (not shown) and the del-
toid muscle (not shown). As shown in Fig. 2, these load-
ing forces are generally oriented in a superior direction
97. Glenoid assembly 10 may also encounter forces in
an anterior/superior direction 98 or a posterior/superior
direction 99, as shown in Fig. 1. Because of the gener-
ally superior direction 97 of the loading on glenoid as-
sembly 10, insert 14 is prevented from disengaging
base 12.
[0020] An alternative embodiment of glenoid assem-
bly 110 in accordance with the present invention is
shown in Figs. 5 and 6. Assembly 110 includes a base
112 that slidingly receives bearing insert 14 along an ax-
is 121 in a superior direction 123. Base 112 is formed
similarly to base 12 and like reference numerals will be
used to denote like components. Base 112 includes an
attachment peg 144 that extends from lower surface 32
adjacent to center portion 68. Peg 144 is formed in a
manner similar to pegs 40, 42, 44. It is appreciated, how-
ever, that peg 144 may be formed in a variety of shapes
and sizes in accordance with the present invention. Peg
144 is received by pre-formed aperture 60 in glenoid
surface 16. As shown in Fig. 5, body 29 includes two
holes 120 therethrough that are sized to receive corre-
sponding screws 122. As shown in Fig. 6, when fully as-
sembled, screws 122 extend through holes 120 and into
pre-formed apertures 160 in glenoid surface 16. Thus,
screws 122 cooperate with peg 144 to couple base 112
to glenoid surface 16 of scapula 18. Base 112 is con-
structed of materials similar to base 12.
[0021] The assembly method of glenoid assembly
110 is similar to that described above in reference to gle-
noid assembly 10. Insert 14 slides along superior/infe-
rior axis 121 in direction 123 so that tab 88 of lower sur-
face 84 is received within channel 74 of base 112. At
this time, tab 75 of lip 70 is received within groove 90 of
insert 14. It becomes evident to the surgeon that insert
14 received within base 112 when detent 92 and re-
cessed portion 80 produce a snap-in feel.
[0022] An additional embodiment of the present in-
vention is shown in Figs. 7-10. As shown in Fig. 7, gle-
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noid assembly 210 is provided that includes a base 212
and a bearing insert 214. Base 212 of glenoid assembly
210 is coupled to glenoid surface 16 in a manner similar
to base 112. Base 212 includes a body 229 that has a
lower surface 232 configured for engagement with gle-
noid surface 16 and a generally planar upper surface
230. Upper surface 230 includes a superior end 264, an
inferior end 266, and a center portion 268 positioned to
lie between superior and inferior ends 264, 266. An out-
er lip 270 extends from upper surface 230 about supe-
rior end 264 and center portion 268. Lip 270 is formed
in a manner similar to lip 70 of base 12, as previously
described and includes a channel 274 therein. Channel
274 is generally U-shaped and formed in a manner sim-
ilar to channel 74. In addition, as shown in Fig. 7, upper
surface 230 of base 212 is formed to include a recessed
portion 280 therein. Recessed portion 280 is similar to
recessed portion 80 and cooperates with insert 214 to
provide the snap-in feel previously described.
[0023] Referring now to Fig. 8, body 229 includes
spaced apart screw holes 320 therethrough. Screw
holes 320 extend between lower and upper surfaces
232, 230 and are spaced apart about an attachment peg
244. Screw holes 320 are sized for extension of screws
(not shown) therethrough. It is within the scope of the
present disclosure that base 212 be formed with greater
or fewer than two screw holes 320. Peg 244 extends
from lower surface 232 of base 212 and is formed to be
received within pre-formed apertures 60 (see Fig. 5)
within glenoid surface 16. Screws (not shown) extend
through holes 320 of base 212 and into apertures 160
(see Fig. 5) formed in glenoid surface 16.
[0024] Turning now to Figs. 9 and 10, bearing insert
214 cooperates with head 22 in a manner similar to in-
sert 14 as previously described. Insert 214 includes a
generally planar lower surface 284 and an opposite con-
cave upper surface 282. Upper surface 282 is formed
in a manner similar to upper surface 82 as previously
described. Lower surface 284 includes a superior end
203, an inferior end 205, and a center portion 209 posi-
tioned to lie between superior and inferior ends 203,
205. A tab 288 is formed in lower surface 284. As shown
in Fig. 9, tab 288 includes a top end 294 and a bottom
end 295.
[0025] The assembly method of glenoid assembly
210 is similar to that described above in reference to
glenoid assemblies 10, 110. Insert 214 slides along su-
perior/inferior axis 221 in direction 223 so that tab 288
is received within channel 274 of base 112. At this time,
lip 270 is received within groove 290 of insert 214. It
becomes evident to the surgeon that insert 214 is re-
ceived within base 212 when detent 292 and recessed
portion 280 of base 212 produce a snap-in feel.
[0026] To couple assemblies 10, 110, 210 to scapula
18 the surgeon performs the following steps. Scapula
18 is sized and reamed in accordance with well known
surgical procedures. At least one hole 60 is drilled within
glenoid surface 16 to correspond with peg(s) on base

12, 112, 212 respectively. Base 12, 112, 214 is implant-
ed within scapula 18 with channel 70, 270 opened infe-
riorly. Insert 14, 14, 214 is then slid into respective base
12, 112, 212 from inferior to superior direction. Thus,
locking mechanism of the present invention utilizes a
tongue-in-groove or tab-in-slot design. The metal base
12, 112, 214 is oriented such that the insert 14, 14, 214
slides in from an inferior to superior direction once the
metal base 12, 112, 212 is securely fixed to glenoid 18.
[0027] Although the invention has been described in
detail with reference to a preferred embodiment, varia-
tions and modifications exist within the scope of the in-
vention as described and defined in the following claims.

Claims

1. A modular glenoid assembly comprising:

a base (12) adapted to couple with the glenoid
surface (16), the base being provided with a
first connector portion (70),
a bearing insert (14) providing a bearing sur-
face (82) adapted to engage the head portion
of the humerus, the insert also being provided
with a second connector portion (88),

characterised in that the first connector por-
tion (70) includes a channel (74) extending about a
portion of the base and the second connector por-
tion includes a tab (88) extending about a portion of
the insert to be received in engagement with the
channel, such that the first and second connector
portions are engageable and proportional to secure
the insert to the base as the insert slides into en-
gagement with the base.

2. The assembly of claim 1, wherein the tab is received
in engagement with the channel when the insert is
moved in a superior direction into position against
the base.

3. The assembly of claim 1 or claim 2 in which the
channel includes inferiorly and inwardly opening
portions and the tab includes superiorly and out-
wardly extending portions to be received respec-
tively in the inferiorly and inwardly extending por-
tions.

4. The assembly of any of claims 1 to 3 in which the
base provides a concave upper surface and the in-
sert provides a convex lower surface conformingly
to engage the concave base surface.

5. The assembly of claim 4 in which the base is pro-
vided with a recess in the concave surface and the
insert is provided with a detent on the convex sur-
face to snap into the recess.
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Patentansprüche

1. Modularer glenoidaler Aufbau mit:

einer Basis (12), die dazu eingerichtet ist, mit
der glenuidalen Oberfläche (16) gekoppelt zu
werden, wobei die Basis einen ersten Verbin-
dungsbereich (70) aufweist,
einem Lagereinsatz (14), der eine Lagerfläche
(82) aufweist, die dafür eingerichtet ist, an dem
Kopfabschnitt des Humerus anzugreifen, wo-
bei der Einsatz außerdem einen zweiten Ver-
bindungsabschnitt (88) aufweist,

dadurch gekennzeichnet, daß der erste Verbin-
dungsabschnitt (70) einen Kanal (74) umfasst, der
sich um einen Teil der Basis erstreckt, und der zwei-
te Verbindungsabschnitt eine Zunge (88) aufweist,
die sich um einen Teil des Einsatzes erstreckt, um
ihn im Eingriff mit dem Kanal aufzunehmen, so daß
der erste und der zweite Verbindungsbereich ein-
greifbar und proportional sind, um den Einsatz an
der Basis zu befestigen, wenn der Einsatz in Eingriff
mit der Basis gleitet.

2. Aufbau nach Anspruch 1, bei dem der Streifen im
Eingriff mit dem Kanal aufgenommen wird, wenn
der Einsatz in einer oberen Richtung in Position ge-
gen die Basis eingesetzt wird.

3. Aufbau nach Anspruch 1 oder 2, bei dem der Kanal
nach unten und nach innen geöffnete Abschnitte
aufweist und die Zunge sich nach oben und nach
außen erstreckende Abschnitte aufweist, um sie je-
weils in den sich nach unten und nach innen er-
streckenden Abschnitten aufzunehmen.

4. Aufbau nach einem der Ansprüche 1 bis 3, bei dem
die Basis eine konkave obere Fläche aufweist und
der Einsatz eine konvexe untere Fläche aufweist,
um paßgerecht an der konkave Basisfläche anzu-
liegen.

5. Aufbau nach Anspruch 4, bei dem die Basis eine
Vertiefung in der konkaven Fläche aufweist und der
Einsatz eine Arretierung auf der konvexen Fläche
aufweist, um in die Vertiefung einzurasten.

Revendications

1. Dispositif glénoïdien modulaire de l'épaule
comprenant :

une base (12) conçue pour s'unir à la surface
glénoïdienne (16), la base étant équipée d'une
première partie de connecteur (70),

un insert de coussinet (14) fournissant une sur-
face de coussinet (82) conçue pour mettre en
prise la partie de tête de l'humérus, l'insert étant
également équipé d'une seconde partie de
connecteur (88),

caractérisé en ce que la première partie de
connecteur (70) comprend un canal (74) qui s'étend
autour d'une partie de la base et en ce que la se-
conde partie de connecteur comprend une patte
(88) qui s'étend autour d'une partie de l'insert pour
être reçue dans une mise en prise avec le canal, de
telle sorte que les première et seconde parties de
connecteur peuvent être mises en prise et propor-
tionnelles pour fixer l'insert à la base lorsque l'insert
glisse dans une mise en prise avec la base.

2. Dispositif selon la revendication 1, dans lequel la
patte est reçue dans une mise en prise avec le canal
lorsque l'insert est déplacé dans une direction su-
périeure dans une position contre la base.

3. Dispositif selon l'une quelconque des revendica-
tions 1 ou 2, dans laquelle le canal comprend des
parties qui s'ouvrent de manière inférieure et vers
l'intérieur et dans laquelle la patte comprend des
parties qui s'étendent de manière supérieure et vers
l'extérieur pour être reçues respectivement dans les
parties qui s'étendent de manière inférieure et vers
l'intérieur.

4. Dispositif selon l'une quelconque des revendica-
tions 1 à 3, dans lequel la base fournit une surface
supérieure concave et dans lequel l'insert fournit
une surface inférieure convexe de manière confor-
me pour mettre en prise la surface de base conca-
ve.

5. Dispositif selon la revendication 4, dans lequel la
base est fournie avec un retrait dans la surface con-
cave et l'insert est fourni avec un cliquet sur la sur-
face convexe pour s'enclencher dans la cavité.
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