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(54) Asymmetric wrench and fastener system

(57) An asymmetrical wrench and fastener system
comprising radially extending splines having opposing
surfaces whose inner ends are inclined by different
amounts with respect to a radius intersecting the re-

spective inner ends to alter the torque between the tight-
ening and loosening directions. This configuration
makes it either easier or harder to loosen the fastener
than it was to tighten it, depending on the amount the
opposing surfaces of the splines are inclined.
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Description

BACKGROUND OF THE INVENTION

Field of the Invention

[0001] The invention relates generally to an asymmet-
rical wrench and fastener arrangement having a higher
torque in the loosening direction than in the tightening
direction, or in the tightening direction than in the loos-
ening direction, for a given amount of applied force. The
invention also relates to a wrench and fastener arrange-
ment, wherein there is a higher torque to failure in the
tightening direction than in the loosening direction. The
invention further relates to an asymmetrical fastener
which has a higher torque to failure in one direction than
the other, which is stronger than corresponding symmet-
rical fasteners. Additionally, the invention relates to an
asymmetrical spline wrench which can be used with a
variety of fasteners.

Description of the Prior Art

[0002] Fasteners come in a variety of types. For ex-
ample, there are nuts, which are threaded onto a metal
shaft, and bolts, which may threadingly receive a nut or
be threadingly received in a bore. Fasteners usually
have a head that includes surfaces for loosening and
surfaces for tightening. On many fasteners, the loosen-
ing surfaces are the same as the tightening surfaces (for
example, a hex head nut or bolt). These can be referred
to as symmetrical fasteners. Other fasteners utilize sur-
faces for loosening that are different than the surfaces
utilized for tightening. The loosening surfaces and tight-
ening surfaces may be formed on the outer perimeter of
the fastener head (hereinafter an "external head") or on
a periphery formed inside of the outer perimeter (here-
inafter, a fastener having an "internal wrench cavity").
The latter fasteners can also be referred to as symmet-
rical fasteners. External fasteners are designed for use
with open-end wrenches or closed end wrenches, such
as box wrenches or socket end wrenches. Internal fas-
teners (among which are so called "Allen" fasteners),
often referred to as socket head cap screws, are gener-
ally designed for use with an internal-key wrench or in-
ternal bit. Some wrenches (such as an open-end adjust-
able wrench) are designed to fit a variety of fastener siz-
es and configurations.
[0003] The periphery on which the loosening surfaces
and tightening surfaces of a fastener are formed is
sometimes referred to herein as a fastening periphery.
While many fasteners have the loosening surfaces and
tightening surfaces formed on the same fastening pe-
riphery, it is also known to form loosening surfaces on
one fastening periphery and tightening surfaces on a dif-
ferent fastening periphery. Such a design has the dis-
advantages of (1) being relatively expensive, and (2)
having a large fastener head which may be too large for

practical use in certain applications.
[0004] Known wrenches and fasteners have primarily
been designed symmetrically, transmitting torque
equally in both the tightening and loosening directions.
Typical socket wrench types of this kind are shown in
Figures 1-3. Figure 1 shows a 1 1/2" hex socket, Figure
2 shows a 1" 12-point or double-hex socket, and Figure
3 shows a 1" 12-point spline. However, the torque re-
quired for loosening a fastener that has been tightened
is often several times more than the torque required for
tightening a fastener. This is because metal surfaces in
contact with one another for an extended period of time
tend to seize and resist separation. Another factor that
causes the fastener to resist separation is the dissolu-
tion of the lubricant that may have been present at the
time of tightening. Additionally, tightening of a fastener
to near its ultimate strength will cause permanent defor-
mation. This permanent deformation causes the pitch of
the threads on the fastener to no longer precisely match
the pitch of the nut or the tapped hole. The mismatch
requires additional torque to force the threaded ele-
ments to conform sufficiently to allow rotation of the fas-
tener. The application of the additional torque required
to loosen a fastener can result in system failure (some-
times referred to herein simply as "failure") prior to the
fastener being loosened.
[0005] There are numerous modes of fastening sys-
tem failure. When failure occurs, the mode of failure de-
pends on both the design and physical properties of the
wrench and fastener, including their respective
strengths, hardnesses and ductilities. A socket wrench
may split because of the combined circumferential and
radial forces, or its teeth sometimes (referred to herein
as protuberances) may shear or bend because of the
combination of radial and circumferential forces. The
teeth may flow from excessive contact pressure. Fur-
ther, the points (sometimes referred to herein as comers
or protuberances) of the fastener may shear, bend or
flow. In addition, in the case of a hollow-head fastener
or socket head cap fastener, the fastener head may split
due to a combination of radial and circumferential forc-
es, or the wrench may fail in torsion. Existing fasteners
and wrenches tend to have a single mode of failure for
each particular wrench and fastener. There are numer-
ous modes of failure for both wrenches and fasteners
that must be considered so that if steps are taken to
strengthen against one failure mode it does not result in
increasing the likelihood of another failure mode.
[0006] There are various causes of failure in known
fastening systems. Many of these problems, such as
with double-hex wrenches and double-hex fasteners,
are due to points or corners. Corner loading, which re-
sults from the engagement of corners on the wrench
with the fastener and with corners on the fastener with
the wrench, results in wearing down or shearing of the
comers and in damage to the surface engaged by the
comer. Clearance between the fastener and the wrench
results in concentrated force stresses on the fastener
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and the wrench, and there is a reduced torque resulting
from applied force. This load concentration even occurs
at normal clearance. Since the fastener is usually at a
lower hardness that the wrench, it deforms - and this is
aggravated because of the expansion of the wrench un-
der radial loads. The problem is increased with a worn
wrench.
[0007] Corrosion and paint on fasteners requires in-
creased torque, and concentrated forces can damage
the fastener and the wrench. The points on a wrench
can be damaged by poor engagement with a fastener.
If the fastener is small for the wrench or if the fastener
is badly corroded, the wrench may not turn the fastener.
[0008] Spline systems have been found to be advan-
tageous in that they can withstand significant amounts
of torque. However, a shortcoming of traditional spline
fasteners and spline wrenches is that the dimension
across the base of the spline is not significantly larger
than the dimension near the top of the spline, making
the spline susceptible to shear failure.
[0009] Failures in traditional wrench and fastener sys-
tems have been analyzed, and it has been found that
there is significant failure particularly on fastener teeth.
Figure 4 shows an enlarged portion of a 12-point or dou-
ble-hex fastener being turned by a 12-point or double-
hex wrench. The component of the applied force F has
a transverse component yielding an opposite force F1

used for applying torque to the fastener, which is impor-
tant for turning the fastener. However, the radial compo-
nent yields an opposite force FR which is a damaging
force component and can result in shear failure of the
wrench.
[0010] Traditional wrench and fastener systems, such
as double-hex systems discussed above, have point-to-
point engagement between the point of the wrench and
the point of the fastener. This puts force on the points
and leads to wearing down of the points of one or both
of the fastener and the wrench, limiting their durability
and use fitness.
[0011] Fastening system failure is expensive because
of increased labor and the cost of providing new wrench-
es and/or fasteners. For example, if a bolt fails the dam-
aged bolt must usually be drilled and removed with spe-
cial tools. Fastening system failure can also be danger-
ous because a user applying a great deal of force to a
fastener can be harmed when the system fails and his
hand or arm may strike a hard or sharp object. Fastener
system failure most often occurs when attempting to
loosen a fastener because of the greater torque re-
quired.
[0012] Another problem with traditional wrench and
fastener systems, and particularly with spline systems,
is that many of these are made with forging techniques.
There is considerable difficulty in metal flow in forming
the teeth, since the metal must flow into a die, and the
flow along surfaces is impeded due to friction between
the die surface and the flowing metal. This is particularly
acute with spline teeth, since the metal must flow into

corners near the base of the fastener or the wrench.
[0013] There are many different types of fasteners,
wrenches, and systems, many of which are designed
specifically for unique applications. For example, there
are some systems designed for limiting torque applied
in tightening a fastener, some systems designed to
show signs when an unauthorized user tampers with a
fastener, and some systems designed to apply a maxi-
mum amount of torque in turning a fastener, referred to
herein as a "high torque" wrenching systems. Addition-
ally, there are many types of configurations for tighten-
ing and loosening surfaces of fasteners and wrenches,
including but not limited to, hex, double-hex, spline, star
and many other fastening configurations. Producing
tools made of high strength materials, such as steel, ti-
tanium and chromium alloys, and processes required for
producing tools with close tolerances result in relatively
high production costs and are, consequently, expensive
to purchase. A single tool that may be used to turn sev-
eral differently configured types of fasteners will: (i) re-
duce the number of tools needed by a user, (ii) reduce
time expended by a user on finding different tools to
mate; and (iii) reduce an overall investment in the
number of tools required by the user.
[0014] It would be an advantage to provide a fastening
system capable of generating sufficient torque to loosen
a fastener, have a fastener and wrench design that can
withstand the force of generating such torque without
failing, and produce the system in the same dimensions
as existing fastening systems.
[0015] It would further be an advantage to provide a
wrench capable of withstanding the force of high turning
torque without failing and also be capable of engaging
and driving or loosing fasteners with different types of
configurations.
[0016] Various wrenches and/or fasteners having
ratchet teeth are known, but they differ in structure and
in function from the asymmetric splines of the present
invention. U.S. Patent No. 2,685,812 (Dmitroff) disclos-
es a torque nut having an inner nut which is internally
threaded and with ratchet-like external teeth. A driving
ring is disposed on the outside of the inner nut and has
internal ratchet teeth made of a resilient material. As a
wrench tightens the outer driving ring, the resilient teeth
tighten the inner nut until slippage occurs, and the outer
driving ring cannot thereafter tighten the inner nut. A
greater force is necessary to loosen the constant torque
nut out of necessity. Dmitroff provides an expensive con-
stant torque due to the assembly operation of the resil-
ient teeth of the driving ring and the ratchet teeth, and
Dmitroff does not explain if the resilient teeth would also
lead to slippage in a loosening operation. Dmitroff does
not provide hard metal splines as in the present inven-
tion and is directed to providing a constant torque nut,
rather than to providing more torque in one direction
than in the other to control the loosening or tightening
of a splined wrench and/or fastener relative to each oth-
er. Moreover, Dmitroff has sharp corners rather than the
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rounded corners in the present invention for reducing
the stress between the fastener and the wrench.
[0017] U.S. Patent No. 5,449,260 (Whittle), like Dm-
itroff), provides a fastener with a series of connected
ratchet teeth. Whittle describes a tamper evident bolt
having ratchet teeth on its exterior to receive a special
socket to tighten the bolt and interior ratchet teeth in a
recess in the head for receiving a ratchet tool for loos-
ening the bolt. The angles of the ratchet teeth are ap-
parently the same. A cap seals the recess. Evidence of
tampering is the mutilation of the cap to give access to
the interior teeth and mutilation of the exterior teeth if
pliers are used to attempt to remove the bolt.
[0018] A splined fastener or torque tool is described
in U.S. Patent No. 3,885,480 (Muenchinger). A fastener
having splines with radial walls for receiving forces per-
pendicular thereto to avoid force components not of the
torsional effect. The walls are of the same angle for tight-
ening and for loosening. A similar arrangement is shown
in U.S. Patent No. 4,361,412 (Stolarczyk) which disclos-
es a wrenching configuration with spaced radial torque
transfer surfaces having a drive angle of 0°. The exterior
sides form a hexagon which can also be rotated with a
hexagonal wrench.
[0019] Another torque-limiting tool is described in
German Unexamined First Patent Application DE 40 22
763 A1 (Schneider). Schneider discloses a mechanical
screwdriver incorporating a torque limiter having saw
tooth-shaped ratchets projecting radially inwardly from
a hollow handle and spring elements extending radially
outwardly from inside the handle for contacting the
steep or low-gradient flanks of the ratchet to establish
preset torque values for both directions of rotation.
[0020] German Patent 306294 describes a manually-
operated screw having sawtoothed shaped teeth which
provide less friction to the hand during tightening than
during loosening. No wrench is discussed.
[0021] Bolts are known whose heads are ruptured
when torque of a certain value is reached to make them
tamper proof, as in U.S. Patent No. 5,228,250 (Kessel-
man). Another such bolt is described in U.S. Patent No.
5,713,705 (Grunbichler).
[0022] U.S. Patent No. 3,354,757 (Grimm et al.) dis-
closes a spline wrenching system composed of splined
wrenches and splined fasteners, each having slightly in-
clined confronting sides. The configurations are select-
ed to achieve a tendency for mutual failure in shear over
their maximum area. The confronting area in both sides
of each spline is the same.

SUMMARY OF THE INVENTION

[0023] An object of the present invention is to provide
a wrench and fastener system which is capable of trans-
mitting more torque to the fastener for the purpose of
loosening, than has hitherto been possible in the same
space.
[0024] A further object is to provide a wrench which

provides more removal torque than installation torque
to facilitate removal of fasteners.
[0025] Another object of the present invention is to
provide a spline wrench which can turn different fasten-
ers in an improved manner over prior wrenches.
[0026] A related object of the present invention is to
provide an improved spline wrench which can be used
to turn double-hex fasteners, traditional spline fasten-
ers, fasteners to which the improved spline wrench was
specifically designed to turn, and hex fasteners in an im-
proved manner giving superior engagement over prior
art wrenches.
[0027] A yet further object of the invention is to pro-
vide an improved wrench for turning different types of
fasteners which avoids loading of linear or sharp cor-
ners.
[0028] Still another object of the invention is to provide
an improved spline wrench which reduces sensitivity to
clearance.
[0029] A yet additional object is to provide an im-
proved spline wrench which can turn corroded and
painted fasteners.
[0030] Still a further object is to provide a spline
wrench having no points to be damaged by poor en-
gagement.
[0031] Still yet a further object is to provide an im-
proved spline wrench which can be used to turn different
types of fasteners.
[0032] The accomplishment of these and other ob-
jects are set forth below and disclosed in the appended
claims.
[0033] The present invention in its preferred form
solves these and other problems by providing an asym-
metrical fastening system comprising an asymmetrical
spline wrench and preferably an asymmetrical spline
fastener. The fastener has a single fastening periphery
and the wrench has a single fastening periphery de-
signed to engage the fastener periphery. A plurality of
low torque surfaces and a plurality of high torque sur-
faces are formed on the fastener fastening periphery
and on the wrench fastening periphery. The system is
asymmetrical as described below, and it generates
more torque when force is applied on the high torque
surfaces and less torque for the same amount of force
on the low torque surfaces.
[0034] A high torque surface of an asymmetrical
spline fastener or an asymmetrical spline wrench refers
to a surface on one side of the spline which makes a
smaller interior angle with a radius of the fastener or
wrench intersecting the inner end than a low torque sur-
face which makes a larger interior angle with a radius
intersecting the inner end of the low torque surface. A
force of a particular value produces more torque when
applied to the high torque surface than it does when ap-
plied to the low torque surface.
[0035] In some fastener wrench systems, as noted
below, it is desired that more torque be applied to loosen
a fastener than to tighten it, as where the fastener is
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sealed, corroded, etc., and it should take more torque
to loosen the fastener than to tighten it. In other situa-
tions, it is desired that the fastener not be loosened at
all. Some examples of the latter situations include fas-
teners used to hold bridge pilings in place, fasteners
used to hold cages for prisons in place, etc.
[0036] As used herein, the term radial refers to a ra-
dius extending outward in a straight line from the central
axis of a fastener or a wrench. The radial forces, i.e.,
the forces directed along a radial vector, which tend to
damage the wrench or fastener, are less when a given
torque is applied in the high torque direction than when
the same torque is applied in the low torque direction.
The circumferential force is the same in both cases. The
circumferential forces transmit torque from the wrench
to the fastener and are, therefore, the ones that tighten
or loosen the fastener. The radial forces add to the
stresses imposed on both the wrench and the fastener
and work in conjunction with the circumferential forces
to increase the total forces. The result is that the torque
to failure of the system in the high torque direction is
greater than the torque to failure in the low torque direc-
tion.
[0037] Thus, balance in design is necessary. But
greater strength for forces applied to the high torque sur-
faces can be achieved by designing the system to gen-
erate greater forces on the high torque surfaces without
failure of the system, which requires the mechanical ad-
vantages of the system to be in favor of applying greater
torque in the high torque direction. Thus, the best design
is asymmetrical as explained below.
[0038] 12-point fasteners have been in widespread
use. However, most people who work with such fasten-
ers say that any problem relates to the wrenches used
for turning the 12-point fastener and not the fasteners
themselves. This is not entirely correct. Although
12-point fasteners used in the aerospace industry are
acceptable due to loading of the fastener to 50% of their
tensile strength, overloading in other areas of use can
be a problem. A wrench and fastener act as a combina-
tion. Doubling the teeth on a 6-point fastener does in-
crease the torque-transmitting capabilities of the fasten-
er by a factor of 50-75% if the across-flats dimension is
not changed, but these capabilities are not doubled due
to another factor- namely, wall thickness. Insufficient
wall thickness will cause a socket to split. Increasing the
wall thickness would cause wrenches not to fit in close
quarters. The most popular use of the 12-point configu-
ration is the allowance of reduced fastener head size,
but this necessitates the use of a smaller wrench which
has less strength.
[0039] Another problem of 12-point fasteners relates
to the maintenance of equipment. As noted above, loss
of lubrication, corrosion, etc., cause removal torque to
be far greater than installation torque, usually between
100%-200% of installation torque. Even higher values
are caused by damage, defective threads or an out-of-
calibration torque wrench.

[0040] The present invention overcomes these prob-
lems with a new spline design. The new spline design
can be used for both wrenches and fasteners.
[0041] In accordance with one preferred embodiment,
the high torque surface is on the loosening side of both
the fastener and the wrench; and the low torque surface
is on the tightening side. There is thus provided an
asymmetrical wrench that can engage an asymmetrical
fastener of like size so that the fastener can be axially
rotated to a loosened or tightened state. The wrench can
be a socket type, a box end type wrench or an internal-
key wrench type. The wrench includes a plurality of pro-
tuberances or splines and a plurality of recesses formed
about a central axis in a single fastening periphery. The
wrenching loosening surface is formed at a smaller in-
terior angle, with respect to a radial vector extending
from the wrench's central axis to the inner end of the
loosening surface, than the wrench-tightening surface.
The result is that the torque to failure of the system is
greater in the loosening direction.
[0042] Another embodiment of the present invention
involves an improved wrench and fastener spline sys-
tem where the high torque surface is on the tightening
side of the splines and the low torque surface is on the
loosening side of the splines. This enables the tighten-
ing of a fastener so that it cannot be loosened using the
wrench. As noted elsewhere, there are situations where
fasteners should not be able to be loosened from a tight-
ened condition. One example is fasteners used to help
keep bridge pilings in place. Bridge pilings usually
should never be able to be removed once installed. Jail
bars may have to be tightened into walls, and the fas-
tener should not be able to be loosened by prisoners.
[0043] A further embodiment of the invention is an im-
proved spline wrench which can be used to turn different
fasteners. In an improved spline wrench described here-
in, the wrench can turn 12-point fasteners, traditional
spline fasteners, asymmetrical spline fasteners which
the new spline wrench was designed to turn and hex
fasteners. The improved spline wrench avoids comer
loading and provides a snug fit. The improved spline
wrench works with the foregoing fasteners even if there
is a poor fit or rounded corners.
[0044] A still further embodiment of the invention in-
volves the configuration of an improved spline wrench
and improved spline fasteners where the base of the
teeth has a significant amount more metal than the up-
per part of the teeth, giving them enhanced strength and
resistance to shear failure. The configuration of the teeth
gives them rounded corners as noted elsewhere, to pre-
vent damage from points.
[0045] Another advantage of the present invention is
the overall system improvement while maintaining the
same size fastener head. The load transmission in-
creases proportionally to the number of splines. There-
fore, the number of splines can vary depending on the
application or particular torque requirements. Addition-
ally, more splines allow the use of a smaller head diam-

7 8



EP 1 371 453 A2

6

5

10

15

20

25

30

35

40

45

50

55

eter for a given fastener's size because the difference
between the major and minor diameters may be less.

BRIEF DESCRIPTION OF THE DRAWINGS

[0046] The invention may take physical form in certain
parts and arrangement of parts, preferred embodiment
of which will be described in detail in the specification
and illustrated in the accompanying drawings which
form a part hereof, and wherein:

Figure 1 is a front view of a 1" Hex wrench socket
according to the prior art;
Figure 2 is a front view of a 1" 12-point wrench sock-
et according to the prior art;
Figure 3 is a front view of a 1" 12-point wrench sock-
et spline according to the prior art;
Figure 4 is an enlarged view of an asymmetrical
wrench and an asymmetrical fastener according to
the invention represented in outline form;
Figure 5 is a cross-sectional handle-end view a
15-point asymmetrical spline socket according to
the invention;
Figure 6 is a top or socket-end view of a 15-point
fastener mate for the wrench socket shown in Fig-
ure 5;
Figure 7 is a cross-sectional handle-end view of a
12-point socket asymmetrical spline wrench in ac-
cordance with the invention;
Figure 8 is a top or handle-end view of an 8-point
internal asymmetrical spline wrench according to
the invention;
Figure 9 is a top or handle-end view of an 8-point
internal fastener to be turned by the wrench shown
in Figure 8;
Figure 10 is a top or socket-end view of a 15-point
fastener for high torque tightening;
Figure 11 is an enlarged top or handle view of Figure
10 including ridges on the tightening surface;
Figure 12 is a top view of a 15-point two-headed
fastener according to the invention;
Figure 13 is a schematic view showing force vectors
from the engagement of an asymmetrical spline
wrench with an asymmetrical spline fastener ac-
cording to the invention;
Figure 14 is a front view of a ten-point internal key
wrench in accordance with the invention;
Figure 15 is top view of an asymmetrical spline
wrench for engaging multiple fastener configura-
tions according to one embodiment of the invention;
Figures 16A-16D illustrate top or socket end views
of an asymmetrical spline wrench engaging multiple
types of fasteners in a loosening direction;
Figures 17A-17D illustrate top or socket end views
of an asymmetrical spline wrench engaging multiple
types of fasteners in a tightening direction;
Figures 18A-18B illustrate a wrenching system with
deformable fastener according to an embodiment

of the invention;
Figure 19 is an enlarged view of a traditional spline
wrench turning a double-hex fastener, and an
asymmetrical spline wrench according to the inven-
tion turning an asymmetrical spline fastener;
Figure 20 is a top view of a double-hex socket
wrench, a traditional spline wrench and an asym-
metrical socket wrench according to the invention
engaging a double-hex fastener; and
Figure 21 is a detail of part of the view shown in
Figure 20.

DESCRIPTION OF A PREFERRED EMBODIMENT

[0047] Splines in spline wrenches and spline fasten-
ers have tightening surfaces on one side of the spline
and loosening surfaces on the other side of the spline.
[0048] The present invention thus provides a new
type of spline fastener and spline wrench which reduces
the radial forces which damage or destroy a fastener or
a wrench. The new spline wrench used on a spline fas-
tener provides a stronger system than a hex wrench for
one hex diameter and a hex fastener of the same di-
mension. Moreover, the new spline wrench can be used
on hex fasteners, double-hex fasteners, spline fasten-
ers and asymmetrical spline fasteners as discussed
herein. The new spline wrench transmits more torque to
double-hex fasteners than traditional double-hex
wrenches.
[0049] As noted earlier, one embodiment provides a
fastener and a wrench which provides more torque in
the loosening direction. To generate the adequate
torque to loosen a fastener, the asymmetrical spline
generates torque in the loosening direction that is great-
er than the torque in the tightening direction. By utilizing
such an asymmetrical system, greater torque can be
supplied to loosen a fastener than can be supplied by
known systems. In the preferred embodiment, the great-
er torque is primarily achieved in two ways. First, the
interior angle of the loosening surfaces are relatively
close to a radius at the inner end of the loosening sur-
face, thereby directing most of the loosening force ap-
plied by the wrench along a circumferential vector, which
generates a high-loosening torque. Second, the tighten-
ing surfaces are formed at a greater interior angle with
respect to a radius at the inner end of the tightening sur-
face. This provides less torque to tighten the fastener.
Further, the greater interior angle for the tightening sur-
face provides for more basal shear area in the fastener
surface. This allows more torque to be applied to the
fastener in both directions.
[0050] The latter preferred embodiment of the inven-
tion, discussed in detail below, achieves the benefits dis-
closed herein by providing a fastening system compris-
ing an asymmetrical fastener and an asymmetrical
wrench specifically designed to engage the fastener.
The invention is not, however, limited to the specific de-
signs disclosed herein. Similar results can be achieved
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by providing fastener-loosening surfaces and fastener-
tightening surfaces having different heights (relative the
center of the fastener) or different interior angles relative
the radii to create a different moment in the loosening
direction than in the tightening direction when engaged
by a wrench. Further, different moment arms for loosen-
ing and tightening could be created by other fastener
and/or wrench structures that enable the loosening sur-
face of the wrench to contact the loosening surface of
the fastener at a position further from the center of the
fastener than where the tightening surface of the wrench
contacts the tightening surface of the fastener.
[0051] Prior to discussing the foregoing preferred em-
bodiment in detail, Figure 13 depicts the forces acting
on the surfaces of a fastener made according to one em-
bodiment of the invention. As used herein, radial forces
are those directed along a radius (also called a radial
vector) extending outward in a straight line from the
center of the fastener and circumferential forces are
those directed along a vector perpendicular to radial. It
is the circumferential forces that generate torque to turn
the fastener. The radial forces act only to deform the
loosening surfaces or tightening surfaces or to split the
outer member whether it be a wrench or fastener. Turn-
ing now to Figure 12. force A1 is shown acting on a fas-
tener-loosening surface A2 formed at an interior angle
α close to radial. As the loosening surface of a wrench
W1 transmits force A1 against fastener-loosening sur-
face A2, two force vectors, circumferential force A3 and
radial force A4, components of the reactive force, are
generated against the wrench-loosening surface W2
[0052] The forces shown at B are acting on a tighten-
ing surface B2 of the fastener. As the tightening surface
of a wrench W1 transmits force B1 against fastener-
tightening surface B2, two reactive force vectors, cir-
cumferential force B3 and radial force B4 are generated
against the wrench-tightening surface W1. Because of
the differences in the interior angles of surface A2 and
surface B2, when force A1 equals force B1, force A4 is
less than force B4. Therefore, the loosening torque is
greater than the tightening torque.
[0053] Referring now to the drawings for the purpose
of illustrating the preferred embodiment of the invention
only, and not for the purpose of limiting same, Figure 4
shows the invention in one of its preferred forms. An
asymmetrical fastening system 10 is comprised of an
asymmetrical wrench 20 presented in an outline form
which, although shown as a closed-end wrench, could
be an open-end wrench, and a mating asymmetrical fas-
tener 30. Wrench 20 is a 15-point wrench, and fastener
30 is a 15-point fastener (although they do not have
"points" as discussed below). 12-point wrenches and
fasteners are expected to be more common, and exam-
ples of which are discussed below. Standard wrenches
and fasteners have a minimum and maximum cross flats
dimension established by industry standards. These
minimum and maximum dimensions require a maximum
and minimum material, respectively. Wrench 20 has a

maximum material (or maximum material condition) 60
and a minimum required material (or minimum material
condition) 62. Fastener 30 has a maximum material 64
and a minimum material 66. The wrench and fastener
must each be within the minimum and maximum toler-
ances to be categorized within a specified head size.
[0054] Wrench 20 is comprised of fifteen uniformly pe-
ripherally spaced splines 32 and fifteen uniformly pe-
ripherally spaced recesses 50 formed along a single
wrenchfastening periphery. No aspect of the invention
is limited, however, to a wrench or fastener having any
particular number of recesses, splines, fastening surfac-
es or loosening surfaces. Nor is the invention limited to
a system wherein the number of loosening surfaces on
the fastener is equal to the number of loosening surfac-
es on the wrench, or the number of tightening surfaces
on the fastener is equal to the number of tightening sur-
faces on the wrench. Furthermore, the wrench or the
fastener, or both, may have fewer tightening surfaces
than loosening surfaces or fewer loosening surfaces
than tightening surfaces.
[0055] Referring again to Figure 4, each wrench
spline 32 is preferably located equidistant from a central
axis A and each wrench recess 50 is located equidistant
from the central axis A. Fastener 30 is also a 15-point
fastener and comprises fifteen uniformly peripherally
spaced splines 33 and a plurality of uniformly peripher-
ally spaced recesses 51 formed along a single fastening
periphery, having the same shape, respectively, as the
splines and recesses of the wrench. The splines of the
fastener are located equidistant from the central axis A
and each recess of the fastener is located equidistant
from the central axis A. The splines of the wrench fit in
and are engageable with the surfaces defining the re-
cesses of the fastener and the splines of the fastener fit
in and are engageable with the surfaces of the recesses
of the wrench. The splines are slightly smaller than the
recesses to make engagement possible.
[0056] The splines are essentially identical for both
the wrench and the fastener, and only one of the splines
of the wrench and of the fastener needs to be described
in detail. It should be understood that the splines of the
wrench extend inwardly (toward the axis), while the
splines of the fastener extend outwardly (away from the
axis), so that the surfaces described for the wrench will
be diametrically opposed to the surfaces of the fastener.
Spline 32 of wrench 20 has an inner generally circum-
ferential joining surface 34 that connects a wrench-loos-
ening surface 36 and a wrench-tightening surface 38.
Wrench-loosening surface 36 and wrench-tightening
surface 38 interface with a fastener-loosening surface
72 and a fastener-tightening surface 70, respectively, on
fastener 30. Fastener-loosening surface 72 is connect-
ed to fastener-tightening surface 70 by an outer fastener
engagement surface 74. Inner joining surface 34 of
wrench 20 extends equidistantly between a given radius
from a first point 39 at wrench-loosening surface 36 to
a second point 41 at wrench-tightening surface 38. The
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ends of inner joining surface 34 converge with the
wrench surfaces 36 and 38, and are joined together by
a pair of arches 40 and 42. Wrench-loosening surface
36 forms an interior angle α, which in this example is an
interior angle of about 21° with respect to radius (also
called a radial vector) R. Radius R goes through the in-
ner end of tightening surface 36. Wrench-tightening sur-
face 38 forms an interior angle β, which in this example
is about a 60° interior angle with respect to radius R'
extending through the inner end of surface 38. The re-
sult is that the circumferential force and torque for loos-
ening is greater than the circumferential force and
torque for tightening, given an equal force applied to the
wrench for loosening and tightening. Furthermore, the
radial force in the loosening direction is less than the
radial force in the tightening direction, given an equal
force applied to the wrench for loosening and tightening.
Because of the differences in these forces, contributable
in this one preferred embodiment to the different interior
angles, respectively, of the loosening surfaces and tight-
ening surfaces, the torque to failure of the system (fail-
ure of either the fastener or the wrench) is greater in the
loosening direction than in the fastening direction. This
is a benefit because, as previously mentioned, substan-
tially more torque is required to loosen the fastener and
the system still generates adequate torque to tighten the
fastener properly. Because the present system can gen-
erate more torque in the loosening direction without fail-
ure, it is less likely to fail overall.
[0057] The recesses are essentially identical for both
the wrench and the fastener and only one of the recess-
es of the wrench will be described in detail. It should be
understood that the recesses 50 of the wrench extend
outwardly (away from the central axis A), while the re-
cesses 51 of the fastener extend inwardly (toward the
axis A) so that the surfaces described for the wrench will
be diametrically opposed, with respect to the fastener.
Recess 50 has an outer circumferential joining surface
52 that connects wrench-tightening surface 38, which is
part of spline 32, with a second wrench-loosening sur-
face 36 of an adjoining spline. Outer circumferential join-
ing surface 52 extends equidistantly along a given cir-
cumference from a first point 55 where it intersects the
wrench-tightening surface 38 to a second point 57,
where it is joined at second wrench-loosening surface
36. The ends of outer radial joining surface 52 converge
with wrench surfaces 38 and 36, and are joined by a pair
of arches 56 and 58.
[0058] As can be seen in Figure 4, spline 32 and ad-
joining recess 50 form a complete section for mating
with a corresponding recess 51 and a corresponding
spline 33 of a fastener. These sections are preferably
repeated radially and preferably equal the number of
points of the mating fastener forming a saw-tooth type
or ratchet-type shape. In this embodiment, there are 15
points but the invention could have 8, 10, 12 or a differ-
ent number of points depending on the application, head
size and torque requirements. It should be understood

that different interior angles α and β could be chosen
according to desired head size, number of points and
torque requirements. In all cases the loosening surface
would require a smaller interior angle than the tightening
surface.
[0059] For example, Figure 5 shows a socket end
wrench 100 (alternatively, a box wrench could be used)
having 15 points and a mating fastener head 110 shown
in Figure 6. Referring now to socket end wrench 100,
where like numerals denote like parts, socket head 100
comprises a plurality of splines 32 and recesses 50, as
described previously, each having a wrench-tightening
surface 36 and a wrench-loosening surface 38. The
wrench-tightening surfaces 36 have an interior angle of
60° away from a radius extending from a central axis A,
like the previously described embodiment; however, the
wrench-loosening surfaces 38 are at an interior angle of
about 17° with respect to a radius extending through the
inner end of surface 38. The steeper (or lower) interior
angle increases the torque transmission capability in the
loosening direction of this embodiment. The torque
transmission capability is greater as the angle α shown
in Figure 4 decreases. Each spline 32 is spaced apart
at about 24° interior angles from each adjoining spline.
In this particular embodiment, inner joining surface 34
extends circumferentially from points 39 to 41 over an
interior angle of about 3.5°.
[0060] Referring now to the fastener 110 shown in Fig-
ure 6, where like numerals denote like parts, socket fas-
tener 110 is comprised of a plurality of fifteen splines 33
and fifteen recesses 51, as described previously, having
fastener-tightening surfaces 70 and fastener-loosening
surfaces 72. The fastener-tightening surfaces 70 have
an interior angle of 60° away from radii extending from
a central axis through the inner end of surface 70, and
fastener-loosening surfaces 72 are at about a 19° inte-
rior angle with a radius extending from the central axis
through the inner end of surface 72.
[0061] It should be appreciated that the number of
splines of the wrench and number of points or splines
on the fasteners can vary depending on the shape, size,
hardness of the fastener, and the application being fa-
cilitated. Smaller heads can be used as the number of
points or splines increase because more teeth or splines
will allow for a smaller diameter head. However, smaller
teeth or splines require more precise manufacturing. In-
creasing the number of teeth or splines can increase the
amount of torque because there is a greater area over
which to spread the forces, which reduces the probabil-
ity of failure. As noted elsewhere, increasing the number
of teeth or splines can limit the wall thickness which
could lead to failure.
[0062] It should also be appreciated that the system
described above is a preferred embodiment for increas-
ing the torque to failure in the loosening direction. A
standard design of a 12-point or higher fastener, de-
pending on the details of its construction, including head
height and material hardness, may not have sufficient
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wrenchability to fully utilize the properties of the fasten-
er. However, using a larger cross flats dimension on a
12-point fastener would increase the torque transmis-
sion capability and improve the systems overall wrench-
ability, making it possible to fully utilize the properties of
the fastener. For example, if the 12-point fastener is
made with a cross flats of 1.3 or 1.5 times the bolt diam-
eter, its wrenchability problems would be solved and de-
signs originally made with hexagonal headed fasteners
could be upgraded and standard wrenches used. The
current invention provides a way around this problem
while still preserving the smaller fastener heads.
[0063] A system 111 according to the invention com-
prising 12-point asymmetric spline fastener 112 en-
gaged by a 12-point asymmetric spline wrench 114 is
shown in Figure 7. Fastener 112 has twelve splines 113
with alternating recesses 115. Each fastener spline 113
has a tightening surface 116 and a loosening surface
117. Each fastener recess 115 has tightening surface
116 and loosening surface 117, the same as the respec-
tive splines. Wrench 114 has twelve wrench splines 118
disposed in recesses 115 of fastener 112, and twelve
alternating wrench recesses 119 which receive the re-
spective splines 113 of fastener 112. Wrench splines
118 have tightening surfaces 120 and loosening surfac-
es 121, and wrench recesses 119 have the same tight-
ening surfaces and loosening surfaces as do the
splines. For the example shown in Figure 7, tightening
surfaces 116, 120 have an interior angle of 39.92° with
respect to a radius extending from axis A going through
the end of tightening surfaces 116, 120, and surfaces
117, 121 make an interior angle of 14.26° with a radius
extending through the middle of loosening surfaces 116,
120. (In this example, as in other examples, the maxi-
mum material condition is for the respective dimensions
given.)
[0064] It should also be appreciated that this fastening
system could be applied to internal wrenching systems
such as that found in hollow head cap screws such as
"Allen" fasteners and internal-key wrenches. This can
be done by interchanging the wrench and the fastener
so that the wrench element is inside the hollow head of
the fastener. In this configuration, the number of points
on the fastener and wrench are likely to be smaller to
facilitate manufacturing, because the fastener-loosen-
ing surfaces and fastener-tightening surfaces are
formed on a fastening periphery inside of the outer pe-
rimeter of the fastener, whereas previously the fastening
perimeter was the outer perimeter of the fastener. This
design is referred to as an internal wrenching configu-
ration. A nut cannot be made with an internal wrenching
configuration because it must have an external wrench-
ing configuration, wherein the fastener-loosening sur-
faces and fastener-tightening surfaces are formed on
the outer perimeter of the fastener, because space must
be left for the tapped hole in the nut. In an internal
wrenching configuration larger teeth can be used in the
fastener periphery formed in the interior of the fastener

because the fastener is not limited by the requirement
for internal space in which to place a hole.
[0065] Referring to Figure 8, this figure shows an in-
ternal wrench 123 used for mating a hollow head cap
screw 140 shown in Figure 9. Internal wrench 120 and
mating hollow head cap screw 140 each have 8 fasten-
ing points. Internal wrench 120 is comprised of a plural-
ity of outwardly directed splines 124 and inwardly direct-
ed recesses 125, each having a wrench-tightening sur-
face 128 and a wrench-loosening surface 126. Wrench-
tightening surfaces 128 preferably have an interior an-
gle of 60° away from radii extending from a central axis
through the inner end of surface 128, and the wrench-
loosening surfaces 126 are preferably at an approxi-
mately 20° interior angle with radii extending from the
central axis through the inner end of surface 126, like
the previously-described embodiment. Each spline 124
is spaced apart at a 45° interior angle from each adjoin-
ing spline. In this particular embodiment, inner joining
surface 130 extends circumferentially from points 132
to 134 over an interior angle of about 3°.
[0066] Referring now to mating hollow head cap
screw 140, shown in Figure 9, it is comprised of a plu-
rality of inwardly directed splines 142 and outwardly di-
rected recesses 144, as described previously, having
fastener-tightening surfaces 148 and fastener-loosen-
ing surfaces 146. The fastener-tightening surfaces 148
have an interior angle of about 60° away from a radii
extending from a central axis through the inner end of
surface 148, and fastener-loosening surfaces 146 are
at an approximate interior angle of about 20° with a radii
extending from the central axis through the inner end of
surface 146, as described in mating wrench 123. Gen-
eral tolerances with respect to the 60° and 20° interior
angles would of course apply.
[0067] Referring now to Figure 10, a fastener 150 is
comprised of a plurality of fifteen splines 152 and fifteen
recesses 154, having a fastener-tightening surfaces
156 and fastener-loosening surfaces 158. Fastener 150
can be seen to be another embodiment of the invention,
wherein the tightening surfaces are at a lower interior
angle with respect to a radius extending through the in-
ner end of the tightening surface, that are the interior
angles which the loosening surfaces 158 make with the
radii extending through their inner ends. This is for the
situation where one does not want the fastener to be
removed once it has been turned to a tightened state.
The fastener-tightening surfaces 156 each have an in-
terior angle of about 18° away from radii extending re-
spectively from a central axis through the inner end of
tightening surface 156, and fastener-loosening surfaces
158 are at a 60° interior angle with radii extending re-
spectively from the central axis to the inner end of sur-
faces 158. Again, general tolerances would apply to the
respective interior angles. For all practical purposes fas-
tener 150 is a mirror image of fastener 110 shown in
Figure 6. For fasteners that will not be removed, loos-
ening wrenching surfaces 158 are only used for back-
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side support for the torque transmitting surfaces. As can
be seen in Figure 11, a plurality of ridges or projections
160 may be formed on tightening surface 156 of fastener
150. Ridges 160 deform when sufficient load is applied
during the tightening process. Determining whether suf-
ficient load has been applied can be done by visual in-
spection for large fasteners, or by use of a gage (not
shown) for small fasteners that would only fit on the fas-
tener if the projections were sufficiently deformed. Such
ridges or protrusions could also be formed in the corre-
sponding surfaces of fasteners disclosed earlier where
a higher torque is necessary in the loosening direction
than in the tightening direction.
[0068] The current invention is not limited to single
headed fasteners. As shown in Figure 12, a two-headed
fastener 170 is provided having an upper head 172 and
a lower head 174 attached to one another by a neck 175
(shown by dashed lines). Upper head 172 is a high
torque configuration head essentially identical to fasten-
er 150 depicted in Figure 10. Upper head 172 includes
a plurality of splines 176 and a plurality of recesses 178,
having fastener-tightening surfaces 180 and fastener-
loosening surfaces 182. As before, fastener-tightening
surfaces 180 are at a much smaller interior angle than
fastener-loosening surfaces 182 with respect to radii go-
ing through the inner ends of the respective surfaces.
Lower head 174 has a round circumference such that it
can engage the surface it is tightened on, but cannot be
removed. It should be appreciated that if it is desired to
remove fastener 170, a head can be used similar to the
head of fastener 110 of Figure 6. The lower head could
also be shaped in a configuration specifically adapted
to a special removal tool. In using fastener 170, a match-
ing wrench is placed over fastener head 172 and turned
in the tightening direction. Once lower head 174 engag-
es with the surface that fastener 170 is being fastened
to and sufficient torque is applied, upper head 172 and
neck 175 are severed from lower head 174. The security
of fastener 170 can be further enhanced by enclosing
lower head 174. The security of fastener 170 can be fur-
ther enhanced by enclosing lower head 174 in a coun-
tersunk hole.
[0069] In addition, for any of the fastening systems
used in the practice of the invention. the respective in-
terior angles of the loosening surfaces and tightening
surfaces of the fastener may be different than the re-
spective interior angles of the loosening surfaces and
tightening surfaces of the wrench. Preferably, the inte-
rior angles of the loosening surfaces of the fastener
should be designed to be equal to, or vary up to 3° from
the corresponding interior angle of the loosening surfac-
es of the wrench. The interior angle of the tightening sur-
faces of the fastener is preferably equal to the corre-
sponding interior angle of the tightening surfaces of the
wrench.
[0070] Figure 14 shows a ten point internal-key
wrench 200 according to the invention. Wrench 200 has
ten splines 202, which are preferably of the same or sim-

ilar configuration as previously described splines 32.
Wrench 200 also has ten recesses 204, which are pref-
erably of the same or similar configuration as previously
described recesses 50. Wrench 200 is designed to en-
gage, preferably, a ten-point fastener (not shown) hav-
ing ten splines and ten recesses having the same con-
figurations as the previously described splines 32 and
recesses 50. Wrench 200 has a tightening surface mak-
ing an interior angle of about 7° with a radius through
its inner end and a loosening surface with an interior
angle of about 67° with a corresponding radius to its in-
ner end. It too should not be able to be loosened once
it is fully tightened. This embodiment (or theoretically
any of the disclosed embodiments) could utilize a loos-
ening surface having a 0° interior angle with respect to
radial to generate less radial force.
[0071] Referring to Figure 15, asymmetrical spline
wrench 300 is shown for engaging and turning multiple
types of fastener configurations. It is known that some
standard symmetrical 12-point spline wrenches may be
used to turn fasteners with different configurations. No-
tably, a symmetric 12-point spline, e.g., Snap-on
12-point splined wrench, may be used to turn fasteners
having one of a hex, double-hex and corresponding
symmetric 12-point spline configuration. The conven-
tional symmetric 12-spline wrench is known to be effec-
tive for removing double-hex fasteners requiring high re-
moval torque and/or where the fastener is often dam-
aged from previous use, corrosion, and/or coated with
paint or anti-corrosion sealant, any of which make
wrenching more difficult. The conventional symmetrical
spline wrench does not, however, provide any capability
to generate a greater torque to failure in one of the tight-
ening or loosening directions than in the other direction
as does the present inventive wrenches, fasteners and/
or combinations.
[0072] When asymmetrical spline wrench 300 may al-
so engage and turn fasteners having one of a hex, dou-
ble-hex and symmetric 12-spline fastener configura-
tions. Wrench 300 may additionally engage and turn the
asymmetrical fasteners disclosed herein with greater
torque to failure in one of the loosening or tightening di-
rections as described above. Moreover, asymmetrical
spline wrench 300 is better adapted, than the conven-
tional spline wrench, to turning standard double-hex
headed fasteners and hex-headed fasteners because it
will accept and dig through coatings or rust more effec-
tively than the symmetrical 12-spline wrench. Because
of the orientation of the tightening and loosening surfac-
es, asymmetrical spline wrench 300 facilitates improved
accommodation of severely deteriorated fastener points
(e.g., rounded comers) and still delivers a high amount
of removal torque before failure of the fastener and/or
wrench 300 and adequate tightening torque before fail-
ure of the same.
[0073] Asymmetric spline wrench 300 preferably in-
cludes a 12-point or 12-spline configuration because
twelve is the number of lobes or points that many exist-
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ing fasteners have, e.g., double-hex (or 12-hex) and
12-point spline fastener configurations.
[0074] In the example illustrated in Figure 15, wrench
300 includes alternating splines 332 and recesses 350
forming respective loosening surfaces 336 and tighten-
ing surfaces 338. It is noted that, as with all embodi-
ments described herein, a right-handed fastener thread
orientation is assumed although not required. Conse-
quently, tightening is described in a clockwise rotation
and loosening in a counter-clockwise rotation. For ena-
bling wrench 300 to turn multiple fastener configura-
tions, each tightening surface preferably forms a tight-
ening interior angle, with respect to radial vector R ex-
tending through the inner end of surface 338, of approx-
imately 43° and a loosening interior angle of approxi-
mately 15° with respect to a radial vector R1 extending
through the inner end of surface 336. The respective
tightening and loosening interior angles for wrench 300
are modified from those previously described to facili-
tate wrench 300 engagement with multiple types of fas-
tener configurations. Consequently, the disclosed inte-
rior angles and others within a range of ±5° are not
merely choices in ornamental or aesthetic design, but
facilitate the possibility for wrench 300 to engage and
turn fasteners with multiple types of fastener head con-
figurations; and with improved results over symmetric
spline configurations.
[0075] In the embodiment shown, wrench 300 also in-
cludes inner joining surfaces 334 and outer joining sur-
faces or outer circumferential joining surfaces 352 that
respectively join each tightening surface 338 and loos-
ening surface 336 of splines 332 and recesses 350. The
respective splines and recesses are formed from a hard
metal to generate as much torque before failure of
wrench 300 as possible. Such hard metal may, for ex-
ample, include steel, tempered steel, stainless steel, ti-
tanium, chromium or any alloy and/or combination
thereof. Nickel chromium 43-40 steel has been found to
be particularly good for the wrenches disclosed herein.
[0076] In the example shown in Figure 15, the diamet-
rical diameter between surfaces 352 is 0.678 inch, the
diameter between surfaces 334 is 0.584 inch, and the
radii of the intersecting surfaces 352 and 336, 336 and
334, and 352 and 338 are all 0.13 inch.
[0077] Turning to Figures 16A-16D, asymmetrical
spline wrench 300 is shown engaged with various fas-
tener configurations for turning the respective fasteners
in the loosening direction as shown by the respective
arrows. Figure 16A shows asymmetrical spline wrench
300 engaged with and turning symmetrical hex-headed
fastener 400 in the loosening direction. The splines 332
of asymmetric wrench 300 engage the sides of fastener
400 at points of engagement 302 away from the fastener
comers or points. The curved intersections of splines
332 significantly reduce the application of concentrated
stress to fastener 400.
[0078] Referring to Figure 16B, wrench 300 is illus-
trated engaged with and turning a standard double-hex

(or 12-hex) headed fastener 410 in the loosening direc-
tion. Splines 332 of wrench 300 engage double-hex
headed fastener 410 away from the fastener points,
along fastener 410 edges at points of engagement 302.
By engaging the fasteners along their sides, a greater
torque in the loosening direction may be achieved be-
fore failure of the fastener than would be possible with
the conventional symmetrical 12-spline wrench engag-
ing and turning the same fastener. Furthermore, de-
formed comers, paint, rust and other fastener deficien-
cies do not deter wrench 300 from effectively loosening
fasteners.
[0079] Figures 16C and 16D respectively illustrate,
wrench 300 being engaged with and turning standard
12-spline symmetrical fastener 411 and a 12-spline
asymmetrical spline fastener 412. Notably, wrench 300
engages symmetrical spline fastener 411 for turning in
the loosening direction as well as, if not better than the
standard symmetric 12-spline wrench. Furthermore,
wrench 300 engages asymmetrical fastener 412 to fa-
cilitate a greater torque before failure of wrench 300 or
fastener 412 in the loosening direction than in the tight-
ening direction. Because of the asymmetrical configu-
ration wrench 300 engages fasteners with more contact
area further from the comers of the fastener than con-
ventional wrenches with symmetric configurations. The
asymmetric orientation facilitates increased torque
transmission, a larger shear plane, and less damage to
fastener rounded corners during engagement and turn-
ing of a fastener as compared with the conventional
symmetric wrench configurations. In the examples
shown, there is in each case a 0.006 inch clearance.
[0080] Turning to Figures 17A-17D, wrench 300 is il-
lustrated engaging the same fasteners (e.g., hex 400,
double-hex 410, symmetric spline 411 and asymmetric
spline 412) and turning them in the tightening direction.
As shown, wrench 300 engages the respective fasten-
ers at engagement points 302 so that adequate tighten-
ing torque may be obtained. The comers of the fasteners
are not engaged by splines 332 in tightening hex-fas-
tener 400 or double hex-fastener 410, and thus avoids
wear on the comers and damaging shear stress at or by
the corners. Engagement of spline fastener 411 by the
tightening sides and its rounded corners of wrench 300
greatly reduces any concentrated and possibly damag-
ing stress. The wrenching action is particularly good with
asymmetric fastener 412 since there is considerable en-
gagement (as it was in the loosening direction) and little
play between wrench 300 and fastener 412. There is
great transmission of stress while significantly avoiding
concentrated stress.
[0081] Referring to Figures 18A and 18B, another em-
bodiment of the present invention will now be described.
A wrenching system 500 according to this embodiment
includes a fastener 550 having a first hardness and a
wrench 510 having a second hardness greater than the
first hardness. In this embodiment, fastener 550 in-
cludes a fastener head that is configured to at least par-
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tially deform when high turning torque is applied with
wrench 510. Figure 18A illustrates system 500 before
such turning torque is applied and Figure 15B illustrates
system 500 during and/or after application of high turn-
ing torque.
[0082] Fastener 550 may be any type of threaded fas-
tener, for example a nut, bolt, cap or screw having tight-
ening/loosening surfaces (collectively or individually re-
ferred to as "fastening surfaces") with a first pre-torque
shape 552A. Such fastening surfaces may have any
configuration discussed herein including those with
symmetric or non-symmetric shapes and/or internal or
external fastening peripheries. As depicted in Figure
18A, fastening/loosening surfaces have a pre-torque
shape 552A of a hex fastener. The fastening surfaces
are formed of a material having hardness malleable
enough to deform into a second post-torque shape 552
when engaged by wrench 510 and turned with high
torque.
[0083] Wrench 510 may be any type of wrench capa-
ble of engaging and turning fastener 550, e.g., the sym-
metric, asymmetric, external, internal configurations
discussed herein. The only requirements for wrench 510
are: (i) that wrench 510 is made from a material with a
hardness greater than that of deformable fastener 550;
and (ii) that wrench 510, when engaged with fastener
550 having fastening surfaces with the first pre-torque
shape 552A, include one or more spaces 512 for receiv-
ing the flowing metal of fastener 550 during its deforma-
tion. Wrench 510 is, or at least the corresponding tight-
ening and/or loosening surfaces thereof are, formed of
a material having a Shore hardness greater than the
hardness of the fastener. This enables fastener 550 to
deform into the second post-torque shape 552B while
wrench 510 retains its original shape.
[0084] As depicted by the example embodiment in
Figure 18B, the fastening surfaces deform to fill in spac-
es 512 of wrench 510 (i.e., post-torque shape 552B)
which promotes: (i) an increase in overall turning torque
that may be applied to fastener 550 before complete fail-
ure of system 500; (ii) the prevention of substantial turn-
ing torque from being applied to fastener 550 in a direc-
tion of rotation opposite of that applied to render second
post-torque shape 552B; and (iii) the prevention of fas-
tener 550 from being turned in any direction of rotation
once it has fully deformed.
[0085] Figure 19 shows in detail the use of a prior art,
traditional spline wrench and the wrench according to
an aspect of the present invention for turning a tradition-
al 12-point bolt head 600 shown in dotted lines. A tradi-
tional spline wrench 602 is shown in phantom lines.
Wrench 602 has a surface 604 defining the outer portion
of a recess and splines 606 having points or comers 608
which can damage or be damaged by bolt head 600. An
asymmetric spline wrench 620 is shown in solid lines.
Asymmetric spline wrench 620 has splines 621 and re-
cess 622. Each recess 622 is defined by a surface 623
defining the outer portion of a recess, a tightening sur-

face 624 and a loosening surface 626. Joining surfaces
628 extend between the tightening and loosening sur-
faces 624, 626 and are connected to tightening surface
624 by a curved section 630 defined by a radius 632.
Likewise, joining surface 628 is connected to loosening
surface 626 by a curved section radius 634 having a ra-
dius 636. An asymmetric bolt head 638 according to the
invention is also shown. Bolt head 638 is similar in con-
figuration to wrench 620 and has a tightening surface
640, a loosening surface 642, an outer connecting sur-
face 644 and an inner connecting surface 646. Curves
648 and 650 connect tightening surface 640 to outer
connecting surface 644 and loosening surface 642, re-
spectively. Curved surfaces connect the respective
tightening surfaces and loosening surfaces to the outer
connecting surfaces for both asymmetric wrench 620
and asymmetric bolt head 638, respectively.
[0086] The traditional 12-point spline both puts high
intensity stress on bolt head 600 at its corners or points
608, which can weaken bolt head 600 and wrench 602,
and round the corners. Moreover, the distance across
the base of each of traditional splines 652 of a traditional
12-point bolt head is the distance DB, which, when com-
pared with an asymmetric spline 654, renders it suscep-
tible to shear failure. Asymmetric splines each have a
base tooth distance DA, which is larger than DB. Signif-
icantly, the asymmetric spline has an area 656 (bounded
by lines 657, 658 and 659) in addition to that of tradi-
tional spline 652, and this added material significantly
strengthens spline 654 and renders it far less likely to
shear failure than traditional spline 652.
[0087] Splines 621 of asymmetrical spline wrench
620 do not have sharp corners or "points" for engaging
bolt head 600 or for being worn down by the bolt head.
Rather, it (like other embodiments of the invention) has
rounded corners defined, in this example, by radii 632
and 636, which do not exert the same type of concen-
trated stress on the fastener and cannot be worn down
the way sharp corners of the prior art are worn down.
This applies both to the traditional 12-point fastener and
to asymmetrical spline fastener 638. The latter fastener
forms a particularly good coupling with asymmetric
wrench 620 because of the close engagement and lack
of play between the fastener and wrench. The latter ar-
rangement has extremely good wear and excellent du-
rability due to the strengthened teeth which have broad
base dimensions compared to traditional 12-point spline
fasteners and wrenches.
[0088] Figure 20 shows three types of sockets or
wrenches for turning a double-hex fastener 700. A tra-
ditional double-hex socket 702, a traditional spline sock-
et 704 and an asymmetric spline socket 706 according
to the invention are all depicted. Even though each of
these sockets can turn fastener 700, the enlarged view
shown in Figure 21 indicates the advantage of asym-
metric spline socket 706.
[0089] Figure 21 shows in greater detail the engage-
ment of traditional double-hex or 12-point fastener 700
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with traditional double-hex wrench or socket 702, tradi-
tional spline wrench or socket 704 and asymmetric
spline wrench or socket 706. Considering first traditional
double-hex socket 702, it is shown that its surface 708
engages point or corner 710 of fastener 700. Corner 710
applies a concentrated stress on surface 708, and either
the force on surface 708 could lead to failure of socket
704 or could wear down with repeated use corner 710.
Moreover, there is considerable play and little engage-
ment between surface 708 and fastener 700. Traditional
spline socket 704 has a point or comer 712 and can be
worn down over extended use with fasteners. Moreover,
corner 712 places a concentrated stress on fastener
700, and failure to the fastener or socket 704 is more
likely to occur than with asymmetric spline socket 706.
Also, as noted earlier, shear failure is more likely to oc-
cur with a traditional spline socket than with an asym-
metric socket according to the invention.
[0090] The foregoing descriptions are specific em-
bodiments of the present invention. These embodi-
ments are described for the purposes of illustration only,
and alterations and modifications may be practiced by
those skilled in the art without departing from the spirit
and scope of the invention. It is intended that all such
modifications and alterations be included insofar as they
come within the scope of the invention as claimed or the
equivalents thereof.

Claims

1. An asymmetric spline wrench for turning a threaded
fastener, the fastener having a central axis and ra-
dially extending fastener splines separated by re-
cesses, each fastener spline having a tightening
surface for tightening the fastener in response to the
application of sufficient torque to the tightening sur-
face, and a loosening surface for loosening the fas-
tener in response to the application of sufficient
torque to the loosening surface, said wrench being
made of a hard metal and comprising:

a body having a plurality of radially-extending
wrench splines separated by alternating radial
recesses, said wrench splines fitting in the re-
cesses of the fastener for engaging the fastener
splines for applying torque to the fastener
splines to turn the fastener;

said plurality of wrench splines extending radi-
ally from a central axis, each wrench spline hav-
ing a first surface with a radial component and
a second surface on the opposite side of said
wrench spline with a radial component;

said first surface having an inner end rela-
tively close to said central axis and an outer
end, said first surface making a first interior

angle with a radius intersecting said inner
end, and

said second surface having an inner end
relatively close to said central axis and an
outer end, said second surface making a
second interior angle with a radius inter-
secting said inner end of said second sur-
face, said second interior angle being less
than said first interior angle.

2. A wrench according to claim 1 wherein the fastener
has right-handed threads, and said first surface is
the tightening surface and said second surface is
the loosening surface.

3. A wrench according to claim 1 wherein said wrench
is a closed wrench with inwardly directed wrench
splines directed toward the central axis of said
wrench, and wherein each of said first surfaces is
opposite to respective second surfaces on each of
said wrench splines, and wherein said wrench has
inner joining surfaces separating said last-men-
tioned first and second surfaces on each wrench
spline;

each of said inner joining surfaces intersect-
ing the first surface and the second surface on each
of said wrench splines, said intersections being
curved for engaging the fastener with a lower
amount of concentrated stress than intersections
composed of linear corners.

4. A wrench according to claim 3 wherein each of said
curved intersections is a portion of a cylinder cen-
tered in the wrench opening.

5. A wrench according to claim 1 wherein said wrench
is an open wrench with outwardly directed wrench
splines directed away from the central axis of said
wrench, and wherein each of said first surfaces is
opposite to a respective second surface on a re-
spective adjacent wrench spline, and wherein said
wrench has outer joining surfaces extending be-
tween said last-mentioned first and second surfac-
es;

each of said outer joining surfaces intersect-
ing the first surface and the second surface on ad-
jacent wrench splines, said intersections being
curved surfaces for engagement with outwardly-ex-
tending fastener splines to provide a lower stress
concentration than intersections composed of line-
ar corners.

6. A wrench according to claim 5 wherein each of said
intersections is a portion of a cylinder having an axis
centered in the fastener opening splines.

7. An asymmetric threaded fastener for being turned
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by a wrench, said fastener having a central axis and
radially extending fastener splines, each fastener
spline having a first surface with a radial component
and a second surface on the opposite side of said
fastener spline with a radial component;

said first surface having an inner end relatively
close to said central axis and an outer end, said
first surface making a first interior angle with a
radius intersecting said inner end; and

said second surface having an inner end rela-
tively close to said central axis and an outer
end, said second surface making a second in-
terior angle with a radius intersecting said inner
end of said second surface, said second interior
angle being less than said first interior angle.

8. A fastener according to claim 7 wherein said fasten-
er has a right-handed thread, and said first surface
is a tightening surface and said second surface is a
loosening surface.

9. A fastener according to claim 7 wherein each of said
first surfaces is on the opposite side of each fasten-
er spline from each of said second surfaces, and
wherein said fastener further comprises joining sur-
faces interconnecting and intersecting the first sur-
face of each of said respective fastener splines with
the second surface of said last-mentioned fastener
spline, said intersections being curved for engaging
a corresponding wrench and apply a lower amount
of concentrated stress to a corresponding and co-
operating wrench than would linear intersections
providing sharp corners.

10. An asymmetric threaded spline wrench for turning
a threaded fastener, said wrench having a central
axis and radially extending wrench splines, each
wrench spline having a tightening surface for tight-
ening a fastener and a loosening surface for loos-
ening a fastener,

said tightening surface having an inner end rel-
atively close to said central axis and an outer
end, said tightening surface making a first inte-
rior angle with a radius intersecting said inner
end; and

said loosening surface having an inner end rel-
atively close to said central axis and an outer
end, said loosening surface making a second
interior angle with a radius intersecting said
last-mentioned second end;

wherein said first interior angle is greater than
said second interior angle in the event the loosening
torque is to be greater than the tightening torque for

a given amount of force applied to said wrench
splines, and said first interior angle is less than said
second interior angle.

11. An asymmetric threaded fastener for being turned
by a wrench, said fastener having a central axis and
radially extending fastener splines, each fastener
spline having a tightening surface for tightening the
fastener in response to application of sufficient
torque to the tightening surface, and a loosening
surface for loosening the fastener in response to the
application of sufficient torque to the loosening sur-
face;

said tightening surface of said fastener splines
having an inner end relatively close to said cen-
tral axis and an outer end, said tightening sur-
face making a first interior angle with a radius
intersecting said inner end; and
said loosening surface of said fastener splines
having an inner end relatively close to said cen-
tral axis and an outer end, said loosening sur-
face making a second interior angle with a ra-
dius intersecting said last-mentioned second
end;

wherein said first interior angle is greater than
said second interior angle in the event the loosening
torque is to be greater than the tightening torque,
and said first interior angle is less than said second
interior angle in the event the loosening torque is to
be less than the tightening torque for a given
amount of force applied to said fastener splines.

12. The combination of an asymmetric spline wrench
having a central axis, and a threaded fastener hav-
ing engagement surfaces for effecting the turning
of said fastener in response to the application of suf-
ficient torque to said engagement surfaces; said
asymmetric wrench comprising:

a plurality of radially-extending asymmetric
wrench splines separated by alternating radial
recesses, each asymmetric wrench spline hav-
ing a tightening surface on one side of said
asymmetric wrench spline and a loosening sur-
face on the other side of said asymmetric
wrench spline, the interior angle between said
tightening surface and a radius extending
through the inner end of said tightening surface
being selected from a value greater than and
less than the interior angle between said loos-
ening surface and a radius extending through
the inner end of said loosening surface, the se-
lection of the value of said interior angles de-
pending upon whether the loosening torque is
to be greater than or less than the tightening
torque for a given amount of force applied to
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said wrench.

13. The invention according to claim 12 wherein said
threaded fastener comprises an asymmetric spline
fastener and said engagement surfaces are tight-
ening and loosening surfaces of said asymmetric
spline fastener, said asymmetric spline fastener
comprising:

a plurality of radially-extending fastener splines
separated by alternating radially-extending re-
cesses, each fastener spline having a tighten-
ing surface on one side of said fastener spline
and a loosening surface on the other side of
said fastener spline, the interior angle between
said tightening surface of said fastener spline
and a radius extending through the inner end
of said last-mentioned tightening surface hav-
ing the same relationship to the interior angle
of said loosening surface and a radius extend-
ing through the inner end of said loosening sur-
face as corresponding determination for said
wrench.

14. The invention according to claim 12 wherein said
threaded fastener is a traditional spline fastener.

15. The invention according to claim 12 wherein said
threaded fastener is a double-hex fastener.
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