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@  Color  liquid  crystal  display  unit. 
(g)  This  invention  provides  a  color  liquid  crystal  display  unit 
with  the  advantage  of  increased  display  area,  bright  display, 
high  display  contrast,  low  power  consumption  and  thinness. 
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Description 

COLOR  LIQUID  CRYSTAL  DISPLAY  UNIT 

are  seen  as  colorless.  In  the  color  liquid  crystal  unit 
Dc,  colors  are  displayed  in  white  or  no  color  and 
therefore  the  entire  display  is  brighter  but,  on  the 
other  hand,  the  display  contrast  is  inferior. 

SUMMARY  OF  THE  INVENTION 
This  invention  was  made  in  light  of  the  above 

situation  to  provide  a  color  liquid  crystal  display  unit 
with  expanded  display  area,  bright  display,  high 
display  contrast,  low  power  consumption  and  thin- 
ness. 

This  invention  relates  to  a  color  liquid  cristal 
display  unit  which  can  selectively  display  either  one 
of  the  color  polarizers  laid  upon  one  another  or 
black. 

Referring  to  the  detailed  composition,  this  is  a 
color  liquid  display  unit  in  which  at  least  2  color 
polarizers  with  different  absorption  characteristics 
and  absorption  axes  crossing  at  right  angles  to  each 
other  are  arranged  so  as  to  lie  upon  each  other  at 
corresponding  positions  on  each  substrate  inter- 
posing  the  first  and  second  liquid  cristal  layers 
respectively  arranged  so  as  to  lie  upon  each  other  to 
rotate  the  direction  of  polarization  of  the  incidence 
polarized  light  selectively  by  90°  in  response  to  the 
application  of  voltage;  a  neutral  polarizer  with  a 
direction  of  polarization  in  parallel  with,  or  crossing 
the  above  absorption  axis  direction  on  the  light 
incidence  or  outgoing  side  is  arranged;  and  the 
directions  of  the  absorption  axes  of  the  above  color 
polarizers  arranged  so  as  to  correspond  to  each 
other  on  the  upper  and  lower  layers  are  in  almost  the 
same  direction. 

This  invention  is  a  color  liquid  display  unit 
comprising  a  first  liquid  crystal  layer  using  the 
twisted  nematic  mode  to  selectively  set  up  such 
conditions  where  the  direction  of  polarization  of  the 
incident  polarized  light  is  rotated  by  90°  and  such 
conditions  where  the  incident  polarized  light  is 
allowed  to  pass  through  as  it  is  when  voltage  is 
applied  or  not  applied.  A  second  liquid  crystal  layer 
making  use  of  the  guest  host  mode  to  selectively  set 
up  such  conditions  so  that  the  incident  polarized 
light  is  absorbed  by  dichromatic  dye  added  to  the 
liquid  crystal  and  such  conditions  where  the  incident 
polarized  light  is  allowed  to  pass  through  as  it  is; 
circuit  boards  to  interpose  the  said  first  and  second 
liquid  crystal  layers  respectively;  two  color  polarizers 
laid  upon  each  other  on  the  circuit  board  on  one  side 
interposing  the  said  first  liquid  crystal  layer  so  that 
the  absorption  sprectrum  is  different  from  each 
other  and  the  directions  of  the  absorption  axes 
cross  at  right  angles;  and  a  neutral  polarizer  the 
direction  of  polarization  which  is  in  parallel  with  the 
direction  of  the  absorption  axis  of  either  one  of  the 
said  color  polarizers. 

According  to  this  invention,  2/3  or  3/3  of  picture 
elements  can  contribute  to  display  in  case  of  single 
color  display  and,  in  addition,  black  display  is 
possible.  As  a  result,  the  display  is  bright  and  color 
display  with  excellent  display  contrast  can  be 

BACKGROUND  OF  THE  INVENTION 
Various  types  of  color  display  units  using  liquid  5 

crystals  have  been  presented.  Among  them,  color 
liquid  crystal  display  units  which  form  a  color  filter 
layer  comprising  the  inside  surface  of  a  liquid  crystal 
cell.  The  characteristics  of  red,  green  and  blue 
micropatterns  are  such  that  the  cell  structure  is  10 
relatively  simple  and  full  color  display  is  possible. 

This  invention  relates  to  improvements  of  color 
liquid  crystal  display  units  which  have  red,  green  and 
blue  micropatterns  and  enable  full  color  display. 

A  former  color  liquid  display  unit  Da  is,  as  shown  in  15 
Fig.  21,  composed  of  a  relief  pattern  comprising 
gelatin,  glue  or  casein  combining  color  filters  6-9a, 
6-10a,  and  6-1  1a  dyed  to  red,  green  and  blue,  a 
twisted  nematic  liquid  crystal  layer  6-36a,  and  2 
photolithography  type  neutral  polarizers  6-37a  and  20 
6-37b. 

Another  former  color  liquid  crystal  display  unit  Dc 
is,  as  shown  in  Fig.  22,  composed  by  combining 
color  polarizers  6-9c,  6-1  0c,  and  6-1  1c  in  which 
dichromatic  dyes  are  lined  up  in  one  direction  and  a  25 
neutral  polarizer  6-37c  (see  patent  publication 
gazette  No.  SHO  58-7177  and  58-17420). 

In  the  color  liquid  crystal  display  unit  Da,  usually 
two  neutral  polarizers  6-37a  and  6-37b  are  posi- 
tioned  so  that  their  directions  of  polarization  (arrow  30 
Fa  and  Fb)  are  in  parallel,  black  is  displayed  when  no 
voltage  is  applied  to  the  transparent  electrodes 
6-24a,  6-1  8a,  6-1  9a,  and  6-20a,  and  when  voltage  is 
applied,  liquid  crystal  molecules  rise  in  the  direction 
of  the  electric  field  to  display  the  colors  of  the  color  35 
filters  themselves.  Therefore,  by  selecting  the  volt- 
age  to  be  applied  to  each  picture  element  of  red, 
green  and  blue  independently  and  freely,  the  desired 
colors  can  be  displayed  on  the  black  base. 

However,  there  was  a  problem  in  this  color  liquid  40 
crystal  display  unit  Da  that  only  one-third  can 
contribute  to  the  display  in  case  of  single-color 
display  of  red,  green  or  red  and  the  entire  display  is 
dark. 

In  order  to  solve  this  problem,  a  light  source  may  45 
be  placed  on  the  back  side  for  high  contrast  brighter 
display.  This  is  undesirable,  however,  in  that  the 
general  advantages  of  liquid  crystal  display  units 
such  as  low  power  consumption  and  thinness  are 
reduced  because  of  the  light  source  to  be  arranged  50 
on  the  back  side. 

The  problem  with  the  color  liquid  crystal  display 
unit  Dc  is  that  only  one-third  can  contribute  to  the 
display  in  the  case  of  single-color  display  of  red, 
green  or  blue,  as  in  the  above  color  liquid  crystal  55 
display  unit  Da.  In  addition,  display  in  black  is 
impossible.  When  there  is  no  electric  field,  the 
direction  of  polarization  of  the  linear  polarization 
agrees  with  the  absorption  axis  direction  of  the  color 
polarizers  6-9c,  6-1  0c,  and  6-1  1c  and  they  are  seen  60 
as  red,  green  and  blue  colors.  When  an  electric  field 
is  applied.  The  linear  polarization  is  not  absorbed  by 
the  color  polarizers  6-9c,  6-1  0c,  or  6-1  1c,  and  they 
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realized. 
As  described  in  the  embodiment  2,  by  using  the 

guest  host  mode,  color  liquid  crystal  display  with 
less  reduction  of  the  display  contrast  can  be  realized 
even  when  viewed  in  a  wide  range. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
The  present  invention  will  become  more  fully 

understood  from  the  detailed  description  given 
hereinbelow  and  the  accompanying  drawings  which 
are  given  by  way  of  illustration  only,  and  thus  are  not 
limitative  of  the  present  invention  and  wherein: 

Fig.  1  is  an  explanatory  drawing  of  the  configura- 
tion  showing  an  embodiment  of  this  invention, 
Figs.  2  through  4  are  explanatory  drawings  of  the 
configuration  showing  the  operation  of  the  embodi- 
ment,  Fig.  5  is  a  composition  explanatory  drawing 
showing  an  embodiment  of  this  invention,  Figs.  6 
through  8  are  explanatory  drawings  of  the  operation 
for  the  Fig.  1,  Fig.  6  is  a  operation  explanatory 
drawing  for  black  display,  Fig.  7  is  for  red  single  color 
display  and  Fig.  8  is  an  explanatory  drawing  of  the 
operation  for  white  display.  Fig.  9  is  a  sectional  view 
showing  the  structure  of  a  liquid  crystal  display  cell 
of  an  embodiment  according  to  this  invention. 
Figs.  10  through  12  are  explanatory  drawings  of  the 
operation  of  the  liquid  crystal  display  cell  shown  in 
Fig.  9;  Fig.  10  shows  black  display,  Fig.  11  red 
display,  and  Fig.  12  white  display.  Fig.  5  is  a  block 
diagram  of  a  former  color  liquid  crystal  display  cell 
using  a  color  filter. 

Fig.  13  is  a  sectional  view  showing  the  cell 
structure  of  the  embodiment  according  to  this 
invention,  Figs.  14  through  16  are  explanatory 
drawings  of  the  operation  of  the  same  embodiment, 
Fig.  14  shows  the  display  condition  of  black  display, 
Fig.  15  red  single  color  display,  and  Fig.  16  white 
display  condition. 

The  numerals  4-17  show  a  liquid  crystal  molecule, 
4-11,  4-16  1  and  4-16  2  are  glass  substrate,  4-22, 
4-23,  and  4-24  are  cyanogen,  magenta,  and  yellow 
color  polarizers,  4-19,  4-20,  and  4-20  are  red,  green, 
and  blow  color  polarizers,  and  R,  G  and  B  show  red, 
green  and  blue  color  light. 

Fig.  17  is  a  sectional  view  showing  the  cell 
structure  of  the  embodiment  according  to  this 
invention,  Figs.  18  through  20  are  explanatory 
drawings  of  the  operation  according  to  this  inven- 
tion.  Fig.-  18  shows  black  display,  Fig.  19  red  single 
color  display,  and  Fig.  20  white  display.  Fig.  21 
shows  a  cell  structure  of  a  former  color  liquid  crystal 
display  unit  using  a  color  filter,  and  Fig.  22  shows  a 
cell  structure  of  a  former  color  liquid  crystal  display 
unit  using  a  color  polarizer. 

Numerals  5-7  shows  liquid  crystal,  5-11,  5-16  1, 
and  5-16  2  glass  substrate,  5-17  liquid  crystal,  5-18 
neutral  polarizer,  5-19  color  polarizer  (cyanogen), 
5-20  color  polarizer  (red),  5-22  color  polarizer 
(green),  5-21  2  electrode,  5-24  1  electrode,  and  R,  G 
and  B  show  the  red,  green  and  blue  color  light. 

DESCRIPTION  OF  THE  PREFERRED  EMBODIMENT 

[Embodiment  1] 
This  invention  will  be  described  below  in  detail 

according  to  the  embodiment  as  shown  in  Figs.  1 
to  4  but  not  limited  to  this  one. 

5  Fig.  1  shows  the  composition  of  the  color  liquid 
crystal  display  unit  D.  Two  cells  1-4  and  1-5  are 
formed  by  glass  substrates  1-1  and  1-2,  and  1-2  and 
1-3  arranged  in  parallel.  Blue,  red  and  green  color 
polarizers  1-6,  1-7,  and  1-8  are  laid  upon  one  another 

10  respectively  on  the  glass  circuit  board  2.  The 
direction  of  the  absorption  axes  of  the  color 
polarizers  1-6,  1-7,  and  1-8  is  shown  by  arrow  A.  The 
color  polarizers  1-6,  1-7,  and  1-8  are  formed  by 
applying  single-shaft  drawn  polyvinyl  alcohol  film 

15  (not  illustrated)  onto  the  glass  substrate  1-2  in  the 
direction  of  arrow  A  and  dying  using  blue,  red  and 
green  dichromatic  dyes  respectively  to  specified 
patterns.  The  second  layer  color  polarizers  1-9,  1-10, 
and  1-11  which  are  red,  green  and  blue  respectively 

20  have  been  laid  upon  one  another  on  the  color 
polarizers  1-6,  1-7,  and  1-8.  The  absorption  axis 
direction  of  the  color  polarizers  1-9,  1-10,  and  1-11  is 
in  the  direction  of  arrow  B,  crossing  the  direction  of 
the  absorption  axis  of  the  color  polarizers  1-6,  1-7, 

25  and  1-8  at  right  angles.  The  color  polarizers  1-9, 
1-10,  and  1-11  are  formed  by  applying  one-shaft 
drawn  polyvinyl  alcohol  film  (not  illustrated)  onto  the 
color  polarizers  1-6,  1-7,  and  1-8  in  the  direction  of 
arrow  B  and  dying  to  specified  patterns  using  red, 

30  green  and  blue  —  dichromatic  dyes  respectively. 
At  the  positions  on  the  glass  substrate  1-3 

corresponding  to  the  color  polarizers  1-6,  1-7,  and 
1-8,  color  polarizers  1-12,  1-13,  and  1-14  of  yellow, 
cyanogen,  and  magenta  which  are  complementary 

35  colors  respectively  of  blue,  red  and  green  which  are 
the  colors  of  the  color  polarizers  1-6,  1-7,  and  1-8  are 
laid  upon  each  other.  Arrow  C  shows  the  direction  of 
absorption  of  the  color  polarizers  1-12,  1-13,  and 
1-14  which  is  the  same  as  that  of  the  color  polarizers 

40  1-6,1-7,  and  1  -8.  The  color  polarizers  1  -1  2,  1  -1  3,  and 
1-14  are  formed  by  attaching  one-shaft  drawn 
polyvinyl  film  (not  illustrated)  to  the  glass  substrate 
1-3  in  the  direction  of  arrow  C  and  dying  with  the 
specified  pattern  with  yellow,  cyanogen  and 

45  magenta  respectively. 
On  the  color  polarizers  1-12,  1-13,  and  1-14,  the 

second  layer  color  polarizers  1-15,  1-16,  and  1-17  of 
cyanogen,  magenta,  and  yellow,  which  are  com- 
plementary  colors  of  red,  green  and  blue  which  are 

50  colors  of  the  color  polarizers  1-9,  1-10,  and  1-11 
respectively,  are  laid  upon  each  other.  The  direction 
of  the  absorption  axis  of  the  color  polarizers  1-15, 
1-16,  and  1-17  is  in  the  direction  of  arrow  E  crossing 
the  direction  of  the  absorption  axis  of  the  color 

55  polarizers  1-12,  1-13,  and  1-14  at  right  angles.  The 
color  polarizers  1-15,  1-16,  and  1-17  are  formed  by 
attaching  single-shaft  drawn  polyvinyl  alcohol  film 
(not  illustrated)  onto  the  color  polarizers  1-12,  1-13, 
and  1-14  in  the  direction  of  arrow  E  and  dying  them 

60  with  specified  patterns  using  cyanogen,  magenta, 
and  yellow  dyes.  The  colors  of  the  first  layer  color 
polarizers  1-6,  1-7,  and  1-8  and  the  colors  of  the 
second  layer  color  polarizers  1-9,  1-10,  and  1-11  on 
the  glass  substrate  1-2  and  deviated  by  one  pitch 

65  respectively.  In  the  same  way,  the  colors  of  the  first 
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layer  color  polarizers  1-12,  1-13,  and  1-14  and  those 
of  the  second  layer  color  polarizers  1-15,  1-16,  and 
1-17  on  the  glass  substrate  1-3  are  deviated  by  one 
pitch  respectively. 

1-18,  1-19,  1-20,  and  1-21,  1-22,  and  1-23  show 
transparent  electrodes.  The  transparent  electrodes 
1-18,  1-19,  1-20,  and  1-21,  1-22,  and  1-23  are  formed 
by  forming  transparent  conductive  film  by  the  low 
temperature  spattering  method  and  then  etching 
with  the  specified  patterns. 

1-24  and  1-25  are  transparent  electrodes  corre- 
sponding  to  transparent  electrodes  1-18,  1-19,  and 
1-20  and  1-21,  1-22,  and  1-23  respectively. 

1-26,  1-27,  1-28,  1-29,  1-30,  and  1-31  show  power 
sources  to  supply  voltage  between  the  transparent 
electrodes  1-24  and  1-18,  1-19,  1-20,  and  1-25  and 
1-21,  1-22,  and  1-23  respectively. 

1-32,  1-33,  1-34,  and  1-35  are  liquid  crystal 
molecule  orientation  films. 

Twisted  nematic  liquid  crystal  1-36  has  been 
injected  into  the  cells  1-4  and  1-5  and  sealed  with 
seal  (not  illustrated). 

1-37  shows  a  neutral  polarizer  arranged  on  the 
incident  light  side  of  the  cell  1-4.  The  direction  of 
polarization  of  the  neutral  polarizer  1-37  is  in  the 
direction  of  arrow  F.  That  is,  the  direction  of 
polarization  of  the  neutral  polarizer  1-37  crosses  the 
direction  of  the  absorption  axis  of  the  color 
polarizers  1-9,  1-10,  1-11,  1-15,  1-16,  and  1-17  with 
right  angles  and  in  parallel  with  the  direction  of  the 
absorption  axis  of  the  color  polarizers  1-6,  1-7,  1-8, 
1-12,  1-13,  and  1-14. 

The  color  liquid  crystal  display  unit  D  is  composed 
as  described  above.  Its  operation  is  described 
below.  Fig.  2  shows  an  example  of  a  single  color 
display  of  red.  Voltage  is  applied  between  the 
trasparent  electrodes  1-19,  1-24,  and  1-23  and  1-25. 
The  incident  light  (arrow  L)  is  polarized  in  the 
direction  of  arrow  F  with  the  neutral  polarizer  1-37, 
transmits  the  glass  substrate  1-1,  transparent 
electrode  1-24,  and  liquid  crystal  molecule  orienta- 
tion  film  1-32  and  enters  the  layer  of  the  liquid  crystal 
1-36  of  the  cell  1-4.  The  light  is  twisted  by  90°  only 
between  the  transparent  electrodes  1-18  and  1-24, 
and  1-20  and  1-24  and  reaches  the  transparent 
electrodes  1-18  and  1-20  respectively.  The  light  is 
not  twisted  between  the  transparent  electrodes  1-19 
and  1-24  and  reaches  straight  the  transparent 
electrode  1-19. 

The  light  which  reaches  the  transparent  electrode 
1-18  enters  the  color  polarizer  1  -9  and  is  colored  red. 
In  the  lower  layer  color  polarizer  1-6,  the  direction  of 
polarization  of  the  light  which  was  changed  red  by 
the  color  polarizer  1-9  crosses  the  direction  of  the 
absorption  axis  of  the  color  polarizer  1-6  at  right 
angles  and  therefore  transmits  straight  free  from  any 
influence.  The  red  light  after  transmitting  the  color 
polarizer  1-6  transmits  the  glass  substrate  1-2, 
transparent  electrode  1-25,  and  liquid  crystal  mole- 
cule  orientation  film  1-34,  advances  to  the  cell  1-5,  is 
bent  by  90°  and  reaches  the  transparent  electrode 
1-21.  The  light  after  reaching  the  transparent 
electrode  1-21  advances  to  the  color  polarizer  1-15. 
At  this  time,  since  the  direction  of  polarization  of  the 
light  crosses  direction  of  the  absorption  axis  of  the 

color  polarizer  1-15  at  right  angles,  the  light 
transmits  the  color  polarizer  1-15  as  red  without 
being  absorbed  by  the  cyanogen  color  and  advan- 
ces  to  the  color  polarizer  1-12.  The  direction  of 

5  polarization  of  the  light  advancing  to  the  color 
polarizer  1-12  is  in  parallel  with  the  direction  of  the 
absorption  axis  of  the  color  polarizer  1-12.  However, 
since  the  color  polarizer  1-12  yellow,  the  red  light 
transmits  it  as  red  and  is  seen  as  red  below  the  glass 

10  substrate  1-3. 
The  light  after  having  reached  the  transparent 

electrode  1-20  enters  the  color  polarizer  1-11,  is 
colored  blue,  transmits  the  color  polarizer  1-18 
straight  and  advances  to  the  cell  1-5.  Then  the  light 

15  reaches  the  transparent  electrode  1-23  without 
being  twisted  since  electricity  is  applied  between  the 
transparent  electrodes  1-23  and  1-25  and  advances 
to  the  color  polarizer  1  -1  7.  In  the  color  polarizer  1-17, 
since  the  color  polarizer  1-17  is  yellow  which  is  a 

20  complementary  color  of  blue,  the  blue  light  is 
absorbed  and  cut  off,  and  therefore  seen  as  black 
below  the  glass  substrate  1-3. 

The  light  after  having  reached  the  transparent 
electrode  1-19  advances  to  the  color  polarizers  1-10 

25  and  1-17,  colored  red  by  the  color  polarizer  1-7  with 
the  same  direction  of  polarization  and  direction  of 
the  absorption  axis,  and  advances  to  the  cell  1-5. 
The  red  light  from  the  color  polarizer  1-7  is  twisted 
by  90°  by  the  cell  1  -5  and  only  transmits  the  magenta 

30  color  polarization  1-16  straight.  Then,  the  light 
transmits  the  color  polarizer  1-13  of  the  cyanogen, 
the  complementary  color  of  red,  straight  without 
being  absorbed  since  the  direction  of  polarization 
crosses  is  at  a  right  angle,  and  is  seen  as  red  below 

35  the  glass  substrate  1-13. 
As  described  above,  in  the  color  liquid  crystal 

display  unit  D,  the  red  display  extends  over  2/3  of  the 
display  area.  The  display  area  is  large,  the  picture  is 
bright  and  contrast  is  high.  Therefore,  no  light 

40  source  is  specifically  provided  and  low  power 
consumption  and  thinness  are  still  ensured. 

In  the  example  of  Fig.  3,  red  display  is  observed  on 
the  left  side,  green  display  in  the  middle  and  black 
display  on  the  right  side.  Voltage  is  applied  between 

45  the  transparent  electrodes  1-23  and  1-25  and  light 
(arrow  L)  is  applied  from  above  the  neutral  polarizer 
1-37.  On  the  left  side,  red  light  is  observed  under  the 
glass  substrate  1-3  as  in  Fig.  2.  In  the  middle,  the 
light  is  colored  green  in  the  color  polarizer  1-10  since 

50  its  direction  of  polarization  is  the  same  as  the 
direction  of  the  absorption  axis  of  the  color  polarizer 
1-10  and  in  the  color  polarizer  1-7,  it  transmits 
straight  since  its  direction  of  polarization  is  different 
from  the  absorption  axis  direction  of  the  color 

55  polarizer  1-7.  The  light  advances  to  the  cell  1-5.  The 
direction  of  polarization  of  the  light  is  twisted  by  90° 
by  the  liquid  crystal  1-36  of  the  cell  1-5.  The  direction 
of  polarization  obtained  through  twisting  crosses  the 
direction  of  the  absorption  axis  of  the  color  polarizer 

60  1-16  at  right  angles  and  therefore  the  green  light 
transmits  the  color  polarizer  1-16  straight  without 
being  absorbed  and  advances  to  the  color  polarizer 
1-13.  In  the  color  polarizer  1-13,  green  light  transmits 
it  straight  since  green  is  not  a  complementary  color 

65  for  cyanogen  and  green  light  is  observed  below  the 
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On  the  other  hand,  formation  of  color  polarizers  is 
unnecessary  for  the  second  liquid  crystal  layer  2-18. 
After  the  transparent  electrodes  2-223,  and  2-22*  are 
formed  over  the  entire  surface  of  the  substrate 

5  2-192,  with  the  specified  patterns  of  the  substrate 
2-193,  the  liquid  crystal  molecule  orientation  films 
2-233'  and  2-234  are  formed.  After  attaching  the 
substrate  2-19i,  2-192,  and  2-193  to  each  other  and 
sealing  them,  the  twisted  neumatic  liquid  crystal  2-24 

10  is  injected  to  the  first  liquid  crystal  2-17  and  the 
guest  host  liquid  is  added  with  black  dichromatic  dye 
2-26  is  pourced  to  the  second  liquid  crystal  layer 
2-18.  when  the  glass  substrate  2-192  and  2-193  of 
the  first  and  second  liquid  crystal  layer  2-17  and  2-18 

15  are  attached  to  each  other,  they  should  be  laid  upon 
each  other  so  that  their  display  patterns  match.  A 
neutral  polarizer  2-27  is  provided  on  the  incident 
light  side  on  the  outside  of  the  2  sets  of  liquid  crystal 
cell  2-17  and  2-18  laid  upon  each  other.  The  arrow  F 

20  in  Fig.  5  shows  that  the  direction  of  polarization  of 
the  neutral  polarizer  2-27  is  in  parallel  with  the  paper 
surface. 

Therefore,  in  this  case,  the  direction  of  polariza- 
tion  of  the  neutral  polarizer  2-27  is  in  parallel  with  the 

25  direction  of  the  absorption  axis  of  the  color 
polarizers  2-20i,  2-202,  and  2-203. 

1  mm  thick  glass  is  used  for  the  substrate  2-19i 
and  2-193  and  0.3  mm  glass  for  the  substrate  2-192. 
A  thickness  in  the  range  of  0.3  to  0.1  mm  is  more 

30  desirable  for  the  substrate  2-192. 
A  thickness  of  0.5  |im  to  3  |j.m  is  desirable  for  the 

PVA  film  forming  the  color  polarizers  2-20i,  2-202, 
2-203,  2-21  1,  2-21  2,  and  2-21  3.  For  dichromatic  dyes, 
LSR  405  for  red,  mixture  of  LSB  278  and  LSY  1  16  for 

35  green,  and  LSB  278  for  blue  (all  manufactured  by 
Mitsubishi  Chemical  Industries,  Ltd.)  are  used. 

The  transparent  electrodes  2-22i,  2-222,  2-223 
and  2-224  are  ln2O3  film  formed  by  low  temperature 
sputtering.  A  film  thickness  of  100A  to  3000A  Is 

40  desirable,  and  formed  by  ion  plating. 
In  this  example,  the  liquid  crystal  molecule 

orientation  films  2-23i,  2-232,  2-233,  and  2-234  were 
formed  using  polyimide  for  a  600A-700A  thickness, 
but  they  may  be  formed  using  polyether  amide  or 

45  polyether  sulfone  for  a  600A-700A  thickness. 
The  formed  liquid  crystal  molecule  orientation  film 

2-23-1,  2-232,  2-233,  and  2-234  are  subjected  to  the 
rubbing  treatment  to  the  corresponding  directions 
of  the  liquid  crystal  molecule  orientations. 

50  ROTN-400  (manufactured  by  Roche)  for  the 
twisted  nematic  liquid  crystal  2-24,  ZL1-1565  for  the 
guest  host  liquid  2-25,  and  LAM0  40  (Mitsubishi 
Chemical  Industries),  azo  type  Anthraquinone  type 
mixture  dye,  for  the  dichromatic  dye  2-26  were  used 

55  respectively.  Both  of  the  liquid  crystal  layers  were  7 
Urn  thick.  Generally  the  desired  thickness  is  bet- 
ween  4  urn  -  9  |i.m. 

For  the  neutral  polarizer  2-27,  0.22  mm  thick 
LC281-18  (Sanritsu  Denki)  was  used. 

60  The  operation  principle  of  this  embodiment  is 
described  below  referring  to  Figs.  6  to  8.  In  these 
figures,  the  transparent  electrodes  and  liquid  crystal 
molecule  orientation  films  are  omitted. 

Fig.  6  shows  a  case  of  black  display.  The  light 
65  2-11,  2-12,  and  2-13  passes  through  the  neutral 

glass  substrate  1-3.  On  the  right  side,  black  display 
is  observed  as  in  Fig.  2.  Here,  by  making  the  color 
polarizers  1-9,  1-10,  and  1-11  very  small,  yellow  can 
be  observed  below  the  glass  substrate  1-3  by  adding 
color  stimuli. 

In  Fig.  4,  the  red  display  is  shown  on  the  left  side, 
green  display  in  the  middle  and  blue  display  on  the 
right  side.  While  no  voltage  is  applied,  light  (arrow  L) 
is  applid  from  above  the  central  polarizer  1-37.  Red 
and  green  are  observed  respectively  below  the  glass 
substrate  1-3  as  in  Fig.  3.  On  the  right  side,  the  light 
is  colored  blue  in  the  color  polarizer  1-11  since  the 
light  direction  of  polarization  and  the  direction  of  the 
absorption  axis  of  the  color  polarizer  1-11  are  the 
same.  The  direction  of  the  absorption  axis  of  the 
color  polarizer  1-8  and  direction  of  polarization  of  the 
blue  light  differ,  and  therefore  the  blue  light  is 
transmitted  straight  and  advances  to  the  cell  1-5,  is 
twisted  by  90°  by  the  liquid  crystal  1-36  and  reaches 
the  color  polarizer  1-17.  Since  the  polarization  of 
blue  color  and  color  polarizer  1-17  differ  from  each 
other,  the  blue  light  transmits  is  straight  without  it 
being  absorbed  by  the  color  polarizer  1-17  and  blue 
light  is  seen  below  the  glass  substrate  1-3.  Here  by 
making  the  color  polarizers  1-9,  1-10,  and  1-11  very 
small,  white  can  be  seen  below  the  glass  substrate 
1-3  by  additing  color  stimuli. 

Additionally,  by  applying  or  not  applying  voltage 
between  the  transparent  electrodes  1-24  and  1-18, 
1-19  and  1-20,  and  1-25  and  1-21,  1-22,  and  1-23,  full 
color  display  is  possible. 

[Embodiment  2] 
This  invention  is  described  below  according  to  the 

embodiment  shown  in  the  figures.  However,  this 
invention  is  not  limited  to  those  embodiments. 

Fig.  5  is  an  explanatory  drawing  showing  the 
configuration  of  an  embodiment  of  this  invention.  In 
the  first  liquid  crystal  layer  2-17,  red,  green  and  blue 
polarizers  2-20i,  2-202,  and  2-203  are  formed 
respectively  so  that  the  direction  of  the  absorption 
axis  is  in  parallel  with  the  paper  surface  as  shown  by 
arrow  G1  by  attaching  single-shaft  drawn  PVA 
(polyvinyl  alcohol)  film  onto  the  glass  substrate 
2-192  and  dying  them  with  the  desired  patterns  using 
dichromatic  dyes  of  red,  green  and  blue.  Then,  the 
second  layer  red,  green  and  blue  color  polarizers 
2-21  1,  2-21  2,  and  2-21  3  are  formed  respectively  on 
the  first  layer  blue,  red,  and  green  color  polarizers 
2-2O3,  2-20i,  and  2-202  so  that  the  direction  of  the 
absorption  axis  is  vertical  to  the  paper  surface  as 
shown  by  the  X  mark  G2,  by  attaching  one-shaft 
drawn  PVA  film  onto  the  first  color  polarizers  2-20i, 
2-202,  and  2-203  and  dying  them  with  the  specified 
patterns  using  red,  green  and  blue  dichromatic  dyes 
as  in  the  first  layer.  Then,  transparent  electrode 
2-222  is  formed  by  forming  transparent  conductive 
film  on  the  entire  surface  and  etching  with  the 
specified  patterns. 

After  the  transparent  electrode  2-222  is  formed, 
liquid  crystal  molecule  orientation  film  2-232  is 
formed.  After  the  transparent  electrode  2-222  is 
formed  over  the  entire  surface  of  the  opposed 
substrate  2-1  9i,  the  liquid  crystal  molecule  orienta- 
tion  film  2-23!  is  formed. 
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Here,  the  arrow  mark  shows  the  path  of  the  light 
and  the  black  circle  in  the  color  polarizer  indicates 
that  the  light  is  colored  by  this  color  polarizer  when  it 
passes  through  this  point. 

5 
[Embodiment  3] 

Fig.  9  is  a  sectional  view  showing  the  cell  structure 
of  the  color  liquid  crystal  display  unit  which  is  an 
embodiment  of  this  invention.  The  liquid  crystal  cell 

10  has  a  2-layer  structure  and  opposing  clearances  of 
the  3  glass  substrates  3-1  81,  3-11,  and  3-1  82  are 
filled  with  liquid  crystal.  The  cyanogen,  magenta  and 
yellow  color  polarizers  3-1  2i,  3-122,  and  3-123  are 
formed  by  attaching  one-shaft  drawn  polyvinyl 

15  alcohol  (PVA)  film  onto  the  upper  surface  of  the 
glass  substrate  11  in  the  middle  of  the  cell  and  dying 
them  with  the  specified  patterns  using  cyanogen, 
magenta,  and  yellow  dichromatic  dyes.  On  these  first 
layer  color  polarizers  3-12-t,  3-122,  and  3-123, 

20  one-shaft  drawn  PVA  film  is  polymerized  and 
attached.  At  this  time,  the  PVA  film  should  be 
attached  so  that  its  directions  of  drawing  on  the  first 
and  second  layers  cross  at  right  angles.  Next,  the 
second  layer  color  polarizers  3-13i,  3-132,  and  3-133 

25  are  formed  by  dying  the  second  layer  PVA  film  with 
the  specified  patterns  using  red,  green  and  blue 
dichromatic  dyes  as  in  the  first  layer.  Here,  the 
second  layer  PVA  film  should  be  dyed  so  that  the 
colors  of  the  first  layer  color  polarizers  3-12i,  3-122, 

30  and  3-123  and  the  second  layer  color  polarizers 
3-1  3i,  3-132,  and  3-133  are  complementary  colors  to 
each  other  at  the  areas  where  they  overlap  each 
other. 

Then,  the  first  layer  color  polarizers  3-14-],  3-142, 
35  and  3-143  are  formed  by  attaching  the  one-shaft 

drawn  PVA  film  onto  the  lower  grass  substrate  3-1  82 
and  dyeing  them  with  the  specified  patterns.  It  is 
necessary  that  the  color  arrangement  of  the  color 
polarizers  formed  on  the  lower  glass  substrate  3-182 

40  should  be  same  combination  as  and  deviated  by  one 
pitch  from  the  color  arrangement  of  the  first  and 
second  layer  color  polarizers  formed  on  the  middle 
glass  substrate  3-11.  In  this  embodiment,  colors  of 
the  first  (and  second)  layer  color  polarizers  are 

45  arranged  as  cyanogen  (red),  magenta  (green)  and 
yellow  (blue)  from  the  left  on  the  lower  grass 
substrate  3-1  82  and  yellow  (blue),  cyanogen  (red), 
and  magenta  (green)  on  the  middle  glass  substrate 
3-11.  Therefore,  on  the  lower  glass  substrate  3-I82, 

50  cyanogen,  magenta  and  yellow  color  polarizers 
3-1  4i,  3-142,  and  3-143  are  formed  first,  by  dyeing 
the  first  layer  PVA  film  with  the  specified  patterns 
using  cyanogen,  magenta,  and  yellow  dichromatic 
dyes.  Then,  one-shaft  drawn  PVA  film  is  attached  to 

55  this  first  layer  color  polarizer  so  as  to  cross  the  first 
layer  at  right  angles,  and  then  the  second  layer  color 
polarizers  3-1  5-i,  3-152,  and  3-153  are  formed  by 
dying  the  second  layer  PVA  film  -into  specified 
patterns  as  in  the  first  layer  using  the  red,  green  and 

60  blue  dichromatic  dyes.  ln2O3  or  other  transparent 
conductive  film  is  formed  on  the  obtained  color 
polarizer  3-13  and  3-15  by  low  temperature  sputter- 
ing  or  other  methods  and  then  transparent  electrode 
3-1  61  is  formed  by  etching  them  with  the  specified 

65  patterns.  After  the  transparent  electrode  3-1  61  is 

polarizer  2-27  and  becomes  linearly  polarized.  They 
pass  through  straight  or  the  direction  of  polarization 
is  twisted  by  90°  depending  on  the  orientation 
condition  of  the  liquid  crystal  molecule  2-24  of  the 
first  liquid  crystal  layer  2-17.  In  the  first  liquid  crystal 
layer  2-17  in  Fig.  6,  the  liquid  crystal  molecule  2-24  of 
all  the  picture  elements  are  vertically  oriented  and 
therefore  the  light  2-11,  2-12,  and  2-13  is  not 
absorbed  in  the  second  layer  color  polarizers  2-21  1, 
2-21  2,  and  2-213.  It  is  absorbed  in  the  first  color 
polarizers  2-20i,  2-202,  and  2-203,  colored  blue,  red 
and  green  by  respctive  picture  elements  and  enter 
the  second  liquid  crystal  layer  2-18.  Since  the 
direction  of  polarization  of  the  incoming  light  and  the 
longer  axis  of  the  dichromatic  dye  2-26  matches  the 
second  liquid  crystal  layer  2-18,  the  light  2-11,  2-12, 
and  2-13  are  completely  absorbed  by  the  dichro- 
matic  dye  and  nothing  comes  out. 

Next,  a  case  of  single  color  red  display  is 
described  (refer  to  Fig.  7).  The  light  2-11,  2-12,  and 
213  passes  through  the  neutral  polarizer  2-27  and 
become  linearly  polarized.  Since  the  liquid  crystal 
molecule  of  the  left-side  picture  element  is  bent  90°, 
the  direction  of  polarization  of  the  light  2-11  is 
twisted  by  90°  when  the  light  passes  through  the 
first  liquid  crystal  layer  2-17.  They  are  colored  by  the 
second  red  color  polarizer  2-21  1.  Then,  since  the 
dichromatic  dye  2-26  is  vertically  oriented  in  the 
second  liquid  crystal  layer  2-18,  it  is  not  absorbed  in 
the  second  liquid  crystal  layer  2-18  and  pass  through 
it  as  red.  In  the  middle  picture  elements,  the  liquid 
crystal  molecule  2-24  is  vertically  orientated  and  the 
direction  of  polarization  of  the  light  2-12  is  not 
twisted.  The  light  passes  through  the  first  liquid 
crystal  layer  2-17  and  colored  by  the  red  color 
polarizer  2-20i  of  the  first  layer.  In  the  second  liquid 
crystal  layer  2-18,  the  dichromatic  dye  2-26  is 
vertically  oriented  and  the  light  2-12  is  not  absorbed 
and  passes  through  the  second  liquid  crystal  layer 
2-18  without  being  absorbed  as  red  linear  polariza- 
tion.  The  right  picture  element  is  the  same  as  the 
middle  picture  element  with  respect  to  the  first  liquid 
crystal  layer  2-17.  The  light  2-13  is  colored  by  the 
green  color  polarizer  2-202  of  the  first  layer  but 
absorbed  by  dichromatic  dye  in  the  second  liquid 
crystal  layer  2-18  since  the  direction  of  polarization 
of  the  linear  polarization  matches  the  longer  axis  of 
the  dichromatic  dye  so  that  no  light  comes  out.  As 
the  result,  red  display  on  the  black  base  is  possible. 

Next,  a  case  that  red,  green  and  blue  are 
displayed  by  each  picture  element  for  white  display 
as  a  whole  is  described  (refer  to  Fig.  8).  The  light 
2-11,  2-12,  and  2-13  passes  through  the  neutral 
polarizer  2-26  and  become  linearly  polarized.  As  they 
pass  through  the  first  liquid  2-17,  their  direction  of 
polarization  is  twisted  by  90°  .  They  are  colored  by 
the  second  layer  color  polarizers  2-21  1  ,  2-21  2,  and 
2-21  3  and  passes  through  the  first  liquid  crystal  layer 
2-17  as  red,  green  and  blue  colored  light  from  the  left 
picture  element.  After  that,  it  passes  through  the 
second  liquid  crystal  layer  2-1  8  straight  as  red,  green 
and  blue  colored  light  without  being  absorbed  in  the 
second  liquid  crystal  layer  18  since  the  dichromatic 
dye  2-26  is  vertically  oriented  in  the  second  liquid 
crystal  layer  2-18. 
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formed,  liquid  crystal  molecule  orientation  film  3-17i 
is  formed  in  the  display  region.  Opposing  the  middle 
glass  substrate  11,  the  upper  glass  substrate  3-18i 
is  arranged  and  first  and  second  layer  liquid  crystal 
layers  are  packed  in  the  clearance  between  the  glass 
substrates  3-1  81,  3-11,  and  3-18  to  form  twist 
oriented  liquid  crystal  cells  3-9  and  3-10.  On  the 
inside  surface  of  the  glass  substrate  opposing  the 
color  polarizer,  the  transparent  electrode  3-162  and 
liquid  crystal  molecule  orientation  film  3-172  are 
formed  and  placed  upon  each  other.  The  above 
glass  substrates  are  attached  to  each  other  and 
sealed,  twisted  nematic  liquid  crystal  3-20  is  poured, 
and  then  the  neutral  polarizer  3-1  9  is  provided.  When 
the  glass  substrates  are  attached  to  each  other,  the 
first  and  second  layer  should  be  laid  upon  each  other 
so  that  their  display  picture  elements  match  each 
other  and  the  said  neutral  polarizer  3-19  should  be 
provided  on  the  incidence  said  of  the  outside  of  the  2 
liquid  crystal  cells  laid  upon  each  other.  In  the  figure, 
D  is  the  direction  of  polarization  of  the  neutral 
polarizer  3-1  9.  E1  ,  E2,  E3  and  E4  are  directions  of  the 
absorption  axis  of  the  color  polarizers  3-12,  3-13, 
3-14,  and  3-15.  The  direction  of  polarization  of  the 
neutral  polarizer  3-19  crosses  at  right  angles,  or  in 
parallel  with  the  directions  of  absorption  axes  of  the 
color  polarizers  respectively. 

Operation  principle  of  this  embodiment  is  de- 
scribed  below.  Fig.  10  is  an  explanatory  drawing  of 
the  operation  showing  a  case  of  black  display.  The 
linearly  polarized  light  after  passing  through  the 
neutral  polarizer  3-19  is  twisted  by  90°  in  the 
direction  of  polarization  according  to  the  arrange- 
ment  of  the  liquid  crystal  molecules  of  the  first  liquid 
crystal  cell  3-9.  It  is  colored  red,  green,  or  blue 
respectively  by  the  second  layer  color  polarizers 
3-13i,  3-132,  and  3-133  but  in  the  cyanogen, 
magenta  and  yellow  color  polarizers  3-12i,  3-122, 
and  3-123  immediately  below  it,  it  is  not  affected 
because  of  the  different  direction  of  the  absorption 
axis  and  direction  of  polarization  of  the  linear 
polarization  and  passes  through  the  first  liquid 
crystal  cell  3-9  as  red,  green  and  blue  color  light.  In 
the  second  liquid  crystal  cell  3-10,  the  liquid  crystal 
molecules  are  oriented  vertically  and  therefore,  the 
light  reaches  the  second  layer  color  polarizer  3-1  5i, 
3-152,  and  3-153  formed  on  the  glass  substrate  3-18 
a,  without  turning  in  the  direction  of  polarization. 
Here,  since  the  direction  of  polarization  and  direc- 
tion  of  the  absorption  axis  of  the  color  polarizer 
match,  red,  green,  and  blue  color  light  is  absorbed 
by  the  color  polarizers  3-15i,  3-152,  and  3-153,  and 
thus,  all  the  picture  elements  are  observed  as  black. 

Then,  a  case  to  display  red  by  all  picture  elements 
will  be  described  referring  to  Fig.  11.  In  the  picture 
element  on  the  left  side  in  Fig.  11,  the  liquid  crystal 
molecule  has  been  twisted  by  the  first  liquid  crystal 
layer  9  and  therefore,  the  light  is  colored  red  by  the 
second  layer  color  polarizer  3-1  3i,  enters  the 
second  liquid  crystal  layer  3-10  as  it  is,  and  the 
direction  of  polarization  is  twisted  by  90°.  In  the  first 
layer  color  polarizer  3-143,  colors  other  than  yellow 
(red,  green)  are  absorbed  and  the  red  color  passes 
through  it  as  it  is.  In  the  middle  picture  element, 
since  the  liquid  crystal  molecule  is  vertically  ar- 

ranged,  the  light  is  colored  magenta  by  the  first  layer 
color  polarizer  3-122,  enters  the  second  liquid  crystal 
layer  10  as  it  is,  and  the  direction  of  polarization  is 
twisted  by  90°.  In  the  second  layer  color  polarizer 

5  3-15-1,  light  other  than  red  is  cut  off  and  only  the  red 
light  passes  through.  In  the  right  side  picture 
element,  the  liquid  crystal  molecule  is  oriented 
vertically  and  therefore,  the  light  is  colored  yellow  in 
the  first  layer  color  polarizer  3-123,  and  enters  the 

10  second  liquid  crystal  layer  3-10  as  it  is.  Here  the 
direction  of  polarization  is  unchanged,  colors  other 
than  magenta  (red,  blue)  are  absorbed  in  the  first 
layer  color  polarizer  3-142,  and  only  the  red  light 
passes  through. 

15  As  described  above,  by  changing  the  arrange- 
ment  of  the  liquid  crystal  molecules  and  selecting 
either  one  of  the  color  polarizers  laid  upon  each 
other,  red  display  is  possible  for  all  the  picture 
elements. 

20  Next,  display  of  each  red,  green  and  blue  of  the 
three  picture  elements  will  be  described  referring  to 
Fig.  12.  The  liquid  crystal  molecule  is  twisted  by  90° 
in  the  first  liquid  crystal  layer  3-9  and  therefore  the 
incident  light  is  colored  red,  green  and  blue 

25  respectively  by  the  second  layer  color  polarizers 
3-1  3i,  3-132,  and  3-133  and  enters  the  liquid  crystal 
layer  3-10  as  it  is.  Here,  since  the  liquid  crystal 
molecule  is  twisted  by  90°  ,  the  direction  of  polariza- 
tion  of  the  light  passing  through  is  twisted  by  90°  .  In 

30  the  second  layer  color  polarizers  3-1  5i,  3-152,  and 
3-153,  since  the  direction  of  absorption  axis  and  the 
direction  of  polarization  of  the  linear  polarization 
differ,  the  light  passes  straight  through  unabsorbed. 
The  first  layer  color  polarizers  3-1  4i  ,  3-142,  and.3-143 

35  allow  yellow  (red,  green),  cyanogen  (green,  blue), 
and  magenta  (blue,  red)  and  therefore,  red,  green, 
and  blue  color  lights  after  passing  through  the 
second  layer  color  polarizers  pass  through  the  first 
layer  color  polarizers  straight.  When  these  picture 

40  elements  are  sufficiently  small,  they  are  seen  by 
additing  color  stimuli. 

In  Figs.  10  to  12,  the  arrow  shows  the  path  of  the 
light.  The  light  is  colored  by  the  color  polarizers 
shown  by  black  circle.  (R),  (G),  and  (B)  show  red, 

45  green  and  blue  lights  respectively. 

[Embodiment  4] 
An  embodiment  according  to  this  invention  is 

described  in  detail  below. 
50  Fig.  13  is  a  sectional  view  showing  the  cell 

structure  of  an  embodiment  according  to  this 
invention.  The  red  and  green  color  polarizers  4-19 
and  4-20  are  formed  by  attaching  one-shaft  drawn 
polyvinyl  alcohol  (PVA)  onto  the  one  glass  substrate 

55  4-1  1  composing  the  first  liquid  crystal  layer  4-9  of  the 
liquid  crystal  cell,  and  dyeing  them  with  the  specified 
patterns  using  red  and  green  dichromatic  dyes.  In 
this  embodiment,  2  picture  elements  of  3  composing 
one  group  are  the  red  color  polarizer  4-19  and  the 

60  remaining  1  picture  element  is  the  green  color 
polarizer  4-20. 

One-shaft  drawn  PVA  film  is  attached  to  the  first 
layer  color  polarizer.  At  this  time,  the  film  should  be 
attached  so  that  the  directions  of  drawing  of  the  first 

65  and  second  layers  cross  each  other  at  right  angles. 
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Then,  the  second  layer  color  polarizers  4-22  and  4-23 
are  formed  by  dying  the  second  layer  PVA  film  with 
the  specified  pattern  as  in  the  first  layer  using 
cyanogen  and  magenta  dichromatic  dyes.  At  this 
time,  the  second  layer  PVA  film  should  be  dyed  so 
that  the  colors  of  the  first  and  second  polarizers  are 
complementary  colors  to  each  other. 

Then,  one-shaft  drawn  PVA  film  is  attached  to  the 
other  glass  substrate  4-1  62  of  the  second  liquid 
crystal  layer  4-10  and  dyed  with  the  specified 
pattern.  First,  the  first  layer  PVA  film  is  dyed  with  the 
specified  pattern  using  green  and  blow  dischromatic 
dyes  to  form  green  and  blue  color  polarizers  4-20 
and  4-21.  Here,  the  blue  color  polarizer  4-21  is  made 
a  picture  element  and  the  two  picture  elements  are 
formed  to  correspond  with  the  red  end  green  picture 
elements  in  the  above  described  first  liquid  crystal 
layer  4,  9.  On  that  first  layer  color  polarizer,  one-shaft 
drawn  PVA  film  is  attached.  The  second  layer  PVA 
film  is  dyed  to  a  specified  pattern  as  in  the  first  layer 
using  the  magenta  and  yellow  dichromatic  dyes  to 
form  the  second  layer  color  polarizers  4-23  and  4-24. 

After  a  transparent  conductive  film  is  formed  on 
each  color  polarizer  of  the  said  first  and  second 
liquid  crystal  layer  by  low  temperature  sputtering  or 
other  methods,  transparent  electrodes  4-25i,  4-252, 
4-253,  4-28-1,  4-282,  and  4-283  are  formed  by  etching 
with  the  specified  patterns.  Then  after  a  transparent 
electrode  is  formed,  liquid  crystal  molecule  orienta- 
tion  films  4-27i  and  4-30i  are  formed  respectively. 
Another  substrate  opposing  the  color  polarizer  in 
the  first  and  second  liquid  crystal  layer  4-9  and  4-10 
is  the  transparent  electrode  4-26  and  4-29  and  liquid 
crystal  molecule  orientation  film  4-272  and  4-312 
formed  on  the  glass  substrate. 

After  the  above  substrates  are  attached  to  each 
other  and  sealed,  twisted  nematic  liquid  crystal  is 
poured.  When  the  first  and  second  liquid  crystal 
layer  glass  substrates  4-11,  4-1  61,  and  4-1  62  are 
attached  to  each  other,  they  should  be  laid  upon 
each  other  so  that  their  display  picture  elements 
match  and  a  neutral  polarizer  4-18  is  provided  on  the 
outside  of  the  liquid  crystal  layer  laid  upon  each 
other  and  on  the  incident  light  side.  D  in  the  figure  is 
the  direction  of  polarization  of  the  neutral  polarizer 
and  E1  and  D2  are  directions  of  the  first  and  second 
layer  color  polarizer  absorption  axes  of  the  first 
liquid  crystal  layer  4-9,  and  E3  and  E4  are  direction  of 
the  absorption  axis  of  the  first  and  second  layer 
color  polarizers  of  the  second  liquid  crystal  layer 
4-10.  The  direction  of  polarization  of  the  neutral 
polarizer  4-18  crosses  the  direction  of  the  absorp- 
tion  axis  of  each  color  polarizer  at  right  angles  or  in 
parallel  with  it.  The  operation  principle  of  this 
embodiment  is  described  below.  Fig.  14  shows  a 
case  of  black  display.  The  linearly  polarized  light 
after  passing  through  the  neutral  polarizer  4-18  is 
colored  red  and  green  in  the  first  layer  color 
polarizers  4-19  and  4-20  without  altering  the  direc- 
tion  of  polarization  since  the  liquid  molecule  of  the 
first  liquid  crystal  layer  4-9  is  oriented  vertically.  In 
the  second  liquid  crystal  layer  4-10  also,  the  liquid 
crystal  molecule  is  oriented  vertically  and  the  light  is 
absorbed  by  the  first  green  and  blue  color  polarizers 
4-20  and  4-21  .  Therefore,  all  the  picture  elements  are 

observed  as  black. 
A  case  to  display  red  by  all  the  picture  elements 

will  be  described  next.  As  for  the  left  side  picture 
element  in  Fig.  15,  since  the  liquid  crystal  molecule 

5  of  the  first  liquid  crystal  layer  4-9  is  oriented 
vertically,  the  light  is  colored  red  by  the  first  layer 
color  polarizer  4-19  because  the  liquid  crystal 
molecule  oriented  vertically  enters  the  second  liquid 
crystal  layer  4-10  as  it  is.  The  liquid  crystal  molecule 

10  is  twisted  90°  there,  the  direction  of  polarization  is 
also  twisted  90°  and  the  light  is  absorbed  by  the 
color  polarizer  4-23  of  the  second  layer  of  90° 
twisting.  However,  the  red  light  passes  through  as  it 
is.  For  the  central  picture  element,  since  the  liquid 

15  crystal  molecule  of  the  first  liquid  crystal  layer  4-9  is 
oriented  vertically,  the  light  is  colored  red  by  the  first 
layer  collar  polarizer  4-19,  enters  the  second  liquid 
crystal  4-10  straight,  and  the  direction  of  polarization 
is  twisted  by  90°  according  to  the  liquid  crystal 

20  molecule  twisted  90°.  The  light  is  absorbed  by  the 
second  layer  yellow  color  polarizer  4-24  but  the  red 
light  passes  through  as  it  is.  For  the  right  side 
picture  element,  the  liquid  crystal  molecule  is 
twisted  by  90°  by  the  first  liquid  crystal  layer  4-9,  and 

25  the  direction  of  polarization  is  also  twisted  90°. 
The  light  is  absorbed  by  the  second  layer  magenta 

color  polarizer  4-23  and  enters  the  second  liquid 
crystal  layer  4-10.  The  liquid  crystal  molecule  of  the 
second  liquid  crystal  layer  is  oriented  vertically  and 

30  therefore,  the  light  is  absorbed  by  the  second  layer 
yellow  color  polarizer  4-24  and  only  the  red  light 
passes  through.  As  described  above,  by  changing 
the  orientation  of  the  liquid  crystal  molecule  and 
selecting  either  one  of  the  color  polarizers  laid  upon 

35  each  other,  red  display  is  possible  for  all  the  picture 
elements.  It  is  the  same  for  green  and  blue  single 
color  display. 

Next,  display  of  red,  green  or  blue  of  the  three 
picture  elements  is  described.  As  shown  in  Fig.  16, 

40  with  respect  to  the  left  side  picture  element,  the  light 
is  colored  red  by  the  first  liquid  crystal  layer  4-9. 
Other  elements  than  the  green  one  transmit  the 
magenta  color  polarizer  of  the  second  liquid  crystal 
layer  4-1  0  and  the  red  light  passes  through  it.  For  the 

45  central  picture  element,  the  light  is  colored  cya- 
nogen  by  the  first  liquid  crystal  layer.  In  the  second 
liquid  crystal  layer,  the  light  is  absorbed  by  the  yellow 
color  polarizer  4-24  and  only  the  green  light  passes 
through.  For  the  right  side  picture  element,  the  light 

50  is  colored  magenta  by  the  second  layer  color 
polarizer  4-23  of  the  first  liquid  crystal  layer  and  only 
blue  light  passes  through  the  first  layer  color 
polarizer  4-21  of  the  second  liquid  crystal  layer.  By 
making  those  picture  elements  sufficiently  small, 

55  they  are  seen  as  a  whole  by  additing  column  stimuli, 
the  arrow  maks  in  Figs.  14  to  Fig.  16  shows  the  path 
of  the  light.  The  light  is  colored  various  colors  by  the 
color  polarizers  shown  by  black  circles. 

60  [Embodiment  5] 
The  embodiment  will  be  described  in  detail  below 

according  to  this  invention. 
Fig.  17  is  a  sectional  view  showing  the  cell 

structure  of  this  invention.  The  first  color  polarizer 
65  5-19  is  formed  by  attaching  single-shaft  drawn 
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polyvinyl  alcohol  (PVA)  film  onto  one  of  the  glass 
substrate  5-1  1  of  the  liquid  crystal  cell  and  dying  the 
entire  surface  of  the  PVA  film  using  cyanogen 
dichromatic  dye.  Single-shaft  drawn  PVA  film  is 
attached  to  the  first  layer  color  polarizer  5-19.  In  this 
case,  the  films  should  be  attached  so  that  the 
directions  of  drawing  of  the  first  and  second  layers 
crosss  each  other  at  right  angles.  Then  the  entire 
surface  of  the  PVA  film  is  dyed  using  red  dichromatic 
dye  to  form  the  second  layer  color  polarizer  5-20. 

Next,  single-shaft  drawn  PVA  film  is  attached  to 
the  other  glass  substrate  5-1  62  and  dyes  the  PVA 
film  using  magenta  dichromatic  dye  to  form  the  first 
layer  color  polarizer  5-22.  Moreover,  single-shaft 
drawn  PVA  film  is  attached  to  the  first  layer  color 
polarizer  5-22,  the  PVA  film  is  dyed  using  green 
dichromatic  dye  to  form  the  second  layer  color 
polarizer  5-23.  Transparent  conductive  film  is  formed 
on  those  color  polarizers  5-20  and  5-23  by  low 
temperature  sputtering  or  other  methods  and  then 
transparent  electrodes  5-21  1  and  5-24i  are  formed 
by  etching  with  the  specified  patterns.  After  trans- 
parent  electrode  is  formed,  liquid  crystal  molecule 
orientation  film  5-25i  is  formed  on  the  transparent 
electrode  5-21  1  and  5-24i  in  the  first  and  second 
liquid  crystal  cell  5-9  and  5-10,  another  substrate 
opposing  to  the  color  polarizer  is  the  transparent 
electrodes  5-212  and  5-242  and  liquid  crystal 
molecule  orientation  film  5-252  formed  on  the  glass 
substrates  5-1  61  and  5-11.  After  the  above  sub- 
strates  are  attached  to  each  other  and  sealed, 
nematic  liquid  crystal  5-17  is  poured.  When  the  first 
and  second  liquid  crystal  cells  5-9  and  5-10  are 
sticked  together,  they  are  laid  upon  each  other  so 
that  their  display  picture  elements  agree  and  one 
neutral  polarizer  5-18  is  provided  on  the  incident 
light  side  of  the  2  layers  of  liquid  crystal  sells  laid 
upon  each  other.  In  the  figure,  D  indicates  the 
direction  of  polarization  of  the  neutral  polarizer.  E1  , 
E2,  E3,  and  E4  are  the  directions  of  the  absorption 
axes  of  the  neutral  polarizers  5-19,  5-20,  5-22,  5-23 
respectively.  The  directions  of  polarization  of  the 
neutral  polarizers  cross  the  directions  of  absorption 
axes  of  the  color  polarizers  at  right  angles  or  in 
parallel  with  them  respectively.  The  operation  prin- 
ciple  of  this  embodiment  is  described  below.  Fig.  18 
shows  a  case  of  black  display.  In  this  case,  voltage  is 
not  applied  to  the  first  layer  liquid  crystal  layer  5-9 
but  only  to  the  second  liquid  crystal  layer  5-10.  The 
linear  polarization  after  passing  through  the  neutral 
polarizer  is  twisted  90°  in  the  direction  of  polariza- 
tion  according  to  the  arrangement  of  the  liquid 
crystal  molecules  of  the  first  liquid  crystal  cell  5-9.  It 
is  colored  red  by  the  second  layer  color  polarizer 
5-20.  Since  the  direction  of  polarization  and  direction 
of  absorption  aex  of  the  color  polarizer  cross  each 
other  at  right  angles  in  the  first  layer  color  polarizer 
5-19  provided  just  below  it,  the  light  passes  through 
the  first  liquid  crystal  cell  5-9  as  red  color  light 
unaffected.  In  the  second  liquid  crystal  cell  5-10,  the 
liquid  crystal  molecules  are  oriented  vertically  under 
voltage  and  the  light  reaches  the  second  layer  color 
polarizer  5-23  with  no  rotation  of  the  direction  of 
polarization.  Here,  since  the  direction  of  polarization 
and  the  direction  of  the  absorption  axis  of  the  color 

polarizer  coincide,  the  red  color  light  is  absorbed  in 
the  second  layer  color  polarizer  5-22  and  therefore, 
all  the  picture  elements  are  observed  as  black. 

Next,  a  case  to  display  red  with  all  the  picture 
5  elements  is  described  referring  to  Fig.  19.  In  this 

case,  no  voltage  is  applied  to  any  of  the  first  and 
second  layer  liquid  crystal  layers  5-9  or  5-10.  Since 
the  liquid  crystal  molecule  has  been  twisted  90°  by 
the  first  liquid  crystal  layer  5-9,  the  light  is  colored 

10  red  by  the  second  layer  color  polarizer  5-20,  enters 
the  second  liquid  crystal  layer  5-10  as  it  is  and  the 
direction  of  polarization  is  twisted  by  90°.  Colors 
other  than  magenta  (red,  blue)  are  absorbed  in  the 
second  color  polarizer  5-22  and  the  red  light  passes 

15  through  as  it  is.  Next,  case  of  display  of  red,  green, 
or  blue  of  the  three  picture  elements  is  described. 
For  the  left  picture  element  in  Fig.  20,  since  voltage 
is  applied  to  neither  the  first  nor  the  second  liquid 
crystal  layers,  the  liquid  crystal  molecule  is  twisted 

20  by  90°  in  the  first  liquid  crystal  layer  5-9,  the  light  is 
colored  red  in  the  second  layer  color  polarizer  5-19 
and  enters  the  second  liquid  crystal  layer  5-10  as  it 
is,  and  direction  of  polarization  is  twisted  90°.  In  the 
first  layer  color  polarizer  5-22,  colors  other  than 

25  magenta  (red,  blue)  are  absorbed  but  the  red  light 
passes  through  as  it  is.  then,  in  the  central  picture 
element,  voltage  is  applied  to  the  liquid  crystal  layer 
of  the  first  layer  only.  In  this  case,  since  the  liquid 
crystal  molecule  of  the  first  liquid  crystal  layer  5-9  is 

30  oriented  vertically,  the  light  is  colored  by  the  first 
layer  cyanogen  color  polarizer  5-19.  The  light  enters 
the  second  liquid  crystal  layer  5-10,  the  direction  of 
polarization  is  twisted  by  90°,  and  only  the  green 
light  passes  through  the  second  layer  green  color 

35  polarizer  5-23.  Next,  for  the  right  side  picture 
element,  voltage  is  applied  to  both  the  first  and 
second  layer  liquid  crystal  layers.  Since  the  liquid 
crystal  molecule  is  oriented  vertically  in  the  first 
liquid  crystal  layer  5-9,  the  light  is  colored  by  the  first 

40  layer  cyanogen  (green,  blue)  color  polarizer  5-19. 
The  light  enters  the  second  liquid  crystal  layer  5-10 
and  reaches  the  color  polarizer  without  the  direction 
of  polarization  being  turned,  the  green  light  is 
absorbed  by  the  color  polarizer  5-22  of  the  first  layer 

45  magenta  (red,  blue)  and  only  the  blue  light  passes 
through.  When  these  picture  elements  are  suffi- 
ciently  small  and  the  rate  of  the  color  elements 
proper,  they  are  seen  as  white  by  additing  color 
stimuli. 

50  In  Figs.  18  through  20,  the  arrow  indicates  the  path 
of  the  light  and  the  light  is  colored  various  colors  by 
the  color  polarizers  shown  by  black  circles. 

While  only  certain  embodiments  of  the  present 
invention  have  been  described,  it  will  be  apparent  to 

55  those  skilled  in  the  art  that  various  changes  and 
modifications  may  be  made  therein  without  depart- 
ing  from  the  spirit  and  scope  of  the  present  invention 
as  claimed. 

There  are  described  above  novel  features  which 
60  the  skilled  man  will  appreciate  give  rise  to  advant- 

ages.  These  are  each  independent  aspects  of  the 
invention  to  be  covered  by  the  present  application, 
irrespective  of  whether  or  not  they  are  included 
within  the  scope  of  the  following  claims. 

65 
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liquid  crystal  layers  are  complementary  colors 
for  each  other  and  are  comprised  of  3  colors. 

4.  A  color  liquid  crystal  display  unit  compris- 
ing  a  first  and  second  liquid  crystal  layers 
arranged  to  lie  upon  each  other  to  be  selectively 
set  up  in  such  condition  so  as  to  rotate  the 
direction  of  polarization  of  the  incident  po- 
larized  light  by  90°  or  such  conditions  so  as  to 
allow  the  incident  polarized  light  to  pass 
through  as  it  is;  and  a  neutral  polarizer  which 
forms  two  color  polarizers  with  different  ab- 
sorption  characteristics  from  each  other  and 
with  the  directions  of  the  absorption  axes 
crossing  at  right  angles  to  each  other  on  the 
said  first  and  second  liquid  crystal  layers 
respectively,  which  is  arranged  on  one  side  of 
the  said  first  liquid  crystal  layer,  and  the 
direction  of  polarization  which  crosses  at  a  right 
angle  to,  or  in  parallel  with  the  absorption  axis 
direction  of  the  said  color  polarizers,  in  which, 
the  color  polarizers  on  the  first  and  second 
layers  are  complementary  colors  respectively 
and  are  comprised  of  2  colors  respectively. 

5.  A  color  liquid  crystal  display  unit  compris- 
ing  two  color  polarizers  being  arranged  to  lie 
upon  each  other  on  a  first  and  second  liquid 
crystal  layers  arranged  to  lie  upon  each  other  so 
as  to  be  selectively  set  up  in  such  conditions  so 
as  to  rotate  the  direction  of  polarization  of  the 
incident  polarized  light  by  90°  or  to  allow  the 
incident  polarized  light  to  pass  through  as  it  is 
depending  on  whether  voltage  is  applied  or  not, 
with  different  absorption  characteristics  from 
each  other,  and  the  directions  of  the  absorption 
axes  crossing  at  right  angles  to  each  other;  and 
a  neutral  polarizer  arranged  on  the  incident  light 
side  of  the  said  first  liquid  crystal  layer  and  with 
the  direction  of  polarization  crossing  at  a  right 
angle  to,  or  in  parallel  with  the  direction  of  the 
absorption  axis  of  the  said  color  polarizers,  in 
which,  the  color  polarizer  of  the  first  layer  of  the 
first  liquid  crystal  layer  and  the  color  polarizer  of 
the  second  layer  are  complementary  colors  to 
each  other  and  those  polarizers  remain  the 
same  colors  throughout  the  entire  display  unit 
without  being  pattemized  for  each  picture 
element; 
and  in  the  second  liquid  layer  also,  the  color 
polarizers  of  the  first  and  second  layers  are 
complementary  colors  to  each  other  in  a 
different  way  than  in  the  above  case  and  those 
polarizers  remain  the  same  colors  throughout 
the  entire  display  unit. 

6.  A  color  liquid  crystal  display  device  which 
is  characterised  by  having  first  and  second 
superposed  liquid  crystal  layers,  means  for 
defining  an  array  of  picture  elements  each 
comprising  corresponding  superposed 
elemental  areas  of  said  first  and  second  liquid 
crystal  layers,  said  picture  elements  being 
individually  operable  for  selectively  displaying 
different  colours,  at  least  some  of  said  elements 
being  selectively  operable  in  first  and  second 
modes  for  displaying  a  respective  first  or 
second  colour. 

Claims 

1  .  A  color  liquid  crystal  display  unit  in  which  at 
least  2  color  polarizers  with  different  absorption 
characteristics  and  absorption  axes  crossing  at 
right  angles  to  each  other  are  arranged  so  as  to 
lie  upon  each  other  at  corresponding  positions  10 
on  each  substrate  interposing  first  and  second 
liquid  cristal  layers  respectively  arranged  so  as 
to  line  upon  each  other  to  rotate  the  direction  of 
polarization  of  incident  polarized  light  selec- 
tively  by  90°  in  response  to  the  application  of  15 
voltage;  a  neutral  polarizer  with  a  direction 
polarization  in  parallel  to,  or  crossing  the  above 
absorption  axis  direction  on  the  light  incidence 
or  outgoing  side  is  arranged;  and  the  directions 
the  absorption  axes  of  the  above  color  polari-  20 
zers  arranged  so  as  to  correspond  to  each 
other  on  the  upper  and  lower  layers  are  in 
almost  the  same  directions. 

2.  A  color  liquid  crystal  display  unit  compris- 
ing  a  first  liquid  crystal  layer  using  the  twisted  25 
nematic  mode  to  selectively  set  up  conditions 
where  the  direction  of  polarization  of  the 
incident  polarized  light  is  rotated  by  90°  and 
conditions  to  allow  the  incident  polarized  light 
to  pass  through  as  it  is  when  voltage  is  applied  30 
and  no  applied;  a  second  liquid  crystal  layer 
using  the  guest  host  mode  to  selectively  set  up 
conditions  so  that  the  incident  polarized  light  is 
absorbed  by  dichromatic  dye  added  into  the 
liquid  crystal  and  conditions  to  allow  the  35 
incident  polarized  light  to  pass  through  as  it  is; 
circuit  boards  to  interpose  the  said  first  and 
second  liquid  crystal  layers  respectively;  two 
color  polarizers  laid  upon  each  other  on  the 
circuit  board  on  one  side  interposing  the  said  40 
first  liquid  crystal  layer  so  that  the  absorption 
spectrum  differs  from  each  other  and  the 
absorption  axis  directions  cross  at  right  angles; 
and  a  neutral  polarizer  the  direction  of  polariza- 
tion  parallel  to  the  direction  of  the  absorption  45 
axis  of  either  one  of  the  said  color  polarizers. 

3.  A  colar  liquid  crystal  display  unit  compris- 
ing  first  end  second  liquid  crystal  layers  ar- 
ranged  to  lie  upon  one  another  to  be  selectively 
set  up  in  such  conditions  where  the  direction  of  50 
polarization  of  the  incident  polarized  light  is 
rotated  by  90°  or  such  conditions  as  to  allow 
the  incident  polarized  light  to  pass  through  as  it 
is  when  the  voltage  is  applied  or  not  applied; 
and  a  neutral  polarizer  which  forms  the  two  55 
color  polarizers  with  different  absorption  char- 
acteristics  from  each  other  and  the  directions  of 
the  absorption  axes  crossing  at  right  angles 
with  each  other,  which  is  arranged  on  one  side 
of  the  said  first  liquid  crystal  layer,  and  the  60 
direction  of  polarization  of  which  crosses  at  a 
right  angle  to,  or  in  parallel  with  the  direction  of 
the  absorption  axis  of  the  said  color  polarizers, 
in  which,  the  color  polarizers  of  the  first  and 
second  layers  formed  on  the  first  and  second  65 
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7.  A  colour  liquid  crystal  display  device 
according  to  claim  6  wherein  each  said  picture 
element  is  also  operable  in  a  third  mode  for 
displaying  black. 

8.  A  colour  liquid  crystal  display  device  5 
according  to  claim  6  or  claim  7  wherein  each 
said  picture  element  includes  light  filter  means 
for  differently  filtering  light  emerging  from  a  first 
of  the  liquid  crystal  layers  in  said  first  and 
second  modes  according  to  the  state  of  said  10 
first  layer,  and  a  selectively  operable  light 
shutter  means  for  selectively  blocking  the 
transmission  of  light  through  the  picture  ele- 
ment  in  said  third  mode. 

9.  A  colour  liquid  crystal  display  device  15 
according  to  any  of  claims  6  to  8  wherein  each 
said  picture  element  includes  polarizing  means 
for  polarizing  incident  light,  a  first  of  said  liquid 
crystal  layers  being  operable  to  transmit  the 
polarized  light  selectively  with  or  without  a  90°  20 
rotation,  and  first  and  second  different  colour 
polarizing  filters  superposed  with  respect  to 
one  another  with  their  polarizing  axes  mutually 
orthogonal  and  substantially  aligned  with  the 
two  possible  directions  of  polarization  of  the  25 
light  emerging  from  the  first  liquid  crystal  layer. 
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