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Description

[0001] The present invention relates to a pneumatic tire for passenger cars, and more particularly to a pneumatic
tire for passenger cars showing excellent durability without any adverse effect on performance in an inflated condition
in which pressure inside the tire (hereinafter referred to as internal pressure) is maintained and which can be safely
used under decreased internal pressure.
[0002] Composites having steel cords embedded in a rubber composition are used in tires, belts and hoses. Stable
adhesion between the steel cord and the rubber composition is required to increase durability. To achieve stable ad-
hesion between the steel cord and the rubber composition, heretofore, direct adhesion in which the cord is plated with
brass, i.e. an alloy of copper and zinc, and the brass-plated cord is reacted with sulfur in the rubber composition is
generally conducted.
[0003] On the other hand, various attempts have been made to achieve stable adhesion by adopting a suitable
structure of a steel cord.
[0004] For example, the decrease in the life of products due to corrosion of steel filaments by water that penetrates
into the products has been a problem in products reinforced with steel cords. When a steel cord has a cavity, water
penetrating into the steel cord through cracks formed in a product is transferred through the cavity to other portions of
the steel cord in the longitudinal direction of the cord. As a result, the formation of rust due to water spreads to a wider
area and adhesion of the rubber and the steel cord decreases at portions having rust. Finally, separation takes place.
[0005] To prevent such expansion of corrosion into a wider area, cord structures that allow penetration of rubber
sufficiently into spaces inside the cord (spaces between metal filaments) through gaps between adjacent filaments
when vulcanization is conducted under a high pressure, have been proposed.
[0006] As an example of the above cord structure, a so-called 1+5 structure comprising one core filament and 5
sheath filaments, which contains gaps between the sheath filaments to facilitate penetration of rubber and can be
produced with high productivity because the structure can be formed in a single twisting step, is disclosed in Japanese
Patent Application Laid-Open No. (hereinafter abbreviated as JP-A No.) 60-38208 and JP-A No. 59-1790.
[0007] However, although the average space of the gaps is sufficient, the above structure has a drawback in that
the sheath filaments are not uniformly arranged and may contain portions where filaments are tightly attached together.
Therefore, portions not penetrated by rubber may be formed due to random variations of the structure of the cord in
the production of the cord.
[0008] It is suggested in JP-A 56-131404 that a cord having the 1+5 structure may be formed using a core filament
made to have a slightly wavy shape. However, because the diameter of the core filament is smaller than the diameter
of the sheath filaments, the above structure has drawbacks in that gaps between sheath filaments are small to make
the penetration of rubber difficult, that the effect obtained by the wavy shape decreases due to decreased rigidity of
the core filament and that the strength decreases when the core filament is shaped to a larger degree to improve
penetration of rubber.
[0009] A structure can also be considered wherein the diameter of the core filament is made larger than the diameter
of the sheath filament and the gaps between adjacent sheath filaments are kept to a specific size or larger to achieve
penetration of rubber into the inside of the cord. However, when this structure is used, the weight of the entire cord
increases and productivity decreases. Penetration of rubber is insufficient because deviations occur in the disposal of
portions of the sheath filaments, which may become attached together. Therefore, expansion of corrosion into a wider
area cannot be prevented sufficiently.
[0010] As pneumatic tires that can be used under reduced internal pressure, ie., under a so-called run-flat condition
(hereinafter referred to as pneumatic safety tires), two types of tires are known with respect to the tire wheel. One such
tire is a tire of the internal wheel type, in which an internal ring wheel made of a metal or a synthetic resin is attached
to a rim at a portion inside the air chamber of the tire. The other such tire is a tire of the side reinforcement type, in
which a layer of a relatively rigid rubber composition is disposed in the vicinity of a carcass in an area ranging from the
bead portion to the shoulder portion of the tire side wall. Of these two types, the tire of the internal wheel type has a
higher ability to support a load in the run-flat condition and is used for vehicles for transportation of goods and vehicles
for military use which do not require a high degree of riding comfort. The tire of the side reinforcement type is used for
vehicles carrying a relatively small load and requiring a higher degree of riding comfort. Both types of tires have been
accepted as tires showing useful performance.
[0011] The tire of the side reinforcement type which is suitable for a pneumatic tire for passenger cars is reinforced
with a relatively rigid reinforcing rubber layer having a cross-section of a crescent shape which is disposed on an inner
face of the carcass layer in the side wall portion such that one end portion thereof is placed at a position under a belt
layer, with the carcass disposed between them, and the other end portion is disposed at a position over a rubber filler.
When the tire has a puncture and the air inside is lost, the load is carried by the rigidity of the side wall itself which is
reinforced with the reinforcing rubber layer and the tire can be used for a predetermined distance in the run-flat condition
although the speed must be decreased to some degree.
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[0012] However, it is the actual situation at present that, even when the tire of the side reinforcement type is used,
performance of the tire is not satisfactory in the run-flat condition.
[0013] Although the load carried by a general use tire for passenger cars is relatively small, the load per one tire is
as large as about 500 kgf in the case of large size passenger cars. In this case, bending of side walls increases in a
punctured condition and the side walls completely buckle under a dynamic load, which increases several times during
driving. The punctured tire is used while this phenomenon repeatedly takes place in the tire. As the result, the bead
portion in the side wall is pushed up by a flange of the rim. The cover rubber and the turned-up portion of the carcass
which are placed between the curved flange and the rubber filler melt by heat or are fractured. The tire in this condition
cannot be used any more even after the portion of the puncture has been repaired.
[0014] When a safety tire of a size for general purposes is driven in the run-flat condition, the temperature inside the
tire increases to a temperature as high as 200°C or higher. Therefore, adhesion between rubber and fiber at a high
temperature is not sufficient even when fibers having excellent heat resistance such as polyethylene terephthalate
(PET) is used. Specifically in the case of a tire using PET for the carcass, the main cause of trouble during use in the
run-flat condition is separation at the interface of PET and an adhesive layer. Moreover, even when a fiber showing
excellent adhesion with rubber at high temperatures such as 66-Nylon is used, the surface of the cord is softened and
the reinforcing effect decreases in a tire at a high temperature. Specifically in the case of a tire using 66-Nylon for the
carcass, the main cause of trouble during use in the run-flat condition is separation due to melting of the surface layer
of the 66-Nylon cords. Therefore, further improvement in durability in the run-flat condition is desired in both the case
in which PET is used for the carcass and the case in which 66-Nylon is used for the carcass.
[0015] As the method for improving durability of the tire of the side reinforcement type in the run-flat condition, bending
may be suppressed by increasing the thickness of the reinforcing rubber layer and the thickness of the bead filler to
decrease the generated heat, or bending may be suppressed by increasing the number of layers in the carcass to
decrease the generated heat. However, when these methods are used, the tire generally becomes more rigid and the
weight of the tire increases. Therefore, performance in the inflated condition, such as rolling resistance and riding
comfort during vibration, tends to become inferior and these methods are not preferable. In other words, excellent
properties in the inflated condition are naturally required in combination with durability in the run-flat condition, and the
above methods are not preferable.
[0016] An object of the present invention is to provide a rubber-steel cord composite showing excellent adhesion at
high temperatures and excellent durability, which may be used in a pneumatic tire for passenger cars which shows no
separation at the interfaces of adhesion during use, particularly during use in the run-flat condition, and exhibits ex-
cellent durability.
[0017] Attention is also drawn to the disclosures of US-A-4 738 096 and US-A-4 836 262.
[0018] A steel cord constituting a rubber-steel cord composite to be used in a tire of the present invention has, in a
planar image of the steel cord formed by X-rays passing through the steel cord, a fraction R of the total area occupied
by filaments of from 0.45 or more to 0.95 or less in an arbitrarily selected portion of the steel cord having a length of
15 mm in an axial direction of the cord, wherein the length of 15 mm in an axial direction of the cord means a length
of 15 mm in an axial direction of an actual cord and the fraction R of the total area occupied by the filaments is expressed
as R=F/A, A representing the total area of the cord and F representing the area of the cord occupied by the filaments.
[0019] By specifying the fraction of the total area occupied by the filaments in the composite as described above,
penetration of rubber into inner portions of the cord is facilitated and a rubber-steel cord composite exhibiting excellent
durability without adverse effects on adhesion of the rubber and the steel cord even at high temperatures can be
provided.
[0020] A pneumatic tire for passenger cars in accordance with the present invention comprises, in a carcass layer
thereof or in an insert layer of a side wall portion thereof, a rubber-steel cord composite comprising a steel cord and
a matrix rubber, the steel cord having, in a planar image of the composite formed by X-rays passing through the com-
posite (which is disposed in the tire or is taken out of the tire), a fraction R of the total area occupied by filaments of
from 0.45 or more to 0.95 or less in an arbitrarily selected portion of the steel cord having a length of 15 mm in the
axial direction of the cord,

wherein the length of 15 mm in the axial direction of the cord means a length of 15 mm in the axial direction of
an actual cord and the fraction R of the total area occupied by the filaments is expressed as R=F/A, wherein A represents
the total area surrounded by the outline of the cord in the planar image, and F represents the area of the cord occupied
by the filaments.
[0021] The pneumatic tire for passenger cars of the present invention may comprise: a pair of right and left bead
cores; a carcass portion formed in a toroidal shape with a carcass ply which comprises a layer in which a plurality of
cords disposed substantially parallel to each other are embedded in a matrix rubber and which has both end portions
turned up around the bead cores; a belt portion comprising a plurality of layers disposed at an exterior side of the
carcass portion in a radial direction of the tire; a tread portion disposed at an exterior side of the belt portion in a radial
direction of the tire; and a pair of side wall portions disposed at the right and left of the tread portion.
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[0022] In the pneumatic tire for passenger cars of the present invention, it is preferable that filaments of the steel
cords in the rubber-steel cord composite used in the tire are present substantially independently of each other in a
matrix rubber.
[0023] In the pneumatic tire for passenger cars of the present invention, it is also preferable that the steel cords in
the rubber-steel cord composite used in the tire have a 13n structure or a 1+n structure, wherein n is in the range of
2%n%7.
[0024] In the pneumatic tire for passenger cars of the present invention, it is further preferable that the filament of
the steel cord in the rubber-steel cord composite used in the tire has a diameter in the range of from 0.125 to 0.275 mm.
[0025] In the pneumatic tire for passenger cars in accordance with the present invention, the rubber-steel cord com-
posite may be disposed in a carcass layer or in the side wall portion as an insert layer.
[0026] In the pneumatic tire for passenger cars of the present invention, it is preferable that the side wall portions
are reinforced with a rubber reinforcing layer.
[0027] When an organic fiber cord is used as a carcass ply cord of the pneumatic tire of the present invention, it is
preferable that the organic fiber has a melting point of 245°C or higher.
[0028] In the pneumatic tire for passenger cars of the present invention, it is preferable that the carcass ply comprises
polyester cords and/or polyamide cords.
[0029] In one preferable embodiment of this pneumatic tire, the carcass comprises a turned-up ply and a down ply,
both plies comprising a plurality of steel cords disposed substantially parallel to each other and a matrix rubber, and
the down carcass ply is disposed between a side wall portion and an outer face of the turned-up ply, and either one of
the turned-up ply and the down ply is a separate-type carcass ply which is separated into portions under the belt portion.
Further, at least one layer of the turned-up carcass ply and the down carcass ply comprises the rubber-steel cord
composite described in the invention.
[0030] The following advantages are obtained by reinforcing both of the turned-up carcass ply and the down carcass
ply with steel cords and by separating either one of the carcass plies under the belt portion. An increase in the tem-
perature of the tire is suppressed by suppressing bending during use, particularly during use in a run-flat condition. An
increase in the weight of the tire due to an increase in the weight of the carcass having the steel cords is held to a
minimum. Performance of the tire is maintained at a higher level under the inflated condition in comparison with that
of safety tires having a conventional reinforcing rubber layer. The pneumatic tire exhibits excellent durability and ex-
cellent riding comfort.
[0031] In the present invention, the combination of the down carcass ply having steel cords and the turned-up carcass
ply having steel cords, which is disposed at an inner side of the down carcass ply, exhibits the following effects. Bending
of the tire is suppressed by the carcass comprising at least two layers of the carcass plies reinforced with steel cords,
which are disposed at the side wall portion, due to the excellent tensile and bending rigidities of the layers. The decrease
in the riding comfort due to the carcass comprising steel cords can be suppressed by separating one of the down
carcass ply and the turned-up carcass ply into portions under the belt portion. The resistance to cuts caused by an
outside source is also improved by using steel cords. Moreover, from the standpoint of the weight of the tire, the weight
can be decreased in comparison with a combination of one layer of a down carcass ply having steel cords and one
layer of a turned-up carcass ply having steel cords both in full length.
[0032] In the pneumatic tire in accordance with the present invention, it is preferable that either one of the turned-
up carcass ply and the down carcass is separated into portions disposed under the belt portion with a distance of at
least 20% of a width of the belt portion between the portions.
[0033] It is further preferable that the carcass comprises a layer comprising the rubber-steel cord composite described
in the invention. The layer may be a down carcass ply or a so-called insert layer, disposed in the side wall portion.
[0034] The following advantages are obtained by using an organic fiber cord having a melting point of 245°C or
higher for one layer of the turned-up carcass ply and by disposing the rubber-steel cord composite having the specific
structure at the exterior side of the above carcass as the down carcass ply. An increase in the temperature of the tire
is suppressed by suppressing bending during use, particularly during use in the run-flat condition. An increase in the
weight of the tire is held to a minimum. Performance of the tire is maintained at a higher level in the inflated condition
in comparison with that of safety tires having a conventional reinforcing rubber layer. The pneumatic tire exhibits ex-
cellent durability.
[0035] In the present invention, the combination of the down carcass ply having the steel cords and the turned-up
carcass ply having the organic fiber cords which is disposed at the inner side of the down carcass ply exhibits the
following effects. To suppress bending of the tire, the carcass which has the steel cords having excellent tensile rigidity
plays a role at an outer layer and the organic fiber plays a role with respect to bending of an inner layer of the tire
caused by bending of the tire. The resistance to cuts caused by an outside source is also improved by using the steel
cords disposed in the outer layer. Moreover, from the standpoint of the weight of the tire, the weight can be decreased
in comparison with a combination of one layer of a down carcass ply having the steel cords and one layer of a turned-
up carcass ply having the organic fiber cords.
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[0036] The following advantages are obtained by disposing the rubber-steel cord composite having the specific struc-
ture at the side wall portions. Adhesion between the rubber and the reinforcing cords in the pneumatic tire for passenger
cars does not decrease during use, particularly during use in the run-flat condition. Durability is further improved. Thus,
the pneumatic tire for passenger cars exhibiting excellent durability can be provided without adverse effects on per-
formance of the tire in the inflated condition.
[0037] The upper end portion of the rubber-steel cord composite may be disposed between an outer end portion of
the belt portion and a central portion of the tread portion.
[0038] Preferably, the upper end portion of the rubber-steel cord composite covers 10% or more of an area between
the outer end portion of the belt portion and the central portion of the tread portion.
[0039] The lower end portion of the rubber-steel cord composite may be disposed at a position lower than an upper
end portion of a bead filler.
[0040] The rubber-steel cord composite may be disposed in such a manner that the lower end portion of the rubber-
steel cord composite is disposed at a position of a lower end portion of the bead filler and an upper end portion of the
composite is disposed at a position higher than an upper end portion of the bead filler, and preferably the rubber-steel
cord composite has a length of 110% or more of a height of the bead filler.
[0041] The distance between a lower end portion of the rubber-steel cord composite and the outer end portion of
the belt portion may be 25 mm or more.
[0042] The invention will be further described with reference to the accompanying drawings, wherein

Figure 1 is an explanatory view describing the area A of a cord in a planar image of the steel cord formed by X-
rays passing through a steel cord.
Figure 2 is an explanatory view describing the area F of a cord occupied by filaments in a planar image of the steel
cord formed by X-rays passing through the steel cord.
Figure 3 shows a sectional view of an embodiment of the pneumatic tire of the present invention.
Figures 4A to 4E show structures of carcass plies of tires used in Examples of the invention.
Figure 5 shows a schematic sectional view of a pneumatic tire (Structure 6) used in an Example.
Figure 6 shows a schematic sectional view of a pneumatic tire (Structure 7) used in an Example.
Figure 7 shows a schematic sectional view of a pneumatic tire (Structure 8) used in an Example.
Figure 8 shows a schematic sectional view of a pneumatic tire (Structure 9) used in an Example.
Figure 9 shows a schematic sectional view of a pneumatic tire (Structure 10) used in an Example.
Figure 10 shows a schematic sectional view of a pneumatic tire (Structure 11) used in Example.
Figure 11 shows a schematic sectional view of a pneumatic tire (Structure 12) used in an Example.
Figure 12 shows a schematic sectional view of a pneumatic tire (Structure 13) used in an Example.
Figure 13 shows a schematic sectional view of a pneumatic tire (Structure 14) used in an Example.
Figure 14 shows a schematic sectional view of a pneumatic tire (Structure 15) used in an Example.
Figure 15 shows a schematic sectional view of a pneumatic tire (Structure 16) used in an Example.
Figure 16 shows a schematic sectional view of a pneumatic tire (Structure 17) used in an Example.
Figure 17 shows a schematic sectional view of a pneumatic tire (Structure 18) used in an Example.

[0043] A steel cord in a rubber-steel cord composite used in the present invention must have, in a planar image of
the steel cord formed by X-rays passing through the steel cord, filaments occupying a fraction R of the total area that
is from 0.45 or more to 0.95 or less in an arbitrarily selected portion of the steel cord having a length of 15 mm in the
axial direction of the cord.
[0044] The length of 15 mm in the axial direction of the cord means the length of 15 mm in the axial direction of an
actual cord. When the total area of the cord shown by the hatched area in Figure 1 is represented by A and the area
of the cord occupied only by filaments shown by the filled area in Figure 2 is represented by F in the planar image of
the cord shown in Figures 1 and 2, R is expressed as R=F/A.
[0045] When the rubber-steel cord composite is used in a tire, the fraction of the total area occupied by the filaments
can be measured directly while the composite is in the tire or after the composite has been taken out of the tire.
[0046] When R is less than 0.45, tensile modulus of the cord decreases and the rigidity requirements for the carcass
cannot be satisfied although the area of contact between individual filaments and matrix rubber is large and expansion
of corrosion with water into a wider area can be suppressed. When R exceeds 0.95, deformation of a steel filament
itself decreases and the effect of improving resistance to compression fatigue decreases. R is preferably from 0.50 or
more to 0.90 or less and more preferably from 0.55 or more to 0.75 or less.
[0047] When R is calculated, all portions that do not allow passage of the rays are projected as the filled area in the
single planar image and gaps hidden behind are not recognized. Therefore, conventional steel cords having a structure
which is conventionally called an open structure have an R in the range of from 0.98 to 1.00.
[0048] The rubber-steel cord composite used in the present invention has an open cord structure and preferably has
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an open cord structure in which filaments substantially do not contact each other. The area of contact between individual
filaments and matrix rubber can be changed by changing the fraction of area occupied by the filaments. Therefore,
when the steel cord described above is used, penetration of water into gaps in the steel cord can be suppressed by
increasing the area of contact between the filaments and the matrix rubber. Moreover, so-called fretting which is caused
by friction of individual filaments with each other can be suppressed by increasing the area of contact between the
filaments and the matrix rubber. As a result, expansion of corrosion with water into a wider area, which is the main
cause of the decrease in durability of steel cords, can be suppressed and, moreover, corrosion caused by fretting can
also be decreased remarkably.
[0049] The steel cord used in the present invention preferably has a 13n structure or a 1+n structure and n preferably
represents a natural number of 2 to 7, more preferably 3 to 6. When n exceeds 7, individual filaments tend to contact
each other and there is a possibility that fretting occurs. Therefore, such a value of n is not preferable from the standpoint
of durability of adhesion between the steel cord and the matrix rubber and corrosion resistance. The diameter of the
filament constructing the steel cord is preferably from 0.125 to 0.275 mm and more preferably from 0.125 to 0.230 mm.
When the diameter is less than 0.125 mm, it is difficult to stretch filaments in the production of the filament and tensile
strength of the filaments may become insufficient. As a result, it is difficult to obtain sufficient tensile strength of the
cord. As a result, when they are used for a so-called case member, such as carcass, of a tire, strength of the case
member decreases. When the diameter exceeds 0.275 mm, resistance to fatigue becomes inferior. Therefore, such
diameters are not preferable.
[0050] To manufacture the steel cord used in the present invention, for example, individual filaments are shaped to
a large degree using a preformer in the step of twisting, using a twisting machine such as a tubular machine. The
shaped filaments can be twisted together to form a steel cord.
[0051] The larger the degree of shaping relative to the pitch length of the filaments of the cord, the smaller the tensile
stress and the larger the elongation at break.
[0052] The rubber-steel cord composite can be used for tires, singly or in combination with other members. The final
tires can be manufactured by forming and vulcanizing in accordance with a conventional process.
[0053] In general, steel cords are tightly adhered to matrix rubber, so adhesion does not cause any problem even
when heat is generated in a large amount inside the composite. For example, rubber-steel composites exhibit a better
durability than that of a polyethylene terephthalate (PET) cord-rubber composite. However, decreasing the heat gen-
eration in a composite is very important even if the composite exhibits the above excellent property. When a steel cord
is compared, for example, with a PET cord, the steel cord has a higher bending rigidity to show a smaller amount of
bending under a load and, as a result, heat generation of the composite is less. Moreover, in comparison with a con-
ventional steel cord the above steel cord has a smaller tensile stress at a fixed degree of elongation and the degree
of elongation at break is relatively large. Therefore, the above steel cord exhibits remarkable improvement in resistance
to compression fatigue, which is generally considered to be a major drawback of a steel cord. In other words, resistance
to compression fatigue of the above steel cord can be improved remarkably because applied compression can be
absorbed by deformation of the steel filaments themselves.
[0054] When the rubber-steel cord composite is used for a tire in the run-flat condition, adhesion does not cause a
problem even when heat generation in the tire is very large (troubles in the run-flat condition take place at other portions
of the tire) and the performance in the run-flat condition is better than that of a tire using a PET cord or a conventional
steel cord. Thus, a pneumatic safety tire of the present invention having excellent durability in the run-flat condition
can be obtained by using the steel cord prepared as described above.
[0055] To exhibit the above effect more efficiently, the rubber-steel cord composite can be used for a carcass ply of
a tire.
[0056] The carcass ply reinforced with the steel cord used in the present invention can be prepared in accordance
with a conventional process. The carcass ply preferably has an end count of from 25 per 5 cm to 50 per 5 cm and more
preferably from 30 per 5 cm to 45 per 5 cm. A green tire is formed by suitably using the prepared carcass plies and
then carrying out vulcanization.
[0057] For a turned-up carcass ply, an organic fiber may be used. Preferably the organic fiber has a melting point of
245°C or higher and heat stability, as the temperature of a tire becomes as high as 200°C or higher in the run-flat
condition. Examples of the organic fiber include fibers of 66-Nylon (66Ny), 46-Nylon (46Ny), polyethylene terephthalate
(PET), polyethylene 2,6-naphthalate (PEN), aramide, polybenzoxazole (PBO) and polyolefin ketone (POK).
[0058] The present inventors analyzed in detail various tires of the side reinforcement type after use in the run-flat
condition. As a result, it was found that the causes of the temperature increase in a tire can be narrowed to the following
two phenomena. One phenomenon is the accumulation of heat generated by a so-called hysteresis loss due to the
compression and elongation of rubber. The other phenomenon is the concentrated heat generation due to shearing
strain formed between a side reinforcing rubber and a bead filler and/or between a side reinforcing rubber and a belt
underneath a tread. When the trouble starts at the side reinforcing rubber and/or the bead filler, the first phenomenon
is the major cause of the temperature increase in the tire. While the trouble starts at the carcass, the second phenom-



EP 0 953 462 B1

5

10

15

20

25

30

35

40

45

50

55

7

enon is the major cause. Therefore, when further improvement in durability of a tire in the run-flat condition using an
organic fiber cord, such as a polyester cord and/or a polyamide cord as the reinforcing cord for the carcass ply is
required, it is very important for improving durability of the carcass that concentrated formation of shearing strain formed
between the side reinforcing rubber and the bead filler and/or between the side reinforcing rubber and the belt under-
neath the tread be suppressed.
[0059] As the method of suppressing the formation of shearing strain, it is considered to be effective that a rubber-
steel cord composite having a high modulus of elasticity and excellent bending rigidity is used in the side wall portion.
However, when a conventional steel cord is used, buckling fatigue or plastic deformation takes place due to the applied
compression because deformation of a tire is very large during rolling of the tire, particularly during rolling of the tire
in the run-flat condition.
[0060] In accordance with the above consideration, the fraction of the total area occupied by filaments in a steel cord
embedded in a matrix rubber of the insert layer is limited to the specific range based on measurement in accordance
with the specific method as found by the present inventors.
[0061] When a tire is used in the run-flat condition, it is preferable that two carcass plies are used in order to suppress
deformation. However, when two carcass plies having steel cords are disposed under the belt, the neutral axis lies at
a position between the two plies and, under a large deformation or repeated deformations, the compression strain
concentrates upon one of the two plies and plastic deformation or buckling of the ply takes place. This phenomenon
is not desirable. It was found that, when either one of the two plies was separated into portions under the belt to
decrease the compression strain under the belt, durability in the run-flat condition is improved and the performance,
particularly riding comfort, under the inflated condition is also improved. Moreover, the stick-slip property is improved.
The weight of the tire can also decrease in comparison with that of the tire using two complete carcass plies having
the steel cords. To obtain the above effects, the distance between separated portions of the ply is preferably at least
20% and more preferably in the range of 25 to 60% of the width of the belt.
[0062] The tires of the present invention have a reinforcing layer which may be disposed at the outer circumference
of the belt layer and extended through the entire area of the belt layer, or cover end portions of the belt layer alone.
[0063] When the above rubber-steel cord composite is disposed at a side wall portion as a reinforcing layer (here-
inafter referred to as an insert, occasionally), it is preferable that an upper end portion of the insert is disposed between
an outer end portion of the belt and a center of a tread to effectively suppress the shearing strain which is concentrated
between the side reinforcing rubber and the bead filler and/or between the side reinforcing rubber and the belt under
the tread. It is more preferable that the upper end portion of the insert covers 10% or more of the area between the
outer end portion of the belt and the central portion of the tread. It is also preferable that the distance between a lower
end portion of the insert and the outer end portion of the belt is 25 mm or more. It is preferable that the lower end
portion of the insert is disposed at a position lower than the upper end portion of the bead filler. It is more preferable
that the lower end portion of the insert is disposed at a position of the lower end portion of the bead filler. Further, it is
preferable that the upper end portion of the insert is disposed at a position higher than the upper end portion of the
bead filler. Further, it is preferable that the insert has a length of 110% or more of the height of the bead filler.
[0064] Further, in order to suppress the shear strain between the belt and side reinforcing rubber, it is preferable that
the upper end of the rubber-steel cord composite is closer to the center of the tread than that of side reinforcing rubber.
[0065] In the present invention, the rubber reinforcing layer may be disposed at the side wall portion. The shape and
the disposed position of the rubber reinforcing layer is not particularly limited. It is sufficient that the rubber reinforcing
layer is disposed at least at a portion of the side wall portion. The rubber reinforcing layer may also extend to the
shoulder portion. A rubber reinforcing layer having a cross-section of a crescent shape may be disposed at the inner
face, the outer face or both faces of the carcass layer. Particularly when the side reinforcing rubber layer having a
cross-section of a crescent shape is disposed at the inner face of the carcass, durability in the run-flat condition is
further improved.
[0066] The rubber component used in the matrix rubber of the rubber-steel cord composite, rubber reinforcing layer,
carcass ply coating rubber, of the present invention is not particularly limited. For example, natural rubber (NR), buta-
diene rubber (BR), styrene-butadiene rubber (SBR) or synthetic isoprene rubber (IR) can be used. Compounding agents
generally used in the rubber industry such as carbon black and other reinforcing materials, vulcanizing agents, vul-
canization auxiliary agents, vulcanization accelerators, antioxidants, softeners and softening agent may suitably be
used in accordance with necessity
[0067] Physical properties of the rubber composition used for the composite are suitably selected in accordance with
the application of the composite. For example, the preferable ranges of the tensile stress at 50% elongation (M50) and
the tensile stress at 100% elongation of the rubber composition are as follows: when the rubber composition is used
as a carcass ply coating rubber, M50 of 1.2 MPa to 6.0 MPa and M100 of 3.0 MPa to 10.0 MPa are preferable for a steel
cord reinforced carcass ply, while M50 of 0.9 MPa to 30 MPa and M100 of 1.5 MPa to 5.0 MPa are preferable for an
organic fiber cord reinforced carcass ply.
[0068] When the rubber composition is used as a side reinforcing rubber layer, M50, in the range of from 2.0 to 9.0
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MPa and M100 in the range of from 4.0 to 15.0 MPa are preferable to effectively improve durability.
[0069] In the pneumatic safety tire of the present invention, at least one down carcass layer may be disposed between
a side wall rubber and the outer face of the carcass layer.
[0070] The present invention is described more specifically with reference to the following Examples. However, the
present invention is not limited by these Examples.

Measurement of properties

[0071] The tensile stress of a rubber composition was measured in accordance with the method of Japanese Indus-
trial Standard K6301-1995 at 24°C. X rays were irradiated from the normal direction with respect to the surface of the
rubber steel cord composite.
[0072] The hardness of the rubber composition was measured in accordance with JIS K 6301-1995 (JIS-A hardness).
[0073] The fraction of the total area occupied by the filaments was measured in accordance with the following method
using K-2 manufactured by SOFTEX Co., Ltd. to obtain a planar image. The fraction of the total area occupied by the
filaments was measured at 10 positions in the obtained image and the average of the obtained results was used as
the fraction of the total area occupied by the filaments. When a tire had a single ply, X-rays were irradiated from the
normal line direction with respect to the surface of the tire around the position of the maximum width of the tire in the
tire side wall portion. When a tire had a carcass having two or more plies, images of the plies overlapped with each
other and direct measurement was difficult. Therefore, one of the plies in the carcass was taken out and used for the
measurement. In both cases, the measurement was conducted in accordance with the same procedures as those
described above for the rubber-steel cord composite.
[0074] The retention rate of adhesion was measured in accordance with the following method: a test sample was
prepared by adhering a rubber composition and steel cords by vulcanization and the steel cords in the prepared test
sample were partially pulled up for a peeling test. The pulled-up steel cords and a remaining portion were each fixed
between upper and lower chucks. The peeling test was conducted using a tensile tester manufactured by INSTRON
Company at an extension speed of 50±5 mm per one minute. The original adhesive strength was obtained by dividing
the measured value by the number of extended cords. Then, another test sample which was the same as that used
above was left standing in a chamber kept at a constant temperature of 70°C and a constant humidity of 95% for 7
days. Thereafter, the treated test sample was tested in accordance with the same procedures as those described
above to obtain the adhesive strength after having been left standing in an atmosphere of higher temperature and
humidity. The ratio of this adhesive strength to the original adhesive strength was used as the retention rate of adhesion.
[0075] The strength at the time of breaking and the elongation at the time of breaking of the reinforcing steel cord
used for the carcass plies were measured in accordance with the method of Japanese Industrial Standard G3510-1992.
[0076] Performances of a tire were measured in accordance with the following methods.

(1) Durability under run-flat condition

[0077] A tire was attached to a rim and inflated to an internal pressure of 3.0 kg/cm2. The obtained assembly was
left standing in a room at a temperature of 38°C for 24 hours and then the internal pressure of the tire was released
to become equal to the atmospheric pressure by removing a core of a valve of the tire. A drum test of the tire was
conducted under the following conditions: an applied load of 570 kg, a speed of 89 km/hour and a room temperature
of 38°C. The distance driven before trouble occurred was regarded as the durability in the run-flat condition and the
durability is expressed as an index based on the result of a control tire which was set at 100. The larger the index, the
better the durability in the run-flat condition.

(2) Durability under inflated condition

[0078] A drum tester made of steel which had a smooth surface and a diameter of 1.707 m was used and the sur-
rounding temperature was adjusted to 30±3°C. A rim having a size specified by the standards of Japanese Automobile
Tire Manufacturers Association (JATMA) was used. A drum test of durability was conducted at the maximum internal
pressure specified by the standards of JATMA under an applied load twice the maximum load specified by the standards
of JATMA, and the distance driven before the tire became damaged was measured. As a criterion for practical use of
the tire, the result was evaluated as poor when the distance was 20,000 km or less and as good when the distance
exceeded 20,000 km.

(3) Durability under wet condition

[0079] A drum test for evaluation of durability under the wet condition was conducted under the same conditions as
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above (2) after 300 cc of water was injected into a test tire. The distance driven before the tire became damaged was
measured. As a criterion for practical use of the tire, the result was evaluated as poor when the distance was 15,000
km or less and as good when the distance exceeded 15,000 km.

(4) Evaluation of breaking property of steel cords in plies

[0080] A vehicle equipped with test tires was driven 300 times around a course having the shape of 8 at a speed of
about 25 km/hour. The force applied to the tires in the transverse direction of the tires during the test was 0.7G. After
driving, a carcass ply in the tires was taken out and examined under X-rays. At each of two positions under the belt
along the circumference of the tire, fifty cords in the carcass ply were observed and the number of broken cords was
counted. The fraction of broken steel cords was calculated and expressed as an index. The indices in the Tables are
expressed on the basis of the result of a control tire which was set at 100. The smaller the number, the better the
durability.
(5) The riding comfort was evaluated in accordance with the following method: the Test Sample Tires were attached
to a passenger car and the riding comfort was evaluated by two professional drivers. The result was expressed by one
of 1 to 10 points and the average of the points was obtained. The results of the Test Sample Tires and the Comparative
Test Sample Tires were expressed as indices based on the control (Comparative Test Sample Tire 16), which was set
at 100.
[0081] A formulation of a rubber composition used for a side reinforcing rubber layer is shown in Table 1 and a
formulation of a coating rubber for a carcass ply is shown in Table 2 and Table 3.

Table 1

Formulation of a rubber composition for a side reinforcing rubber

parts by weight

natural rubber 30.0
butadiene rubber *1 70.0
carbon black *2 60.0
softener *3 5.0
zinc oxide 3.0
stearic acid 1.0
vulcanization accelerator *4 3.5
antioxidant *5 2.0
sulfur 5.0

*1: BR01, a trade name; manufactured by JSR Corporation

*2: FEF

*3: Spindle oil

*4: NOCCELOR NS, a trade name; manufactured by OUCHI SHINKO KAGAKU KOGYO Co., Ltd.

*5: NOCLAC 6C, a trade name; manufactured by OUCHI SHINKO KAGAKU KOGYO Co., Ltd.
M50 = 4.5 MPa
M100 = 10.5 MPa
hardness 80

Table 2

Formulation of the coating rubber for the carcass ply having a high elongation steel cord

parts by weight

natural rubber 100.0
carbon black *1 50.0
softener *2 1.0

vulcanization accelerator *3 0.7

*1:HAF

*2: Spindle oil

*3: NOCCELOR CZ, a trade name; manufactured by OUCHI SHINKO KAGAKU KOGYO Co., Ltd.
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Example 1

[0082] Rubber-steel cord composites were prepared by using the rubber composition for the coating rubber for a
carcass ply having a formulation of Table 2. Three types of steel cords were prepared with various degrees of shaping,
and the retention rates of adhesion of each of the prepared composites was measured. The results are shown in Table
4. A composite having an R of 0.98 had a conventional open structure.

[0083] As shown by the results in Table 4, the rubber-steel cord composites 1 and 2 showed better retention rates
of adhesion than that of the composite having the closed structure or the conventional open structure.
[0084] Tires of size 225/60 R16 in which a reinforcing rubber layer having a cross-section of a crescent shape was
disposed at the inside of the carcass ply in the side wall portion were prepared in accordance with a conventional
process. The reinforcing rubber layer was prepared from a rubber composition having the formulation shown in Table 2.
[0085] The prepared tires had the following five types of carcass structures, which are shown in Figures 4A to 4E.

Table 2 (continued)

Formulation of the coating rubber for the carcass ply having a high elongation steel cord

parts by weight

antioxidant *4 1.0

zinc oxide 5.0

cobalt naphthenate*5 2.0

sulfur 4.0
*4: NOCLAC 6C, a trade name; manufactured by OUCHI SHINKO KAGAKU KOGYO Co., Ltd.

*5: Containing 10% of cobalt metal as the effective component
M50 = 2.4 MPa
M100 = 4 MPa

Table 3

Formulation of the coating rubber for a carcass ply having an organic cord

parts by weight

natural rubber 100.0
carbon black *1 40.0
softener *2 3.0
zinc oxide 3.0
stearic acid 1.0
antioxidant*3 1.0
vulcanization accelerator*4 0.8
sulfur 2.5

*1:HAF

*2: Spindle oil

*3: NOCLAC 6C, a trade name; manufactured by OUCHI SHINKO KAGAKU KOGYO Co., Ltd.

*4: NOCCELOR NZ, a trade name; manufactured by OUCHI SHINKO KAGAKU KOGYO Co., Ltd.
M50 = 1.6 MPa
M100 = 2.6 Mpa

Table 4

reference composite 1 reference composite composite 2 1 composite 2

Cord structure 135
closed

135
open

135
open

135
open

Diameter of filament 0.15 0.15 0.15 0.15
R 1.00 0.98 0.81 0.60
Retention rate of adhesion (%) 38 45 58 65
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Structure 1: A 3P structure having 2 turned-up carcass plies and 1 down carcass ply disposed at the outside of
the turned-up carcass plies.
Structure 2: A 2P structure having 2 turned up carcass plies, and the end portions of one of the two plies were
turned up to the tread portion (enveloped structure)
Structure 3: A 2P structure having 1 turned-up carcass ply and 1 down carcass ply disposed at the outside of the
turned-up carcass ply.
Structure 4: A 1P structure having 1 carcass ply in which the end portions were turned up to the tread portion
(enveloped structure)
Structure 5: A 1P structure having 1 turned-up carcass ply

[0086] The tires of the present invention had a reinforcing layer which was disposed at the outer circumference of
the belt layer and extended through the entire area of the belt layer, or cover end portions of the belt layer alone,
although the reinforcing layer is not shown in the Figures.
[0087] The structures of the test tires and the obtained results are shown in Tables 5 to 7.

Table 5

(U/U/D)*1

Comparative Test Sample Tire 1 2 3 4

Test Sample Tire 1 2 3 4

Cord structure 135 135 135 135 135 135 135 135
closed open open open closed open open open

Diameter of filament 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15
Tire structure 1 1 1 1 2 2 2 2
Carcass structure 3P 3P 3P 3P 2P 2P 2P 2P
R 1 0.98 0.81 0.60 1 0. 98 0.81 0.60

Durability in 330 run-flat condition 100 220 220 300 100 230 240
Durability in inflated condition poor good good good poor good good good
Durability in wet condition poor poor good good poor poor good good

*1 U: turned-up carcass ply
D: down carcass ply

Table 6

(1P Env.)*1

Comparative Test Sample Tire 5 6 7 8

Test Sample Tire 5 6 7 8

Cord structure 135 135 135 135 135 135 135 135
closed open open open closed open open open

Diameter of filament 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15
Tire structure 4 4 4 4 5 5 5 5
Carcass structure 1P 1P 1P 1P 1P 1P 1P 1P
R 1 0.98 0.81 0.60 1 0.98 0.81 0.60

Durability in run-flat condition *2100 290 300 420 *3100 290 320 460
Durability in inflated condition poor good good good poor good good good
Durability in wet condition poor poor good good poor poor good good

*1 Env.: Enveloped structure

*2 control for comparative example 6 and examples 5 and 6

*3 control for comparative example 8 and examples 7 and 8
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[0088] The results in the Tables show that the durability of the tires was improved by using the rubber-steel cord
composite of the present invention as the carcass ply in comparison with the tires in which composites having the
closed structure steel cord or the conventional open structure steel cord were used as the carcass ply. This advantage
was independent of the structure of the carcass.
[0089] The reason that excellent durability was exhibited in the test along the course having the shape of an 8 can
be considered to be as follows. While driving along the curved course, force is applied to the ply underneath the belt
in a manner such that compression stress is locally enhanced at the inner side of the curvature, i.e., at the portion
underneath the belt to which side force is applied (the inside), particularly in the vicinity of the belt end portions. There-
fore, the steel cord itself is imparted with the compression force. In the case of the steel cord having the closed structure
and the steel cord having the conventional open structure, which are used in the Comparative Test Sample Tires, the
cords tend to break because the cords have a high rigidity under compression and the force directly works on the steel
filaments. In contrast, in the case of the high elongation cord the compression force is absorbed by deformation of the
entire cord because rubber penetrates to a larger degree and rigidity under compression is low. As a result, the force
directly working on the filaments decreases and the excellent effect of increased durability can be exhibited.

Example 2

[0090] The schematic sectional view in Figure 5 shows the structures example (Structure 6) of a test tire 1 for pas-
senger cars which had a size 225/60 R16. A carcass 2 is comprised of a first ply 2a and a second ply 2b each of which
is reinforced with a cord and has a structure shown in Tables 8 and 9 and are arranged in a direction approximately
perpendicular to the equatorial plane 0. Both end portions of the first ply 2a are turned up around bead rings 3 to form
turned-up end portions. A bead filler 8 made of a rigid rubber composition is embedded between the bead ring 3, the
first ply 2a and the turned-up end portion in a manner such that the bead filler has a thickness decreasing in the upward
direction. The second ply 2b is a down carcass ply and both end portions thereof are disposed between a side wall
rubber 7 and the outer face of the turned-up portion of the first ply 2a. An end count number of an organic fiber reinforcing
carcass is 50 per 5 cm and an end count number of a steel cord reinforcing carcass is 36 per 5 cm.
[0091] At the inner circumferential face of the side wall rubber 7 of the first ply 2a, a rubber reinforcing layer 9 having
a cross-section of a crescent shape is disposed in a manner such that the thickness of the side wall portion of the tire
is about the same in an entire area extending from the position over the bead filler 8 via the first ply 2a to the tread
shoulder 11. The rubber reinforcing layer has a maximum thickness of 13 mm. A belt 4 is comprised of two rubber
sheets reinforced with steel cords having a cord structure of 135 and arranged in the direction oblique to the equator
plane 0 at an angle of 26° such that steel cords in one sheet are arranged in a direction intersecting a direction of steel
cords in another sheet.
[0092] Structure 7 shown in Figure 6 is the same as Structure 6 except that the arrangement of the second ply 2b
is different from that in Structure 6. Both end portions of the down carcass ply of the second ply 2b in Structure 7 are
disposed between the bead filler 8 and the inner face of the turned-up portion of the first ply 2a as shown in Figure 6.
[0093] The formulations of the rubber compositions used for the rubber reinforcing layer having a cross-section of

Table 7

(U/D)

Comparative Test Sample Tire 9 10

Test Sample Tire 9 10

Cord structure 135 135 135 135
closed open open open

Diameter of filament 0.15 0.15 0.15 0.15
Tire structure 3 3 3 3
Carcass structure 2P 2P 2P 2P
R 1 0.98 0.81 0.60

Durability in run-flat condition *1100 280 290 400
Durability in inflated condition poor good good good
Durability in wet condition poor poor good good
Fraction of broken steel cord *1100 42 5 2

*1 control
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a crescent shape, the first ply and the second ply are shown in Tables 1, 3 and 2, respectively.
[0094] The performances of the tires were measured in accordance with the same methods as those used in Example
1. For the measurement of the durability in the run-flat condition, the result obtained with Test Sample Tires 11 and 18
were used as a control for structure 6 and structure 7 respectively.
[0095] The obtained results are shown in Tables 8 and 9.
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Table 8

Comparative Test Sample Tire 11

Test Sample Tire 11 12 13 14 15 16 17

Tire structure 6 6 6 6 6 6 6 6

First ply
cord material 6Ny 66Ny 66Ny PET 46Ny aramide 66Ny PEN
melting point (°C) 218 260 260 255 281 - 260 272
cord structure 1400

dtex/2
1400
dtex/2

1400
dtex/2

1670
dtex/2

1400
dtex/2

1670
dtex/2

1400
dtex/2

1670
dtex/2

Second ply
cord material steel steel steel steel steel steel steel steel
cord structure 135 136 135 135 135 135 135 135
twist structure open closed open open open open open open
diameter of filament (mm) 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15
R (F/A) 0.6 1 0.6 0.6 0.6 0.6 0.81 0.6

Durability in inflated condition good poor good good good good good good
Durability in wet condition good poor good good good good good good
Durability in run-flat condition *1100 130 180 180 210 200 160 205
Form of trouble* a b c c c c c c

* 1 control
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Table 9

Comparative Test Sample Tire 12

Test Sample Tire 18 19 20 21 22 23 24

Tire structure 7 7 7 7 7 7 7 7

First ply
cord material 6Ny 66Ny 66Ny PET 46Ny aramide 66Ny PEN
melting point (°C) 218 260 260 255 281 - 260 272
cord structure 1400

dtex/2
1400
dtex/2

1400
dtex/2

1670
dtex/2

1400
dtex/2

1670
dtex/2

1400
dtex/2

1670
dtex/2

Second ply
cord material steel steel steel steel steel steel steel steel
cord structure 135 135 135 135 135 135 135 135
twist structure open closed open open open open open open
diameter of filament (mm) 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15
R (F/A) 0.6 1 0.6 0.6 0.6 0.6 0.81 0.6

Durability in inflated condition good poor good good good good good good
Durability in wet condition good poor good good good good good good
Durability in run-flat condition *100 130 190 185 220 205 160 200
Form of trouble * a b c c c c c c

Note:
a: The first ply melted and separated
b: The second ply was broken and deformed
c: The reinforcing rubber was broken

* control
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[0096] The results in Tables 8 and 9 show that the Test Sample Tires had improved durability under the inflated
condition and also in the run-flat condition independently of the structure of the carcass plies.

Example 3

[0097] The schematic sectional views in Figures 7 to 9 show the structure examples (Structures 8 to 10, respectively)
used in the test tire 1 for passenger cars which had a size 225/60 R16. The carcass 2 is composed of a first ply 2a
and a second ply 2b which have structures shown in Tables 10 to 12 and carcass ply cords are arranged in the direction
approximately perpendicular to the equatorial plane 0. Both end portions of the first ply 2a are turned up around bead
rings 3 to form turned-up end portions. A bead filler 8 made of a rigid rubber composition is embedded between each
bead ring 3, the first ply 2a and the turned-up end portion in a manner such that the bead filler has a thickness decreasing
in the upward direction. The second ply 2b is a down carcass ply and both end portions thereof are disposed between
the side wall rubber 7 and the outer face of the turned up portion of the first ply 2a. An end count number of an organic
fiber reinforcing carcass is 50 per 5 cm and an end count number of a steel cord reinforcing carcass is 36 per 5 cm.
[0098] At the inner circumferential face of the side wall rubber 7 of the first ply 2a, a rubber reinforcing layer 9 having
a cross-section of a crescent shape is disposed in a manner such that the thickness of the side wall portion of the tire
is about the same in an entire area extending from the position over the bead filler 8 via the first ply 2a to the tread
shoulder 11. The rubber reinforcing layer has a maximum thickness of 13 mm. A belt 4 is comprised of two rubber
sheets reinforced with steel cords having a cord structure of 135 and arranged in the direction oblique to the equatorial
plane 0 at an angle of 26° in a manner such that steel cords in one sheet are arranged in a direction intersecting a
direction of steel cords in the other sheet.
[0099] In Structure 6 shown in Figure 5, no insert is disposed. In Structures 8 to 10 shown in Figures 7 to 9, respec-
tively, an insert 10 shown in Tables 10 and 12 is disposed in manners shown in Figures 7 to 9.
[0100] The formulation of the rubber composition used for the rubber reinforcing layer having a cross-section of a
crescent shape was the same as that of the rubber composition shown in Table 1. The formulations of the rubber
compositions used in the first and the second ply, and the insert are shown in Tables 3 and 2 respectively.
[0101] The Test Sample Tires and Comparative Test Sample Tires were evaluated in accordance with the same
methods as those used in Example 2.
[0102] The results obtained are shown in Tables 10 to 12.

Table 10

Comparative Test Sample Tire 13 14 15

Test sample Tire 25 26

Tire structure 6 6 10 8 8

Carcass ply
cord material PET 66Ny 66Ny PET 66Ny
cord structure 1670 2100 2100 1670 2100

dtex/2 dtex/2 dtex/2 dtex/2 dtex/2

Insert
cord material - - steel steel steel
cord structure - - 135 135 135
twist structure - - closed open open
diameter of filament (mm) - - 0.15 0.15 0.15
R (F/A) - - 1 0.6 0.6

Durability in inflated Condition good good poor good good
Durability in run-flat condition (index) *2100 103 85 121 123
Form of trouble *1 A B C D D
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[0103] The results in Tables 10 to 12 show that the Test Sample Tires had improved durability under the inflated
condition and also in the run-flat condition independently of the structure of the carcass plies.

Example 4

[0104] The schematic sectional views in Figures 14 to 17 show the structure examples (Structures 15 to 18, respec-
tively) used in the test tire 1 for passenger cars which had a size 225/60 R16. The carcass 2 is composed of a first ply

Table 11

Comparative Test Sample Tire

Test Sample Tire 27 28 29 30 31

Tire structure 8 8 9 9 9

Carcass ply
cord material PEN 46Ny PET 66Ny PEN
cord structure 1670 2100 1670 2100 1670

dtex/2 dtex/2 dtex/2 dtex/2 dtex/2

Insert
cord material steel steel steel steel steel
cord structure 135 135 135 1 3 5 135
twist structure open open open open open
diameter of filament (mm) 0.15 0.15 0.15 0.15 0.15
R (F/A) 0.6 0.6 0.6 0.6 0.6

Durability in inflated condition good good good good good
Durability in run-flat condition (index) 130 135 138 138 142
Form of trouble*1 D D D D D

Table 12

Comparative Test Sample Tire

Test Sample Tire 32 33 34 35 36

Tire structure 9 10 10 10 10

Carcass ply
cord material 46Ny PET 66Ny PEN 46Ny
cord structure 2100 1670 2100 1670 2100

dtex/2 dtex/2 dtex/2 dtex/2 dtex/2

Insert
cord material steel steel steel steel steel
cord structure 135 135 135 135 135
twist structure open open open open open
diameter of filament (mm) 0.15 0.15 0.15 0.15 0.15
R (F/A) 0.6 0.6 0.6 0.6 0.6

Durability in inflated condition good good good good good
Durability in run-flat condition (index) 145 147 148 154 156
Form of trouble*1 D D D D D

Note:
*1
A: Separation of the carcass between the bead and the reinforcing rubber
B: Melting and fracture of the carcass material between the reinforcing rubber and the belt
C: Plastic deformation of the steel cord in the shoulder portion
D: Fracture of the reinforcing rubber
*2 control
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2a and a second ply 2b which have structures shown in Tables 13 and are arranged in the direction approximately
perpendicular to the equatorial plane 0. Both end portions of the first ply 2a are turned up around a bead ring 3 to form
turned-up end portions. A bead filler 8 made of a rigid rubber composition is embedded between each bead ring 3, the
first ply 2a and the turned-up end portion in a manner such that the bead filler has a thickness decreasing in the upward
direction. The second ply 2b is a down carcass ply and both end portions thereof are disposed between the side wall
rubber 7 and the outer face of the first ply 2a. In Structure 16 shown in Figure 15 and in Structure 18 shown in Figure
17, both end portions of the down carcass ply are disposed between the bead filler 8 and the inner face of the turned
up portion of the first ply 2a. In Structure 6 shown in Figure 5, neither the first ply 2a nor the second ply 2b are separated
into portions underneath the belt. In Structures 15 to 18, one of the first ply and the second ply is separated into portions
under the belt as shown in Figures 14 to 17, respectively. An end count number of an organic fiber reinforcing carcass
is 50 per 5 cm and an end count number of a steel cord reinforcing carcass is 36 per 5 cm.
[0105] At the inner circumferential face of the side wall rubber 7 of the first ply 2a, a rubber reinforcing layer 9 having
a cross-section of a crescent shape is disposed in a manner such that the thickness of the side wall portion of the tire
is about the same in an entire area extending from the position over the bead filler 8 via the first ply 2a to the tread
shoulder. The rubber reinforcing layer has a maximum thickness of 13 mm. The belt 4 is comprised of two rubber
sheets reinforced with steel cords having a cord structure of 135 and arranged in the direction oblique to the equatorial
plane 0 at an angle of 26° in a manner such that steel cords in one sheet are arranged in a direction intersecting a
direction of steel cords in the other sheet.
[0106] The formulation of the rubber composition used for the rubber reinforcing layer having a cross-section of a
crescent shape was the same as that of the rubber composition shown in Table 1. The formulation of the rubber com-
position for the carcass ply is shown in Table 2.
[0107] Test Sample Tires and Comparative Test Sample Tires were evaluated in accordance with the same methods
as those used in Example 2.
[0108] The results were expressed as an index based on the control, i.e., the result obtained with Comparative Test
Sample Tire 16 and Test Sample Tire 37, which were set at 100.
[0109] The obtained results are shown in Table 13.

[0110] The results in Table 13 show that the test sample tires had improved durability under the inflated condition
and also in the run-flat condition independently of the structure of the carcass plies.

Claims

1. A pneumatic tire (1) for passenger cars comprising, in a carcass layer (2) thereof or in an insert layer (10) of a side
wall portion (7) thereof, a rubber-steel cord composite which comprises a steel cord having, in a planar image of
the composite formed by X-rays passing through the composite, a fraction R of the total area occupied by filaments
of from 0.45 or more to 0.95 or less in an arbitrarily selected portion of the steel cord having a length of 15 mm in
an axial direction of the cord,

Table 13

Comparative Test Sample Tire 16

Test Sample Tire 37 38 39 40 41 42 43

Tire structure 6 6 15 16 17 18 6 15

Carcass ply
cord material steel steel steel steel steel steel steel steel
cord structure 135 135 135 135 135 135 135 135
twist structure closed open open open open open open open
diameter of filament (mm) 0.15 0.15 0.15 0.15 0.15 0.15 0.15 0.15
R (F/A) 1 0.6 0.6 0.6 0.6 0.6 0.81 0.81

Durability in inflated condition poor good good good good good good good
Durability in wet condition poor good good good good good good good
Durability in run-flat condition (index) *100 400 400 400 400 400 290 290
Riding comfort (index) 77 *100 108 108 108 108 100 103

*control
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wherein the length of 15 mm in an axial direction of the cord means a length of 15 mm in an axial direction
of an actual cord and the fraction R of the total area occupied by the filaments is expressed as R=F/A,

A representing the total area surrounded by the outline of the cord in the planar image, and F representing
the area of the cord occupied by the filaments.

2. A pneumatic tire for passenger cars as claimed in claim 1, wherein the filaments of the steel cord are present
substantially independently of each other in a matrix rubber.

3. A pneumatic tire for passenger cars as claimed in claim 1 or 2, wherein the steel cord has one of a 1xn structure
and a 1+n structure, n being in a range of 2 ≤ n ≤ 7.

4. A pneumatic tire for passenger cars as claimed in any of claims 1 to 3, wherein the filament constructing the steel
cord has a diameter in a range of from 0.125 to 0.275 mm.

5. A pneumatic tire for passenger cars as claimed in any of claims I to 4, wherein the side wall portion (7) thereof is
reinforced with a rubber reinforcing layer (9).

6. A pneumatic tire for passenger cars as claimed in any of claims 1 to 5, wherein the carcass (2) thereof comprises:
a turned-up ply (2a) reinforced with a cord of an organic fiber having a melting point of 245°C or higher, and a
down carcass ply (2b) comprising a rubber-steel cord composite in which a plurality of steel cords disposed sub-
stantially parallel to each other is embedded in a matrix rubber, said down carcass ply being disposed between a
side wall rubber and an outer face of the turned-up ply (2a).

7. A pneumatic tire for passenger cars as claimed in any of claims 1 to 5, comprising
a carcass ply (2a) reinforced with polyester cords and/or polyamide cords; wherein
the rubber-steel cord composite is disposed in a side wall portion (7), and the composite in which a plurality

of steel cords disposed substantially parallel to each other is embedded in a matrix rubber.

8. A pneumatic tire for passenger cars as claimed in any of claims 1 to 5, wherein the carcass (2) thereof comprises
a turned-up ply (2a) and a down ply (2b), and the down ply comprises a plurality of steel cords disposed substantially
parallel to each other and a matrix rubber, and is disposed between the side wall portion (7) and an outer face of
the turned-up ply (2a), and any one of the turned-up ply (2a) and the down ply (2b) is a separate-type carcass ply
which is separated into portions underneath a belt portion (4).

9. A pneumatic tire for passenger cars as claimed in claim 8, wherein any one of the turned-up ply (2a) and the down
ply (2b) is separated into portions disposed under the belt portion (4) with a distance of at least 20% of a width of
the belt portion between the portions.

10. A pneumatic tire as claimed in any of claims 1 to 9, which is. a run-flat tire.

Patentansprüche

1. Luftreifen (1) für Personenfahrzeuge, der in einer Karkassenschicht (2) oder in einer Einsatzschicht (10) eines
Seitenwandbereichs (7) von diesem einen Gummi-Stahlkord-Verbundwerkstoff aufweist, der einen Stahlkord um-
fasst, der in einer ebenen Abbildung des Verbundwerkstoffs, die mittels einer den Verbundwerkstoff durchdringen-
den Röntgenstrahlung erzeugt wird, einen Anteil R der Gesamtfläche, der von Fasern besetzt ist, von 0,45 oder
mehr bis 0,95 oder weniger in einem willkürlich gewählten Bereich des Stahlkords mit einer Länge von 15 mm in
einer axialen Richtung des Kords aufweist,
wobei die Länge von 15 mm in einer axialen Richtung des Kords einer Länge 15 mm in einer axialen Richtung
eines tatsächlichen Kords entspricht, und der Anteil R der Gesamtfläche, der mit Fasern besetzt ist, als R=F/A
ausgedrückt wird,
wobei A der Gesamtfläche entspricht, die von der Außenlinie des Kords in der ebenen Abbildung umgeben ist,
und F der Fläche des Kords entspricht, die von den Fasern besetzt ist.

2. Luftreifen für Personenfahrzeuge nach Anspruch 1, wobei die Fasern des Stahlkords im Wesentlichen unabhängig
voneinander in einer Gummimatrix vorhanden sind.
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3. Luftreifen für Personenfahrzeuge nach Anspruch 1 oder 2, wobei der Stahlkord entweder eine 1xn Struktur oder
eine 1+n Struktur aufweist, wobei n im Bereich von 2≤n≤7 liegt.

4. Luftreifen für Personenfahrzeuge nach einem der Ansprüche 1 bis 3, wobei die Faser in dem Stahlkord einen
Durchmesser in einem Bereich von 0,125 bis 0,275 mm aufweist.

5. Luftreifen für Personenfahrzeuge nach einem der Ansprüche 1 bis 4, wobei der Seitenwandbereich (7) des Luft-
reifens mit einer Gummiverstärkungsschicht (9) verstärkt ist.

6. Luftreifen für Personenfahrzeuge nach einem der Ansprüche 1 bis 5, wobei die Karkasse (2) des Luftreifens um-
fasst: eine hochgeschlagene Schicht (2a), die mit einem Kord aus einer organischen Faser mit einem Schmelz-
punkt von 245°C oder mehr verstärkt ist, und eine abwärts weisende Karkassenschicht (2b) mit einem Gummi-
Stahlkord-Verbundwerkstoff, in dem mehrere Stahlkords, die im Wesentlichen parallel zueinander angeordnet sind,
in einer Gummimatrix eingebettet sind, wobei die abwärts weisende Schicht zwischen einem Seitenwandgummi
und einer Außenfläche in der hochgeschlagenen Schicht (2a) positioniert ist.

7. Luftreifen für Personenfahrzeuge nach einem der Ansprüche 1 bis 5, der eine Karkassenschicht (2a) aufweist, die
mit Polyesterkords und/oder Polyamidkords verstärkt ist; wobei der Gummi-Stahlkord-Verbundwerkstoff in einem
Seitenwandbereich (7) angeordnet ist und der Verbundwerkstoff, in dem mehrere Stahlkords im Wesentlichen
parallel zueinander angeordnet sind, in einer Gummimatrix eingebettet ist.

8. Luftreifen für Personenfahrzeuge nach einem der Ansprüche 1 bis 5, wobei die Karkasse (2) des Luftreifens eine
hochgeschlagene Schicht (2a) und eine abwärts weisende Schicht (2b) aufweist, und die abwärts weisende Schicht
mehrere Stahlkords, die im Wesentlichen parallel zueinander angeordnet sind, und eine Gummimatrix umfasst,
und zwischen dem Seitenwandbereich (7) und einer Außenfläche der hochgeschlagenen Schicht (2a) angeordnet
ist, wobei die hochgeschlagene Schicht (2a) oder die abwärts weisende Schicht (2b) eine unterteilte Karkassen-
schicht ist, die.unterhalb eines Gürtelbereichs (4) unterteilt ist.

9. Luftreifen für Personenfahrzeuge nach Anspruch 8, wobei die hochgeschlagene Schicht (2a) oder die abwärts
weisende Schicht (2b) in Bereiche unterteilt ist, die unter dem Gürtelbereich (4) mit einem Abstand von wenigstens
20% einer Breite des Gürtelbereichs zwischen den Bereichen angeordnet sind.

10. Luftreifen nach einem der Ansprüche 1 bis 9, der ein platter Reifen ist.

Revendications

1. Bandage pneumatique (1) pour voitures de tourisme comprenant, dans une couche de carcasse (2) de celui-ci ou
dans une couche d'insert (10) d'une partie de paroi latérale (7) de celui-ci, un composite de câble en acier - caout-
chouc qui comprend un câble en acier ayant, dans une image plane du composite formée grâce à des rayons X
traversant le composite, une fraction R de la surface totale occupée par des filaments comprise entre 0,45, voire
plus, et 0,95, ou moins, dans une partie choisie arbitrairement du câble en acier ayant une longueur de 15 mm
dans une direction axiale du câble,

dans lequel la longueur de 15 mm dans une direction axiale du câble signifie une longueur de 15 mm dans
une direction axiale d'un câble réel et la fraction R de la surface totale occupée par les filaments est exprimée en
tant que R = F/A,

A représentant la surface totale entourée par le contour du câble dans l'image plane et F représentant la
surface du câble occupée par les filaments.

2. Bandage pneumatique pour voitures de tourisme selon la revendication 1, dans lequel les filaments du câble en
acier sont présents de manière sensiblement indépendante l'un de l'autre dans un caoutchouc matriciel.

3. Bandage pneumatique pour voitures de tourisme selon les revendications 1 ou 2, dans lequel le câble en acier a
l'une d'une structure 1 x n et d'une structure 1 + n, n étant compris entre 2 ≤ n ≤ 7.

4. Bandage pneumatique pour voitures de tourisme selon l'une quelconque des revendications 1 à 3, dans lequel le
filament constituant le câble en acier a un diamètre compris entre 0,125 et 0,275 mm.
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5. Bandage pneumatique pour voitures de tourisme selon l'une quelconque des revendications 1 à 4, dans lequel la
partie de paroi latérale (7) de celui-ci est renforcée par une couche de renforcement de caoutchouc (9).

6. Bandage pneumatique pour voitures de tourisme selon l'une quelconque des revendications 1 à 5, dans lequel la
carcasse (2) de celui-ci comprend : un pli de carcasse tourné vers le haut (2a) renforcé par un câble de fibre
organique ayant un point de fusion supérieur ou égal à 245 °C, et un pli de carcasse inférieur (2b) comprenant un
composite de câble en acier - caoutchouc dans lequel une pluralité de câbles d'acier disposés de manière sensi-
blement parallèle l'un à l'autre sont encastrés dans un caoutchouc matriciel, ledit pli de carcasse inférieur étant
disposé entre un caoutchouc de paroi latérale et une face externe du pli de carcasse tourné vers le haut (2a).

7. Bandage pneumatique pour voitures de tourisme selon l'une quelconque des revendications 1 à 5, comprenant
un pli de carcasse (2a) renforcé par des câbles en polyester et/ou des câbles en polyamide ; dans lequel
le câble en acier - caoutchouc composite est disposé dans une partie de paroi latérale (7) et le composite

dans lequel une pluralité de câbles d'acier disposés de manière sensiblement parallèle les uns aux autres est
encastrée dans un caoutchouc matriciel.

8. Bandage pneumatique pour voitures de tourisme selon l'une quelconque des revendications 1 à 5, dans lequel la
carcasse (2) de celui-ci comprend un pli tourné vers le haut (2a) et un pli inférieur (2b), et le pli inférieur comprend
une pluralité de câbles d'acier disposés de manière sensiblement parallèle les uns aux autres et un caoutchouc
matriciel, et est disposé entre la partie de paroi latérale (7) et une face externe du pli tourné vers le haut (2a) et
l'un quelconque des pli tourné vers le haut (2a) et pli inférieur (2b) est un pli de carcasse de type séparé qui est
séparé en parties en dessous d'une partie de ceinture (4).

9. Bandage pneumatique pour voitures de tourisme selon la revendication 8 dans lequel l'un quelconque des plis,
pli tourné vers le haut (2a) et pli inférieur (2b) est séparé en parties disposées sous la partie de ceinture (4) à une
distance d'au moins 20 % d'une largeur de la partie de ceinture entre les parties.

10. Bandage pneumatique selon l'une quelconque des revendications 1 à 9 qui est un pneu dégonflé.
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