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Description

BACKGROUND

Field of the Invention

[0001] The present invention relates to techniques for
communicating signals in semiconductor dies and multi-
chip systems. More specifically, the present invention re-
lates to a multi-chip system which includes semiconduc-
tor dies that communicate signals using on-chip photon-
ics.

Related Art

[0002] Advances in semiconductor technology have
led to significant increases in the performance of inte-
grated circuits, such as microprocessors. For example,
the clock frequency of microprocessors has increased
from 16 MHz in 1985 to 3600 MHz by 2005, an improve-
ment of 230 times, which represents an annual growth
rate of nearly 30 %. This performance trend has allowed
computers to perform increasingly complicated functions
across a wide variety of applications.
[0003] Unfortunately, several issues are beginning to
constrain further increases in the clock frequency. In par-
ticular, the latency of global on-chip wires increases as
technology scaling reduces their thickness but not their
length. In contrast, many local wires do not suffer from
this delay penalty because their lengths shrink along with
their thickness.
[0004] Moreover, as integration densities and clock
frequencies continue to increase, the power consump-
tion of high-performance microprocessors also increas-
es. Consequently, many existing microprocessors con-
sume over 100 W of power, which strains the capabilities
of air cooling systems. In fact, many microprocessors
have become power-limited, which means they could be
operated at higher clock frequencies at the cost of sig-
nificant increases in power consumption, and thus, in re-
quired cooling.
[0005] These design constraints have led designers to
change the architecture of modern microprocessors. In
particular, many microprocessors now include multiple
processor cores. These processor cores keep computa-
tion and associated communication operations local,
which reduces global delays in critical paths. Additionally,
individual processor cores can be selectively enabled,
thereby allowing unused processor cores to be put into
a sleep mode to conserve power and then awakened
when they are needed. Moreover, the use of smaller proc-
essor cores with shared logical blocks reduces the cost
of developing and debugging microprocessors.
[0006] Furthermore, many multiple-core microproces-
sors support chip multi-threading (CMT). This technique
helps address the increasing gap between microproces-
sor performance and the latency associated with fetching
instructions and data from main memory, which has

grown from a few clock cycles to hundreds of clock cycles
over the past two decades. This gap often limits system
performance because the microprocessor spends an in-
creasing amount of time waiting for memory accesses
instead of executing code. In a microprocessor that uses
CMT, a thread can be quickly swapped in and out of
execution. This rapid thread switching improves overall
system throughput because instead of waiting for a mem-
ory request to return when the current thread accesses
memory, the microprocessor can put the current thread
to sleep and reactivate another thread. Consequently,
utilization and throughput in such multi-threaded micro-
processors is much higher than in single-threaded mi-
croprocessors.
[0007] However, microprocessors that include multiple
cores and support multiple threads executing on each
core have higher communication requirements than sin-
gle-core, single-threaded microprocessors. In particular,
these microprocessors use high-bandwidth communica-
tion to: maintain coherence; pass messages; and/or per-
form simultaneous memory accesses. Moreover, as mi-
croprocessor throughput continues to increase, corre-
sponding bandwidth requirements are expected to in-
crease to terabits-per-second and beyond. Given the
aforementioned latency problems, it may be difficult to
meet these requirements using wires.
[0008] Hence, what is needed is a method and an ap-
paratus which provide improved intra-chip and inter-chip
communication without the problems listed above.
[0009] WO 2006/050446 A discloses a system for fa-
cilitating proximity communication using a bridge chip.
Capacitive coupling, optical communication, magnetic
coupling, short wavelength microwave radiation and
electromagnetic signals are disclosed as types of prox-
imity communications techniques. US 2004/197046 dis-
closes a system that communicates between a first sem-
iconductor die and a second semiconductor die through
optical signaling.

SUMMARY

[0010] The invention is defined in the claims; the term
"embodiment", used throughout the description, is in-
tended as meaning "example of the disclosure", rather
than, unless indicated otherwise, "embodiment of the in-
vention". One embodiment provides a system that in-
cludes an array of chip modules (CMs). This array in-
cludes a first CM, a second CM coupled to the first CM,
and a third CM coupled to the second CM. A given CM,
which can be the first CM, the second CM or the third
CM, includes a semiconductor die that is configured to
communicate data signals with other CMs through elec-
tromagnetically coupled proximity communication.
These proximity connectors are proximate to a surface
of the semiconductor die. Moreover, the first CM and the
third CM are configured to optically communicate optical
signals with each other via the second CM through an
optical signal path. The optical communication through
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the second CM takes place without intermediate process-
ing of electrical signals associated with the optical sig-
nals.
[0011] In some embodiments, the optical signal path
involves optical communication between the first CM and
the second CM, optical communication through the sec-
ond CM, and optical communication between the second
CM and the third CM. For example, the optical signal
path may comprise an all-optical bypass channel.
[0012] In some embodiments, the electromagnetically
coupled proximity communication includes capacitive
proximity communication, conductive proximity commu-
nication, inductive proximity communication and/or opti-
cal proximity communication.
[0013] In some embodiments, the optical signal path
through the second CM includes amplification in the op-
tical domain.
[0014] In some embodiments, the proximity connec-
tors include optical coupling elements. For example, the
optical coupling elements may include a lens, a diffraction
grating, and/or a mirror. Moreover, in some embodiments
the electromagnetically coupled proximity communica-
tion includes evanescent coupling.
[0015] In some embodiments, the array includes a 1-
dimensional chain of CMs and/or a 2-dimensional array
of CMs.
[0016] In some embodiments, the optical signal path
facilitates communication in a first direction and a second
optical signal path facilitates communication in a second
direction. Note that the first direction and the second di-
rection may be substantially perpendicular. Alternatively,
the first direction and the second direction may be parallel
but oriented in opposite directions.
[0017] In some embodiments, the optical signal path
is configured for bidirectional communication of informa-
tion between the CMs.
[0018] In some embodiments, the surface of the first
CM faces the surface of the second CM, so that proximity
connectors on the first CM are coupled to proximity con-
nectors on the second CM, thereby facilitating the elec-
tromagnetically coupled proximity communication be-
tween the first CM and the second CM.
[0019] In some embodiments, the surface of the first
CM faces the back of of the second CM.
[0020] In some embodiments, proximity connectors on
the first CM are coupled to proximity connectors on the
second CM via a bridge component, thereby facilitating
the electromagnetically coupled proximity communica-
tion between the first CM and the second CM.
[0021] In some embodiments, the proximity connec-
tors in a given CM are proximate to a corner and/or a
side of the semiconductor die.
[0022] In some embodiments, the given CM includes
a first conversion element configured to convert electrical
signals into optical signals and a second conversion el-
ement configured to convert the optical signals into elec-
trical signals. Moreover, the given CM may include an
add-drop element configured to: insert the optical signals

onto the optical signal path; remove the optical signals
from the optical signal path; and/or allow the optical sig-
nals to pass through the given CM.
[0023] Another embodiment of the present invention
provides a computer system that includes the array.
[0024] Another embodiment provides a method for
communicating data signals. During this method, the sec-
ond CM receives data signals from the first CM via an
optical signal path. Next, the third CM receives the data
signals from the second CM via the optical signal path.
Note that adjacent CMs, such as the first CM and the
second CM or the second CM and the third CM, are con-
figured to communicate with each other using electro-
magnetic proximity communication through electromag-
netically coupled proximity connectors.

BRIEF DESCRIPTION OF THE FIGURES

[0025]

FIG. 1A is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 1B is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG 2 is a block diagram illustrating a device that
includes proximity connectors in accordance with an
embodiment of the present disclosure.
FIG. 3 is a block diagram illustrating a system that
includes semiconductor dies that communicate us-
ing proximity communication in accordance with an
embodiment of the present disclosure.
FIG. 4A is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 4B is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 5 is a block diagram illustrating a conversion
element in accordance with an embodiment of the
present disclosure.
FIG 6A is a block diagram illustrating a device that
includes on-chip optical communication in accord-
ance with an embodiment of the present disclosure.
FIG 6B is a block diagram illustrating a device that
includes on-chip optical communication in accord-
ance with an embodiment of the present disclosure.
FIG. 7 is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present invention.
FIG. 8 is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 9 is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 10 is a block diagram illustrating a multi-chip
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module in accordance with an embodiment of the
present disclosure.
FIG. 11 is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 12 is a block diagram illustrating a multi-chip
module in accordance with an embodiment of the
present disclosure.
FIG. 13 is a flow chart illustrating a process for com-
municating signals in accordance with an embodi-
ment of the present disclosure.
FIG. 14 is a block diagram illustrating a computer
system in accordance with an embodiment of the
present disclosure.
Note that like reference numerals refer to corre-
sponding parts throughout the drawings.

DETAILED DESCRIPTION

[0026] The following description is presented to enable
any person skilled in the art to make and use the inven-
tion, and is provided in the context of a particular appli-
cation and its requirements. Various modifications to the
disclosed embodiments will be readily apparent to those
skilled in the art, and the general principles defined herein
may be applied to other embodiments and applications
without departing from the scope of the present invention.
Thus, the present invention is not intended to be limited
to the embodiments shown, but is to be accorded the
widest scope consistent with the attached claims.
[0027] Embodiments of a method, a multi-chip module
(MCM) (such as a switch or a processor), and systems
that include the MCM are described. This MCM includes
an array of chip modules (CMs) or single-chip modules
(SCMs), and a given SCM includes at least one semi-
conductor die. Note that the MCM is sometimes referred
to as a ’macro-chip.’ Furthermore, the semiconductor die
communicates with other semiconductor dies, CMs, SC-
Ms, and/or devices in the MCM using proximity commu-
nication of electromagnetically coupled signals (which is
referred to as ’electromagnetic proximity communica-
tion’), such as capacitively coupled signals and/or prox-
imity communication of optical signals (which are, re-
spectively, referred to as ’electrical proximity communi-
cation’ and ’optical proximity communication’). In some
embodiments, the electromagnetic proximity communi-
cation includes inductively coupled signals and/or con-
ductively coupled signals.
[0028] In some embodiments, a first component (such
as the semiconductor die) in the MCM is situated face-
to-face with another component (for example, a bridge
chip or another semiconductor die) such that proximity
pads or connectors on the first component are capaci-
tively coupled and/or optically coupled with proximity
pads or connectors on the other component. Note that
electromagnetic proximity connectors allow communica-
tion of electromagnetic signals between the components
without having to route the signals through intervening

signal lines within a printed circuit board. In addition, op-
tically coupled proximity connectors allow communica-
tion of optical signals between the components without
having to route the signals through a fiber-optic cable or
a separate optical interconnect. Thus, the proximity con-
nectors can provide high bandwidth intra-chip and inter-
chip communication.
[0029] Moreover, in some embodiments optical signals
are optically communicated from a first CM to a third CM
via a second CM through an optical signal path, which
may include a waveguide for low latency intra-chip and
inter-chip communication. For example, the optical signal
path may include optical communication between the first
CM and the second CM, optical communication through
the second CM, and optical communication between the
second CM and the third CM. Moreover, the optical com-
munication through the second CM may take place with-
out intermediate processing of electrical signals associ-
ated with the optical signals. In an exemplary embodi-
ment, the optical signal path is an all-optical bypass chan-
nel.
[0030] By allowing optical signals to pass through the
second CM without detection or conversion, the MCM
may also provide reduced latency inter-chip communi-
cation by removing the delays associated with conver-
sion(s) from the optical to the electrical domain (and vice
versa). Moreover, the use of an all-optical bypass chan-
nel may reduce power consumption and the expense of
the MCM. Consequently, these techniques may facilitate
the creation of arbitrarily large arrays with very high per-
formance.
[0031] Embodiments of the MCM may be used in a
variety of applications, including: VLSI circuits, telepho-
ny, storage area networks, data centers, networks (such
as local area networks), and/or computer systems (such
as multiple-core processor computer systems). For ex-
ample, the MCM may be included in a backplane that is
coupled to multiple processor blades, or the MCM may
couple different types of components (such as proces-
sors, memory, I/O devices, and/or peripheral devices).
In some embodiments, the MCM performs the functions
of: a switch, a hub, a bridge, and/or a router. Note that
the electrical signals and/or optical signals may include
analog signals, data packets, and/or data streams. These
signals may include binary symbols, un-encoded signals,
and/or encoded symbols (for example, using multiple-
pulse amplitude modulation and/or wavelength-division
multiplexing, where different sub-channels are used to
communicate information). Moreover, communication in
the optical signal path may be: unidirectional or bidirec-
tional (including half-duplex and/or full-duplex operation).
[0032] We now describe embodiments of a macro-chip
or MCM. FIG. 1A presents a block diagram illustrating a
top-view of an embodiment of a MCM 100. This MCM
includes an array of multiple semiconductor dies 110 and
112. Proximity connectors on the corners (and more gen-
erally on side edges) of the semiconductor dies 110 and
112 overlap and couple signals between adjacent sem-
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iconductor dies using electromagnetic proximity commu-
nication, such as capacitive and/or optical proximity com-
munication. Thus, in some embodiments semiconductor
dies 110 are face up and semiconductor dies 112 are
face down. However, in other embodiments semiconduc-
tor dies 110 are face down and semiconductor dies 112
are face up.
[0033] In an exemplary embodiment, MCM 100 in-
cludes a computer system, including one or more proc-
essors and/or memories. In some embodiments, MCM
100 includes a switch. In these embodiments, one or
more of the semiconductor dies 110 and 112 implement
some or all of the functionality of a switch. Such semi-
conductor dies are sometimes referred to as ’switch
chips’ or ’logic chips.’ Therefore, one or more of the sem-
iconductor dies 110 and 112 may include I/O ports to
communicate input signals and output signals, as well
as multiple switching elements that selectively couple the
input and output ports. Furthermore, in some embodi-
ments at least one of the semiconductor dies 110 and
112 includes a flow-control mechanism or logic that pro-
vides flow-control information that configures the switch-
ing elements or determines routing of data. This flow-
control information may be communicated in the electri-
cal domain and/or in the optical domain, and may be com-
municated along with the data and/or separately from the
data (for example, in a separate flow-control communi-
cation channel, i.e., out-of-band control). Moreover, flow-
control logic may be internal or external to MCM 100 (or
MCM 130 in FIG. 1B), and flow-control logic may be cen-
tral or distributed.
[0034] FIG. 1B presents a block diagram illustrating a
top view of an embodiment of MCM 130 (which may in-
clude a computer system and/or a switch). This MCM
includes an array of multiple semiconductor dies 114 and
bridge chips 116. Proximity connectors on the side edges
(and in some embodiments on the corners) of the sem-
iconductor dies 114 and the bridge chips 116 overlap and
couple signals between adjacent components in the
MCM 130 using electromagnetic proximity communica-
tion, such as capacitive and/or optical proximity commu-
nication. In some embodiments semiconductor dies 114
are face up and the bridge chips 116 are face down.
However, in other embodiments semiconductor dies 114
are face down and the bridge chips 116 are face up.
[0035] Note that the bridge chips 116 may include one
or more waveguides and/or multiple signal lines that cou-
ple signals from receive proximity connectors on one end
of the bridge chips 116 to transmit proximity connectors
on the other end. Such communication across the bridge
chips 116 may be synchronous and/or asynchronous. In
some embodiments bridge chips 116 include active elec-
tronics and/or optical components to transmit and receive
signals, to amplify signals, and/or to resynchronize phas-
es of signals on at least two of the signal lines. For ex-
ample, the bridge chips can include a pipeline circuit that
includes flip-flops and/or synchronization circuitry that
are latched by clock signals to correct for an accumulated

phase error. In these embodiments, the bridge chips 116
may be implemented using semiconductor dies, howev-
er, these dies may include different circuits and function-
ality than the semiconductor dies 114. In other embodi-
ments, the bridge chips 116 are manufactured from a
material other than a semiconductor.
[0036] As described below with reference to FIGs.
7-10, in some embodiments at least some signals (such
as optical signals in an all-optical bypass) are communi-
cated through one or more semiconductor dies 110 (FIG.
1A) and/or 112 (FIG. 1A), or through semiconductor dies
114 and/or bridge chips 116 without detection or conver-
sion by active electronics or optical components. For ex-
ample, switching or routing in MCMs 100 (FIG. 1A) and/or
130 may include optical switching, i.e., the data and the
flow-control information may traverse the array entirely
in the optical domain. (However, in general data and/or
flow-control information may traverse the array using ei-
ther capacitively coupled and/or optical communication.)
Moreover, the optical signals may be amplified during
communication in the optical domain.
[0037] In an exemplary embodiment, MCM 130 in-
cludes a 6x6 array of semiconductor dies 114 and a 5x5
array of bridge chips 116. In another exemplary embod-
iment, MCM 130 includes a 4x4 array of semiconductor
dies 114 and a 3x3 array of bridge chips 116. Further-
more, electric and optical information in MCMs 100 (FIG.
1A) and 130 may flow in each of the four principal direc-
tions (North, South, East, and West) in the MCMs 100
(FIG. 1A) and 130. However, in some embodiments,
electric and optical information flow along orthogonal di-
rections in the MCMs 100 (FIG. 1A) and 130 (for example,
optical information may flow East-West and electrical in-
formation may flow North-South).
[0038] In another exemplary embodiment of MCMs100
(FIG. 1A) and/or 130, data is communicated between
semiconductor dies 100 (FIG. 1A) and 112 (FIG. 1A)
and/or semiconductor dies 114 that are not nearest
neighbors using optical signals (for example, using all-
optical bypasses).
[0039] Note that because of the use of proximity com-
munication in the MCMs 100 (FIG. 1A) and 130, each of
the interior components has a high-bandwidth connec-
tion to its immediate neighbors, and the bisection band-
width of the MCMs 100 (FIG. 1A) and 130 may approach
that of a single wafer-scale-integrated chip that has the
same total complexity. Thus, the component-to-compo-
nent bandwidth in the MCMs 100 (FIG. 1A) and 130 may
be high enough to effectively hide the component bound-
aries and create a single ’virtual’ chip.
[0040] In some embodiments, proximity communica-
tion transfers information between components in the
MCMs 100 (FIG. 1A) and 130 using parallel words, there-
by reducing delays. Furthermore, in some embodiments
signals communicated in the MCMs 100 (FIG. 1A) and
130 are encoded (either internally or externally) using a
channel code (such as time-division-multiple-access, fre-
quency-division-multiple-access, and/or code-division-
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multiple-access). In an exemplary embodiment, the
channel code is a DC-balanced or DC-free code. For
example, the channel code may be a (n, k) code, such
as an 8/10 code. In some embodiments, header informa-
tion in data packets or data units is not encoded. Instead,
such information may be inverted and repeated to
achieve DC-balance. In embodiments where MCMs 100
(FIG. 1A) and 130 include a switch, encoding and decod-
ing of signals may or may not be implemented in the
switching elements. For example, encoding and decod-
ing may occur external to the switch or at a centralized
component.
[0041] Optical routing (in an optical control path and/or
an optical signal path) on a given component in MCMs
100 (FIG. 1A) and 130 may be accomplished using: on-
chip optical waveguides (such as silicon-on-insulator
waveguides), ring resonators, modulators (such as
phase modulators), detectors, and/or add or drop
waveguides that configure input/output ports on the given
component (these waveguides may include: splitters,
grating couplers, and/or combiners). To avoid crossing
of waveguides on the given component, optical signals
may traverse the MCMs 100 (FIG. 1A) and 130 along a
first axis (such as East-West) and electrical signals (in-
cluding power and ground) may traverse the MCMs 100
(FIG. 1A) and 130 along a second axis (such as North-
South). This configuration may offer a compact imple-
mentation and the fast switching times associated with
electric circuits. However, this assignment of directional
flow is for the sake of clarity and does not in any way limit
the scope of the invention disclosed here. For example,
optical and electrical signals may enter and exit any side
of the MCMs 100 (FIG. 1A) and 130. Furthermore, optical
and electrical input/output ports may be co-positioned
next to each another.
[0042] Although MCMs 100 (FIG. 1A) and 130 are il-
lustrated as having a number of discrete items, FIGs. 1A-
1B and the other embodiments described below are in-
tended to be a functional description of the various fea-
tures which may be present rather than as a structural
schematic of the embodiments described herein. In prac-
tice, and as recognized by those of ordinary skill in the
art, the functions of the MCMs 100 (FIG. 1A) and 130 (as
well as the other embodiments) may be distributed over
a large number of components performing particular sub-
sets of functions. Therefore, the MCMs 100 (FIG. 1A)
and 130 (as well as the other embodiments) may include
fewer components or additional components. Note that
in some embodiments, proximity connectors between
MCMs 100 (FIG. 1A) and 130 are remateable. Moreover,
two or more components may be combined into a single
component and/or a position of one or more components
may be changed. For example, in some embodiments
bridge chips 116 may be replaced by additional semicon-
ductor dies 114. Furthermore, in some embodiments
functions of the MCMs 100 (FIG. 1A) and 130 (as well
as the other embodiments) may be implemented in hard-
ware and/or in software.

[0043] We now described embodiments of devices
(such as SCMs and MCMs) and systems that include
proximity communication. FIG 2 presents a block dia-
gram illustrating an embodiment of a device 200 that in-
cludes proximity connectors 212 (which may be capaci-
tive, optical, inductive, and/or conductive-based connec-
tors). Device 200 may include at least one semiconductor
die 210, where semiconductor die 210 may include inte-
grated circuit electronics corresponding to layers depos-
ited on a semiconductor substrate. Note that semicon-
ductor die 210 may be packaged in an SCM and/or a
MCM, where the MCM may include two or more SCMs.
When packaged, for example in the SCM or the MCM,
the one semiconductor die 210 is sometimes referred to
as a "chip."
[0044] In one embodiment, the proximity connectors
212 may be on or proximate to at least one surface of
the semiconductor die 210, the SCM and/or the MCM.
In other embodiments, the semiconductor die 210, the
SCM and/or the MCM may be coupled to the proximity
connectors 212. In an exemplary embodiment, the plu-
rality of proximity connectors 212 are substantially locat-
ed at or near one or more corners (proximity connectors
212-1 and 212-2) and/or edges (proximity connectors
212-3) of the semiconductor die 210. In other embodi-
ments, proximity connectors 212 may be situated at one
or more arbitrary locations on, or proximate to, the sur-
face of the semiconductor die 210.
[0045] As illustrated for the proximity connectors
212-1, there is a first pitch 214-1 between adjacent con-
nectors or pads in a first direction (X) 216 of the surface
and a second pitch 214-2 between adjacent connectors
or pads in a second direction (Y) 218 of the surface. In
some embodiments, the first pitch 214-1 and the second
pitch 214-2 are approximately equal.
[0046] FIG. 3 presents a block diagram illustrating an
embodiment of a system 300 that includes semiconduc-
tor dies 210 that communicate using capacitive proximity
communication (which is used as an illustration). Semi-
conductor dies 210 may include proximity connectors or
pads 212 that are on or proximate to at least respective
surfaces 308 of the semiconductor dies 210. For exam-
ple, the plurality of proximity connectors 212 may be sit-
uated beneath protective layers such that they are locat-
ed below the surfaces 308. Moreover, subsets of the
proximity connectors 212 may be coupled to transmit cir-
cuits 310 (such as transmit drivers) and receive circuits
312 (such as receivers). One of the transmit circuits 310,
at least a subset of the proximity connectors 212 on the
adjacent semiconductor dies 210, and one of the receive
circuits 312 may constitute a communication channel.
For example, the communication channel may include
transmit circuit 310-1, some of the proximity connectors
212, and receive circuit 312-1. Note that transmit circuits
310 and receive circuits 312 may utilize voltage-mode
signaling (i.e., voltage-mode drivers and receivers). Fur-
thermore, semiconductor dies 210 may also include wir-
ing and electronics (not shown) to relay the data signals
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to additional electronics on the semiconductor dies 210,
such as logic, memory (for example, a packet buffer
memory), I/O ports, demultiplexers, multiplexers, and
switching elements.
[0047] In order to communicate data signals using
proximity communication, transmit and receive proximity
connectors 212 on adjacent semiconductor dies 210 may
have, at worst, only limited misalignment, i.e., substan-
tially accurate alignment. For densely packed proximity
connectors, i.e., proximity connectors 212 having a small
spacing or pitch 214 (FIG. 2) between adjacent pads, the
alignment between two or more proximity connectors 212
on adjacent semiconductor dies 210 may be within a few
microns in the first direction (X) 216 (FIG. 2) and/or a few
microns in the second direction (Y) 218 (FIG. 2) in a first
plane including at least some of the proximity connectors
212, and/or within a few microns in a third direction (Z)
approximately perpendicular to the first plane. The sys-
tem 300 illustrates a misalignment 314 in the third direc-
tion (Z).
[0048] In some embodiments, the proximity connec-
tors 212 may be aligned in six degrees of freedom, in-
cluding: the first direction (X) 216 (FIG. 2); the second
direction (Y) 218 (FIG. 2); the third direction (Z); an angle
in the first plane defined by the first direction (X) 216 (FIG.
2) and the second direction (Y) 218 (FIG. 2); an angle in
a second plane defined by the first direction (X) 216 (FIG.
2) and the third direction (Z); and an angle in a third plane
defined by the second direction (Y) 218 (FIG. 2) and the
third direction (Z). Note that if a surface, such as the sur-
face 308-1, of either of the adjacent semiconductor dies
210 is non-planar (for example, due to quadrapole dis-
tortion), additional alignment problems may be intro-
duced.
[0049] In some embodiments, allowed misalignment
in the first direction (X) 216 (FIG. 2), the second direction
(Y) 218 (FIG. 2) and/or the third direction (Z) is less than
one half of the pitch 214 (FIG. 2) between adjacent pads
212. For example, misalignment in the first direction (X)
216 (FIG. 2) and/or the second direction (Y) 218 (FIG. 2)
may be less than 25 mm, and the misalignment 314 in
the third direction (Z) may be less than 5 mm.
[0050] Solutions, such as self-alignment and/or self-
adjustment of relative positions of the proximity connec-
tors 212 on adjacent semiconductor dies 210 and/or in
a component (such as one of the bridge chips 116 in FIG.
1B) coupling two or more semiconductor dies 210, may
reduce and/or eliminate the misalignment 314 in the third
direction (Z). For example, structures that have flexibility
compliance or are spring-like may be used. In other em-
bodiments, a feedback control loop may be used to re-
duce and/or eliminate the misalignment 314 in the third
direction (Z).
[0051] Reducing or eliminating the misalignment 314,
in turn, may lead to at least partial overlap of one or more
proximity connectors 212 on the adjacent semiconductor
dies 210 and increase a magnitude of the capacitively
coupled data signals. In addition, the solutions may re-

duce misalignment in the first plane, i.e., the plane in-
cluding at least some of the proximity connectors 212,
when used in conjunction with techniques such as elec-
tronic steering (where data signals are routed to respec-
tive proximity connectors 212 based on the alignment in
the first plane). Consequently, these solutions may facil-
itate proximity communication between the semiconduc-
tor dies 210, SCMs and/or MCMs. The solutions may
also reduce and/or eliminate a need for narrow toleranc-
es, precise manufacturing, and/or precise assembly of
the semiconductor dies 210, the SCM and/or the MCM.
In addition, improved alignment of the proximity connec-
tors 212 may reduce power consumption in MCMs 100
(FIG. 1A) and/or 130 (FIG. 1B).
[0052] In the embodiments described above and be-
low, the proximity connectors 212 on the adjacent sem-
iconductor dies 210 utilize capacitive coupling and/or op-
tical coupling for inter-chip communication. In other em-
bodiments, different connectors may be overlapped on
adjacent semiconductor dies 210. For example, one em-
bodiment of the present invention uses inductive prox-
imity connectors and/or magnetic proximity connectors,
where data signals are communicated inductively and/or
magnetically between terminals on closely adjacent sem-
iconductor dies 210. Another embodiment conductively
couples connectors in adjacent semiconductor dies 210
using an array of solder balls.
[0053] While the device 200 (FIG. 2) and the system
300 are illustrated as having a number of components in
a given configuration, in other embodiments the device
200 (FIG. 2) and/or the system 300 may include fewer
components or additional components. Moreover, two or
more components may be combined into a single com-
ponent and/or a position of one or more components may
be changed.
[0054] We now describe embodiments of optical com-
ponents on semiconductor dies that may be included in
the MCMs 100 (FIG. 1A) and 130 (FIG. 1B). Existing on-
chip metal signal lines often result in large delays, and
as technology scales, these delays are increasing. For
example, as wire geometries become smaller (thinner,
narrower, etc.) they become more resistive. While there
are design techniques that can mitigate some of these
trends in single-chip systems (for example, using tran-
sistors or buffers along long wires to refresh signals), the
maximum wire lengths in these systems rarely exceed 2
cm. However, in systems such as MCMs 100 (FIG. 1A)
and 130 (FIG. 1B) the maximum wire length is, at least
theoretically, unbounded. Consequently, the wire length
may be 20 cm, and even though the resulting physical
communication channel is routinely broken by proximity
communication jumps between components, the latency
or delay may be 10 to 20 times larger than that associated
with the longest wire in a single chip.
[0055] In general, long wire latencies do not restrict the
operating frequency in a system. Instead, these latencies
may increase the cost of communication within the sys-
tem. For example, when there are long wire latencies,

11 12 



EP 2 195 842 B1

8

5

10

15

20

25

30

35

40

45

50

55

memories that maintain coherency by snooping on other
memories or that operate by casting out scatter or gather
requests may be restricted to use a limited set of neigh-
boring memories. In another example, architectures that
pipeline communication requests may maintain queues
of outstanding requests until these queues are fulfilled.
Unfortunately, as communication distances and delays
increase, the queues may become larger and larger, in-
creasing the size, the power consumption, and the com-
plexity of the system.
[0056] In some embodiments, these problems may be
reduced and/or eliminated through the use of on-chip
and/or inter-chip optical communication. For example,
as discussed previously semiconductor dies 110, 112,
and 114 (FIGs. 1A and 1B) and/or bridge chips 116 (FIG.
1B) may include optical waveguides. These waveguides
may have widths less than 1 mm and, in some embodi-
ments, may simultaneously carry multiple independent
wavelengths, thereby increasing the effective informa-
tion capacity of each waveguide by the number of inde-
pendent wavelengths. In an exemplary embodiment, a
given waveguide may communicate 32-64 wavelengths.
[0057] Note that the speed of light in an optical
waveguide is determined by the effective refractive index
of the waveguide that is used to confine and communi-
cate the light across the chip or a series of chips. In par-
ticular, the speed of light is inversely proportional to this
effective refractive index and is essentially c/n, where c
is the speed of light in vacuum and n is the effective re-
fractive index of the medium. In general, n has real and
imaginary components that depend on wavelength, but
for many materials n is a real, non-negative number. For
example, for silicon n is approximately 3.5.
[0058] In some embodiments, the effective index of a
waveguide is reduced by using a so-called ’slotted’
waveguide, while still strongly confining and guiding the
light. Consequently, the speed of optical signal transmis-
sion in these waveguides is in the range of 1-1.8 x108

cm/s or up to 10 times the speed of corresponding elec-
trical signals. Furthermore, in some embodiments the de-
lay or latency associated with the waveguides is further
reduced using photonic-crystal techniques.
[0059] FIG. 4A presents a block diagram illustrating an
embodiment of a MCM 400. This MCM includes semi-
conductor dies 410, which include optical waveguides
412 and communicate using optical proximity connectors
418. For example, light may be coupled between the
semiconductor dies 410 by: a grating coupler (such as a
diffraction grating) embedded in the waveguides 412, a
lens, and/or a mirror. Moreover, in some embodiments
the optical proximity communication includes evanes-
cent coupling. Note that if the separation between adja-
cent semiconductor dies is less than a few microns (or a
wavelength of the light) additional focusing optics be-
tween the semiconductor dies 410 may not be needed.
Also note that even single-mode optical waveguides can
couple signals across an air gap of these dimensions
with minimal loss.

[0060] Therefore, in this embodiment proximity com-
munication has been generalized to communication of
arbitrary electro-magnetic waves across the gap be-
tween the semiconductor dies 410. By increasing the fre-
quency of the electro-magnetic waves, optical frequen-
cies are reached, and the electro-magnetic waves are
none other than light. Thus, optical proximity communi-
cation may be used to communicate information between
the semiconductor dies 410, and optical transmission
across the semiconductor dies 410 may occur via the
waveguides 412. Note that MCM 400 includes an optical
signal path or optical control path that spans multiple
semiconductor dies 410 without optical-to-electrical con-
versions or electrical-to-optical conversions at interme-
diate points.
[0061] As noted previously, it may be difficult to per-
form logical computations (such as determining local
flow-control information) in the optical domain. There-
fore, in some embodiments the semiconductor dies 410
include conversion elements 414, which convert optical
signals to electrical signals (and vice versa). These elec-
trical signals may be coupled to logic circuits 416, such
as a local flow-control mechanism or logic that deter-
mines local flow-control information based on information
from adjacent semiconductor dies 410 and/or flow-con-
trol information communicated within a switch. After de-
termining the local flow-control information, the resulting
electrical signals may be converted into optical signals
using a conversion element (such as conversion element
414-1) and the optical signals may be communicated to
other semiconductor dies 410. Alternatively, optical sig-
nals corresponding to flow-control information may be
received and converted into electrical signals by the con-
version element 414-1 prior to setting switching elements
on semiconductor die 410-1. Note that the conversion
elements 414 may include wavelength combiners and
splitters, or may simply tap a percentage of the light as
it passes by in the waveguides 412, thereby facilitating
conversion from the optical to the electrical domain.
[0062] While MCM 400 uses optical proximity commu-
nication between the semiconductor dies 410, in other
embodiments electrical proximity communication is used
in conjunction with on-chip optical communication. This
is shown in FIG. 4B, which presents a block diagram
illustrating an embodiment of a MCM 430. During trans-
mitting, at the interface between the on-chip photonics
and proximity connectors 442, the optical signals are con-
verted to electrical signals by conversion elements 440.
Similarly, during receiving, at the interface between the
proximity connectors 442 and the on-chip photonics, the
electrical signals are converted to optical signals by the
conversion elements 440.
[0063] Note that MCM 400 (FIG. 4A) and MCM 430
may include fewer components or additional compo-
nents. Moreover, two or more components may be com-
bined into a single component and/or a position of one
or more components may be changed.
[0064] FIG. 5 presents a block diagram illustrating an
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embodiment 500 of a conversion element 510. Modula-
tion control 516 may modulate an optical source 518
based on electrical signals 512 to produce optical signals
514. Furthermore, while not shown, the modulation con-
trol 516 may modulate an optical source 518 based on
the optical signals 514 to produce the electrical signals
512. Note that the optical source 518 may include: em-
bedded or integrated lasers or light emitting diodes
(LEDs), and/or external lasers or LEDs that are coupled
to the semiconductor dies 410 (FIGs. 4B). For example,
the lasers may include vertical cavity surface-emitting
lasers or side-emitting lasers. In some embodiments, er-
bium amplifiers are used to compensate for on-chip op-
tical losses.
[0065] Note that the conversion element 510 may in-
clude fewer components or additional components.
Moreover, two or more components may be combined
into a single component and/or a position of one or more
components may be changed.
[0066] FIGs. 6A and 6B present block diagrams illus-
trating embodiments of devices 600 and 630 that include
on-chip optical communication. In these devices, the on-
chip photonics include buses (such as waveguides 614)
running along the edge and/or across the middle of sem-
iconductor dies 610 and 640. Note that the communica-
tion of on-chip and/or inter-chip optical signals may in-
clude encoding of information using: time-division-multi-
ple-access, frequency-division-multiple-access, or code-
division-multiple-access. For example, communication
of the on-chip optical signals may use wavelength-divi-
sion multiplexing (such as dense wavelength-division
multiplexing and/or coarse wavelength-division multi-
plexing) to combine different frequencies into a single
waveguide (such as the waveguide 614-1). However, in
other embodiments there may be a single frequency per
waveguide. In either case, the waveguides 614 provide
a low-loss, non-radiative communication medium for sig-
naling across the surface of the semiconductor dies 610
and 640. In some embodiments, spatial multiplexing is
used when there are multiple parallel channels (such as
waveguides 614).
[0067] Note that in addition to carrying data and/or
flow-control information the semiconductor dies 610 and
640 may also include circuits 612 and 642. For example,
these circuits may include a switch or a computer, includ-
ing a computation core (such as a processor) and/or a
storage core (such as memory). Consequently, the pho-
tonic networks on each of the semiconductor dies 610
and 640 may also interact with routing points or conver-
sion elements 616 to convert signals from the optical do-
main to the electrical domain prior to coupling to the cir-
cuits 612 and 642 (via signal lines 618), and back again
after processing and/or storage.
[0068] In some embodiments, the on-chip photonic
networks carry one or more synchronization signals in
addition to data and/or flow-control information. For ex-
ample, clock signals may be communicated in a MCM
(such as MCM 100 in FIG. 1A and/or MCM 130 in FIG.1

B) with as low a latency as clock signals on a single chip,
thereby synchronizing the entire system.
[0069] In an exemplary embodiment, data, flow-control
information, and/or clock signals are communicated on
the waveguides 614 using wavelength-division-multi-
plexing signaling. Such signaling may be accomplished
using optical multiplexers and demultiplexers that are in-
tegrated on chip using silicon-on-insulator technology. In
addition, the semiconductor dies 610 and 640 may in-
clude: arrayed waveguide gratings, ring resonators,
and/or Mach-Zander phase modulators.
[0070] Note that the semiconductor dies 610 and 640
may include fewer components or additional compo-
nents. For example, additional components that provide
at least some of the previously described functionality
may be coupled to semiconductor dies 610 and 640 using
flip-chip binding. Moreover, two or more components
may be combined into a single component and/or a po-
sition of one or more components may be changed.
[0071] We now described embodiments of devices
(such as SCMs and MCMs) and systems with reduced
inter-chip communication latency. FIG. 7 presents a
block diagram illustrating an embodiment of a MCM 700.
In this MCM, semiconductor dies 714 are coupled to
bridge chips 710. These bridge chips include waveguides
712 (shown as bold dashed or solid lines) that span mul-
tiple components (such as multiple bridge chips 710
and/or semiconductor dies 714). In an exemplary em-
bodiment, waveguides 712 include optical-bypass
waveguides that facilitate communication of optical sig-
nals between semiconductor dies that are separated by
at least one intervening semiconductor die without inter-
mediate processing of electrical signals associated with
the optical signals on the intervening semiconductor die.
For example, the optical signals may be communicated
from a first semiconductor die to a second semiconductor
die via optical proximity communication. Next, the optical
signals may be communicated through the second sem-
iconductor die via an optical-bypass waveguide (which
may bypass any control logic on the second semicon-
ductor die). Then, the optical signals may be communi-
cated from the second semiconductor die to a third sem-
iconductor die via optical proximity communication.
[0072] A given semiconductor die in MCM 700, such
as semiconductor die 714-1, may include a conversion
element (such as a laser or a diode) to convert electrical
signals to optical signals, which are transmitted on the
optical-bypass waveguides. Similarly, the given semi-
conductor die may include another conversion element
(such as a detector or a diode) to convert the optical
signals to the electrical signals (if the given semiconduc-
tor die is the destination of the optical signals). More gen-
erally, the given semiconductor die may include one or
more add-drop elements (such as add or drop
waveguides) which are configured: to insert the optical
signals onto the optical waveguide(s) 712 (for example,
using the conversion element); to remove the optical sig-
nals from the optical waveguide(s) 712 (for example, us-

15 16 



EP 2 195 842 B1

10

5

10

15

20

25

30

35

40

45

50

55

ing the other conversion element), and/or to allow the
optical signals to pass through the given semiconductor
die on the optical waveguide(s) 712.
[0073] In some embodiments, the one or more add-
drop elements convert a portion of the optical signals in
the waveguides 712 to determine if the given semicon-
ductor die is the destination of the optical signals (for
example, based on routing information or a header as-
sociated with data packets in the optical signals). If yes,
the remainder of the optical signals may be converted to
electrical signals, and if no, the remainder of the optical
signals may pass through the given semiconductor die
without processing.
[0074] However, in some embodiments the optical sig-
nals are encoded (for example, using frequency-division
multiplexing and/or wavelength-division multiplexing)
and one or more sub-channels correspond to the given
semiconductor die. In these embodiments, the one or
more add-drop elements convert the optical signals cor-
responding to the one or more sub-channels (such as
those associated with one or more carrier wavelengths)
to electrical signals and the remainder of the optical sig-
nals pass through the given semiconductor die without
processing.
[0075] By using all-optical bypass channels, MCM 700
may facilitate low-latency optical communication be-
tween semiconductor dies 714. In particular, signal prop-
agation in optical waveguides may be 5-10x faster than
signal propagation on existing on-chip metal wires. More-
over, optical waveguides may not require repeaters (i.e.,
optical-to-electrical signal conversion and back) on the
semiconductor dies 714 and at every coupling between
the semiconductor dies 714. Instead, electrically driven
optical amplifiers and/or erbium amplifiers may be used
to compensate for optical losses without conversion to
the electrical signal domain. Moreover, multiple optical
signals traversing one or more of the waveguides 712 on
separate wavelengths may be simultaneously amplified
so long as the wavelengths fall within the amplification
band of the amplifier(s). In an exemplary embodiment,
such amplifiers occur every few cm along the length of
the waveguides 712 (or an associated optical signal path)
and/or at every few couplings between semiconductor
dies 714.
[0076] In some embodiments, optical signals on the
all-optical bypass channels are encoded using wave-
length-division multiplexing. Consequently, in some em-
bodiments, a single waveguide provides bandwidth den-
sities that are an order of magnitude greater than in ex-
isting electrical interconnects. In an exemplary embodi-
ment, a single waveguide carries up to Terabits per sec-
ond of bandwidth and the use of all-optical bypass chan-
nels between semiconductor dies 714 facilitates inter-
chip communication at these bandwidths with: reduced
power dissipation, reduced area utilization, and reduced
latency.
[0077] Note that MCM 700 may include fewer compo-
nents or additional components. For example, in addition

to the full-row waveguides MCM 700 may include full-
column waveguides. In some embodiments, semicon-
ductor dies 714 are interconnected by linear or mesh-like
arrays of all-optical bypass channels. Furthermore, in
some embodiments, the MCM 700 includes a 1-dimen-
sional chain of semiconductor dies 714 (or CMs) and/or
a 2-dimensional array of semiconductor dies 714 (or
CMs). Note that two or more components in MCM 700
may be combined into a single component and/or a po-
sition of one or more components may be changed.
[0078] FIG. 8 presents a block diagram illustrating an
embodiment of a MCM 800. This MCM shows a dense
cache-coherent multiprocessor system implemented us-
ing a mesh of optical waveguides. In particular, groups
of processor cores 810 and 812 are coupled to optical
signal paths or optical links 816 (which include the optical
waveguides) through optical proximity interfaces 814.
Each of the optical proximity interfaces 814, such as op-
tical proximity interface 814-1, may support one or more
waveguides with each waveguide carrying numerous
(e.g., up to 72) wavelengths, and with each wavelength
channel supporting multiple Gigabit per second of data
transmission (e.g., up to 40 Gbps). Consequently, the
data transmission density of the optical proximity inter-
faces 814 may exceed 100 Tbps/mm2.
[0079] Note that MCM 800 may include fewer compo-
nents or additional components. Moreover, two or more
components may be combined into a single component
and/or a position of one or more components may be
changed.
[0080] FIG. 9 presents a block diagram illustrating an
embodiment of a MCM 900. This MCM extends the
cache-coherent multiprocessor architecture using opti-
cal waveguides shown in FIG. 8. In particular, each row
and column in an array of alternating processors 910 and
memory 912 (such as cache memory) may have an as-
sociated optical signal path or all-optical bypass channel,
such as the full-row waveguides in FIG. 7. Thus, compo-
nents in the MCM 900 may communicate with each other
along two orthogonal directions 914. These optical signal
paths may be independent (such as multiple linear buses,
which may be coupled end to end) or may be part of a
single communication bus (such as a toroid). Moreover,
subsets of the MCM 900 may have even higher connec-
tivity.
[0081] Note that MCM 900 may include fewer compo-
nents or additional components. Moreover, two or more
components may be combined into a single component
and/or a position of one or more components may be
changed.
[0082] FIG. 10 presents a block diagram illustrating an
embodiment of a MCM 1000, which includes an optical
cross-bar 1012 switch. This switch is coupled to eight
processor 1010 by bridge chips 1016, and the processors
1010 are coupled to a perimeter of memory 1014 chips
(such as cache memory). Note that signals flow through
the optical cross bar 1012 and then bridge chips 1016
distribute these signals to the processors 1010 and mem-
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ory 1014 using electrical proximity communication and/or
optical proximity communication.
[0083] Note that MCM 1000 may include fewer com-
ponents or additional components. Moreover, two or
more components may be combined into a single com-
ponent and/or a position of one or more components may
be changed.
[0084] In exemplary embodiments, combinations of
encoding techniques and communication channels may
be used to achieve a target bandwidth capacity. Each
configuration may have unique advantages for a given
application. For example, 2.5 Gbps channel data rates
can be extended to 40 Gbps using time-domain multi-
plexing (such as encoding using time-division-multiple-
access) of electrical signals and data rates greater than
100 Gbps may be achieved using time-domain multiplex-
ing of optical signals. As noted previously, data rates
greater than 1 Tbps may be achieved by wavelength mul-
tiplexing several such channels using dense wavelength-
division multiplexing and/or coarse wavelength-division
multiplexing. Alternatively, a data rate of 1 Tbps may be
achieved by multiplexing 1 Gbps time-domain multi-
plexed channels to a moderate number of SCM channels
(e.g. 32) and then either multiplexing these channels onto
parallel fibers (or waveguides) or using dense wave-
length-division multiplexing.
[0085] To match the high bandwidth of an MCM that
uses proximity communication, a high bandwidth I/O
technology may be used to communicate data (such as
data units) to and/or from the MCM. Fiber optic links are
one such technology. FIG. 11 presents a block diagram
illustrating an embodiment of a MCM 1100 that includes
semiconductor dies 1110 coupled to optical transceivers
1114 using electrical proximity communication and/or op-
tical proximity communication and bridge chips 1112.
Note that the optical transceivers 1114 are coupled to
optical links 1116, such as optical fibers. In some em-
bodiments, these optical links 1116 may use wavelength-
division multiplexing, such as dense wavelength-division
multiplexing. In some embodiments, the optical trans-
ceivers 1114 and optical links 1116 are external to the
MCM 1100. However, in other embodiments the optical
transceivers 1114 and/or optical links 1116 are internal
to the MCM 1100.
[0086] In some embodiments, one or more of the op-
tical transceivers 1114 may convert optical signals re-
ceived using one or more of the optical links 1116 into
electrical signals. These signals may be communicated
within the MCM 1100 using electrical proximity commu-
nication. In addition, one or more of the optical transceiv-
ers 1114 may convert electrical signals from the MCM
1100 into optical signals that are transmitted on one or
more of the optical links 1116. Note that the transceivers
1114 may include conversion elements, such as conver-
sion elements 440 (FIG. 4B) and/or conversion element
510 (FIG. 5).
[0087] In some embodiments, an MCM includes a
semiconductor die and one or more optical transceivers.

This shown in FIG. 12, which presents a block diagram
illustrating an embodiment of a MCM 1200 that includes
a semiconductor die 1110-3 coupled to optical transceiv-
ers 1114 using electrical proximity communication and/or
optical proximity communication and bridge chips 1112.
Note that the optical transceivers 1114 are coupled to
optical links (not shown).
[0088] Note that MCMs 1100 (FIG. 11) and/or 1200
may include fewer components or additional compo-
nents. For example, one or more optical transceivers
1114 may be integrated onto the semiconductor dies
1110 (FIG. 11) and/or 1110-3. Moreover, two or more
components may be combined into a single component,
and the position of one or more components may be
changed.
[0089] We now describe embodiments of methods for
communicating signals. FIG. 13 presents a flow chart
illustrating an embodiment of a process 1300 for com-
municating signals. During this method, a second CM
receives data signals from a first CM via an optical signal
path (1310). Next, a third CM receives the data signals
from the second CM via the optical signal path (1312).
Note that adjacent CMs, such as the first CM and the
second CM or the second CM and the third CM, are con-
figured to communicate with each other using electro-
magnetic proximity communication through electromag-
netically coupled proximity connectors.
[0090] In some embodiments of the process 1300
there may be additional or fewer operations. Moreover,
the order of the operations may be changed, and two or
more operations may be combined into a single opera-
tion.
[0091] Note that the present invention may include sys-
tems that contain one or more MCMs and/or switches,
which include components (such as one or more semi-
conductor dies) that communicate signals using electro-
magnetically coupled proximity connectors, such as ca-
pacitively coupled proximity connectors and/or optical
proximity connectors. For example, FIG. 14 presents a
block diagram illustrating an embodiment of a computer
system 1400, which includes one or more processors
1410 (such as one or more processor cores), a commu-
nication interface 1412, a user interface 1414, and one
or more signal lines 1422 coupling these components
together. Note that the one or more processing units 1410
may support parallel processing and/or multi-threaded
operation, the communication interface 1412 may have
a persistent communication connection, and the one or
more signal lines 1422 may constitute a communication
bus. Moreover, the user interface 1414 may include a
display 1416, a keyboard 1418, and/or a pointer, such
as a mouse 1420.
[0092] Computer system 1400 may include memory
1424, which may include high speed random access
memory and/or non-volatile memory. More specifically,
memory 1424 may include: ROM, RAM, EPROM, EEP-
ROM, FLASH, one or more smart cards, one or more
magnetic disc storage devices, and/or one or more opti-
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cal storage devices. Memory 1424 may store an operat-
ing system 1426, such as SOLARIS, LINUX, UNIX, OS
X, or WINDOWS, that includes procedures (or a set of
instructions) for handling various basic system services
for performing hardware dependent tasks. Memory 1424
may also store procedures (or a set of instructions) in a
communication module 1428. The communication pro-
cedures may be used for communicating with one or
more computers and/or servers, including computers
and/or servers that are remotely located with respect to
the computer system 1400.
[0093] Memory 1424 may also include the one or more
program modules (of sets of instructions) 1430. Instruc-
tions in the program modules 1430 in the memory 1424
may be implemented in a high-level procedural language,
an object-oriented programming language, and/or in an
assembly or machine language. The programming lan-
guage may be compiled or interpreted, i.e., configurable
or configured to be executed by the one or more process-
ing units 1410.
[0094] Computer system 1400 may include one or
more macro-chips 1408 (such as one or more MCMs)
that include electrical proximity communication and/or
optical proximity communication as described in the pre-
vious embodiments. While not shown in the computer
system 1400, in some embodiments the one or more
macro-chips 1408 may be coupled to one or more net-
work interface circuits (such as one or more optical trans-
ceivers).
[0095] Computer system 1400 may include fewer com-
ponents or additional components. Moreover, two or
more components may be combined into a single com-
ponent and/or a position of one or more components may
be changed. In some embodiments, the functionality of
the computer system 1400 may be implemented more in
hardware and less in software, or less in hardware and
more in software, as is known in the art.
[0096] Although the computer system 1400 is illustrat-
ed as having a number of discrete items, FIG. 14 is in-
tended to be a functional description of the various fea-
tures that may be present in the computer system 1400
rather than as a structural schematic of the embodiments
described herein. In practice, and as recognized by those
of ordinary skill in the art, the functions of the computer
system 1400 may be distributed over a large number of
servers or computers, with various groups of the servers
or computers performing particular subsets of the func-
tions. In some embodiments, some or all of the function-
ality of the computer system 1400 may be implemented
in one or more application specific integrated circuits
(ASICs) and/or one or more digital signal processors
(DSPs).
[0097] The foregoing descriptions of embodiments of
the present invention have been presented for purposes
of illustration and description only. They are not intended
to be exhaustive or to limit the present invention to the
forms disclosed. Accordingly, many modifications and
variations will be apparent to practitioners skilled in the

art. Additionally, the above disclosure is not intended to
limit the present invention. The scope of the present in-
vention is defined by the appended claims.

Claims

1. A system, comprising an array of chip modules,
"CMs", wherein the array includes:

a first CM (714);
a second bridge CM (710) coupled to the first
CM and including a waveguide (712); and
a third CM (714) coupled to the second bridge
CM, wherein the first CM, the second bridge CM
and the third CM each include a semiconductor
die (714) that is configured to communicate data
signals with other CMs through electromagnet-
ically coupled proximity communication using
proximity connectors (418, 442);
wherein the proximity connectors are proximate
to a surface of the semiconductor die;
wherein the first CM and the third CM are con-
figured to optically communicate optical signals
with each other via the second bridge CM
through the waveguide (712); and
wherein one or more add-drop elements in the
second bridge CM are operable to convert a por-
tion of the optical signals in the waveguide to
determine if the second bridge CM is the desti-
nation of the optical signals and if so to convert
the remainder of the optical signals to electrical
signals in the second bridge CM, whereas oth-
erwise the reminder of the optical signals are
passed through the second bridge CM without
processing in the second bridge CM.

2. The system of claim 1, wherein the waveguide in-
cludes optical communication between the first CM
and the second bridge CM, optical communication
through the second bridge CM, and optical commu-
nication between the second bridge CM and the third
CM.

3. The system of claim 1, wherein the electromagneti-
cally coupled proximity communication includes ca-
pacitive proximity communication, inductive proxim-
ity communication, conductive proximity communi-
cation, or optical proximity communication.

4. The system of claim 1, wherein the waveguide
through the second bridge CM includes amplification
in the optical domain.

5. The system of claim 1, wherein the proximity con-
nectors include optical coupling elements, the optical
coupling elements including a lens, a diffraction grat-
ing, or a mirror.
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6. The system of claim 1, wherein the electromagneti-
cally coupled proximity communication includes ev-
anescent coupling.

7. The system of claim 1, wherein the waveguide facil-
itates communication in a first direction and a second
waveguide facilitates communication in a second di-
rection, wherein the first direction and the second
direction are substantially perpendicular.

8. The system of claim 1, wherein the waveguide is
configured for bidirectional communication of infor-
mation between the CMs.

9. The system of claim 1, wherein the surface of the
first CM faces the surface of the second bridge CM,
so that proximity connectors on the first CM are cou-
pled to proximity connectors on the second bridge
CM, thereby facilitating the electromagnetically cou-
pled proximity communication between the first CM
and the second bridge CM.

10. The system of any one of the preceding claims, the
system forming a computer system, comprising a
processor and a memory.

11. A method for communicating data signals, compris-
ing:

receiving data signals from a first CM (714) at a
second bridge CM (710) via a waveguide (712);
and
receiving data signals from the second bridge
CM at a third CM (714) via the waveguide,
wherein the first CM, the second bridge CM and
the third CM each include a semiconductor die
(714) that is configured to communicate data
signals with other CMs using electromagnetical-
ly coupled proximity communication through
electromagnetically coupled proximity connec-
tors (418, 442),
wherein one or more add-drop elements in the
second bridge CM convert a portion of the opti-
cal signals in the waveguide to determine if the
second bridge CM is the destination of the opti-
cal signals, and if so, the remainder of the optical
signals are converted to electrical signals in the
second bridge CM and if not the remainder of
the optical signals are passed through the sec-
ond bridge CM without processing in the second
bridge CM.

Patentansprüche

1. System, umfassend eine Anordnung von Chipmo-
dulen, "CMs", wobei die Anordnung aufweist:

ein erstes CM (714);
ein zweites Brücken-CM (710), das mit dem ers-
ten CM gekoppelt ist und einen Wellenleiter
(712) aufweist; und
ein drittes CM (714), das mit dem zweiten Brü-
cken-CM gekoppelt ist, wobei das erste CM, das
zweite Brücken-CM und das dritte CM jeweils
ein Halbleiterplättchen (714) aufweisen, das da-
für ausgelegt ist, Datensignale mit anderen CMs
durch elektromagnetisch gekoppelte Nähe-
rungskommunikation (sog. "Proximity Commu-
nication") unter Verwendung von Nähe-
rungs("Proximity")-Verbindern (418, 442) aus-
zutauschen;
wobei die Näherungsverbinder nahe einer
Oberfläche des Halbleiterplättchens liegen;
wobei das erste CM und das dritte CM dafür
ausgelegt sind, auf optischem Weg optische Si-
gnale miteinander über das zweite Brücken-CM
durch den Wellenleiter (712) auszutauschen;
und
wobei ein oder mehrere Add/Drop (Hinzufü-
gen/Entnehmen)-Elemente im zweiten Brü-
cken-CM dazu betreibbar sind, einen Teil der
optischen Signale im Wellenleiter umzuwan-
deln, um zu bestimmen, ob das zweite Brücken-
CM das Ziel der optischen Signale ist, und, wenn
dies der Fall ist, die restlichen optischen Signale
im zweiten Brücken-CM in elektrische Signale
umzuwandeln, wohingegen andernfalls die rest-
lichen optischen Signale durch das zweite Brü-
cken-CM hindurchgeleitet werden, ohne dass
eine Verarbeitung im zweiten Brücken-CM er-
folgt.

2. System nach Anspruch 1, wobei der Wellenleiter op-
tische Kommunikation zwischen dem ersten CM und
dem zweiten Brücken-CM, optische Kommunikation
durch das zweite Brücken-CM und optische Kom-
munikation zwischen dem zweiten Brücken-CM und
dem dritten CM aufweist.

3. System nach Anspruch 1, wobei die elektromagne-
tisch gekoppelte Näherungskommunikation kapazi-
tive Näherungskommunikation, induktive Nähe-
rungskommunikation, konduktive Näherungskom-
munikation oder optische Näherungskommunikati-
on beinhaltet.

4. System nach Anspruch 1, wobei der Wellenleiter
durch das zweite Brücken-CM eine Verstärkung in
der optischen Domäne aufweist.

5. System nach Anspruch 1, wobei die Näherungsver-
binder optische Koppelelemente beinhalten, wobei
die optischen Koppelelemente eine Linse, ein Bre-
chungsgitter oder einen Spiegel beinhalten.
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6. System nach Anspruch 1, wobei die elektromagne-
tisch gekoppelte Näherungskommunikation evanes-
zente Kopplung beinhaltet.

7. System nach Anspruch 1, wobei der Wellenleiter
Kommunikation in einer ersten Richtung ermöglicht
und ein zweiter Wellenleiter Kommunikation in einer
zweiten Richtung ermöglicht, wobei die erste Rich-
tung und die zweite Richtung im Wesentlichen recht-
winklig sind.

8. System nach Anspruch 1, wobei der Wellenleiter für
bidirektionale Übertragung von Informationen zwi-
schen den CMs ausgelegt ist.

9. System nach Anspruch 1, wobei die Oberfläche des
ersten CM zur Oberfläche des zweiten Brücken-CM
weist, so dass Näherungsverbinder auf dem ersten
CM mit Näherungsverbindern auf dem zweiten Brü-
cken-CM gekoppelt sind und dadurch die elektroma-
gnetisch gekoppelte Näherungskommunikation zwi-
schen dem ersten CM und dem zweiten Brücken-
CM ermöglichen.

10. System nach einem der vorstehenden Ansprüche,
wobei das System ein Computersystem bildet, das
einen Prozessor und einen Speicher umfasst.

11. Verfahren zur Übertragung von Datensignalen, um-
fassend:

Empfangen von Datensignalen von einem ers-
ten CM (714) an einem zweiten Brücken-CM
(710) über einen Wellenleiter (712); und
Empfangen von Datensignalen vom zweiten
Brücken-CM an einem dritten CM (714) über
den Wellenleiter, wobei das erste CM, das zwei-
te Brücken-CM und das dritte CM jeweils ein
Halbleiterplättchen (714) aufweisen, das dafür
ausgelegt ist, Datensignale mit anderen CMs
mittels elektromagnetisch gekoppelter Nähe-
rungskommunikation durch Näherungsverbin-
der (418, 442) auszutauschen,
wobei ein oder mehrere Add/Drop-Elemente im
zweiten Brücken-CM einen Teil der optischen
Signale im Wellenleiter umwandeln, um zu be-
stimmen, ob das zweite Brücken-CM das Ziel
der optischen Signale ist und, wenn dies der Fall
ist, die restlichen optischen Signale im zweiten
Brücken-CM in elektrische Signale umgewan-
delt werden und, wenn dies nicht der Fall ist, die
restlichen optischen Signale durch das zweite
Brücken-CM hindurchgeleitet werden, ohne
dass eine Verarbeitung im zweiten Brücken-CM
erfolgt.

Revendications

1. Système, comprenant une matrice de modules à pu-
ce, notés CM, la matrice comportant :

un premier CM (714) ;
un deuxième CM de pontage (710) couplé au
premier CM et comportant un guide d’ondes
(712) ; et
un troisième CM (714) couplé au deuxième CM
de pontage, le premier CM, le deuxième CM de
pontage et le troisième CM comportant chacun
un dé de semi-conducteur (714) configuré pour
communiquer des signaux de données avec
d’autres CM au moyen d’une communication de
proximité à couplage électromagnétique à l’aide
de connecteurs de proximité (418, 442) ;
les connecteurs de proximité se situant à proxi-
mité d’une surface du dé de semi-conducteur ;
le premier CM et le troisième CM étant configu-
rés pour communiquer optiquement des si-
gnaux optiques les uns avec les autres par le
biais du deuxième CM de pontage à travers le
guide d’ondes (712) ; et
un ou plusieurs éléments d’insertion-extraction
dans le deuxième CM de pontage étant utilisa-
bles pour convertir une partie des signaux opti-
ques dans le guide d’ondes dans le but de dé-
terminer si le deuxième CM de pontage est la
destination des signaux optiques et, le cas
échéant, pour convertir le restant des signaux
optiques en signaux électriques dans le deuxiè-
me CM de pontage, le restant des signaux op-
tiques, dans le cas contraire, traversant le
deuxième CM de pontage sans être traités dans
le deuxième CM de pontage.

2. Système selon la revendication 1, dans lequel le
deuxième guide d’ondes comporte une communica-
tion optique entre le premier CM et le deuxième CM
de pontage, une communication optique à travers le
deuxième CM de pontage et une communication op-
tique entre le deuxième CM de pontage et le troisiè-
me CM.

3. Système selon la revendication 1, dans lequel la
communication de proximité à couplage électroma-
gnétique comporte une communication de proximité
capacitive, une communication de proximité induc-
tive, une communication de proximité par conduction
ou une communication de proximité optique.

4. Système selon la revendication 1, dans lequel le gui-
de d’ondes à travers le deuxième CM de pontage
comporte une amplification dans le domaine opti-
que.

5. Système selon la revendication 1, dans lequel les
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connecteurs de proximité comportent des éléments
de couplage optique, les éléments de couplage op-
tique comportant une lentille, un réseau de diffraction
ou un miroir.

6. Système selon la revendication 1, dans lequel la
communication de proximité à couplage électroma-
gnétique comporte un couplage évanescent.

7. Système selon la revendication 1, dans lequel le gui-
de d’ondes facilite une communication dans une pre-
mière direction et un deuxième guide d’ondes facilite
une communication dans une deuxième direction, la
première direction et la deuxième direction étant
sensiblement perpendiculaires.

8. Système selon la revendication 1, dans lequel le gui-
de d’ondes est configuré pour une communication
bidirectionnelle d’informations entre les CM.

9. Système selon la revendication 1, dans lequel la sur-
face du premier CM est en regard de la surface du
deuxième CM de pontage de façon à permettre un
couplage de connecteurs de proximité sur le premier
CM à des connecteurs de proximité sur le deuxième
CM de pontage et à faciliter ainsi la communication
de proximité à couplage électromagnétique entre le
premier CM et le deuxième CM de pontage.

10. Système selon l’une quelconque des revendications
précédentes, le système formant un système ordi-
nateur, comprenant un processeur et une mémoire.

11. Procédé de communication de signaux de données,
comprenant :

la réception de signaux de données depuis un
premier CM (714) au niveau d’un deuxième CM
de pontage (710) par le biais d’un guide d’ondes
(712) ; et
la réception de signaux de données depuis le
deuxième CM de pontage au niveau d’un troi-
sième CM (714) par le biais du guide d’ondes,
le premier CM, le deuxième CM de pontage et
le troisième CM comportant chacun un dé de
semi-conducteur (714) configuré pour commu-
niquer des signaux de données avec d’autres
CM au moyen d’une communication de proximi-
té à couplage électromagnétique à travers des
connecteurs de proximité à couplage électroma-
gnétique (418, 442),
un ou plusieurs éléments d’insertion-extraction
dans le deuxième CM de pontage convertissant
une partie des signaux optiques dans le guide
d’ondes dans le but de déterminer si le deuxiè-
me CM de pontage est la destination des si-
gnaux optiques et, le cas échéant, le restant des
signaux optiques étant converti en signaux élec-

triques dans le deuxième CM de pontage et,
dans le cas contraire, le restant des signaux op-
tiques traversant le deuxième CM de pontage
sans être traités dans le deuxième CM de pon-
tage.
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