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©  A  bag-shaped  lining  (61)  suitable  for  use  in 
packing  a  meat  product,  such  as  ham,  in  foil,  in 
which  a  mould  is  used  to  accommodate  the  bag- 
shaped  foil.  The  bag-shaped  lining  is  for  use  with  a 
mould  having  a  cylindrical  body  (65)  formed  with  the 
mould  cavity  of  predetermined  length  and  circum- 
ference.  The  lining  has  a  container  portion  (62)  and  a 
collar  portion  (63)  with  a  combined  length  greater 
than  the  length  of  the  mould  cavity  so  that  the  collar 
portion  projects  beyond  the  mould  when  the  lining  is 
within  the  mould.  The  collar  has  an  internal  circum- 
ference  greater  than  the  container  portion  of  the 
lining  to  facilitate  the  folding  of  the  collar  over  the 
open  end  of  the  mould  during  a  bag  loading  opera- 
tion. 

FIG.15 
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The  invention  concerns  a  bag-shaped  lining 
suitable  for  use  in  a  mould  which  may  be  used  in 
packing  and  processing  a  meat  product,  such  as 
ham,  in  foil. 

It  is  usual  to  pack  pieces  of  meat,  after 
pretreatment,  in  a  tin,  and  to  process  the  meat 
further  in  the  tin,  for  example  by  warning  up  or 
heating  it  to  a  particular  temperature  such  as  pas- 
teurization  temperature,  by  which  process  the  meat 
achieves  its  final  condition.  The  meat  product  in 
the  tin  is  then  ready  for  transport,  storage,  sale  and 
consumption. 

The  disadvantages  of  packing  the  meat  in  tins 
are  the  high  cost,  and  the  weight,  involved.  The 
weight,  in  particular,  is  disadvantageous  during 
transport  and  storage. 

In  a  mould  of  this  kind  a  number  of  pieces  of 
meat  are  deposited,  after  which  the  meat  is  cooked 
in  the  mould  in  order  to  obtain  the  desired  product 
like  ham.  The  mould  serves  here  as  a  support  for 
obtaining  the  correct  shape. 

The  mould  is  lined  with  foil  and  filled  with 
pieces  of  meat,  and  the  bag-shaped  foil  can  be 
sealed  airtight;  and  this  in  such  a  way  that  the  foil 
remains  free  of  fat  or  meat  particles  at  the  places 
where  the  seal  is  made,  in  order  to  realize  an 
absolutely  airtight  seal. 

According  to  the  present  invention,  there  is 
provided  a  bag-shaped  lining  for  use  in  a  mould  of 
the  type  having  a  cylindrical-shaped  body  formed 
with  a  mould  cavity  therein  which  has  a  predeter- 
mined  length  and  a  predetermined  circumference, 
said  lining  comprising  a  container  portion  and  a 
collar  portion  which  have  a  combined  length  which 
is  greater  than  the  predetermined  length  of  the 
mould  cavity  such  that  the  collar  portion  will  project 
beyond  the  mould  when  the  lining  is  located  there- 
in,  the  collar  portion  having  an  internal  circum- 
ference  which  is  greater  than  that  of  the  container 
portion  to  facilitate  the  folding  of  the  collar  over  the 
open  end  of  the  mould  during  the  bad  loading 
operation. 

The  enlargement  of  the  inner  circumference  of 
the  extended  part  can  easily  take  place  if  the  bag- 
shaped  lining  is  made  from  a  web  which  is  folded 
and  the  edges  of  the  web  are  joined  by  being 
impermeably  welded,  and  the  longitudinal  welded 
seam  of  the  bag-shaped  portion  is  wider  than  that 
of  the  extended  portion. 

The  invention  will  be  further  explained  in  the 
description  of  the  drawings,  below. 

In  the  drawings: 
Figure  1  shows  a  side  view  of  a  part  of  the 
apparatus  provided  with  the  first  support  mem- 
ber; 
Figure  2  shows  a  standing  longitudinal  section 
of  part  of  the  apparatus  of  figure  1  ,  indicated  by 
arrow  II; 

Figure  3  shows  a  section  corresponding  to  fig- 
ure  2  of  that  part  of  the  apparatus  according  to 
the  line  Ill-Ill  in  figure  4,  however,  with  a  dif- 
ferent  position  of  the  turning-down  means; 

5  Figure  4  shows  an  upright  transverse  section  of 
the  apparatus  of  figure  2; 
Figures  5a  to  5e  inclusive  show  a  side  view  of 
the  apparatus  of  figure  2  in  various  stages  of 
usage; 

io  Figures  6  and  7  show  upright  front  and  side 
views  respectively  of  part  of  the  apparatus,  pro- 
vided  with  the  second  support  member  in  the 
form  of  a  turntable; 
Figure  8  shows  a  top  view  of  the  apparatus  of 

75  figure  6; 
Figures  9a  to  9e  inclusive  show  the  returning 
means  applied  in  the  apparatus  according  to 
figure  6,  in  various  stages  of  usage; 
Figures  10  and  11  show  a  front  and  side-eleva- 

20  tion  respectively  of  a  part  of  the  apparatus  pro- 
vided  with  the  third  support  member,  made  as  a 
vacuum  chest; 
Figure  12  shows,  on  an  enlarged  scale,  a  view 
of  the  apparatus  corresponding  to  figure  10; 

25  Figures  13  and  14  show  a  standing  section 
according  to  line  XIII-XIII  in  figure  12  through  the 
sealing  means,  in  two  respective  positions  there- 
of. 
Figures  15a  to  15f  inclusive  show  various 

30  phases  of  the  method  according  to  the  inven- 
tion; 
Figure  16  shows  a  perspective  bottom  view  of  a 
mould  suitable  for  the  method  of  figure  15,  and 
also  a  perspective  top  view  of  the  cover-section 

35  which  can  be  applied  therein; 
Figures  17a  and  17b  each  show  a  perspective 
top  view  of  one  of  two  alternative  embodiments 
of  cover-sections; 
Figure  18  shows  a  perspective  side  view  of  a 

40  holder  for  moulds  from  figure  16; 
Figure  19  shows  a  side  view  of  part  of  the 
holder  from  figure  18. 

Figure  1  shows  the  first  part  of  the  apparatus, 
which  consists  of  a  base  1  upon  which  a  frame  2  is 

45  mounted,  in  which  box-shaped  frame  the  support 
member  3  is  placed,  the  support  member  partially 
projecting  out  of  the  frame  2.  The  support  organ  3 
serves  for  accomodation  of  a  bag-shaped  foil,  and 
subsequently  for  a  mould  which  is  pushed 

50  thereover.  The  cross-section  of  the  left-hand  part  of 
the  support  member  3  therefore  corresponds  to 
that  of  the  mould  to  be  placed  upon  it,  here  under- 
stood  as  a  rectangular  mould  4,  which  is  indicated 
by  dashed  line  4  in  figure  4.  The  mould  is  de- 

55  scribed  in  detail  herebelow. 
The  support  member  3  is  further  embodied 

with  a  central  spindle  5,  which  is  fastened  in  the 
frame  2.  Around  spindle  5  there  is  mounted  a 
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slidable  carriage  6,  which  is  provided  at  one  end 
with  a  standing  flange  7  of  rectangular  shape  (see 
figure  4).  Flange  7  is  made  with  a  hinge  pin  8  at 
each  corner,  about  which  an  elongate  arm  9  can  be 
swivelled.  Arm  9  is  extended  at  the  end  remote 
from  the  hinge  pin  8  by  a  blade  10,  whose  function 
will  be  further  explained  below. 

On  the  outside  of  carriage  6  a  sleeve  11  is 
fitted,  the  sleeve  also  being  provided  with  a  radially 
outward  projecting  flange  12,  in  which  a  hinge  arm 
13  is  pivotably  journalled.  The  other  end  of  hinge 
arm  13  is  rotatably  attanched  to  arm  9. 

Between  flange  12  and  flange  7  of  slide  6,  a 
compression  spring  14  is  fitted. 

Flange  12  is  at  one  side  also  provided  with  a 
projecting  arm  15,  to  which  there  is  fastened  the 
rod  16  of  a  piston  17  in  a  cylinder  18.  The  cylinder 
18  is  fixed  to  the  frame  2. 

Slide  6  is  provided,  opposite  flange  7,  with  a 
second  flange  17  mounted  thereon,  flange  17  being 
made  with  plain  bearings  48  which  are  slidable 
along  slide  rods  19,  which  are  mounted  in  frame  2 
parallel  to  spindle  5. 

Between  flange  17  and  flange  7  there  is  a 
dowel  20  fitted,  along  which  a  bush  21  of  flange  12 
is  slidable,  for  the  purpose  of  guiding  the  sleeve 
11. 

The  length  of  arm  9  with  the  blade  10  is  such 
that  in  the  position  according  to  figure  2,  the  free 
end  of  the  blade  10  rests  against  the  inward  facing 
end  surface  of  support  member  3  (see  figure  2). 
The  extremity  of  the  blade  is  bent  inwards  to  a 
small  extent,  in  order  to  ensure  a  smooth  passage 
of  the  foil  thereover. 

The  operation  of  the  apparatus  according  to 
figures  1  to  4  inclusive  is  explained  with  reference 
to  figures  5a  to  5e  inclusive. 

A  foil  F,  which  is  made  with  an  already  at- 
tached  collar  M,  is  slid  over  support  member  3. 
The  length  of  foil  F  and  collar  M  is  such  that  this 
collar  can  be  entirely  slid  over  the  blades  10  (see 
figure  5b). 

The  mould,  4  is  then  fitted  over  the  foil  F  (see 
figure  5c),  whereby  sensing  members  21  and  22 
detect  the  presence,  and  the  final  position,  respec- 
tively,  of  mould  4,  and  subsequently  energize  cyl- 
inder  18.  On  actuation  of  cylinder  18,  arm  15  of 
sleeve  11  is  first  slid  leftwards  in  figures  2  and  3, 
whereby  hinge  arms  13  press  blades  10  outwards, 
because  slide  6  initially  remains  stationary.  As 
soon  as  flange  12  strikes  flange  7,  further  pushing 
of  piston  rod  16  out  of  cylinder  18  results  in  slide  6 
also  moving  to  the  left.  The  outward  directed 
movement  of  blades  10  is  shown  in  figure  5d.  On 
further  leftward  movement  of  blades  10,  which  are 
fastened  to  slide  6,  collar  M  is  folded  precisely 
over  the  edge  of  mould  4,  without  occurrence  of 
puckering.  This  is  effectuated  by  the  above  de- 

scribed  widening  of  the  collar  M  close  to  the  end 
edge  of  mould  4,  before  beginning  folding  over  of 
the  collar. 

The  mould  4  with  the  turned-down  collar  can 
5  then  be  taken  off  support  member  3  and  brought  to 

a  filling  station,  which  operation  is  indicated  sche- 
matically  by  the  hand  in  figure  5e.  Obviously,  this 
operation  can  be  carried  out  entirely  mechanically. 
The  filling  of  the  mould  with  the  foil  fitted  therein 

io  and  the  folded-down  collar  falls  outside  the  scope 
of  the  present  invention,  and  is  not  further  shown. 
Every  suitable  filling  machine  can  be  used  for  this, 
and  it  will  be  clear  to  the  reader  that  the  mould  can 
easily  be  mechanically  filled  with  pieces  of  meat 

is  without  soiling  the  folded-down  collar. 
The  filled  mould  is  then  brought  to  a  second 

support  member  of  the  apparatus,  which  is  here 
embodied  as  a  table  which  is  rotatable  around  a 
vertical  spindle,  shown  in  figures  5  to  9  inclusive. 

20  In  the  drawings  numeral  30  indicates  the  frame, 
which  consists  of  four  columns,  joined  at  their  top 
ends  by  a  rectangular  table  31  (see  figure  8.)  In 
this  rectangular  table  there  is  mounted  a  turntable 
32,  which  is  journalled  on  a  vertical  spindle  33.  The 

25  driving  of  table  32  is  carried  out  by  a  motor  and 
transmission  unit  34  mounted  in  the  frame  30.  The 
driving  unit  can  be  made  in  any  arbitrary  way  and 
therefore  needs  no  further  description. 

The  two  rear  columns  30'  are  extended  above 
30  table  31,  and  at  their  upper  ends  a  connecting 

plate  is  fitted  for  accommodating  the  upper  end  of 
spindle  33.  Around  the  top  part  of  spindle  33  there 
are  two  supporting  plates  36  and  37  fitted,  one  at  a 
distance  above  the  other,  between  which  pairs  of 

35  guiding  bars  38  are  mounted.  Between  the  guiding 
bars  there  is  a  carriage  39,  with  wheels  40,  rollable 
in  a  vertical  direction,  at  each  of  its  four  corners. 
The  carriage  bears  on  its  underside  arms  49,  each 
of  which  is  extended  by  a  blade  41,  which  can 

40  reach  almost  to  the  turntable  32.  The  arms  are 
suspended  pivotably  at  42  from  the  underside  of 
carriage  39,  and  during  upward  or  downward  verti- 
cal  movement  are  led  guide  rollers  43.  The  ar- 
rangement  is  such  that,  on  descending  movement, 

45  the  blades  41  spread  away  from  one  another,  so 
that  the  lower  ends  amply  clear  the  upper  edge  of 
a  mould  4  which  is  situated  on  turntable  32,  and 
come  to  rest  against  the  outer  wall  of  mould  4  at 
some  distance  beneath  the  upper  edge  thereof.  On 

50  an  ascending  movement,  the  blade  41  remain  in 
contact  with  the  outer  wall  of  mould  4,  and  come 
into  place  under  the  folded-down  collar  of  the  foil. 

The  rising  and  descending  movement  of  car- 
riage  39  along  guide  bars  38  can  also  take  place  in 

55  any  arbitrary  way,  and  is  not  further  described. 
The  turntable  32  forms  part  of  a  conveyor  track 

44,  upon  which  the  filled  moulds  are  delivered  from 
the  right  in  figure  8,  and  are  brought  into  a  place 

3 
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46  on  the  turntable  by  a  rotating  transport  mecha- 
nism  45,  and,  after  the  moulds  have  passed 
through  the  five  stations  of  turntable  32  illustrated 
in  figure  8,in  the  direction  of  arrow  P1,  they  are 
replaced  on  the  conveyor  track  44  by  a  rotating 
transport  organ  47. 

The  position  of  blade  41  in  relation  to  the 
mould  4  at  each  of  the  five  stations  are  indicated  in 
figures  9a  to  9e  inclusive. 

Thus  figure  9a  shows  the  position  in  which  the 
filled  mould  4  with  turned-down  collar  M  is  situated 
beneath  the  blade  41  . 

During  descent  of  the  blade  41,  these  move 
down  with  an  ample  margin  past  the  upper  edge  of 
mould  4,  after  which  they  come  to  rest  close  to  the 
bottom  of  the  mould,  in  contact  with  its  outer  wall. 
During  ascent,  the  hook-like  lower  ends  of  blade  41 
pass  under  the  turned-down  collar  M,  (see  figure 
9c),  after  which,  on  further  ascent  of  the  levers  41, 
they  pull  the  collar  back  into  the  position  according 
to  figure  9e. 

It  should  be  noted  here  that  the  length  of  the 
hook-like  portion  41'  is  greater  than  the  height  of 
the  turned-down  collar  M,  so  that  the  extremity  of 
the  hook  travels  in  the  top  fold  of  the  collar  of  the 
foil  while  the  collar  is  being  folded  back  up.  Since 
the  outside  of  the  collar  M,  during  filling,  has  re- 
mained  free  from  fat  and  other  contamination,  its 
inner  wall,  after  it  has  been  folded  up  again,  will 
equally  have  remained  clean,  which  is  important  for 
the  sealing  phase  which  follows. 

The  sealing  phase  will  be  further  explained  by 
reference  to  figures  10  to  14  inclusive. 

Directly  following  conveyor  belt  44  of  figure  8, 
there  is  situated  a  third  supporting  organ  in  the 
form  of  a  vacuum  chest  50.  The  bottom  51  of  the 
vacuum  chest  lies  at  the  same  level  as  the  con- 
veyor  belt  44  (see  figure  11),  so  that  the  insertion 
of  a  mould  4  can  repeatedly  take  place  without 
interruption.  The  vacuum  chest  consists  of  two 
adjacent  sections,  each  of  which  can  be  separately 
evacuated.  Both  sections  rest  on  top  of  a  plinth  52, 
in  which  the  pump  for  evacuation  is  situated.  The 
sections  can  be  closed  air-tight  by  a  cover  or  door 
53.  To  this  end,  door  53  is  provided  at  its  circum- 
ference  with  a  flexible  sealing  strip,  which  creates  a 
seal  against  the  flat  edge  54  of  the  vacuum  section. 

The  door  can  be  slid  along  a  top  rail  56  across 
the  front  faces  of  the  vacuum  sections,  an  action 
which  can  take  place  manually  or  mechanically. 

In  the  vacuum  chest  there  are  situated  sealing 
means  (see  figures  12  to  14  inclusive),  which  con- 
sist  of  a  horizontally  extending  table  55,  which  is 
securely  joined  to  the  rear  side  of  the  vacuum 
chest  50,  and  of  which  the  height  above  the  bottom 
51  is  such  that  it  approximately  at  the  level  of 
collar  M  projecting  above  mould  4.  Collar  M  is 
either  manually  or  mechanically  folded  flat,  so  that 

the  opposing  parts  come  into  contact  with  each 
other. 

Above  supporting  table  55  there  is  situated  a 
heatable  pressing  punch  56,  which  is  fixed  to  the 

5  lower  side  of  a  flexible  hose  57.  Hose  57  is  sealed 
air-tight,  and  contains  a  medium  under  a  definite 
pressure. 

The  pressing  punch  56  is  equipped  on  the  side 
facing  the  front  with  a  folding-member  58,  which  is 

io  joined  with  a  hinged  connection  to  the  punch  at  59. 
The  folding-member  consists  of  a  bent  plate  whose 
breadth  corresponds  to  that  of  collar  M  when  fol- 
ded  flat  (see  figure  12).  The  folding  member  can 
be  turned  in  the  direction  of  arrow  P1  to  a  position 

is  under  the  pressure  punch  56,  and  back  again. 
The  above  described  apparatus  works  as  fol- 

lows: 
After  mould  4  has  been  positioned  and  the 

collar  M  has  been  folded  out  flat  (see  figure  12), 
20  the  folding  member  can  fold  the  collar  over  through 

an  angle  op  90  °  onto  the  supporting  table  55,  and 
smoothe  it  out.  Through  this  folding  process,  the 
collar  M  can  no  longer  pucker,  which  helps  during 
air-tight  sealing. 

25  Then  the  operator  can  close  the  vacuum  chest 
by  applying  the  cover  53  in  front  of  the  appropriate 
section.  Consequent  to  the  evacuation  of  the  sec- 
tion,  tube  57  will,  because  of  the  pressure  of  the 
medium,  automatically  push  pressing  punch  56  in 

30  the  direction  of  pressing  table  55,  and  thus  weld 
the  two  layers  of  the  collar  together.  After  the 
sealing  operation,  the  air  pressure  in  the  section 
can  be  allowed  to  return,  the  mould  can  be  taken 
out,  and  the  contents  of  the  evacuated  foil  can  be 

35  processed  further,  for  example  by  pasteurization  or 
cooking. 

In  figure  15  number  61  indicates  a  bag-shaped 
lining,  which  consists  of  a  lower  portion  62  and  an 
extended  upper  postion  63  whereof  the  inner  cir- 

40  cumference  is  greater  than  that  of  the  lower  postion 
62,  the  reason  for  which  will  be  explained  below. 
This  widening  of  the  inner  circumference  can  easily 
be  brought  about,  starting  with  a  foil  material,  such 
as  transparent  plastic,  which  is  folded  shut  at  the 

45  bottom  in  the  usual  way,  and  which  is  sealed  along 
the  side  by  means  of  a  longitudinal  seam,  the  inner 
circumference  of  the  bag  automatically  becomes 
correspondingly  wider. 

Figure  15b  shows  the  mould  according  to  the 
50  invention,  which  consists  of  a  cylindrical  portion  65, 

with  a  fixed  bottom  66  (see  also  figure  16).  It 
should  hereby  be  noted  that  the  cross-section  of 
the  cylindrical  portion  65  has  a  principally  rectan- 
gular  shape.  The  lower  and  upper  edges  of  cylin- 

55  drical  portion  65  are  reinforced  by  thickenings  67, 
in  the  walls,  which  can  be  made  by,  before  bend- 
ing  a  cylinder  from  sheet  material,  first  folding  the 
edges  over  through  180°  (see  item  68  in  figure 

4 
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16).  The  wide  side-wall  of  the  cylindrical  portion  67 
is  strenghtened  by  a  recessed  portion  forming  a 
reinforcement  rib  69.  Hereby,  potential  bulging  out- 
wards  of  the  side-wall  of  cylindrical  part  65  during 
pressurization  of  the  contents  is  avoided. 

Figure  15c  shows  the  mould  in  which  lining  61 
is  fitted,  with  the  extended  portion  63  being  folded 
down  over  the  upper  edge  67,  of  the  mould.  This  is 
possible  owing  to  the  larger  inner  dimensions  of 
the  extended  portion  63. 

Figure  15d  shows  the  situation  in  which  the 
mould  with  the  lining  61  fitted  therein  is  filled  with 
pieces  of  meat,  V.  After  sufficient  pieces  of  meat 
have  been  put  into  the  mould,  edge  63  is  folded 
back  again,  and  then  firstly  the  lining  is  evacuated 
at  the  top  by  means  of  a  vacuum  apparatus  70 
and,  subsequently,  it  is  sealed  airtight  by  a  welding 
apparatus  71  .  The  projecting  sealed  part  63  of  the 
lining  is  folded  down  in  the  usual  way,  for  example 
in  the  same  way  as  the  bottom,  after  which  cover- 
section  72  is  placed  in  the  open  end  of  the  mould, 
according  to  figure  15f. 

Cover-section  72  consists,  in  the  form  shown 
according  to  figure  72,  of  two  members  73  and  74, 
which  are  mutually  connected  by  means  of  spring 
strips  75,  standing  perpendicularly  thereon,  for  ex- 
ample  by  securing  the  ends  of  the  curved  spring 
strips  by  welding  at  76.  One  of  the  members  73,  is 
provided  with  a  lip  77,  which  fits  into  a  recess  78  of 
the  other  cover-member  74.  In  this  construction,  a 
sideways  relative  movement  of  members  73  and 
74  in  the  direction  of  arrpw  P1  is  permissible.  In 
the  position  during  assembly  by  welding,  there  is  a 
narrow  gap  80  between  the  members,  such  that  on 
insertion  in  mould  65,  the  members  73  and  74 
must  be  pressed  towards  one  another  against  the 
pressure  of  spring  leaves  75.  As  soon  as  cover- 
section  72  has  been  inserted  in  cylindrical  mould- 
section  65,  after  releasing  of  the  lid,  spring  strips 
75  press  cover-members  73  and  74  firmly  against 
the  inside  of  the  side-walls  of  mould  part  65,  so 
that  all  clearance  between  cover-section  72  and  the 
inside  of  form  part  65  is  prevented.  The  strengh- 
tened  outer  edge  67,  as  well  as  the  reinforcement 
rib  69,  help  ensure  a  correct  contact.  It  should  be 
noted  that  possible  a  smaller  clearance  20  remains 
between  members  73  and  74,  but  this  is  covered 
by  the  folded-up  weld  seam  of  the  extended  part 
63  of  lining  61,  so  that  on  a  possible  pressing 
action  on  cover-section  72  and  the  contents  of 
mould  section  65,  a  uniform  pressure  on  the  con- 
tents  is  ensured. 

Figures  17a  and  17b  show  alternative  embodi- 
ments  of  lid  part  72.  the  gap  80  between  elements 
73'  and  74'  is  dependent  for  its  direction  on  the 
manner  of  folding  the  lining  61  in  mould  65.  Should 
the  welding  seam  run  diagonally  then  a  form  of  lid 
corresponding  to  figure  17a  is  advantageous.  If  the 

extended  part  63  of  the  lining  is  folded  crossways, 
then  the  embodiment  of  the  lid  shown  in  figure  17b 
is  preferable. 

The  cover-members  73,  74,  in  the  various  em- 
5  bodiments  are  in  each  case  mutually  connected  by 

curved  leaf  springs  75,  which  are  welded  securely 
by  their  end  parts  at  76  to  the  cover-members.  In 
this  way  a  freedom  of  movement  of  members  73, 
73',  74  and  74'  in  the  directions  of  arrows  P1  or 

io  P1'  is  made  possible. 
Figures  18  and  19  show,  in  perspective,  a 

holder  81  ,  which  consists  of  a  framework  of  longitu- 
dinal  and  transverse  profiles,  which  ensure  that 
guides  82  are  made  available  for  a  number  of 

is  adjacently  arranged  cylindrical  mould  sections  65. 
The  adjacently  situated  moulds  65  are  so  posi- 
tioned  that  lid  section  72  lies  with  the  spring  strips 
75  which  are  mounted  thereon  against  the  bottom 
66  of  the  adjacent  mould.  The  filling  of  the  form 

20  with  meat  pieces  is  such  that  the  spring  leaves 
project  beyond  the  edge  67  of  mould  65. 

Either  the  guide  82  or  the  holder  81  is  provided 
at  one  end  with  a  fixed  end  partition  83,  against 
which  rests  the  bottom  edge  67  of  the  first  mould. 

25  At  the  opposite  end,  there  is  a  elastically  compliant 
end  partition  84  fitted,  which  here  has  the  form  of  a 
ram.  The  ram  lies  against  the  lid  section  72  of  the 
mould  on  the  right  in  figure  19,  and  is  elastically 
supported  by  a  helical  spring  85,  which  travels 

30  along  a  pin  86  of  a  clamping  frame  87.  The  clamp- 
ing  frame  87  is  made  with  straps  88  which  fit 
around  knobs  89  of  the  frame  of  the  holder  81  .  The 
size  of  the  straps  88  and  the  placing  of  knobs  89  is 
such  that  when  clamping  frame  87  is  fitted  on  the 

35  front  of  holder  81  ,  the  compliant  partitions  84  come 
into  spring-loaded  contact  with  the  lid  sections  72 
of  the  front  moulds  of  each  row  in  a  guide  82.  By 
this  means,  the  whole  row  of  moulds  is  subject  to  a 
definite  spring  pressure,  and  after  closing  the  entire 

40  holder  81  with  moulds  65  can  be  placed  in  a 
heating  space,  for  example  a  steam  vessel. 
Through  the  supply  of  heat,  the  meat  expands  and 
becomes  pasteurized,  whilst  the  lining  61  shrinks 
as  a  result  of  the  heat.  Owing  to  the  permanent 

45  pressure  on  the  contents  of  the  moulds  65  as  the 
result  of  springs  85,  the  contents  take  on  the  exact 
shape  of  the  cylindrical  mould  section  65,  and  the 
lining  61  fits  closely  around  the  moulded  meat 
product. 

50  The  end  product  is  obtained  by  removing 
moulds  65  from  the  holder,  removing  cover  section 
72,  and  taking  out  the  lining  with  the  shaped  meat 
product  in  it  from  the  mould. 

The  invention  is  not  restricted  to  the  above 
55  described  embodiments. 

5 
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Claims 

1.  A  bag-shaped  lining  suitable  for  use  in  a  mould 
of  the  type  having  a  cylindrical-shaped  body 
formed  with  a  mould  cavity  therein  which  has  a  5 
predetermined  length  and  a  predetermined  cir- 
cumference,  said  lining  comprising  a  container 
portion  and  a  collar  portion  which  have  a  com- 
bined  length  which  is  greater  than  the  pre- 
determined  length  of  the  mould  cavity  such  10 
that  the  collar  portion  will  project  beyond  the 
mould  when  the  lining  is  located  therein,  the 
collar  portion  having  an  internal  circumference 
which  is  greater  than  that  of  the  container 
portion  to  facilitate  the  folding  of  the  collar  over  is 
the  open  end  of  the  mould  during  the  bag 
loading  operation. 

2.  A  bag-shaped  lining  as  claimed  in  claim  1, 
wherein  said  lining  being  in  the  form  of  a  foil  20 
which  is  welded  impermeably  along  opposite 
side  edges  thereof  to  form  side  seams,  the 
side  seams  of  the  container  portion  being 
wider  than  the  side  seams  to  the  collar  portion 
such  that  the  collar  portion  has  an  internal  25 
circumference  which  is  greater  than  that  of 
container  portion  to  facilitate  the  folding  of  the 
collar  over  the  open  end  of  the  mould  during 
the  bag  loading  operation. 

6 
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