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Description 

FIELD  OF  THE  INVENTION  AND  RELATED  ART  STATEMENT 

5  The  present  invention  relates  to  a  device  for  use  to  diagnose  wear  of  piston  rings  which  are  used  in  diesel 
engines  installed  on  vessels  or  motor-vehicles,  and  such  industrial  machines  as  compressors  etc,  and  a  diag- 
nosis  procedure  therefor. 

Traditionally,  it  has  been  a  common  procedure  to  check  the  amount  of  wear  on  the  piston  ring  which  is 
used  in  the  engines  by  withdrawing  the  ring  while  the  engine  is  inoperative  and  then  measuring  its  surface 

10  thickness,  or  alternatively  in  two-cycle  engines  it  has  been  only  estimated  by  an  operator  making  a  visual  in- 
spection  of  the  state  of  the  clearance  to  be  created  between  opposite  engaging  end  portions  of  the  piston  ring 
by  looking  through  a  scavenging  port  when  such  an  access  to  the  opposite  engaging  end  portions  is  allowed 
for  him  by  a  casual  chance.  These  prior  art  procedures,  however,  have  brought  forth  a  problem  in  that  it  can 
be  taken  only  when  the  engine  remains  inoperative,  and  besides  require  a  very  labor-intensive  work. 

15  The  piston  ring  for  use  in  reciprocating  engines  tends  to  be  worn  out  easily  or  excessively,  as  a  result  of 
their  sliding  movement  inside  the  cylinder.  As  the  wear  of  the  piston  ring  increases,  the  engine  output  decreases 
to  result  in  engine  troubles  such  as  the  breakage  and  the  seizure  etc.,  of  the  piston  ring.  For  this  reason  it  is 
very  convenient  if  the  replacement  of  the  piston  ring  may  be  made  prior  to  the  occurance  of  such  engine  trouble. 
It  is  thus  needed  to  to  estimate  the  amount  of  wear  of  the  piston  ring.  In  particular,  with  the  trend  of  requirement 

20  for  higher  engine  outputs,  the  piston  ring  experiences  an  accelerated  rate  of  wear  than  ever,  and  accordingly 
it  is  often  the  case  that  a  wear  resistant  material  is  coated  even  onto  the  top  ring,  and  still  further  onto  the 
second  ring.  In  such  a  case,  the  effective  life  of  the  piston  ring  can  be  determined  by  knowing  the  time  when 
the  wear  resistant  material  has  been  worn  out  to  expose  its  outer  surface,  and  so  it  would  be  very  convenient 
if  the  wear  amount  of  the  coating  material  can  be  determined  precisly. 

25  One  example  of  traditional  diesel  engines  is  shown  in  Fig.  17  wherein  the  combustion  chamber  in  the  tra- 
ditional  diesel  engines  is  shown  in  a  cross-sectional  view. 

In  this  drawing,  there  are  shown  a  piston  01,  a  cylinder  liner  02,  a  cylinder  cover  03,  a  combustion  chamber 
04,  an  exhaust  valve  05,  a  fuel  valve  06,  and  a  piston  ring  07  (including  a  top  ring  07a,  a  second  ring  07b,  a 
third  ring  07c  and  an  end  ring  07d).  The  wear  of  the  traditional  piston  ring  has  been  checked  visually  in  accor- 

30  dance  with  a  procedure  wherein  the  piston  ring  01  is  withdrawn,  for  example,  while  the  vessel  is  in  a  dockyard 
for  repairing  etc.,  and  the  thickness  of  the  ring  07  surface  is  measured,  or  alternatively  a  clearance  to  be  created 
between  opposite  engaging  end  portions  of  the  ring  07  are  visually  checked  by  looking  through  a  scavenging 
port. 

On  the  other  hand,  in  the  traditional  diesel  engines,  fules  may  be  burnt  upon  it  is  being  injected  from  the 
35  fuel  valve  06  into  the  combustion  chamber  04  when  the  piston  reaches  at  around  the  top  dead  center,  and  the 

internal  pressure  is  elevated  under  such  an  energy,  and  thereby  causing  the  piston  01  to  move  downwardly 
to  rotate  the  crank  shaft  (not  shown),  resulting  in  that  the  piston  returns  again  back  to  its  top  dead  center  under 
its  inertia  force. 

The  diesel  engines  are  operated  by  repeating  this  operational  cycle,  and  this  operational  movement  may 
40  cause  the  piston  ring  07  attached  on  the  outer  surface  of  the  piston  01  to  slide  relative  to  the  cylinder  liner  02. 

They  are  thus  worn  out  to  sometimes  cause  several  disadavantages  such  as  an  abnormal  wear,  when  adverse 
factors  are  present  such  as  an  imperfect  lubrication,  metal-to-metal  contact  betweeen  components,  and  the 
development  corrosion  and  the  entrapment  of  dusts  etc.,  Excessive  wear  of  the  piston  ring  can  cause  adverse 
effects  such  as  the  engine  output  reduction,  the  cylinder  breakage,  and  liners  seizure  etc.,  and  a  serious  trouble 

45  must  be  forestalled  by  keeping  a  constant  watch  of  wearing  state.  Moreover,  if  the  wear  amount  of  the  piston 
ring  may  be  constantly  monitored,  a  time  for  the  replacement  of  the  the  piston  ring  may  be  determined  in  ad- 
vance,  and  any  worn  part  may  be  replaced  immediately  upon  the  ship  entering  into  the  dockyard  for  repair 
etc.,  for  example,  and  thus  a  substantial  economic  merit  may  be  derived. 

However,  in  accordance  with  the  prior  technique  for  checking  the  wear  amount  of  the  piston  ring,  the  pro- 
50  cedure  step  for  withdrawing  the  piston  and  subsequently  measuring  its  reduction  in  the  surface  thickness, 

or  alternatively  visually  checking  the  opposite  engaging  end  portions  of  the  ring  by  an  operator  looking  through 
the  scavenging  port  has  been  carried  out  only  when  the  ship  enters  into  the  dockyard  for  repair,  or  when  the 
machine  is  transported  into  a  mill,  as  above-described,  and  therefore  a  substantial  labor  work  has  been  need- 
ed.  Moreover,  the  interval  of  time  between  the  frequency  of  checks  to  be  taken  is  long,  and  so  it  was  prob- 

55  lematic  in  that  a  suitable  preventive  measure  might  not  be  taken  timely  against  the  excessive  wear  of  the  piston 
ring. 

It  is  also  known  from  the  US  patent  US-A-4  143  319  a  wear  diagnosis  for  a  piston  ring.  This  method  is 
adapted  to  diagnose  a  wear  amount  on  a  piston  ring  which  is  attached  to  a  piston  which  is  in  turn  reciprocating 
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inside  a  cylinder.  Athrough-hole  is  bored  in  the  cylinder  wall  to  extend  from  the  exterior  to  the  interior.  An  electric 
displacement  sensor  inserted  in  the  through-hole  is  provided.  The  method  makes  use  of  means  for  measuring 
the  difference  between  one  piston  ring  with  a  wear  resistant  material  coated  over  its  sliding  surface  and  an 
other  piston  ring  without  said  material,  these  means  employing  said  sensor.  The  method  further  makes  use  of 

5  computing  means. 

OBJECTS  AND  SUMMARY  OF  THE  INVENTION 

The  present  invention  has  been  made  with  the  above  state  of  the  art  as  a  background,  and  its  one  object 
10  is  to  provide  a  device  for  detecting  the  wear  amount  of  the  wear  resistant  materials  coated  over  the  outer  sur- 

face  of  the  piston  ring  constantly  from  moment  to  moment,  and  thereby  allowing  an  operator  to  estimate  the 
remaining  effective  life  of  the  piston  ring  with  a  knowledge  on  the  state  of  wear  and  the  rate  of  wear. 

Another  object  of  the  present  invention  is  to  provide  a  procedure  for  detecting  the  worn  out  thickess  of  the 
wear  resistant  material  coated  over  the  outer  surface  of  the  piston  ring  constantly  from  moment  to  moment, 

15  by  eliminating  the  drawbacks  in  the  prior  art  as  described. 
To  achieve  these  objects  of  the  invention  as  above-described,  the  present  invention  has  been  made  of 

which  summary  is  essentially  as  described  in  (1)  and  (2)  below. 
(1)  A  device  for  diagnosing  the  wear  on  the  sliding  surface  of  the  piston  ring  mounted  on  the  piston  which 

reciprocates  in  the  cylinder,  wherein  a  through-hole  is  bored  in  the  wall  of  said  cylinder  to  extend  from  the  out- 
20  side  into  the  interior,  an  electric  displacement  sensor  is  inserted  into  the  through-hole  inwardly  toward  the  cy- 

linder,  and  means  for  determing  a  difference  in  wear  amount  between  one  piston  ring  with  a  wear  resistant 
material  coated  and  another  piston  ring  with  no  wear  resiatnt  material  coated  by  means  of  the  electric  displace- 
ment  sensor,  and  means  for  computing  the  thickness  of  the  wear  resistant  material  coated  over  the  piston  ring 
with  a  measurement  output  to  be  issued  from  the  measuring  means  whereby  diagnosing  the  wear  of  the  piston 

25  ring  from  the  thickness  of  the  wear  resistant  material  outputted  from  the  computing  means. 
The  operation  of  the  invention  will  be  described  hereinbelow. 
It  is  a  recent  tendency  for  diesel  engines  to  adopt  the  piston  ring  which  has  its  sliding  surface  coated  with 

a  wear  resistant  material  such  as  a  chromium  and  the  like  in  order  to  improve  the  wear  resistant  characteristics 
of  the  piston  ring.  However,  such  material  is  not  used  entirely  for  the  all  portions  of  the  piston  ring,  but  is  used 

30  solely  restricting  to  an  area  adjacent  to  the  combustion  chamber  or  at  best  used  upto  the  second  ring  area. 
The  end  ring  is  formed  from  a  cast  material  (iron). 

An  abnormal  wear  takes  place  mainly  on  the  top  ring  or  the  second  ring. 
Consequently,  in  order  to  provide  a  wear  disgnosis  device  of  the  piston  ring,  it  would  be  sufficient  art  to 

provide  any  suitable  means  which  would  allow  an  operator  to  detect  the  reduced  thickness  of  the  wear  resistant 
35  material  coated  over  the  top  ring. 

The  afore-described  wear  diagnosis  device  is  adapted  to  detect  the  thickness  of  the  wear  resistant  material 
constantly  from  moment  to  moment  for  thereby  permitting  an  operator  to  estimate  a  possible  effective  life  of 
the  ring  so  as  to  know  a  time  for  replacement  of  the  worn  ring  with  a  new  one  with  a  sufficient  time  in  advance 
while  at  the  same  time  eliminating  the  possibility  of  the  fatal  damage  of  the  engines.  Specifically,  when  the 

40  ring  attached  at  the  outer  surface  of  the  piston  is  caused  to  pass  beyond,  for  example,  the  front  surface  of  the 
eddy  current  type  displacement  sensor  attached  to  the  side  surface  below  the  scavenging  port  of  the  liner  due 
to  the  up-and  -down  movement  of  the  piston,  the  output  is  then  generated  which  corresponds  with  the  respec- 
tive  rings.  The  variation  in  the  output  magntitude  is  smaller  for  the  ring  with  the  wear  resistant  material  coated 
than  the  ring  having  no  wear  wearing  material  coated.  As  the  amount  of  wear  of  the  wear  resistant  material 

45  increases  to  such  a  degree  that  its  surface  thickness  is  reduced  due  to  the  sliding  movement  of  the  ring,  the 
variation  in  the  output  magntitude  from  the  sensor  becomes  more  severe  and  would  eventually  equal  with  the 
output  level  from  the  end  ring,  once  the  wear  resistant  material  is  completely  worn  away. 

Consequently,  it  is  possible  for  an  operator  to  determine  a  suitable  time  for  replacement  of  the  worn  ring 
with  a  new  one,  by  keeping  a  continous  monitor  on  a  difference  in  the  output  magnitude  between  the  ring  with 

so  the  wear  resistant  material  coated  and  the  end  ring,  and  such  replacement  may  be  carried  out  in  a  very  timely 
manner  in  response  to  the  decrease  in  such  difference.  An  optimum  replacement  time  may  also  be  estimated 
in  accordance  with  a  rate  at  which  the  difference  in  the  output  magnitudes  is  reduced. 

As  above-described,  the  wear  diagnosis  device  of  the  present  invention  for  the  piston  ring  may  provide 
several  advantages  as  described  below. 

55  ®  Because  the  wear  amount  of  the  ring  may  be  detected  constantly  from  moment  to  moment  during  op- 
eration,  and  accordingly  the  effective  life  of  the  ring  may  be  estimated,  whereby  warning  an  operator  a 
replacement  of  the  piston  ring  with  a  sufficient  time  in  advance  and  allowing  him  to  make  an  arrangement 
of  spare  parts  and  reparing  works  before  the  effective  life  for  the  ring.  This  results  in  a  quick  and  a  smooth 
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execution  of  the  repair  work. 
®  Any  improperness  of  the  ring  may  be  detected  with  an  on-line  basis,  and  so  a  proper  countermeasure 
may  be  taken  in  adavance  to  forestall  any  serious  accident. 

(2)  A  procedure  for  diagnosing  the  wear  on  the  sliding  surface  of  the  piston  ring  attached  to  the  piston  which 
5  is  reciprocating  inside  the  cylinder,  wherein  said  procedure  comprises  steps  of  inserting  a  piston  ring  with  an 

wear  resistant  material  coated  thereover  in  the  thickness  of  8  and  another  piston  ring  without  any  wear  resistant 
material  coated  thereover,  then  inserting  an  electric  displacement  sensor  into  a  through-hole  in  the  cylinder 
wall  leaving  a  clearance  at  the  tip  end  thereof,  connecting  a  instrumental  device  with  the  electric  displacement 
sensor  to  cause  the  reciprocating  movement  of  the  piston,  actuating  the  instrumental  device  to  record  the  out- 

10  put  of  the  displacement  sensor  relative  to  each  of  the  piston  ring  and  the  piston  outerwall  everywhen  the  piston 
ring  moves  passing  in  front  of  the  electric  displacement  sensor,  and  comparing  a  difference  in  the  output  magn- 
titude  between  two  piston  rings,  i.e.,  the  ring  with  the  wear  resistant  material  and  one  without  any  coating  ma- 
terial  with  basis  on  their  data  to  be  provided  before  and  after  use,  and  whereby  computing  a  wearing  amount 
of  the  wear  resistant  material  reduced  from  the  initial  coating  thickness  8  of  the  wear  resistant  material. 

15  In  other  words,  it  may  be  mentioned  that; 
®  while  a  wear  resistant  material  such  as  chromium  etc.,  are  applied  over  the  top  ring  and  the  second 
ring  etc.,  which  tend  to  be  severely  worn  out,  and  no  such  wear  resistant  material  is  applied  over  the  ring 
such  as  an  end  rign  etc.,  which  tend  to  be  less  worn  out,  and  the  effective  life  of  the  ring  is  determined  by 
knowing  the  time  when  its  wear  resistant  material  is  completely  abraded  away. 

20  ®  As  for  instance,  an  eddy  current  type  displacement  sensor  (a  sensor  adapted  to  measure  a  distance 
from  the  tip  end  of  the  sensor  to  a  target  (an  object  to  be  used  for  measuring  a  distance))  may  generate 
an  output  the  magnitude  of  which  is  in  proportion  with  a  distance  to  the  target,  and  its  output  magnitude 
is  varied  depending  on  the  type  of  metals  to  be  used  as  the  target.  The  variation  in  the  magntitude  of  the 
output  is  substantially  less  in  the  wear  resistant  material  than  in  a  eating  material  (iron)  used  as  a  base 

25  metal  for  the  ring.  Because  the  wear  resistant  material  which  has  been  applied  over  the  base  material  for 
the  ring  is  caused  to  have  an  extremely  reduced  thickness,  i.e.,  to  its  maximum  thickness  of  about  0.5 
mm,  and  when  the  thickness  is  measured  by  means  of  the  eddy  current  type  displacement  sensor  with  a 
certain  distance  spaced  therebetween,  its  output  magnitude  may  vary  in  inverse  proportion  with  the  thick- 
ness  of  the  wear  resistant  material. 

30  A  hole  is  bored  in  the  side  surface  area  adjacent  to  the  scavenging  port  of  the  liner,  taking  the  above 
two  points  into  accounts,  said  hole  extending  through  the  side  surface  from  the  exterior  into  the  interior, 
and  the  eddy  current  type  displacement  sesnor  is  placed  inside  the  hole  in  order  that  the  thickenss  of  the 
wear  resistant  material  may  be  measured  by  relying  on  an  output  to  be  produced  from  the  ring  when  it  pass- 
es  therealong. 

35  (D  Because  an  even  pressure  distribution  may  not  be  expected  for  the  ring  due  to  the  gas  escaping  to 
flow  through  the  opposite  engaging  end  portions  thereof,  and  consequently  its  amount  of  wear  may  be 
variable  by  places.  To  discriminate  a  worn  area,  a  groove  is  defined  beforehand  circumferentially  through 
the  surface  of  the  base  metal  at  a  region  where  a  wear  resistant  material  is  coated,  and  then  the  eddy 
current  type  displacement  sensor  is  positioned  so  as  to  make  a  searching  operation  during  operation,  and 

40  thereby  establishing  a  relationship  between  the  amount  of  wear  and  the  position  of  the  ring. 
A  hole  is  bored  in  the  side  surface  area  adjacent  to  the  scavenging  port  of  the  liner,  taking  the  above 

three  points  into  accounts,  said  hole  extending  through  side  surface  from  the  exterior  into  the  interior,  and 
the  eddy  current  type  displacement  sesnor  is  placed  inside  the  hole  in  order  that  the  relationship  between 
the  amount  of  the  wear  and  the  ring  position  may  be  measured  by  relying  on  an  output  to  be  produced 

45  from  the  ring  when  it  passes  therealong. 
®  Meantime,  although  a  procedure  is  disclosed  wherein  a  groove  is  defined  through  the  outer  circumfer- 
ence  of  the  base  material  of  the  ring  so  as  to  specify  the  outer  circumferential  position  of  the  ring  in  this 
invention,  its  understanding  may  be  facilitated  by  employing  a  binary  system  by  which  data  thus  obtained 
are  collected  and  provided  in  a  tabulated  format. 

so  The  operation  of  the  invention  is  identical  with  that  in  the  previous  embodiment,  but  further  description 
should  be  made  on  several  points  as  follows; 

In  order  to  provide  reference  means  for  specifying  a  surface  portion  of  the  ring,  a  groove  is  defined  to  run 
in  parallel  with  the  circumferential  direction  of  the  ring,  prior  to  the  application  of  the  wear  resistant  material 
over  the  base  material  for  the  ring.  In  order  to  discriminate  the  position  by  means  of  the  groove,  two  methods 

55  may  be  suggested,  i.e.,  one  relying  on  the  number  of  the  grooves  and  one  relying  on  the  position  of  the  grooves. 
The  ring  which  has  been  processed  in  this  way  is  brought  into  engagement  with  the  piston,  and  then  the  engine 
is  actuated  to  run,  to  be  followed  by  actuation  of  the  eddy  current  type  displacement  sensor  to  make  a  searching 
action  over  the  surface  of  the  ring,  whereby  allowing  an  operator  to  detect  the  number  and  the  position  of  the 
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grooves  which  correspond  with  the  target  position.  Thus,  an  operator  may  know  the  amount  of  wear  caused 
on  a  particular  ring  portion. 

The  present  invention  has  been  constituted  as  above,  and  thus  the  invention  can  provide  a  procedure  for 
knowing  the  amount  of  wear  of  the  wear  resistant  material  and  its  position  on  the  piston  ring  constantly  from 

5  moment  to  moment.  As  an  effect,the  effective  life  of  the  ring  may  be  determined  by  knowing  the  time  when 
the  wear  resistant  material  has  been  fully  worn  out,  and  therefore  the  invention  may  provide  an  operator  with 
means  for  estimating  the  remaining  effective  life  of  the  piston  ring. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 
10 

Figure  1  is  a  cross-sectional  view  of  the  cylinder  liner  in  an  embodiment  of  the  invention; 
Figure  2  is  a  cross-sectional  view  showing  the  cylinder  liner  with  the  wear  resistant  material  coated  there- 
over  in  front  of  the  eddy  current  type  displacement  sensor  inserted  into  a  through-hole  in  the  cylinder  liner 
for  attachment; 

15  Figure  3  is  a  cross-secctional  view  showing  the  cylinder  liner  without  the  wear  resistant  material  coated 
thereover  in  front  of  the  eddy  current  type  displacement  sensor; 
Figure  4  is  a  view  showing  an  output  wave-form  issued  from  the  eddy  current  type  displacement  sensor; 
Figure  5  is  a  block  diagram  showing  the  constitution  of  the  wear  diagnosis  device  in  the  embodiment  of 
the  invention; 

20  Figure  6  is  a  cross-sectional  view  showing  the  piston-ring  having  a  line  of  circumferential  V-shaped  groove 
in  the  surface  of  the  base  metal  upon  which  the  wear  resistant  material  is  coated; 
Figure  7  is  a  view  showing  an  output  wave-form  issued  from  the  eddy  current  type  displacement  sensor 
in  the  case  of  the  piston-ring  in  Fig.  6  being  utilized; 
Figure  8  is  a  perspective  view  of  the  piston-ring; 

25  Figure  9  is  a  development  view  of  the  outer  surface  of  the  piston-ring  which  is  divided  circumferentially 
into  four  equal  portions  and  wherein  a  circumferential  groove  is  defined  at  different  positions  of  three  por- 
tions  which  corresponds  with  the  vertical  positions  of  the  base  matal  of  the  ring; 
Figure  10  is  a  view  showing  an  output  wave-form  issued  from  the  eddy  current  type  displacement  sensor 
located  at  a  position  which  corresponds  with  respective  circumfereuntil  position  of  the  ring,  in  case  of  the 

30  grooved  piston-ring  with  wear  resistant  material  coated  thereover  being  utilized; 
Figure  1  0  (A)  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  portion  A  in  Fig.  9; 
Figure  10  (B)  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  portion  B  in  Fig.  9; 
Figure  10  (C)  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  portion  C  in  Fig.  9; 
Figure  10  (D)  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  portion  D  in  Fig.  9; 

35  Figure  11  is  a  development  view  of  the  piston  ring  which  optionally  has  1  ~3  circumferential  grooves  or  no 
such  groove  at  three  positions  which  correspond  with  the  vertical  direction  of  the  ring,  by  dividing  the  outer 
circumference  of  the  piston  ring  cirumferentially  into  four  equal  portions; 
Figure  12  is  a  view  showing  an  output  wave-form  issued  from  the  eddy  current  type  displacement  sensor 
provided  at  a  position  which  corresponds  with  the  respective  circumferential  position  of  the  grooved  piston 

40  ring  in  Fig.  11  in  case  of  the  piston  ring  having  an  outer  surface  coated  with  the  wear  resistant  material 
thereover. 
Figure  12(E)  portion  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  Fig.  11  (E)  portion; 
Figure  12  (F)  portion  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  Fig.  11  (F)  portion; 
Figure  12(G)  portion  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  Fig.  11  (G)  portion; 

45  Figure  12  (H)  portion  is  a  view  showing  an  output  wave-form  which  corresponds  with  the  Fig.  11  (H)  portion; 
Figure  13  is  a  development  view  of  the  outer  circumference  of  the  piston-ring  having  the  wear  resistant 
material  coated  thereover,  in  case  of  circumferential  groove  of  the  rectangular  shape  in  cross-section  being 
optionally  arranged  or  not  arranged  at  a  upper,  a  middle  and  a  lower  positions  each  of  which  corresponds 
with  the  vertical  direction  of  the  ring,  by  dividingng  the  outer  circumference  of  the  ring  into  eight  equal  por- 

50  tions; 
Figure  14  (a)  is  a  cross-sectional  view  taken  along  the  line  a-a  in  Fig.  13; 
Figure  14  (b)  is  a  cross-sectional  view  taken  along  the  line  b-b  in  Fig.  13; 
Figure  14  (c)  is  a  cross-sectional  view  taken  along  the  line  c-c  in  Fig.  13; 
Figure  14  (f)  is  a  cross-sectional  view  taken  along  the  line  f-f  in  Fig.  13; 

55  Figure  14  (g)  is  a  cross-sectional  view  taken  along  the  line  g-g  in  Fig.  13; 
Figure  14  (h)  is  a  cross-sectional  view  taken  along  the  line  h-h  in  Fig.  13; 
Figure  15  is  an  output  wave-form  which  corresponds  with  the  portion  of  the  piston-ring  having  the  cross- 
sectional  shape  taken  along  the  line  b-b  of  the  piston-ring  in  Fig.  13; 
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Figure  16  is  an  output  wave-form  which  corresponds  with  the  portion  of  the  piston-ring  having  the  cross- 
sectional  shape  taken  along  the  line  h-h  of  the  piston-ring  in  Fig.  13; 
Figure  1  7  is  a  view  showing  a  combustion  chamber  in  a  prior  art  diesel  engine,  when  the  piston-ring  is  at 
its  top  dead  center. 

5 
DETAILED  DESCRIPTION  OF  PREFERRED  EMBODIMENTS 

Now,  preferred  embodiments  of  the  present  invention  will  be  described  hereinbelow,  with  reference  to  ac- 
companying  drawings. 

10 
First  Embodiment 

The  first  embodiment  of  the  present  invention  will  be  decsribed  with  reference  to  Fig.  1-5. 
In  these  Figures,  there  are  shown  a  piston  01  and  an  scavenging  port  010.  There  are  also  shown  a  cast 

15  cylinder  liner  02  into  which  the  piston  01  may  loosely  engage.  There  are  also  shown  a  through-port  1  03  defined 
through  the  cylinder  liner,  and  an  eddy  current  type  displacement  asensor  100  which  is  attached  in  the  through- 
hole  103  leaving  a  clearance  at  the  tip  end  thereof.  A  numeral  101  represents  a  lead  wire  for  the  eddy  current 
type  displacement  sensor  100,  a  numeral  01a  represents  the  outer  surface  of  the  piston  01,  104  represents 
a  mounting  plate  of  the  eddy  current  type  displacement  sensor,  the  mounting  plate  being  used  to  support  the 

20  eddy  current  type  displacenment  sensor  in  position,  and  105  represents  a  nut  for  securing  the  eddy  current 
type  displcament  sensor  in  position.  There  are  also  shown  a  piston-ring  07a  (shown  only  as  the  top  ring  in  this 
embodiment)  and  the  wear  resistant  material  (for  example  a  chromium  etc.,)  used  to  coat  the  outer  surface  of 
the  cast  iron  piston  ring  07a.  Numerals  07b-07d  represent  the  cast  iron  piston  rings  (a  second  ring,  a  third  ring 
and  an  end  ring  in  this  embodiment)  which  are  not  coated  with  the  wear  resistant  material. 

25  Also,  the  symbols  8  represents  a  thickness  of  the  wear  resistant  material  1  02,  t  represents  a  distance  be- 
tween  the  sliding  surfaces  of  the  rings  07a...  07d  and  the  tip  end  of  the  sensor  100. 

Figure  4  shows  a  wave-form  to  be  provided  by  the  sensor  100,  wherein  the  horizontal  axis  represents  a 
crank  angle  (time),  the  vertical  axis  represents  an  output  voltage,  the  wave  form  7a  represents  the  output  to 
be  provided  by  the  top  ring  (the  ring  with  the  wear  resistant  material  coated)  and  the  wave  forms  7b,  7c  and 

30  76  represent  the  outputs  to  be  provided  by  the  second  ring,  the  third  ring  and  the  end  ring  (those  rings  having 
no  wear  resistant  material  coated)  respectively. 

Figure  5  is  a  block  diagram  showing  how  the  wear  diagnosis  device  is  constructed,  wherein  there  are 
shown  an  engine  00,  a  crank-angle  detector  112,  amplifiers  110  and  113,  an  A/D  converter  111,  a  computer  or 
a  central  processing  unit  (CPU)  114,  a  displayer  115  and  a  groove  200  which  is  defined  through  the  base  metal 

35  of  the  piston  ring. 
Then,  the  principle  and  operation  of  the  present  invention  will  be  described  hereinbelow,  with  reference 

to  Figures  2  through  5  and  Figure  17.  The  sensor  100  has  its  output  varied  depending  on  the  up-and-down 
reciprocating  movement  of  the  piston  01.  As  shown  in  Fig.  4,  the  output  may  be  at  the  level  of  01a,  if  the  piston 
01  moves  to  such  a  position  where  its  outer  surface  01a  is  in  front  of  the  sensor  100.  When  the  piston  01  moves 

40  so  that  the  top  ring  7a  comes  in  front  of  the  sensor  100,  the  output  may  be  varied  by  the  magnitude  of  Va. 
Furthermore,  when  the  piston  01  is  moved  to  cause  the  second  ring  7b  to  be  in  front  of  the  sensor  100,  the 
output  may  be  varied  by  the  magnitude  of  Vb.  Similarly,  the  third  ring  and  the  end  ring  may  vary  their  outputs 
by  the  magnitude  of  Vc  and  Vd  respectively. 

In  the  case  of  the  rings  7b,  7c  and  7d,  a  following  equation  may  be  established,  because  a  constant  distance 
45  is  maintained  from  the  top  end  100  of  the  sensor  100  to  the  sliding  surface  of  the  ring. 

Ve  =  Vb  =  Vc  =  Vd  (1) 
Where,  the  symbol  Ve  represents  a  variation  in  the  output  magnitude  from  the  piston  ring  without  the  wear 

resistant  material  102  coated,  and  the  piston  ring  7a  with  the  wear  resistant  material  102  coated  experiences 
less  magntitude  of  variation  Va  in  output,  which  is  smaller  than  that  of  the  piston  ring  without  the  wear  resistant 

so  material  102  being  coated.  When  the  symbol8  is  small,  a  relationship  substantially  such  as  8  oc  Ve  -  Va  may 
be  derived.  It  may  well  be  considered  that  the  variation  in  the  output  magnitude  is  in  inverse  proportion  with 
the  thickness  of  the  wear  resistant  material  coated,  when  the  wear  resistant  material  is  thinly  coated. 

Hence,  if  it  is  assumed  that  when  the  thickness  of  the  wear  resistant  material  of  the  piston-ring  was  So 
while  it  was  a  newly  made  article  (before  use),  its  output  magnitude  variation  was  Vao  (initial  data),  the  thick- 

55  ness  of  the  wear  resistant  material  being  used  was  S,  its  output  magnitude  variation  was  Va,  and  the  output 
magnitude  variation  of  the  ring  without  any  wear  resistant  material  coated  was  Ve,  then  an  equation  is  estab- 
lished  as  given  below; 

8  =  (Ve  -  Va)/(Ve  -  Vao)x8o  (2) 
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In  the  above  equation  (2),  since  the  values  for  Ve,  Vaoand  So  are  known,  it  is  thus  possible  for  an  operator 
to  measure  the  thickness  S  of  the  wear  resistant  material  constantly  from  moment  to  moment. 

In  Fig.  5,  the  output  from  the  sensor  100  is  amplified  and  rectified  through  an  amplifier  110  and  converted 
into  digital  values  by  means  of  the  A/D  converter  111,  and  then  fed  into  the  computer  or  the  central  processing 

5  unit  (CPU)  114  so  that  the  thickness  8  of  the  wear  resistant  material  102  can  be  computed  in  accordance  with 
the  equation  (2)  . 

The  rings  are  discriminated  by  means  of  the  crank-angle  detector  112. 
As  for  instance,  where  it  is  assumed  that  the  crank-angle  detector  112  has  its  origin  established  at  a  top 

dead  center,  the  time  needed  for  the  signal  to  make  a  full  turn  is  T  seconds,  and  it  needs  a  time  period  of  Ta 
10  for  the  displacement  sensor  100  to  issue  a  signal  for  the  top  ring  7a  from  the  signal  to  be  generated  by  the 

crank-angle  detector  112,  than  it  follows  that  the  crank-angle  9  a  may  be  expressed  by  the  equation  as  set 
forth  below. 

9a  =  Tax360/T  (3) 
The  signal  of  the  top  ring  7a  which  will  be  issued  during  its  operation  can  be  obtained  in  accordance  with 

15  the  equation  (3),  by  employing  a  procedure  wherein  a  crank-angle  9  a  of  the  top  ring  7a  is  detected  beforehand 
at  the  moment  when  the  top  ring  moves  passing  in  front  of  the  displacement  sensor  100.  The  signals  to  be 
produced  from  other  rings  may  be  obtained  in  a  similar  manner. 

In  this  way,  it  can  be  readily  judged  which  one  of  the  piston  rings  is  in  correspondence  with  the  output  wave- 
form  in  Fig.  4  and  consequently  the  values  Ve  and  Va  in  the  equation  (2)  may  be  known.  Thus,  a  thickness  8 

20  of  the  wear  resistant  material  102  may  be  obtained,  and  subsequently  its  results  may  be  displayed  on  a  dis- 
playing  device  115. 

In  Fig.  4,  there  is  a  relationship  shown  such  as  Ve=  Vb  =  Vc  =  Vd  and  Va   ̂ Ve,  and  therefore  the  equation 
(2)  may  be  calculated,  which  means  that  the  crank-angle  detector  112  and  the  amplifier  113  are  not  essentially 
required  to  be  included  as  components. 

25  In  the  meantime,  selection  of  the  materials  such  as  WC,  WC  +  Co,  sintered  sterite,  carbon  ceramics,  Cr3C2 
+  NiCr,  Mo+  Co  alloy,  and  Co  +  Mo  +  Cr  alloy  and  the  like  may  be  possible  other  than  Cr,  as  a  wear  resistant 
material  for  the  piston  ring. 

The  first  embodiment  of  the  invention  has  been  described  as  above,  and  the  characteristics  of  the  wear 
diagnosis  device  of  the  present  invention  may  be  summarized  as  that,  wherein  a  hole  is  bored  in  the  side  sur- 

30  face  area  adjacent  to  the  scavenging  port  of  the  liner,  taking  the  above  two  points  into  accounts,  said  hole 
extending  through  the  side  surface  from  the  exterior  into  the  interior,  and  an  electric  displacement  sensor  such 
as,  for  example,  the  eddy  current  type  displacement  sensor  is  placed  inside  the  hole  in  order  that  the  thickness 
of  the  wear  resistant  material  may  be  measured  by  making  use  of  an  output  to  be  produced  from  the  ring  when 
the  ring  passes  therealong. 

35 
Second  Embodiment 

Then,  the  second  embodiment  of  the  present  invention  will  be  described  hereinbelow.  As  for  the  construc- 
tion  of  the  invention,  the  outer  circumference  of  the  top  ring  07a  of  the  piston  ring  is  divided  into  equal  four 

40  portions  as  respectively  identified  with  the  symbols  A,  B,  C  and  D,  as  shown  in  Fig.  6-10.  The  portion  A  of 
the  base  metal  with  the  wear  resistant  material  coated  at  respective  positions  has  no  groove  to  be  described 
later. 

The,  circumferential  V-shaped  grooves  are  defined  at  a  vertical  center  part  through  the  portion  B,  a  upper 
part  of  the  portion  C  and  a  lower  part  of  the  portion  D.  This  ring  will  be  referred  to  as  the  ring  II  .  A  groove  200 

45  is  defined  through  the  outer  circumferential  surface  of  the  base  metal  of  the  piston  ring. 
The  operation  of  the  second  embodiment  will  be  described.  As  described  in  the  first  embodiment,  a  great 

measuring  error  may  possibly  take  place,  if  it  remains  unknown  which  part  of  the  ring  07a  has  been  measured. 
As  shown  in  Fig.  6,  where  the  circumferential  V-shaped  groove  200  is  defined  through  the  base  metal  under- 
laying  the  wear  resistant  material,  the  shadow  of  the  V-shaped  groove  is  provided  as  a  convexed  image  in  the 

so  output  wave-form.  This  output  wave-form  to  be  issed  from  the  eddy  current  type  displacement  sensor  is  formed 
in  such  an  image  as  shown  in  Fig.  10,  when  the  ring  II  of  the  second  embodiment  is  utilized,  wherein  the  mag- 
nitude  of  the  variation  in  the  output  may  be  observed  to  be  in  an  inverse  proportion  with  the  thickness  of  the 
wear  resistant  material  102,  and  the  image  of  the  groove  200  defined  in  the  base  matal  is  overwrappped  on 
the  output  wave-form,  and  consequently  it  may  be  possible  for  an  operator  to  know  which  part  of  the  circum- 

55  ferential  ring  portion  has  been  measured  with  basis  on  the  image  of  the  groove  200. 
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Third  Embodiment 

The  third  embodiment  of  the  invention  will  be  described  hereinbelow.  The  third  embodiment  is  constructed, 
as  shown  in  Fig.  11  and  12,  such  that  the  outer  circumference  of  the  ring  07a  with  the  wear  resistant  material 

5  coated  thereover  is  equally  divided  into  four  portions  respectively  as  identified  with  the  symbols  E,  F,  G  and 
H.  The  circumferential  groove  200  may  be  optionally  provided  in  these  portions.  No  such  groove  is  defined  in 
the  portion  E.  A  single  groove  is  defined  in  a  width-wise  center  part  of  the  portion  F,  and  three  grooves,  i.e., 
the  upper,  the  middle  and  the  lower  grooves  are  defined  through  the  portion  G,  whereas  two  grooves,  ie.,  the 
upper  and  the  lower  grooves  are  defined  through  the  portion  H.  The  ring  having  these  grooves  therein  are  re- 

10  ferred  to  as  the  ring  III. 
The  operation  of  the  third  embodiment  will  be  described  hereinbelow.  By  measuring  the  output  for  the  ring 

III  utilizing  the  eddy  current  the  displacement  sensor  1  00,  similar  wave-forms  as  shown  for  the  ring  II  are  pro- 
vided,  that  is,  the  output  wave-form  of  the  portion  E  of  the  piston  ring  III  is  as  shown  in  Fig.  12(E)  portion,  and 
sequentially  that  of  the  portion  F  as  shown  in  Fig.  12(F)  portion,  that  of  the  portion  G  as  shown  in  Fig.  12(G) 

15  portion,  that  of  the  portion  H  as  shown  in  Fig.  12(H)  portion  respectively.  When  the  engine  is  operated,  the 
piston  ring  may  continue  rotating  about  the  piston  shaft  if  no  stop  means  are  provided,  and  therefore  it  is  a 
matter  of  pure  casual  chance  that  a  particular  part  of  the  piston  ring  is  measured.  However,  any  part  of  the 
ring  may  be  rotated  sooner  or  later.  Thus,  it  may  possible  for  the  piston  ring  07a  to  identify  the  wear  amount 
of  the  resistant  material  102  coated,  and  its  circumferential  position,  in  the  same  manner  as  that  taken  for  the 

20  second  embodiment. 

Fourth  Embodiment 

Referring  to  the  fourth  embodiment  of  the  invention,  it  can  be  known  that  its  construction  is  identical  as 
25  that  shown  in  Figures  13  and  14,  and  the  ring  07a  with  the  wear  resistant  material  102  coated  thereover  has 

its  outer  circumference  equally  divided  into  eight  portions,  and  two  or  three  circumferential  grooves  of  rectan- 
gular  shape  in  cross-section  are  defined  in  the  base  metal  underlaying  the  wear  resistant  material  at  three  pos- 
itions,  i.e.,  the  upper,  the  middle  and  the  lower  positions  in  the  vertical  plane  of  the  ring  07a.  Alternatively,  such 
grooves  may  be  omitted  entirely. 

30  The  number  and  the  positions  of  the  grooves  to  be  defined  in  the  ring  07a  are  tablulated  in  Table  1  as  set 
forth  below.  Respective  values  in  a  binary  system  are  given  in  the  left-most  column  in  Table  1.  This  ring  will 
be  referred  to  as  the  ring  IV. 

T a b l e   1 

C i r c u m f e r e n t i a l   F i r s t   S e c o n d   T h i r d   B i n a r y  

P o s i t i o n   S t a g e   S t a g e   S t a g e   S y s t e m  
40 

A  (0)  X  X X   0 0 0  

B  (1)  0  X X   100  

45  C  (2)  X  0  X  010  

D  (3)  0  0  X  110  

E  (4)  X  X  0  001 
50 

F  (5)  0  X  0  101 

g  (6)  x  o  0  o n  

55  H  (7)  0  0  0  111 

Numerals  shown  in  parentheses  are  values  in  binary  systems. 
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Symbols  O  and  X  indicate  the  presence  and  the  absence  of  the  groove  respectively. 
The  operation  of  the  fourth  embodiment  of  the  invention  will  be  described  hereinbelow.  This  ring  IV  is  se- 

cured  to  the  piston  as  the  top  ring,  and  wave  forms  which  are  outputted  from  the  eddy  current  type  displacement 
sensor  100  and  subsequently  displayed  on  the  displaying  device  115  are  shown  in  Fig.  15  and  16.  If  there  is 

5  no  stop  means  provided,  the  piston  ring  may  continue  its  rotation  about  the  piston  shaft,  and  therefore  an  op- 
erator  may  not  understand  which  part  of  the  ring  is  being  measured. 

In  Fig.  15,  01a  is  an  output  wave-form  which  corresponds  with  the  outer  wall  01a,  whereas  07bb  is  an  output 
wave-form  which  correnponds  with  the  portion  B  as  shown  in  Fig.  13,  and  07b  is  an  output  wave-form  which 
correnponds  with  the  ring  07b  having  no  wear  resistant  material  coated.  In  Fig.  16,  07hh  is  an  output  wave- 

10  form  which  correponds  with  the  portion  H  in  Fig.  13.  Wave  forms  as  shown  in  Fig.  15  and  16  are  variable  in 
their  outputs  in  an  inverse  proportion  with  the  thickness  of  the  wear  resistant  material  102,  and  the  image  of 
circumferential  goove  102a  which  are  defined  over  the  surface  of  the  base  metal  and  having  a  rectangular 
shape  in  cross-section  is  superimposed  on  the  wave-forms.  Thus,  the  thickness  of  the  wear  resistant  material 
can  be  obtained  from  the  magnitude  of  variation  in  its  output,  and  the  amount  and  its  position  of  wear  can  also 

15  be  judged  from  the  wave-forms  of  the  groove,  just  in  the  same  manner  as  that  for  the  second  and  the  third 
embodiments.  The  salient  feature  of  the  invention  in  the  fourth  embodiment  is  that  it  relies  on  a  binary  system 
to  facilitate  the  identification  of  the  worn-out  positions. 

20  Claims 

1.  A  method  of  diagnosing  the  wear  of  a  piston  ring  wherein  the  piston  ring  (07)  is  attached  to  a  piston  (01) 
adapted  to  reciprocate  in  a  cylinder  (02),  said  piston  ring  (07)  is  used  in  the  form  of  a  piston  ring  (07a) 
coated  with  wear-resisting  material  (02)  at  its  sliding  surface  and  a  piston  ring  without  coating  of  wear- 

25  resisting  material,  both  said  piston  rings  are  caused  to  pass  before  an  electric  displacement  sensor  (100) 
inserted  in  a  through-hole  (103)  so  formed  as  to  pierce  the  wall  of  said  cylinder  from  outside  to  inside, 
the  displacement  of  both  said  piston  rings  are  measured  by  measuring  means  (110,  111)  on  the  basis  of 
output  of  said  electric  displacement  sensor  (100),  the  difference  in  measured  values  output  from  said 
measuring  means  is  taken  by  calculating  means  (114)  so  as  to  calculate  the  thickness  of  wear-resisting 

30  material  coated  on  said  piston  ring  and  the  output  of  said  calculating  means  (114)  is  indicated  by  indicating 
means  (115),  thereby  diagnosing  the  wear  of  said  piston  ring  (07)  from  the  thickness  of  said  wear-resisting 
material  indicated  by  said  indicating  means,  characterized  in  that  the  sliding  surface  of  external  circum- 
ference  of  base  material  of  said  piston  ring  (07a)  coated  with  wear-resisting  material  is  subdivided  into  a 
plurality  of  areas  (A,  B,  C,  D),  annular  grooves  (200)  as  reference  means  are  formed  on  the  sliding  surfaces 

35  of  said  subdivided  areas  in  different  positions  in  the  direction  of  height  so  as  to  specify  each  of  said  sub- 
divided  areas  and  the  thickness  of  wear-resisting  material  coated  on  said  piston  ring  (07a)  is  measured, 
calculated  and  indicated  per  each  of  said  subdivided  areas,  thereby  diagnosing  the  wear  of  sliding  surface 
of  said  piston  ring. 

40  2.  A  method  of  diagnosing  the  wear  of  a  piston  ring,  as  claimed  in  claim  1  ,  characterized  in  that  said  subdi- 
vided  areas  specified  by  said  annular  grooves  (200)  formed  on  the  sliding  surface  of  external  circumfer- 
ence  of  base  material  of  said  piston  ring  (07a)  coated  with  said  wear-resisting  material  are  specified  on 
the  basis  of  no  grooved  position  "O"  and  grooved  position  "1"  by  binary  number. 

45 
Patentanspruche 

1.  Verfahren  zum  Diagnostizieren  der  Abnutzung  eines  Kolbenrings,  wobei  der  Kolbenring  (07)  an  einem 
Kolben  (01)  angebracht  ist,  dergeeignet  ist,  sich  in  einem  Zylinder  (02)  hin-  und  herzubewegen,  besagter 

so  Kolbenring  (07)  in  der  Form  eines  Kolbenrings  (07a),  der  mit  einem  verschleilifesten  Material  (02)  an  sei- 
ner  Gleitflache  bedeckt  ist,  und  eines  Kolbenrings  ohne  Beschichtung  mit  einem  verschleilifesten  Material 
verwendet  wird,  beide  besagter  Kolbenringe  dazu  gebracht  werden,  vor  einem  elektrischen  Verschie- 
bungssensor  (100)  vorbeizugehen,  der  in  einer  Durchbohrung  (103)  eingefugt  ist,  die  so  ausgebildet  ist, 
dalisie  die  Wand  besagtenZylindersvon  aulien  nach  innendurchbohrt,  die  Verschiebung  beider  besagter 

55  Kolbenringe  von  Melimitteln  (110,  111)  auf  der  Grundlage  des  Ausgangssignals  von  besagtem  elektri- 
schen  Verschiebungssensor  (100)  gemessen  wird,  der  Unterschied  der  gemessenen  Werte,  die  von  be- 
sagten  Melimitteln  ausgegeben  werden,  verwendet  wird  von  einem  Rechenmittel  (114),  urn  die  Dicke  des 
verschleilifesten  Materials,  das  auf  besagtem  Kolbenring  aufgebracht  ist,  zu  berechnen,  und  das  Aus- 
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gangssignal  besagten  Rechenmittels  (114)  von  einem  Anzeigemittel  (115)  angezeigt  wird,  wodurch  das 
Diagnostizieren  der  Abnutzung  besagten  Kolbenrings  (07)  uberdie  Dicke  besagten  verschleilifesten  Ma- 
terials,  das  von  besagtem  Anzeigemittel  angezeigt  wird,  stattfindet,  dadurch  gekennzeichnet,  dali  die 
Gleitf  lache  des  Aulienumfangs  des  Grundmaterials  besagten  Kolbenrings  (07a),  der  mit  verschleilifestem 

5  Material  beschichtet  ist,  in  eine  Vielzahl  von  Bereichen  (A,  B,  C,  D)  aufgeteilt  ist,  ringformige  Rillen  (200) 
als  Referenzmittel  auf  der  Gleitf  lache  besagter  unterteilten  Bereiche  an  verschiedenen  Positionen  in  der 
Richtung  der  Hohe  ausgebildet  sind,  urn  jeden  besagter  unterteilten  Bereiche  zu  spezifizieren,  und  die 
Dicke  des  auf  besagtem  Kolbenring  (07a)  aufgebrachten,  verschleilifesten  Materials  gemessen,  berech- 
net  und  angezeigt  wird  fur  jeden  besagter  unterteilten  Bereiche,  wodurch  die  Abnutzung  der  Gleitober- 

10  flache  besagten  Kolbenrings  diagnostiziert  wird. 

2.  Verfahren  zum  Diagnostizieren  der  Abnutzung  eines  Kolbenrings  nach  Anspruch  1  ,  dadurch  gekennzeich- 
net,  dali  besagte  unterteilten  Bereiche,  die  von  besagten  ringformigen  Rillen  (200)  spezifiziert  werden, 
die  auf  der  Gleitflache  des  Aulienumfangs  des  Grundmaterials  besagten  Kolbenrings  (07a)  ausgebildet 

15  sind,  der  mit  besagtem  verschleilifesten  Material  beschichtet  ist,  auf  der  Grundlage  von  nicht  gerillten  Po- 
sitionen  "0"  und  gerillten  Positionen  "1"  durch  binare  Zahlen  spezifiziert  werden. 

Revendications 
20 

1.  Precede  de  diagnostic  de  I'usure  d'un  segment  de  piston  dans  lequel  le  segment  de  piston  (07)  est  fixe 
a  un  piston  (01)  adapte  pourse  deplaceren  va-et-vient  dans  un  cylindre  (02),  ledit  segment  de  piston  (07) 
est  utilise  sous  la  forme  d'un  segment  de  piston  (07a)  revetu  d'un  materiau  resistant  a  I'usure  (02)  au  ni- 
veau  de  sa  surface  coulissante  et  d'un  segment  de  piston  sans  revetement  de  materiau  resistant  a  I'usure, 

25  les  deuxdits  segments  de  piston  sont  amenes  a  passer  devant  un  detecteur  electrique  de  deplacement 
(100)  insere  dans  un  trou  traversant  (103)  forme  de  maniere  a  percer  la  paroi  dudit  cylindre  depuis  I'ex- 
terieur  jusqu'a  I'interieur,  les  deplacements  des  deuxdits  segments  de  piston  sont  mesures  par  des 
moyens  de  mesure  (110,  111)  sur  la  base  de  la  sortie  dudit  detecteur  electrique  de  deplacement  (100), 
la  difference  entre  les  valeurs  mesurees  en  sortie  a  partir  desdits  moyens  de  mesure  est  determinee  par 

30  des  moyens  de  calcul  (114)  de  maniere  a  calculer  I'epaisseur  du  materiau  resistant  a  I'usure  revetu  sur 
ledit  segment  de  piston  et  la  sortie  desdits  moyens  de  calcul  (114)  est  indiquee  par  des  moyens  indicateurs 
(115),  de  sorte  que  le  diagnostic  de  I'usure  dudit  segment  de  piston  (07)  a  partir  de  I'epaisseur  dudit  ma- 
teriau  resistant  a  I'usure  est  indique  par  lesdits  moyens  indicateurs,  caracterise  en  ce  que  la  surface  cou- 
lissante  de  la  circonference  exterieure  du  materiau  de  base  dudit  segment  de  piston  (07a)  revetu  de  ma- 

35  teriau  resistant  a  I'usure  est  divisee  en  plusieurs  zones  (A,  B,  C,  D),  des  gorges  annulaires  (200)  en  tant 
que  moyens  de  reference  sontformees  sur  les  surfaces  coulissantes  desdites  zones  separees  dans  dif- 
ferentes  positions  dans  la  direction  de  la  hauteur  de  maniere  a  specif  ierchacune  desdites  zones  separees 
et  I'epaisseur  du  materiau  resistant  a  I'usure  revetu  sur  ledit  segment  de  piston  (07a)  est  mesuree,  cal- 
culee  et  indiquee  pour  chacune  desdites  zones  separees,  de  maniere  a  diagnostiquer  I'usure  de  la  surface 

40  coulissante  dudit  segment  de  piston. 

2.  Precede  de  diagnostic  de  I'usure  d'un  segment  de  piston,  selon  la  revendication  1  ,  caracterise  en  ce  que 
lesdites  zones  separees  specif  iees  par  lesdites  gorges  annulaires  (200)  formees  dans  la  surface  coulis- 
sante  de  la  circonference  exterieure  du  materiau  de  base  dudit  segment  de  piston  (07a)  revetu  de  materiau 

45  resistant  a  I'usure  sont  specif  iees  parun  nombre  binairesurla  based'une  position  sans  gorge  "0"etd'une 
position  avec  gorge  "1". 
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