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Description 

BACKGROUND  OF  THE  INVENTION 

Field  of  the  Invention: 

This  invention  is  in  the  field  of  fasteners  for 
securing  webs  and  belts. 

Description  of  the  Prior  Art: 

Recently  enacted  laws  require  seats  within 
automobiles  for  restraining  a  child  or  infant.  Typi- 
cally,  the  seats  include  a  harness  which  is  releas- 
ably  securable  around  the  child  with  the  harness 
passing  over  the  shoulders  and  having  a  front  end 
releasably  locked  to  a  buckle  or  similar  fastening 
device.  Such  a  seat  with  harness  is  shown  in  U.  S. 
Patent  4,660,889  issued  to  Indiana  Mills  &  Manu- 
facturing,  Inc.  The  harness  passing  over  the  child's 
shoulders  and  through  the  seat  has  an  opposite 
end  frictionally  engaged  by  a  web  adjuster  moun- 
ted  to  the  seat.  The  web  adjuster  has  a  pivotally 
mounted  cam  member  which  may  be  released  to 
facilitate  sizing  of  the  harness  relative  to  the  child. 
Such  web  adjusters  are  also  shown  in  U.  S.  Design 
Patents  296,678  and  303,232  assigned  to  Indiana 
Mills  &  Manufacturing,  Inc.  Other  web  adjusters 
incorporating  pivotally  mounted  cams  with  gripping 
surfaces  for  holding  webs  are  shown  in  the  U.S. 
Patents  3,434,186  issued  to  Rennert  and  3,872,550 
issued  to  Yang. 

The  aforementioned  web  adjusters  include  an 
outwardly  extending  handle  allowing  the  user  to 
pivot  the  cam  member  for  releasing  the  web  rela- 
tive  to  the  adjuster.  In  U.  S.  Patent  4,679,852 
assigned  to  Indiana  Mills  &  Manufacturing,  Inc.,  on 
which  the  preamble  of  the  claim  is  based,  a  rotat- 
able  rod  mounted  to  the  child's  seat  extends 
through  the  web  adjuster  handle  to  allow  the  user 
to  rotate  the  rod  and  thereby  pivot  the  web  adjuster 
handle.  I  have  provided  a  web  adjuster  having  a 
more  compact  means  for  operating  the  pivotally 
mounted  cam  member  of  the  web  adjuster.  Dis- 
closed  herein  is  such  a  web  adjuster  having  control 
means  to  pull  for  pivoting  and  thereby  releasing  the 
cam  member. 

In  U.S.  Patent  4,716,630  the  web  adjuster  in- 
cludes  a  rib  on  the  base  with  a  cam  member 
forcing  a  rope  or  web  simultaneously  against  the 
base  and  rib  to  increase  the  area  of  contact.  By 
increasing  the  area  of  contact,  it  becomes  excep- 
tionally  difficult  to  release  the  cam  member  from 
the  web  and  therefore  what  is  needed  is  an  ad- 
juster  which  provides  two  stages  of  locking.  In  the 
first  stage  of  web  locking,  the  cam  member  forces 
the  web  against  the  base  requiring  minimum  re- 
lease  force  whereas  in  a  second  stage  of  web 

locking  which  may  occur  in  a  crash  situation,  the 
cam  member  is  operable  to  further  rotate  forcing 
the  web  against  the  base  and  an  upraised  rib 
requiring  maximum  release  force. 

5 
SUMMARY  OF  THE  INVENTION 

The  embodiment  of  the  present  invention  in- 
cludes  a  child  restraining  device  for  mounting  in  a 

io  vehicle  wherein  the  device  having  a  child  support 
upon  which  the  child  may  be  supported  and  a 
harness  movably  mounted  to  said  child  support 
and  including  a  restraining  portion  positionable 
against  the  child  with  first  lock  means  thereon,  said 

75  harness  including  a  web  affixed  thereto  being  lo- 
cated  beneath  said  support  with  said  web  extend- 
ing  forwardly  through  said  support.  A  second  lock 
means  is  mounted  to  said  support  and  engageable 
with  said  first  lock  means  to  secure  said  harness  to 

20  said  support.  A  web  adjuster  mounted  to  the  sup- 
port  with  the  adjuster  including  cam  means  with 
teeth  frictionally  receiving  said  web  being  operable 
to  hold  said  web  once  said  web  is  pulled  manually 
in  a  tightening  direction  through  said  adjuster  to 

25  tighten  said  harness  and  also  being  operable  to 
release  said  web  to  loosen  said  harness  upon 
manual  operation  of  said  adjuster.  The  adjuster 
including  a  frame  with  a  base  having  a  rib  formed 
thereon  and  a  pair  of  upstanding  walls  secured 

30  thereto  with  said  cam  means  including  a  pivot  axis. 
The  cam  means  having  a  cam  member  pivotally 
mounted  to  said  walls.  The  cam  member  is  nor- 
mally  located  in  a  web  engageable  position  holding 
the  web  against  the  base,  said  cam  member  being 

35  movable  from  said  web  engageable  position  to  an 
increased  gripping  position  whereat  said  cam 
member  holds  said  web  against  said  rib  and  being 
also  movable  from  either  of  both  said  positions  to  a 
release  position  allowing  said  web  to  move  relative 

40  to  said  frame,  said  adjuster  further  including  control 
means  engaged  with  said  cam  member  operable  to 
move  said  cam  member  to  said  release  position. 
The  teeth  of  the  cam  member  normally  holding 
said  web  against  said  base  through  a  first  angle  of 

45  contact  while  under  said  normal  web  loading  but 
holding  said  web  against  said  base  and  said  rib 
through  a  second  angle  of  contact  greater  than  said 
first  angle  increasing  the  holding  thereof  while  un- 
der  an  abnormal  high  web  loading.  The  control 

50  means  includes  a  pair  of  spaced  apart  arms  pivot- 
ally  engaged  with  the  cam  member  at  a  location 
between  the  pivot  axis  and  the  teeth  to  pivot  the 
cam  member  as  the  control  means  move,  said 
control  means  including  a  rod  and  a  pull  strap 

55  mounted  thereto  with  said  rod  joining  said  arms 
together,  said  pull  strap  being  pullable  away  from 
said  pivot  axis  and  said  rib  in  said  tightening  direc- 
tion  pivoting  said  cam  member  and  moving  said 
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teeth  apart  from  said  web  allowing  said  web  to  be 
moved  in  a  direction  opposite  said  tightening  direc- 
tion  to  loosen  said  harness. 

It  is  an  object  of  the  present  invention  to  pro- 
vide  a  new  and  improved  web  adjuster. 

A  further  object  of  the  present  invention  is  to 
provide  a  web  adjuster  having  a  low  profile. 

Yet  another  object  of  the  present  invention  is  to 
provide  a  low  profile  web  adjuster. 

An  additional  object  of  the  present  application 
is  to  provide  a  web  adjuster  which  will  increase  the 
web  holding  force  during  abnormal  high  loading. 

Related  objects  and  advantages  of  the  present 
invention  will  be  apparent  from  the  following  de- 
scription. 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

FIG.  1  is  a  perspective  fragmentary  view  of  a 
seat  having  the  adjuster  incorporating  the  present 
invention. 

FIG.  2  is  an  enlarged  top  view  of  the  web 
adjuster  mounted  to  the  seat  of  FIG.  1  with  the 
outer  housing  removed. 

FIG.  3  is  a  cross-sectional  view  taken  along  the 
line  3-3  of  FIG.  2  and  viewed  in  the  direction  of  the 
arrows. 

FIG.  4  is  a  cross  sectional  view  taken  along  tile 
line  4-4  of  FIG.  2  and  viewed  in  the  direction  of  the 
arrows  showing  the  adjuster  in  the  locked  position 
under  normal  loads. 

FIG.  5  is  the  same  view  as  FIG.  4  only  showing 
the  adjuster  in  the  locked  position  under  abnormal 
high  loads. 

DESCRIPTION  OF  THE  PREFERRED  EMBODI- 
MENTS 

Referring  now  more  particularly  to  FIG.  1,  there 
is  shown  a  seat  20  having  a  back  portion  21  and 
seat  portion  22  integrally  connected  together.  A 
harness  23  is  mounted  to  the  seat  and  is  designed 
to  adjust  to  the  size  of  the  child  placed  on  the  seat. 
A  variety  of  different  types  of  harnesses  may  be 
installed  onto  the  seat.  In  FIG.  1,  a  5  point  harness 
is  depicted.  As  such,  harness  23  includes  two  webs 
24  and  25  having  respectively  first  ends  26  and  27 
fixedly  fastened  to  the  seat  with  both  webs  slidably 
extending  respectively  through  a  pair  of  conven- 
tional  separate  tongues  28  and  29  releasably  loc- 
kable  to  a  conventional  seat  belt  buckle  30.  Buckle 
30  is  secured  to  strap  31  having  a  strap  end  32 
fixedly  secured  to  the  seat.  Webs  24  and  25  ex- 
tend  slidably  through  slots  provided  in  back  portion 
21  of  the  seat  with  the  webs  then  extending  rear- 
wardly  of  the  seat  being  fastened  to  a  bar  33.  The 
bar  is  also  fastened  to  a  third  web  34  extending 
forwardly  through  a  slot  35  formed  in  seat  portion 

22.  Web  34  then  extends  releasably  through  a  web 
adjuster  140  fastened  to  the  seat.  Operation  of  the 
web  adjuster  allows  web  34  to  be  loosened  or 
tightened  which  in  turn  results  in  the  loosening  or 

5  tightening  of  harness  23. 
Many  variations  are  contemplated  and  included 

in  the  present  invention.  For  example,  the  web 
adjuster  is  shown  in  combination  with  a  5  point 
harness  although  the  web  adjuster  will  work  equally 

io  well  with  other  types  of  harnesses  so  long  as  the 
web  adjuster  is  operable  to  loosen  or  tighten  the 
harness. 

The  web  adjuster  is  shown  in  FIG.  2  through 
FIG.  5.  Web  adjuster  140  includes  a  frame  having  a 

is  pair  of  upstanding  walls  142  and  143  integrally 
joined  to  a  base  wall  141  which  extends  generally 
horizontal  and  is  affixed  to  the  horizontal  seat  por- 
tion  of  the  seat.  A  cam  member  144  is  pivotally 
mounted  to  walls  142  and  143.  Pivotally  mounted 

20  by  a  pin  45  to  and  between  walls  142  and  143  is  a 
cam  member  144.  Cam  member  144  (FIG.  3)  in- 
cludes  a  through  hole  46  within  which  is  positioned 
a  helical  spring  47  and  pin  45.  The  pin  extends 
centrally  through  the  helical  spring  and  has  a  slot 

25  48  at  one  end  to  receive  one  end  49  of  the  spring 
with  the  opposite  end  50  of  the  spring  extending 
into  a  hole  51  provided  in  the  cam  member.  The 
helical  spring  is  installed  with  the  opposite  ends  in 
slot  48  and  hole  51  so  that  the  plurality  of  friction 

30  ridges  152  (FIG.  4)  provided  on  the  outer  surface  of 
the  cam  member  are  forced  against  web  34  trap- 
ping  the  web  between  the  cam  member  and  base 
wall  141. 

Wall  143  includes  an  aperture  through  which 
35  end  54  of  the  pin  extends.  The  aperture  is  re- 

stricted  preventing  rotational  movement  of  the  pin. 
The  opposite  end  of  the  pin  includes  a  groove  56 
located  immediately  inward  of  wall  142  when  the 
pin  is  installed  to  the  adjuster.  A  conventional  C- 

40  shaped  clamp  57  is  mounted  within  the  groove 
preventing  the  pin  from  disengaging  walls  142  and 
143. 

Web  34  extends  through  a  slot  35  (FIG.  1) 
formed  in  seat  support  22  and  is  attached  by 

45  means  of  bar  33  to  the  harness.  The  free  end  of 
the  web  extends  through  a  hole  in  the  web  adjuster 
housing  and  lies  against  the  forward  portion  of  the 
seat.  The  spring  is  operable  to  normally  force  cam 
member  144  in  the  counterclockwise  direction  op- 

50  posite  of  arrow  178  (FIG.4)  thereby  causing  the 
friction  engaging  surface  of  the  cam  formed  by 
teeth  152  to  engage  web  34  preventing  movement 
of  the  web  in  the  web  release  direction  which  is 
opposite  of  arrow  173.  At  the  same  time,  the  web 

55  may  be  grasped  and  pulled  in  the  direction  of 
arrow  173  to  tighten  the  harness.  Web  adjuster  140 
has  a  pull  control  162  (FIG.  2).  Pull  control  162  has 
a  pair  of  arms  163  and  164  having  inwardly  turned 
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distal  ends  134  and  135  projecting  into  holes  pro- 
vided  on  the  opposite  outwardly  facing  ends  of 
cam  144.  For  example,  arm  164  has  an  inwardly 
turned  distal  end  135  projecting  into  hole  168  (FIG. 
4)  provided  on  end  189  of  the  cam  element.  A  rod 
167  is  integrally  joined  to  and  between  arms  164 
and  163  with  a  fabric  strap  170  extending  around 
rod  167.  One  end  191  of  strap  170  is  secured  by 
stitching  or  other  suitable  means  to  the  main  body 
of  the  strap  with  the  opposite  end  of  the  strap 
extending  freely  away  from  the  web  adjuster. 
Thus.strap  170  may  be  pulled  in  the  direction  of 
arrow  173  thereby  causing  clockwise  rotation  178 
of  cam  144  as  viewed  in  FIG.  4  forcing  the  friction 
teeth  152  to  disengage  web  34  allowing  the  web  to 
be  moved  in  the  direction  opposite  of  arrow  173 
thereby  loosening  the  harness.  Release  of  strap 
170  allows  the  helical  spring  to  rotate  the  cam  in  a 
counter  clockwise  direction  as  viewed  in  FIG.  4 
thereby  engaging  web  34  and  preventing  further 
loosening  of  the  harness.  Web  34  may  be  moved 
in  the  direction  of  arrow  173  to  tighten  the  harness 
even  though  teeth  152  are  engaged  with  the  web. 
Notably,  fabric  strap  170  may  be  moved  in  the 
direction  of  arrow  173  which  is  the  same  direction 
that  web  34  is  moved  when  tightening  the  harness. 

FIG.  4  illustrates  the  adjuster  in  the  locked 
position  under  normal  loads.  The  bottom  wall  141 
of  the  bracket  includes  an  upraised  rib  190  located 
between  the  pivot  axis  of  cam  member  144  and  the 
aft  end  174  of  the  bracket.  Rib  190  is  intregal  with 
bottom  wall  141  and  is  joined  thereto  by  means  of 
an  upwardly  sloping  front  wall  171  and  an  upwardly 
sloping  back  wall  172.  The  rib  extends  across  the 
width  of  wall  141  between  upraised  walls  142  and 
143  and  has  opposite  ends  terminating  inwardly  of 
the  upstanding  walls  142  and  143.  Thus,  the  base 
wall  141  is  flat  between  the  upstanding  walls  and 
the  opposite  ends  of  the  rib.  In  one  embodiment, 
the  rib  terminated  approximately  1/4  inch  inwardly 
of  upstanding  walls  142  and  143.  Under  normal 
loading,  teeth  152  engage  belt  134  and  force  the 
belt  against  the  upwardly  facing  surface  of  bottom 
wall  141  at  a  location  between  the  front  end  183  of 
the  bracket  and  the  upwardly  sloping  wall  171  of 
rib  190.  The  upwardly  facing  flat  surface  of  wall 
141  is  located  further  from  the  pivot  axis  of  cam 
144  than  the  upwardly  facing  surface  of  wall  171. 
The  distance  from  the  teeth  152  to  the  pivot  axis  of 
the  cam  is  such  that  the  cam  member  under  nor- 
mal  loading  positions  teeth  152  atop  the  upwardly 
facing  surface  of  wall  141  apart  from  the  upwardly 
facing  surface  of  wall  171.  That  is,  under  normal 
locked  conditions,  the  teeth  of  the  cam  are  not 
located  adjacent  wall  171  and  thus  the  belt  is  not 
lockingly  forced  thereagainst.  On  the  other  hand, 
under  abnormal  high  loading  such  as  experienced 
in  a  crash  or  under  emergency  conditions,  the 

passenger  is  forced  against  belt  34  thereby  pulling 
the  belt  in  the  direction  opposite  of  arrow  173 
forcing  the  cam  to  pivot  further  in  a  counterclock- 
wise  direction  as  viewed  in  FIG.  4  thereby  forcing 

5  the  teeth  atop  the  upwardly  facing  surface  of  wall 
171  holding  the  belt  between  wall  171  and  the  cam 
member.  To  unlock  the  adjuster,  tab  170  is  then 
pulled  in  the  direction  of  arrow  173. 

FIG.  5  illustrates  the  adjuster  in  the  locked 
io  position  under  abnormal  high  loads.  Such  loads 

occur  in  a  crash  or  other  emergency  situation 
whereby  cam  member  144  pivots  an  additional 
amount  in  the  counterclockwise  direction  as  viewed 
from  FIG.  4-FIG.  5  thereby  positioning  teeth  152 

is  against  the  upwardly  facing  surface  of  wall  171  of 
rib  190.  Belt  34  is  thereby  forced  against  and 
locked  to  rib  190.  Teeth  152  while  forcing  the  belt 
against  wall  171  also  force  the  belt  against  the 
upwardly  facing  flat  surface  of  wall  141  imme- 

20  diately  in  front  of  wall  171  thereby  not  only  increas- 
ing  the  area  of  contact  between  the  belt,  teeth  and 
wall  but  also  most  importantly  increasing  the  angle 
of  contact  around  the  pivot  axis  of  cam  144  exist- 
ing  between  the  belt,  teeth,  wall  141  and  wall  171. 

25  For  example,  the  angle  180  (FIG.  4)  of  contact  a 
round  the  cam  pivot  axis  between  the  belt,  teeth 
and  wall  141  increases  to  angle  181  (FIG.  5)  under 
high  loading  with  teeth  152  forcing  the  belt  against 
wall  141  and  wall  171.  In  addition  to  providing 

30  additional  locking  of  the  belt,  the  rib  is  operable  to 
prevent  the  bottom  wall  from  bowing  under  ex- 
treme  loads.  Without  such  a  rib,  the  bottom  wall 
bows  under  high  loading  thereby  forcing  the  wall 
apart  from  the  teeth  and  belt  considerably  reducing 

35  the  locking  ability  of  the  adjuster.  The  rib  is  particu- 
larly  advantageous  in  that  the  area  of  contact  be- 
tween  the  belt,  rib  and  bottom  wall  is  across  sub- 
stantially  the  entire  width  of  the  adjuster  thereby 
preventing  the  belt  from  cocking  or  wiggling  loose. 

40  While  the  invention  has  been  illustrated  and 
described  in  detail  in  the  drawings  and  foregoing 
description,  the  same  is  to  be  considered  as  illus- 
trative  and  not  restrictive  in  character,  it  being 
understood  that  only  the  preferred  embodiments 

45  have  been  shown  and  described. 

Claims 

1.  A  child  restraining  device  for  mounting  in  a 
50  vehicle  wherein  the  device  having: 

a  child  support  (20)  upon  which  the  child 
may  be  supported; 

a  harness  (23)  movably  mounted  to  said 
child  support  (20)  and  including  a  restraining 

55  portion  (24-25)  positionable  against  the  child 
with  first  lock  means  (28-29)  thereon,  said  har- 
ness  (23)  including  a  web  (34)  affixed  thereto 
being  located  beneath  said  support  with  said 

4 
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web  extending  forwardly  through  said  support; 
second  lock  means  (30)  mounted  to  said 

support  (20)  and  engageable  with  said  first 
lock  means  (28-29)  to  secure  said  harness  to 
said  support;  and,  5 

a  web  adjuster  (140)  mounted  to  said  sup- 
port  (20)  with  said  adjuster  including  cam 
means  with  teeth  (152)  frictionally  receiving 
said  web  (34)  being  operable  to  hold  said  web 
once  said  web  is  pulled  manually  in  a  tighten-  10 
ing  direction  (173)  through  said  adjuster  (140) 
to  tighten  said  harness  and  also  being  op- 
erable  to  release  said  web  (34)  to  loosen  said 
harness  upon  manual  operation  of  said  ad- 
juster,  said  adjuster  including  a  frame  with  a  is 
base  (141)  having  a  rib  (190)  formed  thereon 
and  a  pair  of  upstanding  walls  (142-143)  se- 
cured  thereto  with  said  cam  means  including  a 
pivot  axis,  said  cam  means  having  a  cam 
member  (144)  pivotally  mounted  to  said  walls  20 
(142-143),  said  cam  member  (144)  being  nor- 
mally  located  in  a  web  engageable  position 
holding  said  web  (34)  against  said  base  (141), 
said  cam  member  being  movable  from  said 
web  engageable  position  to  an  increased  grip-  25 
ping  position  whereat  said  cam  member  (144) 
holds  said  web  (34)  against  said  rib  (190)  and 
being  also  movable  from  either  of  both  said 
positions  to  a  release  position  allowing  said 
web  (34)  to  move  relative  to  said  frame,  said  30 
adjuster  further  including  control  means  en- 
gaged  with  said  cam  member  (144)  operable 
to  move  said  cam  member  (144)  to  said  re- 
lease  position, 

said  teeth  (152)  of  said  cam  member  (144)  35 
normally  holding  said  web  (34)  against  said 
base  (141)  through  a  first  angle  of  contact 
(180)  while  under  said  normal  web  loading  but 
holding  said  web  against  said  base  and  said 
rib  through  a  second  angle  of  contact  (181)  40 
greater  than  said  first  angle  (180)  increasing 
the  holding  thereof  while  under  an  abnormal 
high  web  loading,  wherein  the  device  is  char- 
acterized  in  that 

said  control  means  includes  a  pair  of  45 
spaced  apart  arms  (164)  pivotally  engaged 
with  said  cam  member  (141)  at  a  location 
between  said  pivot  axis  and  said  teeth  (1  52)  to 
pivot  said  cam  member  (144)  as  said  control 
means  move,  said  control  means  including  a  so 
rod  (167)  and  a  pull  strap  (170)  mounted  there- 
to  with  said  rod  (167)  joining  said  arms  (164) 
together,  said  pull  strap  being  pullable  away 
from  said  pivot  axis  and  said  rib  (190)  in  said 
tightening  direction  (173)  pivoting  said  cam  55 
member  (144)  and  moving  said  teeth  (152) 
apart  from  said  web  (34)  allowing  said  web  to 
be  moved  in  a  direction  opposite  said  tighten- 

ing  direction  to  loosen  said  harness  (23). 

Patentanspruche 

1.  Kinderruckhalteanordnung  zum  Einsatz  in  ei- 
nem  Kraftfahrzeug,  mit: 

einem  Kindersitz  (20)  zur  Aufnahme  eines 
Kindes; 

einer  Gurtanordnung  (23),  die  beweglich 
mit  dem  Kindersitz  (20)  verbunden  ist  und  ei- 
nen  Ruckhalteabschnitt  (24-25)  aufweist,  der 
mittels  einer  ersten  Verriegelungsanordnung 
(28-29)  zum  Kind  hin  ausrichtbar  ist,  wobei  die 
Gurtanordnung  (23)  einen  mit  ihr  verbundenen 
Gurtabschnitt  (34)  aufweist,  der  unterhalb  des 
Sitzes  angeordnet  ist  und  sich  durch  den  Sitz 
hindurch  nach  vorne  erstreckt; 

einer  zweiten  Verriegelungsanordnung 
(30),  die  mit  dem  Sitz  (20)  verbunden  ist,  und 
die  mit  der  ersten  Verriegelungsanordnung 
(28-29)  zusammenwirkt,  urn  die  Gurtanordnung 
mit  dem  Sitz  zu  verbinden  und 

einem  Gurteinsteller  (140),  der  am  Sitz 
(20)  angeordnet  ist  und  der  eine  Nockenanord- 
nung  mit  Zahnen  (152)  aufweist,  die  im  Rei- 
beingriff  mit  dem  Gurtabschnitt  (34)  stehen, 
und  die  den  Gurtabschnitt  festhalt,  nachdem 
dieser  durch  den  Einsteller  (140)  manuell  in 
die  Klemmrichtung  (173)  gezogen  worden  ist, 
urn  die  Gurtanordnung  zu  straffen  und  der  den 
Gurtabschnitt  (34)  freigibt,  urn  die  Gurtanord- 
nung  zu  lockern  mittels  manueller  Betatigung 
des  Einstellers;  der  Einsteller  weist  einen  Rah- 
men  mit  einem  Grundteil  (141)  auf  mit  einer 
Rippe  (190)  und  mit  einem  Paar  sich  nach 
oben  erstreckender,  mit  ihm  fest  verbundener 
Wande  (142-143),  die  mit  der  Nockenanord- 
nung  verbunden  sind,  welche  eine  Drehachse 
und  einen  Nockenabschnitt  (144)  aufweist,  der 
drehbar  in  den  Wanden  (142-143)  gelagert  ist; 
normalerweise  ist  der  Nockenabschnitt  (144)  in 
einer  Gurteingriffsstellung  zum  Festhalten  des 
Gurtabschnittes  (34)  am  Grundteil  (141),  wobei 
der  Nockenabschnitt  aus  der  Gurteingriffstel- 
lung  in  eine  verstarkte  Eingriffstellung  beweg- 
bar  ist,  in  der  der  Nockenabschnitt  (144)  den 
Gurtabschnitt  (34)  gegen  die  Rippe  (190) 
druckt,  sowie  aus  diesen  beiden  Stellungen 
bewegbar  ist  in  eine  Freigabestellung,  in  der 
sich  der  Gurtabschnitt  (34)  relativ  zum  Rahmen 
bewegen  kann;  der  Einsteller  weist  ferner  eine 
mit  dem  Nockenabschnitt  (144)  zusammenwir- 
kende  Steueranordnung  auf  zur  Bewegung  des 
Nockenabschnitts  (144)  in  die  Freigabestel- 
lung; 

die  Zahne  (152)  des  Nockenabschnitts 
(144)  drucken  normalerweise  den  Gurtabschnitt 
(34)  gegen  das  Grundteil  (141)  in  einem  ersten 
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Beaufschlagungswinkel  (180)  bei  Normalbela- 
stung  des  Gurtabschnittes,  drucken  jedoch  den 
Gurtabschnitt  gegen  das  Grundteil  und  die 
Rippe  in  einem  zweiten  Beaufschlagungswinkel 
(181),  der  groBer  ist  als  der  erste  Winkel  (180)  5 
zur  Erhohung  der  Haltekraft  bei  ungewohnlich 
hoher  Belastung  des  Gurtabschnittes;  die 
Ruckhalteanordnung  ist  dadurch  gekenn- 
zeichnet,  dal3  die  Steueranordnung  ein  Paar 
im  Abstand  voneinander  angeordnete  und  10 
drehbar  im  Nockenabschnitt  (144)  an  einer 
Stelle  gelagerte  Arme  (164)  aufweist,  die  zwi- 
schen  der  Drehachse  und  den  Zahnen  (152) 
liegt,  urn  den  Nockenabschnitt  (144)  zusam- 
men  mit  der  Steueranordnung  zu  bewegen,  is 
und  dal3  die  Steueranordnung  eine  Welle  (167) 
sowie  eine  Zugschlaufe  (170)  aufweist,  die  mit 
der  Welle  (167)  verbunden  ist  und  die  Arme 
(164)  miteinander  verbindet,  wobei  sich  die 
Zugschlaufe  von  der  Drehachse  und  von  der  20 
Rippe  (190)  entfernen  kann  in  Klemmrichtung 
(173)  unter  Verdrehung  des  Nockenabschnittes 
(144)  und  unter  Bewegung  der  Zahne  (152) 
vom  Gurtabschnitt  (34)  weg,  so  dal3  der  Gurt- 
abschnitt  sich  in  einer  Richtung  entgegenge-  25 
setzt  zur  Klemmrichtung  bewegt,  urn  die  Gur- 
tanordnung  (23)  zu  lockern. 

Revendicatlons 
30 

1.  Dispositif  de  contention  pour  enfant,  destine  a 
etre  monte  dans  un  vehicule,  ce  dispositif 
comportant  : 

un  support  d'enfant  (20)  sur  lequel  I'enfant 
peut  etre  place;  35 

un  harnais  (23)  monte  de  maniere  mobile 
sur  ledit  support  d'enfant  (20)  et  comprenant 
une  partie  de  contention  (24-25),  apte  a  etre 
placee  contre  I'enfant  et  portant  des  premiers 
moyens  de  verrouillage  (28-29),  ledit  harnais  40 
(23)  comprenant  une  courroie  (34)  fixee  sur  lui 
en  etant  situee  au  dessous  dudit  support  et  en 
s'etendant  vers  I'avant  a  travers  ledit  support; 

un  second  moyen  de  verrouillage  (30) 
monte  sur  ledit  support  (20)  et  apte  a  etre  mis  45 
en  prise  avec  lesdits  premiers  moyens  de  ver- 
rouillage  (28-29)  pour  fixer  ledit  harnais  sur 
ledit  support;  et 

un  regleur  de  courroie  (140)  monte  sur 
ledit  support  (20)  et  incluant  un  moyen  de  so 
came  avec  des  dents  (152)  recevant  ladite 
courroie  (34)  en  frottant  contre  elle  et  apte  a 
fonctionner  de  maniere  a  retenir  cette  courroie, 
lorsque  celle-ci  est  tiree  manuellement  dans 
une  direction  de  serrage  (173)  a  travers  ledit  55 
regleur  (140),  de  fagon  a  tendre  ledit  harnais, 
et  etant  egalement  apte  a  fonctionner  de  ma- 
niere  a  relacher  ladite  courroie  (34)  pour  de- 

tendre  ledit  harnais,  en  manoeuvrant  ledit  re- 
gleur  manuellement,  ledit  regleur  comprenant 
un  cadre  avec  une  base  (141)  sur  laquelle  est 
formee  une  nervure  (190),  cette  base  ayant 
une  paire  de  parois  relevees  (142-143)  fixee 
sur  elle  avec  ledit  moyen  de  came  comprenant 
un  axe  de  pivotement,  ce  moyen  de  came 
ayant  un  organe  de  came  (144)  monte  de 
maniere  pivotante  sur  lesdites  parois  (142- 
143),  ledit  organe  de  came  (144)  etant  norma- 
lement  place  dans  une  position  de  mise  en 
prise  retenant  ladite  courroie  (34)  contre  ladite 
base  (141)  et  etant  deplagable  a  partir  de  cette 
position  vers  une  position  d'accroissement 
d'accrochage,  dans  laquelle  ledit  organe  de 
came  (144)  retient  ladite  courroie  (34)  contre 
ladite  nervure  (190),  et  etant  egalement  depla- 
gable,  a  partir  de  I'une  ou  I'autre  de  ces  deux 
positions,  vers  une  position  de  relachement, 
permettant  a  ladite  courroie  (34)  de  se  depla- 
cer  par  rapport  audit  cadre,  ledit  regleur  com- 
prenant  en  outre  des  moyens  de  commande 
cooperant  avec  ledit  organe  de  came  (144)  et 
aptes  a  fonctionner  de  maniere  a  deplacer  cet 
organe  de  came  (144)  vers  cette  position  de 
relachement, 

lesdites  dents  (152)  dudit  organe  de  came 
(144)  retenant  normalement  ladite  courroie  (34) 
contre  ladite  base  (141)  jusqu'a  un  premier 
angle  de  contact  (180),  lorsqu'elles  sont  sou- 
mises  a  ladite  tension  normale  de  courroie, 
mais  retenant  ladite  courroie  contre  ladite  base 
et  ladite  nervure  jusqu'a  un  second  angle  de 
contact  (181)  plus  grand  que  ledit  premier  an- 
gle  (180),  en  augmentant  sa  retenue,  lorsqu'el- 
les  sont  soumises  a  une  tension  de  courroie 
anormalement  elevee,  ce  dispositif  etant  carac- 
terise  en  ce  que  lesdits  moyens  de  commande 
comprennent  une  paire  de  bras  (164),  espaces 
I'un  de  I'autre,  en  prise  pivotante  avec  ledit 
organe  de  came  (141)  a  un  emplacement,  si- 
tue  entre  ledit  axe  de  pivotement  et  lesdites 
dents  (152),  tel  qu'il  permet  de  faire  pivoter 
ledit  organe  de  came  (144)  lorsque  lesdits 
moyens  de  commande  se  deplacent,  ces 
moyens  de  commande  comprenant  une  tige 
(167)  et  une  sangle  de  tirage  (170)  montes  sur 
eux  avec  ladite  tige  (167)  reunissant  lesdits 
bras  (164),  ladite  sangle  de  tirage  etant  apte  a 
etre  tiree  en  s'eloignant  dudit  axe  de  pivote- 
ment  et  de  ladite  nervure  (190)  dans  ladite 
direction  de  tension  (173),  en  faisant  pivoter 
ledit  organe  de  came  (144)  et  en  eloignant 
lesdites  dents  (152)  de  ladite  courroie  (34)  en 
permettant  de  deplacer  celle-ci  en  direction 
opposee  a  la  direction  de  tension  afin  de  de- 
tendre  ledit  harnais  (23). 
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