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Improvements  in  or  relating  to  delay  circuits. 

©  An  electrical  circuit  for  producing  in  an  electrical 
path  a  time  delay  comprises  a  pulse  generator  (12) 
which  is  arranged  to  produce  at  its  output  an  edge 
or  transition  at  a  given  time  interval  after  an  edge  or 
transition  is  applied  to  an  input  (14)  thereof,  the 
pulse  generator  (12)  having  a  control  input  to  which 
a  signal  can  be  applied  to  vary  said  time  interval, 
means  (16)  for  producing  an  electrical  signal  indica- 
tive  of  said  time  interval,  a  comparing  circuit  (10) 
arranged  to  receive  said  signal  and  a  further  signal 
indicative  of  a  reference  time  interval,  said  compar- 
ing  means  producing  an  error  signal  which  is  applied 

^ t o   said  control  input  of  said  pulse  generator  (12)  to 
^maintain  the  time  interval  in  a  given  relationship  to 

the  said  reference  time  interval. 
2   The  circuit  has  application  in  the  read  circuitry  of 
f*5  digital  tape  devices. 
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Improvements  in  or  Relating  to  Delay  Circuits 

is  a  phase  locked  loop  which  generates  a  read 
reference  clock  from  read  transitions.  The  phase 
controlled  loop  operates  by  adjusting  a  reference 
clock  in  dependence  on  the  misalignment  between 

5  transitions  and  the  edges  of  clock  signals.  To  facili- 
tate  measurement  of  the  misalignment,  the  phase 
controlled  loop  incorporates  a  delay  line  which  is 
provided  to  allow  for  the  fact  that  transitions  can 
arrive  after  a  reference  clock  edge  has  passed.  In 

10  the  ideal  situation  the  delay  introduced  by  the 
delay  line  should  be  equal  to  half  the  reference 
clock  period.  It  is  conventional  to  use  a  fixed  delay 
which  only  provides  an  nominal  delay  when  the 
apparatus  is  operating  under  ideal  conditions, 

75  namely  when  the  read  transitions  occur  at  a  pre- 
determined  fixed  frequency.  What  the  apparatus 
essentially  does  is  determine  the  centre  of  a  time 
window  in  which  data  can  arrive  from  the  tape.  If 
data  arrives  in  that  window  it  is  decoded  without 

20  error,  but  if  it  arrives  outside  the  window  a  decod- 
ing  error  occurs.  Such  errors  are  clearly  undesira- 
ble.  A  problem  associated  with  tape  drives  is  that 
small  changes  in  the  speed  at  which  the  drive  runs 
affect  the  size  of  the  decoding  time  window.  For 

25  example  if  the  drive  is  running  fast  then  the  window 
shrinks  slightly  below  its  nominal  value.  Thus,  if  the 
selected  delay  has  been  optimised  for  a  drive 
running  at  120  inches  per  second  it  is  not  the 
optimised  value  the  same  drive  running  1% 

30  slower.,  this  can  lead  to  errors. 
The  present  invention  is  concerned  with  a  cir- 

cuit  which  can  produce  a  delay  which  is  variable 
automatically  to  track  changes  in  parameters  such 
as  the  speed  of  a  tape  drive. 

35  According  to  the  present  invention  there  is 
provided  an  electrical  circuit  for  producing  in  an 
electrical  path  a  time  delay,  comprising  a  pulse 
generator  which  is  arranged  to  produce  at  its  out- 
put  an  edge  or  transition  at  a  given  time  interval 

40  after  an  edge  or  transition  is  applied  to  an  input 
thereof,  the  pulse  generator  having  a  control  input 
to  which  a  signal  can  be  applied  to  vary  said  time 
interval,  means  for  producing  an  electrical  signal 
indicative  of  said  time  interval,  a  comparing  circuit 

45  arranged  to  receive  said  signal  and  a  further  signal 
indicative  of  a  reference  time  interval,  said  compar- 
ing  means  producing  an  error  signal  which  is  ap- 
plied  to  said  control  input  of  said  pulse  generator  to 
maintain  the  time  interval  in  a  given  relationship  to 

so  the  said  reference  time  interval. 
The  pulse  generator  may  be  a  voltage  con- 

trolled  pulse  generator  and  said  error  signal  may 
be  a  voltage  signal. 

The  voltage  controlled  pulse  generator  may 
comprise  a  monostable  having  an  associated  RC 

This  invention  relates  to  electrical  circuits  for 
introducing  time  delays  into  an  electrical  path. 

There  is  often  a  requirement  in  electrical  or 
electronic  circuits  for  an  electrical  signal  or  signals 
to  be  delayed  by  some  specified  time  interval.  A 
common  way  in  which  the  time  delay  can  be 
introduced  is  by  means  of  an  analogue  delay  line. 
Such  delay  lines  are  physically  bulky,  which  can 
presents  problems  when  used  in  devices  employ- 
ing  printed  circuit  boards,  have  relatively  poor  toler- 
ances  typically  of  the  order  of  5%  and  often  are 
only  available  in  certain  standard  values.  Delay 
lines  are  usually  the  only  option  available  when  it  is 
required  to  delay  analogue  signals.  Digital  delays 
can  be  implemented  in  one  of  a  number  of  ways 
including  the  following: 

1.  An  analogue  delay  line  of  the  type  just 
discussed  in  conjunction  with  logic  buffers. 

2.  Using  monostable  devices. 
3.  Using  high  frequency  clocks  and  counters. 

Monostable  devices  are  commonly  employed 
to  provide  time  delays  in  digital  electronic  systems. 
In  such  devices  the  delay  provided  by  the  mon- 
ostable  device  is  determined  by  a  resistor  capaci- 
tor  arrangement  which  is  usually  external  to  the 
device.  The  main  problem  with  such  devices  is  the 
uncertainty  in  the  actual  value  of  the  generated 
delay.  The  delay  is  a  function  of  the  values  of  the 
resistor  and  capacitor  in  the  RC  network,  the  tem- 
perature  and  supply  voltage  and  variations  in  de- 
vice  to  device  parameters.  This  uncertainty  can 
often  be  very  large  and  can  thus  make  the  devices 
impractical  in  applications  where  delays  of  mod- 
erate  accuracy  are  required.  The  third  technique 
referred  to  above  relies  on  the  use  of  a  counter  and 
a  high  frequency  clock  to  provide  delays  which  are 
a  multiple  of  some  basic  delay.  At  the  start  of  the 
time  delay  interval  the  counter  is  loaded  and  al- 
lowed  to  count  until  it  reaches  some  predetermined 
value  at  which  the  delay  is  deemed  to  have  ended. 
Arrangements  of  this  type  require  a  moderate 
amount  of  hardware  for  their  implementation  and  a 
high  frequency  clock.  The  technique  does  however 
have  the  advantage  that  a  delay  can  be  readily 
varied  in  steps  equal  to  the  period  of  that  high 
frequency  clock.  The  main  disadvantage  of  the 
system  is  that  the  actual  value  of  the  delay  gen- 
erated  has  a  quantisation  error  corresponding  to 
one  period  of  the  high  frequency  clock,  i.e.  a  high 
frequency  clock  of  1  Mhz  means  delays  will  have 
one  microsecond  tolerance. 

An  example  of  apparatus  in  which  time  delays 
are  required  is  in  the  data  separator  circuit  of  a 
digital  tape  recording  device.  In  such  devices  there 
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voltage  to  this  device  decreases  the  delay  which  it 
generates  and  vice  versa.  Thus  the  circuit  shown  in 
Figure  1  is  in  effect  a  closed  loop  in  which  the 
delay  provided  by  the  pulse  generator  12  is  ad- 

5  justed  automatically  to  follow  any  variation  in  the 
input  clock  period  as  represented  by  the  pulse 
signal  at  the  input  18.  The  circuit  has  applications 
in  devices  where  there  is  a  need  to  produce  a  time 
delay  which  is  related  to  some  rate  which  may  vary 

io  over  the  course  of  time  so  that  there  is  a  need  to 
adjust  that  time  delay  to  follow  variations  in  the 
rate,  or  when  there  is  a  requirement  for  a  high 
accuracy  fixed  delay. 

An  example  of  such  a  requirement  is  in  a 
75  digital  tape  device.  In  such  devices,  data  is  re- 

corded  on  tape  in  the  MFM  format  and  the  read 
circuitry  of  such  devices  employs  a  phase  locked 
loop  to  generate  a  read  reference  from  read  transi- 
tions.  Figure  3  of  the  drawings  illustrates  the  read 

20  signal  in  waveform  A  and  this  is  converted  into  an 
edge  as  illustrated  in  waveform  B.  The  phase  con- 
trolled  loop  operates  by  adjusting  the  reference 
clock  in  dependence  on  the  mis-alignment  between 
transitions  and  clock  edges.  To  facilitate  measure- 

25  ment  of  the  mis-alignment,  the  phase  controlled 
loop  incorporates  a  delay  line,  the  purpose  of 
which  is  to  allow  for  the  fact  that  transitions  may 
arrive  after  a  reference  clock  edge  has  passed.  The 
delayed  signal  is  illustrated  in  waveform  C  of  Fig- 

30  ure  3  and  the  voltage  controlled  oscillator  clock 
signal  of  period  T  is  shown  in  waveform  D.  The 
phase  controlled  loop  attempts  to  align  the  delayed 
signal  C  with  the  falling  edge  of  the  VCO  clock 
signal  D  by  using  the  measured  time  different 

35  between  the  delayed  edge  of  waveform  C  and  the 
falling  edge  of  clock  D  to  adjust  the  position  of  the 
edge  of  waveform  D  for  later  transitions  that  arrive. 
It  should  be  noted  that  Figure  3  shows  the  opti- 
mum  alignment  between  the  edges  of  the 

40  waveforms  C  and  D. 
The  position  in  time  at  which  a  transition  ar- 

rives  determines  whether  it  is  decoded  as  a  logic 
"1"  or  a  logic  "0"  by  the  decoder  circuit.  For  a 
transition  to  be  decoded  correctly  it  must  arrive  in 

45  a  certain  time  slot.  This  time  slot  is  defined  by  the 
falling  edges  of  the  VCO  signal  D.  Figure  3  shows 
that  if  the  delay  Td  is  equal  to  half  the  VCO  period 
T  (i.e.  half  the  gap  from  falling  to  falling  edge)  then 
the  read  transition  will  be  centred  exactly  halfway 

50  between  falling  edges  of  the  VCO  signal.  This  is 
the  ideal  situation  as  it  allows  the  read  signal  to  be 
shifted  by  equally  large  amounts  T/2  to  the  left  or 
the  right  as  viewed  in  Figure  3  without  incurring  an 
error.  Shifting  occurs  in  practice  because  of  elec- 

55  trical  noise  and  other  factors  and  so  setting  Td 
equal  to  T/2  provides  the  maximum  margin  for 
coping  with  noise  and  thereby  minimises  the 
chance  of  errors. 

network.  The  reference  signal  may  be  derived  from 
a  clock  signal,  the  period  of  which  varies  in  accor- 
dance  with  some  external  parameter  such  as  the 
speed  of  a  tape  drive. 

The  invention  will  be  described  now  by  way  of 
example  only,  with  particular  reference  to  the  ac- 
companying  drawings.  In  the  drawings: 

Figure  1  is  a  block  schematic  diagram  of  a 
circuit  for  introducing  a  delay  in  accordance  with 
the  present  invention; 

Figure  2  is  a  more  detailed  circuit  diagram 
showing  an  example  of  the  circuit  in  accordance 
with  the  present  invention  as  used  in  a  tape  drive; 

Figure  3  is  a  waveform  diagram  illustrating 
the  operation  of  a  decoder  of  a  digital  tape  device, 
and 

Figure  4  is  a  circuit  diagram  showing  a  logic 
circuit  which  can  be  used  in  conjunction  with  the 
circuit  of  Figure  2. 

Referring  now  to  Figure  1,  the  circuit  for  in- 
troducing  a  time  delay  into  an  electrical  path  com- 
prises  a  comparison  stage  10  which  includes  an 
integrator  11  and  which  is  connected  to  a  voltage 
controlled  pulse  generator  12.  The  voltage  con- 
trolled  generator  has  an  input  line  14  along  which 
the  signal  to  be  delayed  can  be  fed  and  an  output 
15  which  is  connected  to  logic  circuitry  shown  at 
16.  The  logic  circuitry  16  has  an  output  which  is 
fed  back  to  one  input  17  of  the  comparison  stage 
10.  The  comparison  stage  10  has  a  second  input 
18  on  which  it  receives  a  signal  which  is  indicative 
of  a  time  period  to  which  the  output  of  the  delay 
circuit  is  to  be  referenced.  This  signal  can,  for 
example,  be  derived  from  a  clock  signal  and  be 
indicative  of  the  period  of  that  clock  signal.  The 
signal  on  input  17  which  is  fed  from  the  logic 
circuitry  16  is  indicative  of  the  time  delay  gen- 
erated  by  the  circuit  12. 

The  comparison  stage  10  in  effect  comprises  a 
differential  integrator  which  receives  two  pulse  in- 
puts  on  lines  17  and  18,  one  of  which  has  a  width 
which  corresponds  to  the  period  of  an  input  clock 
and  the  other  of  which  has  a  width  which  cor- 
responds  to  the  period  of  the  delay  generated  by 
the  circuit  12.  The  integrator  integrates  both  pulses 
and  compares  the  integral  of  the  pulse  on  line  18 
from  with  the  integral  of  the  pulse  on  line  17.  The 
output  of  the  integrator  is  thus  a  function  of  the 
difference  in  pulse  widths  between  two  inputs  on 
lines  18  and  17.  The  output  from  the  differential 
integrator  is  a  voltage  signal  which  is  fed  to  the 
voltage  controlled  pulse  generator  12.  This  can 
consist  of  a  simple  monostable  device  and  the 
output  from  the  differential  integrator  controls  the 
time  delay  introduced  into  the  path  of  the  signal  on 
line  14  in  such  a  way  as  to  reduce  the  error 
between  the  inputs  17  and  18.  Increasing  the  input 
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This  additional  input  receives  the  Q  output  from  the 
circuit  125  and  is  used  to  indicate  that  the  delay 
generator  pulse  has  ended. 

Another  advantage  provided  by  the  circuit  of 
5  Figure  2  in  the  fact  that  a  digital  tape  device  can 

be  required  to  read  two  types  of  tape  which  have 
been  written  at  slightly  different  rates.  Changing  the 
data  rate  changes  the  size  of  the  decoding  window. 
By  using  an  arrangement  of  the  type  shown  in 

w  Figure  2  the  delay  will  automatically  optimise  itself 
to  the  relevant  data  rate. 

It  will  be  appreciated  that  the  delay  circuit  has 
applications  in  arrangements  other  than  tape  drive. 
It  could  be  used  for  example  to  impliment  a  high 

75  accuracy  delay  system  by  providing  different  fre- 
quency  clocks  to  the  input  of  the  control  system. 

Alternatively  it  could  find  application  in  hybrid 
miniaturised  form  to  replace  fixed  delay  lines  used 
in  many  digital  applications. 

so 

Claims 

1  .  An  electrical  circuit  for  producing  in  an  elec- 
25  trical  path  a  time  delay,  characterised  by  compris- 

ing  a  pulse  generator  (12)  which  is  arranged  to 
produce  at  its  output  an  edge  or  transition  at  a 
given  time  interval  after  an  edge  or  transition  is 
applied  to  an  input  thereof,  the  pulse  generator  (12) 

30  having  a  control  input  to  which  a  signal  can  be 
applied  to  vary  said  time  interval,  means  (16)  for 
producing  an  electrical  signal  indicative  of  said 
time  interval,  a  comparing  circuit  (10)  arranged  to 
receive  said  signal  and  a  further  signal  indicative  of 

35  a  reference  time  interval,  said  comparing  means 
producing  an  error  signal  which  is  applied  to  said 
control  input  of  said  pulse  generator  to  maintain  the 
time  interval  in  a  given  relationship  to  the  said 
reference  time  interval. 

40  2.  A  circuit  as  claimed  in  claim  1  ,  characterised 
in  that  the  generator  (12)  is  a  voltage  controlled 
signal  generator  and  said  error  signal  is  a  voltage 
signal. 

3.  A  circuit  accoprding  to  claim  2,  charac- 
45  terised  in  that  the  volcage  controlled  pulse  gener- 

ator  (12)  is  a  monostable  having  an  associated  RC 
network. 

4.  A  circuit  according  to  any  preceding  claim, 
characterised  in  that  the  reference  signal  is  derived 

so  from  a  clock  signal,  the  the  repetition  rate  of  which 
varies  in  accordance  with  some  external  parameter 
such  as  the  speed  of  a  tape  drive. 

5.  A  circuit  according  to  claim  4,  characterised 
in  that  the  reference  signal  is  a  pulse  having  a 

55  width  corresponding  to  the  period  of  the  clock 
signal. 

It  has  been  the  practice  to  use  a  fixed  delay 
time  in  the  phase  controlled  loop.  This  can  lead  to 
problems  since  the  delay  will  not  always  be  equal 
to  T/2.  For  example,  the  VCO  signal  D  is  prone  to 
variations  in  period  because  of  changes  in  tape 
speed  or  the  use  of  different  data  rates  and  thus 
the  error  margin  is  reduced.  These  problems  can 
be  overcome  using  a  circuit  in  accordance  with  the 
present  invention  as  illustrated  in  Figure  2  of  the 
drawings.  Referring  to  Figure  2,  there  is  shown  a 
circuit  which  comprises  a  tracking  delay  line  ar- 
rangement  for  use  in  such  a  tape  device.  The 
comparison  or  differential  integrator  stage  is  illus- 
trated  at  110  and  has  the  two  inputs  117  and  118. 
The  input  117  is  a  pulse  which  is  derived  from  the 
output  of  the  circuit  112  by  circuitry  116  and  the 
input  on  linel  18  is  a  pulse  signal  whose  width  is 
indicative  of  the  period  T/2  shown  in  Figure  3D. 
The  output  of  the  stage  110  is  a  voltage  signal 
indicative  of  the  difference  between  the  two  pulse 
inputs  117  and  118  and  this  is  used  to  control  the 
delay  provided  by  a  monostable  circuit  112  in  a 
manner  described  earlier.  The  monostable  circuit 
receives  on  an  input  122,  the  signal  from  line  123 
which  is  to  be  delayed.  The  output  from  the  mon- 
ostable  112  is  fed  to  a  further  circuit  125  which 
generates  via  a  gate  126,  the  signal  indicative  of 
the  time  delay  introduced  by  monostable  112 
which  is  then  fed  to  input  117.  Thus  it  will  be  seen 
that  the  circuit  operates  by  comparing  the  time 
delay  generated  at  the  output  of  monostable  112 
with  the  half  period  of  the  voltage  controlled  oscilla- 
tor  clock  as  represented  by  the  pulse  signal  at 
input  line  118.  In  practice  a  finite  amount  of  time  is 
required  to  '  reduce  any  error  between  the  input 
period  and  the  output  delay  and  this  is  called  the 
settling  time.  Once  the  apparatus  has  settled  the 
output  delay  will  accurately  reflect  the  input  period 

•of  the  clock  signal  as  represented  on  input  118.  A 
typical  delay  provided  by  the  monostable  112  is 
200  ns  and  an  error  of  less  than  one  ns,  i.e.  better 
than  0.5%,  can  be  achieved.  This  compares  with 
5%  when  using  a  conventional  analogue  delay  line. 

If  the  settling  time  is  small  compared  to  the 
rate  at  which  the  input  clock  is  changing  due  to 
speed  changes  in  the  tape  drive,  then  the  system 
can  follow  the  changes  in  the  input  clock  period 
with  very  little  error;  consequently  the  time  delay 
output  tracks  the  speed  changes  in  the  drive  gen- 
erating  an  optimum  time  delay  under  all  conditions. 

A  circuit  for  generating  the  pulse  signal  at  input 
118  is  shown  in  Figure  4  of  the  drawings.  A  signal 
having  a  frequency  of  twice  the  voltage  controlled 
oscillator  clock  signal  is  fed  to  this  circuit  on  line 
50  and  the  circuit  operates  to  produce  on  output 
line  51  a  pulse  equal  in  width  to  the  clock  period.  It 
will  be  noted  that  there  is  a  second  input  into  the 
circuit  shown  in  Figure  4  and  this  is  shown  at  52. 
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6.  A  digital  tape  device  having  a  phase  con- 
trolled  loop  for  use  in  decoding  data  read  from  the 
tape,  said  phase  controlled  loop  including  a  delay 
element  characterised  in  that  said  delay  element 
comprises  a  circuit  according  to  any  one  of  claims 
1  to  5. 
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