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©  Optical  device  for  panoramic  viewing. 

©  An  optical  device  for  panoramic  viewing  com- 
prising  a  housing  provided  with  an  entry  window 
(24),  a  plurality  of  spaced  receptive  areas  (14,  15, 
16)  and  a  lens  system  (11,  12,  13)  for  each  receptive 
area  (14,  15,  16)  so  disposed  that  it  lies  between  the 
entry  window  24  and  the  associated  receptive  area 
(14,  15,  16),  the  lenses  (17,  18,  19)  within  each  said 
system  (11,  12,  13)  being  arranged  so  that  an  image 
of  a  respective  sector  of  a  panoramic  scene  is 
formed  at  each  receptive  area  (14,  15,  16). 
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JPTICAL  DEVICE 

This  invention  relates  to  an  optical  device, 
nore  particularly  to  an  optical  device  for  panoramic 
sewing. 

Various  methods  of  forming  an  image  of  a 
panoramic  scene  at  a  receptive  area  are  well 
mown,  for  example,  a  single  wide-angle  lens  can 
3e  used.  However,  in  such  an  arrangement,  as  the 
viewing  angle  increases  the  various  aberrations  in- 
crease  rapidly  and  the  illumination  decreases  con- 
siderably  as  a  result  of  reflection  losses.  This  dis- 
advantage  can  be  overcome  by  using  a  plurality  of 
enses,  each  covering  a  particular  sector  of  the 
Danoramic  view.  An  arrangement  of  this  kind  is 
disclosed  in  British  Patent  GB  1286565  and  an 
alternative  arrangement  is  disclosed  in  German 
latent  DE  2926731  . 

The  multi-lens  arrangements  described  in 
tiese  specifications  are  not  suitable  for  viewing 
tirough  a  small  window,  as  may  be  necessary  for 
3xample  in  an  aircraft,  where  disturbance  to  its 
surface  must  be  minimal.  Furthermore,  the  known 
arrangements  are  designed  to  operate  with  one 
continuous  receptive  area.  This  is  unnecessary 
when  photodetectors  are  used,  and  is  particularly 
undesirable  when  cooled  solid  state  infra-red  de- 
tector  arrays  are  used  as  each  array  requires  extra 
room  for  the  cooling  means. 

It  is  therefore  an  object  of  the  present  to  alle- 
viate  the  aforementioned  disadvantages. 

Accordingly  the  present  invention  provides  an 
optical  device  for  panoramic  viewing  comprising  a 
housing  provided  with  an  entry  window,  a  plurality 
of  spaced  receptive  areas  and  a  lens  system  for 
each  receptive  area  so  disposed  that  it  lies  be- 
tween  the  entry  window  and  the  associated  recep- 
tive  area,  the  lenses  within  each  said  system  being 
arranged  so  that  an  image  of  a  respective  sector  of 
a  panoramic  scene  is  formed  at-  each  receptive 
area. 

Preferably,  the  lens  systems  are  so  aligned 
that  their  optic  axes  intersect  substantially  at  the 
centre  of  the  entry  window  of  the  housing. 

Preferably,  the  lens  systems  comprise  front 
lens  elements  arranged  in  close  proximity  to  the 
entry  window  and  to  each  other  so  that  the  entry 
window  may  be  made  as  small  as  possible. 

Preferably,  the  optical  device  is  provided  with 
three  receptive  areas  and  three  respective  lens 
systems. 

Preferably,  there  is  substantial  overlap,  at  the 
entry  window,  between  the  beam  paths  associated 
with  the  lens  systems.  The  beam  paths  associated 
with  the  lens  system  may  extend  substantially 
across  a  major  axis  of  the  window. 

Thus  the  arrangement  of  this  invention  allows  a 

panoramic  scene  to  be  viewea  tnrougn  a  reianveiy 
small  window,  in  for  example,  an  aircraft  surface. 
Additionally,  the  arrangement  of  this  invention  al- 
lows  detectors  placed  at  the  receptive  areas  to  be 

5  well  separated.  The  lens  systems  of  the  invention 
can  be  designed  to  give  a  substantially  undistorted 
image  with  relatively  uniform  illumination. 

The  invention  will  now  be  described  by  way  of 
example  only  and  with  reference  to  the  accom- 

<o  panying  drawings  of  which, 
Figure  1  shows  a  prior  art  optical  device  for 

panoramic  viewing, 
Figure  2  shows  an  optical  device  according 

to  the  invention, 
f5  Figure  3  shows  in  detail  a  lens  system  suit- 

able  for  use  in  the  device  of  the  invention. 
A  typical  prior  art  multilens  panoramic  viewing 

device  is  shown  in  Figure  1.  Four  lenses  1,  2,  3 
and  4  are  each  used  to  form  an  image  of  sectors  of 

20  a  panoramic  scene  on  to  receptive  areas  5,  6,  7, 
and  8  respectively.  Lens  1  forms  an  image  of  the 
part  of  the  scene  within  the  sector  defined  by  the 
directions  9  and  10  at  the  receptive  area  5.  Simi- 
larly  lenses  2,  3,  and  4  form  images  of  respective 

25  sectors  at  the  corresponding  receptive  areas  6,  7 
and  8.  Such  an  arrangement  is  not  suitable  for 
viewing  through  a  small  window,  as  may  be  neces- 
sary  in,  for  example,  an  aircraft.  Furthermore,  such 
an  arrangement  is  unsuitable  when  cooled  solid 

30  state  infra-red  detectors  are  used  since  the  recep- 
tive  area  is  continuous  and  there  is  little  room  for 
the  cooling  means. 

Figure  2  shows  one  embodiment  of  the  present 
invention.  Three  lens  systems  shown  generally  at 

35  11,  12  and  13  each  focus  a  sector  of  the  field  of 
view  onto  detectors  14,  15  and  16.  One  of  these 
lens  systems  is  shown  in  more  detail  in  Figure  3.  It 
is  designed  for  use  at  infra  red  wavelengths  within 
the  range  8-1  2um  and  comprises  lens  elements 

40  17,  18  and  19  made  of  germanium  and  a  plane 
germanium  window  20  covering  a  detector  21  .  The 
lens  elements  17,  18  and  19  are  shaped  to  give 
equiangular  mapping,  that  is,  equal  intervals  along 
the  detector  21  correspond  to  equal  angles  in  the 

45  object  space.  A  lens  system  covering  a  40°  sector 
can  be  designed  by  computer  to  provide  equian- 
gular  mapping.  The  lens  system  is  also  designed 
so  that  radiation  arriving  even  at  the  maximum 
angle  of  incidence  of  20°,  as  shown  at  22,  has  an 

so  average  angle  of  incidence  of  0°  at  the  focal  point 
23  in  the  detector  21,  thus  providing  relatively 
uniform  illumination  at  the  detector. 

Referring  again  to  Figure  2,  each  of  the  three 
lens  systems  11,  12  and  13  is  aligned  so  that  its 
optic  axis  passes  substantially  through  the  centre 
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of  an  entry  window  24  in  a  housing  waii  25,  thus 
ensuring  that  the  beams  entering  each  of  the  lens 
systems  overlap  at  the  window  24  and  substantially 
fill  the  space  there.  In  addition  the  front  lens  ele- 
ments  1  7  of  each  system  are  in  close  proximity  to 
each  other  and  to  the  window,  thus  ensuring  that 
the  window  is  as  small  as  is  possible  using  the  size 
of  lens  system  that  is  necessary  in  order  to  provide 
sufficient  illumination  of  the  detectors  14,  15  and 
16. 

It  may  be  preferable  in  certain  circumstances 
to  arrange  the  outer  lens  systems  11  and  13  to 
have  longer  focal  lengths  and  to  cover  a  smaller 
angle,  thus  giving  greater  magnification  than  the 
centre  lens  system  12.  It  is  also  feasible  to  use  an 
arrangement  with  two,  or  with  four  or  more,  lens 
systems. 

For  detecting  radiation  with  other  wavelengths 
outside  the  range  8-12u.m,  a  different  design  of 
lens  elements  would  be  required.  The  design  tech- 
niques  are  well  known  to  those  skilled  in  the  art. 

7.  An  optical  device  substantially  as  herein- 
before  described  with  reference  to,  and  as  illus- 
trated  in,  Figures  2  and  3  of  the  accompanying 
drawings. 
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Claims 
25 

1.  An  optical  device  for  panoramic  viewing 
comprising  a  housing  provided  with  an  entry  win- 
dow,  a  plurality  of  spaced  receptive  areas  and  a 
lens  system  for  each  receptive  area  so  disposed 
that  it  lies  between  the  entry  window  and  the  30 
associated  receptive  area,  the  lenses  within  each 
said  system  being  arranged  so  that  an  image  of  a 
respective  sector  of  a  panoramic  scene  is  formed 
at  each  receptive  area. 

2.  An  optical  device  according  to  Claim  1,  35 
wherein  the  lens  systems  are  so  aligned  that  their 
optic  axes  intersect  substantially  at  the  centre  of 
the  entry  window  of  the  housing. 

3.  An  optical  device  according  to  Claim  1  or 
Claim  2,  wherein  there  is  substantial  overlap,  at  the  40 
entry  window,  between  the  beam  paths  associated 
with  the  lens  systems. 

4.  An  optical  device  according  to  any  one  of 
the  preceding  Claims,  wherein  the  beam  paths 
associated  with  the  lens  system  extend  substan-  45 
tially  across  a  major  axis  of  the  entry  window. 

5.  An  optical  device  according  to  any  one  of 
the  preceding  Claims,  wherein  the  lens  systems 
comprise  front  lens  elements  arranged  in  close 
proximity  to  the  entry  window  and  to  each  other  so  50 
that  the  entry  window  may  be  made  as  small  as 
possible. 

6.  An  optical  device  according  to  any  one  of 
the  preceding  Claims,  wherein  the  optical  device  is 
provided  with  three  receptive  areas  and  three  re-  55 
spective  lens  systems. 
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