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the  use  of  an  oil  phase,  which  creates  handling 
and  economic  problems. 

From  "Patent  Abstracts  of  Japan",  Vol.  2,  No. 
117  (C-78),  29th  September  1978,  page  2274  C  17; 
&  JP—  A—  53  81548  ("Toyo  Boseki")  19-07-1978, 
there  is  also  known  a  method  and  apparatus  for 
the  continuous  dissolution  of  high-molecular 
powders  of  the  type  indicated  in  the  preamble  of 
claims  1  and  13.  According  to  this  literature  a 
funnel-like  cylinder  is  provided  having  its  larger 
diameter  at  its  upper  end  and  its  smaller  diameter 
at  its  lower  end.  An  upper  end  portion  of  the 
funnel-like  cylinder  is  disposed  within  an  over- 
flow  tank.  This  overflow  tank  is  connected  by  a 
conduit  with  a  solvent  tank.  A  pump  is  provided  in 
this  conduit.  Solvent  is  pumped  to  the  overflow 
tank  and  can  flow  from  this  overflow  tank  into  the 
upper  end  of  the  funnel-like  cylinder  above  the 
upper  end  thereof.  A  powder  metering  supply 
apparatus  is  provided  in  alignment  with  the 
funnel-like  cylinder  above  the  upper  end  thereof. 
A  conical  powder  dispersion  apparatus  is  pro- 
vided  at  the  upper  end  of  the  funnel-like  cylinder. 
The  powder  falls  from  the  powder  metering 
supply  apparatus  onto  the  conical  dispersion 
apparatus  so  as  to  be  distributed  thereby.  Further 
this  powder  falls  from  the  lower  end  of  the  conical 
powder  dispersion  apparatus  to  the  inner  wall 
surface  of  the  funnel-like  cylinder,  this  inner  wall 
surface  being  wetted  by  the  solvent  which  comes 
from  the  overflow  tank.  A  mixture  of  powder  and 
water  leaves  the  lower  end  of  the  funnel-like 
cylinder  and  enters  into  a  sump  in  which  a  stirring 
or  grinding  apparatus  is  provided. 

Also  this  known  method  and  apparatus  is  not 
fully  satisfactory  with  respect  to  economically 
obtaining  a  homogenous  dispersion  of  the 
polymer  within  the  solvent. 

It  is  an  object  of  the  invention  to  overcome  one 
or  more  of  the  problems  described  above. 

The  invention  starts  from  a  method  of  rapidly 
dispersing  particles  of  dry,  water  soluble  polymer 
in  water,  comprising  the  steps  of: 

(a)  contacting  said  particles  with  water  in  a 
chamber  under  conditions  of  flow  of  said  water 
such  that  said  particles  are  substantially  com- 
pletely  wetted  by  said  water  to  form  a  mixture  of 
water  and  polymer; 

(b)  subjecting  said  mixture  to  a  dispersing 
treatment  to  form  a  dispersion  of  said  polymer  in 
said  water. 

In  view  of  the  above  object  the  method  of  this 
invention  is  characterized  by: 

(c)  introducing  a  stream  of  air  into  said  chamber 
such  as  to  entrain  air  into  said  mixture  of  water 
and  particles; 

(d)  immediately  upon  formation  of  said  mixture 
creating  conditions  of  instantaneous  and 
momentary  shear  by  said  dispersing  treatment, 
whereby  formation  of  agglomerates  of  particles  is 
prevented  and  existing  agglomerates  of  particles 
are  divided  into  individual  particles; 

(e)  separating  said  dispersion  from  said  air. 
According  to  the  present  invention,  dry,  particu- 

late  water  soluble  polymers  or  gums,  or  mixtures 

Description 

This  invention  relates  to  a  method  of  rapidly 
dispersing  particles  of  dry,  water  soluble  polymer 
in  water,  according  to  the  preamble  of  claim  1.  5 

Further  this  invention  relates  to  an  apparatus 
for  rapidly  dispersing  particles  of  dry,  water 
soluble  polymer  in  water,  according  to  the  pre- 
amble  of  claim  13. 

The  use  of  solutions  of  water  soluble  polymers  to 
in  thickening  and  flocculating  applications  is  well 
known.  Such  applications  include  the  clarification 
of  aqueous  solutions  in  papermaking,  and  in 
treatment  of  sewage  and  industrial  wastes.  Such 
solutions  of  polymers  are  also  useful  as  stabiliz-  w 
ers  for  drilling  muds,  and  in  the  secondary 
recovery  of  petroleum  by  water  flooding. 

Although  these  polymers  are  most  often  avail- 
able  commercially  as  powders  or  as  finely  divided 
solids,  they  are  most  frequently  utilized  in  aque-  20 
ous  solutions.  This  necessitates  that  the  solid 
polymer  material  be  dissolved  in  water.  Although 
the  various  polymers  are  more  or  less  soluble  in 
water,  difficulty  is  often  experienced  in  preparing 
aqueous  polymer  solutions  because  of  their  slow  25 
dissolution  and  because  the  solid  polymer  is  not 
readily  dispersible  in  water. 

Furthermore,  dispersion  of  solid  polymers  in 
water  is  hindered  by  the  tendency  of  polymer 
particles  to  clump  or  remain  as  agglomerates  on  30 
contact  with  water.  Lumps  of  solid  polymer 
immediately  form  after  limited  wetting  with  water 
by  the  encapsulation  of  undissolved  solids  in  an 
outer  coating  of  water-wet  polymer  which  retards 
the  penetration  of  additional  water  into  the  35 
agglomerate.  Although  many  of  these  lumps  are 
eventually  dissolved  by  continued  agitation,  it  is 
frequently  impractical  to  agitate  the  solution  for  a 
sufficiently  long  period  to  obtain  complete  dissol- 
ution.  Long  mixing  times,  of  course,  are  40 
uneconomical  and  may  damage  polymer  mole- 
cular  weight  through  exposure  of  the  polymer  to 
excessive  hydraulic  and  mechanical  shear. 

The  problem  is  compounded  by  the  fact  that 
dry  polymer  particles  usually  include  very  fine,  45 
dustlike  particles.  This  creates  pollution  problems 
in  the  vicinity  of  the  equipment  and  can  aggravate 
the  problem  of  buildup  of  sticky  or  slippery 
polymer  on  equipment  surfaces. 

The  foregoing  problems  are  described  in  50 
numerous  prior  publications,  including  U.S. 
Patents  Re.  28,474  (July  8,  1974)  and  Re.  28,576 
(October  21,  1975)  issued  to  Anderson  et  al. 

The  above-identified  Anderson  et  al  reissue 
patents  exemplify  prior  approaches  to  overcom-  55 
ing  the  problem  of  rapidly  dissolving  polymers  in 
the  water.  In  the  Anderson  et  al  disclosures,  water 
soluble  polymer  is  dispersed  into  a  water-in-oil 
emulsion,  which  emulsion  is  then  inverted  in 
water  to  release  the  polymer  into  solution.  60 

The  method  of  the  Anderson  et  al  disclosures  is 
limited  in  terms  of  the  polymer  content  of  the 
emulsion.  Further,  such  systems,  in  practice, 
require  substantial  amounts  of  an  emulsifier  to 
provide  a  stable  product  and,  of  course,  require  65 



EP  0 1 5 4   978  B1 

Fig.  3  is  an  overhead  fragmentary  plan  view, 
partially  in  section,  of  the  apparatus  of  Fig.  1,  taken 
generally  along  line  3  —  3  thereof; 

Fig.  4  is  a  fragmentary  sectional  view  of  the 
apparatus  of  Fig.  3,  taken  generally  along  line  4—4 
thereof; 

Fig.  5  is  an  overhead  plan  view  of  a  portion  of  the 
apparatus  of  Fig.  1  ,  taken  generally  along  line  5—5 
thereof; 

Fig.  6  is  a  perspective  view  of  a  portion  of  a 
mechanical  dispersion  means  useful  in  the 
invention;  and, 

Fig.  7  is  a  fragmentary,  partially  schematic  view 
of  the  dispersion  means  of  Fig.  6. 

The  water  soluble  polymers 
The  polymers  which  may  be  dispersed  accord- 

ing  to  the  invention  are  well  known  in  the  art  and 
have  been  described  in  numerous  publications 
and  patents.  They  include,  but  are  not  limited  to, 
naturally  occurring  galactomannan  gums  such  as 
guar  and  locust  bean  gums,  alginate  salts,  bio- 
logically  produced  polymers  (e.g.  Xanthan  gum), 
polyethylene  oxides,  water  soluble  condensation 
polymers,  and  vinyl  addition  polymers  such  as 
polyacrylamides  and  copolymeric  derivatives  of 
acrylamide  with,  for  example,  acrylic  acid,  maleic 
anhydride,  acrylonitrile,  styrene,  allyl  or  diallyl 
amines  or  dimethylaminoethylmethacrylate 
(DMAEM).  Such  polymers  may  be  nonionic, 
anionic  or  cationic. 

The  gums  are  well-known  water-soluble  poly- 
mers,  and  include  those  described  in  Volume  1  0  of 
the  Encyclopedia  of  Chemical  Technology,  2nd 
Edition,  Interscience  Publishers,  1966,  the  dis- 
closure  of  which  is  incorporated  herein  by 
reference. 

The  molecular  weight  of  the  polymers  may  vary 
over  a  wide  range,  e.g.  between  about  10,000  and 
25,000,000  and  molecular  weight  is  not  a  critical 
parameter  in  this  invention.  The  invention  is 
particularly  useful  with  respect  to  acrylamide 
polymers,  the  molecular  weights  of  which  are 
generally  in  excess  of  1  million. 

As  used  herein,  the  term  "polymer"  is  under- 
stood  to  include  polymers  and  gums  which  are 
soluble  in  water  to  a  significant  degree.  The 
polymers  are  solid,  but  may  have  a  substantial 
water  content. 

The  comminution  process 
The  dispersions  obtained  with  the  invention  will 

most  commonly  be  used  to  obtain  aqueous  solu- 
tions  of  polymer,  as  by  dilution  and  additional 
mixing. 

The  rate  of  polymer  dispersion  and  dissolution 
in  water  is  a  function  of  surface  area  and,  con- 
sequently,  particle  size.  Polymers  produced  by 
most  manufacturing  processes  are  in  the  form  of 
powders  or  lump-like  agglomerates.  Large  particle 
sizes  minimize  handling  and  dusting  problems 
and  reduce  the  formation  of  gel  particles  during 
dissolution  in  water.  However,  large  particle  size 
increases  dissolving  time  when  dry  particles  are 
added  directly  to  water. 

thereof,  are  rapidly  dispersed  in  water  by  a  method 
in  which  a  large  volume  of  air  (as  compared  to  the 
volume  of  the  polymer)  is  introduced  into  a 
chamber  such  that  the  polymer  is  thoroughly 
wetted.  Contact  of  dry  particles  with  equipment 
surfaces  which  are  not  thoroughly  wetted  is 
avoided.  As  the  resulting  mixture  of  polymer 
particles,  water  and  entrained  air  is  immediately 
subjected  to  instantaneous  and  momentary  shear 
any  agglomerates  of  particles  are  divided  into 
individual  particles,  without  molecular  degrada- 
tion  or  reducton  of  particle  size,  and  further 
agglomeration  is  prevented.  This  step  provides  a 
dispersion  of  polymer  in  water,  mixed  with 
entrained  air. 

The  particles  may  be  entrained  in  an  enduced  air 
stream. 

The  invention  also  contemplates  an  apparatus 
for  rapidly  dispersing  particles  of  dry,  water  solu- 
ble  polymer  in  water,  comprising: 

(a)  a  chamber; 
(b)  a  water  stream  inlet  towards  said  chamber; 
(c)  a  particle  stream  inlet  towards  said  chamber; 
(d)  a  particles-water  contact  zone  within  said 

chamber  for  forming  a  mixture  of  water  and 
particles; 

(e)  a  dispersing  zone  after  said  contact  zone. 
In  view  of  the  above  objects  such  an  apparatus  is 

characterized  in  that: 
(f)  an  air  stream  inlet  is  provided  towards  said 

chamber  such  that  air  is  included  into  said  mixture 
of  water  and  particles; 

(g)  said  dispersing  zone  is  a  shear  zone  creating 
instantaneous  and  momentary  shear  conditions 
immediately  adjacent  to  said  contact  zone; 

(h)  a  separating  zone  is  provided  after  said 
dispersing  zone  for  separating  air  from  the 
dispersion. 

A  concentrated  dispersion  of  polymer  in  water  is 
rapidly  obtained  in  this  apparatus  without  agglom- 
eration  of  particles,  dusting  of  polymer  into  the 
immediate  environment  of  the  equipment,  or 
buildup  of  sticky  or  slippery  polymer  on  equip- 
ment  surfaces.  Dust  is  educted  into  the  water/air 
mixture.  The  need  for  an  inversion  process  is 
eliminated. 

The  dispersion  can  be  transferred  to  tanks  for 
storage  or,  alternatively,  for  mixing  wherein  the 
dispersion  is  mixed  until  a  desired  degree  of 
gelation  is  obtained,  whereupon  the  partially 
solubilized  dispersion  may  be  transferred  to  bags 
or  tanks  for  further  hydration  to  complete 
dissolution. 

Further  embodiments  of  the  invention  are 
defined  in  the  features  of  the  independent  claims. 

Further  objects  and  advantages  of  the  invention 
will  be  apparent  to  those  skilled  in  the  art  from  the 
following  detailed  description,  taken  in  conjunc- 
tion  with  the  drawings  and  the  appended  claims. 

Fig.  1  is  a  fragmentary  elevation,  partially  in 
section,  of  one  embodiment  of  an  apparatus  for 
carrying  out  the  method  of  the  invention; 

Fig.  2  is  a  sectional  view  of  a  portion  of  the 
apparatus  of  Fig.  1  ,  taken  generally  along  line  2—2 
thereof; 
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Therefore,  it  is  desirable  that  the  particles  be 
comminuted  before  dispersion,  as  by  grinding, 
abrading  or  slicing  so  as  to  develop  the  large 
surface  area  which  promotes  rapid  dispersion 
and  dissolution.  The  preferred  particle  size  of  the  5 
polymer  or  gum  is  determined  by  the  desired 
improvement  in  dispersion  rate  in  water  and  will 
generally  be  less  than  about  0.32  cm  (1/8")  in 
diameter  and  may  include  fine  particles  of  less 
than  0.074  mm  (200  mesh  (Tyler)).  Small  particle  m 
size  promotes  dispersion  stability. 

The  dispersion  method  and  apparatus 
Referring  now  to  the  Figures,  the  method  of  the 

invention  and  a  preferred  embodiment  of  is 
apparatus  for  carrying  out  the  method  will  be 
described. 

Fig.  1  illustrates  an  apparatus,  generally  desig- 
nated  10,  for  rapidly  dispersing  particles  of  a  dry 
polymer  into  water.  The  apparatus  10  includes  air  20 
and  polymer  delivery  means,  generally  desig- 
nated  12,  a  chamber,  generally  designated  14,  for 
contacting  polymer  particles,  air  and  water,  and 
mechanical  dispersion  means,  generally  desig- 
nated  16.  25 

The  air  and  polymer  delivery  means  12  includes 
means  (such  as  an  auger,  for  example)  20  for 
delivering  polymer  particles  from  a  source  21  to 
an  inlet  conduit  22  which  terminates  at  its  lower 
end  24  at  the  top  of  chamber  14.  Air  is  drawn  into  30 
the  conduit  22  through  an  annular  air  gap  25, 
defined  by  the  conduit  22  and  the  auger  outlet. 

The  chamber  14  illustratively  comprises  a 
funnel  30  with  a  conical  wall  31  terminating  at  its 
lower  end  in  a  frustum  32.  The  enlarged  upper  35 
end  of  the  funnel  30  is  covered  by  an  annular 
flange  34  and  a  cover  plate  36  which  is  secured  to 
the  flange  34  and  covers  the  annular  central 
opening  40  thereof.  The  conduit  22  terminates  at 
an  aperture  38  in  the  cover  plate  36.  40 

The  flange  34  rests  upon  and  is  sealed  against 
an  annular  lip  42  of  the  funnel  30,  best  seen  in  Fig. 
2. 

In  the  embodiment  of  the  Figures,  a  cylindrical 
wall  44  is  secured  to  and  extends  downwardly  45 
from  the  underside  of  the  flange  34,  with  its  lower 
end  46  spaced  radially  inwardly  from  the  funnel 
wall  31.  A  frustoconical  partition  50  is  secured  to 
the  inner  face  51  of  the  wall  46  and  extends 
therefrom  to  the  underside  of  the  flange  34  to  50 
define  an  annular  chamber  52. 

The  cover  plate  36  is  secured  to  the  flange  34  by 
a  plurality  of  bolts  60,  and  is  spaced  from  the 
flange  34  by  a  plurality  of  washers  62,  thereby 
defining  a  space  64  for  air  flow,  described  in  more  55 
detail  below.  The  space  64  is  typically  on  the 
order  of  0.16  cm  (1/16")  in  width. 

Two  water  inlet  conduits  65  communicate  with 
the  chamber  52  through  notched  openings  66  in 
the  cover  plate  36.  A  plurality  of  apertures  68  in  60 
the  wall  44  communicate  between  the  chamber 
52  and  a  chamber  70  defined  by  the  wall  44  and 
the  funnel  wall  31.  With  the  introduction  of  water 
to  the  chamber  52  through  the  conduits  65,  the 
chambers  52  and  70  are  flooded.  The  spacing  72  65 

between  the  lower  edge  46  of  the  wall  44  and  the 
wall  31  is  selected  to  allow  the  water  in  the 
chamber  70  to  define  a  falling  film  74  on  the  wall 
31  which  flows  downwlrdly  toward  the  frustum 
32  without  rotation.  Typically,  the  spacing  72  will 
be  on  the  order  of  0.32  to  0.48  cm  (1/8"  to  3/16")  in 
width. 

An  overflow  catch  basin  76  may  be  mounted 
about  the  funnel  30  in  order  to  receive  any 
overflow  from  the  funnel  30.  The  basin  is  prefer- 
ably  equipped  with  a  level  sensor  (not  shown) 
communicating  with  control  means  to  shut  down 
operation  of  the  apparatus  10  in  the  event  of  an 
overflow. 

The  frustum  32  of  the  funnel  30  communicates 
with  a  conduit  80  which  discharges  into  the 
mechanical  dispersion  means  16.  The  dispersion 
means  16  of  the  Figures  includes  a  boxlike  hous- 
ing  82  having  an  open  bottom  side  84,  and 
impeller/stator  assembly  86  mounted  in  the  hous- 
ing  82.  The  assembly  86  comprises  an  impeller  90 
and  a  cylindrical  stator  92.  The  impeller  90  is 
driven  for  rotation  by  a  motor  94. 

Referring  to  Figs.  6  and  7,  the  assembly  86  is 
described  in  more  detail.  The  impeller  90  includes 
a  plurality  of  blades  100.  The  stator  92  is  generally 
cylindrical  in  configuration  and  has  a  plurality  of 
rows  102  of  slots  104  formed  in  the  cylindrical 
wall.  A  plurality  of  guide  vanes  1  06  on  the  exterior 
of  the  stator  92  are  angled  so  as  to  direct  material 
flowing  radially  outwardly  through  the  stator  92 
away  therefrom. 

The  slots  104  are  of  a  size  sufficient  to  break  up 
agglomerates  and  enhance  wetting  of  individual 
polymer  particles,  yet  sufficiently  large  so  as  not 
to  result  in  degradation  or  size  reduction  of 
individual  particles. 

Referring  again  to  Fig.  1  ,  the  mechanical  disper- 
sion  means  16  discharges  into  a  sump,  generally 
designated  110.  The  sump  110  comprises  a  tank 
112.  having  angled  side  walls  114,  with  a  dis- 
charge  outlet  1  16  disposed  at  the  lowermost  point 
thereof. 

A  conduit  120  connected  to  a  water  source  (not 
shown)  extends  around  the  upper  perimeter  of 
the  tank  110.  The  conduit  120  is  provided  with 
holes  122  to  provide  a  flow  of  water  along  the 
walls  1  14  for  flushing  thereof. 

The  sump  110  discharges  through  the  outlet 
116  to  a  positive  displacement  pump  130  which 
directs  flow  through  a  conduit  132  to  a  transfer 
line  134.  A  water  line  140  is  connected  to  the 
conduit  132  and  the  transfer  line  134  in  order  to 
provide  flush  water  to  maintain  flow  of  the  con- 
tents  of  the  transfer  line  134. 

The  operation  of  the  apparatus  of  the  Figures  in 
carrying  out  the  method  of  the  invention  is  as 
follows.  A  flow  of  water  through  the  conduit  65  is 
provided  in  order  to  at  least  partially  fill  the 
chamber  70  and  thus  create  a  falling  film  74  on 
the  wall  31  of  the  funnel  30.  The  mechanical 
dispersion  means  is  activated,  and  the  rotating 
impeller  90  creates  a  pumping  effect  to  draw  the 
water  of  the  film  74,  and  particulate  polymer  and 
air  through  the  inlet  22  into  the  interior  of  the 
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directed  to  the  dispersion  means  16  at  a  relatively 
high  velocity.  In  accordance  with  the  inventive 
method  and  apparatus,  contact  of  the  water/ 
polymer/air  mixture  with  the  disperser  16  is 
carried  out  as  soon  as  possible  after  the  mixture  is 
formed,  so  that  the  polymer  particles  do  not 
become  sticky.  In  the  impeller/stator  assembly  86 
of  the  disperser  16,  the  mixture  of  water,  polymer 
and  air  is  subjected  to  conditions  of  high  shear 
wherein  any  existing  agglomerates  of  polymer 
particles  are  broken  up  into  individual  particles, 
without  substantial  size  reduction  of  particles  or 
molecular  degradation  of  individual  particles  or  of 
any  polymer  solution  thus  formed.  This  is  accom- 
plished  by  the  high  rate  of  rotation  of  the  impeller 
90  and  the  action  of  the  slits  104  which  are  of  a 
size  selected  to  be  slightly  larger  than  the  dia- 
meter  of  the  largest  polymer  particles. 

As  a  result,  a  stable  dispersion  of  polymer  in 
water  is  discharged  from  the  open  bottom  side  84 
of  the  disperser  housing  82  to  the  sump  110. 
Water  flow  from  the  conduit  120  continuously 
flushes  the  walls  114  of  the  sump.  Typically,  the 
water  flow  rate  through  the  conduit  120  is  on  the 
order  of  only  18.9  l/min  (5  gal/min). 

The  polymer  dispersion  and  entrained  air  is 
pumped  from  the  sump  1  10  by  the  pump  130  and 
directed  to  the  transfer  line  134,  from  where  it 
flows  to  a  user's  holding  tank  or,  alternatively,  to 
a  mixer  which  promotes  further  dissolution  of  the 
polymer  in  the  water.  Air  is  separated  from  the 
dispersion  in  the  transfer  line  134  or  in  the  user's 
tank  or  mixer. 

The  transfer  line  134  typically  is  a  conduit  with  a 
diameter  of  about  5.08  cm  (2  inches).  Since 
relatively  long  conduits  may  be  used,  the  polymer 
in  the  dispersion  may  begin  to  hydrate,  thus 
increasing  the  viscosity  of  the  material  in  the 
transfer  line  134.  Also,  dispersed  polymer  par- 
ticles  may  tend  to  settle  in  the  line  134.  Thus,  it  is 
expedient  to  provide  flushing  water  through  the 
line  140  to  maintain  the  viscosity  of  the  dispersion 
at  a  relatively  low  level  and  to  prevent  excessive 
settling.  Typically,  the  flow  rate  through  the  flush 
line  140  may  be-on  the  order  of  about  75.6  l/min 
(20  gal/min). 

The  concentration  of  polymer  in  the  dispersion 
pumped  from  the  sump  120  depends,  of  course, 
on  the.  nature  of  the  polymer.  In  general,  however, 
the  method  and  apparatus  of  the  invention  pro- 
vides  very  rapid  dispersion  of  relatively  high 
concentrations  of  polymer.  For  example,  in  the 
case  of  hydrolyzed  polyacrylamide,  dispersions 
containing  about  3—25  wt.%  or  higher  (based  on 
water)  polymer  are  readily  obtainable.  This  is 
attained  with  absolutely  no  agglomeration  of 
particles  and  no  dusting  of  polymer  fines.  Further, 
any  dust  which  otherwise  would  have  been 
created  is  removed  by  the  system.  It  will  be 
appreciated  by  those  skilled  in  the  art  that  the 
water  present  in  the  system  effectively  scrubs 
excess  air  which  carries  such  dust. 

The  throughput  rate  of  polymer  is  dependent 
solely  on  the  size  of  the  apparatus  and  the 
corresponding  flow  rates  of  air  and  water. 

chamber  30.  The  pumping  action  of  the  impeller 
90  is  sufficient  to  create  a  substantial  air  flow 
through  the  air  gap  64. 

The  polymer  particles  exiting  the  inlet  22  con- 
tact  the  film  74  at  a  point  spaced  somewhat  above 
the  frustum  32  of  the  funnel  30,  thus  thoroughly 
wetting  the  particles  with  water.  It  is  important 
that  the  inlet  22  be  positioned  off  center  of  the 
frustum  32  in  order  to  assure  thorough  contact  of 
the  particles  with  the  film  74. 

The  position  of  the  inlet  22  is  selected  so  that 
the  retention  time  of  particles  in  the  falling  film  74 
is  sufficient  to  assure  thorough  wetting  of  the 
particles,  yet  insufficient  to  result  in  a  substantial 
degree  of  dissolution  or-  agglomeration  of  par- 
ticles.  It  is  highly  preferred  that  the  film  74  falls 
linearly  in  the  funnel  30,  as  rotation  of  the  film 
increases  the  retention  time. 

Introduction  of  air  and  polymer  particles 
through  the  inlet  22  will  unavoidably  result  in  the 
production  of  dust  within  the  chamber  14.  This 
dust  is  immediately  removed  through  the  conduit 
80  by  the  combined  action  of  the  air  stream 
flowing  through  the  gap  64  and  the  pumping 
action  of  the  impeller  90.  The  air  entering  the  air 
gap  64  provides  a  radially  inwardly  directed  educ- 
tive  force,  away  from  the  wall  31.  This  assures 
that  polymer  dust  is  quickly  directed  downwardly 
toward  the  frustum  32,  thereby  avoiding  any 
contact  of  the  dust  with  dampened  (but  not 
wetted)  equipment  surfaces. 

Alternatively,  the  cover  plate  36  may  be  secured 
to  the  flange  34  without  the  provision  of  air  gaps 
between  the  cover  plate  and  the  flange,  with  air 
gaps  extending  downwardly  through  the  cover 
plate.  The  air  gaps  may  take  the  form  of  one  or 
more  annular  openings  surrounding  the  conduit 
22,  with  concentric,  coaxial  conduits  surrounding 
the  conduit  22.  Using  this  alternative,  formation 
of  eddy  currents  within  the  chamber  14  is 
avoided,  as  the  air  flow  is  downwardly,  but  not 
radially,  directed. 

It  is  also  important  that  the  inlet  22  be  posi- 
tioned  such  that  particles  exiting  therefrom  do  not 
contact  dampened  surfaces  but,  rather,  are 
directed  fully  into  the  film  74  to  avoid  deposits  of 
wetted  polymer. 

The  volumetric  flow  rates  of  water  through  the 
conduit  65,  and  total  air  through  the  gap  64  and 
the  inlet  22,  are  very  large  in  comparison  to  the 
volume  of  the  polymer.  For  example,  in  an 
apparatus  processing  1814.4—5443.2  g/min 
(4—12  Ib/min)  of  dry  polymer,  the  flow  rate  of 
water  through  the  conduit  65  will  typically  be  in 
the  range  of  about  56.7  to  94.5  l/min  (15  to  25  gal/ 
min),  and  the  total  volumetric  flow  rate  of  air 
entering  the  chamber  14  will  be  between  about 
75.6  and  113.4  l/min  (20  and  30  gal/min). 

The  large  volume  of  air  serves  to  separate  the 
dry  particles  from  one  another  as  they  contact  the 
water  in  the  film  74,  thus  preventing  agglomera- 
tion. 

As  a  result,  a  mixture  of  water  and  polymer, 
with  a  substantial  volume  of  entrained  air,  exits 
through  the  frustum  32  into  the  conduit  80  and  is 
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said  shear  conditions  are  created  by  a  mechanical 
dispersing  tool  unit  (86). 

7.  The  method  of  one  of  claims  1  to  6,  wherein 
said  shear  conditions  are  created  by  an  impeller 
(90)  and  a  stator  (92)  cooperating  with  said 
impeller  (90). 

8.  The  method  of  claim  7,  wherein  said  particles 
are  discharged  from  said  impeller  (90)  towards 
openings  (104)  of  said  stator  (92),  said  openings 
(104)  having  a  size  selected  to  divide  agglomerates 
of  said  particles  into  individual  particles  without 
substantially  reducing  the  size  or  degrading  the 
molecular  structure  thereof. 

9.  The  method  of  claim  8,  wherein  a  slotted 
cylinder  (92)  surrounding  said  impeller  is  used  as 
said  stator. 

10.  The  method  of  one  of  claims  1  to  9,  wherein 
said  polymer  dispersion  and  said  air  are  conveyed 
after  said  mechanical  treatment  to  storage  means. 

1  1  .  The  method  of  one  of  claims  1  to  10,  wherein 
said  polymer  comprises  an  acrylamide  polymer. 

12.  The  method  of  claim  11,  wherein  the 
respective  amounts  of  acrylamide  polymer,  water 
and  air  are  selected  to  provide  a  polymer  disper- 
sion  in  water  comprising  between  about  3  and  25 
wt.%  acrylamide  polymer. 

13.  An  apparatus  for  rapidly  dispersing  particles 
of  dry,  water  soluble  polymer  in  water, 
comprising: 

(a)  a  chamber  (70), 
(b)  a  water  stream  inlet  (65)  towards  said 

chamber  (70), 
(c)  a  particles-water  contact  zone  within  said 

chamber  for  forming  a  mixture  of  water  and 
particles; 

(e)  a  dispersing  zone  (86)  after  said  contact  zone; 
characterized  in  that: 

(f)  an  air  stream  inlet  (25)  is  provided  towards 
said  chamber  (70)  such  that  air  is  included  into  said 
mixture  of  water  and  particles; 

(g)  said  dispersing  zone  (86)  is  a  shear  zone 
creating  instantaneous  and  momentary  shear  con- 
ditions  immediately  adjacent  to  said  contact  zone; 

(h)  a  separating  zone  (134)  is  provided  after  said 
dispersing  zone  (86)  for  separating  air  from  the 
dispersion. 

14.  The  apparatus  of  claim  13,  characterized  in 
that  said  particle  stream  inlet  (22)  is  positioned  and 
directed  such  with  respect  to  said  chamber  (70) 
and  said  water  stream  inlet  (22)  that  no  substantial 
contact  occurs  between  said  particles  and  surfaces 
of  said  chamber  (70)  which  are  not  completely 
wetted. 

15.  The  apparatus  of  claim  13  or  14,  wherein  said 
chamber  (70)  includes  a  water  distributing  unit  (44, 
68)  for  distributing  water  as  a  falling  film  (74)  on 
the  walls  (31)  of  said  chamber  (70). 

16.  The  apparatus  of  claim  13,  14  or  15,  wherein 
said  dispersing  zone  (86)  comprises  a  mechanical 
dispersing  tool  unit  (86). 

17.  The  apparatus  of  claim  16,  wherein  said 
dispersing  tool  unit  (86)  comprises  an  impeller  (90) 
and  a  stator  (92)  cooperating  with  said  impeller 
(90). 

18.  The  apparatus  of  claim  17,  wherein  said 

The  illustration  in  the  Figures  of  specific  equip- 
ment  is  not  intended  to  be  limiting,  as  the  selection 
of  particular  water  dispersion  means  in  the 
chamber  14,  the  configuration  of  the  chamber  14, 
the  particular  hydromechanical  dispersing  means,  5 
etc.  will  depend  on  the  application  and  the  user's 
preference.  In  the  exemplary  embodiment  of  the 
Figures,  the  dispersion  means  16  comprises  a  size 
reduction  machine  typically  used  in  the  food 
processing  industry  and  marketed  by  Urschel  io 
Laboratories,  Incorporated  of  Valparaiso,  Indiana 
under  the  trademark  "Comitrol®  3600",  with  an 
impeller  speed  of  3600  rpm.  The  positive  displace- 
ment  pump  130  is  a  product  of  the  Blackmer 
Company,  and  is  chosen  for  its  ability  to  displace  15 
greater  volumetric  flow  rates  of  fluid  than  fed  to 
the  sump  110,  thereby  assuring  removal  of  the  air 
induced  and  entrained  by  the  disperser  16.  For 
example,  the  pump  130  of  the  Figures  is  a  vane 
pump  transferring  245.7  l/min  (65gal/min)  of  liquid  20 
and  air,  while  about  226.8 
l/min  (60  gal/min)  is  provided  to  the  sump. 

The  foregoing  detailed  description  is  given  for 
clearness  of  understanding  only,  and  no 
unnecessary  limitations  should  be  inferred  there-  25 
from,  as  modifications  within  the  scope  of  the 
invention  will  be  obvious  to  those  skilled  in  the  art. 

Claims 
30 

1  .  A  method  of  rapidly  dispesing  particles  of  dry, 
water  soluble  polymer  in  water,  comprising  the 
steps  of: 

(a)  contacting  said  particles  with  water  in  a 
chamber  (70)  under  conditions  of  flow  of  said  35 
water  such  that  said  particles  are  substantially 
completely  wetted  by  said  water,  to  form  a  mixture 
of  water  and  polymer; 

(b)  subjecting  said  mixture  to  a  dispersing 
treatment,  to  form  a  dispersion  of  said  polymer  in  40 
said  water;  characterized  by: 

(c)  introducing  a  stream  of  air  into  said  chamber 
(70)  such  as  to  entrain  air  into  said  mixture  of  water 
and  particles; 

(d)  immediately  upon  formation  of  said  mixture  45 
creating  conditions  of  instantaneous  and 
momentary  shear  by  said  dispersing  treatment, 
whereby  formation  of  agglomerates  of  particles  is 
prevented  and  existing  agglomerates  of  particles 
are  divided  into  individual  particles;  50 

(e)  separating  said  dispersion  from  said  air. 
2.  A  method  as  claimed  in  claim  1,  characterized 

by  introducing  said  particles  into  said  chamber 
(70)  such  that  said  wetting  of  said  particles  is 
effected  without  substantial  contact  of  said  par-  55 
tides  with  surfaces  of  said  chamber  (70)  which  are 
not  completely  wetted. 

3.  The  method  of  claim  1  or  2,  wherein  said  water 
is  introduced  to  said  chamber  (70)  as  a  falling  film 
(74)  on  the  walls  (31)  of  said  chamber  (70).  60 

4.  The  method  of  claim  3,  wherein  said  particles 
are  introduced  directly  to  said  falling  film  (74). 

5.  The  method  of  claim  2,  3  or  4,  wherein  said 
particles  are  entrained  in  an  induced  air  stream. 

6.  The  method  of  one  of  claims  1  to  5,  wherein  65 
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trennt  werden,  ohne  daB  deren  GroBe  wesentlich 
verringert  oder  ihre  Molekularstruktur  beintrach- 
tigt  wird. 

9.  Verfahren  nach  Anspruch  8,  bei  dem  ein  das 
5  Flugelrad  umgebender  geschlitzter  Zylinder  (92) 

als  Stator  verwendet  wird. 
10.  Verfahren  nach  einem  der  Anspruche  1  bis 

9,  bei  dem  die  Polymer-Dispersion  und  die  Luft 
nach  der  mechanischen  Behandlung  zu  Speicher- 

10  mitteln  gefordert  werden. 
11.  Verfahren  nach  einem  der  Anspruche  1  bis 

10,  bei  dem  das  Polymer  ein  Acrylamid-Polymer 
enthalt. 

12.  Verfahren  nach  Anspruch  11,  bei  dem  die 
15  jeweiiigen  Mengen  von  Acrylamid-Polymer,  Was- 

ser  und  Luft  so  bemessen  sind,  dalS  eine  Polymer- 
Dispersion  in  Wasser  erzeugt  wird,  die  etwa  3  bis 
25  Gewichtsprozent  Acrylamid-Polymer  enthalt. 

13.  Gerat  zum  raschen  Dispergieren  von  Teil- 
20  chen  von  trockenem  wasserloslichem  Polymer  in 

Wasser  mit 
(a)  einer  Kammer  (70), 
(b)  einem  in  diese  Kammer  (70)  fuhrenden 

EinlaB  (65)  fur  eine  Wasserstromung, 
25  (c)  einer  Teilchen-Wasser-Kontaktzone  in  der 

Kammer  (70)  zur  Ausbildung  einer  Mischung  aus 
Wasser  und  Teilchen, 

(e)  einer  hinter  dieser  Kontaktzone  ange- 
ordneten  Dispergierzone  (86),  dadurch  gekenn- 

30  zeichnet,  daB 
(f)  ein  in  die  Kammer  (70)  fuhrender  EinlaS  (25) 

fur  einen  Luftstrom  vorgesehen  ist,  der  so  ange- 
ordnet  ist,  daB  in  die  Mischung  aus  Wasser  und 
Teilchen  Luft  eingeschlossen  wird, 

35  (g)  die  Dispergierzone  (86)  eine  Scherzone  ist, 
die  in  unmittelbarer  Nahe  der  genannten  Kontakt- 
zone  sortige  und  voriibergehende  Scherbedin- 
gungen  erzeugt,  und 

(h)  hinter  der  Dispergierzone  (86)  eine  Trenn- 
40  zone  (134)  zum  Trennen  der  Luft  von  der  Disper- 

sion  vorgesehen  ist. 
14.  Gerat  nach  Anspruch  13,  dadurch  gekenn- 

zeichnet,  daB  der  EinlaB  (22)  fur  den  Teilchen- 
strom  relativ  zu  der  Kammer  (70)  und  dem  EinlaB 

45  fur  den  Wasserstrom  (22)  so  positioniert  und 
ausgerichtet  ist,  daB  im  wesentlichen  kein  Kon- 
takt  zwischen  den  Teilchen  und  solchen  Ober- 
flachen  der  Kammer  (70)  stattfindet,  die  nicht 
vollstandig  benetzt  sind. 

so  15.  Gerat  nach  Anspruch  13  oder  14,  bei  dem 
die  Kammer  (70)  eine  Wasserverteileinheit  (44, 
68)  enthalt,  die  Wasser  als  einen  auf  die  Wande 
(31)  der  Kammer  (70)  fallenden  Film  (64)  verteilt. 

16.  Gerat  nach  Anspruch  13,  14  oder  15,  bei  die 
55  die  Dispergierzone  (86)  eine  mechanische  Disper- 

gier-Werkzeugeinrichtung  (86)  enthalt. 
17.  Gerat  nach  Anspruch  16,  bei  dem  die 

Dispergier-Werkzeugeinrichtung  (86)  ein  Flugel- 
rad  (86)  und  einen  mit  diesem  zusammenwirken- 

60  den  Stator  (92)  umfaBt. 
18.  Gerat  nach  Anspruch  17,  bei  dem  der  Stator 

(92)  so  positioniert  ist,  daB  er  von  dem  Flugelrad 
(90)  abgegebenes  Material  kontaktiert  und  Off- 
nungen  (102)  besitzt,  deren  GroBe  so  bemessen 

65  ist,  daB  Teilchenagglomerate  in  einzelne  Teilchen 

stator  (92)  is  positioned  to  contact  material  dis- 
charged  from  said  impeller  (90)  and  has  openings 
(102)  of  a  size  selected  to  divide  agglomerates  of 
said  particles  into  individual  particles  without 
substantially  reducing  the  size  or  degrading  the 
molecular  structure  thereof. 

19.  The  apparatus  of  claim  18,  wherein  said 
stator  (92)  is  a  slotted  cylinder  (92)  surrounding 
said  impeller  (90). 

Patentanspruche 

1.  Verfahren  zum  raschen  Dispergieren  von 
Teilchen  von  trockenem  wasserloslichen  Polymer 
in  Wasser  mit  den  Verfahrensschritten,  daB 

(a)  die  Teilchen  in  einer  Kammer  (70)  mit 
Wasser  in  Beruhrung  gebracht  werden,  wobei  die 
FlieBbedingungen  des  Wassers  derart  sind,  daB 
die  Teilchen  von  dem  Wasser  im  wesentlichen 
vollstandig  benetzt  werden  und  eine  Mischung 
aus  Wasser  und  Polymer  gebildet  wird, 

(b)  diese  Mischung  einer  Dispergierbehandlung 
unterzogen  wird,  urn  eine  Dispersion  des  Poly- 
mers  in  dem  Wasser  zu  erzeugen,  dadurch 
gekennzeichnet,  daS 

(c)  ein  Luftstrom  in  die  Kammer  (70)  eingeleitet 
wird  und  dadurch  Luft  in  die  Mischung  aus 
Wasser  und  Teilchen  eingebracht  wird, 

(d)  unmittelbar  nach  der  Bildung  der  Mischung 
durch  die  Dispergierbehandlung  Bedingungen 
von  sofort  und  voriibergehend  wirksamen  Scher- 
kraften  geschaffen  werden,  durch  die  die  Bildung 
von  Teilchenagglomeraten  verhindert  und  vor- 
handene  Teilchenagglomerate  in  einzelne  Teil- 
chen  aufgetrennt  werden,  und 

(e)  die  Dispersion  von  der  Luft  getrennt  wird. 
2.  Verfahren  nach"  Anspruch  1,  dadurch  gekenn- 

zeichnet,  daB  die  Teilchen  so  in  die  Kammer  (70) 
eingebracht  werden,  daB  das  Benetzen  dieser 
Teilchen  praktisch  ohne  Kontakt  der  Teilchen  mit 
solchen  Flachen  der  Kammer  (70)  vonstatten 
geht,  die  nicht  vollstandig  benetzt  sind. 

3.  Verfahren  nach  Anspruch  1  oder  2,  bei  dem 
das  Wasser  in  die  Kammer  (70)  als  auf  die  Wande 
(31)  der  Kammer  (70)  fallender  Film  (74)  einge- 
bracht  wird. 

4.  Verfahren  nach  Anspruch  3,  bei  dem  die 
Teilchen  direkt  in  den  fallenden  Film  (74)  einge- 
bracht  werden. 

5.  Verfahren  nach  Anspruch  2,  3,  oder  4,  bei 
dem  die  Teilchen  von  einem  eingefuhrten  Lufts- 
troms  mitgefuhrt  werden. 

6.  Verfahren  nach  einem  der  Anspruche  1  bis  5, 
bei  dem  die  genannten  Scherkraftbedingungen 
von  einer  mechanischen  Dispergier-Werkzeugein- 
richtung  (86)  erzeugt  werden. 

7.  Verfahren  nach  einem  der  Anspruche  1  bis  6, 
bei  dem  die  Scherkraftbedingungen  durch  ein 
Flugelrad  (90)  und  einen  mit  diesem  zusammen- 
wirkenden  Stator  (92)  erzeugt  werden. 

8.  Verfahren  nach  Anspruch  7,  bei  dem  die 
Teilchen  von  dem  Flugelrad  (90)  in  Richtung  auf 
Offnungen  (104)  des  Stators  (92)  ausgegeben 
werden,  deren  GroBe  so  bemessen  ist,  daB  Teil- 
chenagglomerate  in  einzelne  Teiichen  aufge- 
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aufgeteilt  werden,  ohne  daft  deren  GrolSe  wesent- 
lich  verringert  oder  ihre  Molekularstruktur  bein- 
trachtigt  wird. 

19.  Gerat  nach  Anspruch  17,  bei  dem  der  Stator 
(92)  ein  geschlitzter  Zylinder  (92)  ist,  der  das  5 
Flugelrad  (90)  umgibt. 

Revendications 

1.  Procede  rapide  de  dispersion  de  particules  to 
seches,  de  polymeres  hydrosolubles  dans  I'eau, 
comprenanf  les  etapes  suivantes: 

(a)  mise  en  contact  des  particules  avec  I'eau 
dans  une  chambre  (70)  dans  les  conditions 
d'ecoulement  de  I'eau  de  sorte  que  les  particules  15 
sont  pratiquement  et  completement  impregnees 
par  I'eau  pour  former  un  melange  d'eau  et  de 
polymeres; 

(b)  traitement  de  dispersion  du  melange  pour 
former  une  dispersion  du  polymere  dans  I'eau;  20 
caracterise  par 

(c)  introduction  d'un  courant  d'air  dans  la 
chambre  (70)  de  maniere  a  entrainer  I'air  dans  le 
melange  d'eau  et  de  particules; 

(d)  immediatement  suivant  la  formation  du  25 
melange,  creation  des  conditions  instantanees  et 
momentanees  de  division  par  le  procede  de 
traitement  de  sorte  que  la  formation  d'agglome- 
rat  de  particules  est  empechee  et  que  les  parti- 
cules  agglomerees  sont  divisees  en  particules  30 
individuelles. 

2.  Procede  selon  la  revendication  1,  caracterise 
par  I'introduction  des  particules  dans  la  chambre 
(70)  de  maniere  a  ce  que  I'humidification  des 
particules  est  effectuee  sans  contact  substantiel  35 
avec  les  particules  de  surface  de  la  chambre  (70) 
qui  ne  sont  pas  completement  mouillees. 

3.  Procede  selon  la  revendication  1  ou  2  dans 
lequel  I'eau  est  introduite  dans  la  chambre  (70) 
sous  forme  d'une  pellicule  descendante  (74)  sur  40 
les  parois  (31)  de  ladite  chambre  (70). 

4.  Procede  selon  la  revendication  3,  dans  lequel 
les  particules  sont  introduites  directement  dans  la 
pellicule  d'eau  descendante  (74). 

5.  Procede  selon  la  revendication  2,  3  ou  4  dans  45 
lequel  les  particules  sont  entramees  par  un  cou- 
rant  d'air  induit. 

6.  Procede  selon  I'une  des  revendications  1  a  5 
dans  lequel  les  conditions  de  decoupe  sont  obte- 
nues  par  un  moyen  mecanique  de  broyage  (86).  50 

7.  Procede  selon  I'une  des  revendications  1  a  6 
dans  lequel  les  conditions  de  decoupe  sont  reali- 
sees  par  une  roue  motrice  (90)  et  un  stator  (92) 
cooperant  avec  la  roue  motrice  (90). 

8.  Procede  selon  la  revendication  7  dans  lequel  ss 
les  particules  sont  dechargees  de  la  roue  motrice 
(90)  par  des  ouvertures  du  stator  (92),  ces  ouver- 
tures  (104)  ayant  une  dimension  choisie  pour 
diviser  les  particules  agglomerees  en  particules 
individuelles  sans  substantiellement  reduction  de  60 
la  taille  ou  degradation  de  la  structure  molecu- 
laire  de  celles-ci. 

9.  Procede  selon  la  revendication  8  dans  lequel 
un  cylindre  a  rainures  (92)  entourant  la  roue 
motrice  est  utilise  comme  stator.  es 

10.  Procede  selon  I'une  des  revendications  1  a  9 
dans  lequel  la  dispersion  de  polymere  et  I'air  sont 
transports  apres  le  traitement  vers  des  moyens 
mecaniques  d'emmagasinnement. 

11.  Procede  selon  I'une  des  revendications  1  a 
10  dans  lequel  le  polymere  comprend  un  poly- 
mere  acrylamide. 

12.  Procede  selon  la  revendication  11  dans 
lequei  les  differentes  quantites  de  polymere  acry- 
lamide,  d'eau  et  d'air  sont  selectionnees  pour 
obtenir  une  dispersion  polymerique  dans  I'eau 
comprise  entre  environ  3  et  25%  en  poids  du 
polymere  acrylamide. 

13.  Appareil  pour  dispersion  rapide  de  parti- 
cules  seches,  polymeres  hydrosolubles  dans 
I'eau,  comprenant 

(a)  une  chambre  (70), 
(b)  une  entree  de  courant  d'eau  (65)  vers  la 

chambre  (70), 
(c)  une  zone  de  contact  particules-eau  a  I'inte- 

rieur  de  la  chambre  pour  former  un  melange 
d'eau  et  de  particules; 

(e)  une  zone  de  dispersion  (86)  apres  la  zone  de 
contact;  caracterise  en  ce  que: 

(f  )  une  entree  de  flux  d'air  (25)  est  prevue  vers  la 
chambre  (70)  de  sorte  que  cet  air  soit  compris 
dans  le  melange  d'eau  et  de  particules; 

(g)  la  zone  de  dispersion  (86)  est  une  zone  de 
decoupe  creant  instantanement  et  momentane- 
ment  les  conditions  de  decoupe  immediatement 
adjacente  a  la  zone  de  contact; 

(h)  une  zone  de  reparation  (134)  est  prevue 
apres  la  zone  de  dispersion  pour  reparer  I'air  de  la 
dispersion. 

14.  Appareil  selon  la  revendication  13  caracte- 
rise  en  ce  que  I'entree  du  courant  de  particules 
(22)  est  positionnee  et  dirigee  relativement  par 
rapport  a  la  chambre  (70)  et  a  I'entree  du  courant 
d'eau  (22)  de  telle  sorte  qu'aucun  contact  subs- 
tantiel  survienne  entre  les  particules  et  la  surface 
de  la  chambre  qui  ne  soit  completement  humide. 

15.  Appareil  selon  la  revendication  13  ou  14 
dans  lequel  la  chambre  (70)  comporte  une  unite 
de  distribution  en  eau  (44,  68)  pour  distribuer 
I'eau  sous  forme  d'une  pellicule  descendante  (74) 
sur  les  parois  (31)  de  la  chambre  (70). 

16.  Appareil  selon  I'une  des  revendications  13, 
14  ou  15  dans  lequel  la  zone  de  dispersion  (86) 
comporte  un  moyen  mecanique  de  broyage  (86). 

17.  Appareil  selon  la  revendication  16  dans 
lequel  le  moyen  mecanique  de  broyage  (86) 
comprend  une  roue  motrice  (90)  et  un  stator  (92) 
cooperant  avec  cette  roue  motrice  (90). 

18.  Appareil  selon  la  revendication  17  dans 
lequel  le  stator  (92)  est  positionne  au  contact  de  la 
matiere  dechargee  de  la  roue  motrice  (90)  et 
comporte  des  ouvertures  (102)  dont  la  dimension 
est  choisie  pour  diviser  i'agglomerat  de  particules 
en  particules  individuelles  sans  substantiellement 
red  u  ire  la  taille  ou  degrader  la  structure  moiecu- 
laire  de  celle-ci. 

19.  Appareil  selon  la  revendication  18  dans 
lequel  le  stator  (92)  est  un  cylindre  a  rainures  92 
entourant  la  roue  motrice  (90). 
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