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Description 

The  present  invention  concerns  a  unitary  biolog- 
ical  processing  apparatus  for  processing  specimens 
therein,  comprising  a  rectangular  open-topped  perfo- 
rated  receptacle  member,  a  cooperable  perforated  lid 
member  attached  to  said  receptacle  member  by  a 
frangible  hinge  portion,  said  receptacle  and  lid  mem- 
bers  being  capable  of  relative  movement  about  said 
hinge  portion  from  a  first  position  permitting  place- 
ment  of  a  specimen  in  said  receptacle  member  to  a 
second  position  wherein  the  open  top  of  said  recep- 
tacle  member  is  closed  by  said  lid  member  and  en- 
gagement  means  in  the  form  of  cooperable  detent 
and  abutment  means  on  said  receptacle  and  lid  mem- 
bers  interengageable  when  said  receptacle  and  cover 
members  are  in  said  second  position  to  hold  said 
members  in  said  second  position  independently  of 
said  frangible  hinge  portion. 

It  is  well  known  in  the  art  that  biological  tissues 
can  be  sliced  into  thin  sections  on  a  microtome  for 
subsequent  microscopic  examination  by  a  patholo- 
gist,  for  example.  In  order  to  prepare  the  specimen  for 
such  slicing  it  mustf  irst  be  processed  with  several  flu- 
ids  to  dehydrate  the  tissue,  to  clear  the  tissue  with  a 
suitable  oil  and  then  to  infiltrate  the  tissue  with  a  par- 
affin  wax  or  a  combination  of  wax  and  resinous  ma- 
terial.  This  processing  has  been  conveniently  carried 
out  by  placing  the  specimen  in  a  fluid-permeable  cap- 
sule  and  successively  submerging  the  capsule  in  the 
necessary  fluids.  The  resulting  processed  specimen 
is  then  removed  from  the  capsule  and  embedded  in 
a  block  of  paraffin  wax  for  subsequent  mounting  in  a 
microtome  for  slicing. 

From  US  patent  No.  4,220,252  is  known  such  a 
unitary  biological  specimen  processing  apparatus 
comprising  an  open-topped,  perforated  receptacle 
member,  a  cooperable  perforated  cover  member  at- 
tached  to  said  receptacle  member  by  a  frangible  hinge 
portion,  said  receptacle  and  cover  members  being  ca- 
pable  of  relative  movement  about  said  hinge  portion 
from  a  first  position  permitting  placement  of  a  speci- 
men  in  said  receptacle  member  to  a  second  position 
wherein  the  open  top  of  said  receptacle  member  is 
closed  by  said  cover  member,  and  cooperable  detent 
and  abutment  means  on  said  receptacle  and  cover 
members  interengageable  when  said  receptacle  and 
cover  members  are  in  said  second  position  to  hold 
said  members  in  said  second  position  independently 
of  said  frangible  hinge  portion. 

By  the  measures  of  said  US  patent  is  obtained  an 
apparatus  which  initially  has  a  cover  member  attach- 
ed  by  a  hinge  portion  to  a  base  member  but  which  can 
remain  mated  against  the  base  member  in  a  closed 
position  even  with  the  hinge  portion  broken. 

This  prior  apparatus  had  the  disadvantage  that  if 
the  hinge  portion  was  very  frangible  and  was  broken 
beforethe  cover  member  was  mated  againstthe  base 

member,  the  user  of  the  apparatus  could  loose  or 
drop  the  specimen  because  of  the  lost  hinge  function. 
Contamination  of  the  specimens  and  loss  of  expen- 
sive  time  could  thus  result.  If,  however,  the  frangible 

5  hinge  portion  was  strong  enough  to  resist  the  180  de- 
gree  of  the  cover  member  turning  about  into  the  mat- 
ing  position  with  the  receptacle  member,  there  would 
be  a  risk  that  it  would  be  difficult  to  remove  the  cover 
member  from  the  receptacle  member  when  process- 

10  ing  of  the  specimen  was  finished. 
There  is  thus  a  commercial  need  fora  unitary  bio- 

logical  processing  apparatus  which  has  a  hinge  por- 
tion  which  is  so  frangible  that  it  is  broken  just  before 
the  cover  member  is  mated  against  the  receptacle 

15  member,  but  without  the  risk  that  the  hinge  function 
is  eliminated  when  the  hinge  portion  is  broken. 

This  need  or  purpose  is  fulfilled  by  an  apparatus 
according  to  the  preamble  of  claim  1: 
a  unitary  biological  processing  apparatus  for  process- 

20  ing  specimens  therein,  the  apparatus  also  including 
the  features  of  the  characterising  portion  of  claim  1. 

Thereby  is  obtained  two  supplementary  hinge 
means  to  the  frangible  hinge  portion  which  hinge 
means  may  take  over  the  hinge  function  of  the  fran- 

25  gible  hinge  portion  before  the  lid  member  is  closed 
onto  the  receptacle  member.  This  allows  the  frangible 
hinge  portion  to  be  even  so  frangible  that  it  may  be 
broken  before  mating  said  lid  member  against  said  re- 
ceptacle  member,  so  that  it  does  not  need  to  be  brok- 

30  en  upon  removing  said  lid  member  from  said  recepta- 
cle  member. 

Furthermore  these  two  supplementary  hinge 
means  provide  at  least  a  three  point  connection  or  se- 
curing  of  the  lid  member  to  the  receptacle  member  to- 

35  gether  with  the  engagement  means  of  the  apparatus 
being  provided  atthe  lid  member  edge  and  the  recep- 
tacle  member  sidewall  being  placed  opposite  to  the 
frangible  hinge  portion. 

An  embodiment  of  the  invention  will  now  be  de- 
40  scribed  in  more  detail  with  reference  to  the  drawings 

in  which 
Fig  1  is  an  isometric  view  of  the  apparatus  of  the 

invention  in  an  opened  or  first  position. 
Fig.  2  is  a  longitudinal  vertical  cross-sectional 

45  view  of  the  apparatus  taken  along  line  2-2  of  Fig.  1  . 
Fig.  3  is  a  cross-sectional  view  similar  to  that  of 

Fig.  2  and  showing  the  apparatus  of  the  invention  in 
a  closed  or  second  position. 

Fig.  4  is  a  sectional  cross-sectional  view  similar 
so  to  that  of  Fig.  2  but  in  larger  scale  and  showing  the 

side  wall  engagement  principle  with  arc  shaped  en- 
gagement  means. 

Referring  to  Figs.  1  and  2,  the  novel  apparatus  of 
the  present  invention  comprises  a  receptacle  or  base 

55  member  10  attached  to  a  lid  member  11  through  a 
hinge  portion  12.  The  open-topped  box-like  recepta- 
cle  member  10  is  formed  in  a  generally  rectangular 
shape  with  a  bottom  wall  13  having  a  plurality  of  rec- 
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tangular  perforations  14  therein,  opposing  parallel 
first  and  second  transverse  endwalls  15  and  16  and 
opposing  parallel  third  and  fourth  longitudinal  side- 
walls  17  and  18  extending  upward  from  the  bottom 
wall  13.  Endwalls  15  and  16  and  sidewalls  17  and  18 
have  coplanar  upper  edge  surfaces  1  9,  20,  21  and  22, 
respectively,  which  are  normal  to  said  endwalls  and 
sidewalls  and  which  form  a  substantially  flat  annular 
top  surface  for  receptacle  member  10. 

An  upper  recess  30  is  formed  in  first  transverse 
endwall  15.  This  upper  recess  is  conveniently  rectan- 
gular  in  shape  and  forms  a  recess  means.  Two  circu- 
lar  arc  shaped  abutment  means  or  recesses  9  are 
formed  in  the  inner  side  of  the  sidewalls  17,  18  and 
having  arc  lengths  of  35  degrees,  but  these  may  have 
any  value  from  22-60  degrees  depending  of  the  fran- 
gibility  in  question  aimed  at  for  the  hinge  portion  12. 
The  distance  of  the  recesses  9  from  the  hinge  axis  of 
the  hinge  portion  12  is  the  same  as  the  radius  of  cur- 
vature  of  the  recesses,  the  hinge  axis  being  posi- 
tioned  in  or  almost  in  the  centres  of  curvature  for  the 
two  recesses  9.  These  recesses  9  form  the  first  and 
second  abutment  means. 

Connected  to  and  extending  downwardly  and 
outwardly  from  the  upper  edge  portion  20  of  the  sec- 
ond  transverse  endwall  16  is  a  slanted  wall  24,  and 
the  adjacent  end  portions  of  the  longitudinal  side- 
walls  17  and  18  extend  outwardly  beyond  the  trans- 
verse  endwall  16  to  join  the  slanted  wall  24  along  slant 
edges  25  and  26,  respectively.  The  upper  edge  por- 
tion  20  of  the  transverse  endwall  16  is  cut  away  as  at 
27  to  form  a  transverse  slot  28  which  affords  access 
to  the  transverse  chamber  29  of  generally  triangular 
cross-section  which  is  formed  between  the  outer  face 
of  the  transverse  endwall  16  and  the  underside  of  the 
slanted  wall  24.  The  portion  of  the  slanted  wall  24  at 
the  margin  of  slot  28  forms  a  third  abutment  means. 

The  lid  member  11  is  formed  as  a  flat  plate  34 
having  an  upper  surface  31  which  is  coplanar  with  up- 
per  edge  surface  19-22  of  receptacle  member  trans- 
verse  endwall  15.  Notches  32  and  33  extending  trans- 
versely  inwardlyfrom  the  outer  edges  of  hinge  portion 
1  2  and  a  slit  23  which  may  be  replaced  by  a  row  of  per- 
forations  (not  shown)  will  aid  in  rendering  said  hinge 
portion  frangible.  Cover  member  11  preferably  has  a 
rectangular,  box-like  minor  extension  formed  of  walls 
41,  42,  43  and  44  projecting  upwardly  from  plate  34. 
The  external  transverse  and  longitudinal  dimensions 
of  this  minor  extension  are  slightly  less  than  the  cor- 
responding  internal  dimensions  of  the  open  top  of  re- 
ceptacle  member  10.  Flat  plate  34  is  formed  with  a 
plurality  of  rectangular  perforations  35  within  the 
walls  41  to  44.  A  first  and  second  detent  member  is 
formed  on  the  upper  end  of  side  walls  41,  43  in  align- 
ment  with  the  respective  recesses  9  on  receptacle 
side  walls  17,  18  and  comprise  circular  arc  shaped 
portions  36  formed  in  the  outer  side  of  sidewalls  41  , 
43  with  approximately  same  radius  of  curvature  and 

distance  from  the  axis  of  the  hinge  portion  as  the  re- 
cesses  9  so  that  the  portions  36  when  lid  11  is  closed 
easily  slides  into  the  recesses  9.  The  lid  member  11 

5  is  provided  with  a  third  detent  member  at  the  outer 
end  edge  portion  of  plate  34  and  in  alignment  with  the 
base  member  slot  28,  said  detent  member  being 
formed  of  a  vertically  extending  portion  38  parallel 
with  wall  42  and  an  outwardly  projecting  horizontal 

10  tab  portion  39.  Tab  39  has  a  transverse  dimension 
slightly  smaller  than  the  corresponding  dimension  of 
slit  28.  A  lifting  tab  40  is  formed  on  the  outer  end  of 
plate  34  and  is  coplanar  therewith. 

Base  member  10  and  cover  member  11  are  con- 
15  veniently  molded  as  a  unitary  combination  structure 

from  organoplastics,  such  as  polyethylene,  polypro- 
pylene,  polystyrene,  styrene-acrylonitrile  copoly- 
mers,  polycarbonate,  formaldehyde  homopolymers, 
copolymers  of  formaldehyde  and  trioxane,  polyethy- 

20  lene  terephthalate,  polybutylene  terephthalate  and 
the  like.  This  structure  is  preferably  formed  from  for- 
maldehyde  homopolymers,  copolymers  of  formalde- 
hyde  and  trioxane,  polyethylene  terephthalate  or 
polybutylene  terephthalate. 

25  In  order  to  utilize  the  apparatus  of  this  invention, 
a  biological  specimen  is  placed  within  the  receptacle 
member  10  when  the  cover  and  receptacle  members 
are  in  the  first  position  shown  in  Figs.  1  and  2.  The  lid 
member  11  is  then  rotated  about  the  hinge  portion  12 

30  to  an  intermediate  position  to  engage  the  circular  arc 
shaped  detent  means  36  with  the  mating  circular  arc 
shaped  recesses  9.  Then  the  lid  member  11  is  further 
rotated  to  a  second  position  to  mate  against  the  base 
member  10  as  shown  in  Fig.  3.  In  so  doing  the  relief 

35  means  37  interengages  upper  recess  30  of  transverse 
endwall  15  and  the  tab  39  of  the  third  detent  member 
is  inserted  through  the  transverse  slot  28  and  inter- 
engages  the  underside  of  the  slanted  wall  24.  Fran- 
gible  hinge  portion  12  is  intended  to  break  before  mat- 

40  ing  the  cover  member  against  the  base  member  so 
that  it  is  broken  upon  subsequently  removing  the  cov- 
er  member  from  the  base  member.  If  the  hinge  por- 
tion  breaks  before  the  above  mating  operation,  the  in- 
terengagement  of  the  above-described  detent  mem- 

45  bers  and  abutment  members  will  prevent  undesirable 
separation  of  the  lid  and  base  members  during  sub- 
sequent  processing  steps.  At  the  conclusion  of  the 
processing  steps  for  the  biological  specimen,  the  lid 
member  is  conveniently  removed  by  applying  upward 

so  digital  pressure  on  tab  40  of  the  cover  member  while 
applying  downward  digital  pressure  on  the  slanted 
wall  24  of  the  base  member  10. 

When  that  upper  part  of  the  receptacle  or  base 
member  10  sidewall  15  and  that  edge  of  the  lid  mem- 

55  ber11  which  are  mutually  connected  via  the  frangible 
hinge  portion  12  are  provided  with  cooperable  recess 
means  30  and  relief  means  37  as  shown  e.g.  in  Figs. 
1  and  2  is  obtained  that  in  the  mated  position  of  the 
lid  member  11  and  base  member  10  no  displacement 
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of  the  said  edge  of  the  lid  member  11  will  be  possible 
along  the  sidewall  15  of  the  receptacle  10.  Thereby 
the  form  stability  of  the  apparatus  is  further  enforced 
during  processing  of  the  tissue  or  specimen  in  the  ap- 
paratus  or  it  becomes  possible  to  provide  the  arc 
shaped  engagement  means  9,  36  with  a  cross  section 
which  is  large  in  the  plane  of  the  arc  but  very  small 
perpendicularly  thereto.  This  reduction  of  the  dimen- 
sions  for  the  engagement  means  9,  36  in  the  direction 
of  frangible  hinge  portion  12  axis  leaves  a  larger  room 
for  the  specimen  and  its  processing  in  the  apparatus. 

The  slit  23  provided  in  the  intermediate  part  of 
the  frangible  hinge  portion  12  extending  along  its  axis 
and  along  an  intermediate  part  of  the  lid  member  11 
edge  extending  along  the  sidewall  15  of  the  base 
member  1  0  provide  for  a  further  controllable  weaken- 
ing  of  the  frangible  hinge  portion  12  depending  of  the 
selected  material  for  the  structure,  so  that  the  likeli- 
hood  will  be  increased  that  it  will  be  broken  after  en- 
gagement  of  the  arc  shaped  means  9,  36  and  before 
the  lid  member  11  mates  with  the  base  member  10. 
Reinforcing  ribs  45  inside  the  bottom  wall  13  and  the 
plate  34  enhances  the  stability  of  the  three-point  con- 
nection  9,  36,  28,  39  in  the  closed  condition  of  the  ap- 
paratus. 

Another  method  of  controlling  the  breaking  point 
of  the  frangible  hinge  portion  12  is  an  embodiment  in 
which  the  centres  of  curvature  of  the  arc  shaped 
means  9,  36  are  slightly  displaced  relative  to  the  axis 
of  the  hinge  portion  12  in  a  direction  perpendicular  to 
the  axis  and  along  the  surface  19,  preferably  in  a  di- 
rection  towards  the  slanted  wall  24.  This  displace- 
ment  which  may  be  in  the  order  of  1-7%  of  the  radius 
of  curvature  for  the  arc  shaped  means  9,  36  will  fur- 
ther  assist  in  the  hinge  being  broken  before  the  lid  is 
closed  completely. 

Claims 

1.  Aunitary  biological  specimen  processing  appara- 
tus  comprising  a  rectangular  open-topped  perfo- 
rated  receptacle  member  (10),  a  cooperable  per- 
forated  lid  member  (11)  attached  to  said  recepta- 
cle  member  (10)  by  a  frangible  hinge  portion  (12), 
said  receptacle  and  lid  members  (10,  11)  being 
capable  of  relative  movement  about  said  hinge 
portion  (12)  from  a  first  position  permitting  place- 
ment  of  a  specimen  in  said  receptacle  member 
(10)  to  a  second  position  wherein  the  open  top  of 
said  receptacle  member  (10)  is  closed  by  said  lid 
member  (11)  and  engagement  means  in  the  form 
of  cooperable  detent  and  abutment  means  (9,  36, 
28,  38)  on  said  receptacle  and  lid  members  (10, 
11)  interengageable  when  said  receptacle  and  lid 
members  (10,  11)  are  in  said  second  position  to 
hold  said  members  in  said  second  position  inde- 
pendently  of  said  frangible  hinge  portion  (12), 

characterized  in  that  said  cooperable  detent  and 
abutment  means  on  said  receptacle  and  lid  mem- 
bers  (10,  11)  consist  of  at  least  three  sets  of  en- 

5  gagement  means  each  in  the  form  of  cooperable 
detent  and  abutment  means  of  which  one  set  of 
engagement  means  (9,  36)  is  placed  close  to 
each  end  of  the  frangible  hinge  portion  (12)  in  the 
sidewalls  (17,  18)  of  the  receptacle  (10)  and  the 

10  lid  side  edges  (41,  43)  of  the  lid  member  (11) 
which  walls  (17,  18)  and  edges  (41,  43)  are  per- 
pendicular  to  the  hinge  axis  of  the  hinge  portion 
(12),  the  said  two  sets  of  engagement  means  (9, 
36)  each  comprising  a  detent  means  (36)  and  an 

15  abutment  means  (9)  of  circular  arc  shape,  the  ra- 
dius  of  which  approximately  correspond  to  their 
distance  from  the  hinge  axis  of  the  frangible 
hinge  portion  (12),  and  the  arc  lengths  being  22- 
60  degrees,  preferably  35  degrees. 

20 
2.  Apparatus  according  to  claim  1  ,  characterized  in 

that  that  upper  part  of  the  receptacle  (10)  side- 
wall  (1  5)  and  thatthatedge  (44)  of  the  lid  member 
(11)  which  are  mutually  connected  via  the  frangi- 

25  ble  hinge  portion  (12)  are  provided  with  cooper- 
able  recess  means  (30)  and  relief  means  (37). 

3.  Apparatus  according  to  claim  1  or  2,  character- 
ized  in  that  a  weakening  means  (23),  such  as  a 

30  slit  or  a  row  of  perforations,  are  provided  along 
the  lid  member  edge  next  to  the  receptacle  mem- 
ber  (10)  preferably  provided  along  an  intermedi- 
ate  part  of  said  edge,  the  weakening  means  ex- 
tends  parallel  to  the  axis  of  the  frangible  hinge 

35  portion  (12),  said  axis  preferably  passes  the 
weakening  means  in  its  longitudinal  direction. 

4.  Apparatus  according  to  claim  1,  2  or  3,  charac- 
terized  in  that  the  centres  of  curvature  for  the  arc 

40  shaped  detent  and  abutment  means  (36,  9)  are 
slightly  displaced  from  the  hinge  axis  in  a  direc- 
tion  perpendicular  to  the  axis  and  along  the  sur- 
face  (19). 

45 
Patentanspruche 

1.  Vorrichtung  zum  Bearbeiten  von  biologischen 
Probeneinheiten  mit  einem  rechteckigen,  nach 

so  oben  offenen,  perforierten  Behalterteil  (10),  ei- 
nem  damit  zusammenwirkenden  perforierten 
Deckelteil  (11),  der  uber  ein  brechbares  Schar- 
nierelement  (12)  an  das  Behalterteil  (10)  ange- 
hangt  ist,  wobei  Behalter-  und  Deckelteil  (10,  11) 

55  eine  relative  Bewegung  uber  das  Scharnierele- 
ment  (12)  von  einer  ersten  Gebrauchslage,  die 
ein  Einlegen  einer  Probe  in  das  Behalterteil  (10) 
gestattet,  in  eine  zweite  Gebrauchslage  ermog- 
licht,  in  welcher  der  oben  offene  Bereich  des  Be- 
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halterteils  (10)  durch  den  Deckelteil  (11)  ge- 
schlossen  ist  und  mit  Eingriffselementen  in  der 
Form  von  zusammenwirkenden  Rast-  und  Wi- 
derlagerelementen  (9,  36,  28,  38)  an  dem  Behal- 
ter-  und  Deckelteil  geschlossen  ist,  welche  inein- 
andergreifen,  wenn  Behalter-  und  Deckelteil  (10, 
11)  in  der  zweiten  Gebrauchslage  sind,  urn  die 
Teile  in  dieser  zweiten  Gebrauchslage  unabhan- 
gig  von  dem  brechbaren  Scharnierelement  (12) 
zu  halten, 
dadurch  gekennzeichnet, 
dass  die  zusammenwirkenden  Rast-  und  Wider- 
lagerelemente  an  den  Behalter-  und  Deckelteilen 
(10,  11)  aus  zumindest  drei  Gruppen  von  Ein- 
griffselementen,  jede  in  der  Form  von  zusam- 
menwirkenden  Rast-  und  Widerlagerelementen, 
bestehen,  wobei  eine  der  Gruppen  der  Eingriffs- 
elemente  (9,  36)  nahe  an  jedem  Ende  des  brech- 
baren  Scharnierelementes  (12)  in  den  Seiten- 
wanden  (17,  18)  des  Behalter-  (10)  und  den 
Deckelseitenrandstreifen  (41,  43)  des  Deckeltei- 
les  (1  1  )  angeordnet  ist,  deren  Wande  (1  7,  1  8)  und 
Randstreifen  (41,  43)  rechtwinklig  zu  der  Schar- 
nierachse  des  Scharnierelementes  (12)  verlau- 
fen,  und  wobei  die  zwei  Gruppen  von  Eingriffs- 
elementen  (9,  36)  jede  ein  Rastelement  (36)  und 
ein  Widerlagerelement  (9)  von  kreisbogenartiger 
Form  umfassen,  dessen  Radius  in  etwa  mit  sei- 
nem  Abstand  von  der  Scharnierachse  des  brech- 
baren  Scharnierelementes  (12)  ubereinstimmt 
und  die  Bogenlange  20°  bis  80°,  bevorzugt  35°, 
betragt. 

2.  Vorrichtung  nach  Anspruch  1,  dadurch  gekenn- 
zeichnet,  dass  der  obere  Bereich  der  Behalter 
(10)  -  Seitenwand  (15)  und  des  Randstreifes  (44) 
des  Deckelteils  (11),  welche  miteinander  uber 
das  brechbare  Scharnierelement  (12)  verbunden 
sind,  mit  zusammenwirkenden  Ausnehmungen 
(30)  und  Vorsprungen  (37)  versehen  sind. 

3.  Vorrichtung  nach  Anspruch  1  oder  2,  dadurch  ge- 
kennzeichnet,  dass  eine  Schwachungsstelle 
(23),  beispielsweise  ein  Schlitz  oder  eine  Perfo- 
rationsreihe  entlang  dem  Deckelrandstreifen  na- 
he  dem  Behalterteil  (10)  vorgesehen  ist,  welcher 
bevorzugt  entlang  von  einem  Zwischenteils  des 
Randstreifens  angeordnet  ist,  wobei  sich  die 
Schwachungsstelle  parallel  zu  der  Achse  des 
brechbaren  Scharnierelementes  (12)  erstreckt 
und  wobei  die  Achse  bevorzugt  entlang  der 
Schwachstelle  in  ihrer  Langsrichtung  verlauft. 

4.  Vorrichtung  nach  Anspruch  1,  2  oder  3,  dadurch 
gekennzeichnet,  dass  die  Zentren  der  Krummung 
des  Bogens,  den  die  Rast-  und  Widerlagerele- 
mente  (36,  9)  ausbilden,  geringfugig  zu  der 
Scharnierachse  in  einer  Richtung  rechtwinklig  zu 

der  Achse  und  entlang  der  Oberflache  (19)  ver- 
setzt  sind. 

5 
Revendications 

1.  Dispositif  pour  le  traitement  d'echantillons  biolo- 
giques  individuels,  comprenant  un  receptacle 

10  rectangulaire  perfore  (10),  a  face  superieure  ou- 
verte,  un  couvercle  perfore  (11)  reuni  a  ce  recep- 
tacle  (1  0)  par  une  portion  fragile  formant  charnie- 
re  (12),  ce  receptacle  et  ce  couvercle  (10,  11) 
pouvant  s'articuler  I'un  par  rapport  a  I'autre  au- 

15  tour  de  cette  charniere  (12)  entre  une  premiere 
position  permettant  de  placer  un  echantillon  dans 
le  receptacle  (10)  et  une  seconde  position  dans 
laquelle  la  face  superieure  ouverte  du  receptacle 
(10)  est  fermee  par  le  couvercle  (11),  et  des 

20  moyens  de  reunion  consistant  en  un  ergot  d'arret 
et  des  butees  (9,  36,  28,  38)  sur  ce  receptacle  et 
ce  couvercle  (10,  11),  pouvant  cooperer  les  uns 
avec  les  autres  quand  le  receptacle  et  le  couver- 
cle  (1  0,  1  1  )  sont  dans  la  seconde  position  de  ma- 

25  niere  a  maintenir  ces  elements  dans  cette  secon- 
de  position  independamment  de  la  portion  fragile 
(12), 

caracterise  en  ce  que  I'ergot  et  les  butees 
associes  sur  ce  receptacle  et  ce  couvercle  (1  0, 

30  11)  consistent  en  au  moins  trois  series  d'ele- 
ments  cooperant  ensemble  chacune  etant  sous 
forme  d'un  ergot  et  de  butees  cooperant  ensem- 
ble,  une  serie  d'elements  cooperant  ensemble  (9, 
38)  etant  situee  au  voisinage  de  chaque  extremi- 

35  te  de  la  charniere  fragile  (1  2)  dans  les  f  lanes  (1  7, 
18)  du  receptacle  (10)  et  dans  les  bords  lateraux 
(41,  43)  du  couvercle  (11),  ces  f  lanes  (17,  18)  et 
ces  bords  (41,  43)  etant  perpendiculaires  a  I'axe 
de  la  charniere  (12),  les  deux  series  d'elements 

40  cooperants  (9,  38)  comprenant  chacune  un  ergot 
(38)  et  une  butee  (9)  en  forme  d'arc  de  cercle  dont 
le  rayon  correspond  approximativement  a  leur 
distance  de  I'axe  de  la  charniere  fragile  (12),  et  la 
longueur  de  Tare  etant  de  22-60  degres,  de  pre- 

45  ference  35  degres. 

2.  Dispositif  selon  la  revendication  1  ,  caracterise  en 
ce  que  la  partie  superieure  de  la  paroi  laterale 
(15)  du  receptacle  (10)  et  le  bord  (44)  du  couver- 

50  cle  (11)  qui  sont  reunis  par  la  charniere  fragile 
comportent  des  elements  en  creux  (30)  et  en  re- 
lief  (37)  cooperant  ensemble. 

3.  Dispositif  selon  les  revendications  1  ou  2,  carac- 
55  terise  en  ce  que  des  moyens  d'affaiblissement 

(23)  tels  qu'une  fente  ou  une  rangee  de  perfora- 
tions,  sont  prevus  le  long  du  bord  du  couvercle  au 
voisinage  du  receptacle  (10),  de  preference  dans 
une  zone  intermediate  de  ce  bord,  ces  moyens 
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d'affaiblissement  etant  paralleles  a  I'axe  de  la 
charniere  fragile  (12),  cet  axe  passant  de  prefe- 
rence  dans  la  direction  longitudinale  des  moyens 
d'affaiblissement.  5 

4.  Dispositif  selon  la  revendication  1  ,  2  ou  3,  carac- 
terise  en  ce  que  les  centres  de  courbure  de  I'ergot 
en  forme  d'arc  et  des  butees  (36,  9)  sont  legere- 
ment  decales  par  rapport  a  I'axe  de  la  charniere  10 
dans  une  direction  perpendiculaire  a  I'axe  et  le 
long  de  la  surface  (19). 
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