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(54) Control of rotor during a stop process of a wind turbine

(57) A method is present for controlling the pitch an-
gle of the blades of a wind turbine rotor during an emer-
gency stop process of the rotor from an operating state,
wherein the method comprising the steps of
continuously determining a measure of the angular ac-
celeration of the rotor, e.g. as the derivative of the angular
speed of the rotor or from the an agular strain of the rotor
shaft,
initiate pitching of the rotor blades and continue pitching
until the time (t2) where the determined angular acceler-
ation of the rotor is substantially zero, and
resume pitching of the rotor blades at the end of a pre-
determined time period (t3 - t2), such as 2-5 seconds or
about 0.5 time the period length of the first natural mode
of the tower, after the time (t2) where the determined
angular acceleration of the rotor was substantially zero.
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Description

[0001] The present invention relates to a method and
a control device for controlling the pitching of the rotor
blades during a stop process of a wind turbine.

BACKGROUND

[0002] It is well-known that the blades of a pitch-regu-
lated or active stall regulated wind turbine when it is
stopped are pitched to a feathered parking position where
an edge of the blade is directed towards the wind turbine
tower and the other edge is directed away form the tower,
so that aerodynamic forces from the wind on the blades
will not cause harm to the wind turbine. Such stops are
performed for maintenance of the turbine, at low wind
periods and very high wind periods as well as for emer-
gency stop of the operation of the wind turbine due to
malfunction of the turbine itself of problems on the elec-
trical grid which may cause the wind turbine to halt the
emission of active power to the grid, such as a severe
reduction of the grid voltage.
[0003] A rapid pitching of the blades may cause harm
to the blades and to the wind turbine as described e.g.
in international patent application WO 2006/007838
(Vestas), which discloses a method of controlling the
pitch rate by rapidly pitching the blades to a position
where the acceleration force on the rotor is zero, i.e. that
the rotation of the rotor is not accelerated, followed by a
slower pitching rate to the parking position.
[0004] In European patent application EP 1 701 034
(Winwind) is disclosed a method of stopping the rotor of
a wind turbine where account is taken to reduce the pen-
dulum motion of the wind turbine tower that is caused
when the positive thrust on the rotor during normal op-
eration providing a deflection of the tower in the down-
wind direction is replaced by a negative thrust when the
blades are pitched towards the parking position, so that
the tower when moving towards the wind from the de-
flected position is accelerated towards the wind direction,
causing a huge bending moment on the base of the tower.
This is counteracted by pitching with a high angle speed
of e.g. 15°/s until the tower is about its vertical position
and then reduce the angle speed to e.g. 5°/s or even 0°/s
until the extreme position of the tower in the upwind di-
rection is reached, whereafter the high angle speed is
resumed until the parking position of the blades is
reached.
[0005] It is an object of the present invention to provide
a stop process of the wind turbine where the extreme
bending moment applied to the wind turbine tower is re-
duced.

BRIEF DESCRIPTION OF THE PRESENT INVENTION

[0006] The present invention provides an advanta-
geous solution to the above stated problem by pitching
the rotor blades fast, e.g. with a angular rate of 10-15°/s

to a position where the rotor does not accelerate is rota-
tion, after which the pitching of the rotor blades tempo-
rarily is stopped. When the angular acceleration of the
rotor is about zero, the aerodynamic thrust force on the
rotor is known to be very low and close to zero, and the
pitch position prevents the aerodynamic thrust force from
aggravating the pendulum movement of the tower. The
pitching is resumed after a predetermined time period
has been measured out from the first stop of the pitching
of the rotor blades. With this control strategy, the huge
bending moments of the tower root that for a simple stop
process with a constant angular pitching rate may reach
a magnitude of 2.5 times the maximum bending moment
under ordinary operation, may be avoided, leading to
avoidance of wind turbine tower failure, to prolongation
of the life time for a wind turbine tower and the possibility
of erecting wind turbine towers of less reinforcement at
the tower root.
[0007] The angular acceleration of the rotor may be
determined from the angular velocity of the rotor meas-
ured in an in itself well-known manner on e.g. the rotor
or the low-speed shaft leading from the rotor to a gearbox
or to a generator of a direct driven wind turbine, preferably
measured by means of a fiber optical gyro. An angular
velocity of a high speed shaft of a gearbox could alter-
natively be employed. As a further alternative, a measure
of the accelerating torque may be measured by means
of a strain gauge on the low-speed shaft detecting the
angular strain thereof and thereby providing a measure
of the angular acceleration of the wind turbine rotor. The
stop process of the present invention is implemented for
emergency stops, e.g.
where the generator is not producing power to the distri-
bution grid.
[0008] Thus the present invention relates to a method
for controlling the pitch angle of the blades of a wind
turbine rotor during an emergency stop process of the
rotor from an operating state, the method comprising the
steps of

continuously determining a measure of the angular
acceleration of the rotor,
initiate pitching of the rotor blades and continue
pitching until the time where the determined angular
acceleration of the rotor is substantially zero, and
resume pitching of the rotor blades at the end of a
predetermined time period after the time where the
determined angular acceleration of the rotor was
substantially zero.

[0009] It is preferred for simplicity and robustness of
the control system that the pitching of the rotor blades is
controlled in an on-off manner during the emergency stop
process.
[0010] The predetermined time period is preferably in
the range of 0.25 to 0.8, more preferably in the range of
0.4 to 0.6, times the period length of the first natural eigen-
frequency mode of the wind turbine tower. As an alter-
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native manner of defining the predetermined time period,
it is preferably in the range of 2 to 5 seconds, most pref-
erably in the range of 2.5 to 4 seconds.
[0011] Hereby, it is ensured that the pitching is re-
sumed after the tower has passed the upwind extreme
position or is close to passing this position. Thus, the
aerodynamic thrust force in the direction towards the
wind, the so-called negative thrust, will generally not oc-
cur until the tower is moving away from the wind and will
in that situation dampen the motion of the tower.
[0012] In a further preferred embodiment, the method
may comprise the step of

starting a time measurement at the time when the
determined angular acceleration of the rotor is sub-
stantially zero, and controlling said resuming of pitch-
ing of the rotor blades in response to said time meas-
urement reaching the end of the predetermined time
period, i.e. that the predetermined time period is con-
trolled by means of an actual time measurement.

[0013] According to one embodiment, the method is
applied on a hydraulic pitching system and comprises
the steps of

closing a valve in the hydraulic connection between
an emergency supply of hydraulic pressure and drive
means for driving the pitching of the rotor blades at
the time when the determined angular acceleration
of the rotor is substantially zero, and
opening said valve said predetermined time period
after the time where the determined angular accel-
eration of the rotor was substantially zero.

[0014] According to another embodiment of the
present invention, the method comprises the steps of

open an electrical switch in the electric connection
between an emergency power supply and drive
means for driving the pitching of the rotor blades at
the time when the determined angular acceleration
of the rotor is substantially zero, and
closing said electrical switch said predetermined
time period after the time where the determined an-
gular acceleration of the rotor was substantially zero.

[0015] It is preferred that the method in case of e.g. a
wind gust on the rotor blades occurring during the pre-
determined time period, further comprises the step of

resume pitching of the rotor blades within said pre-
determined time period in case the determined an-
gular velocity of the rotor reaches a value being a
predetermined amount higher than the angular ve-
locity than at the time where the determined angular
acceleration of the rotor was substantially zero.
Hereby, an uncontrolled acceleration of the rotor is
avoided, which may lead to damages on the wind

turbine. In particular, it is preferred that the pitching
is stopped again in case
the determined angular acceleration of the rotor is
substantially zero within said predetermined time pe-
riod so as to avoid negative thrust force on the rotor.

[0016] The mentioned predetermined amount of an-
gular velocity is preferably within the range of 0.75 RMP/s
to 1.5 RPM/s.
[0017] The present invention further relates to a wind
turbine having an emergency stop control system adapt-
ed to perform the above method.

BRIEF DESCRIPTION OF THE FIGURES

[0018] An embodiment of the invention will be de-
scribed in the following with reference to the enclosed
drawing of which

Fig. 1 illustrates a large modem wind turbine as seen
from the front,

Fig. 2 illustrates the deflection of the wind turbine dur-
ing an emergency shut-down,

Fig. 3 shows the rate of change of pitch angle, the
pitch angle, the angular speed of the wind tur-
bine rotor and the deflection of a wind turbine
during a shut-down according to a first embod-
iment of the invention,

Fig. 4 shows the rate of change of pitch angle, the
pitch angle, the angular speed of the wind tur-
bine rotor and the deflection of a wind turbine
during a shut-down according to a second em-
bodiment of the invention, and

Fig. 5 is a schematic view of a first embodiment of the
present invention, and

Fig. 6 is a schematic view of a second embodiment
of the present invention.

[0019] The figures are provided to illustrate and sup-
port the understanding of the invention and are not to be
regarded as limiting of the scope of protection defined
by the appended claims.

DETAILED DESCRIPTION OF EMBODIMENTS OF 
THE INVENTION

[0020] Fig. 1 illustrates a modem wind turbine 1, com-
prising a tower 2 and a wind turbine nacelle 3 positioned
on top of the tower 2. The wind turbine rotor 4 comprising
three wind turbine blades 5 is connected to the nacelle
3 through the low speed shaft which extends from the
front of the nacelle 3.
[0021] When the wind turbine 1 is in operation, the wind
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as shown in Fig. 2 provides an aerodynamic torque on
the turbine rotor 4, which is converted to the production
of output active power from the wind turbine to an elec-
trical distribution grid. The wind also provides an aero-
dynamic thrust force Ft on the rotor, causing the wind
turbine tower 2 to bend in the direction away from the
wind to the position shown with the right dotted line 2a,
where the top of the tower is in position A and is deflected
z, indicating the distance from the top of the tower to
position of the top of the tower when the tower is in its
vertical position. The thrust force Ft on the rotor gives a
bending moment Mt on the base of the tower. When the
shut-down or emergency stop process starts at t1, the
top of the tower is at position A. The aerodynamic torque
on the rotor is then reduced to substantially zero because
the blades of the rotor are pitched away from the produc-
tive operating position to a position, where the thrust force
is substantially zero. The pitching is fast, typically with a
speed of 10-15°/s and the position is reached after about
0.5 seconds at t3 when the pitching is stopped again. The
acceleration of the rotor or a measure therefore is deter-
mined by measuring e.g. the angular speed of the rotor
shaft (which herein is understood to include the low speed
shaft of a gear box or a low speed shaft of an electrical
generator connected directly to the rotor shaft, so-called
direct drive), and finding the time derivative of the angular
speed or by measuring the angular strain of the rotor
shaft, preferably by means of one or more strain gauges.
The aerodynamic torque on the rotor being substantially
zero means that the angular acceleration of the rotor is
substantially zero, e.g. +/- less than 0.5 RPM/s2, prefer-
ably less than 0.3 RPM/s2,
[0022] The thrust force Ft on the rotor is correspond-
ingly reduced to e.g. +/- 10% of the thrust force during
normal operation before the stop process or even less,
such as +/-5% or less. The tower will as a reaction to the
reduced thrust force move forward towards the direction
of the wind under the influence of the elasticity of the
tower, pass the upright, vertical position of the tower,
where the top of the tower is at position B where z=0.
The movement of the tower towards the direction of the
wind will continue until the extreme position towards the
wind is reached and the top is found at position C. Here-
after, the movement of the tower is in the direction of the
wind and the tower will again pass the upright, vertical
position of the tower, where the top of the tower is at
position D where z=0. The movements will continue until
it has been damped by aerodynamic damping or actively
applied aerodynamic forces. The frequency of the pen-
dulum motion is close to the natural first eigen-frequency
of the tower, which however is influenced by the aerody-
namic forces acting on the wind turbine.
[0023] The pitching of the rotor blades is stopped when
the acceleration of the rotor is determined to be zero and
a timer is started at the same time t2, measuring out a
predetermined time period (t3-t2), after which the top of
the tower 2 is assumed to have passed the extreme up-
wind position C or at least be close to that position. The

length of the predetermined time period (t3-t2) is prefer-
ably around half the period length of the first natural ei-
gen-frequency mode of the wind turbine tower, i.e. for a
typical tower the predetermined time period is about 3
seconds, so that it is ensured that the extreme upwind
position C has been passed by the tip of the tower 2
before pitching is resumed. At the end of the predeter-
mined time period, the pitching is again resumed until
the blades are feathered, i.e. have reached the parking
position at a pitch angle of about 90°. In the predeter-
mined time period (t3-t2) the blades are not pitched except
of the situation discussed below with reference to Fig. 4
due to the preferred on-off regulation of the emergency
stop surveillance system of the present invention which
allow for a simple but robust and reliable system.
[0024] In Figs. 3 and 4, two embodiments of stop proc-
esses according to the present invention are shown
where the pitch angle θ of the rotor blades is depicted in
the upper curve as a function of time t, followed by the
pitch velocity or rate of change of pitch angle θ8. The
angular speed RPM of the wind turbine rotor is shown in
the third curve from above and the position z of the top
of the tower as a function of time t is shown in the low-
ermost curve.
[0025] For both embodiments, the emergency stop
pitch velocity θ8 is controlled in an on-off manner to have
either a predetermined value or zero, which is the case
for a preferred simple and therefore robust emergency
stop system, e.g. with a hydraulic system driving the
pitching and being controlled by valves that are either full
open or shut.
[0026] With the first embodiment shown in Fig. 3, the
stop process starts at t1 where the pitch velocity is ac-
celerated to the emergency stop value. When the rotor
acceleration is determined to be substantially zero at t2
where the RPM reaches its highest value and the time
derivative thereof is zero, the pitching is stopped and the
pitch velocity is set to zero. The movement of the wind
turbine tower continues and the extreme position towards
the wind direction is reached. At the end t3 of the prede-
termined time period, well after the extreme upwind po-
sition C has been passed by the tip of the tower, the timer
causes the pitching to be resumed with the predeter-
mined pitch velocity.
[0027] As a consequence of the pitching of the blades,
the thrust force Ft on the rotor is reduced from its initial
value at normal operation of the wind turbine to a value
about zero at the end of the first pitching action starting
at t1 where the tower tip is at position A. The state of
substantially no thrust force state is continued until after
the pitching action is resumed at t3 after the predeter-
mined time period (t3-t2) is measured out and the upwind
extreme position C of the tower top has been passed.
The resumed pitching action results in a rotor blade pitch
angle creating a negative thrust force, i.e, against the
direction of the wind and, in this part of the motion of the
tower (from position C to position D), against the direction
of movement of the tower top. The negative thrust force
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results in turn in a reduction of the amplitude of the os-
cillations or pendulum motion of the tower as shown in
the lowermost curve showing the deviation z of the tower
top from the vertical position. The thrust force is to a large
extend proportional to the aerodynamic torque on the
wind turbine rotor, and the negative thrust force will be
accompanied by a negative acceleration of the rotor that
will reduce its rotation.
[0028] The consequences of the stop process strategy
of Fig. 3 are that the amplitude z of the tower top is con-
trolled and an excessive bending moment Mt at the tower
root is prevented.
[0029] A second stop process strategy is disclosed in
Fig. 4 where the angular speed of the rotor increases
after the pitching was stopped at t2 which may happen
occasionally due to e.g. a sudden wind gust. In case the
RPM has increased with a predetermined amount since
t2, such as 1 RPM/s, or alternatively with 20% or even
only 10% of the RMP at t2, the pitching is resumed at ta
until the angular acceleration again is substantially zero
at tb, whereafter the pitching again is stopped. Alterna-
tively, the pitching is resumed at ta in case a predeter-
mined higher threshold value of the rotor angular accel-
eration is reached, such as 0.8 RPM/s2. The timer meas-
ures out the predetermined time period regardless of this
incidence and the pitching is still resumed at the same
time t3 as for the embodiment shown in Fig. 3.
[0030] A first emergency stop control system is sche-
matically shown in Fig. 5, where an emergency hydraulic
pressure accumulator 17 may deliver a hydraulic fluid
under pressure to the pitch drive cylinders 5 (of which
only one is shown) via a connection line 16 and an on/off
control valve 12. Under ordinary operation of the wind
turbine, the pitch control system 8 controls the pitch angle
of each of the rotor blades by directing hydraulic fluid to
the pitch drive cylinder 5 via the connection lines 6, 7. In
case of e.g. a voltage drop on the electric distribution grid
or a disconnection of the wind turbine from the grid, an
emergency stop input 10 is received at the emergency
stop controller 9 which in response opens the valve 12
between the hydraulic pressure accumulator 17 and the
pitch drive cylinders 5 so that the blades of the wind tur-
bine will pitch fast with an angular rate of 10-15°/s towards
a parking position at a pitch angle of about 90°. The emer-
gency stop input 10 is also received at the emergency
stop surveillance system 14 together with a measure 15
of the angular speed of the rotor shaft, preferably meas-
ured by means of a fiber optical gyro. The emergency
stop surveillance system 14 comprises a timer preset to
a predetermined time and a differentiator computing the
angular acceleration of the rotor from the angular speed
of the rotor shaft. The emergency stop surveillance sys-
tem 14 may then control the same on/off control valve
12 as the emergency stop controller 9 in the manner de-
scribed above, so that the valve 12 is shut by the emer-
gency stop surveillance system 14 and the timer is started
at t2 when the angular acceleration becomes zero after
the emergency stop input 10 has been received, and that

the valve 12 is opened again at the end t3 of a predeter-
mined time period as measured out by the timer of the
emergency stop surveillance system 14. Should the an-
gular speed of the rotor increase with more than 1 RPM/s
during the predetermined time period, the emergency
stop surveillance system 14 will open the valve 12 where-
by pitching is resumed. In case the angular acceleration
again reaches zero again within the predetermined pe-
riod measured out by the timer regardless of this re-open-
ing of the valve 12, the valve 12 will be closed again by
the emergency stop surveillance system 14 until the end
of the predetermined time period, where the valve 12 will
be opened by the emergency stop surveillance system
14. With this construction, a simple and robust construc-
tion is obtained with the required reliability.
[0031] Alternatively, a second control valve 18 may be
provided in the emergency control stop system as shown
in Fig. 6 so that the emergency stop surveillance system
14 controls the pitching of the blades in an on/off manner
by controlling the second control valve 18 instead of the
first control valve 12. Hereby it is possible that the emer-
gency stop controller 9 may control the pitching during
the emergency stop process with variable angular pitch
velocity by means of the first valve 12 whereas the sec-
ond valve 18 is an on/off valve controlled solely by the
emergency stop surveillance system 14. Also, the emer-
gency stop surveillance system 14 will in this situation
be a stand-alone system operating generally independ-
ent of other components of the wind turbine.
[0032] The emergency stop surveillance system 14
could alternatively be formed as an integrated part of the
emergency stop controller 9.
[0033] Alternative solutions to the ones shown in Figs.
5 and 6 and still within the scope of the present invention
include an electrical pitch system where the power for
driving the blade pitch is provided by an Uninterruptible
Power Supply (UPS) instead of the hydraulic pressure
accumulator 17, the pitching of the blades is driven by
electric motors instead of the hydraulic pitch drive cylin-
ders 5 and electric switches replace the valves 12, 18.
Such electrical pitch system could be implemented in a
wind turbine using electric pitch for ordinary operation or
it could be applied as an auxiliary pitching system for
emergency stop of a wind turbine operating with a parallel
electric or hydraulic pitching system for ordinary opera-
tion. The hydraulic emergency stop control system may
inter alia be implemented in wind turbines using electric
pitch or hydraulic pitch for ordinary operation.

Claims

1. Method for controlling the pitch angle of the blades
of a wind turbine rotor during an emergency stop
process of the rotor from an operating state, the
method comprising the steps of

continuously determining a measure of the an-
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gular acceleration of the rotor,
initiate pitching of the rotor blades and continue
pitching until the time (t2) where the determined
angular acceleration of the rotor is substantially
zero, and
resume pitching of the rotor blades at the end
of a predetermined time period (t3 - t2) after the
time (t2) where the determined angular acceler-
ation of the rotor was substantially zero.

2. Method according to claim 1, wherein the pitching of
the rotor blades is controlled in an on-off manner
during the emergency stop process.

3. Method according to claim 1 or 2, wherein said pre-
determined time period (t3 - t2) is in the range of 0.25
to 0.8, preferably in the range of 0.4 to 0.6, times the
period length of the first natural eigen-frequency
mode of the wind turbine tower.

4. Method according to any of the preceding claims,
wherein said predetermined time period (t3 - t2) is in
the range of 2 to 5 seconds, preferably in the range
of 2.5 to 4 seconds.

5. Method according to any of the preceding claims,
comprising the step of

starting a time measurement at the time (t2)
when the determined angular acceleration of the
rotor is substantially zero, and controlling said
resuming of pitching of the rotor blades in re-
sponse to said time measurement reaching the
end of the predetermined time period (t3 - t2).

6. Method according to any of the preceding claims,
comprising the steps of

closing a valve in the hydraulic connection be-
tween an emergency supply of hydraulic pres-
sure and drive means for driving the pitching of
the rotor blades at the time (t2) when the deter-
mined angular acceleration of the rotor is sub-
stantially zero, and
opening said valve said predetermined time pe-
riod (t3 - t2) after the time (t2) where the deter-
mined angular acceleration of the rotor was sub-
stantially zero.

7. Method according to any of claims 1-5, comprising
the steps of

open an electrical switch in the electric connec-
tion between an emergency power supply and
drive means for driving the pitching of the rotor
blades at the time (t2) when the determined an-
gular acceleration of the rotor is substantially ze-
ro, and

closing said electrical switch said predetermined
time period (t3 - t2) after the time (t2) where the
determined angular acceleration of the rotor was
substantially zero.

8. Method according to any of the preceding claims,
further comprising the step of

resume pitching of the rotor blades within said
predetermined time period (t3 - t2) in case the
determined angular velocity of the rotor reaches
a value being a predetermined amount higher
than the angular velocity at the time (t2) where
the determined angular acceleration of the rotor
was substantially zero.

9. Method according to claim 8, wherein the pitching is
stopped again in case the determined angular ac-
celeration of the rotor is substantially zero within said
predetermined time period (t3 - t2).

10. Method according to claim 8 or 9, wherein said pre-
determined amount of angular velocity is within the
range of 0.75 RMP/s to 1.5 RPM/s.

11. Method according to any of the preceding claims,
wherein the step of determining a measure of the
angular acceleration of the rotor comprises measur-
ing the angular speed of the rotor shaft and deter-
mining the time derivative thereof.

12. Method according to any of claims 1-10, wherein the
step of determining a measure of the angular accel-
eration of the rotor comprises measuring the angular
strain of the rotor shaft.

13. Wind turbine comprising an emergency stop control
system having means for controlling an emergency
stop process of the wind turbine rotor according to
the method of any of claims 1-12.

14. Wind turbine according to claim 13, wherein said
emergency stop control system operates independ-
ently from a pitch control system (8) for ordinary op-
eration of the wind turbine.
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