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COMBUSTIBLE  GAS  SENSOR. 

©  A  working  electrode  (2)  and  a  counter  electrode 
(4)  are  disposed  with  a  predetermined  spacing  be- 
tween  them  on  the  surface  of  an  insulating  substrate 
(1)  and  their  surfaces  are  covered  with  a  gas-per- 
meable  proton-conductive  film  (5)  for  integration. 

^When  a  predetermined  voltage  is  applied  between 
both  electrodes,  a  combustible  gas  that  has  perme- 

Oated  through  the  gas-permeable  proton-conductive 
5   film  is  subjected  to  oxidation-reduction  reaction  on 

the  surface  of  the  working  electrode  and  the  gen- 
£2eratecl  proton  migrates  towards  the  counter  electrode 
pjj  inside  the  gas-permeable  proton-conductive  film  so 

that  the  concentration  of  the  combustible  gas  can  be 
®  measured.  It  is  also  possible  to  dispose  a  reference 
Q.  electrode  in  order  to  stablize  the  potential  of  the 
UJ  working  electrode,  and  application  to  a  field  effect 

transistor  type  gas  sensor  is  also  possible. 
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FLAMMABLE-GAS  SENSOR 

functioning  requires  much  time  and  the  operation 
requires  much  electrical  energy.  The  selectivity  for 
gases  is  inappropriate,  a  sensor  reacting  to  flam- 
mable  gases  of  like  nature  alike,  such  as  hydrogen 

5  gas  and  a  hydrocarbon  gas.  For  example,  a  sensor, 
though  designed  to  detect  a  leak  of  flammable  gas, 
also  reacts  to  the  alcohol  gas  which  rises  from  the 
pot  when  sake  is  warmed  up,  and,  in  such  cases, 
may  bring  about  the  same  situation  as  when  it 

w  detects  a  leak  of  flammable  gas. 
On  the  other  hand,  with  respect  to  a 

flammable-gas  sensor  shown  in  Fig.  14,  the  char- 
acteristics  of  the  gas-permeable  poly- 
tetrafluoroethylene  film,  those  of  the  electrodes,  the 

75  accuracy  of  the  positions  of  the  electrodes,  etc. 
altogether  have  such  influences  that  each  sensor  is 
produced  with  irregularities  in  characteristics  as  a 
whole.  The  production,  therefore,  involves  painstak- 
ing  work  to  conform  the  characteristics,  the  accu- 

20  racy  of  the  positions,  etc.  to  the  set  values.  But,  for 
all  the  troubles  taken,  it  is  practically  impossible  for 
each  sensor  produced  to  have  uniform  characteris- 
tics. 

It  is  also  a  problem  that  the  speed  of  the 
25  reaction,  influenced  by  the  concentration  of  the  gas 

that  permeates  the  gas-permeable  poly- 
tetrafluoroethylene  film,  can  not  be  increased 
much.  Furthermore,  an  electrolyte  being  contained 
in  the  casing,  there  is  likely  to  occur  a  leakage  of 

30  the  electrolyte  almost  certainly  after  a  long  time  of 
use.  The  leakage  impairs  the  reliability  of  a  sensor 
in  its  function  to  detect  flammable  gases.  This 
defect  is  conspicuous  when  the  application  is  to  a 
portable  sensor.  It  is  virtually  impracticable,  there- 

35  fore,  to  generally  reduce  sensors  dimensionally 
and  lower  the  production  cost. 

A  hydrogen-gas  sensor  of  FET  type  is  so  de- 
signed  that  the  catalytic  action  of  palladium  (Pd) 
causes  H  ion  to  be  formed  by  decomposition  and 

40  accumulated  only  at  the  gate  electrode.  In  this 
method  said  accumulation  provides  a  basis  for 
measuring  the  change  of  the  concentration  of  hy- 
drogen  gas  but  not  for  measuring  the  value  of  the 
absolute  concentration. 

45  With  the  problems  in  the  above  description 
taken  into  consideration,  the  present  invention  has 
for  its  object  to  provide  a  flammable-gas  sensor 
which  is  satisfactory  in  structural  simplification,  in 
minimizing  irregularities  in  characteristics,  in  im- 

50  proving  the  selectivity  for  flammable  gases,  and  in 
ensuring  a  high  accuracy  in  measurement  over 
long  periods  of  time. 

BACKGROUND  OF  THE  INVENTION 

The  present  invention  relates  to  a  flammable- 
gas  sensor. 

Conventionally,  for  a  flammable-gas  sensor, 
there  has  been  proposed  a  device  wherein,  as 
shown  in  Fig.  13,  an  element  21,  such  as  SnO2, 
which  is  sensitive  to  flammable  gases  and  whose 
resistance  changes  as  it  reacts  to  such  gases,  is 
arranged  in  series  with  a  direct  current  source  22, 
an  ammeter  23,  etc.  and  also  a  heater  24  which  is 
designed  to  heat  said  element  21  up  to  approxi- 
mately  100  *  C  -  400  'C  is  connected  in  series 
with  an  electric  source  25.  Another  device  pro- 
posed  therefor  consists  of,  as  shown  in  Fig.  14,  a 
casing  31  which  contains  an  aqueous  solution  of 
sulfuric  acid  32  as  an  electrolyte,  has  openings  33, 
34  and  is  provided  with  gas-permeable  poly- 
tetrafluoroethylene  film  35,  36  at  set  positions  in- 
side,  and  on  the  inner  side  of  said  gas-permeable 
polytetrafluoroethylene  film  35,  36  there  are  formed 
at  set  positions  a  working  electrode  37,  a  counter 
electrode  38  and  a  reference  electrode  39,  all 
formed  by  coating  platinum  black  (the  electric  po- 
tential  between  the  working  electrode  37  and  the 
reference  electrode  39  is  maintained  constantly  by 
means  of  a  potentiostat  circuit  40). 

Still  another  device  proposed  is  a  hydrogen- 
gas  sensor  of  the  field-effect  transistor  type 
(hereinafter  abbreviated  as  "FET  type")  wherein 
the  gate  electrode  of  the  field-effect  transistor  is 
formed  of  palladium  (Pd). 

However  problems  have  been  involved  in  the 
introduction  of  these  devices.  A  flammable-gas 
sensor  shown  in  Fig.  13  is  designed  to  produce 
current  signals  corresponding  to  the  amount  of 
adsorption  of  flammable-gas  particles,  and  there- 
fore,  saturation  of  the  flammable-gas  particles  that 
occurs  when  the  adsorption  reaches  a  certain 
amount  renders  the  sensor  unable  to  continue  to 
detect  the  concentrations  of  the  flammable  gas. 
The  necessity  of  heating  up  the  element  21  to 
approximately  100°  C-400°  C  by  a  heater  24  for  the 
detection  of  flammable  gas  not  only  makes  the 
device  complicated  in  mechanism  but  also  con- 
stitutes  a  cause  of  possibly  inducing  a  gas  explo- 
sion  by  the  heater  24.  Complication  characterizes 
such  a  fiammable-gas  sensor  both  in  production 
and  adjustment  for  the  use,  because  the  element 
21  ,  influenced  by  production  conditions,  etc.,  tends 
to  result  in  wide  variations  in  characteristics,  and 
consequently,  it  becomes  necessary  to  adjust  the 
compensating  circuit,  etc.  to  the  varied  characteris- 
tics  of  the  element.  The  electrical  heating  which  is 
indispensable  before  a  sensor  becomes  ready  for SUMMARY  OF  THE  INVENTION 



EP  0  328  640  A1 

current  proportional  to  the  degree  of  the  oxidation 
reaction  to  flow  to  the  working  electrode.  The  pro- 
tons  produced  as  a  result  of  the  oxidation  migrate 
to  the  counter  electrode.  The  proton  produced  as  a 

5  result  of  the  oxidation  is  thus  prevented  from  re- 
maining  at  the  surface  of  the  working  electrode  so 
that  current  signals  proportional  to  the  amount  of 
flammable  gas  are  always  obtainable. 

The  same  effect  as  above  can  be  achieved 
w  when  a  working  electrode,  a  reference  electrode 

and  a  counter  electrode  are  placed  at  the  surface 
of  said  insulating  substrate  so  that  the  potential  at 
the  surface  of  the  working  electrode  can  be  pre- 
vented  from  variation  by  controlling  the  potential 

75  between  the  working  electrode  and  the  reference 
electrode.  If,  in  this  arrangement,  said  reference 
electrode  and  counter  electrode  are  formed  in  the 
form  of  coaxial  circles  with  the  working  electrode  at 
the  center,  the  potential  between  the  working  elec- 

20  trode  and  reference  electrode  can  be  controlled 
quickly  and  assuredly  even  when  the  influence  of 
oxidation  or  reduction  occurs  only  locally  to  the 
working  electrode. 

Where  said  reference  electrode  is  placed  be- 
25  tween  said  working  electrode  and  counter  elec- 

trode,  the  potential  between  the  working  electrode 
and  reference  electrode  can  be  controlled  more 
quickly  and  more  assuredly.  Where  said  working 
electrode  is  formed  of  a  metal  of  the  platinum 

30  group  or  gold  and  the  counter  electrode  is  of  a 
metal  which  does  not  react  with  flammable  gases, 
the  use  of  costly  metals  of  the  platinum  group  or 
gold  can  be  decreased  quantitatively,  so  that  the 
cost  of  a  sensor  as  a  whole  can  thus  be  lowered. 

35  Positioning  of  said  counter  electrode  between 
said  working  electrode  and  reference  electrode  af- 
fects  the  control  of  the  potential  between  the  work- 
ing  electrode  and  the  reference  electrode  which 
reacts  to  changes  of  the  potential  of  the  counter 

40  electrode,  the  ability  to  respond  being  lowered 
somewhat,  but  the  measurement  is  done  with  a 
substantially  high  accuracy.  Especially  where  a 
metal  of  the  platinum  group  or  gold  forms  each  of 
said  working  electrode  and  counter  electrode,  as 

45  compared  with  the  use  of  a  metal,  such  as  silver  or 
lead,  that  does  not  react  with  flammable  gases, 
electrode  characteristics  of  the  counter  electrode  is 
so  improved  that  improvement  in  accuracy  of  mea- 
surement  is  achieved.  The  use  of  costly  metals  of 

so  the  platinum  group  can  be  reduced  to  a  minimum 
requirement. 

Where  the  counter  electrode  is  larger  in  area 
than  the  working  electrode  by  a  factor  of  a  two- 
figure  number  or  more  while  said  electrodes  are 

55  positioned  relative  to  each  other  at  the  surface  of 
said  insulating  substrate  according  to  predeter- 
mined  arrangement,  the  potential  at  the  surface  of 
the  working  electrode  can,  by  virtue  of  the  enlarged 

In  order  to  accomplish  the  objects  stated 
above,  according  to  one  embodiment  of  the 
present  invention,  there  is  provided  a  flammable- 
gas  sensor  which  comprises  an  insulating  substrate 
1,  a  working  electrode  2  provided  at  a  surface  of 
said  insulating  substrate  1,  a  counter  electrode  4 
provided  at  the  surface  of  said  insulating  substrate 
1  and  with  a  predetermined  gap  from  said  working 
electrode  2,  and  a  gas-permeable  proton-conduc- 
tive  film  5  which  covers  said  working  electrode  2 
and  counter  electrode  4  and  forms  an  integrated 
whole  with  said  working  electrode  2  and  counter 
electrode  4. 

According  to  another  embodiment  of  the 
present  invention,  there  is  provided  a  flammable- 
gas  sensor  which  comprises  an  insulating  substrate 
1,  a  working  electrode  2  provided  at  a  surface  of 
said  insulating  substrate  1,  a  counter  electrode  4 
provided  at  the  surface  of  said  insulating  substrate 
1  and  with  a  predetermined  gap  from  said  working 
electrode  2,  a  reference  electrode  3  provided  at  the 
surface  of  said  insulating  substrate  1  and  with 
predetermined  gaps  respectively  from  said  working 
electrode  2  and  counter  electrode  4,  and  a  gas- 
permeable,  proton-conductive  film  5  which  covers 
said  working  electrode  2,  counter  electrode  4  and 
reference  electrode  3  and  forms  an  integrated 
whole  with  said  working  electrode  2,  counter  elec- 
trode  4  and  reference  electrode  3. 

It  is  preferable  to  form  said  reference  electrode 
and  counter  electrode  in  the  form  of  coaxial  circles 
with  said  working  electrode  at  a  center. 

It  is  also  practical  for  said  reference  electrode 
to  be  positioned  between  said  working  electrode 
and  counter  electrode.  It  is  preferable  for  said 
working  electrode  to  be  formed  of  a  metal  of  the 
platinum  group  or  gold  and  for  said  reference  elec- 
trode  to  be  formed  of  a  metal  which  does  not  react 
with  flammable  gases. 

It  is  also  practical  for  said  counter  electrode  to 
be  positioned  between  said  working  electrode  and 
counter  electrode  to  be  formed  of  a  metal  of  the 
platinum  group  or  gold. 

It  is  practical  for  said  working  electrode  and 
counter  electrode,  while  positioned  relative  to  each 
other  on  said  insulating  substrate  according  to  pre- 
determined  arrangement,  to  have  such  dimensional 
relations  that  the  counter  electrode  is  larger  in  area 
than  the  working  electrode  by  ten  times  or  more,  or 
preferably  by  100  times  or  more. 

In  a  flammable-gas  sensor  structurally  ar- 
ranged  as  above  and  with  a  bias  given  between  the 
working  electrode  and  the  counter  electrode  at  the 
surface  of  the  insulating  substrate,  permeation  of 
flammable  gas  through  the  gas-permeable,  proton- 
conductive  film  to  the  surface  of  the  working  elec- 
trode  causes  oxidation  reaction  to  take  place  at  the 
surface  of  the  working  electrode  and  an  electric 
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Fig.  12  diagrammatically  shows  a  character- 
istic. 

Figs.  13  and  Fig.  14  each  schematically  il- 
lustrate  a  conventional  flammable-gas  sensor. 

ratio  in  area  between  said  two  electrodes,  be  ren- 
dered  as  stable  as  where  a  reference  electrode  is 
provided. 

According  to  another  embodiment  of  the 
present  invention,  there  is  provided  a  flammable- 
gas  sensor  wherein  either  of  the  gate  electrode  and 
the  source  electrode  of  a  field-effect  transistor  is 
formed  of  a  metal  of  the  platinum  group  and  the 
other  electrode  is  formed  of  a  metal  which  does 
not  react  with  flammable  gases  while  a  gas-per- 
meable  proton  conductive  film  covers  both  said 
gate  electrode  and  source  electrode  and  forms  an 
integrated  whole  with  these  electrodes. 

In  this  embodiment  stated  above  silver  can  be 
employed  as  a  metal  which  does  not  react  with 
flammable  gases. 

In  a  flammable-gas  sensor  structurally  ar- 
ranged  as  above,  the  gas-permeable,  proton-con- 
ductive  film  permits  a  flammable  gas  to  permeate 
there  through  to  the  electrode  formed  of  a  metal  of 
the  platinum  group,  where  said  flammable  gas,  by 
the  catalytic  action  of  said  platinum  group  metal,  is 
decomposed  into  electrons  and  protons,  the  elec- 
trons  being  deposited  at  said  electrode  and  the 
protons  being  allowed  to  freely  move  through  said 
gas-permeable,  proton-conductive  film,  which  is,  for 
example,  a  film  of  antimonic  acid,  zirconium  phos- 
phate,  copolymer  of  tetrafluoroethylene  and  per- 
fluorovinyl  ether,  or  the  like,  so  as  to  be  prevented 
from  reunion  with  said  electrons,  and  the  potential 
of  the  electrode  formed  of  a  metal  which  does  not 
react  with  flammable  gases  being  maintained  at  a 
set  value  without  being  influenced  by  the  con- 
centration  of  the  flammable  gas. 

PREFERRED  EMBODIMENTS  OF  THE  INVEN- 
TlON 

w  Referring  now  to  drawings,  there  are  explained 
in  detail  embodiments  of  the  present  invention,  as 
follows. 

Fig.  1  shows  a  flammable-gas  sensor  embody- 
ing  the  present  invention  in  a  schematic  perspec- 

rs  tive  representation,  and  Fig.  2  is  a  schematic  view 
of  a  cross  section  of  the  embodiment  wherein,  at  a 
surface  of  an  insulating  substrate  1,  a  working 
electrode  2,  a  reference  electrode  3  and  a  counter 
electrode  4  are  positioned  relative  to  each  other 

20  according  to  a  set  arrangement,  and  a  gas-per- 
meable  proton-conductive  film  5  covers  these  elec- 
trodes  in  such  a  manner  as  to  form  an  integrated 
whole  with  them. 

Entering  into  details,  said  insulating  substrate 
25  1,  for  example,  is  formed  of  a  ceramic  material, 

said  working  electrode  2  is  a  thin  film  electrode  of 
Pt,  one  of  the  platinum  group  metals,  said  refer- 
ence  electrode  3  is  a  thin  film  electrode  of  Ag,  a 
metal  which  does  not  react  with  flammable  gases 

30  to  be  detected,  or  which  is  free  from  change  of  the 
potential,  and  said  counter  electrode  4  is  a  thin  film 
electrode  formed  of  a  material  which  is  in  general 
use  for  electrodes,  each  electrode  connected  with 
a  lead  terminal  7  through  a  wiring  pattern  6.  Said 

35  gas-permeable  proton-conductive  film  5  is  formed 
of  a  material  (trade-named  Nafion,  made  by  Dupont 
Co.)  which  is  a  copolymer  of  tetrafluoroethylene 
and  perfluorosulfonylfluoride  vinyl  ether.  There  is 
formed  a  potentiostat  circuit  by  connecting  the 

40  inverted  input  terminal  of  an  operational  amplifier  8, 
whose  output  terminal  is  connected  to  the  lead 
terminal  of  the  counter  electrode,  to  the  lead  termi- 
nal  of  the  reference  electrode  and  by  connecting 
the  non-inverted  input  terminal  with  the  earth  10 

45  through  a  direct  current  power  source  9  (the  elec- 
tromotive  force  is  set  at  v).  By  connecting  the 
inverted  input  terminal  of  an  operational  amplifier 
1  1  ,  whose  non-inverted  input  terminal  is  connected 
to  the  earth  10,  to  the  lead  terminal  of  the  working 

so  electrode,  the  output  terminal  connected  to  the 
inverted  input  terminal  through  a  feedback  resis- 
tance  12  is  used  as  a  terminal  for  drawing  signals 
of  the  detected  concentration. 

A  flammable-gas  sensor  constituted  as  above 
55  operates  as  follows. 

When  CO  gas  is  introduced  as  the  objects  of 
measurement  as  shown  by  an  arrow  A  in  Fig.  2, 
the  proton-conductive  film  5  permits  the  gas  to 

BRIEF  DESCRIPTION  OF  THE  DRAWINGS 

Fig.  1  illustrates  an  embodiment  of  the 
present  invention  in  a  schematic  perspective  repre- 
sentation. 

Fig.  2  is  a  schematic  cross-sectional  view  of 
the  above  embodiment. 

Fig.  3  diagrammatically  explains  the  perfor- 
mance  of  maintaining  the  potential  difference  con- 
stant  between  a  working  electrode  and  a  reference 
electrode. 

Figs.  4  through  8  illustrate  other  embodi- 
ments  of  the  present  invention,  each  in  a  schematic 
perspective  representation. 

Fig.  9  schematically  illustrates  another  em- 
bodiment  of  the  present  invention. 

Figs.  10  (A),  (B)  and  (C)  schematically  show 
characteristics  describing  the  performance  of  the 
embodiment  shown  in  Fig.  9. 

Fig.  1  1  schematically  illustrates  another  em- 
bodiment  of  the  present  invention. 
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tics  are  stabilized  over  long  periods  of  time  while 
general  dimensional  reduction  and  reduction  in  pro- 
duction  cost  can  be  easily  accomplished  by  in- 
troducing  the  sensors  hereinbefore  described. 

5  Referring  to  Fig.  4,  there  is  shown  a 
flammabie-gas  sensor  as  the  other  embodiment  in 
a  schematic  perspective  representation.  This  sen- 
sor  differs  from  the  one  in  Fig.  1  only  in  that  the 
working  electrode  2  is  formed  in  a  linear  shape, 

w  whereas  the  reference  electrode  3  and  the  counter 
electrode  4  are  in  the  shape  of  halves  of  ellipses. 

Accordingly,  this  embodiment  is  capable  of 
performance  in  a  manner  similar  to  the  perfor- 
mance  of  the  embodiment  in  Fig.  1. 

75  Describing  more  particularly,  in  this  embodi- 
ment,  with  the  reference  electrode  3  positioned 
between  the  working  electrode  2  and  the  counter 
electrode  4  and  surrounding  the  the  greatest  part 
of  the  working  electrode  2,  this  peculiarity  of  the 

20  arrangement  of  the  electrodes  markedly  improves 
the  function  of  the  reference  electrode  3  to  adjust 
its  potential  to  change  of  the  potential  of  the  coun- 
ter  electrode  4  as  compared  with  the  embodiment 
in  Fig.  1  ,  and  accordingly  a  marked  improvement  is 

25  achieved  in  the  accuracy  with  which  the  concentra- 
tions  of  flammable  gases  are  measured.  Therefore, 
even  when  the  ionic  conductivity  of  the  proton- 
conductive  film  5  is  low,  the  stability,  the  potential 
difference  between  the  reference  electrode  3  and 

30  the  working  electrode  2,  can  be  improved  so  as  to 
maintain  a  high  accuracy  with  respect  to  measure- 
ment  of  flammable  gas  concentrations. 

Referring  to  Fig.  5,  there  is  shown  a 
flammable-gas  sensor  as  another  embodiment  in  a 

35  schematic  perspective  representation.  This  sensor 
differs  from  the  embodiments  in  the  foregoing  de- 
scriptions  only  in  that  the  reference  electrode  3  and 
the  counter  electrode  4  are  arranged  in  coaxial 
circles  with  the  working  electrode  2  at  the  center. 

40  In  this  embodiment,  therefore,  a  further  im- 
provement  is  accomplished  with  respect  to  the 
follow-up  of  the  potential  of  the  reference  electrode 
3,  and  accordingly,  in  the  accuracy  with  which  the 
concentrations  of  flammable  gases  are  measured. 

45  In  each  of  the  embodiments  shown  in  Figs.  4 
and  5,  it  is  practical  for  the  working  electrode  2  to 
be  formed  of  Au  or  a  platinum  group  metal  other 
than  Pt,  for  the  reference  electrode  3  to  be  formed 
of  a  metal  other  than  Ag,  such  as  Pb,  which  is  free 

so  from  change  of  the  potential  in  the  presence  of  a 
flammable  gas,  and  for  the  proton-conductive  film 
5,  to  be  formed  of  antimonic  acid,  zirconium  phos- 
phate,  or  the  like. 

As  regards  the  proton-conductive  film  5,  it  is 
55  preferable  to  use  a  copolymer  of 

tetrafluoroethylene  and  perfluorosulfonyl  fluoride  vi- 
nyl  ether,  as  mentioned  in  the  foregoing  description 
of  embodiments,  especially  one  obtained  by  plas- 

permeate  there  through  to  the  working  electrode  2 
consisting  of  Pt,  at  the  surface  of  which,  by  the 
catalytic  action  of  Pt,  there  occurs  a  reaction  ex- 
pressed  by  CO  +  H2O  -  CO2  +  2H*  +  2e, 
whereby  proton  H*  and  electron  e  are  formed.  If, 
then,  the  proton  stays  there  unremoved,  there  oc- 
curs  a  reaction  expressed  by  2H  +  1/2  O2  +  2e 
—  H2O,  which  is  considered  not  to  cause  an  elec- 
tric  current  to  flow  in  through  the  working  electrode 
2.  But  the  proton  moves  freely  in  the  proton-con- 
ductive  film  5  so  that  the  reduction  mentioned 
above  is  effectively  prevented  from  occurring  at  the 
surface  of  the  working  electrode  2  and  an  electric 
current  proportional  to  the  degree  of  said  oxidizing 
reaction  flows  in  through  the  working  electrode  2. 
After  traversing  the  proton-conductive  film  5,  the 
proton  donates  itself  to  the  reduction  mentioned 
above  at  the  surface  of  the  counter  electrode  4,  so 
that  preclusion  is  accomplished  with  respect  to 
possibility  of  protons  being  present  in  excess  in  the 
proton-conductive  film  5,  and  accordingly,  chances 
are  eliminated  for  the  reversible  reaction  to  take 
place  at  the  surface  of  the  working  electrode  2. 

While  said  oxidation  and  reduction  are  taking 
place,  it  may  occur  for  the  potential  of  the  counter 
electrode  4  to  change,  there  arising  a  change  of 
the  potential  difference  between  the  working  elec- 
trode  2  and  the  counter  electrode  4.  As  shown  in 
Fig.  3,  however,  the  potentiostat  circuit  causes  the 
potential  of  the  reference  electrode  3  to  automati- 
cally  change,  so  that  the.  potential  difference  be- 
tween  the  working  electrode  2  and  the  reference 
electrode  3  can  be  maintained  at  v.  Therefore,  with 
the  potential  at  the  surface  of  the  working  electrode 
2  maintained  constant,  current  signals  correspond- 
ing  to  the  concentrations  of  the  CO  gas  can  be 
obtained,  converted  to  voltage  signals  by  the  oper- 
ational  amplifier  11,  and  thus  signals  for  the  de- 
tected  CO  gas  concentrations  can  be  produced 
with  high  accuracy. 

The  description  above  has  dealt  with  CO  gas 
being  introduced  on  the  surface  of  the  working 
electrode  2.  When  H2  gas  comes  in  contact  with 
the  surface  of  the  working  electrode  2,  there  occur 
reactions: 
H2  -2H*  +  2e 
2H+  +  1/2  O2  +  2 e - H 2 0  
so  that,  in  a  manner  similar  to  the  detection  of  CO 
gas,  voltage  signals  corresponding  to  the  concen- 
trations  of  H2  gas  are  produced. 

Therefore,  the  concentrations  of  CO  gas  and 
H2  gas  in  the  environment  under  detection  can  be 
measured  with  a  high  accuracy. 

A  flammable-gas  sensor  provided  according  to 
the  description  above  can  be  produced  not  only  in 
a  simple  manner  by  a  technique  of  forming  thin 
films  but  also  with  uniformity  of  a  high  order  in 
characteristics  between  products.  The  characteris- 
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This  embodiment  is  characterized  by  simplified 
use  of  electrodes  and  stabilization  of  the  surface 
potential  of  the  working  electrode  resulting  from 
striking  enlargement  of  the  counter  electrode  4  in 

5  area,  so  that  the  detection  of  the  flammable-gas 
concentrations  can  be  done  with  a  high  accuracy. 

The  present  invention  should  not  be  restricted 
to  the  above  mentioned  embodiments.  For  exam- 
ple,  in  the  flammable-gas  sensors  shown  in  Fig.  1 

w  and  Fig.  4,  the  reference  electrode  3  and  the 
counter  electrode  4  can  be  positioned,  each  in  the 
place  of  the  other;  and  furthermore,  each  electrode 
can  be  set  in  the  insulating  substrate  1  in  the 
manner  of  embedding.  Various  changes  or  modi- 

75  fications  can  be  made  in  adapting  the  embodi- 
ments  to  particular  uses  within  the  scope  and  spirit 
of  the  present  invention. 

This  embodiment  according  to  the  present  in- 
vention  consists  of  only  an  insulating  substrate,  at 

20  least  a  working  electrode  and  a  counter  electrode 
formed  thereon,  and  a  proton-conductive  film  to 
cover  said  electrodes  in  such  a  manner  as  to  form 
an  integrated  whole  with  the  electrodes,  so  that  the 
sensor  exhibits  characteristics  showing  no  ir- 

25  regularities  between  one  another  and  stability  in 
measurement  over  long  periods  of  time  of  use.  The 
embodiment  also  lends  itself  to  general  dimen- 
sional  reduction  and  reduction  in  production  cost 
besides  being  produced  in  a  simplified  process. 

30  Referring  to  Fig.  9,  there  is  shown  schemati- 
cally  a  flammable-gas  sensor  as  another  embodi- 
ment,  wherein  an  n  type  source  region  52  and  a 
drain  region  53  are  formed  at  predetermined  posi- 
tions  on  the  surface  of  a  p  type  substrate  51;  an  n 

35  type  channel  region  54  is  formed  between  said 
source  region  52  and  drain  region  53,  and  except 
for  a  part  at  said  source  region  52,  the  surface  of 
said  p  type  substrate  51  is  entirely  covered  with  an 
insulating  film  55;  there  is  formed  a  gate  electrode 

40  56  formed  of  platinum  on  said  insulating  film  55  at 
the  position  opposite  to  that  of  said  channel  region 
54;  there  is  formed  a  source  electrode  57  formed 
of  silver  in  such  a  manner  as  to  be  in  contact  with 
said  source  region  52;  and  a  solid  electrolyte  film 

45  58  as  a  gas-permeable,  proton-conductive  film  is 
formed  so  as  to  cover  said  gate  electrode  56, 
source  electrode  57  and  insulating  film  55.  Numeral 
59  denotes  a  direct  current  power  source  and  60 
an  ammeter,  both  of  which  are  connected  in  series, 

so  and  arranged  between  said  source  region  52  and 
drain  region  53. 

A  flammable-gas  sensor  constituted  as  above 
operates  as  follows. 

When  hydrogen  gas  is  introduced  as  the  object 
55  of  measurement  as  shown  by  an  arrow  A  in  Fig.  9, 

the  gas  permeates  through  the  solid  electrolyte  film 
58  to  the  gate  electrode  56  formed  of  platinum,  and 
then  undergoes,  at  the  surface  of  the  gate  elec- 

ma  polymerization.  Besides  the  advantages  that 
the  polymerization  in  vacuum  reduces  the  impuri- 
ties  contained  and  the  film  is  uniform  in  quality,  the 
permeability  of  flammable  gases  can  be  adjusted 
as  desired  by  controlling  the  thickness  of  the  film 
and  the  degree  of  polymerization. 

Referring  to  Fig.  6,  there  is  shown  a 
flammable-gas  sensor  as  another  embodiment  in  a 
schematic  perspective  representation.  This  sensor 
differs  from  the  embodiment  shown  in  Fig.  5  only 
in  that  the  reference  electrode  3  and  the  counter 
electrode  4  are  positioned  oppositely  between  the 
two  embodiments. 

In  this  embodiment,  too,  the  potential  at  the 
reference  electrode  3  changes  in  accordance  with 
change  of  the  potential  at  the  counter  electrode  4, 
thus  voltage  signals  proportional  to  the  concentra- 
tions  of  flammable  gas  being  output  while  the  po- 
tential  difference  between  the  working  electrode  2 
and  the  reference  electrode  3  is  maintained  at  a 
constant  value. 

In  this  embodiment,  the  performance  of  follow- 
up  of  the  potential  of  a  reference  electrode  3  is 
somewhat  lowered  as  compared  with  the  embodi- 
ment  in  Fig.  5,  but  use  of  a  Pt  electrode,  which  is 
excellent  in  electrode  characteristics,  for  the  coun- 
ter  electrode  counterbalances  the  lowered  follow-up 
enabling  measurement  of  the  flammable  gas  con- 
centrations  with  high  accuracy. 

Referring  to  Fig.  7,  there  is  shown  a 
flammable-gas  sensor  as  another  embodiment  in  a 
schematic  perspective  representation.  This  em- 
bodiment  differs  from  the  embodiments  in  the  fore- 
going  descriptions  only  in  that  there  is  provided  on 
the  insulating  substrate  1  a  temperature  sensor  13 
which  is  formed  of  Pt  in  the  form  of  thin  film. 

This  embodiment  is  capable  of  detecting  tem- 
perature  by  the  temperature  sensor  13,  besides 
detecting  flammable-gas  concentrations.  The  de- 
vice,  therefore,  is  useful  in  a  fire  alarm  system  or 
the  like  where  the  alarm  is  based  on  both 
flammable-gas  concentration  and  temperature.  Not 
only  is  this  embodiment  provided  with  a  tempera- 
ture  sensor  1  3,  but  a  signal  processing  circuit,  such 
as  a  bridge  circuit,  can  also  be  incorporated  into 
the  sensor  system.  Although  circuits  incorporated 
therein  may  increase,  introduction  of  a  technique 
on  semi-conductor  integrated  circuits  reduces  com- 
plication  of  the  manufacturing  process  drastically. 

Referring  to  Fig.  8,  there  is  shown  another 
embodiment  in  a  schematic  perspective  represen- 
tation,  which  differs  from  the  embodiment  in  Fig.  1 
only  in  that  a  reference  electrode  3  is  not  used,  the 
counter  electrode  4  is  approximately  100  times  as 
large  in  area  as  the  working  electrode  2,  an  oper- 
ational  amplifier  8  is  omitted,  and  a  direct  current 
source  9  is  connected  directly  with  the  counter 
electrode  4. 



EP  0  328  640  A1 12 11 

current  characteristic  showing  an  increase  is  seen 
as  the  concentration  of  the  hydrogen  gas  increases 
(see  Fig.  12). 

The  present  invention  should  not  be  restricted 
5  to  the  above  mentioned  embodiments.  For  exam- 

ple,  a  calomel  electrode  can  be  substituted  for  a 
silver  electrode  and  a  metal  of  the  platinum  group, 
other  than  platinum,  can  be  substituted  for  a  plati- 
num  electrode;  the  gas  permeability  of  the  solid 

w  electrolyte  film  58  can  be  changed  so  as  to  change 
the  range  of  the  measurement;  and  a  plurality  of 
flammable-gas  sensors  whose  ranges  of  measure- 
ment  have  been  changed  can  be  arranged  in  par- 
allel  and  selectively  operated  by  switches,  etc.  (not 

75  shown  in  drawings).  Various  changes  or  modifica- 
tions  can  be  made  in  adapting  the  embodiments  to 
particular  uses  within  the  scope  and  spirit  of  the 
present  invention. 

As  is  obvious  from  the  above  description,  ac- 
20  cording  to  the  present  invention,  a  field-effect  tran- 

sistor  is  formed  by  using  an  electrode,  which 
reacts  to  flammable  gases,  and  an  electrode,  which 
does  not  react  to  flammable  gases.  Since  the  sur- 
face  of  the  field-effect  transistor  is  covered  with  a 

25  gas-permeable,  proton-conductive  film,  concentra- 
tions  of  flammable  gases  can  be  measured  ac- 
curately  without  involving  the  danger  of  a  gas  ex- 
plosion. 

trode  56  by  the  catalytic  action  of  platinum,  reac- 
tions  expressed  as 
H2  -2H*  +  2e 
2H*  +  1/2  O2  +  2e  -  H2O 
Said  reversible  reaction  does  not  occur  frequently 
because  H*  ion  moves  freely  in  the  solid  elec- 
trolyte  film  58,  while  the  gate  electrode  56  as- 
sumes  a  deep  negative  potential  (see  Fig.  10  (A)) 
as  hydrogen  gas  which  permeates  through  the 
solid  electrolyte  film  58  to  the  gate  electrode  56 
increases. 

On  the  other  hand,  the  source  electrode  57,  the 
silver  not  reacting  to  hydrogen  gas,  continues  to 
maintain  a  set  potential  (see  Fig.  10  (B))  irrespec- 
tive  of  the  change  of  the  concentration  of  the 
hydrogen  gas. 

Accordingly,  a  potential  corresponding  to  the 
concentration  of  the  hydrogen  gas  is  formed  be- 
tween  the  source  electrode  and  gate  electrode,  and 
when  a  set  voltage  is  applied  between  the  source 
electrode  and  drain  electrode,  a  current  character- 
istic  showing  a  decrease  is  seen  as  the  concentra- 
tion  of  the  hydrogen  gas  increases  (see  Fig.  10 
(C)). 

Since  H  ion  generated  at  or  near  the  gate 
electrode  56  when  said  performance  is  taking 
place,  is  reserved  without  being  wasted,  there  is  no 
need  of  using  a  measuring  instrument  with  an 
especially  high  impedance,  but  by  using  an  or- 
dinary  ammeter  the  concentration  of  hydrogen  gas 
can  be  measured  accurately. 

The  above  description  has  dealt  with  hydrogen 
gas.  The  measurement  of  the  concentration  of  car- 
bon  monoxide  gas  can  be  carried  out  in  a  similar 
manner. 

Carbon  monoxide  gas  also  undergoes  a  revers- 
ible  reaction  as  does  hydrogen  gas  as  follows: 
CO  +  H2O  -  CO2  +  2H+  +  2e 
2H+  +  1/2  O2  +  2e  -   H2O 
Accordingly,  the  electron  generated  in  the  above 
reaction  is  used  to  measure  concentrations  of  car- 
bon  monoxide  gas. 

Referring  to.  Fig.  11,  there  is  shown  schemati- 
cally  another  embodiment,  which  differs  from  the 
above  described  embodiment  only  in  that  the  gate 
electrode  56  is  formed  of  silver  and  the  source 
electrode  57  is  formed  of  platinum. 

Accordingly,  the  potential  of  the  gate  electrode 
56  is  maintained  at  a  set  value  irrespective  of  the 
concentration  of  the  hydrogen  gas,  whereas  the 
source  electrode  57  assumes  a  deep  negative  po- 
tential  as  the  concentration  of  the  hydrogen  gas 
increases.  A  potential  which  depends  on  the  con- 
centration  of  hydrogen  gas  and  changes  inversely 
as  compared  with  the  above  mentioned  embodi- 
ment  is  formed  between  the  source  electrode  and 
gate  electrode,  and  when  a  set  voltage  is  applied 
between  the  source  electrode  and  gate  electrode,  a 

30 
ADVANTAGES  OF  THE  INVENTION 

The  surface  of  a  flammable-gas  sensor,  pro- 
vided  by  the  present  invention,  is  covered  with  a 

35  gas-permeable,  proton-conductive  film.  This  feature 
assuredly  eliminates  the  danger  of  gas  explosion 
from  the  use  of  a  flammable  gas  sensor,  and  also 
helps  to  introduce  compact  models  and  to  reduce 
the  production  cost.  Measurement  of  the  concen- 

40  trations  of  flammable  gases  can  be  carried  out  with 
accuracy.  The  sensors  provided  according  to  the 
present  invention,  therefore,  can  be  used  advanta- 
geously  in  fire  alarm  systems  and  in  chemical 
industry. 

45 

Claims 

1  .  A  flammable-gas  sensor  comprising: 
50  an  insulating  substrate  (1), 

a  working  electrode  (2)  provided  at  the  surface  of 
said  insulating  substrate  (1), 
a  counter  electrode  (4)  provided  at  a  surface  of 
said  insulating  substrate  (1)  and  positioned  with  a 

55  set  gap  from  said  working  electrode  (2),  and 
a  gas-permeable,  proton-conductive  film  (5)  which 
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gas-permeable,  proton-conductive  film  is  provided 
to  cover  both  said  two  electrodes  and  form  an 
integrated  whole  with  said  two  electrodes. 

12.  A  flammable-gas  sensor  as  claimed  in 
Claim  1  1  ,  wherein  said  metal  which  does  not  react 
with  flammable  gases  is  silver. 

covers  said  working  electrode  (2)  and  counter  elec- 
trode  (4)  and  forms  an  integrated  whole  with  said 
working  electrode  (2)  and  counter  electrode  (4). 

2.  A  flammable-gas  sensor  as  claimed  in  Claim 
1,  wherein  said  counter  electrode  is  larger  in  area  5 
than  said  working  electrode  by  a  factor  of  10  or 
more. 

3.  A  flammable-gas  sensor  comprising: 
an  insulating  substrate  (1), 
a  working  electrode  (2)  provided  at  a  surface  of  w 
said  insulating  substrate  (1), 
a  counter  electrode  (4)  provided  at  the  surface  of 
said  insuiating  substrate  (1)  and  positioned  with  a 
set  gap  from  said  working  electrode  (2), 
a  reference  electrode  (3)  provided  at  the  surface  of  75 
said  insulating  substrate  (1)  and  positioned  with  set 
gaps  from  said  working  electrode  (2)  and  counter 
electrode  (4), 
a  gas-permeable,  proton-conductive  film  (5)  which 
covers  said  working  electrode  (2),  counter  eiec-  20 
trode  (4)  and  reference  electrode  (3)  and  forms  an 
integrated  whole  with  said  working  electrode  (2), 
counter  electrode  (4)  and  reference  electrode  (3). 

4.  A  flammable-gas  sensor  as  claimed  in  Claim 
3,  wherein  said  reference  electrode  and  counter  25 
electrode  form  coaxial  circles  with  said  working 
electrode  at  the  center. 

5.  flammable-gas  sensor  as  claimed  in  Claim  3, 
wherein  said  reference  electrode  is  positioned  be- 
tween  said  working  electrode  and  counter  elec-  30 
trode. 

6.  A  flammable-gas  sensor  as  claimed  in  Claim 
3,  wherein  said  counter  electrode  is  positioned 
between  said  working  electrode  and  reference 
electrode.  35 

7.  A  flammable-gas  sensor  as  claimed  in  Claim 
3,  wherein  said  working  electrode  is  formed  of  a 
metal  of  a  platinum  group  and  said  counter  elec- 
trode  is  formed  of  a  metal  which  does  not  react 
with  flammable  gases.  40 

8.  A  flammable-gas  sensor  as  claimed  in  Claim 
3,  wherein  said  working  electrode  is  formed  of  gold 
and  said  counter  electrode  is  formed  of  a  metal 
which  does  not  react  with  flammable  gases. 

9.  A  flammable-gas  sensor  as  claimed  in  Claim  45 
7,  wherein  each  of  said  working  electrode  and 
counter  electrode  is  formed  of  a  metal  of  a  plati- 
num  group. 

10.  A  flammable-gas  sensor  as  claimed  in 
Claim  8,  wherein  each  of  said  working  electrode  so 
and  counter  electrode  is  formed  of  gold. 

1  1  .  A  flammable-gas  sensor  wherein 
one  of  a  gate  electrode  and  a  source  electrode  of  a 
field-effect  transistor  is  formed  of  a  metal  of  a 
platinum  group  and  the  other  of  the  gate  electrode  55 
and  the  source  electrode  is  formed  of  a  metal 
which  does  not  react  with  flammable  gases  and  a 
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