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©  DATA  PROCESSING  SYSTEM  AND  EDITING  APPARATUS  USING  THE  SAME. 

©  An  editing  apparatus  provides  a  work  station 
(personal  computer,  word  processor,  etc.  other  than 

^ t h e   compilation  device)  with  both  a  means  for  input- 
^ting  element  data  such  as  texts  available  from  the 

keyboard  and  a  means  for  setting  the  key  cor- 
3   responding  to  the  data.  The  work  station  of  the 

editing  apparatus  may  be  furnished  with  a  means  for 
setting  a  special  character  discrimination  code  that 

^designates  a  special  character,  a  means  for  dis- 
criminating  a  special  character  discriminating  code, 
and  a  special  character  conversion  means  for  con- 
verting  into  a  special  character  a  predetermined  ele- 

^ment   data  that  is  input  following  the  special  char- 
^ac ter   discrimination  code.  Therefore,  this  system  al- 

lows  an  ordinary  personal  computer  or  word  proces- 
sor  to  handle  special  characters  that  are  usually 

unavailable  on  such  a  terminal  device  alone.  As  tor 
inputting  the  element  data  such  as  texts,  the  per- 
sonal  computers  or  the  word  processors  are  im- 
parted  with  a  function  comparable  with  that  of  an 
editing  device. 
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)ATA  PROCESSING  SYSTEM  AND  EDITING  APPARATUS  USINU  Trie  SAWlt 

"echnical  Field 

The  present  invention  relates  to  an  editing  ap- 
)aratus  aided  by  the  data  processing  system.  More 
>articu!arly,  the  present  invention  is  directed  to  an 
sditing  apparatus  capable  of  editing  easily  an  op- 
erating  manual  for  an  automobile,  an  electric  appli- 
mce  and  the  like,  an  ordinary  book,  magazine, 
lewspaper  etc.  (simply  referred  to  a  "book" 
lereinafter)  within  a  short  time. 

Background  Art 

In  recent  years,  to  edit  books,  the  editing  ap- 
jaratuses  have  been  utilized  which  comprise  the 
lost  computer  including  the  D,B,  and  the  small- 
scale  computers  (editorial  purpose  computers)  con- 
lected  to  the  host  computer. 

In  the  above-described  editing  appartus,  the 
small-scale  computers  perform  the  data 
nput/output  operations,  whereas  the  host  computer 
Derforms  the  predetermined  data  process  by  em- 
Dloying  both  the  input  data  and  the  data  registered 
n  the  D/B  in  such  a  manner  that  these  data  are 
supervised  in  a  page  unit  and  the  data  to  be 
-egistered  in  the  D/B  among  the  data  representing 
Dne  page  of  the  book  are  registered  into  the  D/B 
[data  base). 

In  the  editing  apparatus  having  such  an  ar- 
rangement  as  described  above,  the  small-scale 
computers  functioning  as  the  editing  purpose  ma- 
chine  own  various  functions,  however,  complex  op- 
erations  are  required  to  operate  this  editing  appara- 
tus,  which  accordingly  requires  long  operating  time. 
As  a  result,  even  when  the  simple  data  is  input  into 
the  editing  purpose  computer,  single  small-scale 
computer  may  be  necessarily  occupied  for  a  long 
time  period. 

In  addition,  since  the  cost  of  the  small-scale 
computer  is  very  expensive,  an  extremely  high  cost 
is  required  to  install  a  large  number  of  small-scale 
computers. 

The  present  invention  has  therefore  been  made 
to  solve  the  above-described  problems. 

Disclosure  of  Invention 

To  solve  the  above-described  problems,  the 
particular  feature  of  the  invention  is  that  a  key 
having  a  common  format  is  added  to  various  ele- 
ment  data  such  as  document  or  sentences,  pic- 
tures,  illustrations,  the  data  of  one  page  is  edited 
by  employing  the  element  data,  key,  and  data 

relating  to  a  layout,  ana  tnen,  input  means  caparoie 
of  inputting  the  element  data  such  as  document  or 
sentences  by  means  of  keyboards,  and  setting 
means  for  setting  the  key  corresponding  to  the 

5  data  are  equipped  with  the  work  station  which 
includes  personal  computers  and/or  word-proces- 
sors  other  than  the  editing  machines. 

According  to  the  present  invention,  easy  data 
input  operation  for  document  or  the  like  can  be 

o  realized,  and  thus  the  editing  operation  can  be 
simply  effected.  There  are  particular  advantages 
that  a  large  number  of  input  means  for  inputting 
document  or  the  like  can  be  provided  at  a  relatively 
low  cost. 

'5  Furthermore,  according  to  the  invention,  an- 
other  feature  is  to  employ  the  following  means  to 
the  work  station.  That  is,  specific  character  iden- 
tification  code  setting  means  for  setting  the  specific 
character  identification  code  by  which  the  specific 

?o  character  is  designated,  discriminating  means  for 
judging  the  specific  character  identification  code, 
and  specific  character  converting  means  for  con- 
verting  predetermined  element  data  which  is  input 
subsequent  to  the  specific  character  identification 

25  code,  into  the  specific  character  are  employed. 
In  consequence,  the  specific  character  which 

usually  cannot  be  input  by  personal  computers, 
wordprocessors  or  the  like,  can  be  input  by  these 
personal  computers  and/or  wordprocessors,  and 

30  there  is  a  particular  advantage  that  the  personal 
computers  and  wordprocessors  can  function  as  the 
editing  machines  as  to  the  element  data  entry  of 
document  according  to  the  present  invention. 

35 
Brief  Description  of  Drawings 

Fig.  1  is  a  functional  block  diagram  for  illus- 
trating  a  basic  arrangement  of  the  first  preferred 

40  embodiment  of  this  invention; 
Fig.  2  is  a  schematic  block  diagram  of  the 

first  preferred  embodiment  of  the  invention; 
Fig.  3  is  a  flowchart  for  representing  a  first 

editing  method  according  to  the  first  preferred  em- 
45  bodiment  of  the  invention; 

Fig.  4  illustrates  a  format  of  the  basic  layout 
code; 

Fig.  5  represents  a  data  format  of  one  data 
element  when  image  data  or  document  data  is 

so  newly  entered; 
Fig.  6  illustrates  a  data  format  of  one  specin- 

formation  element  among  machine  sort  information; 
Fig.  7  illustrates  a  data  format  of  one  data 

element  of  service  data  information  among  ma- 
chine  sort  information; 

2 
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Fig.  8  indicates  a  data  format  of  one  torque 
nformation  element  among  machine  sort  informa- 
ion; 

Fig.  9  illustrates  a  data  format  of  one  image 
nformation  element  which  is  converted  during  the 
sditing  operation; 

Fig.  10  represents  only  element  data  in  one 
slement  data  of  the  service  data  information  shown 
n  Fig.  7; 

Fig.  11  represents  a  file  for  editing  a  new 
Dook; 

Fig.  12  illustrates  how  the  converted  layout 
code  is  produced  from  the  basic  layout  code; 

Fig.  13  is  an  illustration  of  one  example  of  a 
display  screen  of  the  basic  layout; 

Fig.  14  is  an  illustration  of  one  example  of  a 
display  screen  during  the  editing  operation; 

Fig.  15  is  an  illustration  for  illustrating  how  a 
temporary  key  of  one  element  data  of  newly  input 
image  information  is  converted  into  an  element 
data  key; 

Fig.  16  is  an  illustration  for  illustrating  how  a 
temporary  key  of  one  element  data  of  newly  en- 
tered  document  information  is  converted  into  an 
element  data  key; 

Fig.  17  is  an  illustration  for  illustrating  a  data 
format  of  one  document  information  element  which 
is  converted  during  the  editing  operation; 

Fig.  18  is  an  illustration  for  showing  a  data 
format  of  one  page  which  is  edited  by  the  editing 
machine; 

Fig.  19  is  an  illustration  for  representing  a 
data  format  of  one  page  which  is  converted  by  the 
host  computer  so  as  to  be  registered  into  the 
layout  D/B  1  1  ; 

Fig.  20  is  a  flowchart  for  representing  a 
second  editing  method  according  to  the  first  pre- 
ferred  embodiment  of  the  invention; 

Fig.  21  is  an  illustration  for  explaining  how 
the  data  rewriting  at  the  step  S104  of  Fig.  20  is 
performed; 

Fig.  22  is  a  schematic  diagram  for  showing  a 
portion  of  a  table  for  retrieving  document  data  set 
in  the  document  D/B  12; 

Fig.  23  is  a  schematic  diagram  for  represent- 
ing  a  hierarchical  structure  of  a  document  retrieval 
table: 

Fig.  24  is  a  flowchart  for  illustrating  a  retrival 
method  according  to  one  preferred  embodiment  of 
the  invention; 

Fig.  25  is  a  graphic  representation  for  show- 
ing  relationships  of  a  conversion  section,  an  image 
section  and  service  data  on  a  CRT; 

Fig.  26  is  a  functional  block  diagram  of  the 
first  preferred  embodiment  of  the  invention; 

Fig.  27  is  a  functional  block  diagram  accord- 
ing  to  another  preferred  embodiment  of  the  inven- 
tion; 

Fig.  28  is  a  functional  block  diagram  accord- 
ing  to  a  further  preferred  embodiment  of  the  inven- 
tion; 

Fig.  29  is  a  functional  block  diagram  accord- 
5  ing  to  a  still  further  preferred  embodiment  of  the 

invention; 
Fig.  30  is  a  functional  block  diagram  for 

illustrating  a  basic  construction  of  the  fourth  pre- 
ferred  embodiment  of  the  present  invention; 

ro  Fig.  31  is  a  functional  block  diagram  of  the 
fourth  preferred  embodiment  according  to  the 
present  invention; 

Fig.  32  is  a  functional  block  diagram  of  the 
fifth  preferred  embodiment  according  to  the 

15  present  invention; 
Fig.  33  is  a  functional  block  diagram  of  the 

sixth  preferred  embodiment  according  to  the 
present  invention;  and, 

Fig.  34  is  a  functional  block  diagram  of  the 
20  seventh  preferred  embodiment  according  to  the 

present  invention. 

Best  Mode  for  Carrying  Out  the  Invention 
25 

Referring  now  to  drawings,  the  present  inven- 
tion  will  be  described  in  detail. 

Fig.  2  is  a  schematic  block  diagram  of  the  data 
processing  apparatus  according  to  one  preferred 

30  embodiment  of  the  invention. 
In  the  figure,  a  plurality  of  editing  apparatus 

(work  stations)  3-1  to  3-N  for  inputing/outputing 
document,  photographs,  illustrations  and  the  like 
are  connected  in  a  on-line  mode  to  a  system 

35  controller  2  for  controlling  these  editing  apparatus. 
Since  these  devices  are  connected  in  the  on-line 
mode  to  each  other,  a  quantity  of  transferred  data 
cannot  be  so  large,  but  a  transfer  speed  of  the  data 
becomes  high.  These  editing  apparatus  receive 

40  various  information  such  as  document,  photographs 
and  illustrations  by  way  of  the  vector  conversion. 

A  CRT  (cathode-ray  tube)  6  is  connected  to  the 
editing  apparatus  3-1,  a  printer  7  is  connected  to 
the  editing  apparatus  3-2,  a  scanner  8  is  connected 

45  to  the  editing  apparatus  3-3,  and  a  personal  com- 
puter  9  and  another  CRT  10  are  connected  to  the 
editing  apparatus  3-N.  Furthermore,  keyboards  5-1 
to  5-N  are  connected  to  the  respective  editing 
apparatus  3-1  to  3-N. 

so  The  system  controller  (a  medium-scale  relay 
computer)  2  is  furthermore  connected  to  a  host 
computer  1  . 

A  book  data  base  (D/B)  21,  an  element  data 
base  22  and  a  layout  basic  data  base  23  are 

55  connected  to  the  system  controller  2. 
The  system  controller  2  controls  these  editing 

apparatus  3-1  to  3-N,  and  transfers/receives  the 
information  in  a  page  unit  or  an  element 

3 
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(document,  photograph,  the  illustration)  unit  con- 
stituting  one  page  to  and  from  the  respective  ed- 
iting  apparatus. 

The  host  computer  1  is  a  large-scale  general 
purpose  computer  such  as  the  IBM's  computer, 
IBM  3090  or  equivalent.  The  system  controller  2, 
personal  computers  4-1  to  4-N,  layout  D/B  11, 
document  D<B  12,  image  D/B  13  and  machine  sort 
information  D/B  14  are  respectively  connected  to 
the  host  computer  1  . 

It  should  be  noted  that  the  personal  computers 
4-1  to  4-N  may  be  exclusively  used  for  the  editing 
apparatus,  or  for  the  general  purpose  other  than 
the  editing  work,  which  is  similar  to  personal  com- 
puters  31-1  to  31  -N  (will  be  discussed  later). 

In  case  that  the  editing  apparatus  3-1  to  3-N 
possess  a  function  capable  of  inputting  a  language 
(referred  to  as  "a  specific  language")  other  than 
the  language  input  by  the  personal  computers  4-1 
to  4-N,  a  software  for  inputting  and  processing  the 
specific  language  by  the  personal  computers  4-1  to 
4-N  is  provided  with,  for  instance,  the  system  con- 
troller  2.  That  is  to  say,  the  mode  to  input  the 
specific  language  is  selected  by  the  keyboards  (not 
shown)  of  the  personal  computers  4-1  to  4-N. 
Thereafter,  when  "A"  and  ":"  keys  are  depressed, 
the  software  stored  in  the  system  controller  2  dis- 
plays  the  character  "A".  It  should  be  noted  that  this 
software  may  be  stored  in  either  the  host  computer 
1  or  personal  computers  4-1  to  4-N. 

In  addition,  another  software  is  provided  with 
the  system  controller  2,  by  which  the  document 
input  by  the  personal  computers  4-1  to  4-N  is 
vector-converted,  as  is  similar  to  the  document 
input  by  the  respective  editing  apparatus  3-1  to  3- 
N. 

The  personal  computers  31-1  to  31  -N  which 
are  employed  to  carry  out  the  work  other  than  the 
editing  work  effected  by  the  editing  apparatus,  are 
connected  to  the  host  computer  1  .  In  other  words, 
the  machines  or  parts  surrounded  by  a  dot  line 
shown  in  Fig.  2  do  not  constitute  the  editing  ap- 
paratus  of  this  invention. 

The  host  computer  1  constitutes  the  data  of 
one  book  from  the  information  which  have  been 
stored  in  the  data  bases  11  to  14,  and  transfers  this 
data  to  the  system  controller  2.  The  system  con- 
troller  2  transfers  the  information  of  one  page  which 
has  been  edited  in  the  editing  appartus  to  the  host 
computer  1.  That  is  to  say,  the  data  transfer  be- 
tween  the  system  controller  2  and  the  host  com- 
puter  1  is  performed  in  a  so-called  "batch"  trans- 
mission. 

When  the  data  code  system  processed  in  the 
host  computer  1  is  different  from  the  data  code 
system  processed  in  the  editing  apparatuses  3-1  to 
3-N,  the  code  conversion  of  these  data  is  per- 
formed  in  either  the  host  computer  1  or  the  system 

controller  2. 
An  operation  of  the  data  processing  apparatus 

according  to  a  preferred  embodiment  of  the  inven- 
tion  will  now  be  described. 

5  Basically,  the  editing  apparatus  employing  the 
constructions  as  illustrated  in  Fig.  2  can  produce, 
or  edit  a  new  book  by  way  of  two  editing  methods 
as  follows. 

(A)  When  a  new  book  is  newly  produced  at 
70  all,  all  of  documents  or  sentences,  illustrations,  and 

photographs  etc.  to  be  written  on  each  page  of  the 
new  book  must  be  newly  input. 
This  will  be  referred  as  "a  first  editing  method". 

(B)  When  a  new  book  is  produced  by  utiliz- 
75  ing  other  books  which  have  previously  been  edited 

or  produced  in  the  editing  apparatus,  the  necessary 
portions  of  other  books  are  utilized  for  the  new 
book  and  only  the  minimum  portions  required  to 
produce  the  new  book  are  newly  input.  This  will  be 

20  referred  to  as  "a  second  editing  method". 

Referring  now  to  Figs.  3  to  19,  a  description  is 
made  that  a  service  manual  (simply  referred  to  as 
"a  book"  hereinafter)  for  a  bike  (auto-bicycle)  is 

25  produced  in  accordance  with  the  above-defined 
first  editing  method. 

Fig.  3  is  a  flowchart  for  indicating  the  first 
editing  method  according  to  the  preferred  embodi- 
ment  of  the  invention. 

30  In  Fig.  3,  first  as  a  step  S1  ,  a  basic  layout  code 
is  input  into  the  editing  apparatus  to  which  CRT  is 
connected  (for  instance,  the  editing  appartus  3-1) 
by  the  keyboard  5-1.  The  basic  layout  code  is  to 
set  a  size  of  a  book  to  be  newly  produced,  namely, 

35  a  size,  the  number  of  character,  a  column  number 
and  a  column  space  in  one  page  of  the  new  book. 

Fig.  4  illustrates  one  example  of  the  format  of 
the  basic  layout  code. 

The  basic  layout  code  is  constructed  of  a  lay- 
40  out  code  having,  for  example,  a  6-byte  code  length, 

layout  data,  and  another  data  representing  the  data 
length  of  the  layout  data. 

It  should  be  noted  that  the  data  representing  a 
data  length  of  certain  data  is  simply  referred  to  as 

45  a  "LEN"  in  the  following  description. 
The  layout  code  is  constructed  of  the  data  for 

representing  which  product  classification  a  book  to 
be  produced  belongs  to;  the  data  for  indicating 
which  location  (country)  the  new  book  is  desig- 

50  nated;  the  data  representative  of  the  sort  of  the 
new  book,  e.g.,  service  manual,  or  shop  manual; 
and  the  data  representative  of  the  layout  of  each 
page  of  the  new  book,  e.g.,  a  single  frame  or  a 
double  frame. 

55  The  layout  data  is  constructed  of  the  data 
representing  a  size  of  each  page  of  the  book,  i.e., 
A6  vertical,  A6  horizontal  and  so  on;  and  the  data 
indicative  of  a  line  number,  a  line  space,  the  num- 

4 
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)er  of  character,  a  point,  style,  presence  of  a  ruled 
ine. 

The  data  concerning  a  concrete  layout  of,  a 
jage  on  a  screen  of  CRT  is  set  in  the  layout  data, 
ind  the  layout  code  is  merely  an  identification 
;ode  of  the  layout  data.  The  layout  code  is  con- 
certed  into  a  document  identification  number  and  a 
sage  number  which  correspond  to  the  indentifica- 
ion  data  of  the  new  book,  as  will  be  described  later 
n  connection  with  the  steps  S29  and  S30. 

When  entry  of  the  layout  data  is  accomplished, 
.EN  of  the  layout  data  is  added  in  front  of  the 
ayout  data. 

As  previously  described  in  detail,  the  basic 
ayout  code  is  produced  from  the  layout  code,  LEN 
Df  layout  data,  and  layout  data. 

Referring  back  to  Fig.  3,  when  the  basic  layout 
code  is  generated,  as  illustrated  in  a  step  S2,  the 
sditing  apparatus  3-1  transfers  the  basic  layout 
code  to  the  system  controller  2  which  registers  the 
casic  layout  code  in  the  layout  basic  D/B  23. 

Upon  completion  of  registering  the  basic  layout 
code,  in  the  next  steps  S3  to  S24,  entry  of  such 
nformation  of  illustrations,  photographs,  document 
and  the  like  which  are  to  be  arranged  in  each  page 
cf  the  book  is  carried  out.  It  should  be  noted  that 
ooth  illustrations  and  photographs  are  referred  to 
as  an  image  in  the  following  description. 

In  the  step  S3,  a  judgement  is  made  whether 
or  not  the  information  to  be  input  corresponds  to 
the  image.  When  the  image  is  entered,  as  in- 
dicated  in  the  step  S4,  a  temporary  key  having,  for 
instance,  a  6-byte  length  is  entered  in  the  editing 
apparatus  3-3  by  the  keyboard  5-3.  The  temporary 
key  corresponds  to  an  identification  code  of  image 
data  to  be  entered  which  is  determined  by  an 
operator  by  himself.  "D"  indicating  that  this  tem- 
porary  key  relates  to  the  image  data  is  entered  into 
the  head  byte  of  the  temporary  key. 

In  the  next  step  S5,  the  image  is  read  out  by 
the  scanner  8. 

In  a  step  S23,  the  temporary  key,  LEN  of  the 
readout  image  data,  and  the  image  data  are  regis- 
tered  into  the  element  D/B  22  as  one  element  data. 

If  a  judgement  is  made  in  the  previous  step  S3  . 
that  no  image  is  entered,  another  judgement  is 
made  in  a  step  S6  whether  or  not  document  or 
sentence  is  entered.  When  the  document 
(sentence)  is  entered,  as  indicated  in  a  step  S7,  the 
temporary  key  is  input  in  the  editing  apparatus  3-1 
by  the  keyboard  5-1  or  in  any  of  the  personal 
computer  4-1  to  4-N.  As  previously  explained  in  the 
step  S4,  the  temporary  key  is  constructed  of,  for 
instance,  a  6-byte  length,  and  corresponds  to  an 
identificatin  code  of  the  document  to  be  input 
which  is  determined  by  the  operator  himself.  In  this 
case,  "T"  indicating  that  the  temporary  key  relates 
to  the  document  key  is  input  into  the  head  byte  of 

the  temporary  key. 
In  the  subsequent  step  S8,  the  document  or 

sentence  is  entered  in  the  keyboard  5-1  or  any  one 
of  personal  computers  4-1  to  4-N. 

5  Then,  in  the  step  S23,  the  temporary  key  en- 
tered  in  the  previous  step  S7,  LEN  of  the  document 
entered  in  the  step  S8,  and  this  document  are 
registered  as  one  element  data  in  the  element  D/B 
22. 

<o  In  Fig.  5,  there  is  shown  one  element  data 
registered  in  the  step  S23. 

When  the  data  relating  to  the  document  which 
is  entered  in  the  steps  7  and  8  is  input  into  the 
personal  computer  4-1,  the  entered  data  is  edited 

'5  as  the  one  element  data  (see  Fig.  5)  in  the  system 
controller  2,  host  computer  1  ,  or  personal  computer 
4-1. 

In  the  step  S6,  if  a  judgement  is  made  that  no 
document  is  entered,  it  is  decided  that  said  input  is 

20  related  to  the  machine  sort  information. 
The  machine  sort  information  includes  the  data 

on  the  repairing  data,  tools  to  be  used  and  the  like 
for  a  bike.  In  accordance  with  the  preferred  em- 
bodiment  of  this  embodiment,  the  machine  sort 

35  information  includes  the  specification,  service  data 
and  torque,  which  will  be  described  in  detail 
hereinafter. 

(A)  Specification  is,  for  instance,  the  reparing 
data  on  the  bike,  and  the  data  representative  of  the 

30  reparing  items  and  details  which  are  entered  into  a 
list  indicating  the  data  of  the  tool  to  be  used,  and  is 
constructed  of  alphanumerical  data  and  KANJI 
characters.  In  other  words,  this  specification  repre- 
sents  a  type  of  an  engine  oil,  a  name  of  a  tool  to 

35  be  used,  and  repairing  items  such  as  an  inner 
diameter  of  cylinder,  and  an  outer  diameter  of  a 
piston  diameter,  and  the  like. 

(B)  Service  data  is  numerical  data  repre- 
sentative  of,  for  instance,  maintenance  data  which 

40  is  entered  into  a  list  of  the  maintenance  data,  and 
constructed  of  three  different  data,  i.e.,  a  maximum 
value,  a  minimum  value,  and  a  limit  value  of  usage 
(or  a  center  value). 

45  That  is,  as  the  maintenance  data  relating  to  the 
inner  diameter  of  the  cylinder,  there  are  the  typical 
maximum  value  and  minimum  value,  and  the  us- 
able  maximum  value.  Also,  as  the  maintenance 
data  concerning  the  outer  diameter  of  the  piston, 

so  there  are  the  typical  maximum  value  and  minimum 
value,  and  the  usable  minimum  value.  As  to  the 
data  of  a  capacity  of  an  engine  oil  tank,  a  capacity 
of  a  coolant  and  the  like  which  has  no  discrimina- 
tion  in  the  maximum  and  minimum  values,  the 

55  same  values  as  these  maximum  and  minimum 
values  are  input,  by  which  these  data  are  regis- 
tered. 

5 
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(C)  Torque  is  numerical  data  indicative  of 
:asten  torque  of  fastening  screws  for  the  bike 
[maximum  value,  minimum  value,  and  center  val- 
je),  a  diameter  of  a  screw,  the  number  of  the 
-equired  screws.  That  is  to  say,  the  torque  informa- 
iion  is  constructed  of  five  pieces  of  numeral  data 
containing  the  maximum  value,  minimum  value, 
center  value  (or  the  limit  value  for  usage)  and  other 
two  informations. 

When  the  judgement  is  made  that  the  input 
data  corresponds  to  the  machine  sort  information, 
the  machine  sort  code  is  entered  which  represents 
that  the  machine  sort  information  to  be  input  is 
related  to  which  sort  of  the  bike,  as  indicated  in  the 
step  S9,  by  utilizing  any  one  of  the  personal  com- 
puters  4-1  to  4-N  (e.g.,  personal  computer  4-1) 
connected  to  the  host  computer  1.  This  machine 
sort  code  is  constructed  of,  for  instance,  8  bytes, 
and  "K"  for  representing  that  the  machine  sort 
code  is  related  to  the  machine  sort  information  is 
input  into  the  head  byte  of  the  machine  sort  code. 

In  a  step  S10,  a  judgement  is  made  whether  or 
not  the  machine  sort  information  to  be  input  is  the 
specification. 

If  a  judgement  is  affirmative  in  the  step  S10, 
then,  an  information  identification  code  having,  for 
instant,  a  4-byte  length  is  input  in  a  step  S11.  At 
this  time,  "A"  for  indicating  that  the  information 
identification  code  is  related  to  the  specification  is 
input  at  the  head  byte  of  the  identification  code. 

In  a  next  step  S12,  an  item  having,  for  exam- 
ple,  a  3-byte  length  is  entered. 

In  a  subsequent  step  S13,  an  image  classifica- 
tion  or  sort  having,  for  instance,  a  2-byte  length  is 
input.  Data  representing  a  language  sort  of  the 
specification  information  (for  example,  the  language 
is  Japanese,  or  English)  is  entered  into  this  image 
classification. 

In  a  step  S21,  specification  information  is  en- 
tered  by  the  personal  computer  4-1  . 

In  a  subsequent  step  S22,  the  machine  sort 
code,  information  identification  code,  item  and  im- 
age  classification  which  have  been  input  by  the 
previous  steps  S9,  S11,  S12,  and  S13,  the  data 
status  (which  is  automatically  set  in  the  host  com- 
puter  1)  for  indicating  the  history  of  the  specifica- 
tion  information  entered  in  the  step  S21,  and  the 
specification  information  are  registered  as  one  ele- 
ment  data  in  the  machine  sort  D/B  14  by  means  of 
the  host  computer  1  . 

A  data  format  of  the  one  element  data  is  illus- 
trated  in  Fig.  6.  As  is  shown  in  Fig.  6,  the  data 
consisting  of  the  machine  sort  code,  information 
identification  code,  item,  image  classification,  and 
data  status  will  be  referred  to  as  an  element  data 
key  in  the  following  description. 

If  no  specification  is  input  in  the  previous  step 

S10,  another  judgement  is  made  whether  or  not  the 
service  data  is  entered  in  a  step  S14. 

If  the  service  data  is  entered,  the  information 
identification  code  is  input  in  a  step  S15,  which  is 

s  similarly  done  in  the  preceding  step  S11.  In  this 
case,  "B"  is  input  into  the  head  byte  of  this  code. 

In  the  next  step  S16,  the  item  is  input,  which  is 
similarly  executed  in  the  previous  step  S12. 

In  the  subsequent  step  S17,  the  image  section 
w  is  entered.  The  function  of  the  image  classification 

information  entered  at  entry  of  the  service  data  will 
be  discussed  later  with  reference  to  a  step  S42. 

In  the  step  21,  the  service  data  information  is 
input  by  means  of  the  personal  computer  4-1. 

15  The  service  data  information  is  constructed  of 
three  different  data,  i.e.,  the  maximum  value,  mini- 
mum  value  and  a  limit  value  of  usage  (or  a  central 
value).  When  these  three  data  are  input  in  a  spe- 
cific  unit  in  the  editing  apparatus  according  to  the 

20  preferred  embodiment,  these  data  are  stored  and 
also  converted  into  other  units  to  be  stored  there- 
after. 

Fig.  7  illustrates  a  format  of  1  -element  data 
(element  data  key  and  service  data)  which  is  regis- 

25  tered  in  the  machine  sort  information  D/B  14  in  the 
step  S22. 

As  illustrated  in  Fig.  7,  the  service  data  is  so 
constructed  as  to  be  set  in  a  first  data  section 
through  a  third  data  section.  In  the  step  S21,  when 

30  the  three  data  are  input  in  the  preselected  specific 
unit-  (for  example  "mm"),  these  data  are  set  in  the 
first  data  section.  Although  it  is  not  shown  in  Figs. 
3  and  7,  just  before  entry  of  the  service  data 
information,  a  conversion  classification  (for  exam- 

35  pie,  2-byte  length  data)  for  indicating  what  other 
unit  three  data  set  in  the  first  data  section  should 
be  converted  into,  with  the  result  that  the  three 
data  entered  in  the  millimeter  unit  into  the  first  data 
section  are  converted  into  other  units  (e.g.,  an  inch 

40  unit)  than  millimeter  unit,  which  are  designated  by 
the  conversion  classification,  and  thereafter  stored 
in  the  second  data  section. 

Then  the  three  data  in  millimeter  unit  stored  in 
the  first  data  section  are  converted  into  still  other 

45  unit  designated  by  the  conversion  classification  and 
the  resultant  converted  data  are  transferred  to  the 
third  data  section. 

Referring  to  Fig.  10,  the  above-mentioned  con- 
ditions  will  now  be  described  more  in  detail.  Fig.  10 

so  illustrates  only  the  service  data  (element  data) 
among  the  data  shown  in  Fig.  7. 

When  the  information  on  the  inner  diameter  of 
the  cylinder  of  the  bike  is  entered  as  the  service 
data,  the  minimum  value  of  56.003,  the  maximum 

55  value  of  56.018,  and  the  limit  value  of  usage  of 
56.08  (illustrated  in  Fig.  10  as  the  service  limit)  are 
input  in  the  millimeter  unit.  These  numerical  data 
are  set  in  the  first  data  section. 

6 
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If  the  conversion  classification  set  before  entry 
)f  the  service  data  is  designated  to  convert  the 
nillimeter  unit  into  the  inch  unit,  each  of  the  data 
jet  in  the  first  data  section  is  converted  into 
2.2048;  2.2054;  and  2.207  inches,  respectively  and 
he  converted  data  are  set  in  the  second  data 
section. 

Also  in  the  third  data  section,  each  of  the  data 
set  in  the  first  data  section  is  converted  into  still 
c-ther  unit  in  accordance  with  the  designation  of  the 
:onversion  classification. 

In  other  words,  the  function  of  the  conversion 
classification  is  to  automatically  convert  the  service 
data  into  a  certain  unit  other  than  the  originally 
nput  unit  when  the  service  data  i's  entered  in  the 
certain  specific  unit,  and  thereafter  to  set  these 
converted  data  into  the  second  and  third  data  sec- 
iions. 

It  should  be  noted  that  in  the  steps  S9  to  S21  , 
the  respective  data  input  by  the  personal  computer 
4-1  are  edited  as  the  machine  sort  information  data 
as  illustrated  in  Figs.  6  to  8  in  the  system  controller 
2,  host  computer  1,  or  personal  computer  4-1. 

Next,  in  the  step  S22  as  shown  in  Fig.  7,  the 
machine  sort  code,  information  identification  code, 
item  and  image  classification  which  have  been 
entered  in  the  previous  steps  S9,  S15,  S16  and 
S17,  the  data  status  (which  is  automatically  fixed  in 
the  host  computer  1)  for  representing  a  history  of 
the  service  data  information  entered  in  the  step 
S21  ,  and  the  service  data  information  consisting  of 
the  first  to  third  data  sections  are  registered  as  the 
1  -element  data  in  the  machine  sort  information  D/B 
14  under  the  control  of  the  host  computer  1. 

Then,  if  no  service  data  is  entered  the  judge- 
ment  of  the  step  S14  is  negative  and  shows  that 
the  torque  information  is  entered. 

When  the  entry  of  the  torque  information  is 
judged,  the  information  identification  code  is  en- 
tered  in  the  step  S18,  which  is  similarly  executed 
in  the  preceding  steps  S11  and  S15.  At  thjis  time, 
"C"  is  input  in  the  head  byte  of  the  information 
identification  code. 

In  the  subsequent  step  S19,  the  item  is  input, 
which  is  similarly  performed  in  the  steps  S12  and 
S16. 

In  the  step  S20,  the  image  classification  is 
entered.  The  function  of  the  image  classification 
which  is  entered  during  entry  of  the  torque  informa- 
tion  is  similar  to  a  function  of  an  image  classifica- 
tion  which  will  be  described  later  relating  to  a  step 
S42. 

In  the  next  step  S21  ,  the  torque  information  is 
input  into  the  personal  computer  4-1  . 

The  torque  information  is  constructed  of  five 
pieces  of  data  containing  the  maximum  value,  mini- 
mum  value,  and  center  value  (or  a  limit  value  of 
usage),  and  also  two  pieces  of  data  representative 

of  other  information.  In  tne  editing  apparatus,  wnen 
these  five  pieces  of  data  are  input  in  the  specific 
unit  similar  to  the  above-mentioned  entry  method 
of  the  service  data,  these  data  are  stored,  and  at 

5  least  three  pieces  of  data  other  than  two  pieces  of 
data  to  represent  the  other  information  are  firstly 
converted  into  other  units  and  secondly  stored. 

Fig.  8  illustrates  a  format  of  1  -element  data 
(element  data  key  and  torque)  which  is  registered 

<o  in  the  machine  sort  information  D/B  14  in  the  step 
S22. 

As  illustrated  in  Fig.  8,  the  torque  data  is  so 
arranged  as  to  be  set  in  the  first  to  third  data 
sections.  In  the  step  S21  ,  when  the  torque  data  is 

rs  entered  in  some  particular  unit  (for  example,  "kg"), 
this  torque  data  is  set  in  the  first  data  section. 
Although  not  shown  in  Figs.  3  and  8,  the  conver- 
sion  classification  is  input,  just  before  entry  of  the 
torque  information,  so  as  to  instruct  that  five  pieces 

20  of  data  set  in  the  first  data  section  should  be 
converted  into  a  certain  different  unit.  As  a  result, 
at  least  three  pieces  of  data  input  in  the  "kg"  unit 
into  the  first  data  section  (i.e.,  three  pieces  of  data 
other  than  two  pieces  of  data  representative  of  the 

25  other  information  among  five  pieces  of  data  to 
indicate  the  torque  information)  are  converted  into 
a  different  unit  (e.g.,  "lb"  unit)  designated  by  the 
conversion  classification  except  the  "kg"  unit. 
Then,  the  converted  data  is  set  in  the  second  data 

30  section. 
In  addition,  at  least  three  pieces  of  data  en- 

tered  into  the  first  data  section  in  the  "kg"  unit  are 
converted  into  still  other  unit  which  are  designated 
by  the  conversion  classification,  and  thereafter  the 

35  converted  data  are  set  in  the  third  data  section. 
In  other  words,  the  conversion  classification  is 

to  automatically  convert  the  torque  data  into  the 
unit  other  than  the  above-described  unit  when  the 
torque  data  is  input  in  the  certain  specific  unit,  and 

40  also  to  set  these  converted  data  into  the  second 
and  third  data  sections,  in  a  manner  similar  to  the 
case  of  the  service  data. 

Since  the  data  concerning  the  diameter  and  the 
number  are  not  required  to  be  converted  by  the 

45  unit,  no  unit  conversion  is  needed  for  these  two 
pieces  of  data.  It  may  be  possible,  of  course,  to 
perform  the  similar  unit  conversion  on  these  two 
data  as  same  as  in  other  three  data.  In  this  case, 
however,  it  is  necessary  to  prohibit  from  using  the 

so  converted  two  data. 
In  the  1  -element  data  as  illustrated  in  Figs.  6  to 

8,  a  byte  length  of  the  respective  element  data  key 
is  identical  to  each  other. 

In  the  step  S22,  as  shown  in  Fig.  8,  the  ma- 
ss  chine  sort  code,  information  code,  item  and  image 

classification  which  have  been  input  in  the  steps 
S9,  S18,  S19  and  S20,  the  data  status  (which  is 
automatically  set  in  the  host  computer  1)  repre- 
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sentative  of  the  history  of  the  torque  data  which 
las  been  input  in  the  step  S21  ,  and  the  torque  data 
nformation  consisting  of  the  first  to  third  data  sec- 
:ions  are  registered  as  1  -element  data  by  the  host 
computer  1  into  the  machine  sort  information  D/B 
14. 

In  the  steps  S22  or  S23,  when  entry  of  one- 
mage,  one-document,  or  one  piece  of  the  machine 
sort  information  (these  are  referred  to  as  "element 
data"  hereinafter)  is  accomplished,  a  judgement  is 
made  whether  or  not  the  entry  of  the  element  data 
is  continued  in  the  next  step  S24.  If  the  entry  of  the 
element  data  is  continued,  the  control  process  is 
returned  to  the  previous  step  S3.  If  the  entry  of  the 
element  data  is  not  continued,  the  editing  work  of 
the  book  is  commenced  from  a  step  S25.  The 
editing  work  is  performed  by  one  page  unit. 

In  the  step  S25,  a  new  book  producing  file  is 
read  out  from  the  host  computer  1  by  any  one  of 
the  personal  computers  4-1  to  4-N  connected  to 
the  host  computer  1  . 

Fig.  11  illustrates  an  arrangement  of  the  new 
book  producing  file.  As  shown  in  Fig.  11,  the  new 
book  producing  file  is  constructed  of  material  su- 
pervision  or  ID  No.  information,  staff-in-charge  in- 
formation,  and  starting  page  information. 

The  material  supervision  No.  is  a  title  of  a  book 
to  be  newly  produced  or  the  supervising  number. 
The  staff-in-charge  information  is  the  data  repre- 
sentative  of  a  staff  who  is  qualified  to  produce  the 
new  book.  The  starting  page  information  indicates 
what  page  the  book  to  be  produced  is  commenced 
from.  In  other  words,  the  page  information  indicates 
the  first  page  of  the  new  book  for  the  starting  page. 
For  instance,  the  second  page  corresponds  to  the 
starting  page  of  a  book  distributed  in  Japan,  where- 
as  the  eleventh  page  corresponds  to  the  starting 
page  of  a  book  distributed  in  U.S.A. 

The  staff-in-charge  information  is  able  to  be 
applied  to  the  security  supervision  of  a  newly  ed- 
ited  book,  for  example.  That  is  to  say,  the  informa- 
tion  relating  to  a  staff  who  is  permitted  to  produce 
a  new  book  is  previously  registered  in  the  host 
computer  1,  and  the  new  book  is  edited  by  the 
staff  only  when  he  has  been  registered  in  the  new 
book  producing  file  in  the  host  computer  1.  Under 
this  security  supervision,  it  can  prevent  that  the 
book  which  is  not  allowed  to  be  edited  is  mis- 
takenly  edited  or  the  previously  edited  book  is 
unnecessarily  and  mistakenly  revised  by  the  ed- 
iting  apparatus. 

In  this  case,  the  staff-in-charge  information  may 
be  preferably  encrypted  or  stored  in  a  magnetic 
card. 

When  the  new  book  producing  file  is  read  out, 
predetermined  data  is  input  into  this  file  at  a  step 
S26.  When  the  predetermined  data  is  entered,  as 
shown  in  a  step  S27,  the  new  book  producing  file 

is  transferred  from  the  host  computer  1  to  the 
system  controller  2  and  then  registered  in  the  book 
D/B  21  . 

In  the  next  step  S28,  the  layout  code  (see  Fig. 
5  4)  is  entered  by  the  keyboard  5-1  ,  so  that  the  basic 

layout  code  previously  registered  in  the  layout  ba- 
sic  D/B  23  is  called  up  to  CRT  6. 

When  the  basic  layout  code  is  called  up  in  the 
editing  apparatus,  both  the  document  supervision 

w  No.  and  the  page  number  to  be  edited  are  input. 
The  document  supervision  number  is  a  title  or  the 
supervision  or  ID  number  of  the  new  book,  which  is 
similar  to  the  document  supervision  No.  of  the  new 
book  producing  file  shown  in  Fig.  1  1  . 

is  After  the  document  supervision  No.  and  the 
page  number  to  be  edited  are  input  in  a  step  S29, 
the  editing  apparatus  3-1  converts  the  layout  code 
among  the  basic  layout  code  read  in  the  step  S28 
into  the  document  supervision  No.  and  the  page 

20  number  which  have  been  input  in  the  step  S29,  as 
illustrated  in  a  step  S30  and  Fig.  12. 

Upon  completion  of  the  code  conversion,  the 
editing  apparatus  3-1  stores  the  document  supervi- 
sion  No.,  the  number  of  page,  LEN  and  layout  data 

25  in  the  editing  apparatus  3-1  in  a  step  S31.  These 
document  supervision  No.,  the  number  of  page, 
LEN  and  layout  data  will  be  referred  as  "a  con- 
verted  layout  code"  in  the  following  description. 

In  a  step  S32,  the  basic  layout  is  displayed  on 
30  CRT  6  by  employing  the  converted  layout  code.  As 

illustrated  in  Fig.  13,  the  basic  layout  is  basically 
constructed  of  a  contour  101  of  a  page  to  be  edited 
and  a  document  entry  region  102.  The  basic  layout 
shown  in  Fig.  13  is  a  double  frame. 

35  In  a  subsequent  step  S33,  a  judgement  is 
made  whether  or  not  the  image  is  displayed  on 
CRT  6. 

To  display  the  image,  the  temporary  key  (see 
Fig.  5)  is  entered  by  the  keyboard  5-1  in  a  step 

40  S34  so  as  to  call  up  one  element  data,  i.e.,  tem- 
porary  key,  LEN  of  the  image  data  to  be  called  up, 
and  the  image  data  from  the  element  D/B  22,  and 
display  the  image  data  called  up  on  CRT  6. 

In  a  step  S35,  by  a  mouse  (not  shown)  con- 
45  nected  to  the  keyboard  5-1,  the  image  displayed 

on  CRT  6  is  moved  to  a  desirable  position  on  the 
basic  layout. 

Fig.  14  illustrates  an  image  of  the  screen  of 
CRT  6  at  that  moment,  which  is  similar  to  the 

so  illustration  of  Fig.  13.  As  shown  in  Fig.  14,  when 
the  image  is  moved  to  the  region  denoted  by  "P", 
the  upper  left  coordinates  and  lower  right  coordi- 
nates  of  the  image  are'(X1,  Y1)  and  (X2,  Y2), 
respectively. 

55  When  the  image  is  transferred  in  this  way,  the 
upper  left  coordinates  (X1,  Y1)  and  lower  right 
coordinates  (X2,  Y2)  on  the  basic  layout  are  en- 
tered  into  the  editing  apparatus  3-1  . 

8 
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'  It  should  be  noted  that  while  the  image  is 
noved,  the  size  of  the  image  may  be  enlarged  or 
educed  in  accordance  with  the  capability  of  editing 
apparatus.  Only  the  image  can  be  moved  over  the 
document  input  region  102. 

In  a  step  S36,  as  illustrated  in  Fig.  15,  the 
emporary  key  among  the  1  -element  data  consisti- 
ng  of  the  temporary  key,  LEN  of  image  data  to  be 
called  up,  and  image  data  is  converted  into  the 
s-lement  data  key.  As  illustrated  in  Fig.  9,  the 
alement  data  key  is  constructed  of  the  machine 
sort  code,  information  identification  code,  item,  im- 
age  classification,  and  also  data  status  (which  is 
automatically  input  in  the  host  computer  1)  repre- 
sentative  of  a  history  of  image  data,  which  is  simi- 
ar  to  the  machine  sort  information  including  the 
specification  information,  service  data  information, 
and  torque  information. 

The  conversion  operation  of  the  temporary  key 
nto  the  element  data  kay  in  the  step  S36,  is 
practically  performed  when  an  editor  has  entered 
the  element  data  key  excepting  for  the  data  status. 
"D"  is  input  in  the  head  byte  of  the  information 
identification  code.  A  byte  length  of  the  element 
data  key  shown  in  Fig.  9  is  identical  to  the  respec- 
tive  byte  lengths  shown  in  Figs.  6  to  8. 

In  a  step  S37,  both  the  1  -element  data  consist- 
ing  of  the  element  data  key,  LEN  of  the  image  data 
corresponding  to  the  element  data  key  and  the 
image  data,  and  the  coordinates  (X1,  Y1),  (X2,  Y2) 
are  registered  in  the  editing  apparatus  3-1. 

In  a  step  S45,  another  judgement  is  made 
whether  or  not  the  edition  of  one  page  is  accom- 
plished.  If  not  yet  the  accomplished,  then  the  con- 
trol  process  is  returned  to  the  step  S33. 

if  it  is  judged  in  the  step  S33,  that  the  image  is 
not  displayed  on  CRT  6,  another  judgement  is 
made  whether  or  not  the  document  or  sentence  is 
displayed  in  a  step  S38. 

When  the  document  or  sentence  is  displayed, 
in  a  step  S39,  the  temporary  key  (see  Fig.  5)  is 
entered  by  the  keyboard  5-1  ,  and  the  one  element 
data  consisting  of  the  temporary  key,  LEN  of  the 
document  data  to  be  called  up,  and  the  document 
data  themselves  is  called  up  from  the  element  D/B 
22,  and  the  document  data  are  displayed  on  CRT 
6. 

By  employing  the  mouse  (not  shown)  con- 
nected  to  the  keyboard  5-1,  the  document  dis- 
played  on  CRT  6  is  moved  to  the  desired  position 
on  the  basic  layout  in  a  step  S40. 

When  the  document  is  moved  to  the  position 
indicated  by  the  symbol  "Q"  on  the  basic  layout 
shown  in  Fig.  14,  the  upper  left  coordinates  and  the 
lower  right  corodinates  of  the  document  are  (X3, 
Y3)  and  (X4,  Y4),  respectively. 

After  the  document  has  been  moved,  both  the 
upper  left  coordinates  (X3,  Y3)  and  the  lower  right 

coordinates  (X4,  Y4)  of  the  document  on  the  basic 
layout  are  input  into  the  editing  apparatus  3-1 
(S40). 

In  a  step  S41,  as  illustrated  in  Fig.  16,  the 
5  temporary  key  in  the  1  -element  data  consisting  of 

the  temporary  key,  LEN  of  the  called  up  document, 
and  document  data  is  converted  into  the  element 
key  data.  Formats  of  these  element  data  key,  LEN 
of  the  called  up  document  data  and  document  data 

w  are  illustrated  in  Fig.  17. 
As  shown  in  Fig.  17,  the  element  data  key 

corresponding  to  the  document  data  is  constructed 
of  the  sentence  supervision  No.  having  a  length  of, 
for  instance,  8  bytes;  the  detailed  item  code  having 

75  a  length  of,  for  example,  6  bytes;  the  language 
information  having  a  length  of,  for  example,  2 
bytes;  and  the  data  status  (which  is  automatically 
added  by  the  host  computer  1)  indicative  of  a 
history  of  the  sentence  or  document  data. 

20  The  sentence  supervision  No.  is  the  data  to 
specify  each  document,  and  in  the  head  byte  of 
which  "B"  is  input.  The  language  information  in- 
dicates  what  language  the  document  data  has  been 
produced  in,  for  example,  Japanese  or  English. 

25  The  detailed  item  code  is  a  classification  code  of 
the  document  or  sentence. 

It  should  be  noted  that  after  the  data  status  of 
the  1  -element  data  shown  in  Fig.  17,  appropriate 
number  of  blanks  are  added  to  make  the  byte 

30  length  of  the  element  data  key  equal  to  that  of  the 
respective  element  data  keys  as  shown  in  Figs.  6 
to  9.  In  other  words,  each  byte  length  of  the 
element  data  keys  corresponding  to  the  document 
data,  image  data  and  machine  sort  information  data 

35  is  set  to  be  identical  with  each  other. 
With  employing  the  detailed  item  code,  the 

editing  apparatus  can  retrieve  the  document  or 
sentence.  This  document  retrieval  operation  will  be 
discussed  later  in  a  step  S114. 

40  In  a  step  S37,  the  element  data  key,  LEN  of 
the  document  data  corresponding  to  the  element 
data  key,  and  document  data  are  registered  as  the 
1  -element  data  together  with  the  coordinates  (X3, 
Y3),  (X4,  Y4)  into  the  editing  apparatus  3-1  . 

45  In  a  step  S38,  if  a  judgement  is  made  that  no 
document  is  displayed  on  CRT  6,  it  can  be  recog- 
nized  that  the  machine  sort  information  is  to  be 
displayed. 

In  a  step  S42,  the  element  data  key  of  the 
so  machine  sort  information  to  be  called  up  is  input  by 

the  keyboard  5-1,  whereby  the  machine  sort  in- 
formation  having  1  -element  data,  i.e.,  element  data 
key,  specification  information,  service  data  informa- 
tion  or  torque  information  is  called  up  from  the 

55  machine  sort  information  D/B  14  to  the  editing 
apparatus  3-1,  and  then  the  specification  informa- 
tion,  service  data  information  or  torque  information 
is  displayed  on  CRT  6. 

9 
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In  the  preferred  embodiment,  the  element  data 
cey  is  entered  by  the  keyboard  5-1,  and  the  ma- 
chine  sort  information  is  directly  called  up  via  the 
nost  computer  1  and  system  controller  2  from  the 
nachine  sort  information  D/B  14  to  the  editing 
apparatus  3-1.  However,  alternatively,  employing 
any  one  of  the  personal  computers  4-1  to  4-N,  the 
nachine  sort  information  may  be  called  up  from 
:he  machine  sort  information  D/B  14  to  be  tem- 
corahly  registered  into  the  element  D/B  22.  There- 
after,  the  element  data  key  may  be  input  by  the 
<eyboard  5-1,  and  the  machine  sort  information 
nay  be  called  up  via  the  system  controller  2  from 
:he  element  D.  B  22  to  the  editing  apparatus  3-1  . 

It  should  be  noted  that  display  conditions  or 
nodes  of  the  service  data  information  and  torque 
nformation  among  the  machine  sort  information 
data  are  determined  in  accordance  with  the  image 
classification  information  in  the  element  data  key 
and  the  conversion  classification  (not  shown)  de- 
scribed  with  reference  to  the  step  S21  . 

As  to  the  service  data,  for  instance,  as  illus- 
trated  in  Fig.  10,  when  the  data  set  in  the  first  data 
section  is  automatically  converted  to  be  set  within 
the  second  and  third  data  sections  in  accordance 
with  the  conversion  classification  information  pre- 
viously  set,  the  service  data  is  displayed  on  CRT  6 
in  the  illustration  format  of  Fig.  25  in  accordance 
with  the  conversion  classification  and  image  clas- 
sification  information. 

Fig.  25  is  a  table  for  representing  one  example 
of  a  relationship  between  the  conversion  classifica- 
tion,  image  classification  and  service  data,  which  is 
displayed  on  the  CRT. 

In  Fig.  25,  if  the  conversion  classification  is 
"10"  and  the  image  classification  is  "10",  only  the 
data  set  in  the  first  data  section  (see  Fig.  10)  is 
displayed  on  CRT  6  in  the  millimeter  unit. 

If  the  conversion  classification  is  "10"  and  im- 
age  classification  is  "20",  the  data  set  in  the  first 
data  section  is  displayed  in  the  millimeter  unit,  and 
subsequently,  the  data  set  in  the  second  data  unit 
is  displayed  within  a  parenthesis  in  the  inch  unit. 

If  the  conversion  classification  is  "20"  and  im- 
age  classification  is  "10",  only  the  data  set  in  the 
second  data  is  displayed  in  the  inch  unit. 

When  the  conversion  classification  is  "20"  and 
image  classification  is  "20",  the  data  set  in  the 
second  data  is  displayed  in  the  inch  unit,  and 
subsequently,  the  data  set  in  the  first  data  unit  is 
displayed  within  a  parenthesis  in  the  millimeter 
unit. 

When  the  conversion  classification  is  "40",  the 
same  data  and  unit  display  as  in  the  conversion 
classification  being  "10"  is  performed,  and  its  deci- 
mal  point  is  not  a  period,  but  a  comma. 

As  is  similar  to  the  steps  S35  and  S40,  the 
data  on  the  machine  information  is  positioned  on 

the  basic  layout  and  the  coordinates  thereof  is 
input  in  a  step  S43. 

In  a  subsequent  step  S44,  the  element  data 
key  and  its  coordinates  information  selected  from 

5  the  1  -element  data,  as  illustrated  in  Figs.  6  to  8, 
are  registered  into  the  editing  apparatus  3-1  . 

Not  only  the  element  data  key,  but  also  the 
respective  element  data  together  with  the  coordi- 
nates  information  thereof  may  be  of  course  regis- 

io  tered. 
When  a  judgement  is  made  that  the  editing 

work  for  one  page  is  accomplished  in  the  step  S45, 
the  format  of  one  page  data  is  converted  into 
another  format  shown  in  Fig.  18  in  a  step  S46.  This 

75  conversion  is  executed  in  the  editing  apparatus  for 
performing  the  editing  work  (the  editing  apparatus 
3-1  in  this  case). 

Fig.  18  illustrates  a  format  of  the  data  having 
one  page  information  converted  in  the  editing  ap- 

20  paratus.  In  Fig.  18,  the  one  page  data  converted  in 
the  editing  apparatus  is  constructed  of  the  following 
data: 

(A)  The  converted  layout  data  which  has 
been  converted  in  the  step  S30  (see  Fig.  12) 

25  (B)  The  coordinates  entered  in  the  previous 
steps  S35,  S40  or  S43,  and  the  element  data  key 
of  the  1  -element  data  arranged  in  the  region  des- 
ignated  by  said  coordinates.  When  a  plurality  of 
element  data  (image  data,  document  data,  or  ma- 

30  chine  sort  information  data)  are  arranged  within  one 
page,  plural  sets  of  the  coordinates  and  element 
data  key  should  be  storaged  for  one  page. 
The  coordinates  and  element  data  key  are  set 
subsequent  to  the  converted  layout  data.  A  set  of 

35  coordinates  and  element  data  key  will  be  referred 
to  as  "a  layout  for  the  editing  work"  in  the  following 
description. 

(c)  The  element  data  key  of  the  element 
data  arranged  within  one  page,  LEN  of  the  element 

40  data,  and  the  element  data.  When  a  plurality  of 
element  data  are  inserted  in  one  page,  plural  sets 
of  the  element  data  key,  LEN,  and  element  data 
should  be  arranged  for  one  page. 

45  In  other  words,  the  number  of  the  1  -element 
data  constituted  of  the  element  data  key,  LEN  and 
element  data  is  same  as  that  of  a  pair  of  the 
coordinates  and  element  data  key  contained  in  the 
layout  for  the  editing  work. 

so  Subsequent  to  the  layout  for  the  editing  work, 
the  element  data  key,  LEN  and  element  data  are 
set. 

When  the  element  data  is  the  machine  sort 
information,  as  apparent  from  Figs.  6  to  8,  since  no 

55  LEN  is  present  in  front  of  the  element  data,  of 
course,  only  the  element  data  key  and  element 
data  are  set. 

These  data  arranged  behind  the  layout  for  the 

10 
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jditing  work  will  be  referred  to  an  element  data 
jroup  in  the  following  description  (see  Fig.  18). 

Although  not  shown  in  Fig.  18,  an  end  code  for 
ndicating  that  one  page  data  is  completed  is  ad- 
Jed  at  the  end  of  the  final  element  data. 

When  one  page  data  is  converted  as  illustrated 
n  Fig.  18,  the  resultant  converted  one  page  data  is 
egistered  via  the  system  controller  2  in  the  book 
D/B  21  in  the  step  S47. 

In  the  next  step  S48,  one  page  data  which  has 
3een  converted  in  the  previous  step  S46  is  trans- 
erred  to  the  host  computer  1  . 

It  should  be  noted  that  if  the  host  computer  1 
s  not  in  operation  due  to  holiday  or  the  like,  the 
data  processes  until  the  step  S47  may  be  repeat- 
sdly  performed,  and  several  pages  data  which 
lave  been  registered  in  the  book  D/B  21  may  be 
ransferred  after  the  operation  of  this  host  computer 
1  is  commenced. 

In  a  step  S49,  the  above-described  one  page 
data  is  duplicated  and  the  format  thereof  is  con- 
/erted  into  that  illustrated  in  Fig.  19  in  the  host 
computer  1.  Fig.  19  illustrates  one  page  layout 
nformation  which  is  converted  in  the  host  corn- 
cuter  1  so  as  to  be  registered  in  the  layout  D/B  1  1  . 

The  one  page  data  transferred  to  the  host 
computer  1  is  distributed  and  stored  in  the  respec- 
tive  D/B  (i.e.,  layout  D/B  11,  document  D/B  12, 
mage  D/B  13  and  machine  sort  information  D/B 
14)  connected  to  the  host  computer  1.  The  data 
conversion  executed  in  the  step  S49  is  performed 
so  as  to  store  in  the  layout  D/B  11,  only  the 
information  relating  to  the  layout  among  the  one 
page  data. 

As  is  obvious  from  the.  comparison  between 
Figs.  18  and  19,  in  the  step  S49,  both  LEN  and  the 
element  data  have  been  removed  from  the  element 
data  group  of  the  1-page  data  which  is  set  subse- 
quent  to  the  layout  for  the  editing  work. 

In  a  next  step  S50,  the  data  converted  in  the 
previous  step  S49  is  registered  in  the  D/B  1  1  . 

In  a  step  S51,  the  element  data  group  is 
copied  by  employing  the  1-page  data  which  has 
been  transferred  to  the  host  computer  1  in  the 
previous  step  S48. 

In  a  step  S52,  the  data  relating  to  the  docu- 
ment  data  among  the  element  data  group  is  regis- 
tered  in  the  document  D/B  12. 

In  a  step  S53,  the  data  relating  to  the  image 
data  among  the  element  data  group  is  registered  in 
the  image  D/B  13. 

In  a  subsequent  step  S54,  a  judgement  is 
made  whether  or  not  the  edited  1-page  data  is  to 
be  printed  out.  If  no  printing  operation  is  to  be 
carried  out,  the  control  process  is  advanced  to  a 
step  S57.  If  the  printing  operation  should  be  per- 
formed,  the  control  process  is  advanced  to  a  step 
S55. 

In  a  step  S55,  both  the  reference  supervision 
No.  and  page  are  entered  by  using  of  the  keyboard 
5-2,  so  that  the  1-page  data  registered  in  the  book 
D/B  21  is  called  up  into  the  editing  apparatus  3-2. 

5  In  a  step  S56,  the  1-page  data  is  printed  out  by 
the  printer  7. 

In  a  step  S57,  a  judgement  is  made  whether  or 
not  the  next  page  is  produced.  When  the  next  page 
is  produced,  the  control  process  is  returned  to  the 

to  step  S28.  Conversely  if  the  next  page  is  not  pro- 
duced,  the  control  process  is  accomplished. 

In  accordance  with  above-mentioned  process 
(first  editing  method),  a  new  book  is  newly  pro- 
duced  or  edited. 

is  Referring  now  to  Figs.  20  to  24,  as  is  similar  to 
the  description  on  the  first  editing  method,  a  de- 
scription  will  be  made  of  the  second  editing  meth- 
od  applied  to  produce  a  service  manual  of  a  bike 
or  the  like. 

20  Fig.  20  is  a  flowchart  illustrating  the  second 
editing  method  according  to  a  preferred  embodi- 
ment  of  the  invention. 

In  the  respective  steps  shown  in  Fig.  20,  the 
same  reference  numerals  as  those  in  Fig.  3  in- 

25  dicate  the  same  or  similar  processing  operations. 
According  to  the  second  editing  method,  in  a 

step  S25,  a  new  book  producing  file  is  first  called 
up  which  has  been  registered  in  the  host  computer 
1  ,  by  employing  any  one  of  the  personal  comput- 

30  ers  4-1  to  4-N  (for  instance,  the  personal  computer 
4-1)  connected  to  the  host  computer  1.  Since  the 
arrangement  of  this  new  book  producing  file  is 
identical  to  that  shown  in  Fig.  11,  the  description 
thereof  is  omitted. 

35  After  the  new  book  producing  file  is  called  up, 
predetermined  data,  i.e.,  the  material  supervision 
No.  information,  staff-in-charge  information  and 
starting  page  information  are  entered  into  the  new 
book  producing  file  in  a  step  S26. 

40  Next,  as  illustrated  in  a  step  S27,  the  new  book 
producing  file  is  transferred  by  the  host  computer  1 
to  the  system  controller  2  and  registered  in  the 
book  D/B  21  . 

In  a  step  S101,  referring  to  a  book  which  has 
45  been  produced  in  the  editing  apparatus  (referred  to 

as  "an  original  book"),  a  selection  is  made  that  the 
pages  of  this  original  book  are  utilized  to  produce  a 
new  book.  That  is  to  say,  the  following  page  selec- 
tion  is  carried  out,  as  one  example.  The  21st  to 

50  30th  pages  of  the  first  original  book  are  available  to 
produce  the  1st  to  10th  pages  of  the  new  book,  the 
46th  to  50th  pages  of  the  second  original  book  are 
utilized  to  produce  the  subsequent  11th  to  15th 
pages  of  the  new  book,  and  furthermore,  the  31st 

55  to  40th  pages  of  the  first  original  book  are  usable 
to  produce  the  succeeding  16th  to  25th  pages 
thereof. 

Such  a  process  is  performed  while  an  operator 
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actually  observes  the  original  books. 
In  a  next  step  S102,  the  material  supervision 

>io.  and  the  page  number  of  the  original  book  are 
nput  by  way  of  the  personal  computer  4-1,  and  1- 
cage  data  (see  Fig.  19)  is  copied  in  the  host 
computer  1  from  the  layout  D/B  1  1  . 

In  a  step  S103,  a  new  material  supervision  No. 
and  a  new  page  number  of  a  book  to  be  newly 
edited  are  input  into  the  personal  computer  4-1  . 

In  a  step  S104,  both  the  document  supervision 
No.  and  the  page  number  in  the  1-page  data 
copies  in  the  previous  step  S102  are  rewritten  by 
the  new  material  supervision  No.  and  page  number 
of  the  new  book  input  in  the  previous  step  S103. 

Fig.  21  illustrates  the  data  rewriting  operation 
executed  in  the  step  S104. 

The  1-page  data  of  the  original  book  which  has 
been  called  up  and  copied  in  the  step  S102  is  as 
shown  in  the  upper  portion  of  Fig.  21.  In  the  step 
S104,  as  illustrated  in  the  lower  portion  of  Fig.  21, 
only  the  material  supervision  No.  and  page  number 
among  the  above-described  data  are  rewritten  by 
those  of  the  new  book. 

In  the  step  S105,  the  1-page  data  produced  in 
such  a  way  is  stored  in  the  host  computer  1  . 

In  a  step  S106,  a  judgement  is  made  whether 
or  not  the  rewriting  operation  of  the  material  su- 
pervision  No.  and  the  page  number  is  accom- 
plished  for  the  new  book.  In  accordance  with  the 
previous  example,  a  judgement  is  made  whether  or 
not  all  of  the  21st  to  30th  pages  of  the  first  original 
book,  the  46th  to  50th  pages  of  the  second  original 
book,  and  the  31st  to  40th  pages  of  the  first  origi- 
nal  book  have  been  converted  into  the  1st  to  25th 
pages  of  the  new  book. 

If  one  book  is  not  yet  rewritten,  the  control 
process  is  returned  to  a  step  S102.  To  the  con- 
trary,  if  the  rewriting  operation  is  accomplished,  the 
control  process  is  advanced  to  a  step  S107. 

In  the  step  S107,  the  element  data  or  both  LEN 
of  the  element  data  and  element  data  correspond- 
ing  to  the  element  data  key,  among  the  1-page 
data  converted  in  the  step  S104  are  called  up  from 
the  respective  D/B  12  to  14.  These  data  are  added 
after  the  respective  element  data  keys  of  the  1- 
page  data  which  are  arranged  in  the  rear  of  the 
layout  for  the  editing  work.  That  is  to  say,  the  1- 
page  data  converted  in  the  stepS104  is  rearranged 
in  a  complete  form  as  shown  in  Fig.  18. 

In  a  step  S108,  a  judgement  is  made  whether 
or  not  all  pages  of  the  new  book  have  been  rear- 
ranged  in  a  complete  form.  If  all  pages  of  the  new 
complete  book  are  not  yet  rearranged,  the  control 
process  is  returned  to  step  S107.  If  all  pages  are 
converted,  the  control  process  is  advanced  to  a 
step  S109. 

In  the  step  S109,  the  data  of  the  new  complete 
book  is  transferred  from  the  host  computer  1  to  the 

system  controller  2. 
In  a  step  S110,  all  pages  of  one  complete  book 

are  registered  in  the  book  D/B  21  by  the  system 
controller  2. 

5  The  editing  work  can  be  executed  even  when 
the  host  computer  1  is  not  operated  due  to  some 
reasons  if  all  pages  of  one  complete  book  are 
registered  in  the  book  D/B  21  connected  to  the 
system  controller  2  as  previously  described. 

w  In  a  subsequent  step  S111,  the  new  material 
supervision  No.  and  page  number  of  the  new  book 
are  entered  by  the  keyboard  5-1  into  the  editing 
machine  3-1  . 

In  a  step  S112,  the  input  page  data  of  the  new 
75  book  is  read  out  from  the  book  D/B  21  to  be 

registered  in  the  editing  apparatus  3-1  . 
Then,  in  a  next  step  S113,  the  page  called  up 

from  the  book  D/B  21  is  displayed  on  CRT  6. 
In  a  step  S130,  a  judgement  is  carried  out 

20  whether  or  not  the  editing  operation  of  the  1-page 
data  displayed  on  CRT  6  is  executed.  That  is  to 
say,  a  judgement  is  made  whether  or  not  the  pages 
which  have  been  copied  from  the  original  books  for 
the  new  book  in  the  steps  S102  to  S104  can  be 

25  merely  utilized  without  any  further  edition.  If  no 
editing  work  is  required,  the  control  process  is 
advanced  to  a  step  S46.  If  the  editing  work  is 
required,  the  control  process  is  advanced  to  a  step 
S114. 

30  In  the  step  S114,  a  retrieval  operation  by  any 
one  of  the  personal  computers  4-1  to  4-N  is  per- 
formed  whether  or  not  the  elements  of  the  original 
book  (including  the  original  book  selected  in  the 
previous  step  S101)  can  be  utilized  for  editing  the 

35  page  of  the  new  book  displayed  on  CRT  6.  The 
retrieval  method  will  be  discussed  later  with  refer- 
ence  to  Figs.  22  to  24. 

In  a  step  S1  1  5,  a  judgement  is  made  whetheror 
not  the  element  usable  in  the  new  book  editing 

40  operation  is  found  in  the  above-described  retrieval 
operation. 

If  some  relevant  elements  are  found,  the  ele- 
ment  data  key  of  the  retrieved  relevant  elements 
are  input  in  the  personal  computer  (for  example,  4- 

45  1)  in  a  step  S116. 
In  a  step  S117,  the  1  -element  data  called  up 

by  the  above  retrieval  operation  is  transferred  to 
the  system  controller  2,  and  is  registered  in  the 
element  D/B  22  under  the  control  of  the  system 

so  controller. 
In  a  step  S118,  a  judgement  is  made  whether 

or  not  the  retrieval  operation  is  continued.  If  yes, 
then  the  control  step  is  returned  to  the  step  S1  1  4. 

If  the  element  usable  for  editing  the  new  book 
55  is  not  found  in  the  step  S115,  the  1  -element  data 

retrieved  in  the  step  S144  is  cleared  in  a  step 
S132.  It  is,  of  course,  not  to  clear  the  data  stored  in 
the  D/B  12  to  14  at  this  stage. 

12 
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In  the  step  S119,  a  judgement  is  made  whether 
)r  not  the  image  data,  document  data  or  machine 
nformation  data,  namely  element  is  newly  input.  If 
he  element  is  not  newly  input,  the  control  step  is 
eturned  to  the  step  S118. 

When  the  element  is  newly  input,  the  control 
3-rocess  is  advanced  to  the  step  S3.  Since  the 
Drocesses  effected  in  the  steps  S3  to  S23  are 
same  as  those  denoted  by  the  same  reference 
numerals  in  Fig.  3,  the  descriptions  thereof  are 
emitted. 

If  the  control  process  defined  by  the  step  S22 
or  S23  is  completed,  the  control  step  is  returned  to 
tie  step  S119. 

In  the  step  S118,  if  the  retrieval  operation  is  not 
continued,  another  judgement  is  made  whether  or 
not  the  image  is  displayed  on  CRT  6  in  the  step 
333.  If  the  image  is  displayed,  the  temporary  key 
cr  element  data  key  of  the  image  to  be  displayed 
s  input  by  the  keyboard  5-1  in  the  step  S120,  and 
the  predetermined  image  is  read  out  from  the 
element  D/B  22  and  then  displayed  on  CRT  6. 

In  the  next  step  S35,  the  image  is  moved  to 
the  desired  position  and  the  coordinates  thereof  are 
input. 

In  the  step  S121,  a  judgement  is  judged  wheth- 
er  or  not  the  temporary  key  is  input  in  the  previous 
step  S120. 

When  the  temporary  key  is  input,  it  is  con- 
verted  into  the  element  data  key  in  the  step  S36. 
The  data  conversion  has  been  described  with  refer- 
ence  to  Fig.  3,  so  that  no  further  description  is 
made  here. 

If  a  judgement  is  done  that  no  temporary  key 
was  entered  in  the  step  S121,  or  after  the  process 
of  the  step  S36  is  accomplished,  the  element  data 
key,  LEN  of  the  image  data  corresponding  to  the 
element  data  key  and  the  image  data  itself  are 
registered  as  one  element  data  into  the  editing 
apparatus  3-1  together  with  the  coordinates  input  in 
the  previous  step  S35. 

In  the  step  S33,  if  a  judgement  is  made  that 
the  image  is  not  displayed,  another  judgement  is 
done  whether  or  not  the  document  or  sentence  is 
displayed  in  the  step  S38. 

When  the  document  is  displayed  on  CRT  6, 
the  temporary  key  or  element  data  key  to  be 
displayed  is  entered  by  the  keyboard  5-1  in  a  step 
S122,  and  the  predetermined  document  is  called 
up  from  the  element  D/B  22  to  be  displayed  on 
CRT  6. 

In  a  subsequent  step  S40,  the  above  document 
is  moved  to  the  desired  position  and  the  coordi- 
nates  thereof  are  entered. 

In  a  step  S123,  a  judgement  is  made  whether 
or  not  the  temporary  key  was  input  in  the  previous 
step  S122.  When  the  temporary  key  is  input,  it  is 
converted  into  the  element  data  key  in  the  step 

S41  .  This  key  conversion  is  carried  out  as  same  as 
in  the  conversion  effected  in  the  preceding  step 
S36. 

If  a  judgement  is  done  that  no  temporary  key 
5  was  input  in  the  step  S123,  or  after  the  process 

effected  in  the  step  S41  is  accomplished,  the  ele- 
ment  data  key,  and  both  LEN  and  the  sentence 
data  of  the  document  data  corresponding  to  the 
element  data  key,  are  registered  as  one  element 

w  data  into  the  editing  apparatus  3-1  together  with 
the  coordinates  input  in  the  preceding  step  S35. 

If  a  judgement  is  made  that  no  sentence  was 
displayed  in  the  preceding  step  S38,  it  is  judged 
that  the  machine  sort  information  is  displayed,  and 

is  the  control  process  is  advanced  to  a  step  S131. 
In  the  step  S131,  the  element  data  key  of  the 

machine  sort  information  to  be  displayed  is  entered 
by  the  keyboard  5-1  and  the  predetermined  ma- 
chine  sort  information  is  called  up  from  the  element 

20  D/B  22  to  be  displayed  on  CRT  6. 
In  the  next  step  S43,  the  above  machine  sort 

information  is  moved  to  the  desired  position  and 
the  coordinates  thereof  are  input. 

In  a  step  S44,  the  element  data  key  is  regis- 
25  tered  together  with  the  coordinates  entered  in  the 

step  S43  in  the  editing  apparatus  3-1  . 
When  the  process  in  the  step  S37  or  S44  is 

completed,  a  judgement  is  made  whether  or  not 
the  1-page  data  displayed  on  CRT  6  has  been 

so  edited.  If  not  yet,  the  process  is  returned  to  the 
step  S33.  If  completed,  then  the  process  is  ad- 
vanced  to  a  step  S46. 

In  a  step  S46,  the  edited  one  page  data  is 
converted  in  the  form  as  illustrated  in  Fig.  18  in  the 

35  editing  apparatus  3-1  . 
In  the  next  step  S124,  the  converted  one  page 

data  is  updated  in  the  book  D/B  21  . 
Since  the  processes  defined  in  the  steps  S48 

through  S57  are  the  same  as  those  denoted  by  the 
40  same  reference  numerals  of  Fig.  3,  the  explana- 

tions  thereof  will  be  omitted.  If  in  the  step  S57,  the 
judgement  is  performed  to  edit  the  next  page,  the 
control  process  is  returned  to  the  step  S1  1  1  . 

it  is  obvious  that  although  in  the  explanations 
45  with  reference  to  Fig.  20,  the  retrieval  operation 

was  previously  executed  before  the  1-page  data 
was  edited  in  the  steps  S33  and  thereafter,  the 
necessary  data  were  read  out  of  the  D/B  12 
through  14  to  be  registered  in  D/B  22,  these  pro- 

50  cesses  may  be  performed  during  the  editing  work. 
A  detailed  description  will  now  be  made  in  that 

the  process  of  the  above-described  step  S114  is 
carried  out  for  the  document  data  retrieval  opera- 
tion.  The  retrieval  operation  of  the  step  S114  is 

55  performed  by  employing  any  one  of  the  personal 
computers  4-1  to  4-N. 

Fig.  22  is  a  schematic  diagram  showing  a 
portion  of  a  table  for  the  document  data  retrieval 
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ivhich  has  been  previously  set  in  the  document  D/B 
1  2.  A  symbol  "0"  indicated  in  the  respective  tables 
Df  Fig.  22  represents  "null",  or  that  no  data  is 
antered. 

In  the  document  D/B  12,  as  illustrated  in  Fig. 
22,  a  plurality  of  document  data  retrieval  tables 
3ach  consisting  of  an  index  (referred  to  as  an  "ID" 
simply)  and  a  title  have  been  input  and  set.  A  byte 
ength  of  the  ID  is  set  to  be  equal  to  that  of  the 
detailed  item  code  (6  bytes  in  the  preferred  em- 
Dodiment)  in  order  to  correspond  to  the  detailed 
tern  code  of  the  element  data  key  which  in  turn 
corresponds  to  the  document  or  sentence  data 
shown  in  Fig.  17 

In  an  a-table  of  Fig.  22,  the  different  data  such 
as  A,  B,  C,  and  so  on,  are  respectively  input  only  in 
the  head  byte  (first  byte)  of  ID  each  having  a  6- 
byte  length. 

In  a  b-table  of  Fig.  22,  the  common  data  of  "A" 
is  input  in  the  first  byte  of  each  ID,  and  the  dif- 
ferent  data  of  "A,  B,  C"  are  respectively  input  in 
the  second  byte  thereof. 

In  a  c-table  of  Fig.  22,  the  common  data  of  "B" 
is  entered  in  the  first  byte  of  each  ID  and  the 
different  data  of  "A,  B,  C"  are  entered,  respec- 
tively,  in  the  second  byte  thereof. 

In  a  d-table  of  Fig.  22,  the  common  data  of 
"AA"  is  input  in  the  first  and  second  bytes  of  each 
ID,  and  also  the  different  data  of  "A,  B,  C"  are 
entered,  respectively  in  the  third  byte. 

In  an  e-table  of  Fig.  22,  the  common  data  of 
"AB"  is  input  in  the  first  and  second  bytes  of  each 
ID,  and  the  different  data  of  "A,  B,  C"  are  entered, 
respectively,  in  the  third  byte  thereof. 

Similarly,  in  an  f-table  of  Fig.  22,  the  common 
data  of  "AAA"  is  input  in  the  first  to  third  bytes  of 
each  ID,  and  the  different  data  of  "A,  B,  C"  are 
entered,  respectively,  in  the  fourth  byte  thereof. 

In  a  g-table  of  Fig.  22,  the  common  data  of 
"AAB"  is  input  in  the  first  to  third  bytes  of  each  ID, 
and  the  different  data  of  "A,  B,  C"  are  entered, 
respectively,  in  the  fourth  byte. 

Thus,  the  respective  tables  for  the  document 
data  retrieval  operation  set  in  the  document  D/B  12 
are  formed  in  a  hierarchical  structure  as  illustrated 
in  Fig.  23. 

In  practice,  each  of  the  tables  for  the  document 
data  retrieval  operation  are  formed  in  the  following 
method.  That  is  to  say,  in  correspondence  to  the 
respective  ID's  in  the  table  (a-table)  of  the  first 
hierarchy  or  rank  where  the  data  has  been  input  in 
only  the  first  byte  of  each  ID,  each  title  (auto-bike, 
automobile,  or  special-purpose  car  etc.)  representa- 
tive  of  the  first  highest  concept  of  the  document 
data  is  input.  Also,  in  correspondence  to  each  of 
ID's  in  the  tables  (b  and  c-tables)  of  the  second 
hierarchy  or  order  where  the  data  has  been  input  in 
only  the  first  and  second  bytes  and  eachID,  an- 

other  title  (explanation,  or  notice  etc.)  representa- 
tive  of  the  second  highest  concept  is  input.  Simi- 
larly,  still  other  title  (structure  explanation,  operating 
or  handling  manual  etc.)  representative  of  the  third 

5  rank  concept  is  input  in  the  tables  (d  and  e-tables) 
of  the  third  hierarchy,  and  further  title  (twelfth 
month  maintenance,  or  sixth  month  maintenance, 
etc.)  indicative  of  the  fourth  rank  concept  is  input  in 
the  tables  (f  and  g-he  tables)  of  the  fourth  hierar- 

ro  chy.  Also  the  data  same  as  the  ID  representative  of 
the  lowest  concept  is  previously  input  in  the  de- 
tailed  item  code  of  the  element  data  key  shown  in 
Fig.  17.  And  then  the  retrieval  operation  of  the 
document  data  is  performed  as  illustrated  in  Fig. 

is  24. 
It  should  be  noted  that  the  lowest  hierarchy 

data  need  not  be  set  in  the  table  of  the  sixth 
hierarchy,  but  may  be  set  in  the  table  higher  than 
the  sixth  hierarchy. 

20  Fig.  24  is  a  flowchart  for  illustrating  the  retrieval 
method  indicated  in  the  step  S114  according  to 
one  preferred  embodiment  of  the  invention.  As 
previously  described,  the  retrieval  operation  is  car- 
ried  out  by  any  one  of  the  personal  computers  4-1 

35  to  4-N. 
In  a  step  S150  of  Fig.  24,  first  "n"  is  set  to  be 

1. 
In  a  step  S151,  ID  of  the  n-th  hierarchy  or  rank 

is  input  by,  for  instance,  the  personal  computer  4- 
30  1. 

In  a  step  S152,  the  (n  +  1)th  hierarchy  data 
containing  the  n-th  hierarchy  ID  in  ID  thereof  is 
selected  from  the  table  for  the  document  data 
retrieval  operation. 

35  In  a  step  S153,  a  judgement  is  made  whether 
or  not  the  (n  +  1  )th  hierarchy  data  is  present,  name- 
ly,  the  (n  +  1)th  hierarchy  data  is  selected  in  the 
step  S152. 

If  yes,  then  all  titles  of  the  (n  +  1)th  hierarchy 
40  are  displayed  in  the  step  S154.  Then  after  1  is 

added  to  "n"  in  a  step  S155,  the  control  process  is 
returned  to  the  step  S151. 

When  a  judgement  is  made  that  the  (n  +  1)th 
hierarchy  data  is  not  present  in  the  step  S153,  the 

45  control  process  is  transferred  to  the  step  S1  56. 
In  a  step  S156,  the  1  -element  data  containing 

the  n-th  hierarchy  ID  in  the  datailed  item  code 
thereof  (i.e.,  1  -document  or  1  -sentence  data  shown 
in  Fig.  17)  is  called  up  via  the  host  computer  1 

so  from  the  document  or  sentence  D/B  12  and  dis- 
played  in  the  personal  computer  4-1  . 

Consequently,  when  the  table  for  the  document 
data  retrieval  operation  is  constructed  as  in  Fig.  22, 
and  "A"  is  input  as  ID  only  to  the  first  byte,  the  b- 

55  table  of  the  second  hierarchy  or  rank  where  "A"  is 
set  in  the  first  byte  is  selected  and  displayed,  as 
indicated  by  an  arrow  "P". 

Then,  when  "AA"  is  input  in  the  first  and  sec- 
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>nd  bytes  as  ID,  the  d-table  of  the  third  hierarchy 
vhere  "AA"  is  set  in  the  first  and  second  bytes  is 
displayed,  as  denoted  by  an  arrow  Q. 

Similarly,  when  "AAA"  is  entered  as  ID  in  the 
irst  to  third  bytes,  the  f-table  of  the  fourth  hierar- 
chy  where  "AAA"  is  set  in  the  first  to  third  bytes  is 
displayed,  as  shown  by  an  arrow  R. 

According  to  the  above-mentioned  method, 
>uch  a  retrieval  operation  can  be  done  to  show  that 
such  documents  or  sentences  as  a  twelfth  month 
naintenance  manual  are  registered  with  respect  to 
he  document  of  the  structure  explanation  on,  for 
sxample,  the  auto-bike. 

Furthermore,  when  "AAAA"  is  input  as  ID  into 
:he  first  to  fourth  bytes  for  the  retrieval  operation, 
tie  list  of  the  fifth  hierarchy  (not  shown)  where 
'AAAA"  is  set  in  the  first  to  fourth  bytes  is  dis- 
Dlayed  as  denoted  by  an  arrow  S. 

When  such  a  retrieval  process  is  performed  for 
:he  list  of  the  lowest  hierarchy,  a  judgement  can  be 
riade  whether  or  not  therequired  document  data  is 
-egistered  in  the  document  D/B  12. 

When  the  necessary  data  is  retrieved,  the  re- 
lieved  data  can  be  utilized  to  edit  a  new  book  if 
the  retrieved  data  is  registered  in  the  element  D/B 
22  as  previously  described  with  regards  to  the  step 
S117. 

Although  the  above  explanation  was  made  on 
the  retrieval  operation  of  the  document  data,  the 
image  data  or  machine  sort  information  may  be 
similarly  retrieved.  That  is  to  say,  if  a  plurality  of 
retrieval  tables  as  illustrated  in  Fig.  22,  are  set  in 
the  image  D/B  13  and  machine  sort  information 
D/B  14,  and  if  ID's  of  the  retrieval  tables  are  input 
into  the  items  (3-byte  length;  see  Figs.  6  to  9)  in 
the  element  data  key  of  the  image  data  and  ma- 
chine  sort  information,  the  above-described  retriev- 
al  operation  may  be  performed. 

Although  in  the  preceding  description,  the  ma- 
chine  sort  information  and  image  were  registered 
into  the  respective  different  D/B  (i.e.,  the  machine 
sort  information  D/B  14  and  image  D/B  13),  they 
may  be  registered  in  a  common  D/B  since  the  data 
of  the  machine  sort  information  shown  in  Figs.  6  to 
8  has  the  same  format  as  that  of  the  image  data 
shown  in  Fig.  9. 

Also  when  the  image  and  document  data  were 
input  in  the  previous  embodiment,  the  temporary 
key  was  input  first  and  converted  into  the  element 
data  key  in  the  actual  editing  operation.  However, 
the  temporary  key  may  not  be  input  in  advance  but 
the  element  data  key  may  be  input  at  the  begin- 
ning,  which  is  similar  to  the  entry  of  the  machine 
sort  information  data. 

In  accordance  with  the  preferred  embodiment 
of  the  invention  having  the  above-described  ar- 
rangement,  the  host  computer  1  which  may  be  a 
large-scale  general  purpose  computer  illustrated  in 

Fig.  2  enables  the  materials  or  elements  to  De 
supervised,  and  the  system  controller  2  which  may 
be  a  medium-scale  relay  computer  for  connecting 
the  host  computer  1  and  respective  editing  ap- 

5  paratuses  3-1  to  3-N,  enables  the  data  to  be  super- 
vised  in  the  page  unit  or  book  unit,  so  that  a  new 
book  can  be  produced  by  utilizing  a  original  book 
or  elements  of  the  original  book  had  been  pro- 
duced  by  the  editing  apparatus.  In  consequence, 

io  new  books  can  be  efficiently  produced. 
In  other  words,  when,  for  instance,  a  service 

manual,  a  shop  manual,  or  the  like  are  produced 
by  the  editing  apparatus,  and  if  a  new  manual  of 
the  machine  similar  to  one  described  in  the  original 

is  book  which  has  been  already  produced  is  pro- 
duced,  the  manual  relating  to  the  similar  machine 
can  be  produced  within  an  extremely  short  time 
and  in  low  cost  since  a  major  part  of  the  original 
book  can  be  utilized  for  editing  the  new  manual. 

20  Apparently,  the  editing  apparatus  according  to 
this  invention  may  be  utilized  not  only  to  produce 
service  manuals,  shop  manuals,  but  also  general 
books,  magazines  and  newspaper. 

In  the  foregoing  description,  when  the  new 
25  book  was  produced  by  utilizing  the  information  of 

the  previously  edited  book,  the  layout  informaiton 
read  out  from  the  layout  D/B  1  1  was  reconstructed 
into  the  1-page  data  in  the  host  computer  1.  It  is  of 
course  possible  to  perform  such  a  process  in  the 

30  system  controller  2.  Similarly,  under  the  control  of 
the  system  controller  2,  the  1-page  data  may  be 
resolved  into  the  information  in  the  element  unit 
and  layout  information. 

It  should  be  noted  that  when  the  element  data 
35  of  the  machine  information  was  input,  in  the  pre- 

vious  description,  the  element  data  key  was  en- 
tered  at  the  beginning  without  entry  of  the  tem- 
porary  key.  According  to  the  present  invention,  the 
temporary  key  may  be  first  entered,  which  is  simi- 

40  lar  to  the  element  data  relating  to  the  document  or 
sentence  and  image. 

Although  the  personal  computers  4-1  to  4-N 
were  connected  to  the  host  computer  1  in  the 
above  description,  the  present  invention  is  not  limit- 

45  ed  to  this  example,  for  instance,  it  may  be  con- 
nected  to  the  system  controller  2. 

Furthermore,  the  machine  sort  information  data 
were  input  by  the  personal  computers  4-1  to  4-N, 
in  the  previous  explanation.  These  personal  corn- 

so  puters  4-1  to  4-N  may  be  operated  as  word-pro- 
cessors,  so  that  the  document  may  be  entered  into 
either  the  host  computer  1  or  system  controller  2. 

A  concrete  construction  of  the  present  inven- 
tion  will  now  be  described. 

55  Fig.  26  is  a  functional  block  diagram  for  illus- 
trating  a  construction  of  one  preferred  embodiment 
according  to  the  present  invention.  In  Fig.  26,  the 
same  reference  numerals  as  those  in  Fig.  2  denote 
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he  same  or  similar  parts. 
In  Fig.  26,  a  keyboard  106  has  the  equivalent 

unction  to  the  keyboard  5-1  to  5-N  illustrated  in 
:ig.  2,  a  key  input  means  163  has  the  equivalent 
unction  to  the  keyboards  of  the  personal  comput- 
3rs  4-1  to  4-N  illustrated  in  Fig.  2,  and  a  scanner 
1  07  has  the  similar  function  to  that  of  the  scanner  8 
llustrated  in  Fig.  2. 

Similarly,  a  first  display  means  109  has  the 
squivalent  function  to  CRT  6  and  10  shown  in  Fig. 
I,  and  a  second  display  means  164  has  the  equiv- 
alent  function  to  CRT  of  the  personal  computers  4- 
1  to  4-N. 

Also,  a  second  element  memory  means  110 
nas  the  equivalent  function  to  the  element  D/B  22 
shown  in  Fig.  2,  a  second  layout  memory  means 
111  has  the  equivalent  function  of  the  layout  basic 
D  B  23  shown  in  Fig.  2,  and  a  page  memory 
means  112  has  the  equivalent  function  to  the  book 
D  B  21  of  Fig.  2. 

In  Fig.  26,  the  keyboard  106  is  connected  to 
basic  layout  code  setting  means  101,  first  element 
inputting  means  102,  first  temporary  key  setting 
means  151,  layout  code  converting  means  114, 
and  element  data  key  converting  means  152. 

Key  entering  means  163  is  connected  to  sec- 
ond  display  means  164,  second  element  inputting 
means  161  and  second  temporary  key  setting 
means  162. 

The  layout  code  setting  means  101  set  the 
basic  layout  code  (see  Fig.  4)  entered  in  the  step 
S1  of  Fig.  3.  The  first  temporary  setting  means  151 
set  the  temporary  key  shown  in  Fig.  5. 

As  previously  described  with  reference  to  Fig. 
5,  "D"  is  input  into  the  head  .byte  of  the  temporary 
key  which  is  added  to  the  image  data,  and  "T"  is 
input  into  the  temporary  key  which  is  added  to  the 
document  data.  In  the  editing  apparatuses  3-1  to  3- 
N,  a  judgement  is  made  based  upon  the  data  of 
these  head  bytes  that  the  data  in  question  is  the 
image  data  or  document  data,  and  the  respective 
element  data  are  handled  in  accordance  with  the 
sort  of  the  data  in  question. 

If  the  temporary  key  is  of  6  bytes  as  illustrated 
in  Fig.  5,  identification  data  of  the  element  data 
which  is  voluntarily  decided  by  an  operator  himself 
is  entered  as  the  remaining  5  bytes  other  than  the 
head  bytes.  In  this  case,  numerical  data  is  set,  for 
example,  in  the  lower  3  bytes  and  the  numerical 
data  may  be  automatically  carried  up  after  the 
element  data  is  entered.  That  is,  when  the  numeral 
data  is  set  to  "001  ",  for  example,  at  the  beginning 
of  the  entry  of  the  element  data,  the  numericaldata 
may  be  carried  up  to  "002",  "003",  —  ,  every  time 
the  element  data  is  entered. 

The  first  element  inputting  means  102  vector- 
convert  the  document  or  sentence  data  entered  by 
the  keyboard  106,  or  the  image  data  and  the  like 

input  by  the  scanner  107  to  receive  tnese  data 
therein,  whereas  the  second  element  inputting 
means  161  vector-convert  the  document  data  en- 
tered  by  the  key  inputting  means  163,  or  the  ma- 

5  chine  sort  information  data  to  receive  these  data 
therein. 

The  first  and  second  temporary  key  setting 
means  151  and  162  set  the  temporary  key  shown 
in  Fig.  5. 

'o  The  layout  code  converting  means  114  convert 
the  layout  code  in  the  basic  layout  code  entered 
through  the  basic  layout  code  setting  means  101 
into  the  document  supervision  No.  and  pages. 

The  element  data  key  converting  means  152 
15  ,  convert  the  temporary  key  into  the  element  data 

key  as  shown  in  Figs.  15  and  16.  Said  temporary 
key  is  entered  through  the  first  or  second  tem- 
porary  key  setting  means  151  or  162,  and  stored  in 
the  second  element  memory  means  110.  The  ele- 

20  ment  data  key  converting  means  152  may  convert 
the  temporary  key  into  the  element  data  key  by 
directly  inputting  the  element  data  key  from  the 
keyboard  106.  Otherwise,  during  the  data  key  con- 
version,  the  respective  codes  constituting  the  ele- 

?5  ment  data  key  may  be  displayed  on  the  display 
device,  and  these  codes  may  be  sequentially  se- 
lected  in  a  so-called  "dialogue"  type  processing 
operation  with  an  operator.  As  to  the  image  in- 
formation,  these  codes  are  the  machine  sort  code, 

so  information  identification  code  and  so  on  shown  in 
Fig.  9. 

The  basic  layout  code  setting  means  101  is 
connected  to  the  second  layout  memory  means 
111  in  the  memory  means  113.  The  second  layout 

35  memory  means  111  is  connected  to  the  layout 
code  converting  means  114. 

The  first  and  second  element  inputting  means 
102  and  161  and  the  first  and  second  temporary 
key  setting  means  151  and  162  are  connected  to 

40  the  second  element  memory  means  110  in  the 
memory  means  113.  The  second  element  memory 
means  110  is  connected  to  the  element  data  key 
converting  means  152. 

The  element  data  key  converting  means  152  is 
45  connected  to  coordinates  setting  means  104,  first 

page  data  setting  means  105,  and  second  page 
data  setting  means  133.  The  coordinates  setting 
means  104  outputs  to  the  first  display  means  109, 
the  element  data  key  output  from  the  second  ele- 

50  ment  memory  means  110  and  the  element  data 
corresponding  to  said  element  data  key,  and  also 
sets  the  positional  coordinates  of  the  element  data 
moved  by  operating  the  mouse  108,  and  further 
outputs  the  coordinates  information  to  the  first  dis- 

ss  play  means  109,  first  page  data  setting  means  105 
and  second  page  setting  means  133. 

The  layout  code  converting  means  114  call  up 
an  arbitrary  basic  layout  code  stored  in  the  second 
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ayout  memory  means  1  1  1  to  convert  into  the  con- 
'erted  layout  code  as  illustrated  in  the  lower  por- 
ion  of  Fig.  12,  and  then  provide  the  converted 
ayout  code  to  the  first  page  data  setting  means 
1  05  and  first  display  means  109. 

The  first  page  data  setting  means  105  is  op- 
jrated  to  produce  a  completely  new  book,  and 
produce  one  page  data,  as  illustrated  in  Fig.  18,  by 
jmploying  the  element  data  key  and  element  data 
jutput  from  the  element  data  key  converting 
neans  152,  the  converted  layout  code  output  from 
he  layout  code  converting  means  114,  and  the 
coordinates  information  output  from  the  coordinate 
setting  means  104,  and  further  output  the  one  data 
3t  the  page  memory  means  112  in  the  memory 
neans  113. 

It  should  be  noted  that  the  element  inputting 
neans  102  is  connected  to  the  first  display  means 
109  by  a  dot  line,  which  indicates  that  when  the 
document  or  the  like  is  entered  by  the  keyboard 
106,  the  data  of  the  document  or  the  like  is  dis- 
played  on  the  first  display  means  109. 

The  page  memory  means  112  is  connected  to 
She  layout  converting  means  121  and  element  con- 
certing  means  122. 

The  layout  converting  means  121  eliminate 
LEN  and  element  data  from  the  element  data  group 
Df  the  1-page  data  (see  Fig.  18)  stored  in  the  page 
memory  means  112  to  produce  the  layout  informa- 
tion  as  illustrated  in  Fig.  19.  The  layout  converting 
means  121  are  connected  to  the  first  layout  mem- 
ory  means  125  which  is  further  connected  to  an 
information  processing  means  124.  The  first  layout 
memory  means  125  correspond  to  the  layout  D/B 
1  1  in  Fig.  2. 

The  element  converting  means  122  copies  the 
element  data  group  out  of  the  1-page  data  stored 
in  the  page  memory  means  112,  and  resolves  the 
copied  element  data  group  into  some  element 
units.  The  element  converting  means  122  are  con- 
nected  to  the  first  element  memory  means  123 
which  is  further  connected  to  the  information  pro- 
cessing  means  124.  The  first  element  memory 
means  123  comprises  the  document  D/B  12,  image 
D/B  13,  and  machine  sort  information  D/B  14. 

The  first  layout  memory  means  125  is  further 
connected  to  a  page  identification  data  changing 
means  131.  When  a  new  book  is  produced  by 
utilizing  the  information  of  other  book  or  books 
which  have  been  previously  edited  by  the  editing 
apparatus  and  stored  in  the  first  layout  memory 
means  125  and  first  element  memory  means  123, 
the  page  identification  data  changing  means  131 
reads  the  necessary  layout  information  out  of  the 
layout  information  stored  in  the  first  layout  memory 
means  125,  and  rewrites  the  material  supervision 
No.  and  page  number  (namely,  the  page  identifica- 
tion  data  for  identifying  the  page  of  the  layout 

information)  of  the  layout  information  into  tne  ma- 
terial  supervision  No.  and  page  number  of  the  book 
to  be  newly  produced.  The  data  entry  for  said 
rewriting  operation  is  carried  out  by  the  keyboard 

5  106. 
The  page  identification  data  changing  means 

131  and  first  element  memory  means  123  are 
connected  to  the  element  data  adding  means  132. 
The  element  data  adding  means  132  reads  out  of 

<o  the  first  element  memory  means  123,  the  element 
data  of  the  layout  information  (see  Fig.  19)  output 
from  the  page  identification  data  changing  means 
131,  which  corresponds  to  the  respective  element 
data  keys  set  behind  the  layout  for  the  editing 

rs  work,  and  then  adds  said  element  data  to  the 
element  data  key. 

The  element  data  adding  means  132  is  con- 
nected  to  the  page  memory  means  112. 

The  page  memory  means  112  is  furthermore 
20  connected  to  the  second  page  setting  means  133 

and  first  display  means  1  09. 
The  second  page  data  setting  means  133  is 

operated  to  produce  a  new  book  which  is  similar  to 
some  book  previously  edited,  and  modify  the  one 

25  page  information  by  employing  the  1-page  informa- 
tion  output  from  the  page  memory  means  1  1  2,  the 
data  in  the  element  unit  output  from  the  element 
data  key  changing  means  152,  and  the  positional 
coordinates  of  the  element  data  output  from  the 

30  coordinates  setting  means  104.  Thereafter,  the  in- 
formation  of  the  modified  1-page  information  is 
output  into  the  page  memory  means  112.  The 
second  page  data  setting  means  133  directly  return 
the  1-page  information  transferred  from  the  page 

35  memory  means  112  to  the  page  memory  means 
112  when  no  data  in  the  element  unit  is  output 
from  the  element  data  changing  means  152.  The 
first  element  memory  means  123  is  furthermore 
connected  to  the  second  element  memory  means 

40  110. 
The  basic  layout  code  setting  means  101,  first 

element  inputting  means  102,  first  temporary  key 
setting  means  151,  coordinates  setting  means  104, 
first  page  data  setting  means  105,  second  page 

45  data  setting  means  133,  layout  code  converting 
means  114,  and  element  data  key  converting 
means  152  are  provided  with  the  editing  ap- 
paratuses  3-1  to  3-N  or  system  controller  2,  each 
shown  in  Fig.  2. 

so  Also,  the  key  inputting  means  163,  second 
display  means  164,  second  element  inputting 
means  161,  and  second  temporary  key  setting 
means  162  are  provided  with  the  personal  comput- 
ers  4-1  to  4-N  shown  in  Fig.  2. 

55  Similarly,  the  layout  converting  means  121,  ele- 
ment  converting  means  122,  page  identification 
data  changing  means  131,  and  element  data  add- 
ing  means  132  are  provided  with  the  host  computer 
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I  or  system  controller  2  shown  in  Fig.  2. 
A  description  will  now  be  made  on  the  opera- 

ion  when  a  new  book  is  produced  in  the  editing 
apparatus  having  the  above-described  arrange- 
ment. 

First,  the  information  for  disignating  the  1-page 
casic  layout  is  entered  by  the  keyboard  106.  This 
nformation  is  arranged  into  the  basic  layout  code 
as  shown  in  Fig.  4  in  the  basic  layout  code  setting 
neans  101.  This  basic  layout  code  is  stored  in  the 
second  layout  memory  means  111.  The  entry  and 
storing  operation  of  the  basic  layout  is  performed 
dura!  times  if  required. 

Then,  the  temporary  key  corresponding  to  the 
element  data  to  be  input  is  entered. 

When  the  element  data  input  subsequent  to  the 
element  data  key  are  the  image  data  such  as 
photographs,  illustrations  and  so  on,  and  the  spe- 
cific  inputting  means  such  as  the  scanner  107  or 
the  like  is  required  to  enter  these  input  data,  the 
temporary  key  is  input  by  the  keyboard  106  (such 
as  the  keyboard  5-1  connected  to  the  editing  ap- 
paratus  3-1  shown  in  Fig.  2)  . 

When  the  element  data  are  such  data  as  char- 
acters,  symbols  and  document  which  can  be  input 
by  key  operation  the  temporary  key  is  entered 
from  the  keyboard  106  or  key  inputting  means  163 
(any  of  the  personal  computers  4-1  to  4-N  in  Fig. 
2). 

The  data  of  the  temporary  key  other  than  the 
head  byte  thereof  is  a  code  arbitrarily  determined 
by  an  operator  himself  so  as  to  identify  the  ele- 
ment  data  to  be  input  by  the  operator  of  the  editing 
apparatus.  And  said  data  is  not  to  supervise  the 
element  data  within  the  first  element  memory 
means  123  or  second  element  memory  means 
110.  The  temporary  key  is  set  in  a  form  as  illus- 
trated  in  Fig.  5  in  the  first  temporary  key  setting 
means  151  or  second  temporary  setting  means 
162. 

In  case  that  the  temporary  key  is  entered  by 
the  key  board  106,  then  the  document  or  machine 
sort  information  is  entered  by  the  keyboard  106, 
and  the  image  is  read  by  the  scanner  107,  and 
these  data  are  output  to  the  first  element  inputting 
means  102. 

In  case  that  the  temporary  key  is  input  by  the 
key  inputting  means  163,  thereafter  the  document 
or  machine  sort  information  is  entered  by  the  key 
inputting  means  163,  and  these  data  are  output  via 
the  second  element  inputting  means  161. 

In  the  first  or  second  element  inputting  means 
102  or  161,  LEN  of  the  element  data  is  added  to 
the  element  data,  if  required.  This  data  is  output 
together  with  the  temporary  key  to  the  second 
element  memory  means  110  and  stored  therein.  A 
plurality  of  entry  and  storing  operations  for  the 
temporary  key  and  element  data  are  carried  out,  if 

required. 
With  the  above-described  operation,  such  ed- 

iting  data  as  document  and  machine  sort  informa- 
tion  comprising  of  characters  and  symbols  are  en- 

5  tered  by  the  key  inputting  means  163. 
When  the  entry  of  various  element  data  is 

accomplished,  the  editing  or  arranging  operation  of 
the  element  data  is  commenced  by  the  editing 
apparatus  shown  in  Fig.  2. 

ro  At  first,  the  necessary  layout  code  among  the 
basic  layout  code  stored  in  the  second  layout 
memory  means  111,  namely  the  basic  layout  code 
by  which  the  layout  data  of  the  page  to  be  edited 
is  set  is  read  out  from  the  second  layout  memory 

is  means  111  by  inputting  the  layout  code  from  the 
keyboard  106,  and  output  to  the  layout  code  con- 
verting  means  114. 

In  the  layout  code  converting  means  114,  the 
layout  code  among  the  basic  layout  code  is  con- 

20  verted  into  the  material  supervision  No.  and  page 
input  by  the  keyboard  106.  That  is,  the  converted 
layout  code  (shown  in  the  lower  ode  portion  of  Fig. 
12)  is  produced.  The  converted  layout  code  is 
output  to  the  first  page  data  setting  means  105  and 

25  first  display  means  109,  and  as  illustrated  in  Fig. 
13,  the  basic  layout  corresponding  to  the  converted 
layout  code  is  displayed  on  the  first  display  means 
109. 

When  an  operator  inputs  the  temporary  key 
30  corresponding  to  the  element  data  to  be  displayed 

on  the  basic  layout  by  means  of  the  keyboard  106, 
the  element  data  having  the  element  data  key  is 
output  to  the  element  data  key  converting  means 
152  from  the  second  element  memory  means  110. 

35  In  the  element  data  key  converting  means  152,  as 
previously  described,  the  temporary  key  is  con- 
verted  to  the  element  data  key. 

The  element  data  key,  and  the  element  data  or 
LEN  and  the  element  data  output  from  the  element 

40  data  key  converting  means  152  are  supplied  to  the 
first  page  data  setting  means  105  and  coordinates 
setting  means  104.  The  coordinates  setting  means 
104  outputs  the  element  data  to  the  first  display 
means  109. 

45  When  the  element  data  displayed  on  the  first 
display  means  109  is  moved  by  the  mouse  108, 
the  positional  coordinates  corresponding  to  the 
moved  position  thereof  is  set  by  the  coordinate 
setting  means  104,  and  the  set  coordinates  are 

so  transferred  to  the  first  page  data  setting  means 
105. 

A  plurality  of  element  data  are  displayed  on  a 
predetermined  position  of  the  basic  layout,  if  re- 
quired  so  as  to  perform  the  page  editing  work. 

55  When  the  one  page  editing  work  has  been 
accomplished,  in  response  to  the  output  signals 
from  the  layout  code  converting  means  114,  ele- 
ment  data  key  converting  means  152  and  coordi- 
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iates  setting  means  104,  the  first  page  data  setting 
neans  105  produce  the  one  page  data  as  illus- 
rated  in  Fig.  18.  As  stated  in  detail,  the  one  page 
lata  is  constructed  of  the  converted  layout  code 
3-utput  from  the  layout  code  converting  means  114, 
ayout  for  the  editing  work  consisting  of  the  posi- 
ional  coordinates  output  from  the  coordinate  set- 
ing  means  104  and  also  the  element  data  key  of 
he  element  data  corresponding  to  the  positional 
coordinate,  and  the  element  data  group  consiting  of 
he  element  data  key  which  constitutes  the  layout 
or  the  editing  work  and  the  element  data  cor- 
responding  to  said  element  data  key. 

The  1-page  data  produced  in  the  first  page 
data  setting  means  105  is  stored  in  the  page  mem- 
Dry  means  112.  The  amount  of  the  edited  1-page 
jata  stored  in  the  page  memory  means  112  is 
s-qual  to  the  necessary  pages  so  as  to  constitute 
tie  book  to  be  edited.  These  page  data  are  forwar- 
ded  to  a  hard  copy  producing  apparatus  (not 
shown). 

The  1-page  data  stored  in  the  page  memory 
•neans  112  is  transferred  to  the  layout  converting 
neans  1  21  where  the  layout  information  as  repre- 
sented  in  Fig.  19  is  produced  from  the  1-page  data. 
The  layout  information  is  transferred  to  the  first 
layout  memory  means  125  and  stored  therein. 

The  1-page  data  stored  in  the  page  memory 
means  112  is  also  transferred  to  the  element  con- 
verting  means  122.  In  the  element  converting 
means  122,  the  element  data  group  is  copied  from 
the  1-page  data,  the  copied  element  data  group  is 
resolved  into  1  -element  units,  and  thereafter  trans- 
ferred  to  the  first  element  memory  means  123.  The 
document  (or  sentence)  element  data  among  the 
resolved  element  data  group  is  stored  in  the  sen- 
tence  D/B  12  in  the  first  element  memory  means 
123,  the  image  element  data  in  the  image  D/B  13, 
and  the  machine  sort  information  element  is  in  the 
machine  sort  information  D/B  14. 

A  new  book  can  be  produced  in  accordance 
with  the  above-described  method,  and  the  data  of 
the  edited  new  book  is  resolved  to  the  layout  data 
and  the  element  data,  and  then  respectively  stored. 

It  should  be  notified  that  the  element  data  such 
as  document  and  images  stored  in  the  above- 
mentioned  D/B's  may  be  called  up  therefrom  so  as 
to  merely  observe  said  element  data  for  a  certain 
purpose  other  than  the  editing  work. 

When  the  element  data  key  is  input  which 
corresponds  to  the  element  data  wanted  to  be 
observed,  by  the  keyboard  106  or  key  input  means 
163,  the  element  data  requested  is  displayed  on 
the  first  display  means  109  if  said  key  input  per- 
formed  through  the  keyboard  1  06,  and  on  the  sec- 
ond  display  means  164  if  said  key  input  performed 
through  the  key  input  means  163. 

A  description  will  now  be  made  on  a  case  in 

that  by  utilizing  a  book  previously  edited,  a  new 
book  similar  to  said  already  edited  book  is  pro- 
duced. 

After  an  operator  judges  which  pages  of  the 
5  edited  book  are  available  to  edit  the  new  book 

while  actually  observing  the  edited  book,  the  refer- 
ence  supervision  No.  and  page  (or  page  identifica- 
tion  data)  of  the  edited  book  are  entered  to  read 
out  from  the  first  layout  memory  means  125  the  1- 

'0  page  data  which  is  available  for  the  new  book.  The 
readout  data  is  transferred  to  the  page  identification 
data  changing  means  131. 

When  the  reference  supervision  No.  and  page 
of  the  book  to  be  produced  are  entered  by  the 

15  keyboard  106  or  other  key  inputting  means  163 
(not  shown)  connected  to  the  page  identification 
data  changing  means  131,  the  reference  supervi- 
sion  No.  and  page  of  the  readout  data  are  changed 
into  the  entered  reference  supervision  No.  and 

20  page  in  the  page  identification  data  changing 
means  131. 

The  element  data  adding  means  132  reads  out 
from  the  first  element  memory  means  123,  the 
element  data  of  the  changed  1-page  data  which 

25  corresponds  to  the  element  data  key  set  after  the 
layout  for  the  editing  work,  and  adds  said  element 
data  to  the  end  of  the  element  data  key.  With  this 
operation,  one  page  data  can  be  established. 

After  the  complete  1  -page  data  is  stored  in  the 
30  page  memory  means  112,  it  is  transferred  to  the 

first  display  means  109  to  be  displayed  on  it,  and 
also  transferred  to  the  second  page  data  setting 
means  133. 

An  operator  will  judge  whether  or  not  the  one 
35  page  data  is  required  to  be  change  while  observing 

said  one  page  data  displayed  on  the  first  display 
means  109.  If  a  judgement  is  negative,  the  resul- 
tant  information  is  output  from  suitable  means  (not 
shown),  the  one  page  data  is  transferred  to  the 

40  page  memory  means  112,  and  furthermore  said 
data  is  resolved  into  the  element  data  and  layout 
data  in  the  layout  converting  means  121  and  ele- 
ment  converting  means  122,  respectively.  In  this 
case,  since  the  element  data  has  been  already 

45  stored  in  the  first  element  memory  means  123, 
only  the  layout  data  is  output  to  the  first  layout 
memory  means  125  to  be  stored  in  it. 

When  some  particular  element  data  among  the 
1-page  data  displayed  on  the  first  display  means 

so  109  is  to  be  deleted  or  changed  into  other  element 
data,  or  when  the  1-page  data  displayed  on  the 
first  display  means  109  should  be  edited,  the  ele- 
ment  data  key  corresponding  to  said  particular 
element  data  is  entered,  so  that  the  element  in- 

55  formation,  i.e.,  element  data  key  and  element  data 
are  read  out  from  the  first  element  memory  means 
123  to  be  registered  into  the  second  element  mem- 
ory  means  110.  The  readout  operation  of  the  ele- 
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menx  mrormaiion  may  De  penormea  Dy  eitner  tne 
keyboard  106  or  key  inputting  means  163. 

If  the  necessary  element  data  is  not  stored  in 
the  first  element  memory  means  123,  the  tem- 
porary  key  and  element  data  are  newly  entered  to 
be  registered  in  the  second  element  memory 
means  110. 

That  is  to  say,  the  second  element  memory 
means  1  1  0  stores  the  element  information  consist- 
ing  of  the  temporary  key  and  element  data,  and  the 
element  information  consisting  of  the  element  data 
key  and  element  data. 

The  second  element  memory  means  110  is 
energized  by  appropriate  means  (not  shown)  and 
outputs  the  necessary  element  data  and  element 
data  kay,  or  the  element  data  and  temporary  key  to 
the  element  data  key  converting  means  1  52.  When 
the  element  data  and  temporary  key  are  called  up, 
the  element  data  key  converting  means  152  con- 
verts  the  temporary  key  into  the  element  data  key 
entered  by  the  keyboard  106,  and  outputs  them. 
On  the  other  hand,  when  the  element  data  and 
element  data  key  are  called  up,  the  element  data 
<ey  converting  means  1  52  output  the  element  data 
<ey  without  any  conversion. 

The  element  data  key  and  element  data  output 
rom  the  element  data  key  converting  means  152 
are  transferred  to  the  coordinates  setting  means 
1  04  and  second  page  data  setting  means  1  33.  The 
coordinate  setting  means  104  output  the  element 
data  to  the  first  display  means  109,  set  the  posi- 
ional  coordinates  of  the  element  data  which  are 
determined  by  the  mouse,  to  supply  them  to  the 
second  page  data  setting  means  133. 

When  the  changes  (or  editing  work)  of  the  1- 
sage  data  displayed  on  the  first  display  means  109 
ire  accomplished  by  repeating  the  above  men- 
ioned  operation  if  required,  the  second  page  data 
setting  means  1  33  rearrange  the  1  -page  data  trans- 
erred  from  the  page  memory  means  112  as  the 
Jdited  1-page  data.  Precisely  speaking,  the  second 
sage  data  setting  means  133  erases  the  element 
lata,  element  data  key  and  the  positional  coordi- 
lates  thereof  among  the  1-page  data  transferred 
rom  the  page  memory  means  112.  Said  element 
lata  has  been  overlapped  by  the  element  data 
iewly  set  on  the  layout  during  the  editing  work, 
md  the  element  data  key  correspons  to  the  ele- 
nent  data.  Also,  the  second  page  data  setting 
neans  1  33  adds  the  element  data  newly  set  on  the 
ayout  during  the  editing  work,  the  element  data 
ey  corresponding  to  said  element  data  and  the 
iositional  coordinates  of  said  element  data. 

Thus,  the  edited  or  changed  1-page  data  is 
utput  from  the  second  page  data  setting  means 
33  to  the  page  memory  means  112  to  be  stored 
lerein.  Then,  the  1-page  data  is  output  to  the 
lyout  converting  means  121  and  element  convert- 

ing  means  122  in  the  page  unit  or  book  unit.  Both 
the  layout  converting  means  121  and  element  con- 
verting  means  122  resolves  the  output  data  into  the 
element  and  layout  data,  outputs  the  resolved  data 

5  to  the  respective  first  layout  memory  means  125 
and  first  element  memory  means  123  to  be  store 
therein.  In  this  case,  the  data  on  the  element  which 
have  been  previously  stored  in  the  first  element 
memory  means  123  are  not  doubly  stored  therein. 

w  Under  the  above-described  operation,  when 
producing  the  new  book  resemble  to  a  previously 
edited  book,  the  common  element  data  can  be 
commonly  used  without  any  modifing  and  revising, 
so  that  time  required  to  produce  a  new  book  can 

15  be  greately  shortened. 
Fig.  31  is  a  block  diagram  of  still  other  pre- 

ferred  embodiment  of  the  invention.  The  same  ref- 
erence  numerals  in  Fig.  31  denote  the  same  or 
similar  circuit  elements  in  Fig.  26. 

20  In  Fig.  31  ,  a  specific  character  (or  letter)  judge- 
ment  code  setting  means  165  outputs  a  specific 
character  identification  code  when  a  symbol  en- 
tered  by  the  key  inputting  means  163  corresponds 
to  such  a  specific  character  or  letter  which  cannot 

25  be  entered  directly  by  the  keyboard,  e.g.,  "Umlaut- 
(••)"@ 

A  document  producing  (or  processing)  means 
166  produces  a  document  by  employing  the  data 
entered  by  the  key  inputting  means  163,  and  the 

30  specific  character  identification  code  output  from 
the  specific  character  identification  code  setting 
means  165,  and  output  the  resultant  document  as 
document  data.  The  document  producing  means 
166  is  provided  with  the  second  element  inputting 

!5  means  162  shown  in  Fig.  26  and  means  having  a 
function  for  editing  (movement,  copying  or  the  like) 
the  input  document.  In  other  words,  the  second 
personal  computers  4-1  to  4-N  in  the  embodiment 
(of  Fig.  31)  function  as  wordprocessors. 

'0  A  specific  character  identification  code  judging 
means  167  judges  whether  or  not  the  document 
data  output  from  the  document  producing  means 
166  contains  the  specific  character  identification 
code,  if  yes,  then  the  judging  means  167  transfers 

5  a  symbol  output  subsequent  to  the  specific  char- 
acter  identification  code  and  a  character  or  letter 
output  subsequent  to  the  symbol  to  a  specific 
character  converting  means  168.  If  the  judgment  is 
negative,  the  symbol  or  character  of  the  document 

o  data  is  directly  output  to  a  second  element  mem- 
ory  means  110. 

The  specific  character  converting  means  168 
constitute  a  predetermined  specific  character  or 
letter  code  based  on  the  symbol  and  character 

5  output  subsequent  to  said  symbol  which  are  de- 
rived  from  the  specific  character  identification  code 
judging  means  167,  and  output  the  specific  char- 
acter  code  to  the  second  element  memory  means 

0 
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no.  
The  second  temporary  key  setting  means  162, 

<ey  inputting  means  163,  second  display  means 
164,  specific  character  identification  code  setting 
neans  165,  and  document  producing  means  166 
are  equipped  within  the  personal  computers  4-1  to 
4-N  shown  in  Fig.  2. 

The  specific  character  identification  code  judg- 
ng  means  167  and  specific  character  converting 
neans  168  are  provided  within  the  personal  com- 
Duters  4-1  to  4-N,  host  computer  1,  or  system 
controller  2  shown  in  Fig.  2. 

A  description  will  now  be  made  on  an  operation 
to  produce  documents  or  sentences,  for  instance, 
in  French  by  the  work  stations  (that  is,  personal 
computers  4-1  to  4-N)  in  the  editing  apparatus 
having  the  above-described  construction  according 
to  this  invention,  and  to  store  the  produced  docu- 
ments  as  the  document  data. 

In  general,  the  work  stations  connected  to  the 
host  computer  have  a  function  as  a  wordprocessor. 
Then,  an  operator  produces  the  document  by  the 
wordprocessor  function.  However,  according  to  the 
ordinary  wordprocessor  function,  these  work  sta- 
tions  can  only  enter  the  usual  alphabets,  numerals 
and  basic  symbols.  Even  if  French  "e"  is  tried  to 
be  entered,  this  character  cannot  be  directly  en- 
tered  through  the  ordinary  keyboard,  because  such 
a  key  for  a  French  character  "e"  is  not  provided  in 
the  keyboard. 

According  to  the  editing  apparatus  of  this  in- 
vention,  the  specific  character  identification  code  is 
first  output  from  the  specific  character  code  setting 
means  165  instead  of  the  entry  of  the  specific 
character  "e",  and  thereafter,  a  symbol  indicative 
of  "'"  and  an  alphabet  "e"  are  continuously  en- 
tered  from  the  key  inputting  means  163. 

When,  for  instance,  French  "temperature"  is 
entered  by  the  key  inputting  means  163,  an  oper- 
ator  first  enters  the  characters  of  "temp"  by  the 
keyboard  connected  to  the  key  inputting  means 
163.  However,  the  specific  character  "e"  to  be 
input  subsequently  cannot  be  directly  entered  from 
the  keyboard  without  modifying  this  character. 

Accordingly,  the  specific  character  identifica- 
tion  code  is  output  by  the  specific  character  iden- 
tification  code  setting  means  165,  thereafter  both 
the  symbol  "'"  and  the  character  "e"  are  continu- 
ously  input  by  the  key  inputting  means,  and  then, 
the  remaining  characters  "rature"  are  entered,  so 
that  the  entry  of  said  French  word  is  accomplished. 

In  the  document  producing  means  166,  the 
document  is  produced  based  on  the  specific  char- 
acter  identification  code  entered  by  the  specific 
character  identification  code  setting  means  165, 
and  the  symbol  as  well  as  characters  input  by  the 
key  inputting  means  163,  and  output  to  the  second 
display  means  164.  At  the  same  time,  this  docu- 

ment  is  output  as  the  document  data  to  the  specific 
character  identification  code  judging  means  167.  In 
this  case,  the  data  format  of  the  above-described 
French  "temperature"  output  from  the  document 

s  producing  means  166  is  "temp#'erature".  It  should 
be  noted  that  "#"  represents  the  specific  character 
identification  code. 

It  should  be  noted  that  even  if  the  specific 
character  identification  code  is  input,  this  specific 

10  character  identification  code  itself  is  not  displayed 
on  the  second  display  means  164,  but  alternatively, 
the  symbol  and  character  entered  subsequent  to 
this  specific  character  identification  code  are  dis- 
played  which  are  different  colors,  or  different 

15  brightness.  Accordingly,  they  can  be  discriminated 
from  the  remaining  characters. 

In  the  specific  character  identification  code 
judging  means  167,  a  judgement  is  made  whether 
or  not  the  document  data  output  from  the  docu- 

20  ment  producing  means  166  contains  the  specific 
character  identification  code,  namely  "#".  If  not, 
then  this  document  data  is  directly  output  to  the 
second  element  memory  means  110  without  any 
modification. 

25  When  the  specific  character  identification  code 
is  in  the  output  document  data,  the  symbol  entered 
subsequent  to  the  specific  character  identification 
code  and  the  character  input  subsequent  to  the 
symbol  are  supplied  to  the  specific  character  con- 

30  verting  means  168.  In  this  example,  both  the  sym- 
bol  "  "  and  character  "e"  are  output  to  the  specific 
character  converting  means  168. 

In  the  specific  character  converting  means  168, 
the  predetermined  specific  character  of  "e"  is  com- 

35  posed  of  the  symbol  "  "  and  character  "e",  and 
output  to  the  second  element  memory  means. 

As  apparent  from  the  foregoing  descriptions,  in 
the  editing  apparatus  according  to  the  preferred 
embodiment  in  Fig.  30,  the  specific  characters 

40  which  cannot  be  entered  by  simply  operating  the 
conventional  work  station  as  the  wordprocessor, 
but  may  be  entered  only  by  way  of  the  small-scale 
computer,  can  be  input  even  by  the  work  station 
according  to  the  present  invention,  which  accord- 

45  ingly  results  in  a  wide  spread  in  usage  of  the  work 
station. 

As  a  consequence,  there  is  no  need  to  employ 
a  large  quantity  of  expensive  small-scale  comput- 
ers  requiring  complex  operations  and  the  editing 

50  work  can  be  efficiently  performed. 
Fig.  27  is  a  block  diagram  according  to  still 

further  preferred  embodiment  of  this  invention.  The 
same  reference  numerals  in  Fig.  27,  denote  the 
same  or  similar  circuit  components  shown  in  Fig. 

55  26. 
As  is  apparent  from  the  comparison  between 

Figs.  26  and  27,  the  page  identification  data  chang- 
ing  means  131,  element  data  adding  means  132 

21 
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md  second  page  data  setting  means  133  shown  in 
:ig.  26  have  been  omitted  in  the  preferred  embodi- 
nent  of  Fig.  27. 

In  the  present  embodiment,  although  a  new 
jook  cannot  be  produced  by  employing  the  in- 
ormation  (layout  data  and  element  data)  of  a  pre- 
'iously  edited  book,  the  new  book  can  be  edited 
>y  using  the  element  data  unless  the  element  data 
ised  for  the  editing  work  of  the  previously  edited 
sook  is  erased  from  the  second  element  memory 
neans  110. 

As  is  similar  to  the  preferred  embodiment 
;hown  in  Fig.  26,  the  element  data  of  the  produced 
cook  is  utilized  in  the  information  processing 
neans  124  for  performing  a  certain  process  other 
nan  the  editing  process. 

Fig.  28  is  a  functional  block  diagram  according 
o  a  still  further  embodiment  of  the  invention.  The 
;ame  referecne  numerals  shown  in  Fig.  28  denote 
tie  same  or  similar  circuit  components  shown  in 
=ig.  27. 

As  is  obvious  from  the  comparison  between 
rigs.  27  and  28,  the  layout  converting  measn  121, 
element  converting  means  122,  first  element  mem- 
cry  means  123  and  first  layout  memory  means  125 
nave  been  omitted  in  the  preferred  embodiment  of 
Fig.  28. 

In  the  preferred  embodiment,  since  the  data  of 
the  previously  edited  book  cannot  be  stored  after 
being  resolved  into  the  element  information  and 
layout  information,  the  element  information  cannot 
be  utilized  in  the  information  processing  means 
other  than  the  editing  apparatus  (the  information 
processing  means  124  shown  in  Fig.  27).  However, 
unless  the  data  relating  to  the  edited  element  is 
erased  in  the  second  element  memory  means  110, 
the  common  element  data  can  be  commonly  uti- 
lized  in  case  that  the  book  similar  to  the  edited 
book  is  produced,  in  the  similar  manner  to  the 
editing  apparatus  shown  in  Fig.  27. 

Fig.  29  is  a  functional  block  diagram  of  a 
modification  of  the  embodiment  shown  in  Fig.  28. 
In  Fig.  29,  the  converted  layout  code  setting  means 
120  directly  set  the  converted  layout  code  by  the 
keyboard  106. 

According  to  this  preferred  embodiment  since 
the  layout  code  should  be  set  every  time  each 
page  is  edited,  this  embodiment  is  not  preferably 
applied  to  edit  a  book  having  a  large  number  of 
pages.  However,  the  simpler  circuit  arrangement 
can  be  achieved  as  compared  with  the  preferred 
embodiments  shown  in  Figs.  26,  27  and  28. 

Fig.  1  is  a  functional  block  diagram  showing 
the  basic  construction  of  the  invention  as  a  further 
modification  of  the  embodiment  shown  in  Fig.  29. 
The  same  reference  numerals  shown  in  Fig.  1 
indicate  the  same  or  similar  circuit  elements  of  Fig. 
29. 

In  this  preferred  emDoaiment,  since  xne  ele- 
ment  data  key  must  be  set  every  time  the  element 
data  is  entered,  this  embodiment  is  not  preferable 
to  edit  a  book  requiring  a  lot  of  element  data. 

;  However,  the  much  simpler  construction  can  be 
realized  as  compared  with  the  embodiments  shown 
in  Figs.  26,  27,  28  and  29. 

Figs.  30,  32,  33  and  34  are  functional  block 
diagrams  of  still  further  preferred  embodiments  ac- 

o  cording  to  this  invention,  respectively,  in  which  the 
specific  character  or  letter  can  be  entered,  and  the 
second  element  inputting  means  161  shown  in 
Figs.  1,  27,  28  and  29  have  been  substituted  by 
the  specific  character  identification  code  setting 

5  means  165,  document  producing  means  166,  spe- 
cific  character  identification  code  judging  means 
167  and  specific  character  converting  means  168. 

>o  Industrial  Applicability 

As  is  apparent  from  the  foregoing  descriptions, 
in  accordance  with  the  present  invention,  not  only 
the  simple  editing  data  (machine  sort  information) 

?5  consisting  of  numbers  and  symbols,  but  also  the 
document  data  can  be  produced  by  the  work  sta- 
tions  (personal  computers,  wordprocessors  etc.)  to 
be  directly  entered  without  any  modifications. 

In  consequence,  since  the  small-scale  com- 
30  puter  may  be  utilized  only  when  the  entry  of  such 

complex  data  as  the  images  or  photographs  and 
illustrations  which  requires  the  specific  input  de- 
vices,  or  the  editing  work  utilizing  said  complex 
image  data  is  performed,  there  is  no  need  to  equip 

35  a  large  number  of  small-scale  computers,  so  that 
the  editing  apparatus  can  be  manufactured  in  low 
cost. 

Moreover,  the  entry  of  such  simple  data  as 
document  and  machine  sort  information  which  is 

40  effected  only  by  the  keyboard  operation,  can  be 
performed  by  the  simply  operable  work  stations 
without  employing  the  complex-operated  small- 
scalecomputer.  As  a  result,  time  required  to  enter 
the  data  can  be  shortened  and  thus  the  -  higher 

45  efficient  editing  work  can  be  achieved. 
In  addition,  according  to  this  invention,  the  spe- 

cific  document  written  in  the  specific  characters 
other  than  the  usual  alphabets,  e.g.,  French  and 
German  document  can  be  readily  handled,  so  that 

so  the  wide  application  of  the  wordprocessor  can  be 
expected,  which  emphasizes  the  particular  advan- 
tages  of  the  invention. 
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Claims 

1  .  A  data  processing  apparatus  comprising: 
a  large-scale  general  purpose  computer  to  which  a 
jata  base  (D/B)  is  connected; 
it  least  one  of  small-scale  computer  for  inputting 
and  outputting  data;  and, 
a  medium-scale  relay  computer  interposed  be- 
:ween  the  large-scale  general  purpose  computer 
and  the  small-scale  computer,  wherein: 
tie  large-scale  general  purpose  computer  super- 
/ises  the  data  input/output  of  the  D/B; 
tie  medium-scale  relay  computer  performs  data 
crocessing  by  employing  the  data  entered  into  the 
small-scale  computer  and  the  data  output  from  the 
arge-scale  general  purpose  computer,  and  trans- 
fers  the  data  to  be  registered  into  the  D/B  to  the 
arge-scale  general  purpose  computer. 

2.  A  data  processing  apparatus  as  claimed  in 
claim  1,  wherein  the  large-scale  general  purpose 
computer  resolves  the  data  transferred  from  the 
medium-scale  relay  computer  so  as  to  be  able  to 
register  in  the  D/B,  and  transfers  the  resultant  re- 
solved  data  to  the  D/B. 

3.  A  data  processing  apparatus  as  claimed  in 
claim  1  or  2,  wherein  the  large-scale  general  pur- 
pose  computer  reconstructs  the  data  in  a  predeter- 
mined  form  by  employing  the  data  output  from  the 
D/B,  and  transfers  the  reconstructed  data  to  the 
relay  computer. 

4.  An  editing  apparatus  comprising  of  a  host 
computer  to  which  a  data  base  (D/B)  is  connected, 
editing  means  connected  to  the  host  computer  and 
a  work  station  connected  to  one  of  the  host  com- 
puter  and  editing  means,  wherein 
the  work  station  includes  at  least  a  second  element 
inputting  means  for  inputting  element  data  con- 
stituting  each  page,  and  a  second  element  data 
key  setting  means  for  setting  an  element  data  key 
corresponding  to  the  element  data;  and, 
the  host  computer  and  editing  means  include  at 
least;  converted  layout  code  setting  means  for  set- 
ting  a  converted  layout  code  by  which  a  basic 
layout  of  a  page  to  be  edited  is  designated;  coordi- 
nates  setting  means  for  setting  positional  coordi- 
nates  of  each  of  the  element  data  on  the  basic 
layout;  and  page  data  setting  means  for  setting  one 
page  data  by  employing  the  converted  layout  data, 
element  data  used  for  the  editing  work,  the  element 
data  key  corresponding  to  the  element  data,  and 
the  positional  coordinates  of  the  element  data. 

5.  An  editing  apparatus  as  claimed  in  claim  4, 
wherein  the  editing  means  further  comprises; 
first  element  inputting  means  for  inputting  the  ele- 
ment  data;  and 
first  element  data  key  setting  means  for  setting  the 
elment  data  key  corresponding  to  the  element  data 
entered  by  the  first  element  inputting  means. 

6.  An  editing  apparatus  as  claimed  in  claim  4 
or  5,  wherein  the  converted  layout  code  setting 
means  includes: 
basic  layout  code  setting  means  for  setting  a  basic 

5  layout  code  constructed  of  layout  data  and  layout 
code; 
layout  memory  means  for  storing  the  basic  layout 
code;  and, 
layout  code  converting  means  for  converting  the 

w  layout  code  of  the  basic  layout  code  which  is  read 
out  from  the  layout  memory  means  during  an  ed- 
iting  work,  into  a  reference  supervision  number  of  a 
book  to  be  edited  and  a  page  number  to  be  edited, 
and  thereafter  setting  the  converted  layout  code. 

15  7.  An  editing  apparatus  as  claimed  in  claim  6, 
further  comprising  an  element  memory  means,  the 
element  data  and  element  data  key  being  tem- 
porarily  stored  in  the  element  memory  means. 

8.  An  editing  apparatus  as  claimed  in  claim  7, 
20  wherein  at  least  one  of  the  first  and  second  ele- 

ment  data  key  setting  means  is  constructed  of  a 
temporary  key  setting  means  for  setting  the  tem- 
porary  key  corresponding  to  the  element  data,  and 
element  data  key  converting  means  for  converting 

25  the  temporary  key  into  the  element  data  key,  and 
the  element  data  input  by  at  least  one  of  the  first 
and  second  element  data  inputting  means,  and  the 
temporary  key  set  by  the  temporary  key  setting 
means  so  as  to  correspond  to  the  element  data  are 

30  temporarily  stored  in  the  element  memory  means. 
9.  An  editing  'apparatus  as  claimed  in  claim  8, 

wherein  the  host  computer  is  a  large-scale  com- 
puter,  whereas  the  editing  means  is  constructed  of 
medium-scale  and  small-scale  computers. 

35  10.  An  editing  apparatus  comprising  of  a  host 
computer  to  which  a  data  base  (D/B)  is  connected, 
editing  means  connected  to  the  host  computer  and 
a  work  station  connected  to  any  one  of  the  host 
computer  and  editing  means,  wherein 

40  the  work  station  comprises  at  least  a  second  ele- 
ment  inputting  means  for  inputting  element  data 
constituting  each  page,  specific  character  identifi- 
cation  code  setting  means  for  setting  a  specific 
character  identification  code  by  which  a  given  char- 

ts  acter  in  the  element  data  is  designated  as  the 
specific  character,  specific  character  code  identify- 
ing  means  for  identifying  the  specific  character 
identification  code  contained  in  the  element  data, 
specific  character  converting  means  for  converting 

so  the  element  data  input  subsequent  to  the  specific 
character  identification  code  into  a  predetermined 
specific  character,  and  second  element  data  key 
setting  means  for  setting  an  element  data  key 
corresponding  to  the  element  data;  and, 

55  the  host  computer  and  editing  apparatus  comprise 
at  least  converted  layout  code  setting  means  for 
setting  a  converted  layout  code  by  which  a  basic 
layout  of  a  page  to  be  edited  is  designated,  coordi- 
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nates  setting  means  for  setting  positional  coordi- 
nates  of  each  element  data  on  the  basic  layout, 
and  page  data  setting  means  for  setting  one  page 
data  by  employing  the  converted  layout  data,  ele- 
ment  data  used  for  the  editing  work,  the  element  5 
data  key  corresponding  to  the  element  data,  and 
the  positional  coordinates  of  the  element  data. 

11.  An  editing  apparatus  as  claimed  in  claim 
10,  wherein  the  editing  means  further  comprise  first 
element  input  means  for  inputting  the  element  data  w 
and  first  element  data  key  setting  means  for  setting 
the  element  data  key  corresponding  to  the  element 
data  entered  by  the  first  element  input  means. 

12.  An  editing  apparatus  as  claimed  in  claim 
11,  wherein  the  converted  layout  code  setting  75 
means  include: 
basic  layout  code  setting  means  for  setting  a  basic 
layout  code  consturcted  of  layout  data  and  layout 
code: 
layout  memory  means  for  storing  the  basic  layout  20 
code;  and, 
layout  code  converting  means  for  converting  the 
layout  code  of  the  basic  layout  code  which  is  read 
out  from  the  layout  memory  means  during  an  ed- 
iting  work,  into  a  reference  supervision  number  of  a  25 
book  to  be  edited  and  a  page  number  to  be  edited, 
and  thereafter  setting  the  converted  layout  code. 

13.  An  editing  apparatus  as  claimed  in  claim 
12,  further  comprising  element  memory  means  in 
which  the  element  data  and  element  data  key  are  30 
temporarily  stored. 

14.  An  editing  apparatus  as  claimed  in  claim 
13,  wherein  at  least  one  of  the  first  and  second 
element  data  key  setting  means  is  constructed  of  a 
temporary  key  setting  means  for  setting  the  tern-  35 
porary  key  corresponding  to  the  element  data,  and 
element  data  key  converting  means  for  converting 
the  temporary  key  into  the  element  data  key,  and 
the  element  data  input  by  at  least  one  of  the  first 
and  second  element  data  inputting  means,  and  the  40 
temporary  key  set  by  the  temporary  key  setting 
means  so  as  to  correspond  to  the  element  data  are 
temporarily  stored  into  the  element  memory 
means. 

15.  An  editing  apparatus  as  claimed  in  claim  45 
14,  wherein  the  host  computer  is  a  large-scale 
computer,  whereas  the  editing  means  are  con- 
structed  of  medium-scale  and  small-scale  comput- 
ers. 

16.  An  editing  apparatus  as  claimed  in  claim  50 
15,  wherein  the  second  element  inputting  means 
has  editing  a  function  for  a  document. 
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-T-S111  
INPUT  MATERIAL  ID  NO.  AND  PAGE  NO.  FROM  KEYBOARD  5-1 

_ j - S 1 1 2  
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CONVERT  1-PAGE  DATA  IN  EDITING  MEANS  3-1 

RENEW  1-PAGE  DATA  IN  BOOK  D/B 

TRANSFER  1-PAGE  DATA  TO  HOST  COMPUTER  1 

CONVERT  1-PAGE  DATA  FOR  REGISTRATION 
LAYOUT  D/B  11 

REGISTER  CONVERTED  DATA  IN  LAYOUT  D/B  11 

COPY  ELEMENT  DATA  OUT  OF  1-PAGE  DATA 

REGISTER  ELEMENT  DATA  OF  SENTENCE  IN  SEN- 
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REGISTER  ELEMENT  DATA  OF  IMAGE  IN  IMAGE 
D/B  13 

• S 4 6  

•S124  

• S 4 8  

- S 4 9  

- S 5 0  

-S51 

- S 5 2  

-S53  
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